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INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

4. FOR INSTALLATION INTO WOOD FRAMING USE 5/16"
DEWALT/ELCO ULTRACON SCREWS OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/2" INCH MINIMUM EMBEDMENT INTO WOOD
SUBSTRATE.

5. FOR INSTALLATION INTO METAL STUD USE 5/16" DEWALT/ELCO
DRIL-FLEX SCREWS THROUGH THE FRAME OF SUFFICIENT LENGTH
TO ACHIEVE A MINIMUM OF 3 THREADS PENETRATION BEYOND
METAL FRAME SUBSTRATE.

6. FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY,
OR DIRECTLY INTO CONCRETE/MASONRY, USE 5/16 INCH
DIAMETER DEWALT/ELCO ULTRACONS OF SUFFICIENT LENGTH TO
ACHIEVE 1-3/4" INCH MINIMUM EMBEDMENT

7. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

8. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18
GA. WALL THICKNESS.

C. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

D. GROUT FILLED MASONRY - STRENGTH CONFORMANCE TO
ASTM C-90, MIN. F'M = 2000 PSI.

1.

DOWNEY GLASS

DG-300 SERIES WINDOW WALL
(NON-HVHZ)(NON-IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT EDITION
FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS
BEEN EVALUATED ACCORDING TO THE FOLLOWING:

AAMA 501-15

ASTM E283-04(12)

ASTM E330-14

ASTM E331-00(09)

. ADEQUACY OF THE EXISTING STRUCTURAL

CONCRETE/MASONRY, 2X FRAMING AND METAL STUD
FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE
OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

. 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED

TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK
DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT IN NON-HVHZ
AREAS.

. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS

PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

. WINDOW FRAME MATERIAL: 6063-T6 ALUMINUM

. DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:

X: OPERABLE PANEL
O: FIXED PANEL

. GLAZING MEETS ASTM E1300 LOAD RESISTANCE

REQUIREMENTS.
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INSTALLATION & GENERAL NOTES

ANCHOR LAYOUT & ANCHOR SCHEDULE

ANCHOR LAYOUT FOR SUPPORTED JAMB

VERTICAL & HORIZONTAL SECTIONS

MULLION LOAD CAPACITY

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

END MULLION LOAD CAPACITY

N{o|lu|pd|lwWw|N|F

BILL OF MATERIALS & GLAZING DETAIL

MISSILE IMPACT
RATING

DESIGN PRESSURE

+70 / -70 PSF NON-IMPACT
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6" FROM ENDS 24" OC. MAX.

TYPICAL ELEVATION:

ANCHOR LAYOUT

14" MAX O.C.

2" FROM MULLION BAL. 5" OC. TYP.

N

6" FROM ENDS 24" OC. MAX.

Al

BN .
(B 3/ B
3 s
T o2
—
z
N s
\3/
5[_0"
3 — [ 21/4"
| TTT1 TT 11 TTT1 TT 11 T T
| T 11711 T 11711 R
5’_0"
MAX

UNLIMITED WINDOW

WALL WIDTH

|
NOTE:
1) SEE SHEET 7 FOR GLAZING DETAILS METHOD
& LIMITATIONS ON SIZE OF DAYLIGHT
OPENING.
THROUGH
FRAME

ANCHOR SCHEDULE

MIN. EDGE
SUBSTRATE ANCHOR MIN. EMBEDMENT DISTANGE

5/16" DEWALT/ELCO " "

MIN. S.G. = 0.55 WOOD ULTRACON SCREWS 1.5 0.75

" 3 THREADS
18 GAUGE STEEL, MIN fy = 33 ksi SSL?L_EEI\EA)I(ASL;:I—QEELVC\g PENETRATION 0.75"
BEYOND METAL
CONCRETE, MIN. fc = 3000 psi 1.3/4" 25"
5/16" DEWALT/ELCO
GROUT FILLED ULTRACON SCREWS 13/4" 2.5
CMU, (MIN. F'm = 2000 PSI) '

~
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398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

(NON-HVHZ)(NON-IMPACT)

DG-300 SERIES WINDOW WALL
ANCHOR LAYOUT & ANCHOR SCHEDULE

PREPARED BY:
o

TITLE:

BUILDING DROPS

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT
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12" 0.C. MAX.

TYPICAL ELEVATION:

ANCHOR LAYOUT FOR SUPPORTED JAMBS

TYPICAL ANCHORS @ HEAD & SILL
FOR SUPPORTED JAMB.

T
[— 51/2"

J

FIRST FASTENER TO BE
3" FROM APEX MAX.

51/2"
_f T

24"MAX

10'-0"

24"MAX

24"MAX

i,

51/2"

[T 4118 FETTy T

FETT ) TTT WiDTH I f

NOTE: JAMB ANCHOR SPACING FOR
CONCRETE / METAL IS 24" O.C.

FOR WOOD FRAMING USE 16" O.C. AT
JAMB MAXIMUM.

ANCHOR SCHEDULE
MIN. EDGE
METHOD SUBSTRATE ANCHOR MIN. EMBEDMENT DISTANCE
5/16" DEWALT/ELCO . N
MIN. S.G. = 0.55 WOOD ULTRACON SCREWS 1.5 0.75
" 3 THREADS
THROUGH 18 GAUGE STEEL, MIN fy = 33 ksi 5/16" DEWALT/ELCO PENETRATION 0.75"
DRIL-FLEX SCREWS
FRAME BEYOND METAL
CONCRETE, MIN. fc = 3000 psi 13/4" 2.5"
5/16" DEWALT/ELCO
GROUT FILLED ULTRACON SCREWS 13/4" 25"
CMU, (MIN. F'm = 2000 PSlI) '
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BUILDING DROPS, INC.

ANCHOR LAYOUT FOR
SUPPORTED JAMBS

PREPARED BY:
o

DG-300 SERIES WINDOW WALL
(NON-HVHZ)(NON-IMPACT)

TITLE:

BUILDING DROPS

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT
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SEE ANCHOR SCHEDULE,
INSTALLATION ANCHOR SHEET 2
MIN. EDGE DISTANCE, b ANGHOR SCHEDULE ???iﬁéf CE) ’??C’E"_IEE%E’ET HERS, MIN. EDGE DISTANCE, INSTALLATION ANCHOR,
SEE ANCHOR SCHEDULE, ” z SEE ANCHOR SCHEDULE, SEE ANCHOR SCHEDULE,
SHEET2 SHEET2
SHEET 2 SHEET 2 SHEET 2
| MIN. EMBEDMENT,
| SEE ANCHOR SCHEDULE,
SHEET2
I / /
= MIN. EMBEDMENT,
S SEE ANCHOR SCHEDULE,
= SHEET 2
=
=
=
PERIMETER SEALANT Pz = < DRI

|

1
1/2" SHIM MAX.

SEE GLAZING
DETAIL, SHEET 7

SEE GLAZING

DETAIL, SHEET 74

SEE GLAZING
DETAIL, SHEET 7

SEE GLAZING
DETAIL, SHEET 7

1/2" SHIM MAX.

PERIMETER SEALANTN/

\

LI 4 #10x1 1/4" TYP.

)

=

@

HEAD

/

_/

DETAIL

4-1/2" TYPICAL

~/

2-1/4"
TYPICAL

4 #10x1 1/4" TYP.

4 #10x1 1/4" TYP.

TEST

THIS SPLINE NOT
USED ON THIS

|

/]
UL

<V

MIN. EDGE DISTANCE,
SEE ANCHOR SCHEDULE,
SHEET 2

SEE ANCHOR SCHEDULE,
SHEET 2

PERIMETER SEALANT
1/2" SHIM o

SUBSTRATE DONE BY OTHERS,

INSTALLATION ANCHOR,

SEE ANCHOR SCHEDULE,
SHEET 2

“5

ALTERNATE HEAD MIN. EDGE DISTANCE,

SEE ANCHOR SCHEDULE,
SHEET 2

DETAIL, SHEET 7

—

SEE GLAZING
DETAIL, SHEET 7 \/

\1/2" SHIM MAX.
PERIMETER SEALANT

MIN. EMBEDMENT,
SEE ANCHOR SCHEDULE,
SHEET 2

ALTERNATE SILL

~

©)

]

SEE GLAZING

@
o

SEE ANCHOR SCHEDULE,
SHEET 2

1/2" SHIM MAX. -'@ DETAIL, SHEET 7
PERIMETER SEALANT 111
—
MIN. EMBEDMENT, MIN. EMBEDMENT,
SEE ANCHOR SCHEDULE, SEE ANCHOR SCHEDULE,
SHEET 2 SHEET 2

INSTALLATION ANCHOR, INSTALLATION ANCHOR, /

SEE ANCHOR SCHEDULE, SEE ANCHOR 55@5@‘#52 MIN. EDGE DISTANCE,

SHEET 2 SEE ANCHOR SCHEDULE,

SHEET 2
SUBSTRATE DONE BY OTHERS, SUBSTRATE DONE BY OTHERS,

\

- (19

~

\@

3"
PERIMETER SEALANT = 1

(F)

MAX.

SEE GLAZING
DETAIL, SHEET 7

~
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| FOAM BACKER

398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

VERTICAL SECTIONS

DG-300 SERIES WINDOW WALL
(NON-HVHZ)(NON-IMPACT)

PREPARED BY:
o
BUILDING DROPS

TITLE:

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT
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TYPICAL ELEVATION
MULLION LOAD CAPACITY
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MULLION
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MULLION
TYPE #3
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REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

MULLION LOAD CAPACITY (PSF)
FRAME | FRAME | MULLION | MULLION [ MULLION
WIDTH | HEIGHT | TYPE #1 TYPE #2 TYPE #2
30" +70/-70 | +70/-70 | +70/-70
36" +70/-70 | +70/-70 | +70/-70
42" 84" +70/-70 | +70/-70 | +70/-70
48" +70/-70 | +70/-70 | +70/-70
54" +70/-70 | +70/-70 | +70/-70
60" +70/-70 | +70/-70 | +70/-70
30" +70/-70 | +70/-70 | +70/-70
36" +70/-70 | +70/-70 | +70/-70
42" 981/4" | +70/-70 | +70/-70 | +70/-70
48" +70/-70 | +70/-70 | +70/-70
54" +70/-70 | +70/-70
30" +70/-70 | +70/-70
36" 108" +70/-70 | +70/-70
42" +70/-70 | +70/-70
48" +70/-70 | +70/-70
30" +70/-70 | +70/-70
36" 150" +70/-70 | +70/-70
42" +70/-70 | +70/-70
48" +70/-70 | +70/-70
3/16 STEEL A36
A
T z=A) ¢ T =
=
°
35/8" 3 35/8"
B |G
E
\ )™ )
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MULLION
TYPE #1
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TYPICAL ELEVATION

END MULLION (UNSUPPORTED JAMB) CAPACITY

MULLION
TYPE #2

FRAME HEIGHT

WIDTH .

WIDTH =W1

MULLION
TYPE #3

END MULLION LOAD CAPACITY (PSF)

~

mC

FRAME | FRAME |MULLION [MULLION |MULLION
WIDTH | HEIGHT | TYPE#1 | TYPE#2 | TYPE#2 e
30" +70/-70 | +70/-70 | +70/-70 DOWNE Y [EIER
36" +70/-70 | +70/-70 | +70/-70 PONIPANO BEACH, L. 33065
42" gqr  |*70/-70 | +70/-70 | +70/-70 ) S,
48" +70/-70 | +70/-70 | +70/-70 <5 =L, s
54" +70/-70 | +70/-70 | +70/-70 =8 E| Siiits
60" +70/-70 | +70/-70 | +70/-70 83 £ 2:zi:t
30" +70/-70 | +70/-70 | +70/-70 S8 z| Zizsii
36" +70/-70 | +70/-70 | +70/-70 &y 3| 5; ¢
42" 981/4" | +70/-70 | +70/-70 | +70/-70 Lgu § : |2 @D .
48" +70/-70 | +70/-70 | +70/-70 SS |8 |
54" +70/-70 | +70/-70 [ +70/-70 | [§8% |5 -
30" +70/-70 | +70/-70 . > =
36" 108" +70/_70 +70/ 70 REMARKS BY | DATE
42" +70/-70 | +70/-70
48" +70/-70 | +70/-70
30" +70/-70 | +70/-70 I N ——
36" " +70/-70 | +70/-70 (SITE. IF SITE CONDITIONS CAUSE INSTALLATION 70 DEVIATE|
120 FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
42" +70/-70 | +70/-70 | | Pensmemmenims e o
48" +70/-70 | +70/-70
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1/4" TEMPERED GLASS

| 43" | MATERIAL LIST \
_ s
1L 5 . ITEM # PART # DESCRIPTION MATERIAL REMARKS a:
’7 1 DG301 FRAME HEAD 6063-T6 EXTRUSION DOWNEY [OF S
@ 2 DG302 GLASS STOP 6063-T6 EXTRUSION RIOITIIY CLASS
é 3 DG303 HORIZ/HEAD/SILL 6063-T6 EXTRUSION oonwisTaAE
— DG301 4 DG304 SILL / JAMB 6063-T6 EXTRUSION —
5 DG305 HALF MULLION 6063-T6 EXTRUSION 3 Sz
= _1 6 DG306 HALF MULLION 6063-T6 EXTRUSION S5 sEz 0
2 . 7 FP 491B 1/4X1/4 GASKET EPDM TREMCO N § .| SE7EE:
riacs 1 8 FP 489-H WEDGE GASKET EPDM TREMCO § T 2E| B35k
9 995 SILICONE CAULKING DOW CORNING 995 SS 3| 2::ti:
I DG302 10 1A-15LM POLYURETHANE CAULKING SIKAFLEX oS 3z| gEE%%;
11 | - : - : s 63| 38
. o . 12| SCREW #10x11/4" STEEL ZINC N o
| 2 13 SB 400 3/4"x 11/2"x4" EPDM TREMCO 83 g =
j E 14 STL1 11/4"35/8"1 1/4" STEEL 3/16"A36 g9 < o
. 15 STL2 11/4"35/8"1 1/4" STEEL 3/16 A36 + 3/16"x1" = 2 s
2% @ 16 STL3 7/8"35/8"1 1/4" STEEL 3/16 A36 —— ——
1 DG303

1II
] | .

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

#FP489-H EPDM

GLAZING GASKET

] T~
s
#FB491B EPDM N
oL GLAZING GASKET
| (4)
DG304 /
o —

[
9/16" GLrASS BITE w / \
"
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FP4918B EP 489-H N =
1/4"X 1/4" 3/8"X 5/8" \ : *
, L \__ —
= O R
e GLASS TYPE A =%
2
7,
NOTE:
1. 1) GLASS TYPE A IS LIMITED TO A MAXIMUM DAYLIGHT '
=N 1_ n n . .
- % s t_ - 3 - - & - - ; - OPENING OF 45 3/4"X 112 1/2 398 & DANIA BEACH BLVD. 1338
I:I ; FBPE CERT. OF AUTHORIZATION No. 29578
T ) T bz T /) FL#:
GLAZING NOTES:
1) GLASS TYPE COMPLIES WITH ASTM E1300 F L42 1 20
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
. REQUIREMENTS PER THE FBC. pATE:  6.7.2023
DG306 DG305 " 2) GLASS SHALL BE SET WITH THE USE OF SETTING BLOCKS DWG BY: CHK BY.
1. 1u . ; g " IN ACCORDANCE WITH CHAPTER 24 OF THE CURRENT QN\/ HE
45 45 35/8 35/8 = 35/8
a— 2 2 8 FLORIDA BUILDING CODE. SM HFN
@ N 3) SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH SCALE: NTS
® FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24. _
STL1 STL?2 ¢ STL3 4) SETTING BLOCK DUROMETER HARDNESS OF 70-90 owe. # DWG013
550 =H (SHORE A) AS REFERENCED IN FBC CHAPTER 24. SHEET:
7 | 1 R ) I e 7
= : 1
OF 7 )
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