¢ 2.000 TO 4.000 TYP. +——‘

INSTALATION CLIPS AT EACH
MULL/STACK JOINT TYPICAL

\—INSTALLATION CLIPS AT

MAX FRAME
e

#6 X (1-5/8") NON-CORROSIVE
SCREW(S) 1-1/2" MIN PENETRATION
INTO FRAMING 8-10" ON CENTER
THRU NAILING FIN ARROUNF THE
UNITS ENTIRE PERIMETER TYP.

HEAD/SILL ANCHORAGE

1-1/2" MINIMUM PENETRATION
INTO SUBSTRATE TYP.

WOOD BUCK BY
/ OTHER TYP.

WIDTH N »
uor HEAD AND SILL ] exremon
< - — /o
[« DAYLIGHT —»] N USE SILICONE SEALANT _ S CORROSIVE SCREW 1-1/2
WIDTH A & AROUND ENTIRE PERIMETER - e ,  MIN PENETRATION INFO
- '; BETWEEN NAILING FIN & WOOD FRAMING MEMBER THRU
f . . 3 BUCK BY OTHERS TYP. INSTALLATION CLIPS.
o
b A < 3/4" MIN EDGE | 1/4" MAX
Ol = o DISTANCE TYP. SHIM SPACE TYP.
T O
— T
w =5 —r #6 X 1/2" PPH SCREWS
S =8 i
< oY I WEATHER SHIELD SECTION A-A MUST BE USED TO ATTACH
TR SCALE1:3 INSTALLATION CLIP TO
< . .
X = WINDOWS & DOORS UNIT TYP.
= B B
l WOOD BUCK BY
1/4" MAX SHIM
l ' 4301/AGFo5 DS-DS STEEL SPACE TYP. - OTHERS TYP.
REINFORCED MULL " )/
L——L 8"-10" 0.C. TYP. 1-1/2" MINIMUM
NAILING FIN INSTALLATION N2 R A
v SUBSTRATE TYP.
Frame Size Daylight Size | pp Rating A
Product I.D. | Description Conf. K K N K Frame Material
Width | Height | Width | Height | (psf) | \
. — - . i
4301/AGFO5 | DirectSet | 2-wide | 93.625 | 141.625 | 90.947 |138.947| +/-25 Aluminum SECTION B-B i | i \
GENERAL NOTE(S): SCALE 1:3
1. INSTALLATION QUALIFIES SINGLE AND MULLED CONFIGURATIONS. \ .

2. THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED. 3/4" MIN EDGE [ ‘ giég/;lf()/:) mz&lﬁﬁRROS'VE
3. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE DISTANCE TYP. L CENETRATION INTO FRAMING
CURRENT EDITION FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ. THE PRODUCT HAS BEEN 810" ON CENTER THRU

EVALUATED TO THE FOLLOWING. USE SILICONE SEALANT NAILING FIN ARROUNE THE
1. AAMA/WDMA/CSA 101/1.8.2/A440-11 AROUND ENTIRE PERIMETER UNITS ENTIRE PERIMETER
2. AAMA/WDMA/CSA 101/1.S.2/A440-17 BETWEEN NAILING FIN & Tvp

4, THIS SCHEDULE ADDRESSES ONLY THE FASTENERS REQUIRED TO ANCHOR THE WINDOW(S) TO  WOOD BUCK BY OTHERS TYP. '
ACHIEVE THE RATED DESIGN PRESSURE. THOROUGHLY READ AND FOLLOW MANUFACTURERS SIDE ANCHORAGE
INSTALLATION INSTRUCTIONS RECEIVED WITH UNIT. THIS GUIDE DOES NOT ADDRESS THE e —
SEALING CONSIDERATIONS THAT MAY ARISE IN DIFFERENT WALL CONDITIONS. TOLERANGES UNLESS SPEGIFIED:

5, FASTENERS, ANCHORS, AND CONNECTORS SHALL COMPLY WITH THE CORROSION RESISTANCE INGHES | ANGLE WEATHER SHIELD.
REQUIREMENTS OF THE 2026 FLORIDA BUILDING CODE, SECTION 1711, BASED ON EXPOSURE xoedlwcatn
CONDITIONS AND PROXIMITY TO A SALTWATER SHORELINE AND NOT ALL THE ONES SHOWN Tox 015" | ot 25° (114°) WINDOWS & DOORS

REV
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