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COLUMBIA ALUMINUM  ASTRAGAL

OUTSWING
 "IMPACT"

UTILIZING THE MASONITE
STEEL DOOR 

City of Commerce, CA 90040-3621
7020 E. Sauson Ave.
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+47.0 -47.0

POSITIVE NEGATIVE

OUTSWING
DESIGN PRESSURE (PSF)

36.625" MAX. PANEL
WIDTH (w/ ASTRAGAL)

This item has been digitally signed and sealed by
L. F. Schmidt, P.E. on the date adjacent to the seal.

Printed copies of this document are not
considered signed and sealed and the signature
must be verified on any electronic copies.

THIS PRODUCT APPROVAL IS VALID
ONLY FOR THE STATE OF FLORIDA
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BUCK ANCHORING
MASONRY

FRAME ANCHORING

CONCRETE ANCHOR NOTES:
Concrete anchor locations at the corners may be adjusted to maintain the min.
edge distance to mortar joints.
Concrete anchor locations noted as "MAX. ON CENTER" must be adjusted to
maintain the min. edge distance to mortar joints, additional concrete anchors
may be required to ensure the "MAX. ON CENTER" dimension are not exceeded.
Concrete anchor table:

2.

1.

1/4"

MIN.
EMBEDMENT

ANCHOR
SIZE

MIN. CLEARANCE
TO ADJACENT

ANCHOR

MIN. CLEARANCE
TO MASONRY

EDGE
ITW

TAPCON 1-1/4" 2" 4"

ANCHOR
TYPE

®

3.

1/4"DeWALT
  ULTRACON+ 1" 4"® 1-1/4"

3/16"ITW
TAPCON 1-1/4"® 3" 1-1/2"

WOOD SCREW INSTALLATION NOTES:
Maintain a minimum 5/8" edge distance, 1" end distance, & 1" o.c. spacing of
wood screws to prevent the splitting of wood.

1.

CORROSION RESISTANCE - SALTWATER ENVIRONMENTS
Fasteners & connectors in areas within 3000 ft (914 m) of a
saltwater coastline shall comply with FBC Sections 1711.1 or R332.1.
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