INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION OF THE MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH BASED ON QUANTITIES IN DP CHARTS
NOT TO EXCEED THE DEPICTED LOCATION & SPACING IN THE

ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF

TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE
IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR

JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE
BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING
PROPERTIES:
A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.
B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000
PSI.
C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI
AND GROUT CONFORMS TO ASTM C 476, MINIMUM
GROUT COMPRESSIVE STRENGTH OF 2000 PSI.
D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO
ASTM C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF
2000 PSI.
E. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM
18 GA. WALL THICKNESS.
F. ALUMINUM - MINIMUM ALLOY 6063-T5. MINIMUM WALL
THICKNESS OF 1/8" (0.125").

ALUCORP S.A. DE C.V.

ALUMINUM SINGLE HUNG WINDOW
(HVHZ)(IMPACT)

SHEET SECTION DESCRIPTION
GENERAL NOTES: 1 INSTALLATION & GENERAL NOTES
1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO ) ELEVATIONS
COMPLIES WITH THE CURRENT FLORIDA BUILDING CODE (FBC), INCLUDING
HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE FOLLOWING: 3 ANCHOR LAYOUTS & SCHEDULE
o TAS201-94
o TAS202-94 . HORIZONTAL AND VERTICAL SECTIONS
o TAS203-94 (LAMINATED GLASS)
HORIZONTAL AND VERTICAL SECTIONS
2. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND 2X 5 (INSULATED GLASS)
FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE 6 EQUAL LITE DP TABLE (SMI)
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION. 7 UNEQUAL LITE DP TABLE (SMI)
3. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO 8 EQUAL LITE DP TABLE (LMI)
PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF 3 UNEQUAL LITE DP TABLE (LMI)
RECORD FOR THE PROJECT OF INSTALLATION. 10 EQUAL LITE DP TABLE (LMI)
4. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT 11 UNEQUAL LITE DP TABLE (LMI)
REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A 12 COMPONENTS AND BILL OF MATERIAL
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS
FOR USE WITH THIS DOCUMENT IN NON-HVHZ AREAS. IN HVHZ AREAS, ONE
TIME PRODUCT APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER OR AHJ.
5. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS PRODUCT
IN AREAS REQUIRING IMPACT RESISTANCE.
6. WINDOW FRAME MATERIAL: ALUMINUM 6063-T5/T6
7.  GLASS MEETS THE REQUIREMENTS OF ASTM E 1300 GLASS CHARTS.

SEE SHEET 6-11 FOR GLAZING DETAILS.
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ANCHOR SCHEDULE
METHOD | ANCHOR TYPE SUBSTRATE ANCHOR SCHEDULE MIN EMBEDMENT | MIN EDGE DISTANCE
1/4" DEWALT ULTRACON+
A WOOD: MIN. SG = 0.55 1.50" 1.00"
WOOD SCREW (Fu= 177 KSI, Fy= 155 KSI)
B CONCRETE: MIN. 1/4" DEWALT ULTRACON+ SCREW 175" 2.50"
F'c=3000 PSI (Fu= 177 KSI, Fy= 155 KSI) ) )
METAL: MIN. 1/8" THICKNESS 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
¢ ALUIV.IINUI\.II MIN. 6063-T5 GRADE 5 SCREW PENETRATION 0.50"
: ) INTO SUBSTRATE
Ti:ﬁkﬁH METAL: 18 GUAGE STEEL MIN 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
¢ . FY=33 KSI . GRADE 5 SCREW PENETRATION 0.50"
- INTO SUBSTRATE
b MASONRY: CMU PER ASTM C90 1/4" DEWALT ULTRACON+ SCREW 125" 2.00"
MIN. F'c=2000 PSI (Fu= 177 KSI, Fy= 155 KSI) ) )
E mﬁms%?ﬁif:gggﬂ 1/4" DEWALT ULTRACON+ SCREW
) e (Fu= 177 KSI, Fy= 155 KSI)
(NO SHIM SPACE)
1/4" DEWALT ULTRACON+
A WOOD: MIN. SG =0.55 / 1.50" 1.00"
WOOD SCREW (Fu= 177 KSI, Fy= 155 KSI)
3 THREADS MIN.
THROUGH FIN ¢ METAL: MIN. 1/8" THICKNESS 1/4" SELF DRILLING OR SELF TAPPING PENETRATION 0.50"
ALUMINUM MIN. -T RADE 5 SCREW ’
cup UMINU 6063-T5 N >3 INTO SUBSTRATE
METAL: 18 GUAGE STEEL MIN 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
¢ . FY=33 KSI . GRADE 5 SCREW PENETRATION 0.50"
h INTO SUBSTRATE
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EQUAL LITE SINGLE HUNG WINDOWS(SMI) - DP CAPACITY (PSF)

EQUAL LITE SIZE

T T ] ey Pt P (SMALL MISSILE IMPACT)
OF o.C.
(IN.) (IN.)
SCREWS | POS | NEG | POS | NEG | POS | NEG W -
19.1 40 | 80.0 | 90.0 | 90.0 | 160.0] 90.0 | 160.0| 14.0
24.0 40 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 7.0
26.5 40 | 800 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 7.0
26.00 32.0 40 | 800 | 900 | 90.0 | 160.0] 90.0 | 16001 7.0 EQUAL LITE SINGLE HUNG WINDOWS(SMI) - DP CAPACITY (PSF)
37.0 40 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 4.7 I
40.0 40 | 80.0 [ 90.0 | 90.0 [ 160.0] 90.0 | 160.0[ 4.7 H w of | SERIES1031 | SERIES1072 | SERIES1072 | "o"
48.0 4.0 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 3.5 (IN.) (IN.) scRews | pos | NEG | pos | NEG | pos | NEG
53.3 60 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 3.5 o1 0 200 | 900 900 6001 %00 16001 s
1 | a0 100 ] 900500 |10} 500 |is00 s 210 | 60 | 800 %00 900 [ 1600] 900 [ 1600] 107 "
26'5 4'0 80'0 90‘0 90'0 160'0 90‘0 160‘0 8‘9 26.5 8.0 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 10.7
32.0 4.0 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 6.7 76.00 32.0 8.0 80.0 | 90.0 | 900 | 1480} 900 | 1480} 9.1
38.75 — co T80 500 500 T2600 00 T2e00 | &7 37.0 8.0 80.0 | 90.0 | 90.0 | 128.0| 90.0 | 1280 9.1
' ' ' ' ' ' ' ' : 40.0 8.0 80.0 | 90.0 | 90.0 | 118.9| 90.0 | 1189 9.1 iy
40.0 6.0 | 80.0 | 90.0 | 90.0 | 160.0] 90.0 | 160.0| 5.4 280 o0 200 1900 900 T 952 T 900 T 901 T o1 X
48.0 80 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 45 53'3 8'0 80'0 90'0 ' : : ' :
53.3 8.0 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 3.8 : : : : - - - - -
o1 200 800 900 | 500 T1600 1 900 6001 129 19.1 6.00 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 14.4
210 600 | 800 | 900 | 900 16001 900 (16001 57 24.0 8.00 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 12.0
65 c00 | 200 900 9.0 16001 900 12600l 9 26.5 8.00 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 10.3
320 c00 1 800 1 900 900 126001 %00 1 26001 77 2400 32.0 8.00 | 80.0 | 90.0 | 90.0 | 1345 90.0 | 1345] 103
50.63 370 500 | 800 | 900 | 900 | 16001 900 1600 62 37.0 8.00 | 80.0 | 90.0 | 90.0 | 116.3| 90.0 | 116.3| 10.3
200 200 | 800 | 9001 900 26001 900 00l 55 40.0 8.00 | 80.0 | 90.0 | 90.0 | 107.6 | 90.0 | 107.6| 10.3 GLAZING NOTES:
48.0 8.00 80.0 | 90.0 - . - - . 1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
48.0 8.00 80.0 90.0 90.0 | 148.0 90.0 | 148.0 5.5 REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
53.3 8.00 | 80.0 | 90.0 | 90.0 | 134.0| 90.0 | 134.0| 5.5 53.3 8.00 | 800 | %00 | - - - - - REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
191 6.00 300 | 900 | 90.0 1 16001 90.0 | 16001 128 10.1 8.0 800 | 90.0 | 900 | 140.0] 90.0 | 1400]| 16.8 SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
= - = = = = = = = SITE SPECIFIC BASIS.
24.0 6.00 | 80.0 | 90.0 | 90.0 | 160.0| 90.0 | 160.0| 10.2 24.0 3.0 80.0 | 90.0 | 90.0 | 156.9f 90.0 | 156.9] 12.0 2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
26.5 6.00 | 80.0 | 90.0 | 500 | 160.0} 900 | 160.0} 10.2 26> 80 800 1 %00 | 00 11421} 900 | 121 120 3 é\ESTF}I'IE;EERIIBELNCECEKDSl‘INOFgE Egé:lgg ;Z:TL 1/4 SPAN LENGTH FOR
£3.00 32.0 8.00 80.0 | 90.0 | 90.0 | 160.01 90.0 | 160.0| 85 96.00 32.0 8.0 80.0 | 90.0 | 90.0 | 117.0| 90.0 | 117.0] 12.0 " GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
’ 37.0 8.00 800 | 90.0 | 90.0 | 155.11 900 | 155.1| 7.3 37.0 8.0 80.0 | 90.0 | 90.0 | 101.8 | 90.0 | 101.8 | 12.0 4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES
400 | 800 | 80.0 | 90.0 | 90.0 | 1435| %00 | 1435| 7.3 40.0 80 | 80.0 | 90.0 | 90.0 | 942 | 90.0 | 942 | 12.0 IN ELEVATIONS.
48.0 8.00 | 80.0 | 90.0 [ 90.0 | 119.0| 90.0 | 119.0] 7.3 48.0 8.0 80.0 | 90.0 | - - - - -
53.3 8.00 | 80.0 | 90.0 | 90.0 | 108.0| 90.0 | 1080| 7.3 53.3 8.0 80.0 | 900 | - - - - -
— ] la——— 7/16" O.A. LAMINATED GLASS
5/16" O.A. LAMINATED GLASS — e 7/16" O.A.LAMINATED GLASS CONSISTING OF:
CONSISTING OF: CONSISTING OF: 1/8"HEAT STRENGTHENED GLASS,
. ; 1/8"HEAT STRENGTHENED GLASS, 0.090" TROSIFOL PVB BY KURARAY
é/ ggoli'.ETAF:OSSTIESE'g\T/:E”':IEEDR(EEE; 0.090" TROSIFOL PVB BY KURARAY OR 0.090" SAFLEX CLEAR & COLOR
4 \ + OR 0.090" SAFLEX CLEAR & COLOR GLASS INTERLAYER BY EASTMAN
~ frgfﬁﬁ/*s\(TRENGTHENED GLASS N GLASS INTERLAYER BY EASTMAN T~ CHEMICAL CO.
CHEMICAL CO. N\ 1/4" TEMPERED GLASS
DOWSIL / 1/4" TEMPERED GLASS DOWSIL
1199 / DOWSIL i / 1199
3/4" MIN SILICONE 3/4" MIN. ‘\ 1199 . SILICONE
: GLASS BITE SILICONE . CLAZING TAPE
GLASS BITE \ GLASS BITE

?

1)

SERIES 1031

! N
19

SERIES 1072

1

(==

1/8" X 1/2" FOAM
BY RE BROWN

~Qr
@ GLAZING DETAIL

SERIES 1072

q )

INTERALUM

ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT C X 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO

ALUMINUM SINGLE HUNG
WINDOW (HVHZ) (IMPACT)
EQUAL LITE DP TABLES
(SMALL MISSILE IMPACT)

BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

TITLE:
PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.

Janhi B
1 903@;%»&‘ Mﬁ&!’%ﬁhg -15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FLA3872

pATE:  (08.15.23

DWG. BY: CHK. BY:
DI HEN

SCALE: NTS

owe.# ALPOO1

SHEET:

OF 12/




UNEQUAL LITE SINGLE HUNG WINDOWS(SMI) DP CAPACITY (PSF)
NUMBER

H w oF SERIES 1031 oc

(IN.) (IN.)
SCREWS
POS NEG

19.1 4 80.0 90.0 38.6

24.0 4 80.0 90.0 19.3

26.5 4 80.0 90.0 19.3

50.63 32.0 4 80.0 90.0 12.9

37.0 4 80.0 90.0 12.9

40.0 4 80.0 90.0 12.9

48.0 4 80.0 90.0 9.7

53.3 4 80.0 90.0 7.7

19.1 5 80.0 90.0 25.5

24.0 5 80.0 90.0 25.5

63.00 26.5 5 80.0 90.0 17.0

32.0 5 80.0 90.0 17.0

37.0 5 80.0 90.0 12.8

40.0 5 80.0 90.0 12.8

19.1 6 80.0 90.0 32.0

26,00 24.0 6 80.0 90.0 213

26.5 6 80.0 90.0 21.3

32.0 6 80.0 90.0 16.0

19.1 7 80.0 90.0 24.0

84.00 24.0 7 80.0 90.0 24.0

26.5 7 80.0 90.0 18.0

96.00 19.1 8 80.0 90.0 28.0

24.0 8 80.0 90.0 21.0

5/16" O.A. LAMINATED GLASS

3/4" MIN.
GLASS BITE

CONSISTING OF:
1/8"HEAT STRENGTHENED GLASS,
0.090" TROSIFOL PVB INTERLAYER
T~ N BY KURARAY

\1/8"HEAT STRENGTHENED GLASS

DOWSIL
1199
SILICONE

\

? \
1)

S(0) e

UNEQUAL LITE SIZE

(SMALL MISSILE IMPACT)

DOWSIL
3/4" MIN. 1199 ]
GLASS BITE SILICONE 3/4" MIN.

f
@

CONSISTING OF:

W
UNEQUAL LITE SINGLE HUNG WINDOWS(SMI) - DP CAPACITY (PSF)
NUMBER
H W SERIES 1072 SERIES 1072
N N OF 0.C.
(IN.) (IN.) SCREWS | POS | NEG | POS | NEG
19.1 6 90.0 | 140.0 | 90.0 | 140.0| 19.4 o
24.0 6 90.0 | 140.0 | 90.0 | 140.0| 129
26.5 6 90.0 | 140.0 | 90.0 | 140.0| 9.7 H
50.75 32.0 6 90.0 | 140.0 | 90.0 | 140.0| 9.7
) 37.0 6 90.0 | 1286 | 90.0 | 128.6| 7.8
40.0 6 90.0 | 1189 | 90.0 | 1189| 7.8
48.0 6 90.0 | 99.1 | 90.0 | 99.1 7.8
53.3 6 90.0 | 101.0| 90.0 | 101.0| 7.8 ny
19.1 7 90.0 | 140.0 | 90.0 | 140.0| 17.0
24.0 7 90.0 | 140.0 | 90.0 | 140.0| 12.8
26.5 7 90.0 | 140.0 | 90.0 | 140.0| 10.2
63.00 32.0 7 90.0 | 134.5| 90.0 | 134.5]| 10.2
' 37.0 7 90.0 | 135.7 | 90.0 | 135.7| 85
40.0 7 90.0 | 125.6 | 90.0 | 125.6| 8.5 GLAZING NOTES:
1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
48.0 7 90.0 | 104.6 | 90.0 | 1046 8.5 REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
53.3 7 900 | 948 | 90.0 | 94.8 8.5 REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
19.1 8 90.0 | 140.0 | 90.0 | 140.0| 16.0 SITE SPECIFIC BASIS.
24.0 8 90.0 140.0 90.0 140.0 12.8 2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
AS REFERENCED IN FBC CHAPTER 24.
26.5 8 90.0 | 140.0 | 90.0 | 140.0 | 10.7 3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
76.00 32.0 8 0.0 | 148.7| 900 | 1487 9.1 4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES
37.0 8 90.0 | 128.6 | 90.0 | 128.6| 9.1 IN ELEVATIONS.
40.0 8 90.0 | 1189 | 90.0 | 118.9]| 9.1
48.0 8 90.0 | 99.1 | 90.0 | 99.1 9.1
53.3 8 90.0 | 90.0 | 90.0 | 90.0 9.1 7/16" O.A. LAMINATED GLASS
—=| = 7/16" O.A. LAMINATED GLASS CONSISTING OF:

1/8"HEAT STRENGTHENED GLASS,

q )

INTERALUM

ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT C X 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO

ALUMINUM SINGLE HUNG
WINDOW (HVHZ) (IMPACT)
UNEQUAL LITE DPTABLES
(SMALL MISSILE IMPACT)

BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

TITLE:
PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

TN

1/8"HEAT STRENGTHENED GLASS,
0.090" TROSIFOL PVB BY KURARAY
OR 0.090" SAFLEX CLEAR & COLOR
GLASS INTERLAYER BY EASTMAN
CHEMICAL CO.

1/4" TEMPERED GLASS

GLASS BITE \

? \

GLAZI

NG DETAIL

SERIES 1031

1)

GLAZING DETAIL

i

— D

0.090" TROSIFOL PVB BY KURARAY
OR 0.090" SAFLEX CLEAR & COLOR
GLASS INTERLAYER BY EASTMAN
CHEMICAL CO.

1/4" TEMPERED GLASS

DOWSIL
1199
SILICONE

GLAZING TAPE
1/8" X 1/2" FOAM
BY RE BROWN

GLAZING DETAIL

SERIES 1072

SERIES 1072

1900 NE MIAMI CT UNIT 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FLA3872

paTE:  (08.15.23

DWG. BY: CHK. BY:
DI HEN

SCALE: NTS

owe.# ALPOO1

SHEET:

OF 12/




EQUAL LITE SIZE

IIOII

||Xll

GLAZING NOTES:

1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A

SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES

IN ELEVATIONS.

4o

— D

7/16" O.A. LAMINATED GLASS
CONSISTING OF:

3/16"HEAT STRENGTHENED GLASS,
0.090" SAFLEX CLEAR & COLOR
GLASS INTERLAYER

BY EASTMAN CHEMICAL CO.

™ 3/16"HEAT STRENGTHENED GLASS,

DOWSIL
1199
SILICONE

GLAZING TAPE
1/8" X 1/2" FOAM
BY RE BROWN

GLAZING DETAIL

EQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)
H W NU'(\)/'EER SERIES 1030 | SERIES 1040 | SERIES 1041 oc.
(IN.) (IN.)
SCREWS | POS | NEG | POS | NEG | POS | NEG ( LARG E M ISSI LE I M PACT)
19.1 3 65.0 | 72.5 | 65.0 | 725 | 65.0 | 725 | 26.8
24.0 3 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 26.8
26.5 3 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 14.0
26 32.0 3 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 14.0
37.0 3 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 14.0
40.0 3 65.0 | 725 | 65.0 | 72,5 | 65.0 | 72.5 | 14.0 EQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)
48.0 3 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 14.0 NUMBER
53.3 3 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 7.0 “;) (|\|<|V.) OF SERIES1030 | SERIES 1040 | SERIES1041 | )
19.1 4 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 26.8 SCREWS | POS | NEG | POS | NEG | POS | NEG
24.0 4 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 26.8 19.1 6.00 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 32.0
26.5 4 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 26.8 24.0 6.0 65.0 [ 72.5 | 90.0 | 140.0| 90.0 | 140.0 | 12.8
38.75 32.0 4 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 26.8 26.5 8.0 65.0 | 72.5 | 90.0 | 140.0 | 90.0 | 140.0| 10.7
37.0 4 65.0 | 72.5 | 65.0 | 725 | 65.0 | 72.5 13.4 76.00 32.0 8.0 65.0 | 725 | 900 | 140.0| 900 | 1400 91
40.0 4 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 13.4 37.0 8.0 65.0 | 725 | 90.0 | 1286 | 90.0 | 1286 | 9.1
48.0 4 65.0 | 72.5 | 65.0 | 725 | 65.0 | 72.5 | 13.4 40.0 80 |650) 725900 1189 900 | 1189 | 9.1
53.3 4 65.0 | 725 | 65.0 | 725 | 650 | 725 | 89 48.0 8.0 650 | 725 ] 900 | 991 | 900 | 991 | 91
19.1 5 65.0 | 72.5 | 650 | 72.5 | 650 | 72.5 | 386 53.3 80 1650] 725 - - - - | 107
24.0 5 650 | 725 | 65.0 | 725 | 65.0 | 725 | 386 19.1 6.0 650 | 725 | 90.0 | 140.0| 90.0 | 1400| 180
26.5 5 65.0 | 72.5 | 650 | 725 | 65.0 | 725 | 19.3 24.0 80 1650 /25| 900 | 1400/ 90.0 | 140.0] 12.0
a 201 5 Tsolnslmonsleolnsl o e e e oo Tl oo oo 5
37.0 5 65.0 | 725 | 65.0 | 725 | 65.0 | 725 | 19.3 84.00
37.0 8.0 65.0 | 72.5 | 90.0 | 128.0| 90.0 | 1280 9.0
40.0 5 65.0 | 72.5 | 65.0 | 725 | 65.0 | 725 | 129 200 20 cs0 | 725 [ 900 189 900 1891 90
48.0 5 65.0 | 72.5 | 65.0 | 725 | 65.0 | 725 | 12.9 280 20 50 | 725 - - - - 120
53.3 5 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 9.7 023 20 650 | 725 - - - - 103
19.1 6 65.0 | 72.5 | 65.0 | 725 | 65.0 | 72.5 | 51.0 191 30 650 | 725 | 90.0 1 1400 | 900 | 14001 168
24.0 6 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 255 2.0 3.0 65.0 | 725 | 90.0 | 140.0 | 90.0 | 120.0| 14.0
63.00 32.0 6 65.0 72.5 65.0 72.5 65.0 72.5 17.0 96.00 32.0 8.0 65.0 | 725 | 90.0 | 140.0| 90.0 | 140.0 9.3
37.0 6 65.0 | 72.5 65.0 72.5 65.0 [ 72.5 17.0 ’ 37.0 8.0 65.0 | 725 | 90.0 | 117.7 | 900 | 11.7 9.3
40.0 6 65.0 | 72.5 | 65.0 | 725 | 65.0 | 72.5 | 17.0 40.0 8.0 65.0 | 725 | 90.0 | 942 | 90.0 | 942 | 120
48.0 6 65.0 | 72.5 | 65.0 | 725 | 65.0 | 72.5 | 12.8 48.0 8.0 65.0 | 72.5 - - - - 12.0
53.3 6 65.0 | 72.5 | 65.0 | 72.5 | 65.0 | 72.5 | 10.2 53.3 8.0 65.0 | 72.5 - - - - 10.5
—— e 7/16" O.A. LAMINATED GLASS
5/16" O.A. LAMINATED GLASS CONSISTING OF:
CONSISTING OF: 3/16"ANNEALED GLASS,
1/8"ANNEALED GLASS, 0.090" SAFLEX CLEAR & COLOR
0.090" TROSIFOL PVB INTERLAYER GLASS INTERLAYER
N BY KURARAY T < BY EASTMAN CHEMICAL CO.
1/8" ANNEALED GLASS 3/16"ANNEALED GLASS,
{ / ?1%%/5“ { / DOWSIL
| I 1199
3/4" MIN. SILICONE 13/16" MIN. SILICONE 13/16" MIN.
GLASS BITE GLASS BITE GLASS BITE
@ \Q" - ? QQJ/_/L ? @
GLAZING DETAIL @ GLAZING DETAIL
SERIES 1030 SERIES 1040

SERIES 1041

INTERALUM
ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT C X 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO
— J
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REMARKS BY | DATE
JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
N
~
N
.
—
=%
=<
—
=
Z
7,
7,
g _-. RO, \
SREAIEVY,
1900 NE MIAMI CT UNIT 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
paTE:  (08.15.23
DWG. BY: CHK. BY:
SCALE: NTS
owe.# ALPOO1
SHEET:




] )
UNEQUAL LITE SIZE
UNEQUAI,:IIJLIIEBSEI:GLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF) ALUCORP S.A. DE C.V.
H w SERIES 1030 | SERIES 1040 | SERIES 1041 CALLE 2 TABLAJE 17439 INT C X 21Y
o L] (LARGE MISSILE IMPACT)
SCREWS | POS | NEG | POS | NEG | POS | NEG YUCATAN, MEXICO
19.1 3 65.0 | 725 | 620 | 62.0 | 65.0 | 725 | 16.0 - W -
24.0 3 65.0 | 725 | 620 | 62.0 | 65.0 | 725 | 16.0 - G
26.5 3 65.0 | 725 | 620 | 62.0 | 65.0 | 725 | 14.0 | LZD 5 t_ll’_.’ :._: z, e
600 320 3 65.0 | 725 | 620 | 62.0 | 65.0 | 725 | 14.0 2 < 2 I g,:;‘ Cewi
37.0 3 650 | 725 | 620 | 620 | 650 | 725 | 140 UNEQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF) " S E S o3 3 g g
40.0 3 65.0 | 725 | 62.0 | 620 | 650 | 725 | 14.0 H w | NUMBER | om0 | SERIES 100 | SERIES 1041 05 Ouw BIcbis
48.0 3 65.0 | 725 | 62.0 | 62.0 | 650 | 725 | 14.0 Ny | Ny OF o.C. é z = ©0I288%
53.3 3 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 7.0 SCREWS | POS | NEG | POS | NEG | POS | NEG H "o s - g % 222 z E
19.1 4 650 | 72.5 | 62.0 | 62.0 | 65.0 | 725 | 2638 19.1 6 650 | 72.5 | 62.0 | 620 | €5.0 | 725 | 320 2z <. =g g
24.0 4 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 725 | 26.8 24.0 6 650 | 725 | 62.0 | 62.0 | 65.0 | 725 [ 32.0 sQ O o 1.3
26.5 4 650 | 72.5 | 62.0 | 62.0 | 65.0 | 725 | 2638 26,5 6 650 | 72.5 | 62.0 | 620 | €5.0 | 725 | 213 S22 & < |= 2
2875 | 320 4 65.0 | 72.5 | 62.0 | 62.0 | 650 | 725 | 26.8 7600 220 6 - - | 620 | 620 | 650 | 725 213 =z 2~ @ o2
' 37.0 4 650 | 725 | 62.0 | 62.0 | 65.0 | 72.5 | 13.4 37.0 6 - - | 620] 620 650 | 725 ] 16.0 i < =
40.0 4 65.0 | 725 | 62.0 | 62.0 | 650 | 725 | 134 40.0 6 - - 620 | 620 | 650 | 725 [ 16.0 = 3 =
48.0 4 65.0 | 725 | 62.0 | 62.0 | 65.0 | 72.5 13.4 48.0 6 - - 62.0 | 62.0 | 650 | 725 12.8 - - -
53.3 4 650 | 725 | 620 | 620 | 650 | 725 8.9 53.3 6 - - 62.0 | 62.0 | 65.0 | 72.5 10.7 o REMARKS BY | DATE
19.1 5 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 38.6 19.1 7 65.0 | 72.5 | 62.0 | 62.0 | 650 | 72.5 36.0 X
24.0 5 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 38.6 24.0 7 65.0 | 72.5 | 62.0 | 62.0 | 650 | 72.5 24.0
26.5 5 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 19.3 26.5 7 - - 62.0 | 62.0 | 650 | 72.5 24.0 '
s0.63 320 5 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 19.3 sa00 =20 7 - - 62.0 | 62.0 | 650 | 72.5 18.0
37.0 > 650 | 725 | 620 | 62.0 | 650 | /2.5 19.3 37.0 ! - - 620 | 620 | 650 | 725 18.0 JTHEINSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
400 > 650 | 725 | 620 | 620 | 650 | 725 | 129 40.0 ! - -1 6201 620 | 650 | 725 | 144 (SITE. F SITE CONDITIONS CAUSE INSTALLATION 0 DEVIATE|
48.0 > 650 | 725 | 620 | 620 | 650 | 725 | 129 48.0 ! - - 1 620 1 620} 650 | 725} 120 GLAZING NOTES: FENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
53.3 5 650 | 725 | 620 | 62.0 | 65.0 | 72.5 9.7 53.3 7 - - 62.0 | 62.0 | 65.0 | 72.5 10.3 1. GLASS TYPE-AND THICKNESS COMPLIES WITH ASTM E1300 DOCUMENTS FOR USE WITH THIS DOCUMENT.
19.1 6 65.0 | 725 | 62.0 | 62.0 | 65.0 | 72.5 51.0 19.1 8 65.0 | 72.5 | 62.0 | 62.0 | 650 | 72.5 42.0 REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
20| 6 lesol7s|e0[e620]6s50]725] 255 40 8 | - | - | 6201620]650) 75| 280 SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
26.5 6 65.0 | 725 | 62.0 | 620 | 650 | 725 | 255 26.5 8 - - 62.0 | 620 | 650 | 725 [ 21.0 SITE SPECIFIC BASIS.
6300 320 6 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 17.0 96.00 320 8 - - 62.0 | 62.0 | 650 | 725 21.0 2. iEST;'EESR?Eh%?;?;JF;SQEE\FFETHE/;@NESS OF 70-90 (SHORE A)
37.0 6 650 | 725 | 62.0 | 620 | 650 | 725 | 17.0 37.0 8 - - [ 6201 620 | 650 | 725 | 168 3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
40.0 6 65.0 | 72.5 | 62.0 | 62.0 | 65.0 | 72.5 17.0 40.0 8 - - 62.0 | 62.0 | 65.0 | 72.5 14.0 GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
48.0 6 65.0 72.5 62.0 62.0 65.0 72.5 12.8 48.0 8 - - 62.0 62.0 65.0 72.5 12.0 4. :)l\iLé(l_)éé/i\lT?oDl\[lESSIGN PRESSURES MAY NOT EXCEED MAX VALUES
53.3 6 65.0 | 725 | 62.0 | 62.0 | 65.0 | 72.5 10.2 53.3 8 - - 62.0 | 62.0 | 65.0 | 725 10.5 '
—=|  |=———— 7/16" O.A. LAMINATED GLASS ZQS;S{?,{,&A(%!NATED OLASS
A S
1/8"ANNEALED GLASS, 0.090" SAFLEX CLEAR &’COLOR gBAQSOS IS,\IA-‘I-FEL:E(A(YZILEERAR & COLOR 1900 NE MIAMI CT UNIT 2.15
| 0.090" TROSIFOL PVB INTERLAYER GLASS INTERLAYER | BY EASTMAN CHEMICAL CO. Fape CERT. OF AUTHORZATION No. 29578
> BY KURARAY 7T~ BY EASTMAN CHEMICAL CO. >\ 3/16"HEAT STRENGTHENED GLASS,
\1/8" ANNEALED GLASS 3/16"ANNEALED GLASS, N F L 4 3 8 7 2
{ // \ DOWSIL / OWSIL // \ DOWSIL
, _ 1199 { / _ 1199 , ! 1159 paTe:  (08.15.23
3/4" MIN. SILICONE 13/16" MIN | SILICONE 13/16" MIN. ILICONE DWG. BY: CHK. BY:
GLASS BITE ‘ GLASS BITE GLASS BITE %';l GLAZING TAPE DI HEN
f ? : ? = > 1/8" X 1/2" FOAM SCALE: NTS
Q) N () Q- BY RE BROWN
“ GLAZING DETAIL @ GLAZING DETAIL “ GLAZING DETAIL e ALPOL
SERIES 1030 SERIES 1040 SERIES 1041
OF 12/




EQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)

EQUAL LITE SIZE

H W NUMBER SERIES 1062 SERIES 1280 SERIES 1283
(IN) (IN.) OF o.c
SCREWS POS NEG POS NEG POS NEG
19.1 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 140
24.0 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 140
26.5 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 140
600 32.0 4.00 90.0 130.0 65.0 72.5 95.0 130.0 7.0
37.0 4.00 90.0 130.0 65.0 72.5 95.0 130.0 7.0
40,0 4.00 90.0 130.0 65.0 72.5 95.0 130.0 7.0
48.0 4.00 0.0 130.0 65.0 72.5 95.0 1300 | 47 EQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)
53.3 4.00 90.0 130.0 65.0 72.5 95.0 130.0 47 NUMBER SERIES 1060 CERIES 1280 SERIES 1283
19.1 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 134 H W
24.0 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 134 (IN.) (IN) OF o.C.
26.5 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 134 SCREWS POS NEG POS NEG POS NEG
3875 32.0 4.00 90.0 130.0 65.0 72.5 95.0 130.0 8.9 19.1 6 90.0 130.0 65.0 72.5 95.0 130.0 16.0
37.0 6.00 90.0 130.0 65.0 72.5 95.0 130.0 6.7 24.0 6 90.0 130.0 65.0 725 95.0 130.0 12.8
40.0 6.00 90.0 130.0 65.0 72.5 95.0 130.0 6.7 26.5 5 90.0 1300 65.0 725 950 1300 128
o e T wo im0 T oo T e T o T oo T o] | 700 |20 | 6 [ soo [ 100 [ eso [ 725 [ ss0 [ 1300 [ 107
37.0 6 90.0 130.0 65.0 72.5 95.0 130.0 9.1
19.1 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 19.3
24.0 4.00 90.0 130.0 65.0 72.5 95.0 1300 | 12.9 40.0 6 90.0 130.0 65.0 72.5 95.0 130.0 8.0
265 4,00 90.0 130.0 65.0 72.5 95.0 1300 | 129 48.0 6 90.0 130.0 65.0 72.5 95.0 130.0 6.4
5063 320 4,00 9.0 130.0 65.0 72.5 95.0 130.0 9.7 53.3 6 90.0 130.0 65.0 72.5 95.0 130.0 5.8
37.0 6.00 90.0 130.0 65.0 72.5 95.0 130.0 7.7 19.1 8 90.0 130.0 65.0 72.5 95.0 130.0 18.0
40.0 6.00 90.0 130.0 65.0 72.5 95.0 130.0 7.7 24.0 8 90.0 130.0 65.0 72.5 95.0 130.0 14.4
480 8.00 90.0 130.0 65.0 72.5 95.0 130.0 6.4 26.5 8 90.0 130.0 65.0 72.5 95.0 130.0 12.0
53.3 8.00 90.0 130.0 65.0 72.5 95.0 130.0 5.5 84.00 32.0 8 90.0 130.0 65.0 725 95.0 130.0 10.3
19.1 6.00 90.0 130.0 65.0 72.5 95.0 1300 | 170 370 3 20,0 130.0 65.0 725 95.0 116.0 9.0
24.0 6.00 90.0 130.0 65.0 72.5 95.0 1300 | 12.8 200 s 900 1300 5.0 — %50 1070 50
26.5 6.00 90.0 130.0 65.0 72.5 95.0 1300 | 12.8
32.0 6.00 90.0 130.0 65.0 72.5 95.0 1300 | 102 19.1 8 90.0 130.0 65.0 72.5 95.0 130.0 16.8
63.00 37.0 8.00 0.0 1300 65.0 725 95.0 130.0 85 24.0 8 90.0 130.0 65.0 72.5 95.0 130.0 14.0
400 8.00 900 | 1300 | 650 72.5 950 | 1300 [ 73 96.00 26.5 8 90.0 130.0 65.0 72.5 95.0 1300 | 12.0
53.3 8.00 90.0 119.6 65.0 72.5 95.0 119.6 6.4 37.0 8 90.0 130.0 65.0 72.5 95.0 101.8 8.4
— e 3/4" O.A. INSULATED GLASS
CONSISTING OF:
— - 3/8" O.A. LAMINATED GLASS 1/8" TEMPERED GLASS
CONSISTING OF: 1/4" AIR SPACE
3/16"HEAT STRENGTHENED GLASS, 1/8" ANNEALED GLASS
n
0.090" SENTRYGLAS INTERLAYER P 0.090" TROSIFOL PVB INTERLAYER
T~ _ BY KURARAY - BY KURARAY
\\;’,/16 HEAT STRENGTHENED GLASS, y \\ 1/8" ANNEALED GLASS

13/16" MIN.
GLASS BITE

\
\

?

DOWSIL
1199
SILICONE

AZING DETAIL

SERIES 1062

ty

3/4" MIN.
GLASS BITE

GLAZING DETAIL

DOWSIL
1199
SILICONE

CARDINAL, XL
EDGE SPACER
STAINLESS STEEL
PART#:58-065

SERIES 1280

3/4" MIN.
GLASS BITE

(LARGE MISSILE IMPACT)

IIOII

||X||

GLAZING NOTES:

1.

GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
SITE SPECIFIC BASIS.

SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
AS REFERENCED IN FBC CHAPTER 24.

SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES

IN ELEVATIONS.

GLAZING DETAIL
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BY KURARAY
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1199
SILICONE

CARDINAL, XL
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JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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UNEQUAL LITE SIZE

IIOII

|lXII

GLAZING NOTES:

1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES
IN ELEVATIONS.

3/4" O.A. INSULATED GLASS
CONSISTING OF:

1/8" TEMPERED GLASS

1/4" AIR SPACE

1/8" HEAT STRENGTHENED GLASS
0.090" SENTRYGLAS INTERLAYER
BY KURARAY

/ \ 1/8" HEAT STRENGTHENED GLASS

DOWSIL

3/4" MIN.
1199

GLASS BITE

UNEQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)
H w | NUMBER | geries 1062 | SERIES 1280 | SERIES 1283 (
OF o0.C.
| o LARGE MISSILE IMPACT)
SCREWS | POS | NEG | POS | NEG | POS | NEG
19.1 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 14.0
24.0 4 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 1300 14.0
26.5 4 90.0 | 130.0| 62.0 | 75.0 [ 90.0 | 1300 14.0
56.00 32.0 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 7.0
37.0 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300| 7.0
40.0 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300| 7.0 EQUAL LITE SINGLE HUNG WINDOWS(LMI) - DP CAPACITY (PSF)
48.0 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300| 4.7
H W NUMBER SERIES 1062 SERIES 1280 SERIES 1283
53.3 6 90.0 [ 130.0| 62.0 | 75.0 [ 90.0 | 1300 4.7 N Ny |oF screws o.C.
19.1 4 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 1300 13.4 POS | NEG | POS | NEG | POS | NEG
24.0 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 13.4 19.1 6 90.0 | 130.0 | 65.0 | 72.5 | 95.0 | 1300 16.0
26.5 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 13.4 24.0 6 90.0 | 1300 | 65.0 | 72.5 | 95.0 | 1300 12.8
38.75 32.0 4 90.0 | 130.0 | 62.0 75.0 90.0 | 130.0 8.9 26.5 6 90.0 | 130.0 | 65.0 72.5 95.0 | 130.0| 12.8
37.0 4 90.0 [ 130.0] 62.0 | 750 [ 90.0 | 1300 6.7 26.00 32.0 6 90.0 [ 1300 - - - - | 107
40.0 4 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 130.0| 6.7 37.0 6 900 | 1300| - - - - 9.1
48.0 6 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 130.0]| 5.4 40.0 6 90.0 | 1300 | - - - - 8.0
53.3 6 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 1300 5.4 48.0 6 0.0 [1300] - - - - | 64
19.1 4 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 130.0| 19.3 3.3 6 200 | 1300 - - - - | 58
24.0 4 90.0 | 130.0 | 62.0 | 750 | 90.0 | 130.0| 12.9 1.1 8 200 | 1300 | 650 | 725 | 95.0 | 1300] 180
2.5 6 900 | 130.0 | 620 750 200 | 1300 | 129 24.0 8 90.0 | 130.0 | 65.0 72.5 95.0 | 130.0| 14.4
26.5 8 90.0 | 130.0 - - - - 12.0
we [0 e folmel aolme faefwel o7 | | | et beetiet T
. - - - : . - - 37.0 8 90.0 | 130.0 - - - - 9.0
40.0 8 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 1300| 7.7 20.0 o 900 T1300 - - - T80
48.0 8 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 1300 6.4 280 2 - - - - - - -
53.3 8 90.0 [ 119.0| 62.0 | 750 | 90.0 | 1190 6.4 3 s - - - - - - -
19.1 4 90.0 | 130.0 | 62.0 | 75.0 [ 90.0 | 1300 17.0 19.1 3 900 1 3001 650 | 725 | 950 | 13001 168
24.0 6 90.0 | 130.0 | 62.0 | 75.0 | 90.0 | 130.0| 12.8 24.0 8 90.0 | 130.0 - - - - 14.0
26.5 6 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 12.8 26.5 8 90.0 | 130.0| - - - - | 120
63.00 32.0 8 90.0 | 130.0| 62.0 | 75.0 [ 90.0 | 1300 102 56.00 2.0 8 90.0 | 1300 - ] - - | 105
37.0 8 90.0 | 130.0| 62.0 | 75.0 | 90.0 | 1300 85 37.0 8 90.0 | 1300 - ; - Y
40.0 8 90.0 | 130.0] 62.0 | 75.0 [ 90.0 | 1300 7.3 40.0 8 ] ] ] ] ] ] ]
48.0 8 - - - - - - - 48.0 8 - - - - - - -
53.3 8 - N - _ N N - 53.3 8 - - - - - - -
— «—— 3/4" O.A. INSULATED GLASS
CONSISTING OF:
— ] l«— 3/8" O.A. LAMINATED GLASS 1/8" TEMPERED GLASS
CONSISTING OF: 1/4" AIR SPACE
3/16"HEAT STRENGTHENED GLASS, 1/8" ANNEALED GLASS
0.090" SENTRYGLAS INTERLAYER 0.090" TROSIFOL PVB INTERLAYER
7 T ~ BY KURARAY T T i~ - BY KURARAY
\\:%/16"HEAT STRENGTHENED GLASS, y \ 1/8" ANNEALED GLASS
\
/ \ DOWSIL { DOWSIL
| 1199 [ 1199
13/16" MIN. SILICONE 3/4"MIN. ) SILICONE
GLASS BITE GLASS BITE

1
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JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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BILL OF MATERIALS

ITEM PART No. DESCRIPTION MATERIAL MANUF./SUPPLIER/REMARKS
1 021-029 FRAME HEAD 6063-T5 ARCH ALUM
1-A 021-100 FRAME HEAD(FLAT)(IG) 6063-T6 ARCH ALUM
1-B 021-101 FRAME HEAD(SLOPE)(IG) 6063-T6 ARCH ALUM
1-C 021-006 FRAME HEAD(FLAT) - INSIDE GLAZED 6063-T6 ARCH ALUM
6063-T5
2 021-002 FRAME SILL (IG CONFIGURATION ARCH ALUM
TO USE 6063-T6)

3 021-005 FRAME JAMB 6063-T6 ARCH ALUM

3A 021-100 FRAME JAMB 6063-T6 ARCH ALUM

4 022-007 MTG.RAIL 6063-T5 ARCH ALUM

5 022-004 VENT TOP 6063-T5 ARCH ALUM

6 022-004 VENT TOP RIAL 6063-T5 ARCH ALUM

7 022-001 VENT BOTTOM RAIL 6063-T5 ARCH ALUM

8 022-003 VENT SIDE RAIL 6063-T5 ARCH ALUM

9 021-067 SNAP LATCH ASSEMBLY ARCH ALUM

10 006-001 ULTRA LIFT BALANCE CALDWELL MFG
11 004-005 UEK BRACKET STEEL CALDWELL MFG
12 010-001 SASH STOP RIGID VINYL MASTER TOOL
13 004-002 SWEEP LOCK METAL SULLIVAN & ASSOCIATES
14 016-005 FIN SEAL WOOL PILE ARCH ALUM

15 023-001 FILLED BULB VINYL ARCH ALUM

16 015-009 CHIMNET PLUG CLOSED CELL ARCH ALUM

17 006-014 #8 X 1 PHPH SMS ST/ST ARCH ALUM

18 021-011 7/16" GLAZING BEAD 6063-T5 ARCH ALUM

19 008-031 #10 X 1 PHPH SMS ST/ST

20 012-001 SEAM SEALER ACRYLIC SCHNEE MOREHEAD
21 015-001 BULB GASKET VINYL MASTER TOOL

22 015-007 WEDGE GASKET VINYL -

23 021-008 SNAP LATCH 6063-T5 ARCH ALUM

24 024-000 BLOCK & TACKEL BALANCE CALDWELL MFG
28 008-010 #8X 1/2 UCFHPH SMS ST/ST -

29 008-017 #8 X} FHPH SMS ST/ST -

30 015-006 0.150 SPACER VINYL FRANK LOWE RUBBR
31 015-012 .4 X.4X.1SPACER VINYL FRANK LOWE RUBBR
32 012-004 DOWSIL 1199 SILICONE DOWSIL CORNING
33 010-010 SASH GUIDE TOP RIGID PVB M & M PLASTIC
34 010-011 SASH GUIDE BOTTOM RIGID PVB M & M PLASTIC
35 008-002 #6 X 1/2 FHPH SMS -

36 003-001 ROLL FORM SCREEN FRAME ALUMINUM FLORIDA SCREEN
37 021-105 GLAZING BEAD (I.G.) 6063-T5 ARCH ALUM

38 010-016 LATCH SPRING COVER NYLON M & M PLASTIC
39 006-001 LATCH SPRING ST/ST INDUSTRIAL SPRING
41 - SETTING BLOCK AT 1/4 POINT EPDM DUROMETER

42 022-102 MEETING RAIL 6063-T5 -

43 - LEG ADAPTOR 6063-T5 ARCH ALUM

44 - FIN ADAPTOR 6063-T5 ARCH ALUM
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—
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ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT C X 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO

ALUMINUM SINGLE HUNG
WINDOW (HVHZ) (IMPACT)
COMPONENTS &

BILL OF MATERIALS

BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

TITLE:
PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE
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JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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