INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION OF THE MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH BASED ON QUANTITIES IN DP CHARTS
NOT TO EXCEED THE DEPICTED LOCATION & SPACING IN THE

ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF

TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM,
BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE
IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR

JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE
BASED ON SUBSTRATE ~ MATERIALS WITH THE FOLLOWING
PROPERTIES:
A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.
B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000
PSI.
C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI
AND GROUT CONFORMS TO ASTM C 476, MINIMUM
GROUT COMPRESSIVE STRENGTH OF 2000 PSI.
D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO
ASTM C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF
2000 PSI.
E. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM
18 GA. WALL THICKNESS.
F. ALUMINUM - MINIMUM ALLOY 6063-T5. MINIMUM WALL
THICKNESS OF 1/8" (0.125").

1.

ALUCORP S.A. DE C.V.

ALUMINUM FIXED WINDOW
(HVHZ) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLIES
WITH THE CURRENT FLORIDA BUILDING CODE (FBC), INCLUDING HVHZ AND HAS
BEEN EVALUATED ACCORDING TO THE FOLLOWING:

e TAS201-94

e TAS 202-94

e TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND 2X
FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO
PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT
REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS
FOR USE WITH THIS DOCUMENT IN NON-HVHZ AREAS. IN HVHZ AREAS, ONE TIME
PRODUCT APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER OR AHJ.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS PRODUCT IN
AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: ALUMINUM 6063-T5/T6

GLASS MEETS THE REQUIREMENTS OF ASTM E 1300 GLASS CHARTS.
SEE SHEET 5-6 FOR GLAZING DETAILS.
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CALLE 2 TABLAJE 17439 INT CX 21Y
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YUCATAN, MEXICO

TABLE OF CONTENTS
SHEET SECTION DESCRIPTION
1 INSTALLATION & GENERAL NOTES
2 ELEVATION, ANCHOR LAYOUTS & SCHEDULE
3 VERTICAL SECTIONS
4 HORIZONTAL SECTIONS
5 DESIGN PRESSURE TABLES (SMI)
6 DESIGN PRESSURE TABLES (LMI)
7 COMPONENTS & BILL OF MATERIAL

= J
3 _ =. ¢
25wy | £iacr
sz Ju ©3:235%
8s Go xLoass
';<"_ = = Osx25=
T — '<_(_| V33883
N O< 2 wsS ¢ X3
ST 2 —z“ags
5 <uw 0s 8
>T B2 =] z
= = ‘£|.u )
) 2a] 44
|} o) g
< E .2
i = z
— a =]
= o =
= a 2
REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
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ANCHOR SCHEDULE
METHOD | ANCHOR TYPE SUBSTRATE ANCHOR SCHEDULE MIN EMBEDMENT | MIN EDGE DISTANCE
1/4" DEWALT ULTRACON
A WOOD: MIN. SG = 0.55 / ULTRACON+ 1.50" 1.00"
WOOD SCREW (Fu= 177 KSI, Fy= 155 KSI)
B CONCRETE: MIN. 1/4" DEWALT ULTRACON+ SCREW 175" 2.50"
F'c=3000 PSI (Fu= 177 KSI, Fy= 155 KSI) ) )
METAL: MIN. 1/8" 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
THROUGH C THICKNESS ALUMINUM GRADE 5 SCREW PENETRATION 0.50"
FRAME MIN. 6063-T5 INTO SUBSTRATE
METAL: 18 GUAGE STEEL | 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
¢ MI.N FY=33 KSI GRADE 5 SCREW PENETRATION 0.50"
T INTO SUBSTRATE
b As“gas;':mﬁ\?f:oo 1/4" DEWALT ULTRACON+ SCREW 125" 2.00"
e (Fu= 177 KSI, Fy= 155 KSI) ‘ :
PSI
1/4" DEWALT ULTRACON+
A WOOD: MIN. SG = 0.55 / v co 1.50" 1.00"
WOOD SCREW (Fu= 177 KSI, Fy= 155 KSI)
METAL: MIN. 1/8" 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
THROUGH FIN C THICKNESS ALUMINUM GRADE 5 SCREW PENETRATION 0.50"
CLIP MIN. 6063-T5 INTO SUBSTRATE
METAL: 18 GUAGE STEEL | 1/4" SELF DRILLING OR SELF TAPPING 3 THREADS MIN.
C ) PENETRATION 0.50"

MIN. FY=33 KSI

GRADE 5 SCREW

INTO SUBSTRATE

~~ MAX WINDOW WIDTH =

= MAX. D.L.O. WIDTH =

4 N a ) MAX
D.L.O

HEIGHT

o MAX.

WINDOW
Gy

HEIGHT

TYPICAL ELEVATION

FIXED WINDOW

MAX. O.C. 6.00"

DISTANCE CE)RR?\II\SR
12.00"

i

MAX. 0.C. T—— — —
DISTANCE
4
12.00" | 4

4 __{ 6.00"

FROM
1 CORNER
?

ANCHOR LAYOUT

FIXED WINDOW
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SEALANT BETWEEN

CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS \

CONCRETE/MASONRY BY OTHERS \

2X'WOOD BUCK

BY OTHERS .

EXTERIOR FINISH
BY OTHERS

O.A. WINDOW
HEIGHT

O.A. WINDOW
HEIGHT

N

MIN. .
EDGE DISTANCE o
458, MIN.
. 21 EMBEDMENT
\.' .4 ?
PERIMETER , -
Byséf\rh’éﬁl ' A ) 1/4" MAX.
\ 2 SHIM SPACE
1%
SEE GLAZING 1
DETAILS CONCRETE/MASONRY
SHEET 5-6 INSTALLATION ANCHOR
EXTERIOR INTERIOR

/A\ VERTICAL SECTION

3/

HEAD-2X WOOD BUCK
THROUGH FRAME INSTALLATION

EXTERIOR

SEE GLAZING
DETAILS
SHEET 5-6

PERIMETER SEALANT
BY OTHERS

EXTERIOR FINISH
BY OTHERS

WOOD SCREW
INSTALLATION ANCHORS
SEE SHEET 2

2X FRAMING BY OTHERS

INTERIOR

1/4" MAX.

( SHIM SPACE

!
L MIN.

" MIN.
EMBEDMENT

7B\ VERTICAL SECTION

3/

SILL- 2X WOOD FRAMING
FIN CLIP INSTALLATION

CONCRETE/MASONRY

EDGE DISTANCE

INSTALLATION ANCHORS

METAL STUD BY OTHERS

MIN.
EDGE DISTANCE

BY OTHERS
EXTERIOR FINISH
BY OTHERS\Z-Z

PERIMETER SEALANT \;Z;

BY OTHERS

)

SEE GLAZING
DETAILS
SHEET 5-6

O.A. WINDOW
HEIGHT

EXTERIOR

it a ‘
MIN.
‘ EMBEDMENT
- 9 roo

/
|

N

A -
/\\__'// \ @

1/4" MAX.
SHIM SPACE

CONCRETE/MASONRY SCREW
INSTALLATION ANCHOR

SEE SHEET 2

INTERIOR

/C\ VERTICAL SECTION

\3/

EXTERIOR

O.A. WINDOW
HEIGHT

HEAD-CONCRETE/ MASONRY

THROUGH FRAME INSTALLATION
WITH OPTIONAL LEG ADAPTER

SEE GLAZING
DETAILS
SHEET 5-6

INTERIOR

1/4" MAX.
SHIM SPACE

PERIMETER SEALANT
BY OTHERS

EXTERIOR FINISH
BY OTHERS

METAL SCREW

SEE SHEET 2

MIN.
EMBEDMENT

—>.| MIN.

EDGE DISTANCE

/D\ VERTICAL SECTION

3/

SILL - METAL SUSBTRATE
THROUGH FRAME INSTALLATION
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MIN. EMBEDMENT

METAL STUD BY OTHERS 1/4" MAX.
SHIM SPACE
METAL SCREW
INSTALLATION ANCHORS 1 2
SEE SHEET 2
SEE GLAZING
‘ N . DETAILS
_ SHEET 5-6
MIN.
EDGE DISTANCE } A
II
! —_
EXTERIOR FINISH—————#=: 0= - -0/ oA
BY OTHERS SRS ONIT
WIDTH
SILICONE SEALANT/
BY OTHERS
W JAMB-METAL STUD
THROUGH FRAME INSTALLATION
MIN.
EMBEDMENT
1/4" MAX.
INSTALLATION ANCHOR, SHIM SPACE
SEE SHEET 2 X
WOOD FRAMING BY OTHERS \ 1 INTERIOR
SEE GLAZING
I | DETAILS
_ SHEET 5-6
MIN.
EDGE DISTANCE }
II
! -~
EXTERIOR FINISH——————=: 1= 0= 11000 oA
BY OTHERS o) ONIT
WIDTH
SILICONE SEALANTJ EXTERIOR
BY OTHERS —_—

\4/

JAMB WOOD FRAMING
THROUGH FRAME INSTALLATION

INTERIOR

EXTERIOR

7. .

i T

g.

MIN.
EMBEDMENT

a

: BUCK BY OTHERS

1X WOOD BUCK BY OTHERS

v CAULK BETWEEN

CONCRETE/MASONRY & 1X WOOD

CONCRETE/MASONRY
INSTALLATION ANCHOR SEE SHEET 2

MIN.

* EDGE DISTANCE

|

SHII{\Z/IPIS'I;/I:é »‘ — _.
SEE GLAZING > (1 /vi
s r
— .
;/ Tt \ L
=
SR —
WIDTH
/B \HORIZONTAL SECTION

JAMB-CONCRETE/ MASONRY
THROUGH FRAME INSTALLATION

\4/

INTERIOR
MIAMI-DADE COUNTY
APPROVED MULLION
SEE SEPARATE NOA
SEE GLAZING
DETAILS
SHEET 5-6
\
\\ | g\\ _//
SEE GLAZING /
DETAILS EXTERIOR
SHEET 5-6
/E\HORIZONTAL SECTION

MULLION SEE SEPERATE NOA

\4/

CONCRETE/MASONRY BY OTHERS

EXTERIOR FINISH
BY OTHERS
SILICONE SEALANT
BY OTHERS
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NOTE:

WINDOW WIDTH (W) AND LENGTH (L)
ARE INTERCHANGEABLE FOR ALL

SIZES SHOWN HEREIN NOT TO EXCEED
MAXIMUM TESTED SQUARE FOOT AREA.

ANCHOR SPACING SHALL NOT EXCEED THOSE
SHOWN FOR LONG OR SHORT LEG OF UNIT.

[——

DESIGN LOAD CAPACITY (PSF) (SMI) DESIGN LOAD CAPACITY (PSF) SIZES AND PRESSURES FOR
SERIES 3062 SERIES 3072 SERIES 3072 SERES 3002 SERES 3072 SERES 3073
L w (TROSIFOL) (SAFLEX) Lo ow (TROSIFOL) (SAFLEX) SMALL MISSILE IMPACT
(in) (m) POS NEG POS NEG POS NEG (in) (in) POS NEG POS NEG POS NEG
19 90.0 120.0 ) 155 a0 140 19 90.0 120.0 20 155 90 140 GLASS CON FlGU RAT'ON
24 90.0 120.0 %0 155 %0 140 gg 28-8 ggg gg 122 gg 12
26 90.0 120.0 90 155 90 140 ' '
32 90.0 120.0 90 155 90 140
32 90.0 120.0 90 155 90 140 = 00 740 % = % 170
26.00 i 0.0 120.0 20 155 90 140 76.00 40 900 | 1040 %0 155 %0 140
40 90.0 120.0 90 155 90 140 yrs 200 6.4 0 155 0 10
46 90.0 120.0 90 155 90 140 = =00 5.4 0 130 50 0
53 90.0 120.0 90 155 90 140 60 _ _ a0 140 89 139
60 90.0 120.0 90 155 90 140 75 N N - B - N
75 90.0 120.0 90 155 90 140 19 90.0 120.0 90 155 90 140
19 90.0 120.0 90 155 90 140 24 90.0 120.0 90 155 90 140
24 90.0 120.0 90 155 90 140 26 90.0 120.0 %0 155 90 140
26 90.0 120.0 90 155 90 140 32 90.0 120.0 0 155 90 140
32 90.0 120.0 20 155 o0 140 S 37 90.0 120.0 S0 155 80 140
e 37 90.0 120.0 90 155 90 140 jg ;8-8 ;g-j gg 128 gg %
40 90.0 120.0 90 155 90 140 : -
46 90.0 120.0 ) 155 %0 140 5 70.0 75.0 0 140 89 139
53 90.0 120.0 %0 155 o0 140 60 %0 140 84 131
60 90.0 120.0 90 155 90 140 75 - - - - - -
75 90.0 120.0 90 155 90 140 19 90.0 120.0 90 155 90 140
19 90.0 120.0 Q0 155 a0 140 24 90.0 120.0 [<'s} 155 Q0 140
24 90.0 120.0 90 155 90 140 % 90.0 120.0 %0 155 90 190
% w00 | oo | s | i® | e | 4 2 wo | wol w | [ w0 |
=57 37 90.0 120.0 90 155 90 140 96.00 ig ;82 ;2: 22 1:2 zg ﬁ
40 90.0 120.0 90 155 90 140 - -
46 900 | 1200 %0 155 90 140 46 700 | 760 E 140 90 140
53 90.0 120.0 90 155 90 140 53 90 140 84 131
60 90.0 120.0 90 155 90 140 60
75 70.0 76.4 90 140 90 140 75
19 90.0 120.0 90 155 90 140
24 90.0 120.0 %0 155 %0 140 f.LAzéTES’;‘(')F—;E?AND THICKNESS COMPLIES WITH ASTM E1300
26 90.0 120.0 90 155 90 140 REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
32 90.0 120.0 90 195 90 140 REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
63.00 37 90.0 120.0 [2]0] 155 a0 140 SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
. 0 90.0 120.0 90 155 90 140 2. ggTEFISI\TCE-ECI;igCE:(ASIL?ﬁOMETER HARDNESS OF 70-90 (SHORE A)
46 90.0 120.0 % 155 %0 140 AS REFERENCED IN FBC CHAPTER 24.
53 90.0 120.0 90 155 90 140 3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
60 70.0 76.4 Q0 140 a0 140 GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
75 - N ) 140 80 138 4. D.LO.AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES
IN ELEVATIONS
— ]
DOWSIL 93; 7/16" O.A. LAMINATED GLASS DOWSIL 93; 1/2" O.A.LAMINATED GLASS DOWSIL 93;
DOWSIL 1199 CONSISTING OF: DOWSIL 1199 CONSISTING OF: DOWSIL 1199
SILICONE 3/16" HEAT STRENGTHENED GLASS SILICONE 3/16" HEAT STRENGTHENED GLASS SILICONE
0.090" SENTRYGLAS INTERLAYER 0.090" TROSIFOL PVB INTERLAYER
_ BY KURARAY BY KURARAY _ 4
// \\ 3/16" HEAT STRENGTHENED GLASS { /// \\ 1/4" TEMPERED GLASS { //

3/4" MIN.
GLASSBITE |

o

p——

GLAZING DETAIL

SERIES 3062

3/4" MIN.
GLASS BITE

[

o

GLAZIN

_—

G DETAIL

3/4" MIN.
GLASS BITE

f

7/16" O.A. LAMINATED GLASS
CONSISTING OF:
1/8"ANNELEAD GLASS

0.090" SAFLEX CLEAR/COLOR INTERLAYER

BY EASTMAN CHEMICAL CO.
1/4" TEMPERED GLASS

SERIES 3072
TROSIFOL

g

GLAZING DETAIL

SAFLEX

SERIES 3072
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DESIGN LOAD CAPACITY (PSF)(LMI) DESIGN LOAD CAPACITY (PSF) (LMI)
L W SERIES 3040 SERIES 3062 L W SERIES 3040 SERIES 3062
(in) (in) (in) (in)
POS NEG POS NEG POS NEG POS NEG
19 62.0 62.0 90.0 120.0 19 62.0 62.0 90 120
24 62.0 62.0 90.0 120.0 24 62.0 62.0 90 120
26 62.0 62.0 90.0 120.0 26 62.0 62.0 90 120
32 62.0 62.0 90.0 120.0 32 62.0 62.0 90 120
37 62.0 62.0 90.0 120.0 37 62.0 62.0 90 114
26.00 40 62.0 62.0 90.0 120.0 76.00 40 - - 90 104
46 62.0 62.0 90.0 120.0 46 - 70 76.4
53 62.0 62.0 90.0 120.0 53 - 70 76.4
60 62.0 62.0 90.0 120.0 60 - - -
75 62.0 62.0 90.0 120.0 75 - - - -
19 62.0 62.0 90.0 120.0 19 62.0 62.0 90 120
24 62.0 62.0 90.0 120.0 24 62.0 62.0 90 120
26 62.0 62.0 90.0 120.0 26 62.0 62.0 90 120
32 62.0 62.0 90.0 120.0 32 62.0 62.0 90 120
38.75 37 62.0 62.0 90.0 120.0 84.00 37 - - 90 120
40 59.2 59.2 90.0 120.0 40 - 70 76.4
46 59.2 59.2 90.0 120.0 46 - 70 76.4
53 59.2 59.2 90.0 120.0 53 - 70 75
60 59.2 59.2 90.0 120.0 60 - - -
75 - - 90.0 120.0 75 - - - -
19 62.0 62.0 90.0 120.0 19 62.0 62.0 90 120
24 62.0 62.0 90.0 120.0 24 62.0 62.0 90 120
26 62.0 62.0 90.0 120.0 26 62.0 62.0 90 120
32 62.0 62.0 90.0 120.0 32 - - 90 120
50.75 37 62.0 62.0 90.0 120.0 96.00 37 - 70 76.4
40 57.4 57.4 90.0 120.0 40 - 70 76.4
46 49.9 49.9 90.0 120.0 46 - 70 76
53 45.2 45.2 90.0 120.0 53 - - -
60 - - 90.0 120.0 60 - -
75 - - 70.0 76.4 75 - -
19 62.0 62.0 90.0 120.0
24 62.0 62.0 90.0 120.0
26 62.0 62.0 90.0 120.0
32 62.0 62.0 90.0 120.0
37 62.0 62.0 90.0 120.0
63.00 40 57.4 57.4 90.0 120.0
46 - - 90.0 120.0
53 90.0 120.0
60 70.0 76.4
75 - -
DOWSIL DOWSIL
995 995
OR 7/16" O.A. LAMINATED GLASS OR —
DOWSIL CONSISTING OF: DOWSIL
1199 3/16" HEAT STRENGTHENED GLASS 1199
SILICONE 0.090" SENTRYGLAS INTERLAYER SILICONE
BY KURARAY
i y 3/16" HEAT STRENGTHENED GLASS { L
/ /
3/4" MIN. / 3/4" MIN. /
GLASS BITE / GLASS BITE [

f

-

—_

GLAZING DETAIL

SERIES 3062

1 Ci//kf/

SIZES AND PRESSURES FOR
LARGE MISSILE IMPACT
GLASS CONFIGURATION

7/16" O.A. LAMINATED GLASS
CONSISTING OF:

3/16" ANNELEAD GLASS

0.090" PVB INTERLAYER SAFLEX
BY EASTMAN CHEMICAL CO.
3/16" ANNELEAD GLASS

GLAZING DETAIL

SERIES 3040

—— W =
T
L
1
fh=t -
W

NOTE:

WINDOW WIDTH (W) AND LENGTH (L)

ARE INTERCHANGEABLE FOR ALL

SIZES SHOWN HEREIN NOT TO EXCEED
MAXIMUM TESTED SQUARE FOOT AREA.
ANCHOR SPACING SHALL NOT EXCEED THOSE
SHOWN FOR LONG OR SHORT LEG OF UNIT.

GLAZING NOTES:

1.

GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
SITE SPECIFIC BASIS.

SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A)
AS REFERENCED IN FBC CHAPTER 24.

SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES
IN ELEVATIONS

g )

INTERALUM

ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT CX 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO

Q =
=] v~ =9 £
2= — S 2 3
_b E‘U €;N§§§
= < < O3535%
o & x5Rage
0SS w2 AsEaLEE
xX= x = IS3323
o —~ >OuYy Os3223
N wn = 2 wsS ¢ X3
=T 919 -
55 wow as &

o -
ZL o= 35 s

2 W R =a)
2 02 |a P
< ARSI [ =
o= o "l
o < =
— a =]
= & =
= a 2
REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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BILL OF MATERIALS

ITEM PART No. DESCRIPTION MATERIAL MANUF./SUPPLIER/REMARKS
1 021-024 FRAME HEAD 6063-T5 ARCH ALUM
2 021-020 GLAZING STOP 6063-T5 -
3 008-014 #8 X 1 PHPH SMS ST/ST -
4 012-001 SEAM SEALER ACRYLIC SCHNEE MOREHEAD
5 012-003 DOWSIL 995 SILICONE DOWSIL CORNING
6 015-008 1/ 2XL/ 4XL / SETTING BLOCK NEOPRENE FRANK LOWE RUBBR
7 015-007 WEDGE GASKET VINYL MASTER TOOL
8 015-006 0.150 SPACER VINYL FRANK LOWE RUBBR
9 - LEG ADAPTOR 6063-T5 ARCH ALUM
10 - FIN ADAPTOR 6063-T5 ARCH ALUM

(1) FRAME
T

2.031"

t [~ 3.095" J

0.062"

(2) 6lLAzING SsTOP

r 0.062"

1(331_&& ? €

" 1.822" |=—

WEDGE GASKET
(NOT TO SCALE)

(9) LEG ADAPTOR

0.063"

I—— 3.096" —>|

Ooll

o
%

FIN ADAPTOR

-~ 3.237" »‘
— 0.055"
|

(- —_ X

ooll

1.375"

——|~— 0.062"

g )

INTERALUM

ALUCORP S.A. DE C.V.
CALLE 2 TABLAJE 17439 INT CX 21Y
25 CHICHI SUAREZ, MERIDA
YUCATAN, MEXICO
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JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERIQ

JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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