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2" Section Thickness Top Fixture Interior Skin Perimeter Seal
a{ See detail on sheet 3 .015 Thick G-40 galvanized steel with an epoxy primer and Nailed 8" O.C. with
\ 7 o baked on polyester finish which is roll-formed with a texture 4d steel nails
N Oow_ embossed skin.
1 e Top Section LU Self-drilling Screw Exterior Skin , , , 0%, 5o %°°°%°f‘boo °°,
L o (3) Req'd per top flxture 015 Tthk G'40 galvanlzed Steel W|th an |nSU|atI0n COl'e °°Q Q °°0°° °°0 °0°Q o oo
=< epoxy primer and baked on polyester finish Expanded Polystyrene
N e which is roll-formed with a texture embossed
— skin.
N . Top Fixture _ N g
Window in top section shown. Hardware Plate .035 thick Jambs
May also be located in section Attachment T~ See sht. 2 for attachment
#3 or higher. ’ /H\ \ Hex Head Lag Screw
- é (1) per bracket.
Self-drilling screw LY_J Center Hinge See detail on sht. 3
(Sgrﬁggt?ir?eé % See detail on sheet 3 Track Bracket
? e[/ , Retaining Nut See detail on sht. 3
Section B-B 7/16" push
- N o 4 _push on Track Bolt / Nut
Self-drilling Screw ¢ jj retaining nut See detail on sht. 3
(3) Req'd per Center Hinge Polypropylene Glass Options: 1/8" Annealed, 1/8" Tempered (1) req'd per roller. End stile
corner bracket Attachment Exterior Window 3/4" Annealed I.G., 3/4" Tempered |.G.  See detail on sht. 3 19 Ga. min. Galv. Steel
Frame Max size: Short Panel - 17-3/4" x 12-3/4" ) ’ )
Long Panel - 40-3/4" x 12-3/4" _ Track Roller
. Corner Bracket DLO: Short Panel - 16-3/4" x 11-3/4" Optlona! See detail on sht. 3
Inter_medlate See detail on sheet 3 Long Panel - 39-3/4" x 11-3/4" Decorative Inserts Track
Sections N ~ See detail on sht. 3
Corner Bracket | o T 0 o o
Attachment T T
' < < Spring Counterbalance
) s 48 x 1-7/8" Spring wire individually
- Polypropylene Section C-C 1%'ew, hxrt- ind calculated to counterbalance door.
Self-drilling Screw Interior Window (18) perls ° V‘."r& ow Quantity and size of spring
(5) Req'd per : Frame (18) per long window will vary based on door size.
U-b edge hinge Edge Hinge NSNS . IN— A
k -bar See detail on sheet 3 % A A R El
Bottom i (&) = = 5
Section idgehnge Windows (Optional) ~_[I- ] | | 1 i
- ttachment One row maximum / V% V7 V7 V% V% W Vi
Self-drilling Screw ™~ See window styles | | c
(4) Req'd . on sht. 2 n n )
056514 Slide Lock Door Heiaht £ £ i
Astraqal See detail on sheet 3 oor Heig , =
straga E Steel Reinforcement — ‘ ‘ ‘ ‘ L
Retainer 8'- 0" High shown (1) U-bar per section | | ‘ i i *
. Other door fastened to all center
Section A-A . heights and end stiles using \ /0 Il B o . B
End Stile . Track available up (2) self-drilling screws % ht) 53 i)
'.0" usi t h stile. o
~ ,// Doors tested per to ..10 0 usmg';' at each stie b fy ‘ ‘ ‘ ‘ ‘ ‘ 3
i 18", 21" or 24
Optional Interior Lock ¢ souroMA 108 high sections | | [
P for static air pressure Embedded —
Attachment Hardware Plates % % % \ ;{L
o “ |
SFelensm %, requirements of the - Locks required on doors | |}_ I || ||
3 o e B Legacy & Carriage Collection not electrically operated. 5 g g }é!
ER * ik Max. Short Panel Long Panel Carriage Panel A
=104 e = e
zRy SAEDR $as Door |[Ctr. Hngs. . Ctr. Hngs. . Ctr. Hngs. . ‘
//”3@ '-.‘.,?F"‘,?.Y-&,\%ZS\ Width | per Sect. Design Loads per Sect. Design Loads per Sect. Design Loads - Door Width
“u, //IONAL %\\\\‘\ 8'-0" 1 44.2 | -50.0 1 44.2 | -50.0 1 44.2 | -50.0 See chart for other door widths
9-0" 1 39.3 | 444 1 39.3 | -44.4 1 39.3 | -44.4 Wind loaded sectional d desianed. tested. and sold by PSF (16'-0" Long Panel shown)
. 10-0" > 41 | 274 1 318 | -36.0 1 318 | -36.0 ind loaded sectional doors are designed, tested, and sold by . . .
mgﬁ”‘“%’ffn"g:{nP&EA;;f)-C'i“aﬁég5ﬁ]‘l? 12°0" 5 201 | 228 > 201 | 228 > 191 | 216 The AHJ of a given jobsite is responsible for determining the appropriate PSF. Interior Elevation
B e oA L. No 34t ! 140" 2 148 | -168 | 2 148 | -168 [ 2 16.4 | -18.5 scale:_None Tie: ,
Structural Adequacy for Wind Load 16-0"| 3 12.9 | -17.1 3 12.9 | -17.1 3 12.9 | 7.1 brawn by J. Poltras \/; PRODOOR Legac??ga\’r‘ﬁi'ggengﬁecﬁon
?;/ﬁ é Bglée:\uz)gzgréezigylsrcgt:é\o?l)rgl\(r)vgl 18'-0" 3 10.2 -13.5 3 10.2 -13.5 3 11.3 -12.6 Checked by: G. Wedekind M FG CO
20'-2" 4 7.2 -9.6 4 7.2 -9.6 4 7.2 -9.6 ) ) R
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12" or 15" radius
\ Jamb Angle
(1) req'd per vertical
= track. Attach with (2) hex
: head lag screws.
[ \
A Vertical Track
Opening
Height
=
24" 43" Track Brackets
0.C. Max. Typ.
10" i3“
Typical Track Installation
Normal headroom track shown
Low headroom and lift clearance available
!
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No load from wind
— applied to horizontal
ﬂ member
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Opening Height

Maximum on
Center Spacing
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Jamb fasteners
for jamb loads

— Treated 2x6 when mounting
to masonry construction.
Un-treated 2x6 may be used
on wood construction.

Treated 2x6 #2 Douglas

Fir or better wood buck

when mounting to

masonry jambs. Un-treated
2x4 #2 Douglas Fir or better
may be used on wood jambs.
See chart for buck attachment
to structure.

6“

Opening
Width

Jamb Attachment Notes:

1. Maximum Positive Load per Jamb = (9'-0" x 39.3 PSF) /2 = 177 Ibs. per foot.
2. Maximum Negative Load per Jamb = (9'-0" x -44.4 PSF) / 2 = 200 Ibs. per foot.
3. Design of the supporting structure shall be the sole responsibility of the building
designer and shall be designed for the jamb loads listed in notes 1 and 2.
4. Alternate jamb attachments may be used if approved by a registered Professional Engineer.
5. DASMA Technical Data Sheet TDS-161 may be used for alternate jamb attachments.
6. 3/8" diameter lag screws required 1/16" pilot hole and 1-1/2" minimum required distance.
2x6 Attachment to Structure
Structure Minimum |Minimum Edge| Minimum on Maximum on Allowable
Fastener Type . . . .
Type Embedment Distance Center Spacing | Center Spacing | Tension Load
. 1/4" Tapcon+ (Plus) . " "
2500 PSI Min. Concrete with 1-1/8' OD Washer 2 25 6 24 526
. 3/8" x 3" Lag " " " "
Southern Pine with 1-1/8" OD Washer 1.50 1.50 1.50 24 655
. . 3/8" x 3" LAG " " " "
Spruce Pine Fir with 1-1/8" OD Washer 1.50 1.50 1.50 24 482
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Corner Bracket
.085 min. Galv. Steel
Max. Door Weight = 325 Lbs.
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Corner Bracket
.109 min. Galv. Steel
Max. Door Weight = 2000 Lbs.
r 2.61
2.00
Steel U-bar
18 Ga. (.049 min.) Galvanized
High Tensile Steel
80 KSI Minimum Yield
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Track Bracket
.099 min. Galv. Steel

U
4.L4 U

=226 =]

L

*2.56J

Top Fixture
.085 min. Galv. Steel

=-2.62 =

Center Hinge
.045 min. Galv. Steel

2.28
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Roller Carrier
.085 min. Galv. Steel
Attached to Top Fixture
w/(2) Track Bolts and Whiz Nuts

4.78 3.22
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Self-Drilling Screw

=301 ﬁ [‘1.00 187 153
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2" Track - —
.055 min. Galv. Steel
L .
Edge Hinge <
.069 min. Galv. Steel 18.00
r4.69 Min. %‘—[
:EU @ 1.81
@ .43 T # /r[ d
44
—>
2" Roller <
Nylon 11-ball (Std.) —> |
Steel 10-ball (Opt.) il
Jamb Angle
.071 min. Galv. Steel
40
? i = @mmz:/
Retaining Nut Serrated Hex Flange Nut Track Bolt
@ .57 @ .65 f-—15/8"——=

1

@ 5/16"

Hex Head Lag Screw
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