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HIBCO PLASTICS, INC.
VERSA VENT RIDGE VENT MATERIAL

FBC PRODUCT APPROVAL DRAWING

DESIGN PRESSURE
RATING (PSF) IMPACT RATING

N/A N/A
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INSTALLATION NOTES:

1. INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS ON A SPECIFIC SITE.

2. IF SITE CONDITIONS CAUSE INSTALLATIONS TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN,  A LICENSED ENGINEER OR REGISTERED ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS PRODUCT EVALUATION DOCUMENT.

3. SEE SHEET 2, STEPS 1 THROUGH 4 FOR ILLUSTRATION OF VERSA VENT MATERIAL
INSTALLATION.

3.1. SEE GENERAL NOTE 6 FOR ROOFING ITEMS NOT COVERED BY THIS PRODUCT APPROVAL.

4. RIDGE CAP FASTENERS SHALL BE A MINIMUM 1/4" x 1-1/4" SELF-TAPPING SHEET METAL
SCREWS. THE FASTENERS SHALL PASS THROUGH THE RIDGE CAP, THROUGH THE VERSA VENT
MATERIAL AND THROUGH THE PEAK OF THE CORRUGATED ROOFING AT LEAST THREE FULL
THREADS DEEP.

4.1. SEE SHEET 2, STEP 4 FOR ILLUSTRATION OF FASTENER PLACEMENT AND INSTALLATION.

4.2. ALL FASTENERS TO BE CORROSION RESISTANT, OR HAVE A CORROSION RESISTANT
COATING. SEE NOTE 4.3 BELOW.

4.3. FASTENERS AND CONNECTORS EXPOSED TO SALTWATER ENVIRONMENTS WITHIN 3,000
FEET OF A SALTWATER COASTLINE SHALL COMPLY WITH SECTION 1711 OF THE 9TH
EDITION (2026) FLORIDA BUILDING CODE AND SECTION R332 OF THE 9TH EDITION
(2026) FLORIDA RESIDENTIAL CODE  WHEN APPLICABLE.

GENERAL NOTES:

1. THE PRODUCT SHOWN IN THIS PRODUCT EVALUATION DOCUMENT SATISFIES THE REQUIREMENTS FOR THE
HIGH VELOCITY HURRICANE ZONE (HVHZ) OF THE 9TH EDITION (2026) FLORIDA BUILDING CODE - BUILDING
AND RESIDENTIAL VOLUMES.

2. THE PRODUCT SHOWN IN THIS PRODUCT EVALUATION DOCUMENT HAS BEEN TESTED AS FOLLOWS:

2.1. WIND AND WIND DRIVEN RAIN RESISTANCE AS DOCUMENTED IN ATI TEST REPORT NO. 54543.01-120-32
IN ACCORDANCE WITH THE CURRENT EDITION OF THE FLORIDA BUILDING CODE.

2.1.1. TAS 100(A)-95, TEST PROCEDURE FOR WIND AND WIND DRIVEN RAIN RESISTANCE AND/OR
INCREASED WINDSPEED RESISTANCE OF SOFFIT VENTILATION STRIP AND CONTINUOUS OR
INTERMITTENT VENTILATION SYSTEM INSTALLED AT THE RIDGE AREA.

2.1.1.1. PASSED SECTION 10.3 OF TAS 100(A)-95 TO A MEAN ROOF HEIGHT OF 75 FT.
2.1.1.2. PASSED SECTION 10.3 OF TAS 100(A)-95 TO A MAXIMUM WIND SPEED OF 110 MPH.

2.2. PLASTICS TESTING AS DOCUMENTED IN ATI TEST REPORT NO. 60944.01-106-31

2.2.1. ASTM D 1929, STANDARD TEST METHOD FOR DETERMINING IGNITION TEMPERATURE OF PLASTICS.
RESULTS EXCEEDING THE CURRENT EDITION OF THE FBC ARE:

2.2.1.1. (SPONTANEOUS) SELF-IGNITION TEMPERATURE IS 807°F.

2.2.2. ASTM D 635, STANDARD TEST METHOD FOR RATE OF BURNING AND/OR EXTENT AND TIME OF
BURNING OF PLASTICS IN A HORIZONTAL POSITION. RESULTS EXCEEDING THE CURRENT EDITION OF
THE FBC ARE:

2.2.2.1. AVERAGE LINEAR BURN RATE WAS ZERO IN/SEC OBTAINING A CC-1 CLASSIFICATION.

2.2.3. ASTM D 2843, STANDARD TEST METHOD FOR DENSITY OF SMOKE FROM THE BURNING OR
DECOMPOSITION OF PLASTICS. RESULTS EXCEEDING THE CURRENT EDITION OF THE FBC ARE:

2.2.3.1. AVERAGE SMOKE DENSITY RATING IS 63.8.

3. PRODUCT SERIES/MODEL COVERED BY THE AFOREMENTIONED TESTING INCLUDES:

3.1. 1-3/4" NEEDLE POINT, 1-3/4" WIDE RETICULATED BLACK FOAM RIDGE VENT MATERIAL.
3.2. 2" MWI, 2" WIDE RETICULATED BLACK FOAM RIDGE VENT MATERIAL.
3.3. 2" NEEDLE POINT, 2" WIDE RETICULATED BLACK FOAM RIDGE VENT MATERIAL.

4. LIMITATIONS AND CONDITIONS OF USE INCLUDE:

4.1. THE PRODUCT IMPACT RATING IS N/A.
4.2. THE MAXIMUM MEAN ROOF HEIGHT SHALL BE 75 FT.
4.3. THE MAXIMUM DESIGN WIND SPEED OF THE PROJECT SHALL BE LIMITED TO 110 MPH.

5. INSTALLATION SHALL RESULT IN MINIMUM NET FREE VENTILATION AREA REQUIREMENTS AS SET FORTH IN THE
CURRENT EDITION OF THE FLORIDA BUILDING CODE AND CURRENT EDITION OF THE FLORIDA RESIDENTIAL
CODE.

6. NOT COVERED IN THIS PRODUCT EVALUATION DOCUMENT:

6.1. RIDGE CAP IS NOT COVERED UNDER THIS PRODUCT APPROVAL AND WILL NEED A SEPARATE PRODUCT
APPROVAL.

6.2. RIDGE CAP INSTALLATION SHALL BE AS DESCRIBED IN THE RIDGE CAP PRODUCT APPROVAL 1
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STEP 1: ON THE GROUND APPLY VERSA VENT, WITH THE ADHESIVE STRIP, TO THE
UNDERSIDE OF THE RIDGE CAP. VERSA VENT USES A PRESSURE SENSITIVE
ADHESIVE, THEREFORE A LIGHT PRESSURE WILL NEEDED TO BE APPLIED TO THE
PRODUCT WHEN INSTALLING TO THE RIDGE CAP. THE VERSA VENT SHALL BE
LOCATED 1/4 INCHES IN FROM EACH EDGE. VERSA VENT CAN BE CUT TO LENGTH
USING A UTILITY KNIFE OR SCISSORS.

STEP 2: WITH THE VERSA VENT BEING HELD IN PLACE BY THE ADHESIVE
STRIP, APPLY THE RIDGE CAP TO THE ROOF. THE RIDGE CAP SHALL BE
INSTALLED PER THE MANUFACTURER'S INSTALLATION INSTRUCTIONS.

STEP 3: WHEN NECCESSARY, CUT THE VERSA VENT MATERIAL BACK TO
OVER LAP TWO PIECE OF RIDGE CAP.

STEP 4: WHEN INSTALLING THE RIDGE CAP FASTENERS (MIN. 1/4" x 1-1/4"
SELF-TAPPING SHEET METAL SCREWS), BE SURE THE FASTENERS ARE
POSITIONED AT THE EDGE OF THE RIDGE CAP SO THE FASTENERS PASS
THROUGH THE VERSA VENT MATERIAL.

VERSA VENT RIDGE VENT

VERSA VENT MATERIAL - APPLICATION INSTRUCTIONS
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2" MWI

2" WIDE RETICULATED BLACK
FOAM RIDGE VENT MATERIAL.

2" NEEDLE POINT

2" WIDE RETICULATED BLACK
FOAM RIDGE VENT MATERIAL

1-3/4" NEEDLE POINT

1-3/4" WIDE RETICULATED
BLACK FOAM RIDGE VENT

MATERIAL.

VERSA VENT RIDGE VENT - TYPICAL SECTION ILLUSTRATIONS
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