
SEE SHEET 9 FOR FULL GLASS DESCRIPTIONS.

SERIES SS-3500
IMPACT-RESISTANT STOREFRONT WINDOW SYSTEM

TABLE 1:

INSTRUCTIONS:

GENERAL NOTES, INSTRUCTIONS.................
ANCHOR TYPES................................................
ELEVATIONS......................................................
GLASS DP...........................................................
VERTICAL MULLION DP....................................
ANCHORLESS JAMB DP...................................
HORIZONTAL SECTIONS..................................
VERTICAL SECTIONS.......................................
PTAC & WINDOW INSERT SECTIONS.............
GLAZING DETAILS.............................................
CORNER DETAILS, EXTRUSIONS & BOM.......

1) DETERMINE THE BUILDING'S REQUIRED DESIGN PRESSURE USING THE ASCE-7 STANDARD. THE
PRODUCT'S DESIGN PRESSURE MUST MEET OR EXCEED THIS VALUE.

2) DETERMINE THE ANCHOR TYPE FROM TABLE 1.

3) DETERMINE THE GLASS DESIGN PRESSURE FROM TABLE 3.

4) ANCHOR SPACING IS SHOWN SHEETS 2 & 3 AND HAS BEEN CALCULATED FOR THE PRODUCT'S
MAXIMUM DP.

5) IF THE STOREFRONT WINDOW IS ATTACHED TO ANOTHER WINDOW THROUGH A COMMON MULLION
DETERMINE THE MULLION DESIGN PRESSURE FROM TABLE 4.  

6) THE LOWEST DESIGN PRESSURE FROM 3 & 5 ABOVE, SHALL BE USED FOR THE ENTIRE ASSEMBLY.

7) IF COMBINED WITH ANOTHER ASSEMBLY WITH A SEPARATE APPROVAL, (STOREFRONT ENTRANCE
DOOR, PTAC LOUVER OR WINDOW INSERT) THE LESSER DESIGN PRESSURE VALUE OF ANY ASSEMBLY
OR THE STOREFRONT WINDOW SHALL BE THE DESIGN PRESSURE FOR THE ENTIRE SYSTEM.

FLORIDA PRODUCT APPROVAL # 46559
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1) THIS PRODUCT HAS BEEN DESIGNED & TESTED TO COMPLY WITH THE REQUIREMENTS OF THE FLORIDA
BUILDING CODE, INCLUDING THE HIGH VELOCITY HURRICANE ZONE (HVHZ).

2) SHUTTERS ARE NOT REQUIRED WHEN USED IN WIND-BORNE DEBRIS REGIONS. FOR INSULATED GLASS
INSTALLATIONS ABOVE 30' IN THE HVHZ, THE OUTBOARD LITE (CAP) MUST TEMPERED.

3) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS
ARE OPTIONAL IF UNIT IS INSTALLED DIRECTLY TO SUBSTRATE. WOOD BUCKS DEPICTED AS 2X ARE 1-1/2"
THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND SECURED TO PROPERLY
TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF
THE ENGINEER, (EOR) OR ARCHITECT OF RECORD, (AOR).

4) ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL DRESSING OR STUCCO. USE ANCHORS
OF SUFFICIENT LENGTH TO ACHIEVE EMBEDMENT. OVERALL SEALING/FLASHING STRATEGY FOR WATER
RESISTANCE OF INSTALLATION SHALL BE DONE BY OTHERS AND IS BEYOND THE SCOPE OF THESE
INSTRUCTIONS.

5) MAX. 1/2" SHIMS ARE REQUIRED AT EACH ANCHOR LOCATION WHERE THE PRODUCT IS NOT FLUSH TO THE
SUBSTRATE. USE SHIMS CAPABLE OF TRANSFERRING APPLIED LOADS.

6) DESIGN PRESSURES:
A. NEGATIVE DESIGN LOADS BASED ON STRUCTURAL/CYCLE TEST PRESSURE, FRAME ANALYSIS AND GLASS
PER ASTM E1300.
B. POSITIVE DESIGN LOADS BASED ON WATER TEST PRESSURE, STRUCTURAL/ CYCLE TEST PRESSURE,
FRAME ANALYSIS AND GLASS PER ASTM E1300.
C. DESIGN LOADS ARE BASED ON ALLOWABLE STRESS DESIGN, ASD.

7) THE ANCHORAGE METHODS SHOWN HAVE BEEN DESIGNED TO RESIST THE WINDLOADS CORRESPONDING
TO THE REQUIRED DESIGN PRESSURE. THE 33-1/3% STRESS INCREASE HAS NOT BEEN USED IN THE DESIGN
OF THIS PRODUCT. THE 1.6 LOAD DURATION FACTOR WAS USED FOR THE EVALUATION OF ANCHORS INTO
WOOD. ANCHORS THAT COME INTO CONTACT WITH OTHER DISSIMILAR MATERIALS SHALL MEET THE
REQUIREMENTS OF THE FLORIDA BUILDING CODE FOR CORROSION RESISTANCE.

8) IF SILL IS TIGHT TO SUBSTRATE, GROUT OR OTHER MATERIAL IS NOT REQUIRED. IF USED, NON-SHRINK,
NON-METALLIC GROUT, MAX. 1/4" THICK & 3400 PSI MIN., (DONE BY OTHERS) MUST FULLY SUPPORT THE
ENTIRE LENGTH OF THE SILL THAT IS NOT TIGHT TO THE SUBSTRATE, AND TRANSFER SHEAR LOAD TO
SUBSTRATE. IF SUBSTRATE IS WOOD, 30# FELT PAPER OR MASTIC IS REQUIRED BETWEEN THE GROUT AND
WOOD SUBSTRATE, OR AS APPROVED BY THE AUTHORITY HAVING JURISDICTION.

1) * MIN. OF 3 THREADS BEYOND THE METAL SUBSTRATE.
2) "UNGROUTED CMU" VALUES MAY BE USED FOR GROUTED CMU APPLICATIONS.
3) 18-8 FASTENERS SHALL BE MANUFACTURED FROM TYPE 304 OR 305 STAINLESS STEEL PER ASTM A240.
4) ALL SCREWHEAD TYPES ARE APPLICABLE.

DESIGN PRESSURE RATING
SEE TABLES 3-4

WATER TEST PRESSURE
15% OF (+) DP

LARGE AND SMALL MISSILE
IMPACT RESISTANT

MISSILE LEVEL D

IMPACT RATING

THIS SYSTEM HAS BEEN TESTED TO MEET THE 400 FT-LB
KINETIC ENERGY IMPACT LOADING REQUIREMENTS OF
ANSI Z97.1 WHEN USING GLASS TYPES B, C, E, F, E1 OR F1
AND MAY BE USED IN APPLICATIONS WHERE THE WINDOW
IS BEING USED AS A GUARD.

A. LYNN MILLER, P.E.
P.E.# 58705
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1
1
2-3
4
5
5
6
7
8
9
10

WHERE THE PRODUCT WILL BE INSTALLED WITHIN
3,000 FEET OF A SALTWATER COASTLINE, IT MUST
COMPLY WITH SECTION 1711 OF THE FBC,
BUILDING OR R332 OF THE FBC, RESIDENTIAL.

TABLE 2:

"AN" = ANNEALED
"HS" = HEAT STRENGTHENED
"TP" = TEMPERED
"PVB" = 0.090" TROSIFOL PVB
    BY KURARAY AMERICA, INC.
"SG" = 0.090" SENTRYGLAS 
    BY KURARAY AMERICA, INC.

DAYLITE OPENING
(DLO) FORMULAS

SEE SHEET 4



144" MAX.
FRAME
HEIGHT

(DOOR MAY
LIMIT MAX

HEIGHT, SEE
SEPARATE
APPROVAL)

12" MAX.
O.C.

6" MAX.

OPTIONAL
REINFORCEMENT

SEE TABLE 4

12" MAX.
O.C.

MIN 4" LENGTH OF
ANCHOR CHANNEL,

PART #8, REQ. AT ALL
ANCHOR LOCATIONS
IN CURVED HEADER.

TYP. ELEVATION OF STOREFRONT WINDOW SYSTEM
WITH EXAMPLES OF CURVED HEADER, HORIZONTAL

MULLION & STOREFRONT DOOR

ATTACHED STOREFRONT
DOOR & TRANSOM,
SEE SEPARATE APPROVAL
FOR SPECIFICATIONS.

6" MAX.

A
6

B
6

D
6

E
6

F
7

G
7

I
7

H
7
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10

EL
EV

AT
IO
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MULTIPLE
HORIZONTAL

MULLIONS
ALLOWED,

60" MAX. SPAN

SEE STOREFRONT
DOOR APPROVAL FOR
ANCHOR SPECS.

NOTES:

1) IF COMBINED WITH ANOTHER ASSEMBLY WITH A SEPARATE APPROVAL, (STOREFRONT
ENTRANCE DOOR, PTAC LOUVER OR WINDOW INSERT) THE LESSER DESIGN PRESSURE
VALUE OF ANY ASSEMBLY OR THE STOREFRONT WINDOW SHALL BE THE DESIGN
PRESSURE FOR THE ENTIRE SYSTEM.

2) SEE TABLES FOR MAXIMUM ALLOWED SIZES.

3) SEE SHEET 4 FOR DAYLIGHT OPENING (DLO) FORMULAS.

3-7/8" MAX.

CLUSTER OF 6
ANCHORS @ 3"

MAX. O.C.
BETWEEN PANELS

MID-PANEL
ANCHORS @12"

MAX. O.C.;
QTY. VARIES

W/WIDTH CLUSTER OF 3
ANCHORS @
3" MAX. O.C.

SILL ANCHORS SAME AS HEAD

1/4" NUT & BOLT,
24" FROM EACH END

AND 24" MAX O.C.

A. LYNN MILLER, P.E.
P.E.# 58705

PR
EP

AR
ED

 B
Y 

A.
 L

YN
N

 M
IL

LE
R

34
00

 P
R

EC
IS

IO
N

 D
R

IV
E

N
. V

EN
IC

E,
 F

L 
34

27
5

(9
41

) 4
80

-1
60

0

SS
35

00
-L

M
-H

VH
Z

AL
U

M
. S

TO
R

EF
R

O
N

T 
W

IN
D

O
W

 S
YS

TE
M JE

N
S 

R
O

SO
W

SK
I

07
/0

7/
26

SS
35

00

C
O

PY
R

IG
H

T 
©

 2
02

6 
PG

T 
IN

D
U

ST
R

IE
S,

 L
LC

LI
M

IT
ED

 L
IC

EN
SE

 T
O

 M
AK

E 
C

O
PI

ES
FO

R
 P

ER
M

IT
TI

N
G

.
R

EG
IS

TR
AT

IO
N

 #
29

29
6

om
m
er

ia
lR



KNEEWALL
BY

OTHERS

TYP. ELEVATION OF STOREFRONT WINDOW SYSTEM
WITH EXAMPLES OF WINDOW INSERT, PTAC INSERT,
KNEEWALL, ANGLED HEADER, & ANCHORLESS JAMB

12" MAX.
O.C.

144"
MAX.

FRAME
HEIGHT

ATTACHED  PTAC LOUVER,
SEE SEPARATE APPROVAL
FOR SPECIFICATIONS

ATTACHED WINDOW, SEE
SEPARATE APPROVAL
FOR SPECIFICATIONS

6" MAX.

6" MAX.

1/4" NUT & BOLT,
24" FROM EACH END

AND 24" MAX O.C.

6" MAX.

L
8

A
6

B
6

C
6

M
8

Q1
8

P
8

6" MAX. F
7

N
8

F
7

C
6

H
7

K
8

H
7

J
8
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NOTES:

1) IF COMBINED WITH ANOTHER ASSEMBLY WITH A SEPARATE APPROVAL, (STOREFRONT ENTRANCE
DOOR, PTAC LOUVER OR WINDOW INSERT) THE LESSER DESIGN PRESSURE VALUE OF ANY ASSEMBLY OR
THE STOREFRONT WINDOW SHALL BE THE DESIGN PRESSURE FOR THE ENTIRE SYSTEM.

2) SEE TABLES FOR MAXIMUM ALLOWED SIZES.

3) AWNING WINDOW INSERT SHOWN BUT MAY BE ANY APPROVED WINDOW WITH A FLANGED FRAME.

4) SEE SHEET 4 FOR DAYLIGHT OPENING (DLO) FORMULAS.

5) MULTIPLE INSERTS WITHIN THE SAME STOREFRONT WINDOW ALLOWED.

3-7/8" MAX.

6" MAX.

O
8

3-7/8" MAX.

OPTIONAL
REINFORCEMENT

SEE TABLE 4

A
6

OPTIONAL
ANCHORLESS JAMB

3-1/4" MAX

Q2
8

CLUSTER OF 6
ANCHORS @ 3"

MAX. O.C.
BETWEEN PANELS

MID-PANEL
ANCHORS @12"

MAX. O.C.;
QTY. VARIES

W/WIDTH

2 ANCHORS @
HEAD/SILL
CORNER

12" MAX.
O.C.

SILL ANCHORS SAME AS HEAD

OPTIONAL
REINFORCEMENT

SEE TABLE 4

A. LYNN MILLER, P.E.
P.E.# 58705
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3 ANCHORS @ MAX. 3"
O.C. AT THE HEAD/SILL

CORNER IF
ANCHORLESS JAMB
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TABLE 3:

DLO (DAYLIGHT OPENING) FORMULAS:

FRAME WIDTH - 5-1/2" = DLO WIDTH
FRAME HEIGHT - 5-1/2" = DLO HEIGHT

CENTERLINE WIDTH - 3-3/4" = DLO WIDTH
CENTERLINE HEIGHT - 3-3/4" = DLO HEIGHT

CENTERLINE WIDTH - 2-1/4" = GLASS WIDTH
CENTERLINE HEIGHT - 2-1/4" = GLASS HEIGHT
FRAME WIDTH - 4" = GLASS WIDTH
FRAME HEIGHT - 4" = GLASS HEIGHT

CL
CL

DLO
WIDTH

DLO
WIDTH

DLO
WIDTH

DLO
HEIGHT

DLO
HEIGHT

DLO
HEIGHT

CENTERLINE
WIDTH

FRAME
HEIGHT

CENTERLINE
HEIGHT

CENTERLINE
HEIGHT

FRAME
HEIGHT

FRAME
HEIGHT

CL

CL

CL

CL
CENTERLINE

WIDTH

1-3/4"

1-3/4"

3/4"

OVERALL FRAME WIDTH

NOTES:

1) IF COMBINED WITH ANOTHER ASSEMBLY WITH A SEPARATE
APPROVAL, (STOREFRONT ENTRANCE DOOR, PTAC LOUVER OR
WINDOW INSERT) THE LESSER DESIGN PRESSURE VALUE OF ANY
ASSEMBLY OR THE STOREFRONT WINDOW SHALL BE THE DESIGN
PRESSURE FOR THE ENTIRE SYSTEM.

2) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH
OR HEIGHT DIMENSION.

3) DLO = DAYLIGHT OPENING

4) SEE SHEET 9 FOR DESCRIPTIONS OF GLASS TYPES.
A. LYNN MILLER, P.E.

P.E.# 58705
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10 STEEL REINFORCEMENT

4.751"

1.125"

.188"
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TABLE 4:

AVERAGE
CENTERLINE

WIDTH

CENTERLINE
WIDTH 1=

CENTERLINE
WIDTH 2

2

+

CL
CL

CENTERLINE
WIDTH 1

FRAME
HEIGHT

CL
CENTERLINE

WIDTH 2

OPTIONAL
HORIZONTAL
MULLION

ANCHORLESS
JAMB

3/4"

NOTES:

1) IF COMBINED WITH ANOTHER ASSEMBLY WITH A SEPARATE
APPROVAL, (STOREFRONT ENTRANCE DOOR, PTAC LOUVER OR
WINDOW INSERT) THE LESSER DESIGN PRESSURE VALUE OF ANY
ASSEMBLY OR THE STOREFRONT WINDOW SHALL BE THE DESIGN
PRESSURE FOR THE ENTIRE SYSTEM.

2) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH
OR HEIGHT DIMENSION.

3) DLO = DAYLIGHT OPENING

4) SEE SHEET 9 FOR DESCRIPTIONS OF GLASS TYPES.
A. LYNN MILLER, P.E.

P.E.# 58705
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1X WOOD
BUCKSTRIP, SEE
NOTE 2, THIS SHEET.

EXTERIOR

EXTERIOR
EXTERIOR

EXTERIOR

1/2" MAX. SHIM

1/2" MAX.
SHIM 1/2" MAX. SHIM

1/2" MAX. SHIM

2X WOOD BUCK
OR FRAMING

TYP. ANCHOR TYPE,
EMBEDMENT AND

EDGE DISTANCE PER
SUBSTRATE, SEE

TABLE 1, SHEET 1.

APPROVED MULLION, ALUMINUM,
STEEL FRAMING OR STEEL STUD.
SEE TABLE 1, SHEET 1.

TYP. ANCHOR TYPE,
EMBEDMENT AND

EDGE DISTANCE PER
SUBSTRATE, SEE

TABLE 1, SHEET 1.

EDGE DIST.

EDGE DIST.

EDGE DIST.

TYP. ANCHOR
TYPE,

EMBEDMENT AND
EDGE DISTANCE

PER SUBSTRATE,
SEE TABLE 1,

SHEET 1.

TYP. ANCHOR
TYPE, EMBEDMENT

AND EDGE
DISTANCE PER

SUBSTRATE, SEE
TABLE 1, SHEET 1.

CONCRETE/CMU
PER ANCHOR

REQUIREMENT

CONCRETE/CMU
PER ANCHOR

REQUIREMENT

EDGE
DIST.

FRAME WIDTH

DAYLIGHT OPENING WIDTH

6

40

10

5

42
2

41

1
1

OPTIONAL
LAMI IG GLASS

3

EXTERIOR

EMBEDMENT

EMBEDMENT

EMBEDMENT

1/4" NUT & BOLT, 24" MAX. FROM
EACH END AND 24" MAX O.C.

6 OPTIONAL
BEAD

DETAIL A3
INTO 2X WOOD

DETAIL A1
INTO MASONRY

DETAIL C
INTO METAL

DETAIL A2
THRU 1X WOOD
INTO MASONRY

DETAIL B
MULLION

DETAIL E
STOREFRONT

WINDOW TO TRANSOM
ATTACHED

STOREFRONT
DOOR TRANSOM,
SEE SEPARATE
APPROVAL FOR

SPECIFICATIONS

OPTIONAL

1/4" NUT & BOLT, 24" MAX.
FROM TOP OF FRAME,

REQUIRED FOR TRANSOM
HEIGHTS OVER 22-1/4"

 (SEE SEPARATE APPROVAL)

EXTERIOR

1/2" MAX. GAP

2X WOOD BUCK
OR FRAMING

1/2" MAX. GAP

CONCRETE/CMU
PER ANCHOR

REQUIREMENT

DETAIL A4

REINFORCED
TO 2X WOOD

DETAIL A5

NON-REINFORCED
TO MASONRY

1/4" NUT & BOLT, 24"
MAX. FROM EACH
END AND 24" MAX
O.C.

ANCHORLESS JAMB ANCHORLESS JAMB

100% EXTENSION JOINT MOVEMENT
CAPABLE SEALANT (BY OTHERS)

REQUIRED AT JAMBS.
SEALANT MUST BE COMPATIBLE
WITH ALLADJACENT MATERIALS.

EXTERIOR

1/4" NUT & BOLT, 24"
MAX. FROM EACH
END AND 24" MAX O.C.1-3/8"

1-3/4"

DETAIL D
STOREFRONT

WINDOW TO DOOR

ATTACHED
STOREFRONT

DOOR,
SEE SEPARATE
APPROVAL FOR

SPECIFICATIONS

INSTALLATION NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE ANCHORS,
FOLLOW EMBEDMENT, EDGE DISTANCE AND
SUBSTRATE REQUIREMENTS PER TABLE 1, SHEET 1.
ANY INSTALLATION OPTION SHOWN MAY BE USED ON
ANY SIDE OF THE WINDOW. ALL ANCHOR HEAD TYPES
ARE ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO
BE CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS
ARE OPTIONAL. UNIT MAY BE INSTALLED DIRECTLY TO
SUBSTRATE.  WOOD BUCKS DEPICTED AS 2X ARE 1-1/2"
THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED)
SHALL BE DESIGNED TO PROPERLY TRANSFER LOADS
TO THE STRUCTURE. WOOD BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD.
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CENTERLINE WIDTH CENTERLINE WIDTH
7/8"

A. LYNN MILLER, P.E.
P.E.# 58705
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TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE
DISTANCE PER SUBSTRATE,
SEE TABLE 1, SHEET 1.

TYP. ANCHOR TYPE,
EMBEDMENT AND
EDGE DISTANCE PER
SUBSTRATE, SEE
TABLE 1, SHEET 1.

1/2" MAX. SHIM

EDGE
DIST.

FRAME
HEIGHT

EXTERIOR

EXTERIOR

EXTERIOR

EXTERIOR

EXTERIOR

3

1

540

1

42

6

DAYLIGHT
OPENING
HEIGHT

OPTIONAL
LAMI IG
GLASS

EMBEDMENT

#6 X 1-5/8" BUGLE-HEAD
SMS, 2-1/2" FROM EACH
END & 13-1/2" MAX. O.C.

EXTERIOR

4" LENGTH ANCHOR
CHANNEL AT INSTALLATION
ANCHORS. SEE SHEET 1
FOR REQUIRED LOCATIONS

51

REQUIRED AT
EACH ANCHOR
LOCATION

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE

DISTANCE PER SUBSTRATE,
SEE TABLE 1, SHEET 1.

9

6

DETAIL F3
INTO MASONRY

EMBEDMENT

APPROVED MULLION, FBC COMPLIANT
ALUMINUM/STEEL FRAMING OR STEEL STUD.
MAY BE VERTICAL OR HORIZONTAL. SEE
SUBSTRATE PROPERTIES, TABLE 1, SHEET 1

DETAIL F4
INTO METAL

DETAIL F2
INTO WOOD

1/2"
MAX.

2X WOOD BUCKSTRIP
OR FRAMING

EMBED-
MENT

EMBEDMENT

1/2"
MAX.

EDGE
DISTANCE

EDGE DISTANCE

1/2"
MAX.

DETAIL F1

1X WOOD BUCKSTRIP, SEE
NOTE 2, THIS SHEET.

DETAIL H
INTO MASONRY

CONCRETE PER
ANCHOR REQUIREMENT

THRU 1X WOOD
INTO MASONRY

EMBEDMENT

1/2"
MAX.

CONCRETE PER
ANCHOR

REQUIREMENT

EDGE
DISTANCE

OPTIONAL
BEAD

EDGE
DISTANCE

CONCRETE PER
ANCHOR REQUIREMENT

DETAIL I
CURVED HEADER

DETAIL G
HORIZ. MULLION

EMBEDMENT

1/2"
MAX.

EDGE
DISTANCE

7

8

INSTALLATION NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE ANCHORS, FOLLOW EMBEDMENT, EDGE DISTANCE AND
SUBSTRATE REQUIREMENTS PER TABLE 1, SHEET 1. ANY INSTALLATION OPTION SHOWN MAY BE
USED ON ANY SIDE OF THE WINDOW. ALL ANCHOR HEAD TYPES ARE ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X
WOOD BUCKS ARE OPTIONAL. UNIT MAY BE INSTALLED DIRECTLY TO SUBSTRATE.  WOOD BUCKS
DEPICTED AS 2X ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL BE
DESIGNED TO PROPERLY TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD.

60" MAX. HORIZ.
MULLION LENGTH

ALSO SEE FIGURE 1 BELOW.

PARTS #5 & #6 MAY ALSO BE
USED IF FIELD-MODIFIED AS
SHOWN ABOVE.

FIGURE 1:
REMOVE

6

5

2

31

30

41

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE
DISTANCE PER SUBSTRATE,
SEE TABLE 1, SHEET 1.

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE
DISTANCE PER SUBSTRATE,
SEE TABLE 1, SHEET 1.

TYP. ANCHOR TYPE,
EMBEDMENT AND
EDGE DISTANCE PER
SUBSTRATE, SEE
TABLE 1, SHEET 1.

TYP. ANCHOR
TYPE,
EMBEDMENT AND
EDGE DISTANCE
PER SUBSTRATE,
SEE TABLE 1,
SHEET 1.

1/2" MAX.
SHIM

EDGE
DIST.

EMBEDMENT

31

41

DETAIL H
INTO MASONRY

NOTE: REVERSED-GLAZING EXAMPLE ABOVE IS
APPLICABLE FOR ALL SIDES AND SUBSTRATES
SHOWN ON APPROVAL.

EXTERIOR
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8 
O

F 
10

IN
SE

R
T 

D
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LS

REMOVE GLAZING LEG AS
REQUIRED FOR PTAC
LOUVER INSTALLATION

REMOVE GLAZING LEG AS
REQUIRED FOR PTAC

LOUVER INSTALLATION

REFER TO PTAC LOUVER
APPROVAL FOR LOUVER
INSTALLATION REQUIREMENTS

REMOVE GLAZING LEG
@ WINDOW INSERT

DETAIL M
PTAC INSERT

DETAIL K
PTAC INSERT

PTAC LOUVER & WINDOW INSERT NOTES:

1) REFER TO SEPARATE WINDOW
APPROVAL FOR ALL WINDOW INSERT
REQUIREMENTS AND INSTALLATION.

2) AWNING WINDOW INSERT SHOWN BUT
MAY BE ANY APPROVED MITER BRANDS
WINDOW WITH A FLANGED FRAME.

3) REFER TO PTAC LOUVER APPROVAL
FOR ALL PTAC LOUVER REQUIREMENTS
AND INSTALLATION.

4) IF COMBINED WITH ANOTHER
ASSEMBLY WITH A SEPARATE APPROVAL,
(PTAC LOUVER OR WINDOW INSERT) THE
LESSER DESIGN PRESSURE VALUE OF
ANY ASSEMBLY OR THE STOREFRONT
WINDOW SHALL BE THE DESIGN
PRESSURE FOR THE ENTIRE SYSTEM.

2

1
6

1

6

6

1

2

3

40

40

41

2

1/2" MAX.
SHIM

EDGE
DIST.

EMBEDMENT

CONCRETE/CMU PER
ANCHOR REQUIREMENT

EMBEDMENT

1/2"
MAX.

2X WOOD BUCKSTRIP
OR FRAMING EDGE

DISTANCE

 ANY MITER BRANDS
FLANGED WINDOW

(AWNING SHOWN), REFER
TO SEPARATE APPROVAL

FOR INSTALLATION
REQUIREMENTS

PTAC LOUVER,
REFER TO
SEPARATE

APPROVAL FOR
INSTALLATION

REQUIREMENTS

 PTAC LOUVER, REFER TO
SEPARATE APPROVAL FOR

INSTALLATION REQUIREMENTS

2

1

1/4" NUT &
BOLT, 24" MAX.
FROM EACH
END AND 24"
MAX O.C.

1/4" NUT & BOLT, 24"
MAX. FROM EACH END
AND 24" MAX O.C.

1/4" NUT & BOLT,
24" MAX. FROM
EACH END AND
24" MAX O.C.

1/4" NUT & BOLT, 24"
MAX. FROM EACH END

AND 24" MAX O.C.

ANY MITER BRANDS FLANGED WINDOW
(AWNING SHOWN) OR PTAC LOUVER,
REFER TO SEPARATE APPROVAL FOR
INSTALLATION REQUIREMENTS

INSTALLATION NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE
ANCHORS, FOLLOW EMBEDMENT, EDGE
DISTANCE AND SUBSTRATE
REQUIREMENTS PER TABLE 1, SHEET 1.
ANY INSTALLATION OPTION SHOWN MAY BE
USED ON ANY SIDE OF THE WINDOW. ALL
ANCHOR HEAD TYPES ARE ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2"
THICK ARE TO BE CONSIDERED 1X
INSTALLATIONS. 1X WOOD BUCKS ARE
OPTIONAL. UNIT MAY BE INSTALLED
DIRECTLY TO SUBSTRATE.  WOOD BUCKS
DEPICTED AS 2X ARE 1-1/2" THICK OR
GREATER. 1X AND 2X BUCKS (WHEN USED)
SHALL BE DESIGNED TO PROPERLY
TRANSFER LOADS TO THE STRUCTURE.
WOOD BUCK DESIGN AND INSTALLATION IS
THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD.

DETAIL J
PTAC INSERT

DETAIL L
PTAC INSERT

DETAIL O
WINDOW INSERT

DETAIL N
WINDOW INSERT

DETAIL P
WINDOW INSERT

DETAIL Q2
WINDOW INSERT

1.750"

1.750"

1.750" 1.750"

EXTERIOR

EXTERIOR

EXTERIOR EXTERIOR

2
5

6

DETAIL Q1
WINDOW INSERT

EXTERIOR

ANCHOR TYPE AND
SPACING PER

WINDOW
REQUIREMENTS

 BACKING PLATE REQUIRED FOR PGT
AWNING & CASEMENT WINDOWS

ALL SIDES SIMILAR
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P.E.# 58705

PR
EP

AR
ED

 B
Y 

A.
 L

YN
N

 M
IL

LE
R

34
00

 P
R

EC
IS

IO
N

 D
R

IV
E

N
. V

EN
IC

E,
 F

L 
34

27
5

(9
41

) 4
80

-1
60

0

SS
35

00
-L

M
-H

VH
Z

AL
U

M
. S

TO
R

EF
R

O
N

T 
W

IN
D

O
W

 S
YS

TE
M JE

N
S 

R
O

SO
W

SK
I

07
/0

7/
26

SS
35

00

C
O

PY
R

IG
H

T 
©

 2
02

6 
PG

T 
IN

D
U

ST
R

IE
S,

 L
LC

LI
M

IT
ED

 L
IC

EN
SE

 T
O

 M
AK

E 
C

O
PI

ES
FO

R
 P

ER
M

IT
TI

N
G

.
R

EG
IS

TR
AT

IO
N

 #
29

29
6

om
m
er

ia
lR

11



GLASS TYPE E

1/4" HS
GLASS

1/4" TP
GLASS

0.090" PVB

7/16" AIRSPACE

9/16" LAMINATED
GLASS STACK, NOM.

1/4" HS
GLASS 1/4" HS

GLASS

0.090" PVB

GLASS TYPE F

1/4" AN
GLASS 1/4" TP

GLASS

0.090" SGP

7/16" AIRSPACE

9/16" LAMINATED
GLASS STACK, NOM.

1/4" HS
GLASS 1/4" HS

GLASS

0.090" SGP

9 
O

F 
10

G
LA

ZI
N

G
 D

ET
AI

LS

GLASS TYPE E1

1/4" HS GLASS

1/4" TP GLASS 0.090" PVB

7/16" AIRSPACE

GLASS TYPE F1

1/4" HS GLASS

1/4" TP GLASS 0.090" SGP

7/16" AIRSPACE

3/4" GLASS
BITE

42

41

42

3/4" GLASS
BITE 41

42

40 40

SEE NOTE42SEE NOTE
2 BELOW

NOTE 2: FOR REVERSED-GLAZING (E1 & F1), ENTIRE PERIMETER OF GLASS EDGE TO HAVE
BACKBEDDING. FOR CLARITY, SETTING BLOCKS ARE NOT SHOWN.

EXTERIOR

9/16" LAMINATED
GLASS STACK, NOM.

9/16" LAMINATED
GLASS STACK, NOM.

EXTERIOREXTERIOR

SPACER SPACER

1-3/16" NOM. GLASS STACK 1-3/16" NOM. GLASS STACK

1-3/16" NOM. GLASS STACK 1-3/16" NOM. GLASS STACK

9/16" LAMINATED
GLASS STACK, NOM.

9/16" LAMINATED
GLASS STACK, NOM.

EXTERIOR EXTERIOR

EXTERIOR

GLASS TYPE B GLASS TYPE CGLASS TYPE A

9/16" LAMINATED
GLASS STACK, NOM.

1/4" AN
GLASS

1/4" AN
GLASS

0.090" SGP

3/4" GLASS
BITE

GLASS TYPE D

1/4" AN
GLASS

1/4" TP GLASS0.090" SGP

7/16" AIRSPACE

9/16" LAMINATED
GLASS STACK, NOM.

41

42

40

3/4" GLASS
BITE

31

41

42

40

SPACER

1-3/16" NOM. GLASS STACK

EXTERIOR

EXTERIOR
TABLE 5:

"AN" = ANNEALED
"HS" = HEAT STRENGTHENED
"TP" = TEMPERED
"PVB" = 0.090" TROSIFOL PVB
    BY KURARAY AMERICA, INC.
"SG" = 0.090" SENTRYGLAS 
    BY KURARAY AMERICA, INC.
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FOR GLASS TYPES B & E (PVB):
APPLY BACKBEDDING ALONG
ENTIRE PERIMETER.

FOR GLASS TYPES A, C, D & F (SG):
APPLY BACKBEDDING ALONG 20"
FROM EACH CORNER.

NOTE 1:

2 BELOW

SEE NOTE
1 BELOW

31SEE NOTE
1 BELOW



ASSEMBLY DETAILS
ALL DETAILS SHOWN FROM THE EXTERIOR

5.000"

1.750"

4.192"

2.908" 2.185"

4.192"

1 FRAME HEAD,
SILL & JAMB

.094"
.094"

.125"
.094"

1.121" 1.121" .062"

2 GLAZING
ADAPTER

.454"

5 6

3 FLAT
SNAP COVER

BEADING B

.342"

.094"

1.000"
10

1

3

1

50

2

1

1

3

.969"

FOR CLARITY,
ANCHOR PLATE

NOT SHOWN
8 ANCHOR

CHANNEL

4.798"

1.653"
.094"

FOR CURVED OR ANGLED
HEADERS, CORNERS

MAY BE WELDED

TABLE 6:

BENDABLE FRAME
HEAD & JAMB

5.000"

1.750".094"
.094"

1.000"

.969"

2.750"

1.462"

1.121"

.062"

7

9

EXTERIOR

1.993"

.062"

1.993"

10
 O

F 
10

BO
M

 &
 E

XT
R

U
SI

O
N

S

BENDABLEBEADING A

USED AS
HORIZ. MULLION

BEADING

STOREFRONT
FILLER CLIP

11

1.170"

.992"
.080"

4.751"

1.125"

.188"

STEEL
REINFORCEMENT10
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