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GENERAL NOTE(S):
1. THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED.
EVALUATED TO THE FOLLOWING: DETAIL J
« AAMA/WDMA/CSA 101/1.S.2/A440-17
« AAMA/WDMA/CSA 101/1.S.2/A440-11 SCALE1:2
o ASTM-E 1886-19/ASTM-E 1996-20
2. SETTING BLOGK SHOULD BE 70.90 DUROMETER AS PER 2411.3.3.1 OF THE CURRENT FBC
- - -9.9. - TOLERANCES UNLESS SPECIFIED:
4. GLASS LITES THAT EXCEED 36” IN WIDTH SHALL USE SETTING BLOCKS AT % SPAN FROM
CORNERS AS PER 2411.3.3.1 OF THE CURRENT FBC. MNoHES | AR WEATHER SHIELD.
5. LARGE AND SMALL MISSILE IMPACT RESISTANT. WINDOW AND DOOR UNITS REQUIRED TO % 03 | o x50 (129) WINDOWS & DOORS
MEET SMALL MISSILE IMPACT WIND-BORNE DEBRIS PROTECTION REQUIRE THE EXTERIOR Soox £ 015" | xxxx 25° (1/4°)
LITE OF AN INSULATED UNIT TO BE TEMPERED PER FBC, SECTION 2411.3.3.7.  [75 WAL THICRNES: PRODUCTS:
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THIS SCHEDULE ADDRESSES ONLY THE FASTENERS REQUIRED TO ANCHOR THE DOOR TO

ARCHIVE THE RATED DESIGN PRESSURE. THOROUGHLY READ AND FOLLOW THE MANUFACTURES
INSTALLATION INSTRUCTIONS RECEIVED WITH THE UNIT. THIS GUIDE DOES NOT ADDRESS THE SEALING
CONSIDERATIONS THAT MAY ARISE IN DIFFERENT WALL CONDITIONS.

3" FROM EACH CORNER
AND 10-12" ON CENTER

%"7 .250
#6 X 1-5/8" FH SCREWS;

THROUGH
STRIKE AT
CENTER OF DOOR
#10 X 2-1/2
PFH SCREWS
4-6" FROM CORNERS
AND 12-14" O.C.
THRU HEAD STOP

INTERIOR

3/16" X 2-1/2
CONCRETE
SCREWS

4-6" FROM
CORNERS

AND 14"-16" O.C.
THRU SILL

PERIMETER SEAL
BY OTHERS

1" MIN. EMBEDMENT

TOLERANCES UNLESS SPECIFIED:
INCHES ANGLE

x £ 1" xx % 1°

xx = .03" xx.x + .5° (1/2°)
XXX+ 015" | xx.xx +.25° (1/4°)

TYP. WALL THICKNESS:

WT/FT: AREA:

MAT: FINISH:

DIETOOL: CUT STOCK:

DATE DESCRIPTION PCR NO. ENG  PDR #: 2020-16776 PROFILE #:

PRODUCTS:
1704

DRAWN BY:

DATE:
JMK 2123/2024

WEATHER SHIELD.

WINDOWS & DOORS

TITLE:
INSTALLATION INSTRUCTIONS
DWG NO.:

REV

45-39923

SCALE :

1:96 SHEETNAME: Sheet2 SHEET 2 OF 3
DO NOT SCALE DRAWING



—{ =——750 MIN EDGE DISTANCE

REV

INSTALLATION CLIP METHOD

INTERIOR

i

#6 X 1-5/8" FH SCREWS; WOOD BUCK
3" FROM EACH CORNER BY OTHERS
AND 10-12" ON CENTER
#8 X 2-1/2
1" MIN. EMBEDMENT QTY. (4) FLANGED
HEAD SCREWS
250 (6.35MM) MAX THROUGH
SHIM SPACE TYP STRIKE AT
CENTER OF DOOR
#10 X 2-1/2
x a PFH SCREWS
= v 4-6" FROM CORNERS
W g AND 12-14" O.C.
) = THRU HEAD STOP
SIDE SECTION
3/16" X 2-1/2
CONCRETE
SCREWS
4-6" FROM
#6 X 1-5/8" FH SCREWS; CORNERS
3" FROM EACH CORNER SIDE VIEW AND 14"-16" O.C.
AND 10-12" ON CENTER SECTIONG-G ~ THRU SILL
SCALE 1:8

1" MIN. EMBEDMENT

=

TOP VIEW

L

EXTERIOR
SECTION E-E PERIMETER SEALING BY
SCALE 1:8 OTHERS

THIS SCHEDULE ADDRESSES ONLY THE FASTENERS REQUIRED TO ANCHOR THE DOOR TO TOLERANCES UNLESS SPECIFIED:
ARCHIVE THE RATED DESIGN PRESSURE. THOROUGHLY READ AND FOLLOW THE MANUFACTURES INGHES | ANGLE WEATHER SHIELD.
INSTALLATION INSTRUCTIONS RECEIVED WITH THE UNIT. THIS GUIDE DOES NOT ADDRESS THE SEALING SO . LR FINTOMWE & DOOR:
CONSIDERATIONS THAT MAY ARISE IN DIFFERENT WALL CONDITIONS. xxx £ 015" | xxxx+ 25% (1/4%)

TYP. WALL THICKNESS: PRODUCTS:

1704
WI/FT: AREA: DRAWN BY: DATE: TITLE:
o s VK 21232024 INSTALLATION INSTRUCTIONS
DWG NO.: REV
DIE TOOL: CUT STOCK: 45_39923

DATE

DESCRIPTION

PCRNO.

ENG | PDR #: 2020-16776 PROFILE #: SCALE :

1:96 SHEETNAME: Sheet3 SHEET 3 OF 3
DO NOT SCALE DRAWING



	Sheet1
	Drawing View12
	Detail View J (1 : 2)

	Sheet2
	Drawing View7
	Section View B-B
	Section View A-A
	Drawing View24
	Drawing View25
	Drawing View26
	Drawing View27
	Drawing View28

	Sheet3
	Drawing View13
	Section View E-E
	Section View G-G
	Drawing View20
	Drawing View22
	Drawing View23
	Drawing View29
	Drawing View30


