KELLER MINIMAL WINDOWS S.A.
SH LFI FIXED WINDOWS
LARGE MISSILE IMPACT (LMI)

3/8" H.5. GLASS

0.09" SENTRYGLAS INTERLAYER
BY KURARAY AMERICA, INC.

/2" H.S5. GLASS

DOWSIL 9863
SILICONE SEALANT

25/32"

/2" Ml
G.B.
—

EXTERIOR

GENERAL NOTES:

- THIS PRODUCT HAS BEEN DESIGNED AND TESTED TO COMPLY WITH THE REQUIREMENTS OF THE
&TH EDITION FLORIDA BUILDING CODE 2023. INCLUDING HIGH VELOCITY HURRICANE ZONE
(AVHZ).- WINDOWS ARE RATED FOR LARGE MISSILE IMPACT. IMPACT SHUTTERS ARE NOT
REQUIRED.

- THESE WINDOWS ARE APPROVED FOR AIR AND WATER INFILTRATION.

- ANCHORS SHALL BE AS LISTED, SPACED AS SHOWN ON DETAILS.
ANCHORS EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL DRESSING OR STUCCO.

- ANCHORING OR LOADING CONDITIONS NOT SHOWN IN THESE DETAILS ARE NOT PART OF THIS
APPROVAL.

- MATERIALS INCLUDING BUT NOT LIMITED TO STEEL/METAL SCREWS THAT COME INTO CONTACT
WITH OTHER DISSIMILAR MATERIALS SHALL MEET THE REQUIREMENTS OF FLORIDA BUILDING
CODE 2023 SECTION AS APPLICABLE.

- MANUFACTURER'S LABEL SHALL BE LOCATED ON A READILY VISIBLE LOCATION IN ACCORDANCE
WITH SECTION 1709.9.3 OF FLORIDA BUILDING CODE LABELING TO COMPLY WITH SECTION
1709.9.2.

- METAL STRUCTURES BY OTHERS TO BE DESIGNED TO SUPPORT THE LOADS IMPOSED BY THIS
GLAZING SYSTEM AND TO TRANSFER SUCH LOADS TO THE BUILDING MAIN STRUCTURE.

- ULTIMATE LOAD OBTAINED FROM ASCE 7-22, MULTIPLY BY O.6 SHALL BE LESS THAN OR EQUAL
TO MAX. DESIGN LOAD IN THIS DOCUMENT. THE DESIGN LOADS SHOWN IN THIS DOCUMENT
ARE ALLOWABLE DESIGN LOADS.

- SEALANTS:
ALL FRAME CORNERS, JOINTS, MULLION SEAMS AND PERIMETER GLAZING BEAD TO FRAME
INSTALLATION FASTENERS SEALED WITH SILICON SEALANT.
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Y aED

PP. SETTING BLOCK
75+/-2 DURO SHORE A.

0.5"X 1.25" SUPPORT
POLYETHYLENE

GLASS TYPE 'G I
15/16" NOMINAL OVERALL

NOTE:

(3 SEC. GUSTS).

USE CHARTS AS FOLLOWS.

STEP 1 DETERMINE DESIGN WIND LOAD REQUIREMENTS BASED ON WIND
VELOCITY, BLDG. HEIGHT, WIND ZONE USING APPLICABLE ASCE 7-22
STANDARD OR WIND TUNNEL REPORTS.

STEP 2:  SEE SHEET El FOR APPROVED TYPICAL ELEVATION ¢ CONFIGURATION.

STEP 3:  ANCHOR TYPE SEE SHEET A . ANCHOR LAYOUT SEE SHEET E .

STEP 4:  THE LOWEST VALUE RESULTING FROM STEFPS 2 ¢ 3 THAT EXCEED THE DESIGN

WIND PRESSURES DETERMINED THRU STEP | SHALL APPLY TO ENTIRE SYSTEM.

GLASS COMPLIES WITH ASTM E | 300-09

MCY ENGINEERING, INC.
GLAZING CONSULTANTS
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LIMITATIONS OF USE

A- THIS PRODUCT EVALUATION DOCUMENT

(P.E.D.) PREPARED BY THIS ENGINEER IS
GENERIC AND DOES NOT PROVIDE
INFORMATION FOR A SITE SPECIFIC
PROJECT; i.e. WHERE THE SITE
CONDITIONS DEVIATE FROM THE P.E.D.

- CONTRACTOR TO BE RESPONSIBLE FOR
THE SELECTION, PURCHASE AND
INSTALLATION OF THIS PRODUCT BASED
ON THIS PRODUCT EVALUATION PROVIDED
HE/SHE DOES NOT DEVIATE FROM THE
CONDITIONS DETAILED ON THIS
DOCUMENT.

C- THIS PRODUCT EVALUATION DOCUMENT

WILL BE CONSIDERED INVALID IF ALTERED
BY ANY MEANS.

D- SITE SPECIFIC PROJECTS SHALL BE

PREPARED BY A FLORIDA REGISTERED
ENGINEER OR ARCHITECT WHICH WILL
BECOME THE ENGINEER OF RECORD
(E.O.R.) FOR THE PROJECT AND WHO WILL
BE RESPONSIBLE FOR THE PROPER USE OF
THE P.E.D.

- THIS P.E.D. SHALL BEAR THE DATE AND
ORIGINAL SEAL AND SIGNATURE OF THE
PROFESSIONAL ENGINEER OF RECORD
THAT PREPARED IT.
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ANCHOR TYPE 'A' - 5/1&" DIA. ULTRACON BY 'DEWALT' (Fu=177KSIl, Fy=[55KSI)
INTO 2BY WOOD BUCKS OR WOOD WOOD STRUCTURE (HEAD/JAMB/SILL)
WITH | 1/2" MIN. PENETRATION.

MIN. EDGE
DISTANCE

TYPICAL ANCHOR SEE
ELEVATION FOR
SPACING.

METAL —
STRUCTURE J

SHIM

OR THROUGH |X WOOD BUCKS INTO CONCRETE OR BLOCK MIN. EDGE
| 3/4" MIN. EMBEDMENT INTO CONCRETE (HEAD/JAMB/SILL) DISTANCE gglvi%ow%gla SEE “S:QT/EE?EE QE'VCA{*HLO/?‘N%?R SEE
| 3/4" MIN. EMBEDMENT INTO BLOCK (JAMB ONLY) SBACING, G,
DIRECTLY INTO CONCRETE OR BLOCKS
| 3/4" MIN. EMBEDMENT INTO CONCRETE (HEAD/JAMBY/SILL) |
| 3/4" MIN. EMBEDMENT INTO BLOCK JAMB ONLY, 15
( ) .CONCRETE S = o
ANCHOR TYPE 'B' - 5/1 6" DIA. TEKS OR SELF-DRILLING SCREWS (GRADE 5 CRS) “1& 55 2X WOOD-BUCKS OR
INTO FBC APPROVED MULLIONS OR METAL STRUCTURES (HEAD/JAMB) 0OD.BUCK = WOOD STRUCTURE.
(3) THREADS MIN. PENETRATION BEYOND METAL SUBSTRATE.
1 U N
TYPICAL EDGE DISTANCE _ ] _ | E == TE | %
INTO CONCRETE OR GROUT FILLED BLOCKS = 2-1/2" MIN. % e > i N
INTO METAL STRUCTURE = 3/4" MIN. S|2 (5 = = ~(5) =
INTO WOOD STRUCTURE = | 1/4". 2|6 15 N
INTO HOLLOW BLOCK. = 3 1/8" = = =
SUBSTRATE
WOOD 5G=0.55 MIN.
CONCRETE fc=3 ks MIN.
C-90 HOLLOW/FILLED BLOCK AT JAMB fm=2 ksi MIN.
ALUMINUM: 1/&" MIN. THK. (6063-T5, MIN.)
STEEL: 16GA THK. MIN. ASTM A653 GRADE 33 (Fy=33 ks)) MIN.
STEEL IN CONTACT WITH ALUMINUM TO BE PLATED OR PAINTED.
NOTE: 4 4
METAL/ WOOD STRUCTURE BY OTHERS MUST BE DESIGNED AND
ANCHORED PROPERLY TO SUSTAIN LOADS IMPOSED BY GLAZING SYSTEM
AND TRANSFER THEM TO THE BUILDING STRUCTURE. . { ) Sin L%
= = T =
WO =T ] 2X WOOD BUCKS = 1BY —
&8 = ORwooD— = WooD- BUCK
8 < = STRUCTURE. CONCRETE |5 = :
Z|0 S8 B -
=07 _TYRICAL ANCHOR SEE T2 :\ TYPICAL ANCHOR SEE
] ELEVATION FOR SPACING. < ELEVATION FOR SPACING.
N =~ <1 1/2" MING
L MIN. EDGE EDGE DISTANCE.” = @
DISTANCE . S e
)
wl
¥
o 6 \2X WOOD BUCKS/] 6 -
O/ ORWOOD  / 3
\ g ol =5 STRUCTURE. / = . T —
R . = T >0 Ul i
TYPICAL ANCHOR SEE| | TYPICALIANCHOR St s TYPICAL ANCHOR SEE
ELEVATION FOR SPACING | & 7 ELEVATION f — ELEVATION FOR SPACING. | 52
@UM\%\\\\M\H&, W\N\@M‘Ek Ty bR i <Y \W@M\HK’“
%SV v7< 8% v7< %\.l_‘ CfA
32 ey 52 = e
B =2 s
Z|9 - [ay4 Z|Nn
2|8~ CONCRETE; = Z9
orRBLOCK| | .
3 /2" MAX. 172" MAX. /2" MAX.
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4" FROM EACH END

4" FROM EACH END

@9' O.C. @9' O.C.
TYPICAL ANCHOR, SEE e / //@@ @\ ‘ ==f TYPICAL ANCHOR, SEE
FLEVATION FOR \:,ﬁﬂ# —;75_%, FF&F;“LW/ ELEVATION FOR
SPACING. FE / R S SPACING.
a) (a1
PRE UL i -
ul \F ) Y 27
e L MIN. EMBED. | B = —| N, eveeD, L 1
I S J . . L < 7
E E 1] \‘ 7 X ,/ H UD_I
Q
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o/ 16 D.L.O. WIDTH o/16],
x4 /
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Frame Profile

Alu. EN AW-6060 T66 /
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BILL OF MATERIALS

305.588.5224
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ITEM # PROFILE DESCRIPTION MATERIAL MANUFACTURER/REMARKS
1 15-20-050-9 GLASS FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
2 15-20-040-0 GLASS FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
3 - CORNER KEY METALLIC KELLER MINIMAL WINDOWS S.A.
4 15-00-011-9 S FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
5 15-00-221-9 S FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
6 15-00-021-9 S FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
7 15-00-020-3 S FRAME PROFILE ALUM. 6060-T66 KELLER MINIMAL WINDOWS S.A.
8 - 1.25" X 0.5" SETTING BLOCK. SUPPORT POLYETHYLENE -

9 25-15-012 SCREW SLEEVE PAG -
10 DIN7982 HEXAGON CS SMS #8X3/4" STAINLESS STEEL A2 -
11 DIN7981 PH SMS DIA. 5/32" X 3/8" STAINLESS STEEL A2 -
12 - STRUCTURAL SILICONE. DOWSIL 983 SILICONE DOWSIL
13 - HARD SHIM PVC OR HARD WOOD -
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