
"Concord" 
D4 & D5 Dutch Lap / D4 & D5 Clapboard / Triple 3
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Vinyl Siding
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5.

GENERAL NOTES

This product has been evaluated and is in compliance with the 9th Edition (2026) Florida
Building Code (FBC) excluding the "High Velocity Hurricane Zone" (HVHZ).

When used in areas requiring wind borne debris, this product must be installed over an
impact resistant substrate.  Sheathing shall comply with FBC Section 2304.6.

Site conditions not covered by this drawing are subject to further engineering analysis.

Vinyl siding shall be labeled as conforming to the requirements of ASTM D 3679 and
installed in accordance with this approval, ASTM D 4756 and the manufacturer's
installation instructions.

Wood wall construction, by others, must be designed properly to receive loads from the
siding.  In addition, exterior walls with vinyl siding must conform to FBC Section 1405.14,
including the water-resistive requirements as specified in FBC Section 1403.

Allowable negative design wind pressures (psf) have been calculated according to the
provisions of ASTM D 3679-21 Annex A1.

Fasteners & connectors in areas within 3000 ft (914 m) of a saltwater coastline shall comply
with FBC Sections 1711.1 or R332.1.

6.

7.

-46.7 PSF

NEGATIVE
DESIGN PRESSURE

This item has been digitally signed and sealed by
L. F. Schmidt, P.E. on the date adjacent to the seal.

Printed copies of this document are not
considered signed and sealed and the signature
must be verified on any electronic copies.

THIS PRODUCT APPROVAL IS VALID
ONLY FOR THE STATE OF FLORIDA

3773 STATE ROAD
CUYAHOGA FALLS, OH 44223
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"Concord" D4 DUTCH LAP

2X STUDS @ 16" O.C.
 MAX (BY OTHERS)

SIDING

8"
 O

.C
. (

TY
P)

7/16" MIN. SHEATHING
(BY OTHERS)

HORIZONTAL SIDING INSTALLATION
2x stud construction w/ sheathing

VERTICAL CROSS SECTION
2x stud construction w/ sheathing

SIDING SLOT DETAILS

NOTE: ATTACH VERTICAL
J-CHANNEL w/ ROOFING
NAILS AT 10" O.C.
MAX. SPACING ALONG
2X STUDS AT ENDS

7/8" MIN. EMB.
 INTO STUD (TYP.)

9.18"

5.21"

0.6"

3.97"

0.
44

"

0.
04

2"

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C.  MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)

9.
18

" P
AN

EL
 W

ID
TH

16" O.C. (TYP.)

1/8" DIA. X 1-1/2" LONG ROOFING
NAILS (CORROSION RESISTANT)
w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

8"
 O

.C
. (

TY
P)

1.5"

0.34"

0.
25

"

0.
16

"

ROOFING NAILS
SPACED 16" O.C. HORIZONTALLY
(TYP.) AT EACH STUD.

ROOFING NAILS
SPACED 6" O.C. HORIZONTALLY
THROUGH STARTER STRIP

0.015" GALV.STEEL/ALUM.
STARTER STRIP AT BOTTOM
OF SIDING
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"Concord" D4 CLAPBOARD

2X STUDS @ 16" O.C.
 MAX (BY OTHERS)

SIDING

8"
 O

.C
. (

TY
P)

7/16" MIN. SHEATHING
(BY OTHERS)

HORIZONTAL SIDING INSTALLATION
2x stud construction w/ sheathing

VERTICAL CROSS SECTION
2x stud construction w/ sheathing

SIDING SLOT DETAILS

NOTE: ATTACH VERTICAL
J-CHANNEL w/ ROOFING
NAILS AT 10" O.C.
MAX. SPACING ALONG
2X STUDS AT ENDS

7/8" MIN. EMB.
 INTO STUD (TYP.)

0.015" GALV.STEEL/ALUM.
STARTER STRIP AT BOTTOM
OF SIDING

0.
04

2"

9.24"

5.24"

0.64"

4"

0.
44

"

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C.  MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)

16" O.C. (TYP.)

1/8" DIA. X 1-1/2" LONG ROOFING
NAILS (CORROSION RESISTANT)
w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

8"
 O

.C
. (

TY
P)

1.5"

0.34"

0.
25

"

0.
16

"

9.
24

" P
AN

EL
 W

ID
TH

ROOFING NAILS
SPACED 16" O.C. HORIZONTALLY
(TYP.) AT EACH STUD.

ROOFING NAILS
SPACED 6" O.C. HORIZONTALLY
THROUGH STARTER STRIP
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"Concord" D5 DUTCH LAP

2X STUDS @ 16" O.C.
 MAX (BY OTHERS)

SIDING

10
" O

.C
. (

TY
P)

7/16" MIN. SHEATHING
(BY OTHERS)

HORIZONTAL SIDING INSTALLATION
2x stud construction w/ sheathing

VERTICAL CROSS SECTION
2x stud construction w/ sheathing

7/8" MIN. EMB.
 INTO STUD (TYP.)

SIDING SLOT DETAILS

NOTE: ATTACH VERTICAL
J-CHANNEL w/ ROOFING
NAILS AT 10" O.C.
MAX. SPACING ALONG
2X STUDS AT ENDS.

0.015" GALV.STEEL/ALUM.
STARTER STRIP AT BOTTOM
OF SIDING

5.1"

11.35"

0.
04

2"

0.61"

0.64"

0.
5"

0.
54

"

5"

1.5"

0.34"
0.

25
"

0.
16

"

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C.  MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)

16" O.C. (TYP.)

1/8" DIA. X 1-1/2" LONG ROOFING
NAILS (CORROSION RESISTANT)
w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

10
" O

.C
. (
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P)
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.3

5"
 P
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EL

 W
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TH

ROOFING NAILS
SPACED 16" O.C. HORIZONTALLY
(TYP.) AT EACH STUD.

ROOFING NAILS
SPACED 6" O.C. HORIZONTALLY
THROUGH STARTER STRIP
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"Concord" D5 CLAPBOARD

2X STUDS @ 16" O.C.
 MAX (BY OTHERS)

SIDING

10
" O

.C
. (

TY
P)

7/16" MIN. SHEATHING
(BY OTHERS)

HORIZONTAL SIDING INSTALLATION
2x stud construction w/ sheathing

VERTICAL CROSS SECTION
2x stud construction w/ sheathing

7/8" MIN. EMB.
 INTO STUD (TYP.)

SIDING SLOT DETAILS

NOTE: ATTACH VERTICAL
J-CHANNEL w/ ROOFING
NAILS AT 10" O.C.
MAX. SPACING ALONG
2X STUDS AT ENDS

0.015" GALV.STEEL/ALUM.
STARTER STRIP AT BOTTOM
OF SIDING

0.
04

2"

11.33"

6.32"

0.64"

5"

0.
58

"

0.61"
1.5"

0.34"
0.

25
"

0.
16

"

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C.  MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)

16" O.C. (TYP.)

1/8" DIA. X 1-1/2" LONG ROOFING
NAILS (CORROSION RESISTANT)
w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

10
" O

.C
. (

TY
P)

11
.3

3"
 P

AN
EL

 W
ID

TH

ROOFING NAILS
SPACED 16" O.C. HORIZONTALLY
(TYP.) AT EACH STUD.

ROOFING NAILS
SPACED 6" O.C. HORIZONTALLY
THROUGH STARTER STRIP
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"Concord" TRIPLE 3

2X STUDS @ 16" O.C.
 MAX (BY OTHERS)

SIDING

9"
 O

.C
. (

TY
P)

7/16" MIN. SHEATHING
(BY OTHERS)

HORIZONTAL SIDING INSTALLATION
2x stud construction w/ sheathing

VERTICAL CROSS SECTION
2x stud construction w/ sheathing

7/8" MIN. EMB.
 INTO STUD (TYP.)

SIDING SLOT DETAILS

NOTE: ATTACH VERTICAL
J-CHANNEL w/ ROOFING
NAILS AT 10" O.C.
MAX. SPACING ALONG
2X STUDS AT ENDS

0.015" GALV.STEEL/ALUM.
STARTER STRIP AT BOTTOM
OF SIDING

0.
04

2"

10.28"

4.28"

0.6"

3"

0.
46

"

0.6"
1.5"

0.34"
0.

25
"

0.
16

"

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C.  MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)

16" O.C. (TYP.)

1/8" DIA. X 1-1/2" LONG ROOFING
NAILS (CORROSION RESISTANT)
w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

9"
 O

.C
. (

TY
P)

10
.2

8"
 P

AN
EL

 W
ID

TH

3"

ROOFING NAILS
SPACED 16" O.C. HORIZONTALLY
(TYP.) AT EACH STUD.

ROOFING NAILS
SPACED 6" O.C. HORIZONTALLY
THROUGH STARTER STRIP
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