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BRICKHOUSE COLONIAL SHUTTER

AMERICAN SHUTTER SYSTEMS ASSOCIATION
LARGE/SMALL MISSILE IMPACT RESISTANT (MISSILE LEVEL D)
VALID FOR USE ONLY OUTSIDE THE HVHZ (SEE LIMITATIONS HEREIN)

THIS IS A NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE EVALUATION. A DESIGN PROFESSIONAL SHALL BE
RESPONSIBLE FOR CERTIFYING THE APPLICATION OF THIS INFORMATION TO ANY SITE-SPECIFIC LOCATION.

GENERAL NOTES:

1. THIS SYSTEM HAS BEEN TESTED AND EVALUATED AS A LARGE/SMALL MISSILE IMPACT
PROTECTIVE SYSTEM IN ACCORDANCE WITH THE REQUIREMENTS OF THE FLORIDA
BUILDING CODE NINTH EDITION (2026) FOR USE OUTSIDE THE HIGH VELOCITY
HURRICANE ZONE (NON-HVHZ ONLY), AS WELL AS THE INTERNATIONAL BUILDING
CODE (IBC) AND INTERNATIONAL RESIDENTIAL CODE (IRC). SEE PRODUCT
EVALUATION REPORT FOR ADDITIONAL INFORMATION.

WIND LOAD DURATION FACTOR Cd=1.6 HAS BEEN USED FOR WOOD ANCHOR DESIGN.
POSITIVE AND NEGATIVE DESIGN PRESSURES CALCULATED FOR USE WITH THIS
SYSTEM SHALL BE DETERMINED PER SEPARATE ENGINEERING IN ACCORDANCE WITH
THE GOVERNING CODE. PRESSURE REQUIREMENTS AS DETERMINED IN ACCORDANCE
WITH ASCE 7 AND CHAPTER 1609 OF THE FLORIDA BUILDING CODE SHALL BE LESS
THAN OR EQUAL TO THE POSITIVE OR NEGATIVE ASD DESIGN PRESSURE CAPACITY
VALUES LISTED HEREIN FOR ANY ASSEMBLY AS SHOWN.

4. DESIGN PRESSURES NOTED HEREIN ARE BASED ON MAXIMUM TESTED PRESSURES

wWwN

DIVIDED BY A 1.5 SAFETY FACTOR 12. ALL BOLTS & WASHERS SHALL BE ZINC COATED STEEL, GALVANIZED STEEL, STAINLESS SEE ECALC.IO/SEAL TO LEARN MORE.
: : STEEL, OR 2024-T6 ALUMINUM ALLOY WITH A MINIMUM TENSILE YIELD STRENGTH OF 33 KSL.

5. THIS SYSTEM HAS BEEN DESIGNED WITH NO SEPARATION FROM GLAZING REQUIRED 3. %) CONERETE ANCHORS TO BE INSTALLED TO NON-CRACKED CONCRETE ONLY. 9
FOR ALL WIND ZONES, IN ACCORDANCE WITH ASTM 1996. IT IS ACCEPTABLE BY CODE 14. ALL STEEL IN CONTACT WITH ALUMINUM SHALL BE PAINTED OR PLATED AS PRESCRIBED 2
UNLESS OPTIONAL CRITERIA IS INDEPENDENTLY ADOPTED BY THE AUTHORITY HAVING IN THE ABOVE-NOTED BUILDING CODE a
JURISDICTION. O ¢ Z

15. FOR PERMANENT OUTDOOR INSTALLATIONS, ALL EXPOSED ANCHORS, FASTENERS, iilrs]

6. THE STRUCTURAL ADEQUACY OF THE EXISTING STRUCTURE TO WITHSTAND CONNECTORS, AND METAL PLATES SHALL BE CORROSION RESISTANT. CORROSION A 5 |EES
SUPERIMPOSED LOADS BY THIS SYSTEM SHALL BE VERIFIED BY OTHERS. THE RESISTANCE MAY BE PROVIDED BY INHERENT MATERIAL COMPOSITION OR, WHERE 2.3 [282
ARCHITECT/ENGINEER OF RECORD FOR THE PROJECT SUPERSTRUCTURE WITH WHICH PERMITTED BY CODE, BY AN APPROVED PROTECTIVE COATING OR GALVANIZATION. WHERE wol v g

I . .|
THIS DESIGN IS USED SHALL BE RESPONSIBLE FOR THE INTEGRITY OF ALL APPLICABLE NEAR A SALTWATER COASTLINE, SUCH COMPONENTS SHALL COMPLY WITH FBC oo .R|=Ew
SUPPORTING SURFACES TO THIS DESIGN WHICH SHALL BE COORDINATED BY THE SECTION 1711, INCLUDING APPLICABLE REQUIREMENTS FOR EXPOSED, PROTECTED, OR PAGE INDEX: N
PERMITTING CONTRACTOR. WOOD BUNKS (BY OTHERS) SHALL BE ANCHORED ENCLOSED CONDITIONS. MATERIALS, COATINGS, AND FINISHES SHALL BE COMPATIBLE WITH S ESolaws
PROPERLY TO TRANSFER LOADS TO THE EXISTING STRUCTURE. CONNECTED MATERIALS, AND PROTECTIVE COATINGS SHALL BE CONTINUOUS OVER EXPOSED o 22 2 [Cak

7. THE SYSTEM DETAILED HEREIN 1S GENERIGAUR DOES NOT PROVIDE INFORMATION SURFACES. FASTENERS USED WITH ALUMINUM MEMBERS SHALL ALSO COMPLY WITH SECTION e N [EBE=zg|ess
FOR A SPECIFIC SITE. IF SITE CONDITIONS DEVIATE FROM THE CONDITIONS 3.3.7.2 OF THE ALUMINUM DESIGN MANUAL, “SPECIFICATION FOR ALUMINUM STRUCTURES.” SHEET INDEX Exzf2 3 2 4
DETAILED HEREIN, R CTNSESIERSMIBER OR FFGISTERED ARCHITECT SHALL SUBSTITUTION OF COMPONENTS FROM ALTERNATE MANUFACTURERS, OR WITH DIFFERENT = 3L |288S
PREPARE SITE SPECIFIC DOCUMENTS TO BE USED IN CONJUNCTION WITH THIS MATERIALS, COATINGS, OR FINISHES, SHALL NOT BE ASSUMED EQUIVALENT AND MAY # SHEET | DESCRIPTION © L 555
DOCUMENT. REQUIRE ADDITIONAL ENGINEERING REVIEW OR SITE-SPECIFIC ANALYSIS. 1 COVER SHEET = 3 |Zag

8. SELSJE{IE;EPSAY BE INSTALLED AS'SINGLE PANEL OR AS MULTI-PANEL SPANS AS 16. CONTRACTOR IS RESPONSIBLE TO INSULATE OR PROTECT ALL MEMBERS FROM O 0 <

- DISSIMILAR MATERIALS TO PREVENT ELECTROLYSIS. 2 BI-FOLD COLONIAL SHUTTER &5 =
9. ALL EXTRUSIONS SHALL BE 6063-T6 ALUMINUM ALLOY, UNLESS NOTED OTHERWISE. 17, FASTENERS SHALL BE CADMIUM-PLATED OO RERuISEMERROSION-RESISTANT o S
ALL TOLERANCES SHALL BE IN ACCORDANCE WITH ADM 2020. MATERIAL AND SHALL COMPLY WITH "SPECIFICATIONS FOR ALUMINUM STRUCTURES" 3 LOW PROFILE COLONIAL SHUTTER =< -
SECTION J.3.7.2 BY THE ALUMINUM ASSOCIATION IN.C, AND ANY APPLICABLE FEDERAL, p VP SECTIONS
STATE AND OR LOCAL CODES. : MHE
SYSTEM PERFO RMANCE DERIVATIONS 18. REFER TO FASTENER MANUFACTURER'S PUBLISHED DATA SHEETS AND 5 COMPONENTS g § %
RECOMMENDATIONS FOR FASTENER INSTALLATION INSTRUCTIONS. 8|3
SYSTEM PERFORMANCE DERIVED FROM CERTIFIED TEST REPORT(S) PER ASTM E330, 19. ENGINEER SEAL AFFIXED HERETO VALIDATE STRUCTURAL DESIGN AS SHOWN ONLY. % g 2
ASTM E1996 & ASTM E1886 TEST STANDARD(S). USE OF THIS SPECIFICATION BY CONTRACTOR, et. al. INDEMNIFIES & SAVES HARMLESS THIS 523
ENGINEER FOR ALL COST & DAMAGES INCLUDING LEGAL FEES & APPELLATE FEES RESULTING \ ) Bzl
FROM MATERIAL FABRICATION, SYSTEM ERECTION, & CONSTRUCTION PRACTICES BEYOND AR
THAT WHICH IS CALLED FOR BY LOCAL, STATE & FEDERAL CODES & FROM DEVIATIONS OF
TERMINOLOGY: THIS PLAN.
20. EXCEPT AS EXPRESSLY PROVIDED HEREIN, NO ADDITIONAL CERTIFICATIONS OR g
THE FOLLOWING ABBREVIATIONS APPEAR IN THIS APPROVAL: "INC." FOR B 1ol ARE INTENDED. g
'INCORPORATION", "CORP." FOR "CORPORATION', "ALUM" FOR "ALUMINUM, "ASD" FOR 21. PRESSURE VALUES ON THIS APPROVAL ARE (ASD) ALLOWABLE DESIGN PRESSURES. 8
ALLOWABLE STRESS DESIGN", "ASTM" FOR "AMERICAN SOCIETY FOR TESTING AND 22. ALTERATIONS ADDITIONS OR OTHER MARKINGS TO THIS DOCUMENT ARE NOT 4
MATERIALS", "CS" FOR "CARBON STEEL","CONN" FOR "CONNECTION", "EMBED" FOR PERMITTED AND INVALIDATE THIS CERTIFICATION. y 8|8
"EMBEDMENT", "DIST." FOR "DISTANCE", "GA" FOR "GAUGE", "HVHZ" FOR "HIGH-VELOCITY —
HURRICANE ZONE", "LB" FOR "POUND", "MAX" FOR "MAXIMUM, "N.T.S." FOR "NOT TO
SCALE", "PSF" FOR "POUNDS PER SQUARE FOOT (Ib/ft2)", "SPECS" FOR "SPECIFICATIONS", VISIT ECALC.IO/EASTERN 'y ) 26-102854
"g" FOR "AND", "MAX" FOR "MAXIMUM", "W/" FOR "WITH", "EXIST" FOR "EXISTING, MAXIMUM ALLOWABLE DESIGN PRESSURE: FOR SITE-SPECIFIC DEVIATIONS = SCALE:NTS UNLESS NOTED
"STRUCT" FOR "STRUCTURE", "CONC." FOR "CONCRETE". CONTACT ENGINEERING EXPRESS +60 £ R N T o copeCUVENT =i oF
FOR ADDITIONAL ABBREVIATION/TERMINOLOGY CLARIFICATIONS. PS W e A i e T — 5
FOR ADDITIONAL PLANS, REPORTS & RESOURCES

GENERAL NOTES (CONTINUED):

10. THIS SYSTEM MUST BE CLOSED AND LOCKED FOR WIND AND IMPACT PROTECTION.
THIS SYSTEM HAS BEEN DESIGNED FOR A WIND PRESSURE OF 18 PSF IN THE OPEN
POSITION. A PERMANENT LABEL MUST BE ADHERED TO THE UNDERSIDE OF EACH BAHAMA
SHUTTER CONTAINING THE FOLLOWING:
SHUTTER TO BE CLOSED AND LOCKED
WHEN HURRICANE WARNINGS ARE ISSUED

11. COLONIAL SHUTTERS SHALL BE PERMANENTLY LABELED AS PRESCRIBED IN THE
ABOVE-NOTED BUILDING CODE AND CONTAIN AT LEAST THE FOLLOWING:
AMERICAN SHUTTER SYSTEMS ASSOCIATION
WEST PALM BEACH, FL
ASTM E330, E1886, & E1996 AND 9LB MISSILE LEVEL D & SMALL MISSILE
FLORIDA PRODUCT APPROVAL NUMBER

COLBY BENNARDO, P.E.
PE# 95197 CA# 9885

Wi,

AUGUST 14, 2026

SetBn, | Digitally signed by

NOTE REGARDING USE OF THIS DOCUMENT &
USE OUTSIDE FLORIDA:

THIS IS A NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE
EVALUATION. THIS PRODUCT EVALUATION IS VALID FOR USE
IN FLORIDA ONLY. USE OF THIS EVALUATION REQUIRES A
REVIEW & CERTIFICATION BY A LOCAL DESIGN PROFESSIONAL
WHO SHALL BE RESPONSIBLE FOR THE PROPER ADAPTATION
OF THIS GENERAL PERFORMANCE EVALUATION TO ANY
SITE-SPECIFIC PROJECT. CONTACT THIS OFFICE AT
ENGINEERINGEXPRESS.COM/QUOTE FOR ASSISTANCE
WITH YOUR PROJECT-SPECIFIC NEEDS & FOR ADAPTATION &
CERTIFICATION OF THIS DOCUMENT OUTSIDE OF FLORIDA.

St
£% www 2 1Colby Bennardo
: s |Date: 2026.08.17
| 11:37:05 -04'00'
FL47011.1

ENGINEER SIGNATURE & SEAL NOTICE:

*PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED & SEALED. SIGNATURE MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

*FOR FLORIDA STATEWIDE PRODUCT APPROVALS gFSAs)
REGISTERED & APPROVED WITH THE STATE OF FLORIDA:
ORIGINAL, SEALED COPIES OF APPROVED FLORIDA PRODUCT
APPROVALS ARE NOT REQUIRED FOR PERMIT.
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TO WOOD HOST (G=0.55 MIN):
(2) #14 WOOD SCREWS W/ 3"
EMBED INTO WOOD MEMBER

TO CONC HOST (3KSI MIN):
(2) ITW TAPCON OR EQUIV. W/
1.75" EMBED, 2" MIN SPACING
AND 2" MIN EDGE DIST

TO GROUT-FILLED BLOCK HOST

(ASTM C90 MIN):

(2) ITW TAPCON OR EQUIV. W/
2" EMBED, 2" MIN SPACING AND
2" MIN EDGE DIST

TO WOOD HOST (G=0.55 MIN):
(2) #14 WOOD SCREWS W/ 3"
EMBED INTO WOOD MEMBER

TO CONC HOST (3KSI MIN):
(2) ITW TAPCON OR EQUIV. W/
1.75" EMBED, 2" MIN SPACING
AND 2" MIN EDGE DIST

TO GROUT-FILLED BLOCK HOST
(ASTM C90 MIN):

EXISTING GLASS

1* MIN ED. -~ |~ EXISTING BAND~ — [—1" MIN E.D.
REQ'D <TYP
EACH SIDE
L LA (Y
7 & WOOD JAMB SHOWN. MAY ALSO
‘ 1 ATTACH TO POURED CONC. OR

= GROUT FILLED BLOCK

-7 /] I -, ﬁ“ < B D
77 3* MIN. ZZ £ / e
- =—1- e [ ] c
13

8 MAX %
¥ GAP »
(2> #l4ex2 S.S, SMS 2* MIN, BLADE

B 14TH, 29TH & 43RD BLADES
FROM THE TOP PENETRATION (TYP>

— (4) #12x1-1/4" 5.8, 5§D, SCREWS

HURRICANE POSITION

(2) ITW TAPCON OR EQUIV. W/
2" EMBED, 2" MIN SPACING AND

2" MIN EDGE DIST \

J
(@) #148x2 S.S. SMS. F

—~| |—1¢ MIN E.D.
EXISTING GLASS
. _1/2* MIN, PLYWOOD
| -CREE;?D'%)‘% cSuTRUNDESRg SHEATHING REQ‘D
AR AR RN O NN ONOUONSINANN SN

C EXISTING BAND

@ 14TH, 29TH & 43RD BLADES
FROM THE TOP

SMS. TO <E> e £
LOCATIONS SHOWN [N
SHEET 3

raat’ o i REQD CTYP) I
& ! H EACH SIDE -y "g
m— ' = —— =

T
/ |\ B
(@ #14dx1-1/2* S.S. -
p—a-

2* MIN, \(4) #12x1-1/4" S8, §.D. SCREWS

BLADE PENETRATION

NON-HURRICANE POSITION

BRICKHOUSE BI-FOLD & LOW PROFILE COLONIAL SHUTTER (SECTION VIEWS)

COLBY BENNARDO, P.E.
PE# 95197 CA# 9885

ALTERNATE ANCHOR NOTE:

FOR ALL ANCHOR OPTIONS LISTED HEREIN,
AN EQUIVALENT DIAMETER
HILLMAN/ALL-POINTS SOLID-SET ANCHOR
(CARBON OR STAINLESS STEEL) MAY BE USED
IN LIEU OF THE OPTION(S) LISTED SO LONG
AS THE LISTED MINIMUM EMBEDMENT, EDGE
DISTANCE AND SPACING ARE ACHIEVED
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SCALE: NTS UNLESS NOTED
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6063-T6 ALUM., ALLOY
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