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1.

LUMINI WINDOWS & DOORS

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
EXCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

e TAS202-94

e ASTME1886-19

e ASTM E1996 - 20

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND
2X FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT
OF RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED
TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN
AND INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH
THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN WIND ZONE 3
OR LESS.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN WIND ZONE 4.

DOOR FRAME MATERIAL: 6063-T5 ALUMINUM

GLASS MEETS THE REQUIREMENTS OF ASTM E1300 GLASS CHARTS. SEE
SHEET 1 FOR GLAZING DETAIL.

IMPERIAL FIXED WINDOWS

EXTERIOR

(WZ3)(IMPACT)

11/4" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:

1/4" TEMPERED GLASS,

1/2" ALUMINUM SPACER,

1/4" TEMPERED GLASS,

0.060" SENTRYGLAS INTERLAYER BY KURARAY,
1/4" TEMPERED GLASS

— af

[ 0.625" MIN.
GLASS BITE

INTERIOR

GLAZING DETAIL

TABLE OF CONTENTS

SHEET

SHEET DESCRIPTION

GENERAL NOTES & GLAZING DETAIL

"O" ELEVATION AND DESIGN PRESSURE TABLE

"O0" ELEVATION AND DESIGN PRESSURE TABLE

"O" ANCHOR LAYOUT

"00" ANCHOR LAYOUTS

VERTICAL SECTION

HORIZONTAL SECTIONS

0 |IN[fOjUun]|bh|lwWN

INSTALLATION NOTES & ANCHOR DETAILS

DESIGN PRESSURE RATING

GLAZING NOTES:

GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC. THICKNESS, TEMPER, AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON
A SITE SPECIFIC BASIS.

SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE
A) AS REFERENCED IN FBC CHAPTER 24.

SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX
VALUES IN DESIGN PRESSURE CHARTS.

1.

FRAME SIZE

DESIGN PRESSURE MISSILE IMPACT RATING

SEE SHEETS 2 & 3

LARGE AND SMALL MISSILE

SEE SHEETS 2 &3 IMPACT RATED.
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JJTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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FRAME WIDTH ——
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FRAME
HEIGHT
D.L.O.
HEIGHT
/
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ELEVATION
O CONFIGURATION

NOTE:

WINDOW WIDTH (W) AND HEIGHT (H) ARE
INTERCHANGEABLE FOR ALL SIZES SHOWN HEREIN NOT TO
EXCEED MAXIMUM TESTED SQUARE FOOT AREA. ANCHOR
SPACING SHALL NOT EXCEED THOSE SHOWN FOR LONG OR
SHORT LEG OF UNIT,

2.

D.L.O. WIDTH = FRAME WIDTH - 5.375"

DESIGN PRESSURE TABLE DESIGN PRESSURE TABLE
FRAME FRAME ALLOWABLE FRAME FRAME ALLOWABLE
WIDTH HEIGHT | DESIGN PRESSURE WIDTH HEIGHT | DESIGN PRESSURE
(IN.) (IN.) (+/- PSF) 2(LN6)0 (IN.) ("/75"5”
24.00 75.0 e 59
30.00 75.0 600 020
36.00 75.0 1300 25
42.00 75.0 2500 112.00 220
48.00 76.00 75.0 5400 720
54.00 75.0 £0.00 7250
60.00 75.0 66.00 75.0
66.00 75.0 24.00 75.0
72.75 75.0 30.00 75.0
24.00 75.0 36.00 75.0
30.00 75.0 42.00 118.00 75.0
36.00 75.0 48.00 75.0
42.00 75.0 54.00 75.0
48.00 75.0 60.00 75.0
54.00 82.00 75.0 24.00 75.0
60.00 75.0 30.00 75.0
66.00 75.0 36.00 75.0
72.75 750 42.00 124.00 75.0
78.00 70.0 48.00 75.0
24.00 75.0 54.00 75.0
30.00 750 60.00 75.0
36.00 75.0 gg-gg ;g-g
42.00 75.0 : :
48.00 75.0 36.00 130.00 /5.0
42.00 75.0
54.00 88.00 75.0 25 00 220
60.00 75.0 54.00 75.0
66.00 75.0 22.00 750
72.75 75.0 30.00 75.0
78.00 70.0 36.00 75.0
84.00 65.0 42.00 136.00 75.0
24.00 75.0 48.00 75.0
30.00 75.0 54.00 75.0
36.00 75.0 24.00 75.0
42.00 75.0 30.00 75.0
48.00 94.00 75.0 36.00 142.00 75.0
54.00 : 75.0 42.00 75.0
60.00 75.0 48.00 75.0
66.00 75.0 24.00 75.0
72.75 75.0 30.00 75.0
78.00 70.0 36.00 148.00 75.0
24.00 75.0 42.00 75.0
30.00 750 48.00 75.0
36.00 75.0 24.00 75.0
42.00 75.0 30.00 75.0
2800 100.00 70 36.00 154.00 75.0
54.00 75.0 2290 20
60.00 75.0 24.00 75.0
66.00 75.0 30.00 75.0
72.75 /5.0 36.00 160.00 75.0
24.00 75.0 42.00 75.0
30.00 75.0
36.00 75.0
42.00 75.0
48.00 106.25 75.0
54.00 75.0
60.00 75.0
66.00 75.0
72.75 75.0
SIZE NOTES:
1. D.L.O.HEIGHT = FRAME HEIGHT - 5.375"
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JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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WIDTH

&

FRAME
HEIGHT

D.L.O.
HEIGHT

Y

Y

Y

Y

————

ELEVATION

0O CONFIGURATION

*TRIBUTARY WIDTH = MZWZ

<P

QUALIFIED CONFIGURATIONS

N
EUMINI

WINDOWS & DOORS

LUMINI WINDOWS & DOORS
2720 W. CHICAGO AVE.,
CHICAGO IL 60622

PH: (773)-270-6586

Y 4

4

Y 4

U
% £ £
= N 8
v 4
Q Ly Q naREB S
Q- Sao OEm33I%
S5 <8 SRR
=< Zy Ss333
Q—QD LD<_(<(9'T.’§
Qs En Z55:%E
Ww=s <0 ] a g =
Kkiﬁ -9 e
w o Jao =8 =

\INLU DH

=Z ..m

Sg [eRY) >

x~—0n om @
w = W =) g
Q o =
LS % e
B o g
w —
= & =
REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

ELEVATION

XO CONFIGURATION

NOTE:

TILT & TURN WINDOW UNDER SEPARATE

FLORIDA PRODUCT APPROVAL

DESIGN PRESSURE TABLE
TRIBUTARY|  FRAME ALLOWABLE
WIDTH HEIGHT | DESIGN PRESSURE
(IN.) (IN.) (+/- PSF)
27 60.0
33 60.0
39 60.0
35.4375 4 60.0
38 60.0
42 60.0
48 60.0
27 60.0
33 60.0
39 48 60.0
35.4375 60.0
38 60.0
27 60.0
33 54 60.0
35.4375 60.0
27 60 60.0
33 60.0
27 66 56.3
27 72 433
SIZE NOTES:
1. FIXED D.L.O. HEIGHT = FRAME HEIGHT - 5.375"
2. FIXED D.L.O. WIDTH = FRAME WIDTH/2 - 4.878"
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9.75" MAX. O.C

SPACING

5.00" MAX. FROM
CORNERS

11.75" MAX. 7.00" MAX.

O.C SPACING FROM CORNER
|

/

/

}7
1
|

11.75" MAX. 4>‘ L* 7.00" MAX.
0.C SPACING ~—

FROM CORNER

ANCHOR LAYOUT

THROUGH FRAME INSTALLATION
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[THE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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14.75" MAX.
O.CSPACING

15.50" MAX.0.C
SPACING

6.00" MAX. FROM

CORNERS

Y

Y 4

f 14.75" MAX.
O.CSPACING

I

.

ANCHOR LAYOUT

THROUGH FRAME INSTALLATION

6.00" MAX.
FROM CORNER

6.00" MAX.
FROM CORNER
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[THE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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FRAME
HEIGHT

D.L.O.
HEIGHT

INTERIOR

SEE GLAZING
DETAIL
ON SHEET 1

EXTERIOR

SEE GLAZING
DETAIL
ON SHEET 1

/AN VERTICAL SECTION
\6) IMPERIAL FIXED WINDOW
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[THE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING
DETAIL
ON SHEET 1

INTERIOR

EXTERIOR

SEE GLAZING
DETAIL
ON SHEET 1
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FRAME WIDTH

/ANHORIZONTAL SECTION

\U IMPERIAL FIXED WINDOW

INTERIOR

D.L.O. WIDTH

FRAME WIDTH
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[THE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

SEE GLAZING
DETAIL
ON SHEET 1

EXTERIOR

/B\HORIZONTAL SECTION
w IMPERIAL FIXED WINDOW

D.L.O. WIDTH

SEE GLAZING
DETAIL
ON SHEET 1
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INTERIOR
SEE TABLE BELOW
FOR ANCHOR MIN.
SCHEDULE EMBEDMENT
MIN.
EDGE
DISTANCE
Al 1/4||
SUBSTRATE MAX. SHIM
BY OTHERS EXTERIOR

/A\HORIZONTAL SECTION

\8/ JAMB - THROUGH FRAME

EXTERIOR

INTERIOR

1/4"

_{ MAX.SHIM

L 5 d
MIN.
SUBSTRATE
MMMS/§§§Z§§§§WWFM
MIN.

EDGE
DISTANCE

=~ ANCHOR SCHEDULE

/B\ VERTICAL SECTION

8/

SILL - THROUGH FRAME

ANCHOR SCHEDULE
MIN. EDGE
METHOD SUBSTRATE ANCHOR TYPE MIN. EMBEDMENT DISTANCE
WOOD: MIN. SG =0.55 | #12 WOOD SCREW 1.5" 0.75"
METAL:
STEEL: 18 GAUGE MIN., 3 THREADS MIN
Fy = 33KSI #12 TEK SCREW |PENETRATION BEYOND 0.50"
ALUMINUM: 1/8" MIN., METAL
THROUGH FRAME 6063-T5
CONCRETE: 3/16" ITW TAPCON 125" 20"
MIN. fic = 3000 PSI FLATHEAD ’ :
MASONRY: CMU 3/16" ITW TAPCON 1.00" 20"
MIN. 2000 PSI FLATHEAD ’ :

SEE TABLE BELOW FOR ] 'E)/:ISI\TIAEn\IDcGEE
ANCHOR SCHEDULE
SUBSTRATE f
MIN.
PV OTHERS EMBEDMENT

EXTERIOR

\__ SEE TABLE BELOW FOR

R

MAX. SHIM
INTERIOR

/C\ VERTICAL SECTION

8/

HEAD - THROUGH FRAME

\
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JTHE INSTALLATION DETAILS DESCRIBED HERE IN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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