Registry No. 29824
‘ : R K (813) 480-3421

TECHNICAL SERVICES, LLC

EVALUATION REPORT FLORIDA BUILDING CODE, 9™ EDITION (2026)

Manufacturer:

AMRIZE BUILDING ENVELOPE LLC Issued October 5, 2026
dba Duro-Last Roofing, Inc.

525 Morley Drive

Saginaw, M| 48601

989-737-3043

www.duro-last.com

Manufacturing Plants: Tuscumbia, AL

Welford, SC
Quality Assurance: UL LLC (QUA9625)
SCOPE
Category: Roofing
Subcategory: Single Ply Roof System
Code Edition: Florida Building Code, 9™ Edition (2026) including High-Velocity Hurricane Zones (HVHZ)
Code Sections: 1504.3.1, 1504.6, 1504.7, 1507.12, 1515.1.1, 1515.1.4, 1515.2.4, 1523.1.1, 1523.6.2
Properties: Wind Resistance, Impact Resistance, Physical Properties

PRODUCT DESCRIPTION

Products

Specification Description

Duro-TECH TPO

ASTM D 6878 | 45-mil, 60-mil, or 80-mil thick thermoplastic polyolefin, heat-

(Tuscumbia, AL or Wellford, SC) | TAS 110 weldable, single-ply roof membrane with polyester weft-inserted

reinforcement

(Tuscumbia, AL)

Duro-TECH TPO Fleece ASTM D 6878 | 45-mil, 60-mil, or 80-mil thick thermoplastic polyolefin, heat-

TAS 110 weldable, single-ply roof membrane with polyester weft-inserted
reinforcement and 8 oz. non-woven polyester fleece backing
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AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.
Duro-TECH TPO Roofing Systems

REFERENCES
Entity Report No. Standard (Year)
Atlantic & Caribbean Roof Consulting (TST4671) ACRC 02-002 TAS 114(J) (2011")
Atlantic & Caribbean Roof Consulting (TST4671) ACRC 05-002 TAS 114(J) (2011")
FM Approvals (TST1867) 3001925 FM 4470 (2022)
FM Approvals (TST1867) 3004249 FM 4470 (2022)
FM Approvals (TST1867) 3017120 FM 4470 (2022)
FM Approvals (TST1867) 3030650 FM 4470 (2022)
FM Approvals (TST1867) 3033218 FM 4470 (2022)
FM Approvals (TST1867) 3035560 FM 4470 (2022)
FM Approvals (TST1867) 3036747 FM 4470 (2022)
FM Approvals (TST1867) 3041949 FM 4474 (2020); FM 4470 (2022)
FM Approvals (TST1867) 3042666 FM 4470 (2022)
FM Approvals (TST1867) 3044047 FM 4470 (2022)
FM Approvals (TST1867) 3047398 FM 4474 (2020)
FM Approvals (TST1867) 3047700 FM 4470 (2022)
FM Approvals (TST1867) 3046870 FM 4474 (2020); FM 4470 (2022)
FM Approvals (TST1867) 797-08937-267 FM 4470 (2022)
FM Approvals (TST1867) 3050535 FM 4470 (2022)
FM Approvals (TST1867) 3051380 FM 4474 (2020); FM 4470 (2022)
FM Approvals (TST1867) 3052525 FM 4474 (2020); FM 4470 (2022)
FM Approvals (TST1867) 3053933 FM 4470 (2022)
FM Approvals (TST1867) 3054114 FM 4470 (2022)
FM Approvals (TST1867) 3055167 FM 4470 (2022)
FM Approvals (TST1867) 3055227 FM 4470 (2022)
FM Approvals (TST1867) 3055491 FM 4470 (2022)
FM Approvals (TST1867) 3060274 FM 4470 (2022)
FM Approvals (TST1867) 3060621 FM 4470 (2022)
FM Approvals (TST1867) 3061218 FM 4470 (2022)
FM Approvals (TST1867) 3062305 FM 4470 (2022)
FM Approvals (TST1867) 797-07749-267 FM 4470 (2022)
FM Approvals (TST1867) PR452965 FM 4470 (2022)
FM Approvals (TST1867) PR457741 FM 4470 (2022)
FM Approvals (TST1867) RR205572 FM 4470 (2022)
FM Approvals (TST1867) RR207314 FM 4470 (2022)
FM Approvals (TST1867) RR207553 FM 4470 (2022)
FM Approvals (TST1867) 3061875 FM 4470 (2022)
FM Approvals (TST1867) 3061602 FM 4470 (2022)

Nemo| Etc LLC (TST6049)
Nemo| Etc LLC (TST6049)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
DLR24001.2

4S-FBP-18001.09.18
4r-FBP-20-SSTHP-01.A
FBP-044-02-01.10

FBP-044-02-01.14

FBP-054-02-02
FBP-054-02-04
FBP-054-02-05
FBP-065-02-01
FBP-066-02-01
FBP-069-02-01
FBP-070-02-01
FBP-085-02-01
FBP-086-02-01
FBP-094-02-01
FBP-119-02-01
FBP-120-02-01
FBP-122-02-01
FBP-125-02-01
FBP-128-02-01
FBP-131-02-01
FBP-134-02-01
FBP-145-02-01
FBP-148-02-01
FBP-149-02-01
FBP-150-02-01
FL47206-R2

ASTM D 6878 (2021)
ASTM D 6878 (2021)

TAS 114(D& J) (2011); TAS 114(H) (1995);
TAS 117(B) (1995)

FM 4474 (2020); TAS 114(D& J) (2011);
TAS 114(C&H) (1995); TAS 117(A&B)
(1995); ASTM D 1876 (2008(2015)e1)
FM 4474 (2020)

FM 4474 (2020)

FM 4474 (2020)

TAS 114(J) (2011); FM 4474 (2020)
TAS 114(J) (2011); FM 4474 (2020)

FM 4474 (2020)

FM 4474 (2020)

FM 4474 (2020); TAS 114(J) (2011)

FM 4474 (2020); TAS 114(J) (2011)
TAS 110 (2000)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020); TAS 114(C) (1995)
FM 4470 (2022)

FM 4474(C) (2020); TAS 114(C) (1995)
FM 4474(C) (2020); TAS 114(C) (1995)
ASTM D 6878 (2021); TAS 110 (2000)
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020)

—
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Entity

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)

Report No.
FBP-153-02-01
FBP-154-02-01
FBP-158-02-01
FBP-160-02-01
FBP-160-02-02
FBP-162-02-01
FBP-165-02-01
FBP-165-02-01A
FBP-165-02-02
FBP-172-02-01
FBP-174-02-01
FBP-175-02-01
FBP-175-02-02
FBP-177-02-01
FBP-177-02-01C
FBP-177-02-02
FBP-178-02-01
FBP-178-02-02
FBP-178-02-06
FBP-180-02-01A
FBP-181-02-01A
FBP-182-02-01
FBP-184-02-01
FBP-185-02-01
FBP-185-02-02
FBP-186-02-01
FBP-190-02-01
FBP-191-02-01
FBP-191-02-02
FBP-191-02-02A
FBP-193-02-02
FBP-194-02-01
FBP-194-02-02
FBP-194-02-03
FBP-196-02-01
FBP-196-02-02
FBP-196-02-04
FBP-206-02-01
FBP-206-02-02
FBP-208-02-01
FBP-213-02-01
FBP-213-02-03
FBP-216-02-01
FBP-220-02-01

FBP-220-02-02
FBP-222-02-01
FBP-225-02-01
FBP-230-02-01
FBP-233-02-01

FBP-233-02-02
FBP-233-02-03

FBP-235-02-01
FBP-235-02-02
FBP-238-02-01
FBP-238-02-03

FBP-239-02-01

Standard (Year)
FM 4474(D) (2020); TAS 114

)
FM 4474(D) (2020); TAS 114
FM 4474(D) (2020); TAS 114
FM 4474(B) (2020); TAS 114
FM 4474(C) (2020)
ASTM D 1970 (2021)
FM 4474(D) (2020); TAS 114
FM 4474(D) (2020); TAS 114
FM 4474(B) (2020); TAS 114
FM 4474(D) (2020); TAS 114
ASTM D 3746 [1985(2022)]
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020)
FM 4474(D) (2020); TAS 114
FM 4474(D) (2020); TAS 114
FM 4474(B) (2020); TAS 114
FM 4474(D) (2020); TAS 114
FM 4474(
FM 4474(
FM 4474(
FM 4474(
FM 4474(
FM 4474(
(
(
(
(

J) (2011)
J) (2011)
J) (2011)
D) (2011)

2=

J) (2011)
J) (2011)
D) (2011)
J) (2011)

=A==

J) (2011)
J) (2011)
D) (2011)
J) (2011)

==

C) (2020)
B) (2020); TAS 114(D) (2011)
C) (2020)

C) (2020)

D) (2020); TAS 114(J) (2011)
D) (2020); TAS 114(J) (2011)
C) (2020)

B) (2020); TAS 114(D) (2011)
C
B

FM 4474
FM 4474
FM 4474(C) (2020)

FM 4474(B) (2020); TAS 114(D) (2011)
UL 1897 (2015)

FM 4474(B) (2020)

FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C); (2020)

FM 4474(C); (2020)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(C) (2020)

UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(D) (2020); TAS 114(J) (2011)
UL 1897 (2015)

TAS 110 (2000)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020)

FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(C) (2020)

FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

TAS 114(C) (1995)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)
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Entity
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

Report No.
FBP-240-02-01

FBP-241-02-01
FBP-242-02-01
FBP-243-02-01
FBP-254-02-02
FBP-258-02-02B
FBP-258-02-02C
FBP-260-02-01
FBP-260-02-02
FBP-265-02-02
FBP-271-02-02
FBP-276-02-01
FBP-277-02-01
FBP-279-02-01

FBP-282-02-01
FBP-283-02-02B

FBP-283-02-03
FBP-291-02-01
FBP-298-02-01
FBP-304-02-01
FBP-313-02-01

FBP-313-02-02
FBP-317-02-01

FBP-317-02-02

FBP-318-02-01
FBP-322-02-02

FBP-324-02-02
FBP-331-02-01
FBP-334-02-01
FBP-334-02-02

FBP-336-02-01
FBP-338-02-01

FBP-339-02-02A

FBP-339-02-02B

FBP-340-02-01A.1

FBP-341-02-01
FBP-345-02-01

FBP-352-02-01.1
FBP-353-02-01

Standard (Year)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(C) (2020)

FM 4474(C) (2020)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

UL 1897 (2015)

FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

TAS 114(D) (2011)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)
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Entity
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
Trinity|ERD (TST6049)

Trinity| ERD (TST6049)

Trinity|ERD (TST6049)

Report No.
FBP-355-02-01

FBP-356-02-01
FBP-357-02-01
FBP-358-02-01

FBP-359-02-01
FBP-362-02-01
FBP-363-02-01
FBP-367-02-01

FBP-368-02-01
FBP-373-02-01A
FBP-373-02-01B
FBP-373-02-01C
FBP-375-02-01
FBP-389-02-01
FBP-389-02-02

348T0047
348T0088
348T0089
348T0090
348T0111
348T0117
348T0131

348T0131A
34870132

348T0140
28070052

280T0077

280T0079

280T0082
F11080.09.08
SFS-SC10010.02.16

F38200.04.15-R1

AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.
Duro-TECH TPO Roofing Systems

Standard (Year)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

UL 1897 (2015)

TAS 114(D) (2011)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

ASTM D 6878 (2021); TAS 110 (2000)
TAS 110 (2000)

ASTM D 6878 (2021)

TAS 110 (2000)

ASTM D 1876 (2008(2015)e1)

FM 4474(C) (2020)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); UL 1897 (2015)
TAS 110 (2000)

TAS 110 (2000)

TAS 110 (2000)

FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474(B) (2020); TAS 114(D) (2011)
ASTM D 3746 [1985(2022)]; TAS 110
(2000); ASTM D 6878 (2021)

ASTM D 6878 (2021)

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

FM 4474(D) (2020); UL 1897 (2015)
FM 4470 (2022); ASTM D 413 (2017)
FM 4474(B) (2020)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(D) (2020); TAS 114(J) (2011)
TAS 114(J) (2011")

FM 4474(D) (2020); TAS 114(J) (2011);
UL 1897 (2015)

ASTM D 6878 (2021)

' Standard test method has been found equivalent to FM 4474 (2020) referenced by the FBC.
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LIMITATIONS

1. Fire classification is not within the scope of this evaluation.

Foam plastic insulation shall be separated from the building interior in accordance with the FBC 2603.4 and
2603.6.

3. The roof deck and the roof deck attachment information are provided based on testing. FBC requirements for
the rational design of the roof deck, including the attachment, are not within the scope of this evaluation.

4. Inthe HVHZ, fastener spacing for insulation attachment is determined using a Minimum Characteristic Force (F’)
of 275 Ibf as demonstrated via testing to TAS 105. If the field tested fastener value is below 275 Ibf, then insulation
attachment shall not be acceptable.

5. In the HVHZ, fastener spacing for base sheets or membrane attachment shall meet the minimum fastener
resistance value and the MDP for the specified assembly. It is permissible for a qualified professional to submit
a revised fastener spacing utilizing the withdrawal resistance value obtained from TAS 105 testing and
calculations performed in accordance with RAS 117 and/or RAS 137, when the fastener resistance is found less
than required.

6. In the HVHZ, if mechanical attachment through the lightweight insulating concrete to the structural deck is
proposed, a field fastener withdrawal test shall be conducted in compliance with TAS 105 to determine equivalent
or increased attachment densities. Revised fastener densities shall be submitted utilizing the withdrawal
resistance value obtained from TAS 105 testing and calculations performed in accordance with RAS 117 and/or
RAS 137.

7. HVHZ: For assemblies containing mechanical attachment, the allowable uplift pressure for the selected assembly

shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16. The
attachment density may be increased by a qualified design professional, as necessary, to meet the design
pressure requirements in the periphery zones. Calculations shall be conducted in compliance with RAS 117
and/or RAS 137.
Non-HVHZ: For assemblies containing mechanical attachment or adhered in ribbon-applied adhesive, the
allowable uplift pressure for the selected assembly shall meet or exceed the minimum design loads as determined
in accordance with the FBC Chapter 16. The attachment density may be increased by a qualified design
professional, as necessary, to meet the design pressure requirements in the periphery zones. Calculations shall
be conducted in compliance with RAS 117, RAS 137, or Section 2.2.10.1 FM LPDS 1-29 (February 2020).

8. Reroofing applications shall be examined in accordance with FBC Section 1511 outside of the HVYHZ and FBC
Section 1521 within the HVHZ. For mechanically fastened systems, a field withdrawal resistance test (TAS 105
in the HVYHZ; ANSI/SPRI FX-1 or TAS 105 in the non-HVHZ) shall be conducted by a qualified professional to
ensure the fastener meets the minimum design load requirements of the system. For adhered systems, a field
uplift resistance test (TAS 124 in the HVHZ; ASTM E 907, FM LPDS 1-52, ANSI/SPRI IA-1, or TAS 124 in the
non-HVHZ) shall be conducted to confirm conformance of the existing substrate to the minimum design loads.

9. HVHZ: For assemblies containing fully adhered or ribbon adhered attachment, or where extrapolation of the

assembly is not permitted, the MDP for the selected assembly shall meet or exceed the minimum design loads
as determined in accordance with the FBC Chapter 16 without augmentation.
Non-HVHZ: For assemblies adhered in ribbon-applied adhesive, the allowable uplift pressure for the selected
assembly shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter
16. The attachment density may be increased by a qualified design professional, as necessary, to meet the
design pressure requirements in the periphery zones. Calculations shall be conducted in compliance with Section
2.2.10.1 FM LPDS 1-29 (July 2022).

10. Installation of the evaluated products shall comply with this report, the FBC, and the manufacturer’s published
application instructions. Where discrepancies exist between these sources, the more restrictive and FBC
compliant installation detail shall prevail.

11. The minimum roof slope shall be 1/4:12 for new construction.

12. Fasteners applied in rows may impart concentrated loads to structural components of the building. Designers
should consider the fastener spacing of the roof system in relation to the spacing of structural supports when
selecting a roof system.

13. FBC Section 1504.3.1.1 is not within the scope of this evaluation.

14. Materials shall conform to FBC Section 1711 as well as FBC Section 1506 outside of the HYHZ and FBC Section
1517 within the HVHZ.

15. All products listed in this report shall be manufactured under a quality assurance program in compliance with Rule
61G20-3.
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COMPLIANCE STATEMENT

This report has been prepared in accordance with F.A.C. Rule 61G20-3.
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CERTIFICATION OF INDEPENDENCE

CREEK Technical Services, LLC does not have, nor will it acquire, a financial interest in any company manufacturing or distributing
products under this evaluation.

CREEK Technical Services, LLC is not owned, operated, or controlled by any company manufacturing or distributing products under
this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products
under this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

APPENDICES

1) APPENDIX A — Installation (10 pages)
2) APPENDIX B — Nomenclature and Approved Assemblies (66 pages)
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[APPROVED ASSEMBLIES]
[NOMENCLATURE]

Appendix A

INSTALLATION
Note - Refer to the APPROVED ASSEMBLIES section of this report for specific installation details of a selected assembly.

Unless otherwise specified in this report the following installation details shall be met for the named products:

Elevate Metal Batten Bar

Coiled Metal Batten Bar

Component Product Installation Detail
Elevate All-Purpose Fasteners . . . .
Min.0.75-inch penetration through the top rib of the steel deck or
Elevate All-Purpose S Fasteners
wood deck
Trufast #12 DP Fasteners
Elevate Concrete Drive Min. 1.25” embedment into min. 3” thick structural concrete
Elevate HD Seam Plate or TPO HD 2 3/8-inch diameter; 0.036-inch Galvalume steel plate with
Seam Plate eyehooks
Elevate HD Plus Seam Plate 2.75-inch diameter; 0.037-inch Galvalume steel plate with
eyehooks
Elevate Heavy Duty Fastener
Elevate Heavy Duty Plus Fastener or
Duro-Last #153: Extr); Heavy Duty Dril Min. 0.75-inch penetration through the top rib of the steel deck or
Point Fastener wood deck; Min. penetration 1-inch into concrete deck (Heavy
SFS Intec Dekfast #14 Duty Plus shall not be used in concrete deck)
SFS intec Dekfast #15 HS
Fasteners, Duro-Last Cleat Plates Min. 2 3/8-inch diameter, 0.035-inch thick steel plate with cleats
Battens, Elevate Insulation Fastening Plate . . .
Plates, & Trufast 3" Metal Seam Plates 3-inch diameter; Galvalume steel plate
Sul\lllciseset]rin:) Elevate 1.7” LWC Base Ply Fastener | Full embedment of shank into substrate

1-inch wide steel batten bar

Elevate Polymer Batten Strip

0.75-inch wide plastic batten strip

Elevate Purlin Fastener

SFS Intec SFS Purlin Fastener

Min. 0.75-inch penetration through purlin

Elevate UltraPly QuickSeam R.M.A
Strip

Prime at a rate of 200-250 ft?/gal with Elevate Single-Ply
QuickPrime Primer or QuickPrime Plus Primer prior to adhering
strip

Elevate UltraPly TPO InvisiWeld
Plate or Duro-Bond TPO Plate

Min. 3-inch diameter; Induction welded in the field of membrane
with RhinoBond® welding tool; welds not permitted at lap seams

Trufast VERSA-FAST Plate

3-inch diameter; 0.017-inch thick Galvalume steel plate with one
(1) center hole and eight (8) equally spaced perimeter holes for
multiple fastening

Trufast VERSA-FAST Fastener

Min. 2-inch embedment into LWIC or Gypsum decks; Min. 3/4-
inch penetration through wood decks

Vapor Barrier

Elevate V-Force Vapor Barrier
Membrane

Self-adhered; Min. 3-inch side laps; Min. 6-inch end laps; All
substrates except metal decks must be primed with vapor barrier
primer.

Elevate APP 80 Glass Base

Elevate SBS Glass Base Torch

Elevate SBS Glass FR Torch

Elevate SBS Poly Torch Base

Min. 3-inch lap; Torch adhered

Vapor Barrier
Primer

Elevate SA-LVOC Primer

Elevate SA-Solvent Based (SB)
Primer

Applied at a rate of 0.5 gal/sq.

Elevate SA-Water Based (WB)
Primer

Applied at a rate of 150-200 ft%/gal

Elevate |.S.0. Stick

Partially adhered in 0.75 to 1-inch wide ribbons

Elevate |.S.0. Fix Il

Partially adhered in 0.75 to 1-inch wide ribbons

Insulation Elevate 1.S.0. Twin Pack Insulation
Adhesives Adhesive or Duro-Grip WeatherTite Partially adhered in 0.5 to 0.75-inch wide ribbons
One Step
Elevate .S.0. Spray R Partially adhered in 0.75 to 1-inch wide ribbons
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Appendix A
Component Product Installation Detail
Elevate Twin Jet or Duro-Grip Low- Partially adhered in 1 to 1.25-inch wide ribbons; Spatter applied
Insulation Rise Foam 500 currently OlyBond at
Adhesives 500 5 |bs/100ft?
(Continued) Duro-Grip Trufast Apply in 1 to 2-inch wide ribbons; Spatter applied at 4.5 Ibs/100ft?

Millennium PG-1 EF ECO

Apply in 1 to 1.5-inch wide beads; Spatter applied at 6 Ibs/100ft?

Insulation/Cover
Boards

Georgia-Pacific DensDeck or
DensDeck Prime

Min. 0.25-inch thick

Elevate ISO 95+ GL

Elevate ISOGARD GL or Duro-Guard
ISO II-E?

GenFlex ISO Insulation

Elevate ISOGARD CG or Duro-
Guard I1SO IlI-E?

Elevate RESISTA

GenFlex Coated Glass Facer

Min. 0.5-inch thick; Min. 20 psi; Adhered boards shall be a
maximum 4 ft. x 4 ft.

Elevate ISO 95+ GL (Tapered)

Elevate ISOGARD GL (Tapered) or
Duro-Guard ISO II-E? (Tapered)

Elevate ISOGARD CG (Tapered) or
Duro-Guard ISO III-E? (Tapered)

Elevate RESISTA (Tapered)

GenFlex Coated Glass Facer
(Tapered)

GenFlex ISO Insulation (Tapered)

0.5-inch to start with 0.25-inch per ft taper; Adhered boards shall
be a maximum 4 ft x 4 ft

Elevate ISOGARD HD

Duro-Guard 1SO HD-E?

GenFlex HD ISO

Min. 0.5-inch thick; Adhered boards shall be a maximum 4 ft. x 4
ft.

Elevate ISOGARD HD Composite

Duro-Guard ISO HD Composite-E2

GenFlex HD Composite ISO

Min. 1.5-inch thick; Adhered boards shall be a maximum 4 ft. x 4
ft.

Duro-Guard EPS

Min. 0.5-inch, min. 1.8 pcf EPS (HVHZ) or min. 1.5 pcf EPS
(non-HVHZ); Adhered boards shall be a maximum 4-ft x 4-ft

Duro-Guard EPS Fan Fold

Min. 0.5-inch, min. 1.25 pcf EPS board with polymeric film facer
(non-HVHZ only)

Duro-Guard XPS Fan Fold

Min. 0.5-inch thick; Extruded polystyrene (XPS) with polymeric
facer; Adhered boards shall be a maximum 4-ft x 4-ft

Insulfoam R-Tech Fan Fold

Min. 0.5-inch ASTM C 578 Type IX (HVHZ) or Type Il (non-
HVHZ) Expanded Polystyrene with polymeric facers; Adhered
boards shall be a maximum 4 ft x 4 ft

DEXcell FA Glass Mat Roof Board

Min. 1/4-inch thick gypsum roof board with fiberglass facer

DEXcell Cement Roof Board

Min. 7/16-inch thick cement roof board with glass mesh

USG SECUROCK Glass-Mat Roof
Board

Min. 0.25-inch thick

USG SECUROCK Gypsum-Fiber
Roof Board

Min. 0.25-inch thick

ASTM D 312, Type IV Asphalt

Fully adhered within the EVT range at a rate of 25-40 Ibs/100 ft?

Elevate 1.S.0. Spray R

Partially adhered in 0.75 to 1-inch wide ribbons

Elevate Jet Bond Spray Adhesive or
TECH-Bond™ TPO Spray Adhesive

Applied to both the bottom surface of the roof cover and the top
surface of the substrate; Applied with 2 in. overlap at a rate of
1.75-2.2 Ibs/100ft? to each surface with bareback membranes;

Membrane Applied with 6 in. overlap at a rate of 2.5-2.7 Ibs/100ft? to each
Adhesives surface with fleeceback membranes
Elevate Single-Ply LVOC Bonding
Adhesi TECH-Bond™ TP
dhesive or ¢ o_nd © Fully adhered at rate of 45-60 ft?/gal; Applied simultaneously to
LVOC Bonding Adhesive underside of membrane and substrate
Elevate Single-Ply LVOC 1168
Bonding Adhesive
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Appendix A
Component Product Installation Detail
E:Eee/ﬁ_eBl;:(rjaTI;Iyrggnglonngdﬁdheswe or Fully adhered at rate of 45-60 ft?/gal; Applied simultaneously to
Adhesive 9 underside of membrane and substrate
Elevate Twin Jet or Duro-Grip Low-
Rise Foam 500 currently OlyBond Adhered in spatter at a rate of 5.8 Ibs/sq.
Membrane 500
Ag hetglvesd Elevate Water Based Bonding
(Continued) Adhesive P or TECH-Bond™ TPO

Elevate XR Stick

Partially adhered in 0.75 to 1-inch wide ribbons

Elevate XR Bonding Adhesive

Fully adhered at rate of 70-90 ft?/gal; Applied to substrate only

Owens Corning PermaMop Asphalt

Fully adhered within the EVT range at a rate of 25-40 Ibs/100 ft2

Base Sheets

Elevate MB Base

Min. 2-inch wide side-laps; Side-laps shall be installed
perpendicular to the direction of the steel deck ribs for

mechanically attached systems

Elevate Channel Venting Base

BASEGARD SA

Elevate Ply IV (4)

Min. 3-inch wide side-laps; Min.
be installed perpendicular to the direction of the steel deck ribs
for mechanically attached systems

6-inch end laps; Side-laps shall

Elevate Ply VI (6)

Elevate SBS Base

Elevate SBS Base-P

Elevate SBS Glass Torch Base

Elevate SBS Glass Torch Base 1.5

Elevate SBS PolyBase

Elevate SBS Poly Torch Base

Elevate SBS Premium Base

Elevate SBS Premium Poly Base

Elevate SBS Smooth

Min. 3-inch wide side-laps; Min.
be installed perpendicular to the direction of the steel deck ribs
for mechanically attached systems

6-inch end laps; Side-laps shall

Single-Ply
Membrane

Duro-TECH TPO

Duro-TECH TPO Fleece

Min. 2-inch wide side-laps with min. 1.5-inch wide heat weld; In-
lap fastened systems shall have min. 6-inch wide side-laps with
min. 1.5-inch wide heat weld; Side-laps shall be installed
perpendicular to the direction of the steel deck ribs for

mechanically attached systems

Vapor Barriers

Duro-Last Vapor Barrier

Self-adhered to substrate with Duro-Last VB Primer applied at a
rate of 0.8-1.25gal/100ft%;, Min. 3-inch wide side-lap

Duro-Last Torch Down Vapor Barrier

Torched adhered to substrate Duro-Last Torch Down VB Primer
applied at a rate of 0.35-0.6gal/100ft?; Min. 3-inch wide side-lap

Min. 300 psi Celcore MF with HS

Slurry coat min. 0.25-inch thick;
Min. 2-inch thick top coat; Celcore PVA curing compound

1-inch thick EPS board (1 lbs/ft%);

Rheology Admixture applied at rate of 300 ft?/gal
Deck is treated by applying a continuous film with a broom prior
Celcore S-1 . .
Cellular to placement of the Celcore lightweight concrete
Lightweight Celcore Sanded Bonding Surface Applied at a rate of 100 ft?/gal
Insulating (SBS)
Concrete Min. 300 psi Mearlcrete
m”' 288 b E'asnze" | Slurry coat min. 0.25-inch thick; 1” thick EPS board (1 Ibs/ft);
n. psi Loncrece Min. 2-inch thick top coat
Min. 200 psi Cellular Lightweight
Concrete
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Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
“ 48"
4 per
41t x 41t 48"
board
(Max. 4.0ft2 contributory area per fastener)
4 per & =
41t x 81t
board 2 3
©
(Max. 8ft? contributory area per fastener)
;
5 per =
41t x 81t
board s O
(Max. 6.4ft2 contributory area per fastener)
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Appendix A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
6 per &
41t x 8t
board @ 3
©
(Max. 5.33ft2 contributory area per fastener)
T r
8 per & —
4ft x 8ft.
board Y 5
(Max. 4.00ft? contributory area per fastener)
& P [}
10 per
41t x 81t z Gyt 5
board 7 : !
= 1
L zn |
6
(Max. 3.2ft? contributory area per fastener)
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Appendix A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
A
‘ 12“
O O o G j[
“1 2|I
o] \ @ I 48
10 per 12"
4ft x 81t ||
board Q @ @ ¢ f
(Alt. Pattern) 12"
Y
L e e T e T e - B e B e e e e e e
12" | 12" | 12" 12" 12" | 12"
— 96" .
(Max. 3.2ft? contributory area per fastener)
12 per
41t x 81t :
board =
(Max. 2.67ft? contributory area per fastener)
L o =
@ |
-
12 per -
4ft x 81t ) =
Board ®
(Alt. Pattern)
A
(Max. 2.67ft? contributory area per fastener)
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Appendix A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
© © ® O,
12 per ) )
4ft x8ft. P 3 é
Board .
(Alt : C, O] ©
Pattern 2)
j@—nf- © O ©
J ;
(Max. 2.67ft2 contributory area per fastener)
©
ik
15 per z
41t x 8t : ,
Boar)c(il 2 © ] O]
1
+@® g
AN |
(Max. 2.13ft? contribuory area per fastener)
i T T
& © © ©
7 F N ﬁ
16 per © ©
4ft x 8ft. 2 =
board T %
© © ©
(@l @ @
S
(Max. 2.00ft? contributory area per fastener)
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Appendix A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
> i
© & ©
P o s ©
18 per
41t x 81t = @) © © ©
board ] © © © ©
1 :
—0) ©
(Max. 1.78ft2 contributory area per fastener)
© © ©
@ ® ©
20 per &
41t x 81t L, @ " 3
s e ©
T T Ty ® ® ®
|- 5 |
(Max. 1.60ft? contributory area per fastener)
© ©
20 per E
41t x8ft
board o ®
(Alt. Pattern)
© © ©
(Max. 1.60ft2 contributory area per fastener)
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Appendix A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
4
22 per
41t x8ft %
board o
?—L © r © @T © ©
24 per - ©H ©
Z ft. x 8 1t. . - N O @_L ©
oard
é © © © © ©
(Max. 1.33ft? contributory area per fastener)
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Appendix A

VERSA-FAST Metal plate Fastening Pattern

Description

Fastening Pattern

1 fastener per
plate

2 fasteners
per plate

DLR24001.2 FL47206-R2
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APPENDIX B
NOMENCLATURE

The following naming conventions are utilized to specify products in the APPROVED ASSEMBLIES section of this report. Refer to the nomenclature below when
deciphering the allowable products for use in the selected assembly. Installation requirements shall be as noted in the APPROVED ASSEMBLIES section of this report.

Name Definition

500-S Elevate Twin Jet or DuroGrip® Low-Rise Foam 500 currently OlyBond 500 applied in spatter

500-R Elevate Twin Jet or DuroGrip® Low-Rise Foam 500 currently OlyBond 500 applied in ribbons

AP Fasteners & Plates Elevate All-Purpose Fasteners or All-Purpose S Fasteners and Insulation Fastening Plates

As Tested Information provided to the report user based on the as tested condition of the roof system

BASEGARD One ply of BASEGARD SA. Shall only be used with membranes applied in hot asphalt.

CD Fasteners & Insulation Plates | Elevate Concrete Drive and Insulation Fastening Plates

CD Fasteners & Plates Elevate Concrete Drive and Elevate HD Seam Plates or TPO HD Seam Plates
One layer of any of the following products:
-Georgia-Pacific DensDeck Prime -DEXcell Cement Roof Board
-Duro-Guard 1SO HD-E? -DEXcell FA Glass Mat Roof Board

Cover Board -Elevate ISOGARD HD -Duro-Guard EPS Fan Fold
-GenFlex HD ISO -Duro-Guard XPS Fan Fold
-USG SECUROCK Glass-Mat Roof Board -Insulfoam R-Tech Fan Fold

-USG SECUROCK Gypsum-Fiber Roof Board

As Tested deck construction details are described as follows:

Concrete Deck : Min. f; = 2,500 psi at 28 days
CWF Deck Min. 2.5-inch thick Tectum | cementitious wood fiber panels
Min. 22 ga, Wide Rib Deck (Type WR) conforming to ANSI/SDI-RD1.0 & FBC; 0.5% Vented and ASTM A653 G90 for LWIC
applications only. The following nomenclature is used to further describe the As Tested condition.
F<#> <#> #12-24 HWH self-drilling screws or equivalent fastener at each flute used to secure the deck to the
structural supports; Min. 0.25-inch penetration
G<#> Min. Grade <#> of Steel Deck
HS<#> Hilti S-SLC 01 M HWH screws or equivalent fastener secured <#>-inch o.c. along the panel side laps
Deck Detail HXE<#> <#> Hilti X-ENP 19 L 15 powder-driven fasteners or equivalent at each flute used to secure the deck to
the structural supports; Min. 0.25-inch penetration
Steel Deck HXH<#> <#> Hilti X-HSN 24 powder-driven fasteners or equivalent at each flute used to secure the deck to the
structural supports; Min. 0.25-inch penetration
L<#> Max. span of <#> ft.
P Min. 5/8-inch diameter puddle welds at each flute used to secure the deck to the structural supports
PW Min. 5/8-inch diameter puddle welds with weld washers at each flute used to secure the deck to the
structural supports
S<#> 1/4 ”-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel
side laps
w 0.75-inch O.D. flat washer used with indicated fastener
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[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Name Definition

Min. 24 ga. R-Panel Metal Roof (36-inch panel coverage; 1.25-inch ribs located 12-inch o.c.) for Recover applications only.

The following nomenclature is used to further describe the As Tested condition.

F<#> <#> #12-24 HWH self-drilling screws or equivalent fastener installed adjacent to each rib (2.5-inch o.c.
from rib) to secure the panel to the structural supports; When the value is (1) the fasteners shall be
placed on the overlapping panel side of the rib and continue 12-inch o.c. thereafter; When the value is

R-Panel (2) fasteners shall be placed on either side of each rib; Min. 0.25-inch penetration

G<#> Min. Grade <#> of Steel Deck

L<#> Max. span of <#> ft.

S<i#> 1/4 ”-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel

Deck Detail (Cont’d) side laps

Solid or closely fitted span rated sheathing at max. 24 in. span; The following nomenclature is used to further describe the

As Tested condition.

T<#>P Min. <#>-inch thickness of the plywood

T<#>0 Min. <#>-inch thickness of the OSB

Wood Deck L<#> Max. span of <#> inches

N<#1>/<#2> Min. 0.113-inch diameter x 2-3/8-inch ring shank nails spaced <#1>-inch o.c. at all intermediate supports
and spaced <#2> at the perimeter of each board

WS<#1>/<#2> Min. #8 x 2-inch wood screw spaced <#1>-inch o.c. at all intermediate supports and spaced <#2> at the
perimeter of each board

DensDeck Min. 0.25-inch Georgia-Pacific DensDeck
DensDeck Prime Min. 0.25-inch Georgia-Pacific DensDeck Prime

DG-TF or DG-TF(S)

Duro-Grip Trufast; (S) indicates applied in spatter

DL #15 Fasteners & Cleat Plates

Duro-Last #15 Extra Heavy Duty Drill Point Fasteners and Duro-Last Cleat Plates

DL #15 Fasteners & HD Plates

Duro-Last #15 Extra Heavy Duty Drill Point Fasteners and Elevate HD Seam Plates or TPO HD Seam Plates

DuroBond Elevate UltraPly TPO InvisiWeld Plate or DuroBond TPO Plate with Heavy Duty Fasteners or Concrete Drive fasteners (concrete decks only)
HA ASTM D 312, Type IV asphalt

HD Fasteners & Insulation Plates | Elevate Heavy Duty Fasteners and Insulation Fastening Plates

HD Fasteners & Plates Elevate Heavy Duty Fasteners and Elevate HD Seam Plates or TPO HD Seam Plates

HD Plus Fasteners & Plates

Elevate Heavy Duty Plus Fasteners and Elevate HD Plus Seam Plates

One of more layers in any combination of the following products:
-Georgia-Pacific DensDeck
-Georgia-Pacific DensDeck Prime
-GenFlex ISO Insulation

-GenFlex HD ISO

-DEXcell Cement Roof Board

-DEXcell FA Glass Mat Roof Board

-Duro-Guard EPS

-Duro-Guard EPS Fan Fold or Duro-Guard XPS Fan Fold

Insulation -GenFlex HD Composite ISO -Insulfoam R-Tech Fan Fold-Elevate ISOGARD HD
-GenFlex Coated Glass Facer -Elevate ISOGARD HD Composite
-Duro-Guard 1SO II-E2 -Elevate RESISTA or ISOGARD CG
-Duro-Guard 1SO IlI-E? -USG SECUROCK Glass-Mat Roof Board
-Duro-Guard 1ISO HD Composite-E2-Elevate ISO 95+ GL or -USG SECUROCK Gypsum-Fiber Roof Board
ISOGARD GL
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APPENDIX B
Name Definition
Adhered in accordance with one of the following options per INSTALLATION section:
. . -Elevate I.S.0. Fix Il
Insulation Adhesive

-Elevate 1.S.0. Stick
-Elevate 1.S.0. Twin Pack Insulation Adhesive or or Duro-Grip WeatherTite One Step

Insulation Adhesive Il

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate I.S.0. Fix Il

-Elevate 1.S.0. Stick

-Elevate 1.S.0. Twin Pack Insulation Adhesive or Duro-Grip WeatherTite One Step
-Elevate 1.S.0. Spray R

Insulation Adhesive Il

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate 1.S.0. Fix Il

-Elevate 1.S.0. Stick

-Elevate 1.S.0. Spray R

Insulation Adhesive IV

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate 1.S.0. Twin Pack Insulation Adhesive or Duro-Grip WeatherTite One Step
-Elevate 1.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

Insulation Adhesive VI

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate I.S.0. Fix Il

-Elevate 1.S.0. Stick

-Elevate 1.S.0. Twin Pack Insulation Adhesive or Duro-Grip WeatherTite One Step
-Elevate I.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

Insulation Adhesive VII

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate 1.S.0. Stick

-Elevate I.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

Insulation Adhesive VIl

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate I.S.0. Fix Il

-Elevate 1.S.0. Stick

-Elevate 1.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

Insulation Adhesive IX

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate I.S.0. Fix Il

-Elevate I.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

Insulation Adhesive X

Adhered in accordance with one of the following options per INSTALLATION section:
-Elevate 1.S.0. Stick

-Elevate 1.S.0. Twin Pack Insulation Adhesive or Duro-Grip WeatherTite One Step
-Elevate I.S.0. Spray R

-Elevate Twin Jet or Duro-Grip Low-Rise Foam 500 currently OlyBond 500

One or more layers of GenFlex ISO Insulation, Elevate ISO 95+ GL, Duro-Guard I1SO II-E?, or Elevate ISOGARD GL; Duro-Guard I1SO |I-E?

ISO and Elevate ISOGARD GL shall be minimum 2.0-inch thickness when mechanically fastened in roof assemblies with adhered membranes
ISO HD One or more layers of GenFlex HD ISO, Elevate ISOGARD HD, or Duro-Guard 1ISO HD-E?
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APPENDIX B
Name Definition
ISO HD-C One or more layers of GenFlex HD Composite 1ISO, Elevate ISOGARD HD Composite, or Duro-Guard ISO HD Composite-E?
SO CG One or more layers of GenFlex Coated ngss Facer,_EIevat_e RESISTA, Duro-Gua_rd ISO IlI-E2 or Elevate ISOGA_RD _CG; Duro-Guard ISO llI-
E?and Elevate ISOGARD CG shall be minimum 2.0-inch thickness when mechanically fastened in roof assemblies with adhered membranes
LWIC Poured-in-place Cellular Lightweight Insulating Concrete with encapsulated insulation board
One ply of Channel Venting Base, MB Base, SBS Base, SBS Base-P, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Premium
MA Base Base, SBS Poly Base, SBS Premium Poly Base, SBS Poly Torch Base, or SBS Smooth mechanically attached as prescribed per the approved

assembly

Membrane Adhesive |

Fully adhered in accordance with one of the following options per INSTALLATION section:
-Elevate UltraPly Bonding Adhesive or TECH-Bond TPO Bonding Adhesive

-Elevate Single-Ply LVOC Bonding Adhesive or TECH-Bond TPO LVOC Bonding Adhesive
-Elevate Single-Ply LVOC 1168 Bonding Adhesive

Membrane Adhesive Il

Fully adhered in accordance with one of the following options per INSTALLATION section:
-Elevate UltraPly Bonding Adhesive or TECH-Bond TPO Bonding Adhesive

-Elevate Single-Ply LVOC Bonding Adhesive or TECH-Bond TPO LVOC Bonding Adhesive
-Elevate Single-Ply LVOC 1168 Bonding Adhesive

-Elevate Water Based Bonding Adhesive P or TECH-Bond TPO Water Base Bonding Adhesive

Membrane Adhesive Il

Fully adhered in accordance with one of the following options per INSTALLATION section:
-Elevate Single-Ply LVOC Bonding Adhesive or TECH-Bond TPO Bonding Adhesive

-Elevate Single-Ply LVOC 1168 Bonding Adhesive

-Elevate Water Based Bonding Adhesive P or TECH-Bond TPO Water Base Bonding Adhesive

Membrane Adhesive IV

Fully adhered in accordance with one of the following options per INSTALLATION section:
-Elevate UltraPly Bonding Adhesive or TECH-Bond TPO Bonding Adhesive

-Elevate Jet Bond Spray Adhesive or TECH-Bond TPO Spray Adhesive

-Elevate Single-Ply LVOC Bonding Adhesive or TECH-Bond TPO LVOC Bonding Adhesive
-Elevate Single-Ply LVOC 1168 Bonding Adhesive

Membrane Adhesive V

Fully adhered in accordance with one of the following options per INSTALLATION section:
-Elevate UltraPly Bonding Adhesive or TECH-Bond TPO Bonding Adhesive

-Elevate Jet Bond Spray Adhesive or TECH-Bond TPO Spray Adhesive

-Elevate Single-Ply LVOC Bonding Adhesive or TECH-Bond TPO LVOC Bonding Adhesive
-Elevate Single-Ply LVOC 1168 Bonding Adhesive

-Elevate Water Based Bonding Adhesive P or TECH-Bond TPO Water Base Bonding Adhesive

MCRF Minimum Characteristic Resistance Force as determined by TAS 105 for the named fastener in the selected assembly
MDP Maximum Design Pressure
PermaMop Owens Corning PermaMop Asphalt

PG-EE or PG-EE(S)

Millennium PG-1 EF ECO; (S) indicates applied in spatter

Preliminarily Secured

Fastened at minimum rate of 5 per 4 ft. x 8 ft. board or 4 per 4 ft. x 4 ft. board.

Where assemblies are used to recover an existing roof, the existing roof shall consist of only one layer of roofing, i.e. recovering a previously
recovered roof is not permitted. Recover roofing shall be conducted in compliance with FBC Section 1511 outside of the HVHZ and FBC

Recover Section 1521 within the HVHZ. For mechanically fastened roof assemblies, the existing roof insulation thickness may be contributory in
meeting the minimum insulation thickness requirements for a given assembly.
SBS TA SBS Glass Torch Base fully bonded by torch adhering.
SECUROCK Min. 0.25-inch USG SECUROCK Gypsum-Fiber Roof Board
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Name Definition
TBSA Elevate Jet Bond Spray Adhesive or TECH-Bond TPO Spray Adhesive

One ply of any one of the following products:

TPO 45-mil thick, 60-mil thick, or 80-mil thick Duro-TECH TPO
One ply of any one of the following products:
TPO Fleece 45-mil thick, 60-mil thick, or 80-mil thick Duro-TECH TPO Fleece
XR-BA XR Bonding Adhesive
XR-S XR Stick Membrane Adhesive

One or more plies of the following applied as a vapor barrier:
- Elevate Ply IV (4)

- Elevate Ply VI (6)

VB - Elevate MB Base

- Elevate SBS Base

- Elevate SBS PolyBase

- Elevate SBS Premium Base

VERSA-FAST Trufast VERSA-FAST Plates and VERSA-FAST Fasteners

One ply of Elevate V-Force Vapor Barrier Membrane self-adhered fully over deck. Non-metal substrates must be primed with Elevate SA-

v-Force Solvent Based (SB) Primer or Elevate SA-LVOC Primer
WB V-Force One ply of Elevate V-Force Vapor Barrier Membrane self-adhered fully over deck primed with V-Force WB Primer
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APPENDIX B
APPROVED ASSEMBLIES

The following notes shall be observed when using the assembly tables below.
1. Allowable pressures were calculated using a 2:1 margin of safety per FBC Section 1504.9 and 1523.4. MDP shall be minimum -45 psf for use in the HVHZ.
2. Refer to LIMITATIONS and NOMENCLATURE sections of this evaluation when using the table(s) below. Items italicized refer to specific nomenclature used in
this report.
3. Refer to INSTALLATION section of this report for installation detail when the information is not explicitly stated for the selected assembly.
4. The on-center (0.c.) spacing given is the maximum allowable attachment spacing for the rated system.
5. As Tested information for roof deck construction is provided for information only. The addition of the As Tested deck information does not obviate the
requirement for rational design of the roof deck and roof deck attachment in accordance with FBC requirements.
6. A vapor barrier may be installed direct to deck prior to installing the roof assembly components for following assembly types: C-M-#, C-W-#, G-M-#, LC-M-#,
LS-M-#, S-M-#, S-W-#, W-M-#, and W-W-#.
Steel deck utilized in System Nos. S-A-# shall be ASTM A653, G90 galvanized steel.
For systems C-AM-#, C-M-#, S-AM-#, and S-M-#, it is permissible to install over minimum 200psi, minimum 2-inch FBC approved lightweight insulating
concrete applied over the concrete or steel deck. Alternately, for systems C-AM-#, C-M-#, S-AM-#, and S-M-#, it is permissible to substitute loose fill
insulation (insulation that is part of the load path) with minimum 200psi, minimum 2-inch FBC approved lightweight insulating concrete applied over the
concrete or steel deck. Fasteners shall be installed through the lightweight insulating concrete anchoring into the structural deck.
9. Vapors barriers may be optionally inserted into C-A-# assemblies. The MDP shall be taken as the lesser of the assembly and the chosen vapor barrier
configuration below.

o~

Primer Vapor Barrier VB Application Insulation Adhesive MDP (psf)
Duro-Last Torch Down VB Primer Duro-Last Torch Down Vapor Barrier Torch adhered DG-TF 12-inch o.c. -397.5
Duro-Last Torch Down VB Primer Duro-Last Torch Down Vapor Barrier Torch adhered PG-EE 12-inch o.c. -455
Duro-Last Torch Down VB Primer Duro-Last Torch Down Vapor Barrier Torch adhered 500-S -217.5
Duro-Last Torch Down VB Primer Duro-Last Torch Down Vapor Barrier Torch adhered PG-EE(S) -495
Duro-Last Torch Down VB Primer Duro-Last Torch Down Vapor Barrier Torch adhered DG-TF(S) -465
Duro-Last VB Primer Duro-Last Vapor Barrier Self-adhered PG-EE 12-inch o.c. -90
Duro-Last VB Primer Duro-Last Vapor Barrier Self-adhered 500-R 12-inch o.c. -187.5
Duro-Last VB Primer Duro-Last Vapor Barrier Self-adhered DG-TF 12-inch o.c -105
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APPENDIX B
Assembly System Numbers and Definitions
C-A-# Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
C-AM-# Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Existing or Recover)
C-M-# Mechanically Fastened Assemblies over Concrete Deck (New or Existing)
C-W-# Induction Welded Assemblies over Concrete Deck (New or Existing)
CW-A-# Assemblies with All Layers Adhered over Cementitious Wood Fiber Deck (New or Existing)
CW-AM-# Assemblies with Adhered Membranes over Cementitious Wood Fiber Deck (New, Existing, or Recover)
G-A-# Assemblies with All Layers Adhered over Gypsum Deck (New or Existing)
G-AM-# Gypsum Deck Assemblies with Adhered Membranes (New or Existing)
LC-A-# Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
LS-A-# Lightweight Concrete Assemblies with All Layers Adhered over Steel Deck (New or Existing)
L-AM-# Lightweight Concrete Assemblies with Adhered Membranes over Steel Deck or Concrete Deck (New or Existing)
L-M-# Mechanically Fastened Lightweight Concrete Assemblies over Steel Deck or Concrete Deck (New or Existing)
R-A-# Recover Assemblies with All Layers Adhered
R-AM-# Recover Assemblies with Adhered Membranes
R-M-# Mechanically Fastened Recover Assemblies
R-W-# Induction Welded Recover Assemblies
S-A-# Assemblies with All Layers Adhered over Steel Deck (New or Existing)
S-AM-# Assemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
S-M-# Mechanically Fastened Assemblies over Steel Deck (New or Existing)
S-W-# Induction Welded Assemblies over Steel Deck (New or Existing)
W-A-# Assemblies with All Layers Adhered over Wood Deck (New or Existing)
W-AM-# Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
W-M-# Mechanically Fastened Assemblies over Wood Deck (New or Existing)
W-W-# Induction Welded Assemblies over Wood Deck (New or Existing)
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APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
TP M Adhesive V
Min. 1 5-inch /SO (0] embrane Adhesive 75
C-A-1 WB V-Force Adhered in I.S.0. Stick - XR-S, 500-R, orl.8.0. of
Ribbons spaced 12-inch 0.c TPO Fleece Spray R ribbon adhered (Lim. 9)
" 12-inch o.c.; 500-S or TBSA
Min. 1 5-inch /SO TPO Membrane Adhesive V 075
C-A-2 WB V-Force Adhered in Insulation Adhesive IV - .
ribbon adhered 12-inch o.c. (Lim. 9)
XR-S, 500-R, orl.S.O.
TPO Fleece Spray R ribbon adhered 12-
inch o.c.; 500-S or TBSA
TPO Membrane Adhesive V
Min. 0.5-inch /SO or Min. 1-inch ISO SECUROCK installed with XR-S, 500-R, or1.S.0. .
C-A-3 APP 80 Glass Base CG installed with 1.5.0. Twin Pack | 1.5.0. Twin Pack applied in o Spray R ribbon adhered 12- (L1i:f'g)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c O Fleece inch o.c.; HA, PermaMop, ’
XR-BA, 500-S, or TBSA
TPO Membrane Adhesive V
Min. 0.5-inch ISO or Min. 1-inch ISO SECUROCK installed with XR-S, 500-R, orl.S.0. 112.5
C-A-4 - CG installed with I.S.0O. Stick applied | I.S.0O. Stick applied in ribbons Spray R ribbon adhered 12- (Lim '9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c TPO Fleece inch o.c.; HA, PermaMop, :
XR-BA, 500-S, or TBSA
OPTIONAL Min. 0.5-inch /SO or Min. 1-inch ISO DensDeck installed with .
C-A5 APP 80 Glass Base CG installed with 1.S.0. Twin Pack | 1.S.0. Twin Pack applied in PO TECH'B%‘:]GTSF;\% Bonding (I'_1h1nz'g)
torched adhered applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c ’
Min. 0.5-inch /SO or Min. 1-inch ISO DensDeck installed with .
C-A6 - CG installed with 1.8.0. Stick applied | 1.5.0. Stick applied in ribbons TPO TECH-Bond TPO Bonding | -112.5
S . . Adhesive (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c
APP 80 Glass Base Min. 0.5-inch /SO or Min. 1-inch ISO | Min 0.5-inch ISO HD installed 135
C-A-7 CG installed with 1.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive V .
torched adhered Lo . s . (Lim. 9)
applied in ribbons spaced 12-inch o.c | in ribbons spaced 12-inch o.c
OPTIONAL
. . . Min. 1.5-inch ISO or ISO CG TBSA;
C.AS APP 80 Glass Base Min. ;\5";“;2 clfgbggasa%r?e?égso' with Taper /SO or ISO CG PO Flooce XR-S ribbon adhered -142.5
torched adhered 19-inch o.c I.S.0. Twin Pack or 1.S.0. 12-inch o.c;; (Lim. 9)
e Spray R ribbon adhered or 500-S over ISO CG only
12-inch o.c.
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APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
TPO Membrane Adhesive V
SO DensDeck Prime XR-S, 500-R, or|.S.0. 150
C-A-9 WB V-Force . . : 500-R adhered Spray R ribbon adhered 12- ;
500-R adhered 12-inch o.c. or 500-S 12-inch o.c. or 500-S TPO Fleece inch o.c.; HA, PermaMop, (Lim. 9)
XR-BA, 500-S, or TBSA
ISO ) XR-S or 1.S.0. Spray R 1555
C-A-10 - Insulation Adhesive VI ribbon ] TPO Fleece ribbon adhered 12-inch o.c,; (Lim '9)
adhered 12-inch o.c. or TBSA ’
TPO Membrane Adhesive V
RSies DensDeck Prirme XR-S, 500R, o 150, | 4635
C-A-11 - Insulation Adhesive VI ribbon Insula(;‘/r?n A(;iqlgs_/vehw ribbon TPO Fleece Spray R ribbon adhered 12- (Lim. 9)
adhered 12-inch o.c. adhered 1z2-inch 0.c. inch o.c.; HA, PermaMop,
XR-BA, 500-S, or TBSA
TPO Membrane Adhesive V
ISO DensDeck Prime XR-S, 500-R, or1.S.0. -163.5
C-A-12 WB V-Force I.S.0. Spray R ribbon adhered 1.S.0. Spray R ribbon Spray R ribbon adhered 12- (Lim '9)
12-inch o.c. adhered 12-inch o.c. TPO Fleece inch o.c.; HA, PermaMop, )
XR-BA, 500-S, or TBSA
TPO Membrane Adhesive V
ISO SECUROCK XR-S, 500-R, or1.S.0. 175
C-A-13 - Insulation Adhesive VI ribbon Insulation Adhesive VIl Spray R ribbon adhered 12- (Lim. 9)
adhered 12-inch o.c. ribbon adhered 12-inch o.c. TPO Fleece inch o.c.; HA, PermaMop, '
XR-BA, 500-S, or TBSA
1SO 1SO HD TPO Membrane Adhesive Il 180
C-A-14 - Insulation Adhesive VI ribbon Insulation Adhesive VIII XR-S, 500-R, orl.S.0. Lim. 9
adhered 12-inch o.c. ribbon adhered 12-inch o.c. TPO Fleece Spray R ribbon adhered 12- | (Lim. 9)
inch o.c.; 500-S or TBSA
Min. 1.5-inch ISO or ISO CG L Mombrane Adhesive ¥ -187.5
C-A-15 - installed with 500-R or 1.8.0. Stick -  XR-Sorl.S.0. SprayR (Lim. 9)
applied in ribbons spaced 12-inch o.c TPO Fleece ribbon adhe;‘egcé;zlnch o.c; .
TPO Membrane Adhesive V
C-A-16 } Min. 1.5-inch /SO installed with ) XR-S or 1.S.0. Spray R -187.5
500-S TPO Fleece ribbon adhered 12-inch o.c.; | (Lim.9)
TBSA
Min. 0.5-inch /SO or Min. 1-inch ISO DensDeck installed with .
C-A1T7 - CG installed with 1.S.0. Stick applied | 1.S.0. Stick applied in ribbons TPO TECH-Bond TPO Bonding | -187.5
S . ) Adhesive or TBSA (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
Min. 0.5-inch /SO or Min. 1-inch ISO OPTIONAL TPO Membrane Adhesive Il
C-A-18 ) CG installed with I.S.0. Stick applied ISO HD installed with I.S.0. XR-S or 1.S.0. Spray R -187.5
in ribbons spaced Stick applied in ribbons TPO Fleece ribbon adhered 12-inch o.c.; (Lim. 9)
12-inch o.c spaced12-inch o.c TBSA
Min. 0.5-inch /SO or Min. 1-inch ISO . . . -187.5
: . . - Min. 7/16-inch OSB installed . .
C-A-19 - CG installed with 1.8.0. Stick applied | "\ 5 0. Stick applied in TPO Membrane Adhesive 11| (Lim-9;
in ribbons spaced ribbons spaced 12-inch o.c Non-
12-inch o.c P : HVHZ)
1SO /SO HD TPO Membrane Adhesive Il 105
C-A-20 - Insulation Adhesive VI ribbon Insulation Adhesive Ill ribbon  XR-SorlS.0. SprayR (Lim. 9)
adhered 12-inch o.c. adhered 12-inch o.c. TPO Fleece ribbon adhe;g%;Z-mch 0.C.; :
. ) TPO Membrane Adhesive V
CA ) Min. 0.5-inch /SO installed with 5352‘;’;?02’5 installed with RS ribbon adhored 12- 195
500-R spaced 12-inch o.c. or 500-S 500-S s TPO Fleece inch o.c.; PermaMop; TBSA | (Lim.9)
or 500-S
TPO Membrane Adhesive V
. T . . DensDeck Prime; 500-R XR-S or 1.S.0. Spray R R
C-A-22 - Min. 1'152[?:‘;‘/?2' g?golg_asdhered adhered 12-inch o.c. or TPO Fleece ribbon adhered 12-inch o.c.; (Li1n?59)
© 500-S HA; PermaMop; XR-BA; '
TBSA,or 500-S
C-A23 - - - PO Membrane Adhesive | -205
(Lim. 9)
L TPO Membrane Adhesive V
CA24 ) Min. 1.5-inch /SO; 1.8.0. Spray R ggf:f;cr’i‘bﬁgfgak;gj XR-S or 1.5.0. Spray R 205
ribbon adhered 12-inch o.c. 12-inch o.c TPO Fleece ribbon adhered 12-inch o.c.; | (Lim.9)
o HA; PermaMop; XR-BA
Tapered /SO installed with I.S.0. DensDeck Prime installed TPO Membrane Adhesive V 205
C-A-25 V-Force Stick applied in ribbons spaced with 1.S.0. Stick applied in o XR-S or1.S.0. Spray R (Lim. 9)
12-inch o.c. ribbons spaced 12-inch o.c. TPO Fleece ribbon adhered 12-inch o.c. :
APP 80 Glass Base Min. 0.5-inch ISO or Min. 1-inch ISO | Min 0.5-inch /SO HD installed 225
C-A-26 CG installed with 1.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive | .
torched adhered o . - . (Lim. 9)
applied in ribbons spaced 12-inch o.c | in ribbons spaced 12-inch o.c
OPTIONAL Min. 0.5-inch /SO or Min. 1-inch ISO DensDeck installed with .
C-A27 APP 80 Glass Base CG installed with 1.S.0. Twin Pack | 1.S.0. Twin Pack applied in PO TEC:&E;’;SJ(';OTSET'”Q (I'_zi‘r‘r;"g)
torched adhered applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c ’
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
OPTIONAL Min. 0.5-inch /SO or Min. 1-inch ISO DensDSciESr;leAli_nstalled 2475
C-A-28 APP 80 Glass Base CG installed with 1.S.0. Twin Pack h . . TPO Membrane Adhesive V L
torched adhered applied in ribbons spaced 12-inch o.c with |.S.0. Twin Pack applied (Lim. 9)
) in ribbons spaced 12-inch o.c
Min. 0.5-nch /SO or Min. 1-inch 1S | i 71600 LR e (in‘rt\?'g-
C-A-29 - CG installed with 1.S.0. Twin Pack o . . TPO Membrane Adhesive Il -
applied in ribbons spaced 12-inch o.c with |.S.0. Twin Pack applied Non-
PP P ’ in ribbons spaced 12-inch o.c HVHZ)
OPTIONAL TPO Membrane Adhesive V
V-Force or 1-2 ply of Ply IV . . . .
or VI in hot asphalt or APP Mln_. 0.5-inch ISO installed with I.S_.O. XR-S or 1.5.0. Spray R 255
C-A-30 Twin Pack or I.S.0. Spray R applied - . - .
80 Glass Base, SBS Glass in ribbons spaced 12-inch o.c TPO Fleece ribbon adhered 12-inch o.c. | (Lim.9)
FR Torch, or SBS Poly e or TBSA
Torch Base torch adhered
s OMEPW:nSI;g\é:khlassaa ion OPTIONAL TPO Membrane Adhesive V
C-A-31 OFTIONAL Adhesive, Duro-Grip WeatherTite Min. 1-inch ISO; _XR-SorlS.0. Spray R =255
V-Force ; o 1.S.0. Stick adhered TPO Fleece ribbon adhered 12-inch o.c.; | (Lim.9)
One Step, or |.S.0. Stick applied in 19-inch o.c
ribbons spaced12-inch o.c. o or TBSA
TPO Memb. Adhesive Il
Tapered SO installed with ISO HD installed with 1.5.0. T Yo 2625
C-A-32 V-Force 1.S.0. Stick applied in ribbons Stick applied in ribbons XR-Sorl.S.0. Spray R (Lim. 9)
spaced 12-inch o.c. spaced12-inch o.c. TPO Fleece ribbon adhered 12-inch o.c. .
or TBSA
OPTIONAL
V-Force or . TPO Membrane Adhesive Il
1-2 ply of Ply IV or VI Min. 0.5-inch /SO installed with ISO HD or DensDeck Prime
: . installed with 1.S.0. Twin
C-A-33 in hot asphalt or 1.S.0. Twin Pack or I.S.0. Spray R Pack or 1.S.0. Sprav R -262.5
APP 80 Glass Base, applied in ribbons spaced aoplied in rib-bc.Jné spac);d 12- (Lim. 9)
SBS Glass FR Torch, or 12-inch o.c. PP inch 0.0 P TPO Fleece XR-Sorl.S.0. Spray R
SBS Poly Torch Base - ribbon adhered 12-inch o.c.
torch adhered
Min. 0.5-inch /SO installed with Min 0.5-inch /SO HD installed
C-A-34 APP B0 Glass Base 1.S.0. Twin Pack applied in ribbons | with 1.S.0. Twin Pack applied TPO Membrane Adhesive Il -277.5
torched adhered ! - . (Lim. 9)
spaced 12-inch o.c in ribbons spaced 12-inch o.c
) . ) . OPTIONAL TECH-Bond TPO LVOC
C.A35 APP 80 Glass Base | '\S’"g ?Lcif]hlj’:g( SG :i“esfi‘::er?b‘g’gss Min 0.5-inch /SO HD installed 0 Bonding Adhesive or TECH- | -277.5
torched adhered = pp with 1.S.0. Twin Pack applied Bond TPO y Bonding (Lim. 9)
spaced 12-inch o.c - . .
in ribbons spaced 12-inch o.c Adhesive
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
ISO HD XR-S or1.S.0. Spray R 285
C-A-36 - - Insulation Adhesive Il ribbon TPO Fleece ribbon adhered 12-inch o.c. (Lim. 9)
adhered12-inch o.c. or TBSA ’
TPO Memb. Adhesive V
1SO SECUROCK cmbrane AeSVe 3475
C-A-37 - Insulation Adhesive I.S.0. Stick or I.S.0. Spray R XR-S rlbbon.adhered. 12- (Lim '9)
ribbon adhered 6-inch o.c. ribbon adhered 6-inch o.c. TPO Fleece inch o.c.; XR-BA; :
PermaMop,; HA
OPTIONAL :
TECH-Bond TPO Bondin
V-Force or 1-2 ply of Ply IV Min. 0.5-inch /SO installed with SECUROCK installed with TPO Adhesive or TBSA "9
C-A-38 or Vlin hot asphalt or APP 1.S.0. Twin Pack or I.S.0. Spray R 1.S.0. Twin Pack or 1.S.0. -347.5
80 Glass Base, SBS Glass applied in ribbons spaced Spray R applied in ribbons XR-S ribbon adhered (Lim. 9)
FR Torch, or SBS Poly 12-inch o.c. spaced 12-inch o.c. TPO Fleece 19-inch o.c.- PermaMo
Torch Base torch adhered o P
OPTIONAL DensDeck Prime; 1.S.0. .
C-A-39 OPT\'/%NAL Min. 1-inch /SO; 1.S.0. Spray R Spray R ribbon adhered 12- TPO Fleece L:dﬁérsezriyini:t;bgn (L-i?:OQ)
ribbon adhered 12-inch o.c. inch o.c. " :
Min. 0.5-inch ISO or Min. 1-inch ISO | Min 0.5-inch /SO HD installed -360
C-A-40 - CG installed with 1.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive Il (Lim. 9)
applied in ribbons spaced 12-inch o.c | in ribbons spaced 12-inch o.c :
Min. 1-inch /SO CG installed with apoBond TROBondng | e
C-A-41 - I.S.0. Twin Pack applied in ribbons - TPO LVOC Bo‘ndin Adhesive, or | (Lim. 9)
spaced 12-inch o.c TB%A ’ ’
V-Force or 1-2 ply of Ply IV . . TECH-Bond TPO Bonding
or VI in hot asphalt or APP | Min. 0.5-inch /SO installed with 1.5.0. | SECUROCK installed with TPO Adhesive
; . 1.S.0. Twin Pack or I.S.0. -400
C-A-42 80 Glass Base, SBS Glass | Twin Pack or .S.0. Spray R applied Sprav R apolied in ribbons Sri (Lim. 9)
FR Torch, or SBS Poly in ribbons spaced 12-inch o.c. T e i ot TPO Fleece XR-S ribbon adhered '
Torch Base torch adhered P - 12-inch o.c.; PermaMop
TECH-Bond TPO Bondi
SECUROCK TPO Ahesive 9 435
C-A-43 - I.S.0. Spray R - - .
ribbon adhered 12-inch o.c. TPO Fleece Xli?r;ghncl))?nPae(izvear;\a/ligz- (Lim. 9)
SECUROCK .
C-A-44 - Insulation Adhesive - TPO Fleece XR-S ribbon adhered 12- (L-i4r:59)
ribbon adhered12-inch o.c. o P ’
ISO HD 445
C-A-45 - - Insulation Adhesive Il TPO Membrane Adhesive Il (Lim. 9)
ribbon adhered 12-inch o.c. ’
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"AMRIZE BUILDING ENVELOPE LLC

= C E E dba DURO-LAST ROOFING, INC.
f R K [APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
UG WaponBamer Base Insulation Top Insulation Membrane Membrane Attachment Ll
No. (Note 9) (psf)
Zrli;)lrl vl LSZ ’;';’l t"gf/'g’P'l\D/ Min. 0.5-inch /SO installed with SECUROCK installed with
C-A-46 80 Glass Basep SBS Glass 1.S.0. Twin Pack or I.S.0. Spray R 1.S.0. Twin Pack or I.S.0. TPO TECH-Bond TPO Bonding -495
’ applied in ribbons spaced Spray R applied in ribbons Adhesive (Lim. 9)
FR Torch, or SBS Poly 12-inch o.c spaced 12-inch o.c
Torch Base torch adhered o P o
SECUROCK .
C-A-47 - Insulation Adhesive - TPO TECHB%%;;\% Bonding (L'i‘:‘fsg)
ribbon adhered 12-inch o.c. ’
-502.5
C-A-48 - - - TPO Fleece 500-S (Lim. 9)
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Existing or Recover)
System Base Base Insulation To.p Top Insulation or Base Sheet MDP
- Insulation or Membrane Membrane Attachment
No. Insulation Attachment Attachment (psf)
Base Sheet
OPTIONAL Preliminarily 0.5-inch CD Fasteners & Insulation Plates (Li-:10 7.
C-AM-1 ) Secured or secured DensDeck or HD Fasteners & Insulation Plates TPO Membrane Adhesive V C
Insulation . - Non-
with top layer Prime secured 10 per 4 ft. x 8 ft. board
HVHZ)
Min. Preliminarily 0.5-inch CD Fasteners & Insulation Plates XRa' gh‘:r;dsg iﬁg{]‘"’g 5_2,3\90” (Li':‘o -
C-AM-2 0.5-inch Secured or secured DensDeck or HD Fasteners & Insulation Plates TPO Fleece o oA s
Insulation with top layer Prime secured 10 per 4 ft. x 8 ft. board PermaMop; XR-BA; TBSA or Non-
’ ’ 500-S HVHZ)
L -37.5
. . Preliminarily HD Fasteners & Plates or CD : .
C-AM-3 | Min.-0&dnch | g 0 e orsecured | SBS PolyBase | Fasteners & Plates secured 12-inch TPO Fleece . 1.S.0. Spray R (Lim. 7;
ISO . L ,, ribbon adhered 12-inch o.c. Non-
with top layer o.c. within the 3-3/8” welded lap
HVHZ)
Preliminarily Min. 2-inch HD Fasteners & Plates or CD -37.5
C-AM-4 | OPTIONAL 1 g0 red or secured | 15O, 1SO HD-C Fasteners & Plates secured TPO Membrane Adhesive | (Lim. 7;
Insulation with top laver or ISO CG 12 per 4 ft. x 8 ft. board Non-
play (Alt. Pattern 2) HVHZ)
MB Base CD Fasteners & Insulation Plates 45
Min. Preliminarily SBS Base :or or HD Fasteners & Insulation Plates (Lim. 7;
C-AM-5 0.5-inch Secured or Secured Channel secured 12-inch o.c. at the lap and TPO Fleece HA or PermaMop Nor.1- ’
Insulation with Top Layer Venti 12-inch o.c. in two staggered,
enting Base . h HVHZ)
intermediate rows
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC

dba DURO-LAST ROOFING, INC.
[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Existing or Recover)
System Base Base Insulation To.p Top Insulation or Base Sheet MDP
: Insulation or Membrane Membrane Attachment
No. Insulation Attachment Attachment (psf)
Base Sheet
CD Fasteners & Insulation Plates or
Min. Preliminarily SBS Base HD Fasteners & Insulation Plates Rib)g;i (s)rzlafédoé‘? ;az R;n d (Li-:ls 7.
C-AM-6 0.5-inch Secured or Secured 3.4-inch side secured 12-inch o.c. at the lap and TPO Fleece sP T s
; . ; . located directly over the base Non-
Insulation with Top Layer laps 12-inch o.c. in two staggered,
. h sheet fastener rows HVHZ)
intermediate rows
TPO Membrane Adhesive V
OPTIONAL Preliminarily CD Fasteners & Insulation Plates or XR-S, 500-R, or1.S.0. Spray 45
C-AM-7 Insulation Secured or Secured SECUROCK HD Fasteners & Insulation Plates o R ribbon adhered 12-inch o.c.; (Lim. 7)
with Top Layer secured 18 per 4 ft. x 8 ft. board TPO Fleece HA; PermaMop; XR-BA; TBSA '
or 500-S
TPO Membrane Adhesive V 45
OPTIONAL Preliminarily Min. 0.5-inch CD Fasteners & Insulation Plates or XR-S, 500-R, or1.S.0. Spray (Li-m 7:
C-AM-8 Insulation Secured or secured DensDeck HD Fasteners & Insulation Plates R ribbon adhered 12-inch o.c,; Noﬁ- ’
with top layer Prime secured 12 per 4 ft. x 8 ft. board TPO Fleece HA; PermaMop; XR-BA; TBSA HVHZ)
or 500-S
TPO Membrane Adhesive V 45
Preliminarily . T CD Fasteners & Insulation Plates or XR-S, 500-R, or |.S.0. Spray - X
C-AM-9 Ohss-l;/llggﬂ_ Secured or secured '\élg‘cggolrgﬁ HD Fasteners & Insulation Plates TPO FI R ribbon adhered 12-inch o.c,; (Lr‘ll?,',_-, ’
with top layer secured 8 per 4 ft. x 8 ft. board © Fleece HA; PermaMop; XR-BA; TBSA | qynz)
or 500-S
Preliminarily . . CD Fasteners & Insulation Plates or
cam-10 | QPTIONAL 1 secured or Secureq | MM, 2neh HD Fasteners & Insulation Plates TPO Membrane Adhesive (Li':f 7
with Top Layer secured 12 per 4 ft. x 8 ft. board :
CD Fasteners & Min. 1.5-inch TPO Membrane Adhesive V
Plates or Yo
HD Fasteners & 1SO or . o 45
C-AM-11 DensDeck Insulation Plates Tapered ISO 1.S.0. Stick or 500-R applied in XR-S, 500-R, or1.S.0. Spray (Lim. 7;
Prime secured with ISO HD or ribbons spaced 12-inch o.c. TPO Fleece R ribbon adhered 12-inch o.c.; Non-
8 per 4 ft x 8 ft board Deg;nezck TBSA or 500-S HVHZ)
followed by V-Force
Preliminaril CD Fasteners & Insulation Plates or
C-AM-12 OPTIONAL Secured or Sec{Jred Min. 1-inch HD Fasteners & Insulation Plates TPO TECH-Bond TPO Bonding -52.5
Insulation . ISO CG secured 20 per 4 ft. x 8 ft. board Adhesive or TBSA (Lim. 7)
with Top Layer
(Alt. Pattern)
Preliminarily CD Fasteners & Insulation Plates or TPO Membrane Adhesive V
C-AM-13 ?E;ngcﬁql' Secured or secured De,g;ggck HD Fasteners & Insulation Plates PO Fi XR-BA, PermaMop; HA; (L-i5n21.57)
with top layer secured 18 per 4 ft. x 8 ft. board O Fleece or 500-S ’
DLR24001.2 FL47206-R2
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Existing or Recover)
System Base Base Insulation To.p Top Insulation or Base Sheet MDP
- Insulation or Membrane Membrane Attachment
No. Insulation Attachment Attachment (psf)
Base Sheet
Preliminarily . . CD Fasteners & Insulation Plates or
C-AM-14 C;E;Jgt’;lﬂ‘ Secured or Secured Min. /?s'g-mCh HD Fasteners & Insulation Plates TPO Membrane Adhesive IV (Li-r?IO 7
with Top Layer secured 18 per 4 ft. x 8 ft. board i
OPTIONAL Preliminarily Min. 0.5-inch CD Fasteners & Insulation Plates or TPO Membrane Adhesive IV -60
C-AM-15 Insulation Secured or Secured SECLjROCK HD Fasteners & Insulation Plates o XR-BA, PermaMop; HA; or (Lim. 7)
with Top Layer secured 18 per 4 ft. x 8 ft. board TPO Fleece 500-S
CD Fasteners &
Insulation Plates or
Min. HD Fasteners & . . . . .
. ; Min. 1.5-inch Insulation Adhesive VIl TECH-Bond TPO Bonding -60
C-AM-16 | 1.5dnch Insulation Plates 1SO HD-C Ribbons spaced 12-inch 0.c TPO Adhesive or TBSA (Lim. 7)
ISO secured
18 per4ft. x 8ft.
board
Preliminarily . . CD Fasteners & Insulation Plates or TPO Membrane Adhesive IV
OPTIONAL Min. 0.5-inch : -60
C-AM-17 ) Secured or secured HD Fasteners & Insulation Plates XR-BA, PermaMop; HA; or .
Insulation with top layer SECUROCK secured 15 per 4 ft. x 8 ft. board TPO Fleece 500-S (Lim. 7)
CD Fasteners & TPO Membrane Adhesive V
Insulation Plates or Min. 0.5-inch
C-AM-18 Min. 2-inch ISO HD Fasteners & ISO or ISO CG Insulation Adhesive VI XR-S, 500-R, or |.S.0. Spray -60
or ISO CG Insulation Plates followed by Ribbons spaced 6-inch o.c. TPO Fleece R ribbon adhered 12-inch o.c.; (Lim. 7)
secured 18 per ISO HD TBSA or 500-S
4 ft. x 8 ft. board
Preliminarily . . CD Fasteners & Insulation Plates or TPO Membrane Adhesive IV
C-AM-19 ?’I;’;III(;;:I;L Secured or secured '}g/lg‘c?j/g-olrgg HD Fasteners & Insulation Plates XR-BA, PermaMop; HA; or (L-?nl:.59)
with top layer secured 8 per 4 ft. x 8 ft. board TPO Fleece 500-S :
CD Fasteners & TPO Membrane Adhesive V
Insulation Plates or
C-AM-20 Min. 2-inch /SO HD Fasteners & SO HD Insulation Adhesive VI XR-S, 500-R, or 1.S.0. Spray -67.5
or ISO CG Insulation Plates Ribbons spaced 6-inch o.c. TPO Fleece R ribbon adhered 12-inch o.c.; (Lim. 7)
secured 18 per TBSA or 500-S
4 ft. x 8 ft. board
CD Fasteners & TPO Membrane Adhesive IV
Insulation Plates or 67.5
Min. 2-inch HD Fasteners & Insulation Adhesive VII o
C-AM-21 ISO Insulation Plates SECUROCK Ribbons spaced 6-inch o.c. TPO FEleece XR-BA, Per maI\S/Iop,' HA; or (Lim. 7)
secured 18 per 500-
4 ft. x 8 ft. board
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= CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Existing or Recover)
System Base Base Insulation To.p Top Insulation or Base Sheet MDP
: Insulation or Membrane Membrane Attachment
No. Insulation Attachment Attachment (psf)
Base Sheet
OPTIONAL Preliminarily Min. 0.5-inch CD Fasteners & Insulation Plates or TPO Membrane Adhesive IV 675
C-AM-22 Insulation Secured or secured SECUROCK HD Fasteners & Insulation Plates XR-BA, PermaMop; HA; or (Lim. 7)
with top layer secured 20 per 4 ft. x 8 ft. board TPO Fleece 500-S :
Preliminarily . . CD Fasteners & Insulation Plates or .
C-AM-23 OPTIONAL Secured or secured Min. 1.5-inch HD Fasteners & Insulation Plates TPO TECH-Boqd TPQ Bonding '.67'5
Insulation . ISO HD-C Adhesive or TBSA (Lim. 7)
with top layer secured 15 per 4 ft. x 8 ft. board
Preliminarily Min. 0.5-inch CD Fasteners & Insulation Plates or TPO Membrane Adhesive Il
OPTIONAL . - -67.5
C-AM-24 Insulation Secured or secured DensDeck HD Fasteners & Insulation Plates XR-S, 500-R, ribbon adhered (Lim. 7)
with top layer Prime secured 18 per 4 ft. x 8 ft. board TPO Fleece 4-inch o.c.; TBSA or 500-S !
Preliminarily . . CD Fasteners & Insulation Plates or .
C-AM-25 OPTIONAL Secured or secured Min. 1.5-inch HD Fasteners & Insulation Plates TPO TECH-Bon_d TPO Bonding s .
Insulation . ISO HD-C Adhesive or TBSA (Lim. 7)
with top layer secured 18 per 4 ft. x 8 ft. board
Preliminarily . . CD Fasteners & Insulation Plates or
C-AM-26 O/S;;ng(ﬁ,l_ Secured or Secured Min. /glc? ch HD Fasteners & Insulation Plates TPO Membrane Adhesive IV (Li-r315 7
with Top Layer secured 20 per 4 ft. x 8 ft. board ’
OPTIONAL Preliminarily Min. 0.5-inch CD Fasteners & Insulation Plates or TPO Membrane Adhesive Il 75
C-AM-27 Insulation Secured or secured DensDeck HD Fasteners & Insulation Plates o XR-S, 500-R, ribbon adhered (Lim. 7)
with top layer Prime secured 20 per 4 ft. x 8 ft. board TPO Fleece 4-inch o.c.; or 500-S )
CD Fasteners &
Insulation Plates or .
. . 1.S.0. Stick, I.S.0. Spray R, I.S.0. .
Min. 2-inch HD Fasteners & . : XR-S, 500-R, ribbon adhered -82.5
C-AM-28 SO Insulation Plates ISO HD Twin Pack, or 5000;R adhered 6-inch TPO Fleece 6-inch o.c.: or 500-S (Lim. 7)
secured 20 per 4 ft. o
x 8 ft. board
Preliminarily . . CD Fasteners & Insulation Plates or
C-AM-29 OPTIONAL Secured or Secured Min. 0.5-inch HD Fasteners & Insulation Plates TPO Membrane Adhesive IV '.82'5
Insulation - SECUROCK (Lim. 7)
with Top Layer secured 18 per 4 ft. x 8 ft. board
Preliminarily . . CD Fasteners & Insulation Plates or
C-AM-30 ?,f;,lgml' Secured or Secured Min. Igg'mh HD Fasteners & Insulation Plates TPO Membrane Adhesive | (Li-:10 7
with Top Layer secured 24 per 4 ft. x 8 ft. board i
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Concrete Deck (New or Existing)
Syst Vapor B B | lati T MDP
ystem Barrier ase ase insutation op Top Insulation Attachment | Membrane Membrane Attachment
No. Insulation Attachment Insulation (psf)
Preliminarily PO Attached in-lap 12-inch o.c. -30
C-M-1 ) OPTIONAL Secured or OPTIONAL Preliminarily Secured (120-inch with HD Fasteners & Plates; (Lim. 7;
Insulation Secured with Top Cover Board Y wide) Side laps spaced 114-inch Non-
Layer o.C. HVHZ)
Lo Min. 60 mil Attached in-lap 12-inch o.c.
Preliminarily h -37.5
. . Duro-TECH with HD Fasteners & Plates : i
C-M-2 - Min. 1.5-_|nch Secur eq or OPTIONAL Preliminarily Secured TPO or CD Fasteners & Plates; (Lim. 7;
Insulation secured with top Cover Board . } ) Non-
(120-inch Side laps spaced 114-inch
layer - HVHZ)
wide) o.C.
UltraPly QuickSeam R.M.A
Preliminarily Strip attached 72-inch o.c. -37.5
VR } Min. 1.5-inch Secured or OPTIONAL T and secured with Polymer (Lim. 7;
C-M-3 Insulation secured with top Cover Board Preliminarily Secured TPO Batten Strip and Heavy-Duty Non-
layer fasteners spaced 12-inch o.c. HVHZ)
along the batten
UltraPly QuickSeam R.M.A
Preliminarily Strip attached 114-inch o.c. -37.5
Min. 1.5-inch Secured or OPTIONAL Lo and secured with HD (Lim. 7;
C-M-4 ) Insulation secured with top Cover Board Preliminarily Secured TPO Fasteners & Plates or CD Non-
layer Fasteners & Plates spaced HVHZ)
12-inch o.c.
Preliminarily TPO Attached in-lap 24-inch o.c. -45
C-M-5 ) Min. 1.5-inch Secured or OPTIONAL Preliminarily Secured (48-inch with HD Fasteners & Plates (Lim. 7;
Insulation secured with top Cover Board Y wide) or CD Fasteners & Plates; Non-
layer Fastener rows 42-inch o.c. HVHZ)
UltraPly QuickSeam R.M.A
Preliminarily Strip attached 48-inch o.c. -45
Min. 1.5-inch Secured or OPTIONAL L and secured with HD (Lim. 7;
C-Mo . Insulation secured with top Cover Board Preliminarily Secured s Fasteners & Plates or CD Non-
layer Fasteners & Plates spaced HVHZ)
24-inch o.c.
UltraPly QuickSeam R.M.A
Preliminarily Strip attached 48-inch o.c. -45
Min. 1.5-inch Secured or OPTIONAL L and secured with Polymer (Lim. 7;
C-M-7 ) Insulation secured with top Cover Board Preilminarlly Secured PO Batten Strip and Heavy-Duty Non-
layer fasteners spaced 24-inch o.c. HVHZ)
along the batten
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Concrete Deck (New or Existing)
Syst Vapor B B Insulati T MDP
ystem Barrier ase ase insutation op Top Insulation Attachment | Membrane Membrane Attachment
No. Insulation Attachment Insulation (psf)
Attached in-lap 12-inch o.c.
with HD Fasteners & Plates
or CD Fasteners & Plates;
Preliminarily Fastener rows spaced 114-
Min. 1.5-inch Secured or OPTIONAL TPO inch o.c.; UltraPly QuickSeam | 45
C-M-8 - ln:sullation secured with to Cover Board Preliminarily Secured (120-inch R.M.A Strip attached (Lim. 7)
laver P wide) evenly spaced between side '
Y laps and secured with
Polymer Batten Strip and
Heavy-Duty fasteners spaced
12-inch o.c. along the batten
UltraPly QuickSeam R.M.A
Preliminarily Strip attached 72-inch o.c.
Min. 1.5-inch Secured or OPTIONAL Lo and secured with HD -45
C-M-9 ) Insulation secured with top Cover Board Preliminarily Secured TPO Fasteners & Plates or CD (Lim. 7)
layer Fasteners & Plates spaced
12-inch o.c.
Preliminarily . .
. . TPO Attached in-lap 6-inch o.c.
C-M-10 ; Min. 1.5-inch Secured or OPTIONAL Preliminarily Secured (148-inch | with HD Fasteners & Plates; | 02
Insulation Secured with Top Cover Board id E 142-inch (Lim. 7)
Layer wide) astener rows -inch o.c.
PS’:g’u"r’gj’;’)’g’ OPTIONAL TPO Attached in-lap 6-inch o.c. 525
C-M-11 - Insulation . Preliminarily Secured (96-inch with HD Fasteners & Plates; o
secured with top Cover Board . . (Lim. 7)
layer wide) Fastener rows 90-inch o.c.
Preliminarily TPO Attached in-lap 6-inch o.c.
C-M-12 ) Min. 0.5-inch Secured or OPTIONAL Preliminarily Secured (120-inch with HD Fasteners & Plates -52.5
Insulation secured with top Cover Board Y wide) or CD Fasteners & Plates; (Lim. 7)
layer Fastener rows 114-inch o.c.
Vi Preliminarily Sﬂ?&ﬁ%g& Attached in-lap 12-inch o.c.
L Secured or OPTIONAL L with HD Fasteners & Plates -52.5
C-M-13 - 1.5-inch . Preliminarily Secured TPO : ;
: secured with top Cover Board . or CD Fasteners & Plates; (Lim. 7)
Insulation (60-inch .
layer . Fastener rows 54-inch o.c.
wide)
Attached in-lap 6-inch o.c.
Preliminarily TPO with HD Fasteners & Plates
C-M-14 ) Min. 0.5-inch Secured or OPTIONAL Preliminarily Secured (96-inch or CD Fasteners & Plates; -60
Insulation secured with top Cover Board y wide) Fastener rows 89-inch o.c.; (Lim. 7)
layer
7-inch wide side laps
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Concrete Deck (New or Existing)
Syst Vapor B B | lati T MDP
ystem Barrier ase ase insutation op Top Insulation Attachment | Membrane Membrane Attachment
No. Insulation Attachment Insulation (psf)
Preliminarily Ig/lulro-?r(l)ircnll-li Attached in-lap 6-inch o.c.
C-M-15 ) Min. 0.5-inch Secured or OPTIONAL Preliminarily Secured TPO with HD Fasteners & Plates -60
Insulation secured with top Cover Board y (120-inch or CD Fasteners & Plates; (Lim. 7)
layer - Fastener rows 114-inch o.c.
wide)
6 mil CD Fa§teners &
polyethylene g;sﬁgt;?;sgﬁ;iz TPO Attached in-lap 6-inch o.c. HD
C-M-16 sheet; 6-inch Min. 2-inch & Insulation OPTIONAL Preliminarily Secured (96-inch Fasteners & Plates or CD -67.5
wide laps Insulation Cover Board y . Fasteners & Plates; Fastener (Lim. 7)
. Plates secured 8 wide) ;
sealed with rows 89-inch o.c.
duct tape per4ft. x 8 ft.
board
Attached in-lap 6-inch o.c.
Preliminarily with Heavy-Duty Fasteners
. . TPO and Coiled Metal Batten Bar;
C-M-17 - Min. 0.5-_|nch Secureq or OPTIONAL Preliminarily Secured (120-inch Fastener rows 114-inch o.c; .'75
Insulation secured with top Cover Board - : . . (Lim. 7)
| wide) Min. 5-inch wide heat weld
ayer h
encapsulating batten and
fasteners
Heavy Duty Fasteners and
Preliminarily 0.75" Polymer Batten Strips
Min. 1.5-inch Secured or OPTIONAL o TPO centered in-lap and fastened | g, g
C-M-18 - ) . Preliminarily Secured (74-inch 6-inch o.c.; Fastener rows .
Insulation Secured with Top Cover Board id 68-inch " Min. B-inch wid (Lim. 7)
Layer wide) -inch o.c.; Min. 5-inch wide
heat weld encapsulating
plates and fasteners
Induction Welded Assemblies over Concrete Deck (New or Existing)
System Vappr Basg Base Insulation Top_ Top Insulation Attachment Membrane | Membrane Attachment il
No. Barrier Insulation Attachment Insulation (psf)
Preliminarily DuroBond fastened at a rate of 45
Min. 1.5-inch Secured OPTIONAL 6 per 4 1t. x 8 ft. board, . (Lim. 7;
C-W-1 - ) . Plate pattern offset 12-inches TPO Induction welded
Insulation or secured with top Cover Board ) Non-
from each adjacent row of
layer . : HVHZ)
insulation boards
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Assemblies over Concrete Deck (New or Existing)
Syl Vappr Basg e MElEien Top_ Top Insulation Attachment Membrane | Membrane Attachment N
No. Barrier Insulation Attachment Insulation (psf)
Preliminarily
. Secured OPTIONAL DuroBond fastened at a rate of . -45
C-W-2 - Insulation o secured with top | Cover Board 8 per 4 ft. x 8 ft. board TPO Induction welded (Lim. 7)
layer
Preliminarily DuroBond fastened at a rate of
. . 8 per 4 ft. x 8 ft. board;
C-W-3 - Min. 1.5-'|nch Secureq OPTIONAL Plate pattern offset 12-inches TPO Induction welded .'60
Insulation or secured with top Cover Board ) (Lim. 7)
| from each adjacent row of
ayer . ;
insulation boards
Preliminarily
Min. 1-inch Secured OPTIONAL DuroBond fastened 6-inch o.c. in . -60
c-w4 ) Insulation or secured with top Cover Board rows 144-inch o.c. TPO Induction welded (Lim. 7)
layer
Preliminarily DuroBond fastened at a rate of
. . 12 per 4 ft. x 8 ft. board;
C-w-5 - Min. 1.5-'|nch Secureq OPTIONAL Plate pattern offset 12-inches TPO Induction welded .'75
Insulation or secured with top Cover Board ) (Lim. 7)
| from each adjacent row of
ayer . -
insulation boards
Preliminarily
Min. 0.5-inch Secured OPTIONAL | DuroBondfastened at a rate of . 75
C-W-6 - . : 12 per 4 ft. x 8 ft. board TPO Induction welded .
Insulation or secured with top Cover Board (Lim. 7)
(Alt. Pattern)
layer
Preliminarily
Min. 1-inch Secured OPTIONAL DuroBond fastened 6-inch o.c. in . -60
C-W-7 ) Insulation or secured with top Cover Board rows 72-inch o.c. TPO Induction welded (Lim. 7)
layer
Preliminarily DuroBond fastened at a rate of
Min. 1.5-inch Secured OPTIONAL 16 per 4 ft. x 8 ft. board, . 105
C-w-8 - . : Plate pattern offset 12-inches TPO Induction welded .
Insulation or secured with top Cover Board f h adi f (Lim. 7)
layer rom each adjacent row o
insulation boards
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Cementitious Wood Fiber Deck (New or Existing)
UG Base Insulation EEED IETIEer) Top Insulation Ve [TETELO Membrane Membrane Attachment N
No. Attachment Attachment (psf)
TP M Adhesive V
Insulation Adhesive IV O X:n;br:gg Rd Oersllvse 0 75
CW-A-1 Min. 1-inch ISO ibb. dhered - - Iy - e .
n. 1-ne . 12?{:‘;] oe(;e TPO Fleece Spray R ribbon adhered 12- | (Lim. 9)
" inch o.c.; TBSA or 500-S
Insulation Adhesive IV Insulation Adhesive IV TPO Membrane Adhesive V 92,5
CW-A-2 Min. 0.5-inch ISO ribbon adhered Min. 0.5-inch ISO ribbon adhered XR-S, 500-R, orl.S.0. Lim.
19-inch o.c. 19-inch o.c. TPO Fleece Spray R ribbon adhered 12- | (Lim. 9)
inch o.c.; TBSA or 500-S
TPO Membrane Adhesive V
Insulation Adhesive IX XR-S, 500-R ribbon adhered 142.5
CW-A-3 Min. 0.5-inch ISO ribbon adhered - - PO Fi 6-inch o.c. or 1.S.0. Spray R (Lim '9)
6-inch o.c. eece ribbon adhered 12-inch o.c. )
or TBSA
Min. 300 psi Celcore MF
with HS Rheology . TECH-Bond TPO Bonding -155
CW-A-4 | Admixture; Min. Ye-inch Poured in place - - TPO Adhesive (Lim. 9)
slurry coat
Min. 300 psi Celcore MF XR-S, 500-R, orl.S.0.
with HS Rheology . Spray R ribbon adhered 12- -160
CW-A5 Admixture; Min. Y-inch Poured in place . ) TPO Fleece inch o.c.; HA; PermaMop; | (Lim. 9)
slurry coat XR-BA; or 500-S
TPO Membrane Adhesive V
Insulation Adhesive IX Insulation Adhesive IX XR-S, 500-R, ribbon 160
CW-A-6 Min. 0.5-inch ISO ribbon adhered DensDeck Prime ribbon adhered adhered 6-inch o.c.; 1.5.0. .
. . TPO Fleece Spray R ribbon adhered 12- | (Lim. 9)
6-inch o.c. 6-inch o.c -
inch o.c; HA PermaMop; or
XR-BA; TBSA or 500-S
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies Adhered Membranes over Cementitious Wood Fiber Deck (New, Existing, or Recover)
. Base Insulation/ .
B EESE (Mt Elo Base Sheet Top Insulation Ve TETELO Membrane Membrane Attachment Ll
No. Base Sheet Attachment (psf)
Attachment
1.8” Two Piece Impact
Nail attached 12-inch
o.c. at the lap and 12- 1.S.0. Spray R ribbon
CW-AM-1 .SBS PquBase inch o.c. in two equally - - TPO Fleece adhered '.52'5
Min. 3.4-inch laps ; (Lim. 7)
spaced, staggered 12-inch o.c.
rows in the field of the
roll
1.8” Two Piece Impact
Nail attached 9-inch
o.c. at the lap and 9- 1.S.0. Spray R ribbon
CW-AM-2 .SBS PquBase inch o.c. in two equally - - TPO Fleece adhered '.67'5
Min. 3.4-inch laps : (Lim. 7)
spaced, staggered 12-inch o.c.
rows in the field of the
roll
1.8” Two Piece Impact
Nail attached 7-inch
o.c. at the lap and 7- 1.S.0. Spray R ribbon y
CW-AM-3 MisnBi FovBase | inch o.c. in two equally - ; TPO Fleece adhered (Lif:’ 2
e P spaced, staggered 12-inch o.c. '
rows in the field of the
roll
Assemblies with All Layers Adhered over Gypsum Deck (New or Existing)
System Base Base Insulation . Top Insulation MDP
No. Insulation Attachment Top Insulation Attachment Membrane Membrane Attachment (psf)
TPO Membrane Adhesive V
Min. 1-inch ISO I.S.0. Spray R Insulation XR-S, 500-R, ribbon -135
G-A-1 95+ GL or ISO Adhesive ribbon adhered - - PO Fi adhered 6-inch o.c., 1.S.0. (Lim. 9)
cG 12-inch o.c. eece Spray R ribbon adhered
12-inch o.c., or TBSA
TECH-Bond TPO Bondi
1.S.0. Twin Pack or 1.S.0. TPO zr:jhesive onding
G-A2 SO HD Spr_ay R Insulation _ - XR-S, 500-R, or 1.S.0. :230
Adhesive ribbon adhered : (Lim. 9)
12-inch o.c. TPO Fleece Spray R ribbon adhered 6-
inch o.c.; TBSA or 500-S
-272.5
G-A-3 - - - - TPO Fleece 500-S (Lim. 9)
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC

dba DURO-LAST ROOFING, INC.
[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Gypsum Deck Assemblies with Adhered Membranes (New or Existing)
System Base Shget or Base Sheet or Insulation Coverboard Coverboard Membrane Membrane Attachment MDP
No. Insulation Attachment Attachment (psf)
1.8” Trufast Twin Loc-Nail Batten
SBS Poly Torch Fastener and Trufast Twin Loc 1.S.0. Spray R ribbon -30
Base; 6-inch wide Coiled Batten Bar fastened 6-inch adhered 33.4-inch o.c. over | (Lim. 7;
G-AM-1 [ {orch adhered side | o.c. along the batten bar within the . . TPO Fleece base sheet torched side Non-
laps 33.4-inch o.c. spaced, torched laps; HA; PermaMop HVHZ)
side laps
. 1.8” LWC Two-Piece Impact Nail TPO Membrane Adhesive V -37.5
G-AM-2 Minsgi-a?jle\;vide attached 9-inch o.c. at the lap and Min. 1-inch rllbsboon zggze% | Ri (Lim. 7;
" Side laps 12-inch o.c. in two equally spaced, ISO or ISO CG 124nch 0. TPO Fleece ShO Spr1a2y. r;]bbon Non-
P staggered rows in the field of the roll o adhered 12-inch o.c. HVHZ)
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System Vapor . Insulation/Cover Membrane MDP
No. Barrier LIHE L Board Attachment SEI2ERD Attachment (psf)
Min. 350 psi Celcore MF with -75
LC-A-1 - HS Rheology Admixture - - TPO Fleece XR-BA or 500-S (Lim. 9)
Min. 200 psi Cellular
Lightweight Concrete TECH-Bond TPO -106.5
S - (MCRF 2 80 Ibf using 1.7” - - s Bonding Adhesive (Lim. 9)
LWC Base-Ply Fastener)
Min. 200 psi Elastizell with TECH-Bond TPO -115
LC-A-3 Zell-Crete Fibers ) ) i Bonding Adhesive (Lim. 9)
XR-S, 500-R, or 1.S.0.
. . . . Spray R ribbon adhered
LC-A-4 Min. 200 ot Flastzell with - - TPO Fleece 12-inch 0.c.; (|-_1ir2nz'g)
e e HA; PermaMop; XR-BA; :
or 500-S
. . XR-S, 500-R, orl.S.0.
M'n' 20.0 psi Cellular Spray R ribbon adhered
Lightweight Concrete ) . -128
LC-A-5 - h ,, - - TPO Fleece 12-inch o.c.; .
(MCRF 2 80 Ibf using 1.7 ) : .| (Lim.9)
LWC Base-Ply Fastener) HA; PermaMop; XR-BA;
or 500-S
LC-A-6 OPTIONAL | Min. 300 psi Celcore MF with ) ) PO TECH-Bond TPO -133.5
SBS TA HS Rheology Admixture Bonding Adhesive (Lim. 9)
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System Vapor . Insulation/Cover Membrane MDP
No. Barrier LIS IS (el Board Attachment MSibEne Attachment (psf)
TPO Membrane Adhesive V
. . . Insulation Adhesive IV XR-S, 500-R, orl.S.O.
OPTIONAL | Min. 300 psi Celcore MF with . ) y SV, -133.5
LC-A-7 SBS TA HS Rheology Admixture ISO HD ribbon adhered 12-inch TPO Fleece Spray R |:|bbon adhered (Lim. 9)
o.c. 12-inch o.c.;
TBSA or 500-S
TPO Membrane Adhesive V
; ; XR-S, 500-R, orl.S.0.
Min. 300 psi Celcore MF with . Insulation Adhesive VIl Spray R ribbon adhered | -133.5
LC-A-8 - . DensDeck Prime ribbon adhered . .
HS Rheology Admixture 19-inch o.c TPO Fleece 12-inch o.c.; (Lim. 9)
e HA; PermaMop; XR-BA;
TBSA or 500-S
1.S.0. Twin Pack
Insulation Adhesive,
. . . Optional layer of Tapered Duro-Grip WeatherTite }
LC-A-9 - Min. 350 ps) Celcore MF with 1SO or ISO CG with One Step, 1.5.0. Spray TPO Bonring s | gy
oy u Min. 2-inch /SO HD-C R, I.S.0. Stick, or 500-R 9 :
ribbon adhered
12-inch o.c.
1.5.0. Twin Pack
Min. 1.5inch /SO or SO CG | jheuiation AdResive,
LC-A-10 ) Min. 350 psi Celcore MF with followed by optional layer of One Ste P 1.S.0. Sora TPO TPO Water Based -135
HS Rheology Admixture Tapered /SO or ISO CG with p, o8 spray Bonding Adhesive (Lim. 9)
. R, I.S.0. Stick, or 500-R
ISO HD or DensDeck Prime . :
ribbon adhered 12-inch
0.C.
XR-S, 500-R, orl.S.0.
. . . . Spray R ribbon adhered
LC-A-11 - Min- 590 ot Flastzell with - - TPO Fleece 12-inch 0.c.; (L'iff:’eg)
HA; PermaMop; XR-BA; :
or 500-S
XR-S, 500-R, orl.S.0.
) . ) Spray R ribbon adhered
LC-A-12 - Min. 300 pei Celearo M with - - TPO Fleece 12-inch 0.c.; (|-_1i?n4'g)
9y HA; PermaMop; XR-BA; :
or 500-S
TPO Membrane Adhesive V
Min. 200 psi Cellular . .
Lightweight Concrete Insu_latlon Adhesive IV XR-S, 5Q0—R, orl.S.0. 150
LC-A-13 - . » ISO HD ribbon adhered Spray R ribbon adhered ;
(MCRF 2 80 Ibf using 1.7 19-inch o.c TPO Fleece 12-inch . TBSA (Lim. 9)
LWC Base-Ply Fastener) e -inch 0.c.; or
500-S
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System Vapor . Insulation/Cover Membrane MDP
No. Barrier LIS IS (el Board Attachment MSibEne Attachment (psf)
TPO Membrane Adhesive V
Min. 200 psi Cellular ; : XR-S, 500-R, orl.S.0.
. . Insulation Adhesive VIl ’ ’
N i Lightweight Concrete . : Spray R ribbon adhered -150
LC-A-14 (MCRF 2 80 Ibf using 1.7" DensDeck Prime rlt;t;?;:lgrc‘illeged TPO Fleece 12-inch 0.c.. (Lim. 9)
LWC Base-Ply Fastener) e HA; PermaMop; XR-BA;
TBSA or 500-S
Min. 200 psi Elastizell with TECH-Bond TPOLVOC -157.5
LC-A-15 Zell-Crete Fibers ) ) TPO Bonding Adhesive (Lim. 9)
TPO Membrane Adhesive V
. . . . Insulation Adhesive IV XR-S, 500-R, orl.S.0. N
LC-A-16 - Min- ggﬁ.gﬁégaégzefg win ISO HD ribbon adhered TPO Flesce Spray R ribbon adhered (L1i:17.g)
12-inch o.c. 12-inch o.c.; TBSA or )
500-S
TPO Membrane Adhesive V
; ; XR-S, 500-R, orl.S.O.
. . . . Insulation Adhesive VI ’ ’
AL _ Min. 300 psi Elastizell with . . Spray R ribbon adhered -157.5
LC-A-17 Zell-Crete Fibers DensDeck Prime rﬁl);;gﬁt:)e(r:ed TPO Fleece 12-inch o.c.: (Lim. 9)
e HA; PermaMop; XR-BA;
TBSA or 500-S
. . . Min. 1-inch /SO with optional I.S.0. Stick or 500-R
LC-A-18 - Min. 350 psi Celcore .MF with layer of Tapered ribbon adhered 12-inch TPO Membrane Adhesive IV '1.87'5
HS Rheology Admixture 1SO o0.C (Lim. 9)
. . . Min. 1.5-inch ISO CG I.S.0. Stick or 500-R
LC-A-19 - M'E; SR%gz:oCechJdr;il\)ﬁltEr\glth with optional layer of ribbon adhered TPO Membrane Adhesive V (dﬁ:;
o Tapered /SO CG 12-inch o.c. :
. . . Optional layer of 1.S.0. Stick or 500-R
LC-A-20 - M'E; SR%gz:oCechJdr;il\)ﬁltEr\glth Tapered ISO or ISO CG with ribbon adhered TPO Membrane Adhesive | (dﬁ:;
oy Min. 2-inch ISO HD-C 12-inch o.c. :
Min. 1.5-inch ISO or ISO CG .
. . . . 1.S.0. Stick or 500-R
™ ) Min. 350 psi Celcore MF with followed by optional layer of . . -187.5
LC-A-21 HS Rheology Admixture | Tapered /SO or ISO CG with ribbon adnered TPO Membrane Adhesive I 1 img)
ISO HD or DensDeck Prime o
. . . 1.S.0. Stick or 500-R
LC-A-22 ; Min. 350 psi Celcore MF with DensDeck Prime ribbon adhered TPO Fleece XR-BA or 500-S -187.5
HS Rheology Admixture . (Lim. 9)
12-inch o.c.
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System Vapor . Insulation/Cover Membrane MDP
No. Barrier LIS IS (el Board Attachment MSibEne Attachment (psf)
1.5.0. Twin Pack
Insulation Adhesive or
AL ) Min. 350 psi Celcore MF with Min. 1-inch /SO with optional Duro-Grip WeatherTite . -217.5
LC-A-23 HS Rheology Admixture layer of Tapered ISO One Step ribbon TPO Membrane Adhesive IV (Lim. 9)
adhered
12-inch o.c.
1.5.0. Twin Pack
Optional layer of Insulation Adhesive or
AL } Min. 350 psi Celcore MF with . Duro-Grip WeatherTite . -217.5
LC-A-24 HS Rheology Admixture Tapered ISO or ISO CG with One Step ribbon TPO Membrane Adhesive | (Lim. 9)
Min. 2-inch ISO HD-C
adhered
12-inch o.c.
1.5.0. Twin Pack
Min. 1.5-inch ISO or ISO CG Insulation Adhesive or
AL } Min. 350 psi Celcore MF with followed by optional layer of Duro-Grip WeatherTite . -217.5
LC-A-25 HS Rheology Admixture | Tapered /SO or ISO CG with One Step ribbon TPO Membrane Adhesive I || "g)
ISO HD or DensDeck Prime adhered
12-inch o.c.
1.5.0. Twin Pack
Insulation Adhesive or
Min. 350 psi Celcore MF with . Duro-Grip WeatherTite -217.5
LC-A-26 - HS Rheology Admixture DensDeck Prime One Step ribbon TPO Fleece XR-BA (Lim. 9)
adhered
12-inch o.c.
1.8.0. Twin Pack
. . Insulation Adhesive or
LCA27 ) Min. 350 psi Celcore MF with V'\\,’I't'r’:01pt'gf]gl’i‘§efgf Duro-Grip WeatherTite 0 Vembrane Adhesive v | 2175
HS Rheology Admixture One Step ribbon (Lim. 9)
Tapered ISO CG
adhered
12-inch o.c.
Min. 150 psi Cellular -222.5
Lightweight Concrete TECH-Bond TPO (Lim. 9;
LC-A-28 - (MCRF 2 123 Ibf using 1.7” - - s Bonding Adhesive HVHZ
LWC Base-Ply Fastener) Only)
Min. 350 psi Celcore MF with TECH-Bond TPO -247.5
LC-A-29 ) HS Rheology Admixture } ) PO Bonding Adhesive (Lim. 9)
XR-S or 1.S.0. Spray R -320
Min. 280 psi Celcore MF with ribbon adhered (Lim. 9
LC-A-30 B HS Rheology Admixture ) . TPO Fleece 6-inch o.c.; HVHZ
HA; PermaMop; XR-BA Only)
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System Vapor . Insulation/Cover Membrane MDP
No. Barrier LIS IS (el Board Attachment MSibEne Attachment (psf)
-322.5
AL _ Min. 280 psi Celcore MF with ) ) TECH-Bond TPO (Lim. 9
LC-A-31 HS Rheology Admixture TPO Bonding Adhesive HVHZ
Only)
Min. 360 psi Celcore MF with
) TECH-Bond TPO -335
LC-A-32 - HS Rheology Admixture and - - TPO . . .
Celcore S-1 Bonding Adhesive (Lim. 9)
XR-S or 1.S.0. Spray R
Min. 300 psi Celcore MF with ribbon adhered .350
LC-A-33 SBS TA HS Rheology Admixture; Min. - - TPO Fleece 12-inch o.c,; (Lim. 9)
0.25-inch slurry coat HA; PermaMop; XR-BA; ’
or 500-S
XR-S or 1.S.0. Spray R
. . . ribbon adhered
LC-A-34 - Min. 350 ps, Celcore MF with - - TPO Fleece 12-inch 0.c.; (317'3)
ay HA; PermaMop; XR-BA; :
or 500-S
Min. 300 psi Celcore MF with
) s TECH-Bond TPO -455
LC-A-35 SBS TA HS Rheol_ogy Admixture; Min. - - TPO Bonding Adhesive (Lim. 9)
0.25-inch slurry coat
Lightweight Concrete Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck LWIC Insulation/ Insulation/Cover Membrane Membrane MDP
No. Detail Cover Board Board Attachment Attachment (psf)
XR-S, 500-R, or
G33 F1 1.S.0. Spray R ribbon 45
LS-A-1 L6 S12 Min. 300 psi Celcore MF with HS Rheology - - TPO Fleece adhered 12-inch o.c; (Lim. 9)
! HA; PermaMop; XR-BA; ’
or 500-S
TPO Membrane Adhesive V
G33. F1 Insulation Adhesive XR-S, 500-R or 45
LS-A-2 g Min. 300 psi Celcore MF with HS Rheology ISO HD 1V ribbon adhered 1.S.0. Spray R ribbon .
L 12 . Lim.
6, S 12-inch o.c. TPO Fleece adhered 12-inch o.c.; (Lim. 9)
TBSA or 500-S
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck LWIC Insulation/ Insulation/Cover Membrane Membrane MDP
No. Detail Cover Board Board Attachment Attachment (psf)
TPO Membrane Adhesive V
; ; XR-S, 500-R, orl.S.0O.
Insulation Adhesive ’ ’
AL G33, F1, ; : " DensDeck : Spray R ribbon adhered -45
LS-A-3 L6, S12 Min. 300 psi Celcore MF with HS Rheology Prime vil qgggzhaghcered TPO Fleece 12-inch 0.c.. (Lim. 9)
o HA; PermaMop; XR-BA;
TBSA or 500-S
TECH-Bond TPO
G33, F1, . . . Bonding Adhesive or -45
LS-A-4 L6 Min. 300 psi Celcore MF with HS Rheology - - TPO TECH-Bond TPOLVOC (Lim. 9)
Bonding Adhesive
G33, P, Min. 310 psi Celcore MF with HS Rheology XR-BA; XR-S, 500-R, -45
L8-A-5 L6, S18 over deck treated with Celcore S-1 i ) TPO Fleece 1.8.0. Spray R; or 500-S | (Lim.9)
Min. 360 psi LWIC (MCRF = 176 Ibf with 1.7" XR-S, 500-R, orl.8.0.
G33, . . Spray R ribbon adhered
LWC Base Ply Fastener); Polymer Batten Strip . . -60
LS-A-6 F1W, L6, . - - TPO Fleece 6-inch o.c.; .
spaced 18-inch o.c. through fastened to Steel . . . (Lim. 9)
S12 . . HA; PermaMop; XR-BA;
Deck 12-inch o.c. with Heavy Duty Fasteners
or 500-S
XR-S, 500-R, orl.S.0.
G33 P Spray R ribbon adhered 60
LS-A-7 L5 S12 Min. 350 psi Elastizell with Zell-Crete Fibers - - TPO Fleece 6-inch o.c;; (Lim. 9)
’ HA; PermaMop; XR-BA; '
or 500-S
XR-S, 500-R, or 1.S.0.
. . . Spray R ribbons adhered
LS-A8 Eg3858 Min. 360 psi Celccgzlcl\:/lolieWétP1 HS Rheology and ) ) TPO Fleece 12-inch 0.0.: HA: (Li-:10 0
’ PermaMop; XR-BA; :
or 500-S
TECH-Bond TPO
G33, F1, ) . . . ) Bonding Adhesive or -67.5
LS-A-9 L5 Min. 300 psi Elastizell with Zell-Crete Fibers - - TPO TECH-Bond TPOLVOC (Lim. 9)
Bonding Adhesive
XR-S, 500-R, orl.S.0.
G33, F1, . . . . ‘ Spray R r!bbon ac.ihered 675
LS-A-10 15 S6 Min. 300 psi Elastizell with Zell-Crete Fibers - - TPO Fleece 12-inch o.c;; (Lim. 9)
’ HA; PermaMop; XR-BA; ’
or 500-S
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck LWIC Insulation/ Insulation/Cover Membrane Membrane MDP
No. Detail Cover Board Board Attachment Attachment (psf)
635 F1 Insulation Adhesive TPO Membrane Adhesive V 75
LS-A-11 15 56 Min. 300 psi Elastizell with Zell-Crete Fibers ISO HD 1V ribbon adhered XR-S, 500-R, orl.S.0. Li ) 9
’ 12-inch o.c. TPO Fleece Spray R ribbon adhered (Lim. 9)
12-inch o.c.; or TBSA
TPO Membrane Adhesive V
; ; XR-S, 500-R, orl.S.0.
Insulation Adhesive ’ ’
AL G33, F1, : : : : } . DensDeck : Spray R ribbon adhered -67.5
LS-A-12 L5, S6 Min. 300 psi Elastizell with Zell-Crete Fibers Prime Vil qgggghagiered TPO Fleece 12-inch 0.c.. (Lim. 9)
e HA; PermaMop; XR-BA;
TBSA or 500-S
PO Bonding Adhesive
LS-A-13 G33, P, Min. 300 psi Celcore MF with ) ) 5.0, Spray R o 500R -67.5
L 1 HS Rheol I -1 D - Lim.
5 518 S Rheology and Celcore S TPO Fleece ribbon adhered 12-inch (Lim. 9)
o.c.; or 500-S
Min. 300 psi Celcore MF with HS Rheology - XR-S, 500-R, or|.S.0.
G33, . ) . Spray R ribbon adhered
Admixture; Polymer Batten Strip spaced 18- . . -75
LS-A-14 | F1W, L6, . - TPO Fleece 4-inch o.c; .
inch o.c. through fastened to Steel Deck 12- . . . (Lim. 9)
S12 . h HA; PermaMop; XR-BA;
inch o.c. with Heavy Duty Fasteners
or 500-S
LS-A-15 G33, PW, Min. 360 psi Celcore MF with HS Rheology } } TPO TECH-Bond TPO -82.5
L6, S18 over deck treated with Celcore S-1 Bonding Adhesive (Lim. 9)
XR-S, 500-R, or1.S.0.
G33 F1 Min. 300 psi Celcore MF with HS Rheology Spray R ribbon adhered 90
LS-A-16 L6 812’ Admixture HD Fasteners & Plates through- - - TPO Fleece 12-inch o.c;; (Lim. 9)
! fastened to Steel Deck at a rate of one per 2 ft? HA; PermaMop; XR-BA; ’
or 500-S
TPO Membrane Adhesive V
G33 F1 Min. 300 psi Celcore MF with HS Rheology Insulation Adhesive XR-S, 500-R, orl.S.O. 90
LS-A-17 L6 S12 HD Fasteners & Plates through-fastened to ISO HD IV ribbon adhered Spray R ribbon adhered (Lim. 9)
’ Steel Deck at a rate of one per 2 ft2 12-inch o.c. TPO Fleece 12-inch 0.c.: :
TBSA or 500-S
TPO Membrane Adhesive V
Min. 300 psi Celcore MF with HS Rheology Insulation Adhesive XR-S, 500-R, orl.S.0.
LS-A-18 ?238,;; HD Fasteners & Plates through-fastened to De“gjggck VIl ribbon adhered Spray R ribbon adhered (Li-rio 9)
’ Steel Deck at a rate of one per 2 ft? 12-inch o.c. TPO Fleece 12-incho.c;; )
HA; PermaMop; XR-BA;
TBSA or 500-S
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"AMRIZE BUILDING ENVELOPE LLC

EE dba DURO-LAST ROOFING, INC.
Gl C R K [APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck LWIC Insulation/ Insulation/Cover Membrane Membrane MDP
No. Detail Cover Board Board Attachment Attachment (psf)
. . . XR-S, 500-R, orl.S.0O.
LS-A-19 G33, P, Min. 380 psi Celcore MF with - - TPO Fleece Spray R ribbons spaced .'90
L6, S18 HS Rheology and Celcore S-1 . . (Lim. 9)
4-inch o.c.; or 500-S
Min. 300 psi Celcore MF with HS Rheology TE(_JH-Bond TPO
G33, F1, . Bonding Adhesive or -90
LS-A-20 Admixture HD Fasteners & Plates through- - - TPO .
L6 fastened to Steel Deck at a rate of one per 2 ft? TECH-Bond TPOLVOC (Lim. 9)
Bonding Adhesive
G33 P Min. 380 psi Celcore MF with HS Rheology 1.S.0. Spray R ribbons 90
LS-A-21 L6 S 1 8 over deck treated with Celcore S-1; Ceclore - - TPO Fleece spaced 4-incho.c; (Lim. 9)
! SBS applied over top coat or 500-S '
Min. 300 psi Elastizell
LS-A-22 G3f’6F | HD Fasteners & Plates through-fastened to ; ; TPO TPOgoi%m-BXdesive (L'i:: 59)
Steel Deck at a rate of one per 2 ft2 9 .
Min. 300 psi Elastizell
LS-A-23 G3i’6F1’ HD Fasteners & Plates through-fastened to - - TPO TES;’(E?”%EEQ&VGOC (L-i1n.'1559)
Steel Deck at a rate of one per 2 ft2 9 .
XR-S, 500-R, or|.S.O.
G33 F1 Min. 300 psi Elastizell Spray R ribbon adhered 135
LS-A-24 L6 S 1 2 HD Fasteners & Plates through-fastened to - - TPO Fleece 12-inch o.c; (Lim. 9)
! Steel Deck at a rate of one per 2 ft? HA; PermaMop; XR-BA; ’
or 500-S
TPO Membrane Adhesive V
G33 F1 Min. 300 psi Elastizell Insulation Adhesive XR-S, 500-R, orl.S.0. 135
LS-A-25 L6 S 1 2’ HD Fasteners & Plates through-fastened to ISO HD IV ribbon adhered Spray R ribbon adhered (Lim. 9)
’ Steel Deck at a rate of one per 2 ft2 12-inch o.c. TPO Fleece 12-inch o.c.; TBSA or :
500-S
TPO Membrane Adhesive V
Min. 300 psi Elastizell Insulation Adhesive XR-S, 500-R, orl.S.0.
LS-A-26 %3’,;1;’ HD Fasteners & Plates through-fastened to De,’;;gzc" VI ribbon adhered Spray R ribbon adhered (L}L‘;‘Sg)
’ Steel Deck at a rate of one per 2 ft? 12-inch o.c. TPO Fleece 12-inch o.c; :
HA; PermaMop; XR-BA;
TBSA or 500-S
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with Adhered Membranes (New or Existing)
System Deck LWIC Base Sheet or Base Sheet or Coverboard Coverboard Membrane Membrane MDP
No. Detail Insulation Insulation Attachment Attachment Attachment (psf)
Steel Deck Min. 420 psi Channel 1.8” LWC Two-Piece PO Membrane
(G33, PW, Celcore MF with : Impact Nail attached 9- . . Adhesive V -37.5
L6, S18) HS Rheology Venting Base or inch o.c. at the lap and 9- Min. 1-inch .S.0. Spray R (Lim. 7;
L-AM-1 ’ SBS Base; e S ISO or ribbon adhered 1.S.0. Spray R -
Or (over deck treated Min. 3.5-inch inch o.c. in two equally SO CG 12-inch o.c . Non-
Concrete with Celcore S-1 wide side laps | SPaced, staggered rows o TPO Fleece | ribbon adhered | HynHz)
Deck on steel deck only) P in the field of the roll 12-inch o.c.;
Min. 1-inch
ISO or ISO
CG installed
. ) followed by
Steel Deck Mearlcrete, Im1 '22?&2;:-}’;2;2;'2367_ OPTIONAL Insulation
(G33) Celcore, or Celcore inEh o.c. in the 4-inch Tapered ISO Adhesive Membrane 45
L-AM-2 or MF with HS MA Base . . . or Tapered applied in TPO . .
wide laps, 7-inch o.c. in . Adhesive V (Lim. 7)
Concrete Rheology . ISO CG ribbons spaced
- two (2) staggered rows in .
Deck Admixture the field followed by 12-inch o.c.
OPTIONAL
ISO HD or
DensDeck
Prime
Steel Deck 1.7” LWC Base Ply
(G33, P, Min. 220 osi oo 0ase O | Fastener attached 9-inch
L5, S12W) - 22 PS > 1Oly o.c. at the lap and 9-inch ASTM D 312, -45
L-AM-3 Elastizell with with Min. 3.5- . - - TPO Fleece .
or . . . ; o.c. in two equally Type IV Asphalt | (Lim. 7)
Zell-Crete Fibers inch wide side
Concrete laps spaced, staggered rows
Deck P in the field of the roll
Memb
Steel Deck Min. 310 psi 1.8” Two Piece Impact TPO A;ngsﬁ:t\e/
(G33, P, Celcore MF with Nail attached 12-inch o.c.
L6, S18) HS Rheology SBS Base at the lap and 12-inch 0.5-inch .S.0. Spray R XR-S, 500-R, 45
L-AM-4 Min. 3.4-inch . ribbons spaced or 1.8.0. Spray .
or (over deck treated wide side laps o.c. in two equally ISO 12-inch o.c o : (Lim. 7)
Concrete with Celcore S-1 P spaced, staggered rows o TPO Fleece R ribbons
Deck on steel deck only) in the field of the roll Sé’i".‘fﬂ nggzh
Steel Deck Min. 300 psi 1.7” LWC Base Ply
(G33, P, Celcore MF with SBS Base Fastener attached 9-inch r:bsb(% 2%?;;
L-ams | L5 ST9) HS Rheology Min. 3.4-inch | ©:C:atthelap and S-inch - - TPOFleece | 12-inchoc; | 225
or (over deck treated . . o.c. in two equally . (Lim. 7)
. wide side laps HA; or
Concrete with Celcore S-1 spaced, staggered rows PermaMo.
Deck on steel deck only) in the field of the roll P
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Lightweight Concrete Assemblies with Adhered Membranes (New or Existing)
System Deck LWIC Base Sheet or Base Sheet or Coverboard Coverboard Membrane Membrane MDP
No. Detail Insulation Insulation Attachment Attachment Attachment (psf)
Steel Deck Min. 420 psi 1.7 LWC Base Ply
(G33, PW, Celcore MF with MA Base: Fastener attached 7-inch 1.8.0. Spray R
CAML L6, S18) HS Rheology C ) o.c. at the lap and 7-inch } } ribbon adhered -52.5
L-AM-6 Or (over deck treated w:\g:en.si‘:jtlenlcah s o.c. in two equally TPO Fleece 12-inch o.c.; (Lim. 7)
Concrete with Celcore S-1 P spaced, staggered rows HA; PermaMop
Deck on steel deck only) in the field of the roll
Steel Deck Min. 300 psi 1.8” Two Piece Impact
(G33, P, Celcore MF with Nail attached 9-inch o.c. 1.S.0. Spray R
L5, S18) HS Rheolog SBS PolyBase at the lap and 9-inch o.c ribbon adhered -60
L-AM-7 ’ Y Min. 3.4-inch . . - - TPO Fleece 12-inch o.c;; .
or (over deck treated . . in two equally spaced, . (Lim. 7)
. wide side laps . HA; or
Concrete with Celcore S-1 staggered rows in the PermaMo.
Deck on steel deck only) field of the roll P
Membrane
Steel Deck Min. 380 psi 1.8” Two Piece Impact TPO Adhesive V
(G33, P, Celcore MF with SBS Base Nail attached 7-inch o.c. 1.5.0. Spray R 5.0 Spray R
L-Am-g | L6 S78) HS Rheology Min. 3.4-inch | @thelapand 7-incho.c. | oropo0Kk | ribbons spaced ribbon adhered | 873
or (over deck treated wide side laps in two equally spaced, 12-inch o.c . - (Lim. 7)
Concrete with Celcore S-1 P staggered rows in the - TPO Fleece HA?;IDI;(;S?:I.\SI.(;p'
Deck on steel deck only) field of the roll , XR-BA ’
Steel Deck Min. 400 psi 1.7” LWC Base Ply
(G33, P, Celcore MF with SBS Base Fastener attached 7-inch 1.8.0. Spray R
L6, S18) HS Rheology - . o.c. at the lap and 7-inch ribbon adhered -67.5
L-AM-9 Min. 3.4-inch . - - TPO Fleece . ) h
or (over deck treated wide side laps o.c. in two equally 12-inch o.c.; (Lim. 7)
Concrete with Celcore S-1 P spaced, staggered rows HA; PermaMop
Deck on steel deck only) in the field of the roll
Steel Deck 1.8” Two Piece Impact
(G33, P, Min. 360 psi Channel Nail attached 7-inch o.c. 1.8.0. Spray R
L6, S18) - 908 psi Venting Base | at the lap and 7-inch o.c. ribbon adhered .75
L-AM-10 Celcore MF with ; . h - - TPO Fleece . ) .
or HS Rheology Min. 3.4-inch in two equally spaced, 12-inch o.c;; (Lim. 7)
Concrete wide side laps staggered rows in the HA; PermaMop
Deck field of the roll
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Lightweight Concrete Assemblies (New, Existing, or Recover)
Base Sheet or
DU Deck Detail LwiC Bzze Sh?et or Insulation Membrane Membrane Attachment N
No. Insulation (psf)
Attachment
. . . . . -30
Steel Deck Min. 200 psi Attached in-lap 12-inch o.c. with . i
L-M-1 (G33, HXE1, L6, | Celcore MF with O,,':STJgt’;‘S]L ; ( 12’8_%’; r’f\fv‘i’ge) HD Fasteners & Plates: (",;':r':’
HS12) HS Rheology Fastener rows 114-inch o.c. HVHZ)
Steel Deck Min. 200 psi Attached in-lap 6-inch o.c. with
LM2 | (33 HXE1, L6, | Celcore MF with ?5;:22‘37" - ( 12’8_%’: Lefvicge) HD Fasteners & Plates; (Liff 2
HS12) HS Rheology Fastener rows 114-inch o.c. i
Steel Deck . . Min. 60 mil Duro- Attached in-lap 12-inch o.c. with
LM3 | (633 P L6 S18) MmLSVS/g psi ?5;:22‘37" ; TECH TPO HD Fasteners & Plates: (Li:f 2
or Concrete Deck (120-inch wide) Fastener rows 114-inch o.c. i
. . Backside of membrane primed with
C:.i,\l/lclzg}:fﬁ;)vasvlith QuickPrime Plus Primer and adhered to
Steel Deck HS Rheolo Min. 0.5-inch UltraPly QuickSeam R.M.A Strip attached 45
L-M-4 (G33, P, L6, S24) ay - - TPO 72-inch o.c. and secured with VERSA- ;
over deck ISO . . . (Lim. 7)
or Concrete Deck . FAST spaced 6-inch o.c. with min. 3.25-
treated with .
inch fasteners at a rate of 2 fasteners per
Celcore S-1
plate
Steel Deck . . Attached in-lap 6-inch o.c. with
L-M5 | (G33 F1,15 512 | Min- 300 psi OPTIONAL - TPO HD Fasteners & Plates; 52.5
LWiIC Insulation (120-inch wide) . (Lim. 7)
or Concrete Deck Fastener rows 114-inch o.c.
Steel Deck . . Min. 60 mil Duro- Attached in-lap 6-inch o.c. with
LM6 | (633 P L6 S18) Mmuif/oc psi ?5;}25‘;‘7" ; TECH TPO HD Fasteners & Plates: (|_-i5nz{57)
or Concrete Deck (148-inch wide) Fastener rows 142-inch o.c. :
Steel Deck . . Min. 60 mil Duro- Attached in-lap 6-inch o.c. with
LM7 | (G33, P, L6 S18) M'”Lﬁ’f}oc psi ?5;'25‘;;'- ; TECH TPO HD Fasteners & Plates; (L'fn:j?)
or Concrete Deck (120-inch wide) Fastener rows 114-inch o.c. :
Heavy Duty fasteners installed 6-inch
Steel Deck Min. 200 psi through Polymer Batten Strip spaced 90- }
L-M8 | (633 HXE1, L6, | Celcore MF with ?ﬁ;}'gyﬁ' ; (96-ir;,;;FI:10wi d) inch o.c. within the side laps; Side laps (Li6n71.57)
HS12) HS Rheology sealed with min. 5-inch weld that :
encapsulates the batten and fasteners
Steel Deck Min. 200 psi OPTIONAL Min. 60 mil Attached in-lap 6-inch o.c. with HD Plus 675
L-M-9 (G33, HXET1, L6, Celcore MF with Insulation - TPO Fleece Fasteners & Plates; Fastener rows 114- (Lim. 7)
HS12) HS Rheology (120-inch wide) inch o.c. i
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= CREEK

TECHNICAL SERVICES, LLC

[APPROVED ASSEMBLIES]

[INSTALLATION]; [NOMENCLATURE]

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.
Duro-TECH TPO Roofing Systems

APPENDIX B
Mechanically Fastened Lightweight Concrete Assemblies (New, Existing, or Recover)
Base Sheet or
DU Deck Detail LwiC Bzze Sh?et or Insulation Membrane Membrane Attachment N
No. Insulation (psf)
Attachment
Min. 380 psi
Celcore MF with Heavy Duty Fasteners and Coiled Metal
Steel Deck HS Rheology Batten Bar secured in the lap 6-inch o.c. 67.5
L-M-10 (G33, P, L6, S18) over deck - - TPO along the batten bar in rows spaced 142- (Lim. 7)
or Concrete Deck treated with inch o.c.; 5.5-inch wide heat weld at the 6- :
Celcore S-1 inch wide lap
(steel deck only)
Heavy Duty Plus fasteners installed 6-inch
Steel Deck Min. 200 psi through Metal Batten Bar spaced 90-inch
L-M-11 | (G33 HXE1, L6, | Celcore MF with OPTIONAL - (96_inTciowi ge) | ©Oc:within the side laps; Side laps sealed (L'f:"57)
HS12) HS Rheology with min. 5-inch weld that encapsulates '
the batten and fasteners
Polymer Batten Strip spaced 4-ft o.c.
Steel Deck . . through fastened to Steel Deck 6-inch o.c.
(G33, F1, L6, Min. 200 psi . Tn . -97.5
L-M-12 - - TPO with Heavy Duty Fasteners; 6-inch wide .
S12W) LWIC - . . (Lim. 7)
TPO cover strip heat welded min. 1.5-inch
or Concrete Deck . . .
wide on either side of battens
Polymer Batten Strip spaced 4-ft o.c.
(nge;llgei’; Min. 200 psi through fastened to Steel Deck 6-inch o.c. 112.5
L-M-13 Coun A P - - TPO Fleece with Heavy Duty Fasteners; 6-inch wide .
S12W) LWiIC TPO o h Ided min. 1.5-inch (Lim. 7)
or Concrete Deck cover strlp. eat welded min. .5-inc
wide on either side of battens
Induction Welded Assemblies over Lightweight Concrete (New or Existing)
Base Sheet or
Syslis e eck LwiC SR Shget Insulation Coverboard Coveripa Membrane Membrane Attachment Ll
No. Detail or Insulation Attachment (psf)
Attachment
Steel Deck | Min. 200 psi Induction Welded to DuroBond .'30 X
(G33, Celcore MF h ) : (Lim. 7;
L-W-1 . - - - - TPO installed 18-inch o.c. in rows
HXE1, L6, with HS spaced 60-inch 0.c Non-
HS12) Rheology p " HVHZ)
Steel Deck | Min. 200 psi Induction Welded to DuroBond .'45
(G33, Celcore MF ; (Lim. 7;
L-W-2 . - - - - TPO installed at a rate of 1 fastener
HXE1, L6, with HS or 5.33-ft2 Non-
HS12) Rheology pero. HVHZ)
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"AMRIZE BUILDING ENVELOPE LLC

dba DURO-LAST ROOFING, INC.
[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Assemblies over Lightweight Concrete (New or Existing)
Base Sheet or
S Deck LwWiIC B2z Shget Insulation Coverboard Coenane) Membrane Membrane Attachment N
No. Detail or Insulation Attachment (psf)
Attachment
Steel Deck | Min. 200 psi Induction Welded to DuroBond
L-W-3 (G33, Celcore MF - - - - TPO installed at a rate of 1 fastener -60
HXET1, L6, with HS or A-ft2 (Lim. 7)
HS12) Rheology P
Ste(t(e;lsgeck '\(A:g]llcg?eol\alil Induction Welded to DuroBond 75
L-w-4 HXET, L6, with HS - - - - TPO installed at ergt?cf)tfz 1 fastener (Lim. 7)
HS12) Rheology per <.
Steel Deck | Min. 200 psi In Induction Welded to
L-W-5 (633, Celcore MF - - - - TPO DuroBond installed 6-inch o.c.in | 7>
HXET, L6, with HS rows spaced 60-inch o c . (Lim. 7)
HS12) Rheology o
Recover Assemblies with All Layers Adhered
Syr\?;em Existing Roof Base Insulation Top Insulation Membrane Membrane Attachment %gg
R-A-1 Built-Up Roofing over ) ) Min. 60mil Duro- XR-S ribbon adhered -112.5
Concrete Deck TECH TPO Fleece 12-inch o.c. (Lim. 9)
Smooth or Mineral || Min. 0.5-inch ISO or Min. 1-inch ISO | SECUROCK installed with 1125
R-A-2 Concrete Deck CG installed with I.S.0. Twin Pack I.S.0. Twin Pack applied in TPO Membrane Adhesive V (Lim '9)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c :
Smooth or Mineral Min. 0.5-inch /SO or Min. 1-inch ISO SECUROCK installed with 1125
R-A-3 Surfaced BUR over CG installed with 1.S.0. Stick applied 1.S.0. Stick applied in ribbons TPO Membrane Adhesive V (Lim '9)
Concrete Deck in ribbons spaced 12-inch o.c spaced 12-inch o.c ’
Granule Surfaced SBS .
R-A4 | Modified Roofing over - - TPO Fleece XR-S ribbon adhered | -125.5
12-inch o.c. (Lim. 9)
Concrete Deck
Min. 0.5-inch /SO or Min. 1-inch ISO | DensDeck Prime installed with
RA-5 | SmoothSurfaced BUR | "o g cialied with 1.S.0. Twin Pack 1.S.0. Twin Pack applied in TPO Membrane Adhesive V 135
over Concrete Deck o . . ; (Lim. 9)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c
Min. 0.5-inch /SO or Min. 1-inch ISO | DensDeck Prime installed with
R-A-p | Smooth Surfaced BUR | o5y ialied with 1.S.0. Stick applied | 1.5.0. Stick applied in ribbons TPO Membrane Adhesive v | T13°
over Concrete Deck - ) . (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Recover Assemblies with All Layers Adhered
Syr\i[)em Existing Roof Base Insulation Top Insulation Membrane Membrane Attachment %Es)%‘)p
Smooth or Mineral Min. 0.5-inch ISO or Min. 1-inch ISO Min 0.5-inch /SO HD installed 135
R-A-7 Surfaced BUR over CG installed with I.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive V (Lim. 9)
Concrete Deck applied in ribbons spaced 12-inch o.c in ribbons spaced 12-inch o.c )
Smooth or Mineral Min. 0.5-inch ISO or Min. 1-inch ISO Min 0.5-inch /SO HD installed 135
R-A-8 Surfaced BUR over CG installed with 1.S.0. Stick applied with 1.S.0. Stick applied in TPO Membrane Adhesive V (Lim. 9)
Concrete Deck in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c ’
Min. 1-inch ISO CG installed with
RA-9 | SmoothSurfaced BUR | | o 5 Ty Pack applied in ribbons ; TPO Membrane Adhesive V| 2925
over Concrete Deck . (Lim. 9)
spaced 12-inch o.c
. . . . OPTIONAL
Min. 0.5-inch /SO or Min. 1-inch ISO . . .
R-A-10 | Smooth Surfaced BUR 1 "6 g ingialied with 1.5.0. Twin Pack | Min 0-5-inch /SO HD installed TPO Membrane Adhesive | | 202:5
over Concrete Deck aoplied in ribbons spaced 12-inch o.c with 1.S.0. Twin Pack applied (Lim. 9)
PP P ) in ribbons spaced 12-inch o.c
Min. 0.5-inch /SO or Min. 1-inch ISO | DensDeck Prime installed with
R-A-11 Sg{‘;?tgf:cr::f:‘éggf CG installed with 1.S.0. Twin Pack 1.S.0. Twin Pack applied in TPO Membrane Adhesive IV (I-_ziomz.g)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c :
Smooth Surfaced BUR | Min- 0.5-inch SO or Min. 1-inch SO | Min. 7/16-inch OSB installed (I'_Zir'f'g,
R-A-12 over Concrete Deck CG installed with I.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive Il N0|.1- ’
applied in ribbons spaced 12-inch o.c | in ribbons spaced 12-inch o.c HVHZ)
Smooth or Mineral Min. 0.5-inch /SO or Min. 1-inch ISO Min 0.5-inch /SO HD installed 225
R-A-13 Surfaced BUR over CG installed with I.S.0O. Stick applied with 1.S.0. Stick applied in TPO Membrane Adhesive | (Lim. 9)
Concrete Deck in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c ’
Mineral Surfaced BUR Min. 0.5-inch /SO or Min. 1-inch /ISO Min 0.5-inch /SO HD installed 225
R-A-14 CG installed with I.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive | .
over Concrete Deck Lo . P . (Lim. 9)
applied in ribbons spaced 12-inch o.c in ribbons spaced 12-inch o.c
Min. 1-inch ISO CG installed with
R-A-15 | Smooth Surfaced BUR 1.S.0. Stick applied in ribbons - TPO Membrane Adhesive vV | 2475
over Concrete Deck ) (Lim. 9)
spaced 12-inch o.c
Min. 1-inch /SO installed with .S.0.
R-A-16 | Smooth Surfaced BUR Stick applied in ribbons spaced ; TPO Membrane Adhesive IV | 2475
over Concrete Deck . (Lim. 9)
12-inch o.c
. Min. 1-inch /SO CG installed with
R-A-17 | Mineral Surfaced BUR 1.5.0. Twin Pack or I.8.0. Stick - TPO Membrane Adhesive vV | 2475
over Concrete Deck s ) (Lim. 9)
applied in ribbons spaced 12-inch o.c
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Recover Assemblies with All Layers Adhered
Syr\i[)em Existing Roof Base Insulation Top Insulation Membrane Membrane Attachment %Es)%‘)p
Fully adhered in TECH-
Mineral Surfaced BUR Min. 0.5-inch /SO or Min. 1-inch ISO | DensDeck Prime installed with Bond TPO Bonding 2475
R-A-18 over Concrete Deck CG installed with I.S.0. Twin Pack I.S.0. Twin Pack applied in TPO Adhesive, TECH-Bond (Lim '9)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c TPO LVOC Bonding '
Adhesive, or TBSA
. . . . L . TECH-Bond TPO Bonding
Mineral Surfaced BUR | Min: 0-S-inch ISO orMin. 1-inch ISO | DensDeck Prime instalied with Adhesive, TECH-Bond | -247.5
R-A-19 CG installed with 1.S.0. Stick applied 1.S.0. Stick applied in ribbons TPO . .
over Concrete Deck o ) ) TPO LVOC Bonding (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c .
Adhesive, or TBSA
Min. 0.5-inch /SO or Min. 1-inch ISO DensDeck Prime installed with
R-A-20 | Smooth Surfaced BUR | ¢ 5 giaed with 1.5.0. Stick applied | 1.S.0. Stick applied in ribbons TPO Membrane Adhesive IV | 247-5
over Concrete Deck A . . (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c
. . . . . . . TECH-Bond TPO Bonding
Smooth Surfaced BUR | Min: 0-5-inch /SO orMin. 1-inch /SO -1 Min 0.5-inch /SO HD installed Adhesive or TECH-Bond | -247.5
R-A-21 over Concrete Deck CG installed with 1.S.0. Stick applied with 1.S.0. Stick applied in TPO TPOLVOC Bondin (Lim. 9)
in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c . 9 :
Adhesive
Mineral Surfaced BUR | Min: 0.5-nch ISO or Min. 1-inch /SO | Min. 7/16-inch OSB installed (I-_Zi:‘nzg'
R-A-22 over Concrete Deck CG installed with I.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO Membrane Adhesive Il N0|.1- ’
applied in ribbons spaced 12-inch o.c | in ribbons spaced 12-inch o.c HVHZ)
Min. 0.5-inch /SO or Min. 1-inch /ISO Min. 7/16-inch OSB installed -247.5
R-A-23 | Mineral Surfaced BUR | ~oiociaiied with 1.5.0. Stick applied |  with 1.S.0. Stick applied in TPO Membrane Adhesive i | (Lim- 9
over Concrete Deck A ) ; b Non-
in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c HVHZ)
. Min. 1.0-inch ISO CG installed with
R-A24 | Mineral Surfaced BUR 1.8.0. Twin Pack or I.8.0. Stick - TPO Membrane Adhesive IV | 2%
over Concrete Deck NP ; (Lim. 9)
applied in ribbons spaced 12-inch o.c
. Min. 1.0-inch /SO installed with |.S.0.
R-A-25 Mineral Surfaced BUR Twin Pack applied in ribbons spaced - TPO Membrane Adhesive IV '.255
over Concrete Deck - (Lim. 9)
12-inch o.c
. Min. 0.5-inch /SO installed with |.S.0.
R-A-26 | Mineral Surfaced BUR 1 “gyii "2 oilied in ribbons spaced 12- - TPO Membrane Adhesive IV 255
over Concrete Deck inch o.c (Lim. 9)
. . . . OPTIONAL TECH-Bond TPOLVOC
RAo7 | Mineral Suffaced BUR | | '\é'g }w;hgfg( gG :i’;Sdt"’;:er‘i’b‘gg:s Min 0.5-inch /SO HD installed 7P0 Bonding Adhesive or -262.5
over Concrete Deck T PP with 1.S.0. Twin Pack applied TECH-Bond TPO Bonding | (Lim.9)
spaced 12-inch o.c L . .
in ribbons spaced 12-inch o.c Adhesive
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Recover Assemblies with All Layers Adhered
Syr\i[)em Existing Roof Base Insulation Top Insulation Membrane Membrane Attachment %Es)%‘)p
. Min. 0.5-inch ISO or Min. 1-inch ISO DensDeck Prime installed with . .
R-A2g | Mineral Sufaced BUR | ot dioied with 1.S.0. Stick applied | 1.S.0. Stick applied in ribbons TPO Single Ply LVOC Bonding | -262.5
over Concrete Deck A ) . Adhesive 1168 (Lim. 9)
in ribbons spaced 12-inch o.c spaced 12-inch o.c
. Min. 0.5-inch ISO or Min. 1-inch ISO DensDeck Prime installed with . .
R-A29 | Mineral Surfaced BUR | “noiciniied with 1.S.0. Twin Pack 1.S.0. Twin Pack applied in TPO Single Ply LVOC Bonding | -262.5
over Concrete Deck Lo . . . Adhesive 1168 (Lim. 9)
applied in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c

TECH-Bond TPO Bonding
Adhesive or TECH-Bond -262.5
TPOLVOC Bonding (Lim. 9)
Adhesive

Mineral Surfaced BUR Min. 0.5-inch /SO or Min. 1-inch ISO Min 0.5-inch /SO HD installed
R-A-30 over Concrete Deck CG installed with I.S.0. Twin Pack with 1.S.0. Twin Pack applied TPO
applied in ribbons spaced 12-inch o.c in ribbons spaced 12-inch o.c

Min. 0.5-inch /SO or Min. 1-inch ISO Min 0.5-inch /SO HD installed

Mineral Surfaced BUR TECH-Bond TPO Bonding -300

R-A-31 CG installed with I.S.0O. Stick applied with .S.0O. Stick applied in TPO . .
over Concrete Deck in ribbons spaced 12-inch o.c ribbons spaced 12-inch o.c Adhesive (Lim. 9)
AL Built-Up Roofing over } } 1.S.0. Spray R ribbon -360
R-A-32 Concrete Deck TPO Fleece adhered 4-inch o.c. (Lim. 9)
. . . . OPTIONAL TECH-Bond TPOLVOC
RA33 | Mineral Surfaced BUR MI'”S' g'”sctri‘c’ksao ﬁgé’}ffﬂ'ﬂ%‘én""s‘th Min 0.5-inch /SO HD installed 0 Bonding Adhesive or -352.5
over Concrete Deck = s aced gg-inch 0. with 1.S.0. Stick applied in TECH-Bond TPO Bonding | (Lim.9)
P ) ribbons spaced 12-inch o.c Adhesive
. . . . . . . TECH-Bond TPOLVOC
Roage | Mineral Sutaced BUR | gl 2ot paced 12 | w150, Stick appisdin P cEondng Advesveor | 3525
inch o.c ribbons spaced 12-inch o.c . 9 :
Adhesive
Granule Surfaced SBS . . .
o ; Min. 60mil Duro- XR-S ribbon adhered -392.5
R-A-35 | Modified Roofing over ; ; TECH TPO Fleece 12-inch o.c. (Lim. 9)
Concrete Deck
Granule Surfaced APP . . .
o ; Min. 60mil Duro- XR-S ribbon adhered -422.5
R-A-36 | Modified Roofing over ; ; TECH TPO Fleece 12-inch o.c. (Lim. 9)
Concrete Deck
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC

dba DURO-LAST ROOFING, INC.
[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Recover Assemblies with Adhered Membranes
System ; Insulation or Insulation or Base Coverboard Membrane MDP
No. Bt Base Attachment CovEiagEm Attachment SEUSEID Attachment (psf)
Trufast Twin Loc-Nail
Batten Fastener with
min. 1.8” penetration .
SBS Poly . into gypsum deck and I.S.0. Spray R ribbon .30
Torch Base; Trufast Twin Loc Coiled adhered 33.4-inch o.c. (Lim. 7;
R-AM-1 Gypsum Deck 6-inch wide - - TPO Fleece over base sheet torched ~
torch adhered Batten Bar fastened 6- side laps; HA; Non-
side laps inch o.c. along the Perle(/Io ! HVHZ)
P batten bar within the P
33.4-inch o.c. spaced,
torched side laps
Twovljilticgilrr]n aagf Nail TPO Membrane Adhesive V
Min. 420 psi Celcore MF Channel enetration iﬁté LWIC 1.S.0. Spra -37.5
with HS Rheology LWIC | Venting Base gttache oLt o0 o Min. 1-inch R ri'bbgn Y (Lim. 7:
R-AM-2 over Steel Deck or SBS Base; the | d 9-inch . ISO or dhered . N "
(G33, PW, L6, S18) Min. 3.5-inch | "€ 'aP and 9-inch o.c.in ISO CG adnere TPO Fleece 1.S.0. Spray R ribbon on-
or Concrete Deck wide side laps two equally spaced, 12-inch o.c. adhered 12-inch o.c. HVHZ)
staggered rows in the
field of the roll
Two Piece Impact Nail TPO Membrane Adhesive V
. . with min. 1.8”
Min. 310 psi Celcore MF S
. penetration into LWIC 1.8.0. Spray
e | IS Rieology LWIC | SBSBase 1 attached 12-inch o.c. at 0.5-inch R ribbons XR-S, 500-R, or 1.8.0. 45
-AM- over Steel Deck Min. 3.4-inch - Spray R ribbons spaced ;
(G33, P, L6, S18) wide side laps the lap and 12-inch o.c. 1ISO spaced TPO Fleece 12.inch . TBSA (Lim. 7)
of Concrete Deck in two equally spaced, 12-inch o.c. -inch o.c.; or
staggered rows in the 500-S
field of the roll
Two Piece Impact Nail
with min. 1.8”
SBS penetration into CWF .
. I.S.0. Spray R ribbon
R-AM-4 | Min. 3-inch CWF Deck | ,-olyBase | attached 12-inch o.c. at - - TPO Fleece adhered 12-inch 0.c; | 223
Min. 3.4-inch the lap and 12-inch o.c. HA: or PermaMo. (Lim. 7)
wide side laps in two equally spaced, ! P
staggered rows in the
field of the roll
DLR24001.2 FL47206-R2
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

— CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Recover Assemblies with Adhered Membranes
System . Insulation or Insulation or Base Coverboard Membrane MDP
No. LEEX ] Base Attachment SRR Attachment MSibEne Attachment (psf)
Two Piece Impact Nail TPO Membrane Adhesive V
. . with min. 1.8”
Min. 382 psi Celcore MF S
with HS Rheology LWIC | - SBS Base | 80 /ST B0 R obons. 1S.0. Spray Ror 500R | 7.5
R-AM-5 over Steel Deck Min. 3.4-inch . O SECUROCK ribbon adhered 12-inch S
; . the lap and 7-inch o.c. in spaced 12- TPO Fleece (Lim. 7)
(G33, P, L6, S18) wide side laps two equally spaced inch o.c. 0.c.; HA; PermaMop;
or Concrete Deck staggered rows in the XR-BA; TBSA or 500-S
field of the roll
Two Piece Impact Nail
Min. 360 psi Celcore MF Channel \’ev;:Ztg;?ér: igto
with HS Rheology LWIC . p - 1.S.0. Spray R ribbon
Venting Base attached 7-inch o.c. at . . -75
R-AM-6 over Steel Deck Min. 3.4-inch | the lap and 7-inch o.c. in - - TPO Fleece adhered 12-inch o.c; (Lim. 7)
(G33, P, L6, S18) Ain. 3. P €. HA: or PermaMop .
or Concrete Deck wide side laps two equally spa_ced,
staggered rows in the
field of the roll
Mechanically Fastened Recover Assemblies
. Insulation or
S Deck Detail lsdlated Base CovenE Membrane Membrane Attachment Ll
No. or Base Attachment Attachment (psf)
. . -30
. . T UltraPly QuickSeam R.M.A Strip attached 8-ft . i
R-M-1 Wood Deck Min. 0.5-.|nch Preliminarily - TPO o.c. and secured with All Purpose Fasteners 6- (Lim. 7;
(T15/32, L24, N6) Insulation Secured ; . Non-
inch o.c. through the Polymer Batten Strip
HVHZ)
Steel Deck -30
OPTIONAL | Preliminarily TPO Attached in-lap 12-inch o.c. with HD Fasteners & | (Lim. 7;
R-M-2 (G33, L6, S24) ) - . . T :
Insulation Secured (120-inch wide) Plates; Side laps spaced 114-inch o.c. Non-
or Concrete Deck HVHZ)
R-M-3 Steel Deck OPTIONAL | Preliminarily } Min. 60 mil TPO Attached in-lap 12-inch o.c. with HD Plus -45
(G33, P, L6) Insulation Secured (96-inch wide) Fasteners & Plates; Fastener rows 90-inch o.c. (Lim. 7)
L . . Attached in-lap 12-inch o.c. with
Steel Deck OPTIONAL Preliminarily Min. 60 mil TPO . -45
RM-4 | Gso, F1, L6, S24) | Insulation Secured - (120-inch wide) HD Plus Fasteners & Piates; (Lim. 7)
Fastener rows 114-inch o.c.
R-M-5 Steel Deck OPTIONAL | Preliminarily _ TPO Attached in-lap 12-inch o.c. with HD Fasteners & -45
(G80, F1, L6, S24) | Insulation Secured (96-inch wide) Plates; Fastener rows 90-inch o.c. (Lim. 7
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Recover Assemblies
. Insulation or
S Deck Detail =Tl Base Coverboard Covenpen Membrane Membrane Attachment Ll
No. or Base Attachment (psf)
Attachment
Min. 60 mil

R-M-6 Wood Deck DensDeck or | Preliminarily } ) Duro-TECH Attached in-lap 5-inch o.c. with HD Fasteners & -45

(T19/32, L24, N6) | SECUROCK Secured TPO Plates; Fastener rows 114-inch o.c. (Lim. 7)
(120-inch wide)
Min. 200 psi LWIC . Preliminarily TPO Attached in-lap 6-inch o.c. with HD Fasteners & -45

R-M-7 over Stee/ Deck Insulation Secured ) B (120-inch wide) Plates; Fastener rows 114-inch o.c (Lim. 7)
(G33, P, L5, S12) ; .C. .

R-M-8 MCI)C;E?%?;;SII Eggg;{c Insulation Preliminarily ) ) TPO Attached in-lap 6-inch o.c. with HD Fasteners & -52.5
(G33, F1, L5, S12) Secured (120-inch wide) Plates; Fastener rows 114-inch o.c. (Lim. 7)

RO (Gggtf:e/ Deok, 4)| OPTIONAL | Proliminariy ) ) TPO Attached in-lap 6-inch o.c. with HD Fasteners & |  -52.5
or Concrete Deck Insulation Secured (148-inch wide) Plates; Fastener rows 142-inch o.c. (Lim. 7)

R-M-10 Steel Deck OPTIONAL | Preliminarily ) } Min. 60 mil TPO Attached in-lap 6-inch o.c. with HD Plus -60
(G33, F1, L6, S24) | Insulation Secured (148-inch wide) | Fasteners & Plates; Fastener rows 142-inch o.c. | (Lim. 7)

Steel Deck Lo Attached in-lap 6-inch o.c. with HD Fasteners &

R-M-11 (G33, P, L6, S24) OPTIONAL Proliminarily - - .TPO . Plates; Fastener rows 89-inch o.c.; 7-inch wide .'60

Insulation Secured (96-inch wide) ; (Lim. 7)
or Concrete Deck side laps

Steel Deck Min. 60 mil

R-M-12 (G33, P, L6, OPTIONAL | Preliminarily ) ) Duro-TECH Attached in-lap 6-inch o.c. with HD Fasteners & -60
S12W) or Insulation Secured TPO Plates; Fastener rows 114-inch o.c. (Lim. 7)

Concrete Deck (120-inch wide)

R-M-13 24ga. R-Panel 1.25-inch } Min. 0.5-inch Preliminarily TPO Attached in-lap 6-inch o.c. with DL #15 Fasteners -60
(G50, F2, L5, S20) | flute fill EPS Insulation Secured (60-inch wide) & Cleat Plates rows 54-inch o.c. (Lim. 7)

RA-14 | (G35 o1 Lo 24 | OPTIONAL | Preliminariy ) ) Min. 60 mil TPO | Attached in-lap 6-inch o.c. with HD Plus 67.5

TR Insulation Secured (120-inch wide) | Fasteners & Plates; Fastener rows 114-inch o.c. | (Lim. 7)
or Concrete Deck

RA15 | (033 P Loyor | OPTIONAL | Preiiminariy ) ) Min. 60 mil TPO | Attached in-lap 6-inch o.c. with HD Plus 67.5

L Insulation Secured (120-inch wide) | Fasteners & Plates; Fastener rows 114-inch o.c. | (Lim. 7)
Concrete Deck
Steel Deck Heavy Duty Fasteners and 0.75" Polymer Batten
R-M-16 | (G80, F2, L6, S24) OPTIONAL | Preliminarily } } TPO Strips centered in-lap and fastened 6-inch o.c; -82.5
NI Insulation Secured (74-inch wide) | Fastener rows 68-inch o.c.; Min. 5-inch wide heat | (Lim. 7)
or Concrete Deck .
weld encapsulating plates and fasteners
Min. 300 psi LWIC HD Fasteners & Plates through-fastened 6-

R-M-17 over Steel Deck OPTIONAL | Preliminarily ) ) TPO Fleece inches o.c in 5-inch wide inverted strips of TPO -90
(G33, P, L5, S18) Insulation Secured XR spaced 6-ft o.c.; 1.S.0. Spray R ribbon (Lim. 7)
or Concrete Deck adhered to each base strip
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Recover Assemblies
. Insulation or
S Deck Detail =Tl Base Coverboard Covenpen Membrane Membrane Attachment Ll
No. or Base Attachment (psf)
Attachment
Heavy Duty Plus Fasteners and 0.75" Polymer
Batten Strips centered in-lap and fastened 6-inch
Steel Deck o.c.; Intermediate row in field of sheet with
OPTIONAL | Preliminarily TPO fasteners 6-inch o.c.; Fastener rows spaced 71- -135
R-M-18 | (G80, F2, L6, S24) ) - - . . ) T : ) .
Insulation Secured (148-inch wide) inch o.c.; Min. 5-inch wide heat weld (Lim. 7)
or Concrete Deck . . .
encapsulating plates and fasteners in-lap; 5-
inch wide TPO cover strip heat welded 1.5-inch
wide on either side of battens in field row
Induction Welded Recover Assemblies
Syr\?;em Existing Roof Insulation Insulation Attachment Membrane Membrane Attachment %gg
-30
W Wood Deck DensDeck or DuroBond fastened at a rate of 6 per : (Lim. 7;
R-W-1 (T19/32, L24) SECUROCK 41t x 8 ft. board TPO Induction welded Non-
HVHZ)
Max. 1-inch DuroBond fastened at a rate of 6 per -45
Insulation 4 ft. x 8 ft. board; Plate pattern offset (Lim. 7;
R-W-2 Steel Deck or Concrete Deck (length shall be 12'. h : P ’ h adi ¢ TPO Induction welded N ©
erpendicular to -inches from each a jacent row o on-
p . insulation boards HVHZ)
deck ribs)
Steel Deck
R-W-3 (G33, P, L6, S24) Insulation DuroBond fastened at a rate of & per PO Induction welded -45
4 ft. x 8 ft. board (Lim. 7)
or Concrete Deck
. . ) Secured to purlins with UltraPly TPO
Existing metal roof having 0.25 | | MiN- 1P ISOR - 1nyisiweid Piates or Duro-Bond TPO 525
R-W-4 to 3/16-inch thick steel purlins ay L Plates and Purlin Fasteners spaced TPO Induction welded o
inch Insulation over . . (Lim. 7)
at max. 10 ft. o.c. sill max. 6-inch o.c. in max. 10 ft.
fastener rows
Wood Deck DensDeck or DuroBond fastened at a rate of 8 per . -52.5
R-W-5 (T19/32, L24) SECUROCK 41t x 8 t. board TPO Induction welded (Lim. 9)
Wood Deck DensDeck or DuroBond fastened at a rate of 12 . -52.5
R-W-6 (T19/32, L24, N6) SECUROCK per 4 ft. x 8 ft. board PO Induction welded (Lim. 7)
Max. 1-inch
R-W-7 (G33, F1, L6, S30) (length shall be P’ : ’ p TPO Induction welded .
. 12-inches from each adjacent row of (Lim. 7)
or Concrete Deck perpendicular to . ;
f insulation boards
deck ribs)
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC

dba DURO-LAST ROOFING, INC.
[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Recover Assemblies
Syﬁéem Existing Roof Insulation Insulation Attachment Membrane Membrane Attachment %Ls)g
Max. 1-i.nch DuroBond fastened at a rate of 12
Steel Deck Insulation per 4 ft. x 8 ft. board; Plate pattern -75
R-W-8 (G33, F1, L6, S30) (length ghall be offset 12-inches from each adjacent TPO Induction welded (Lim. 7)
or Concrete Deck perpendicular to . .
; row of insulation boards
deck ribs)
Steel Deck . .
R-W-9 (G33, P, L6, S24) Min. O.5-|_nch DuroBond fastened at a rate of 712 TPO Induction welded _-75
Insulation per 4 ft. x 8 ft. board (Alt. Pattern) (Lim. 7)
or Concrete Deck
Wood Deck DuroBond secured
(T7/16, L24, N6) fastened 6-inch o.c. in rows max. 96- -75
R-W-10 (OSB or plywood for existing DensDeck - L ) : TPO Induction welded .
. inch o.c. through deck into wood (Lim. 7)
construction and new rafters/trusses a min. of 2-inch
construction in Non-HVHZ) )
Max. 1-inch
; DuroBond fastened at a rate of 16
Steel Deck Insulation )
R-W-11 (G33, F2, L6, S30) (length shall be per4 ft x 8 t. board; Plate pattem TPO Induction welded -105
- offset 12-inches from each adjacent (Lim. 7)
or Concrete Deck perpendicular to ) .
: row of insulation boards
deck ribs)
Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck . Base Base Top Top Membrane MDP
No. Detail Veipar Zemer Insulation Insulation Insulation Attachment SIS Attachment (psf)
Insulation -37.5
V-Force Vapor Min. 1.5-inch Adhesive X; . (Lim. 9;
S G33, L6 Barrier Membrane ISO Ribbons spaced . . s Membrane Adhesive V Non-
12-inch o.c. HVHZ)
Insulation -45
V-Force Vapor Min. 1.5-inch Adhesive X; . (Lim. 9;
SA2Z | G315 | garrier Membrane 1SO Ribbons spaced - - PO Membrane Adhesive IV | “\op.
12-inch o.c. . HIVHZ)
BASEGARD over
Min. 0.5-inch .45
DensDeck Prime . . . i
s-A3 | G33 L5 attached with | Min- 0:5-inch | ASTMD 312 - ; PO Membrane Adhesive 1v | (Lim- 9;
. ISO Type IV Asphalt Non-
I.S.0. Stick HVHZ)
Ribbons spaced
12-inch o.c.
DLR24001.2 FL47206-R2
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= CREEK

TECHNICAL SERVICES, LLC

[APPROVED ASSEMBLIES]

[INSTALLATION]; [NOMENCLATURE]

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.
Duro-TECH TPO Roofing Systems

APPENDIX B
Assemblies with All Layers Adhered over Steel Deck (New or Existing)
System Deck . Base Base Top Top Membrane MDP
No. Detail Ve ZEnmy Insulation Insulation Insulation Attachment MSibEne Attachment (psf)
Insulation -45
- Min. 1.5-inch Adhesive X; ) ) . (Lim. 9;
S-A-4 G33, L5 1SO Ribbons spaced TPO Membrane Adhesive IV Non-
12-inch o.c. HVHZ)
V-Force Vapor TPO Membrane Adhesive V
Barrier Membrane
over 0.5-inch 1.S.0. Spray R or I.S.0. Spray R XR-S, 500-R, or |.S.0. -45
S-A5 G33. L5 DensDeck Prime Min. 0.5-inch 500-R ribbons DensDeck or 500-R Spray R ribbon adhered (Lim. 9;
’ secured with AP 1ISO spaced 12-inch Prime ribbons spaced TPO Fleece 12-inch o.c.; Non-
Fasteners & o.c. 12-inch o.c. HA; PermaMop; XR-BA; HVHZ)
Plates at 8 per 4 TBSA or 500-S
ft. x 8 ft. board
1.8.0. Twin Pack
Insulation
G33, L6, V-Force Vapor Min. 2-inch Adhesive or . -60
S-A6 P, S24 | Barrier Membrane 1SO 500-R: - - TPO Membrane Adhesive IV | i )
Ribbons spaced
6-inch o.c
Insulation
G33, L6, Min. 2-inch Adhesive IV, . -75
S-A-7 P, S24 - 1SO Ribbons spaced - - TPO Membrane Adhesive IV (Lim. 9)
6-inch o.c.
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation EfD e e meitenn o7 MDP
. : or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
TPO Membrane Adhesive IV
Min. Preliminarily 0.5-inch AP Fasteners & Plates XR-S, 500-R, or1.S.0. Spray (Li-l'::lo 2.
S-AM-1 G33 05-inch | Secured or secured | o >0 secured 70 Flosce R ribbon adhered 12-nch Nor 1
Insulation with top layer 10 per 4 ft. x 8 ft. board HA; Permal-\/I;)‘p; XR-BA: HVHZ)
TBSA or 500-S
Min. 0.5-inch Preliminarily 3/8-inch HD Fasteners & Plates PO Membrane Adhesive V (Li-rio 7.
S-AM-2 G33 L Secured or secured | secured HA; PermaMop; XR-BA; -
Insulation with top layer SECUROCK 8 per 4 ft x 8 ft board TPO Fleece TBSA or 500-S H'\:IOI-?Z)
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation I e e meEiten @7 MDP
: : or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
G33 P Min. 0.5-inch Preliminarily HD Fasteners & Plates 1.S.0. Sorav R ([?;'57-
S-AM-3 L6 824 .IS.O Secured or secured SBS PolyBase secured 12-inch o.c. in TPO Fleece ribbon éd.he.rec'ia12y-inch o.c NOI:I- ’
! with top layer the 3-3/8” welded lap e HVHZ)
Min. .
0 5-inch V-Force.Vapor I.S.O.. Twin Pac.:k
DensDeck AP Fasteners & Memi?;rrirself- DILrJ]rSolilCa;trlionVOed:tf\z;/'l?i"[e (L-i3n71-57'
S-AM-4 G33 Prime Plates secured 12 One S p . TPO Membrane Adhesive IV "~
rimed with | per 4 ft. x 8 ft. board adhered under ne Step, or 500-R; Non-
P ’ ’ Min. 1.5-inch Ribbons spaced 12- HVHZ)
SA-WB .
) ISO inch o.c.
Primer
G33, L6 | OPTIONAL Preliminarily Min. 2-nch | A7 Fasfe"ci’éég Flates (|_-i3n:'57-
S-AM-5 PN ) Secured or secured ISO, ISO HD-C TPO Membrane Adhesive | ~
F2, S24 Insulation with top laver or ISO CG 12 per 4 ft. x 8 ft. board Non-
play (Alt. Pattern 2) HVHZ)
0 El\ﬂ:gch V-Force Vapor
: Barrier 1.S.0. Stick -45
DensDeck AP Fasteners & Membrane self- or 500-R; (Lim. 7;
S-AM-5 G33 Prime. Plates secured 12 adhered under Ribbons spaced TPO Membrane Adhesive IV Non-
primed with per 4 ft. x 8 ft. board ; ] .
Min. 1.5-inch 12-inch o.c. HVHZ)
SA-WB 1SO
Primer
Min 1-inch Preliminarily Min. 0 5-inch AP Fasteners & Plates (Li':f 7.
S-AM-6 G33 . Secured or secured - secured TPO Membrane Adhesive IV t
Insulation . SECUROCK Non-
with top layer 8 per 4 ft. x 8 ft. board HVHZ)
AP Fasteners & Plates
Min. Preliminarily SIQASBBzaSZe‘or secured 12-inch o.c. at (Li-:15 7.
S-AM-7 G33, L5 0.5-inch Secured or secured o the lap and 12-inch TPO Fleece HA or PermaMop C
: . Channel Venting . Non-
Insulation with top layer o.c. in two staggered,
Base . ) HVHZ)
intermediate rows
AP Fasteners & Plates
Min. Preliminarily SBS Base secured 12-inch o.c. at Ritfgg;g grgfég'é,‘.)gaz R;nd (Li-:15 7.
S-AM-8 G33, L5 0.5-inch Secured or secured 3.4-inch side the lap and 12-inch TPO Fleece sP " C
; . ) located directly over the base Non-
Insulation with top layer laps o.c. in two staggered,
h ; sheet fastener rows HVHZ)
intermediate rows
Preliminarily AP Fasteners & Plates
S-AM-9 G33, P, OPTIONAL Secured or secured SECUROCK secured TPO Membrane Adhesive V .'45
L6, S24 Insulation . (Lim. 7)
with top layer 18 per 4 ft. x 8 ft. board
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation I e e meEiten @7 MDP
. . or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
Min. Preliminarily Min. 0.5-inch AP Fasteners & Plates TPO Membrane Adhe§/ve v (Li-:ls 7:
S-AM-10 G33 0.5-inch Secured or secured | oo o secured PO Fleoce XR-S Oardshoe?';ei ribbon Non.
Insulation with top layer 12 per 4 ft. x 8 ft. board 6-inch 0.0.: TBSA or 500-S HVHZ)
TPO Membrane Adhesive V
: L XR-S, 500-R, or|.S.0. Spray -45
Min. Preliminarily . . AP Fasteners & Plates ; , . .
S-AM-11 G33 0.5-inch Secured or secured | Min-0.375-inch secured R ribbon adhered 12-inch (Lim. 7;
Insulation with top layer SECUROCK 8 per 4 ft. x 8 ft. board TPO Fleece 0.C; Non-
HA; PermaMop; XR-BA; HVHZ)
TBSA or 500-S
XR-S, 500-R, or 1.S.0. Spray 45
Min. Preliminarily Min. 0.5-inch AP Fasteners & Plates R ribbon adhered 12-inch (Lim. 7;
S-AM-12 G33 0.5-inch Secured or secured SEéU-RO CK secured TPO Fleece o.c; Non-1- ’
Insulation with top layer 8 per 4 ft. x 8 ft. board HA; PermaMop; XR-BA; HVHZ)
TBSA or 500-S
Min. Preliminarily HD Fasteners & Plates PO Membrane Adhesive V (Li-:15 7.
S-AM-13 G33 0.5-inch Secured or secured SECUROCK secured 10 per4ft. x 8 XR-BA, PermaMop; HA; or Nor-1- ’
Insulation with top layer ft. board (Alt. Pattern) TPO Fleece 500-S HVHZ)
L AP Fasteners & Plates TPO Membrane Adhesive IlI -45
Min. 1.5-inch Preliminarily Min. 0.5-inch secured XR-S or 500-R ribb (Lim. 7;
S-AM-14 G33 T Secured or secured | oY -o or oUU-Rribbon -0
Insulation with top layer DensDeck Prime 8 per TPO Fleece adhered Non-
4 ft. x 8 ft. board 4-inch o.c.; TBSA or 500-S HVHZ)
Trufast #12 DP TPO Membrane Adhesive Ill
Fasteners and . -45
. . " 1.S.0 Twin Pack or ) . .
S-AM-15 633 Min. 2-inch Trufast 3" Metal | 5o speck Prime | 500-R ribbon adhered XR-S or 500-R ribbon (Lim. 7;
ISO Seam Plates 12-inch o.c TPO Fleece adhered Non-
secured 8 per 4 ft. x - 6-inch o.c.; TBSA or 500-S HVHZ)
8 ft. board
AP Fasteners & Min. 1.5-inch TPO Membrane Adhesive V 45
DensDeck Insulation Plates ISO or 1.8.0. Stick or 500-R XR-S, 500-R, or1.S.0. Spray (Lim. 7:
S-AM-16 G33 Prime secured 8 per 4 ft x Tapered /SO applied in ribbons R ribbon adhered 12-inch Non- .
8 ft board followed with /SO HD or spaced 12-inch o.c. TPO Fleece 0.C.: HVHZ)
by V-Force DensDeck Prime TBSA or 500-S
L -45
. Preliminarily . . AP Fasteners & Plates . .
S-AM-17 Min. 24 ga. OPTIONAL Secured or secured Min. 2-inch secured TPO Membrane Adhesive V (Lim. 7;
form deck Insulation . ISOor ISO CG Non-
with top layer 15 per 4 ft. x 8 ft. board HVHZ)
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

= CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation I e e meEiten @7 MDP
. . or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
Preliminarily . . AP Fasteners & Plates
S-AM-18 fg 385 4 C;E;Jgt’;lﬁ‘ Secured or secured Mm} 82 (')mCh secured TPO Membrane Adhesive V (Li-;57)
’ with top layer 12 per 4 ft. x 8 ft. board ’
Preliminaril AP Fasteners & Plates
S-AM-19 G33, F1, OPTIONAL Secured or sec)l/Jred Min. 1-inch secured TPO TECH-Bond TPO Bonding -52.5
L6, S24 Insulation with top laver ISO CG 20 per 4 ft. x 8 ft. board Adhesive or TBSA (Lim. 7)
play (Alt. Pattern)
G33, Por OPTIONAL Preliminarily AP Fasteners & Plates TPO Membrane Adhesive V 525
S-AM-20 F1, L6, Insulation Secured or secured DensDeck Prime secured PO Fi XR-BA, PermaMop; HA; (Lim. 7)
S12 with top layer 18 per 4 ft. x 8 ft. board O Fleece TBSA or 500-S :
Preliminarily . . AP Fasteners & Plates
S-AM-21 Lg3§1 §W Olﬁszlggﬂ‘ Secured or secured Min. ,13'?,"”0'" secured TPO Membrane Adhesive IV (Liﬁo 7)
i with top layer 18 per 4 ft. x 8 ft. board i
sawar | S0P, | oPTiONAL | o P gy | APFeserers &Paes TR0 __|__ierbaneddiesiely | g
L6, S24 Insulation with top layer SECUROCK 15 per 4 ft. x 8 ft. board TPO Fleece g 500-S I (Lim. 7)
Min. 0.5-inch TPO Membrane Adhesive V
633 P Min. 2-inch AP Fasteners & /scljnér }s-lc;mce Insulation Adhesive VI XR-S, 500-R, or I.S.0. Spray 60
S-AM-23 L6 824 ISO or Plates secured 18 followed by /SO Ribbons spaced PO Fi R ribbon adhered 12-inch (Lim. 7)
’ ISO CG per 4 ft. x 8 ft. board HD Y 6-inch o.c. eece 0. :
TBSA or 500-S
iminari TP M Adhesive IV
633, F1, OPTIONAL Preliminarily Min. 0.5-inch AP Fasteners & Plates 0O embrane Adhesive 60
S-AM-24 L6, S24 Insulation Secured or secured SECUROCK secured PO Fi XR-BA, PermaMop; HA; or (Lim. 7)
’ with top layer 18 per 4 ft. x 8 ft. board eece 500-S :
Min. AP Fasteners & . . Insulation Adhesive VIl )
S-AM-25 ?238,;2 1.5-inch Plates secured 18 M/Ig'o1 I-?E-;?CCh ribbons spaced TPO TECEJE:;}SJ;OTE;T'”Q (Liﬁo 7
! ISO per 4 ft. x 8 ft. board 12-inch o.c. :
L Preliminarily . . AP Fasteners & Plates
S-AM-26 G33, L5 Min 1-|r_1ch Secured or secured Min. 0.5-inch secured TPO Membrane Adhesive IV '.62'5
Insulation . SECUROCK (Lim. 9)
with top layer 8 per 4 ft. x 8 ft. board
TPO Membrane Adhesive V
G33 P Min. 2-inch AP Fasteners & Insulation Adhesive VI XR-S, 500-R, or |.S.0. Spray 67.5
S-AM-27 L6 824 ISO or Plates secured 18 ISO HD Ribbons spaced PO Fi R ribbon adhered 12-inch (Lim. 7)
, SO CG per 4 ft. x 8 ft. board 6-inch o.c. O Fleece 0.C. :
TBSA or 500-S
. . AP Fasteners & Insulation Adhesive VI TPO Membrane Adhesive IV
G33, P, Min. 2-inch . -67.5
S-AM-28 L6. S24 1SO Plates secured 18 SECUROCK ribbons spaced XR-BA, PermaMop; HA; or (Lim. 7)
g per 4 ft. x 8 ft. board 6-inch o.c. TPO Fleece 500-S :
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation I e e meEiten @7 MDP
. : or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
Preliminarily . . AP Fasteners & Plates .
S-AM-29 G33, F1, OPTIOI\_IAL Secured or secured Min. 1.5-inch secured TPO TECH-Boqd TPO Bonding -_67.5
L6, S24 Insulation . ISO HD-C Adhesive or TBSA (Lim. 7)
with top layer 15 per 4 ft. x 8 ft. board
iminari TP Memb Adhesive IV
G33, P, OPTIONAL Preliminarily Min. 0.5-inch AP Fasteners & Plates O embrane esive 675
S-AM-30 L6. S24 Insulation Secured or secured SECUROCK secured PO Fi XR-BA, PermaMop; HA; or (Lim. 7)
’ with top layer 20 per 4 ft. x 8 ft. board eece 500-S :
iminari TP M Adhesive Il
633, F1, OPTIONAL Preliminarily Min. 0.5-inch AP Fasteners & Plates O embrane .d esive 67.5
S-AM-31 |5 512 Insulation | Secured orsecured | o oneck Prime secured TPO Fi XR-S, 500-R, ribbon adhered | im. 7)
g with top layer 18 per 4 ft. x 8 ft. board eece 4-inch o.c.; TBSA or 500-S '
Preliminarily . . AP Fasteners & Plates TECH-Bond TPO Bonding
S-AM-32 ?238,;1 OIE;:E;;I(;L Secured or secured M,'g'o1 ,53?5'1 secured TPO Adhesive (Li-r315 7
! with top layer 18 per 4 ft. x 8 ft. board or TBSA i
Preliminarily . . AP Fasteners & Plates TECH-Bond TPO Bonding
S-AM-33 ?238,;1 OIE;:E;;I(;L Secured or secured Mm} SZ 'OmCh secured TPO Adhesive (Li-r315 7
! with top layer 20 per 4 ft. x 8 ft. board or TBSA i
Lo AP Fasteners & Plates TPO Membrane Adhesive Il
savas | G338 F1 | oPTONAL | o Prefminarily i in g.5inch secured - 75
L6, S12 Insulation with top laver DensDeck Prime 20 per TPO Fleece XR-S, 500-R, ribbon adhered | (Lim, 7)
play 4 ft. x 8 ft. board 4-inch o.c.; or 500-S
G33,F1, | Min. 2-inch HD Fasteners & sé;iﬁé i?% Ids'%vin XR-S, 500-R, ribbon adhered | -82.5
S-AM-35 | 5 504 ISO Plates secured 20 ISO HD Pack ribbon adhered TPO Fleece 6-inch o.c.; or 500-S (Lim. 7)
per 4 ft. x 8 ft. board -
6-inch o.c.
Preliminarily . . AP Fasteners & Plates .
G33, P, OPTIONAL Min. 0.5-inch TECH-Bond TPO Bonding -82.5
S-AM-36 | 6 504 Insulation | Securedorsecured | oo pocK secured TPO Adhesive or TBSA (Lim. 7)
with top layer 18 per 4 ft. x 8 ft. board
Min. 2-inch AP Fasteners & . ¥ 1.S.0. Spray R or 500- 1.8.0. Spray R or 500-R .
sama7 | G311 is0oriso | Pates securedzz | Mn0-Sneh 11 Riibhon adhered TPO Fleece ribbon adhered 12-inch o.c.; (Li8nz1-57)
! CG per 4 ft x 8 ft board 12-inch o.c. or 500-S :
. . Preliminarily . . AP Fasteners & Plates TPO Membrane Adhesive IlI
G33, F2 Min. 1.5-inch Min. 0.5-inch -82.5
S-AM-38 g ) Secured or secured ) secured XR-S, 500-R, ribbon adhered .
L6, S12 Insulation with top layer DensDeck Prime 32 per 4 ft. x 8 ft. board TPO Fleece 4-inch o.c.. or 500-S (Lim. 7)
Preliminarily . . AP Fasteners & Plates .
o | JEonmoaeosnrs | e
! with top layer 24 per 4 ft. x 8 ft. board .
Min. 2-inch AP Fasteners & . . ) I.S.0. Spray R ribbon
s-Am40 | 9507 1SO or Plates secured 32 |  Min-0->inch 1 1.8.0. Spray R ribbon TPO Fleece adhered 12-inch o.c.; (i?r;'sn
! ISO CG per 4 ft x 8 ft board " or 500-S :
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"AMRIZE BUILDING ENVELOPE LLC

EE dba DURO-LAST ROOFING, INC.
« C R K [APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
ssemblies with Adhered Membranes over Insulated Steel Deck (New, Existing or Recover)
System Deck Base Base Insulation I e e meEiten @7 MDP
: : or Base Sheet Membrane Membrane Attachment
No. Detail Insulation Attachment (psf)
Base Sheet Attachment
iminari TPO Membrane Adhesive Il
savar | GRLE | M tsen | sooumgorseouea | M0% | M g "
’ with top layer 32 per 4 ft. x 8 ft. board TPO Fleece 4-inch o.c.; or 500-S )
Preliminarily . . AP Fasteners & Plates .
S-AM-42 (L;goslz ?E;ng(ﬁ:‘ Secured or secured M'n'gé'lné?_lso secured TPO TECH'BXZ?}J;\% Bonding (ﬂf'g)
! with top layer 32 per 4 ft x 8 ft board i
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SEI2ERD MIETATEE A TE: (psf)
Preliminarily TPO Attached in-lap 12-inch -30
S-M-1 G33 L6 ) OPTIONAL Secured or OPTIONAL Preliminarily (120-inch o.c. with HD Fasteners & (Lim. 7;
! Insulation Secured with Top Cover Board Secured wide) Plates; Side laps spaced Non-
Layer 114-inch o.c. HVHZ)
UltraPly QuickSeam
Preliminarily R.M.A Strip attached 37.5
. . Lo 72-inch o.c. and secured X .
G33, F1, Min. 1.5-inch Secured or OPTIONAL Preliminarily . . (Lim. 7;
S-M-2 - . . TPO with Polymer Batten Strip
L6, S24 Insulation secured with top Cover Board Secured Non-
and Heavy-Duty fasteners
layer . HVHZ)
spaced 12-inch o.c. along
the batten
Preliminarily S"J?C;_GT%Q"L Attached in-lap 12-inch -37.5
S-M-3 G80, F1, ) Min. 1.5-inch Secured or OPTIONAL Preliminarily TPO o.c. with HD Fasteners & (Lim. 7;
L6, S24 Insulation secured with top Cover Board Secured . Plates; Side laps spaced Non-
(120-inch ;
layer - 114-inch o.c. HVHZ)
wide)
Preliminarily R raPly QuickSeam -37.5
G80, F1, Min. 1.5-inch Secured or OPTIONAL Preliminarily L p (Lim. 7;
S-M-4 - . : TPO 114-inch o.c. and secured
L6, S24 Insulation secured with top Cover Board Secured ith HD F. Non-
layer wit asten_ers & HVHZ)
Plates spaced 12-inch o.c.
Preliminarily Attached in-lap 24-inch -45
S-M-5 G33 } Min. 1.5-inch Secured or OPTIONAL Preliminarily TPO o.c. with HD Fasteners & (Lim. 7;
Insulation secured with top Cover Board Secured (48-inch wide) Plates; Fastener rows Non-
layer 42-inch o.c. HVHZ)
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SLIUAEIIS A AU SIS (psf)
Preliminarily g Ilt\;la: Ié t&i)u';tktg:r?gzj -45
S-M-6 G33 ) Min. 1.5-inch Secured or OPTIONAL Preliminarily TPO 48-i.nc.h o.c gnd secured (Lim. 7;
Insulation secured with top Cover Board Secured . L Non-
laver with HD Fasteners & HVHZ)
Y Plates spaced 24-inch o.c.
UltraPly QuickSeam
S-M-7 G33 ) Min. 1.5-.|nch Secureq or OPTIONAL Preliminarily TPO with Polymer Batten Strip (Lim. 7;
Insulation secured with top Cover Board Secured Non-
and Heavy-Duty fasteners
layer . HVHZ)
spaced 24-inch o.c. along
the batten
Attached in-lap 12-inch
o.c. with HD Fasteners &
Plates; Fastener rows
spaced 114-inch o.c.;
Preliminarily TPO UltraPly QuickSeam
S-M-8 G33, F1, ) Min. 1.5-inch Secured or OPTIONAL Preliminarily (120-inch R.M.A Strip attached -45
L6, S24 Insulation secured with top Cover Board Secured wide) evenly spaced between (Lim. 7)
layer side laps and secured
with Polymer Batten Strip
and Heavy-Duty fasteners
spaced 12-inch o.c. along
the batten
Preliminarily Attached in-lap 12-inch
smo | G33.P ) Min. 0.5-inch Secured or OPTIONAL Preliminarily Min_o9 mi! (o0 wih FID s 45
L6 Insulation secunla:y\évrlth top Cover Board Secured (96-inch wide) Fastener rows 90-inch (Lim. 7)
0.C.
Vi Preliminarily Min 60 mi | Attachedin-ap f2-inch
G80, F1, L Secured or OPTIONAL Preliminarily TPO . . -45
S-M-10 - 1.5-inch . . Fasteners & Plates; .
L6, S24 : secured with top Cover Board Secured (120-inch . (Lim. 7)
Insulation . Fastener rows 114-inch
layer wide) o0.c
Min Preliminarily Attached in-lap 12-inch
S-M-11 G80, F1, ) 1 5-in.ch Secured or OPTIONAL Preliminarily TPO o.c. with HD Fasteners & -45
L6, S24 Inéula tion secured with top Cover Board Secured (96-inch wide) | Plates; Fastener rows 90- | (Lim. 7)
layer inch o.c.
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SLIUAEIIS A AU SIS (psf)
Preliminarily Attached in-lap 6-inch o.c.
S-M-12 G33, F1, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -45
L6, S24 Insulation secured with top Cover Board Secured (96-inch wide) Plates; Fastener rows (Lim. 7)
layer 90-inch o.c.
G33 F1 Preliminarily Duro-TECH Attached in-lap 6-inch o.c.
S-M-13 or P, L6 ) Min. 1-inch Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -45
8’2 4 ! Insulation secured with top Cover Board Secured (148-inch Plates; Fastener rows (Lim. 7)
layer wide) 142-inch o.c.
Preliminarily g I't\;la: Ié tsi)u Igﬁgfr? 221
G33, F1, Min. 1.5-inch Secured or OPTIONAL Preliminarily S p -45
S-M-14 - . : TPO 72-inch o.c. and secured .
L6, S24 Insulation secured with top Cover Board Secured . (Lim. 7)
laver with HD Fasteners &
Y Plates spaced 12-inch o.c.
Preliminarily g I|t\;|a,£> Iét(r?m:tktgﬁr?gi
G80, F1, Min. 1.5-inch Secured or OPTIONAL Preliminarily Min. 60 mil L P -45
S-M-15 - . . 114-inch o.c. and secured .
L6, S24 Insulation secured with top Cover Board Secured TPO . (Lim. 7)
with HD Plus Fasteners &
layer )
Plates spaced 12-inch o.c.
Min Preliminarily TPO Attached in-lap 6-inch o.c.
S-M-16 G80, F1, ) 1 5-in.ch Secured or OPTIONAL Preliminarily (148-inch with HD Fasteners & -52.5
L6, S24 . . secured with top Cover Board Secured . Plates; Fastener rows (Lim. 7)
Insulation wide) )
layer 142-inch o.c.
Preliminarily Attached in-lap 6-inch o.c.
S-M-17 G33, P, ) Insulation Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -52.5
L6, S24 secured with top Cover Board Secured (96-inch wide) Plates; Fastener rows (Lim. 7)
layer 90-inch o.c.
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-18 G33, P, ) Min. 1-inch Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -52.5
L6, S24 Insulation secured with top Cover Board Secured (148-inch Plates; Fastener rows (Lim. 7)
layer wide) 142-inch o.c.
G33. L6 Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-19 HX)—I1 ’ ) Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -52.2
4 Insulation secured with top Cover Board Secured (148-inch Plates; Fastener rows (Lim. 7)
HS24 - ;
layer wide) 142-inch o.c.
Preliminarily TPO Attached in-lap 6-inch o.c.
S-M-20 G33, P, } Min. 0.5-inch Secured or OPTIONAL Preliminarily (120-inch with HD Fasteners & -52.5
L6, S24 Insulation secured with top Cover Board Secured wide) Plates; Fastener rows (Lim. 7)
layer 114-inch o.c.
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"AMRIZE BUILDING ENVELOPE LLC

V C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SLIUAEIIS A AU SIS (psf)
Min Preliminarily Min. 60 mil Attached in-lap 12-inch
G33, F1, L Secured or OPTIONAL Preliminarily . o.c. with HD Fasteners & -52.5
S-M-21 - 1.5-inch . TPO ) ;
L6, S24 Insulation secured with top Cover Board Secured (60-inch wide) Plates; Fastener rows (Lim. 7)
layer 54-inch o.c.
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-22 G33, P, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO with HD Fasteners & -60
L6, S24 Insulation secured with top Cover Board Secured (120-inch Plates; Fastener rows (Lim. 7)
layer wide) 114-inch o.c.
L Min. 60 mil . .
G33. L6 _ _ Preliminarily S Duro-TECH Atta_ched in-lap 6-inch o.c.
i Min. 0.5-inch Secured or OPTIONAL Preliminarily with HD Fasteners & -60
S-M-23 HXH1, - . . TPO . .
Insulation secured with top Cover Board Secured . Plates; Fastener rows (Lim. 7)
HS24 (120-inch :
layer . 114-inch o.c.
wide)
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-24 G33, F1, ) Min. 1.5-inch Secured or OPTIONAL Preliminarily TPO with HD Plus Fasteners & -60
L6, S24 Insulation secured with top Cover Board Secured (148-inch Plates; Fastener rows (Lim. 7)
layer wide) 142-inch o.c.
e ot £
S-M-25 G33, P, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO Plates: Fastener rows 89- -60
L6, S24 Insulation secured with top Cover Board Secured (96-inch wide) | . h S hwi - (Lim. 7)
layer inch o.c.; 7-inch wide side
lap
Preliminarily E'\)"u'gﬁoE’g"L Attached in-lap 6-inch o.c.
S-M-26 G33, F1, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily PO with HD Fasteners & -60
L6, S12 Insulation secured with top Cover Board Secured . Plates; Fastener rows (Lim. 7)
(120-inch )
layer . 114-inch o.c.
wide)
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-27 G33, P, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily 7.'PO with HD Fasteners & -60
L6, S24 Insulation secured with top Cover Board Secured . ) Plates; Fastener rows (Lim. 7)
(96-inch wide) .
layer 89-inch o.c.
Preliminarily Attached in-lap 12-inch
G33, F, Min. 2-inch Secured or OPTIONAL Preliminarily Min. 60 mil o.c. with HD Plus -60
S-M-28 - . - TPO Fasteners & Plates; .
L6, S24 Insulation secured with top Cover Board Secured . . (Lim. 7)
| (60-inch wide) Fastener rows
ayer :
54-inch o.c.
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-29 G33, F1, ) Min. 1.5-inch Secured or OPTIONAL Preliminarily TPO with HD Plus Fasteners & -67.5
L6, S24 Insulation secured with top Cover Board Secured (120-inch Plates; Fastener rows (Lim. 7)
layer wide) 114-inch o.c.
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"AMRIZE BUILDING ENVELOPE LLC

S CREE dba DURO-LAST ROOFING, INC.
' R K [APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SLIUAEIIS A AU SIS (psf)
6 mil
polyethylene AP Fasteners & Attached in-lap 6-inch o.c.
S-M-30 G33, P, sheet; 6-inch Min. 2-inch Plates secured 8 OPTIONAL Preliminarily TPO with HD Fasteners & -67.5
L6, S24 wide laps Insulation per4 ft. x 8 ft. Cover Board Secured (96-inch wide) Plates; Fastener rows (Lim. 7)
sealed with board 89-inch o.c.
duct tape
Preliminarily Min. 60 mil Attached in-lap 6-inch o.c.
S-M-31 G33, P, } Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO with HD Plus Fasteners & -67.5
L6 Insulation secured with top Cover Board Secured (120-inch Plates; Fastener rows (Lim. 7)
layer wide) 114-inch o.c.
Attached in-lap 6-inch o.c.
with Heavy-Duty Plus
Preliminarily TPO Fasteners and Polymer
S-M-32 G33, F1, } Min. 0.5-inch Secured or OPTIONAL Preliminarily (120-inch Batten Strips; Fastener -75
L6, S24 Insulation secured with top Cover Board Secured . rows 114-inch o.c.; Min. (Lim. 7)
layer wide) 5-inch wide heat weld
Y
encapsulating batten and
fasteners
Attached in-lap 6-inch o.c.
with Heavy-Duty
Preliminarily TPO Fasteners and Coiled
S-M-33 G80, F1, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily (120-inch Metal Batten Bar; -75
L6, S24 Insulation secured with top Cover Board Secured ) Fastener rows 114-inch (Lim. 7)
layer wide) o.c.; Min. 5-inch wide heat
Y ;
weld encapsulating batten
and fasteners
Heavy Duty Fasteners
and 0.75" Polymer Batten
Min Preliminarily Strips centered in-lap and
S-M-34 G380, F2, ) 1 5-in.ch Secured or OPTIONAL Preliminarily TPO fastened 6-inch o.c.; -82.5
L6, S24 I . ; secured with top Cover Board Secured (74-inch wide) Fastener rows 68-inch (Lim. 7)
nsulation T . :
layer o.c.; Min. 5-inch wide heat
weld encapsulating plates
and fasteners
Attached in-lap 6-inch o.c.
Preliminarily . . with HD Plus Fasteners &
oaas | G801, Min. 0.5-inch Secured or OPTIONAL Preliminarily M'”'Tgoom" 9’5’?'93' Fastener rows 825
-M- - ) - -inch o.c.; Min. 5-inch .
L6, S24 Insulation secured with top Cover Board Secured . . . (Lim. 7)
layer (96-inch wide) wide heat weld
encapsulating plates and
fasteners
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v CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New or Existing)
System Deck Air/Vapor Base Base Insulation Top Top Insulation MDP
No. Detail Barrier Insulation Attachment Insulation Attachment SLIUAEIIS A AU SIS (psf)
Attached in-lap 6-inch o.c.
with Heavy-Duty Plus
Preliminarily Falvslt?nle és gnd g O'I_?d
sm3s | 680 F1, ] Min. 0.5-inch Secured or OPTIONAL Preliminarily TPO Eestoner tona -97.5
L6, S24 Insulation secured with top Cover Board Secured (96-inch wide) 90-inch “Min. 5-inch (Lim. 7)
layer inch o.c.; Min. 5-inc
wide heat weld
encapsulating batten and
fasteners
Attached in-lap 6-inch o.c.
Preliminarily Min 60 mil | WIDHD Flus Fasteners &
sma7 | G383 F1, ) Min. 0.5-inch Secured or OPTIONAL Preliminarily Duro-TECH 90-?niﬁ'o SS_ yiagd g"l"r‘]’sh 1125
L6, S24 Insulation secured with top Cover Board Secured TPO id 'h" t .I d (Lim. 7)
layer (96-inch wide) wide heat we
encapsulating plates and
fasteners
Heavy Duty Plus
Fasteners and 0.75"
Polymer Batten Strips
centered in-lap and
fastened 6-inch o.c.;
Intermediate row in field of
Min Preliminarily TPO sheet with fasteners 6-
S-M-38 G380, F2, ) 1 5-in.ch Secured or OPTIONAL Preliminarily (148-inch inch o.c.; Fastener rows -135
L6, S24 I . ; secured with top Cover Board Secured - spaced 71-inch o.c.; Min. (Lim. 7)
nsulation | wide) ) )
ayer 5-inch wide heat weld
encapsulating plates and
fasteners in-lap; 5-inch
wide TPO cover strip heat
welded 1.5-inch wide on
either side of battens in
field row
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Assemblies over Steel Deck (New or Existing)
System Deck Vapor Base Basg . Top Insulation Membrane MDP
. . X Insulation Top Insulation Membrane
No. Detail Barrier Insulation Attachment Attachment (psf)
Attachment
Preliminarily -37.5
G33, Min. 1-inch Secured OPTIONAL _ DuroBond fastened . (Lim. 7;
S-W-1 L6,P, - . . 6-inch o.c. in rows spaced TPO Induction welded
S24 Insulation or secured with Cover Board 144-inch o.c Non-
top layer o HVHZ)
DuroBond fastened at a rate
L of 6 per 4 ft. x 8 ft. board;
Min. Prglelr:x:gly OPTIONAL Plate pattern offset 12- (Li-n‘:57 .
S-W-2 G33, L5 - 1.5-inch . inches from each adjacent TPO Induction welded Y
- or secured with Cover Board ) . i Non-
Insulation top layer row of insulation boards; HVHZ)
pfay Boards set with length
perpendicular to deck ribs
Preliminarily
S-W-3 G33, P, } Min. 1-inch Secured OPTIONAL DuroBond fastened at a rate TPO Induction welded -45
L6, S24 Insulation or secured with Cover Board of 8 per 4 ft. x 8 ft. board (Lim. 7)
top layer
Preliminarily » . .
G8o, F2, Min. 1-inch Secured OPTIONAL DuroBond fastened 12 o.c. | Min. 60 mil . 45
S-W-4 L7, S24 ) Insulation | or secured with Cover Board in rows 6-ft 0.c. over Duro-TECH Induction welded (Lim. 7)
’ t Preliminarily Secured board TPO ’
op layer
DuroBond fastened at a rate
L of 8 per 4 ft. x 8 ft. board;
. Preliminarily !
G33, F1, Min. Secured OPTIONAL _ Plate pattern offset 12- _ 60
S-W-5 - 1.5-inch . inches from each adjacent TPO Induction welded .
L6, S30 ; or secured with Cover Board . . . (Lim. 7)
Insulation top layer row of insulation boards;
p lay Boards set with length
perpendicular to deck ribs
Preliminarily Min. 60 mil
S-W-6 G80, F2, ) Min. 1-inch Secured OPTIONAL DuroBond fastened at a rate Durc;-TECH Induction welded -60
L7, S24 Insulation or secured with Cover Board of 8 per 4 ft. x 8 ft. board TPO (Lim. 7)
top layer
Preliminarily
G33 L6, Min. 1-inch Secured OPTIONAL _DuroBond fastened . -60
S-W-7 HXET, - . . 6-inch o.c. in rows spaced TPO Induction welded .
Insulation or secured with Cover Board . (Lim. 7)
HS24 144-inch o.c.
top layer
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"AMRIZE BUILDING ENVELOPE LLC

— C RE E K [APPROVED ASSEMBLIES] dba DURO-LAST ROOFING, INC.

Duro-TECH TPO Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Assemblies over Steel Deck (New or Existing)
System Deck Vapor Base Basg . Top Insulation Membrane MDP
. . X Insulation Top Insulation Membrane
No. Detail Barrier Insulation Attachment Attachment (psf)
Attachment
DuroBond fastened at a rate
Prefiminarily of 12 per 4 ft. x 8 ft. board;
Min. Plate pattern offset 12-
S-W-8 G33, F1, - 1.5-inch Secured . OPTIONAL inches from each adjacent TPO Induction welded .'75
L6, S30 . or secured with Cover Board . . . (Lim. 7)
Insulation top laver row of insulation boards;
piay Boards set with length
perpendicular to deck ribs
. Preliminarily
Min. DuroBond fastened at a rate
G33, P, . Secured OPTIONAL . -75
S-W-9 L6, S24 - 0.5-mc;h or secured with Cover Board of 12 per 4 ft. x 8 ft. board TPO Induction welded (Lim. 7)
Insulation (Alt. Pattern)
top layer
Preliminarily
G33, L6, Min. 1-inch Secured OPTIONAL _ DuroBond fastened . -82.5
S-W-10 HXE1, - . . 6-inch o.c. in rows spaced TPO Induction welded X
Insulation or secured with Cover Board . (Lim. 7)
HS24 72-inch o.c.
top layer
DuroBond fastened at a rate
Preliminarily of 16 per 4 ft. x 8 ft. board;
Min. 1.5- Plate pattern offset 12-
sw-11 | G3F2 - inch Secured OPTIONAL inches from each adjacent TPO Induction welded -105
L6, S12 . or secured with Cover Board . . . (Lim. 7)
Insulation top laver row of insulation boards;
p lay Boards set with length
perpendicular to deck ribs
Assemblies with All Layers Adhered over Wood Deck (New or Existing)
System Deck Detail Basg Base Insulation Top_ Top Insulation Membrane Membrane Attachment MDP
No. Insulation Attachment Insulation Attachment (psf)
OPTIONAL -45
1.S.0. Stick; ribbons Min. 1-inch 1.S.0. Stick; ribbons . (Lim. 9;
W-A-1 T15/32P Denspeck 19-inch o.c. ISO CG or ISO 19-inch o.c. TPO Membrane Adhesive IV Non-
Prime
HVHZ)
TPO Membrane Adhesive IV -45
T7/160 or DensDeck 1.S.0. Twin Pack; Cin. (Lim. 9;
W-A2 | 115/30p, L 24 Prime ribbons 12-inch o.c. - - TPO Fleece XR-BA, PermaMop; HA; or Non-
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= CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with All Layers Adhered over Wood Deck (New or Existing)
System Deck Detail Basg Base Insulation Top. Top Insulation Membrane Membrane Attachment MDP
No. Insulation Attachment Insulation Attachment (psf)
TPO Membrane Adhesive V 67.5
Woas | T19/320, 124, | BEMSDECK s 0. Fix il ribbons ) ) (Lim. 9;
N6/6 6-inch o.c. TPO Fleece PermaMop; HA Non-
SECUROCK
HVHZ)
-75
1.8.0. Spray R 1.S.0. Spray R or 500-R . i
W-A-4 T7/160, L24, Denspeck ribbons spaced - - TPO Fleece ribbons spaced 12-inch o.c;; (Lim. 9;
N6/6 prime 12-inch o.c or 500-S Non-
o HVHZ)
0.5-inch TPO Membrane Adhesive V -75
W-A5 | T18/32P L24, | S oo D | 1.8.0. FixIi; ribbons i ) — (Lim. 9;
N6/6 rimo 6-inch o.c. TPO Fleece XR-BA, PermaMop; HA; or Non-
500-S HVHZ)
. ; -90
T15/32P, 124, 0.5-inch |.,s,o, Spray R TPO Membrane Adhesive Il (Lim. 9;
W-A-6 DensDeck ribbons spaced - -
N6/6 Prime 6-inch 0.G TPO Fleece XR-BA, PermaMop; HA; or Non-
" 500-S HVHZ)
-90
1.S.0. Spray R 1.S.0. Spray R or 500-R . .
W-A-7 T7/12§?/’6L24’ SECUROCK ribbons spaced 6- - - TPO Fleece ribbons spaced 6-inch o.c.; or (L"'l':r"_g’
inch o.c. 500-S HVHZ)
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Bage Base Insulation or . Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
HD Fasteners & Plates TPO Membrane Adhesive V -30
OPTIONAL Preliminarily Secured or secured at a rate of ] (Lim. 7;
W-AM-1 T7/160 Insulation secured with top layer SECUROCK | 44 per 4-ft x 8-ft board TPO Fleece XR-BA', PermaMop; Non-
(Alt. Pattern) HA; or 500-S HVHZ)
TPO Membrane Adhesive V -37.5
L . . AP Fasteners & Plates .
OPTIONAL Preliminarily Secured or Min. 0.5-inch (Lim. 7;
W-AM-2 T15/32P, L24 ) d secured at a rate of XR-BA, PermaMop; ’
Insulation secured with top layer SECUROCK 8 per 4-ft x 8-ft board TPO Fleece HA: or 500-S Hr‘tlol-rI]Z)
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or : Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
TPO Membrane Adhesive V
XR-S, 500-R, or1.S.0. -37.5
W-AM-3 T7/160 or OPTIONAL Preliminarily Secured or DensDeck A': e,: zfttaznaetr Z f‘a,tzaci?s Spray R ribbon adhered | (Lim. 7;
T15/32P, L24 Insulation secured with top layer TPO Fleece 12-inch o.c,; Non-
12 per 4-ft x 8-ft board ’
HA; PermaMop; XR- HVHZ)
BA; TBSA or 500-S
32 ga. x 1-5/8” tin tabs and
12 ga. x 1.25” ring shank . . -37.5
W-AM-4 | T7/1600r sBSBase | NS b-nch o.c. in 3-inch - - 7O Flosce | tiobons spaced 1omon | (HiM- 7
T15/32P, L24 lap and 6-inch o.c. in three 0.C.: of 500-S Non-
(3) staggered rows equally o HVHZ)
spaced between laps
OPTIONAL | Preliminarily Secured or AP Fasteners & Plates | i 60 mil Duro- (L-i3n:'57-
W-AM-5 T19/32P, L24 ) v ISO HD secured at a rate of : Membrane Adhesive V ~
Insulation secured with top layer TECH TPO Non-
12 per 4-ft x 8-ft board
HVHZ)
TPO Membrane Adhesive V
XR-S, 500-R, ribbon -37.5
T7/160,124, | OPTIONAL | Preliminarily Secured or Min. 1inch | AAP Fasteners & Plates adhered 6-inch o.c. or | (Lim. 7;
W-AM-6 ) d secured at a rate of -
N6/6 Insulation secured with top layer ISO CG 18 per 4-ft x 8-t board TPO Fleece 1.S.0. Spray R ribbon Non-
adhered 12-inch o.c.; HVHZ)
TBSA or 500-S
OPTIONAL | Preliminarily Secured or AP Fasteners & Plates Min. 60 mil (i?r:21'57-
W-AM-7 T19/32P, L24 ) y 2-inch ISO CG secured at a rate of . Membrane Adhesive V t
Insulation secured with top layer Duro-TECH TPO Non-
8 per 4-ft x 8-ft board
HVHZ)
TPO Membrane Adhesive V
XR-S, 500-R, orl.S.0.
T15/32P, 124, | OPTIONAL | Preliminarily Secured or AP Fasteners & Plates Spray R ribbon adhered | 45
W-AM-8 : d SECUROCK secured at a rate of ; .
N12/6 Insulation secured with top layer TPO Fleece 12-inch o.c.: (Lim. 7)
20 per 4-ft x 8-ft board ’
HA; PermaMop;
XR-BA; TBSA or 500-S
TPO Membrane Adhesive V
XR-S, 500-R, orl.S.0. -45
T7/160 or OPTIONAL Preliminarily Secured or | DensDeck Prime AP Fasteners & Plates Spray R ribbon adhered | (Lim. 7;
W-AM-9 T15/32P, ) d secured at a rate of )
124 Insulation secured with top layer or SECUROCK 12 per 4-ft x 8-ft board TPO Fleece 12-inch o.c.; Non-
HA; PermaMop; XR- HVHZ)
BA; TBSA or 500-S
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or : Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
TPO Membrane Adhesive V
XR-S, 500-R, or1.S.0. -45
WAMA0 | T15/32p Loa | OPTIONAL | Prefiminariy Secured or | Min. 0.5-inch A': e’: zf;”:tr s ‘fa’tzaéfs Spray R ribbon adhered | (Lim. 7;
! Insulation secured with top layer SECUROCK TPO Fleece 12-inch o.c.: Non-
8 per 4 ft. x 8 ft. board ’
HA; PermaMop; XR- HVHZ)
BA; TBSA or 500-S
Lo . . AP Fasteners & Plates TECH-Bond TPO
W-AM-11 T15/£/§/Pé L24, O,sggyx‘ ngﬂgjg%f ti i)ulrsje?r Mllgo1 -Clrg:h secured at a rate of TPO Bonding adhesive or (Li-r‘:15 7)
20 per 4-ft x 8-ft board TBSA :
TPO Membrane Adhesive V
XR-S, 500-R, or 1.S.0.
Lo AP Fasteners & Plates y UV
W-AM-12 T15/32, L24, OPTIONAL Prellm/narlly Secured or DensDeck Prime | secured at a rate of Spray R ribbon adhered .-45
N6/6 Insulation secured with top layer TPO Fleece 12-inch o.c.: HA: (Lim. 7)
18 per 4-ft x 8-ft board )
PermaMop; XR-BA;
TBSA or 500-S
AP Fasteners & Plates
Lo 12-inch o.c. in 3-3/8” .
wnrs | TIEEEL2A | OPTIONAL | reiminrt Seeuedor | sgsmasep | apand nhocn | TPofesce | [SOSIR e | 48
play two (2) evenly spaced ' ’
staggered rows
TPO Membrane Adhesive V
Lo Min. 1.5-inch AP Fasteners & Plates XR-S, 500-R, orl.S.0. .
W-AM-14 T15/‘?VZ6% L24, O,s;;gyg,’l‘ Psreegmgjwﬁf teo i)ulrae;e?r ISOGARD HD secured at a rate of PO Fi Spray R ribbon adhered (Li:f 7)
Composite 12 per 4-ft x 8-ft board eece 12-inch o.c; TBSA or ’
500-S
AP Fasteners & Plates -45
W-AM-15 T7/160, L24, OPTIONAL Preliminarily Secured or SECUROCK, secured at a rate of TPO Fleece HA; PermaMop; (Lim. 7;
N6/6 Insulation secured with top layer DensDeck Prime XR-BA; or 500-S Non-
20 per 4-ft x 8-ft board
HVHZ)
DensDeck TPO Membrane Adhesive V
Prime,
SECUROCK, : o -45
T7/160,124, | OPTIONAL | Preliminarily Securedor | Min. 1-inch iSO | AP Fasteners & Plates XR-S, S00-R, ribbon |, .o,
W-AM-16 N6/6 Insulati 4 with top | CGorMin 15 secured at a rate of adhered 6-inch o.c. or N
nsulation secured with top layer CGorMin. 1.5- | ) per 4-ft x 8-ft board TPO Fleece 1.S.0. Spray R ribbon on-
inch ISOGARD HVHZ)
HD adhered
. 12-inch o.c.; or 500-S
Composite
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or : Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
Min. 0.5-inch | b o steners & Plates -45
T7/160, L24, OPTIONAL Preliminarily Secured or | DensDeck Prime HA; PermaMop; XR- (Lim. 7;
W-AM-17 ) d ) . secured at a rate of TPO Fleece .
N6/6 Insulation secured with top layer or Min. 0.5-inch 18 per 4-ft x 8-ft board BA; or 500-S Non-
SECUROCK p HVHZ)
Min. 0.5-inch TPO Membrane Adhesive V
DensDeck
Prime,
Min. 0.5-inch XR-S, 500-R, ribbon -45
T7/160, 124, | OPTIONAL | Preliminarily Securedor | SECUROCK, |7AF Fasteners & Plates adhered Buinch 0.c. or | (Lim. 7;
W-AM-18 ) d . . secured at a rate of )
N6/6 Insulation secured with top layer Min. 2-inch ISO TPO Fleece 1.S.0. Spray R ribbon Non-
. 18 per 4-ft x 8-ft board -2.0. opray
CG or Min. 1.5- adhered 12-inch o.c; | HVHZ)
inch ISOGARD TBSA or 500-S
HD
Composite
HD Fasteners and TPO )I\;f;rgbl:goe sdhesll\ée(;/ -45
OPTIONAL Preliminarily Secured or Min. 2-inch ISO Plates secured at a -9, OUUR, orl.o.U. | (Lim. 7;
W-AM-19 | T15/32P, L24 Insulation secured with top layer CG or ISO rate of 8 per 4-ft x 8-ft TPO Fleece Spray R ”bb?” adhered [ Non-
board 12-inch o.c.; TBSA or HVHZ)
500-S
TPO Membrane Adhesive V
o Min. 1.5-inch HD Fasteners and XRS5 500F o150 -45
W-AM-20 | T15/32P, 124 OPTIONAL Prellmmanl}_/ Secured or /SO CG or Plates secured at a Sora ’R ribbo'n adhe.red (Lim. 7;
Insulation secured with top layer 1SO rate of 12 per 4-ft x 8-ft TPO Fleece pray Non-
board 12-inch o.c.; TBSA or HVHZ)
500-S
TPO Membrane Adhesive V
Min. 0.5-inch AP Fasteners & Plates XR-S, 500-R, or1.S.0. .45
W-AM-21 T7/160, L24, OPTIONAL Preliminarily Secured or DehDéck or secured at a rate of 24 Spray R ribbon adhered | (Lim. 7;
N6/6 Insulation secured with top layer SECUROCK per 4-ft x 8-ft board per TPO Fleece 12-inch o.c.; HA; Non-
4-ft x 8-ft board PermaMop; XR-BA; HVHZ)
TBSA or 500-S
TPO Membrane Adhesive V
XR-S, 500-R, or 1.S.0.
T15/32P, 124, | OPTIONAL | Preliminarily Securedor | Min.05-inch | AP Fasteners & Plates Spray R ribbon adhered |  -52.5
W-AM-22 ) d . secured at a rate of 18 ) :
N6/6 Insulation secured with top layer DensDeck Prime TPO Fleece 12-inch o.c.: HA: (Lim. 7)
per 4-ft x 8-ft board ) T
PermaMop; XR-BA;
TBSA or 500-S
T . . AP Fasteners & Plates ; .
W-AM-23 | T19/32p, 124 | OPTIONAL | Preliminarily Secured or | Min. 0.54nch oo 0q ot 3 rate of 12 Min. 60 mil Membrane Adhesive V | 925
Insulation secured with top layer DensDeck Prime Duro-TECH TPO (Lim. 9)
per 4-ft x 8-ft board
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or : Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
TPO Membrane Adhesive IV
WAM.24 | T75/32P,L24, | OPTIONAL | Preliminariy Securedor | Min.0.5inch | AP Fasteners & Plates o N',‘;p. 525
N12/6 Insulation secured with top layer SECUROCK per 4-ft x 8-ft board TPO Fleece HA;! o B00.S 3 (Lim. 7)
TPO Membrane Adhesive V
XR-S, 500-R, ribbon -52.5
W.AMo5 | T7/160,124, | OPTIONAL | Preliminarily Secured or Min. 1-inch A': e’; zf;”:tr s ‘fa’tzaéfs adhered 6-inch o.c. or | (Lim. 7;
N6/6 Insulation secured with top layer ISO CG 24 per 4-ft x 8-ft board TPO Fleece 1.S.0. Spray R ribbon Non-
adhered 12-inch o.c.; HVHZ)
TBSA or 500-S
SECUROCK, -52.5
. . AP Fasteners & Plates ! : i
W-AM-26 T7/160, .24, Min. 1.5-inch secured at a rate of 24 per De(;sDeck Insulation Adhesive VI TPO Membrane Adhesive Il (Lim. 7;
N6/6 ISOor ISO CG 4-ft x 8-ft board Prime, or Non-
ISO HD HVHZ)
T7/160, 124, | Min. 15-nch | AP Fasteners &Plates | grcipock or XR-BA, PermaMop; (|_-i5n21'57-
W-AM-27 N6/6 SO or 1ISO CG | secured atarate of 24 per | 5 o 5 prime | Insulation Adhesive VI TPO Fleece HA: or 500-S Non-
4-ft x 8-ft board
HVHZ)
All-Purpose S XR-S, 500-R, ribbon
Fasteners and adhered 6-inch o.c. or -52.5
W-AM-28 T7/160, L24, OPTIONAL Preliminarily Secured or Min. 0.5-inch Insulation Fastening TPO Fleece 1.S.0. Spray R ribbon (Lim. 7;
N6/6 Insulation secured with top layer SECUROCK Plates secured at a adhered 12-inch o.c.; Non-
rate of 22 per 4-ft x 8-ft XR-BA, PermaMop or HVHZ)
board HA; TBSA or 500-S
All-Purpose S .
Fasteners and ;’;;}Sr’eg%?;ﬁhréb:ogr -52.5
W-AM-29 T7/160, L24, OPTIONAL Prellmmarlly Secured or Min. 1.5-inch Insulation Fastening TPO Fleece 1..0. Spray R ribbon (Lim. 7;
N6/6 Insulation secured with top layer ISO HD-C Plates secured at a . . Non-
rate of 22 per 4-ft x 8-ft adhered 12-inch 0.c.; | ypz)
TBSA or 500-S
board
All-Purpose S
Min. 0.5-inch Fasteners and -52.5
T7/160, L24, OPTIONAL Preliminarily Secured or SECUROCK or Insulation Fastening . (Lim. 7;
W-AM-30 N6/6 Insulation secured with top layer Min. 1.5-inch Plates secured at a s Membrane Adhesive V Non-
ISO HD-C rate of 22 per 4-ft x 8-ft HVHZ)
board
T AP Fasteners & Plates ; .
W-AM-31 | T19/32p, 124 | OPTIONAL | Preliminarily Secured or ISO HD secured at a rate of 15 Min. 60 mil Membrane Adhesive v | >0
Insulation secured with top layer Duro-TECH TPO (Lim. 9)
per 4-ft x 8-ft board
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or : Top Insulation Membrane MDP
N Deck Detail Insulation or Top Insulation Membrane
0. Base Sheet Base Sheet Attachment Attachment Attachment (psf)
TPO Membrane Adhesive V
Lo . . AP Fasteners & Plates XR-S, 500-R, orl.S.0.
T15/32P, L24 OPTIONAL Preliminarily Secured or Min. 1.5-inch 4 ’ -60
W-AM-32 y ’ ) ’ secured at a rate of 18 Spray R ribbon adhered ;
N6/6 Insulation secured with top layer ISO CG per 4-ft x 8-ft board TPO Fleece 12-inch o.c.: TBSA or (Lim. 7)
500-S
XR-S, 500-R, ribbon
AII-Paur:g?i:ull:;?ct)iners adhered 6-inch o.c. or -60
W-AM-33 T7/160, L24, OPTIONAL Preliminarily Secured or Min. 0.5-inch Fastening Plates TPO Fleece 1.S.0. Spray R ribbon (Lim. 7;
N6/6 Insulation secured with top layer SECUROCK secured at grate of 22 adhered 12-inch o.c,; Non-
or 4-ft x 8-ft board XR-BA, PermaMop or HVHZ)
p HA; TBSA or 500-S
All-Purpose Fasteners XR-S, 500-R, ribbon 60
L . . and Insulation adhered 6-inch o.c. or . i
W-AM-34 T7/160, L24, OPTIONAL Prellmmanl}_/ Secured or Min. 1.5-inch Fastening Plates TPO Fleece 1.S.0. Spray R ribbon (Lim. 7;
N6/6 Insulation secured with top layer ISO HD-C . . Non-
secured at a rate of 22 adhered 12-inch o.c.; HVHZ)
per 4-ft x 8-ft board TBSA or 500-S
Min. 0.5-inch All-Purpose Fasteners 60
L o and Insulation .
T7/160, L24, OPTIONAL Preliminarily Secured or SECUROCK or . . (Lim. 7;
W-AM-35 N6/6 Insulation secured with top layer Min. 1.5-inch Fastening Plate? TPO Membrane Adhesive V Non-
SO HD-C secured at a rate of 22 HVHZ)
per 4-ft x 8-ft board
TP M Adhesive IV
WAM.3g | T15/32P. 124, | OPTIONAL | Preliminariy Securedor | Min.0.5inch | AP Fastoners & Plates o ;’;’b;”‘;egn:;‘; 67.5
N6/6 Insulation secured with top layer SECUROCK per 4-ft x 8-ft board TPO Fleece HA," or B00.S 3 (Lim. 7)
Min. 60 mil .
AP Fast & Plat Duro-TECH TPO Membrane Adhesive V
W.AM.37 | T75/32P,L24, |  OPTIONAL Preliminarily Secured or | Min. 0.5-inch | ' @3°7€ 5 7 €2 XR-S, 500-R, adhered | 75
N6/6 Insulation secured with top layer DenDeck Prime per 4-ft x 8-ft board TPO Fleece 4-inch o.c.; XR-BA, (Lim. 7)
PermaMop; HA; or
500-S
L Min. 2-inch ISO | AP Fasteners & Plates : : TECH-Bond
W-AM-38 T 5/1\3/%‘//36 L24, O,s;;gyg,’l‘ Psreegmgjwﬁf teo i)ulrae;e?r CG, min. 1.5- | secured at a rate of 24 DUMI-?EGC())Hm'II'IPO TPOBonding Adhesive (Li':‘s 7)
inch ISO HD-C per 4-ft x 8-ft board or TBSA :
SECUROCK,
. . AP Fasteners & Plates !
W-AM-39 T15//3/26/Pé L24, /glénb: Ig-IOnCChG secured at a rate of 24 per %iﬁgegf Insulation Adhesive VI TPO Membrane Adhesive V (Li-r-rl15 7)
4-ft x 8-ft board i :
ISO HD
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Existing or Recover)
System . Ba?e Base Insulation or . Top Insulation Membrane MDP
Deck Detail Insulation or Top Insulation Membrane
No. Base Sheet Attachment Attachment Attachment (psf)
Base Sheet
. . AP Fasteners & Plates
T15/32P, L24, Min. 1.5-inch SECUROCK or . . XR-BA, PermaMop; -75
W-AM-40 N6/6 1SO or ISO CG secured at a rate of 24 per DensDeck Prime Insulation Adhesive VI TPO Fleece HA: or 500-S (Lim. 7)
4-ft x 8-ft board
TPO Memb. Adhesive V
WAM41 | T75/32P.L24, | OPTIONAL | Prefiminariy Securedor | Min.0.5inch | AP Fasteners & Platos o ;Z”ierm:zgzl 825
N6/6 Insulation secured with top layer SECUROCK per 4-ft x 8-ft board TPO Fleece HA;! o B00.S 3 (Lim. 7)
All-Purpose S TECH-Bond TPO
Fasteners and TPO Bonding Adhesive or
W-AM-a2 | T15/32P, L24, OPTIONAL Preliminarily Secured or Min. 0.5-inch Insulation Fastening TECH-Bond TPOLVOC -90
N6/6 Insulation secured with top layer SECUROCK Plates secured at a Bonding Adhesive 1168 | (Lim. 7)
rate of 24 per 4-ft x 8-ft XR-BA, PermaMop;
board TPO Fleece HA; or 500-S
Mechanically Fastened Assemblies over Wood Deck (New or Existing)
. Base Top
BB Deck Detail Ulncz! Barrller or Basg Insulation Top_ Insulation Membrane Membrane Attachment Dl
No. Vapor Barrier Insulation Insulation (psf)
Attachment Attachment
Preliminarily UItfaPIy QuickSeam R.M.A .30
OPTIONAL | Securedor | Min.0.5-inch | Preliminarily Strip attached 8-t o.c.and | ;7.
W-M-1 T15/32P, L24 As required ) - e TPO secured with All Purpose ~
Insulation secured with Insulation Secured . Non-
top layer Fasteners 6-inch o.c. thrqugh HVHZ)
the Polymer Batten Strip
T7/160 or Preliminarily Min. UltraPly QuickSeam R.M.A -30
ML . OPTIONAL Secured or Preliminarily Strip attached 5-ft o.c. and (Lim. 7;
W-M-2 TZZ/\?I%IZ As required Insulation secured with 0.25-inch Secured TPO secured with HD Fasteners Non-
’ top layer Insulation and Plates 6-inch o.c. HVHZ)
Preliminarily . . -30
T7/160 or OPTIONAL OPTIONAL | Securedor | DensDeckor | Preliminarily PO Attached in-lap 6-inch 0.c. | ;1"
W-M-3 T15/32P, V-Force Vapor ) - (60-inch with HD Fasteners & Plates;
) Insulation secured with SECUROCK Secured . . Non-
L24, N6/6 Barrier Membrane wide) Fastener rows 54-inch o.c.
top layer HVHZ)
UltraPly QuickSeam R.M.A .30
L Strip attached 4-ft o.c. and . .
W-M-4 17/160 or As required OPTIONAL Preliminarily - - TPO secured with All-Purpose (Lim. 7;
T15/32P, L24 Insulation Secured Non-
Fasteners and TPO HD HVHZ)
Seam Plates 12-inch o.c.
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

v CREEK

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Wood Deck (New or Existing)
, Base Top
VB Deck Detail UlelE Barrller or Basg Insulation Top_ Insulation Membrane Membrane Attachment LDl
No. Vapor Barrier Insulation Insulation (psf)
Attachment Attachment
Min. 60 mil 30
L Duro-TECH Attached in-lap 9-inch o.c. - .
wms | T19/520, L24, As required OPTIORAL | Prefminarly - - TPO with HD Fasteners & Plates; | (- 7
(96-inch Fastener rows 90-inch o.c.
. HVHZ)
wide)
Preliminarily . . -37.5
T7/160 or . OPTIONAL | Securedor | DensDeckor | Preliminarily TPO Attached in-lap 18-inch o.c. |, ; /"
W-M-6 T15/32P, As required ; - (48-inch with HD Fasteners & Plates;
Insulation secured with SECUROCK Secured . A Non-
L24, N6/6 wide) Fastener rows 42-inch o.c.
top layer HVHZ)
Lo Min. 60 mil
Preliminarily . . -37.5
T19/320, L24, . OPTIONAL | Securedor | OPTIONAL | Preliminarily | PUro-TECH | Attachedin-lap 6-incho.c. | ;"
W-M-7 N6/6 As required Insulation secured with Insulation Secured TPO with HD Fasteners & Plates; Non-
(120-inch Fastener rows 114-inch o.c.
top layer - HVHZ)
wide)
Preliminarily Attached in-lap 6-inch o.c. -37.5
T19/32P . OPTIONAL | Securedor | OPTIONAL | o iminarily TPO with DL #15 Fasteners & HD | (Lim. 7;
W-M-8 (B-C Grade), As required . - Min 0.5-inch (120-inch .
Insulation secured with : Secured . Plates; Fastener rows Non-
L24, N6/6 Insulation wide) .
top layer 114-inch o.c. HVHZ)
UltraPly QuickSeam R.M.A 45
S Strip attached 4-ft o.c. and A
W-M-9 T7/160 or As required OPTIONAL Preliminarily - - TPO secured with All-Purpose (Lim. 7;
T15/32P, L24, Insulation Secured Non-
Fasteners and TPO HD HVHZ)
Seam Plates 6-inch o.c.
Preliminarily . . -45
Lo TPO Attached in-lap 12-inch o.c. . .
W-M-10 | T19/32P, L24 As required OPTIONAL | Secured or | DensDeck or | Preliminarily | 4q 0 with HD Fasteners & Plates; | (&M 7
Insulation secured with SECUROCK Secured . A Non-
wide) Fastener rows 42-inch o.c.
top layer HVHZ)
T7/160 or Preliminarily TPO Attached in-lap 6-inch o.c -45
) OPTIONAL Secured or DensDeck or | Preliminarily ) . e (Lim. 7;
W-M-11 T15/32P, As required . - (48-inch with HD Fasteners & Plates;
Insulation secured with SECUROCK Secured . . Non-
L24 wide) Fastener rows 42-inch o.c.
top layer HVHZ)
Preliminarily . . -45
Lo TPO Attached in-lap 24-inch o.c. . .
W-M-12 | T19/320, L24 As required OPTIONAL | Securedor | DensDeck, | Prefiminarly | 4a 00n with HD Fasteners & Plates; | (LM 75
Insulation secured with SECUROCK Secured . : Non-
wide) Fastener rows 42-inch o.c
top layer HVHZ)
Preliminarily Ig/lulpo-('sl'cljfgll-ll Attached in-lap 5-inch o.c
T19/32P, L24, . OPTIONAL Secured or DensDeck or | Preliminarily . p L -45
W-M-13 As required . - TPO with HD Fasteners & Plates; .
N6/6 Insulation secured with SECUROCK Secured . - (Lim. 7)
(120-inch Fastener rows 114-inch o.c.
top layer ;
wide)
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— CREEK

"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Mechanically Fastened Assemblies over Wood Deck (New or Existing)
. Base Top
VB Deck Detail UlelE Barrller or Basg Insulation Top_ Insulation Membrane Membrane Attachment LDl
No. Vapor Barrier Insulation Insulation (psf)
Attachment Attachment
L Min. 60 mil
Preliminarily . . -45
T19/320, L24, . OPTIONAL | Securedor | OPTIONAL | Prefliminarily | PUro-TECH | Attachedin-lap d-incho.c. | ;"o
W-M-14 N6/6 As required Insulation secured with Insulation Secured TPO with HD Fasteners & Plates; Non-
(120-inch Fastener rows 114-inch o.c.
top layer - HVHZ)
wide)
L Min. 60 mil
Preliminarily . . -52.5
T19/320, 124, . OPTIONAL | Securedor | OPTIONAL | Preliminarily | PUro-TECH | Attachedin-lap 5-incho.c. |\ ;"5
W-M-15 As required : : : TPO with HD Fasteners & Plates;
N6/6 Insulation secured with Insulation Secured . . Non-
(96-inch Fastener rows 90-inch o.c.
top layer . HVHZ)
wide)
Preliminarily Attached in-lap 6-inch o.c.
W16 (B_ngéffg’e) As reauired OPTIONAL | Securedor | o Dones | Preliminarily (6B’jgch with DL #15 Fasteners & HD |  -52.5
’ q Insulation secured with L Secured . Plates; Fastener rows (Lim. 7)
L24, N6/6 Insulation wide) .
top layer 54-inch o.c.
Induction Welded Assemblies over Wood Deck (New or Existing)
System Deck Detail Thermal Base; Base Insulation Top. Top Insulation Membrane Membrane Attachment MDP
No. Barrier Insulation Attachment Insulation Attachment (psf)
Preliminarily DuroBond -30
As OPTIONAL Secured or DensDeck or | fastened at a rate ) (Lim. 7;
W-W-1 T18/32P, [24 |\ oquired | Insulation | secured withtop | SECUROCK | of 6 per 4 ft. x 8 ft. TPO Induction welded Non-
layer board HVHZ)
Preliminarily DuroBond -45
As OPTIONAL Secured or DensDeck or | fastened at a rate ) (Lim. 7;
W-W-2 T19/320, L24 required Insulation secured with top SECUROCK | of 6 per4ft. x 8 ft. L Induction welded Non-
layer board HVHZ)
DuroBond
Lo fastened 24-inch
Preliminarily -45
T7/160 or o.c. through deck . .
W-W-3 | T15/32P, L24 As OPTIONAL Secured or | DensDeck or into wood PO Induction welded (Lim. 7;
required Insulation secured with top SECUROCK . Non-
rafters/trusses in
layer HVHZ)
rows spaced
48-inch o.c,;
Preliminarily DuroBond
As OPTIONAL Secured or DensDeck or | fastened at a rate ) -52.5
W-W-4 T15/32P, L24 required Insulation secured with top SECUROCK | of 8 per4ft. x 8ft. TPO Induction welded (Lim. 7)
layer board
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"AMRIZE BUILDING ENVELOPE LLC
dba DURO-LAST ROOFING, INC.

[APPROVED ASSEMBLIES] Duro-TECH TPO Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
APPENDIX B
Induction Welded Assemblies over Wood Deck (New or Existing)

System Deck Detail Thermal Basg Base Insulation Top. Top Insulation Membrane Membrane Attachment MDP
No. Barrier Insulation Attachment Insulation Attachment (psf)
Preliminarily DuroBond

W-W-5 T19/32P, L24, As OPTIONAL Secured or DensDeck or | fastened at a rate TPO Induction welded -52.5
N6/6 required Insulation secured with top SECUROCK | of 12per4ft. x8 (Lim. 7)
layer ft. board
T Min. 1-inch
Preliminarily ISO. ISOGF DuroBond -67.5
T15/32P, L24, As OPTIONAL Secured or 4 ! | fastened at a rate . (Lim. 7;
W-W-6 - . - or ISO HD-C; TPO Induction welded
N6/6 required Insulation secured with top of 16 per4ft. x 8 Non-
layer DensDeck or ft. board HVHZ)
y SECUROCK :
DuroBond
fastened
T7/160 or Preliminarily 6-inch o.c. in rows
T15/32P, L24, As OPTIONAL Secured or max. 96-inch o.c. . -75
W-W-7 N6/6 required Insulation secured with top DensDeck through deck into TPO Induction welded (Lim. 7)
layer wood
rafters/trusses a
min. of 2-inch
END OF REPORT
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