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INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

MAX. UNIT WIDTH
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! __r WIDTH
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B/t yaipmd
SEPARATE APPROVAL
@ SILICONE
@)X O®) e
@o 2XWOOD
REINFORCEMENT
/A\HORIZONTAL SECTION
\l(y MULLION
MAX. FRAME WIDTH
INTERIOR
MAX. MAX. -
DOOR DOOR
PANEL PANEL
WIDTH WIDTH
7 7
27
Y
\_/
EXTERIOR

ASTRAGAL

.
/
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(

INSTALLATION ANCHOR

SEE TABLE ON SHEET 11

SEALANT MIN.
BY OTHERS . EMBEDMENT
SUBSTRATE
BY OTHERS
MIN. EDGE ‘

DISTANCE

EXTERIOR INTERIOR

/&\ ANCHOR DETAIL

QOSH SILL
DOOR ONLY

1V

INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN, UNLESS

OTHERWISE STATED ON SHEETS 4 AND 5.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO

BE USED FOR PRODUCT INSTALLATION OF THE MAXIMUM SIZE LISTED.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/4 INCH THE DEPICTED
LOCATION & SPACING IN THE ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE

NEXT.

4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM
ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

5. FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS
THE MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE
CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.

6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT

LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT

MATERIAL OR HAVE A CORROSION RESISTANT COATING.

INSTALLATION ANCHOR,
SEE TABLE ON SHEET 11

SEALANT
BY OTHERS

MIN.
[ EMBEDMENT

SUBSTRATE
BY OTHERS

MIN. EDGE |
DISTANCE !

EXTERIOR

7B\ ANCHOR DETAIL

INTERIOR

INSTALLATION ANCHOR,
SEE TABLE ON SHEET 11

SUBSTRATE
BY OTHERS

MIN. EDGE |

DISTANCE [ MIN.

[ EMBEDMENT

- 1/4" MAX. SHIM
r SPACE

\
SEALANT_/

BY OTHERS

EXTERIOR INTERIOR

T\ ANCHOR DETAIL

\ll/ QOSR SILL \ll/ DOOR / SIDELITE HEAD
DOOR ONLY DOOR / SIDELITE JAMB &
SIDELITE SILL SIMILAR
ANCHOR SCHEDULE
MIN. MIN. EDGE
METHOD SUBSTRATE ANCHOR TYPE EMBEDMENT | DISTANCE
WOOD: MIN. SG = 0.55 #10 WOOD SCREW 1.50" 0.75"
METAL: 18 GAUGE STEEL, 3 THREADS MIN
MIN. Fy = 33KSI #10 SELF-DRILLING | PENETRATION 0.50"
ALUMINUM: 1/8" MIN., SCREW BEYOND :
6063-T5 STRUCTURE
3/16" ITW TAPCON OR . "
1/4" ITW TAPCON 1.00 2.00
THROUGH FRAME | CONCRETE: f'c=3000PSI 3/16" DEWALT
ULTRACON+ OR " "
1/4" DEWALT 1.75 1.00
ULTRACON+
3/16" ITW TAPCON OR 5 50n
1/4" ITW TAPCON :
MASONRY: CMU per ASTM 3/16" DEWALT 1.00"
C90 MIN. 2000 PSI ULTRACON+ OR : 3.00"
1/4" DEWALT :
ULTRACON+

8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO
MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR

JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.
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BILL OF MATERIALS

ITEM DESCRIPTION MATERIAL
1 FINGER JOINT PINE JAMB WO0O0D
2 DLP QOSH OUTSWING THRESHOLD | ALUMINUM & COMPOSITE
3 DLP QOSR '}I-'lll-I%FéSDHAO'\I/I_DO UTSWING | ALUMINUM & COMPOSITE
4 WEATHER STRIP FOAM
5 SCHLAGE F SERIES LOCKSET STEEL
6 SCHLAGE DEADBOLT STEEL
7 SCHLAGE DEAD BOLT STRIKE PLATE STEEL
g KWICK SETLS(;?:E?;URE SERIES STEEL
9 KWICK SET SIGNATURE DEAD BOLT STEEL
10 [KWICK SET DEAD BOLT STRIKE PLATE STEEL
11 LATCH STRIKE PLATE STEEL
12 4" X 4" HINGE STEEL
13 #8 X 5/8" PFH WOOD SCREW STEEL
14 #8 X 1" PFH WOOD SCREW STEEL
15 #8 X 2.5" PFH WOOD SCREW STEEL
16 #9 X 3/4"" PFH WOOD SCREW STEEL
17 #10 X 3" PFH WOOD SCREW STEEL
18 FLAT STAPLE 7/16" X 2" STEEL
19 STARLINK SURE JAMB COMPOSITE
50 DLP ALUMIN;JRI\(/)I:EE)RAGAL (FLAT ALUMINUM
21 ASTRAGAL STRIKE PLATE STEEL
22 [#8X 2" FH SELF MACHINING SCREW STEEL
23 #12 X 3" PFH WOOD SCREW STEEL
24 PULL BAR STEEL
25 ROLLER LATCH STEEL
26 ROLLER LATCH STRIKE PLATE STEEL
27 ROLLER LATCH STRIKE PLATE STEEL

@ FINGER JOINT PINE JAMB

:

@ SCHLAGE F SERIES LOCKSET

OfC

@ KWICK SET SIGNATURE DEAD
BOLT

1L

STARLINK SURE JAMB

:

@ ROLLER LATCH

al )

@ DLP QOSH OUTSWING

@ DLP QOSR HIGH DAM
THRESHOLD

OUTSWING THRESHOLD

N

SCHLAGE DEAD BOLT STRIKE
PLATE

L .
—

@ SCHLAGE B60 DEADBOLT

KWICK SET DEAD BOLT

STRIKE PLATE

@ LATCH STRIKE PLATE

DLP ALUMINUM ASTRAGAL
(FLAT PROFILE)

tr)

@ ASTRAGAL STRIKE PLATE

ROLLER LATCH STRIKE PLATE @ ROLLER LATCH STRIKE PLATE

© ©
. |
©

@ WEATHER STRIP

[

KWICK SET SIGNATURE
SERIES LOCKSET

=
3

@ 4" X 4" HINGE

(24) PULL BAR
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