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‘SUBJECT: ALSAN Trafik in Protected Membrane Waterproofing Applications

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules
and regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC 17065
via NEMO|cert. Nemo Evaluations has evaluated the product described herein for compliance with the Code
sections noted herein.

CODE: 2024, 2021, 2018 International Building TDI Third-Party Evaluation Report acceptance

FBC JURISDICTION:
NEMO CATEGORY:
FBC CATEGORY:
FBC SuB-CATEGORY:
CSI DIVISION:

FBC METHOD:

COMPLIANCE
STATEMENT:

QUALITY
ASSURANCE:

CONTINUED
COMPLIANCE:

BUILDING PERMIT
REQUIREMENTS:

ADVERTISEMENT:

CERTIFICATION OF
INDEPENDENCE:

Code

2023 Florida Building Code, 8th Edition

2022 California Building Code

2023 City of Los Angeles Building Code Section 98.0501, Product Approval, Alternate Materials, Systems,
2023 County of Los Angeles Building Code  Devices and Methods of Construction
Non-HVHZ and HVHZ

Waterproofing

Roofing

Waterproofing

07 00 00 Thermal and Moisture Protection

07 56 00 Fluid-Applied Roofing

Method 1, Option C — Codified Material, evaluation by Evaluation Entity

ALSAN Trafik Waterproofing Systems, as produced by SOPREMA, Inc., have demonstrated compliance with the
Code sections noted herein through testing in accordance with the referenced Standards, rational analysis and
an ongoing quality assurance program. Compliance is subject to the Installation Requirements and Limitations
of Use set forth herein.

Evidence of current quality assurance shall be listing and labeling in accordance with the requirements of

NEMO | cert.

This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or the
evaluated Code provisions change. NEMo Evaluations requires, at minimum, a complete review of this NER with
each 3-year Code Cycle.

As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.

“NemMo Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall be

displayed in its entirety.

v" NEMO CERT, LLC has not, nor does it intend to acquire or will they acquire, a financial interest in any company
manufacturing or distributing products it evaluates.

v NEMO CERT, LLC is not owned, operated, or controlled by any company manufacturing or distributing
products it evaluates.

v’ This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project
on which this NER, or previous versions thereof, is/was used for permitting or design guidance

,\\“\HIU-""/;,
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. CODES, PROPERTIES AND STANDARDS:

CoDE
2018 International Building Code

SECTION
1504.3.1
1504.4
1504.7
1505.1
1507.11.2

1504.4.1
1504.5
1504.7
1505.1
1507.11.2

104.2.3.6.1
1504.4.1
1504.5
1504.7
1505.1
1507.11.2

1504.3.1

1504.4

1504.7

1505.1, 1516.1
1507.11.2, TAS 110
1523.6.2, TAS 110

2021 International Building Code

2024 International Building Code

2023 Florida Building Code, 8t" Edition

NEMO EVALUATIONS REPORT

TAS 110
2022 California Building Code and Div. 5, Section 98.0501
2023 City of Los Angeles Building Code  1504.4.1
2023 County of Los Angeles Building 1504.5
Code 1504.8
1505.1
1507.11.2

SOPREMA, Inc.
FL47474-R1

PROPERTY
Wind resistance
Design Standard (ballasted)
Impact resistance
Fire classification
Material standard

Wind resistance

Design Standard (ballasted)
Impact resistance

Fire classification

Material standard

Evaluation Reports

Wind resistance

Design Standard (ballasted)
Impact resistance

Fire Classification

Material standard

Wind resistance

Design Standard (ballasted)
Impact resistance

Fire Classification

Material standard

Wind resistance

Material Standard

Evaluation Reports

Wind resistance

Design Standard (ballasted)
Impact resistance

Fire Classification

Material standard

Hgen

ISO/IEC 17065 PCA-145

STANDARD
FM 4474 or UL1897
ANSI/SPRI RP-4
FM 4470, Section 4.6
UL 790
ASTM D6163, D6164

FM 4474 or UL1897
ANSI/SPRI RP-4

FM 4470, Section 4.6
UL 790

ASTM D6163, D6164

ISO/IEC 17065

FM 4474 or UL1897
ANSI/SPRI RP-4

FM 4470, Section 4.6
UL 790

ASTM D6163, D6164

FM 4474 or UL1897
ANSI/SPRI RP-4

FM 4470, Section 4.6

UL 790

ASTM D6163, D6164

TAS 114, Appendix C, D orJ
CGSB 37.50-M89

FM 4474 or UL1897
ANSI/SPRI RP-4

FM 4470, Section 4.6
UL 790

ASTM D6163, D6164

2. PRrRODUCTS:

BACKTO TOP

TABLE 1A: EVALUATED SOPREMA COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
Probuct MATERIAL STANDARD
TYPE NAME REFERENCE Type GRADE
ALSAN Trafik RS 730 Field or Flash
Liquip AppLIED ROOF ALSAN RS 230 F|e|d. or Flash M-D 13-1362 “Flexible’ N/A
COMPONENTS: ALSAN RS 260 LO Field or Flash
ALSAN RS FLEECE
COLPHENE SP 3.0 ASTM D6163 | S
COLPHENE Sanded ASTM D6163 | S
COLPHENE 180 Sanded ASTM D6164 | S
SmooTH SBS MEemBRANES: [COLPHENE 180 FR GR ASTM D6164 | G
COLPHENE FLAM 180 ASTM D6164 | S
COLPHENE Stick ASTM D6164 | S
COLPHENE Flam 180 FR GR ASTM D6164 | G
ALSAN Trafik RS 733 Self-Leveling Mortar, mixture of:
ALSAN Trafik RS 733, Part A VPA 25-0001
SURFACING: -
ALSAN Trafik RS 733, Part B
ALSAN Trafik RS 781 CL VPA 25-0001
LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 1A: EVALUATED SOPREMA COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
Probuct MATERIAL STANDARD
TYPE NAME REFERENCE | TYPE | GRADE
ALSAN Trafik RS 790 HT, un-pigmented base resin mixed with:
ALSAN RS Color Additive VPA 250005
ALSAN Trafik RS 789 LT, un-pigmented base resin mixed with:
ALSAN RS Color Additive VPA 23-0004
TABLE 1B: EVALUATED SOPREMA ACCESSORIES
(Contact contact@nemocert.com for production location(s) of non-Certified products)
TyPE Probuct MATERIAL STANDARD
LiQuiD APPLIED ROOF ALSAN Trafik PU 211 M-D 13-1362
COMPONENTS: ALSAN Trafik PU 411 M-D 13-1362
COLPHENE 180 SP 3.5 ASTM D6164
COLPHENE 180 PS ASTM D6164
SmooTH SBS MEMBRANES: [COLPHENE 250 FR GR ASTM D6164
COLPHENE Flam 180 GR ASTM D6164
COLPHENE Flam 250 FR GR ASTM D6164
J— COLPLY EF Adhesive ASTM D3019
DUOTACK 365 N/A
SOPRABOARD N/A
SOPRABOARD HS N/A
INSULATION: SOPRASMART Board 180 N/A
SOPRASMART Board 180 Sanded N/A
SOPRA-XPS ASTM C578
DRAINAGE MEDIA: SOPRADRAIN ECOVENT 2 N/A
ALSAN RS 222 Primer N/A
ALSAN RS 276 Primer N/A
ALSAN RS LO Primer N/A
PRIMERS: ELASTOCOL 500 ASTM D41
ELASTOCOL STICK N/A
ELASTOCOL STICK ZERO N/A
ELASTOCOL STICK LVOC N/A
ALSAN Trafik RS 263 LO Self-Leveling Mortar, mixture of:
ALSAN RS 240 LO N/A
ALSAN RS 223 Mixing Powder
SURFACING:
ALSAN Trafik RS 787 CF, un-pigmented base resin mixed with: N/A
ALSAN RS Color Additive
ALSAN RS Color Additive N/A
ADDITIVE: ALSAN RS Color Additive N/A
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 2: COMPONENTS BY OTHERS (4.1.4)
(Refer to current NOA if listed version was superseded to ensure use of latest version)
TyPE SOPREMA Probuct ACCEPTABLE ALTERNATE FBC NOA
Derbiboard
SOPRA-ISO s
ACFoam Il
- FL17989 | 24-1120.02
Derbiboard CA
SOPRA-ISO+s
ACFoam Il
Derbiboard H
SOPRA-ISOr
H-Shield FL5968 24-1021.04
SOPRA-ISO+r H-Shield CG
Styrofoam High Load 60
N/A FL38732 | 23-1121.01
Styrofoam Plazamate
INSULATION: N/A DensDeck Prime FL1250 22-1223.04
DEXcell Cement Roof Board
N/A FL1840 25-0722.11
DEXcell FA Glass Mat Roof Board
SECUROCK Cement Roof Board
N/A - FL4264 21-0923.05
SECUROCK Gypsum-Fiber Roof Board
Multi-Max FA3
N/A FL11207 | 22-0815.03
Ultra-Max
N/A Celcore MF Cellular Concrete FL4264 | 24-0906.02
N/A Concrecel Concrete FL5584 21-1229.06
N/A Elastizell Lightweight Insulating Concrete FL4994 | 23-0817.05
SOPREMA #14 MP Fastener Trufast #14 HD Fastener
MECHANICAL FASTENERS: - - FL4500 | 25-0129.08
SOPREMA 3” Metal Insulation Plate |Trufast 3” Metal Insulation Plate
N/A Vaportight Coat SG3 Primer (“AVC-SG3”) N/A N/A
PRIMERS: N/A Detec TruGround Conductive Primer N/A N/A
N/A Iso-Flex Primer Epoxy SF N/A 21-0604.04
FL41859
N/A GRT Pedestal / Paver Systems FLAG910 N/A
OVERBURDEN: FL47030
N/A Wausau Pedestal / Paver Systems FL47053 | 23-0201.04
FL47054

3. INSTALLATION:

3.1 ALSAN Trafik Waterproofing Systems shall be installed in accordance with SOPREMA, Inc. published installation instructions,
subject to the Limitations of Use noted herein.
3.1.1 Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with
hardboard (e.g., gypsum-based or cement) insulations. Fasteners shall be of sufficient length for the following engagements.
TABLE 3: FASTENER REFERENCES
RooF Deck PARTS FASTENER ENGAGEMENT
SOPREMA #14 Fastener with SOPREMA 3 in. Insulation Plate, SOPREMA #14 MP Fastener with SOPREMA
- 3” Metal Insulation Plate Min. 0.75-inch .
EN(G)%Z'ERED ACE #12 or ACE #15 with ACE 3” BE Insulation Plate or ACE 3” WW Insulation Plate (with polyisocyanurate (elmn.in;eer_elzcshg::hei:\ra)tl:rn
FRO———— insulation, SOPRABOARD, SOPRABOARD HS, DEXcell Cement Roof Board, SECUROCK Cement Roof Board, ming 1-inch embe dmegnt
PLANK DensDeck Prime, DEXcell FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof Board) (pla;1k)
OMG #14 Roofgrip with Flat Bottom Plate (Accutrac) or OMG #14 Heavy Duty with OMG 3 in. Galvalume
Steel Plate
STRUCTURAL SOPREMA #14 Fastener with SOPREMA 3 in. Insulation Plate or SOPREMA #14 MP Fastener with SOPREMA | . .
” . Min. 1-inch embedment
CONCRETE 3” Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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3.12
(a)

(b)

(c)

(d)

TABLE 3: FASTENER REFERENCES

RooF DECK PARTS FASTENER ENGAGEMENT

ACE #15 with ACE 3” BE Insulation Plate or ACE 3” WW Insulation Plate (with polyisocyanurate insulation,
SOPRABOARD, SOPRABOARD HS, DEXcell Cement Roof Board, SECUROCK Cement Roof Board, DensDeck FBC HVHZ: Min. 1.25-inch
Prime, DEXcell FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof Board) embedment

Trufast 1/4” Concrete Spike with Trufast 3” Metal Insulation Plate

OMG #14 Roofgrip with Recessed or Flat Bottom Plate (Accutrac) or OMG #14 Heavy Duty or CD-10 with
OMG 3 in. Galvalume Steel Plate

Insulation:

Unless otherwise noted, insulation may be one layer or combination of Approved board(s) that meet IBC, CBC, FBC 1505 or
FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC Chapter 26, when installed with the roof cover.

For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for
System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an Approved insulation board or coverboard may be
used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation. The separator
component shall be documented as meeting IBC, CBC, FBC 1505 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC
Chapter 26, when installed with the roof cover in Recover applications.

Minimum 200 psi, minimum 2-inch thick FBC Approved lightweight insulating concrete may be substituted for, or installed
below, rigid insulation board for System Type C-1, whereby fasteners are installed through the lightweight insulating
concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the
steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable Code
requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not
purport to address the non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the
potential effect on overlying components.

Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC 1917 to the satisfaction of the
Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product
Approval or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is
not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For
LWIC over structural concrete, reference is made to FBC 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were
established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland
cement (ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC
CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or
Record and Authority Having Jurisdiction.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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(e) Unless otherwise noted, rigid board insulation or coverboard attachment patterns for C-1 systems are as outlined below.
TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4x4 FT BOARDS
1 per 4.0 ft? (4 per board) 1 per 2.7 ft2 (6 per board) 1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board)
-12-in.~ 24-in. - 6-in. - -~ 18-in. - 6-in. 6-in. - --18-in. - 6-in. 6-in. 18-in. - 6-in
4 7 1 1 T ] ]
12:|n. 6-if. 6-in. |
i [ I .
124in. 18-in,
24'in. 24-in. | :
12-in.
' ' 18-in,
| 6-in 6-in
12-in. . : 6-in.
! 6-in. -12-in.- 6-in J
1 per 1.6 ft2 (10 per board) 1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (16 per board)
6-in. - —-18-in. - 6-in. 6-in. - 18-in.~ 6-in. 6-in.~ -12-in.~ 6-in.
12-in. i i {
1 12-in 12-in. 12-in.
24-in 12-in 12-in. 12-in.
! 12-in 1zin. 12-in.
lZ:in 5_}“ [ E-‘in. . s_lin_
1 - 18-in. -~ ~16-in. =12-in.~ - 6-in.
TABLE 48B: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS
1 per 4.0 ft? (8 per board) 1 per 2.7 ft? (12 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft2 (18 per board)
-1Zin.- - Gin. 6-in. = -~ 18-in. - e-in. )
12-in. 12'in. 12, 6in | Gin.
f - 18-in. 18-in.
24-in, 24-in. 24-in. {
| 18-in. 18-in.
24-in. 24-in. 24-in. 12I-in 12‘—|n.
18;in 18-in.
24-in. 24-in. 24-in.
18-in. .
| i i 18-in.
f 12-in. 12-in. L
12-in. | | | 6-in. '
4 0 6-in.
~—24-in.— =12-in.- 24-in. T
- 24-in.
1 per 1.6 ft2 (20 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft? (32 per board)
B-in. - - 12-in.- 6-inA— 6-in. - -12-in.|- ;
T T Gin. 6-in.
12-in. — ¥
: 12-in. 12-in.
] 1
18n. 12-in. 12-in.
: t
12-in. 12-in.
18-in. ! |
12;in. 12-in,
18-in. - ’
in 12!m- 12-in.
f 12-in. A
18-in. ! 12:|n.
| 12-in. !
| \ 12-in.
12-in. 6-in. 1
! ) T [ 6-in.
~12-in.~—6-in. 24in. “12-in.- - 6-in.
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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(f) In addition to Table 2, the following products are interchangeable within the scope of this NER:

TABLE 4C: ACCEPTABLE ALTERNATES

TyPE LisTED PRODUCT ALTERNATE PRODUCT
SOPRA-ISO s Derbiboard or ACFoam Il
SOPRA-ISO+s Derbiboard CA or ACFoam Il
ROOFING INSULATION:
SOPRA-ISOr Derbiboard H or H-Shield
SOPRA-ISO+r H-Shield CG

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple layers(s)
of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-layer. The
maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the
specified ribbons spacing. When applied to profiled steel roof deck, ribbons shall be applied to the top-flange so as to establish
positive-contact with the overlying insulation board.

TABLE 5: INSULATION ADHESIVE REFERENCES

ADHESIVE REFERENCE MINIMUM RATE
DUOTACK 365 N/A Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c.

(b) Unless otherwise noted, all adhered insulations are flat-stock or taper board of the minimum thickness noted.
(c) Adhered Insulation, Board Size:

> IBC, CBC and FBC Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Waterproofing Components:

Unless otherwise noted, refer to the following for bonded and liquid applied waterproofing application rates.

TaBLE 6A: ALSAN TRAFIK RS 730 WATERPROOFING APPLICATIONS
ProDuUCT RATE

ALSAN RS 222 Primer (“RS 222") 1 gal/square

ALSAN RS 276 Primer (“RS 276") 1 gal/square

ALSAN RS LO Primer (“RS LO") 0.5 gal/square

AQUAFIN VAPORTIGHT COAT-SG3 (“AVC-SG3”) | Refer to AQUAFIN, Inc. published requirements.

ALSAN Trafik RS 730 system Base coat of ALSAN Trafik RS 730 applied at 3.9 gal/sq. followed by ALSAN RS Fleece
into the wet base coat, and top coat of ALSAN Trafik RS 730 at 1.9 gal/sq.

ALSAN RS 230 system* Base coat of ALSAN RS 230 applied at 3.9 gal/sq. followed by ALSAN RS Fleece into
the wet base coat, and top coat of ALSAN RS 230 at 1.9 gal/sq.

ALSAN RS 260 system* Base coat of ALSAN RS 260 applied at 3.9 gal/sq. followed by ALSAN RS Fleece into
the wet base coat, and top coat of ALSAN RS 260 at 1.9 gal/sq.

ALSAN Trafik RS 733 Self-Leveling Mortar or 1.8 gal/square (85-95 wet mils)

ALSAN Trafik RS 263 LO Self-Leveling Mortar

Note: Optional finish surfacing materials, including additional application(s) of ALSAN Trafik RS 733 Self-Leveling Mortar, ALSAN Trafik

RS 263 LO Self-Leveling Mortar, ALSAN Trafik RS 781 CL, ALSAN Trafik RS 787 CF, ALSAN Trafik RS 789 LT, ALSAN Trafik RS 790 HT

and/or quartz aggregates and vinyl chips, may be applied to the final ALSAN Trafik RS surface with no adverse effect on system wind

uplift performance.

*ALSAN RS 230 Field or Flash or ALSAN RS 260 Field or Flash may be used as an equivalent to ALSAN TRAFIK RS 730 Field or Flash.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 68: ALSAN TRAFIK PU WATERPROOFING APPLICATIONS

PrODUCT

RATE

LymTal “Iso-Flex Primer Epoxy SF”

300 ft?/gal for 5 wet-mils

ALSAN Trafik PU 211

64 ft2/gal for 25 wet-mils

ALSAN Trafik PU 411

80 to 105 ftZ/gal for 20 to 15 wet-mils

TABLE 6¢C: MODIFIED BITUMEN VAPOR BARRIER & BASE PLY REFERENCES

REFERENCE LAYER MATERIALS

APPLICATION

SBS-CA2 Base Ply: | COLPHENE Sanded, COLPHENE 180 Sanded, COLPHENE 180 PS<>

0.5 to 1-inch wide ribbons COLPLY EF
spaced as noted

SBS-CA3

Base Ply: | COLPHENE Sanded, COLPHENE 180 Sanded, COLPHENE 180 PS<~

Cap Ply: | COLPHENE 180 FR GR, COLPHENE 250 FR GR

COLPLY EF Adhesive at 1.5 — 2.5 gal/square

SBS-CA4

Base Ply or Ply: | COLPHENE Sanded, COLPHENE 180 Sanded, COLPHENE 180 PS<>

Cap Ply: | COLPHENE 180 FR GR, COLPHENE 250 FR GR

COLPLY Adhesive at 1.5-2.0 gal/square.

SBS-AA Base Ply: | COLPHENE Sanded, COLPHENE 180 Sanded, COLPHENE 180 PS<~

Hot asphalt, at 20-40 Ibs/square

SBS-TAF

Base Ply or Ply: | COLPHENE SP 3.0, COLPHENE Flam 180<>, COLPHENE 180 SP 3.5

Cap PlY: | £1am 250 FR GR

COLPHENE Flam 180 GR, COLPHENE Flam 180 FR GR, COLPHENE

Torch-Applied, Full Bond

SBS-SA Base Ply or Ply: | COLPHENE Stick

Self-adhering

Notes:

membrane overtop.

Base Ply membranes marked with an asterisk (<) have a poly-film top surface, and require installation of a torch-applied

Top surfaces of SOPREMA membranes having a sand finish shall be primed with ELASTOCOL 500, ELASTOCOL Stick, ELASTOCOL
Stick Zero or ELASTOCOL Stick LVOC at 1 gal/sq. (0.6 I/m2) prior to application of subsequent self-adhering (SBS-SA) membranes.

installation.

In SBS-CA3 or SBS-TAF applications over SOPRABOARD or SOPRABOARD HS, the SOPRABOARD or SOPRABOARD HS may be
optionally primed with Detec Systems “TruGround Conductive Primer”, roller-applied at 0.4 gal/square prior to membrane

3.1.5 Overburden:
(a) Overburden of soil and plantings (for ‘garden roofs’, root barriers, filter fabric, drainage components, EPS / XPS insulation,
etc.) or concrete topping slabs, that are specified by the Designer of Record, acceptable to the Authority Having Jurisdiction

and do not form part of the load path to the waterproofing system, are permissible over the assemblies noted herein with no

adverse effect on the wind uplift performance of the waterproofing system.

(b) The Authority Having Jurisdiction may require integrity flood testing (ASTM D5957) or Electric Field Vector Mapping tests of

all waterproofing systems prior to placement of overburden materials.
Jurisdiction, should be conducted by a qualified testing agency or professional.

Testing, if required by the Authority Having

(c) For proprietary overburden components referenced herein, produced by a Product Manufacturer other than the report holder
on Page 1 of this NER:

>

>

NEMO CERT, LLC does not purport to have evaluated said components for Code compliance. The scope of evaluation is
limited to the as-tested interface of said components with the waterproofing systems.

Refer to the Approval documentation held by the component manufacturer to confirm Quality Assurance in accordance
with F.A.C. Rule 61G20-3.

» Florida Specific: Proprietary exterior elevated flooring systems shall demonstrate compliance with FBC 3115 to the

BACKTO TOP

satisfaction of the Authority Having Jurisdiction.

LINK TO TOP OF ATTACHMENT REQUIREMENTS

©ONEMO. All rights reserved.



https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3
https://codes.iccsafe.org/content/FLBC2023P1/chapter-31-special-construction#FLBC2023P1_Ch31_Sec3115

NEMO EVALUATIONS REPORT

NER-SOP-001.C.R1
2025-12-11

Report No.:
Revision 1:

NEMO|cert® P8¢0 of 58

SOPREMA, Inc.

FL47474-R1 ISO/IEC 17065  PCA-145

4. LIMITATIONS OF USE:
4.1

General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Decks:

(a) This NER pertains to above-deck waterproofing components. Decks and structural members shall be in accordance with
applicable Code requirements to the satisfaction of the Authority Having Jurisdiction.

(b) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes

4.1.3

‘structural lightweight concrete’.

Fire Classification:

(a) Refer to IBC, CBC, FBC 1505, FBC HVHZ 1516, UL TGFU.R11436 and the fire classification certificate for the waterproofing
cover manufacturer for requirements and limitations regarding waterproofing assembly fire classification.

(b) Refer to FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.4 Quality Assurance:

All components in the waterproofing assembly shall have quality assurance surveillance in accordance with F.A.C. Rule 61G20-
3. For components listed herein that are produced by a manufacturer other than the report holder on Page 1 of this NER,
refer to the supporting evidence held by the component manufacturer.

4.2 Jurisdiction Specific:

4.2.1 This NER does not include evaluation of roof edge termination. |This NER does not include evaluation of roof edge
Refer to IBC 1504.6 or FBC 1504.5 for requirements and |termination. Refer to RAS 111 for requirements and
limitations regarding edge securement for low-slope roofs. limitations regarding edge securement for low-slope roofs.

4.2.2 Refer to IBC 1512 or FBC 1511 for requirements and limitations |Refer to FBC HVHZ 1521 for requirements and limitations

regarding recover installations.

(a) For mechanical attachment to existing roof decks, fasteners

shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

(b) For adhered re-roof (tear off) installation, the existing substrate

shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1,
FM Loss Prevention Data Sheet 1-52 or TAS 124 shall be
conducted on mock-ups of the proposed interface.

(c) RESERVED

4.2.3

(a) Refer to Section 4.3 for a tabulated summary of assembly listings

Wind Load Resistance:

(b) “MDP” = Maximum Design Pressure is the result of testing for

BACKTO TOP

wind load resistance based on allowable wind loads, and reflects
the ultimate passing pressure divided by 2 (the 2 to 1 margin of
safety per FBC 1504.9 has already been applied). Refer to IBC/
FBC 1609 for determination of design wind loads.

LINK TO TOP OF ATTACHMENT REQUIREMENTS

regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing
in accordance with TAS 124 shall be conducted on mock-
ups of the proposed interface.

RESERVED

and maximum allowable design pressures.

“MDP” = Maximum Design Pressure is the result of testing
for wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to
1 margin of safety per TAS 114 has already been applied).
Refer to FBC HVHZ 1620 or RAS 128 for determination of
design wind loads.

©ONEMO. All rights reserved.
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IBC, CBC, FBC Non-HVHZ

(c) The MDP for the selected assembly shall meet or exceed at least
the Zone 1 PRIME design pressure determined in accordance
with IBC / FBC Chapter 16. Elevated pressure zones shall
employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly
used methods are ANSI/SPRI WD1, FM Loss Prevention Data
Sheet 1-29, RAS 117 and RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM
Loss Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure
for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.

(e) For protected membrane waterproofing designs involving
ballast, the ballast design shall comply with ANSI/SPRI RP-4.

FBC HVHZ

Assemblies having a MDP < 45.0 psf are not permitted in
FBC HVHZ jurisdictions. The MDP for the selected assembly
shall meet or exceed at least the Zone 1 PRIME design
pressure determined in accordance with FBC HVHZ 1620 or
RAS 128. Elevated pressure zones shall employ an
attachment density designed by a qualified design
professional to resist the elevated pressure criteria.
Analysis shall be in accordance with RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum
design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.

Ballasted systems are not permitted in FBC HVHZ
jurisdictions.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
a) Wood Decks:
TAsLE VB-1: Woob Deck
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2 A PRIMER TABLE 1A OR 2A —
12 Tyee FASTENER (4.2.2) OR ADHESIVE (3.1.3) ;;AZC: BASE PLY (:::N:L:E) 1 | (s
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per SBS-CA3
W-TB/VB-1.| CAT, 0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 4 gftz None (sanded top) None DUOTACK -30.0*
OSB sheathing Roof Board center-hole of the Versa-Fast Plate. ’ P
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per (Optional)
W-TB/VB-2.| CAT, 0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the P None P SBS-CA3 DUOTACK 365 -30.0*
) 4.0 ft2 SBS-CA3
OSB sheathing Roof Board center-hole of the Versa-Fast Plate.
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per (Optional) SBS-AA or
W-TB/VB-3. | CAT, 0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 4 gftZ ELASTOCOL SBS-TAF None DUOTACK -30.0*
OSB sheathing Roof Board center-hole of the Versa-Fast Plate. ’ 500 (sanded top)
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per (Optional) (Optional) SBS-AA or
W-TB/VB-4. | CAT,0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 4 gftz ELASTOCOL SBS-AA or SBS-TAF DUOTACK 365 -30.0*
OSB sheathing Roof Board center-hole of the Versa-Fast Plate. ’ 500 SBS-TAF
ELASTOCOL
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per EE;I;I'OCOL SOPRAVAP'R
W-TB/VB-5. | CAT, 0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the P ) or SBS-SA1 None DUOTACK -30.0*
0SB sheathin Roof Board center-hole of the Versa-Fast Plate 4.0ft Stick zero or (sanded top)
J : ELASTOCOL P
Stick LVOC
ELASTOCOL
APA rated, min. 19/32 Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per EE;I;I’OCOL (Optional)
W-TB/VB-6.| CAT,0.578 in., Exposure 1 Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the P . P SBS-TAF DUOTACK 365 -30.0*
0SB sheathin Roof Board center-hole of the Versa-Fast Plate 4.0ft Stick zero or SBS-SA1
ing ) ELASTOCOL
Stick LVOC
. . Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one
W-TB/VB-7. (’\:/l[;; 1|9/3§;Z]Ch APA rated Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the jg?trz None (Sszsr;g:jto ) None DUOTACK -37.5%
plyw Roof Board center-hole of the Versa-Fast Plate. ’ P
Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one
in. 19/32-i . . . . 1 i
W-TB/VB-8. Min. 19/32-inch APA rated Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the per None (Optional) SBS-CA3 DUOTACK 365 -37.5%
CDX plywood 4.0 ft2 SBS-CA3
Roof Board center-hole of the Versa-Fast Plate.
Min. 19/32-inch APA rated Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one 1 per (Optional) SBS-AA or
W-TB/VB-9. CDX. lvwood Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 4 (E)ftz ELASTOCOL SBS-TAF None DUOTACK -37.5%
Py Roof Board center-hole of the Versa-Fast Plate. ’ 500 (sanded top)
. ) Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one (Optional) (Optional)
W-TB/VB-10. L\:/l[;; 1|9C3§0|dnch APA rated Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 415?:2 ELASTOCOL SBS-AA or ggz_ﬁﬁsr DUOTACK 365 -37.5%
Py Roof Board center-hole of the Versa-Fast Plate. ’ 500 SBS-TAF
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE VB-1: Woob Deck
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) ATTACH PRIMER CAP PLY TABLE 1A OR 2A —
(4.2.2) 1. D (psF)
TyPE FASTENER (4.2.2) OR ADHESIVE (3.1.3) aalor BASE PLY U Ang
ELASTOCOL
Stick
. ) Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one . SOPRAVAP'R
W-TB/VB-11. Min. 19/32-inch APA rated Board or min. 7/16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the 1 per EL.ASTOCOL or SBS-SA1 None DUOTACK -37.5%
CDX plywood Roof Board center-hole of the Versa-Fast Plate 4.0ft Stick zero or (sanded top)
: ELASTOCOL P
Stick LvOC
ELASTOCOL
Stick,
. ) Min. 0.5-inch DEXcell FA Glass Mat Roof Trufast Versa-Fast Plate with minimum one i’ .
W-TB/vB-12,| Min- 19/32-inch APArated | o L\ i 7 /16-inch DEXcell Cement (1) Versa-Fast Fastener installed into the Lper | ELASTOCOL (Optional) SBS-TAF DUOTACK 365 | -37.5%
CDX plywood Roof Board center-hole of the Versa-Fast Plate a0fe Stick zero or SBS-SA1
’ ELASTOCOL
Stick LVOC
APA rated, T“'”‘ 19/32 Min. 0.5-inch DensDeck Prime or DEXcell . "
CAT, 0.578 in., Exposure 1 R R Trufast Versa-Fast Plate with minimum one
R FA Glass Mat Roof Board, min. 7/16-inch . . 1 per SBS-CA3
W-TB/VB-13.| OSB sheathing or 19/32- . (1) Versa-Fast Fastener installed into the None None DUOTACK -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 27fe (sanded top)
inch SECUROCK Cement Roof Board. ’
plywood
APA rated, min. 19/32 Min. 0.5-inch DensDeck Prime or DEXcell . .
CAT, 0.578 in., Exposure 1 A : Trufast Versa-Fast Plate with minimum one .
. FA Glass Mat Roof Board, min. 7/16-inch ) . 1 per (Optional)
W-TB/VB-14.| OSB sheathing or 19/32- . (1) Versa-Fast Fastener installed into the None SBS-CA3 DUOTACK 365 -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 27fe SBS-CA3
inch SECUROCK Cement Roof Board. ’
plywood
APA rated, min. 19/32 . : .
CAT, 0.578 in., Exposure 1 ’;/Krzilgsill\r/]lg': RDc?g:gzgl:dPrr;ni]: (;r/;)BE—)l(rf:ILl Trufast Versa-Fast Plate with minimum one 1 per (Optional) SBS-AA or
W-TB/VB-15.| OSB sheathing or 19/32- ! S (1) Versa-Fast Fastener installed into the P ELASTOCOL SBS-TAF None DUOTACK -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 27fe 500 (sanded top)
inch SECUROCK Cement Roof Board. ’ P
plywood
APA rated, min. 19/32 . : .
CAT, 0.578 in., Exposure 1 ’;/Krélta)si;\;gt] Esg:gs:l:dpr:;: (;r/leE_)l(;:rI]I Trufast Versa-Fast Plate with minimum one 1 per (Optional) (Optional) SBS-AA or
W-TB/VB-16.| OSB sheathing or 19/32- ! e (1) Versa-Fast Fastener installed into the p ELASTOCOL SBS-AA or DUOTACK 365 -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 27fe 500 SBS-TAF SBS-TAF
inch SECUROCK Cement Roof Board. ’
plywood
EL L
APA rated, min. 19/32 Min. 0.5-inch DensDeck Prime or DEXcell StiéiToco
CAT, 0.578 in., Exposure 1 FA G'Ia'ss Mat Roof Board, min. 7/16-inch Trufast Versa-Fast Plate with minimum one 1 ver ELAS:I'OCOL SOPRAVAP’R
W-TB/VB-17.| OSB sheathing or 19/32- ! e (1) Versa-Fast Fastener installed into the P . or SBS-SA1 None DUOTACK -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 27fe Stick zero or (sanded top)
vwood inch SECUROCK Cement Roof Board. ’ ELASTOCOL P
P Stick LVOC
APA rated, min. 19/32 ) ) ) EL.ASTOCOL
. Min. 0.5-inch DensDeck Prime or DEXcell . L Stick,
CAT, 0.578 in., Exposure 1 FA Glass Mat Roof Board, min. 7/16-inch Trufast Versa-Fast Plate with minimum one 1 per ELASTOCOL (Optional)
W-TB/VB-18.| OSB sheathing or 19/32- ! e (1) Versa-Fast Fastener installed into the P X P SBS-TAF DUOTACK 365 -45.0*
inch APA rated CDX DEXcell Cement Roof Board or min. 0.5- center-hole of the Versa-Fast Plate 2.7 ft2 Stick Zero or SBS-SA1
vwood inch SECUROCK Cement Roof Board. ’ ELASTOCOL
P Stick LVOC
BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE VB-1: Woob Deck
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) ATTACH PRIMER CAP PLY TABLE 1A OR 2A —
(4.2.2) 1. D PSF
TyPE FASTENER (4.2.2) OR ADHESIVE (3.1.3) aalor BASE PLY U Ang
Min. 0.5-inch DensDeck Prime or DEXcell
Min. 15/32-inch APA rated | FA Glass Mat Roof Board, min. 7/16-inch SOPREMA #12 Fastener or SOPREMA#12DP |, SBS-CA3
W-TB/VB-19. . Fastener with SOPREMA 3 in. Insulation Plate None None DUOTACK -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- ” h 1.6 ft2 (sanded top)
inch SECUROCK Cement Roof Board. or SOPREMA 3” Metal Insulation Plate
Min. 0.5-inch DensDeck Prime or DEXcell
SOPREMA #12 Fastener or SOPREMA #12 DP
Min. 15/32-inch APA FA Gl Mat Roof B in. 7/16-inch 1 i |
W-TB/VB-20, Min- 13/32inch APArated | FA Glass Mat Roof Board, min. 7/16-inc Fastener with SOPREMA 3 in. Insulation Plate | P | None {Optianal) SBS-CA3 DUOTACK365 | -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- ” ’ 1.6 ft? SBS-CA3
inch SECUROCK Cement Roof Board. or SOPREMA 3” Metal Insulation Plate
i 1552 APt | EA G et | SOPRMA 12 atnerrsomn 200 | (opton) | sss ko
W-TB/VB-21. ’ ! e Fastener with SOPREMA 3 in. Insulation Plate P ELASTOCOL SBS-TAF None DUOTACK -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- " . 1.6 ft2
inch SECUROCK Cement Roof Board or SOPREMA 3” Metal Insulation Plate 500 (sanded top)
Min. 0.5-inch DensDeck Prime or DEXcell
. . R . SOPREMA #12 Fastener or SOPREMA #12 DP (Optional) (Optional)
W-TB/vB-22, Min- 15/3Zinch APArated | FA Glass Mat Roof Board, min. 7/16-inch Fastener with SOPREMA 3 in. Insulation Plate | ~PS" | ELASTOCOL | SBS-AAor SBS-AA or DUOTACK 365 | -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- " . 1.6 ft2 SBS-TAF
inch SECUROCK Cement Roof Board or SOPREMA 3” Metal Insulation Plate 500 SBS-TAF
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Stick, ,
Min. 15/32-inch APA rated | FA Glass Mat Roof Board, min. 7/16-inch SOPREMA #12 Fastener or SOPREMA#12DP 1 | ¢ astocOL SOPRAVAP'R
W-TB/VB-23. . Fastener with SOPREMA 3 in. Insulation Plate ) or SBS-SA1 None DUOTACK -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- or SOPREMA 3” Metal Insulation Plate 1.6 ft2 Stick Zero or (sanded top)
inch SECUROCK Cement Roof Board. ELASTOCOL P
Stick LVOC
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Stick,
SOPREMA #12 Fastener or SOPREMA #12 DP !
Min. 15/32-inch APA FAGI Mat Roof B in. 7/16-inch 1 ELAST L i |
W-TB/VB-24| Min- 15/32inc rated Glass Mat Roof Board, min. 7/16-inc Fastener with SOPREMA 3 in. Insulation Plate per ASTOCO (Optional) SBS-TAF DUOTACK 365 | -67.5
CDX plywood DEXcell Cement Roof Board or min. 0.5- or SOPREMA 3” Metal Insulation Plate 1.6 ft2 Stick Zero or SBS-SA1
inch SECUROCK Cement Roof Board. ELASTOCOL
Stick LVOC
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per SBS-CA3
W-TB/VB-25.| 50y oivwood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 18f2 | None (sanded top) | NO"® DUOTACK 675
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per (Optional)
K -26. . . BS- D -67.
W-TB/VB-26 BCX plywood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 1.8 ft2 None SBS-CA3 SBS-CA3 UOTACK 365 675
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two (Optional) SBS-AA or
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per
W-TB/VB-27. by olywood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 1.8 ft2 E(L)GSTOCOL (Sszsm::g top) None DUGTACK 675
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate P
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TABLE VB-1: Woob Deck
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) ATTACH PRIMER CaP PLY TABLE 1A OR 2A -
(4.2.2) 1. DU PSF
TYPE FASTENER (4.2.2) OR ADHESIVE (3.1.3) Lo BASE PLY T 3.1.3
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two (Optional) (Optional)
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per SBS-AA or
e BCX plywood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 1.8 ft2 E(LJ’SSTOCOL zgz::\:;’r SBS-TAF DUOTACK365 | -67.5
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two Stick, SOPRAVAP'R
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per ELASTOCOL
e BCX plywood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 1.8 ft2 Stick Zero or ?srai?dse_j?; ) None DUOTACK 675
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate ELASTOCOL P
Stick LVOC
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum two Stick,
Min. 15/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (2) Versa-Fast Fasteners, Trufast #14 HD or 1 per ELASTOCOL (Optional)
W-TB/VB-30, BCX plywood DEXcell Cement Roof Board or min. 0.5- SOPREMA #14 MP Fastener installed 180° 1.8 ft2 Stick Zero or SBS-SA1 SBS-TAF DUOTACK 365 675
inch SECUROCK Cement Roof Board. into the holes of the Versa-Fast Plate ELASTOCOL
Stick LVOC
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one
Min. 19/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (1) SOPREMA #14 MP Fastener or Trufast 1 per SBS-CA3
W-TB/VE-31. CDX plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 None (sanded top) None DUGTACK 675
inch SECUROCK Cement Roof Board. Versa-Fast Plate
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one
Min. 19/32-inch APA rated | FA Glass Mat Roof Board, min. 7/16-inch (1) SOPREMA #14 MP Fastener or Trufast 1 per (Optional)
Al CDX plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 None SBS-CA3 SBS-CA3 DUOTACK 365 675
inch SECUROCK Cement Roof Board. Versa-Fast Plate
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one (Optional) SBS-AA or
Min. 19/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (1) SOPREMA #14 MP Fastener or Trufast 1 per §

- -33. . . ) EL L BS- -67.
e CDX plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 SOQSTOCO (Ssasn;:(: top) None DUOTACK 675
inch SECUROCK Cement Roof Board. Versa-Fast Plate P

Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one (Optional) (Optional)
Min. 19/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (1) SOPREMA #14 MP Fastener or Trufast 1 per SBS-AA or
W-TB/VB-34.| (py plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 EE@STOCOL ZES:'/?:FW SBS-TAF DUOTACK 365 | -67.5
inch SECUROCK Cement Roof Board. Versa-Fast Plate
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one Stick, SOPRAVAP'R
in. 19/32-i B in. 7/16-i 1 E 1 1 EL, L
W-TB/VB-35. Min. 19/32-inch APA rated FA Glass Mat Roof Board, min 7/. 6-inch (1) SOPB MA # 4 MP Fastener or Trufast per .ASTOCO or SBS-SAL None DUOTACK 675
CDX plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 Stick Zero or (sanded top)
inch SECUROCK Cement Roof Board. Versa-Fast Plate ELASTOCOL P
Stick LvOC
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TABLE VB-1: Woob Deck
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) ATTACH PRIMER CaP PLY TABLE 1A OR 2A —
(4.2.2) 1. DU PSF
TyPE FASTENER (4.2.2) OR ADHESIVE (3.1.3) aalor BASE PLY U Ang
ELASTOCOL
Min. 0.5-inch DensDeck Prime or DEXcell Trufast Versa-Fast Plate with minimum one Stick,
Min. 19/32-inch APA rated FA Glass Mat Roof Board, min. 7/16-inch (1) SOPREMA #14 MP Fastener or Trufast 1 per ELASTOCOL (Optional)
W-TB/VB-36. CDX plywood DEXcell Cement Roof Board or min. 0.5- #14 HD installed into the center hole of the 1.8 ft2 Stick Zero or SBS-SA1 SBS-TAF DUOTACK 365 675
inch SECUROCK Cement Roof Board. Versa-Fast Plate ELASTOCOL
Stick LVOC
APA rated, 7/16 CAT,
0.418 in., Exposure 1 0SB, Min. 0.5-inch DEXcell FA Glass Mat Roof 6-inch SBS-AA or
W-TB/VB-37.| min. 15/32” APA rated Board or min. 7/16-inch DEXcell Cement DUOTACK 365 oc None SBS-TAF None DUOTACK -105.0
plywood or nominal 1” Roof Board o (sanded top)
T&G wood plank
APA rated, 7/16 CAT,
0.418 in., Exposure 1 0SB, Min. 0.5-inch DEXcell FA Glass Mat Roof 6-inch (Optional)
W-TB/VB-38.| min. 15/32” APA rated Board or min. 7/16-inch DEXcell Cement DUOTACK 365 None P SBS-TAF DUOTACK 365 -105.0
. ” o.c. SBS-TAF
plywood or nominal 1 Roof Board
T&G wood plank
APA rated, 7/16 CAT, E;ﬁiTOCOL
0.418 in., Exposure 1 0SB, Min. 0.5-inch DEXcell FA Glass Mat Roof 6-inch ELAS:I'OCOL SOPRAVAP'R
W-TB/VB-39.| min. 15/32” APA rated Board or min. 7/16-inch DEXcell Cement DUOTACK 365 oc Stick Zero or or SBS-SA1 None DUOTACK -105.0
plywood or nominal 1” Roof Board o (sanded top)
T&G wood plank ELASTOCOL
P Stick LVOC
ELAST L
APA rated, 7/16 CAT, Stici oco
0.418 in., Exposure 1 0SB, Min. 0.5-inch DEXcell FA Glass Mat Roof 6-inch ELAS:I'OCOL (Optional)
W-TB/VB-40. min. 15/32” APA rated Board or min. 7/16-inch DEXcell Cement DUOTACK 365 K P SBS-TAF DUOTACK 365 -105.0
) ” o.c. Stick Zero or SBS-SA1
plywood or nominal 1 Roof Board
T&G wood plank ELASTOCOL
P Stick LVOC
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b) Steel Decks:
TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER M ADHESIVE PER MDP
OPTION # DECK (4.1.2) ATTACH PRIMER TABLE 2A OR 2B D
TYPE FASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.2¢ BASE PLY (:::N'LL;) [313] _ PSF
SOPREMA #14 Fastener or
. . . . SOPREMA #14 MP Fastener with SBS-CA3, SBS-
S-TB/VB-1. 2/'3' ';tjezl ga., Type B, Grade gﬂglgugosclzceh Djﬂ;?‘:?:ﬁ:g;?;g’;fd”me " | SOPREMA 3 in. Insulation Plate or 41 of | None CA40orSBS-AA | None DUOTACK -45.0*
P SOPREMA 3” Metal Insulation ’ (sanded top)
Plate
SOPREMA #14 Fastener or
. ) . . SOPREMA #14 MP Fastener with .
S-TB/VB-2. 2"3"; jezl ga., Type B, Grade sMElgugchEcGh DSS;D_‘;C:‘;P:;ZESEEZ”“G " | SOPREMA 3 in. Insulation Plate or 41 of | None 8‘;“0”3” 85| sps.cas DUOTACK 365 | -45.0*
P SOPREMA 3” Metal Insulation ’
Plate
SOPREMA #14 Fastener or
. ) . . SOPREMA #14 MP Fastener with .
S-TB/VB-3. _D'Y:_'; n.tZZI ga, Type B, Grade ZAE'QU(;SC'EC(? De”s?‘:,c;(’ D:”SfDSCk Z”me ©" | SOPREMA 3 in. Insulation Plate or 41 oe | None 8’:'0”3” 85| sps-caa DUOTACK 365 | -45.0%
stee YPsum-HIber Root Boar SOPREMA 3” Metal Insulation :
Plate
SOPREMA #14 Fastener or
. SOPREMA #14 MP Fastener with
S-TB/VB-4. g/;'"'tzzl ga., Type B, Grade | 5c i1 DEXcell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or 41(’)’?:2 None fBS)‘CA3 (sanded |\ e DUOTACK -45.0*
stee SOPREMA 3” Metal Insulation : op
Plate
SOPREMA #14 Fastener or
SOPREMA #14 MP Fastener with
Min. 22 ga., Type B 1 jonal) SBS-
5-TB/VB-5. | Min-2283,TypeB,Grade | 0\ 1 DEXcell FA Glass Mat Roof Board | SOPREMA 3 in. Insulation Plate or Per | None (Optional) SBS- | ¢ ~ag DUOTACK 365 45,0
33 steel ” . 4.0 ft2 CA3
SOPREMA 3” Metal Insulation
Plate
SOPREMA #14 Fastener or
. . . . SOPREMA #14 MP Fastener with
S-TB/VB-6. g";:t ::I ga., Type B, Grade SME'QU(;C‘:’C';C(? D:”;?‘:F&P:g;?gg‘;fd”me " | SOPREMA 3 in. Insulation Plate or 41 of2 | ELASTOCOL 500 f:s)'TAF (sanded | \one DUOTACK -45.0*
ypsum-H SOPREMA 3” Metal Insulation : P
Plate
SOPREMA #14 Fastener or
. . . . SOPREMA #14 MP Fastener with .
S-TB/VB-7. 3'\‘"3' :tezjl ga., Type B, Grade sMElgu(;écIE? D:”;?‘:F;g?:gg?;g‘;fd”me " | SOPREMA 3 in. Insulation Plate or 41 of2 | ELASTOCOL 500 (Ti’;t'ona” 85| spsTar DUOTACK 365 | -45.0%
ypsum-H SOPREMA 3” Metal Insulation :
Plate
SOPREMA #14 Fastener or
SOPREMA #14 MP Fastener with
Min. 22 ga., Type B, Grad 1 SBS-TAF (sanded
STB/VB-8. | 4y B0 PO BT | 0,25 inch DEXcell FA Glass Mat Roof Board | SOPREMA 3 in. Insulation Plate or |, P0 | None vop) (sanded | \one DUOTACK -45.0*
SOPREMA 3” Metal Insulation : P
Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) - . 4.2.2 A 3.1.3 ATTACH PRIMER S CAP PLY TABLE 2A OR 2B ?
YPE ASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.2¢ ASE PLY e (3.1.3 (PsF)
SOPREMA #14 Fastener or
SOPREMA #14 MP Fastener with
Min. 22 ga., Type B 1 ional) SBS-
s-TB/vB-g. | Min-22ga, Type B, Grade | o it DExcell FA Glass Mat Roof Board | SOPREMA 3 in. Insulation Plate or Pe | None (Optional) SBS- | ¢ae raF DUOTACK 365 -45.0%
33 steel ” . 4.0 ft2 TAF
SOPREMA 3” Metal Insulation
Plate
SOPREMA #14 Fastener or
. ELASTOCOL Stick, ,
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck, DensDeck Prime or SOPREMA #1,4 MP FasFener with 1 per ELASTOCOL Stick SOPRAVAP'R or
S-TB/VB-10. X SOPREMA 3 in. Insulation Plate or SBS-SA1 (sanded None DUOTACK -45.0*
33 steel SECUROCK Gypsum-Fiber Roof Board ” ) 4.0 ft2 Zero or ELASTOCOL
SOPREMA 3” Metal Insulation R top)
Stick LvOC
Plate
A
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck, DensDeck Prime or . . 1 per ELASTOCOL Stick (Optional) SBS- «
STBIVB-IL! 33 steel SECUROCK Gypsum-Fiber Roof Board SOPREMAS in. Insulation Plate o | 2 | 7er0 or FLASTOCOL | SA1 SBS-TAF DUOTACK 36> 450
SOPREMA 3” Metal Insulation R
Stick LVOC
Plate
SOPREMA #14 Fastener or .
Min. 22 3. Tvoe B. Grade SOPREMA #14 MP Fastener with Loer Etﬁggggt zt:zt SOPRAVAP'R or
S-TB/VB-12,| M- <283 TYPED, 0.25-inch DEXcell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or P SBS-SAL (sanded | None DUOTACK -45.0*
33 steel ” . 4.0 ft2 Zero or ELASTOCOL
SOPREMA 3” Metal Insulation R top)
Stick LVOC
Plate
SOPREMA #14 MP Fastemer with ELASTOCOL tick,
5-TB/VB-13| Min-2282,TypeB, Grade | 0 . 1 DEXcell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or Lper | ELASTOCOL Stick (Optional) SBS- | ¢pe rar DUOTACK 365 -45.0*
33 steel ” . 4.0 ft2 Zero or ELASTOCOL SAl
SOPREMA 3” Metal Insulation ;
Stick LVOC
Plate
Min. 0.5-inch DEXcell FA Glass Mat Roof .
S-TB/VB-14/ 2283~ TypeB, Grade 40 Board or min. 7/16-inch DEXcell Cement DUOTACK 365 12inch 1\ one SBS-AAOrSBS- 1\ e DUOTACK -45.0*
steel o.c. TAF (sanded top)
Roof Board
Min. 0.5-inch DEXcell FA Glass Mat Roof . .
S-TB/VB-15, 2283~ TypeB, Grade 40 Board or min. 7/16-inch DEXcell Cement DUOTACK 365 12-inch |\ one (Optional) SBS- | cpc rar DUOTACK 365 -45.0*
steel o.c. TAF
Roof Board
5 ga. Tvoe B. Grade 40 Min. 0.5-inch DEXcell FA Glass Mat Roof Toiinch Etﬁggggt zt:zi SOPRAVAP'R or
S-TB/VB-16. ga. TYpe 5, Board or min. 7/16-inch DEXcell Cement DUOTACK 365 SBS-SA1 (sanded | None DUOTACK -45.0*
steel Roof Board o.c. Zero or ELASTOCOL top)
Stick LVOC P
ELASTOCOL Stick,
Min. 0.5-inch DEXcell FA Glass Mat Roof . ) .
S-TB/VB-17, 2283~ TypeB, Grade 40 Board or min. 7/16-inch DEXcell Cement DUOTACK 365 12-inch | ELASTOCOL Stick (Optional) SBS- | e rar DUOTACK 365 45.0*
steel Roof Board o.c. Zero or ELASTOCOL SA1
Stick LVOC
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TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) - . 4.2.2 A 3.1.3 ATTACH PRIMER S CAP PLY TABLE 2A OR 2B —PSF
YPE ASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.2¢ ASE PLY e (3..3)
22 ga., Type B, Grade 40 gﬂlIans.sol\.llsahlcngzol?eBr;SaE:chll(rPSrIIE?S,R?)s:XKcell * DUOTACK 365 or DUOTACK SPF 12-inch (Optional) SBS- DUOTACK 365 or
S-TB/VB-18.| - 83~ 1YPED . ) . None P SBS-CA3 DUOTASK SPF -45.0*
steel Gypsum-Fiber Roof Board or min. 7/16-inch HFO o.c. CA3 HFO
DEXCell Cement Roof Board
SOPREMA #14 Fastener or
SOPREMA #14 MP Fastener with
Min. 22 ga., T B 1 BS-CA
S-TB/VB-19. 33Ir;teelga +Type B, Grade 0.5-inch DEXcell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or 5 g?trz None fo S)C 3 (sanded None DUOTACK -75.0
SOPREMA 3” Metal Insulation : P
Plate
SOPREMA #14 Fastener or
SOPREMA #14 MP Fastener with
Min. 22 ga., T B 1 BS-TAF
S-TB/VB-20. 33’Ir;teelga +Type B, Grade 0.5-inch DEXcell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or 5 g?trz None fo S) (sanded None DUOTACK -75.0
SOPREMA 3” Metal Insulation : P
Plate
SOPREMA #14 Fastener or
. SOPREMA #14 MP Fastener with .
s-TB/vB-21, Min-2282.TypeB,Grade | .\ by ell FA Glass Mat Roof Board SOPREMA 3 in. Insulation Plate or 1per 1 None (Optional) SBS- | cpc rar DUOTACK 365 -75.0
33 steel ” . 2.0 ft2 TAF
SOPREMA 3” Metal Insulation
Plate
SOPREMA #14 Fastener or
. . . . SOPREMA #14 MP Fastener with SBS-CA3, SBS-
S-TB/VB-22. A’t/(')'r;t:; ga., Type B, Grade g/é'guﬂosc'zcg D:”;?‘:f&?:g;?;g‘;z'me " | SOPREMA 3 in. Insulation Plate or 21 of | None CA4orSBS-AA | None DUOTACK 825
ypsu SOPREMA 3” Metal Insulation : (sanded top)
Plate
SOPREMA #14 Fastener or
. . . SOPREMA #14 MP Fastener with
S-TB/VB-23. 2/(|)I:tezoezl ga., Type B, Grade gﬂ;;];é).s—lnch DEXcell FA Glass Mat Roof SOPREMA 3 in. Insulation Plate or zlgtfatrl None fOBS)_AA (sanded None DUOTACK -82.5
SOPREMA 3” Metal Insulation : P
Plate
SOPREMA #14 Fastener or
. Min. 0.5-inch DensDeck, DensDeck Prime, SOPREMA #14 MP Fastener with
S-TB/VB-24. Z/(l)lz't ::I ga., Type B, Grade | [y |l FA Glass Mat Roof Board or SOPREMA 3 in. Insulation Plate or 21 g?trz ELASTOCOL 500 ffs)"TAF (sanded | \one DUOTACK 825
SECUROCK Gypsum-Fiber Roof Board SOPREMA 3” Metal Insulation ’ P
Plate
SOPREMA #14 Fastener or
. Min. 0.5-inch DensDeck, DensDeck Prime, SOPREMA #14 MP Fastener with X
S-TB/VB-25. Z':/(')";'t jjl ga., Type B, Grade | oy oIl FA Glass Mat Roof Board or SOPREMA 3 in. Insulation Plate or 21 g‘;‘; ELASTOCOL 500 (Ti’;t'ona” SBS- | sps-TaF DUOTACK 365 -82.5
SECUROCK Gypsum-Fiber Roof Board SOPREMA 3” Metal Insulation ’
Plate
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TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) - . 4.2.2 A 3.1.3 ATTACH PRIMER S CAP PLY TABLE 2A OR 2B ?
YPE ASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.2¢ ASE PLY e (3.L.3
SOPREMA #14 Fastener or .
. Min. 0.5-inch DensDeck, DensDeck Prime, SOPREMA #14 MP Fastener with ELASTOCOL St!Ck' SOPRAVAP'R or
Min. 22 ga., Type B, Grade K . 1 per ELASTOCOL Stick
S-TB/VB-26. 40 steel DEXcell FA Glass Mat Roof Board or SOPREMA 3 in. Insulation Plate or 202 Zero or ELASTOCOL SBS-SA1 (sanded | None DUOTACK -82.5
SECUROCK Gypsum-Fiber Roof Board SOPREMA 3” Metal Insulation ’ R top)
Stick LvOC
Plate
SOPREMA #14 Fastener or .
Min. 22 g5 Tvoe B Grade | Min- 0.5-inch DensDeck, DensDeck Prime, SOPREMA #14 MP Fastener with Loer Etﬁggggt zt:zi (Optional) SES-
STB/VB-27. o ° B VP DEXcell FA Glass Mat Roof Board or SOPREMA 3 in. Insulation Plateor | P20 | - 7> Mmoo Bt ) o SBS-TAF DUOTACK 365 -82.5
SECUROCK Gypsum-Fiber Roof Board SOPREMA 3” Metal Insulation ’ R
Stick LvOC
Plate
. Min. 0.5-inch DEXcell FA Glass Mat Roof .
S-TB/vB-28| "n-228a,Type B, Grade | o 4 o min. 7/16-inch DEXcell Cement DUOTACK 365 6nch 1 None SBS-AAOrSBS- | \one DUOTACK 1275
40 steel o.c. TAF (sanded top)
Roof Board
Min. 0.5-inch DEXcell FA Glass Mat Roof
Min. 22 ga., T B -inch i 1) SBS-
5-TB/vB-29| Min-2282. TypeB,Grade | o o\ ih 7/16-inch DEXcell Cement DUOTACK 365 E-inch 1 None (Optional) SBS SBS-TAF DUOTACK 365 1275
40 steel o.c. TAF
Roof Board
Min. 22 ga.. Tyoe B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof 6-inch Etﬁggggt gt:it’ SOPRAVAP'R or
S-TB/VB-30. - 24 g2, 1Ype B, Board or min. 7/16-inch DEXcell Cement DUOTACK 365 SBS-SA1 (sanded | None DUOTACK -127.5
40 steel Roof Board o.c. Zero or ELASTOCOL top)
Stick LVOC P
ELASTOCOL Stick
. Min. 0.5-inch DEXcell FA Glass Mat Roof ) ) .
s-TB/vB-31| Min-2283. TypeB,Grade | oo\ in 7/16-inch DEXcell Cement DUOTACK 365 G-inch | ELASTOCOL Stick (Optional) SBS- | cpc rar DUOTACK 365 1275
40 steel Roof Board o.c. Zero or ELASTOCOL | SA1
Stick LVOC
ELASTOCOL Stick
’ SOPRAVAP'R or
Min. 22 ga., Type B, Grade . . . 12-inch ELASTOCOL Stick DUOTACK SPF
S-TB/VB-32. 40 steel Min. 0.5-inch DensDeck Prime DUOTACK SPF HFO oc. Zero or ELASTOCOL f:S)SAl (sanded | None HFO 75.0
Stick LVOC P
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade ) ) . 12-inch ELASTOCOL Stick (Optional) SBS- DUOTACK SPF
S-TB/VB-33. 40 steel Min. 0.5-inch DensDeck Prime DUOTACK SPF HFO oc. Zero or ELASTOCOL | SA1 SBS-TAF HFO 75.0
Stick LVOC
. Min. 0.5-inch DEXcell FA Glass Mat Roof .
s-TB/vB-34| Min- 2283, Type B, Grade | g . ' rin 7/16-inch DEXcell Cement DUOTACK SPF HFO 12dnch |\ one SBS-AA(sanded | e DUOTACK SPF -75.0
40 steel o.c. top) HFO
Roof Board
. Min. 0.5-inch DEXcell FA Glass Mat Roof . ELASTOCOL Stick
s-TB/VB-35| Min-2283,TypeB, Grade | g o /0 in. 7/16-inch DEXcell Cement DUOTACK SPF HFO 124nch | oo or ELASTOCOL | SOPRAVAP'R None DUOTACK SPF -75.0
40 steel o.c. R HFO
Roof Board Stick LVvOC
$-TB/VB-36. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPF HFO 12-inch ELASTOCOL 500 SBS-TAF (sanded None DUOTACK SPF 75.0
40 steel Board o.c. top) HFO
BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT

SOPREMA, Inc.

MU,
M’"

IAS

Report No.: NER-SOP-001.C.R1 FL47474-R1
Revision 1: 2025-12-11 ACCREDITED
Product Certification
Page 20 of 58 heency
NEI\/IOIcert ISO/IEC 17065 PCA-145
TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) - . 4.2.2 A 3.1.3 ATTACH PRIMER S CAP PLY TABLE 2A OR 2B —PSF
YPE ASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.2¢ ASE PLY e (3.L.3
S-TB/VB-37. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPF HFO 12-inch ELASTOCOL 500 (Optional) SBS- SBS-TAF DUOTACK SPF 75.0
40 steel Board o.c. TAF HFO
. . . . . ELASTOCOL Stick
5-TB/VB-38. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPE HFO 12-inch Zero or ELASTOCOL | SOPRAVAP'R None DUOTACK SPF 75.0
40 steel Board o.c. R HFO
Stick LvOC
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 12-inch ELASTOCOL Stick SBS-SA1 (sanded DUOTACK SPF
S-TB/VB-39 15 creel Board DUOTACK SPFHFO o.c. | zeroorELASTOCOL | top) None HFO 75.0
Stick LVOC
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 12-inch ELASTOCOL Stick (Optional) SBS- DUOTACK SPF
S-TB/VB-40. 40 steel Board DUOTACK SPF HFO o.c. Zero or ELASTOCOL | SA1 SBS-TAF HFO 750
Stick LVOC
ELASTOCOL Stick
’ SOPRAVAP'R or
Min. 22 ga., Type B, Grade ) . . 6-inch ELASTOCOL Stick DUOTACK SPF
S-TB/VB-41. 40 steel Min. 0.5-inch DensDeck Prime DUOTACK SPF HFO oc. Zero or ELASTOCOL f:s) SA1 (sanded | None HFO, 6-inch o.c. -127.5
Stick LVOC P
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade ) . . 6-inch ELASTOCOL Stick (Optional) SBS- DUOTACK SPF
S-TB/VB-42. 40 steel Min. 0.5-inch DensDeck Prime DUOTACK SPF HFO oc. Zero or ELASTOCOL SA1 SBS-TAF HFO, 6-inch o.c. -127.5
Stick LVOC
: Min. 0.5-inch DEXcell FA Glass Mat Roof )
S-TB/VB-43| "n-2283,Type B, Grade | g o 4 0 in. 7/16-inch DEXcell Cement DUOTACK SPF HFO Giinch 1 \one SBS-AA(sanded |\ DUOTACK P -127.5
40 steel o.c. top) HFO, 6-inch o.c.
Roof Board
. Min. 0.5-inch DEXcell FA Glass Mat Roof ) ELASTOCOL Stick
S-TB/VB-44,| Min-2283,TypeB, Grade | g o /0 1in 7/16-inch DEXcell Cement DUOTACK SPF HFO Ginch 1 oo or ELASTOCOL | SOPRAVAP'R None DUOTACK SPF -127.5
40 steel o.c. A HFO, 6-inch o.c.
Roof Board Stick LvOC
S-TB/VB-45. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPE HEO 6-inch ELASTOCOL 500 SBS-TAF (sanded None DUOTAFK SPF 1275
40 steel Board o.c. top) HFO, 6-inch o.c.
S-TB/VB-46. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPF HFO 6-inch ELASTOCOL 500 (Optional) SBS- SBS-TAF DUOTAFK SPF 1275
40 steel Board o.c. TAF HFO, 6-inch o.c.
. . . . . ELASTOCOL Stick
S-TB/VB-47. Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof DUOTACK SPE HEO 6-inch Zero or ELASTOCOL | SOPRAVAP'R None DUOTAFK SPF 1275
40 steel Board o.c. A HFO, 6-inch o.c.
Stick LVOC
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 6-inch ELASTOCOL Stick SBS-SA1 (sanded DUOTACK SPF
S-TB/VB-48. /1 cteel Board DUOTACK SPF HFO o.c. | ZeroorELASTOCOL | top) None HFO, 6-incho.c. | 27
Stick LVOC
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TABLE VB-2: STEEL DECK
THERMAL BARRIER / VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
THERMAL BARRIER VAPOR BARRIER (3.1.4) ADHESIVE PER MDP
OPTION # DECK (4.1.2) - . 4.2.2 A 3.1.3 ATTACH PRIMER S CAP PLY TABLE 2A OR 2B ?
YPE ASTENER (4.2.2) OR ADHESIVE (3.1.3) 3.1.26 ASE PLY (GRaNULE) (3.13)
ELASTOCOL Stick,
Min. 22 ga., Type B, Grade Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 6-inch ELASTOCOL Stick (Optional) SBS- DUOTACK SPF
S-TB/VB-49. 40 steel Board DUOTACK SPF HFO o.c. Zero or ELASTOCOL SA1 SBS-TAF HFO, 6-inch o.c. 127.5
Stick LVvOC
LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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c) Structural Concrete Decks:
TABLE VB-3A: STRUCTURAL CONCRETE DECK
1-PLY VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
INSULATION ADHESIVE PER TABLE 3A MDP
OPTION # PRIMER VAPOR BARRIER (3.1.4) 3.1.3 - (os)
C-VB-1. none SOPRASMART XP H.D 180 Sanded applied in DUOTACK, ribbons 12-inch o.c. (laps are torched or DUOTACK 525
sealed with a hot air gun)
C-VB-2. ASTM D41 SBS-CA4 (granule top) DUOTACK -97.5
C-VB-3. ASTM D41 SBS-CA4 (sanded top) DUOTACK -120.0
C-VB-4. none SBS-CA2 (sanded- or granule-top-surface), ribbons 6-inch o.c. DUOTACK -120.0
C-VB-5. (Optional) ASTM D41, ELASTOCOL 500 SBS-CA3 (granule top) DUOTACK -195.0
C-VB-6. ASTM D41 SBS-AA (granule top) DUOTACK -195.0
C-VB-7. ASTM D41 SBS-TAF (granule top) DUOTACK -195.0
ELASTOCOL Stick, ELASTOCOL Stick Zero or
C-VB-8. ELASTOCOL Stick LVOC SBS-SA1 (granule top) DUOTACK -195.0
C-VB-9. none SBS-CA2 (sanded- or granule-top-surface), 6-inch o.c. DUOTACK (rlbbons r?erp.endlcular to -207.5
vapor barrier adhesive ribbons)
C-VB-10. ASTM D41 SBS-TAP (sanded top) DUOTACK -232.5
C-VB-11. ELASTOCOL Stick Zero or ELASTOCOL Stick LVOC SOPRAVAP'R, self-adhering DUOTACK -240.0
C-VB-12. none SBS-CA3 (sanded top) DUOTACK -255.0
C-VB-13. ASTM D41, ELASTOCOL 500 SBS-CA3 (sanded top) DUOTACK -270.0
C-VB-14. ASTM D41 SBS-AA (sanded top) DUOTACK -270.0
ELASTOCOL Stick, ELASTOCOL Stick Zero or
C-VB-15. ELASTOCOL Stick LVOC SBS-SA1 (sanded top) DUOTACK -315.0
C-VB-16. ASTM D41 SBS-TAF (sanded top) DUOTACK -382.5
C-VB-17. None SBS-CA2 (sanded- or granule-top-surface), 6-inch o.c. DUOTACK, 6-inch o.c. -445.0
Base coat of ALSAN RS 230 applied at 3.9 gal/sq. followed by ALSAN RS Fleece into the wet
C-VB-18. ALSAN RS 222, ALSAN RS 276 or AQUAFIN base coat, and top coat of ALSAN RS 230 at 1.9 gal/sq., surfaced with ALSAN RS Quartz DUOTACK 365 -382.5
VAPORTIGHT COAT-SG3 . . . .
Aggregate to refusal. Remove loose aggregate prior to insulation adhesive placement.
Base coat of ALSAN RS 230 applied at 3.9 gal/sq. followed by ALSAN RS Fleece into the wet
C-VB-19. ALSAN RS 222, ALSAN RS 276 or AQUAFIN base coat, and top coat of ALSAN RS 230 at 1.9 gal/sq., surfaced with ALSAN RS Quartz DUOTACK 365, 6-inch o.c. -445.0
VAPORTIGHT COAT-SG3 ) . ) A
Aggregate to refusal. Remove loose aggregate prior to insulation adhesive placement.
C-VB-20. ASTM D41 SBS-CA4 (granule top) DUOTACK SPF HFO -97.5
C-VB-21. ASTM D41 SBS-CA4 (sanded top) DUOTACK SPF HFO -120.0
C-VB-22. (Optional) ASTM D41, ELASTOCOL 500 SBS-CA3 (granule top) DUOTACK SPF HFO -195.0
C-VB-23. ASTM D41 SBS-AA (granule top) DUOTACK SPF HFO -195.0
C-VB-24. ASTM D41 SBS-TAF (granule top) DUOTACK SPF HFO -195.0
ELASTOCOL Stick, ELASTOCOL Stick Zero or
C-VB-25. ELASTOCOL Stick LVOC SBS-SA1 (granule top) DUOTACK SPF HFO -195.0
C-VB-26. (Optional) ASTM D41, ELASTOCOL 500 SBS-CA3 (sanded top) DUOTACK SPF HFO -222.5
C-VB-27. ASTM D41 SBS-AA (sanded top) DUOTACK SPF HFO -222.5
C-VB-28. ASTM D41 SBS-TAP or SBS-TAF (sanded top) DUOTACK SPF HFO -222.5
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TABLE VB-3A: STRUCTURAL CONCRETE DECK
1-PLY VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
OPTION # PRIMER VAPOR BARRIER (3.1.4) INSULATION ADHESIVE PER TABLE 3 MDP
(3.1.3) PSF
C-VB-29. Etﬁg ggciLsiitc'ikL'V%é\STOCOL Stick zero or SBS-SA1 (sanded top) DUOTACK SPF HFO 22255
C-VB-30. ELASTOCOL Stick Zero or ELASTOCOL Stick LVOC SOPRAVAP'R, self-adhering DUOTACK SPF HFO -392.5
C-VB-31. ASTM D41 SBS-AA (sanded top) hot asphalt -210.0
C-VB-32. ASTM D41 SOPRA IV, SOPRA VI, MODIFIED SOPRA G applied in hot asphalt hot asphalt -270.0
C-VB-33. none SBS-CA2 (sanded-top-surface), ribbons 6-inch o.c. hot asphalt -367.5
C-VB-34. ASTM D41 SBS-TAF (sanded top) hot asphalt -367.5
TABLE VB-3B: STRUCTURAL CONCRETE DECK
2-PLY VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
OPTION # S VAPOR BARRIER (3.1.4) INSULATION ADHESIVE PER TABLE 3A MDP
TYPE APPLICATION (3.1.3) PSF
C-VB-35. ASTM D41 SBS-CA4 SBS-CA4, SBS-AA or SBS-TAF (granule top) DUOTACK -97.5
C-VB-36. ASTM D41 SBS-CA4 SBS-CA4 (sanded top) DUOTACK -120.0
C-VB-37. none SBS-CA2, 6-inch o.c. SBS-CA3 or SBS-TAF (sanded- or granule-top-surface) DUOTACK -120.0
C-VB-38. (Optional) ASTM D41, ELASTOCOL 500 SBS-CA3 SBS-CA3, SBS-CA4, SBS-AA, SBS-TAF or SBS-SA1 (granule top) DUOTACK -195.0
C-VB-39. ASTM D41 SBS-AA or SBS-TAF SBS-CA3, SBS-CA4, SBS-AA, SBS-TAF or SBS-SA1 (granule top) DUOTACK -195.0
C-VB-40. Et:SSTTgé?LLS?C'EkL'V%?STOCOL Stick zero or SBS-SAL SBS-CA3, SBS-CA4, SBS-AA, SBS-TAF or SBS-SA1 (granule top) DUOTACK -195.0
C-VB-41. none SBS-CA2, 6-inch o.c. SBS-CA3 or SBS-TAF (sanded- or granule-top-surface) DUOTACK (ribbons Rerp.endicular to -207.5
vapor barrier adhesive ribbons)
C-VB-42. ASTM D41 SBS-TAP SBS-TAF (sanded top) DUOTACK -2325
C-VB-43. none SBS-CA3 SBS-CA3 (sanded top) DUOTACK -255.0
C-VB-44. ASTM D41, ELASTOCOL 500 SBS-CA3 SBS-CA3 (sanded top) DUOTACK -270.0
C-VB-45. ASTM D41 BP-AA BP-AA DUOTACK -270.0
C-VB-46. ASTM D41 SBS-AA SBS-AA (sanded top) DUOTACK -270.0
Cvgaz, | EHASTOCOL SHck: ELASTOCOL Stick zero or $BS-SA1 $BS-SA1 (sanded top) DUOTACK -315.0
C-VB-48. ASTM D41 SBS-TAF SBS-TAF (sanded top) DUOTACK -382.5
C-VB-49. none SBS-CA2, 6-inch o.c. SBS-CA3 (sanded- or granule-top-surface) DUOTACK, 6-inch o.c. -382.5
C-VB-50. none SBS-CA2, 6-inch o.c. SBS-TAF (sanded- or granule-top-surface) DUOTACK, 6-inch o.c. -445.0
C-VB-51. ASTM D41 SBS-AA SBS-AA (sanded top) hot asphalt -210.0
C-VB-52. ASTM D41 BP-AA BP-AA hot asphalt -270.0
C-VB-53. none SBS-CA2, 6-inch o.c. SBS-CA3 or SBS-TAF (sanded-top-surface) hot asphalt -367.5
C-VB-54. ASTM D41 SBS-TAF SBS-TAF (sanded top) hot asphalt -367.5
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(d) Deck followed by Vapor Barrier followed by Lightweight Concrete (LWC):

TABLE VB-4: DECK FOLLOWED BY VAPOR BARRIER FOLLOWED BY LIGHTWEIGHT CONCRETE (LWC)

SUBSTRATE BOARD DRY-IN/TEMPORARY ROOF (3.1.4) e
OPTION # DEck (4.1.2) FASTENER (4.2.2) OR PRIMER D
PSF
TYPE ADHESIVE (3.1.3) ATTACH BASE PLY CAP PLY
Struct |
LWC-VB-1. ructura None N/A N/A None SBS-CA3 (sanded-top-surface) None -255.0
concrete
[ BS-CA - le-top-
Lweyp., | Structura None N/A N/A | None (Optional) SBS-CA3 SBS-CA3 (sanded- or granule-top -255.0
concrete surface)
Structural
LWC-VB-3. concrete None N/A N/A ASTM D41, ELASTOCOL 500 SBS-CA3 (sanded-top-surface) None -270.0
LwC.vp.g, | Structural None N/A N/A | ASTM D41, ELASTOCOL500 | (Optional) SBS-CA3 SBS-CA3 (sanded- or granule-top- -270.0
concrete surface)
Structural
LWC-VB-5. concrete None N/A N/A ASTM D41, ELASTOCOL 500 SBS-TAF (sanded-top-surface) None -367.5
Lwevpe, | Structural None N/A N/A | ASTM D41, ELASTOCOL500 | (Optional) SBS-TAF SBS-TAF (sanded- or granule-top- -367.5
concrete surface)
LWC-VB-7. Structural None N/A N/A None SBS-CA2, ribbons 6-inch o.c. SBS-CA3 (sanded- or granule-top- -382.5
concrete surface)
LT Structural None N/A N/A None SBS-CA2 (s.,anded— o.r granule-top- None -445.0
concrete surface), ribbons 6-inch o.c.
LWC-VB-9. structural None N/A N/A None SBS-CA2, ribbons 6-inch o.c. SBS-TAF (sanded- or granule-top- -445.0
concrete surface)
Cementitious Min. 0.125-inch ) ) ) 1 per ) «
LWC-VB-10. Wood Fiber SOPRABOARD Twin Loc-Nail (1.8-inch) 1.8 fi2 None SBS-CA3, SBS-AA or SBS-TAF (Optional) SBS-CA3, SBS-AA or SBS-TAF -45.0
Cementitious Min. 0.125-inch . . . 1 per .
-VB- - 8- N SBS-CA3, SBS-AA or SBS-TAF Opt 1) SBS-CA3, SBS-AA or SBS-TAF -67.5
LWC-VB-11. Wood Fiber SOPRABOARD Twin Loc-Nail (1.8-inch) 1.0 fi2 one or (Optional) or
Cementitious | Min.0.125-inch | DUOTACK 365 or ribbons
_\VB- e 6-inch BS- BS- BS- i BS- BS- BS- -272.
LWC-VB-12. Wood Fiber SOPRABOARD DUOTACK SPF HFO c:r::c None SBS-CA3, SBS-AA or SBS-TAF (Optional) SBS-CA3, SBS-AA or SBS-TAF 72.0
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(e) Cementitious Wood Fiber Decks:
TABLE VB-5: CEMENTITIOUS WOOD FIBER DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
SUBSTRATE BOARD VAPOR BARRIER (3.1.4
OPTION # F 4.2.2 - INSULATION ADHESIVE MDP (PSF
ASTENER (4.2.2) OR (PSF)
3.13
TypPE ADHESIVE (3.1.3) ATTACH BASE PLY CAP PLY ( )
. . Trufast Twin Loc- (Optional) SBS-CA3, SBS-AA or DUOTACK 365 or DUOTACK SPF HFO
= = - 2 - - _ - *
CWEF-VB-1. Min. 0.125-inch SOPRABOARD Nail (1.8-inch) 1 per 1.8 ft SBS-CA3, SBS-AA or SBS-TAF SBS-TAF per Table 2A 45.0
. . Trufast Twin Loc- ) (Optional) SBS-CA3, SBS-AA or DUOTACK 365 or DUOTACK SPF HFO
CWEF-VB-2. Min. 0.125-inch SOPRABOARD Nail (1.8-inch) 1 per 1.0 ft SBS-CA3, SBS-AA or SBS-TAF SBS-TAF per Table 2A -67.5
. . DUOTACK 365 or . . (Optional) SBS-CA3, SBS-AA or DUOTACK 365 or DUOTACK SPF HFO
CWEF-VB-3. Min. 0.125-inch SOPRABOARD DUOTACK SPF HFO ribbons 6-inch o.c. SBS-CA3, SBS-AA or SBS-TAF SBS-TAF per Table 3A or 5A -272.0
DUOTACK 365 or . . (Optional) SBS-CA3, SBS-AA or (Optional) SBS-CA3, SBS-AA or DUOTACK 365 or DUOTACK SPF HFO
CWF-VB-4. SOPRASMART Board 180 Sanded DUOTACK SPE HEO ribbons 6-inch o.c. SBS-TAF SBS-TAF per Table 3A or 5A -272.5
DUOTACK 365 or . . (Optional) SBS-TAF (with (Optional) SBS-CA3, SBS-AA or DUOTACK 365 or DUOTACK SPF HFO
CWF-VB-5. SOPRASMART Board 180 DUOTACK SPF HFO ribbons 6-inch o.c. sanded-top-surface) SBS-TAF per Table 3A or 5A 2725
DUOTACK 365 or . . X DUOTACK 365 or DUOTACK SPF HFO
CWF-VB-6. SOPRASMART Board 180 DUOTACK SPF HFO ribbons 6-inch o.c. SBS-TAF (film-top-surface) SBS-TAF per Table 3A or 5A -272.5
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4.3.2 Roof Assemblies:
TABLE Deck APPLICATION TyPE DESCRIPTION PAGE
7A  Wood New, Reroof (Tear-Off) A-1 ALSAN TRAFIK RS 730: Bonded Thermal Barrier, Bonded Waterproofing 26
78 Wood New, Reroof (Tear-Off), or Recover C-1 ALSAN TRAFIK RS 730: Mechanically Attached Thermal Barrier, Bonded Waterproofing 27
7c  Wood New, Reroof (Tear-Off), or Recover C-1 ALSAN TRAFIK RS 730: Mechanically Attached Insulation, Bonded Waterproofing 33
8a  Steel New, Reroof (Tear-Off) A-1 ALSAN TRAFIK RS 730: Bonded Thermal Barrier, Bonded Waterproofing 33
88  Steel New, Reroof (Tear-Off), or Recover C-1 ALSAN TRAFIK RS 730: Mechanically Attached Thermal Barrier, Bonded Waterproofing 36
8c  Steel New, Reroof (Tear-Off), or Recover C-1 ALSAN TRAFIK RS 730: Mechanically Attached Insulation, Bonded Waterproofing 39
9a  Structural Concrete New, Reroof (Tear-Off) A-1 ALSAN TRAFIK RS 730: Bonded Insulation, Bonded Waterproofing 44
98  Structural Concrete New, Reroof (Tear-Off) A-2  ALSAN TRAFIK RS 730: Bonded Waterproofing, Bonded Insulation 50
9c  Structural Concrete New, Reroof (Tear-Off) F ALSAN TRAFIK RS 730: Non-Insulated, Bonded Waterproofing 51
9p  Structural Concrete New, Reroof (Tear-Off) F ALSAN Trafik PU: Non-Insulated, Bonded Waterproofing 54
9e  Structural Concrete New, Reroof (Tear-Off) F  ALSAN Trafik RS 730: Non-Insulated, Bonded Waterproofing 54
10A Deck with Lightweight Concrete ~ New F ALSAN TRAFIK RS 730: LWC to Deck, Bonded Waterproofing 56
11A Cementitious Wood Fiber New, Reroof (Tear-Off) A-1 ALSAN TRAFIK RS 730: Bonded Insulation, Bonded Waterproofing 57
118 Cementitious Wood Fiber New, Reroof (Tear-Off) C-1 ALSAN TRAFIK RS 730: Mechanically Attached Insulation, Bonded Waterproofing 58
12A  Recover Recover F  ALSAN TRAFIK RS 730: Non-Insulated, Bonded Waterproofing 58
TABLE 7A: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-1 FOR THERMAL BARRIER / VAPOR BARRIER OPTIONS
SYSTEM THERMAL BARRIER WATERPROOFING (3.1.4) MDP
DEck (4.1.2) P (o) (3.1.5) I
No. FeK TYPE ADHESIVE (3.1.3) ATTACH RIMER BASE PLY PRIMER SYSTEM VERBURDEN (psF)
APA rated, 7/16
CAT, 0.418in., . . As specified by the
Min. 0.5-inch DEXcell FA
Exposure 1 OSB, (Optional) (Optiona ) Designer of Record
w-i. | min.15/32” apa | Gl3ss MatRoof Board or DUOTACK 365 6inchoc. | RS222 SBS-AAOr | )R gy | ALSANTIAkRS | acceptable to the | -105.0
min. 7/16-inch DEXcell . SBS-TAF . 730 system . .
rated plywood or C t Roof Board Primer Primer Authority Having
nominal 1” T&G ement Root Boar Jurisdiction
wood plank
APA rated, 7/16
CAT, 0.418 in., Min. 0.5-inch DEXcell FA . As s.peufled by the
Exposure 1 0SB, Glass Mat Roof Board or (Optiona ALSAN Trafik RS Designer of Record
W-2 min. 15/32” APA . . DUOTACK 365 6-inch o.c. None SBS-TAF 1) RS 222 and acceptable to the -105.0
min. 7/16-inch DEXcell . 730 system . .
rated plywood or C t Roof Board Primer Authority Having
nominal 1” T&G ement Root Boar Jurisdiction
wood plank
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TABLE 7a: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-1 FOR THERMAL BARRIER / VAPOR BARRIER OPTIONS
SYSTEM THERMAL BARRIER WATERPROOFING (3.1.4) MDP
DECK (4.1.2) PRIMER OVERBURDEN (3.1.5) P
No. TYPE ADHESIVE (3.1.3) ATTACH BASE PLY PRIMER SYSTEM (PsF)
APA rated, 7/16
. ELASTOC .
CAT, 0.418n., Min. 0.5-inch DEXcell FA OL Stick ) As specified by the
Exposure 1 0SB, Glass Mat Roof Board or or (Optiona ALSAN Trafik RS Designer of Record
W-3 min. 15/32” APA ) . DUOTACK 365 6-inch o.c. SBS-SA 1) RS 222 and acceptable to the -105.0
min. 7/16-inch DEXcell ELASTOC ) 730 system . .
rated plywood or . Primer Authority Having
. ” Cement Roof Board OL Stick o
nominal 1” T&G Jurisdiction
Zero
wood plank
APA rated, 7/16
. ELASTOC .
CAT, 041810, | ytin 0.5-inch DEXcell FA OL stick . Asspecified by the
Exposure 1 0SB, Glass Mat Roof Board or or (Optiona ALSAN Trafik RS Designer of Record
W-4 min. 15/32” APA ) . DUOTACK 365 6-inch o.c. SBS-SA 1) RS 222 and acceptable to the -105.0
min. 7/16-inch DEXcell ELASTOC ) 730 system . .
rated plywood or . Primer Authority Having
A ” Cement Roof Board OL Stick o
nominal 1” T&G Jurisdiction
Zero
wood plank
TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM Deck (4.1.2) ATTACH PRIMER OVERBURDEN (3.1.5) MDP
No. = (4.2.2) = PSF
TYPE FASTENER (4.2.2 3.1.2¢ BASE PLY PRIMER SYSTEM
APA rated, min. Min. 0.5-inch DensDeck
.19/32 CAT, 0.578 | Prime or DEXcell FAf Glass Trufast Versa-Fast Plate with minimum . As s.peufled by the
in., Exposure 1 Mat Roof Board, min. 7/16- one (1) Versa-Fast Fastener installed (Optional) ALSAN Trafik RS Designer of Record
W-5 OSB sheathing or | inch DEXcell Cement Roof into the center-hole of the Versa-Fast 1 per2.7ft2 | None SBS-CA3 RS 222 730 svstem and acceptable to the -45.0*
19/32-inch APA Board or min. 0.5-inch Plate Primer 4 Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
plywood Board.
APA rated, min. Min. 0.5-inch DensDeck
19/32 CAT, 0.578 | Prime or DEXcell FA Glass . L As specified by the
. . Trufast Versa-Fast Plate with minimum . h
in., Exposure 1 Mat Roof Board, min. 7/16- one (1) Versa-Fast Fastener installed (Optional) ALSAN Trafik RS Designer of Record
W-6 OSB sheathing or | inch DEXcell Cement Roof into the center-hole of the Versa-Fast 1 per2.7ft2 | None SBS-CA3 RS 222 730 svstem and acceptable to the -45.0*
19/32-inch APA Board or min. 0.5-inch Plate Primer ¥ Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
plywood Board.
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TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM | peck (4.1.2) ATTACH PRIMER OversurDen (3.1.5) | PP
No. = Type FASTENER (4.2.2) (3.0.26) BASE PLY PRIMER SYSTEM = (psF)
APA rated, min. Min. 0.5-inch DensDeck
ilng/?ii C(fsz’rgli78 :Ar;r:;;)c:fDBi)xach” riﬁnGI;/si& Trufast Versa-Fast Plate with minimum (Optional) (Optional) gz:ipiiellf'lz? :gc?rz
» EXposur ) ! ) one (1) Versa-Fast Fastener installed P SBS-AA or P ALSAN Trafik RS g
W-7 0SB sheathing or | inch DEXcell Cement Roof into the center-hole of the Versa-Fast 1 per 2.7 ft2 | ELASTOC SBS-TAF RS 222 730 system and acceptable to the -45.0*
19/32-inch APA Board or min. 0.5-inch Plate OL 500 Primer ¥ Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
plywood Board.
APA rated, min. Min. 0.5-inch DensDeck
ilng/?ii C(fsz’rgli78 :Ar;r:;;)c:fDBi)xach” riﬁnGI;/si& Trufast Versa-Fast Plate with minimum (Optional) (Optional) gz:ipiiellf'lz? :gc?rz
» EXposur ) ! ) one (1) Versa-Fast Fastener installed P SBS-AA or P ALSAN Trafik RS g
W-8 0SB sheathing or | inch DEXcell Cement Roof into the center-hole of the Versa-Fast 1 per 2.7 ft2 | ELASTOC SBS-TAF RS 222 730 system and acceptable to the -45.0*
19/32-inch APA Board or min. 0.5-inch Plate OL 500 Primer ¥ Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
plywood Board.
APA rated, min. Min. 0.5-inch DensDeck ELASTOC
19/32 CAT, 0.578 | Prime or DEXcell FA Glass . L . As specified by the
. . Trufast Versa-Fast Plate with minimum OL Stick . A
in., Exposure 1 Mat Roof Board, min. 7/16- one (1) Versa-Fast Fastener installed or (Optional) ALSAN Trafik RS Designer of Record
W-9 0SB sheathing or | inch DEXcell Cement Roof ) 1 per 2.7 ft? SBS-SA RS 222 and acceptable to the -45.0*
. R R into the center-hole of the Versa-Fast ELASTOC ) 730 system . .
19/32-inch APA Board or min. 0.5-inch Plate OL Stick Primer Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
Zero
plywood Board.
APA rated, min. Min. 0.5-inch DensDeck ELASTOC
19/32 CAT, 0.578 | Prime or DEXcell FA Glass . . . As specified by the
. . Trufast Versa-Fast Plate with minimum OL Stick . .
in., Exposure 1 Mat Roof Board, min. 7/16- one (1) Versa-Fast Fastener installed or (Optional) ALSAN Trafik RS Designer of Record
W-10 OSB sheathing or | inch DEXcell Cement Roof X 1 per 2.7 ft? SBS-SA RS 222 and acceptable to the -45.0*
. R K into the center-hole of the Versa-Fast ELASTOC ) 730 system . .
19/32-inch APA Board or min. 0.5-inch Plate OL Stick Primer Authority Having
rated CDX SECUROCK Cement Roof ’ Jurisdiction
Zero
plywood Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- ) ” (Optional) (Optional) ) Designer of Record
W-11 APA rated CDX inch DEXcell Cement Roof SOPREMA #1.2 DP with SOPREMA 3 1per1.6ft? | RS222 SBS-CA3 RS 222 ALSAN Trafik RS and acceptable to the -67.5
R R Metal Insulation Plate . . 730 system . .
plywood Board or min. 0.5-inch Primer Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
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TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM | pecx (4.1.2) ATTACH PRIMER OversurDen (3.1.5) | PP
No. = Type FASTENER (4.2.2) (3.0.26) BASE PLY PRIMER SYSTEM = PSF
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- ) ” (Optional) ) Designer of Record
W-12. | APArated CDX | inch DEXcell Cement Roof | SoF RCMA #12 DP with SOPREMA 3 1per1.6ft2 | None SBS-CA3 RS 222 ALSANTRAfIkRS | o acceptable to the | -67.5
R K Metal Insulation Plate ) 730 system . .
plywood Board or min. 0.5-inch Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- ) ” (Optional) (Optional) ) Designer of Record
W-13. | APArated CDX | inch DEXcell Cement Roof lsv(lje'z:ﬂ\:f Eizoﬁil";’gh SOPREMA 3 1per 1.6 ft2 | ELASTOC 232_?:;' RS 222 /;;g/stI;:'k RS | and acceptable tothe | -67.5
plywood Board or min. 0.5-inch ! OL 500 Primer 4 Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- . ” (Optional) (Optional) ] Designer of Record
W-14. | APArated CDX | inch DEXcell Cement Roof iﬂoeizf:\:g Eizoi";l";’feh SOPREMA 3 1per1.6ft2 | ELASTOC :Ez_ﬁﬁfr RS 222 /;;SASNSI;:"‘ RS | and acceptable tothe | -67.5
plywood Board or min. 0.5-inch OL 500 Primer 4 Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass gllASStTcokc As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- . ” (Optional) ] Designer of Record
W-15. | APArated CDX | inch DEXcell Cement Roof | SO REMA #12 DP with SOPREMA 3 1peri6fz | & SBS-SA RS 222 ALSANTrafikRS | - 107 ceptable tothe | -67.5
R R Metal Insulation Plate ELASTOC ) 730 system . .
plywood Board or min. 0.5-inch OL Stick Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Zero
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass ZILASSJS(C As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- . ” (Optional) ) Designer of Record
W-16 APA rated CDX inch DEXcell Cement Roof SOPREMA #1.2 DP with SOPREMA 3 1 per 1.6 ft? or SBS-SA RS 222 ALSAN Trafik RS and acceptable to the -67.5
R R Metal Insulation Plate ELASTOC . 730 system . .
plywood Board or min. 0.5-inch OL Stick Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Zero
Board.
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TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM | peck (4.1.2) ATTACH PRIMER OversurDen (3.1.5) | PP
No. TYPE FASTENER (4.2.2) (3.1.2¢) BASE PLY PRIMER SYSTEM PSF
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast (Optional) (Optional) ALSAN Trafik RS Designer of Record
W-17. | APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1per1.8ft? | RS222 SBS-CA3 RS 222 730 system and acceptable to the -67.5
plywood Board or min. 0.5-inch installed 180° into the holes of the Primer Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast (Optional) ALSAN Trafik RS Designer of Record
W-18. | APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1 per1.8ft> | None SBS-CA3 RS 222 730 system and acceptable to the -67.5
plywood Board or min. 0.5-inch installed 180° into the holes of the Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast (Optional) SBS-AA or (Optional) ALSAN Trafik RS Designer of Record
W-19. | APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1 per 1.8 ft? | ELASTOC SBS-TAF RS 222 730 system and acceptable to the -67.5
plywood Board or min. 0.5-inch installed 180° into the holes of the OL 500 Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast (Optional) SBS-AA or (Optional) ALSAN Trafik RS Designer of Record
W-20 APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1 per 1.8 ft2 | ELASTOC SBS-TAF RS 222 730 system and acceptable to the -67.5
plywood Board or min. 0.5-inch installed 180° into the holes of the OL 500 Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Board.
Min. 0.5-inch DensDeck ELASTOC
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum OL Stick As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast (Optional) ) Designer of Record
W-21. | APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1 per 1.8 ft? or SBS-SA RS 222 ALSAN Trafik RS and acceptable to the -67.5
R R . o . ELASTOC . 730 system . .
plywood Board or min. 0.5-inch installed 180° into the holes of the OL Stick Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Zero
Board.
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TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM | peck (4.1.2) ATTACH PRIMER OversurDen (3.1.5) | PP
No. = Type FASTENER (4.2.2) (3.0.26) BASE PLY PRIMER SYSTEM = PSF
Min. 0.5-inch DensDeck ELASTOC
Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum OL Stick As specified by the
Min. 15/32-inch Mat Roof Board, min. 7/16- two (2) Versa-Fast Fasteners, Trufast or (Optional) ALSAN Trafik RS Designer of Record
W-22. | APA rated BCX inch DEXcell Cement Roof #14 HD or SOPREMA #14 MP Fastener 1 per 1.8 ft? SBS-SA RS 222 and acceptable to the -67.5
R K . o ELASTOC . 730 system . .
plywood Board or min. 0.5-inch installed 180° into the holes of the OL Stick Primer Authority Having
SECUROCK Cement Roof Versa-Fast Plate Jurisdiction
Zero
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass . L As specified by the
Min. 19/32-inch Mat Roof Board, min. 7/16- Z;uef?i; \s/gs;;\:j:;ﬁtiﬂﬁzsg:ggr (Optional) (Optional) ALSAN Trafik RS Designer of Record
W-23. | APA rated CDX inch DEXcell Cement Roof : ) 1per1.8ft? | RS222 SBS-CA3 RS 222 and acceptable to the -67.5
. B Trufast #14 HD installed into the center ; ) 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plate Primer Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
. . Prime or DEXcell FA Glass Trufast Versa-Fast Plate with minimum . As s.peufled by the
Min. 19/32-inch Mat Roof Board, min. 7/16- one (1) SOPREMA #14 MP Fastener or (Optional) ALSAN Trafik RS Designer of Record
W-24. | APA rated CDX inch DEXcell Cement Roof : ) 1 per1.8ft> | None SBS-CA3 RS 222 and acceptable to the -67.5
R R Trufast #14 HD installed into the center ) 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plate Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass . . As specified by the
Min. 19/32-inch Mat Roof Board, min. 7/16- Trufast Versa-Fast Plate with minimum (Optional) (Optional) ] Designer of Record
) one (1) SOPREMA #14 MP Fastener or 5 SBS-AA or ALSAN Trafik RS
W-25 APA rated CDX inch DEXcell Cement Roof X K 1 per 1.8 ft ELASTOC RS 222 and acceptable to the -67.5
R R Trufast #14 HD installed into the center SBS-TAF ) 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plate OL 500 Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Board.
Min. 0.5-inch DensDeck
Prime or DEXcell FA Glass . - As specified by the
Min. 19/32-inch Mat Roof Board, min. 7/16- Trufast Versa-Fast Plate with minimum (Optional) (Optional) ) Designer of Record
) one (1) SOPREMA #14 MP Fastener or 5 SBS-AA or ALSAN Trafik RS
W-26 APA rated CDX inch DEXcell Cement Roof X K 1 per 1.8 ft ELASTOC RS 222 and acceptable to the -67.5
R R Trufast #14 HD installed into the center SBS-TAF ) 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plat OL 500 Primer Authority Having
SECUROCK Cement Roof € € Versa-rast Flate Jurisdiction
Board.
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TABLE 78: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM | peck (4.1.2) ATTACH PRIMER OversurDen (3.1.5) | PP
No. = Type FASTENER (4.2.2) (3.0.26) BASE PLY PRIMER SYSTEM = PSF
M!n. 0.5-inch DensDeck ELASTOC 3
Prime or DEXcell FA Glass . L . As specified by the
. ) ) Trufast Versa-Fast Plate with minimum OL Stick . !
Min. 19/32-inch Mat Roof Board, min. 7/16- (Optional) . Designer of Record
. one (1) SOPREMA #14 MP Fastener or or ALSAN Trafik RS
W-27. | APA rated CDX inch DEXcell Cement Roof : ) 1 per 1.8 ft? SBS-SA RS 222 and acceptable to the -67.5
R K Trufast #14 HD installed into the center ELASTOC : 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plate OL Stick Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Zero
Board.
M!n. 0.5-inch DensDeck ELASTOC 3
Prime or DEXcell FA Glass . L . As specified by the
. ) ) Trufast Versa-Fast Plate with minimum OL Stick . !
Min. 19/32-inch Mat Roof Board, min. 7/16- (Optional) . Designer of Record
. one (1) SOPREMA #14 MP Fastener or or ALSAN Trafik RS
W-28. | APA rated CDX inch DEXcell Cement Roof : ) 1 per 1.8 ft? SBS-SA RS 222 and acceptable to the -67.5
R K Trufast #14 HD installed into the center ELASTOC : 730 system . .
plywood Board or min. 0.5-inch hole of the Versa-Fast Plate OL Stick Primer Authority Having
SECUROCK Cement Roof Jurisdiction
Zero
Board.
APA rated, min. Min. 0.5-inch DEXcell FA Trufast Versa-Fast Plate with minimum (Optional) (Optional) gi:ipi(::lz? :gc?rz -30.0%
19/32 CAT, 0.578 | Glass Mat Roof Board or one (1) Versa-Fast Fastener installed P P ALSAN Trafik RS g ’
W-29. | . ) . X 1per4.0ft2 | RS222 SBS-CA3 RS 222 and acceptable to the (NO
in., Exposure 1 min. 7/16-inch DEXcell into the center-hole of the Versa-Fast : R 730 system . .
R Primer Primer Authority Having HVHZ)
OSB sheathing Cement Roof Board Plate. o
Jurisdiction
APA rated, min. Min. 0.5-inch DEXcell FA Trufast Versa-Fast Plate with minimum (Optional) gi:ipi(::lz? :gc?rz -30.0%
19/32 CAT, 0.578 | Glass Mat Roof Board or one (1) Versa-Fast Fastener installed ) P ALSAN Trafik RS g y
W-30. | . ) . . 1 per 4.0 ft None SBS-CA3 RS 222 and acceptable to the (NO
in., Exposure 1 min. 7/16-inch DEXcell into the center-hole of the Versa-Fast Primer 730 system Authority Havin HVHZ)
OSB sheathing Cement Roof Board Plate. . y &
Jurisdiction
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TABLE 7c: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
SYSTEM DECK BASE INSULATION AND/OR TOP INSULATION LAYER WATERPROOFING (3.1.4) MDP
No 412 THERMAL BARRIER LAYER(S) o FASTENERS e T S SO OVERBURDEN (3.1.5) —PSF
’ = (3.1.2) (4.2.28)
No BASE PLY:
) . i Min. 7/16-inch DEXcell SOPREMA #14 MP As specified by the
Min. 19/32-inch (Optional) One or more K . Designer of Record
W-31 lywood per FBC | layers, any combination Cement Roof Board or 0.5- Fastener with 1 per None RS 276 ALSAN Trafik RS and acceptable to the | -45.0*
plywood p yers, any ' inch SECUROCK Cement Roof | SOPREMA 3” Metal 2.0 ft2 730 system ceptabit :
Section 2322.2 loose laid . Authority Having
Board Insulation Plate T
Jurisdiction
TORCH-APPLIED BASE PLY:
(Optional) As specified by the
Min. 19/32-inch (Optional) One or more Min. 0.25-inch DensDeck 1 per Rsp222 or ALSAN Trafik RS Designer of Record
W-32. | plywood per FBC | layers, any combination, Prime or SECUROCK Gypsum- | 3.1.1 1 prtz SBS-TAF RS LO 730 svstem and acceptable to the -52.5
Section 2322.2 loose laid Fiber Roof Board : . 4 Authority Having
Primer T
Jurisdiction
TABLE 8A: STEEL DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-2 FOR THERMAL BARRIER / VAPOR BARRIER OPTIONS
. THERMAL BARRIER WATERPROOFING (3.1.4) OVERBURDEN VIDP
YSTEM DEck (4.1.2) ATTACH PRIMER P
. PE DHESIVE (3.1.3) ASE PLY RIMER YSTEM 1.
No T A 3.1.3 . BASE P P S (3.1.5) PSF
Min. 0.5-inch DEXcell FA (Optiona gi:i;ifel:lz? sgclhrz
Min. 22 ga., Type | Glass Mat Roof Board or . SBS-AA or ALSAN Trafik RS
s-1. B, Grade 40 steel min. 7/16-inch DEXcell DUOTACK 365 brinch o.c. None SBS-TAF ) F.{S 222 730 system and acc.eptabl.e to the 127.5
Cement Roof Board Primer Authority Having
Jurisdiction
Min. 0.5-inch DEXcell FA (Optiona gz:i’;\?:z? F?gctoh:i
in. . B )
5., | Min-22ga,Type | Glass Mat Roof Board or DUOTACK 365 6-incho.c. | None SBS-TAF RS 222 | ALSANTrafikRS | acceptable tothe | -127.5
B, Grade 40 steel min. 7/16-inch DEXcell . 730 system . .
Cement Roof Board Primer Authority Having
Jurisdiction
ELASTOC -
Min. 0.5-inch DEXcell FA OL Stick (Optiona g\z ;Ziﬂf'f,f :gctohrz
Min. 22 ga., Type | Glass Mat Roof Board or . or ALSAN Trafik RS
$3. | g Grade 40 steel | min. 7/16-inch DEXcell DUOTACK 365 Gincho.c. | g astoc | SBSSA 2 RS 222 1 230 system Zﬁfhajﬁfpﬁabv'ﬁ,“’ the | -127.5
Cement Roof Board OL Stick rimer o y J
Zero Jurisdiction
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TABLE 8A: STEEL DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-2 FOR THERMAL BARRIER / VAPOR BARRIER OPTIONS
. THERMAL BARRIER WATERPROOFING (3.1.4) — VIDP
YSTEM DEck (4.1.2) ATTACH PRIMER e
No. TYPE ADHESIVE (3.1.3) 3.1.2¢ BASE PLY PRIMER SYSTEM (3.1.5) (psF)
ELASTOC .
Min. 0.5-inch DEXcell FA OL stick (Options i~ :i‘;ifs':'z‘: Dy the
Min. 22 ga., Type | Glass Mat Roof Board or . or ALSAN Trafik RS
S B, Grade 40 steel | min. 7/16-inch DEXcell DUOTACK 365 E-inch o.c. ELASTOC SBS-SA :))::1232 730 system i\:(:ha:gteplt-laat:/li(i]to the 127.5
Cement Roof Board OL Stick L y J
Zero Jurisdiction
EILASSJCCI)(C As specified by the
. . . (Optiona ) Designer of Record
5.5, | Min-22ga, Type | Min. 0.5-inch DensDeck DUOTACK SPF HFO 12-incho.c. | &' SBS-SA )R 222 | ALSANTIAfIkRS | acceptable tothe | -75.0
B, Grade 40 steel Prime ELASTOC R 730 system . .
OL Stick Primer Authority Having
Zero Jurisdiction
gllASStTcokc As specified by the
. . . (Optiona ] Designer of Record
s | Min-22ga,Type | Min. 0.5-inch DensDeck DUOTACK SPF HFO 12-nchoc. | & SBS-SA R 222 | ALSANTIAfIkRS | cceptable tothe | -75.0
B, Grade 40 steel Prime ELASTOC . 730 system . .
OL Stick Primer Authority Having
Zero Jurisdiction
Min. 0.5-inch DEXcell FA (Optional) (Optiona gi:i;ii:lz? :gc?rz
5.7, | Min-22ga, Type | Glass Mat Roof Board or DUOTACK SPF HFO 12-incho.c. | RS222 SBS-AA R 222 | ALSANTIAfIkRS | cceptable tothe | -75.0
B, Grade 40 steel | min. 7/16-inch DEXcell : ) 730 system . .
Cement Roof Board Primer Primer Authority Having
Jurisdiction
As specified by the
. . . (Optiona . Designer of Record
s.g, | Min-22ga, Type | Min.0.5-inch SECUROCK DUOTACK SPF HFO 12-inch o.c. | EHASTOC | sgg Tar R 222 | ALSANTIAfIkRS | cceptable tothe | -75.0
B, Grade 40 steel Gypsum-Fiber Roof Board OL 500 . 730 system . .
Primer Authority Having
Jurisdiction
As specified by the
. . . (Optiona . Designer of Record
5.9, | Min-22ga, Type | Min. 0.5-inch SECUROCK DUOTACK SPF HFO 12-inch o.c. | EHASTOC | sgg Tar R 222 | ALSANTIAfIkRS | cceptable tothe | -75.0
B, Grade 40 steel | Gypsum-Fiber Roof Board OL 500 i 730 system . .
Primer Authority Having
Jurisdiction
(EJILASSJS(C As specified by the
. . . (Optiona . Designer of Record
Min. 22 ga., Type | Min. 0.5-inch SECUROCK . or ALSAN Trafik RS
S-10. B, Grade 40 steel | Gypsum-Fiber Roof Board DUOTACK SPF HFO 12-inch o.c. ELASTOC SBS-SA 1) BS 222 730 system and acc.eptabl.e to the 75.0
OL Stick Primer Authority Having
Zero Jurisdiction
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NEMO |cert ISO/IEC 17065  PCA-145

TABLE 8A: STEEL DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-2 FOR THERMAL BARRIER / VAPOR BARRIER OPTIONS

. THERMAL BARRIER WATERPROOFING (3.1.4) — VIDP
YSTEM DEck (4.1.2) ATTACH PRIMER e
No. TYPE ADHESIVE (3.1.3) 3.1.2¢ BASE PLY PRIMER SYSTEM (3.1.5) PSF
EJI;_AsstTcokc As specified by the
. . . (Optiona ] Designer of Record
Min. 22 ga., Type | Min. 0.5-inch SECUROCK . or ALSAN Trafik RS
- - .C. - 1) RS 222 | h -75.
S B, Grade 40 steel | Gypsum-Fiber Roof Board DUOTACK SPF HFO 12-inch o.c ELASTOC SBS-SA ) . S 730 system and acc.eptab .e tothe 750
OL Stick Primer Authority Having
Zero Jurisdiction
(EJILASSJCCI)(C As specified by the
. . . (Optiona ) Designer of Record
512, | Min-22ga. Type | Min. 0.5-inch DensDeck DUOTACK SPF HFO 6-incho.c. | & SBS-SA R 222 | ALSANTIAfikRS | cceptable tothe | -127.5
B, Grade 40 steel | Prime ELASTOC i 730 system . .
OL Stick Primer Authority Having
Zero Jurisdiction
gllASStTcokc As specified by the
. . . (Optiona ] Designer of Record
513, | Min-22ga, Type | Min. 0.5-inch DensDeck DUOTACK SPF HFO 6-inchoc. | o SBS-SA R 222 | ALSANTIAfikRS | cceptable to the | -127.5
B, Grade 40 steel Prime ELASTOC . 730 system . .
OL Stick Primer Authority Having
Zero Jurisdiction
As specified by the
. . . (Optiona ) Designer of Record
514, | Min-22g2,Type | Min. 0.5-inch SECUROCK DUOTACK SPF HFO Gincho.c. | EATOC | ps rar R 222 | ALSANTIAfikRS | cceptable to the | -127.5
B, Grade 40 steel | Gypsum-Fiber Roof Board OL 500 ) 730 system . .
Primer Authority Having
Jurisdiction
As specified by the
. . . (Optiona . Designer of Record
515, | Min-22ga. Type | Min. 0.5-inch SECUROCK DUOTACK SPF HFO Gincho.c. | EATOC | ps rar R 222 | ALSANTIAfikRS | cceptable to the | -127.5
B, Grade 40 steel Gypsum-Fiber Roof Board OL 500 . 730 system . .
Primer Authority Having
Jurisdiction
EILASSJS(C As specified by the
. . . (Optiona . Designer of Record
Min. 22 ga., Type | Min. 0.5-inch SECUROCK . or ALSAN Trafik RS
S-16. B, Grade 40 steel | Gypsum-Fiber Roof Board DUOTACK SPF HFO 6-inch o.c. ELASTOC SBS-SA 1) BS 222 730 system and acc.eptabl.e to the 127.5
OL Stick Primer Authority Having
Zero Jurisdiction
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TABLE 8A: STEEL DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED THERMAL BARRIER, BONDED WATERPROOFING
REFER TO TABLE VB-2 FOR THERMAL BARRIER / VVAPOR BARRIER OPTIONS
THERMAL BARRIER WATERPROOFING (3.1.4)
SYsTEM DEck (4.1.2) ATTACH PRIMER OVERBURDEN MoP
No. = TYPE ADHESIVE (3.1.3) . BASE PLY PRIMER SYSTEM (3.1.5) (psF)
ELASTOC As specified by the
OL Stick (Optiona Designer of Record
Min. 22 ga., Type | Min. 0.5-inch SECUROCK . or ALSAN Trafik RS
S-17. B, Grade 40 steel | Gypsum-Fiber Roof Board DUOTACK SPF HFO 6-inch o.c. ELASTOC SBS-SA 1) BS 222 730 system and acc.eptabl.e to the 127.5
OL Stick Primer Authority Having
Zero Jurisdiction
TABLE 88: STEEL DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM DECK (4.1.2 R PRIMER OVERBURDEN MDP
No. = TYPE FASTENER (4.2.2) 3.1.2¢ BASE PLY PRIMER SYSTEM (3.1.5) PSF
opis
e Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” 1per4.0f2 | None SBS-CA3 or ) FE)S 229 ALSAN Trafik RS and gcce table to the 45.0*
e B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate per . SBS-AA . 730 system . P . ’
Roof Board Primer Authority Having
Jurisdiction
Min. 0.5-inch DensDeck, (Optiona gi:i;ifel:lz(fj I?gclhrz
Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” ) ALSAN Trafik RS «
el B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate Lper4Oft None SBS-CA3 h BS 222 730 system and acc.eptabl.e to the 45.0
Roof Board Primer Authority Having
Jurisdiction
As specified by the
. . . ” (Optiona ) Designer of Record
s Min. 22 ga., Type | 0.25-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3 1per4.0ft2 | None SBS-CA3 1) RS 222 ALSAN Trafik RS and acceptable to the 45.0*
B, Grade 33 steel | Mat Roof Board Metal Insulation Plate . 730 system . .
Primer Authority Having
Jurisdiction
As specified by the
. . . ” (Optiona ) Designer of Record
691 Min. 22 ga., Type | 0.25-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3 1per4.0ft2 | None SBS-CA3 1) RS 222 ALSAN Trafik RS and acceptable to the 45.0*
B, Grade 33 steel | Mat Roof Board Metal Insulation Plate . 730 system . .
Primer Authority Having
Jurisdiction
Min. 0.5-inch DensDeck, (Optiona gz:i';i(:?z? I:chtohrz
622, Min. 22 ga., Type | DensDeck Prime or . SOPREMA #lfl MP with SOPREMA 3 1 per 4.0 ft2 ELASTOC SBS-TAF 1) RS 222 ALSAN Trafik RS and acceptable to the -45.0%
B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate OL 500 . 730 system . .
Roof Board Primer Authority Having
Jurisdiction
BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 88: STEEL DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING

THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM DECK (4.1.2 ATTACH I OVERBURDEN MDP
No. = TYPE FASTENER (4.2.2) i BASE PLY PRIMER SYSTEM (3.1.5) (psF)
Min. 0.5-inch DensDeck, (Optiona gzsipiceltlz(fjsgclhrz
.23 Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” 1 per 4.0 fi2 ELASTOC SBS-TAF h IES 222 ALSAN Trafik RS and gcce table to the 45.0*
e B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate P ' OL 500 . 730 system . P . ’
Roof Board Primer Authority Having
Jurisdiction
As specified by the
. ) . (Optiona ) Designer of Record
Min. 22 ga., Type | 0.25-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3” N ALSAN Trafik RS «
5-24. B, Grade 33 steel | Mat Roof Board Metal Insulation Plate Lper4.0ft None SBS-TAF ) BS 222 730 system and accgptablfe tothe 4.0
Primer Authority Having
Jurisdiction
As specified by the
. ) . (Optiona ) Designer of Record
Min. 22 ga., Type | 0.25-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3” ) ALSAN Trafik RS «
Sk B, Grade 33 steel Mat Roof Board Metal Insulation Plate 1per4.0ft None SBS-TAF D BS 222 730 system and acc.eptabl.e to the 45.0
Primer Authority Having
Jurisdiction
ELASTOC -
Min. 0.5-inch DensDeck, OL Stick (Optiona gz:ipifel:lz(fj Is)gc?rz
526 Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” 1 per 4.0 fi2 or SBS-SA ) lfS 222 ALSAN Trafik RS and gcce table to the 45.0*
e B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate P ’ ELASTOC . 730 system . P . ’
. Primer Authority Having
Roof Board OL Stick e
Zero Jurisdiction
ELASTOC .
Min. 0.5-inch DensDeck, OL Stick (Optiona gz:ipizilz? Fl{)gc?rz
o Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” 1oeraofe | O SBS-SA ) RpS 229 ALSAN Trafik RS and icce table to the -45.0*
e B, Grade 33 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate P ’ ELASTOC . 730 system . P . ’
. Primer Authority Having
Roof Board OL Stick o
Jurisdiction
Zero
EILASSJS(C As specified by the
c,g | Min22ga,Type | 0.25inch DEXcell FAGlass | SOPREMA #14 MP with SOPREMAS” | | /. | or SBS.SA I()O;’St';’;; ALSAN Trafik RS E:;'g::; "t‘;ﬁfgi’;‘ihe 45.0*
S B, Grade 33 steel | Mat Roof Board Metal Insulation Plate P ’ ELASTOC R 730 system . P . ’
. Primer Authority Having
OL Stick e
Jurisdiction
Zero
EILA;TS(C As specified by the
cp0 | Min.22ga, Type | 0.25inch DEXcell FAGlass | SOPREMA #14 MP with SOPREMA S | | oo | or sBS.5A I()OF:’S“;;; ALSAN Trafik RS E:;'i:fg "t’;ﬁf:‘t’;dthe 45.0*
e B, Grade 33 steel Mat Roof Board Metal Insulation Plate P ’ ELASTOC . 730 system . P . ’
. Primer Authority Having
OL Stick e
Jurisdiction
Zero
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TABLE 88: STEEL DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING

THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM DECK (4.1.2 ATTACH I OVERBURDEN MDP
No. 1812} TYPE FASTENER (4.2.2) e BASE PLY PRIMER SYSTEM (3.1.5) (psF)
Min. 0.5-inch DEXcell FA (Optiona SZ:iZiZPZ? sgctohrz
22 ga., Type B, Glass Mat Roof Board or . SBS-AA or ALSAN Trafik RS «
5-30. Grade 40 steel min. 7/16-inch DEXcell DUOTACK 365 12-incho.c. | None SBS-TAF ) BS 222 730 system and acc.eptabl.e to the 45.0
Primer Authority Having
Cement Roof Board o
Jurisdiction
Min. 0.5-inch DEXcell FA (Optiona SZ:iZiZPZ? sgctohrz
S-31. 22ga, Type 8, GI?ss Mat BOOf Board or DUOTACK 365 12-inch o.c. | None SBS-TAF I) RS 222 ALSAN Trafik RS and acceptable to the -45.0*
Grade 40 steel min. 7/16-inch DEXcell R 730 system . .
Primer Authority Having
Cement Roof Board e
Jurisdiction
ELASTOC -
Min. 0.5-inch DEXcell FA OL Stick (Options g‘; :i‘;ifa':'zf ;’gctohrz
22 ga., Type B, Glass Mat Roof Board or . or ALSAN Trafik RS «
532 | Grade40steel | min. 7/16-inch DEXcell DUOTACK 365 12-nchoc. | giasroc | SBSSA Br?; 222 ) 730 system Z:‘:ha:gfplt_laabv';m the | -45.0
Cement Roof Board OL Stick . y &
Zero Jurisdiction
ELASTOC ip
Min. 0.5-inch DEXcell FA oL Stick (Options ’S‘; :iZiZ:IZ? F?JCZ'E
22 ga., Type B, Glass Mat Roof Board or . or ALSAN Trafik RS N
S-33. Grade 40 steel min. 7/16-inch DEXcell DUOTACK 365 12-inch o.c. ELASTOC SBS-SA 1) BS 222 730 system and acc.eptabl.e to the 45.0
. Primer Authority Having
Cement Roof Board OL Stick e
Zero Jurisdiction
As specified by the
. . . ” (Optional) (Optiona ) Designer of Record
s Min. 22 ga., Type | 0.5-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3 1per2.0ft? | RS 222 SBS-CA3 1) RS 222 ALSAN Trafik RS and acceptable to the 75.0
B, Grade 33 steel | Mat Roof Board Metal Insulation Plate . . 730 system . .
Primer Primer Authority Having
Jurisdiction
As specified by the
. . . ” (Optional) (Optiona . Designer of Record
¢35, Min. 22 ga., Type | 0.5-inch DEXcell FA Glass SOPREMA #14 MP with SOPREMA 3 1per2.0ft | RS 222 SBS-TAF 1) RS 222 ALSAN Trafik RS and acceptable to the 75.0
B, Grade 33 steel Mat Roof Board Metal Insulation Plate . . 730 system . .
Primer Primer Authority Having
Jurisdiction
As specified by the
. . . ” (Optiona . Designer of Record
$-36. Min. 22 ga., Type | 0.5-inch DEXcell FA Glass SOPREMA #lfl MP with SOPREMA 3 1per 2.0 | None SBS-TAF 1) RS 222 ALSAN Trafik RS and acceptable to the 75.0
B, Grade 33 steel Mat Roof Board Metal Insulation Plate . 730 system . .
Primer Authority Having
Jurisdiction
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TABLE 88: STEEL DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) o0R RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED WATERPROOFING
THERMAL BARRIER WATERPROOFING (3.1.4)
SYSTEM DECK (4.1.2 ATTACH I OVERBURDEN MDP
No. 1812} TYPE FASTENER (4.2.2) e BASE PLY PRIMER SYSTEM (3.1.5) ESE
Min. 0.5-inch DensDeck, (Optiona gzsipi?:lz(fj sgctohrz
537 Min. 22 ga., Type | DensDeck Prime or SOPREMA #14 MP with SOPREMA 3” 1per2.0f2 | None SBS-CA3 or h IES 222 ALSAN Trafik RS and gcce table to the 825
= B, Grade 40 steel | SECUROCK Gypsum-Fiber Metal Insulation Plate P ' SBS-AA . 730 system . P . ’
Primer Authority Having
Roof Board o
Jurisdiction
As specified by the
: : : . (Optiona ) Designer of Record
Min. 22 ga., Type | Min. 0.5-inch DEXcell FA SOPREMA #14 MP with SOPREMA 3” N ALSAN Trafik RS
5-38. B, Grade 40 steel Glass Mat Roof Board Metal Insulation Plate 1per2.0ft None SBS-AA ) BS 222 730 system and accgptablfe to the 82.5
Primer Authority Having
Jurisdiction
Min. 0.5-inch DensDeck, As specified by the
. DensDeck Prime, DEXcell FA . ” (Optiona . Designer of Record
S-39. gﬂlg}:jegZS :—t\:apeel Glass Mat Roof Board or i/loei:IEI'\:sAult;t?O'r\\A:I:"cgh SOPREMA 3 1 per 2.0 ft? EJILASS;—OOC SBS-TAF 1) RS 222 /;;gistar:k RS and acceptable to the -82.5
! SECUROCK Gypsum-Fiber Primer 4 Authority Having
Roof Board Jurisdiction
Min. 0.5-inch DensDeck, As specified by the
. DensDeck Prime, DEXcell FA . ” (Optiona ] Designer of Record
S-40. gﬂlg}jjegzié Iﬁ: Glass Mat Roof Board or ijlz)ei::z:\:jjr;iﬁo:ﬂ:l;:h SOPREMA 3 1 per 2.0 ft? EI'LASS;-(?C SBS-TAF 1) RS 222 ?;SQNSI;:”( RS and acceptable to the -82.5
’ SECUROCK Gypsum-Fiber Primer 4 Authority Having
Roof Board Jurisdiction
Min. 0.5-inch DensDeck, ELASTOC As specified by the
DensDeck Prime, DEXcell FA OL Stick (Optiona Designer of Record
S-41. Min. 22 ga., Type Glass Mat Roof Board or SOPREMA #14 MP with SOPREMA 3 1 per 2.0 ft? or SBS-SA 1) RS 222 ALSAN Trafik RS and acceptable to the -82.5
B, Grade 40 steel R Metal Insulation Plate ELASTOC ) 730 system . .
SECUROCK Gypsum-Fiber . Primer Authority Having
OL Stick e
Roof Board Jurisdiction
Zero
Min. 0.5-inch DensDeck, ELASTOC As specified by the
DensDeck Prime, DEXcell FA OL Stick (Optiona Designer of Record
S-42. Min. 22 ga., Type Glass Mat Roof Board or SOPREMA #14 MP with SOPREMA 3 1 per 2.0 ft? or SBS-SA 1) RS 222 ALSAN Trafik RS and acceptable to the -82.5
B, Grade 40 steel R Metal Insulation Plate ELASTOC R 730 system . .
SECUROCK Gypsum-Fiber . Primer Authority Having
OL Stick e
Roof Board Jurisdiction
Zero
TABLE 8c: STEEL DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
BASE INSULATION AND/OR TOP INSULATION LAYER WATERPROOFING (3.1.4)
SYSTEM DEck THERMAL BARRIER LAYER(S) E OVERBURDEN MDP
ASTENERS
No. 4.1.2 3.1.5 PSF
(4.1.2) (3.1.2 TypPE - ATTACH BASE PLY PRIMER SYSTEM (3.1.5)
No BASE PLY:
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TABLE 8c: STEEL DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
BASE INSULATION AND/OR ToP INSULATION LAYER WATERPROOFING (3.1.4)
SYSTEM DECK T, B A s OVERBURDEN MDP
No. 4.1.2 LB 3.1.5 PSF
(4.1.2) 3.2 TYPE 59n ATTACH BASE Py PRIMER SYSTEM (3.1.5) (psF)
. . . ALSAN Trafik As specified by the Designer
543 Min. 22 ga. Type | One or more layers, any Min. 7/16-inch DEXcell 311 1 per None RS 276 RS 730 of Record and acceptable to -45.0%
’ B, Grade 33 steel | combination, loose laid Cement Roof Board I 2.0 ft2 svstem the Authority Having '
v Jurisdiction
. . . ALSAN Trafik As specified by the Designer
s-44 Min. 22 ga. Type One or more layers, any Min. 0.5-inch SECUROCK 311 1 per None RS 276 RS 730 of Record and acceptable to 825
’ B, Grade 33 steel | combination, loose laid Cement Roof Board I 1.0 ft? systemn the Authority Having '
v Jurisdiction
. . . ALSAN Trafik As specified by the Designer
5-45 Min. 22 ga. Type One or more layers, any Min. 0.5-inch SECUROCK 311 1 per None RS 276 RS 730 of Record and acceptable to 1500
’ B, Grade 80 steel | combination, loose laid Cement Roof Board I 1.0 ft? systemn the Authority Having '
4 Jurisdiction
CoLD-APPLIED BASE PLY:
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-ap, | Min-22ga.Type | ) oo ny Min. 7/16-inch DEXcell with SOPREMA 3” 1per | sps.ca3 222 0rRSLO | RS 730 of Record and acceptable to | ¢
B, Grade 33 steel o ) Cement Roof Board ) 4.0 ft? ) the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
547, Min. 22 ga. Type 1.5-inch, any M!n. 0.25-inch DensDeck with SOPREMA 3” 1 per SBS-CA3 222 orRSLO | RS 730 of Record a.nd accgptable to 525
B, Grade 33 steel T ) Prime ) 1.8 ft2 ) the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-ag, | Min-22ga-Type | 4 oo oy Min. 0.5-inch DensDeck with SOPREMA 3” Lper | ops ca3 2220rRSLO | RS 730 of Record and acceptableto | ¢
B, Grade 33 steel o . Prime . 1.8 ft? R the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-a9, | Min-22ga.Type | o ony Min. 0.5-inch DensDeck with SOPREMA 3” 1per | sps.cas 2220rRSLO | RS 730 of Record and acceptable to | ¢
B, Grade 33 steel L . Prime X 1.6 ft? R the Authority Having
combination, loose laid Metal Insulation Plate Primer system ..
Jurisdiction
) . ' As specified by the Designer
. One or more layers, min. . . (Optional) RS | ALSAN Trafik
$-50. Min. 22 ga. Type 1.5-inch, any M!n. 0.5-inch DensDeck 311 1 per SBS-CA3 222 or RS LO RS 730 of Record a.nd acc.eptable to 825
B, Grade 33 steel L . Prime — 1.0 ft? R the Authority Having
combination, loose laid Primer system .
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-51, | Min-22ga.Type |y oo oy Min. 0.5-inch DensDeck with SOPREMA 3" 1per | ops.cas 2220rRSLO | RS 730 of Record and acceptable to |- g
B, Grade 80 steel o . Prime . 1.3ft2 R the Authority Having
combination, loose laid Metal Insulation Plate Primer system .
Jurisdiction
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TABLE 8c: STEEL DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
BASE INSULATION AND/OR TOP INSULATION LAYER WATERPROOFING (3.1.4)
SYSTEM DECK OVERBURDEN MDP
No e THERMAL BARRIER LAYER(S) - FASTENERS o S 8 - e o
g (4.1.2) v YPE 4294 TTACH ASE PLY RIMER YSTEM (3.1.5) (psF)
. . . As specified by the Designer
. One or more layers, min. . . (Optional) RS | ALSAN Trafik
552, Min. 22 ga. Type 1.5-inch, any M!n. 0.5-inch DensDeck 311 1 per SBS-CA3 222 0rRSLO | RS 730 of Record gnd accgptable to 1275
B, Grade 80 steel o ) Prime B 1.0 ft2 ) the Authority Having
combination, loose laid Primer system e
Jurisdiction
: . " As specified by the Designer
Min. 22 ga. Type One.or more layers, min. Min. 0.25-inch DEXcell FA S(.)PREMA k14 M,I,D 1 per (Optional) RS | ALSAN Trafik of Record and acceptable to
S-53. 1.5-inch, any with SOPREMA 3 SBS-CA3 222 0rRSLO | RS730 A . -45.0*
B, Grade 33 steel ] . Glass Mat Roof Board . 4.0 ft? A the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-54, | Min-22ga.Type | ooy ony Min. 0.5-inch SECUROCK with SOPREMA 3” 1per | opsca3 222 0rRSLO | RS 730 of Record and acceptable to | g
B, Grade 80 steel T ) Gypsum-Fiber Roof Board . 1.3 ft? ) the Authority Having
combination, loose laid Metal Insulation Plate Primer system .
Jurisdiction
TORCH-APPLIED BASE PLY:
Min. 22 ga. Tvpe (Optional) One or more Min. 0.125-inch 1 per (Optional) RS | ALSAN Trafik ﬁfsszsgl:ée:nzyat:l: thzlgeng
S55. | o oo g3 cie | lavers,any combination, | SOPRABOARD or 3.1.1 o | SBSTAF 222 0rRSLO | RS 730 e pnpo e e -45.0*
’ loose laid SOPRABOARD HS ' Primer system e ¥ &
Jurisdiction
Min. 22 ga. Tvpe (Optional) One or more Min. 0.125-inch 1 per (Optional) RS | ALSAN Trafik ﬁ:;:icc)f(;e:nzyaihcee thsbllgenf;
S56. | o o deg3é s‘t’zel layers, any combination, | SOPRABOARD or 3.1.1 ;5 OpftZ SBS-TAF 2220rRSLO | RS 730 the pore o Havinp -45.0*
’ loose laid SOPRABOARD HS ' Primer system e y &
Jurisdiction
Min. 22 ga. Type | One or more layers, an Min. 0.125-inch 1 per (Optional) RS | ALSAN Trafik ﬁsézsg:f(;e:nzyairlee Dt?l::lgenfc:
557, B G.radegSé s\t/zel combination onosellaidy SOPRABOARD or 311 2 (?ft2 SBS-TAF 2220rRSLO | RS730 the Authorit Havinp 600
! ! SOPRABOARD HS ’ Primer system e y &
Jurisdiction
Min. 22 ga. Type | One or more layers, an Min. 0.125-inch 1 per SBS-TAF (Optional) RS | ALSAN Trafik ﬁsézsg:f(;e:nzyaitz Dt?l::lgenfc:
5-58. - o< 83 1yp " more 1ayers, any 1 sopRABOARD or 3.1.1 p (D6164 2220rRSLO | RS 730 _ ep -67.5
B, Grade 33 steel | combination, loose laid — 2.0 ft? R the Authority Having
SOPRABOARD HS only) Primer system .
Jurisdiction
. . ' As specified by the Designer
. (Optional) One or more . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
559, | Min-22g3.Type | |\ in 15-inch, any | M- 7/16-inch DEXcell with SOPREMA 3" Lper | ops tar 2220rRSLO | RS 730 of Record and acceptable to |,
B, Grade 33 steel L . Cement Roof Board X 4.0 ft R the Authority Having
combination, loose laid Metal Insulation Plate Primer system .
Jurisdiction
Min. 22 ga. Type | One or more layers, an Min. 0.5-inch SECUROCK 1 per (Optional) RS | ALSAN Trafik ﬁfs;zigfée:nzyatciz thsbllgenfor
5-60. B G'radeg?,:’, s\t/zel combination onosellaidy Cement Roof Board primed 311 1 gftl SBS-TAF 2220rRSLO | RS 730 the Authorit Havinp -82.5
g ' with ELASTOCOL 500 ' Primer system - Authority Having
Jurisdiction
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TABLE 8c: STEEL DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING

SYSTEM DECK BASE INSULATION AND/OR TOP INSULATION LAYER WATERPROOFING (3.1.4) OVERBURDEN MDP
THERMAL BARRIER LAYER(S) FASTENERS (PSE)
No. (4.1.2) 3.1.2 TYPE - ATTACH BASE PLY PRIMER SYSTEM (3.1.5) PSF
(_).' o ! o4 A'_
. . . . As specified by the Designer
. Min. 0.5-inch SECUROCK (Optional) RS | ALSAN Trafik
S-61. gmg. 2; gng‘t’pel O"e;’_r ”lf’re Ilayers,la.r:jy Cement Roof Board primed | 3.1.1 11 g‘;'trz SBS-TAF 2220rRSLO | RS 730 :’;eRicct’Lifi:d::\cfnptab'e 1 1500
» arade 8D steel | combination, foose fal with ELASTOCOL 500 : Primer system - AUthority naving
Jurisdiction
: . " As specified by the Designer
. One or more layers, min. . . (Optional) RS | ALSAN Trafik
5-62. gﬂ'g'r :jeg;;;t/zzl 1.5-inch, any m;:q'f's -inch DensDeck 3.1.1 41 oe | sBsTAF 2220rRSLO | RS730 ;’;eR:E‘;;‘ifi:d::\cfnptab'e | 450
’ combination, loose laid ’ Primer system B ¥ g
Jurisdiction
Min. 22 ga. Type One or more layers, min. Min. 0.5-inch DensDeck SOPREMA #14 MP 1 per (Optional) RS | ALSAN Trafik ﬁsézsg:ze:nzyatct: thstllgenf;
S63. | o deg3'3 s\tISeI 1.5-inch, any brine with SOPREMA 3” . 8p oo | SBSTAF 2220rRSLO | RS 730 the Authortt Havinp 67.5
’ combination, loose laid Metal Insulation Plate ’ Primer system . 4 g
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
S-64. g"'g'r jjeggaTs\{z:I 1.5-inch, any m;’;gs inch DensDeck with SOPREMA 3” 11:‘::2 SBS-TAF 222 0rRSLO | RS 730 f;eRZZ:Li;:d::anptab'e o 750
’ combination, loose laid Metal Insulation Plate ’ Primer system . ¥ J
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . (Optional) RS | ALSAN Trafik
5-65. g"'g'r azjeg;;s‘t’z:l 1.5-inch, any m;’;gs inch Densbeck 3.1.1 y och | SBSTAF | 2220rRSLO | RS 730 :’;eRZE:Li;:d::anptab'e © | 825
’ combination, loose laid ' Primer system e ¥ &
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
S-66. g"'g'r jjeg;(-)-zs; 1.5-inch, any m;’;gs inch DensDeck with SOPREMA 3” 11 ;":trz SBS-TAF 222 0rRSLO | RS 730 :’;eRZE:Li;:d::\ffnptab'e o 900
’ combination, loose laid Metal Insulation Plate ' Primer system e y &
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . (Optional) RS | ALSAN Trafik
5-67. g"'g'r:jeg;b?t’zeel 1.5-inch, any m;:r;f's inch DensDeck 3.1.1 11 g ?trz SBS-TAF 222 0rRSLO | RS 730 ?;eRzzc;Lifi:d::\cfnptable o | 1975
! combination, loose laid ’ Primer system e y &
Jurisdiction
. . . As specified by the Designer
E 1 L
Min. 22 ga. Type (Optlonalh) One c?r more Min. 0.25-inch DEXcell FA S(.)PR MA #14 M,',) 1 per (Optional) RS | ALSAN Trafik of Record and acceptable to
S-68. layers, min. 1.5-inch, any with SOPREMA 3 ) SBS-TAF 222 0rRSLO | RS730 . . -45.0*
B, Grade 33 steel L . Glass Mat Roof Board X 4.0 ft R the Authority Having
combination, loose laid Metal Insulation Plate Primer system ..
Jurisdiction
. . . As specified by the Designer
569 Min. 22 ga. Type I(;)Zt:naar:) (22;;[23;? Min. 0.25-inch SECUROCK 11 1 per SBS-TAF (Z(zgt;(;n':sl)l-lz)s :Is'sgl\é Trafik of Record and acceptable to -45.0*
" | B, Grade 33 steel Vers, ) Y ! Gypsum-Fiber Roof Board — 4.0 ft2 A the Authority Having ’
loose laid Primer system Jurisdiction
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TABLE 8c: STEEL DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
BASE INSULATION AND/OR TOP INSULATION LAYER WATERPROOFING (3.1.4)
SYSTEM DECK OVERBURDEN MDP
No e THERMAL BARRIER LAYER(S) - FASTENERS o S 8 - e o
g (4.1.2) v YPE 4294 TTACH ASE PLY RIMER YSTEM (3.1.5)
. . . As specified by the Designer
Min. 22 ga. Type | On€Ormorelayers,min. |\ u o i ch SECUROCK 1 per (Optional) RS | ALSANTrafik | co0 04 and acceptable to
S-70. 1.5-inch, any . 3.1.1 SBS-TAF 222 or RS LO RS 730 . . -52.5
B, Grade 33 steel o ) Gypsum-Fiber Roof Board 1.8 ft2 ) the Authority Having
combination, loose laid Primer system e
Jurisdiction
: . " As specified by the Designer
Min. 22 ga. Type One.or more layers, min. Min. 0.375-inch SECUROCK S(.)PREMA k14 M,I,D 1 per (Optional) RS | ALSAN Trafik of Record and acceptable to
S-71. 1.5-inch, any . with SOPREMA 3 SBS-TAF 222 0rRSLO | RS730 A . -75.0
B, Grade 33 steel ] . Gypsum-Fiber Roof Board . 1.3 ft2 A the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
572, | Min-22ga.Type | oy ny Min. 0.5-inch SECUROCK with SOPREMA 3” 1per | opsTaF 222 0rRSLO | RS 730 of Record and acceptable to | _, o 5
B, Grade 33 steel T ) Gypsum-Fiber Roof Board . 1.3 ft? ) the Authority Having
combination, loose laid Metal Insulation Plate Primer system .
Jurisdiction
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
573, | Min-22ga.Type | ) oo ony Min. 0.5-inch SECUROCK with SOPREMA 3” Lper | cpsTaF 222 0rRSLO | RS 730 of Record and acceptable to | _, /, ¢
B, Grade 33 steel o ) Gypsum-Fiber Roof Board . 1.0ft2 A the Authority Having
combination, loose laid Metal Insulation Plate Primer system .
Jurisdiction
SELF-ADHERING BASE PLY:
Min. 0.125-inch
SOPRABOARD or As specified by the Designer
Min. 22 ga. Type (Optional) One or more SOPRABOARD HS primed 1 per (Optional) RS | ALSAN Trafik of RZcord andyacce tablge to
s74. | ot deg3é s‘t’zel layers, any combination, | with ELASTOCOL 500, 3.1.1 5 (’)’ o | SBSsA 2220rRSLO | RS 730 thepore o Havinp -45.0*
g loose laid ELASTOCOL Stick, ELASTOCOL : Primer system o enonY TN
Stick Zero or ELASTOCOL Stick urisdiction
LvOC
Min. 7/16-inch DEXcell As specified by the Designer
Min. 22 ga. type One or more layers, min. Cement Roof Board primed SOPREMA #14 MP 1 per (Optional) RS | ALSAN Trafik of chord andyacce tablge to
S75 | 5 o degaé: SZ:el 1.5-inch, any with ELASTOCOL Stick, with SOPREMA 3" . g co | SBSSA 2220rRSLO | RS 730 the ot Havinp -45.0*
! combination, loose laid ELASTOCOL Stick Zero or Metal Insulation Plate ’ Primer system Jurisdiction ¥ &
ELASTOCOL Stick LvOC
Min. 0.5-inch DensDeck As specified by the Designer
Min. 22 za. Tvpe | (OPtional for recover) Prime primed with SOPREMA #14 MP Loer (Optional) RS | ALSAN Trafik | 7 chor S dyacce tablge o
S76. | oo degaé S‘t’zel One or more layers, any | ELASTOCOL Stick, ELASTOCOL | with SOPREMA 3” . g oo | SBSSA 2220rRSLO | RS730 the Authot Havinp -45.0*
! combination, loose laid Stick Zero or ELASTOCOL Stick | Metal Insulation Plate ’ Primer system - ¥ &
Jurisdiction
LvOC
. . . As specified by the Designer
Min. 22 ga. Type (Optional) One o'r mc?re Min. 0.25-inch DensDeck 1 per (Optional) RS | ALSAN Trafik of Record and acceptable to
S-77. layers, any combination, . 3.1.1 ) SBS-SA 222 or RS LO RS 730 ) ) -45.0*
B, Grade 33 steel . Prime E— 2.0ft R the Authority Having
loose laid Primer system e
Jurisdiction
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TABLE 8c: STEEL DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING

BASE INSULATION AND/OR ToP INSULATION LAYER WATERPROOFING (3.1.4)
SYSTEM DEeck OVERBURDEN MDP
No e THERMAL BARRIER LAYER(S) - FASTENERS o S 8 - e o
b (4.1.2) aas YPE N TTACH ASE PLY RIMER YSTEM (3.1.5)
. . . As specified by the Designer
. One or more layers, min. . . SOPREMA #14 MP (Optional) RS | ALSAN Trafik
s-7g, | Min-22ga.Type | o in o any Min. 0.25-inch DensDeck with SOPREMA 3” 1per | opssa 2220rRSLO | RS 730 of Record and acceptableto |, ¢
B, Grade 33 steel o ) Prime . 1.8 ft2 ) the Authority Having
combination, loose laid Metal Insulation Plate Primer system e
Jurisdiction
Min. 0.25-inch DEXcell FA As specified by the Designer
. One or more layers, min. Glass Mat Roof Board primed | SOPREMA #14 MP (Optional) RS | ALSAN Trafik P Y g
Min. 22 ga., type A . . . ” 1 per of Record and acceptable to
S-79. B. Grade 33 steel 1.5-inch, any with ELASTOCOL Stick, with SOPREMA 3 400 SBS-SA 222 0rRSLO | RS730 the Authority Havin -45.0*
’ combination, loose laid ELASTOCOL Stick Zero or Metal Insulation Plate ' Primer system Jurisdiction ¥ J
ELASTOCOL Stick LVOC
Min. 0.25-inch DEXcell FA As specified by the Designer
Min. 22 ga. Tvpe (Optional for recover) Glass Mat Roof Board primed | SOPREMA #14 MP 1 per (Optional) RS | ALSAN Trafik of RZcord andyacce tablge to
580, | oo~ B2 YOS | Oneormore layers,any | with ELASTOCOL Stick, with SOPREMA 3" Lo | SBS-sA 2220rRSLO | RS 730 the ot e -45.0
! combination, loose laid ELASTOCOL Stick Zero or Metal Insulation Plate ' Primer system Jurisdiction ¥ g
ELASTOCOL Stick LVOC
Min. 0.5-inch SECUROCK As specified by the Designer
Min. 22 ga. Tvpe (Optional for recover) Gypsum-Fiber Roof Board SOPREMA #14 MP 1 per (Optional) RS | ALSAN Trafik of RZcord andyacce tablge to
S-81. B G.radeg&;: s\t/zel One or more layers, any primed with ELASTOCOL with SOPREMA 3” 4 gftz SBS-SA 222 0orRSLO | RS730 the Authorit Havinp -45.0*
! combination, loose laid Stick, ELASTOCOL Stick Zero Metal Insulation Plate ' Primer system Jurisdiction ¥ g
or ELASTOCOL Stick LVOC
Min 0.375-inch SECUROCK As specified by the Designer
Min. 22 ga. Tvpe (Optional) One or more Gypsum-Fiber Roof Board 1 per (Optional) RS | ALSAN Trafik of RZcord andyacce tablge to
S-82. B G.radeg&;: s\t/zel layers, any combination, primed with D41, ELASTOCOL | 3.1.1 ) 7pft2 SBS-SA 222 0orRSLO | RS730 the Authorit Havinp -45.0*
! loose laid Stick, ELASTOCOL Stick Zero ’ Primer system Jurisdiction Y g
or ELASTOCOL Stick LVOC
TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
| W, (3.1.4)
SYSTEM Deck S A PRIMER e SURFACING OVERBURDEN (3.1.5) MbP
No. (4.1.2) Tvee TTACH BASE PLy PRIMER SYSTEM - PSF
(3.1.3)
CoLD APPLIED BASE PLY WATERPROOFING:
Min. 0.25- . Embedment coat of ALSAN Trafik | ° SPecified by the Designer of Record and
inch (Optional) (Optional) RS 730 at 1.0 gal/sq. followed by acceptable to the Authority Having Jurisdiction or
M{n. 2,500 SOPRABOARD COLPLY EF ?ETEC ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate Min. no.mmal 12x12—|r.1ch exter'lo.r grade cer'amlc or
C-1. psi structural Adhesive, 6- TruGround SBS-CA3 ) porcelain plaza deck tiles or minimum nominal 12 x -267.5
or . . 222 or RSLO | RS 730 system broadcast into wet embedment . .
concrete inch o.c. Conductive . . 12 x 1-inch concrete pavers embedded into dry-set
SOPRABOARD . ” Primer coat. On drying, loose aggregate .
Hs Primer is broomed from surface Portland cement mortar (ANSI A118.1) in
’ accordance with ANSI A108.5.
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TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
INSULATION WATERPROOFING (3.1.4)
SysTem Deck A PRIMER SURFACING OVERBURDEN (3.1.5) MDP
No. (4.1.2) TYPE TTACH BASE PLY PRIMER SYSTEM = (psF)
(3.13)
Min. 0.25- . Embedment coat of ALSAN Trafik As specified by the De5|gr.1er of Becord ‘an.d .
. (Optional) . acceptable to the Authority Having Jurisdiction or
Min. 2,500 inch DETEC (Optional) RS 730 at 1.0 gal/sq. followed by Min. nominal 12x12-inch exterior grade ceramic or
L SOPRABOARD DUOTACK “ ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate L . . g .
C-2. psi structural TruGround SBS-CA3 . porcelain plaza deck tiles or minimum nominal 12 x -267.5
or 365 . 222 or RSLO | RS 730 system broadcast into wet embedment . .
concrete Conductive A . 12 x 1-inch concrete pavers embedded into dry-set
SOPRABOARD L Primer coat. On drying, loose aggregate X
HS Primer is broomed from surface Portland cement mortar (ANSI A118.1) in
) accordance with ANSI A108.5.
TORCH APPLIED BASE PLY WATERPROOFING:
Wausau Lok-Down, Hidden Lok-Down, Hidden Lok-
Min. 0.25- Embedment coat of ALSAN Trafik Down IPE or Terra-Grid System installed in
. inch (Optional) RS 730 at 1.0 gal/sq. followed by accordance with Wausau Tile, Inc. (FL46318 / NOA
Min. 2,500 COLPLY EF . . . .
c3 oi structural SOPRABOARD Adhesive. 6- None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate 23-0201.04) requirements to the satisfaction of the 975
: Eoncrete or inch o.c ! 222 or RSLO | RS 730 system broadcast into wet embedment Authority Having Jurisdiction. Lok-Down base or ’
SOPRABOARD e Primer coat. Ondrying, loose aggregate Terra-Stand base set in DUOTACK 365 (full-
HS is broomed from surface. coverage). Terra-Stand core and top components (if
used) set in DUOTACK 365 (full-coverage).
Greenrise Technologies 24x24-inch GRT Pedestal /
Paver System:
v’ installed in accordance with Greenrise
Technologies requirements.
v" GRT Pedestal base is fully adhered to the
waterproofing surface using 3M™ Scotch-
Weld™ Pedestal Adhesive DP6330NS.
) i v" Nominal 0.4-inch GRT Porcelain Pavers are
!V""~ 0.25- _ Embedment coat of ALSAN Trafik partially adhered to GRT Structural Grate using
Min. 2.500 inch COLPLY EF (Optional) RS 730 at 1.0 gal/sq. followed by 3M™ Polyurethane Adhesive Sealant Fast Cure
T B D L L i L iad i i i
ca. psi structural SOPRABOAR Adhesive, 6- None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate 550 applied in %-inch diameter beads at %- 120.0
concrete or inch o.c. 222 orRSLO | RS 730 system broadcast |nt'o wet embedment inch from edge around perimeter of the Grate
SOPRABOARD Primer coat. On drying, loose aggregate and in a cross-pattern in the center of the
HS is broomed from surface. Grate.
Adhesive
GRT Structural Grate is attached to GRT Pedestal
Bases using GRT Fastening Kits.
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TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
INSULATION WATERPROOFING (3.1.4)
SysTem Deck A PRIMER SURFACING OVERBURDEN (3.1.5) MDP
No. (4.1.2) Type TTACH BASE PLY PRIMER SYSTEM = (psF)
(3.13)
Greenrise Technologies 24x24-inch GRT Pedestal /
Min. 0.25- Embedment coat of ALSAN Trafik Paver System:
Min. 2.500 inch COLPLY EF (Optional) RS 730 at 1.0 gal/sq. followed by v installed in accordance with Greenrise
c5 si s.trL'JcturaI SOPRABOARD Adhesive. 6- None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate Technologies requirements with 2-inch GRT 1725
’ SOncrete or inch o.c ! 222 orRSLO | RS 730 system broadcast into wet embedment Concrete Pavers fastened using GRT Fastening '
SOPRABOARD - Primer coat. On drying, loose aggregate Kit,
HS is broomed from surface. v GRT Pedestal base is fully adhered using 3M™
Scotch-Weld™ Pedestal Adhesive DP6330NS.
Min. 0.25- Embedment coat of ALSAN Trafik Drainage: SOPRADRAIN ECOVENT 2 bonded with
Min. 2,500 inch COLPLY EF (Optional) - RS 730 at 1.0 gal/sq. followed by DUOTACK 365, 6-inch spots in 12 x 12-inch grid (1
c6 si structural SOPRABOARD Adhesive, 6- None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate per 1 ft?) 2525
P or . ’ 222 or RSLO | RS 730 system broadcast into wet embedment Overburden: Minimum nominal 12 x 12 x 1-inch '
concrete inch o.c. R R )
SOPRABOARD Primer coat. Ondrying, loose aggregate concrete pavers in ANSI A118.1 dry set mortar, %-
HS is broomed from surface. inch notched trowel per ANSI A108.5
Min. 0.25- Embedment coat of ALSAN Trafik | “2usau Hidden Lok-Down, Hidden Lok-Down IPE or
inch (Optional) RS 730 at 1.0 gal/sq. followed by Terra-Grid System installed in accordance with
Min. 2,500 COLPLY EF ' . ) Wausau Tile, Inc. (FL46318 / NOA 23-0201.04)
R SOPRABOARD R ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate . . . .
C-7 psi structural Adhesive, 6- None SBS-TAF . requirements to the satisfaction of the Authority -262.5
or . 222 orRSLO | RS 730 system broadcast into wet embedment X A R
concrete inch o.c. . A Having Jurisdiction. The Terra-Stand base is fully
SOPRABOARD Primer coat. On drying, loose aggregate R
Hs is broomed from surface adhered using 3M™ Scotch-Weld™ Pedestal
’ Adhesive DP6330NS applied at 2.25 fl. oz. per base.
Min. 0.25- Embedment coat of ALSAN Trafik As specified by the DeS|g|.19r of Rrecord Aan.d .
inch (Optional) RS 730 at 1.0 gal/sq. followed by acceptable to the Authority Having Jurisdiction or
Ml'n. 2,500 SOPRABOARD COLPLY EF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate Min. no'mmal 12x12—|rjch exter'lo‘r grade cer'amlc or
c-8. psi structural Adhesive, 6- None SBS-TAF . porcelain plaza deck tiles or minimum nominal 12 x -267.5
or . 222 or RSLO | RS 730 system broadcast into wet embedment . .
concrete inch o.c. A . 12 x 1-inch concrete pavers embedded into dry-set
SOPRABOARD Primer coat. On drying, loose aggregate X
HS is broomed from surface Portland cement mortar (ANSI A118.1) in
’ accordance with ANSI A108.5.
Wausau Lok-Down, Hidden Lok-Down, Hidden Lok-
Min. 0.25- Embedment coat of ALSAN Trafik Down IPE or Terra-Grid System installed in
Min. 2.500 inch (Optional) RS 730 at 1.0 gal/sq. followed by accordance with Wausau Tile, Inc. (FL46318 / NOA
-9 si s'trLlicturaI SOPRABOARD | DUOTACK None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate 23-0201.04) requirements to the satisfaction of the 975
’c)oncrete or 365 222 or RSLO | RS 730 system broadcast into wet embedment Authority Having Jurisdiction. Lok-Down base or ’
SOPRABOARD Primer coat. On drying, loose aggregate Terra-Stand base set in DUOTACK 365 (full-
HS is broomed from surface. coverage). Terra-Stand core and top components (if
used) set in DUOTACK 365 (full-coverage).
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
INSULATION WATERPROOFING (3.1.4)
SysTem Deck A PRIMER SURFACING OVERBURDEN (3.1.5) MDP
No. (4.1.2) Type TTACH BASE PLY PRIMER SYSTEM = (psF)
(3.13)
Greenrise Technologies 24x24-inch GRT Pedestal /
Paver System:
v’ installed in accordance with Greenrise
Technologies requirements
v' GRT Pedestal base is fully adhered to the
waterproofing surface using 3M™ Scotch-
Weld™ Pedestal Adhesive DP6330NS.
) ) v" Nominal 0.4-inch GRT Porcelain Pavers are
M'"' 0.25- ) Embedment coat of ALSAN Trafik partially adhered to GRT Structural Grate using
Min. 2,500 inch (Optional) _ RS 730 at 1.0 gal/sq. followed by 3M™ Polyurethane Adhesive Sealant Fast Cure
c10. psi structural | SOPRABOARD | DUOTACK None SBS.TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate 550 applied in %-inch diameter beads at %- 120.0
concrete or 365 22-2 or RSLO | RS 730 system broadcast mt.o wet embedment inch from edge around perimeter of the Grate
SOPRABOARD Primer coat. On drying, loose aggregate and in a cross-pattern in the center of the
HS is broomed from surface. Grate.
Adhesive
GRT Structural Grate is attached to GRT Pedestal
Bases using GRT Fastening Kits.
Greenrise Technologies 24x24-inch GRT Pedestal /
Min. 0.25- Embedment coat of ALSAN Trafik Paver System:
Min. 2.500 inch (Optional) RS 730 at 1.0 gal/sq. followed by v installed in accordance with Greenrise
c11 . s.trt‘JcturaI SOPRABOARD | DUOTACK None SBS-TAE ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate Technologies requirements with 2-inch GRT 1725
’ (F:)oncrete or 365 222 0orRSLO | RS 730 system broadcast into wet embedment Concrete Pavers fastened using GRT Fastening '
SOPRABOARD Primer coat. On drying, loose aggregate Kit,
HS is broomed from surface. v' GRT Pedestal base is fully adhered using 3M™
Scotch-Weld™ Pedestal Adhesive DP6330NS.
Min. 0.25- Embedment coat of ALSAN Trafik Drainage: SOPRADRAIN ECOVENT 2 bonded with
Min. 2,500 inch (Optional) RS 730 at 1.0 gal/sq. followed by DUOTACK 365, 6-inch spots in 12 x 12-inch grid (1
c12 si s'trLIJCturaI SOPRABOARD | DUOTACK None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate per 1 ft?) 2525
: Eoncrete or 365 222 or RSLO | RS 730 system broadcast into wet embedment Overburden: Minimum nominal 12 x 12 x 1-inch ’
SOPRABOARD Primer coat. Ondrying, loose aggregate concrete pavers in ANSI A118.1 dry set mortar, %-
HS is broomed from surface. inch notched trowel per ANSI A108.5
Min. 0.25- Embedment coat of ALSAN Trafik Wausau 'Hldden Lo!(—Down, Hldden Lok»Dow'n IPE or
inch (Optional) RS 730 at 1.0 gal/sq. followed by Terra-Grid System installed in accordance with
Min. 2,500 SOPRABOARD | DUOTACK ALSAN RS ALSAN Trafik | ALSAN RS Quartz Aggregate Wausau Tile, Inc. (FL46318 / NOA 23-0201.04)
C-13. psi structural None SBS-TAF ) requirements to the satisfaction of the Authority -262.5
or 365 222 or RSLO | RS 730 system broadcast into wet embedment R e R
concrete SOPRABOARD Primer coat. On drving. loose agaregate Having Jurisdiction. The Terra-Stand base is fully
Hs i br;)omed \f/roi; surfacegg & adhered using 3M™ Scotch-Weld™ Pedestal
’ Adhesive DP6330NS applied at 2.25 fl. oz. per base.
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TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
INSULATION WATERPROOFING (3.1.4)
SysTem Deck ATTAC PRIMER SURFACING OVERBURDEN (3.1.5) MDP
No. (4.1.2) Type TTACH BASE PLY PRIMER SYSTEM = (psF)
(3.1.3)
) ) As specified by the Designer of Record and
M|n. 0.25 ) Embedment coat of ALSAN Trafik acceptable to the Authority Having Jurisdiction or
Min. 2,500 inch (Optional) RS 730 at 1.0 gal/sq. followed by Min. nominal 12x12-inch exterior grade ceramic or
S SOPRABOARD | DUOTACK ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate e ) ore ;
C-14. psi structural None SBS-TAF . porcelain plaza deck tiles or minimum nominal 12 x -267.5
or 365 222 or RSLO | RS 730 system broadcast into wet embedment . .
concrete A . 12 x 1-inch concrete pavers embedded into dry-set
SOPRABOARD Primer coat. On drying, loose aggregate Portland cement mortar (ANSI A118.1) in
HS is broomed from surface. accordance with ANSI A108.5.
Greenrise Technologies 24x24-inch GRT Pedestal /
Paver System:
v’ installed in accordance with Greenrise
Technologies requirements
Base: onal v' GRT Pedestal base is fully adhered to the
'\/Ia;‘e'l((;ﬁ:"::a ) waterproofing surface using 3M™ Scotch-
SOPkl-{-ISOs, Weld™ Pedestal Adhesive DP6330NS.
SOPRA-ISO+s, ) v Nominal 0.4-inch GRT Porcelain Pavers are
SOPRA-ISOT, ) Embedment coat of ALSAN Trafik partially adhered to GRT Structural Grate using
} SOPRA-ISO+r, (Optional) RS 730 at 1.0 gal/sq. followed by 3M™ Polyurethane Adhesive Sealant Fast Cure
Min. 2,500 Multi-Max FA3 DUGTACK ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate iad i f f
C-15. psi structural | W ut-Max 365, 6-inch None SBS-TAF _ eereeg 550 applied in %-inch diameter beads at %- -120.0
concrete or Ultra-Max o 222 0rRSLO | RS 730 system broadcast into wet embedment inch from edge around perimeter of the Grate
Top: Min. 0.25- - Primer coat. On drying, loose aggregate and in a cross-pattern in the center of the
inch is broomed from surface. Grate
SOPRABOARD .
or Adhesive
SOPRABOARD
HS
GRT Structural Grate is attached to GRT Pedestal
Bases using GRT Fastening Kits.
Base: (Optional)
Min. 1.5-inch
zggﬁi::zgi’s Greenrise Technologies 24x24-inch GRT Pedestal /
SOPRA-ISOT, ' Embedment coat of ALSAN Trafik Paver System:
. SOPRA-ISO+r (Optional) RS 730 at 1.0 gal/sq. followed by v installed in accordance with Greenrise
Min. 2,500 X g DUOTACK . . X T
C-16 psi structural Multi-Max FA3 365, 6-inch None SBS-TAF ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate Technologies requirements with 2-inch GRT 1725
’ concrete or Ultra-Max oc ! 222 0or RSLO | RS 730 system broadcast into wet embedment Concrete Pavers fastened using GRT Fastening '
Top: Min. 0.25- e Primer coat. On drying, loose aggregate Kit,
ISnC?:RABOARD is broomed from surface. v’ GRT Pedestal base is fully adhered using 3M™
or Scotch-Weld™ Pedestal Adhesive DP6330NS.
SOPRABOARD
HS
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TABLE 9A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-3 FOR VAPOR BARRIER OPTIONS
INSULATION WATERPROOFING (3.1.4)
SysTem Deck A PRIMER SURFACING OVERBURDEN (3.1.5) MDP
No. (4.1.2) TYPE TTACH BASE PLY PRIMER SYSTEM = (psF)
(3.1.3)
Base: (Optional)
Min. 1.5-inch
SOPRA-ISOs,
SOPRA-ISO+s, . g . |
SOPRA-ISOrS Embedment coat of ALSAN Trafik Wausau .Hldden Lo!( Down, Hldden Lok Down IPE or
, (Optional) RS 730 at 1.0 gal/sq. followed by Terra-Grid System installed in accordance with
Min. 2,500 SOPRA-ISO+r, DUOTACK i X : Wausau Tile, Inc. (FL46318 / NOA 23-0201.04)
. Multi-Max FA3 ) ALSAN RS ALSAN Trafik ALSAN RS Quartz Aggregate X R . .
C-17. psi structural 365, 6-inch None SBS-TAF . requirements to the satisfaction of the Authority -271.5
or Ultra-Max 222 or RSLO | RS 730 system broadcast into wet embedment . o R
concrete Top: Min. 0.25- o.c. Primer coat. On drving, loose agaregate Having Jurisdiction. The Terra-Stand base is fully
inch s br;)omed \f/roi; surfacegg & adhered using 3M™ Scotch-Weld™ Pedestal
SOPRABOARD ’ Adhesive DP6330NS applied at 2.25 fl. oz. per base.
or
SOPRABOARD
HS
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TABLE 98: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: ALSAN TRAFIK RS 730: BONDED WATERPROOFING, BONDED INSULATION
: o . W INSULATION T
YSTEM ECK RIMER ATERPROOFING
SURFACING OVERBURDEN (3.1.5 .
No. (4.1.2) (3.1.4) (3.1.4) TvPE ATTACH e (pSF)
(3.1.3)
Min. 2,500 ALSAN RS 222, Embedment coat of ALSAN Trafik RS 730 at 1.0 gal/sq. | Min. 1.5-inch SOPRA-
c-18 i S.trL’JCt RS 276 or RS LO ALSAN Trafik RS followed by ALSAN RS Quartz Aggregate broadcast XPS or Dupont DUOTACK 365, Drainage board and structural concrete topping N/A
’ p ’ Primer or AVC- 730 system into wet embedment coat. On drying, loose Styrofoam High Load 60 12-inch o.c. slab
Concrete .
SG3 aggregate is broomed from surface. or PlazaMate
Wausau Hidden Lok-Down, Hidden Lok-Down
IPE or Terra-Grid System installed in accordance
. with Wausau Tile, Inc. (FL46318 / NOA 23-
Min. 2,500 ALSAN RS 222, Embedment coat of ALSAN Trafik RS 730 at 1.0 gal/sq. 0201.04) requirements to the satisfaction of the
L RS 276 or RS LO ALSAN Trafik RS followed by ALSAN RS Quartz Aggregate broadcast Min. 1.5-inch SOPRA- DUOTACK 365, . . .
C-19. psi struct. i X i X K X Authority Having Jurisdiction. -230.0
Primer or AVC- 730 system into wet embedment coat. On drying, loose XPS (min. 60-psi) 12-inch o.c. . .
concrete 63 aggregate is broomed from surface The Terra-Stand base is fully adhered using
’ 3M™ Scotch-Weld™ Pedestal Adhesive
DP6330NS applied at ~50 mL (1.7 fluid oz) per
base.
Min. 1.5-inch SOPRA- As specified by the Designer of Record and
XPS (min. 60-psi . . .
Min 2500 | ALSANRS222, Embedment coat of ALSAN Trafik RS 730 at 1.0 gal/sq. Dup(()r:thtyro?sgn?rHigh 2?&‘:;325;%:‘;2‘;2?;% Z':t‘g:i:”rr':g:t'on
L RS 276 or RS LO ALSAN Trafik RS followed by ALSAN RS Quartz Aggregate broadcast DUOTACK 365, N . R & )
C-20. psi struct. ! ) ) Load 60 or PlazaMate ) ceramic or porcelain plaza deck tiles or min. -255.0
Primer or AVC- 730 system into wet embedment coat. On drying, loose ) . ) 12-inch o.c. X .
concrete 563 agaregate is broomed from surface (Optional) Min. 0.5-inch 12x12-inch concrete pavers embedded into dry-
geree ’ SECUROCK Cement set Portland cement mortar (ANSI A118.1) in
Board accordance with ANSI A108.5.
Wausau Hidden Lok-Down, Hidden Lok-Down
IPE or Terra-Grid System installed in accordance
) ALSAN RS 222, Embedment coat of ALSAN Trafik RS 730 at 1.0 gal/sq. ) ) with Wausau Tile, Inc. (FL46318 / NOA 23-
Min. 2,500 . Min. 1.5-inch Dupont . . .
A RS 276 or RS LO ALSAN Trafik RS followed by ALSAN RS Quartz Aggregate broadcast . DUOTACK 365, 0201.04) requirements to the satisfaction of the
C-21. psi struct. . . ) Styrofoam High Load 60 . " ) I -255.0
Concrete Primer or AVC- 730 system into wet embedment coat. On drying, loose or PlazaMate 12-inch o.c. Authority Having Jurisdiction.
SG3 aggregate is broomed from surface. The Terra-Stand base is fully adhered using
3M™ Scotch-Weld™ Pedestal Adhesive
DP6330NS applied at 2.25 fl. oz. per base.
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TABLE 98: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: ALSAN TRAFIK RS 730: BONDED WATERPROOFING, BONDED INSULATION
Waterproofing (3.1.4 Insulation
System Deck Primer P gl . MDP
Surfacing Attach Overburden (3.1.5) P
No. (4.1.2) (3.1.4) Base Ply Primer System Type (psf)
(3.1.3)
Wausau Hidden Lok-Down, Hidden Lok-Down IPE
Embed £ ALSAN Trafik RS 730 1.0 or Terra-Grid System installed in accordance with
. (Optional) _ mbedment coat o rafi : _ ) Wausau Tile, Inc. (FL46318 / NOA 23-0201.04)
Min. 2,500 ELASTOCOL ALSAN RS ALSAN Trafik gal/sq. followed by ALSAN RS Quartz Min. 1.5-inch DUOTACK requirements to the satisfaction of the Authority
C-22. psi struct. 500 SBS-TAF 222 or RS RS 730 Aggregate broadcast into wet embedment SOPRA-XPS 365, 12- Having Jurisdiction -230.0
C t X t. coat. On drying, loose aggregate is broomed in. 60-psi inch o.c. C R
oncrete LO Primer system from surfacZ e Beres (min psi) inch o.c The Terra-Stand base is fully adhered using 3M™
’ Scotch-Weld™ Pedestal Adhesive DP6330NS
applied at 2.25 fl. oz. per base.
TABLE 9c: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
SYSTEM DECK PRIMER WATERPROOFING (3.1.4) MDP
SURFACING DRAINAGE OVERBURDEN (3.1.5 P
No. (4.1.2) (3.1.4) BASE PLY PRIMER SYSTEM .19 Bk,
ALSAN RS
Min. 2,500 222,RS 276 ALSAN Trafik
C-23. psi struct. orRS LO None None RS 730 (Optional) See Table 6a None Drainage board and structural concrete topping slab N/A
concrete Primer or system
AVC-SG3
ASTM D41, (Optional)
Min. 2,500 ELASTOCOL SBS-TAF, ALFS)AN RS ALSAN Trafik
C-24. psi struct. 500, torch- 222 or RS RS 730 (Optional) See Table 6a None Drainage board and structural concrete topping slab N/A
concrete ELASTOCOL applied . system
. LO Primer
Stick
Wausau Lok-Down, Hidden Lok-Down, Hidden Lok-Down IPE
ALSAN RS Embedment coat of ALSAN Trafik RS 730 or Terra-Grid System installed in accordance with Wausau Tile,
Min. 2,500 222, RS 276 ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Inc. (FL46318 / NOA 23-0201.04) requirements to the
C-25. psi struct. or RS LO None None RS 730 Quartz Aggregate broadcast into wet None satisfaction of the Authority Having Jurisdiction. Lok-Down -97.5
concrete Primer or system embedment coat. On drying, loose base or Terra-Stand base set in DUOTACK 365 (full-coverage).
AVC-SG3 aggregate is broomed from surface. Terra-Stand core and top components (if used) set in
DUOTACK 365 (full-coverage).
Wausau Lok-Down, Hidden Lok-Down, Hidden Lok-Down IPE
ASTM D41, (Optional) Embedment coat of ALSAN Trafik RS 730 or Terra-Grid System installed in accordance with Wausau Tile,
Min. 2,500 | ELASTOCOL SBS-TAF, ALgAN RS ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Inc. (FL46318 / NOA 23-0201.04) requirements to the
C-26. psi struct. 500, torch- 222 or RS RS 730 Quartz Aggregate broadcast into wet None satisfaction of the Authority Having Jurisdiction. Lok-Down -97.5
concrete ELASTOCOL applied . system embedment coat. On drying, loose base or Terra-Stand base set in DUOTACK 365 (full-coverage).
K LO Primer R . )
Stick aggregate is broomed from surface. Terra-Stand core and top components (if used) set in
DUOTACK 365 (full-coverage).
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TABLE 9¢: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
SYSTEM DEck PRIMER WATERPROOFING (3.1.4) MDP
SURFACING DRAINAGE OVERBURDEN (3.1.5) —
No. (4.1.2) (3.1.4) BASE PLY PRIMER SYSTEM (PsF)
Wausau Hidden Lok-Down, Hidden Lok-Down IPE or Terra-Grid
ALSAN RS Embedment coat of ALSAN Trafik RS 730 System installed in accordance with Wausau Tile, Inc. (FL46318
Min. 2,500 | 222,RS 276 ALSAN Trafik 1.0 gal/sq. followed by ALSAN RS Quartz / NOA 23-0201.04) requirements to the satisfaction of the
C-27. psi struct. orRS LO None None RS 730 Aggregate broadcast into wet None Authority Having Jurisdiction. -262.5
concrete Primer or system embedment coat. On drying, loose The Terra-Stand base is fully adhered using 3M™ Scotch-
AVC-SG3 aggregate is broomed from surface. Weld™ Pedestal Adhesive DP6330NS applied at 2.25 fl. oz. per
base.
Wausau Hidden Lok-Down, Hidden Lok-Down IPE or Terra-Grid
(Optional) Embedment coat of ALSAN Trafik RS 730 System installed in accordance with Wausau Tile, Inc. (FL46318
Min. 2,500 ELASTOCOL AL’SJAI;nI:S ALSAN Trafik 1.0 gal/sq. followed by ALSAN RS Quartz / NOA 23-0201.04) requirements to the satisfaction of the
C-28. psi struct. 500 SBS-TAF 222 or RS RS 730 Aggregate broadcast into wet None Authority Having Jurisdiction. -262.5
Concrete LO Primer system embedment coat. On drying, loose The Terra-Stand base is fully adhered using 3M™ Scotch-
aggregate is broomed from surface. Weld™ Pedestal Adhesive DP6330NS applied at 2.25 fl. oz. per
base.
Greenrise Technologies 24x24-inch GRT Pedestal / Paver
System:
v installed in accordance with Greenrise Technologies
requirements
v" GRT Pedestal base is fully adhered to the waterproofing
surface using 3M™ Scotch-Weld™ Pedestal Adhesive
DP6330NS.
i v" Nominal 0.4-inch GRT Porcelain Pavers are partially
' (Optional) _ Embedment coat of ALSAN Trafik RS 730 adhered to GRT Structural Grate using 3M™
Ml'n. 2,500 SBS-CA2 ALSAN RS ALSAN Trafik at 1.0 gal/sq. followed by ALS'AN RS Polyurethane Adhesive Sealant Fast Cure 550 applied in
C-29. psi struct. None 6-inch o’c 227 or RS RS 730 Quartz Aggregate broadcast into wet None Y%-inch diameter beads at %-inch from edge around -120.0
Concrete - LO Primer system embedment coat. On drying, loose perimeter of the Grate and in a cross-pattern in the
aggregate is broomed from surface. center of the Grate.
Adhesive
GRT Structural Grate is attached to GRT Pedestal Bases using
GRT Fastening Kits.
Greenrise Technologies 24x24-inch GRT Pedestal / Paver
(Optional) Embedment coat of ALSAN Trafik RS 730 System:
Min. 2,500 SBS-CA2 ALFS)AN RS ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS v’ installed in accordance with Greenrise Technologies
C-30. psi struct. None 6-inch o,c 222 or RS RS 730 Quartz Aggregate broadcast into wet None requirements with 2-inch GRT Concrete Pavers fastened -172.5
Concrete o LO Primer system embedment coat. On drying, loose using GRT Fastening Kit,
aggregate is broomed from surface. v' GRT Pedestal base is fully adhered using 3M™ Scotch-
Weld™ Pedestal Adhesive DP6330NS.
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TABLE 9¢: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
SYSTEM DECK PRIMER WATERPROOFING (3.1.4) MDP
SURFACING DRAINAGE OVERBURDEN (3.1.5 —
No. (4.1.2) (3.1.4) BASE PLy PRIMER SYSTEM g2l (psF)
SOPRADRAIN
’ Embedment coat of ALSAN Trafik RS 730 ECOVENT 2 bonded . ]
Min. 2,500 (Optional) | <A\ Trafik | at 1.0 gal/sq. followed by ALSAN RS with DUOTACK 365, | AS specified by the Designer of Record and acceptable to the
. SBS-CA2, ALSAN RS . R . Authority Having Jurisdiction or Minimum nominal 12 x 12 x 1-
C-31. psi struct. None A RS 730 Quartz Aggregate broadcast into wet 6-inch diameter . . ) -180.0
6-inch o.c. 222 or RS h ] inch concrete pavers in ANSI A118.1 dry set mortar, %-inch
Concrete . system embedment coat. On drying, loose spots in 12 x 12-
LO Primer . . . notched trowel per ANSI A108.5
aggregate is broomed from surface. inch grid (1 per 1
ft2)
(Optional) Embedment coat of ALSAN Trafik RS 730 As specified by the Designer of Record and acceptable to the
Min. 2,500 SBS-CA2 ALgAN RS ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Authority Having Jurisdiction or Minimum nominal 12 x 12-
C-32. psi struct. None : ’ RS 730 Quartz Aggregate broadcast into wet None inch exterior grade ceramic or porcelain plaza deck tile or -180.0
6-inch o.c. 222 or RS . . . . .
Concrete LO Primer system embedment coat. On drying, loose minimum nominal 12 x 12 x 1-inch concrete pavers in ANSI
aggregate is broomed from surface. A118.1 dry set mortar, %-inch notched trowel per ANSI A108.5
SOPRADRAIN
ALSAN RS Embedment coat of ALSAN Trafik RS 730 ECOVENT 2 bonded - .
Min. 2,500 | 222, RS 276 ALSAN Trafik | at 1.0 gal/sq. followed by ALSAN RS with DUOTACK 365, | S sPecified by the Designer of Record and acceptable to the
. . . . Authority Having Jurisdiction or Minimum nominal 12 x 12 x 1-
C-33. psi struct. or RS LO None None RS 730 Quartz Aggregate broadcast into wet 6-inch diameter . A . -252.5
) A . inch concrete pavers in ANSI A118.1 dry set mortar, %-inch
Concrete Primer or system embedment coat. On drying, loose spots in 12 x 12- notched trowel per ANSI A108.5
AVC-SG3 aggregate is broomed from surface. inch grid (1 per 1 P :
ft2)
SOPRADRAIN
’ Embedment coat of ALSAN Trafik RS 730 ECOVENT 2 bonded . .
Min. 2,500 (Optional) | <N Trafik | at 1.0 gal/sq. followed by ALSAN RS with DUOTACK 365, | AS specified by the Designer of Record and acceptable to the
) ALSAN RS . R X Authority Having Jurisdiction or Minimum nominal 12 x 12 x 1-
C-34. psi struct. None SBS-CA3 222 or RS RS 730 Quartz Aggregate broadcast into wet 6-inch diameter inch concrete pavers in ANSI A118.1 drv set mortar, ¥%-inch -252.5
Concrete R system embedment coat. On drying, loose spots in 12 x 12- P : ¥ 5
LO Primer . . . notched trowel per ANSI A108.5
aggregate is broomed from surface. inch grid (1 per 1
ft2)
SOPRADRAIN
ASTM D41, . Embedment coat of ALSAN Trafik RS 730 ECOVENT 2 bonded " .
Min. 2,500 | ELasTocoL | ses-Tar, | (OPtomal 1) caNTrafik | at 1.0 gal/sq. followed by ALSAN RS with DUOTACK 365, | AS specified by the Designer of Record and acceptable to the
. ALSAN RS K R . Authority Having Jurisdiction or Minimum nominal 12 x 12 x 1-
C-35. psi struct. 500, torch- RS 730 Quartz Aggregate broadcast into wet 6-inch diameter . R . -252.5
. 222 or RS R . inch concrete pavers in ANSI A118.1 dry set mortar, %-inch
Concrete ELASTOCOL applied - system embedment coat. On drying, loose spots in 12 x 12-
. LO Primer . . . notched trowel per ANSI A108.5
Stick aggregate is broomed from surface. inch grid (1 per 1
ft2)
(Optional) Embedment coat of ALSAN Trafik RS 730 As specified by the Designer of Record and acceptable to the
Min. 2,500 ALFS)AN RS ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Authority Having Jurisdiction or Minimum nominal 12 x 12-
C-36. psi struct. None SBS-CA3 222 or RS RS 730 Quartz Aggregate broadcast into wet None inch exterior grade ceramic or porcelain plaza deck tile or -267.5
Concrete LO Primer system embedment coat. On drying, loose minimum nominal 12 x 12 x 1-inch concrete pavers in ANSI
aggregate is broomed from surface. A118.1 dry set mortar, %-inch notched trowel per ANSI A108.5
ggreg Y p
ASTM D41, (Optional) Embedment coat of ALSAN Trafik RS 730 As specified by the Designer of Record and acceptable to the
Min. 2,500 | ELASTOCOL SBS-TAF, ALEAN RS ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Authority Having Jurisdiction or Minimum nominal 12 x 12-
C-37. psi struct. 500, torch- 222 or RS RS 730 Quartz Aggregate broadcast into wet None inch exterior grade ceramic or porcelain plaza deck tile or -267.5
Concrete ELASTOCOL applied LO Primer system embedment coat. On drying, loose minimum nominal 12 x 12 x 1-inch concrete pavers in ANSI
Stick aggregate is broomed from surface. A118.1 dry set mortar, %-inch notched trowel per ANSI A108.5
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TABLE 9¢: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
SYSTEM DECK PRIMER WATERPROOFING (3.1.4) MDP
SURFACING DRAINAGE OVERBURDEN (3.1.5 P
No. (4.1.2) (3.1.4) BASE PLy PRIMER SYSTEM g2l BSE
Min. 2,500 §|2-§Ao'\: :: Lo ALSAN Trafik
C-38. psi struct. or Primer None None RS 730 (Optional) See Table 6a None None -845.0
Concrete AVC-SG3 system
ALSAN RS
Min. 2,500 222, RS 276, ALSAN Trafik
C-39. psi struct. RS LO None None RS 730 (Optional) See Table 6a None None -940.0
concrete Primer or system
AVC-SG3
ALSAN RS Embedment coat of ALSAN Trafik RS 730 As specified by the Designer of Record and acceptable to the
Min. 2,500 | 222,RS 276 ALSAN Trafik at 1.0 gal/sq. followed by ALSAN RS Authority Having Jurisdiction or Minimum nominal 12 x 12-
C-40. psi struct. orRS LO None None RS 730 Quartz Aggregate broadcast into wet None inch exterior grade ceramic or porcelain plaza deck tile or -940.0
concrete Primer or system embedment coat. On drying, loose minimum nominal 12 x 12 x 1-inch concrete pavers in ANSI
AVC-SG3 aggregate is broomed from surface. A118.1 dry set mortar, %-inch notched trowel per ANSI A108.5
TABLE 9p: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TrAFIK PU: NON-INSULATED, BONDED WATERPROOFING COVER
SYSTEM DEeck PRIMER WATERPROOFING (3.1.4) MDP
SURFACING OVERBURDEN (3.1.5)
No. (4.1.2) (3.1.4) BAse COAT INTERMEDIATE COAT Top CoAT PSE
. . (Optional) ALSAN Trafik
Min. (Optional) - .
co |00 | b | o | BALEIONEN | s | S mobean ot o vt | a2
© | struct. Flex Primer | PU 211 : PU 411 P P : ying, 1e0%
” Once cured, remove remove all loose aggregate.
concrete Epoxy SF
loose aggregate.
Min. (Optional) 20-40 mesh silica sand broadcast at 10-15 Mr;r:;?:en:a?;r:g:alOlrzc;;lizn_mra::)éfg;(c:“e or
3,500 psi LymTal “Iso- ALSAN Trafik LymTal “Iso-Flex Primer Ibs/square into wet Iso-Flex Primer Epoxy SF and g L . p P .
C-42. . ” None . minimum nominal 12 x 12 x 1-inch concrete -1,282.5
struct. Flex Primer PU 211 Epoxy SF backrolled to encapsulate. On drying, remove all . .
concrete Epoxy SE” loose ageregate pavers in ANSI A118.1 dry set mortar, %-inch
poxy geregate. notched trowel per ANSI A108.5
TABLE 9e: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
Waterproofing (3.1.4)
System Primer L 3 - Overburden (3.1.5) Mop
No. Base Ply Ply Primer System (psf)
As specified by the Designer of
C-43. none SBS-CA3 None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -255.0
Authority Having Jurisdiction
As specified by the Designer of
C-44. ASTM D41, ELASTOCOL 500 SBS-CA3 None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -270.0
Authority Having Jurisdiction
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TABLE 9e: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
System Primer Waterproofing M Overburden (3.1.5) MDP
No. Base Ply Ply Primer System (psf)
As specified by the Designer of
C-45. ASTM D41 SBS-AA None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -270.0
Authority Having Jurisdiction
As specified by the Designer of
C-46. ELASTOCOL Stick, ELASTOCOL Stick Zero SBS-SA None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -315.0
Authority Having Jurisdiction
As specified by the Designer of
C-47. ASTM D41 SBS-TAF None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -382.5
Authority Having Jurisdiction
As specified by the Designer of
C-48. (Optional) ASTM D41, ELASTOCOL 500 SBS-CA3 None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -222.5
Authority Having Jurisdiction
As specified by the Designer of
C-49. ASTM D41 SBS-AA None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -222.5
Authority Having Jurisdiction
As specified by the Designer of
C-50. ASTM D41 SBS-TAF None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -222.5
Authority Having Jurisdiction
As specified by the Designer of
C-51. ELASTOCOL Stick, ELASTOCOL Stick Zero SBS-SA None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -222.5
Authority Having Jurisdiction
As specified by the Designer of
C-52. ASTM D41 SBS-AA None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -210.0
Authority Having Jurisdiction
As specified by the Designer of
C-53. ASTM D41 SBS-TAF None (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -367.5
Authority Having Jurisdiction
As specified by the Designer of
C-54. none SBS-CA3 SBS-CA3 (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -255.0
Authority Having Jurisdiction
As specified by the Designer of
C-55. ASTM D41, ELASTOCOL 500 SBS-CA3 SBS-CA3 (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -270.0
Authority Having Jurisdiction
As specified by the Designer of
C-56. ASTM D41 SBS-AA SBS-AA (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -270.0
Authority Having Jurisdiction
As specified by the Designer of
C-57. ELASTOCOL Stick, ELASTOCOL Stick Zero SBS-SA SBS-SA (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -315.0
Authority Having Jurisdiction
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TABLE 9e: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE F: ALSAN TRAFIK RS 730: NON-INSULATED, BONDED WATERPROOFING COVER
t Waterproofing (3.1.4) MDP
System Primer B g 2 Overburden (3.1.5)
No. Base Ply Ply Primer System (psf)
As specified by the Designer of
C-58. ASTM D41 SBS-TAF SBS-TAF (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -382.5
Authority Having Jurisdiction
As specified by the Designer of
C-59. ASTM D41 SBS-AA SBS-AA (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -210.0
Authority Having Jurisdiction
As specified by the Designer of
C-60. ASTM D41 SBS-TAF SBS-TAF (Optional) RS 222 Primer ALSAN Trafik RS 730 system Record and acceptable to the -367.5
Authority Having Jurisdiction
TABLE 10A: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION
SYSTEM TYPE F: ALSAN TRAFIKRS 730: LWC TO DECK, BONDED WATERPROOFING
REFER TO TABLE VB-4 FOR DRY-IN / TEMPORARY ROOF OPTIONS (BETWEEN STRUCTURAL CONCRETE AND LIGHTWEIGHT CONCRETE)
Sys. DEeck Temp LIGHTWEIGHT CONCRETE WATERPROOFING (3.1.4) MDP
PRIMER SURFACING OVERBURDEN (3.1.5 P
No. (4.1.2) RooOF / VB (3.1.2p) BASE PLY | PLy | PRIMER | SYSTEM e PSF
CeLCORE (FL2037):
As specified by the Designer of
Min. 300 psi, min. 2- (Optional) (Required for tile / paver Record and acceptable to the
Min inch thick Celcore MF AS?'M Da1 (Optional) overburden) Embedment coat of Authority Having Jurisdiction or
- Cellular Concrete with ! SBS-CA2, P ) ALSAN Trafik RS 730 at 1.0 gal/sq. Minimum nominal 12 x 12-inch
2,500 psi ELASTOCOL . ALSAN RS ALSAN Trafik . . .
LWC-1. 4.3.1b Celcore HS Rheology 12-inch None followed by ALSAN RS Quartz exterior grade ceramic or porcelain -60.0
struct. - [P K 500, 222 or RS RS 730 system . X . X
Modifying Admixture; o.c. . Aggregate broadcast into wet plaza deck tile or minimum nominal
concrete ! ELASTOCOL LO Primer . . .
treated with Celcore Stick embedment coat. On drying, loose 12 x 12 x 1-inch concrete pavers in
PVA Curing Compound aggregate is broomed from surface. ANSI A118.1 dry set mortar, %-inch
notched trowel per ANSI A108.5
CONCRECEL (FL5584 & FL10500):
As specified by the Designer of
Concrecel Bonding (Optional) (Required for tile / paver Record and acceptable to the
Min (Optional) Agent followed by AS?’M D1 (Optional) overburden) Embedment coat of Authority Having Jurisdiction or
S Asphaltic Min. 300 psi, min. 2- ! SBS-CA2, P ) ALSAN Trafik RS 730 at 1.0 gal/sq. Minimum nominal 12 x 12-inch
2,500 psi . . . ) ELASTOCOL . ALSAN RS ALSAN Trafik . . )
LWC-2. struct plies with inch thick Concrecel 500 12-inch None 222 or RS RS 730 system followed by ALSAN RS Quartz exterior grade ceramic or porcelain -60.0
) asphalt Concrete; treated with . o.c. : 4 Aggregate broadcast into wet plaza deck tile or minimum nominal
concrete ) ELASTOCOL LO Primer . ) .
flood coat Concrecel Curing Stick embedment coat. On drying, loose 12 x 12 x 1-inch concrete pavers in
Compound aggregate is broomed from surface. ANSI A118.1 dry set mortar, %-inch
notched trowel per ANSI A108.5
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.




NEMO EVALUATIONS REPORT

Report No.:
Revision 1:
Page 57 of 58

NER-SOP-001.C.R1
2025-12-11

SOPREMA, Inc.

FL47474-R1

ACCREDITED

NEI\/IOlcert ISO/IEC 17065 PCA-145
TABLE 10A: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION
SYSTEM TYPE F: ALSAN TRAFIKRS 730: LWC TO DECK, BONDED WATERPROOFING
REFER TO TABLE VB-4 FOR DRY-IN / TEMPORARY ROOF OPTIONS (BETWEEN STRUCTURAL CONCRETE AND LIGHTWEIGHT CONCRETE)
Sys. DEck TEmP LIGHTWEIGHT CONCRETE WATERPROOFING (3.1.4) MDP
PRIMER SURFACING OVERBURDEN (3.1.5 I
No. (4.1.2) RoOF / VB (3.1.2p) BASE PLY | PLY | PRIMER | SYSTEM B3} PSF
ELASTIZELL (FL4994):
As specified by the Designer of
. (Required for tile / paver Record and acceptable to the
(Optional) overburden) Embedment coat of Authority Having Jurisdiction or
Min. . M|n. 390 psl, min. 2 ASTM D4, SBS-CA2, (Optional) . ALSAN Trafik RS 730 at 1.0 gal/sq. Minimum nominal 12 x 12-inch
2,500 psi inch thick Elastizell ELASTOCOL . ALSAN RS ALSAN Trafik . K .
LWC-3. 4.3.1b ) . . 12-inch None followed by ALSAN RS Quartz exterior grade ceramic or porcelain -60.0
struct. - Lightweight Insulating 500, 222 or RS RS 730 system . . . X
o.c. . Aggregate broadcast into wet plaza deck tile or minimum nominal
concrete Concrete ELASTOCOL LO Primer . ) .
Stick embedment coat. On drying, loose 12 x 12 x 1-inch concrete pavers in
aggregate is broomed from surface. ANSI A118.1 dry set mortar, %-inch
notched trowel per ANSI A108.5
PRE-EXISTENT CELLULAR LIGHTWEIGHT CONCRETE (3.1.2d):
Cellular lightweight
concrete, Min. 330 psi, As specified by the Designer of
Min. 2-inch top coat (Required for tile / paver Record and acceptable to the
Min Note: To qualify the LWIC (Optional) overburden) Embedment coat of Authority Having Jurisdiction or
5 50'0 i under this assembly, a SBS-CA2, ALZ AN RS ALSAN Trafik ALSAN Trafik RS 730 at 1.0 gal/sq. Minimum nominal 12 x 12-inch
LWC-4. 0P 4.3.1b SOPREMA 1.7 in. Base None 12-inch None followed by ALSAN RS Quartz exterior grade ceramic or porcelain -60.0
struct. - Sheet Fastener or OMG CR 222 or RS RS 730 system . . . X
o.c. . Aggregate broadcast into wet plaza deck tile or minimum nominal
concrete Assembled Base Sheet LO Primer . ) .
Fastener (1.7”) shall embedment coat. On drying, loose 12 x 12 x 1-inch concrete pavers in
achieve an average aggregate is broomed from surface. ANSI A118.1 dry set mortar, %-inch
withdrawal of 101 Ibf notched trowel per ANSI A108.5
when tested per 4.2.2a.
TABLE 11A: CEMENTITIOUS WOOD FIBER DECKS -
SYSTEM TYPE A-1: ALSAN TRAFIK RS 730: BONDED INSULATION, BONDED WATERPROOFING
REFER TO TABLE VB-5 FOR VAPOR BARRIER OPTIONS
SYSTEM INSULATION LAYER WATERPROOFING (3.1.4) MDP
OVERBURDEN (3.1.5)
No. TYPE ADHESIVE (3.1.3) ATTACH BASE PLy PLy PRIMER SYSTEM PSF
- BS. - — -
CWF Min. 0.125-inch SOPRABOARD or DUOTACK 365 or ribbons 6-inch o.c SBS-CA3, SBS-AA (C?’\gtlgggl-z'-\i\ zr (R(;pztlzc;nal) ALSAN Trafik RS /F-::csgfdcgfjat?::g;az?:tg:f;:f -272.0
SOPRABOARD HS DUOTACK SPF HFO or SBS-TAF SBS.TAF Primer 730 system Authority Having Jurisdiction
(Optional) SBS- (Optional) ) As specified by the Designer of
DUOTACK 365 o BS- BS- L
CWF- SOPRASMART Board 180 Sanded DUOTACK SPF Hll;O ribbons 6-inch o.c. S Ssé::‘gr:ASF SAA CA3, SBS-AA or RS 222 /;SZQNSI;?:'( RS Record and acceptable to the -272.5
or SBS-TAF Primer 4 Authority Having Jurisdiction
(Optional) SBS- (Optional) ) As specified by the Designer of
DUOTACK 365
CWF{ SOPRASMART Board 180 DUOTACK <P 3; o ribbons 6-inch o.c. | SBS-TAF CA3,SBS-AAor | RS 222 ?;EASNSI;:T:”( RS | Record and acceptable to the 2725
SBS-TAF Primer 4 Authority Having Jurisdiction
§ (Optional) ) As specified by the Designer of
DUOTACK 365 or SBS-TAF (film- ALSAN Trafik RS
CWF- SOPRASMART Board 180 ribbons 6-inch o.c. (film SBS-TAF RS 222 ran Record and acceptable to the 2725
DUOTACK SPF HFO top-surface) R 730 system ; R L
Primer Authority Having Jurisdiction
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TABLE 118: CEMENTITIOUS WOOD FIBER DECKS -
SYSTEM TYPE C-1: ALSAN TRAFIK RS 730: MECHANICALLY ATTACHED INSULATION, BONDED WATERPROOFING
SYSTEM INSULATION LAYER WATERPROOFING (3.1.4) MDP
OVERBURDEN (3.1.5)
No. TyPE FASTENER (4.2.2) ATTACH BASE PLy PLy PRIMER SYSTEM PSF
. . . . (Optional) SBS- (Optional) . As specified by the Designer of
CWF o025 1hch SOPRABOARD or .Tr”;?St Twin Loc-Nail (1.8 tperigfe | BRI OBSAN T cas sasanor | R 222 PLoAN oMk RS | Record and acceptabletothe | -45.0*
inc or SBs- SBS-TAF Primer 4 Authority Having Jurisdiction
. . . . (Optional) SBS- (Optional) ) As specified by the Designer of
CWF- ggﬁ%ééiggg:opRABOARD o .Tr”;;“t Twin Loc-Nail (1.8 tpervofe | SEAY SBSAR cas sasanor | R 222 PLAN TrafleRS | Record and acceptable to the 67.5
incl or 5B>- SBS-TAE Primer 4 Authority Having Jurisdiction
TABLE 12A: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED WATERPROOFING
AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type or performance of the substrate.
The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
SYSTEM SUBSTRATE
TREATMENT RooF CoVER (3.1.4) OVERBURDEN (3.1.5) MDP (psF)
No. (4.1.2,4.2.2)
As specified by the Designer of Record and
R-1 Existing granule surfaced SBS modified bitumen roof cover Remove loose granules ALSAN Trafik RS 730 acceptable to the Authority Having -217.5
Jurisdiction
As specified by the Designer of Record and
R-2 Existing fully-adhered, PVC single ply roof cover Clean with ALSAN RS Cleaner ALSAN Trafik RS 730 acceptable to the Authority Having -217.5
Jurisdiction
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