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REILLY ARCHITECTURAL

W75 INSWING & OUTSWING CASEMENT WINDOW

(HVHZ)(IMPACT)

GENERAL NOTES:

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH THE CURRENT EDITION OF THE FLORIDA BUILDING CODE
(FBC), INCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

TAS 201-94

TAS 202-94

TAS 203-94

ASTM E1886-13a

ASTM E1996-17

AAMA/WDMA/CSA 101/1.5.2/A440-11/17

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X
FRAMING, AND METAL FRAMING AS A MAIN WIND FORCE RESISTING
SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO
PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT
OF RECORD FOR THE PROJECT OF INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
+1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL
(I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: BRONZE, GALVANIZED STEEL, COR-TEN
STEEL, OR STAINLESS STEEL.

GLASS MEETS THE REQUIREMENTS OF ASTM E1300 GLASS CHARTS. SEE
SHEETS 2-3 FOR GLAZING DETAILS.
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DESIGN PRESSURE RATING (PSF)
V\(I'BEH HZIS.TT DESIGN PRESSURE | >0 MPACT
78.75" X 96.00" +/- 60 PSF LARGE & SMALL

MISSILE IMPACT

\
REILLY

ARCHITECTURAL

901 Burman Blvd, Building 701 Calverton, NY 11933
P 631-208-0710 F 631-208-07 1 | www.reillyarch.com

[©] Qm
Zz Z: g
== wn 4
>2z% £ OEZ33%
o= () CeT8rs
= = Qozaz2
JSEE 2 055333
0= = >3:32.¢
ZUN 5 =2=%5¢
s=2I = 9% "¢
o= [ =8 2
=<
0 O > @
N~ o wa
= fa) =
w o=
o ™
i < =
o W =
= [~ H
= a =
REMARKS BY | DATE
2026 FBC UPDATE LS |06/26

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

Digitally signed by Hermes F. Norero, P.E.

BNk F\
1900 @%’Vﬁ&%}?ﬁé 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL47694
DATE: (05,21.2025

FL

DWG. BY: CHK. BY:
JR HFN

SCALE: NTS

pwG.#: RWDO018

SHEET: REV.

1 A
OF zd




7/9/2026 3:00 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

1-1/8" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:

1/8" ANNEALED GLASS

0.060" SAFLEX PVB INTERLAYER

1/8" ANNEALED GLASS

1-1/4" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:

1/8" ANNEALED GLASS

0.060" SAFLEX PVB INTERLAYER

1/8" ANNEALED GLASS

DOW 795
SILICONE

1/2"MIN. |\
GLASS BITE \

EXTERIOR

GLAZING DETAIL 1

T~ 1/8" ANNEALED GLASS SILICONE

! STRUCTURAL SILICONE,
.///_SEE TABLE BELOW

1/2" ALUMINUM BOX TUBE SPACER DOW 795

AN 0.060" SAFLEX PVB INTERLAYER
\ 1/8" ANNEALED GLASS

/ 1/2" MIN.
/ GLASS BITE

INTERIOR EXTERIOR

5/8" ALUMINUM BOX TUBE SPACER
1/8" ANNEALED GLASS

0.060" SAFLEX PVB INTERLAYER
1/8" ANNEALED GLASS

STRUCTURAL SILICONE,
SEE TABLE BELOW

INTERIOR

GLAZING DETAIL 2

INSIDE GLAZED INSIDE GLAZED

1-7/16" O.A. INSULATED LAMINATED GLASS

CONSISTING OF:
3/16" TEMPERED GLASS

CONSISTING OF:
3/16" TEMPERED GLASS

0.060" SAFLEX PVB INTERLAYER 0.060" SAFLEX PVB INTERLAYER
] .~ 1/4" TEMPERED GLASS 1/4" TEMPERED GLASS
1/2" ALUMINUM BOX TUBE SPACER DOW 795 _ 5/8" ALUMINUM BOX TUBE SPACER
gﬁ}’(‘:’gzz T 3/16" TEMPERED GLASS SILICONE TS 3/16" TEMPERED GLASS
N 0.060" SAFLEX PVB INTERLAYER N 0.060" SAFLEX PVB INTERLAYER

3/16" TEMPERED GLASS

STRUCTURAL SILICONE,
SEE TABLE BELOW

1/2"MIN. |
GLASS BITE

EXTERIOR INTERIOR

GLAZING DETAIL 3

INSIDE GLAZED

\ 3/16" TEMPERED GLASS

|_—STRUCTURAL SILICONE,
‘/,’/_ SEE TABLE BELOW
1/2"MIN. ]\ /
GLASS BITE N /

~———

EXTERIOR INTERIOR

GLAZING DETAIL 4

INSIDE GLAZED

QUALIFIED SILICONE
OPTIONS

DOW 995

DOW 121

SIKA SG-20

GLAZING NOTES:

1. GLASS TYPE COMPLIES WITH ASTM E1300 REQUIREMENTS. PER THE FBC,
TEMPER AND SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS REFERENCED
IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS WIDER
THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES SHOWN
HEREIN.

5. PRODUCT TESTED WITHOUT GLAZING BEAD.

1-9/16" O.A. INSULATED LAMINATED GLASS

3/4" STYROFOAM PANEL

/—5/64" BRONZE SKINS
DOW 795 2 -~ STRUCTURAL SILICONE,

SILICONE SEE TABLE BELOW

\

\

| |

N ,'

\ li /

\ /
1/2" MIN. _f N /

GLASS BITE N y
i
EXTERIOR INTERIOR

GLAZING DETAIL 5

INSIDE GLAZED

N
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W75 INSWING & OUTSWING
CASEMENT WINDOW
(HVHZ) (IMPACT)
GLAZING DETAILS
BUILDING DROPS, INC.
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com
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DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1-1/8" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:
1/8" ANNEALED GLASS
0.060" SAFLEX PVB INTERLAYER
1/8" ANNEALED GLASS ———»

1/2" ALUMINUM BOX TUBE SPACER DOW 795
1/8" ANNEALED GLASS (i SILICONE
0.060" SAFLEX PVB INTERLAYER s
1/8" ANNEALED GLASS ~ / .
; \ 1/2" MIN.
/ \ GLASS BITE
| H |
| | =
STRUCTURAL SILICONE,— /
SEE TABLE BELOW L/
7
EXTERIOR INTERIOR

GLAZING DETAIL 6

OUTSIDE GLAZED

1-7/16" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:
3/16" TEMPERED GLASS
0.060" SAFLEX PVB INTERLAYER
1/4" TEMPERED GLASS
1/2" ALUMINUM BOX TUBE SPACER
3/16" TEMPERED GLASS T
0.060" SAFLEX PVB INTERLAYER Vil
3/16" TEMPERED GLASS ~ /

DOW 795
SILICONE

1/2" MIN.

\ GLASS BITE

STRUCTURAL SILICONE,
SEE TABLE BELOW

EXTERIOR

GLAZING DETAIL 8

OUTSIDE GLAZED

INTERIOR

1-1/4" O.A. INSULATED LAMINATED GLASS
CONSISTING OF:
1/8" ANNEALED GLASS
0.060" SAFLEX PVB INTERLAYER
1/8" ANNEALED GLASS ———»]

5/8" ALUMINUM BOX TUBE SPACER DOW 795
1/8" ANNEALED GLASS =TT ™ SILICONE
0.060" SAFLEX PVB INTERLAYER -~

1/8" ANNEALED GLASS /
1/2" MIN.

i \ GLASS BITE

TR

STRUCTURAL SILICONE,
SEE TABLE BELOW

EXTERIOR

GLAZING DETAIL 7

OUTSIDE GLAZED

INTERIOR

1-9/16" O.A. INSULATED LAMINATED GLASS

CONSISTING OF:
3/16" TEMPERED GLASS
0.060" SAFLEX PVB INTERLAYER
1/4" TEMPERED GLASS
5/8" ALUMINUM BOX TUBE SPACER
3/16" TEMPERED GLASS pras

0.060" SAFLEX PVB INTERLAYER //
3/16" TEMPERED GLASS / 1/2" MIN.

j \ GLASS BITE
‘ /
\

DOW 795
SILICONE

STRUCTURAL SILICONE,
SEE TABLE BELOW

EXTERIOR INTERIOR

GLAZING DETAIL9

EXTERIOR

GLAZING DETAIL 10

5/64" BRONZE SKINS

3/4" STYROFOAM PANEL

DOW 795
SILICONE

1/2" MIN.
GLASS BITE

INTERIOR

OUTSIDE GLAZED

QUALIFIED SILICONE L
OPTIONS

DOW 995 2.

DOW 121 3.

SIKA SG-20 4.

5.

GLAZING NOTES:

GLASS TYPE COMPLIES WITH ASTM E1300 REQUIREMENTS. PER THE FBC,
TEMPER AND SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON A
SITE SPECIFIC BASIS.

SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS REFERENCED
IN FBC CHAPTER 24.

SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS WIDER
THAN 36" AS PER FBC CHAPTER 24.

D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES SHOWN
HEREIN.

PRODUCT TESTED WITHOUT GLAZING BEAD.

OUTSIDE GLAZED
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W75 INSWING & OUTSWING
CASEMENT WINDOW
(HVHZ) (IMPACT)
GLAZING DETAILS
BUILDING DROPS, INC.
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~=— SASH WIDTH

FRAME WIDTH
SEE TABLE

D.L.O.

FRAME
HEIGHT
SEE

TABLE
SASH

HEIGHT

HEIG

/ \
| 174
// ] \\
2| ~
|l0l| 14 ||O|l
Y Raa
“ <Gk
\\
\
\
AN
\
N
AN
\
- A

ELEVATION

W75 INSWING & OUTSWING FRENCH

CASEMENT WINDOW - WITH MIDRAIL

W75 INSWING & OUTSWING FRENCH
CASEMENT WINDOW SIZE NOTES (WITH
AND WITHOUT MIDRAIL):

D.L.O. WIDTH = FRAME WIDTH/2 - 3.78"
D.L.O. HEIGHT = FRAME HEIGHT - 5.55"

SASH WIDTH = FRAME WIDTH/2 - 0.47"
SASH HEIGHT = FRAME HEIGHT - 2.25"

D.L.O.

~=—SASH WIDTH

FRAME WIDTH
SEE TABLE

W75 FRENCH CASEMENT

DESIGN PRESSURE TABLE

MIDRAIL DESIGN PRESSURE TABLE

~
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Vsl V4
EN \\\
FRAME Nis/ N
HEIGHT /(B |l N
SEE S \as/ AN
TABLE % \
SASH (D e (CEN AN
HEIGHT | \15/ y \14/ r\
A / nAn B I nAn
p.Lo. (|l "/ °
HEIGHT ~oN 1 H y
\14/ \ /
A \\\ //
\1a/ l N /
\ /
\ /
N\ /
\\ //
\, / /
-— Al /
B D B D
11 11 12 12
ELEVATION

W75 INSWING & OUTSWING FRENCH

CASEMENT WINDOW

DESIGN PRESSURE CHART (PSF) DESIGN PRESSURE CHART (PSF) P 631-208-0710 F 631-208-071 | www.reillyarch.com
FRAME | FRANE TRIBUTARY| MDRAIL
WIDTH | HEGHT | EXT. (+) | INT.(9) HEGHT | SPAN | EXT.(#) | INT.(9) _
(IN.) (IN.) (IN.) (IN.) Q “ZJ g .
== = ) ; g
60 60.00 | 60.00 30 60.00 | 60.00 23F &, Lhaeat
72 60.00 | 60.00 47 18 60.00 | 60.00 CEF i@ Z5hgis
78 60 60.00 | 60.00 % 60.00 | 60.00 R 3 CEELEE
20 5249 | 5249 30 60.00 | 60.00 ZiN 02 25788
102 4632 | 4632 a7 21 [ 6000 | 60.00 ziz =2 | 25 ¢
114 4144 | 4144 78 60.00 | 60.00 £g= 8% |3
60 60.00 | 60.00 30 60.00 | 60.00 s a £
72 60.00 | 60.00 47 24 60.00 | 60.00 B - |2
78 - 60.00 | 60.00 72 60.00 | 60.00 = & S
90 5249 | 5249 30 60.00 | 60.00 = a =
102 46.32 46.32 47 27 60.00 60.00 REMARKS BY | DATE
114 41.44 41.44 60 60.00 60.00 2026 FBC UPDATE LS |o6/26
60 60.00 | 60.00 30 60.00 | 60.00
72 60.00 | 60.00 a7 30 60.00 | 60.00
78 72 60.00 | 60.00 60.00 | 60.00
90 5249 | 5249 30 - 60.00 | 60.00 [ TSRO DETATCS DESCRIEED RERENT i CERER
102 4632 | 46.32 a7 60.00 | 60.00 ROt THE REGUIREMENTS DETAILED HERETh A LICENGED |
60 60.00 | 60.00 30 a7 60.00 | 60.00 O GCUMENTS FOR Ut WITH Ths DOCUENT.
72 18 60.00 | 60.00 a7 60.00 | 60.00
78 60.00 | 60.00
90 5249 | 5249
60 60.00 | 60.00 S
72 84 60.00 | 60.00 S
78 60.00 | 60.00 =,
60 60.00 | 60.00 i Ho =
72 20 60.00 | 60.00 ' =
78 60.00 60.00 \ 2/
60 60.00 | 60.00 ™ 7,
72 2% 60.00 | 60.00 b s TN
78 60.00 | 60.00 \ o AL W
///' '/ H 1 FBPE CERT. O’!XAL'J\{IFII:{E;IBZBA%I?’I%)N No. 29578
" FL47694
MIDRAIL DATE: 05,21.2025
~  SPAN DWG. BY: CHK. BY:
JR HFN
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FRAME WIDTH
SEE TABLE

SASH
WIDTH

D.L.O.
WIDTH

W75 SINGLE CASEMENT

DESIGN PRESSURE TABLE

FRAME
HEIGHT
SEE
TABLE

SASH
HEIGHT

D.L.
HEIG

0.
H

T

CPEREER
7
7
CPEPEDED

W75 INSWING & OUTSWING SINGLE

ELEVATION

CASEMENT WINDOW

W75 INSWING & OUTSWING SINGLE
CASEMENT WINDOW SIZE NOTES:

D.L.O. WIDTH = FRAME WIDTH - 3.78"
D.L.O. HEIGHT = FRAME HEIGHT - 5.55"

SASH WIDTH = FRAME WIDTH - 0.47"
SASH HEIGHT = FRAME HEIGHT - 2.25"

DESIGN PRESSURE CHART (PSF)
FRAME | FRAME

WIDTH | HEGHT | EXT. (#) | INT.(+)
(IN) | (N)

30 60.00 | 60.00
36 60.00 | 60.00
39 - 60.00 | 60.00
45 5249 | 5249
51 4632 | 4632
57 Mad | M4
30 60.00 | 60.00
36 60.00 | 60.00
39 - 60.00 | 60.00
45 5249 | 5249
51 4632 | 4632
57 Maa | M4
30 60.00 | 60.00
36 60.00 | 60.00
39 72 60.00 | 60.00
45 5249 | 5249
51 4632 | 4632
30 60.00 | 60.00
36 o 60.00 | 60.00
39 60.00 | 60.00
45 5249 | 5249
30 60.00 | 60.00
36 84 60.00 | 60.00
39 60.00 | 60.00
30 60.00 | 60.00
36 90 60.00 | 60.00
39 60.00 | 60.00
30 60.00 | 60.00
36 % 60.00 | 60.00
39 60.00 | 60.00
30 102 | 6000 | 6000
36 60.00 | 60.00
30 108 | 60.00 | 60.00
30 114 | 60.00 | 60.00
30 120 | 60.00 | 60.00
24 126 | 60.00 | 60.00
24 132 | 60.00 | 60.00
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SEE SHEET 10 FOR—

VERTICAL MULLION
ANCHOR CLUSTERING

SEE SHEET 10 FOR
VERTICAL MULLION
ANCHOR CLUSTERING

O.A. UNIT WIDTH

FRAME WIDTH
SEE TABLE ON ——————=
SHEET 4
SASH
|_—SEE SHEET 10 FOR
WIDTH VERTICAL MULLION
o Lo, ANCHOR CLUSTERING
WIDTH
Vi 74 7
"X" "X" IIXII
G 16) % < 16 % %
/2 ] |
/ % P % % 0.A. UNIT
S AN HEIGHT
/ AN FRAME
/
A y \ (A HEIGHT
g y 1 N l’ V SEE TABLE ON
\
/// N SHEET 4
y a N SASH
y 2 N HEIGHT
ny / "o" G "o" A "X" D.L.O.
\\\ FEN // HEIGHT
AN w H //
\ B /
\ /
o N/ l /
\ /
\ /
\\ //
\\ //
/ /
% % i // % /

ELEVATION
W75 INSWING & OUTSWIN

AND TRANSOM

G

CASEMENT WINDOW WITH SIDELITES

NOTE:

W75 FLORIDA PRODUCT APPROVAL.

SIDELITES AND TRANSOM ARE UNDER THE

NOTE:

PRESSURE TABLES.

REFER TO SHEET 7 FOR MULLION DESIGN

SEE SHEET 10 FOR
VERTICAL MULLION
ANCHOR CLUSTERING

QUALIFIED

CONFIGURATIONS

%

a

NOTE: ADDITIONAL CONFIGURATIONS
QUALIFIED. ASK MANUFACTURER FOR
ADDITIONAL INFORMATION.
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1/2" X 2-1/2" MULLION

DESIGN PRESSURE CHART (PSP)
TRIBUTARY|MULLION
WIDTH | SPAN | EXT.(4) | INT.(-)
(IN) | (IN)
48 80.00 | 60.00
54 80.00 | 60.00
60 80.00 | 60.00
68.5 60 | 6000 | 60.00
72 80.00 | 60.00
78 80.00 | 60.00
7 60.00 | 60.00
43 80.00 | 60.00
54 80.00 | 60.00
60 s | 6000 | 000
68.5 80.00 | 60.00
72 80.00 | 60.00
78 8000 | 60.00
43 80.00 | 60.00
54 8000 | 60.00
60 72 | 6000 | 6000
68.5 8000 | 60.00
72 80.00 | 60.00
43 8000 | 60.00
54 80.00 | 60.00
60 BT %o | 600
68.5 80.00 | 60.00

NOTE: ONLY QUALIFIED FOR
ONE-WAY APPLICATION

TRIBUTARY

WIDTH (TW) = A+ B

2

1/2" X 5" MULLION

A\

qy§§§§§§§§§§% "

DESIGN PRESSURE CHART (PSF) DESIGN PRESSURE CHART (PSF)
TRIBUTARY|MULLION TRIBUTARY | MULLION
WIDTH | SPAN | EXT.(4) | INT.(-) WIDTH | SPAN | EXT.(# | INT.(-)

(IN.) (IN.) (IN.) (IN.)

59.6 60.00 60.00 59.6 108 60.00 60.00
%! 60.00 60.00 54 14 60.00 60.00
20 60.00 60.00 59.6 60.00 60.00
54 60.00 60.00 54 120 60.00 60.00

59.6 60.00 60.00 59.6 60.00 60.00
78 60.00 60.00 54 126 60.00 60.00
84 60.00 60.00 59.6 60.00 60.00
48 60.00 60.00 54 132 60.00 60.00
54 60.00 60.00 59.6 60.00 60.00

59.6 60.00 60.00 48 60.00 60.00
66 96 60.00 60.00 54 136.1 60.00 60.00
72 60.00 60.00 59.6 60.00 60.00
78 60.00 60.00
84 60.00 60.00
48 60.00 60.00
54 60.00 60.00

59.6 102 60.00 60.00
66 60.00 60.00
72 60.00 60.00
78 60.00 60.00

NOTE: QUALIFIED FOR TRIBUTARY
ONE-WAY AND TWO-WAY WIDTH (Tw) = A *8B
APPLICATIONS 2

|<——|—TW

~
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NNNNN
» < T

(HVHZ) (IMPACT)

PRESSURE TABLES

MULLION DESIGN
BUILDING DROPS, INC.
‘

3
)

TITLE
PREPARED BY
BUILDING DROPS

W75 INSWING & OUTSWING
CASEMENT WINDOW

REMARKS BY | DATE

2026 FBC UPDATE LS |06/26

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAX. O.C.
smcme,—'-——‘ 4" CORNER
SEE TABLE 4"l |~—DISTANCE,
e SEE TABLE
- 1H
V7 :
| |
Ul , I
I 4 I
| / |
| / \ |
| / \ |
mil Ve N iH
MAX. O.C. | / \ |
SPACING, 1V AN
\
SEE TABLE il o "o s
1N pal
| \ / |
| \ / |
Ul AN e [
! N J/ ! CORNER
i N y i — DISTANCE,
! \ % ! SEE TABLE
H \ / [ E—
| \ / |
I N 4 I
| Al |
/
Al 2l
MAX. O.C. S ST CORNER
SPACING, —] 3" ~— DISTANCE,
SEE TABLE SEE TABLE

ANCHOR LAYOUT
W75 CASEMENT WINDOW

SEE TABLES ON SHEET 8
___— FORMULLION

ANCHOR CLUSTERING

W75 CASEMENT WINDOW ANCHOR SPACING TABLE

W75 CASEMENT WINDOW ANCHOR SPACING TABLE - ALTERNATE SILL INSTALLATION

ANCHOR TOTA(SLFQTY.
INSTALLATION | CAPACITY SHIM CORNER
METHOD TABLE DP (PSF) | ANCHOR SPACE HEAD JAMBS | ANCHORS DISTANCE
DESIGNATION PER MULL
ENDS
THROUGH 1/4" 18-3/4" | 18-3/4" 4 .
FRAME A +/- 60 #12 6
1/2" 18-3/4" | 18-3/4" 6
ALUMINUM " " " "
FLAT CLIP B +/- 60 #12 1/2 29 29 4 6
1/4" 29" 29" 2
FLAT ELip ¢ +-60 | #12 ¢
1/2" 29|| 29" 4
ALUMINUM/
STEEL BENT D, E +/- 60 #12 1/2" 18-3/4" | 18-3/4" 2 6"
EXTERIOR CLIP
ALUMINUM 1/4" | 34-1/2" | 29" 5 HEAI%SILL:
BENT INTERIOR F +/- 60 #12 JAMBS:
CLIP 1/2 34-1/2 29 4 4.25"
1/4|| 34_1/2n 29" 2 HEAD{S”_L
STEEL BENT G +/- 60 #12 7

OPTIONS
ANCHOR J%T%LF
INSTALLATION | CAPACITY SHIM : CORNER
METHOD TABLE DP (PSF) | ANCHOR| oo o | SILL  |ANCHORS| ycrance
DESIGNATION PER MULL
ENDS
ALUMINUM 1/4" 34-1/2" 2
ANGLE: 1/2" X H +/- 60 #12 7"
1-4/5" 1/2" 34-1/2" 4
STEEL ANGLE: +/- 60 #12 1/4" 34'1/2" 2 7"
1/2" X 1-4/5" +/- 60 #12 1/2" | 34-1/2" 4
ALUMINUM 1/2" 16" 4
ANGLE: 3/4" X J +/- 60 #12 6"
3/4" 1/4" 16" 2
STEEL ANGLE: . +/- 60 #12 1/4" 16" 2 o
3/4" X 3/4" +/- 60 #12 1/2" 16" 4

NOTE: 1/2" SHIM SPACE QUALIFIES 1/4"
SHIM SPACE.
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

7
N Z
~N 7~
N -z

~ =

=% * =
== / @x —

—-— D ~—

- S
-, g N
% S
7,

/// o,? N\
TN

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL47694
DATE: (05,21.2025

FL

DWG. BY: CHK. BY:
JR HFN

SCALE: NTS

pwG.# RWDO018

SHEET: REV.

8 A
OF 2U




7/9/2026 3:01 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

SEE TABLE ON SHEET 9
FOR MULLION
ANCHOR CLUSTERING

MAX. O.C.
SPAC|NG,—'<—>‘ CORNER
SEE TABLE DISTANCE, W75 CASEMENT WINDOW ANCHOR SPACING TABLE
I ——— 11 1l SEE TABLE ANCHOR TOT%LFQTY.
1V | INSTALLATION | CAPACITY SHIM CORNER
! / ! METHOD TABLE DP (PSF) | ANCHOR | <5\~ | HEAD | JAMBS | ANCHORS | oo
i i1 PER MULL
| ) | DESIGNATION ENDS
| ,/ |
1! / I 1/4" | 18-3/4" 14" 4
MAX. O.C. ! J/ ! THROUGH A +/-60 #12 / / 6"
SPACING, I J | FRAME " " "
SEE TABLE T I // I T 1/2 18-3/4 10-1/2 6
i, |
| | n " "
4 nAn nen 4 1 4 29 29 2
N ° 0 A! ALUMINUM / .
1\ Yl FLAT CLIP B +-60 | #12 6
A : N ! J/ :__ 1/2" 29" 18" 4
| AN |
i L -60 #12 1/4" 29" 29" 2
! \\ // ! STEEL c + / -
| |
1 : \\\ /// : | FLAT CLIP +/_ 60 #12 1/2|| 29" 22_1/2n 4
\ /
| \ Vi |
| ’ Al ALUMINUM/
L B 1 — f//: = _//_ - STEEL BENT D, E +/- 60 #12 1/2" | 18-3/4" | 18-3/4" 2 6"
CORNERJ EXTERIOR CLIP
DISTANCE, ALUMINUM 1/4" | 341/2" | 29" 2 |HEAD/SILL:
SEE TABLE ANCHOR LAYOUT BENT INTERIOR F +/- 60 #12 JA|\7/IBS‘
W75 CASEMENT WINDOW cLIp 1/2" | 341/2" | 17-1/2" 4 425"
WITH SILICONE AT SILL :
1/4" 34_1/2" 29" 2 HEAD/S”_L
STEEL BENT G +/-60 41> 7"
NOTE: 1/2" SHIM SPACE QUALIFIES 1/4" INTERIOR CLIP 12" | 3a-1/2" | 21-3/a" 4 JAMBS:
SHIM SPACE. 4.25"
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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ANCHOR CAPACITY TABLE AT MULLION END FOR

#12 ANCHORS WITH 1/4" SHIM SPACE

ANCHOR LOAD CAPACITY - PSF
EXT. (+) & INT. ()

ANCHOR CAPACITY TABLE AT MULLION END FOR

#12 ANCHORS WITH 1/2" SHIM SPACE

ANCHOR LOAD CAPACITY - PSF
EXT. (+) & INT. (-)

ANCHOR LOAD CAPACITY - PSF

EXT. (+) &INT. ()

ANCHOR LOAD CAPACITY - PSF

EXT. (+) &INT. ()

NOMINAL DIMs. | ANCHORS | ANCHORS
TYPE'A' | TYPE 'B-K'

TRIBUTARY | FRAME - (EKE

WIDTH | HEIGHT

48 60.00 60.00

54 126 60.00 60.00

59.6 60.00 60.00

48 60.00 60.00

54 132 60.00 60.00

59.6 60.00 60.00

48 60.00 60.00

54 136.1 60.00 60.00

59.6 60.00 60.00

— ANCHORS ANCHORS | ANCHORS
TYPE 'A' TYPE 'B-C' | TYPE 'D-K'
TRIBUTARY | FRAME i sl (.08 -
WIDTH | HEIGHT
48 60.00 60.00 60.00 60.00
54 126 57.89 60.00 60.00 60.00
59.6 53.97 60.00 60.00 60.00
48 59.70 60.00 60.00 60.00
54 132 54.58 60.00 60.00 60.00
59.6 50.81 60.00 60.00 60.00
48 57.51 60.00 60.00 60.00
54 136.1 52.53 60.00 60.00 60.00
59.6 48.85 60.00 60.00 60.00

A8, (B-K)8

NOMINAL DIMs. | ANCHORS | ANCHORS
TYPE'A' | TYPE 'B-K'
TRIBUTARY | FRAME i -
WIDTH | HEIGHT
48 60.00 60.00
54 60.00 60.00
59.6 60.00 60.00
66 60.00 60.00
72 84 60.00 60.00
78 60.00 60.00
84 60.00 60.00
90 60.00 60.00
96 60.00 60.00
48 60.00 60.00
54 60.00 60.00
59.6 60.00 60.00
66 90 60.00 60.00
72 60.00 60.00
78 60.00 60.00
84 60.00 60.00
90 60.00 60.00
48 60.00 60.00
54 60.00 60.00
59.6 | 60.00 60.00
66 96 60.00 60.00
72 60.00 60.00
78 | 60.00 60.00
84 60.00 60.00
48 60.00 60.00
54 60.00 60.00
59.6 102 60.00 60.00
66 60.00 60.00
72 60.00 60.00
78 60.00 60.00
48 60.00 60.00
54 60.00 60.00
59.6 108 60.00 60.00
66 60.00 60.00
72 60.00 60.00
48 60.00 60.00
54 114 60.00 60.00
59.6 60.00 60.00
66 60.00 60.00
48 60.00 60.00
54 120 60.00 60.00
59.6 60.00 60.00
66 60.00 60.00

NOTE: SEE SHEET 6 FOR VERTICAL
MULLION.

A8, (B-C)8, (D-K)8

NOMINAL DINS ANCHORS ANCHORS | ANCHORS
TYPE A’ TYPE 'B-C' | TYPE 'D-K'
TRIBUTARY | FRAME 2o - _— -
WIDTH | HEIGHT
48 60.00 60.00 60.00 60.00
54 60.00 60.00 60.00 60.00
59.6 60.00 60.00 60.00 60.00
66 60.00 60.00 60.00 60.00
72 84 60.00 60.00 60.00 60.00
78 60.00 60.00 60.00 60.00
84 60.00 60.00 60.00 60.00
90 60.00 60.00 60.00 60.00
96 60.00 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 60.00 60.00 60.00 60.00
59.6 60.00 60.00 60.00 60.00
66 90 60.00 60.00 60.00 60.00
72 60.00 60.00 60.00 60.00
78 60.00 60.00 60.00 60.00
84 60.00 60.00 60.00 60.00
90 60.00 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 60.00 60.00 60.00 60.00
59.6 60.00 60.00 60.00 60.00
66 60.00 60.00 60.00 60.00
72 60.00 60.00 60.00 60.00
78 60.00 60.00 60.00 60.00
84 60.00 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 60.00 60.00 60.00 60.00
59.6 102 60.00 60.00 60.00 60.00
66 60.00 60.00 60.00 60.00
72 60.00 60.00 60.00 60.00
78 60.00 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 60.00 60.00 60.00 60.00
59.6 108 60.00 60.00 60.00 60.00
66 60.00 60.00 60.00 60.00
72 59.70 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 114 60.00 60.00 60.00 60.00
59.6 60.00 60.00 60.00 60.00
66 57.89 60.00 60.00 60.00
48 60.00 60.00 60.00 60.00
54 120 60.00 60.00 60.00 60.00
59.6 57.56 60.00 60.00 60.00
66 53.89 60.00 60.00 60.00

NOTE: SEE SHEET 6 FOR VERTICAL
MULLION.
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

i
1900 NE MIAMI COURT, STE. 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL47694
DATE: (05,21.2025

DWG. BY: CHK. BY:

JR HEN

SCALE: NTS

owe.# RWD018

SHEET: REV.

10 —
OF ZU




7/9/2026 3:01 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

FRAME
HEIGHT

FRAME
HEIGHT

]
/

1 1A

2 \2A

13

< I/
I \SEE GLAZING
SASH DETAILS,
HEIGHT SHEETS 2-3
D.LO.
HEIGHT
EXTERIOR INTERIOR
/AN VERTICAL SECTION
\ll/ INSIDE GLAZED - HEAD
INSWING CASEMENT
EXTERIOR INTERIOR
D.LO.
HEIGHT
SASH
HEIGHT SEE GLAZING
DETAILS,
_4h ] SHEETS 2-3

4l

B\ VERTICAL SECTION

NV

INSIDE GLAZED - SILL
INSWING CASEMENT

|

D.L.O.
HEIGHT

i

\
N /\

X FRAME FRAME
/ HEIGHT HEIGHT
SEE GLAZING—/ 11
DETAILS, SASH
SHEETS 2-3 HEIGHT
PANEL
D.L.O. HEIGHT
HEIGHT
EXTERIOR
EXTERIOR INTERIOR =

T\ VERTICAL SECTION

INTERIOR

7B\ VERTICAL SECTION

SEE GLAZING DETAILS,
1 T# /SHEETS 2-3
|

SEE GLAZING DETAILS,
SHEETS 2-3

Q_;/ OUTSIDE GLAZED - HEAD

INSWING CASEMENT

NEY

*NOTE: BLOCKING DEPENDENT
ON INSTALLATION. REFER TO
SHEETS 22-24 FOR MORE

INSIDE GLAZED - MIDRAIL

DETAILS.
EXTERIOR INTERIOR
PANEL
HEIGHT
D.L.O. l
HEIGHT
FRAME
SASH HEIGHT
HEIGHT
SEE GLAZING t
N o
N HEIGHT DANEL
HEIGHT

]
\
N /\

EXTERIOR

INTERIOR

7E\ VERTICAL SECTION

SEE GLAZING DETAILS,
SHEETS 2-3

SEE GLAZING DETAILS,
SHEETS 2-3

/D\ VERTICAL SECTION
1

OUTSIDE GLAZED - SILL
INSWING CASEMENT

N NEY

INSIDE GLAZED - MIDRAIL
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 @%’Vﬁ&%}?ﬁé 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL47694
DATE: (05,21.2025

FL

DWG. BY: CHK. BY:
JR HFN

SCALE: NTS

pwG.# RWDO018

SHEET: REV.

11 ==
OF ZU




7/9/2026 3:01 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

FRAME
HEIGHT

FRAME
HEIGHT

SASH
HEIGHT

SASH
HEIGHT

DETAILS,
SHEETS 2-3
D.L.O.
HEIGHT
EXTERIOR INTERIOR
/AN VERTICAL SECTION
\12/ INSIDE GLAZED - HEAD
OUTSWING CASEMENT
EXTERIOR INTERIOR
D.L.O.
HEIGHT
SEE GLAZING
DETAILS,
T TN, SHEETS 2-3
\

/B VERTICAL SECTION
@ INSIDE GLAZED - SILL

OUTSWING CASEMENT

DETAILS,
SHEETS 2-3

EXTERIOR

T\ VERTICAL SECTION

12/

EXTERIOR

OUTSIDE GLAZED - HEAD
OUTSWING CASEMENT

SEE GLAZING
DETAILS,
SHEETS 2-3

/D\ VERTICAL SECTION

\ T
SEE GLAZING DETAILS, D.LO.
SHEETS 2-3\/ T HEIGHT
| |
FRAME
HEIGHT FRAME
HEIGHT
SASH
HEIGHT T
AN
HEIGHT SEE GLAZING DETAILS, HEIGHT
SHEETS 2-3 l
INTERIOR EXTERIOR INTERIOR
\ J Z ) OUTSIDE GLAZED - MIDRAIL
*NOTE: BLOCKING DEPENDENT
ON INSTALLATION. REFER TO
SHEETS 22-24 FOR MORE
DETAILS.
INTERIOR
SEE GLAZING DETAILS, PANEL
SHEETS 2-3\/ HEIGHT
D.L.O.
HEIGHT i l
FRAME
SASH HEIGHT
HEIGHT
i
FRAME \ T
HEIGHT .
/ ) PANEL
SEE GLAZING DETAILS, HEIGHT
SHEETS 2-3 l
EXTERIOR INTERIOR

7B\ VERTICAL SECTION

12/

OUTSIDE GLAZED - SILL
OUTSWING CASEMENT

\ I Z/ OUTSIDE GLAZED - MIDRAIL
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AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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] _ MIN. EDGE
DISTANCE
SEE TABLE BELOW FOR SUBSTRATE
ANCHOR DETAlLs\éé< /BY OTHERS
MIN. EMBEDMENT 1/2" MAX.
rSHIM SPACE
)+ !
PERIMETER SEALANT
BY OTHERS
EXTERIOR INTERIOR

/A VERTICAL SECTION
\w HEAD - THROUGH FRAME

JAMB AND SILL SIMILAR
INSIDE GLAZED

INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN FOR THROUGH FRAME
INSTALLATION AND TWO (2) INSTALLATION ANCHORS ARE REQUIRED AT EACH ANCHOR LOCATION SHOWN FOR
CLIP AND ANGLE INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH THE DEPICTED LOCATION &
SPACING IN THE ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE
NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM
STACK TO BE 1/2 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE
CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED TO
STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR
HAVE A CORROSION RESISTANT COATING:

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED SPACES
SHALL BE GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641
CLASS 3S, OR EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL BE
STANDARD GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM A123, OR
PROTECTIVE COATING PER TPI 1).

FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS THE
MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING
HOST SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO MORTAR
JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL
OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S INSTALLATION
INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM
STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

SEE TABLE BELOW FOR

PERIMETER SEALANT

—

ANCHOR DETAILS\

MIN. EMBEDMENT

MIN. EDGE
DISTANCE

SUBSTRATE
/ / BY OTHERS

1/2" MAX.
rSHIM SPACE

=

BY OTHERS

1

EXTERIOR

INTERIOR

/B\ VERTICAL SECTION

\17/

HEAD - THROUGH FRAME
JAMB AND SILL SIMILAR

OUTSIDE GLAZED

ANCHOR SCHEDULE
QUANTITY
MIN. MIN. EDGE
METHOD PER SUBSTRATE ANCHOR TYPE
LoeaTioN EMBEDMENT | DISTANCE
_ . #10 / #12 WOOD . ;
WOOD: MIN. SG = 0.55 S 1.50 0.75
METAL: 18 GAUGE STEEL, 410/ 412 3 THREADS MIN
MIN. Fy = 33KS| Ol #12 | PENETRATION | 0.
ALUMINUM: 1/8" MIN., Jpsticyy BEYOND :
THROUGH FRAME 1 6063-T5 STRUCTURE
CONCRETE: f'ic=3000ps| | 3/16"/1/4" ITW 1.25" 2.50"
' TAPCON : :
MASONRY: CMU per ASTM | 3/16" / 1/4" ITW 100" 4.00"
C90 MIN. 2000 PS| TAPCON : :
_ . #10 / #12 WOOD ; ;
WOOD: MIN. SG = 0.55 S 1.50 0.75
ALUMINUM / STEEL METAL: 18 GAUGE STEEL, 3 THREADS MIN
FLAT CLIP, MIN. Fy = 33KS| #10 / #12 PENETRATION
ALUMINUM / STEEL AR SELF-DRILLING 0.50"
ALUMINUM: 1/8" MIN., BEYOND
BENT EXTERIOR CLIP, 5 6063-T5 SCREW STRUCTURE
ALUMINUM / STEEL
BENT INTERIOR CLIP, T
ALUMINUM / STEEL CONCRETE: f'c=3000PS| 3/16TA/P1C/3NITW 1.25" 2.50"
ANGLE
MASONRY: CMU per ASTM | 3/16" / 1/4" ITW 100" 4.00"
€90 MIN. 2000 PS! TAPCON ' :

N
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) MIN.
EMBEDMENT
SUBSTRATE
BY OTHERS
SEE TABLE ON SHEET 17 FOR~\ | MIN. EDGE DISTANCE
ANCHOR DETAILS
] 1/2" MAX.
PERIMETER SEALANT | SHIM spACE
BY OTHERS |
#10 X 1" SCREW , f
#10 X 1" SCREW
EXTERIOR INTERIOR

A\ VERTICAL SECTION

\1 8/ HEAD - ALUMINUM/STEEL BENT EXT. CLIP
JAMB AND SILL SIMILAR
INSIDE GLAZED

MIN. EDGE SEE TABLE ON SHEET 17 FOR

DISTANGE ] - ANCHOR DETAILS
SUBSTRATE
! / BY OTHERS
MIN. EMBEDMENT 1/2" MAX.
rSHIM SPACE
PERIMETER SEALANT }
BY OTHERS
EXTERIOR INTERIOR

/DN VERTICAL SECTION
\15/ HEAD - THROUGH FRAME

JAMB AND SILL SIMILAR
OUTSIDE GLAZED

NOTE: THROUGH FRAME INSTALLATION WITHOUT
BLOCKING ONLY QUALIFIED FOR FLAT PROFILE.

SEE TABLE ON SHEET 17 FOR

MIN. EDGE

SUBSTRATE
/BY OTHERS DISTANCE 1 ~— ANCHOR DETAILS
SEE TABLE ON SHEET 17 FOR
MIN. EDGE DISTANCE
ANCHOR DETAILS SUBSTRATE
I 1/2" MAX. ! BY OTHERS
PERIMETER SEALANT FSHIM SPACE
BY OTHERS = |
- 1 MIN. EMBEDMENT 1/2" MAX.
#10 X 1" SCREW rSHlM SPACE
’ #10 X 1" SCREW
PERIMETER SEALANT L |
BY OTHERS }
EXTERIOR INTERIOR EXTERIOR INTERIOR
\1§/ HEAD - ALUMINUM/STEEL BENT EXT. CLIP \1§/ HEAD - THROUGH FRAME
JAMB AND SILL SIMILAR JAMB AND SILL SIMILAR
OUTSIDE GLAZED INSIDE GLAZED
NOTE: THROUGH FRAME INSTALLATION WITHOUT
BLOCKING ONLY QUALIFIED FOR FLAT PROFILE.
#8 X 1" ANCHOR #8 X 1" ANCHOR
(2) PER ANGLE (2) PER ANGLE
MIN. EDGE MIN. EDGE
| DISTANCE DISTANCE
1/2" MAX. J MIN. EMBEDMENT
SHIM SPACE

PERIMETER SEALANT
BY OTHERS

¥ }
MIN. EM?EDMENT
IEE TABLE ON SHEET 17 FOR
SUBSTRATE

ANCHOR DETAILS
BY OTHERS

EXTERIOR INTERIOR

7B\ VERTICAL SECTION

\1.8/ SILL-3/4" X 3/4" ALUMINUM/STEEL ANGLE
OUTSIDE GLAZED

}
1/2" MAX.
SHIM SPACE |
PERIMETER SEALANT
BY OTHERS SEE TABLE ON SHEET 17 FOR

SUBSTRATE
BY OTHERS

EXTERIOR

ANCHOR DETAILS

7F\ VERTICAL SECTION

INTERIOR

\1 8/ slLL-3/4" X 3/4" ALUMINUM/STEEL ANGLE

INSIDE GLAZED
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#10 X 1" ANCHOR
(2) PER ANGLE

PERIMETER SEE TABLE ON SHEET 17 FOR
SEALANT ANCHOR DETAILS
BY OTHERS

—MIN. EMBEDMENT

l

1/2" MAX. |
SHIM SPACE §
MIN. EDGE
SUBSTRATE DISTANCE
BY OTHERS
EXTERIOR INTERIOR

/AN VERTICAL SECTION

\J 9 /SILL-1/2" X 1-4/5" ALUMINUM/STEEL ANGLE
OUTSIDE GLAZED

SEE TABLE ON SHEET 17 FOR MIN. EDGE
ANCHOR DETAILS ™ = DISTANCE
—MIN. EMBEDMENT

SUBSTRATE— 1/2" MAX.

BY OTHERS / l’smM SPACE
PERIMETER—/%\(- |

SEALANT f
BY OTHERS \

#10 X 1" SCREW

#10 X 1" SCREW
EXTERIOR INTERIOR

D\ VERTICAL SECTION

\19/ HEAD - ALUMINUM/STEEL BENT INT. CLIP
JAMB SIMILAR
INSIDE GLAZED

#10 X 1" ANCHOR
(2) PER ANGLE

PERIMETER SEE TABLE ON SHEET 17 FOR
SEALANT ANCHOR DETAILS
BY OTHERS
—MIN. EMBEDMENT
; <]
1/2" MAX. J
SHIM SPACE §
MIN. EDGE
SUBSTRATE DISTANCE
BY OTHERS
EXTERIOR INTERIOR

B\ VERTICAL SECTION

\J 9 /SILL-1/2" X 1-4/5" ALUMINUM/STEEL ANGLE
INSIDE GLAZED

SEE TABLE ON SHEET 17 FOR . __ MIN. EDGE
ANCHOR DETAILS DISTANCE
—MIN. EMBEDMENT
SUBSTRATE
BY OTHERS
1/2" MAX.
/ I’SHuvl SPACE
\-
PERIMETER = J
SEALANT f
BY OTHERS
#10 X 1" SCREW
#10 X 1" SCREW
EXTERIOR INTERIOR

7B\ VERTICAL SECTION
\l9/ HEAD - ALUMINUM/STEEL FLAT CLIP

JAMB SIMILAR
OUTSIDE GLAZED

SEE TABLE ON SHEET 17 FOR MIN. EDGE
ANCHOR DETAILS - "~ DISTANCE
—MIN. EMBEDMENT

SUBSTRATE —| 1/2" MAX.

BY OTHERS I’SHH\A SPACE
PERIMETER— ) ——— || |

SEALANT f
BY OTHERS \

#10 X 1" SCREW

#10 X 1" SCREW

EXTERIOR INTERIOR

T\ VERTICAL SECTION

\lg/ HEAD - ALUMINUM/STEEL BENT INT. CLIP
JAMB SIMILAR

OUTSIDE GLAZED

SEE TABLE ON SHEET 17 FOR . . MIN. EDGE
ANCHOR DETAILS DISTANCE
—MIN. EMBEDMENT
SUBSTRATE
BY OTHERS

1/2" MAX.
/ FSHIM SPACE
PERIMETER |

SEALANT f
BY OTHERS

#10 X 1" SCREW

#10 X 1" SCREW
EXTERIOR INTERIOR

7F\ VERTICAL SECTION

\lg/ HEAD - ALUMINUM/STEEL FLAT CLIP
JAMB SIMILAR

INSIDE GLAZED
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PH: (954)399-8478

FAX: (954)744.4738
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SEE TABLE ON SHEET 17 FOR
ANCHOR DETAILS

#10 X 1/2" ANCHOR
(2) PER ANGLE

—MIN. EMBEDMENT

1/2" MAX. J
SHIM SPACE
PERIMETER
o oo
SUBSTRATE DISTANCE
BY OTHERS
EXTERIOR INTERIOR

/R VERTICAL SECTION

\Z(ysm -1/2" X 1-4/5" ALUMINUM/STEEL ANGLE
OUTSIDE GLAZED

#10 X 1/2" ANCHOR
(2) PER ANGLE

SEE TABLE ON SHEET 17 FOR
ANCHOR DETAILS

—MIN. EMBEDMENT

1/2" MAX. J
SHIM SPACE
PERIMETER
SEALANT MIN. EDGE
BY OTHERS SUBSTRATE DISTANCE
BY OTHERS
EXTERIOR INTERIOR

/B\ VERTICAL SECTION

\ 20 /5ILL- 1/2" X 1-4/5" ALUMINUM/STEEL ANGLE
INSIDE GLAZED

\
REILLY

ARCHITECTURAL

901 Burman Blvd, Building 701 Calverton, NY 11933
P 631-208-0710 F 631-208-07 | www.reillyarch.com

O] Q,,,
Zz Z: g
== wn 4
nOo D_GNWﬁQ‘
526 2 O:Z3fs
o0=<L < Ea3ma T <
;D. — AozmnlX3
o3 s w —;wﬁg
== o 03s8232
O9z= « >332k E
ZWN O ZL&gs
==TI T oz &
oz 2 =r
225 < 2 -
= .. M
n O >
N~ o wa
= fa) =
w o
m =
i < o £
o W =
= o H
(= a =
REMARKS BY | DATE
2026 FBC UPDATE LS |06/26

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

BNk F\
1900 @%’Vﬁ&%}?ﬁé 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL47694
DATE: (05,21.2025

FL

DWG. BY: CHK. BY:

JR HEN

SCALE: NTS

owe.# RWD018

SHEET: REV.

20 —
OF ZU




7/9/2026 3:01 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

~
T

11.06"|
|

11.06"|
|

bl

2.95"

L

11.06"|
|

;.

2.95"

2

1.97"

2.95"

=N

\-

——I 2.56"

T

2.95"

i —

T

2.89"

LB

——I 2.56"
=

2.96"

I —

2.54"

T

2.95"

=

1.06"

"?_

2.95"

i

i1-65" |<— ——|1.06"|<—

T

2.95"

L

1.97"

|<—

T

2.95"

I —

== — 256"

QUALIFIED FRAME PROFILE OPTIONS

—>|1-06"|<— 1.06" [~ 047" —>|1.06"|<— ——
T TR TH T
2.89" 2.95" 2.95" 2.95" 2.95"

! | i

—_;' 1.65" [=— _—_—|1.06"’«

B
2.95" 2.95"

L LB

——I 1.65" |<—
T

2.95"

_—_—|1.06"’«

2.95"

T

2.95"

Lt

2.56"

I__ 256" 1.97" |—— ——I 2.56" |<—

|<— 0.47"

—1.65" |=—

——I 1.97" ’«

i | T

2.95" 2.95" 2.95" 2.95"

I

2.95"

2.56"

——| 2.56" |<———| 2.56" |« 315" f=— —f

T

2.95"

L

t B

2.95" 2.95"

1 I —

"s—m

2.95" 2.95"

I

——I |<— 0.47"
T'H

2.95"

V-

——|1 65"

2.95"

N —

= 315" —=

——| 1.97"

—>| |<— 0.47"

"?_

2.95"

]

»‘ 1.65" |<—

2.95"

[=— 3.15" —=
i

T

2.95"

i

g —

2.95"

I

f=— 3.15" ——|

2.95"

L

—
T

2.95"

!

1.97"

\
REILLY

ARCHITECTURAL

901 Burman Blvd, Building 701 Calverton, NY 11933
P 631-208-0710 F 631-208-07 | www.reillyarch.com

O Qm
Zz Z: g
== oy 4
nor SGaRd s
EQ5 2 S=358¢
Zg O x3ha3E
O=a F¢ o8z3Ls
o3 s a == 33
(DE:’ o V33883
ZuNg 4 Z355%%
§§I o o=z &
gz 9 =1
225 o D
= .. M
n O >
N~ o wa
= [a S
w =
m ]
i g o £
= o g
= o H
[ a &=
REMARKS BY | DATE
2026 FBC UPDATE LS |06/26

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

N Z
~ 7~
N z
~ =
=% * =
== @ —
-— ~
= S
=~ ; N
2 IO

/
/ ."--’

'ﬂrmmm*

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:

FL47694
oate: 05.21.2025

DWG. BY: CHK. BY:
JR HFN

SCALE: NTS

pwG.# RWDO018

SHEET: REV.

21 —°
OF ZQ




7/9/2026 3:01 PM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\reilly architectural\cc-26-0587.1 - 2026 code change\dwgs\fl47694-r0\rwd018.dwg

T
@

BILL OF MATERIALS 19 BLOCKING PE VARIES
ITEM# DESCRIPTION MATERIAL | MANUFACTURER 20 BLOCKING PE VARIES
1 FRAME JAMB BRONZE OTTOSTUMM 21 BLOCKING PE VARIES
1A FRAME JAMB VARIES OTTOSTUMM 22 BLOCKING PE VARIES
2 SASH BRONZE OTTOSTUMM ALU?&F,\][JT'\? or
23 BENT EXTERIOR CLIP STAINLESS REILLY
2A SASH VARIES OTTOSTUMM
STEEL
3 SILL BRONZE REILLY 24 SASH BRONZE OTTOSTUMM
3A SILL VARIES REILLY 24A SASH VARIES OTTOSTUMM
4 SASH BRONZE OTTOSTUMM 25 FRAME JAMB BRONZE OTTOSTUMM
4A SASH VARIES OTTOSTUMM 25A FRAME JAMB VARIES OTTOSTUMM
5 BLOCKING PE VARIES 6061-T6
26 FLAT CLIP ALUMINUM OR REILLY
s KEEPER STAINLESS SEILLY STAINLESS
STEEL STEEL
7 NUT BAR STAINLESS REILLY 6061-T6
STEEL Lo ALUMINUM OR
STAINLESS 27 3/4" X 3/4" ANGLE STAINLESS REILLY
8 KEEPER REILLY
STEEL STEEL
9 LOCKING POINT VARIES REILLY 28 1/2" X 5" BAR STEEL REILLY
10 OPPERATOR STEEL OTTOSTUMM 29 2-1/2" X 1/2" BAR STEEL REILLY
6061-T6
11 HINGE BRASS SWF ALUMINUM OR
30 BENT INTERIOR CLIP STAINLESS REILLY
12 FRICTION ADJUSTER STAINLESS CALDWELL STEEL
STEEL
13 WEATHER STRIPPING N/A OTTOSTUMM
14 WEATHER STRIPPING N/A OTTOSTUMM le— 3.01" »I le— 3.01" »‘
15 END CAP COMPOSITE REILLY J —{
2.14" . 2.14" "
6061-T6 + 1.56 + 1.56
; \ ALUMINUM OR _
16 1/2" X 1-4/5" ANGLE STAINLESS REILLY T T
STEEL
SILL SILL
17 FRAME JAMB BRONZE OTTOSTUMM @ RONZE ARIES
17A FRAME JAMB VARIES OTTOSTUMM
18 LOCKING RAIL BRONZE OTTOSTUMM { [~— 335" —
18A LOCKING RAIL VARIES OTTOSTUMM ﬂ [@ @] 0.79"
1.72"
0.12" —w—fjm—o
f I* 2.62" +|

)%

BLOCKING KEEPER

STAINLESS STEEL

®)

@)

——I |<— 0.20"

@

L|<— 2.95" »I

FRAME JAMB
BRONZE

_{

L 1.06"

.—r l~— 2.95" »‘T

@)

SASH
BRONZE

i

1.65"

T

SASH
BRONZE
|<— 3.35" ——|
B[ o o]

NUT BAR
STAINLESS STEEL

0.31"

L|<— 2.95" >|
1.65" H

FRAME JAMB
VARIES

i

F—e—e—ﬂ Hoe"

TI«— 2.95"

J7

SASH
VARIES

TEI

1.65" E——— o

SASH
VARIES

|<— 3.35" ——|i

U 1.77"

N

0.37"

T 0.12" _HP_J T

KEEPER
STAINLESS STEEL
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