
1 3/8"
1/2" LAMINATED GLASS

CONSISTING OF:
3/16" H.S.

0.090" KURARAY SENTRYGLAS
3/16" H.S.

1/4" LAMINATED GLASS
CONSISTING OF:

1/8" H.S.
0.015" KURARAY TROSIFOL

1/8" H.S.

5/8" TECHNOFROM
M SPACER

EXTERIOR INTERIOR

TENABOND 124M

1/2" MIN.
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7'-0 1/16" MAX. OVERALL WIDTH

7 13/16"
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 1
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"
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-3
 1
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3'
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 1
5/

16
"

EXTERIOR ELEVATION

ACTIVE LEAF INACTIVE LEAF

2'-10 7/16" MAX.
DLO WIDTH

7'
-3

 5
/1

6"
 M

AX
. D
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 H
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H
T

16" MAX SPACING

3" MAX.
FROM

CORNER
TYP. ALL

CORNERS

11 1/16" MAX.
SPACING

TYP. AT JAMBS

9 ANCHOR CLUSTER
SEE DETAIL D/2

9 ANCHOR CLUSTER
SEE DETAIL C/2

16" MAX SPACING

GENERAL NOTES:

1.) THIS PRODUCT HAS BEEN DESIGNED AND TESTED TO COMPLY WITH THE
REQUIREMENTS OF THE 2023 FLORIDA BUILDING CODE, 8TH EDITION, INCLUDING
THE HIGH VELOCITY HURRICANE ZONE (HVHZ). AN APPROVED IMPACT PROTECTIVE
SYSTEM IS NOT REQUIRED ON THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

2.) DESIGN LOADS ARE BASED ON ALLOWABLE STRESS DESIGN, ASD. POSITIVE DESIGN
LOADS ARE BASED ON WATER TEST PRESSURE, STRUCTURAL/CYCLE TEST PRESSURE,
AND GLASS ANALYSIS PER ASTM E1300. NEGATIVE DESIGN LOADS ARE BASED ON
STRUCTURAL/CYCLE TEST PRESSURE AND GLASS ANALYSIS PER ASTM E1300.

3.) THE 4/3 ALLOWABLE STRESS INCREASE FACTOR HAS NOT BEEN USED IN THE
ANCHOR ANALYSIS FOR THIS SYSTEM. THE 1.6 Cd FACTOR WAS USED IN THE
ANALYSIS OF ANCHORAGE INTO WOOD SUSTRATE.

4.) INSTALLATION OF 1X OR 2X WOOD BUCKS TO THE SUBSTRATE TO BE ENGINEERING
BY OTHERS OR APPROVED BY THE AHJ (AUTHORITY HAVING JURISDICTION). WOOD
BUCKS AND BUCK FASTENERS MUST BE PROPERLY DESIGNED AND INSTALLED BY
OTHERS, IN ACCORDANCE WITH THE FLORIDA BUILDING CODE TO TRANSFER
SUPERIMPOSED LOADS TO THE STRUCTURE. ADEQUACY OF THE STRUCTURE TO
TRANSFER THESE LOADS SHALL BE VERIFIED BY THE CONTRACTOR OR AHJ.

5.) DISSIMILAR MATERIALS THAT COME INTO CONTACT SHALL BE COATED OR
OTHERWISE PROTECTED TO PREVENT GALVANIC REACTIONS. ALL ANCHORS USED
SHALL BE OF A MATERIAL OR HAVE A COATING COMPATIBLE WITH THE PRESSURE
TREATED WOOD BUCKS AND ALL OTHER MATERIALS. ALL WOOD BUCKS SHALL BE
PRESSURE TREATED.

6.) ALL HARDWARE AND FASTENERS SHALL BE IN ACCORDANCE WITH THIS
DOCUMENT, OR AS SIGNED AND SEALED BY A FLORIDA REGISTERED PROFESSIONAL
ENGINEER ON A PROJECT SPECIFIC BASIS.

7.) SEALING AND FLASHING OF THE OPENING FOR OVERALL WATER INFILTRATION
RESISTANCE OF THE INSTALLED PRODUCT IS NOT ADDRESSED IN THIS DOCUMENT
AND SHALL BE THE RESPONSIBILITY OF OTHERS.

DESIGN PRESSURE RATING IMPACT RATING

+70 / -70 PSF LARGE AND SMALL
MISSILE IMPACT RESISTANT

SHEET DESCRIPTION
1 ELEVATION, GLASS, GENERAL NOTES, DESIGN PRESSURE
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3 DETAILS
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SEE TABLE 1

MIN. EMBEDMENT
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MIN. EDGE
DISTANCE

SEE TABLE 1

SEE DETAIL C/2
FOR ANCHOR CLUSTER
LAYOUT

1/4" MAX.
SHIM

SUBSTRATE BY OTHERS
TO PROVIDE FULL BEARING
SUPPORT OF DOOR SILL
FOR POSITIVE LOADS

1/4" MAX.
SHIM
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SEE TABLE 1

M
IN

.
EM

BE
D

M
EN

T
SE

E 
TA

BL
E 

1

SUBSTRATE
BY OTHERS

SEE TABLE 1 SEE DETAIL D/2
FOR ANCHOR CLUSTER
LAYOUT

25

24

22

26

18

19

27

28

17

16

29

23

17

18

26
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MIN. SPACING
SEE TABLE 1

MIN. SPACING
SEE TABLE 1

MIN. SPACING
SEE TABLE 1

TABLE 1. INSTALLATION ANCHORS

GENERAL ANCHOR NOTES:

1.) INSTALL ANCHORS AT EACH LOCATION WITH SPACING SHOWN
2.) SHIMS SHALL BE LOAD-BEARING PLASTIC OR METALLIC AND CAPABLE OF
TRANSFERRING LOADS TO SUBSTRATE.
3.) MINIMUM OF 3 THREADS BEYOND THE METAL SUBSTRATE.
4.) SPECIFIED ANCHOR EMBEDMENT TO SUBSTRATE SHALL BE BEYOND STUCCO OR
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