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GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT
EDITION FLORIDA BUILDING CODE (FBC),
INCLUDING HVHZ AND HAS BEEN EVALUATED
ACCORDING TO THE FOLLOWING:

· ASTM E283-19
· ASTM E330-14(21)
· ASTM E331-00(16)
· ASTM E1886-19
· ASTM E1996-20
· TAS 201-94
· TAS 202-94
· TAS 203-94

2. ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X FRAMING, AND METAL
FRAMING AS A MAIN WIND FORCE RESISTING
SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE
PROJECT OF INSTALLATION.

3. 1X AND 2X BUCKS (WHEN USED) SHALL BE
DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO THE STRUCTURE.  BUCK
DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT
OF RECORD FOR THE PROJECT OF INSTALLATION.

4. INSTALL INDIVIDUAL INSTALLATION ANCHORS
WITHIN A TOLERANCE OF ±1/4 INCH OF THE
DEPICTED LOCATION IN THE ANCHOR LAYOUT
DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR
TO THE NEXT.

5. THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE.  IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL
PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT.

6. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT
REQUIRED ON THIS PRODUCT IN AREAS
REQUIRING WIND BORNE PROTECTION.

7. DOOR FRAME AND DOOR MATERIAL: ALUMINUM
(6063-T6).

8. GLASS MEETS THE REQUIREMENTS OF ASTM E
1300 GLASS CHARTS.  SEE SHEET 1 FOR GLAZING
DETAILS.

9. SEE SHEET 4 FOR WATER RATING NOTE

5
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ELEVATIONS AND HINGE DETAILS
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE

FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.

10
/2

2/
20

25
 3

:2
7 

PM
c:

\u
se

rs
\m

en
gq

isu
n\

bu
ild

in
g 

dr
op

s,
 in

c\
bu

ild
in

g 
dr

op
s 

la
nd

in
g 

- c
om

m
on

\p
ro

je
ct

s\
ka

w
ne

er
 c

om
pa

ny
\fb

c-
24

-1
04

1.
1 

- f
bc

 s
ub

m
itt

al
 - 

al
um

in
um

 e
nt

ra
nc

e 
do

or
 p

ro
du

ct
s\

dw
gs

\k
aw

04
2.

dw
g

16

FL47880
FL #:

PR
EP

AR
ED

 B
Y:

HERMES F. NORERO, P.E.
FLORIDA P.E. No 73778
BUILDING DROPS, INC

1900 NE MIAMI CT. SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

35
0/

50
0 

IR
 8

 F
T.

 T
AL

L
O

U
TS

W
IN

G 
DO

O
RS

(H
VH

Z)
(IM

PA
CT

)

   
BU

IL
DI

NG
 D

RO
PS

, I
NC

.
19

00
 N

E 
M

IA
M

I C
T.

 S
UI

TE
 2

-1
5

M
IA

M
I, 

FL
 3

31
32

PH
: (

95
4)

39
9-

84
78

FA
X:

 (9
54

)7
44

.4
73

8
W

EB
: w

w
w

.b
ui

ld
in

gd
ro

ps
.c

om

KAWNEER COMPANY, INC.
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NORCROSS, GA 30092
PH: (770) 449 - 5555

HORIZONTAL SECTIONS

7

8

GLAZING NOTES:
1. GLASS TYPE COMPLIES WITH ASTM

E1300 REQUIREMENTS. PER THE FBC
TEMPER AND SAFETY GLAZING
REQUIREMENTS SHALL BE
REVIEWED ON A SITE SPECIFIC
BASIS.

2. SETTING BLOCK DUROMETER
HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT
1/4 SPAN LENGTH FOR GLASS
WIDER THAN 36" AS PER FBC
CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY
NOT EXCEED MAX VALUES SHOWN
HEREIN.

9

10

11

GLAZING LEGEND:
I. GLAZING OPTIONS FOR GLAZING DETAIL 3:
· 3A. -  0.090" KURARAY SG
· 3B. -  0.090" BUTACITE PVB
· 3C. -  0.090" SAFLEX STORM (EASTMAN CHEMICAL CO.)
II. GLAZING OPTIONS FOR GLAZING DETAIL 4:
· 4A. - 0.090" SAFLEX STORM (EASTMAN CHEMICAL CO.)
· 4B. -  0.090" KURARAY SG
· 4C. - 0.077" SAFLEX STORM (EASTMAN CHEMICAL CO.)
· 4D. -  0.100" SAFLEX STORM (EASTMAN CHEMICAL CO.)
· 4E. - 0.090" KURARAY BUTACITE PVB
III. GLAZING OPTIONS FOR GLAZING DETAIL 5:
· 5A. -  0.090" SAFLEX STORM (EASTMAN CHEMICAL CO.)
· 5B. -  0.090" KURARAY BUTACITE PVB
· 5C. -  0.090" KURARAY SG
· 5D. -  0.077" SAFLEX STORM (EASTMAN CHEMICAL CO.)

ANCHOR DETAILS, SCHEDULE AND INSTALLATION NOTES

VERTICAL SECTIONS

CORNER & FRAME END CONSTRUCTION:

1. FRAME HEAD CORNER (IR500/501): HEAD IS
SQUARE CUT, BUTTED TO SIDE, FASTENED WITH
THREE (3) NO. 12 X 1" S.S. PHTFS FASTENERS
THROUGH THE SIDE MEMBER INTO THE HEAD
MEMBER SCREW SPLINES & SEALED WITH
SILICONE.

2. FRAME HEAD CORNER (TRIFAB 450/451 FRAME):
HEAD IS SQUARE CUT, BUTTED TO SIDE, SECURED
WITH SHEAR BLOCK ITEM #16 (SEE SECTIONS G/9 &
M/10) & SEALED WITH SILICONE.

3. FRAME SILL CORNER: SILL IS SQUARE CUT, BUTTED
TO SIDE, SECURED TO THE SIDE MEMBER USING A
PIVOT ASSEMBLY OR STEEL CLIP, FASTENED WITH
THREE (3) NO. 12-24 X 3/8" FHMS AT THE FRAME &
TWO (2) NO. 12-24 X 3/8" FHMS AT THE SILL, &
SEALED WITH SILICONE.

4. DOOR PANEL CORNERS: VERTICAL STILES RUN
THROUGH AND ARE SECURED TO THE RAILS AT THE
TOP & BOTTOM WITH 1/4" THICK EXTRUDED 
CHANNELS. EACH CHANNEL IS FASTENED TO THE
STILE & RAIL WITH 1/4-20 X 3/4" PHMS & 3/16"
THICK STEEL NUT PLATES. THE INTERSECTION OF
EACH CORNER JOINT WAS WELDED WITH A 1/2"
DIA. PLUG WELD AND A 1-1/8" LONG FILLET WELD
AT BOTH WEBS OF THE RAIL.

5. MIDRAIL ENDS: SECURED TO THE VERTICAL RAILS
WITH FOUR EACH 1-1/8” LONG FILLET WELDS.

GLAZING DETAIL 1
DRY GALZED

7/8" MAX.
GLASS BITE

1" O.A. I.G. LAMINATED
GLASS CONSISTING OF:
3/16" TEMPERED GLASS
3/8" ALUMINUM SPACER
3/16" HEAT STRENGTHENED GLASS
0.090" TROSIFOL PVB
3/16" HEAT STRENGTHENED GLASS

INTERIOREXTERIOR

GLAZING DETAIL 2
DRY GLAZED

7/8" MAX.
GLASS BITE

9/16" O.A. LAMINATED
GLASS CONSISTING OF:
1/4" HEAT STRENGTHENED GLASS
0.090" SENTRYGLAS BY KURARAY
1/4" HEAT STRENGTHENED GLASS

INTERIOREXTERIOR

19 1919 19

GLAZING DETAIL 4
TAPE GLAZED

3/4" MAX.
GLASS BITE

9/16" O.A. LAMINATED
GLASS CONSISTING OF:
1/4" HEAT STRENGTHENED GLASS
*SEE GLAZING LEGEND FOR INTERLAYER
1/4" HEAT STRENGTHENED GLASS

INTERIOREXTERIOR

GLAZING DETAIL 3
TAPE GLAZED

3/4" MAX.
GLASS BITE

1" O.A. I.G. LAMINATED
GLASS CONSISTING OF:
3/16" TEMPERED GLASS
3/8" ALUMINUM SPACER
3/16" HEAT STRENGTHENED GLASS
*SEE GLAZING LEGEND FOR INTERLAYER
3/16" HEAT STRENGTHENED GLASS

INTERIOREXTERIOR

3M COMP.
TAPE

3M COMP.
TAPE19

20

19 20

GLAZING DETAIL 5
WET GLAZED

3/4" MAX.
GLASS BITE

9/16" O.A. LAMINATED
GLASS CONSISTING OF:
1/4" HEAT STRENGTHENED GLASS
*SEE GLAZING LEGEND FOR INTERLAYER
1/4" HEAT STRENGTHENED GLASS

INTERIOREXTERIOR

DOW 995 OR
TREMCO
PROGLAZE SSG

19
20

12

13

COMPONENTS

14 BILL OF MATERIALS AND COMPONENTS

COMPONENTS

ANCHOR DETAILS

ANCHOR DETAILS

HORIZONTAL SECTIONS

15

VERTICAL SECTIONS

16

ANCHOR LAYOUTS

DESIGN PRESSURE RATING - LOCK

MAXIMUM DOOR LEAF
DIMENSION (IN.) LOCK OPTION

DESIGN
PRESSURE
(+/- PSF)

WIDTH HEIGHT

48

96

SARGENT AD8400 70
48 ADAMS RITE G86 70
48 CALIBRE 9100 70

48 VON DURPIN
HH-KAW-9947 65

48 JACKSON 2086 90
42 KAWNEER 1686 90
48 KAWNEER 1686 70
48 PANELINE CR-90 70

48
CORBIN RUSSWIN

ED5200S(A) 50

36 FALCON HH1690 65
48 LOCK OPTION 1* 70
42 LOCK OPTION 1* 90
48 LOCK OPTION 2* 90

DESIGN PRESSURE RATING - GLASS

MAXIMUM DOOR LEAF
OPENING WIDTH (IN.) GLAZING

DETAIL
GLASS

OPTION

DESIGN
PRESSURE
(+/- PSF)SINGLE

DOOR
DOUBLE
DOOR

48

96

DRY 1 & 2 70

48 WET 5A & 5B 65

48 TAPE 4A, 4B, 4D,
& 4E 70

48 TAPE 3A & 4C 90
42 84 WET 5C & 5D 90
48 96 TAPE 3B & 3C 60

* LOCK OPTION SEE SHEET 2.
** THE LESSER PRESSURE IN ANY ONE TABLE SHALL CONTROL AS THE ALLOWABLE PRESSURE ON THE DOOR ASSEMBLY.



MAX. FRAME WIDTH

MAX. LEAF
WIDTH

MAX. D.L.O.
WIDTH

MAX.
FRAME
HEIGHT

MAX.
LEAF

HEIGHT

MAX.
D.L.O.

HEIGHT

ELEVATION

MAX. FRAME WIDTH

MAX. LEAF
WIDTH

MAX. D.L.O.
WIDTH

MAX.
FRAME
HEIGHT

MAX.
LEAF

HEIGHT

MAX.
D.L.O.

HEIGHT

ELEVATION

MAX. FRAME
WIDTH

MAX. LEAF
WIDTH

MAX. D.L.O.
WIDTH

MAX.
FRAME
HEIGHT

MAX.
LEAF

HEIGHT

MAX.
D.L.O.

HEIGHT

ELEVATION

MAX.
D.L.O.

HEIGHT
A
8

B
8

A
5

C
6

A
6

5
C

5
F

5
G

A
5 5

C
5
F

5
G

A
5 5

C
5
F

5
G

8
D

B
8

8
D

8
C

OPP.

A
8

8
C

6
B

A
8

8
C

OPP.

A
8

8
C

OPP.
A
6 6

B A
6 6

B

D
9

9
E

8
C

OPP.

9
C

OPP.

OPP.

IR350/500 OUTSWING DOOR - LOCK SCHEDULE

LOCK INACTIVE ACTIVE

LOCK 1
KAWNEER FLUSH BOLTS WITH

KAWNEER'S PUSH/PULL PACKAGE
ADAMS-RITE M51850 3-POINT LOCK
SYSTEM WITH KAWNEER'S CYLINDER

LOCK 2
ADAMS-RITE 2180 2-POINT LOCK

SYSTEM WITH KAWNEER'S
PUSH/PULL PACKAGE

ADAMS-RITE M51850 3-POINT LOCK
SYSTEM WITH KAWNEER'S
CYLINDER, THUMBTURN &

PUSH/PULL PACKAGE

OPP.

MAX.
DOOR
PANEL
HEIGHT

MAX.
DOOR
PANEL

HEIGHT

PH/(NO. OF
HINGES -

(16-19/32"))

(PH/NO OF
HINGES -
(11.34"))

EQUAL

EQUAL

3-HINGE
CONDITION

4-HINGE
CONDITION

PIVOT HINGE LOCATION

MAX.
DOOR
PANEL

HEIGHT

MAX.
DOOR
PANEL

HEIGHT

EQUAL

EQUAL

EQUAL

EQUAL

EQUAL

3-HINGE
CONDITION

4-HINGE
CONDITION

6-3/16" 6-3/16"

9-3/4" 9-3/4"

BUTT HINGE LOCATION

LEGEND:
1. PH = PANEL HEIGHT
2.       = HINGE LOCATION
3. UNITS WITH 3 HINGES ARE LIMITED TO A DESIGN PRESSURE OF

70 PSF AND ARE APPLICABLE TO UNITS WITH A MAXIMUM
HEIGHT OF 90".

4. UNITS WITH 4 HINGES ARE LIMITED TO A DESIGN PRESSURE OF
90 PSF.

A
8

D
6

NOTE:
· FW = FRAME WIDTH
· FH  = FRAME HEIGHT
· FOR DOUBLE DOORS DIVIDE D.O.(W) BY TWO FOR D.L.O. WIDTH
DOOR LEAF CLEARANCE:
· 1/8" CLEARANCE AT HEAD AND JAMBS AND 11/16" CLEARANCE AT SILL
· 3/32" HINGE & LOCK CLEARANCE AT JAMBS

IR350/500 OUTSWING DOOR - DOOR LEGEND

FRAME SERIES STILE SERIES
DOOR OPENING (D.O.) D.L.O.

WIDTH (W) HEIGHT (H) WIDTH (W) HEIGHT (H)

500/501
FRAME

500 SERIES
FW - 5.00" FH - 2.50"

D.O.(W) - 12-3/16" D.O.(H) - 14-5/16"

350 SERIES D.O.(W) - 9-3/16" D.O.(H) - 12-13/16"

521 FRAME
500 SERIES

FW - 5.50" FH - 2.50"
D.O.(W) - 12-3/16" D.O.(H) - 14-5/16"

350 SERIES D.O.(W) - 9-3/16" D.O.(H) - 12-13/16"

450 FRAME
500 SERIES

FW - 3.50" FH - 1.75"
D.O.(W) - 12-3/16" D.O.(H) - 14-5/16"

350 SERIES D.O.(W) - 9-3/16" D.O.(H) - 12-13/16"
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE

FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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ANCHOR LAYOUT
IR500/501 STORE FRONT

ANCHOR LAYOUT
IR500/501 STORE FRONT

6" MAX.
FROM

CORNERS

19.25" MAX.
O.C. SPACING 3" MAX. O.C. SPACING

3" MAX. O.C. SPACING

6" MAX.
FROM

CORNERS

14-3/8"
MAX. O.C.

SPACING

7-1/2"
MAX. FROM
CORNERS19" MAX. O.C.

SPACING

6" MAX.
FROM CORNERS

20.5" MAX. O.C.
SPACING

6" MAX.
FROM

CORNERS

14-3/8"
MAX. O.C.

SPACING

ANCHOR LAYOUT
TRIFAB 450/451

ANCHOR LAYOUT
TRIFAB 450/451

6" MAX.
FROM

CORNERS

18.5" MAX.
O.C. SPACING 3" MAX. O.C. SPACING

3" MAX. O.C. SPACING

6" MAX.
FROM

CORNERS

14-3/8"
MAX. O.C.

SPACING

7-1/2"
MAX. FROM
CORNERS18.25" MAX. O.C.

SPACING

6" MAX.
FROM CORNERS

19" MAX. O.C.
SPACING

6" MAX.
FROM

CORNERS

14-3/8"
MAX. O.C.

SPACING

ANCHOR LAYOUT
ALTERNATE HINGE INSTALLATION

(BUTT & PIVOT HINGE ONLY)

19" MAX. O.C.
SPACING

7-1/2"
MAX. FROM
CORNERS

17.5" MAX. O.C.
SPACING

7-1/2"
MAX. FROM
CORNERS

5.00"
3.00"

5.00"
3.00"

5.00"
3.00"

5.00"
3.00"

6" MAX.
FROM

CORNERS

6" MAX.
FROM

CORNERS

14-3/8"
MAX. O.C.

SPACING

6" MAX.
FROM

CORNERS

ANCHOR LAYOUT
ALTERNATE HINGE INSTALLATION

(BUTT & PIVOT HINGE ONLY)

APPLICABLE WITH TRIFAB 450/451
& IR500/501

NOTE: AT HEAD & SILL CLUSTER ANCHORS AS SHOWN
AT MEETING STILE ENDS SPACED 3" O.C..
· USE 6 CLUSTERS WITH ANCHOR TYPE A,
· USE 5 CLUSTERS WITH ANCHOR TYPE B, C, D 7 F.

(ANCHOR E IS NOT APPLICABLE AT HEAD/SILL)

APPLICABLE WITH TRIFAB 450/451
& IR500/501
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MAX.
LEAF

HEIGHT

MAX. FRAME WIDTH

MAX.
FRAME
HEIGHT

MAX. FRAME WIDTH

ELEVATION ELEVATION
DOORS INSIDE IR-500 OR IR-501

STORE FRONT SYSTEM
(UNDER SEPARATE APPROVAL)

DOORS INSIDE 1600 SYSTEM 1
CURTAIN WALL

(UNDER SEPARATE APPROVAL)

B
10

A
9

B
9

A
9

E
5

D
5

OPP.

B
8

A
6

8
D

6
B

B
8

A
6

8
D

6
B

OPP.

5
B NOTE: CURTAIN WALL AND

STOREFRONT UNDER SEPARATE
APPROVAL. FRAMING REQUIREMENTS
AND INSTALLATION UNDER SEPARATE
APPROVAL FOR STOREFRONT AND
CURTAIN WALL CONFIGURATIONS.
LESSER ALLOWABLE PRESSURE RATING
OF THE DOORS & STOREFRONT/
CURTAIN WALL SHALL CONTROL FOR
THE O.A. ASSEMBLY

ELEVATION
DOORS INSIDE IR-521
STOREFRONT SYSTEM
(UNDER SEPARATE APPROVAL)

D
10

E
10

C
7

B
10

A
10

7
D

ELEVATION
IR-521 FRAME

STOREFRONT SYSTEM
(UNDER SEPARATE APPROVAL)

C
10

A
7 7

B

B
6

D
10

OPP.

OPP.

MAX. FRAME
WIDTH

MAX. LEAF
WIDTH MAX. D.L.O.

WIDTH

MAX.
FRAME
HEIGHT

MAX.
LEAF

HEIGHT

MAX.
D.L.O.

HEIGHT

MAX.
FRAME
HEIGHT

MAX. FRAME WIDTH

B
8

8
A

B
6

WATER RATING NOTE:

THESE DOOR UNITS ARE NOT
APPROVED FOR USE WHERE WATER
INFILTRATION RESISTANCE IS REQUIRED
BY THE DOOR UNLESS ONE OF THE
FOLLOWING APPLIES:

· UNITS ARE INSTALLED IN
NON-HABITABLE AREAS WHERE
THE UNIT AND THE AREA ARE
DESIGNED TO ACCEPT WATER
INFILTRATION.

· UNITS ARE INSTALLED AT A
LOCATION PROTECTED BY A
CANOPY OR OVERHANG, WHEREBY
THE OVERHANG (OH) RATIO IS
EQUAL TO OR MORE THAN 1.0 PER
FBC.

· IF THE DOOR IS INSTALLED IN AN
IR-501 SYSTEM THAT: HAS THE
HEAD JAMB WEATHER SEAL
SHOWN IN SECTIONS A1 OR A5,
HAS A SILL & SILL DAM ASSEMBLY
AS SHOWN IN SECTION D2, IF A
DOUBLE DOOR, HAS MEETING
STILE COVERS AS SHOWN IN
SECTION E1, USES THE 2-POINT
LOCK UNDER PART NUMBER 40 OR
42 AT INACTIVE PANELS,USES THE
3-POINT LOCK UNDER PART
NUMBER 39 OR 41 AT ACTIVE
PANELS,USES THE GEAR OR BUTT
HINGES UNDER PART NUMBER 36
OR 37.

NOTE: THE POSITIVE PRESSURE ON A
WATER-RATED DOOR MAY NOT EXCEED
+80 PSF.
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5
VERTICAL SECTION

IR500/501 FRAME HEADER
A

5
VERTICAL SECTION

IR500/501 FRAME HEADER
C

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

INTERIOREXTERIOR
INTERIOREXTERIOR

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

SEE GLAZING
DETAILS,
SHEET 1

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

5 1600 CURTAIN WALL HEAD

VERTICAL SECTION
TYP. HEAD DETAIL

B

INTERIOREXTERIOR

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

INTERIOREXTERIOR

SEE GLAZING
DETAILS,
SHEET 1

5 1600 CURTAIN WALL HEAD

VERTICAL SECTION
TYP. HEAD DETAIL

D

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

INTERIOREXTERIOR

SEE GLAZING
DETAILS,
SHEET 1

5 TRIFAB 451 FRAME

VERTICAL SECTION
TYP. HEAD DETAIL

G

FRAME
HEIGHT

LEAF
HEIGHT

INTERIOREXTERIOR

5 TRIFAB 450 FRAME

VERTICAL SECTION
TYP. HEAD DETAIL

F

5 IR500/501 STOREFRONT SYSTEM

VERTICAL SECTION
TYP. HEAD DETAIL

E
1600 CURTAIN WALL
UNDER SEPARATE
APPROVAL

31

27

32

 1

2

 1

2
26

27

32

2

10
25

32

26

11

5

1600 CURTAIN WALL
UNDER SEPARATE
APPROVAL

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

INTERIOREXTERIOR

SEE GLAZING
DETAILS,
SHEET 1

IR500/501
STOREFRONT
UNDER SEPARATE
APPROVAL

4

19

4A

4

19

4A

SEE GLAZING
DETAILS,
SHEET 1

4

19

4A

SEE GLAZING
DETAILS,
SHEET 1

4

19

4A

SEE GLAZING
DETAILS,
SHEET 1

4

19

4A

SEE GLAZING
DETAILS,
SHEET 1

4

19

4A
4

19

4A

D.L.O.
HEIGHT

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

4

19

4A

NOTE:
· 350 SERIES TOP RAIL

SHOWN, DETAILS FOR
500 SERIES ARE SIMILAR.

1/8"
CLR. 1/8"

CLR. 1/8"
CLR.

1/8"
CLR.

1/8"
CLR.

1/8"
CLR. 1/8"

CLR.

OPTIONAL KERF &
WEATHER STRIP*

* THE KERF & WEATHER STRIP
IS OPTIONAL FOR SECTION
A/5, AND IS ONLY USED WITH
WATER RATED DOORS.
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6
VERTICAL SECTION

TYP. SILL
A

6
VERTICAL SECTION

TYP. MID RAIL
C

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

SEE GLAZING
DETAILS,
SHEET 1

INTERIOREXTERIOR

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

D.L.O.
HEIGHT

D.L.O.
HEIGHT

INTERIOREXTERIOR

INTERIOREXTERIOR

6
VERTICAL SECTION

TYP. MID RAIL
D

FRAME
HEIGHT

LEAF
HEIGHT

6 SILL DAMN ASSEMBLY CONFIG.

VERTICAL SECTION
TYP. SILL

B

FRAME
HEIGHT

LEAF
HEIGHT

D.L.O.
HEIGHT

SEE GLAZING
DETAILS,
SHEET 1

INTERIOREXTERIOR

OPTIONAL SILL
DAMN ,
WHEN NOT USED,
SEAL RECESS
WITH CAP.

NOTE:
· 350 SERIES SHOWN, DETAILS FOR 500

SERIES ARE SIMILAR.
· THIS MID-RAIL SHALL NOT BE USED

FOR DOORS WITH A DESIGN
PRESSURE OVER +/- 70 PSF

· SECTION B/6 SILL WITH DAM
ASSEMBLY ARE ONLY USED WITH
WATER RATED DOORS.

· IT SHALL BE DOOR OWNERS
RESPONSIBILITY TO INSURE THE SILL
DAM IS INSTALLED IN THE EVENT OF
ANY MAJOR STORM.19

6

18

19

6

21

19

19

30

30

D.L.O.
HEIGHT

SEE GLAZING
DETAILS,
SHEET 1

INTERIOREXTERIOR

19

29

D.L.O.
HEIGHT

INTERIOREXTERIOR

SEE GLAZING
DETAILS,
SHEET 1

FRAME
HEIGHT

LEAF
HEIGHT

BOTTOM
RAIL

HEIGHT
VARIES

BOTTOM
RAIL

HEIGHT
VARIES
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MAX.
FRAME
HEIGHT

MAX.
FRAME
HEIGHT

MAX.
D.L.O.

HEIGHT

MAX.
LEAF

 HEIGHT

MAX.
D.L.O.

HEIGHT

MAX.
LEAF

HEIGHT

MAX.
FRAME
HEIGHT

MAX.
LEAF

 HEIGHT

MAX.
FRAME
HEIGHT

MAX.
LEAF

HEIGHT

INTERIOREXTERIOR
INTERIOREXTERIOR

INTERIOREXTERIORINTERIOREXTERIOR

D.L.O.
HEIGHT

D.L.O.
HEIGHT

D.L.O.
HEIGHT D.L.O.

HEIGHT

IR521 FRAME

VERTICAL SECTION
TYP. HEAD DETAIL

A
IR521 FRAME - COC HEADER

VERTICAL SECTION
TYP. HEAD DETAIL

B

IR521 TRANSOM BAR

VERTICAL SECTION
TYP. HEAD DETAIL

C
IR521 COC HEADER - TRANSOM

VERTICAL SECTION
TYP. HEAD DETAIL

D

7 7

77

3938

4

19

20

3938

19

20

40

19

20

40

19

20

41

4A
44A

44A

44A

1/8"
CLR.

1/8"
CLR.

1/8"
CLR. 1/8"

CLR.

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1 VE
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8
HORIZONTAL SECTION 

TYP. ASTRAGAL 
D

LEAF WIDTH
D.L.O. WIDTH

LEAF WIDTH
D.L.O. WIDTH

FRAME WIDTH

EXTERIOR

INTERIOR

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

8
HORIZONTAL SECTION 

TYP. ASTRAGAL 
B

8 IR500/501 FRAME

HORIZONTAL SECTION 
TYP. JAMB DETAIL

A
8 TRIFAB 450/451

HORIZONTAL SECTION 
TYP. JAMB DETAIL

C

INTERIOR

EXTERIOR

FRAME WIDTH
LEAF WIDTH

D.L.O. WIDTH

FRAME WIDTH
LEAF WIDTH

D.L.O. WIDTH
LEAF WIDTH
D.L.O. WIDTH

LEAF WIDTH
D.L.O. WIDTH

FRAME WIDTH

INTERIOR

EXTERIOR

14 15

23 7 19

28

234219

19 9 24 198

19 9 198

13 12

22

21

22

21

NOTE:
· BUTT HINGE SHOWN, CONTINUOUS  AND PIVOT

HINGE DETAIL IS SIMILAR.
· SEE ANCHOR SCHEDULE ON SHEET 13 FOR MULLION

END PLATE ANCHOR DETAILS AND SCHEDULE.
· SECTION B/8 MEETING STILE COVERS ARE ONLY USED

WITH WATER RATED IR-501 DOORS.
· SECTION B/8 IS APPLICABLE WITH ALL LOCK

CONDITIONS WITH EXCEPTION OF CORBIN RUSSWIN
AND VON DUPRIN PANIC DEVICE.

· SECTION D/8 IS APPLICABLE WITH CORBIN RUSSWIN
AND VON DUPRIN PANIC DEVICE ONLY.

CORBIN RUSSWIN
KEYED REMOVABLE

MULLION

VON DUPRIN
KEYED REMOVABLE

MULLION

SEE LOCK OPTIONS SHEET 1 FOR
MORE DETAILS

BOTTOM RETAINER
AS SUPPLIED
WITH MULLION

SEE SHEETS 8 & 9,  FOR
ANCHORING DETAILS 2.00"

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1

57 58

NOTE:
MEETING STILE COVERS ARE ONLY
USED WITH WATER RATED DOORS.
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9 1600 CURTAIN WALL MULLION

HORIZONTAL SECTION 
TYP. JAMB DETAIL

B

FRAME WIDTH

LEAF WIDTH
D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

LEAF WIDTH

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

9 IR500/501 STOREFRONT SYSTEM

HORIZONTAL SECTION 
TYP. JAMB DETAIL

A

INTERIOR

EXTERIOR

NOTE:
350 SERIES STILE SHOWN,
DETAILS FOR 500 SERIES ARE
SIMILAR.

1600 CURTAIN WALL
UNDER SEPARATE
APPROVAL

9
IR500/501 FRAME

HORIZONTAL SECTION 
TYP. ASTRAGAL 

C
9 TRIFAB 450/451 FRAME

HORIZONTAL SECTION 
TYP. ASTRAGAL 

D

FRAME WIDTH
LEAF WIDTH

D.L.O. WIDTH

FRAME WIDTH

LEAF WIDTH

D.L.O. WIDTH

FRAME WIDTH
LEAF WIDTH

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

9 TYP. JAMB

HORIZONTAL SECTION 
TYP. JAMB DETAIL

E

IR500/501
STOREFRONT
UNDER SEPARATE APPROVAL

7 19 719

14 15

7 19

13 12

28

719

 16

719

 16

NOTE:
BUTT HINGE
SHOWN,
CONTINUOUS
AND PIVOT HINGE
DETAIL IS SIMILAR

FRAME WIDTH

43

SEE GLAZING
DETAILS,
SHEET 1

SEE GLAZING
DETAILS,
SHEET 1
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MAX. FRAME WIDTH

MAX. D.L.O.
WIDTH

MAX. FRAME WIDTH

MAX. D.L.O.
WIDTH

MAX.
D.L.O.
WIDTH

MAX. FRAME WIDTH
MAX. LEAF WIDTH

MAX. LEAF WIDTH

MAX. FRAME WIDTH
MAX. LEAF WIDTH

MAX. FRAME WIDTH

MAX. D.L.O.
WIDTH

MAX. LEAF WIDTH

MAX. FRAME WIDTH

MAX. D.L.O.
WIDTH

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

REINFORCEMENT
OPTIONAL

REINFORCEMENT
OPTIONAL

REINFORCEMENT
OPTIONAL

REINFORCEMENT
OPTIONAL

REINFORCEMENT
OPTIONAL

REINFORCEMENT
OPTIONAL

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

D.L.O. WIDTH

SEE GLAZING
DETAILS,
SHEET 1

IR521 TRANSOM FRAME

HORIZONTAL SECTION 
TYP. JAMB DETAIL

A
IR521 TRANSOM JAMB AT SIDELITE

HORIZONTAL SECTION 
TYP. JAMB DETAIL

B
IR521 LOCK JAMB

HORIZONTAL SECTION 
TYP. JAMB DETAIL

C

IR521 HINGE JAMB

HORIZONTAL SECTION 
TYP. JAMB DETAIL

D
IR521 HINGE JAMB AT SIDELITE

HORIZONTAL SECTION 
TYP. JAMB DETAIL

E
IR521 LOCKING JAMB AT SIDELITE

HORIZONTAL SECTION 
TYP. JAMB DETAIL

F
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11 THROUGH FRAME

VERTICAL SECTION
TYP. IR500/501 HEAD INSTALLATION

C

11 THROUGH FRAME

VERTICAL SECTION
TYP. SILL INSTALLATION

B

11 THROUGH FRAME

VERTICAL SECTION
TYP. TRIFAB 450/451 HEAD INSTALLATION

A

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

MIN.
EMBEDMENT

MIN. EDGE
DISTANCE

INTERIOREXTERIOR
INTERIOREXTERIOR

INTERIOREXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

3/8" MAX. SHIM
SPACE 3/8" MAX. SHIM

SPACE

11 THROUGH FRAME

VERTICAL SECTION
CURTAIN WALL FRAME

E

MIN. EDGE
DISTANCE

INTERIOREXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

SUBSTRATE
BY OTHERS

SUBSTRATE
BY OTHERS

SUBSTRATE
BY OTHERS

PERIMETER SEALANT
BY OTHERS PERIMETER SEALANT

BY OTHERS

MIN.
EMBEDMENT

3/8" MAX. SHIM
SPACE

PERIMETER SEALANT
BY OTHERS

11 THROUGH FRAME

VERTICAL SECTION
TYP. IR500/501 HEAD INSTALLATION

D

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOREXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

3/8" MAX.
SHIM SPACE

SUBSTRATE
BY OTHERS

PERIMETER SEALANT
BY OTHERS

SUBSTRATE
BY OTHERS

TOP RETAINER
AS SUPPLIED

WITH MULLION

(2) NO. 5/16-18 X 1"
FHTC SCREWS TOP RETAINER
INTO HEAD FRAME MEMBER.
MAY ALSO BE USED WITH
IR-500/501 STOREFRONT

KEYED CYLINDER (LOCKS
MULLION INTO TOP
RETAINER)

BOTTOM RETAINER
AS SUPPLIED WITH
MULLION

(4) 5/16" ULTRACON
CONCRETE SCREW

(SEE ANCHOR SCHEDULE)

VON DUPRIN
KEYED REMOVABLE MULLION

#12 X 2" SCREWS, 3" FROM
ENDS, 11" MAX. O.C.

AN
CH

O
R 

DE
TA

IL
S

SHEET:

DWG. #:

11
KAW042

OF

SCALE: NTS
FB

DWG. BY:

DATE: 03.11.2025
CHK. BY:

HFN

REMARKS

TI
TL

E:

BY DATE
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12 THROUGH FRAME

HORIZONTAL SECTION
TYP. TRIFAB 450/451 JAMB INSTALLATION

A

12 THROUGH FRAME

HORIZONTAL SECTION
TYP. IR500/501 JAMB INSTALLATION

B

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE

3/8" MAX.
SHIM SPACE

3/8" MAX.
SHIM SPACE

SUBSTRATE
BY OTHERS

SUBSTRATE
BY OTHERS

12 THROUGH FRAME

HORIZONTAL SECTION
CURTAIN WALL JAMB INSTALLATION

E

PERIMETER
SEALANT BY
OTHERS

PERIMETER
SEALANT BY OTHERS

12 THROUGH FRAME

HORIZONTAL SECTION
TYP. TRIFAB 450/451 JAMB INSTALLATION

C

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOR

EXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE

3/8" MAX.
SHIM SPACE

SUBSTRATE
BY OTHERS

PERIMETER
SEALANT BY
OTHERS

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOR

EXTERIOR
SEE ANCHOR SCHEDULE

FOR ANCHOR TYPE

SUBSTRATE
BY OTHERS

PERIMETER SEALANT
BY OTHERS

1/4" MAX.
SHIM SPACE

1/2" STEEL BLADE
SPACER KAWNEER
NO. 133489

(4) 1/4" X 1"
SCREWS INTO HEAD
FRAME MEMBER

TOP RETAINER
AS SUPPLIED

WITH MULLION

(2) 5/16" ULTRACON
CONCRETE SCREW

(SEE ANCHOR SCHEDULE)

BOTTOM RETAINER
AS SUPPLIED WITH
MULLION

(1) 1/4" X 1/2"
SET SCREW
THROUGH

BOTTOM RETAINER
INTO INTERIOR OF

MULLION

CORBIN RUSSWIN
KEYED REMOVABLE MULLION

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOR

EXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE

3/8" MAX.
SHIM SPACE

SUBSTRATE
BY OTHERS

PERIMETER
SEALANT BY OTHERS

REINFORCEMENT
OPTIONAL

THROUGH FRAME

HORIZONTAL SECTION
TYP. IR521 JAMB INSTALLATION

D
12
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INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN, UNLESS OTHERWISE STATED.

2. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
±1.000 INCH THE DEPICTED LOCATION & SPACING IN THE ANCHOR LAYOUT
DETAILS (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE
NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

3. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S).  MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8 INCH.  SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS.  SHIM(S) SHALL BE CONSTRUCTED
OF HIGH DENSITY PLASTIC OR BETTER.

4. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND
SIDING.

5. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT
COATING.

6. FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED
(OPTIONAL) AS LONG AS THE MINIMUM EMBEDMENT AND EDGE DISTANCE
REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING HOST
SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.

7. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS.  EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO
FACE SHELL OF BLOCK.

8. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH
ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS
SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOREXTERIOR

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.

3/8" MAX. SHIM
SPACE

SUBSTRATE
BY OTHERS

PERIMETER SEALANT
BY OTHERS

THROUGH FRAME

VERTICAL SECTION
TYP. IR521 COC HEAD INSTALLATION

A
13

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

INTERIOREXTERIOR

3/8" MAX. SHIM
SPACE

SUBSTRATE
BY OTHERS

PERIMETER SEALANT
BY OTHERS

THROUGH FRAME

VERTICAL SECTION
TYP. IR521 HEAD INSTALLATION

B
13 THROUGH FRAME

VERTICAL SECTION
TYP. 1600 CURTAIN WALL INSTALLATION

C
13

MIN. EDGE
DISTANCE

MIN.
EMBEDMENT

1600 CURTAIN WALL
UNDER SEPARATE

APPROVAL

INTERIOR

EXTERIOR

ANCHOR SCHEDULE

ANCHOR
TYPE SUBSTRATE FASTENER TYPE. MIN. EMDEBMENT MIN. EDGE

DISTANCE

A 2X WOOD FRAME (MIN. SG=0.55) NO. 14 WOOD SCREW 1-1/4" 3/4"

B
MIN. 18 GA. 33 KSI STEEL STUD, OR

MIN. 1/8" 6063-T5 ALUMINUM STUD

1/4"-20 SELF
DRILLING/TAPPING SCREW

(MIN. GR. 5)

THREE THREADS
PAST METAL WALL 1/2"

C MIN. 0.22" THICK A36 STEEL
1/4"-20 SELF

DRILLING/TAPPING SCREW
(MIN. GR. 5)

THREE THREADS
PAST METAL WALL 1/2"

D MIN. 3000 P.S.I. CONCRETE 1/4" DEWALT ULTRACON+
SCREW 1-3/4" 2-1/2"

E MIN. C90 CONCRETE FILLED BLOCK 1/4" DEWALT ULTRACON+
SCREW 1-3/4" 2-1/2"

F CURTAIN WALL 1/4"-20 SELF DRILLING
SCREW (MIN. GR. 5) FULL 1/2"

G MIN. 3000 P.S.I. CONCRETE 5/16 DEWALT ULTRACON 1-3/4" 3"

NOTE: ANCHOR G IS TO BE USED ONLY FOR PANIC DEVICE MULLION BASE PLATES.

SEE ANCHOR SCHEDULE
FOR ANCHOR TYPE.
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
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1 SHEAR BLOCK(TRIFAB450)
6063-T6

7 DOOR STILE
6063-T6

3 HEAD FRAME (IR501)
6063-T6

6 BOTTOM RAIL
6063-T6

2 FRAME HEADER (TRIFAB450)
6063-T6

4 HEAD RAIL
6063-T6

8 ACTIVE DOOR MEETING STILE
6063-T6

4.150"

0.718"

0.125"

4.452"

1.750"

4.952"

2.500"

0.090"

1.724"

6.50"
350IR = 3.50"
500IR = 5.00"

1.750"

1.750"

350 = 3.500"
500 = 5.000"

0.125"
0.125"

0.090"

1.724"

3.688"
0.125"

1.625"

1.592"

5 IR501 GLASS STOP
6063-T6

1.930"

1.591"

10 IR500 GLASS STOP
6063-T69 INACTIVE DOOR MEETING STILE

6063-T6

1.750"

350IR = 3.563"
500IR = 5.063"

0.125"

13 IR501 DEEP POCKET
6063-T6

4.656"

1.575"

0.090"

14 IR500 DEEP POCKET
6063-T6

4.656"

1.455"

0.090"

11 HEAD FRAME (IR500)
6063-T6

1.062"

2.500"

4.952"

0.090"

1.724"

3.50"

4A HEAD RAIL
6063-T6

0.125"

0.125"
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25 IR500/501 HEAD
6063-T6

26 SHEAR BLOCK (IR500/501)
6063-T6

30 CROSS RAIL/RAIL COVER FOR PANELINE
6063-T6

27 TRIFAB 450/451 COC HEADER
6063-T6

28 TRIFAB 450/451 JAMB
6063-T6 29 MID-RAIL

6063-T6

2.500"

4.952"

0.188"

3.650"

0.094" 4.452"

450 =1.750"
451 = 2.00"0.094"

0.080"

4.50"

450 =1.718"
451 = 2.00"

3.50"
6.00"

OR
8.25"

1.724"

0.125"

8.250"

0.125"

7.125"

1.188"

1.724"

31 SHEAR BLOCK (TRIFAB 450)
6063-T6

18 THRESHOLD
6063-T6
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17 THRESHOLD- WATER RATED
6063-T6

5.680"

0.427"

16 CURTAIN WALL ADAP.
6063-T6
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0.875"

0.125"

15 IR500/501 JAMB
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5.00"

2.50"

0.086"

4.150"

1.120"

32 HEAD JAMB DOOR STOP
6063-T6

2.000"

1.062"

33 IR521 DEEP POCKET SNAP
6063-T6 34 FASTENER SUPPORT SNAP

6063-T6

35 IR521 JAMB W/ FIN
6063-T6

36 IR521 JAMB W/O FIN
6063-T6

38 IR521 HEAD W/O FIN
6063-T637 JAMB REINFORCEMENT

STEEL

39 IR521 HEAD W/ FIN
6063-T6

4.656"

1.403"

0.090" 0.090"4.656"

0.800"

5.000"

0.125"

2.750"
2.750"

5.000"

0.004"

4.494"

0.134"

1.096"
4.952"

4.952"

24 MEETING STILE COVER FOR WATER
6063-T6
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40 IR521 COC HEAD FRAME
6063-T6 41 IR521 TRANSOM GLASS STOP

6063-T6

2.500"

4.952"

0.125"

1.375"

42 HINGE STILE (CONT.)
6063-T6

1.750"

350IR = 3.375"
500 IR = 4.875"

0.125"

43 SNAP IN DOOR STOP
6063-T6 44 DOOR STOP ASSEMBLY

6063-T6 45 IR521 GLASS STOP
6063-T6

1.469"

1.548"

41A IR521 TRANSOM GLASS STOP
6063-T6

0.958"

1.375"

2.923"

0.090"
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