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SUBJECT: Duro-Last Duro-Tech TPO Roof Systems |

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules
and regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC 17065
via NEMO | cert. NEMO Evaluations has evaluated the products described herein for compliance with the Code
sections noted herein.

CODE: 2026 Florida Building Code, 9t Edition
JURISDICTION: Non-HVHZ and HVHZ
CATEGORY: FBC: Roofing NEmo: Single Ply
SuB-CATEGORY: FBC: Single Ply Roof Systems
CSI DIVISION: 07 00 00 Thermal and Moisture Protection
07 54 00 Thermoplastic Membrane Roofing
07 54 23 Thermoplastic Polyolefin Roofing

FBC MeTHOD:  Method 1, Option C — Codified Material, Evaluation by Evaluation Entity

COMPLIANCE Duro-Last Duro-Tech TPO Roof Systems, as produced by Amrize Building Envelope, LLC (DURO-LAST), have

STATEMENT: demonstrated compliance with the Code sections noted herein through testing in accordance with the referenced
Standards, rational analysis and an ongoing quality assurance program. Compliance is subject to the Installation
Requirements and Limitations of Use set forth herein.

QUALITY Evidence of current quality assurance shall be listing and/or labeling in accordance with the requirements of
ASSURANCE: NEMO | cert.

CONTINUED This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or
COMPLIANCE: the evaluated Code provisions change. NEMO Evaluations requires, at minimum, a complete review of this NER

with each 3-year Code Cycle.

BUILDING PERMIT As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.
REQUIREMENTS:
ADVERTISEMENT: “NEMO Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall be
displayed in its entirety.
CERTIFICATION OF v NEMO CERT, LLC has not, nor does it intend to acquire or will they acquire, a financial interest in any
INDEPENDENCE: company manufacturing or distributing products it evaluates.
v' NEMO CERT, LLC is not owned, operated, or controlled by any company manufacturing or distributing
products it evaluates.
v' This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project
on which this NER, or previous versions thereof, is/was used for permitting or design guidance
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1. CODES, PROPERTIES AND STANDARDS:
CoDE SECTION PROPERTY STANDARD
2026 Florida Building Code, 9t" Edition ~ 1504.3.1 Wind resistance FM 4474 or UL 1897
1504.7 Impact resistance FM 4470
1507.12.2, TAS 110 Material standard ASTM D6878
TAS 110 Static puncture resistance ASTM D5602
TAS 110 Dynamic puncture resistance ASTM D5635
TAS 110 Resistance to Foot Traffic TAS 114, Section 8.9
TAS 110 Wind resistance TAS 114, Appendix C, D orJ
TAS 110 Susceptibility Hail Damage TAS 114, Appendix F
TAS 110 Susceptibility to Leakage TAS 114, Appendix G
2. PRODUCTS:
TABLE 1: EVALUATED DURO-LAST COMPONENTS
(NEemo Certified. Consult Directory of Certified Products for production location(s))
PRrRODUCT MATERIAL STANDARD
TyYPE NAME THICKNESS REFERENCE TYPE GRADE
Roor Cover Duro-Tech TPO 45, 60, 80-mil ASTM D6878 N/A N/A
OR CAP PLY Duro-Tech TPO Fleece 45, 60, 80-mil ASTM D6878 N/A N/A
TABLE 2: COMPONENTS BY OTHERS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TYPE DuRo-LAST PRODUCT ACCEPTABLE ALTERNATE FBC NOA
N/A Elevate All-Purpose Fastener FL10264 26-0210.10
N/A Elevate All-Purpose S Fastener FL10264 N/A
N/A Elevate #12 Insulation Fastener FL10264 26-0210.10
N/A Elevate Pre-Assembled Fastener FL10264 26-0210.10
Duro-L 15E D Dri i - .
uro-Last #15 Extra Heavy Duty Drill Point Elevate Heavy-Duty Fastener FL10264 26-0210.10
Fastener
N/A Elevate Heavy-Duty Plus Fastener FL10264 26-0210.10
N/A Elevate Concrete Drive Fastener FL10264 26-0210.10
N/A Elevate Purlin Fastener FL10264 26-0310.04
ROOFING N/A Elevate HD HailGard Fastener (steel only) FL10264 26-0210.10
FASTENERS: X 7
N/A Two Piece Impact Nail FL10264 26-0310.04
N/A Elevate HD Plus Seam Plate FL10264 26-0210.10
Duro-Tech TPO HD Seam Plate Elevate HD Seam Plate FL10264 26-0210.10
N/A Elevate UltraPly TPO Barbed Seam Plate FL10264 26-0210.10
Duro-Bond TPO Plate Elevate UltraPly TPO InvisiWeld Plate FL10264 26-0310.04
N/A Elevate UltraPly TPO Wide Weld Seam Plate FL10264 26-0210.10
N/A Elevate Insulation Fastening Plate FL10264 26-0210.10
TPO Polymer Batten Strip Elevate Polymer Batten Strip FL10264 26-0210.10
TPO Coiled Metal Batten Strip Elevate Coiled Metal Batten Strip FL10264 26-0210.10
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TABLE 2: COMPONENTS BY OTHERS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)

TyPE DuRrO-LAsT PRODUCT ACCEPTABLE ALTERNATE FBC NOA
N/A ISO 95+ GL FL35402 25-1023.17
Duro-Guard ISO II-E2 Elevate ISOGARD GL FL35402 25-1023.17
Duro-Guard ISO IlI-E2 Elevate ISOGARD CG FL35402 25-1023.17
Duro-Guard ISO HD-E2 Elevate ISOGARD HD FL35402 25-1023.17

Duro-Guard ISO HD Composite-E2 Elevate ISOGARD HD Composite FL10264 N/A

N/A Elevate HailGard FL10264 N/A

Duro-Guard I1SO NB-E2 Elevate ISOGARD HG FL10264 N/A

N/A RESISTA FL10264 N/A
N/A DensDeck Roof Board FL1250 22-1223.04
N/A DensDeck Prime Roof Board FL1250 22-1223.04

N/A DensDeck StormX Prime Roof Board N/A N/A
RTINS N/A DEXcell FA Glass Mat Roof Board FL17840 25-0722.11
N/A DEXcell Cement Roof Board FL17840 25-0722.11
N/A Insulfoam | EPS N/A 24-1015.10
N/A SECUROCK Gypsum-Fiber Roof Board FL4264 26-0807.24
N/A Isrzlljlc;;gik High Density Fiberboard Roof FL13792 23-0623.03
N/A Styrofoam Brand Roofmate FL38732 23-1121.01
N/A Styrofoam Brand Highload 60 FL38732 23-1121.01
N/A Elastizell Lightweight Insulating Concrete FL4994 23-0817.05
N/A Celcore Cellular Concrete FL2037 24-0906.02
N/A Celcore MF Cellular Concrete FL2037 24-0906.02
N/A Insulcel N/A 23-1219.03
N/A Mearlcrete Lightweight Insulating Concrete FL13492 24-0514.06

Duro-Grip Weather-Tite One Step 1.S5.0. Twin Pack FL10264 N/A

Duro-Grip OlyBond 500 1.S.0. Stick FL10264 N/A

;ZE:;:BVO:dTM TPO Water Base Bonding Elevate Water Based Bonding Adhesive-P FL10264 N/A
Duro-Fleece Adhesive XR Stick Membrane Adhesive FL10264 25-1023.20
N/A 1.S.0. Spray R FL10264 25-1023.20
IS ESESS N/A Multi-Purpose MB Cold Adhesive FL10264 25-1023.20
TECH-Bond™ TPO Spray Adhesive Jet Bond Spray Adhesive FL10264 25-1023.20
TECH-Bond™ TPO Bonding Adhesive Elevate UltraPly Bonding Adhesive FL10264 25-1023.20
TECH-Bond™ TPO LVOC Bonding Adhesive | Elevate Single-Ply LVOC Bonding Adhesive FL10264 25-1023.20
N/A Elevate Single-Ply LVOC Bonding Adhesive 1168 FL10264 25-1023.20
N/A XR Bonding Adhesive FL10264 25-1023.20
Duro-Grip CR-20 CRA Polyset Commercial Roof Adhesive FL1365 25-1219.04
Duro-Last VB Primer Elastocol Stick FL31780 23-1130.04

PRIMERS: N/A Elastocol Stick H20 N/A N/A
N/A Elevate Single-Ply QuickPrime Primer N/A 25-1023.20

N/A Elevate UltraPly TPO QuickPrime N/A N/A
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO All rights reserved.
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TABLE 2: COMPONENTS BY OTHERS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)

TypE Duro-LAsT PrRODUCT ACCEPTABLE ALTERNATE FBC NOA
Duro-Last Vapor Barrier Sopravap'r N/A 24-0610.08
N/A Elevate UltraPly TPO QuickSeam Flashing N/A 26-0403.03
N/A Elevate UltraPly QuickSeam R.M.A. Strips N/A 26-0403.03
N/A Elevate MB Base FL10264 25-0917.06

N/A Elevate SBS Base FL10264 N/A

N/A Elevate Ply IV FL10264 N/A

N/A Elevate Ply VI FL10264 N/A
N/A Elevate SBS Premium Base FL10264 25-0917.06

Rot Gooos: N/A Elevate SBS Glass Torch Base FL10264 N/A
N/A Elevate SBS Glass Torch Base 1.5 FL10264 25-0917.06
N/A Elevate SBS Poly Base FL10264 25-0917.06

N/A Elevate SBS Smooth FL10264 N/A
N/A Elevate SBS Poly Torch Base FL10264 25-0917.06
N/A Elevate SBS Premium Poly Base FL10264 25-0917.06
N/A Elevate APP 160 COOL FL10264 25-0917.06
N/A Elevate APP 170 FL10264 25-0917.06

3. INSTALLATION:

3.1 Duro-Last Duro-Tech TPO Roof Systems shall be installed in accordance with Amrize Building Envelope, LLC (DURO-LAST)
published installation instructions, subject to the Limitations of Use noted herein.

3.1.1 Fasteners: Fasteners shall be of sufficient length for the following engagements.

TABLE 3: FASTENER REFERENCES

RooF DEck

PARTS

FASTENER ENGAGEMENT

Wood, engineered
sheathing or plank

Elevate All-Purpose Fastener or Heavy-Duty Fastener with | Min. %-inch penetration (engineered sheathing) or

Elevate Insulation Fastening Plate

min. 1-inch embedment (plank)

Steel

Elevate #12 Insulation Fastener, All-Purpose Fastener, All-

Purpose S Fastener or Heavy-Duty Fastener with Elevate Minimum %-inch penetration

Insulation Fastening Plate

Structural Concrete

Elevate Heavy-Duty or Concrete Drive Fastener with Non-HVHZ: Min. 1-inch embedment

Elevate Insulation Fastening Plate

HVHZ: Min. 1.25-inch embedment

3.1.2 Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that
meet FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and using
System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC Approved (Local or Statewide) slip sheet,
insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to
roof cover installation, see Section 3.1.2(f). The separator component shall be documented as meeting FBC 1505 and, for
foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.
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(c) Minimum 200 psi, minimum 2-inch thick FBC Approved (Local or Statewide) lightweight insulating concrete may be substituted
for, or installed below, rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners are installed
through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater
type, thickness and strength to the steel and structural concrete deck listings. Roof decks and structural members shall be in
accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance
allowance and does not purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the
LWIC and the potential effect on overlying components.

(d) Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority
Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product Approval or NOA
for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the
minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC over structural
concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established
through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM
C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of
these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority
Having Jurisdiction.

(e) Unless otherwise noted, rigid board insulation or coverboard attachment patterns for Type B-1, B-2 and C-1 systems are as
outlined below.

TABLE 4: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS

1 per 5.3 ft2 (6 per board) 1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board)

—12-in.— -12-in.- 12-in. 12-in.—

125n. 12-in. 12-in.
12-in.

24-in. & !
36-in. 12-in.
24-in. 24-in.
36-in. 12-in.

24-in. Z; i
12-in.
12-in. 12-in. 12-in.

1 per 2.7 ft2 (12 per board)

1 per 2.1 ft2 (15 per board)

1 per 1.8 ft2 (18 per board)

- 6-in. -~ -/ 6-in. 6-in. - -~ 18-in. -
12-in. 12-in. -in
i 18-in
18-in.
24-in. " ;
‘ [ 18-in
‘ 18-in. |
24-in. ' 12-in
18-in. 1
18-in
24in. 18-in. ‘
18-in
-i 12-in. t
. 12‘m. ’ 6uin.
-—24-in. ~—24-in.— =12-in.-
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TABLE 4: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS

1 per 1.6 ft? (20 per board) 1 per 1.3 ft? (24 per board) 1 per 1.0 ft? (32 per board)
5-in.—-——18-in.—‘ 6-in.——-18-in.—~ 6-in. - -12-in.- .

i i T | T L | 6in.
12-in. 6 n 18- | 6 n- s : : : :

| i ek 12-in.
12I|n. . . 185N, ‘

24-in. 12-in. 12-in. — } 12-in.
[ ] 1

12-in. 18;in 12-in.
- ' ' e

24-in, 12-in. 12-in. 12-in.
! ! 5 @ ® &t

12-in. 12-in.
| 18-in. ; PN

24-in. 12-in. | ! 12-in.

! 12-in. [ 18:in, 12-in.
12-in. 1 : . ; o -

[ ein. in. T ein.
“12-in.k ~18-in.-12-in.- “ -12-in.- - 6-in.

(f) Preliminary insulation attachment:
» Non-HVHZ: Unless otherwise noted, use FBC Approved (Local or Statewide) roofing fasteners and plates and refer to
Section 2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.
» HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates; minimum four fasteners per 4 x 8
ft board or minimum two fasteners per 4 x 4 ft board.

(g) The following products are interchangeable within the scope of this NER:

TABLE 5: ACCEPTABLE ALTERNATES
SuB-CATEGORY Listep ProbucT ALTERNATE PRODUCT
1SO 95+ GL Duro-Guard ISO 1I-E2, Duro-Guard ISO I1I-E2, Elevate ISOGARD GL, RESISTA or Elevate
ISOGARD CG
ROOFING INSULATION RESISTA Duro-Guard ISO IlI-E2 or Elevate ISOGARD CG
Elevate HailGard Elevate ISOGARD HG
DensDeck Prime DensDeck StormX Prime Roof Board

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbon or bead
width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published instructions. If
applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer. When multiple layers(s) of insulation
and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered. The maximum edge distance from
the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

» When applied to profiled steel roof deck, ribbons shall be applied to the top-flange so as to establish positive-contact
with the overlying insulation board.

TABLE 6A: INSULATION ADHESIVE REFERENCES

By ADHESIVE REFERENCES RATE
Amrize 1.5.0. Spray R N/A Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
Duro-Grip CR-20 CRA CR-20 CRA Continuous 2.5-3.5-inch ribbons, 12-inch o.c.
Duro-Last Duro-Grip OlyBond 500 0OB500 Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
Duro-Grip Weather-Tite One Step M-OSA Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
?5;:7{? ASTM D312, Hot asphalt N/A Full coverage at 25-30 Ibs/square

LINKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ONEMO All rights reserved.
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(b) Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered

polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-

in for the equivalent thicker material listed in the table.

TABLE 68B: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
MIN. TAPERED
ADHESIVE LisTED PRODUCT TrETES MDP (psF)
1.S.0. Spray R 0.5 -157.5
OB500 0.5 -187.5
M-0OSA ISO 95+ GL 0.5 -157.5
CR-20 CRA 1.0 -117.5
Hot asphalt 0.5 -120.0
1.5.0. Spray R, OB500 or M-OSA, 12-inch o.c. RESISTA 0.5 -165.0
1.5.0. Spray R, OB500 or M-OSA, 6-inch o.c. 0.5 -405.0

(c) Adhered Insulation, Board Size:
» Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Roof Covers:

(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE MEMBRANE ADHESIVE APPLICATION RATE
1.75 to 2.2 Ibs/sq with a 2 in. overlap to both
TECH-Bond™ TPO Spray Contact the bottom surface of the roof cover and top
BB-TBSA jpoTech TPO Adhesive (both sides) surface of the substrate with a for a total of
3.5to0 4.4 lbs/sq.
TECH-Bond™ TPO LVOC Contact
BB-LV Duro-Tech TP 4 2/gal
R uro-tec ° Bonding Adhesive (both sides) 5o 60 ft*/ga
Elevate Single-Ply LVOC Contact
BB-LVOC-1168 Duro-Tech TPO ) . 45 to 60 ft?/gal
uro-fec Bonding Adhesive 1168 (both sides) ° /ea
TECH-Bond™ TPO Bonding Contact N
BB-TBBA Duro-Tech TPO Adhesive (both sides) 45 to 60 ft?/gal
TECH-Bond™ TPO Water Base Contact )
BB-WBBA-P Duro-Tech TPO Bonding Adhesive (both sides) 100 to 120 ft?/gal.
2.510 2.7 Ibs/sq with a 6 in. overlap to both
TECH-Bond™ TPO Spray Contact the bottom surface of the roof cover and top
FB-TBSA Duro-Tech TP
S uro-tec Rl Adhesive (both sides) surface of the substrate for a total of 5.0 to
5.4 Ibs/sq.
Wet lay RIBBON, X: Continuous % to 1-inch wide
FB-S R Duro-Tech TPO FI 1.5.0. S R !
pray uro-tec eece pray (substrate) ribbons, spaced as noted ‘X’
TECH-Bond™ TPO Water Base Wet lay
B-WBBA- Duro- 1 120 ft? .
FB-WBBA-P uro-Tech TPO Fleece Bonding Adhesive (substrate) 00 to 120 ft?/gal
Wet | RIBBON, X: Continuous ribbons, spaced as
FB-OB500 Duro-Tech TPO Fleece Duro-Grip OlyBond 500 (suebstar\a/te) noted ‘X’ or
SPATTER: Spatter-pattern at 0.32 gal/square.
. . Wet lay )
FB-XRBA Duro-Tech TPO Fleece XR Bonding Adhesive 70 to 90 ft?/gal
(substrate)
- - : = -
FB-DFA Duro-Tech TPO Fleece Duro-Fleece Adhesive Wet lay R.lBBON' X: Continuous /J,to, L-inch wide
(substrate) ribbons, spaced as noted ‘X
Wet lay
B- Duro- 20-
FB-HA uro-Tech TPO Fleece Hot asphalt (substrate) 0-40 Ibs/square
LINK TO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO All rights reserved.
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(b) For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length
perpendicular to the steel deck flutes. For membrane attachment using batten-strips, batten-strip end laps shall be spliced
with sufficient dimension to allow for minimum 2-fasteners at each batten-strip lap.

(c) For System Type C-2 (induction weld), care shall be taken to ensure that the plates do not line-up with membrane seams. This
condition may preclude proper induction welding of the membrane to the plates.

3.1.5 Thermal Barrier and/or Vapor Barrier Options:

(a) For System Types B-1, B-2 and C-1 over steel deck, Duro-Last Vapor Barrier, self-adhered, may be installed atop the steel roof
deck prior to installation of subsequent insulation components. Refer to FM Loss Prevention Data Sheet 1-29 for design and
installation limitations.

(b) Refer to Section 4.3 herein for options where the vapor barrier forms part of the load path

4. LIMITATIONS OF USE:
4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC
requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(c) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes
‘structural lightweight concrete’.

(d) The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard TAS 114(J). In no
case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP applies.

TABLE 8 As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
As TESTED SUB-ASSEMBLY
TYPE
SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psf)

15/32-inch APA rated X b .
CDX plywood 24 0.113-inch x 2-3/8” ring shank nails 6 -67.5
19/32-inch APA rated 24 0.113-inch x 2-3/8” ring shank nails 6 -52.5
CDX plywood 24 8d wood screws 6 -82.5
22 ga, Type B, Grade 33 72 #12 HWH Teks 5 6 -150.0
steel
Min. 22 ga. type B, 72 #12 HWH Teks 5 6 -150.0
Grade 80 steel

4.1.3 Fire Classification:

(a) Refer to FBC 1505, FBC HVHZ 1516 and UL TGFU.R10128 and the fire classification certificate for the roof cover manufacturer
for requirements and limitations regarding roof assembly fire classification.

(b) Refer to FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.
4.1.4 Corrosion Resistance — Saltwater Environments:

Fasteners and connectors, if applicable, in areas within 3,000 feet of a saltwater coastline shall demonstrate compliance with
FBC 1711 to the satisfaction of the Authority Having Jurisdiction.
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Products listed in Rule 61G20-3.001, F.A.C., shall be manufactured under a quality assurance program audited by an approved
quality assurance entity. For components listed herein that are produced by a manufacturer other than the report holder on
Page 1 of this NER, refer to the Florida Product Approval or NOA of the component manufacturer.

Jurisdiction Specific:

Non-HVHZ
This NER does not include evaluation of roof edge termination.
Refer to FBC 1504.5 for requirements and limitations regarding
edge securement for low-slope roofs.

Refer to FBC 1511 for requirements and limitations regarding
recover installations.

(a) For mechanical attachment to existing roof decks, fasteners

shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

(b) For adhered re-roof (tear off) installation, the existing substrate

shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1,
FM Loss Prevention Data Sheet 1-52 or TAS 124 shall be
conducted on mock-ups of the proposed interface.

(c) For adhered recover installation, the existing roof system shall

4.2.3

meet project design pressure requirements on its own merit to
the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with FM
Loss Prevention Data Sheet 1-52 or TAS 124.

Wind Load Resistance:

HVHZ

This NER does not include evaluation of roof edge
termination. Refer to RAS 111 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing
in accordance with TAS 124 shall be conducted on mock-
ups of the proposed interface.

For adhered recover installation, the existing roof system
shall meet project design pressure requirements on its own
merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in
accordance with TAS 124.

(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for

wind load resistance based on allowable wind loads, and reflects
the ultimate passing pressure divided by 2 (the 2 to 1 margin of
safety per FBC 1504.9 has already been applied). Refer to FBC
1609 for determination of design wind loads.

(c) The MDP for the selected assembly shall meet or exceed at least

the Zone 1 PRIME design pressure determined in accordance
with FBC Chapter 16. Elevated pressure zones shall employ an
attachment density designed by a qualified design professional
to resist the elevated pressure criteria. Commonly used
methods are ANSI/SPRI WD1, FM Loss Prevention Data Sheet
1-29, RAS 117 and RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM
Loss Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure

LINKTO TOP

for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.

LINKTO TOP OF ATTACHMENT REQUIREMENTS

“MDP” = Maximum Design Pressure is the result of testing
for wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to
1 margin of safety per TAS 114 has already been applied).
Refer to FBC HVHZ 1620 or RAS 128 for determination of
design wind loads.

The MDP for the selected assembly shall meet or exceed at
least the Zone 1 PRIME design pressure determined in
accordance with FBC HVHZ 1620 or RAS 128. Elevated
pressure zones shall employ an attachment density
designed by a qualified design professional to resist the
elevated pressure criteria. Analysis shall be in accordance
with RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum
design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
(a) Structural Concrete Decks:
TABLE VB-1: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
VAPOR BARRIER ADHESIVE
OPTION # PRIMER MDP (psF)
TyPE APPLICATION PER TABLE 11A (3.1.3)
Base Ply: Elevate MB Base, Elevate SBS Base, Elevate SBS Poly Base, Elevate SBS Premium Multi-Purpose MB Cold Adhesive, . .
-VB-1. ASTM D41 Multi-P MB Cold Adh -67.5*
¢ S Base, Elevate SBS Premium Poly Base, Elevate APP 160 COOL, Elevate APP 170 COOL 1.5-2.0 gal/sq. ulti-Purpose MB Cold Adhesive | -67.5
C-VB-2. ASTM D41 Elevate MB Base M-OSA, 4” o.c. M-0SA -232.5
1 or 2 plies Elevate Ply IV or Elevate Ply VI or 1 ply Elevate MB Base, Elevate SBS Base, Elevate
C-VB-3. |ASTM D41 $BS Poly Base or Elevate SBS Premium Base Hot asphalt Hot asphalt 120.0
C-VB-4.  |ASTM Da1 1 or 2 plies Elevate Ply IV or Elevatg Ply VI or 1 ply Elevate MB Base, Elevate SBS Base, Elevate Hot asphalt 1.5.0. Spray R or M-OSA 4950
SBS Poly Base or Elevate SBS Premium Base
C-VB-5. ASTM D41 Elevate SBS Poly Torch Base, Elevate SBS Glass Torch Base, Elevate SBS Glass Torch Base 1.5, Torch-applied 1.5.0. Spray R or M-OSA 4950
Elevate SBS Smooth
C-VB-6. ASTM D41 EIevaFe MB Base, SBS, Base, Elevate SBS Poly Base, Elevate SBS Premium Base or Elevate SBS (S 0B500, 4-inch o.c. 3375
Premium Poly Base
El B B El B! hB E B! B. 1.
C-VB-7. ASTM D41 evate SBS Poly Torch Base, Elevate SBS Glass Torch Base, Elevate SBS Glass Torch Base 1.5, Torch-ag el 0B500, 4-inch o.c. 3375
Elevate SBS Smooth
Duro-Last VB
C-VB-8. P:rr:eras Duro-Last Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
Duro-Last VB
C-VB-9. Prl:;:)eraSt Duro-Last Vapor Barrier Self-adhering OB500 -262.5
Duro-Last VB
C-VB-10. Prl:;:)eraSt Duro-Last Vapor Barrier Self-adhering M-0OSA -255.0
BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO|cert.

NEMO EVALUATIONS REPORT

Report No.:  NER-AMZDL-001.B.R1

Revision 1: 2026-10-09

Page 11 of 74

4.3.2 Roof Assemblies:

ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE
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ACCREDITED

Product Certifcation

Agency

ISO/IEC 17065 PCA-145

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
9A Wood New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 12
98 Wood New, Reroof (Tear-Off), Recover C-2 Induction Welded Roof Cover 14
9c Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (stress plates) 15
90 Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (batten strips) 16
9E Wood New, Reroof (Tear-Off), Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 16
10A Steel New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 16
108 Steel New or Reroof (Tear-Off) A-1 Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 17
10c Steel New or Reroof (Tear-Off) A-1 Bonded Thermal Barrier, Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 17
10D Steel or Structural concrete New, Reroof (Tear-Off), Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 18
10e Steel or Structural concrete New, Reroof (Tear-Off), Recover B-2 Mechanically Attached Base Insulation, Bonded Vapor Barrier, Bonded Top Insulation, Bonded Roof Cover 24
10F Steel or Structural concrete New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 25
106 Steel or Structural concrete New, Reroof (Tear-Off), Recover C-2 Induction Welded Roof Cover 32
10H Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Stress Plate) 33
101 Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Battens) 37
10y Steel or Structural concrete New, Reroof (Tear-Off), Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 39
11A Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 40
118 Structural concrete New, Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 48
12A Deck with Lightweight Concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 49
128 Deck with Lightweight Concrete New, Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 59
13A Cementitious Wood Fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 61
138 Cementitious Wood Fiber Reroof (Tear-Off) A-2 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 62
14A Existing Gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 62
148 Existing Gypsum Reroof (Tear-Off) A-2 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 63
14c Existing Gypsum Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 64
15A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 64
158 Steel Recover C-2 Induction Welded Roof Cover 71
15c Steel Recover D-1 Insulated, Mechanically Attached Roof Cover 72
150 Steel Recover D-1 Insulated, Mechanically Attached Roof Cover (RMA Strips) 73
15€ Steel Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 73
15F Various Recover F Non-Insulated, Bonded Roof Cover 73
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TABLE 9A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

A‘;CPREDIT‘ED'

PCA-145

. Top Insulation Layer
System Deck Base Insulation Layer Roof Cover (3.1.4 MDP
No. (@.12) (4a22) Type Fasten BT = (psf)
(4.2.2) (3.1.2)
DURO-TECH TPO SYSTEMS:
PI d, APA, 15/32-inch (Optional) O I 1 per 4.0 -300*
W-1. ywood, ATA, nen, ptionalj n€ or more fayers, Min. 1-inch RESISTA 3.1.1 Per®- | BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA | (NO
rating 32/16, Grade CDX any combination, loose laid ft2 HVH2)
Plywood, APA, 19/32-inch, (Optional) One or more layers, R . 1per1.8 | BB-TBSA, BB-LVOC-1168, BB-TBBA or BB-
w-2 rating 32/16, Grade CDX any combination, loose laid Min. 2-inch IS0 95+ GL 311 ft? WBBA-P -45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, ) ) 1per2.7 "
w-3 rating 32/16, Grade CDX any combination, loose laid Min. 1-inch RESISTA 3.1.1 ol BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA | -45.0
w-g, | Plywood APA 15/3Zinch, | (Optional) One or more layers, | \y, 4 i1 ResisTA 3.1.1 1perl6 | pg-TBsA, BB-LVOC, BB-LVOC-1168 or BB-TBBA | -45.0
rating 32/16, Grade CDX any combination, loose laid ft2
w-s, | Phwood APA, 15/32-inch, | (Optional) One or more lavers, | v, o s inch puro-Guard IS0 HD-E2 3.1.1 1per2.7 | pg-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA | -45.0*
rating 32/16, Grade CDX any combination, loose laid ft2
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 1 per 4.0 «
w-6 rating 32/16, Grade CDX any combination, loose laid Board & ft2 BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA 45.0
W-7 Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch DEXcell FA Glass Mat Roof Board 311 1per4.0 | BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or _45.0*
rating 32/16, Grade CDX any combination, loose laid or min. 7/16-inch DEXcell Cement Roof Board o ft2 BB-WBBA-P '
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 | BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or "
w-8 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-nggi@egeReck Prime N ft2 BB-WBBA-P 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . 1per2.7 | BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or "
W-9 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid SR 6-inch DEXcell SzERRoof Board e ft2 BB-WBBA-P 45.0
inch (0.418 inch), Exposure 1
. (Optional for Recover) Min. 1.5-
w-0, | Phywood, APA, 23/32-inch, | ok kick one or more layers, Min. 0.25-inch DensDeck Prime 311 Lper2.7 | g 18SA, BB-LVOC or BB-TBBA -45.0*
rating 48/24, Grade CDX - ; ft
any combination, loose laid
R (Optional for Recover) Min. 1.5-
Plywood, APA, 23/32-inch, . . . . 1per2.7 | BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or N
W-11 rating 48/24, Grade CDX inch thICk,. om.e or more Iayers, Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 et BB-WBBA-P 45.0
any combination, loose laid
Plywood, APA, 19/32-inch, Min. 0.25-inch DensDeck Prime, DEXcell FA
W-12 rating 32/16, Grade CDX or (Optional) One or more layers, Glass Mat Roof Board or SECUROCK Gypsum- 311 1 per BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or _45.0*
0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Fiber Roof Board or min. 7/16-inch DEXcell o 2.13 ft? BB-WBBA-P '
inch (0.418 inch), Exposure 1 Cement Roof Board
Plywood, APA, 15/32-inch, | (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1per1.6 | BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-TBBA or
W-13 rating 32/16, Grade CDX any combination, loose laid Board or DEXcell FA Glass Mat Roof Board or 311 ft2 BB-WBBA-P -45.0
8 ! ¥ ! min. 7/16-inch DEXcell Cement Roof Board
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. P, " Top Insulation Layer o
ystem ec ase Insulation Layer
Roof 3.1.4
No. (4.12) (422 Type Fasten Attach oof Cover (3.1.4) (psf)
(4.2.2) (3.1.2)
Plywood, APA, 19/32-inch, (Optional) One or more layers, . . . 1per1.6 | BB-TBSA, BB-LVOC-1168, BB-TBBA or BB-
Ww-14 rating 32/16, Grade CDX any combination, loose laid Min. 0.5-inch DensDeck cigidigeck Prime 311 ft2 WBBA-P 45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 1 per
W-15 rating 32/16, Grade CDX any combination, loose laid Board 311 2.13 ft? BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA 525
W-16. Plywood, APA, 15/32-inch, (Optlonal). Onfe or more Iayers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 311 1perls8 BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA 675
rating 32/16, Grade CDX any combination, loose laid Board ft2
DURO-TECH TPO FLEECE / HOT ASPHALT SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 N
W-17 0SB (NO-HVHZ), APA, 7/16- | any combination, loose laid P P me 311 ft2 R -45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
W-18 rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per FB-HA -45.0*
0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Gypsum-Fiber Roof Board o 2.13 ft? ’
inch (0.418 inch), Exposure 1
W-19. Plywood, APA, 15/32-inch, (Optlonal)' On'e or more Iayers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 311 1per1.6 FB-HA 45.0
rating 32/16, Grade CDX any combination, loose laid Board ft2
DURO-TECH TPO FLEECE / TECH-BOND™ TPO SPRAY ADHESIVE SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
W-20. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.1.1 f2 FB-TBSA 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
W-21. rating 32/16, Grade CDX or (Optlonal). On.e or more Iayers, Min. 0.25-.|nch DensDeck Prime or SECUROCK 311 1 per FB-TBSA _45.0*
0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Gypsum-Fiber Roof Board 2.13 ft?
inch (0.418 inch), Exposure 1
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1perl.6
W-22. rating 32/16, Grade CDX any combination, loose laid Board 311 ft2 FB-TBSA 45.0
DuURO-TECH TPO FLEECE / DURO-GRIP OLYBOND 500 SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, \ X . 1per2.7 N
W-23. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.11 2 FB-OB500 (RIBBON, 6 or SPATTER) 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1 per N
W-24. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.11 213 f2 FB-OB500 (RIBBON, 6 or SPATTER) 45.0
inch (0.418 inch), Exposure 1
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TABLE 9A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. P, e Top Insulation Layer o
ystem ec ase Insulation Layer
Roof 3.1.4
No. (4.1.2) (a.2.2) Type Fasten Attach oof Cover (3.1.4) (psf)
(4.2.2) (3.1.2)

Plywood, APA, 19/32-inch,

rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1 per "
W25 | 0SB (NO-HVHZ), APA, 7/16- | any combination, loose laid Board 311 213f¢ | FBOBS00(RIBBON, 12 or SPATTER) 450

inch (0.418 inch), Exposure 1

Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1perl.6
W-26. 1.1 FB-OB RIBBON, 12 PATTER -45.

6 rating 32/16, Grade CDX any combination, loose laid Board 3 ft2 0B500 ( © ors ) >0

DURO-TECH TPO FLEECE / DURO-FLEECE ADHESIVE SYSTEMS:

Plywood, APA, 15/32-inch,

rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 «
W-27. 058 (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.1.1 f2 FB-DFA (RIBBON, 12) 45.0

inch (0.418 inch), Exposure 1

Plywood, APA, 19/32-inch, Min. 0.25-inch DensDeck Prime, DEXcell FA

rating 32/16, Grade CDX or (Optional) One or more layers, Glass Mat Roof Board or SECUROCK Gypsum- 1 per «
W-28. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Fiber Roof Board or min. 7/16-inch DEXcell — 2.13 ft2 B (RIBEON, 12) 45.0

inch (0.418 inch), Exposure 1 Cement Roof Board

: ) Min. 0.25-inch DEXcell FA Glass Mat Roof
W-29. le‘:"“;‘i /ﬁl\gAé:aséz Zc'l')”)fh’ g?]pt:(’;fgirz'::):rggsr: l':i‘:jers' Board or SECUROCK Gypsum-Fiber Roof Board | 3.1.1 1 p‘f*trzl'e’ FB-DFA (RIBBON, 12) -45.0
g ! v ¢ or min. 7/16-inch DEXcell Cement Roof Board

TABLE 98: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

System Deck Thermal Barrier and/or Insulation Attach (3.1.2)
No. (4.1.2) Layer (4.2.2) Fasten (4.2.2) Density / Pattern

Plywood, APA,
19/32-inch, rating
32/16, Grade CDX
W-30. or OSB (NO-
HVHZ), APA, 7/16-
inch (0.418 inch.),
Exposure 1

Plywood, APA,
19/32-inch, rating
32/16, Grade CDX
W-31. or OSB (NO-
HVHZ), APA, 7/16-
inch (0.418 inch.),
Exposure 1

<
o
o

Roof Cover (3.1.4)

g

Duro-Last #15 Heavy Duty Screw 6 parts per 4 x 8 ft board Duro-Tech TPO induction welded to Duro-Bond TPO

Fastener and Duro-Bond TPO P p Plate with RhinoBond Tool in accordance with -45.0*
1 per 5.3 ft? ; .

Plate manufacturer’s instructions.

Any approved thermal barrier and/or
insulation, any combination

Duro-Last #15 Heavy Duty Screw Duro-Tech TPO induction welded to Duro-Bond TPO
8 parts per 4 x 8 ft board ) ) . .

Fastener and Duro-Bond TPO Plate with RhinoBond Tool in accordance with -45.0*
1 per 4.0 ft? ; .

Plate manufacturer’s instructions.

Any approved thermal barrier and/or
insulation, any combination
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TABLE 98: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

System Deck Thermal Barrier and/or Insulation Attach (3.1.2) S T MDP
No. (4.1.2) Layer (4.2.2) Fasten (4.2.2) Density / Pattern = (psf)
Plywood, APA, (Optional) Any approved thermal Duro-Last #15 Heavy Duty Screw Max. 6-inch o.c. in rows max. 72- Duro-Tech TPO induction welded to Duro-Bond TPO
W-32. 19/32-inch, rating barrier and/or insulation, any Fastener and Duro-Bond TPO inch.o c e ’ Plate with RhinoBond Tool in accordance with -52.5
32/16, Grade CDX combination, prelim. attached (3.1.2) Plate o manufacturer’s instructions.
12 parts per 4 x 8 ft board
1 per 2.7 ft?
ik -k .
Plywood, APA, Any approved thermal barrier and/or Duro-Last #15 Heavy Duty Screw & Duro-Tech TPO induction welded to Duro-Bond TPO
W-33. 15/32-inch, rating ins:lllaFt)iF(J)n anv combination Fastener and Duro-Bond TPO o o o) o _?_ Plate with RhinoBond Tool in accordance with -52.5
32/16, Grade CDX »any Plate & manufacturer’s instructions.
[e) o ) o |+
~
() o o o i
o g
Code minimum (Optional) Any approved thermal Duro-Last #15 Heavy Duty Screw Fastener spaced max. 6-inch o.c. Duro-Tech TPO induction welded to Duro-Bond TPO
W-34, plywood or OSB barrier and/or insulation, any Fastener and Duro-Bond TPO in rows spaced max. 96-inch o.c. Plate with RhinoBond Tool in accordance with -75.0
(NO HVHZ) combination, prelim. attached (3.1.2) Plate along wood structural members manufacturer’s instructions.
Plywood, APA, (Optional) Any approved thermal Duro-Last #15 Heavy Duty Screw Max. 6-inch o.c. in rows max. 60- Duro-Tech TPO induction welded to Duro-Bond TPO
W-35. 19/32-inch, rating barrier and/or insulation, any Fastener and Duro-Bond TPO inch .o c e . Plate with RhinoBond Tool in accordance with -82.5
32/16, Grade CDX combination, prelim. attached (3.1.2) Plate o manufacturer’s instructions.

TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATE)

system o Insulation (4.2.2) — Roof Cover E
No. (4.1.2) Type (3.1.2) Membrane Fasten (4.2.2) Attach (psf)
Plywood, APA, 15/32- Duro-Last #15 Extra
inch, rating 32/16, Grade | Min. 1-inch ISO 95+ GL or RESISTA, min. 0.5-inch Duro-Guard ISO HD-E2 X Heavy Duty Drill 12-inch o.c. within 6-inch wide -30.0*
W-36. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber By Duro-Tech Point Fastener with laps spaced 42-inch o.c. Laps (NO
APA, 7/16-inch (0.418 Roof Board attached | TPO Duro-Tech TPOHD | sealed with 1.5-inch heat weld. | HVHZ)
inch), Exposure 1 Seam Plate
Plywood, APA, 15/32- Duro-Last #15 Extra
inch, rating 32/16, Grade | Min. 1-inch ISO 95+ GL or RESISTA, min. 0.5-inch Duro-Guard ISO HD-E2 . Heavy Duty Drill 6-inch o.c. within 6-inch wide
W-37. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber prelim. Duro-Tech Point Fastener with laps spaced 42-inch o.c. Laps -45.0*
APA, 7/16-inch (0.418 | Roof Board attached | TPO Duro-Tech TPOHD | sealed with L.5-inch heat weld.
inch), Exposure 1 Seam Plate
Plywood, APA, 19/32- Duro-Last #15 Extra
inch, rating 32/16, Grade | Min. 1-inch ISO 95+ GL or RESISTA, min. 0.5-inch Duro-Guard ISO HD-E2 . Heavy Duty Drill 24-inch o.c. within 6-inch wide
W-38. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber prelim. Duro-Tech Point Fastener with laps spaced 42-inch o.c. Laps -45.0*
APA, 7/16-inch (0.418 | Roof Board attached | TPO Duro-Tech TPOHD | sealed with 1.5-inch heat weld.
inch.), Exposure 1 Seam Plate
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATE)

Insulation (4.2.2) Roof Cover
System Deck P MDP
No. 4.1.2 ac 2. sf
(4.1.2) Type 319 Membrane Fasten (4.2.2) Attach
. . . . . Duro-Last #15 Extra
Plywood, APA, 15/32- Optional min. 1-inch ISQ 95+ GL or RESISTA foIIowed. by min. 0.25-inch _ ) Heavy Duty Drill 5-inch o.c. within 6-inch wide
. . DensDeck, DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board, min. 0.5- | prelim. Duro-Tech R . .
W-39. inch, rating 32/16, Grade | . X R ; X Point Fastener with laps spaced 114-inch o.c. Laps -45.0
inch Duro-Guard ISO HD-E2, min. 1-inch RESISTA or min. 1.5-inch Duro-Guard attached | TPO A .
CDX ) Duro-Tech TPO HD sealed with 1.5-inch heat weld.
ISO HD Composite-E2
Seam Plate
Plywood, APA, 19/32- a::\)&LaDS:ttgr:rtra 6-inch o.c. within 6-inch wide
W-40. inch, rating .32/16’.Grade Min. 1.5-inch thick, one or more layers, any combination prelim. Duro-Tech Point Fastener with laps Spac.ed 99.5-|nch o.c. Laps -60.0
CDX or nominal 1-inch attached | TPO sealed with 5-inch heat weld
Duro-Tech TPO HD
wood plank that encapsulates plates.
Seam Plate

TABLE 9p: WOOD DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTEN STRIPS)

Insulation (4.2.2) Roof Cover

System Deck o MDP

No. 4.1.2 ac sf
(4.1.2) Type B Membrane Fasten (3.1.2) Attach (psf)

. Elevate UltraPly QuickSeam R.M.A. Strips are applied over the insulation
Plywood, APA, Min. 0.5-inch thick, . 35 UIFraPh{ QuickSeam spaced 96-inch o.c. The batten is centered over each strip and fastened 6- -30.0
) ) prelim. Duro-Tech R.M.A. Strips with Elevate All- . . ) - B -
W-41. 15/32-inch, rating | one or more layers, . inch o.c. Roof cover adhered to each strip by first priming with Elevate Single- (NO
. (. attached TPO Purpose Fastener with TPO . X . . . - .
32/16, Grade CDX | any combination X Ply QuickPrime Primer at the strip location, then rolling into place with a hand | HVHZ)
Polymer Batten Strip roller

BLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

System Deck Roof Cover MDP
No. (4.1.2) Membrane Fasten (4.2.2) Attach (psf)
Plywood, APA, 19/32-inch, rating 32/16, Grade Duro-Last #15 Extra Heavy Duty Drill Point Fastener | 6-inch o.c. within 6-inch wide laps spaced 72-inch o.c. Laps
W-42. CDX Buro-TeQEC with Duro-Tech TPO HD Seam Plate sealed with 1.5-inch heat weld. 45.0
TABLE 10A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System Deck y P Y Roof Cover (3.1.4 MDP
No. (4.1.2) Type | Attach Type | Attach (3.1.3) (psf)
DuRO-TECH TPO SYSTEMS:
Sl Min. 22 ga., type B, Min. 1.5-inch ISO 95+ GL OB500 or M-0OSA, 12-inch o.c. along (Optlf)nal) A.dd|t|0na| layers OBS00 or M-OSA BB-TBSA, BB-LVOC, BB-LVOC-1168 or -45.0*
Grade 33 steel top flanges of steel deck base insulation BB-TBBA
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TABLE 10A: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer

System LT v P v Roof Cover (3.1.4) MDP

No. (4.1.2) Type Attach Type Attach (3.1.3) (psf)

g Min. 22 ga., type B, . M-OSA, 6-inch o.c. along top flanges (Optional) Additional layers } ’ BB-TBSA, BB-LVOC, BB-LVOC-1168 or } "
SC2. Grade 33 steel Min. 2-inch IS0 95+ GL of steel deck base insulation M-OSA, b-inch o.c. BB-TBBA 750

TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Vapor Barrier Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
Duro-TecH TPO SYSTEMS:
Duro-Last Vapor Barrier 375
sc3 Min. 22 ga., type B, with min. 3-inch side laps | Min. 1.5-inch ISO 1.5.0. Spray R or M-0SA, 12-inch (Optional) Additional 1.5.0. Spray R or BB-TBSA, BB-LVOC, BB- N(.)
’ Grade 33 steel self-adhered to top 95+ GL o.c. along top flanges of steel deck layers base insulation M-0SA LVOC-1168 or BB-TBBA H(VHZ
flanges of steel deck )
Duro-Last Vapor Barrier
sca Min. 22 ga., type B, with min. 3-inch side laps | Min. 1.5-inch ISO ?f_?r?fh"; 'csa% :’pzzy ::; ngs-c;_:,A, (Optional) Additional ?'isaooR";r"MS'_o' BB-TBSA, BB-LVOC, BB- 45.0*
’ Grade 33 steel self-adhered to top 95+ GL o g top Tlang layers base insulation pray LVOC-1168 or BB-TBBA ’
steel deck OSA
flanges of steel deck
Duro-Last Vapor Barrier
SC.5 Min. 22 ga., type B, with min. 3-inch side laps | Min. 2-inch ISO 95+ M-0SA, 6-inch o.c. along top (Optional) Additional M-0SA, 6-inch BB-TBSA, BB-LVOC, BB- -60.0*
’ Grade 33 steel self-adhered to top GL flanges of steel deck layers base insulation o.c. LVOC-1168 or BB-TBBA ’
flanges of steel deck

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Thermal Barrier Base Insulation Layer Top Insulation Layer

System Deck . MDP

Attach Vapor Barrier Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type Type (psf)

(3.1.3) (3.1.3) (3.1.3)

DuRro-TECH TPO SYSTEMS:

e | ;zéfa';je g’!:;gi’l'(mh 08500, 12-inch o.c.along | BASEGARD SA withmin.3- | Min.0.5-inch | i\%ztl't‘l’::;)l vers | Hotasonalt | BE-TESA BB-LVOC,BB- |

’ ype 5 A top flanges of steel deck inch side laps self-adhered | 1SO 95+ GL P A .y P LVOC-1168 or BB-TBBA ’
33 steel Prime base insulation
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

. P, Base Insulation Layer Top Insulation Layer s
stem ec Ll e
VN 0. (4.1.2) S Fastener Attach e Attach Roof Cover (3.1.4) (psf)
P (4.2.2) (3.1.2) yp (3.1.3)
DuRO-TECH TPO SYSTEMS:
Min. 22 ga., type B, Grade . ) -37.5%
) . Min. 2-inch ISO 95+ GL or 1 per . . OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC-
SC-7. 33 steel or min. 2,500 psi RESISTA 311 4002 Min. 0.5-inch Duro-Guard I1SO HD-E2 0SA 1168, BB-TBBA or BB-WBBA-P (NO
structural concrete HVHZ)
Min. 22 ga., type B, Grade . . .
. R . . 1 per Optional min. 1.5-inch ISO 95+ GL followed BB-TBSA, BB-LVOC, BB-LVOC- N
SC8. z’ijz‘:j:;rc?;:‘r:t':oo psl Min. 1.5-inch IS0 85+ GL 311 2.0f2 | by min. 0.5-inch Tapered ISO 95+ GL I.5.0. Spray R 1168, BB-TBBA or BB-WBBA-P | >0
Min. 22 ga., type B, Grade ) . .
. . . . 1 per Optional min. 1.5-inch RESISTA followed by OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC- N
SC9. §t3r j:j:;rc';']:reztzoo psl Min. 1.5-inch RESISTA 314 2.7f2 | min.0.5-inch Tapered RESISTA 0SA 1168 or BB-TBBA 450
Min. 22 ga., type B, Grade . . .
h R . ) 1 per Optional min. 1.5-inch RESISTA followed by OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC- «
>C10. z’fr jzfj:;rc?r::reztzoo psi- | Min. Ziinch RESISTA 31 4.0f¢ | min. 0.5-inch Tapered RESISTA 0sA 1168 or BB-TBBA 430
Min. 22 ga., type B, Grade . )
. . . . 1 per Min. 1.5-inch Duro-Guard ISO HD OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC- «
-11. . . 2- + 1. -45.
SC-11 :zjzfj:;rc?r::rezt'joo psi Min. 2-inch ISO 95+ GL 3.1.1 400 Composite-E2 0SA 1168 or BB-TBBA 45.0
Min. 22 ga., type B, Grade . .
. R . . 1 per Min. 1.5-inch Duro-Guard ISO HD OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC- N
SC-12. :t?;j’éfj:;rc:;:.rezt,:oo psi Min. 1.5-inch ISO 95+ GL 3.1.1 27 | Composite-E2 0SA 1168 or BB-TBBA 45.0
Min. 22 ga., type B, Grade ! ) ) .
SC-13. 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL 3.1.1 Zlg‘fetrz Min. 0.5-inch Duro-Guard I1SO HD-E2 1.5.0. Spray R; M-OSA ??&fﬁé:ﬁr;\éic' BB-LVOC -45.0*
structural concrete '
Min. 22 ga., type B, Grade
SC-14. 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 Zlgitrz Min. 0.5-inch Duro-Guard ISO HD-E2 0OB500 E?s;iffé:ié\égc’ BB-LVOC -45.0*
structural concrete '
Min. 22 ga., type B, Grade . YE
SC-15. | 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 115‘::2 Min. 0.5-inch Duro-Guard 1SO HD-E2 883200, 1.5.0.Spray Ri M- | g5 wesA-p -45.0
structural concrete '
Min. 22 ga., type B, Grade . . .
. R . . 1 per Min. 0.25-inch DensDeck, DensDeck Prime 1.5.0. Spray R; M-0OSA, N
SC-16. zij:j:;rcr:,::}j{:oo psi Min. 1.5-inch ISO 95+ GL 3.11 2.0 2 or SECUROCK Gypsum-Fiber Roof Board OB500 or CR-20 CRA BB-TBSA or BB-TBBA 45.0
Min. 22 ga., type B, Grade . . .
A . . . 1 per Min. 0.25-inch DensDeck Prime or 1.5.0. Spray R; M-0OSA, "
SCA7. zfr jzfj:;rc':r'\:r ezt,ioo psi | Min. 15-inchISO95+GL ) 3.1.1 2.0f2 | SECUROCK Gypsum-Fiber Roof Board 0BS500 or CR-20 CRA BB-LVOC-1168 430
Min. 22 ga., type B, Grade Min. 0.25-inch DEXcell FA Glass Mat Roof
A R . . 1 per . R 1.S.0. Spray R; M-0SA, BB-TBSA, BB-LVOC, BB-LVOC- "
SC-18. 33 steel or min. 2,500 psi Min. 1.5-inch I1ISO 95+ GL 3.1.1 20 Board or min. 7/16-inch DEXcell Cement 0B500 1168, BB-TBBA or BB-WBBA-P 45.0
structural concrete Roof Board
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

. P, Base Insulation Layer Top Insulation Layer s
stem ec RV
VN 0. (4.1.2) S Fastener Attach e Attach Roof Cover (3.1.4) (psf)
P (4.2.2) (3.1.2) yp (3.1.3)
Min. 22 ga., type B, Grade Optional min. 1.5-inch ISO 95+ GL or min.
SC-19. | 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL | 3.1.1 21 g?trz 0.5-inch Tapered ISO 95+ GL followed by 1.5.0. Spray R ??&ﬁ’;j&?g&gﬁ;& L | 4500
structural concrete ' min. 0.5-inch Duro-Guard ISO HD-E2 !
sca20 2/'3':,(3; ii"nfiynpiBgo%raff m;;:fr"s";gu[;%"gg“k 11 Lper | Optional min. 1.5-inch RESISTA followed by | OBS00; 15.0. Spray R; M- | BB-TBSA, BE-LVOC, BB-LVOC- | . .
’ structural conc.ret,e P Gypsum-Fiber Roof Board o 4.0 ft? min. 0.5-inch Tapered RESISTA OSA 1168 or BB-TBBA ’
. Min. 0.5-inch DensDeck, . . .
Sca1. | 335l ormm 2600ps | DensDeck Primeor a1 1007 | 055 o DensDeck Prime or SECUROGK | 03500150, 9ray R M- | BBTBSA, BBLVOC, BBAVOC. | .,
’ T P SECUROCK Gypsum-Fiber o 2.0 ft? ) ) OSA 1168, BB-TBBA or BB-WBBA-P ’
structural concrete Roof Board Gypsum-Fiber Roof Board
Min. 22 ga.. tvoe B. Grade Min. 0.5-inch DensDeck, Min. 1.5-inch ISO 95+ GL followed by Min.
SC-22 33 s‘teelir.;ni\:? 2 5’00 si DensDeck Prime or 311 1 per 0.25-inch DEXcell FA Glass Mat Roof Board OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC- _45.0%
’ structural conc.ret,e P SECUROCK Gypsum-Fiber o 2.0 ft? or min. 7/16-inch DEXcell Cement Roof OSA 1168, BB-TBBA or BB-WBBA-P ’
Roof Board Board
Min. 22 ga., type B, Grade | . .
. R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC-
SC-23. ffr ji‘:j:;rc?r']:reztjoo psl Min. 1.5-inch SRS 311 16f2 | SECUROCK Gypsum-Fiber Roof Board 0SA, 6-inch o.c. 1168 or BB-TBBA 60.0
Min. 22 ga., type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof
B R . . 1 per . R OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC-
SC-24. 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL 3.1.1 162 Board or min. 7/16-inch DEXcell Cement OSA, 6-inch o.c. 1168 or BB-TBBA 60.0
structural concrete Roof Board
Min. 22 ga., type B, 50 ksi . . . .
. K Min. 1.5-inch I1ISO 95+ GL or 1 per Min. 1.5-inch Duro-Guard ISO HD . BB-TBSA, BB-LVOC, BB-LVOC-
SC-25. ::ffl&rrg?'cno :cf:tz Pt RESISTA 311 1.8 | Composite-E2 0B500, 12-inch o.c. 1168 or BB-TBBA -60.0
Min. 22 ga., type B, 50 ksi . . .
. K . . 1 per Min. 0.25-inch SECUROCK Gypsum-Fiber R BB-TBSA, BB-LVOC, BB-LVOC-
SC-26. ::creitc:jrr;?c;:c,feot(; psi Min. 2-inch ISO 95+ GL 3.1.1 1.8 f©2 Roof Board 0B500, 6-inch o.c. 1168 or BB-TBBA -67.5
Min. 22 ga., type B, 50 ksi Min. 0.5-inch DEXcell FA Glass Mat Roof ! ) ) .
SC-27. steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.11 118'3?; Board or min. 7/16-inch DEXcell Cement 0B500, 6-inch o.c. ??&fﬁé:ﬁ_;\égc' BB-LVOC -67.5
structural concrete ' Roof Board
Min. 22 ga., type B, Grade . .
SC-28. | 33 steel or min. 2,500 psi 'F\Sel;'s#As inch 15095+ GLor | 5, 4 11 é’?trz Min. 1.5-inch ISO 95+ GL or RESISTA 1.5.0. Spray R; M-OSA ??BLB?"S::BT;\‘;?C’ BB-LVOC -75.0
structural concrete '
Min. 22 ga., type B, Grade
) R . . 1 per . . OB500; I.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC-
SC-29. zijzttej:;rcr:r::.rjt,soo psi Min. 2-inch 1ISO 95+ GL 3.1.1 1.6 f2 Min. 0.5-inch Duro-Guard ISO HD-E2 OSA, 6-inch o.c. 1168 or BB-TBBA 82.5
Min. 22 ga., type B, Grade . .
SC-30. | 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 11 g?trz Min. 0.5-inch Duro-Guard 1SO HD-E2 235 00; M-OSA, 4-inch ?:BLIOC' BB-LVOC-11680rBB- | 454
structural concrete ' e
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER
Top Insulation Layer

Base Insulation Layer

ISO/IEC 17065

PCA-145

IAS

APQFREDIT‘EP'

y

System Deck MDP
( ) Roof Cover (3.1.4
No. nag Type Fastener Attach Type Attach (3.1.4) (psf)
(4.2.2) (3.1.2) (3.1.3)
Min. 22 ga., type B, Grade . .
SC-31. | 33steelormin. 2,500 psi | Min. 2-inch ISO 95+ GL 3.1.1 115’?:2 Min. 1-inch ISO 95+ GL 2'2500' M-OSA, &inch | gp \aga-p -105.0
structural concrete ' h
Min. 22 ga., type B, Grade . . . .
h R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; M-0SA, 4-inch BB-LVOC, BB-LVOC-1168 or BB-
SC-32. 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 102 SECUROCK Gypsum-Fiber Roof Board oc. TBBA 105.0
structural concrete
Min. 22 ga., type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof . .
SC-33. | 33 steel or min. 2,500 psi Min. 2-inch 15O 95+ GL 3.1.1 1per | Board or min. 7/16-inch DEXcell Cement OBS500; M-OSA, 4-inch BB-LVOC, BB-LVOC-11680rBB- | 059
1.0 ft2 o.c. TBBA
structural concrete Roof Board
Min. 22 ga., type B, Grade
SC-34. | 33steelormin. 2,500 psi | Min. 2-inch ISO 95+ GL 3.1.1 115’?:2 Min. 1.5-inch 1SO 95+ GL 1.5.0. Spray R, 6-inch o.c. $:BLXOC' BEB-LVOC-11680rBB- | 1459
structural concrete ’
Min. 22 ga., type B, Grade Min. 1.5-inch ISO 95+ GL followed by min.
SC-35. 33 steel or min. 2,500 psi Min. 2-inch 1ISO 95+ GL 3.1.1 1 per 0.5-inch Duro-Guard ISO HD-E2 or min. 1.5.0. Spray R, 6-inch o.c. BB-LVOC, BB-LVOC-1168 or BB -105.0
1.0 ft2 X TBBA
structural concrete 19/32-inch plywood
Min. 22 ga., type B, Grade . .
SC-36. | 33steelormin. 2,500 psi | Min. 2-inch ISO 95+ GL 3.1.1 1P’ | Min. 1-inch ISO 95+ GL 08500; 1.5.0. Spray R; M- | BB-LVOC, BB-LVOC-1168 0rBB- | 15
1.0 ft? OSA, 4-inch o.c. TBBA
structural concrete
Min. 22 ga., type B, Grade ) .
SC-37. | 33 steel or min. 2,500 psi Min. 1.5-inch RESISTA 3.1.1 LPEr 1 \lin. 1.5-inch RESISTA 0B500; 1.5.0. Spray R; M- | BB-LVOC, BB-LVOC-1168 0r BB~ |,
102 0SA TBBA
structural concrete
Min. 22 ga., type B, Grade . .
SC-38. | 80steelormin. 2,500 psi | Min. 2-inch ISO 95+ GL 3.1.1 1P| Min. 1-inch ISO 95+ GL 08500; 1.5.0. Spray R M- | BB-LVOC, BB-LVOC-1168 0r BB~ | ;57
1.0 ft? OSA, 4-inch o.c. TBBA
structural concrete
Min. 22 ga., type B, Grade ) .
SC-39. | 80steel ormin. 2,500 psi | Min. 2-inch ISO 95+ GL 3.1.1 1 Per 1 Min. 0.5-inch Duro-Guard ISO HD-E2 08500; 150, Spray R; M- | BE-LVOC, BB-AVOC-1168 0rBB- | 1354
1.0 ft? OSA, 4-inch o.c. TBBA
structural concrete
DuRO-TECH TPO FLeece / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
Min. 22 ga., type B, Grade . . -30.0*
SC-40. | 33steelor min. 2,500 psi | Min. 1.5-inch 1095+ GL | 3.1.1 217"?:2 Min. 1.5-inch 1SO 95+ GL 853200' 1:5.0-Spray R M- | £ rsa (NO
structural concrete ' HVHZ)
Min. 22 ga., type B, Grade ) . -37.5%
SC-41. | 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 413’?:2 Min. 1.5-inch ISO 95+ GL 858200’ 1.5.0.Spray Ri M- 1 e rpsa (NO
structural concrete ’ HVHZ)
Min. 22 ga., type B, Grade ) )
SC-42. | 33 steel or min. 2,500 psi Min. 2.25-inch ISO 95+ GL | 3.1.1 415’?:2 Min. 1.5-inch ISO 95+ GL 858200’ 1.5.0.Spray Ri M- 1 e rpsa -45.0*
structural concrete ’
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SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

IAS

APQFREDIT‘EP'

y

ISO/IEC 17065 PCA-145

Base Insulation Layer Top Insulation Layer
System Deck - R Roof Cover (3.1.4) MDP
No. (8.1.2) Type astener Attach Type ttac -1 (psf)
(4.2.2) (3.1.2) (3.1.3)
Min. 1.5-inch ISO 95+ GL followed by
Min. 22 ga., type B, Grade Min. 0.5-inch DensDeck or 1 per optional min. 0.5-inch DensDeck Prime,
SC-43. 33 steel or min. 2,500 psi SECUROCK Gypsum-Fiber 3.1.1 ) gftz SECUROCK Gypsum-Fiber Roof Board or 1.5.0. Spray R FB-TBSA -45.0*
structural concrete Roof Board ’ Duro-Guard ISO HD-E2 or min. 19/32-inch
plywood
. Min. 1-inch I1SO 95+ GL followed by min.
Min. 22 ga., type B, Grade P R . AL
SC-44. | 33steelormin.2,500psi | Min. 1.5-inch IS0 95+ GL | 3.1.1 Lper | 0.25inch DensDeck Prime or SECUROCK | OBS00;1.5.0. Spray ;M- | g gp -45.0*
structural concrete 2.0 ft? Gypsum-Fiber Roof Board or min. 0.5-inch OSA
Duro-Guard I1SO HD-E2
Min. 22 ga., type B, Grade . . .
. R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M-
-45. | .2, .1.5- 1. ) . - -60.
SC-45 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL 3.11 16 f2 SECUROCK Gypsum-Fiber Roof Board OSA, 6-inch o.c. FB-TBSA 60.0
structural concrete
Min. 22 ga., type B, Grade Min. 1-inch I1SO 95+ GL or min. 0.5-inch . .
SC-46. 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 116")?:2 DensDeck Prime, SECUROCK Gypsum-Fiber ggliogillnihoo _zpray R;M FB-TBSA -67.5
structural concrete ' Roof Board or Duro-Guard I1SO HD-E2 ! -
DURO-TECH TPO FLEECE / 1.S.0. SPRAY R OR DURO-FLEECE ADHESIVE SYSTEMS:
Min. 22 ga., type B, Grade -30.0*
. . . . 1 per . . OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 12) or FB-
SC-47. 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL 311 270 Min. 1.5-inch ISO 95+ GL 0SA DFA (RIBBON, 12) (NO
structural concrete HVHZ)
Min. 22 ga., type B, Grade -37.5*%
A R . ) 1 per . . OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 12) or FB-
-48. .2 . 2- 1. .1.5-
SC-48 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 400 Min. 1.5-inch 1SO 95+ GL 0SA DFA (RIBBON, 12) (NO
structural concrete HVHZ)
Min. 22 ga., type B, Grade
: ) R . r 1 per . r 0OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 12) or FB- } N
SC-49. 33 steel or min. 2,500 psi Min. 2.25-inch I1SO 95+ GL 3.11 4.0 f2 Min. 1.5-inch ISO 95+ GL 0SA DFA (RIBBON, 12) 45.0
structural concrete
Min. 0.5-inch DensDeck, Min. 1.5-inch ISO 95+ GL followed by
Min. 22 ea.. tvoe B. Grade DEXcell FA Glass Mat Roof optional min. 0.5-inch DensDeck Prime,
cso. | 33 S'teelir';m‘g’ 00 o Board or SECUROCK 11 1per | DEXcell FA Glass Mat Roof Board or 15,0, Sorav R FB-Spray R (RIBBON, 12)or FB- | .
’ structural conc.ret’e P Gypsum-Fiber Roof Board N 2.0 ft? SECUROCK Gypsum-Fiber Roof Board or >0 opray DFA (RIBBON, 12) ’
or min. 7/16-inch DEXcell min. 19/32-inch plywood or min. 7/16-inch
Cement Roof Board DEXcell Cement Roof Board
Min. 0.5-inch DensDeck,
Min. 22 ga., type B, Grade DEXcell FA Glass Mat Roof
) v 4 ) Board or SECUROCK 1 per Min. 1.5-inch ISO 95+ GL followed by min. FB-Spray R (RIBBON, 4) or FB- N
SC-51. | 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board | > +'1 2.0ft2 | 0.5-inch Duro-Guard 1SO HD-E2 I.5.0. Spray R DFA (RIBBON, 4) 45.0
structural concrete : .
or min. 7/16-inch DEXcell
Cement Roof Board
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

. P, Base Insulation Layer Top Insulation Layer s
stem ec Ll e
VN 0. (4.1.2) S Fastener Attach e Attach Roof Cover (3.1.4) (psf)
yp (4.2.2) (3.1.2) YpP (3.1.3)
Min. 22 ga., type B, Grade Min. 1-inch I1SO 95+ GL followed by min. . .
SC-52. | 33steelormin. 2,500 psi | Min. 1.5-inch 1095+ GL | 3.1.1 21 o | 0:25-inch DensDeck Prime or SECUROCK 853200' 1:5.0. Spray R M FD'i :‘(’;TgBRO(S"?'l';())N' 12)orFB- | 45 o
structural concrete ' Gypsum-Fiber Roof Board !
Min. 22 ga., type B, Grade Min. 1-inch ISO 95+ GL followed by min.
) v ! ) . . 1 per 0.25-inch DEXcell FA Glass Mat Roof Board 0B500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 12) or FB- "
3653 :ij:j:;rc?r::}:{:oo psi | Min. 15-inchISO95+GL ) 3.1.1 2.0 | or min. 7/16-inch DEXcell Cement Roof 0SA DFA (RIBBON, 12) 450
Board
Min. 22 ga., type B, Grade ) . .
h R . . 1 per Optional min. 1-inch ISO 95+ GL followed by | OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 12) or FB- «
SC-54. :35:5:;2’;::@1:00 psl Min. 1.5-inch IS0 95+ GL 311 2.0ft2 | min.0.5-inch Duro-Guard 1SO HD-E2 0SA DFA (RIBBON, 12) 45.0
Min. 22 ga., type B, Grade . . .
. R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 6) or FB-
3623 jij:j:;rcg:r:t:’oo psi | Min.13-inch 5095+ GL ) 3.1.1 16t | SECUROCK Gypsum-Fiber Roof Board OSA, 6-inch o.c. DFA (RIBBON, 6) 000
Min. 22 ga., type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof
. ) ) . P 1 per - - 0B500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 6) or FB- }
SC-56. 33 steel or min. 2,500 psi Min. 1.5-inch 1ISO 95+ GL 3.1.1 162 Board or min. 7/16-inch DEXcell Cement 0SA, 6-inch o.c. DFA (RIBBON, 6) 60.0
structural concrete Roof Board
Min. 22 ga., type B, Grade
. R . ) 1 per . . OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 6) or FB-
-57. .2 . 2- + 1. . 1- -82.
SC-57 jj.j:j,l.;rc?r::reioo psi Min. 2-inch ISO 95+ GL 3.1.1 1.6 fi2 Min. 1-inch I1SO 95+ GL OSA, 6-inch o.c. DFA (RIBBON, 6) 82.5
Min. 22 ga., type B, Grade
. ; ) . 1 per ) . ’ . 0B500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 6) or FB- .
SC-58. :zjzfjljrcrgﬂr::.rjt,goo psi Min. 2-inch 1SO 95+ GL 3.1.1 16 f©2 Min. 0.5-inch Duro-Guard ISO HD-E2 OSA, 6-inch o.c. DFA (RIBBON, 6) 82.5
Min. 22 ga., type B, Grade Min. 2-inch ISO 95+ GL or 1 per . . . FB-Spray R (RIBBON, 12) or FB-
SC-59. 33 steel RESISTA 3.1.1 1.0 22 Min. 0.5-inch DensDeck Prime 1.5.0. Spray R DFA (RIBBON, 6) 82.5
in. . in. 2-i +
SC-60. 2’13”;,(:; ga., type B, Grade ’F:AEE sZT ;\"Ch S095+Glor | 311 11 %2 | Min. 7/16-inch DEXcell Cement Roof Board | 15.0. Spray R FB-DFA (RIBBON, 6) -82.5
Min. 22 ga., type B, Grade . .
SC-61. | 80 steel or min. 2,500 psi 'Q”E'Q.'SZTA"C'" 15095+ GLlor | 44, 11(‘)"::2 Min. 0.5-inch DensDeck Prime 1.5.0. Spray R E‘i:?;?g;gﬁ'i?o'\" 12)orFB- | o7
structural concrete ' !
Min. 22 ga., type B, Grade S
SC-62. 80 steel or min. 2,500 psi RMElgl'S?I'Aj\nCh 15095+ GLor 3.1.1 ilg:trz Min. 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R FB-DFA (RIBBON, 6) -97.5
structural concrete ’
Min. 22 ga., type B, Grade . . .
h R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M- | FB-Spray R (RIBBON, 4) or FB-
2C-63. ﬁjﬁfﬁ:;rc':r']:r:t:oo psi. | Min. Zinch 150 95+ Gl 311 1.0ft2 | SECUROCK Gypsum-Fiber Roof Board OSA, 4-inch o.c. DFA (RIBBON, 4) 1275
Min. 22 ga., type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof ) )
SC-64. | 33 steel or min. 2,500 psi Min. 2-inch 1SO 95+ GL 3.1.1 LPer | poard or min. 7/16-inch DEXcell Cement 0B500;1.5.0. Spray R; M- | FB-Spray R (RIBBON, 4)or FB- |, ¢
1.0 ft OSA, 4-inch o.c. DFA (RIBBON, 4)
structural concrete Roof Board
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SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

A‘;QPREDIT‘EP'

PCA-145

Base Insulation Layer Top Insulation Layer
System LS F Attach Roof Cover (3.1.4) MoP
No. (8.1.2) Type astener Attach Type ttac! .1, (psf)
(4.2.2) (3.1.2) (3.1.3)
DuRO-TECH TPO FLeece / DURO-GRIP OLYBOND 500 SYSTEMS:
Min. 22 ga., type B, Grade ) ) -30.0*
SC-65. | 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL | 3.1.1 LPer | Min. 1.5-inch 1SO 95+ GL 0B500; 1.5.0. Spray R; M- | FB-OB500 (RIBBON, 6 or (NO
2.7 ft? OSA SPATTER)
structural concrete HVHZ)
Min. 22 ga., type B, Grade ) ) -37.5*%
SC-66. | 33 steel or min. 2,500 psi Min. 2-inch 1SO 95+ GL 3.1.1 1Per 1 \lin. 1.5-inch 1O 95+ GL 0B500;15.0. Spray R; M- | FB-OB500 (RIBBON, 6 or (NO
4.0 ft? OSA SPATTER)
structural concrete HVHZ)
Min. 22 ga., type B, Grade
. R . . 1 per . . 0OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 6 or «
SC-67. 33 steel or min. 2,500 psi Min. 2.25-inch I1SO 95+ GL 3.1.1 4002 Min. 1.5-inch ISO 95+ GL 0SA SPATTER) 45.0
structural concrete
Min. 22 ga., type B, Grade Min. 0.5-inch DensDeck or Min. 1.5-inch ISO 95+ GL followed by
SC-68. | 33 steel or min. 2,500 psi SECUROCK Gypsum-Fiber | 3.1.1 Lper | ptional min. 0.5-inch DensDeck Prime or | 1.5.0. Spray R FB-OBS00 (RIBBON, 6 or -45.0%
2.0 ft2 3 A SPATTER)
structural concrete Roof Board min. 19/32-inch plywood
Min. 22 ga., type B, Grade Min. 0.5-inch DensDeck or Min. 1.5-inch ISO 95+ GL followed by
SC-69. | 33 steel or min. 2,500 psi SECUROCK Gypsum-Fiber | 3.1.1 1per | o EEReMRROIEARER S ECUROCK GYRSUNERRICIC e LR FB-0B500 (RIBBON, 12 or -45.0*
2.0 ft? . SPATTER)
structural concrete Roof Board Fiber Roof Board
Min. 22 ga., type B, Grade Min. 0.5-inch DensDeck or . . .
A R X 1 per Min. 1.5-inch ISO 95+ GL followed by min. FB-OB500 (RIBBON, 4 or
-70. .2 E - 1. S.0. ! -45.0*
SC-70 33 steel or min. 2,500 psi SECUROCK Gypsum-Fiber 3.1.1 202 0.5-inch Duro-Guard ISO HD-E2 1.5.0. Spray R SPATTER) 45.0
structural concrete Roof Board
Min. 22 ga., type B, Grade . . )
h R . . 1 per Min. 1-inch I1SO 95+ GL followed by min. 0OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 6 or N
SC-71. 33 steel or min. 2,500 psi Min. 1.5-inch ISO 95+ GL 3.1.1 2.0 ft2 0.25-inch DensDeck Prime 0SA SPATTER) 45.0
structural concrete
Min. 22 ga., type B, Grade Min. 1-inch I1SO 95+ GL followed by min. . .
SC-72. | 33steelormin. 2,500 psi | Min. 1.5-inch 15095+ GL | 3.1.1 LPer 1 5 25-inch SECUROCK Gypsum-Fiber Roof 0B500; 1.5.0. Spray R; M- | FB-OBS00 (RIBBON, 12 or -45.0*
2.0 ft OSA SPATTER)
structural concrete Board
Min. 22 ga., type B, Grade . . .
h R . . 1 per Optional min. 1-inch ISO 95+ GL followed by | OB500; I.5.0. Spray R; M- | FB-OB500 (RIBBON, 6 or N
SC-73. 33 steel or min. 2,500 psi Min. 1.5-inch I1ISO 95+ GL 3.1.1 2.0 ft2 min. 0.5-inch Duro-Guard 1SO HD-E2 OSA SPATTER) 45.0
structural concrete
Min. 22 ga., type B, Grade . . .
. . . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 6 or
SC-74. 33 steel or min. 2,500 psi Min. 1.5-inch 1SO 95+ GL 3.1.1 1622 SECUROCK Gypsum-Fiber Roof Board OSA, 6-inch o.c. SPATTER) 60.0
structural concrete
Min. 22 ga., type B, Grade
h R . . 1 per . . OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 6 or
SC-75. 33 steel or min. 2,500 psi Min. 2-inch ISO 95+ GL 3.1.1 1.6 f©2 Min. 1-inch ISO 95+ GL OSA, 6-inch o.c. SPATTER) 82.5
structural concrete
Min. 22 ga., type B, Grade
) R . . 1 per . . OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 6 or
SC-76. 33 steel or min. 2,500 psi Min. 2-inch 1ISO 95+ GL 3.1.1 1.6 f2 Min. 0.5-inch Duro-Guard ISO HD-E2 OSA, 6-inch o.c. SPATTER) 82.5
structural concrete
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY FASTENED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck - I h Roof Cover (3.1.4) MDP
No. (8.1.2) Type astener Attach Type ttac -1 (psf)
(4.2.2) (3.1.2) (3.1.3)
Min. 22 ga., type B, Grade . . .
. R . . 1 per Min. 0.5-inch DensDeck Prime or OB500; I.S.0. Spray R; M- | FB-OB500 (RIBBON, 4 or
SC-77. 33 steel or min. 2,500 psi Min. 2-inch 1ISO 95+ GL 3.1.1 1.0 22 SECUROCK Gypsum-Fiber Roof Board OSA, 4-inch o.c. SPATTER) -127.5
structural concrete
DuRO-TECH TPO FLeece / TECH-BoND™ TPO WATER BASE BONDING ADHESIVE SYSTEMS:
Min. 22 ga., type B, Grade g’g:;gfc'l'("::g:r;?“k’ Loer | Min. 1.5-inch IS0 95+ GLfollowed by Min. | (oo oo o 37.5%
SC-78. 33 steel or min. 2,500 psi . 3.1.1 P 0.25-inch DensDeck Prime or SECUROCK 3 1.5-0.opray i FB-WBBA-P (NO
SECUROCK Gypsum-Fiber 2.0 ft? ¥ OSA
structural concrete Gypsum-Fiber Roof Board HVHZ)
Roof Board
DURO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:
Min. 22 ga., type B, Grade gt:;gf&"::r::rz[)“k’ Loer | Min. 1.5-inch IS0 95+ GLfollowed by min. | oo oo
SC-79. | 33 steel or min. 2,500 psi . 3.1.1 P 0.25-inch DensDeck Prime or SECUROCK daly K FB-XRBA -45.0*
SECUROCK Gypsum-Fiber 2.0 ft? X OSA
structural concrete Gypsum-Fiber Roof Board
Roof Board
AB 0 or CO » O ONo 00 OFF) O O
J ! A A A D BA ATION, BONDED VAPOR BARRIER, BONDED TOP ATION, BONDED ROOF COVER
G P Base Insulation Layer Insulation T
y:loem 4e1c2 = Fasten Attach Vapor Barrier T Attach Roof Cover (3.1.4) —[sf]
b (a.12) ype (4.2.2), (3.1.1) (3.1.2) Ype B:1.3)
Duro-TecH TPO SYSTEMS:
Min. 22 ga., type B, . . Two plies Elevate Tpe Min. .1.5—|nch 1SO 95+ §L followed by Min. BB-TBSA, BB-LVOC, BB-
$C-80 Grade 33 steel or Min. 0.75-inch FM 311 1 per 2.0 IV or Tvpe VI in hot 0.25-inch DensDeck Prime, DEXcell FA Hot asphalt or LVOC-1168. BB-TBBA or _45.0*
| min. 2,500 psi Approved perlite - ft2 P Glass Mat Roof Board or SECUROCK 0B500 ' :
asphalt . BB-WBBA-P
structural concrete Gypsum-Fiber Roof Board
i ; in. 1.5-i -37.5*
scgl | Min.22ga, typeB, | Min.0.5inch 11 1 per2.7 E'S:(t)‘_’f:s'ts\tl':koﬂzo' g[‘eomti'::;fr:‘r"eg :i':csfa'”:rz:fg 35+ .5.0. SprayR; | BB-TBSA, BB-LVOC, BB- o
| Grade33 DensDeck Prime - ft2 : P & e P M-OSA LVOC-1168 or BB-TBBA
Barrier, self-adhered 95+ GL HVHZ)
. . . Elastocol Stick H20; One or more layers min. 1.5-inch I1SO 95+
Min. 22 ga., type B, Min. 0.5-inch 1per2.7 ] . . r BB-TBSA, BB-LVOC, BB- «
SC-82. Grade 33 DensDeck Prime 3.1.1 f2 Dur9 Last Vapor GL, optional min. 0.5-inch Tapered I1SO 0B500 LVOC-1168 or BB-TBBA 45.0
Barrier, self-adhered 95+ GL
Min. 22 ga. tvoe B Min. 0.25-inch
o 3§s¥eg/|por " | DensDeck or min. Loerap | Duro-LastVBPrimer; | One or more layers min. 1.5-inch ISO 95+ BB-TBSA, BB-LVOC, BB-
SC-83. min. 2.500 osi 0.5-inch SECUROCK | 3.1.1 Pﬂz ' Duro-Last Vapor GL, optional min. 0.5-inch Tapered I1SO OB500 LVOC-1168, BB-TBBA or -45.0*
- &~200P Gypsum-Fiber Roof Barrier, self-adhered 95+ GL BB-WBBA-P
structural concrete Board
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TABLE 10e: STEEL orR CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY FASTENED BASE INSULATION, BONDED VAPOR BARRIER, BONDED TOP INSULATION, BONDED ROOF COVER

IAS

ACCREDITED

Product Certification
Agency

PCA-145

. Deck Base Insulation Layer Insulation s
y:‘:.m (Ll Type Fasten Attach Vapor Barrier Type Attach Roof Cover (3.1.4) E
(4.2.2), (3.1.1) (3.1.2) (3.1.3)
One or more layers min. 1.5-inch I1SO 95+
. . GL, optional min. 0.5-inch Tapered ISO
Min. 0.25-inch
Min. 22 ga., B, . . + GL; Min. 0.5-inch Duro- rd 1ISO HD-
Grade 33gastet(2_/|poer DensDeck or min. 1per4.0 Duro-Last VB Primer; 23 ofMin. 0.205?inc::1 De:scl)DScLIJ(aP(rjir:S BB-TBSA, BB-LVOC, BB-
SC-84. . . 0.5-inch SECUROCK 3.1.1 Duro-Last Vapor ! 0OB500 LVOC-1168, BB-TBBA or -45.0*
min. 2,500 psi Gypsum-Fiber Roof ft? Barrier self-adhered DEXcell FA Glass Mat Roof Board or BB-WBBA-P
structural concrete Board ! SECUROCK Gypsum-Fiber Roof Board; or
min. 19/32-inch plywood or min. 7/16-
inch DEXcell Cement Roof Board
. . One or more layers min. 1.5-inch 1SO 95+
Min. 22 ga., type B, gﬂtel:.sgjci_l(:]rcrnin Duro-Last VB Primer: GL, optional min. 0.5-inch Tapered ISO
SC-85 Grade 33 steel or 0.5-inch SECURO.CK 311 1 per4.0 Duro-Last Vapor ! 95+ GL; Min. 0.25-inch DensDeck, DEXcell 0B500 BB-TBSA, BB-LVOC, BB- -45.0*
’ min. 2,500 psi ; ) o ft? . FA Glass Mat Roof Board or SECUROCK TBBA or BB-WBBA-P ’
Gypsum-Fiber Roof Barrier, self-adhered . -
structural concrete Board Gypsum-Fiber Roof Board or min. 7/16-
inch DEXcell Cement Roof Board
DuRO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:
Min. 22 ga., type B, Min. 0.25-inch ) ) One or more layers min. 1.5-inch ISO 95+
Grade 33 steel or DensDeck or min, 1per4.0 Duro-Last VB Primer; GL, optional min. 0.5-inch Tapered I1SO
SC-86. . . 0.5-inch SECUROCK 3.1.1 Duro-Last Vapor ! . R . OB500 FB-XRBA -45.0*
min. 2,500 psi Gypsum-Fiber Roof ft2 Barrier. self-adhered 95+ GL; Min. 0.25-inch DensDeck Prime or
structural concrete Board ! SECUROCK Gypsum-Fiber Roof Board

TABLE 10r: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

X Top Insulation Layer
System Deck Base Insulation Layer F Roof Cover (3.1.4 MDP
No. 4.1.2 4.2.2 R (3.0.4) sf
(4.1.2) (4.2.2) Type ey Attach (3.1.2) (psf)
DuRro-TECH TPO SYSTEMS:
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, BB-TBSA, BB-LVOC, BB-LVOC -300*
- N o’ ’ '’ . i 2 - " - ) - -
SC-87. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1-inch RESISTA 311 Lper3.2ft 1168, BB-TBBA or BB-WBBA-P H(\’/\II-IOZ)

LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Deck el Top Insulation Layer s
ystem ec ase Insulation Layer
Fasten Roof Cover (3.1.4)
No. 4.1.2 4.2.2 1. sf
(4.1.2) (4.2.2) Type e e Attach (3.1.2) (psf)
1 per 2.7 ft?
-
o o o _‘fz_
o
Min. 22 ga., type B, Grade 33 steel (Optional) O | == e + BB-TBSA, BB-LVOC, BB-LVOC -37.5%
g in. 22 ga., type B, Grade 33 stee ptional) One or more layers, L - - , BB- , BB- -
SC-88. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1-inch IS0 95+ G§ 311 1168, BB-TBBA or BB-WBBA-P (NO
o o o HVHZ)
x
o o o é
[z ez ootz sferz" o
Min. 22 t B, Grade 33 steel (Optional) One or layer BB-TBSA, BB-LVOC, BB-LVOC: -37.5%
SC-89. - &2 B9., WyPe B, fade 35 stee ptional) One or more fayers, | yy, 5 inch RESISTA 3.1.1 1 per 5.3 f2 g g (NO
or min. 2,500 psi structural concrete | any combination, loose laid 1168 or BB-TBBA HVHZ)
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . A BB-TBSA, BB-LVOC, BB-LVOC- "
-90. .2- + 1. d -45,
SC-90 or min. 2,500 psi structural concrete | any combination, loose laid Rin. 2-inch ISOSRgEl 311 L peraig 1168 or BB-TBBA 45.0
1 per 2.7 ft2
-
o o o _'?_
o
Min. 22 t B, Grade 33 steel (Opti )O | Sl + BB-TBSA, BB-LVOC, BB-LVOC
g in. 22 ga., type B, Grade 33 stee ptional) One or more layers, ) P o - , BB- , BB- - B *
SC-91L. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.25-inCREEEEE L 35 & B + 1168, BB-TBBA or BB-WBBA-P 45.0
x
o o o é
etz etz sfetz” sfer27of
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) BB-TBSA, BB-LVOC, BB-LVOC- N
SC-92. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inch ISO 95+ GL 311 Lper20ft 1168 or BB-TBBA 450

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Deck 2 O Top Insulation Layer s
y:‘:_m 49::2 ase ns: :tznon ayer . Fasten P Roof Cover (3.1.4) (osf)
: (812 (422 ype (4.2.2), (3.1.1) ach [3.1.2)
1 per 2.7 ft?
-
o o o _'ft_
o
Min. 22 t B, 50 ksi steel (Opti I)O | = e + BB-TBSA, BB-LVOC, BB-LVOC
in. 22 ga., type B, si steel or ptional) One or more layers, . . - , BB- , BB- -
-93. . 2- + 1. = -45.
SC-93 min. 2,500 psi structural concrete any combination, loose laid Min. 2-inch 150 95+ O§ 311 & & B + 1168 or BB-TBBA 45.0
>
o o o -L
7
B 4
[z ez ootz sferz" o
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . 2 BB-TBSA, BB-LVOC, BB-LVOC- «
SC-94. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inci(ERI 311 1 per 20 1168, BB-TBBA or BB-WBBA-P 45.0
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, ) ) , BB-TBSA, BB-LVOC, BB-LVOC- "
SC-95. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1-inch RESISHR 311 EpEr 20 1168, BB-TBBA or BB-WBBA-P 45.0
SC-96 Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, Min. 1.5-inch Duro-Guard ISO HD 311 1 per 4.0 fi2 BB-TBSA, BB-LVOC, BB-LVOC- -45.0*
’ or min. 2,500 psi structural concrete | any combination, loose laid Composite-E2 A pers. 1168, BB-TBBA or BB-WBBA-P :
sc.97. Mm..22 ga., typg B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1.5.—|nch Duro-Guard ISO HD 311 1per 13 2 BB-WBBA-P 45.0
or min. 2,500 psi structural concrete | any combination, loose laid Composite-E2
sC.98. Mln..22 ga., type. B, Grade 33 steel One qr m?re layers, a-ny Min. 0.5-inch Duro-Guard ISO HD-E2 | 3.1.1 1 per 2.7 ft2 BB-TBSA, BB-LVOC-1168 or BB- _45.0*
or min. 2,500 psi structural concrete | combination, loose laid TBBA
. Min. 1.5-inch thick, one or more
scoo. | Min-22ga, typeB, Grade 33steel |\, o ny combination, loose | Min. 0.5-inch Duro-Guard ISO HD-E2 | 3.1.1 1per 1.3 e BB-WBBA-P -45.0
or min. 2,500 psi structural concrete laid
. (Optional for Recover) Min. 0.5-
sc-100. | Min- 2289 typeB, Grade33steel | ooy one or more layers, | Min. 0.25-inch DensDeck Prime 3.1.1 1per2.7 BB-TBSA, BB-LVOC or BB-TBBA | -45.0*
or min. 2,500 psi structural concrete - .
any combination, loose laid
Min. 22 ga., type B, Grade 33 steel FOptlor?aI for Recove RIS Min. 7/16-inch DEXcell Cement Roof ) BB-LVOC, BB-LVOC-1168 or BB-
SC-101. | ) inch thick, one or more layers, 3.1.1 1 per2.7 ft -45.0*
or min. 2,500 psi structural concrete L ; Board TBBA
any combination, loose laid
Min. 0.25-inch DEXcell FA Glass Mat
SC-102 Min. 22 ga., type B, Grade 33 steel One or more layers, any Roof Board or SECUROCK Gypsum- 311 1 per 2.0 fi2 BB-TBSA, BB-LVOC, BB-LVOC- _45.0*
" | ormin. 2,500 psi structural concrete | combination, loose laid Fiber Roof Board or min. 7/16-inch o per <. 1168, BB-TBBA or BB-WBBA-P '
DEXcell Cement Roof Board
(Optional for Recover) Min. 0.5- Min. 0.5-inch DEXcell FA Glass Mat
$C-103 Min. 22 ga., type B, Grade 33 steel inc‘; thick. one or more la t.ers. Roof Board or SECUROCK Gypsum- 311 1 perd.0fe BB-TBSA, BB-LVOC, BB-LVOC- -45.0*
" | ormin. 2,500 psi structural concrete L y ! Fiber Roof Board or min. 7/16-inch o per 4. 1168, BB-TBBA or BB-WBBA-P ’
any combination, loose laid
DEXcell Cement Roof Board
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

NER-AMZDL-001.B.R1

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

A‘;CPREDIT‘ED'

PCA-145

. Deck el Top Insulation Layer s
ystem ec ase Insulation Layer
Fasten Roof Cover (3.1.4)
No. 4.1.2 4.2.2 1. sf;
(4.1.2) (4.2.2) Type e e Attach (3.1.2) (psf)
Min. 22 ga., type B, 50 ksi steel or One or more layers, any Min. 0.25-inch SECUROCK Gypsum- ) BB-TBSA, BB-LVOC, BB-LVOC-
5C-104. min. 2,500 psi structural concrete combination, loose laid Fiber Roof Board 311 Lper18ft 1168 or BB-TBBA 45.0
SC105 Min. 22 ga., type B, 50 ksi steel or One or more layers, any RMOIE% gf:r-éngrrgixie;llgﬁrilsss Mat 311 1 per 1.8 fi2 BB-TBSA, BB-LVOC, BB-LVOC- 45.0
" | min. 2,500 psi structural concrete combination, loose laid ' o per % 1168, BB-TBBA or BB-WBBA-P ’
DEXcell Cement Roof Board
Min. 1.5-inch thick, one or more
. S . . Elevate HD ) BB-TBSA, BB-LVOC-1168 or BB-
SC-106. | Min. 22 ga., type B, Grade 33 steel ::?/ders, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1 per 2.7 ft TBBA -45.0
Min. 22 ga., type B, 50 ksi steel or (Optional) One or more layers, . . ) BB-TBSA, BB-LVOC, BB-LVOC-
5¢-107. min. 2,500 psi structural concrete any combination, loose laid PARRECES IS TA 311 1per 1.8 1168 or BB-TBBA 525
Min. 1.5-inch thick, one or more
. Y : ) Elevate HD . BB-TBSA, BB-LVOC-1168 or BB-
SC-108. | Min. 22 ga., type B, Grade 33 steel ::?/ders, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft TBBA -52.5
SC-109. Mln..22 ga., type. B, Grade 33 steel (Optlonal)_ On.e or more Iayers, Min. 1.5-inch 1SO 95+ GL 311 1per 1.8 ft2 BB-TBSA, BB-LVOC-1168 or BB- -60.0
or min. 2,500 psi structural concrete | any combination, loose laid TBBA
Min. 22 ga., type B, 56 ksi steel or One or more layers, any Min. 0.5-inch SECUROCK Gypsum- ) BB-TBSA, BB-LVOC, BB-LVOC-
sc-110. min. 2,500 psi structural concrete combination, loose laid Fiber Roof Board B! Lper2.13ft 1168 or BB-TBBA 60.0
sc-111 Min. 22 ga., type B, 50 ksi steel or One or more layers, any Min. 0.5-inch SECUROCK Gypsum- 311 1 per 1.8 fi2 BB-TBSA, BB-LVOC, BB-LVOC- -60.0
" | min. 2,500 psi structural concrete combination, loose laid Fiber Roof Board o per L. 1168 or BB-TBBA '
Min. 1.5-inch thick, one or more
Min. 22 ga., type B, Grade 33 steel S . R N BB-TBSA, BB-LVOC, BB-LVOC-
SC-112. or min. 2,500 psi structural concrete ::?/ders, any combination, loose Min. 0.5-inch Duro-Guard ISO HD-E2 | 3.1.1 1per1.3ft 1168 or BB-TBBA 60.0
SC113 Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, Min. 1.5-inch Duro-Guard ISO HD 311 1 per 1.3 fi2 BB-TBSA, BB-LVOC, BB-LVOC- -60.0
" | ormin. 2,500 psi structural concrete | any combination, loose laid Composite-E2 - per L. 1168 or BB-TBBA ’
. . Min. 0.5-inch DEXcell FA Glass Mat
sc.114. M.ln. 22 ga., t\./pe B, 56 ksi steel or One qr m?re layers, apy Roof Board or SECUROCK Gypsum- 311 1 per 1.6 ft2 BB-TBSA, BB-LVOC, BB-LVOC- 675
min. 2,500 psi structural concrete combination, loose laid X 1168 or BB-TBBA
Fiber Roof Board
. Min. 1.5-inch thick, one or more | Min. 0.5-inch DensDeck Prime or
SC-115. M|n,.22 ga. type: B, Grade 33 steel layers, any combination, loose SECUROCK Gypsum-Fiber Roof 3.1.1 1 per 1.3 ft? BB-TBSA, BB-LVOC-1168 or BB- -75.0
or min. 2,500 psi structural concrete K TBBA
laid Board
Min. 1.5-inch thick, one or more
Min. 22 ga., type B, Grade 33 steel S . . 3.1.1 (Heavy Duty ) BB-TBSA, BB-LVOC-1168 or BB-
SC-116. or min. 2,500 psi structural concrete ::iy:rs, any combination, loose Min. 19/32-inch plywood only for steel) 1 per 2.0 ft TBBA 75.0
SC-117. Mln,.22 ga., type. B, Grade 33 steel (Optlonal)' Onfa or more Iayers, Min. 1.5-inch Elevate HailGard 3.1.1 (Heavy Duty 1 per 2.0 2 BB-TBSA, BB-LVOC-1168 or BB- 75.0
or min. 2,500 psi structural concrete | any combination, loose laid only for steel) TBBA
SC-118. Mln.'22 ga., type': B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 2-inch 1SO 95+ GL 311 1 per 1.6 2 BB-TBSA, BB-LVOC-1168 or BB- 75.0
or min. 2,500 psi structural concrete | any combination, loose laid TBBA
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Deck el Top Insulation Layer s
ystem ec ase Insulation Layer
Fasten Roof Cover (3.1.4)
No. (8.1.2) (4.2.2) T Attach (3.1.2 (psf)
ype (4.2.2), (3.1.1) ach (3.1.2)

Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) BB-TBSA, BB-LVOC, BB-LVOC-

SC-119. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inch RESISEE 311 Lper16ift 1168 or BB-TBBA 75.0

sc-120, | Min-22g2. typeB, Grade 33 steel | (Optional) One or more layers, |\ . o 4 1 pecisTA 3.1.1 1 per 1.0 ft2 BB-WBBA-P 75.0
or min. 2,500 psi structural concrete | any combination, loose laid
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, ) ) ) BB-TBSA, BB-LVOC, BB-LVOC-

SC-121. or min. 2,500 psi structural concrete | any combination, loose laid Min. 2-inch RESISTA 311 per16ft 1168 or BB-TBBA 825

SC-122. M!n. 22 ga., type B, 60 ksi steel or One qr mgre layers, apy Mln. 0.5-inch SECUROCK Gypsum- 311 1per 1.8 ft2 BB-TBSA or BB-TBBA 825
min. 2,500 psi structural concrete combination, loose laid Fiber Roof Board

sc-123, | Min- 223, type B, Grade 80 steel | One or more layers, any Min. 19/32-inch plywood 3.1.1 1per 1.0 f&2 BB-TBSA -82.5
or min. 2,500 psi structural concrete | combination, loose laid

sc-124. | Min-22g2., typeB, Grade 33 steel | (Optional) One ormore layers, |\ 4 i 150 954 6L 3.1.1 1 per 1.3 ft2 BB-TBBA or BB-LVOC-1168 90.0
or min. 2,500 psi structural concrete | any combination, loose laid

SC-125. Mln..22 ga., type. B, Grade 33 steel (Optlonal). On.e or more Iayers, Min. 2-inch RESISTA 311 1per 1.3 ft2 BB-LVOC, BB-LVOC-1168 or BB- 105.0
or min. 2,500 psi structural concrete | any combination, loose laid TBBA
Min. 22 2a.. tvoe B. Grade 33 steel Min. 1.5-inch thick, one or more | Min. 0.5-inch DensDeck Prime or

SC-126. - << 83, ype B, layers, any combination, loose SECUROCK Gypsum-Fiber Roof 3.1.1 1 per 1.0 ft2 BB-TBBA or BB-LVOC-1168 -105.0
or min. 2,500 psi structural concrete .

laid Board

sc.127. | Min-22ga. type B, Grade 33 steel | (Optional) One or more layers, |\ 5 iy 150 05+ 6L 3.1.1 1 per 1.0 ft2 BB-TBBA 1125
or min. 2,500 psi structural concrete | any combination, loose laid

SC.128. Mln..22 ga., type. B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 2-inch RESISTA 311 1 per 1.0 ft2 BB-LVOC, BB-LVOC-1168 or BB- 1125
or min. 2,500 psi structural concrete | any combination, loose laid TBBA

$C-129. Mm..22 ga., typg B, Grade 33 steel (Optlonal).Onfe or more Iayers, Min. 1.5‘—|nch Duro-Guard ISO HD 311 1per 13 2 BB-LVOC, BB-LVOC-1168 or BB- 1125
or min. 2,500 psi structural concrete | any combination, loose laid Composite-E2 TBBA

Min. 1.5-inch thick, one or more

Min. 22 ga., type B, Grade 33 steel . Min. 0.5-inch SECUROCK Gypsum- N BB-LVOC, BB-LVOC-1168 or BB-

5C-130. or min. 2,500 psi structural concrete ::?/ders, any combination, loose Fiber Roof Board pri-1 Lper10ft TBBA 1125
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch Duro-Guard ISO HD ) BB-LVOC, BB-LVOC-1168 or BB-

SC-131. or min. 2,500 psi structural concrete | any combination, loose laid Composite-E2 311 per13ft TBBA 120.0

sc13z. | Min-22ga. typeB, Grade 0steel | (Optional) One or more lavers, |\ 5 i buro-Guard ISO I1-E2 3.1.1 1per 1.0 ft2 BB-TBBA 1350
or min. 2,500 psi structural concrete | any combination, loose laid

$C-133. Mln,.22 ga., type. B, Grade 80 steel (Optlonal)'On:e or more Iayers, Min. 2-inch Duro-Guard ISO IlI-E2 311 1 per 1.0 2 BB-LVOC, BB-LVOC-1168 or BB- 1350
or min. 2,500 psi structural concrete | any combination, loose laid TBBA
Min. 22 ga., type B, Grade 80 steel (Optional) One or more layers, Min. 2-inch 1SO 95+ GL (no Duro- )

SC-134. or min. 2,500 psi structural concrete | any combination, loose laid Guard ISO II-E2 or Elevate ISOGARD GL) 311 Lper10ft BB-TBBA 150.0

SC-135. Mln.'22 ga., type': B, Grade 80 steel (Optlonal). Onfe or more Iayers, Min. 2-inch RESISTA (no Duro-Guard 311 1 per 1.0 2 BB-LVOC, BB-LVOC-1168 or BB- 150.0
or min. 2,500 psi structural concrete | any combination, loose laid ISO I1I-E2 or Elevate ISOGARD CG) TBBA

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

NER-AMZDL-001.B.R1

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer

ISO/IEC 17065

IAS

A‘;QPREDIT‘EP'

PCA-145

System Deck Base Insulation Layer MDP
Fasten Roof Cover (3.1.4)
No. 4.1.2 4.2.2 1. sf
( ) ( ) Type (4.2.2), (3.1.1) Attach (3.1.2) (psf)
. Min. 1.5-inch thick, one or more
sc-136, | Min-22ga. type B, Grade 33steel |\ T bination, loose | Min. 19/32-inch plywood 3.1.1 (Heavy Duty 1per 1.0 ft2 BB-TBBA or BB-LVOC-1168 -150.0
or min. 2,500 psi structural concrete laid only for steel)
sc-g37, | M 2282, typeB, Grade 33 steel | (Optional) One or more ayers, | i 4 g e Elevate HailGard 311 {Heavy Duty 1 per 1.0 ft? BB-TBBA or BB-LVOC-1168 -150.0
or min. 2,500 psi structural concrete | any combination, loose laid only for steel)
DuRO-TECH TPO FLeece / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
. . -37.5%
sc-13g. | Min- 222, type B, Grade 33 steel | (Optional) One or more layers, |\ 9 i 150 054 GL 3.1.1 1 per 2.7 ft2 FB-TBSA (NO
or min. 2,500 psi structural concrete | any combination, loose laid HVHZ)
sc-139, | Min- 2282, type B, Grade 33 steel | (Optional) One ormore layers, |\ 4 o 150 954 6L 3.1.1 1 per 2.0 ft2 FB-TBSA -45.0*
or min. 2,500 psi structural concrete | any combination, loose laid
sc-140, | Min- 2282 type B, Grade 33 steel | (Optional) One ormore layers, |\ . o 01150 95+ 6L 3.1.1 1 per 4.0 ft2 FB-TBSA -45.0*
or min. 2,500 psi structural concrete | any combination, loose laid
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Min. 22 ga., type B, Grade 33 steel One or more layers, any Board, min. 19/32-inch plywood or ) "
SC-141. or min. 2,500 psi structural concrete | combination, loose laid min. 0.5-inch Duro-Guard ISO HD-E2 B! Tper2.0ft FB-TBSA 45.0
or Structodek High Density
Fiberboard Roof Insulation
sc-142. | Min- 2283, type B, Grade 33 steel | (Optional) One or more layers, |\ 5 1o 156 054 6L 3.1.1 1 per 1.6 f&2 FB-TBSA 67.5
or min. 2,500 psi structural concrete | any combination, loose laid
Min. 22 ga., type B, Grade 80 steel One or more layers, any . . N
SC-143. or min. 2,500 psi structural concrete | combination, loose laid lin- 19/32-inch GGl 311 Lper 1.0ft FB-TBSA 82.5
DURO-TECH TPO FLEECE / 1.S.0. SPRAY R OR DURO-FLEECE ADHESIVE SYSTEMS:
-37.5*%
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) FB-Spray R (RIBBON, 12) or FB-
SC-144. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1-inch ISO 95+ GL 311 lper2.7ft DFA (RIBBON, 12) H(\'/\II-?Z)
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) FB-Spray R (RIBBON, 12) or FB- N
SC-145. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inch 150 95+ GL 311 1per2.0ft DFA (RIBBON, 12) 45.0
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) FB-Spray R (RIBBON, 12) or FB- "
SC-146. or min. 2,500 psi structural concrete | any combination, loose laid SR 2.25-inch IS0 95+ GL 311 Lperd.0ft DFA (RIBBON, 12) 45.0
Min. 0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof Board or
sc.147. Min. 22 ga., type B, Grade 33 steel One or more layers, any SECUROCK Gypsum-Fiber Roof 311 1 per 2.0 2 FB-Spray R (RIBBON, 12) or FB- _45.0*

or min. 2,500 psi structural concrete

combination, loose laid

Board or min. 19/32-inch plywood
or min. 7/16-inch DEXcell Cement
Roof Board

DFA (RIBBON, 12)
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

NER-AMZDL-001.B.R1

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer

ISO/IEC 17065

IAS

A‘;QPREDIT‘EP'

PCA-145

System Deck Base Insulation Layer MDP
Fasten Roof Cover (3.1.4)
No. 4.1.2 4.2.2 1. sf
(4.1.2) (4.2.2) Type e e Attach (3.1.2) (psf)
. One or more layers, any
sc-14g, | Min- 2289, typeB, Grade33steel oy intion loose laid Min. 0.5-inch Duro-Guard ISO HD-E2 | 3.1.1 1per2.1 ¢ FE-Spray R (RIBEON, 12) orFB- | g5 o«
or min. 2,500 psi structural concrete . DFA (RIBBON, 12)
(optional for recover)
Min. 22 ga., type B, Grade 33 steel One or more layers, any . . ) FB-Spray R (RIBBON, 4) or FB-DFA "
SC-149. or min. 2,500 psi structural concrete | combination, loose laid Min. 0.5-inch Duro-QUZIEiSO HD-E2 | 3.1.1 Lper20ft (RIBBON, 4) 45.0
Min. 22 ga., type B, Grade 80 steel (Optional) One or more layers, ) ) ) FB-Spray R (RIBBON, 12) or FB-
SC-150. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inch IS0 95+ GL or RESISTA | 3.1.1 Lper10ft DFA (RIBBON, 12) 825
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) FB-Spray R (RIBBON, 6) or FB-DFA
SC-151. or min. 2,500 psi structural concrete | any combination, loose laid RlRabey 150 95+ GL 311 Lper16ft (RIBBON, 6) 825
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . 2 FB-Spray R (RIBBON, 4) or FB-DFA
SC-152. or min. 2,500 psi structural concrete | any combination, loose laid Min. 2-hegRRIaSuard IS0 I-E2 R Lper 1 S48 (RIBBON, 4) 135.0
Ssc-153 Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch ISO 95+ GL (no Duro- 311 1 per 1.0 f2 FB-Spray R (RIBBON, 4) or FB-DFA 1425
" | ormin. 2,500 psi structural concrete | any combination, loose laid Guard ISO II-E2 or Elevate ISOGARD GL) o per L. (RIBBON, 4) ’
DuRO-TECH TPO FLEECE / DURO-GRIP OLYBOND 500 SYSTEMS:
-37.5%
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . ) FB-OB500 (RIBBON, 6 or
SC-154. or min. 2,500 psi structural concrete | any combination, loose laid LA incheCldsr B 1 Lper2.7ft SPATTER) H(\ll\ll-ioz)
SC-155. Mm..22 ga., typg B, Grade 33 steel (Optlonal)'Onfe or more Iayers, Min. 1.5-inch ISO 95+ GL 311 1 per 2.0 2 FB-OB500 (RIBBON, 6 or -45.0*
or min. 2,500 psi structural concrete | any combination, loose laid SPATTER)
SC-156. Mm..22 ga., typg B, Grade 33 steel (Optlonal).Onfe or more Iayers, Min. 2.25-inch 1SO 95+ GL 311 1 per 4.0 2 FB-OB500 (RIBBON, 6 or -45.0*
or min. 2,500 psi structural concrete | any combination, loose laid SPATTER)
Min. 22 ga., type B, Grade 33 steel One or more layers, any Min. 0.25-inch DensDeck Prime or ) FB-OB500 (RIBBON, 6 or "
SC-157. or min. 2,500 psi structural concrete | combination, loose laid min. 19/32-inch plywood - g lper2.0ft SPATTER) 45.0
Min. 22 ga., type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- ) FB-OB500 (RIBBON, 12 or N
SC-158. or min. 2,500 psi structural concrete | combination, loose laid Fiber Roof Board 311 1per2.0ft SPATTER) 45.0
. One or more layers, any
sc-159, | Min- 2282, type B, Grade 33steel | b oo Hoose Taid Min. 0.5-inch Duro-Guard 1SO HD-E2 | 3.1.1 1per2.1ft FB-OB500 (RIBBON, 6 or 45,0
or min. 2,500 psi structural concrete X SPATTER)
(optional for recover)
sc-160, | Min- 222, typeB, Grade 33 steel | One or more layers, any Min. 0.5-inch Duro-Guard ISO HD-E2 | 3.1.1 1per 2.0t FB-OBS00 (RIBBON, 4 or -45.0%
or min. 2,500 psi structural concrete | combination, loose laid SPATTER)
SC-161. Min. 22 ga., type B, Grade 80 steel (Optional) One or more layers, Min. 1.5-inch ISO 95+ GL 311 1per 1.0 2 FB-OB500 (RIBBON, 6 or 825

or min. 2,500 psi structural concrete

any combination, loose laid

SPATTER)
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TABLE 10F: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Deck el Top Insulation Layer s
ystem ec ase Insulation Layer
Fasten Roof Cover (3.1.4)
No. (4.1.2) (4.2.2) T Attach (3.1.2 (psf)
ype (4.2.2), (3.1.1) ach (3.1.2)

Min. 22 ga., type B, Grade 80 steel (Optional) One or more layers, . . ) FB-OB500 (RIBBON, 12 or

SC-162. or min. 2,500 psi structural concrete | any combination, loose laid Min. 1.5-inch RESISEE 311 Lper10ft SPATTER) 82.5
Min. 22 ga., type B, Grade 33 steel (Optional) One or more layers, . . FB-OB500 (RIBBON, 6 or

SC-163. . . N N Min. 2-inch ISO 95+ GL 3.1.1 1 1.6 ft? -82.5
or min. 2,500 psi structural concrete | any combination, loose laid iN. &-inc per SPATTER)

sc-164. Mm..22 ga., type. B, Grade 33 steel (Optlonal). On? or more Iayers, Min. 2-inch I1SO 95+ GL (no Duro- 3.1.1 1 per 1.0 f FB-OB500 (RIBBON, 4 or 1425
or min. 2,500 psi structural concrete | any combination, loose laid Guard ISO II-E2 or Elevate ISOGARD GL) SPATTER)

DuRO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:

. Min. 0.25-inch DensDeck Prime or

sc-165, | Min- 22 g2, type B, Grade 33 steel | One or more layers, any min. 0.5-inch SECUROCK Gypsum- | 3.1.1 1per2.7 ft2 FB-XRBA 45,0

or min. 2,500 psi structural concrete | combination, loose laid Fiber Roof Board

TABLE 10G: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

i Attach (4.2.2) MDP
System Deck Vapor & Air Barrier Insulation - Roof Cover (3.1.4) o
No. (4.1.2) (8.2.2) Fasten Density / Pattern (psf)
Min. 22 ga., type B, One or more lavers. an Duro-Last #15 Heavy Duty Screw Duro-Tech TPO induction welded to Duro- 300
Grade 33 steel or Min. L v ! ¥ Fastener or Elevate Concrete Drive Max. 18-inch o.c. in Bond TPO Plate with RhinoBond Tool in )
SC-166. . None combination, prelim. X . , (NO
2,500 psi structural (concrete only) and Duro-Bond TPO rows max. 60-inch o.c. accordance with manufacturer’s
attached (3.1.2) . ) HVHZ)
concrete Plate instructions.
Min. 22 ga., type B, Duro-Last #15 Heavy Duty Screw Duro-Tech TPO induction welded to Duro-
) One or more layers, any . . . . ) )
Grade 33 steel or Min. L R Fastener or Elevate Concrete Drive Max. 12-inch o.c. in Bond TPO Plate with RhinoBond Tool in
SC-167. R None combination, prelim. X . ) -45.0
2,500 psi structural (concrete only) and Duro-Bond TPO rows max. 60-inch o.c. accordance with manufacturer’s
attached (3.1.2) . )
concrete Plate instructions.
Min. 22 ga., type B, Duro-Last #15 Heavy Duty Screw Duro-Tech TPO induction welded to Duro-
. One or more layers, any ) . ) . : .
Grade 33 steel or Min. L R Fastener or Elevate Concrete Drive Max. 6-inch o.c. in rows Bond TPO Plate with RhinoBond Tool in
SC-168. . None combination, prelim. . . , -82.5
2,500 psi structural (concrete only) and Duro-Bond TPO max. 60-inch o.c. accordance with manufacturer’s
attached (3.1.2) . .
concrete Plate instructions.
Min. 22 ga., type B, 2 Duro-Tech TPO induction welded to Duro-
. 1 per 5.3 ft? (6 parts per X . .
Grade 33 steel or Min. One or more layers, any | Duro-Last #15 Heavy Duty Screw Bond TPO Plate with RhinoBond Tool in "
SC-169. ; None R 4x8 ft board) Per FM . , -45.0
2,500 psi structural combination Fastener and Duro-Bond TPO Plate LPDS 1-29 accordance with manufacturer’s
concrete instructions.
Duro-Last Vapor Barrier Min. 2.5-inch ISO 95+ 1 per 4.0 ft2 (8 parts per Duro-Tech TPO induction welded to Duro-
$C-170 Min. 22 ga., type B, 50 | with min. 3-inch side laps | GL, RESISTA or Duro- Duro-Last #15 Heavy Duty Screw 4xp8 ft t;oard) inpa 242 Bond TPO Plate with RhinoBond Tool in 525
" | ksisteel self-adhered to top Guard ISO HD Fastener and Duro-Bond TPO Plate 24-inch erid accordance with manufacturer’s ’
flanges of steel deck Composite-E2 g instructions.
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

System Deck . . Insulation Attach (4.2.2) MDP
Vapor & Air Barrier Roof Cover (3.1.4 P
No. (4.1.2) P (4.2.2) Fasten Density / Pattern G.14 sf
Min. 0.25-inch
SECUROCK Gypsum-Fiber | Min. 2.5-inch I1SO 95+ 1 per 4.0 ft2 (8 parts per Duro-Tech TPO induction welded to Duro-
sc171 Min. 22 ga., type B, 50 Roof Board followed by GL, RESISTA or Duro- Duro-Last #15 Heavy Duty Screw 4)23 i k;oard) inpa 2 S Bond TPO Plate with RhinoBond Tool in 525
" | ksisteel Duro-Last Vapor Barrier Guard I1SO HD Fastener and Duro-Bond TPO Plate ) . accordance with manufacturer’s ’
. . . . R 24-inch grid X .
with min. 3-inch side laps | Composite-E2 instructions.
self-adhered
Min. 22 ga., type B, N Duro-Tech TPO induction welded to Duro-
) 1 per 4.0 ft? (8 parts per . . .
Grade 33 steel or Min. One or more layers, any | Duro-Last #15 Heavy Duty Screw Bond TPO Plate with RhinoBond Tool in
SC-172. X None L 4x8 ft board) Per FM . 3 -60.0
2,500 psi structural combination Fastener and Duro-Bond TPO Plate LPDS 1-29 accordance with manufacturer’s
concrete instructions.
Min. 22 ga., type B, Duro-Last #15 Heavy Duty Screw 1 per 2.0 ft2 (16 parts Duro-Tech TPO induction welded to Duro-
Grade 33 steel or Min. One or more layers, any | Fastener with alternating Rows of: per 2. Pt Bond TPO Plate with RhinoBond Tool in
SC-173. ; None o per 4x8 ft board) in a 12 . , -67.5
2,500 psi structural combination 1.) Duro-Bond TPO Plate x 24-inch grid accordance with manufacturer’s
concrete 2.) Elevate Insulation Fastening Plate instructions.
Min. 22 ga., type B, 1 per 2.7 2 (12 parts Duro-Tech TPO induction welded to Duro-
Grade 33 steel or Min. One or more layers, any | Duro-Last #15 Heavy Duty Screw per <. P Bond TPO Plate with RhinoBond Tool in
SC-174. . None N per 4x8 ft board) Per . ) -75.0
2,500 psi structural combination Fastener and Duro-Bond TPO Plate FM LPDS 1-29 accordance with manufacturer’s
concrete instructions.
Min. 22 ga., type B, 1 per 2.0 2 (16 parts Duro-Tech TPO induction welded to Duro-
Grade 33 steel or Min. One or more layers, any | Duro-Last #15 Heavy Duty Screw per 2. P Bond TPO Plate with RhinoBond Tool in
SC-175. . None L per 4x8 ft board) Per X ) -105.0
2,500 psi structural combination Fastener and Duro-Bond TPO Plate FM LPDS 1-29 accordance with manufacturer’s
concrete instructions.

TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

System Deck i ) Insulation (4.2.2) Roof Cover (3.1.4) MDP
Vapor & Air Barrier
No. (4.1.2) Type Attach (3.1.2) Membrane Fasten (4.2.2) Attach (psf)
Duro-Last #15 Extra Heavy Duty
. . > . Drill Point Fastener or Elevate . . .
Min. 22 ga., type B, Grade Min. 1.5-inch thick, Concrete Drive (concrete only) 18-inch o.c. within 6-inch wide -30.0
SC-176. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO ) 4 laps spaced 72-inch o.c. Laps (NO
structural concrete any combination with Duro-Tech TPO HD Seam sealed with 1.5-inch heat weld HVHZ
v ° Plate or Elevate UltraPly TPO ’ ’ )
Barbed Seam Plate
. Min. 1.5-inch thick, Elevate Heavy-Duty Plus 18-inch o.c. within 6-inch wide -30.0
Min. 22 ga., type B, Grade . . X
SC-177. 33 steel None one or more layers, prelim. attached Duro-Tech TPO | Fastener with Elevate HD Plus laps spaced 90-inch o.c. Laps (NO
any combination Seam Plate sealed with 1.5-inch heat weld. HVHZ)
. Min. 1.5-inch thick, Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide -30.0
Min. 22 ga., type B, Grade . . . . X
SC-178. 33 steel None one or more layers, prelim. attached Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 114-inch o.c. Laps (NO
any combination Tech TPO HD Seam Plate sealed with 1.5-inch heat weld. HVHZ)

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

ISO/IEC 17065

PCA-145

System Deck X ) Insulation (4.2.2) Roof Cover (3.1.4) MDP
Vapor & Air Barrier
No. (4.1.2) Type Attach (3.1.2) Membrane Fasten (4.2.2) Attach (psf)
(Optional for Duro-Last #15 Extra Heavy Duty
Min. 22 ga., type B, Grade Recover) Min. 0.5- Duro-Tech TPO Drill Point Fastener or Elevate 6-inch o.c. within 6-inch wide laps -30.0
SC-179. 33 steel or min. 2,500 psi None inch thick, one or prelim. attached Fleece Concrete Drive (concrete only) spaced 114-inch o.c. Laps sealed (NO
structural concrete more layers, any with Duro-Tech TPO HD Seam with 1.5-inch heat weld. HVHZ)
combination Plate
R Min. 1.5-inch thick, Elevate Heavy-Duty Plus 12-inch o.c. within 6-inch wide -30.0
Min. 22 ga., type B, Grade . . X
SC-180. None one or more layers, prelim. attached Duro-Tech TPO | Fastener with Elevate HD Plus laps spaced 142-inch o.c. Laps (NO
33 steel - . :
any combination Seam Plate sealed with 1.5-inch heat weld. HVHZ)
Min. 22 ga., type B, Grade . . ) Elevate Heavy-Duty Plus 18-inch o.c. within 6-inch wide
80 steel or min. 20 ga., Min. Fastener (steel only) or Elevate laps spaced 90-inch o.c. Laps 375
SC-181. type B, Grade 33 steel or None one or more layers, prelim. attached Duro-Tech TPO . v PSSP . . oG 5P (NO
. : o Concrete Drive (concrete only) sealed with 5-inch heat weld that
min. 2,500 psi structural any combination . HVHZ)
with Elevate HD Plus Seam Plate encapsulates plates.
concrete
. Min. 1.5-inch thick, Elevate Heavy-Duty Plus 12-inch o.c. within 6-inch wide -37.5
Min. 22 ga., type B, Grade . . X
SC-182. None one or more layers, prelim. attached Duro-Tech TPO | Fastener with Elevate HD Plus laps spaced 90-inch o.c. Laps (NO
33 steel ¥ . X
any combination Seam Plate sealed with 1.5-inch heat weld. HVHZ)
. Min. 1.5-inch thick, Elevate Heavy-Duty Plus 12-inch o.c. within 6-inch wide -37.5
Min. 22 ga., type B, Grade . . X
SC-183. None one or more layers, prelim. attached Duro-Tech TPO | Fastener with Elevate HD Plus laps spaced 114-inch o.c. Laps (NO
33 steel L . .
any combination Seam Plate sealed with 1.5-inch heat weld. HVHZ)
: : . 3.1.1 (HDonly) 1
Duro-L B, . 2- . . . .
. . l.Jro ?St Ve.lpor Iarrler Min. 2-inch ISO 95+ per 5.3 ft2 Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide -37.5
Min. 22 ga., type B, 60 ksi with min. 3-inch side laps | GL, RESISTA or Duro- i . . . . .
SC-184. 24x36-inch grid, 12- | Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 142-inch o.c. Laps (NO
steel self-adhered to top Guard ISO HD : ) .
. inch from board Tech TPO HD Seam Plate sealed with 1.5-inch heat weld. HVHZ)
flanges of steel deck Composite-E2 edges
Duro-Last #15 Extra Heavy Duty
. . . . Drill Point Fastener or Elevate . L .
Min. 22 ga., type B, Grade Min. 1.5-inch thick, Concrete Drive (concrete only) 12-inch o.c. within 6-inch wide
SC-185. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO . v laps spaced 72-inch o.c. Laps -45.0
structural concrete any combination with Duro-Tech TPO HD Seam sealed with 1.5-inch heat weld
Y v Plate or Elevate UltraPly TPO ' ’
Barbed Seam Plate
Min. 22 ga., type B, Grade Duro-Last #15 Extra Heavy Duty
80 steel or min. 20 ga., Min. 1.5-inch thick, Drill Point Fastener or Elevate 12-inch o.c. within 6-inch wide
SC-186. type B, Grade 33 steel or None one or more layers, prelim. attached Duro-Tech TPO | Concrete Drive (concrete only) laps spaced 90-inch o.c. Laps -45.0
min. 2,500 psi structural any combination with Duro-Tech TPO HD Seam sealed with 1.5-inch heat weld.
concrete Plate
Min. 22 ga., type B, Grade Min. 0.5-inch thick, :es\;;z:i('asiZZ]I?)l;tly)PcI)l:sElevate 12-inch o.c. within 6-inch wide
SC-187. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO ) v laps spaced 90-inch o.c. Laps -45.0
- Concrete Drive (concrete only) . X
structural concrete any combination . sealed with 1.5-inch heat weld.
with Elevate HD Plus Seam Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

System Deck X ) Insulation (4.2.2) Roof Cover (3.1.4) MDP
Vapor & Air Barrier
No. (4.1.2) Type Attach (3.1.2) Membrane Fasten (4.2.2) Attach (psf)
Min. 22 ga., type B, Grade Du.ro—La.15t #15 Extra Heavy Duty . o . .
. . . . Drill Point Fastener or Elevate 12-inch o.c. within 6-inch wide
80 steel or min. 20 ga., Min. 1.5-inch thick, Concrete Drive (concrete only) laps spaced 90-inch o.c. Laps
SC-188. tyPe B, Grade.33 steel or None one or mqre If'-Jyers, prelim. attached Duro-Tech TPO with Duro-Tech TPO HD Seam sealed with 5-inch heat weld that -45.0
min. 2,500 psi structural any combination
concrete Plate or Elevate UltraPly TPO encapsulates plates.
Wide Weld Seam Plate
Min. 22 ga., type B, Grade
80 steel or min. 20 ga., Min. 1.5-inch thick, IELes\;ZEZIr-'F:t‘:ZII?)Lr:tly)Pclal:sEIevate 12-inch o.c. within 6-inch wide
SC-189. type B, Grade 33 steel or None one or more layers, prelim. attached Duro-Tech TPO . v laps spaced 114-inch o.c. Laps -45.0
min. 2,500 psi structural any combination Concrete Drive (concrete only) sealed with 1.5-inch heat weld
T with Elevate HD Plus Seam Plate ’ !
concrete
] Elevate Heavy-Duty Plus
Min. 22 ga., type B, Grade ; y . Fastener (steel only) or Elevate 12-inch o.c. within 6-inch wide
80 steel or min. 20 ga., BRI ch thick, Concrete Drive (concrete only) laps spaced 114-inch o.c. Laps
SC-190. type B, Grade 33 steel or None one or more layers, prelim. attached Duro-Tech TPO . v ps sp . R -C. ~ap -45.0
min. 2.500 psi structural anv combination with Elevate HD Plus Seam Plate | sealed with 5-inch heat weld that
i P ¥ or Elevate UltraPly TPO Wide encapsulates plates.
concrete
Weld Seam Plate
Duro-L Barri ) ) . BT .
Min. 22 ga. tvoe B. 60 ksi wlijt?m?;t ;/?:3: sifirerllzr . Min. 0.5-inch ISO 95+ | 3.1.1 (HD only) 1 Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide
SC-191. steell g3, type &, seIf—adhe.red toto P GL, RESISTA or Duro- | per 8 ft? Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 114-inch o.c. Laps -45.0
P Guard I1SO HD-E2 24x72-inch grid Tech TPO HD Seam Plate sealed with 1.5-inch heat weld.
flanges of steel deck
Duro-Last #15 Extra Heavy Duty
. . . . Drill Point Fastener or Elevate . L .
Min. 22 ga., type B, Grade Min. 1.5-inch thick, Concrete Drive (concrete only) 6-inch o.c. within 6-inch wide laps
SC-192. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO . v spaced 72-inch o.c. Laps sealed -52.5
structural concrete any combination with Duro-Tech TPO HD Seam with 1.5-inch heat weld
v Plate or Elevate UltraPly TPO ’ ’
Barbed Seam Plate
Duro-Last #15 Extra Heavy Duty
Min. 22 ga., type B, Grade Min. 0.5-inch thick, Drill Point Fastener or Elevate 6-inch o.c. within 6-inch wide laps
SC-193. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO | Concrete Drive (concrete only) spaced 114-inch o.c. Laps sealed -52.5
structural concrete any combination with Duro-Tech TPO HD Seam with 1.5-inch heat weld.
Plate
Min. 0.25-inch
X X SECUROCK Gypsum-Fiber . . 3.1.1 (HD only) 1 Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide
Min. 22 ga., type B, 50 ksi Roof Board followed by Min. 3-inch ISO 95+ ) . . . .
SC-194. steel Duro-Last Vapor Barrier &L or RESISTA per 4.0 ft Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 114-inch o.c. Laps -52.5
. - por® 24x24-inch grid Tech TPO HD Seam Plate sealed with 1.5-inch heat weld.
with min. 3-inch side laps
self-adhered
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TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

ISO/IEC 17065

IAS

ACCREDITFP'

PCA-145

System Deck X ) Insulation (4.2.2) Roof Cover (3.1.4) MDP
Vapor & Air Barrier
No. (4.1.2) Type Attach (3.1.2) Membrane Fasten (4.2.2) Attach (psf)
~ . 3.1.1 (HD only) 1
Min. 22 ga.. tvoe B, 60 ki \?/Liltrrfnl:\?r?t ;/_?::}: ?izrerllzr . Min. 0.5-inch I1SO 95+ | per 5.3 ft2 Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide
SC-195. stee.l ga- type 5 self-adhéred to to P GL, RESISTA or Duro- | 24x36-inch grid, 12- | Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 142-inch o.c. Laps -52.5
P Guard I1SO HD-E2 inch from board Tech TPO HD Seam Plate sealed with 1.5-inch heat weld.
flanges of steel deck edges
. Min. 1.5-inch thick, Duro-Last #15 Extra Heavy Duty 6-inch o.c. within 6-inch wide laps
Min. 22 ga., type B, Grade . ) ) ) )
SC-196. 80 steel None one or more layers, prelim. attached Duro-Tech TPO | Drill Point Fastener with Duro- spaced 142-inch o.c. Laps sealed -52.5
any combination Tech TPO HD Seam Plate with 1.5-inch heat weld.
Min. 22 ea.. tye B. 50 ksi Min. 0.5-inch thick, Duro-Last #15 Extra Heavy Duty 6-inch o.c. within 7-inch wide laps
SC-197. stee.l ga. ype s, None one or more layers, prelim. attached Duro-Tech TPO | Drill Point Fastener with Duro- spaced 89-inch o.c. Laps sealed -60.0
any combination Tech TPO HD Seam Plate with 1.5-inch heat weld.
Min. 22 ea. tyoe B. 50 ksi Min. 0.5-inch thick, Duro-Last #15 Extra Heavy Duty 6-inch o.c. within 6-inch wide laps
SC-198. steell £a. type &, None one or more layers, prelim. attached Duro-Tech TPO | Drill Point Fastener with Duro- spaced 114-inch o.c. Laps sealed -60.0
any combination Tech TPO HD Seam Plate with 1.5-inch heat weld.
. Min. 1.5-inch thick, Elevate Heavy-Duty Plus 6-inch o.c. within 6-inch wide laps
Min. 22 ga., type B, Grade . . R
SC-199. None one or more layers, prelim. attached Duro-Tech TPO | Fastener with Elevate HD Plus spaced 142-inch o.c. Laps sealed -60.0
33 steel L A .
any combination Seam Plate with 1.5-inch heat weld.
. . . . Elevate Heavy-Duty Plus . e .
Min. 22 ga., type B, Grade Min. 0.5-inch thick, Fastener (steel only) or Elevate 6-inch o.c. within 6-inch wide laps
SC-200. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO ) v spaced 114-inch o.c. Laps sealed -67.5
structural concrete any combination Concrete Drive (concrete only) with 1.5-inch heat weld
v with Elevate HD Plus Seam Plate ’ ’
Min. 22 ga., type B, Grade Min. 1.5-inch thick, Elevate Heavy-Duty Plus 6-inch o.c. }Nlthln 6-inch wide laps
. X . Fastener (steel only) or Elevate spaced 90-inch o.c. Laps sealed
SC-201. 33 steel or min. 2,500 psi None one or more layers, prelim. attached Duro-Tech TPO . R R -82.5
v Concrete Drive (concrete only) with 5-inch heat weld that
structural concrete any combination .
with Elevate HD Plus Seam Plate encapsulates plates.
Two (2) | Duro-Last | Min. 3-inch ISO 95 3.1.1 (HD only) 1 ) e .
. . wo (2) ayfers, .uro .as o * per 5.3 ft2 Duro-Last #15 Extra Heavy Duty 12-inch o.c. within 6-inch wide
Min. 22 ga., type B, 60 ksi Vapor Barrier with min. GL, RESISTA or Duro- ) . . . . X
SC-202. steel 3-inch side laps self- Guard 1SO HD 24x36-inch grid, 12- | Duro-Tech TPO | Drill Point Fastener with Duro- laps spaced 142-inch o.c. Laps -82.5
P . inch from board Tech TPO HD Seam Plate sealed with 1.5-inch heat weld.
adhered Composite-E2 edges
Min. 22 ga., type B, Grade ) ) . Elevate Heavy-Duty Plus 6-inch o.c. within 6-inch wide laps
80 steel or min. 20 ga., Min Gk Fastener (steel only) or Elevate spaced 90-inch o.c. Laps sealed
SC-203. type B, Grade 33 steel or None one or more layers, prelim. attached Duro-Tech TPO . v p . - 1P -90.0
. : - Concrete Drive (concrete only) with 5-inch heat weld that
min. 2,500 psi structural any combination .
with Elevate HD Plus Seam Plate | encapsulates plates.
concrete
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 101: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTENS)

Insulation (4.2.2)

Roof Cover (3.1.4)

PCA-145

System Deck o MDP
No. 412 T ac Memb Fasten (4.2.2) Attach sf
(4.1.2) ype 219 embrane asten ac (psf)
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one relim FD:srtZ-rl;Z:tc::}Eslel\E/);ttf g'::;ﬁ?:g;ﬁ:“ Point Fastener 12-inch o.c. through batten within 6-inch wide -30.0
SC-204. 33 steel or min. 2,500 psi or more layers, any P ) Duro-Tech TPO . laps spaced 90-inch o.c. Laps sealed with 5-inch heat (NO
_ attached (concrete only) with TPO Polymer Batten
structural concrete combination Strip weld that encapsulates batten. HVHZ)
-i .C. ithin 6-i i -30.0
Min. 22 ga., type B, Grade | Min. 1.5-inch thick ISO prelim. Elevate Heavy-Duty Plus Fastener with TPO Fastener 12 mch.o ¢. through batten W|t.hm 6. inch wide
SC-205. Duro-Tech TPO R X laps spaced 142-inch o.c. Laps sealed with 5-inch heat (NO
33 steel 95+GL attached Coiled Metal Batten Strip
weld that encapsulates batten. HVHZ)
. Min. 1.5-inch thick, one . Duro-Last #15 Extra Heavy Duty Drill Point Fastener 12-inch o.c. through batten within 6-inch wide -37.5
Min. 22 ga., type B, Grade prelim. . . . h .
SC-206. or more layers, any Duro-Tech TPO Fastener with TPO Coiled Metal Batten laps spaced 90-inch o.c. Laps sealed with 5-inch heat (NO
33 steel _ attached )
combination Strip weld that encapsulates batten. HVHZ)
El ItraPl ick R.M.A. Stri li
Flevate Ulraply Quickseam RMLA.Strips | ¢ % BERE N COeR B e e e e
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one . with Duro-Last #15 Extra Heavy Duty Drill P R o -37.5
. R prelim. . . centered over each strip and fastened 12-inch o.c. Roof
SC-207. 33 steel or min. 2,500 psi or more layers, any Duro-Tech TPO Point Fastener or Elevate Concrete Drive R R L . (NO
- attached . cover adhered to each strip by first priming with Elevate
structural concrete combination (concrete only) with TPO Polymer Batten . . ) ) - ) HVHZ)
Stri Single-Ply QuickPrime Primer at the strip location, then
P rolling into place with a hand roller.
Min. 22 ga., type B, Grade
80 steel or min. 20 ga., Min. 1.5-inch thick, one relim Elevate Heavy-Duty Plus Fastener (steel Fastener 12-inch o.c. through batten within 6-inch wide
SC-208. type B, Grade 33 steel or or more layers, any gttachéd Duro-Tech TPO only) or Elevate Concrete Drive (concrete laps spaced 90-inch o.c. Laps sealed with 5-inch heat -45.0
min. 2,500 psi structural combination only) with TPO Coiled Metal Batten Strip weld that encapsulates batten.
concrete
Elevate UltraPly QuickSeam R.M.A. Strips are applied
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one . Elfevate UltraPly QuickSeam R.M.A. Strlps over the insulation spa.ced 120-inch o.c. The batten is
; R prelim. with Duro-Last #15 Extra Heavy Duty Drill centered over each strip and fastened 6-inch o.c. Roof
SC-209. 33 steel or min. 2,500 psi or more layers, any Duro-Tech TPO \ R . R R L ) -45.0
structural concrete combination attached Point Fastener with TPO Coiled Metal cover adhered to each strip by first priming with Elevate
Batten Strip UltraPly TPO QuickPrime at the strip location, then
rolling into place with a hand roller.
Min. 22 ga.. tvoe B. Grade Min. 1.5-inch thick, one Duro-Last #15 Extra Heavy Duty Drill Point Fastener 6-inch o.c. through batten within 6-inch wide
SC-210. 80 s.teel g3 type &, or more layers, any Loose Laid | Duro-Tech TPO Fastener with TPO Coiled Metal Batten laps spaced 142-inch o.c. Laps sealed with 5-inch heat -52.5
combination Strip weld that encapsulates batten.
Min. 22 ga., type B, Grade . . Fastener 6-inch o.c. through batten in field of the roof
80 steel or min. 20 ga., Min. 1.5-inch thick, one relim E:srt?arl;(j:tcjllffl’ei);ttf g‘oe:;izug’isgu Point spaced 144-inch o.c. Battens sealed with 5-inch wide
SC-211. type B, Grade 33 steel or or more layers, any gttach(.ed Duro-Tech TPO (concrete only) with TPO Polymer Batten cover strip, with 1.5-inch heat weld on each side of the -60.0

min. 2,500 psi structural
concrete

combination

Strip or TPO Coiled Metal Batten Strip

strip or by applying Elevate TPO QuickSeam Flashing
atop batten.
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TABLE 101: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTENS)

Insulation (4.2.2)

Roof Cover (3.1.4)

PCA-145

System Deck o MDP
No. 4.1.2 T ac Memb Fasten (4.2.2) Attach sf
(4.1.2) ype 319 embrane asten acl
Min. 22 ga., type B, Grade . .
. . . . Duro-Last #15 Extra H D Drill P . . . .
80 steel or min. 20 ga., Min. 1.5-inch thick, one relim F:sioen::tor Eslev);tr:‘ Coe:(zlriteug)\l/'iv: oint Fastener 6-inch o.c. through batten within 6-inch wide
SC-212. type B, Grade 33 steel or or more layers, any P ) Duro-Tech TPO . laps spaced 114-inch o.c. Laps sealed with 5-inch heat -60.0
: ) o attached (concrete only) with TPO Polymer Batten
min. 2,500 psi structural combination Stri weld that encapsulates batten.
concrete P
Min. 22 ga., type B, Grade Min. 1.5-inch thick, one prelim. Elevate Heavy-Duty Plus Fastener with TPO Fastener 6-inch g.c. through batten W|th|n 6-|Anch wide
SC-213. or more layers, any Duro-Tech TPO R X laps spaced 142-inch o.c. Laps sealed with 5-inch heat -60.0
33 steel - attached Coiled Metal Batten Strip
combination weld that encapsulates batten.
Duro-Last #15 E H D Drill Poi
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one relim F:srt?en::tor E-rl’ev);tt? Coe:(z/r\;teulg\l/'ivg oint Fastener 6-inch o.c. through batten within 6-inch wide
SC-214. 33 steel or min. 2,500 psi or more layers, any P : Duro-Tech TPO . X laps spaced 90-inch o.c. Laps sealed with 5-inch heat -67.5
structural concrete combination aitedid concrete onlVIGGERIIRG Coiled Metal weld that encapsulates batten
Batten Strip or TPO Polymer Batten Strip P '
Min. 1.5-inch thick, . . F -inch o.c. th h ithin 6-inch wi
Min. 22 ga., type B, Grade in. 1.5-inch thick, one prelim. Elevate Heavy-Duty Plus Fastener with TPO astenci 9 ¢ through batten wit .m 6 |.nc wide
SC-215. or more layers, any Duro-Tech TPO R X laps spaced 114-inch o.c. Laps sealed with 5-inch heat -67.5
33 steel - attached Coiled Metal Batten Strip
combination weld that encapsulates batten.
Duro-Last #15 Extra Heavy Duty Drill Point
Min. 22 ga., type B, Grade Fastener or Elevate Concrete Drive
steel or min. 20 ga., in. 1.5-inch thick, one ) concrete only) wit olymer Batten astener 6-inch o.c. through batten within 6-inch wide
80 | in. 20 Min. 1.5-inch thick, relim ( ly) with TPO Pol B F 6-inch h hb ithin 6-inch wid
SC-216. type B, Grade 33 steel or or more layers, any gttachéd Duro-Tech TPO Strip or TPO Coiled Metal Batten Strip or laps spaced 114-inch o.c. Laps sealed with 5-inch heat -75.0
min. 2,500 psi structural combination Elevate Heavy-Duty Plus Fastener (steel weld that encapsulates batten.
concrete only) or Elevate Concrete Drive (concrete
only) with TPO Polymer Batten Strip
. . . : E -D . e '
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one relim Oﬁv?iirea\ygte gz}::::e':gﬁjs(:s;t;eeie Fastener 6-inch o.c. through batten within 6-inch wide
SC-217. 33 steel or min. 2,500 psi or more layers, any P ) Duro-Tech TPO v . A laps spaced 90-inch o.c. Laps sealed with 5-inch heat -82.5
- attached only) with TPO Polymer Batten Strip or TPO
structural concrete combination X . weld that encapsulates batten.
Coiled Metal Batten Strip
in 155 ick, - N e -
Min. 22 ga., type B, Grade Min. 1.5-inch thick, one . Elevate Heavy-Duty Plus Fastener (steel Fastener 6 mch.o c. through batten W|t.h|n 6. inch wide
SC-218. or more layers, any Loose Laid | Duro-Tech TPO . . laps spaced 68-inch o.c. Laps sealed with 5-inch heat -82.5
80 steel - only) with TPO Polymer Batten Strip
combination weld that encapsulates battens.
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one relim Duro-Last #15 Extra Heavy Duty Drill Point Fastener 6-inch o.c. through batten within 6-inch wide
SC-219. 80 steel or min. 20 ga., or more layers, any zttach;ed Duro-Tech TPO Fastener with TPO Coiled Metal Batten laps spaced 90-inch o.c. Laps sealed with 5-inch heat -90.0
type B, Grade 33 steel combination Strip weld that encapsulates batten.
Min. 22 ga., type B, Grade
80 steel or min. 20 ga., Min. 1.5-inch thick, one relim Elnelvz;tc?rFérea\:laz::g(t)ﬁ:::eF;Srt\?Z((e;Ztcerilte Fastener 6-inch o.c. through batten within 6-inch wide
SC-220. type B, Grade 33 steel or or more layers, any P ) Duro-Tech TPO v ) ; laps spaced 90-inch o.c. Laps sealed with 5-inch heat -97.5
; . - attached only) with TPO Polymer Batten Strip or TPO
min. 2,500 psi structural combination . . weld that encapsulates batten.
concrete Coiled Metal Batten Strip
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 101: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTENS)

Insulation (4.2.2) Roof Cover (3.1.4)
System Deck R MbP
No. 412 T ac Memb Fasten (4.2.2) Attach sf
(4.1.2) ype 219 embrane asten ac (psf)
Min. 22 ga., type B, Grade | Min. 1.5-inch thick, one relim Elevate Heavy-Duty Plus Fastener (steel Fastener 6-inch o.c. through batten within 6-inch wide
SC-221. 33 steel or min. 2,500 psi or more layers, any gttach;ad Duro-Tech TPO only) or Elevate Concrete Drive (concrete laps spaced 54-inch o.c. Laps sealed with 5-inch heat -112.5
structural concrete combination only) with TPO Coiled Metal Batten Strip weld that encapsulates batten.
Min. 0.5-inch DensDeck,
DensDeck Prime or
Min. 22 ga., type B, Grade SECUROCK Gypsum.-Flber prelim. Elevate Heavy-Duty Plus Fastener (steel Fastener 6-|nch.o.c. through batten wnt.hln 6.-|nch wide
SC-222. Roof Board loose laid Duro-Tech TPO . X . laps spaced 54-inch o.c. Laps sealed with 5-inch heat -112.5
33 steel . . K attached only) with TPO Coiled Metal Batten Strip
over min. 1.5-inch thick, weld that encapsulates batten.
one or more layers, any
combination
Lap Row: Fastener 6-inch o.c. through battens within 6-
inch wide laps spaced 142-inch o.c. Laps sealed with 5-
R Min. 1.5-inch thick, inch heat weld that encapsulates the batten.
Min. 22 ga., type B, Grade in. 1.5-inch thick, one . Elevate Heavy-Duty Plus Fastener (steel . X P .
SC-223. or more layers, any Loose Laid | Duro-Tech TPO . X Field Row: Fastener 6-inch o.c. through battens in one -135.0
80 steel - only) with TPO Polymer Batten Strip X X X
combination intermediate row between laps. Batten strips covered
with 5-inch wide Elevate UltraPly TPO strips sealed on
both sides with 1.5-inch heat weld.

TABLE 10): STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Insulation (4.2.2) Base Sheet
System Deck Fast Roof Cover (3.1.4) MDP
No. 4.1.2 CRLL = sf
(4.1.2) Type Attach Type e Attach (psf)
in. 22 ga., B, . . . . . . .
Min ga., type . Min. 1-inch thick, one or Max. 12-inch o.c. at the min. 3.4-inch FB-DFA (RIBBON, 12). Ribbons -37.5*%
Grade 33 steel or min. . Elevate SBS .
SC-224. . more layers, any Loose Laid 3.1.1 laps 12-inch o.c. at two (2) equally centered between base sheet fastener (NO
2,500 psi structural L Base
combination spaced, staggered center rows rows HVHZ)
concrete
Min. 22 ga., type B, ) Min. 1-inch thick, one or Max. 12-inch o.c. at the min. 3.4-inch FB-DFA (RIBBON, 12). Ribbons placed
Grade 33 steel or min. . Elevate SBS . K
SC-225. ; more layers, any Loose Laid 311 laps 12-inch o.c. at two (2) equally atop stress plates in base sheet -45.0*
2,500 psi structural L Base
combination spaced, staggered center rows fastener rows
concrete
gﬂrl:c'ijégas;c’ezp;riin Min. 0.5-inch thick, one Elevate MB Max. 12-inch o.c. at the min. 2-inch
SC-226. ) ’ or more layers, any Loose Laid 3.1.1 laps 12-inch o.c. at two (2) equally FB-HA -45.0*
2,500 psi structural - Base
concrete combination spaced, staggered center rows

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
DuRro-TEcH TPO SYSTEMS:
Min. 2,500 psi ASTM Min. 1.5-inch ISO 95+ . BB-TBSA, BB-LVOC-1168
C-1 structural concrete D41 GL or RESISTA Hot Asphalt (Optional) Tapered ISO 95+ GL Hot asphalt or BB-TBBA -180.0
. . Min. 1.5-inch ISO 95+ . . .
c-2 Min. 2,500 psi ASTM GL with optional Hot Asphalt Min. 0.25—.|nch DensDeck, DensDeck Prime or SECUROCK Hot Asphalt BB-TBSA or BB-TBBA -195.0
structural concrete D41 Gypsum-Fiber Roof Board
Tapered ISO 95+ GL
) . Min. 1.5-inch ISO 95+ . . .
c3 Min. 2,500 psi ASTM GL with optional Hot Asphalt Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Hot Asphalt BB-LVOC-1168 195.0
structural concrete D41 Fiber Roof Board
Tapered ISO 95+ GL
. . Min. 1.5-inch ISO 95+
c-4 Min. 2,500 psi ASTM GL with optional Hot Asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board Hot Asphalt BB-TBSA, BB-LVOC, BB- -195.0
structural concrete D41 LVOC-1168 or BB-TBBA
Tapered ISO 95+ GL
Min. 2,500 psi Min. 1.5-inch 1SO 95+ 1.5.0. Spray R; M- ) . : : 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-
©5 structural concrete | Vo1 GL or RESISTA 0SA {(Opticpgifteiitienglligvers of base insUjgo 0SA LVOC-1168 or BB-TBBA 165.0
Min. 2,500 psi Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- . — . . 1.S.0. Spray R; M- | BB-TBSA, BB-LVOC-1168
ce structural concrete None GL or RESISTA OSA, 8-inch o.c. [Setieallfdditionaltaygeeffbage insulation OSA, 8-inch o.c. or BB-TBBA 240.0
Min. 2,500 psi Min. 1.5-inch ISO 95+ 1.S.0. Spray R; M- . - . . 1.S.0. Spray R; M- | BB-TBSA, BB-LVOC-1168
«7 structural concrete None GL OSA, 4-inch o.c. IRELOnal) Additional layers oRggagliisulation OSA, 4-inch o.c. or BB-TBBA 2850
C-8 Min. 2,500 psi None Min. 1.5-inch RESISTA 1.5.0. Spray R; M- (Optional) Additional layers of base insulation 1.5.0. Spray R; M- BB-WBBA-P -165.0
structural concrete OSA OSA
Min. 2,500 psi . . 1.5.0. Spray R; M- . A . . 1.5.0. Spray R; M-
C-9 structural concrete None Min. 1.5-inch RESISTA OSA, 8-inch o.c. (Optional) Additional layers of base insulation OSA, 8-inch o.c. BB-WBBA-P 240.0
Min. 2,500 psi . . 1.S.0. Spray R; M- . . . . 1.5.0. Spray R; M-
C-10 structural concrete None Min. 1.5-inch RESISTA OSA, 6-inch o.c. (Optional) Additional layers of base insulation OSA, 6-inch o.c. BB-WBBA-P 247.5
Min. 2,500 psi . . 1.S.0. Spray R; M- . - . . 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-

-11 . 1.5- E - .
C structural concrete None Min. 1.5-inch RESISTA OSA, 6-inch o.c. (Optional) Additional layers of base insulation OSA, 6-inch o.c. LVOC-1168 or BB-TBBA 360.0
c1p | Min-2500psi None Min. 1-inch RESISTA 1.5.0. Spray Ri M- | \jin. 1-inch RESISTA 1.5.0. Spray R; M- | gg 1 voc-1168 -450.0

structural concrete OSA OSA
c-13 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC-1168 1275
structural concrete GL OSA Fiber Roof Board OSA or BB-TBBA ’
c-14 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC, BB- 1275
structural concrete GL OSA 7/16-inch DEXcell Cement Roof Board OSA LVOC-1168 or BB-TBBA :
c-15 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DensDeck or SECUROCK Gypsum-Fiber Roof | 1.S.0. Spray R; M- BB-TBSA or BB-TBBA 1575
structural concrete GL OSA Board OSA
c-16 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC-1168 1875
structural concrete GL OSA, 8-inch o.c. Fiber Roof Board OSA, 8-inch o.c. or BB-TBBA '
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
c-17 Min. 2,500 psi None Min. 1.5-inch I1SO 95+ 1.5.0. Spray R; M- Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB- 1875
structural concrete GL OSA, 8-inch o.c. 7/16-inch DEXcell Cement Roof Board OSA, 8-inch o.c. LVOC-1168 or BB-TBBA ’
Min. 2,500 psi Two layers min. 1.5-inch | 1.S.0. Spray R; M- | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R; M-
c18 structural concrete None 1SO 95+ GL OSA, 8-inch o.c. Fiber Roof Board OSA, 8-inch o.c. BB-TBSA or BB-TBBA 195.0
c-19 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC-1168 2475
structural concrete GL OSA, 4-inch o.c. Fiber Roof Board OSA, 4-inch o.c. or BB-TBBA :
€-20 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 1.5.0. Spray R; M- | Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC, BB- 2475
structural concrete GL OSA, 4-inch o.c. 7/16-inch DEXcell Cement Roof Board OSA, 4-inch o.c. LVOC-1168 or BB-TBBA :
Min. 2,500 psi Min. two layers min. 1.5.0. Spray R; M- | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.S.0. Spray R; M-
c21 structural concrete None 1.5-inch I1SO 95+ GL OSA Fiber Roof Board OSA BB-LVOC-1168 262.5
c-22 Min. 2,500 psi None Min. two layers min. 1.5.0. Spray R; M- | Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R; M- | BB-TBSA, BB-LVOC, BB- 2625
structural concrete 1.5-inch 1ISO 95+ GL OSA 7/16-inch DEXcell Cement Roof Board OSA LVOC-1168 or BB-TBBA ’
. ) (Optional) One or more . .
c23 | Min-2500psi None layers, min. 1.5-inch 150 | >0 SPrY R M=\ i 6 5-inch Duro-Guard 1SO HD-E2 1.5.0. Spray R M- | gg 18sa 1725
structural concrete OSA OSA
95+ GL
. ) One or more layers, . )
c24 | Min-2,500psi None min. 1.5-inch ISO 95+ 1.5.0. Spray RiM= 1 \tin. 0.5-inch Duro-Guard IS0 HD-E2 1.5.0. Spray R M- 1 gg \vBA-p 22255
structural concrete 6L OSA OSA
. ) One or more layers, . .
cos | Min-2500psi None min. 1.5-inch ISO 95+ 1.5.0. Spray R; M= | \jin. 0.5-inch Duro-Guard 1O HD-E2 1.5.0. Spray R; M- | BB-TBBA or BB-LVOC -247.5
structural concrete GL OSA OSA 1168
Min. 2,500 psi Min. 0.5-inch Duro- 1.5.0. Spray R; M- BB-TBBA, BB-LVOC-1168
c-26 structural concrete None Guard I1SO HD-E2 OSA None N/A or BB-WBBA-P 300.0
Min. 2,500 psi Min. 1.5-inch ISO 95+ . . . BB-TBSA, BB-LVOC-1168
Cc-27 structural concrete None GL CR-20 CRA (Optional) Additional layers base insulation CR-20 CRA or BB-TBBA -270.0
c-28 Min. 2,500 psi None Min. 1.5-inch ISO 95+ CR-20 CRA Min. 0.25-inch DensDeck or SECUROCK Gypsum-Fiber Roof CR-20 CRA BB-TBSA or BB-TBBA 195.0
structural concrete GL Board
c-29 Min. 2,500 psi None Min. 1.5-inch ISO 95+ CR-20 CRA Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum- CR-20 CRA BB-TBSA, BB-LVOC-1168 2400
structural concrete GL Fiber Roof Board or BB-TBBA
Min. 2,500 psi Min. 1.5-inch ISO 95+ . - . . BB-TBSA, BB-LVOC-1168
C-30 structural concrete None GL or RESISTA 0OB500 (Optional) Additional layers of base insulation 0OB500 or BB-TBBA 150.0
Min. 2,500 psi . . . - . .
C-31 None Min. 1.5-inch RESISTA 0OB500 (Optional) Additional layers of base insulation 0OB500 BB-WBBA-P -150.0
structural concrete
c3p | Min-2,500psi None Min. 1.5-inch REsisTA | 08200, 6-inch (Optional) Additional layers of base insulation OBS500, 6-inch BB-WBBA-P 2475
structural concrete o.c. o.c.
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)

Min. 2,500 psi . . 0OB500, 6-inch . - . . 0OB500, 6-inch BB-TBSA, BB-LVOC, BB-

C-33 structural concrete None Min. 1.5-inch RESISTA oc. (Optional) Additional layers of base insulation oc. LVOC-1168 or BB-TBBA -360.0

c34 | Min-2,500psi None Min. 1-inch RESISTA 0B500 Min. 1-inch RESISTA 0B500 BB-LVOC-1168 -450.0
structural concrete

c-35 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 0B500 Min. 0.25—.|nch DensDeck, DensDeck Prime or SECUROCK 0B500 BB-TBSA or BB-TBBA -150.0
structural concrete GL Gypsum-Fiber Roof Board

C-36 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 0B500 Mm. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 0B500 BB-LVOC-1168 -150.0
structural concrete GL Fiber Roof Board
Min. 2,500 psi Min. 1.5-inch I1SO 95+ Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. BB-TBSA, BB-LVOC, BB-

c37 structural concrete None GL QESLL 7/16-inch DEXcell Cement Roof Board oesle LVOC-1168 or BB-TBBA 1500
Min. 2,500 psi Min. two layers min. Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-

c-38 structural concrete None 1.5-inch I1SO 95+ GL Y Fiber Roof Board SES BB-LVOC-1168 262.5
Min. 2,500 psi Min. two layers min. Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. BB-TBSA, BB-LVOC, BB-

€39 | structural concrete | NOM® 1.5-inch 1S0 95+ GL P 7/16-inch DEXcell Cement Roof Board U LVOC-1168 or BB-TBBA 262.5
Min. 2,500 psi (Optional) One or more

C-40 v P None layers, min. 1.5-inch ISO | OB500 Min. 0.5-inch Duro-Guard ISO HD-E2 0OB500 BB-TBSA -172.5
structural concrete

95+ GL

Min. 2.500 osi One or more layers,

C-41 T p None min. 1.5-inch 1SO 95+ OB500 Min. 0.5-inch Duro-Guard I1SO HD-E2 OB500 BB-WBBA-P -247.5
structural concrete Gl
Min. 2,500 psi One or more layers,

C-42 i P None min. 1.5-inch ISO 95+ 0OB500 Min. 0.5-inch Duro-Guard 1SO HD-E2 OB500 BB-TBBA or BB-LVOC-1168 -300.0
structural concrete GL

c-a3 | Min 2200 pst None Min. 1.5-inch ResisTA | 98200 67N | iy 6 5 inch Duro-Guard 150 HD-£2 08500, &-inch | BELVOC, BE-LVOCL168 | 360
structural concrete o.c. o.c. or BB-TBBA
Min. 2,500 psi Min. 0.5-inch Duro- BB-TBBA, BB-LVOC-1168

c-44 structural concrete None Guard ISO HD-E2 B None N/A or BB-WBBA-P 4050
Min. 2,500 psi Min. 0.5-inch Duro- BB-TBBA or BB-LVOC-

45 structural concrete None Guard ISO HD-E2 e None N/A 1168 405.0

C-46 Min. 2,500 psi None Min. 1.5-inch IS0 95+ 0B500, tgal (Optional) Additional layers of base insulation OBS500, 4-inch BB-TBSA or BB-TBBA -337.5
structural concrete GL or RESISTA o.c. o.c.

Additional Insulation: (Optional) Additional layers of base

Min. 2,500 psi Min. 1.5-inch ISO 95+ 0B500, 4-inch insulation 0B500, 4-inch

C-47 None BB-TBSA or BB-TBBA -337.5
structural concrete GL or RESISTA o.c. Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK | o.c.

Gypsum-Fiber Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Additional Insulation: (Optional) Additional | fb
Min. 2,500 psi Min. 1.5-inch ISO 95+ | OB500, 4-inch Additional Insulation: (Optional) Additional lavers of base |y oy 4 4
48 structural concrete None GL or RESISTA o.c insulation o.c BB-TBBA 3375
e Coverboard: Min. 7/16-inch DEXcell Cement Roof Board e
DURO-TECH TPO FLEECE / HOT ASPHALT SYSTEMS:
Min. 0.25-inch
. ) (Optional) .
Min. 2,500 psi DensDeck Prime or
49 structural concrete gim SECUROCK Gypsum- Hot Asphalt None N/A FB-HA -2325
Fiber Roof Board
. ) (Optional) . .
C-50 Min. 2,500 psi ASTM Min. 1.5-inch IS0 95+ Hot asphalt (Optional) Additional layers of base insulation Hot asphalt FB-HA -300.0
structural concrete Da1 GL
Min. 2,500 psi ASTM Min. 1.5-inch ISO 95+
C-51 structural concrete Da1 6L Hot Asphalt None N/A FB-HA -382.5
csp | Min-2,500 psi None Min. 1.5 dehlERI85+ Hot Asphalt None N/A FB-HA -487.5
structural concrete GL
Min. 2,500 psi (Optional) |y 4 5 inch 10 95+ Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
c-53 L ASTM o Hot Asphalt in. . P Hot Asphalt FB-HA 457.5
structural concrete D41 GL Fiber Roof Board
Min. 2,500 psi (Optional) | /- avers min. 1.5-inch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
c-54 2200 P ASTM i o Hot Asphalt N P Hot Asphalt FB-HA -300.0
structural concrete D41 1SO 95+ GL Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
C-55 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- | 1.5.0. Spray R; M- FB-HA 3900
structural concrete or RESISTA OSA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof OSA '
Board
Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25-
©56 | structural concrete | o€ or RESISTA 0B500 inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 08500 FB-HA 187.5
Board
DuRO-TECH TPO FLeece / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
c-57 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M- FB-TBSA 1725
structural concrete or RESISTA OSA; OB500 inch Tapered 1SO 95+ GL or RESISTA OSA; OB500 ’
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
. . . ) Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL 1.S.0. Spray R; M- | . . 1.S.0. Spray R; M-
- hT L or RESISTA foll .0.5- - - .
C-58 structural concrete None or RESISTA 0SA; OB500 !nc apered ISO 95+ GL or RESISTA followed by min. 0.5 0SA; OB500 FB-TBSA 1725
inch Duro-Guard ISO HD-E2
Optional additional layers of base insulation or min. 0.5-
C-59 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- | 1.S.0. Spray R; M- FB-TBSA 1725
structural concrete or RESISTA OSA; OB500 inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof OSA; OB500 :
Board
. . . ) Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | . . 1.5.0. Spray R; M-
- + . - -45.
C-60 structural concrete None or RESISTA OSA: OB500 inch Ta_pered 1SO 95+ GL or RESISTA followed by min OSA: OB500 FB-TBSA 45.0
19/32-inch plywood
Min. 1-inch Insulfoam 1
Min. 2,500 psi EPS or min. Jglgch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
c-61 <200 None Styrofoam Brand 1.5.0. Spray R N i 1.5.0. Spray R FB-TBSA 1125
structural concrete . Fiber Roof Board
Roofmate or Highload
60
C-62 Min. 2,500 psi None R inch IS0 95+ 0B500, 4-inch (Optional) Additional layers of base insulation 0B500, 4-inch FB-TBSA -292.5
structural concrete GL or RESISTA o.c. o.c.
Additional Insulation: (Optional) Additional layers of base
insulation
. ) . ) . Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA .
Min. 2,500 Min. 1.5-inch ISO 95+ 0OB500, 4-inch - ’ 0OB500, 4-inch
c-63 strlzctl.llral Cz;'crete None GL”;r RE;E:T N oo 4 Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof o inc FB-TBSA 2925
o Board, min. 7/16-inch DEXcell Cement Roof Board or min. e
19/32-inch plywood or min. 0.5-inch Duro-Guard 1SO HD-
E2
DuRO-TECH TPO FLeeCE / 1.S.0. SPRAY R OR DURO-FLEECE ADHESIVE SYSTEMS:
c-64 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M- | FB-Spray R (RIBBON, 6) or 1425
structural concrete or RESISTA OSA; OB500 inch Tapered 1SO 95+ GL or RESISTA OSA; OB500 FB-DFA (RIBBON, 6) ’
c-65 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M- | FB-Spray R (RIBBON, 4) or 1725
structural concrete or RESISTA OSA; OB500 inch Tapered 1SO 95+ GL or RESISTA OSA; OB500 FB-DFA (RIBBON, 4) ’
cee | Min.2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- gi;‘i’;a';’i:'lt'scg‘;lsfée[i :’ngf;';\‘?::fxz d°tr) m;;'nobsg_ 1.5.0. Spray R; M- | FB-Spray R (RIBBON, 12) 450
structural concrete or RESISTA OSA; OB500 X P v T OSA; OB500 or FB-DFA (RIBBON, 12) :
inch Duro-Guard ISO HD-E2
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

Amrize Building Envelope, LLC (Duro-Last)

FL47896-R1

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
Pvcml:t' ;C:{\"-\.Q’rraﬂuh

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
ey | Min.2,500 psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- a’;:‘";’;a';::'f';g‘glsfée[i f;ﬁgf;:‘?i::::g ol mr'lnni;1065-5— 1.5.0. Spray R; M- | FB-SprayR (RIBBON, 6)or | .
structural concrete or RESISTA 0SA; OB500 . P ¥ i 0SA; OB500 FB-DFA (RIBBON, 6) :
inch Duro-Guard I1SO HD-E2
ceg | Min.2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- a’z:"‘;';a';gj'f:;‘ggf‘g[z ?;22?;25;:?32 d°tr) mr:iﬁobs_s- 1.5.0. Spray R; M- | FB-Spray R (RIBBON, 4)or | .
structural concrete or RESISTA OSA; OB500 . P v T OSA; OB500 FB-DFA (RIBBON, 4) ’
inch Duro-Guard ISO HD-E2
Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch IS0 85+ GL | 1.5.0. Spray R; M- | Inch Tapered S0 95+ GL or RESISTA followed by Min. 025~ 1 ¢ 0, p; - | FB-Spray R (RIBBON, 12)
©69 | structural concrete | N°"® or RESISTA OSA; OB500 inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or | ) 5 or FB-DFA (RIBBON, 12) 450
! SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch ! !
DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch 150 95+ GL | 1.5.0. Spray R; M- | "l Tapered S0 95+ GL or RESISTA followed by Min. 0.25- | ¢ 5 ooy g - | FB-Spray R (RIBBON, 6) or
C-70 structural concrete None or RESISTA OSA: OB500 inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or OSA: OB500 FB-DFA (RIBBON, 6) -60.0
’ SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch ’ !
DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch 1S0 95+ GL | 1.5.0. Spray R; M- | Inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- 1 ¢ o o oo n1- | EB-spray R (RIBBON, 4) or
C-71 structural concrete None or RESISTA OSA: OB500 inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or OSA: OB500 FB-DFA (RIBBON, 4) -172.5
! SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch ’ !
DEXcell Cement Roof Board
7y | Min.2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- z’zm';a'ear:j'fg‘ggf‘ée[z ?;227;2?2:?32 d°t') mr'n"m 0.5- 1.5.0. Spray R; M- | FB-Spray R (RIBBON, 12) 450
structural concrete or RESISTA OSA; OB500 .p v ’ OSA; OB500 or FB-DFA (RIBBON, 12) '
19/32-inch plywood
Min. 1-inch Insulfoam 1
. . EPS or min. 2-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof
C-73 L\:rl:.ctzl;fzﬁoczzlcrete None Styrofoam Brand 1.5.0. Spray R Board or SECUROCK Gypsum-Fiber Roof Board or min. 1.5.0. Spray R ESSDFIJ:T\(/RF:EEESI\?O:)L 4) or -112.5
Roofmate or Highload 7/16-inch DEXcell Cement Roof Board !
60
Min. 2,500 psi (Optional) Min. 1-inch . . . FB-Spray R (RIBBON, 4) or
C-74 structural concrete None 1SO 95+ GL 1.5.0. Spray R Min. 0.5-inch DensDeck Prime 1.5.0. Spray R FB-DFA (RIBBON, 4) 360.0
C-75 Min. 2,500 psi None (Optional) Min. 1-inch 1.5.0. Spray R Min. 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R FB-DFA (RIBBON, 4) -360.0
structural concrete 1SO 95+ GL
Min. 2,500 psi Min. 1.5-inch ISO 95+ 0OB500, 4-inch . - . . 0OB500, 4-inch FB-Spray R (RIBBON, 4) or
C-76 structural concrete None GL or RESISTA oc. (Optional) Additional layers of base insulation oc. FB-DFA (RIBBON, 4) 337.5
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
Additional Insulation: (Optional) Additional layers of base
insulation
Min. 2,500 psi Min. 1.5-inch ISO 95+ | OBS500, 4-inch Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA * | 5500 4.inch FB-Spray R (RIBBON, 4) or
C-77 structural concrete None GL or RESISTA o Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof o FB-DFA (RIBBON, 4) -337.5
" Board, min. 7/16-inch DEXcell Cement Roof Board or min. " !
19/32-inch plywood or min. 0.5-inch Duro-Guard 1SO HD-
E2
DuRO-TECH TPO FLEECE / DURO-GRIP OLYBOND 500 SYSTEMS:
Min. 2,500 psi . . 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M-
- .1- + - -127.
c78 structural concrete None Min. 1-inch 150 95+ GL OSA; OB500 inch Tapered ISO 95+ GL 0OSA; OB500 FB-0B500 (RIBBON, 6) 127.5
Min. 2,500 psi . . 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M-
C79 structural concrete None Min. 1-inch RESISTA OSA; OB500 inch Tapered RESISTA OSA; OB500 FB-OB500 (RIBBON, 6) 1425
C-80 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M- | FB-OB500 (RIBBON, 4 or 1725
structural concrete or RESISTA OSA; OB500 inch Tapered ISO 95+ GL or RESISTA OSA; OB500 SPATTER) ’
Min. 1-inch ISO 95+ GL
. . R ! 1.5.0. Spray R; M-
Min. 2,500 psi RESISTA or min. 0.5- . FB-OB500 (RIBBON, 4 or
81 structural concrete None inch Duro-Guard I1SO .OSA' 0B500, 6 None N/A SPATTER) 4125
inch o.c.
HD-E2
. ) . , . Optional additional layers of base insulation or min. 0.5- )
cga | Min-2,500psi None Min. 1-inch IS0 95+ GL | 1.5.0. Spray Ry M- | 1 e ed 1S0 95+ GL or RESISTA followed by min. 0.5- | 50 SPraYRiM- | ac00 (RIBBON, 6) -82.5
structural concrete or RESISTA OSA; OB500 . OSA; OB500
inch Duro-Guard ISO HD-E2
cgs | Min2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- z’zm';a'ear‘::'f:g‘;gf‘éeﬁ ?;EST:TEE:?;:SQ d°t') mr:qr;ﬁobs_s- 1.5.0. Spray R; M- | FB-OBS500 (RIBBON, 4 or 1725
structural concrete or RESISTA OSA; OB500 . P v T OSA; OB500 SPATTER) '
inch Duro-Guard I1SO HD-E2
. . . . Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL 1.S.0. Spray R; M- | . R 1.5.0. Spray R; M-
C-84 structural concrete None or RESISTA OSA; OB500 !nch Tapered ISO ?5+ GL or RESISTA followed by Min. 0.25 OSA; OB500 FB-OB500 (RIBBON, 6) 60.0
inch DensDeck Prime
cgs | Min.2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- a’;m’;a'eari:'ltg‘;'sfée[i f;igf;{;‘?::fgﬁ d°tr) m,\'/?i'n 0'5"25_ 1.5.0. Spray R; M- | FB-OBS500 (RIBBON, 4 or 1725
structural concrete or RESISTA OSA; OB500 . P ) v o OSA; OB500 SPATTER) ’
inch DensDeck Prime
) ) . . . Optional additional layers of base insulation or min. 0.5- )
c-86 sl\frl:ctzt;fz:)loczzlcrete None c'\)/r";Eél'S“TT 15095+ 6L :_;JSS‘/S' gg;%yoR‘ M= | inch Tapered 1SO 95+ GL or RESISTA followed by Min. 0.25- BSS'/S';’;;%VOR’ M- | £B-0B500 (RIBBON, 12) -45.0
! inch SECUROCK Gypsum-Fiber Roof Board !
) ) L . Optional additional layers of base insulation or min. 0.5- .
c-87 's\fcl::.ctzl;fzgocg:crete None Z’:E;'S'}T 150 95+ GL I(')Ss',g' SSE%VOR' M= inch Tapered 1SO 95+ GL or RESISTA followed by Min. 0.25- '(')Ss'/g' SE;VOR' M- | rg-0B500 (RIBBON, 6) -60.0
! inch SECUROCK Gypsum-Fiber Roof Board !
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
cgs | Min.2,500psi None Min. 1-inch IS0 95+ GL | 1.5.0. Spray R; M- a’;:"';’;?ei::'f'scg‘glsfée[i f;ﬁgf;:‘ii::::g d°£;"'\'/'l‘i'n 0'5"25_ 1.5.0. Spray R; M- | FB-OB500 (RIBBON, 4 or 1728
structural concrete or RESISTA OSA; OB500 inch SECUROCK Gypsum-Fiber Roof Board OSA; OB500 SPATTER)
cgo | Min.2,500psi None Min. 1-inch ISO 95+ GL | 1.5.0. Spray R; M- a’z:"‘;';a';gj'f:;‘ggf‘gi ?;22?;25;:?32 d°tr) mr'n”m 0.5- 1.5.0. Spray R; M- | FB-OBS00 (RIBBON, 6 or 450
structural concrete or RESISTA OSA; OB500 .p v ’ OSA; OB500 SPATTER) ’
19/32-inch plywood
Min. 1-inch Insulfoam 1
. . EPS or min. 2-inch | . .
c-90 Min. 2,500 psi None Styrofoam Brand 15.0. Spray R Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R FB-OB500 (RIBBON, 4 or 1125
structural concrete R Fiber Roof Board SPATTER)
Roofmate or Highload
60
Cc-91 Min. 2,500 psi None Min. 1.5-inch RESISTA e, 4-inch (Optional) Additional layers of base insulation ey -inch FB-0B500 (RIBBON, 4 or -337.5
structural concrete o.c. o.c. SPATTER)
Additional Insulation: (Optional) Additional layers of base
X . . X X insulation i
c-92 L\fr'z'ctzl;fgoczf]'crete None gﬁlﬁé;gﬁ'so 95+ 23500’ <G Coverboard: Min. 0.25-inch DensDeck Prime or DEXcell FA 22500’ Anch Egﬁi‘g?{? (RIBBON, 4or | 5475
h Glass Mat Roof Board or min. 7/16-inch DEXcell Cement "
Roof Board or min. 19/32-inch plywood
Additional Insulation: (Optional) Additional layers of base
c-93 Min. 2,500 psi None Min. 1.5-inch ISO 95+ 0B500, 4-inch insulation 0B500, 4-inch FB-OB500 (RIBBON, 4 or 3375
structural concrete GL or RESISTA o.c. Coverboard: Min. 0.25-inch SECUROCK Gypsum-Fiber Roof | o.c. SPATTER) ’
Board
DURO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:
Min. 0.25-inch
Min. 2,500 psi ASTM DensDeck Prime or
co4 structural concrete D41 SECUROCK Gypsum- Q" sphalt None N/A FB-XRBA 2325
Fiber Roof Board
Min. 2,500 psi ASTM One or two layers min. Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
95 structural concrete D41 1.5-inch I1SO 95+ GL HoGaRa Fiber Roof Board Hot Asphalt FB-XRBA 300.0
C-96 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- ‘Optlonal) Additional layer of base insulation or min. 0.5- 1.5.0. Spray R; M- FB-XRBA 1125
structural concrete or RESISTA OSA; OB500 inch Tapered ISO 95+ GL or RESISTA OSA; OB500
. . ) ) Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | . . 1.5.0. Spray R; M-
C-97 structural concrete None or RESISTA OSA: OB500 !nch Tapered ISO 95+ GL or RESISTA followed by min. 0.5 OSA: OB500 FB-XRBA 390.0
inch Duro-Guard 1SO HD-E2
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4) (psf)
No. (8.1.2) Type Faie Type (3.1.3) o
Optional additional layers of base insulation or min. 0.5-
c-98 Min. 2,500 psi None Min. 1-inch ISO 95+ GL 1.5.0. Spray R; M- | inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- | 1.S.0. Spray R; M- FB-XRBA -300.0
structural concrete or RESISTA OSA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof OSA ’
Board
Optional additional layers of base insulation or min. 0.5-
Min. 2,500 psi Min. 1-inch ISO 95+ GL inch Tapered 1SO 95+ GL or RESISTA followed by Min. 0.25-
©99 1 structural concrete | VO"® or RESISTA 0B500 inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 0B500 FB-XRBA -187.5
Board

TABLE 118: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System Deck i Roof Cover (3.1.4) DP
No. (4.1.2) Base Ply Application Cap Ply (psf)
C-100 Min. 2,500 psi structural concrete None None N/A FB-DFA (RIBBON, 12) -97.5
C-101 Min. 2,500 psi structural concrete None None N/A FB-DFA (RIBBON, 6) -150.0
C-102 Min. 2,500 psi structural concrete ASTM D41 None N/A FB-XRBA -180.0
C-103 Min. 2,500 psi structural concrete None None N/A FB-XRBA -360.0
C-104 Min. 2,500 psi structural concrete ASTM D41 None N/A FB-HA -382.5
C-105 Min. 2,500 psi structural concrete None None N/A FB-Spray R (RIBBON, 4) -472.5
C-106 Min. 2,500 psi structural concrete None None N/A FB-HA -487.5
C-107 Min. 2,500 psi structural concrete ASTM D41 None N/A FB-HA -495.0
C-108 Min. 2,500 psi structural concrete None None N/A FB-OB500 (RIBBON, 4 or SPATTER) -495.5
One or two plies Elevate Type IV (4) M or Type VI (6) M or one
C-109 Min. 2,500 psi structural concrete ASTM D41 ply of Elevate MB Base, Elevate SBS Base, Elevate SBS Poly Hot asphalt FB-Spray R (RIBBON, 4) -240.0
Base or Elevate SBS Premium Base
One or two plies Elevate Type IV (4) M or Type VI (6) M or one
C-110 Min. 2,500 psi structural concrete ASTM D41 ply of Elevate MB Base, Elevate SBS Base, Elevate SBS Poly Hot asphalt FB-DFA (RIBBON, 4) -315.0
Base or Elevate SBS Premium Base
One or two plies Elevate Type IV (4) M or Type VI (6) M or one
C-111 Min. 2,500 psi structural concrete ASTM D41 ply of Elevate MB Base, Elevate SBS Base, Elevate SBS Poly Hot asphalt FB-Spray R (RIBBON, 4) -360.0
Base or Elevate SBS Premium Base
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

A‘;QPREDIT‘EP'

PCA-145

. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type sf

(3.1.3) (3.1.3)
DuRro-TEcH TPO SYSTEMS:
CEeLcORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO (Optional) Additional layer of base insulation or
twe- concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL " min. 0.5-inch Tapered 1SO 95+ GL M-OSA BB-WBBA-P -45.0
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . .
twe-2 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey I1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2 M-0SA BB-WBBA-P -1350
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch I1SO Optional additional layers of base insulation or
Structural | Concrete with Celcore HS Rheology Modifying Pl min. 0.5-inch Tapered I1SO 95+ GL or RESISTA
LWC-3 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ié;g:_':r RSA followed by min. 0.5-inch Duro-Guard I1SO HD- M-05A BE-WBBA-P -1350
board and surfacing of Celcore PVA Curing Compound. E2
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO min. 0.5-inch Tapered I1SO 95+ GL or RESISTA
Structural Concrete with Celcore HS Rheology Modifying o followed by Min. 0.25-inch DensDeck Prime,
LWC-4 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ?{E;IS'II::r M-05A DEXcell FA Glass Mat Roof Board or SECUROCK M-0SA BB-WBBA-P 135.0
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
Min. 350 ps_l, min. 2-inch thick Celcore M.F (;ellular . ‘ ‘ ] . ' BB-TBSA, BB-LVOC,
LWC-5 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO M-OSA (Optional) Additional layer of base insulation or M-OSA BB-LVOC-1168 or BB- | -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL min. 0.5-inch Tapered ISO 95+ GL TBBA ’
board and surfacing of Celcore PVA Curing Compound.
Structural (’\Z/(I)I:-c?estz F\:vsil'éhn’(‘:l:;l‘ci_rlz?Stgrsofslco;:o'\gii ?:”l"ar Min. 1-inch (Optional) Additional layer of base insulation or BB-TBSA, BB-LVOC,
LWC-6 : | veteor neoiogy Viochige - M-0SA pron ' Y ) M-OSA BB-LVOC-1168 or BB- | -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA min. 0.5-inch Tapered RESISTA TBBA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural | Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . .
Ltwe-7 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2 M-OSA BB-TBSA 1725
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural | Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . ) ) BB-LVOC, BB-LVOC-
WWEB | concrete | Admixture, with optional L-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-03A Min. Z-inch Duro-Guard ISO HD Composite-E2 | M-OSA 1168 or BB-TBBA 2175
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem BT Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying o min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWE9 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ?{é;g:_‘:r R followed by min. 0.5-inch Duro-Guard I1SO HD- M-05A BB-TBSA 172.5
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
LWC-10 Structural Concrete with Celcore HS Rheology Modifying 95+.GI_. or M-OSA min. 0.5-inch Tapered ISO 95+ GL or RESISTA M-OSA BB-LVOC, BB-LVOC- 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA followed by min. 0.5-inch Duro-Guard 1SO HD- 1168 or BB-TBBA ’
board and surfacing of Celcore PVA Curing Compound. E2
Optional additional layers of base insulation or
Min. 350 pS.I, min. 2-inch thick Celcore MAF (;ellular Min. 1.5-inch ISO min. 0.5-inch Tapered !SO 95+ GL or RES.ISTA BB-TBSA, BB-LVOC,
LWC-11 Structural Concrete with Celcore HS Rheology Modifying 95+ GL or M-OSA followed by Min. 0.25-inch DensDeck Prime, M-OSA BB-LVOC-1168 or BB- | -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA DEXcell FA Glass Mat Roof Board or SECUROCK TBBA ’
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
Structural | Concrere with Celcore ?st:;f:ofs Icor::o':; o - B inch 150 RRr 2! 2diton " O BB-LVOC, BB-LVOC-
LWC-12 ! | meteor AR " ° 95+ GLor M-0SA min. 0.5-inch Tapered 1SO 95+ GLor RESISTA | M-OSA ' 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA followed by min. 19/32-inch plywood 1168 or BB-TBBA
board and surfacing of Celcore PVA Curing Compound. 4 ' Pl
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch (Optional) Additional layer of base insulation or
LWC-13 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA Rl-05A min. 0.5-inch Tapered RESISTA M-0SA BB-WBBA-P 217.5
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch I1SO (Optional) Additional layer of base insulation or
LWC-14 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL 085} min. 0.5-inch Tapered ISO 95+ GL 08500 BB-WBBA-P 45.0
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . .
LWC-15 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISO 95+ GL or 0B500 Min. 2-inch Duro-Guard ISO HD Composite-E2 0OB500 BB-WBBA-P 135.0
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying e min. 0.5-inch Tapered ISO 95+ GL or RESISTA
Lwe-16 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ii;g:_':r 0B500 followed by min. 0.5-inch Duro-Guard I1SO HD- 08500 BB-WBBA-P -135.0
board and surfacing of Celcore PVA Curing Compound. E2
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO min. 0.5-inch Tapered I1SO 95+ GL or RESISTA
Structural Concrete with Celcore HS Rheology Modifying . followed by Min. 0.25-inch DensDeck Prime,
twe-17 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ii;;l__:r y DEXcell FA Glass Mat Roof Board or SECUROCK 08500 BE-WBBA-P -1350
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
Structural g:::.craestz F\ilsilt’hn;ZI.ci-rlg(:]Stgrgofslgi/o;\_:o'\t;liiy(i::gU|ar Min. 1-inch ISO (Optional) Additional layer of base insulation or BB-TBSA, BB-LVOC,
LWC-18 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL 08500 min. 0.5-inch Tapered ISO 95+ GL 08500 BB-LVOC-1168 or BB- | -187.5
) . TBBA
board and surfacing of Celcore PVA Curing Compound.
Structural g:::.craestz F\ilsilt’hn;ZI.ci-rlg(:]Stgrgofslgi/o;\_:o'\t;liiy(i::gUIar Min. 1-inch (Optional) Additional layer of base insulation or BB-TBSA, BB-LVOC,
PWEAS | concrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | RESISTA " min. 0.5-inch Tapered RESISTA 08500 BB-LVOC-1168 or B8- | -187.5
) . TBBA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . :
LWC-20 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey I1SO 95+ GL or > Rigaioch Duro-Guard [SQIERIERmpOSite-£2 08500 BB-TBSA 1725
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . . BB-LVOC, BB-LVOC-
LWE21 | concrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1O 95+ GL or o500 Min. 2-inch Duro-Guard ISO HD Composite-E2 | OB500 1168 or BB-TBBA 187.5
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying e min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWe-22 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ié;g:_‘:r 085°% followed by min. 0.5-inch Duro-Guard 1SO HD- 08500 BB-TBSA 172:5
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
LWC-23 Structural Concrete with Celcore HS Rheology Modifying 95+.GL. or 0B500 min. 0.5-inch Tapered ISO 95+ GL or RESISTA 0B500 BB-LVOC, BB-LVOC- 1875
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey followed by min. 0.5-inch Duro-Guard 1SO HD- 1168 or BB-TBBA ’
) . RESISTA
board and surfacing of Celcore PVA Curing Compound. E2
Optional additional layers of base insulation or
Min. 350 pS.I, min. 2-inch thick Celcore M.F Fellular Min. 1.5-inch ISO min. 0.5-inch Tapered !SO 95+ GL or RES.ISTA BB-TBSA, BB-LVOC,
LWC-24 Structural | Concrete with Celcore HS Rheology Modifying 95+ GL or 0B500 followed by Min. 0.25-inch DensDeck Prime, 0B500 BB-LVOC-1168 or BB- | -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA DEXCell FA Glass Mat Roof Board or SECUROCK TBBA ’
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jgsf[
(3.1.3) (3.1.3)
Structural m'c?eiz ’\ﬁthrrngci-rlg i:]st:;::oclzs Ico'::ol\élil; (I:: - Min. 1-inch ISO Optional additional layers of base insulation or BB-LVOC, BB-LVOC-
LWC-25 ! | veteor neclogy Vioditying 95+ GLor 0B500 min. 0.5-inch Tapered 1SO 95+ GLor RESISTA | OB500 ’ -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA followed by min. 19/32-inch plywood 1168 or BB-TBBA
board and surfacing of Celcore PVA Curing Compound. Y ' Pl
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch (Optional) Additional layer of base insulation or
LWE26 | oncrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | RESISTA 0850} min. 0.5-inch Tapered RESISTA 08500 BB-WBBA-P -187.5
board and surfacing of Celcore PVA Curing Compound.
Lwc-27 i;‘:;::;:l Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete gASI:'GlL'S-mCh IS0 OB500 (Optional) Additional layers of base insulation OB500 BB-TBSA or BB-TBBA -225.0
Lwe-2g | Stuetural | 500 psi, min. 2-inch thick Celcore Cellular Concrete | MM 1->1nch IS0 1 5p0h Min. 0.25-inch DensDeck Prime or SECUROCK | ¢ BB-TBSA or BB-TBBA | -225.0
concrete 95+ GL Gypsum-Fiber Roof Board
Lwe-2g | Structural | 500 psi, min. 2-inch thick Celcore Cellular Concrete | M- 15INCN IS0 1 g 56 cRa | Min. 0.25-inch DensDeck CR-20CRA | BB-TBSA or BB-TBBA | -195.0
concrete 95+ GL
LWC-30 i:)rr:‘;::t:" Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete S';’_'()':'GlL's"“Ch 150" | cR20CRA | (Optional) Additional layers base insulation CR-20CRA | BB-TBSA or BB-TBBA | -222.5
LWC-31 Structural Min. 200 psi, min. 2-inch thick Celcore Cellular Min. 1.5-inch ISO CR-20 CRA Min. 0.25-'|nch DensDeck Prime or SECUROCK CR-20 CRA BB-TBSA or BB-TBBA 2225
concrete Concrete. 95+ GL Gypsum-Fiber Roof Board
ELASTIZELL (NOA 23-0817.05):
Lwc-32 | Structural | Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-nch 150 | 5500 (Optional) Additional layers of base insulation | OB500 BB-TBSA or BB-TBBA | -225.0
concrete Lightweight Insulating Concrete 95+ GL
LWC-33 Structural Mm. 209 psi, min. 2'—|nch thick Elastizell Cellular Min. 1.5-inch I1SO 0B500 Min. 0.25—.|nch DensDeck Prime or SECUROCK 0B500 BB-TBSA or BB-TBBA 2250
concrete Lightweight Insulating Concrete 95+ GL Gypsum-Fiber Roof Board
Lwc-34 | Structural | Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-inch IS0 | ¢ 59 cRA | (Optional) Additional layers base insulation CR-20CRA | BB-TBSA or BB-TBBA | -180.0
concrete Lightweight Insulating Concrete 95+ GL
LWC-35 Structural Mln. 209 psi, min. 2'—|nch thick Elastizell Cellular Min. 1.5-inch I1SO CR-20 CRA Min. 0.25—.|nch DensDeck or SECUROCK CR-20 CRA BB-TBSA or BB-TBBA -180.0
concrete Lightweight Insulating Concrete 95+ GL Gypsum-Fiber Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem BT Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
INSULCEL (NOA 23-1219.03):
twe3s | SR i 200 psi, min. 2-inch thick Siplast Insulcel Min. L3-nch 150 | 5gs00 (Optional) Additional layers of base insulation | OB500 BB-TBSA or BB-TBBA | -225.0
concrete 95+ GL
w37 | Structural 500 psi, min. 2-inch thick Siplast Insulcel Min. 1.5-inch 150 | qpeng Min. 0.25-inch DensDeck Prime or SECUROCK | (yac BB-TBSA or BB-TBBA | -225.0
concrete 95+ GL Gypsum-Fiber Roof Board
MEARLCRETE (NOA 24-0514.06):
Lwe-3g | SR i 200 psi, min. 2-inch thick Mearlcrete Min. L3-nch 150 | 5500 (Optional) Additional layers of base insulation | OB500 BB-TBSA or BB-TBBA | -225.0
concrete 95+ GL
Lwe-3g | Structural | 500 psi, min. 2-inch thick Mearlcrete Min. 1.5-inch 150 | opcig R D "sDeck Prime or SECUSSEEN | 1ac0q BB-TBSA or BB-TBBA | -225.0
concrete 95+ GL Gypsum-Fiber Roof Board
Lwe-40 | SR i 200 psi, min. 2-inch thick Mearlcrete Min. L3-inch 150 | cp.agcra | Min- 0-25-inch DensDeck or SECUROCK CR20CRA | BB-TBSA or BB-TBBA | -195.0
concrete 95+ GL Gypsum-Fiber Roof Board
LWC-41 i:)rr:‘;::t':' Min. 200 psi, min. 2-inch thick Mearlcrete g/gf'GlL's""Ch 150 | crR20cRA | (Optional) Additional layers base insulation CR-20CRA | BB-TBSA or BB-TBBA | -240.0
Lwe-a2 | SR iy 200 psi, min. 2-inch thick Mearlcrete Min. L3-nch IS0 | cpagcra | Min- 0-25-inch DensDeck Prime or SECUROCK | g 55 cpa | Ba-TBSA or BB-TBBA | -240.0
concrete 95+ GL Gypsum-Fiber Roof Board
DURO-TECH TPO FLEECE / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1-inch I1SO
LWC-43 Structural | Concrete with Celcore HS Rheology Modifying 95+'GL or 0OB500 or (Optional) Additional layer of base insulation or | OB500 or FB-TBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0SA min. 0.5-inch Tapered I1SO 95+ GL or RESISTA M-0SA ’
. R RESISTA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural | Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered | OB500 or : . . 0OB500 or
LWC-44 | oncrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2. | ) o) FB-TBSA 1725
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min. min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWC-45 Structural Conc‘rete wnh Celcore HS Rheology Modifying 0.5-inch Tapered M-OSA followed by min. 0.25.—|nch DensDeck Prl.me or OB500 or FB-TBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey I1SO 95+ GL or SECUROCK Gypsum-Fiber Roof Board, min. M-0SA
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA 19/32-inch plywood or min. 0.5-inch Duro-
Guard ISO HD-E2
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. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
DuRO-TECH TPO FLeece / 1.S.0. SPRAY R OR DURO-FLEECE ADHESIVE SYSTEMS:
CEeLcORE (NOA 24-0906.02):
Structural ('\I/(IJI:;:?eStZ ’\ilsi[;hn;;;’{ci_rlz T-ilqst:r:oclslgcyol::o'\;iiy?:: e E)OEE)-tilr?cr:\a'll')a'\;:I;:éd OB500 or OB500 or FB-Spray R (RIBBON,
LWC-46 | oncrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard IS0 HD Composite-E2 M-OSA (1R2I)B(I;rOFl\llg-|1);)A -45.0
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA !
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . Optional additional layers of base insulation or
LWC-47 Structural Concrete with Celcore HS Rheology Modifying QA;:'GlL'S;mCh IS0 OB500 or min. 0.5-inch Tapered ISO 95+ GL or RESISTA 0OB500 or ig;soprr?;_RDgBBON, -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0SA followed by min. 0.5-inch Duro-Guard I1SO HD- M-0SA ’
. . RESISTA (RIBBON, 12)
board and surfacing of Celcore PVA Curing Compound. E2
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ) ) min. 0.5-inch Tapered I1SO 95+ GL or RESISTA
LWC.48 Structural Concrete with Celcore HS Rheology Modifying El;/lslr.GlLSC)-:nch IS0 OB500 or followed by Min. 0.25-inch DensDeck Prime, OB500 or ig;soprr?;_RDgBBON, 45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA DEXcell FA Glass Mat Roof Board or SECUROCK M-0SA (RIBBON, 12) ’
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch !
DEXcell Cement Roof Board
Min. 350 ps_l, min. 2-inch thieliEeiels M.F (;ellular Min. 1-inch I1ISO Optional additional layers of base insulation or FB-Spray R (RIBBON,
Structural Concrete with Celcore HS Rheology Modifying OB500 or . . OB500 or
LWC-49 R . . R q 95+ GL or min. 0.5-inch Tapered ISO 95+ GL or RESISTA 12) or FB-DFA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA followed by min. 19/32-inch plywood M-0SA (RIBBON, 12)
board and surfacing of Celcore PVA Curing Compound. 4 ' Pl !
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWC-50 Structural Concrete with Celcore HS Rheology Modifying SI;/I;:.GlL.E;:nch 150 OB500 or followed by Min. 0.25-inch DensDeck Prime, OB500 or ;?;p;;YDF::(ARIBBON' -60.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA DEXcell FA Glass Mat Roof Board or SECUROCK M-0SA (RIBBON, 6) '
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch !
DEXcell Cement Roof Board
Structural ('\:/2:-;;2 F\jslsllt’hrrzilze]lci)rlcre] cl-t]st:::o(lzslgcyolz/leo'\cfiiy?:: e f)ofitiir:)cr;\a‘ll')a’:];rr];ed OB500 or OB500 or FB-Spray R (RIBBON,
LWEST | concrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2. | ) o) f&lg;zBl\]Dgf 825
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA !
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . Optional additional layers of base insulation or
Lwes, | Structural | Concrete with Celcore HS Rheology Modifying s,;/lslf'elﬁi r'”Ch IS0 1 0Bs00or | min. 0.5-inch Tapered ISO 95+ GL or RESISTA 0BS500 or ;?;p;;YDRF/&R'BBON' 825
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0SA followed by min. 0.5-inch Duro-Guard 1SO HD- M-0OSA ’
) . RESISTA (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular FB-Spray R (RIBBON
LWC.53 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO OB500 or (Optional) Additional layer of base insulation or | OB500 or 6) orpFBYDFA ! 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL M-0SA min. 0.5-inch Tapered 1SO 95+ GL M-0SA ’
) R (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular FB-Spray R (RIBBON
LWC-54 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch OB500 or (Optional) Additional layer of base insulation or | OB500 or 6) orpFB}IDFA ! 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | RESISTA M-0SA min. 0.5-inch Tapered RESISTA M-0SA ’
. . (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular FB-Spray R (RIBBON
LWC-55 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO OB500 or (Optional) Additional layer of base insulation or | OB500 or 2) orpFBYDFA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL M-0OSA min. 0.5-inch Tapered 1SO 95+ GL M-0SA ’
) : (RIBBON, 4)
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular FB-Spray R (RIBBON
LWC-56 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 0OB500 or (Optional) Additional layer of base insulation or | OB500 or 2) orpFBYDFA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-OSA min. 0.5-inch Tapered RESISTA M-0SA ’
) : (RIBBON, 4)
board and surfacing of Celcore PVA Curing Compound.
Structural gﬂc::.craestz r\;\/Silt’hrTgcre]I.ci-rl(: (:]Stgrgo?slgcyolzjo'\d/liiy(i::: e f)osp—til:cr;\a‘ll')a'r;r]éd OB500 or 0OB500 or FB-Spray R (RIBBON,
LWES7 | concrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1S0 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2 | ) o\ ?&IELEB&D:;A 1725
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA !
Min. 350 psi, min. 2-inch thick Celcore MF Cellular \ . Optional additional layers of base insulation or
LWC-58 Structural Concrete with Celcore HS Rheology Modifying El;/-lr::.GlL.Sormch IS0 OB500 or min. 0.5-inch Tapered ISO 95+ GL or RESISTA OB500 or Z?;pggYDF::’(ARIBBON’ 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0OSA followed by min. 0.5-inch Duro-Guard 1SO HD- M-0SA (RIBBON, 4) ’
board and surfacing of Celcore PVA Curing Compound. E2 !
Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWC-59 Structural Concrete with Celcore HS Rheology Modifying Sl;/lslr.GlL.E;:nch 150 OB500 or followed by Min. 0.25-inch DensDeck Prime, OB500 or Z?;p;;YDF::(ARIBBON’ 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA DEXcell FA Glass Mat Roof Board or SECUROCK M-0SA (RIBBON, 4) '
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board or min. 7/16-inch !
DEXcell Cement Roof Board
DuURO-TECH TPO FLEECE / DURO-GRIP OLYBOND 500 SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural | Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered | OB500 or . . ) OB500 or FB-OB500 (RIBBON, 6
LWEE0 | oncrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2. | ) o) or SPATTER) 450
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
LWC-61 Structural | Concrete with Celcore HS Rheology Modifying 95+.GL. or 0B500 or min. 0.5-inch Tapered I1SO 95+ GL or RESISTA 0B500 or FB-OB500 (RIBBON, 6 -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0SA followed by min. 0.5-inch Duro-Guard 1SO HD- M-0SA or SPATTER) ’
) . RESISTA
board and surfacing of Celcore PVA Curing Compound. E2
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . " . .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1.5-inch 150 | qggng o | OPtional additional layers of base insulation or | a0 | £g0B500 (RIBBON, 6
LWC-62 R . . R ! 95+ GLor min. 0.5-inch Tapered ISO 95+ GL or RESISTA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0SA R R . M-0SA or SPATTER)
. R RESISTA followed by Min. 0.25-inch DensDeck Prime
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
LWC-63 Structural Concrete with Celcore HS Rheology Modifying 95+.GL. or OB500 or min. 0.5-inch Tapered ISO 95+ GL or RESISTA OB500 or FB-OB500 (RIBBON, -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0OSA followed by Min. 0.25-inch SECUROCK M-0OSA 12 or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. Gypsum-Fiber Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . ) \ -, . !
Structural Concrete with Celcore HS Rheology Modifying 0 OB500 or O|?t|onal .add|t|0nal layers of base insulation or OB500 or FB-OB500 (RIBBON, 6
LWC-64 R . . R ! 95+ GL or min. 0.5-inch Tapered ISO 95+ GL or RESISTA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-OSA followed by min. 19/32-inch plywood M-0OSA or SPATTER)
board and surfacing of Celcore PVA Curing Compound. v ' Pl
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
LWC-65 Structural | Concrete with Celcore HS Rheology Modifying 95+.GL. or OB500 or min. 0.5-inch Tapered I1SO 95+ GL or RESISTA OB500 or FB-OB500 (RIBBON, 6 -60.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0OSA followed by Min. 0.25-inch DensDeck Prime or M-0OSA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered | OB500 or . . . OB500 or FB-OB500 (RIBBON, 6
LWE66 | oncrete | Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 1SO 95+ GL or M-OSA Min. 2-inch Duro-Guard ISO HD Composite-E2 |} ¢, or SPATTER) 825
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
LWC-67 Structural | Concrete with Celcore HS Rheology Modifying 95+'GL' or 0OB500 or min. 0.5-inch Tapered I1SO 95+ GL or RESISTA OB500 or FB-OB500 (RIBBON, 6 825
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-0OSA followed by min. 0.5-inch Duro-Guard I1SO HD- M-0OSA or SPATTER) ’
) . RESISTA
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC-68 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO OB500 or (Optional) Additional layer of base insulation or | OB500 or FB-OB500 (RIBBON, 6 1275
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL M-0SA min. 0.5-inch Tapered 1SO 95+ GL M-OSA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC-60 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 0OB500 or (Optional) Additional layer of base insulation or | OB500 or FB-OB500 (RIBBON, 6 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA min. 0.5-inch Tapered RESISTA M-0OSA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC-70 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO 0OB500 or (Optional) Additional layer of base insulation or | OB500 or FB-OB500 (RIBBON, 4 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL M-0SA min. 0.5-inch Tapered 1SO 95+ GL M-0OSA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC.71 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch OB500 or (Optional) Additional layer of base insulation or | OB500 or FB-OB500 (RIBBON, 4 17255
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-0SA min. 0.5-inch Tapered RESISTA M-0SA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered | OB500 or . . . OB500 or FB-OB500 (RIBBON, 4
Ltwe-72 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey I1SO 95+ GL or M-0OSA Min. 2-inch Duro-Guard ISO HD Composite-E2 M-0SA or SPATTER) 1725
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
LWC-73 Structural Concrete with Celcore HS Rheology Modifying 95+.GL. or OB500 or min. 0.5-inch Tapered ISO 95+ GL or RESISTA OB500 or FB-OB500 (RIBBON, 4 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey M-OSA followed by min. 0.5-inch Duro-Guard 1SO HD- M-0SA or SPATTER) ’
. . RESISTA
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
LWC.74 Structural Concrete with Celcore HS Rheology Modifying 95+.GL. or OB500 or min. 0.5-inch Tapered ISO 95+ GL or RESISTA 0OB500 or FB-OB500 (RIBBON, 4 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA M-OSA followed by Min. 0.25-inch DensDeck Prime or M-0SA or SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board
DuURO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:
CeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO (Optional) Additional layer of base insulation or
LWET5 1 oncrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL BRSA min. 0.5-inch Tapered 1SO 95+ GL M-05A FB-XRBA 1125
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch (Optional) Additional layer of base insulation or
LWE76 | oncrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | RESISTA M-05A min. 0.5-inch Tapered RESISTA M-05A FB-XRBA -142.5
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . .
LWe-77 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey 1SO 95+ GL or M-05A Min. 2-inch Duro-Guard 1SO HD Composite-E2 M-05A FB-XRBA 217.5
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying y min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWC-78 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ii;g:,‘:r M-05A followed by min. 0.5-inch Duro-Guard 1SO HD- M-05A FB-XRBA 217:5
board and surfacing of Celcore PVA Curing Compound. E2
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. " Base Insulation Layer Coverboard s
ystem Dec Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying . min. 0.5-inch Tapered ISO 95+ GL or RESISTA
LWC-79 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ?{E;S_:_‘:r R followed by Min. 0.25-inch DensDeck Prime or M-05A FB-XRBA 2175
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch ISO (Optional) Additional layer of base insulation or
Lwc-80 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | 95+ GL 0B5'Q min. 0.5-inch Tapered 1SO 95+ GL 0B500 FB-XRBA 1125
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch (Optional) Additional layer of base insulation or
Lwe-81 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey RESISTA OB500 min. 0.5-inch Tapered RESISTA 0B500 FB-XRBA -1425
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Optional) Min.
Structural Concrete with Celcore HS Rheology Modifying 0.5-inch Tapered . . .
Ltwe-82 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey I1SO 95+ GL or OB500 fin- 2-inch O 0B500 FB-XRBA -187.5
board and surfacing of Celcore PVA Curing Compound. Tapered RESISTA
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ISO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying b min. 0.5-inch Tapered ISO 95+ GL or RESISTA
Lwe-83 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ?{'E;S_:_':r 0B500 followed by min. 0.5-inch Duro-Guard I1SO HD- 08500 FB-XRBA -187.5
board and surfacing of Celcore PVA Curing Compound. E2
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch SO Optional additional layers of base insulation or
Structural Concrete with Celcore HS Rheology Modifying . min. 0.5-inch Tapered ISO 95+ GL or RESISTA
Lwe-g4 concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ai;g:_’:r < followed by Min. 0.25-inch DensDeck Prime or 08500 FB-XRBA -187.5
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board
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SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

ISO/IEC 17065

PCA-145

IAS

APQFREDIT‘EP'

y

System Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) MoP
No. (psf)
Duro-TecH TPO SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-85 Min. 2,500 psi structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing BB-TBBA -247.5
Compound.
PRE-EXISTENT CELLULAR CONCRETE (3.1.2(D)):
Min. 22 ga., type B, Grade 33 vented steel deck . R L . . . . . .
LWC-86 at max. 5 ft spans or min. 2,500 psi structural Pre-existent Min. 200 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf BB-TBBA 675
EPS holey board.
concrete
Min. 22 ga., type B, Grade 33 vented steel deck Pre-existent Min. 200 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf
LwcC-87 at max. 5 ft spans or min. 2,500 psi structural EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate BB-TBBA -135.0
concrete with Duro-Last #15 Extra Heavy Duty Drill Point Fastener at a density of 1 per 2.0 ft2.
DuRro-TECH TPO FLEECE SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 22 ga., type B, Grade 33 vented steel deck . L . . . . . .
LWC-88 at max. 6 ft spans or min. 2,500 psi structural lt\)Aolg;dZOO psi, min. 2-inch thick Celcore Cellular Concrete with optional 1-inch thick, 1.0 pcf EPS holey FB-XRBA _45.0
concrete ’
Zl:n'azxz g?{:y:):st’vSI?:§:—?n\$nc:ecd ::;EI;/;C_I( Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-89 X e P - Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -52.5
inch welding washers and two Traxx/1 screws at
R Compound.
sidelap even btwn spans
Zl:n'azxz gz;,:ys:sBét(tS;S::dSGS_;/:CrLtzdcst‘zilhdeck Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-90 ’ P o . Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -60.0
Traxx/5 screws and one Traxx/1 screw at sidelap
X Compound.
midspan
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-91 Min. 2,500 psi structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-DFA (RIBBON, 4) -75.0
Compound.
g/ltl:‘].aZXZ g?;(’:y;’:SB;tf;s::dsg_;/:;tid:t‘;ilhdECk Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-92 : P . Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -82.5

Traxx/5 screws and one Traxx/1 screw at sidelap
midspan

Compound.
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TABLE 128: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

IAS

APQFREDIT‘EP'

y

ISO/IEC 17065 PCA-145

System Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) MoP
No. (psf)
Zl:].aZXZ i?‘{sty:ssB;;tf;g::dsg.;l:c?zd:t\zilhdECk Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-93 . p . . Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -90.0
Traxx/5 screws and one Traxx/1 screw at sidelap
. Compound.
midspan
Min. 22 ga., type B, Grade 33 vented steel deck Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete with optional 1-inch thick, 1.0 pcf EPS holey
LWC-94 at max. 6 ft spans or min. 2,500 psi structural board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate with Duro- | FB-XRBA -90.0
concrete Last #15 Extra Heavy Duty Drill Point Fastener at a density of 1 per 2.0 ft2.
Min. 22 ga., type B, Grade 33 vented steel deck Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC.95 at max. 6 ft spans welded 6-inch o.c. with 3/8- Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -90.0
inch welding washers and two Traxx/1 screws at Compound. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate with ’
sidelap even btwn spans Duro-Last #15 Extra Heavy Duty Drill Point Fastener at a density of 1 per 2.0 ft2.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-96 Min. 2,500 psi structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing FB-XRBA -90.0
Compound.
ELASTIZELL (NOA 23-0817.05):
Min. 22 ga., type B, Grade 33 vented steel deck 375
at max. 6 ft spans welded 6-inch o.c. with 3/8- Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with optional 1-inch :
LWC-97 . . . FB-XRBA (NO
inch welding washers and two Traxx/1 screws at thick, 1.0 pcf EPS holey board. HVHZ
sidelap even btwn spans )
Zl:n'azxz g?{:y:):st’vSI?:§:—?n\$n;ecd :;EI;/;C_I( Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with optional 1-inch
LWC-98 X e P - thick, 1.0 pcf EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation FB-XRBA -82.5
inch welding washers and two Traxx/1 screws at R y R R .
R Fastening Plate with Duro-Last #15 Extra Heavy Duty Drill Point Fastener at a density of 1 per 2.0 ft2.
sidelap even btwn spans
LWC.99 Min. 2,500 psi structural concrete Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with 1-inch thick, 1.0 FB-XRBA -90.0
pcf EPS holey board.
LWC-100 Min. 2,500 psi structural concrete Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete. No EPS holey board. FB-XRBA -210.0
PRE-EXISTENT CELLULAR CONCRETE (3.1.2(D)):
Pre-existent Min. 250 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf
Min. 22 ga., type B, Grade 33 vented steel deck EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate
LWC-101 at max. 6 ft spans or min. 2,500 psi structural with Duro-Last #15 Extra Heavy Duty Drill Point Fastener at a density of 1 per 2.0 ft2. Note: To qualify FB-XRBA -75.0
concrete the LWIC under this assembly, an Trufast FM-90 Fastener shall achieve a MCRF of 100 Ibf when tested
per (4.2.2).
) . Pre-existent Min. 250 psi, min. 2-inch thick Approved cellular LWIC. Note: To qualify the LWIC under this
Lwe-102 Min. 2,500 psi structural concrete assembly, an Trufast FM-90 Fastener shall achieve a MCRF of 95 Ibf when tested per (4.2.2). FB-XRBA 467.5
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TeAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NER-AMZDL-001.B.R1
2026-10-09

Amrize Building Envelope, LLC (Duro-Last)
FL47896-R1

ISO/IEC 17065

IAS

APQFREDIT‘ED'

PCA-145

Base Insulation Layer Top Insulation Layer
System 250 Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2) and (4.2.2) ac ac = sf
Type (3.1.3) Type (3.1.3)
DURO-TECH TPO SYSTEMS:
. . ) (Optional) Min. 0.25-inch DensDeck, DensDeck
-1. .1.5- + - - -45.
CWEF-1 Existing Tectum Min. 1.5-inch ISO 95+ GL OB500 Prime or SECUROCK Gypsum-Fiber Roof Board OB500 BB-TBSA or BB-TBBA 45.0
. . ) (Optional) Min. 0.25-inch DensDeck Prime or
-2. .1.5- + - - -45.
CWEF-2 Existing Tectum Min. 1.5-inch I1SO 95+ GL 0OB500 SECUROCK Gypsum-Fiber Roof Board 0OB500 BB-LVOC-1168 45.0
. ) ) Min. 0.25-inch DEXcell FA Glass Mat Roof Board BB-TBSA, BB-LVOC, BB-LVOC-1168, BB-
CWE-3. Existing Tectum Min. 1.5-inch ISO 95+ GL OB500 of min. 7/16-inch DEXcell Cement Roof Board OB500 TBBA or BB-WBBA-P -45.0
. . ) (Optional) Min. 0.25-inch DensDeck, DensDeck
CWF-4. Existing Tectum Min. 1.5-inch I1SO 95+ GL CR-20 CRA Prime or SECUROCK Gypsum-Fiber Roof Board CR-20 CRA BB-TBSA or BB-TBBA 52.5
. . ) (Optional) Min. 0.25-inch DensDeck Prime or
-5. .1.5- + - - - - -52.
CWEF-5 Existing Tectum Min. 1.5-inch I1SO 95+ GL CR-20 CRA SECUROCK Gypsum-Fiber Roof Board CR-20 CRA BB-LVOC-1168 52.5
. . . 1.5.0. Spray R; M- 1.S.0. Spray R; M- | BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-
CWEF-6. Existing Tectum Min. 1-inch I1SO 95+ GL OSA None OSA TBBA 75.0
CWF-7. | Existing Tectum Min. 0.5-inch ISO 95+ GL '655'2' Spray R; M- Min. 0.5-inch ISO 95+ GL '(')SS'/?' Spray RiM- | gp 18sa -82.5
CWF-8. | Existing Tectum Min. 0.5-inch ISO 95+ GL '655'2' Spray R; M- Min. 0.5-inch ISO 95+ GL '(')SS'/?' Spray R M- 1 g5 | voc, BB-LVOC-1168 or BB-TBBA 92.5
DURO-TECH TPO FLEECE / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
CWF-9. | Existing Tectum Min. 0.5-inch ISO 95+ GL |(.)5ng. Spray R; M- (Optional) Min. 0.5-inch ISO 95+ GL '(')SS'E' Spray RiM- 1 co oA 67.5
DuRO-TECH TPO FLEECE / OLYBOND 500 CANISTER ADHESIVE OR DURO-FLEECE ADHESIVE SYSTEMS:
- ) . 1.5.0. Spray R; M- 1.5.0. Spray R; M- | FB-OB500 (RIBBON, 6) or FB-DFA
CWEF-10. Existing Tectum Min. 1-inch I1SO 95+ GL OSA None OSA (RIBBON, 6) 75.0
- . . 1.5.0. Spray R; M- . . 1.5.0. Spray R; M- | FB-OBS500 (RIBBON, 6) or FB-DFA
CWF-11. Existing Tectum Min. 0.5-inch ISO 95+ GL OSA Min. 0.5-inch ISO 95+ GL OSA (RIBBON, 6) 82.5
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TABLE 138: CEMENTITOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-2: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck e s e Roof Cover MDP
No. (8.1.2) T S — Attach T cld T ac (3.1.4) (psf)
vee (4.22) 2 vee (3.13) vee 3.13)
Elevate SBS Base, 9-inch o.c. in the min. 2-inch lap (Optional) Min. 0.25-inch
Existing Elevate SBS Premium | Two Piece ] o e Min. 1.5-inch DensDeck, DensDeck BB-TBSA or BB- «
CWF-12. | Tectum Base, Elevate MB Impact Nail jngcli 'c'::l:rcmastwo equally | 150 95+ 6L 0B500 Prime or SECUROCK 0B500 TBBA 450
Base or APP 160 P Gypsum-Fiber Roof Board
Existing E::::EE ig: Ef::;ium Two Piece 9-inch o.c. in the min. 2-inch lap Min. 1.5-inch fi’;:g';i:() F"vrlilrr:l'eogazrs_m(:h
WF-13. ) d 18-inch o.c. in two, [ S B , B BB-LVOC-11 -45.0*
CWF-13- 1 rectum Base, Elevate MB Impact Nail :nace . 'c';t:rio'\zswo caualy 1 150 95+ 6L 0B500 SECUROCK Gypsum-Fiber | ©B°00 oc-1168 >0
Base or APP 160 P Roof Board
Elevate SBS Base, 9-inch o.c/i the min, 2-inch fap Min. 0.25-inch DEXcell FA BB-TBSA, BB-LVOC,
Existing Elevate SBS Premium | Two Piece i - S Min. 1.5-inch Glass Mat Roof Board of BB-LVOC-1168, BB- «
CWF14. 1 Jectum Base, Elevate MB Impact Nail :njciz_:;ﬂl:r'i’o'\::wo’ el ISO 95+ GL SES0 min. 7/16-inch DEXcell 08500 TBBA or BB-WBBA- | 0
Base or APP 160 P Cement Roof Board P

TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) and (4.2.2) ac ac = (psf)
Type (3.1.3) Type (3.1.3)
DURO-TECH TPO SYSTEMS:
G-1. E’:;:'"g EYPSUM | \jin. 1.5-inch 1ISO 95+ GL | M-OSA (Optional) Additional layers of base insulation M-OSA BB-TBSA, BB-LVOC-1168 or BB-TBBA -165.0
G-2. Existing gypsUm | i 1 5-inch IS0 95+ GL | M-OSA [P~ 5-inch DensDeck PHgElIBECUREER M-OSA BB-TBSA, BB-LVOC-1168 or BB-TBBA 1275
deck Gypsum-Fiber Roof Board
G-3. EXisting gypsUM |\ 1.5-inch IS0 95+ GL | M-0SA Min. 0.25-inch DEXcell FA Glass Mat Roof Board | ) ¢\ BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA 1275
deck of min. 7/16-inch DEXcell Cement Roof Board
G4, | CXSHUNEBYPSUM | \pin 4 5inch1SO 95+ GL | M-OSA Min. 0.25-inch DensDeck or SECUROCK Gypsum- | ) ocp BB-TBSA or BB-TBBA -157.5
deck Fiber Roof Board
G-5. Existing gypsum | (Optional) Min. 1.5-inch |\ o) Min. 0.5-inch Duro-Guard 1SO HD-E2 M-OSA BB-TBSA 1725
deck 1SO 95+ GL
G-6. Existing gypsum | (Optional) Min. 1.5-inch |\ o Min. 0.5-inch Duro-Guard 1SO HD-E2 M-OSA BB-TBBA 2300
deck 1SO 95+ GL
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System L Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2) and (4.2.2) ac ac = (psf)
Type (3.1.3) Type (3.1.3)
G-7. s’:;:'”g EYPSUM | \in. 1.5-inch ISO 95+ GL | CR-20 CRA (Optional) Additional layers base insulation CR-20 CRA BB-TBSA, BB-LVOC-1168 or BB-TBBA -257.5
G-8. Existing gypsum |\ iy 1 5.inch IS0 95+ GL | CR-20 CRA Min. 0.25-inch DensDeck or SECUROCK Gypsum- | g 54 cga BB-TBSA or BB-TBBA -195.0
deck Fiber Roof Board
G-9. EXisting gypsum |\ i\ 1 5.inch IS0 95+ GL | CR-20 CRA M Sieanch DensDeck PrimeEIgERYROCK CR-20 CRA BB-TBSA, BB-LVOC-1168 or BB-TBBA 240.0
deck Gypsum-Fiber Roof Board
. Existing gypsum . r (Optional) Min. 0.25-inch DensDeck, DensDeck E I .
G-10. o Min. 1.5-inch ISO 95+ GL | OB500 B i or SECURCHIAI, | e ool B 0B500 BB-TBSA or BB-TBBA 1125
. Existing gypsum . r (Optional) Min. 0.25-inch DensDeck Prime or ) g .
G-11. o Min. 1.5-inch ISO 95+ GL | OB500 R 00K Gypsum. S e 0B500 BB-LVOC-1168 1125
Existing gypsum . . Min. 0.25-inch DEXcell FA Glass Mat Roof Board
G-12. o Min. 1.5-inch ISO 95+ GL | OB500 s (AN 0B500 BB-TBSA, BB-LVOC, BB-LVOC-1168 or BB-TBBA 1125
DURO-TECH TPO FLEECE SYSTEMS:
G-13. Existing gypsum | (Optional) Min. 1.5-inch | ) ¢\ Min. 0.5-inch Duro-Guard 1SO HD-E2 M-OSA FB-OB500 (RIBBON, 4) 1725
deck 1SO 95+ GL
G-14. S’;flz'"g gypsum f?gg‘;zagLM'"' L3inch | 01 osa Min. 0.5-inch Duro-Guard ISO HD-E2 M-OSA FB-TBSA or FB-XRBA (RIBBON, 4) 2300

TABLE 148: GYPSUM DECKS — NEW CONSTUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck p T R Roof Cover MDP
No. 4.1.2 asten ac ac 3.1.4 sf
(4.1.2) Type Py Attach Type 313 Type 313 (3.1.4) (psf)
. Elevate SBS Base, . . . . (Optional) Min. 0.25-inch
615 EXIS:Lnni Elevate SBS Premium | Two Piece 2r:gc1h83';é;\not:ei:tlcv'oz ;nzl;:lap Min. 1.5-inch 0B500 DensDeck, DensDeck Prime or 0B500 BB-TBSA or BB- -45.0*
: Eyp Base, Elevate MB Impact Nail < P EAUAY 1 150 95+ 6L SECUROCK Gypsum-Fiber Roof TBBA :
deck spaced center rows
Base or APP 160 Board
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TABLE 148: GYPSUM DECKS — NEW CONSTUCTION or REROOF (TEAR-OFF)

IAS

ACCREDITED
Pmﬂuc;::r\::maﬂnn

PCA-145

SYSTEM TYPE A-2: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck . e R Roof Cover MDP
No. 4.1.2 S — cld ac 3.1.4 sf
(4.1.2) Type 222 Attach Type 13 Type 214 (3.1.4) (psf)
Existing E::z::z :gz 2?:;““1 Two Piece 9-inch o.c. in the min. 2-inch lap Min. 1.5-inch (Optional) Min. 0.25-inch
G-16. gypsum . and 18-inch o.c. in two, equally . OB500 DensDeck Prime or SECUROCK OB500 BB-LVOC-1168 -45.0*
deck Base, Elevate MB Impact Nail spaced center rows IRC Gypsum-Fiber Roof Board
Base or APP 160 P P
AB 4 p » 0 oR REROO AR-O
p 0 ATED, BONDED ROOF COVER
System No. Deck (4.1.2) Roof Cover (3.1.4) MDP (psf)
G-17. Existing gypsum deck FB-OB500 (SPATTER) -272.5

TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac .14 (psf)A
Type (3.1.3) Type (3.1.3)
DuRO-TECH TPO SYSTEMS:
Existing asphaltic BUR or
R-1 granule surface modified Min. 1.5-inch ISO 95+ GL Hot Asphalt (Optional) Tapered ISO 95+ GL Hot asphalt BB-TBSA, BB-LVOC-1168 or BB-TBBA | -180.0
bitumen
Existing asphaltic BUR or Min. 1.5-inch ISO 95+ GL . . .
R-2 granule surface modified | with optional Tapered Hot Asphalt Min. 0.25 .|nch Dens Y ' SECUROCK Hot Asphalt BB-TBSA or BB-TBBA -195.0
. Gypsum-Fiber Roof Board
bitumen I1SO 95+ GL
Existing asphaltic BUR or Min. 1.5-inch ISO 95+ GL . . .
R-3 granule surface modified | with optional Tapered Hot Asphalt N.Im' 0-25-inch DensDeck Prime or SECUROCK Gypsum Hot Asphalt BB-LVOC-1168 -195.0
. Fiber Roof Board
bitumen ISO 95+ GL
Existing asphaltic BUR or Min. 1.5-inch ISO 95+ GL
R-4 granule surface modified with optional Tapered Hot Asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board Hot Asphalt BB-TBSA, BB-LVOC, BB-LVOC-1168 -195.0
. or BB-TBBA
bitumen I1SO 95+ GL
Existing asphaltic BUR or . . . .
. . . 1.5.0. Spray R; (Optional) Min. 0.25-inch DensDeck, DensDeck Prime or 1.5.0. Spray R;
R-5 g.ranule surface modified Min. 1.5-inch ISO 95+ GL M-OSA SECUROCK Gypsum-Fiber Roof Board M-OSA BB-TBSA or BB-TBBA 157.5
bitumen
Existing asphaltic BUR or . . . . ) .
R-6 granule surface modified Min. 1.5-inch I1SO 95+ GL 1.5.0. Spray R; (Optlonal).Mm. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Spray R; BB-LVOC-1168 1575
. M-0SA Gypsum-Fiber Roof Board M-0SA
bitumen
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac 14 (psf)A
Type (3.1.3) Type (3.1.3)
Existing asphaltic BUR or . . .
. . ) 1.5.0. Spray R; Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R; BB-TBSA, BB-LVOC, BB-LVOC-1168
R7 ﬁi':u”n‘:fnsurface modified | Min. 1.5-inch 1SO95+GL | ) 56p 7/16-inch DEXcell Cement Roof Board M-0SA or BB-TBBA 157.5
Existing asphaltic BUR or . R .
- (Optional) Min. 1.5-inch 1.5.0. Spray R; . . 1.5.0. Spray R;
R-8 g.ranule surface modified 1SO 95+ GL M-OSA Min. 0.5-inch Duro-Guard I1SO HD-E2 M-OSA BB-TBSA, BB-LVOC-1168 or BB-TBBA 157.5
bitumen
Existing granule surface . . 1.5.0. Spray R; (Optional) Additional layers of base insulation and/or min. 1.5.0. Spray R;
R-9 modified bitumen Min. 1-inch IO 95+ GL M-OSA 0.5-inch Tapered ISO 95+ GL M-OSA BB-WBBA-P 450
Existing granule surface . . 1.S.0. Spray R; (Optional) Additional layers of base insulation and/or min. 1.5.0. Spray R;
R-10 modified bitumen Min. 1-inch RESISTA M-OSA 0.5-inch Tapered RESISTA M-OSA BB-WBBA-P 247:5
R-11 Existing granule surface Min. 1-inch ISO 95+ GLor | I.S.0. Spray R; (Optional) Additional layers of base insulation and/or min. 1.S5.0. Spray R; BB-TBSA, BB-LVOC, BB-LVOC-1168 2625
modified bitumen RESISTA M-0SA 0.5-inch Tapered I1SO 95+ GL or Tapered RESISTA M-0OSA or BB-TBBA ’
- . . . Optional additional layers of base insulation or min. 0.5- .
R-12 Existing granule surface | Min. 1-inch IS0 95+ GLor | 1.5.0. Spray R | 44 robered 150 95+GL or Tapered RESISTA; Min. 0.5-inch | “>0: PR | gg \ppap -135.0
modified bitumen RESISTA M-OSA M-OSA
Duro-Guard 1SO HD-E2
- . g . Optional additional layers of base insulation or min. 0.5- .
R-13 Existing granule surface | Min. 1-inch IS0 95+ GLor | 1.5.0.Spray Ry | 1\ 0 04150 954GL or Tapered RESISTA; Min. 0.5-inch | ~>O: 5PV Ri | gp racp 1725
modified bitumen RESISTA M-0SA M-0OSA
Duro-Guard ISO HD-E2
- . . . Optional additional layers of base insulation or min. 0.5- .
R-14 Existing granule surface | Min. 1-inch IS0 95+ GLor | 15.0. Spray R | . 106 ed 150 954GL or Tapered RESISTA; Min. 0.5-inch | “>O:SPYR: | gg 1 voc, BB-LVOC-1168 or BB-TBBA | -262.5
modified bitumen RESISTA M-OSA M-OSA
Duro-Guard I1SO HD-E2
Optional additional layers of base insulation or min. 0.5-
- ) } . inch Tapered I1SO 95+GL or Tapered RESISTA; Min. 0.25- .
R-15 ?;s;;;gjzaifeiurface :;/IEI;s}r_,!AnCh 10 95+ GLor :\./?:g.sipray R; inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or I’\.:_.géipray R; BB-WBBA-P -135.0
SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISO 95+ GLor | I.S.0. Spray R; inch Tapered ISO 95+GL or Tapered RESISTA; Min. 0.25- 1.5.0. Spray R;
R-16 modified bitumen RESISTA M-0SA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof M-0SA BB-TBSA, BB-LVOC or BB-TBBA 247:5
Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISO 95+ GLor | 1.S.0. Spray R; inch Tapered 1SO 95+GL or Tapered RESISTA; Min. 0.25- 1.5.0. Spray R;
R-17 modified bitumen RESISTA M-0SA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof M-OSA BB-TBSA, BB-LVOC-1168 or BB-TBBA | -262.5
Board
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4 MDP
No. 4.1.2) and (4.2.2 ac ac 14 sf)A
(4.1.2) and (4.2.2) Type 213 Type 213 (psf)t
Optional additional layers of base insulation or min. 0.5-
R-18 Existing granule surface Min. 1-inch ISO 95+ GLor | 1.S.0. Spray R; inch Tapered 1SO 95+GL or Tapered RESISTA; Min. 0.25- 1.5.0. Spray R; BB-TBSA, BB-LVOC, BB-LVOC-1168 2625
modified bitumen RESISTA M-0SA inch DEXcell FA Glass Mat Roof Board or min. 7/16-inch M-0SA or BB-TBBA :
DEXcell Cement Roof Board
Existing asphaltic BUR or
R-19 granule surface modified Min. 1.5-inch ISO 95+ GL CR-20 CRA (Optional) Additional layers base insulation CR-20 CRA BB-TBSA, BB-LVOC-1168 or BB-TBBA | -262.5
bitumen
Existing asphaltic BUR or . . .
R-20 granule surface modified | Min. 1.5-inch ISO 95+ GL | CR-20 CRA g"o';g'zs inch DensDeck or SECUROCK Gypsum-Fiber Roof | ) - p BB-TBSA or BB-TBBA -195.0
bitumen
Existing asphaltic BUR or . . .
R-21 granule surface modified | Min. 1.5-inch ISO 95+ GL | CR-20 CRA Min. 0.25-incigiisDeck Prime or SECUTR QSRR CR-20 CRA BB-TBSA, BB-LVOC-1168 or BB-TBBA | -240.0
) Fiber Roof Board
bitumen
Existing asphaltic BUR or ) ) . " . . .
. Min. 1.5-inch ISO 95+ GL (Optional) Additional layers of base insulation and/or min.
R-22 g.ranule surface modified or RESISTA OB500 0.5-inch Tapered ISO 95+ GL OB500 BB-WBBA-P -45.0
bitumen
Existing asphaltic BUR or . . . " . . .
- Min. 1.5-inch ISO 95+ GL (Optional) Additional layers of base insulation and/or min.
R-23 gl.'anule surface modified or RESISTA 0OB500 0.5-inch Tapered RESISTA OB500 BB-WBBA-P 60.0
bitumen
. . Min. 1.5-inch ISO 95+ GL (Optional) Additional layers of base insulation and/or min. BB-TBSA, BB-LVOC, BB-LVOC-1168
R-24 Existing asphaltic BUR or RESISTA 0B500 0.5-inch Tapered ISO 95+ GL or Tapered RESISTA 0B500 or BB-TBBA 60.0
Existing granule surface Min. 1.5-inch ISO 95+ GL . " . . BB-TBSA, BB-LVOC, BB-LVOC-1168,
R-25 modified bitumen or RESISTA 0OB500 (Optional) Additional layers of base insulation 0OB500 BB-TBBA or BB-WBBA-P 120.0
Existing asphaltic BUR or ) ) Optional additional layers of base insulation or min. 0.5-
R-26 granule surface modified Min. 1.5-inch 150 85+ GL 0B500 inch Tapered ISO 95+GL or Tapered RESISTA; Min. 0.5-inch | OB500 BB-TBSA, BB-LVOC, BB-LVOC-1168, -60.0
. or RESISTA BB-TBBA or BB-WBBA-P
bitumen Duro-Guard ISO HD-E2
Optional additional layers of base insulation or min. 0.5-
. . inch Tapered I1SO 95+GL or Tapered RESISTA; Min. 0.25-
R-27 Existing asphaltic BUR ZIEE;;};Ch 15095+ 6L 0OB500 inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or 0OB500 22:;2;’:’:rBé;Y\(X/%Bi%;’LVOC-lms’ -60.0
SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See

Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac 14 (psf)A
Type (3.1.3) Type (3.1.3)
Existing granule surface | Min. 1.5-inch ISO 95+ GL Min. 0.25-inch DR Prime, DEXcell FA Glass Mat Roof BB-TBSA, BB-LVOC, BB-LVOC-1168,
R-28 modified bitumen or RESISTA 0OB500 Board or SECUROCK Gypsum-Fiber Roof Board or min. OB500 BB-TBBA or BB-WBBA-P -120.0
7/16-inch DEXcell Cement Roof Board
DURO-TECH TPO FLEECE / HOT ASPHALT SYSTEMS:
Min. 0.25-inch DensDeck
Existing granule surface Prime or SECUROCK
R-29 modified bitumen Gypsum-Fiber Roof Hot ASCIEL None N/A FB-HA 457.5
Board
Optional additional layers of base insulation or min. 0.5-
R-30 Existing granule surface Min. 1-inch ISO 95+ GLor | 1.5.0. Spray R; inch Tapered 1SO 95+ GL or RESISTA followed by Min. 0.25- | I.S.0. Spray R; FB-HA 2625
modified bitumen RESISTA M-0SA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof M-0SA ’
Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch I1SO 95+ GL or inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25-
R-31 modified bitumen RESISTA 08500 inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 08500 FB-HA 3525
Board
DuURO-TECH TPO FLeece / TECH-BOND TPO SPRAY ADHESIVE SYSTEMS:
f32 Ei:::::g af;’:j:zif:::c:r Min. 1-inch ISO 95+ GL or | OB500; 1.5.0. (Optional) Additional layer of base insulation or min. 0.5- | OB500; 1.5.0. FBTBSA 1725
. .g £ R RESISTA Spray R; M-OSA | inch Tapered I1SO 95+ GL or RESISTA Spray R; M-OSA ’
modified bitumen
Optional additional layers of base insulation or min. 0.5-
Ex!st!ng asphaltic BUR or (Optional) Min. 1-inch 0B500; 1.5.0. !nch Tapered ISO ?5+ GL or RESISTA followed t.)y min. 0.25- 0B500; 15.0.
R-33 existing granule surface 150 95+ GL or RESISTA Spray R: M-OSA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Soray R: M-OSA FB-TBSA -172.5
modified bitumen pray R Board, min. 19/32-inch plywood or min. 0.5-inch Duro- pray ®;
Guard ISO HD-E2
DuRO-TECH TPO FLEECE / 1.S.0. SPRAY R OR DURO-FLEECE ADHESIVE SYSTEMS:
Min. 0.25-inch DensDeck
Prime or SECUROCK
. . . OB500; I.S.0. FB-Spray R (RIBBON, 4) or FB-DFA
R-34 Existing asphaltic BUR Gypsum Fll:')er Roqf Spray R; M-OSA None N/A (RIBBON, 4) 45.0
Board or min. 0.5-inch
Duro-Guard ISO HD-E2
Existing granule surface Min. 0.5-inch Duro-Guard | 1.5.0. Spray R, FB-Spray R (RIBBON, 6) or FB-DFA
R-35 modified bitumen SO HD-E2 6-inch o.c. None N/A (RIBBON, 6) 825
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac (314) (psf)*
Type (3.1.3) Type (3.1.3)
R-36 Existing granule surface Min. 1.5-inch ISO 95+ GL 0OB500; I.S.0. (Optional) Additional layer of base insulation or min. 0.5- OB500; 1.5.0. FB-Spray R (RIBBON, 6) or FB-DFA 1425
modified bitumen or RESISTA Spray R; M-OSA | inch Tapered I1SO 95+ GL or RESISTA Spray R; M-OSA | (RIBBON, 6) ’
R-37 Existing granule surface Min. 1.5-inch ISO 95+ GL 0B500; I.S.0. (Optional) Additional layer of base insulation or min. 0.5- OB500; 1.5.0. FB-Spray R (RIBBON, 4) or FB-DFA 1725
modified bitumen or RESISTA Spray R; M-OSA | inch Tapered I1SO 95+ GL or RESISTA Spray R; M-OSA | (RIBBON, 4) ’
Existing granule surface Min. 1-inch ISO 95+ GLor | OB500; I.S.0. thlonal additional layers of base insulation or mer. 0-5- OB500; 1.S.0. FB-Spray R (RIBBON, 12) or FB-DFA
R-38 modified bitumen RESISTA Sprav R: M-OSA inch Tapered ISO 95+ GL or RESISTA followed by min. 0.5- Spray R; M-OSA | (RIBBON, 12) -45.0
Prejgs inch Duro-Guard ISO HD-E2 pray s '
Existing granule surface | Min. 1-inch 150 95+ GLor | OBS00;1.5.0. | OPtional additional layers of base insulation or min. 05 | 55500150 | FB-Spray R (RIBBON, 6) or FB-DFA
R-39 modified bitumen RESISTA Sorav R: M-OSA inch Tapered ISO 95+ GL or RESISTA followed by min. 0.5- Spray R; M-OSA | (RIBBON, 6) -82.5
" inch Duro-Guard 1SO HD-E2 pray 4 '
Existing granule surface Min. 1-inch ISO 95+ GLor | OB500; I.S.0. thlonal add e RlRaRa s Ins |2ty m|r1. 0.5~ OB500; 1.S.0. FB-Spray R (RIBBON, 4) or FB-DFA
R-40 modified bitumen RESISTA Sprav R: M-OSA inch Tapered ISO 95+ GL or RESISTA followed by min. 0.5- Spray R: M-OSA | (RIBBON, 4) -172.5
pray inch Duro-Guard ISO HD-E2 pray R; g
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch 15095+ GLor | 0B500;15.0. | \Nh Tapered IS0 95+ GL or RESISTA followed by Min. 0.23- 1 5500150 | FB-spray R (RIBBON, 12) or FB-DFA
R-41 modified bitumen RESISTA Sprav R: M-OSA inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or Spray R; M-OSA | (RIBBON, 12) -45.0
pray i; SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch pray®; !
DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch 150 95+GLor | 0B500;1.5.0. | NP Tapered IS0 95+ Gl or RESISTA followed by Min. 0.25- | 550015 0. | FB-spray R (RIBBON, 6) or FB-DFA
R-42 modified bitumen RESISTA Spray R: M-OSA inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or Spray R; M-OSA | (RIBBON, 6) -60.0
pray i; SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch pray®; !
DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch I1SO 95+ GLor | OB500; I.S.O. !nch Tapered ISO .95+ GL or RESISTA followed by Min. 0.25- OB500; I.S.0. FB-Spray R (RIBBON, 4) or FB-DFA
R-43 modified bitumen RESISTA Sorav R: M-OSA inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or Spray R; M-OSA | (RIBBON, 4) -172.5
pray SECUROCK Gypsum-Fiber Roof Board or min. 7/16-inch pray ®; !
DEXcell Cement Roof Board
caa Existing granule surface | Min. 1-inch ISO 95+ GLor | OBS5Q0; 1.5.0. ﬁ';ﬂ‘;’;a';i‘;'lt;‘g’ggf‘g So fazgf;f?z:fxz d°£ mr'nnm 0.5- 0B500; 1.5.0. FB-Spray R (RIBBON, 12) or FB-DFA |
modified bitumen RESISTA Spray R; M-OSA -p ¥ ' Spray R; M-OSA | (RIBBON, 12) :
19/32-inch plywood
. (Optional) Min. 0.5-inch Duro-Guard ISO HD-E2 or Min. .
R-45 Existing asphaltic BUR Min. 1-inch 1SO 95+ GL ?Brsaooé."'a’%s 4 | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber SOBrSBOOF;'I.MS._OO.S N (F'fléggah}’ Z)(R'BBON' AJorFBDFA | 4755
pray 1 Roof Board or min. 19/32-inch plywood pray ®; !
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4) MDP
No. (4.1.2) and (4.2.2) ac ac = (psf)*
Type (3.1.3) Type (3.1.3)
Min. 0.5-inch Duro-Guard
I1SO HD-E2 or Min. 0.25-
R-46 Existing asphaltic BUR inch DensDeck Prime or (S)Brzoolé'l.l\sll.%SA None N/A flflsgéal\}l Z)(RIBBON’ 4) or FB-DFA -172.5
SECUROCK Gypsum-Fiber | “Pr@¥™ :
Roof Board
DURO-TECH TPO FLEECE / DURO-GRIP OLYBOND 500 SYSTEMS:
Min. 0.25-inch DensDeck
Prime or SECUROCK 0B500: 1.5.0
R-47 Existing asphaltic BUR Gypsum-Fiber Roof T None N/A FB-OB500 (RIBBON, 4 or SPATTER) -45.0
. . Spray R; M-OSA
Board or min. 0.5-inch
Duro-Guard I1SO HD-E2
Existing granule surface Min. 0.5-inch Duro-Guard | 1.S.0. Spray R,
R-48 modified bitumen 1SO HD-E2 6-inch o.c. None N/A FB-OB500 (RIBBON, 6 or SPATTER) 82.5
Existing granule surface . . 0B500; I.S.0. (Optional) Additional layer of base insulation or min. 0.5- OB500; 1.S.0.
R49 modified bitumen Min. 1.5-nch ISO95+GL | ¢ oy R; M-05A | inch Tapered IS0 95+ GL Spray R; M-0sa | FB-OB300 (RIBBON, 6) 1275
Existing granule surface . . 0OB500; I.S.0. (Optional) Additional layer of base insulation or min. 0.5- OB500; 1.S.0.
R-50 modified bitumen Min. (SRS 1STA Spray R; M-OSA | inch Tapered RESISTA Spray R; M-0sa | | B-0B500 (RIBBON, 6) 142.5
Existing granule surface Min. 1.5-inch ISO 95+ GL 0B500; I.S.0. (Optional) Additional layer of base insulation or min. 0.5- OB500; 1.S.0.
R-51 modified bitumen or RESISTA Spray R; M-OSA | inch Tapered I1SO 95+ GL or RESISTA Spray R; M-OSA FB-OB500 (RIBBON, 4 or SPATTER) 172.5
- . . . Optional additional layers of base insulation or min. 0.5- .
R-52 ?;S;;;Ejgar‘:ei”rface ;AE'QI‘SIT'/L”Ch 15035+ O gisaooé."'\j'%s A | inch Tapered IO 95+ GL or RESISTA followed by min. 0.5- (S)BrSaOO'_‘,‘.IMS.% ca | FB-0BS00 (RIBBON, 6) -82.5
pray x; inch Duro-Guard ISO HD-E2 pray R
- L . Optional additional layers of base insulation or min. 0.5- .
R-53 Existing granule surface | Min. Linch IS0 95+ GLor | OBS00; 1.0 1404 rapered IS0 95+ GL or RESISTA followed by min. 0.5- | 05200 F:0- | £5 08500 (RIBBON, 4 or SPATTER) | -172.5
modified bitumen RESISTA Spray R; M-OSA | . Spray R; M-OSA
inch Duro-Guard I1SO HD-E2
- . . . Optional additional layers of base insulation or min. 0.5- .
R-54 E:(':;;;ijg:;f;“rface ’I;/IEIQI'S}l'_AnCh 15095+ GLor SOBFSaOOé_";'%S 4 | inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- ?Brs;ooé.l.Ms.% <A | FB-OBS00 (RIBEON, 12) -45.0
pray®; inch SECUROCK Gypsum-Fiber Roof Board pray &
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISO 95+ GLor | OB500; I.S.0. inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- | OB500; I.S.0.
R-55 modified bitumen RESISTA Spray R; M-OSA | inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Spray R; M-OSA FB-OBS500 (RIBBON, 6) 600
Board
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See

4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer Top Insulation Layer
System Substrate e - Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac 14 (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISO 95+ GLor | OB500; I.S.0. inch Tapered ISO 95+ GL or RESISTA followed by Min. 0.25- | OB500; 1.S.0.
R-56 modified bitumen RESISTA Spray R; M-OSA | inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Spray R; M-OSA FB-OB500 (RIBBON, 4 or SPATTER) 1725
Board
. . . . Optional additional layers of base insulation or min. 0.5- .
R-57 Existing granule surface | Min. 1-inch IS0 85+ GLor | OB500; 1.5.0. inch Tapered 1SO 95+ GL or RESISTA followed by min. 0B500; 1.5.0. FB-OB500 (RIBBON, 6) 45.0
modified bitumen RESISTA Spray R; M-OSA > Spray R; M-OSA
19/32-inch plywood
o . . . 0B500; 1.5.0. (Opt|9nal) Min. 0.5-|nc.h Duro-Guard I1SO HD-E2 or Mln. 0B500; 1.5.0.
R-58 Existing asphaltic BUR Min. 1-inch ISO 95+ GL 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber FB-OB500 (RIBBON, 4 or SPATTER) -172.5
Spray R; M-OSA . . Spray R; M-OSA
Roof Board or min. 19/32-inch plywood
Min. 0.5-inch Duro-Guard
I1SO HD-E2 or Min. 0.25- 0B500: 1.5.0
R-59 Existing asphaltic BUR inch DensDeck Prime or Spra é .I\/I.-C;SA None N/A FB-OB500 (RIBBON, 4 or SPATTER) -172.5
SECUROCK Gypsum-Fiber | >PraY ™
Roof Board
DURO-TECH TPO FLEECE / XR BONDING ADHESIVE SYSTEMS:
Existing granule-surfaced Min . 0-"'sDeck
E : E
R-60 asphaltic modified Prime . Hot Asphalt None N/A FB-XRBA -300.0
. Gypsum-Fiber Roof
bitumen
Board
R-61 Existing granule surface Min. 1.5-inch ISO 95+ GL 0OB500; 1.S.0. (Optional) Additional layer of base insulation or min. 0.5- 0B500; 1.S.0. FB-XRBA 1125
modified bitumen or RESISTA Spray R; M-OSA | inch Tapered I1SO 95+ GL or RESISTA Spray R; M-OSA ’
- L . Optional additional layers of base insulation or min. 0.5- .
R-62 Existing granule surface | Min. 1-inch IS0 95+ GLor | 1.5.0.Spray R; | 1\ 00104150 95+ GL or RESISTA followed by min. 0.5- | F>O-SPaVRi | co yopa 2625
modified bitumen RESISTA M-0OSA . M-0SA
inch Duro-Guard ISO HD-E2
Optional additional layers of base insulation or min. 0.5-
R-63 Existing granule surface Min. 1-inch ISO 95+ GLor | 1.S.0. Spray R; inch Tapered 1SO 95+GL or Tapered RESISTA; Min. 0.25- 1.5.0. Spray R; FB-XRBA 2625
modified bitumen RESISTA M-0SA inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof M-0SA ’
Board
. ) . Optional additional layers of base insulation or min. 0.5-
R-64 Existing granule surface | Min. 1-inch IS0 95+ GLor | ,5c5, inch Tapered SO 95+ GL or RESISTA followed by min. 0.5- | OB500 FB-XRBA -195.0
modified bitumen RESISTA .
inch Duro-Guard ISO HD-E2
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

ACCREDITED
Pvcﬂuc;:i{:lcaﬂnn

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (4.1.2) and (4.2.2) ac ac (314) (psf)*
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
L . Min. 1-inch ISO 95+ GL or inch Tapered ISO 95+GL or Tapered RESISTA; Min. 0.25-
R-65 Existing asphaltic BUR RESISTA 0B500 inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 0B500 FB-XRBA -60.0
Board
Existing granule surface Min. 1-inch 1SO 95+ GL or Optional additional layers of base insulation or min. 0.5-
R-66 . .g £ R ) OB500 inch Tapered ISO 95+ GL or RESISTA followed by min. 0.5- OB500 FB-XRBA -352.5
modified bitumen RESISTA ;
inch Duro-Guard ISO HD-E2
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISO 95+ GL or inch Tapered 1SO 95+ GL or RESISTA followed by Min. 0.25-
R-67 modified bitumen RESISTA e inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 0B500 FB-XRBA 3000
Board
Optional additional layers of base insulation or min. 0.5-
- . Min. 1-inch ISO 95+ GLor | I.S.0. Spray R, inch Tapered I1SO 95+GL or Tapered RESISTA; Min. 0.25- 1.S.0. Spray R,
R-68 Existing asphaltic BUR RESISTA 6-inch o.c. inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 6-inch o.c. FB-XRBA 255.0
Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch I1SO 95+ GL or inch Tapered ISO 95+GL or Tapered RESISTA; Min. 0.25-
R-69 modified bitumen RESISTA 15.0-5pray R | i11ch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 5.0 SprayR | FB-XRBA 2025
Board

TABLE 158: STEEL - RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER
Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

System . Attach MDP
No. Substrate (4.1.2) Insulation Layer R spacing Roof Cover (3.1.4) —[ f

Existing standing seam or lap seam

- ) - One or more layers, any Elevate Purlin Fastener and Duro- Duro-Tech TPO induction welded to Duro-Bond -30.0
metal roof covers having min. 3/16-inch

18-inch o.c. along

R-70 . ] . combination, prelim. attached Bond TPO Plate are fastened ) TPO Plate with RhinoBond Tool in accordance (NO
tomax. Y-inch thick steel purlins (3.1.2) through to purlins purlins with manufacturer’s instructions HVHZ
spaced max. 60-inch o.c. = e P ' )
z(ési:zrrgo??::\;r;?ssszc:norr::ﬁ S.:;]r.:—inch One or more layers, any Elevate Purlin Fastener and Duro- 12-inch o.c. alon Duro-Tech TPO induction welded to Duro-Bond

R-71 . ] g min. combination, prelim. attached Bond TPO Plate are fastened ) - & TPO Plate with RhinoBond Tool in accordance -45.0
to max. %-inch thick steel purlins R purlins . . .

(3.1.2) through to purlins with manufacturer’s instructions.

spaced max. 60-inch o.c.
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TABLE 158: STEEL - RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

System . Attach MDP
Substrate (4.1.2) Insulation Layer Roof Cover (3.1.4) o
No. v Fasten (4.2.2) Spacing (psf)
Existing standi | | . .
rr:(;;:]rgosofgo\:r;if:\rl?norr;ﬁ s;a_!ir:Ch One or more layers, any Elevate Purlin Fastener and Duro- 6-inch o.c. alon Duro-Tech TPO induction welded to Duro-Bond
R-72 thick steel purlins s acei ma).( 120—inch combination, prelim. attached Bond TPO Plate are fastened urlins - & TPO Plate with RhinoBond Tool in accordance -52.5
o P P ’ (3.1.2) through to purlins P with manufacturer’s instructions.
Existing standi | . . .
n:;ia:rfoi)?:o;zgsss:\?norn?iz S;;:trr(;—inch One or more layers, any Elevate Purlin Fastener and Duro- 6-inch o.c. alon Duro-Tech TPO induction welded to Duro-Bond
R-73 . . & " combination, prelim. attached Bond TPO Plate are fastened S & TPO Plate with RhinoBond Tool in accordance -82.5
to max. %-inch thick steel purlins (3.1.2 through to purlins purlins with manufacturer’s instructions
spaced max. 60-inch o.c. = g P )

TABLE 15c: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER
All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

Insulation Roof Cover (3.1.4)
S Substrate (4.1.2) Attach MDE
No. = ac 4.2.2 sf]
Type 219 Membrane Fastener (4.2.2) Attach (psf)
Existing standing seam or lap seam metal roof One or more relim Elevate Purlin Fastener and 18-inch o.c. within 6-inch wide laps spaced max. -30.0
R-74 covers having min. 3/16-inch to max. %-inch thick layers, any Sttach;ed Duro-Tech TPO Duro-Tech TPO HD Seam 72-inch o.c. to engage steel purlin. Laps sealed (NO
steel purlins spaced max. 72-inch o.c. combination Plate with 1.5-inch heat weld. HVHZ)
Existing standing seam or lap seam metal roof One or more relim Elevate Purlin Fastener and 12-inch o.c. within 6-inch wide laps spaced max. -30.0
R-75 covers having min. 3/16-inch to max. %-inch thick layers, any gttachéd Duro-Tech TPO Duro-Tech TPO HD Seam 114-inch o.c. to engage steel purlin. Laps sealed (NO
steel purlins spaced max. 114-inch o.c. combination Plate with 1.5-inch heat weld. HVHZ)
12-inch o.c. within 6-inch wide laps spaced max.
142-i .C. in. L
Existing standing seam or lap seam metal roof One or more relim Elevate Purlin Fastener and w‘:thIg—ci::hch;:tev‘r;ifffhs;tezLE:):rIsIrL]Iat:Eihs:a;al:Scen -30.0
R-76 covers having min. 3/16-inch to max. %-inch thick layers, any P ) Duro-Tech TPO TPO Coiled Metal Batten R | P (NO
steel purlins spaced max. 142-inch o.c combination attached Stri and fasteners or are primed with Elevate UltraPly HVHZ
P P ’ " P TPO QuickPrime and sealed with Elevate UltraPly )
TPO QuickSeam Flashing.
Existing standing seam or lap seam metal roof One or more relim Elevate Purlin Fastener and 12-inch o.c. within 6-inch wide laps spaced max.
R-77 covers having min. 3/16-inch to max. %-inch thick layers, any P ) Duro-Tech TPO Duro-Tech TPO HD Seam 90-inch o.c. to engage steel purlin. Laps sealed -45.0
) ) L attached . )
steel purlins spaced max. 90-inch o.c. combination Plate with 1.5-inch heat weld.
Existing standing seam or lap seam metal roof One or more relim Elevate Purlin Fastener and 6-inch o.c. within 6-inch wide laps spaced max.
R-78 covers having min. 3/16-inch to max. %-inch thick layers, any P ) Duro-Tech TPO Duro-Tech TPO HD Seam 142-inch o.c. to engage steel purlin. Laps sealed -52.5
. . L attached X .
steel purlins spaced max. 142-inch o.c. combination Plate with 1.5-inch heat weld.
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TABLE 15D: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (RMA STRIPS)
Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

Insulation Roof Cover (3.1.4)
System MDP
No. Substrate (4.0.2) Type GREL Membrane Fasten (4.2.2) Attach sf
(3.1.2)
Existing standing seam or Elevate UltraPly QuickSeam R.M.A. Strips are applied over the insulation spaced 120-inch
lap seam metal roof covers One or more Elevate Purlin o.c. positioned over each steel purlin location. The batten is centered over each strip and
R-79 having min. 3/16-inch to layers, any prelim. Duro-Tech Fastener and TPO fastened into the purlins 6-inch o.c. 45.0
max. %-inch thick steel comb;nation attached TPO Coiled Metal Batten Roof cover adhered to each strip by first priming the membrane underside with Elevate ’
purlins spaced max. 10-ft Strip UltraPly TPO QuickPrime at the strip location, then rolling into place with a hand roller.
o.c. The min. 2-inch side laps are sealed with a min. 1.5-inch outside heat weld.

TABLE 15e: RECOVER APPLICATIONS

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

Roof Cover
System Substrate (4.1.2) MDE
No. Membrane Fasten (4.2.2) Attach (psf)
. . Duro-Last #15 Extra Heavy Duty Drill . w . . . -30.0
R-30 Min. 22 ga., type B, Grade 33 steel or min. Duro-Tech TPO Fleece Point Fastener with Duro-Tech TPO HD 12. inch q.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed (NO
2,500 psi structural concrete with 1.5-inch heat weld.
Seam Plate HVHZ)
. Elevate Heavy-Duty Plus Fastener with 12-inch o.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed
R-81 Min. 22 ga., type B, Grade 80 steel Duro-Tech TPO Fleece Elevate HD Plus Seam Plate with 1.5-inch heat weld. 45.0
. . Duro-Last #15 Extra Heavy Duty Drill . e . R
R-82 Min. 22 ga., type B, Grade 33 steel or min. Duro-Tech TPO Fleece Point Fastener with Duro-Tech TPO HD 6 .|nch o.F. within 6-inch wide laps spaced 114-inch o.c. Laps sealed 45.0
2,500 psi structural concrete with 1.5-inch heat weld.
Seam Plate
R-83 Min. 22 ga., type B, Grade 80 steel Duro-Tech TPO Fleece Elevate Heavy-Duty Plus Fastener with 6—.|nch o.F. within 6-inch wide laps spaced 114-inch o.c. Laps sealed 675
Elevate HD Plus Seam Plate with 1.5-inch heat weld.

TABLE 15r: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2). The deck and
substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
DI
Sy;:m Substrate (4.1.2) and (4.2.2) Primer Roof Cover (3.1.4) Msf'i
R-84 Existing fully-adhered, granule-surfaced, modified bitumen roof cover None FB-OB500 (RIBBON, 4 or SPATTER) -142.5
R-85 Existing fully-adhered, granule-surfaced, modified bitumen roof cover None FB-Spray R (RIBBON, 6) or FB-DFA (RIBBON, 6) -142.5
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TABLE 15r: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2). The deck and
substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Sy:‘::!.m Substrate (4.1.2) and (4.2.2) Primer Roof Cover (3.1.4) {M::;
R-86 Existing fully-adhered, asphaltic built-up roof cover None FB-OB500 (RIBBON, 4 or SPATTER) -232.0
R-87 Existing fully-adhered, asphaltic built-up roof cover None FB-DFA (RIBBON, 4) -315.0
Existing fully-adh halti ilt- f isting, fully- le-surf.
R-38 X|st!n.g u .y adhered, asphaltic built-up roof cover or existing, fully-adhered, granule-surfaced None FB-Spray R (RIBBON, 4) -360.0
modified bitumen roof cover
R-89 EX|st!n.g ful!y—adhered, asphaltic built-up roof cover or existing, fully-adhered, granule-surfaced None FB-HA -495.0
modified bitumen roof cover
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