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IMPERIAL USA

IMPERIAL DOORS & FRAMES
(HVHZ) (IMPACT)

GENERAL NOTES:

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO

COMPLY WITH THE CURRENT EDITION OF THE FLORIDA BUILDING CODE

(FBC) INCLUDING HVHZ. ALL PRODUCTS UNDER THE SCOPE OF THIS

DOCUMENT HAVE BEEN EVALUATED ACCORDING TO THE FOLLOWING:
e ASTM E283-19

ASTM E331-00(16)

ASTM E1886-19

ASTM E1996-20

TAS 201-94

TAS 202-94

TAS 203-94

. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X

AND METAL STUD FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER
OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO

PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT
OF RECORD FOR THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY

NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED TO PROTECT

THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.
FRAME AND DOOR SKIN MATERIAL: STEEL.

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT FLORIDA
BUILDING CODE AND REFERENCED DESIGN SPECIFICATIONS.
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MAX. DOOR OPENING WIDTH 96" ———=] MAX. DOOR OPENING WIDTH 96" ————= MAX. DOOR OPENING WIDTH 96" ———=] INMIPERIAL

@ @ @ usa

5/18/2026 8:53 AM

1535 ELIZABETH AVE, SUITE 201

] - CHARLOTTE, NC 28204
H H PH: (704) 596-2444 FX: (800) 376-6536
= U
= /N B | Y (KN 2 3 | 22
v v \% || Y \/ s 2| gl
F (G £ _ 3 oZz233
6/ 6/ oG = Soeics
MAX. MAX. MAX. Zz < CEEE LT
F'm\);t 4 —l DOOR F’;{A:“);'E \ _l FRAME DOOR << 8] = S3E:
HEIGHT OPENING | -\~ o HEIGHT OPENING £= o o8 g
HEIGHT op 98" HEIGHT oN Z >
98" %3 n 98" - 3 96" (@] § (%2} .. @
96 MAX. =T 3 |= -
DOOR € E |o S
OPENING a S |z | S
HEIGHT ﬂ p= E at %
<€> @ o @ = £ :
] 5 5 H H 5 REMARKS BY DATE

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC|
E OUTSWING DOUBLE DOOR OUTSWING DOUBLE DOOR OUTSWING DOUBLE DOOR D MATNOT REFLECT ACTUAL CONDITIONS FOR A SPECIFC
a FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
S ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
% DOCUMENTS FOR USE WITH THIS DOCUMENT.
H
3 DOOR SCHEDULE
z *NOTE: FOR ELEVATIONS THAT HAVE NOT BEEN
2 MAX. FRAME | MAX.LEAF | WATER INFLITRATION RATED FOR WATER INFILTRATION OR FOR
Z| |ELEVATION NO.|CONFIGURATION HARDWARE DESIGN PRESSURE ELEVATIONS THAT HAVE BEEN RATED FOR
g DIMENTIONS DIMENSIONS RESISTANCE* WATER INFILTRATION BUT THE REQUIRED
E WATER INFILTRATION PRESSURE EXCEEDS THE
£ RATED PRESSURE. IF AUTHORITY HAVING
é 1 YES IMPERIAL MORTISE LOCK SET (DL_DXML) JURISDICTION REQUIRES THAT PRODUCT MEETS
s WITH IMPERIAL FLUSH BOLT 450 THIS REQUIREMENT, PRODUCT SHALL BE USED
i WHEN INSTALLED AT LOCATION PROTECTED BY
2 OUTSWING IMPERIAL SERIES DL-LHV GRADE 1 OVERHANG SUCH THAT OVERHANG (OH) RATIO
3 2 DOUBLE DOOR | 100" X 98" YES CYLINDRICAL LOCKSET WITH IMPERIAL +/- 70 PSF = OH LENGTH + OH HEIGHT 15 1.0
T SERIES GH-ULSB197 FLUSH BOLT
: 7/ W
£ 3 VES IMPERIAL PANIC DEVICE SURFACE VERTICAL ETITTTAVA
(ED-VR931) OVERHANG LENGTH ronoArE o 7e
gl _—I |<_ 1900 NE MIAMI CT. SUITE 2-15
H 47-3/4" X 95-1/2" MIAMI, FL 33132
E f * FBPE CERT. OF AUTHORIZATION No. 29578
: 4 INSWING YES IMPERIAL MORTISE LOCK SET (DL-DXML) +/- 80 PSF OVERHANG
o e FLA8055
g DOOR
£ OUTSWING IMPERIAL PANIC DEVICE SURFACE BAR | +/- 80 PSF (NO WATER) OVERHANG HEIGHT oate: 02.24.2026
§ > 50" X 98" YES* ] RATIO (1:1) : LT
5 SINGLE DOOR (ED-901) +70/-80 (WATER RATED) R oy,
INSWING IMPERIAL SERIES DL-LHV GRADE 1 \/ LS HFN
E 6 SINGLE DOOR YES CYLINDRICAL LOCKSET WITH +/- 80 PSF SCALE: NTS
: IMPERIAL DEAD BOLT DB700
E owa.#  |MUQOQO3
E|  *ELEVATION #5 IS RATED FOR WATER INFILTRATION FOR A DESIGN PRESSURE UP TO POSITIVE 70 PSF. WHEN THE REQUIRED DP IS HIGHER THAN +70 PSF, SEE NOTE AT RIGHT. SHEET:
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GROUT-FILLED CMU
BLOCKS BY OTHERS

CONCRETE LINTEL WOOD STUDS
BY OTHERS \ BY OTHERS
. 6" FROM
r CORNER
: : 4||
— — 4"
\ — =
| 20" 0.C.
EVERY 2 JOINTS
* 4" FROM
CORNER
1ST JOINT ' —|
~— 6" FROM CORNER 4—‘ ~— 6" FROM CORNER

ANCHOR LAYOUT ANCHOR LAYOUT

MASONRY SUBSTRATE
WOOD STUD OUTSWING DOOR/METAL STUD

WIRE ANCHOR OR T ANCHOR -
ELEVATION #1,2,3 UBE ANCHOR, STRAP ANCHOR, OR BUTTERFLY ANCHOR
ELEVATION #1,2,3

ANCHOR SCHEDULE
LOCATION SUBSTRATE ANCHORTYPE | MIN. EMBEDMENT |MIN. EDGE DISTANCE
ooD. INSTALLATION NOTES:
MIN.S.G =055 | #14WOOD SCREW 1-1/2" 1"
— 1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION.
Mm"\F'- 163(;Ak- _ 1/4" GRADE 5 3 THREADS MIN 2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
ALLJI\)I/INUM'SI SELF-DRILLING/ ENETRATION 12" INSTALLATION OF THE MAXIMUM SIZE LISTED.
MIN. 1/8" THICK | E-FTAPPING SCREW) - BEYOND METAL 3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/4 INCH THE DEPICTED LOCATION & SPACING IN THE
JAMB MIN. 6063-T5 ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
CONCRETE. INSTALLATION ANCHOR TO THE NEXT.
MIN. = 3000 psi | 1/4" ITW TAPCON 1-1/2" 1-5/8"
: 4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE
MASONRY: WIRE ANCHOR. OR 1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF WOOD OR BETTER.
CMU per ASTM €90 ’ - -
T-ANCHOR
MIN. 2000 PSI 5.  FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS THE MINIMUM
WOOD: 414 WOOD SCREW 112" iy EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING HOST SUBSTRATE. SEE
MIN. S.G. = 0.55 GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.
M,f\,T_ElEGLGA_ 6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM,
MIN. Fy = 33 ksi 1/4" GRADE 5 3 THREADS MIN BRICK VENEER, AND SIDING.
SILL SELF-DRILLING/ PENETRATION 1/2"
ALUMINUM: " |op| £ TAPPING SCREW| BEYOND METAL 7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
MIN. 1/8" THICK CORROSION RESISTANT COATING.
MIN. 6063-T5
CONCRETE: \ ) . 8. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS
MIN. f'ic = 3000 psi | /4" TW TAPCON 1-3/4 1-1/2 AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE

ANCHOR MANUFACTURER.
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REMARKS BY DATE
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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BILL OF MATERIALS

ITEM# DESCRIPTION MATERIAL
1A DOOR SKIN (18 GA.) STEEL
1B DOOR INFILL POLYSTYRENE
2 HOLLOW METAL FRAME (16 GA.) STEEL
3 GASKET (NGP 137 NA) -
4 DOOR SWEEP (NGP 200 NA) -
5 THRESHOLD (NGP 896) ALUMINUM
6 THRESHOLD (NGP 425) ALUMINUM
7 HINGE REINFORCEMENT STEEL
8 ASTRAGAL STEEL
9 WIRE ANCHOR STEEL
10 "T" ANCHOR STEEL
11 BUTTERFLY ANCHOR STEEL
12 TUBE ANCHOR STEEL
13 MORTISE LOCK REINFORCEMENT STEEL
14 CYLINDRICAL LOCK REINFORCEMENT (DOUBLE DOOR) STEEL
15 RIM PANIC BOX STEEL
16 LOCK REINFORCEMENT STEEL
17 CYLINDRICAL LOCK REINFORCEMENT (SINGLE DOOR) STEEL
18 MORTISE LOCK STRIKE PLATE STEEL
19 DEADBOLT STRIKE PLATE STEEL
20 CYLINDRICAL LOCK STRIKE PLATE STEEL
21 RIM PANIC DEVICE STRIKE PLATE STEEL
22 DOOR CHANNEL (TOP & BOTTOM, 16 GA.) STEEL
23 DOOR HINGE STEEL
24 STRAP ANCHOR STEEL
A #6 x 3/4" SS SHEET METAL SCREW STAINLESS STEEL
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