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GENERAL NOTES: TABLE OF CONTENTS - = d
1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO SHEET SHEET DESCRIPTION g 2 5
COMPLY WITH THE CURRENT EDITION FLORIDA BUILDING CODE (FBC)
1 GENERAL NOTES
EXCLUDING HVHZ. ALL PRODUCTS UNDER THE SCOPE OF THIS REMARKS BY | DATE
DOCUMENT HAVE BEEN EVALUATED ACCORDING TO THE FOLLOWING: 2 ELEVATION & DESIGN PRESSURE TABLE
e TAS202-94 3 ANCHOR LAYOUTS
e ASTM E330-14(2021)
« ANSI/DASMA 108.17 4 VERTICAL SECTIONS
5 HORIZONTAL SECTIONS
2. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X [ TRETATATION DETATLS DESCRIBED FEREIN ARE GENCRIG
AND METAL STUD FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM 6 ANCHOR DETAILS, ANCHﬁg?g'EDULE' & INSTALLATION SITEIF SITE CONDITIONS CAUSE INSTALLATION 10 DEVIATE
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER R —
OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION. Digitally signed by Hermes F;j(';‘;:fnfght” E
3. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO DESIGN PRESSURE RATING \
PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND SO0R 2
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT DIMENSIONs | DESIGN PRESSURE MISSILE RATING -
OF RECORD FOR THE PROJECT OF INSTALLATION. =
SEE SHEET 2 NON-IMPACT * =
4. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF x=
+1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL =
(I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT o N
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT. \\\\\
I AN
5. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY “ﬁ’(‘fu"x?}" \
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE 1900 NE MIAMI COURT. STE. 2.15
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE copE CeRT OUAMLFLIZ
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT —
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS -
DOCUMENT. FL4823 5
6. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED TO PROTECT THIS pATE:  (05.27.2026
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE. WG, BY: K. BY:
7. DOOR MATERIAL: ASTM A36 STEEL HEN
SCALE: NTS
owe.# SBS001
SHEET:
OF 6 j
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STEEL BUILDING® & STRUCTURIES INC

800 PIEDMONT TRIAD WEST DRIVE,
MOUNT AIRY, NC 27030
PH: +1 (877) 272-8276
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REMARKS BY | DATE
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

7

ELEVATION
STEEL ROLL-UP GARAGE DOOR

FRAME WIDTH = PANEL WIDTH + 0.98"

DESIGN PRESSURE TABLE (PSF)
PANEL
wipTH (Fr) | (1DP | ()DP
14.00 30.00 | -30.00
13.50 3019 | 3125
13.00 3038 | -32.50
12.50 3056 | -33.75
12.00 30.75_| -35.00
11.50 33.06 | -36.25
11.00 3538 | -37.50
10.50 37.69 | -38.75
10.00 40.00 | -40.00

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL
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paTE:  (05.27.2026
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SCALE: NTS
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FROM CORNERS ANCHOR LAYOUT
REMARKS BY | DATE

STEEL ROLL-UP GARAGE DOOR
144.00" X 96.00" OR 168.00" X 96.00"
JAMBS: THROUGH FRAME INSTALLATION
HEAD: STEEL CLIP INSTALLATION

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE]|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SPACING = 1900 NEI\%K\M ELO;J;I'?,)ZSTE_ 215

FBPE CERT. OF AUTHORIZATION No. 29578

FL

. - * FL48235
+ ] T = ==t DATE:  (05.27.2026

3" MAX._f DWG. BY: CHK. BY:
FROM CORNERS ANCHOR LAYOUT JR HFN
STEEL ROLL-UP GARAGE DOOR SCALE: NTS
120.00" X 96.00" pwe.#  SBS001
JAMBS: THROUGH FRAME INSTALLATION —
HEAD: STEEL SUPPORT BRACKET INSTALLATION 3
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STEEL BUILDIN TAUCTURES NC

800 PIEDMONT TRIAD WEST DRIVE,
MOUNT AIRY, NC 27030
PH: +1 (877) 272-8276

MIAMI, FL 33132
PH: (954)399-8478

(NON-HVHZ) (NON-IMPACT)
VERTICAL SECTIONS
BUILDING DROPS, INC.

1900 NE MIAMI COURT, STE. 2-15
FAX: (954)744.4738
WEB: www.buildingdrops.com

s |

TITLE: STEEL ROLL-UP GARAGE DOOR

PREPARED BY:

BUILDING DROPS

)
m
<
>
X
=
%)

BY

o
pd
3
m

==

| W —

\

-
\

===

FRAME FRAME
HEIGHT HEIGHT

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
- T, AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
PANEL T PANEL **‘\‘~ N SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
] i FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
HEIGHT HEIGHT [ ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
I [ DOCUMENTS FOR USE WITH THIS DOCUMENT.

EXTERIOR T INTERIOR EXTERIOR TS INTERIOR \\\\

i i RO, P7\
S A B Mi\s“c
e 1900 NE MIAMI COURT, STE. 2-15

= F MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL48235
pATE:  (05.27.2026

4 DWG. BY: CHK. BY:

. JR HFN
SCALE: NTS

/AN VERTICAL SECTION /B VERTICAL SECTION bwe. # _SBS001
\\4_/ TENSION SIDE ASSEMBLY \\U NON-TENSION SIDE ASSEMBLY SHEET: 4
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/A\HORIZONTAL SECTION

\5/ JAMBS

STEEL BUILDIN TRUCTURES INC

800 PIEDMONT TRIAD WEST DRIVE,
MOUNT AIRY, NC 27030
PH: +1 (877) 272-8276

BUILDING DROPS, INC.
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

(NON-HVHZ) (NON-IMPACT)
HORIZONTAL SECTIONS

TITLE: STEEL ROLL-UP GARAGE DOOR

PREPARED BY:

BUILDING DROPS
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE]|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1900 NE MIAMI COURT, STE. 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL48235
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STEEL BUILDIN TRUCTURES INC
SEE TABLE BELOW FOR ] MIN. 800 PIEDMONT TRIAD WEST DRIVE,
ANCHOR DETAILS EDGE DISTANCE MOUNT AIRY, NC 27030
PH: +1 (877) 272-8276
PERIMETER SEALANT MIN. x
BY OTHERS | EMBEDMENT 36 &8 2 .
Z O IE - S
2 s 23 LB end
= —_ ) ~m L\r F'\’ o
z 5z << QERZS®
INTERIOR Z ANCHOR SCHEDULE §8 doyp| B8zizs
—J = as 2B ezzeés
ANCHOR S 89z | Z3:::
SUBSTRATE QUANTITY MIN. MIN. EDGE 5‘ S x4 | § &
R METHOD bER SUBSTRATE ANCHOR TYPE EMBEDMENT | DISTANCE 2% &3 = § S
LOCATION o) oy 5 @
EXTERIOR ES 23 o g
WOOD: MIN. SG = 0.55 | 5/16" LAG SCREW 1.50" 0.75" & o=
i < £
METAL: 18 GAUGE STEEL, 3 THREADS MIN E & =
MIN. Fy = 33KSI 5/16" SELF-DRILLING | PENETRATION 0.50"
mINSTALLATK)N DETAILS THROUGH . ALUMINUM: 1/8" MIN., SCREW BEYOND : REMARKS BY | DATE
\6/ THROUGH FRAME INSTALLATION FRAME 6063-T> STRUCTURE
CONCRETE: f'c=3000PS| 1.25"
5/16" DEWALT 175
MASONRY: CMU per ASTM ULTRACON ' 5 5qn
€90 MIN. 2000 PSI '
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
INSTALLATION NOTES: WOOD: MIN. SG = 0.55 1/2" LAG SCREW 1.50" 0.75" SITE. T STT2 CONDITIONS CAUSE INSTALLATION T0 DEVIATE
I ' ' e oI PETALED Ml U
1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION FOR METAL: 14 GAUGE STEEL 3 THREADS MIN DOCUMENTS FOR USE WITH THIS DOCUMENT.
THROUGH FRAME INSTALLATION AND STEEL SUPPORT BRACKET INSTALLATION. TWO MIN. Fy =33KS| | 1/2" SELF-DRILLING | PENETRATION
(2) INSTALLATION ANCHORS ARE REQUIRED AT EACH ANCHOR LOCATION FOR STEEL e 0.50"
ALUMINUM: 1/8" MIN. SCREW BEYOND
CLIP INSTALLATION. STEEL SUPPORT 1 6063-T5 ’ STRUCTURE
BRACKET
2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF
o« flaa n n /
ANCHORS TO BE USED FOR PRODUCT INSTALLATION OF THE MAXIMUM SIZE LISTED. CONCRETE: Fe=3000PS1 | v pEwaLT L7 223 S 2
~ =
3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH THE A o ber M SCREW-BOLT+ 4.25" 1.75" = * =
DEPICTED LOCATION & SPACING IN THE ANCHOR LAYOUT DETAILS (L.E., WITHOUT : = o=
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE ] ] ] =7 =
INSTALLATION ANCHOR TO THE NEXT. WOOD: MIN. SG =0.55 1/4" WOOD SCREW 1.50 0.75 2 s
7, N
7, N
4. FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) METAL: 14 GAUGE STEEL, 3 THREADS MIN ) ¢
AS LONG AS THE MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE MIN. Fy = 33KSI 1/4" SELF-DRILLING | PENETRATION 0.50" AN Ao 5\
STILL MET WITHIN THE CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON ALUMINUM: 1/8" MIN., SCREW BEYOND : (A8 VRN
SHEET 1 FOR MORE INFORMATION. STEEL CLIP 2 6063-T5 STRUCTURE 1900 NE MIAMI COURT, STE. 2-15
FBPE CERT. OF AUTl:IORIZATION No. 29578
5. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING CONCRETE: f'c=3000PS| 1.25" La
BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING. 1/4" ITW TAPCON L7 FL48235
MASONRY: CMU per ASTM .
6. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF 90 MIN. 2000 PS| 2.50
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING. : pATE:  (05.27.2026
DWG. BY: CHK. BY:
7. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION IR HEN
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF
BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK. SCALE: NTS
8. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR owa.#: SBS001
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED SHEET.
IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER. 6
OF 6)
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