«»—EJE‘;‘E&;’;NT NAILF][N/FENDER*WASHER/
1/4” MINIMUM SCREW—WOOD INSTALLATION
® l’EDGE DISTANCE
* 3/4” MINIMUM
—— 4" 6" TYP
e e 8" MAX SPAN EDGE DISTANCE
r I I ® ® SsHiMs NoT -
RECOMMENDED @\)
AT HEAD L=
/ 1/4” MAX
// /" SHIM SPACE
! % Tk
T 17 MIN. ] HDD
g “ FRAME SECTION (TYP) FHBEDMENT e ]
Q VERTICAL SECTION =
: . paniligl
. O, e =
- L]
| g tvp | N 8" TYP
.,_6.,TYPV 75" TYP FRAME JAMB SECTION (TYP)
f o i /1/4., VA SHIM SPACE HORIZONTAL SECTION
4 TPl / 3/4” MINIMUM
PRODUCT WIDT —= { EDGE DISTANCE
@ !
TYPICAL ELEVATION WITH FASTENER SPACING e MAXIMUM FRAME CLASS/DP IMPACT
367 x 72 CW/+50/-55 YES
EMBEDMENT WIND ZONE 3 = LEVEL MISSILE

Installation Notes:

1. Head fastener size is minimum #8 pan head / truss head and must be fastened, beginning 4" - 6" from
welded corners, then every 8" O.C. using fender washers lapped over nailing flange a minimum of 3/8",
leaving a minimum of 3/8" gap between shaft of fastener and edge of nailing flange. Jamb and Sill fastener

size is minimum #8 pan head / truss head and must be fastened, beginning 4"-6" from welded corners, then 2.

every 8" O.C. and must penetrate structural framing a minimum of 1" in depth. (For 2X wood frame
substrate, MIN S.G. = 0.42)

2. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer
all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the

project of installation

This schedule addresses only the fasteners required to anchor the unit

to achieve the rated design pressure and impact performance (where
applicable) up to the size limitations noted. Itis not intended as a guide
to the installation process and does not address the sealing
consideration that may arise in different wall conditions. For the
complete installation procedure, see the instructions packaged with the
unit or go to www.jeld-wen.com.

any electronic copies

DISCLAIMER:

This drawing and its contents are confidential and are not to be MICAH SWARTZ, P.E.
reproduced or copied in whole or in part or used or disclosed to others 5133%&51331?3 .
except as authorized by JELD-WEN Inc. Klamath Falls, OR. 97603

(541) 363-8075

General Notes:
1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
Florida Building Code (FBC) and the industry requirement for the stated conditions.
Al glazing shall conform to ASTM E1300.
3. IGU glazing make-up shall be as follows:
3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer
3.07mm annealed glass (Int.)
2.30mm PVB Interlayer
3.07mm annealed glass (Int.)
This item has been digitally 4. Use structural or composite shims where required.
signed and sealed by Micah
Swartz, P.E. on the date
adjacent to the seal.
Printed rnpin: of this
document are not considered B%ﬁ%‘re 03/24/2026
signed and sealed and the CHECKED *
signature must be verified on . antywm
APPROVED J
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N PENETRATION NAILFIN /FENDER~WASHER /
i - PAST FRAME SCREW-STEEL INSTALLATION
B8 o Im
A\ 4 N e __d L
- 4" 6" TYP jﬁ @ 1/ MINIMUM 3/47 MINIMUM | |
—3/8" ~3/8" r WS” MAX SPAN FDGE DISTANCE EDGE DISTANCE
T RECOMMENDED I @
AT HEAD 18 GUAGE MINT L -
/ STEEL STUD
/ —1/4” MAX
/ ’ MIN. PENETRATION / SHIM SPACE
= / OF THREE THREADS ™
5 | PAST FRAME
T
G =
2 FRAME SECTION (TYP)
S N VERTICAL SECTION
AN
. N\ .
! 8" %; N ?T:YP |
6 TYP 4.6 TYP FRAME JAMB SECTION (TYP)
1 8" TYP } 1/4* MAX. SHIM SPACE HORIZONTAL SECTION
4"-6"TYP— = 3/4” MINIMUM
=——PRODUCT WIDTH—+ | EDGE DISTANCE
|
I
TYPICAL ELEVATION WITH FASTENER SPACING L MAXHML,J,M FQAME CLASS/DP IMPACT
~— MIN. PENETRATION 36 x /2 CW/+50/~-55 YES
PAsT FRAME WIND ZONE 3 — LEVEL MISSILE

Installation Notes: General Notes:

1. Head fastener size is minimum #10 TEK Screw and must be fastened, beginning 4" - 6" from welded 1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
comners, then every 8" O.C. using fender washers lapped over nailing flange a minimum of 3/8", leaving a of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
minimum of 3/8" gap between shaft of fastener and edge of nailing flange. Jamb and Sill fastener size is Florida Building Code (FBC) and the industry requirement for the stated conditions.
minimum #10 TEK Screw and must be fastened, beginning 4"-6" from welded corners, then every 8" O.C. 2. Allglazing shall conform to ASTM E1300.
and must pene.trate structural framing a minimum of 3.threads past framing MIN Fy = 33 KSI. 3. IGU glazing make-up shall be as follows:

2. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer 3.84mm annealed glass (Ext.
alrlollc;aéctiz ft(i)nssttral:gtl;g?{ The host structure is the responsibility of the architect or engineer of the record for the 13.25mm Airspace w/SS-D S/S Spacer
proj g, 3.07mm annealed glass (Int.)

\\\\‘\\“\‘\ SW 4"”//, 2.30mm PVB Interlayer
\\\‘ Gl 0 ’/,/
s‘S VCEN S Ae 3.07mm annealed glass (Int.)

SIS "> 2 Thisitem has been digitally 4. Use structural or composite shims where required.

:3 No 93573 . % 3: signed and sealed by Micah

= : = Swartz, P.E. on the date
This ss:hedule addresse; only the fasteners required to anchor the unit é - * ‘f g ad_jacent to _the seal_.
to achieve the rated design pressure and impact performance (where ‘% a‘ STATE OF s ™ ; Printed copies of this

5 p
applicable) up to the size limitations noted. It is not intended as a guide > BN document are not considered B%ﬁ%‘re 03/24/2026
to the installation process and does not address the sealin % A SN i
p g Z $ ~LoR\ 9 (OS signed and sealed and the CHECKED e
consideration that may arise in different wall conditions. For the ’/// K Pttt ‘Q \\\\ signature must be verified on 1
“u,, / 0 NAL S APPROVED A

complete installation procedure, see the instructions packaged with the any electronic copies

it t jeld-wen.com. ny w
unit or go to www.jeld-wen.com 08/25/26 Himm SZE g ‘SCALE NTS SHEET 5 of 10
DISCLAIMER: PRODUCT FAMILY
This drawing and its contents are confidential and are not to be MICAH SWARTZ, P.E.
reproduced or copied in whole or in part or used or disclosed to others 5133%&51331?3 . 5 1 1 EN DU RANCE
. DRAWING ID NO. SHEET ‘ REV
A
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17 MIN. NAILFIN /SCREW—WOOD
EMBEDMENT INSTALLATION
0) »
o e [ e
e A EDGE DISTANCE
!
TSHIMS NOT (9)
/ RECOMMENDED &/
AT HEAD T
/ 1/4” MAX
/ SHIM SPACE
= S 4
o)
T
g 17 MIN.
a ; EMBEDMENT
& N FRAME SECTION (TYP) f
VERTICAL SECTION
N i
AN @
| 8" 1:’\(7 N ﬂvp
/AL | eeeme FRAME JAMB SECTION (TYP)
f . f
=8 TYP HORIZONTAL SECTION
- —4"-6"TYP 1/4” MAX. SHIM SPACE
~——PRODUCT WIDTH——
3/4” MINIMUM
{ EDGE DISTANCE
TYPICAL ELEVATION WITH FASTENER SPACING a
: . * MAXIMUM FRAME CLASS/DP IMPACT
' 367 x 727 CW/+50/-55 YES
e WIND ZONE 3 = LEVEL MISSILE
Installation Notes: General Notes:
1. Perimeter fastener size is minimum #8 pan head / truss head and must be fastened, beginning 4" - 6" from 1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
welded corners, then every 8" O.C. and must penetrate structural framing a minimum of 1" in depth. (For of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
2X wood frame substrate, MIN S.G. = 0.42) Florida Building Code (FBC) and the industry requirement for the stated conditions.

2. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer 2. All glazing shall conform to ASTM E1300.
all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the 3. IGU glazing make-up shall be as follows:
project of installation 3.84mm annealed glass (Ext.)

13.25mm Airspace w/SS-D S/S Spacer

3.07mm annealed glass (Int.)

\\\\\\\\“\,\ SW 4 ///,,/// 2.30mm PVB Interlayer
\s‘s \'\CENS )‘_{/,, 3.07mm annealed glass (Int.)

SERA . = Thisitem has been digitally 4. Use structural or composite shims where required.

= * s No 93573 Y% = signed and sealed by Micah

=7 % : ™ Z Swartz, P.E.on the date
This schedule addresses only the fasteners required to anchor the unit = o H : oc = adjacent to the seal.
to achieve the rated design pressure and impact performance (where = ’é - STATE OF s """' I Printed copies-of this RAW
applicable) up to the size limitations noted. Itis not intended as a guide ’;/ o 3 § document are not considered Bpou%‘re 03/24/2026

to the installation process and does not address the sealing 2 6‘0&4 OR\ Ov(’\ S signed and sealed and the CHECKED 4
consideration that may arise in different wall conditions. For the ’/// !9/ --------- ‘Q \\\\ signature must be verified on 1
complete installation procedure, see the instructions packaged with the /’/,,/ 0 NA\L \\\\\\ any electronic copies APPROVED (1

unit or go to www.jeld-wen.com. i
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MIN. PENETRATION NAILFIN/SCREW—STEEL

OF THREE THREADS

?QSLUZRGAEMiMN }[NSTALLATION
e 4" 6" TYP i /STEE,\: STUD
0 1/4" MINIMUM
“' o ryp i T 5 q { EDGE DISTANCE 3/47 MINIMUM |
- * EDGE DISTANCE
4 \7§E(¥\AOSMMNEONTDED P @)
AT HEAD 18 GUAGE MINT— L -
yd STEEL STUD
Ve . | 1 /47 MAX
T / /" SHIM SPACE
5 J MIN. PENETRATION o
o OF THREE THREADS
T PAST FRAME IS
~~
5 ~
2 . i) Y —
2 N ' FRAME SECTION (TYP) S
N ) VERTICAL SECTION
AN . a
‘ ]— \ —"‘ o
¢ 8 IYP 8 IYP ‘
4"-6"TYP 4"-6"TYP
! -—leTve * FRAME JAMB SECTION (TYP)
$-:P§8DTUYCPT WIDTH—— 1747 MAX. SHIM SPACE HORIZONTAL SECTION
3/4” MINIMUM
{ EDGE DISTANCE
TYPICAL ELEVATION WITH FASTENER SPACING I
18 ouace . MAXIMUM FRAME CLASS/DP IMPACT
N N, PENETRATION 36”7 x 727 CW/+50/-55] YES
PAST FRANE 0 WIND ZONE 3 — LEVEL MISSILE
Installation Notes: General Notes:
1. Perimeter fastener size is minimum #10 TEK Screw and must be fastened, beginning 4" - 6" from welded 1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
comners, then every 8" O.C. and must penetrate structural framing a minimum of 3 threads past framing of the adopted International Building Code (IBC), the International Residential Code (IRC), the current

MIN Fy = 33 KSI. Florida Building Code (FBC) and the industry requirement for the stated conditions.
2. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer 2. Allglazing shall conform to ASTM E1300.

all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the 3.

ioct of installai IGU glazing make-up shall be as follows:
project of installation

3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer

g, 3.07mm annealed glass (Int.)
o p¥ SWw 4 ;I/" 2.30mm PVB Interlayer
NN VL adPrTTTI Y,
\s‘& UG EN 5p ‘_"//// 3.07mm annealed glass (Int.)

S -2 Thisitem has been digitally 4. Use structural or composite shims where required.

= s No 93573 kY = signed and sealed by Micah

I~ “ k=

= : * : = Swartz, P.E. on the date
This schedule addresses only the fasteners required to anchor the unit = o H : oc = adjacent to the seal.
to achieve the rated design pressure and impact performance (where = ’é - STATE OF s """' T Printed copies-of this RAW
applicable) up to the size limitations noted. Itis not intended as a guide = 3 document are not considered B ou%‘re 03/24/2026

Z A o > * < P!
to the installation process and does not address the sealing 2 Sl OoR\ O (’\ S signed and sealed and the CHECKED 4
consideration that may arise in different wall conditions. For the ’/// 6:9/ --------- ‘ Q \\\\ signature must be verified on g Wims
complete installation procedure, see the instructions packaged with the /’/,,/ 0 NA\L \\\\\\\ any electronic copies APPROVED N
. Al 1 \\}
unit or go to www.jeld-wen.com. 08/25/26 M SZE g ‘SCALE NTS SHEET 4 of 10
DISCLAIMER: PRODUCT FAMILY
This drawing and its contents are confidential and are not to be MICAH SWARTZ, P.E.
reproduced or copied in whole or in part or used or disclosed to others sigENo. 93578 5 11 EN DU RANCE
except as authorized by JELD-WEN Inc. Klamath Falls, 0B, 97503 DRAWING ID NO. SHEET REV
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MASONRY STRAP
Sqa MINMOM WOOD/SCREW INSTALLATION
® »
NoN0) ’Er}asgmm ”
17 MIN.
EMBEDMENT /3\
6" TYP L)
* 12" TYP ~
= = TS_SHIMS NOT \
6" TYP RECOMMENDED
17{ i AT HEAD o
12" TYP \ o
- N G
td \ ] 3/4” MINIMUM _| »rl/
il EDGE DISTANCE
T \ ~1/4” MAX
° . | // SHIM SPACE
T
o Ml
2 | T FRAME SECTION (TYP)
o VERTICAL SECTION
/
/ u
S
| +
* s s s s s s * —METAL BACK ANGLE HORIZONTAL SECTION
_ L4.. TYP 1/4" MAX. SHIM SPACE
~——PRODUCT WIDTH—— ] W@
EMBEDMENT
/ ]
TYPICAL ELEVATION WITH FASTENER SPACING 3 MAX|ML,J,M ?RA,ME CLASS/DP IMPACT
36”7 x 72 CW/+50/-55 YES
WIND ZONE 3 — LEVEL D MISSILE
Installation Notes: General Notes:
1. Head and Jamb must be fastened through anchor strap using (QTY 2) #10 Fasteners with sufficient length 1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
to penetrate a Min. 1" into wood substrate. (For 2x wood frame substrate, Min. S.G. = 0.42). of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
2. Sill fastener size @ back angle to wood framing is #8 @ 4" O.C. Fastener size for sill @ back angle to Florida Building Code (FBC) and the industry requirement for the stated conditions.
window is 10-16 TEK Screw @ 4" O.C. 2. Nail flange is optional, and used for a weather seal only.

w

3. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer All glazing shall conform to ASTM E1300.
all loads to structure. The host structure is the responsibility of the architect or engineer of the record forthe | 3.  IGU glazing make-up shall be as follows:

project of installation 3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer
o, 3.07mm annealed glass (Int.)
“\\\C'“\‘.\--'S--w 457, 2.30mm PVB Interlayer

This item has been digitally 3.07mm annealed glass (Int.)

S, No9as7a T signedand sealed by Micah 4. Use structural or composite shims where required.

to! ¥ = S\:jvartz, P.E. t;n the Idate 5. Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.\
This schedule addresses only the fasteners required to anchor the unit = H : = adjacent to the seal. : ol ie A . 'NVE .
{0 achieve the rated design pressure and impact performance (where = % " ararEor ¢ l‘:: Printed. copies of this l 6. Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.
applicable) up to the size limitations noted. Itis not intended as a guide = “,q8.* RS document are not considered Bpou%‘re 03/24/2026

to the installation process and does not address the sealing 2 Q‘&L OR\ Ov(’\ S signed and sealed and the CHECKED °
consideration that may arise in different wall conditions. For the ’/,/ 6:9/ ----------- ‘ Q \\\\ signature must be verified on Y W A
complete installation procedure, see the instructions packaged with the K ’/,,/ 0 NA\L \\\\\\ any electronic copies APPROVED d

unit or go to www.jeld-wen.com. 08/25/26“”“”'““\\\
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6" TYP
‘ 12" TYP ‘f
6" TYP
171] n
12" TYP \
L{] \ \ n
: N
2 AN
=
S
§ q / n
Ve
n // u
e +
6" TYP 6" TYP
* T T T T T ; T T T T *
e ety
~—PRODUCT WIDTH——

TYPICAL ELEVATION WITH FASTENER SPACING

I Q@ |,

>

3/4” MINIMUM
EDGE DISTANCE
MIN. PENETRATION

QOF THREE THREADS
PAST FRAME

WJJ@ Ssis nor

[ AT HEAD

RECOMMENDED

FRAME SECTION (TYP)

18 GUAGE MIN.
STEEL STUD

m

MASONRY STRAP
STEEL/SCREW INSTALLATION

~3/4” MINIMUM
EDGE DISTANCE N
A3
[

MIN. PENETRATION
OF THREE THREADS —
PAST FRAME

~1/4” MAX

18 GUAGE MINT

VERTICAL SECTION

/fMETAL BACK ANGLE
{—1/4” MAX. SHIM SPACE
3/4”/

18 GUAGE MIN.
STEEL STUD

STEEL STUD \

FRAME JAMB SECTION (TYP)
HORIZONTAL SECTION

MAXIMUM FRAME CLASS/DP IMPACT
367 x 727 CW/+50/-55 YES
WIND ZONE 3 — LEVEL D MISSILE

Installation Notes:

1. Head and Jamb must be fastened through anchor strap using (QTY 2) #10 TEK Screws MIN. Fy = 33 KSI
2. Sill fastener size @ back angle to steel framing is 10-16 TEK Screw @ 4" O.C.. Fasteners must penetrate
structural framing a minimum of 3 threads past framing.Fastener size for sill @ back angle to window is #8 x

1/2'(MAX.) @ 4" O.C.

3. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer
all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the

project of installation

This schedule addresses only the fasteners required to anchor the unit
to achieve the rated design pressure and impact performance (where
applicable) up to the size limitations noted. It is not intended as a guide
to the installation process and does not address the sealing
consideration that may arise in different wall conditions. For the
complete installation procedure, see the instructions packaged with the
unit or go to www.jeld-wen.com.

DISCLAIMER:

This drawing and its contents are confidential and are not to be
reproduced or copied in whole or in part or used or disclosed to others
except as authorized by JELD-WEN Inc.

General Notes:
1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
Florida Building Code (FBC) and the industry requirement for the stated conditions.
2. Nail flange is optional, and used for a weather seal only.
3. Allglazing shall conform to ASTM E1300.
3. IGU glazing make-up shall be as follows:
3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer
o, 3.07mm annealed glass (Int.)
“\\0\\0“\‘\055;:’/4 0//"/,, 2.30mm PVB Interlayer
SN LR
E % W & ‘-‘ % This item has been digitally 3.07mm annealed glass (Int.) .
I, No93573 =  signedand sealed by Micah 4. Use structural or composite shims where required.
; : * mg Swartz, P.E. on the date 5. Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.
Zm’ Fugs  dcentlofheseal 6. Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.
;’/?6 STATE OF N #’§ document are not considered  [Bpoutre 03/24/2026
/’/, 6‘0 .LoRmr\ 9 (.'\ § signed and sealed and the CHECKED .
/’/,/ !9/ -------- < \\\\\ signature must be verified on . 11 Wirm’s
//”’I/,ON A W N any electronic copies APPROVED -
08/25/26 M SIZE g ‘SCALE NTS SHEET ¢ ot 10
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MICAH SWARTZ, P.E. 511 ENDURANCE
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6" TYP
| F_“FS" TYP
6" TYP
H] H
8" TYP AN 8" TYP
j711 \ ]
i) \ p
: \
E q \ n
—
O q ]
D
8 /
o a / p
| // !
| e (.
6" TYP 6" TYP
i e i
o grrve
. PRODUCT WIDTH—

TYPICAL ELEVATION WITH FASTENER SPACING

2 1/2” MINIMUM

EDGE DISTANCE
7
oo a
9 s
= 1—1/4” MIN.
< < — EMBEDMENT
4 4 2 INTO MASONRY
<
4
®
\—SHIMS NOT
RECOMMENDED
AT HEAD

FRAME SECTION (TYP)

VERTICAL SECTION

1/4 MAX. SH

gﬁ

,—METAL BACK ANGLE

IM SPACE

:
©

1=1/4” MIN.
L EMBEDMENT
INTO MASONRY

SCREW INSTALLATION

MASONRY STRAP CONCRETE

1-1/4" MIN.
EMBEDMENT
INTO MASONRY
<
< v ©
A
\r‘/
2 1/2”° MINIMUM_|
EDGE DISTANCE ~
v <
~
v /47 MAX
/ SHIM SPACE
A
&)
] v
Y

FRAME JAMB SECTION (TYP)

HORIZONTAL SECTION

MAXIMUM FRAME

CLASS/DP

IMPACT

36" x 72”7

CW/+50/-55] YES

WIND ZONE 3

LEVEL MISSILE

Installation Notes:

1. Head and Jamb must be fastened through anchor strap using one (1) 1/4"@ Tapcon or equivalent fastener 1.
through masonry strap with sufficient length to penetrate a minimum of 1-1/4" into masonry substrate with a
2-1/2" minimum edge distance. CMU shall adhere to ASTM C90 and concrete shalll have a min. F'c=3,000

PSI.

2. Sill fastener to be 3/16" Tapcon @ 4" O.C. through back angle with sufficient length to penetrate 1-1/4" into
masonry substrate with a 2-1/2" min. edge distance. CMU shall adhere to ASTM C90 and concrete shall 3.
have a Min. F'c-3,000 PSI. Fastener size for sill @ back angle to window is 10-16 x 1/2"(MAX.) TEK Screw

@4"0.C.
3. Structural framing (wood buck, stud framing and op\a )

all loads to structure. The host structure is the res

project of installation

fdeplgned and anchored to properly transfer

This item has been digitally
signed and sealed by Micah
Swartz, P.E. on the date
adjacent to the seal.

Printed copiesof this

General Notes:

w

The product shown herein is designed,tested and manufactured to comply with the wind load criteria
of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
Florida Building Code (FBC) and the industry requirement for the stated conditions.
2. Nail flange is optional, and used for a weather seal only.
All glazing shall conform to ASTM E1300.
IGU glazing make-up shall be as follows:

3.84mm annealed glass (Ext.)

13.25mm Airspace w/SS-D S/S Spacer

3.07mm annealed glass (Int.)

2.30mm PVB Interlayer

3.07mm annealed glass (Int.)
4. Use structural or composite shims where required.
5. Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.
6.  Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.

S c
:§* N093573 : ‘::
.k * ie s
BB LTS
Z o D STATE OF & 3

This schedule addresses only the fasteners required to anchor the unit to ach@eﬁ&réted@@m ;*égsu &Q $
and impact performance (where applicable) up to the size limitations noted. It is’ figt i

the installation process and does not address the sealing consideration that may an{élm,
conditions. For the complete installation procedure, see the instructions pamwﬁg@e’ddﬁwéb‘
www.jeld-wen.com.

DISCLAIMER:

This drawing and its contents are confidential and are not to be

reproduced or copied in whole or in part or used or disclosed to others

except as authorized by JELD-WEN Inc.

B
document are not considered
signed and sealed and the
signature must be verified on
any electronic copies

MICAH SWARTZ, P.E.
PE No. 93573
5134 Cambridge Ct.
Klamath Falls, OR. 97603
(541) 363-8075
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i NO FLANGE/MASONRY STRAP
£t oETANCE WOOD /SCREW INSTALLATION
® L 17 MIN.
6 TYP \ ®_@ EMBEDMENT
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1—( i —SHIMS NOT \
il IRN e o
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% \ 3/4” MINIMUM | 4
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Installation Notes: 1Gene[rar: Note;: h herein is desianed dand ; q Iv with the wind load criteri
1. Head and Jamb must be fastened through anchor strap using (QTY 2) #10 fasteners with sufficient length to | - e product shown herein is designeditested and manufactured to comply with the wind load criteria
penetrate a min. 1" into wood substrate. (For 2x wood frame substrate, Min. S.G. - 0.42). of the adoptgd International Building Qode (IBC), the International ReS|dent|a! Qode (IRC), the current
2. Sill fastener size @ back angle to wood framing is #8 @ 4" O.C.. Fastener size for sill @ back angle to Florida Building Code (FBC) and the industry requirement for the stated conditions.
window is 10-16 x 1/2"(MAX.) TEK Screw @ 4" O.C. 2. All glazing shall conform to ASTM E1300.
3. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer | 3.  IGU glazing make-up shall be as follows:
all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the 3.84mm annealed glass (Ext.)
project of installation 13.25mm Airspace w/SS-D S/S Spacer
g, 3.07mm annealed glass (Int.)
OXUR1 7)< 2.30mm PVB Interlayer
\‘\\\%\ \cEN% ,:_‘c// 3.07mm annealed glass (Int.)
S . 2 Thisitem has been digitally 4. Use structural or composite shims where required.
S MNo938TS %2 genedandsealed by Micah 5. Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.
This schedule addresses only the fasteners required to anchor the unit é o * -5 g adjacent to the seal. 6. Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.
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Installation Notes:

1. Head and Jamb must be fastened through anchor strap using (QTY 2) #10 TEK Screws Min Fy = 33 KSI.

2. Sill fastener size @ back angle to wood framing is 10-16 TEK Screw @ 4" O.C.. Fastener size for sill @
back angle to window is 10-16 x 1/2"(MAX.) TEK Screw @ 4" O.C.

3. Structural framing (wood buck, stud framing and opening) to be designed and anchored to properly transfer
all loads to structure. The host structure is the responsibility of the architect or engineer of the record for the

project of installation

This schedule addresses only the fasteners required to anchor the unit
to achieve the rated design pressure and impact performance (where
applicable) up to the size limitations noted. It is not intended as a guide
to the installation process and does not address the sealing
consideration that may arise in different wall conditions. For the
complete installation procedure, see the instructions packaged with the
unit or go to www.jeld-wen.com.

DISCLAIMER:

This drawing and its contents are confidential and are not to be
reproduced or copied in whole or in part or used or disclosed to others
except as authorized by JELD-WEN Inc.

This item has been digitally
signed and sealed by Micah
Swartz, P.E. on the date
adjacent to the seal.

Printed copiesof this

1.

4.
5,
6.

General Notes:

The product shown herein is designed,tested and manufactured to comply with the wind load criteria
of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
Florida Building Code (FBC) and the industry requirement for the stated conditions.
All glazing shall conform to ASTM E1300.
IGU glazing make-up shall be as follows:
3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer
3.07mm annealed glass (Int.)
2.30mm PVB Interlayer
3.07mm annealed glass (Int.)
Use structural or composite shims where required.
Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.
Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.
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Installation Notes:

1. Head and Jamb must be fastened through anchor strap using one (1) 1/4"@ Tapcon or equivalent fastener
through masonry strap with sufficient length to penetrate a minimum of 1-1/4" into masonry substrate with a
2-1/2" minimum edge distance. CMU shall adhere to ASTM C90 and concrete shalll have a min. F'c=3,000

PSI.

2. Sill fastener to be 3/16" Tapcon @ 4" O.C. through back angle with sufficient length to penetrate 1-1/4" into
masonry substrate with a 2-1/2" min. edge distance. CMU shall adhere to ASTM C90 and concrete shall
have a Min. F'c-3,000 PSI. Fastener size for sill @ back angle to window is 10-16 x 1/2"(MAX.) TEK Screw

@4"0.C.

3. Structural framing (wood buck, stud framing and openlr\g‘).m,bﬁ deS|gned and anchored to properly transfer
all loads to structure. The host structure is the respoﬁ&WItSWthé'a;phltect or engineer of the record for the

project of installation

This schedule addresses only the fasteners required to anchor the unit to achi;

and impact performance (where applicable) up to the size limitations noted. It |99
the installation process and does not address the sealing consideration that may aﬁs; \\\
conditions. For the complete installation procedure, see the instructions packaged WIt (he,y N?Ar; Q\\\\

www.jeld-wen.com.
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This item has been digitally
signed and sealed by Micah
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adjacent to the seal.

General Notes:

1. The product shown herein is designed,tested and manufactured to comply with the wind load criteria
of the adopted International Building Code (IBC), the International Residential Code (IRC), the current
Florida Building Code (FBC) and the industry requirement for the stated conditions.

2. Al glazing shall conform to ASTM E1300.

3. IGU glazing make-up shall be as follows:

3.84mm annealed glass (Ext.)
13.25mm Airspace w/SS-D S/S Spacer
3.07mm annealed glass (Int.)

2.30mm PVB Interlayer

3.07mm annealed glass (Int.)

4. Use structural or composite shims where required.

5. Anchor strap specifications: 16 Ga. galvanized steel, .060 min. thickness x .850" width.

6.  Sill metal back angle material is either Aluminum 1/8" Min. or Steel 16 Ga. Min.
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