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1.

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH THE CURRENT EDITION FLORIDA BUILDING CODE (FBC),
INCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

e TAS201-94

e TAS202-94

e TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X
FRAMING, AND METAL FRAMING AS A MAIN WIND FORCE RESISTING
SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED
TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN
AND INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
+1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL
(.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE
NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

DOOR FRAME MATERIAL: uPVvVC

GLASS MEETS THE REQUIREMENTS OF ASTM E1300 GLASS CHARTS. SEE
SHEET 1 FOR GLAZING DETAILS.

. DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:

X: OPERABLE PANEL
O: FIXED PANEL

DRUTEX S.A.
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1-15/16" O.A. GLASS CONSISTING OF:

1/4" HEAT STRENGTHENED GLASS
0.090" SENTRYGLAS BY KURARAY
1/4" HEAT STRENGTHENED GLASS
1/2" WARM EDGE SPACER

1/4" TEMPERED GLASS

3/8" WARM EDGE SPACER

1/4" TEMPERED GLASS
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“\_  INTERIOR
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3/4" MIN. GLASS
BITE

GLAZING DETAIL 1

GLAZING NOTES:

A SITE SPECIFIC BASIS.

HEREIN.

1. GLASS TYPE COMPLIES WITH ASTM E1300 REQUIREMENTS. PER THE FBC
TEMPER AND SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS
WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES SHOWN
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DESIGN PRESSURE RATING (PSF)

WIDTH | HEIGHT DESIGN
CONFIGURATION (IN.) (IN.) PRESSURE MISSILE IMPACT
LARGE & SMALL
X0 SEE SHEET 2 MISSILE IMPACT

WATER TEST PRESSURE: 6.06 PSF

NOTE: WHEN INSTALLED AT A LOCATION PROTECTED BY AN
OVERHANG SUCH THAT:
e OVERHANG (OH) RATIO = OH LENGTH + OH HEIGHT IS
=1.0,
PRODUCT REQUIRES LIMITED WATER (LW) TESTING.

LENGTH
OH DOOR
HEIGHT | HEIGHT

OVERHANG
[FIGUREA] | \ | LENGTH
.I—J= 1

OH

LENGTH OH
LENGTH

OVERHANG

DOOR ' HEIGHT
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OVERHAN
RATIO (1:1)
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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DRUTEX
EMNGINEERED FOR YOU
LEBORSKA 31, 77-100
BYTOW, POLAND
PH: +48-59-822-9101 FX: +48-59-822-9103
FRAME DESIGN PRESSURE TABLE (PSF) LZ)
WIDTH NOMINAL DIMS. u 3 §
ACTIVE PANEL | PANEL TR PE egd
PANEL —= WIDTH | HEIGHT | POS-(+) | NEG. () Q Kk = Oagass
WIDTH 3 Q ¥ X pRg¥E
(IN.) (IN.) 2% 85 otzals
WIDTH WIDTH ' . AN mo Qs &
40 60.0 60.0 o L zz = 8 e
@ (ﬂ 44 60.0 60.0 a T 3 2
4 4 48 60.0 60.0 = a 3
p 52 60.0 60.0 < 13 e
/ / 56 80 60.0 60.0 u N
60 60.0 60.0 ij < =
FRAME 64 60.0 60.0 = o =
HEIGHT 67.6875 60.0 60.0 - o =
68 60.0 60.0 REMARKS BY | DATE
72 60.0 60.0
FIXED 76 60.0 60.0
PANEL nyn o HDE-lLC:;a-T 32 60.0 60.0
HEIGHT e A\ = 4318 28.8 gg.g
5 5 5 . .
ST ST S & -
ﬁ'HE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
ACTIVE = o0 e e e A AT Bt
D.L.O. — 84 ' - FENGINER O ARCHITECT SHALL PREPARE SITE SPECIFIC.
HEIGHT Zg 288 288 DOCUMENTS FOR USE WITH THIS DOCUMENT.
64 60.0 60.0
@ p @ 67.6875 60.0 60.0
4 A 4 68 60.0 60.0
4 72 60.0 60.0
32 60.0 60.0
36 60.0 60.0
- - 40 60.0 60.0
44 60.0 60.0
48 60.0 60.0
52 88 60.0 60.0
56 60.0 60.0
60 60.0 60.0
64 60.0 60.0
ELEVATION 67.6875 60.0 60.0
68 60.0 60.0 1900 NE MIAMI CT. SUITE 2-15
XO CONFIGURATION 67.6875 | 91.5625 | 60.0 60.0 FEPE CERT. OF AUTHORIZATION No, 29578
FL #:
FRAME WIDTH = PANEL WIDTH x 2 - 1.875" FI—48346
FRAME HEIGHT = PANEL HEIGHT + 2.375" oAte: 10.24.2025
FIXED D.L.O. WIDTH = PANEL WIDTH - 5.25" —— :
FIXED D.L.O. HEIGHT = PANEL HEIGHT - 2.0625" DWG'IEI\.(]' CHKi_ﬁ:'N
OPERABLE D.L.O. WIDTH = PANEL WIDTH - 8.5625"
OPERABLE D.L.O. HEIGHT = PANEL HEIGHT - 8.5625" SCALE: NTS
pwaG.# DRUQO90
SHEET:
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ANCHOR LAYOUT

STRAP INSTALLATION : HEAD, JAMBS & SILL

NOTE: TWO (2) INSTALLATION
ANCHORS PER STRAP LOCATION.
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING DETAIL,
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BYTOW, POLAND
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SHEET 1 JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
EXTERIOR SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|

FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

3 D.L.O DOCUMENTS FOR USE WITH THIS DOCUMENT.
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DRUTEX
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SEE TABLE BELOW FOR

MIN. EDGE | LEBORSKA 31, 77-100
ANCHOR DETAILS BYTOW, POLAND
DISTANCE ‘ PH: +48-59-822-9101 FX: +48-59-822-9103

g
MIN. EMBEDMENT = £
' w Lo | GE.ca:
=== [ = Easts
Q 5 o= Qagsssg
1/4" MAX. _| a < 2k SCa8is
PERIMETER SHIM SPACE wks Sg 0isgss
SEALANT BY ogt Eo = =5:x¢
OTHERS UQ_IQ’N\ 56 Eg D-ﬁc'n'
#8 SELF DRILLING o I == = 8 S

SCREW S % 5 ::25 5 =
0o = = ..m
EXTERIOR INTERIOR = >
RIOR a £
& £
"

/AN VERTICAL SECTION . =
E o =
@ HEAD - STRAP = & 5
IGLO EDGE REMARKS BY | DATE

[NOTE: JAMB & SILL SIMILAR]

INSTALLATION NOTES:

ANCHOR SCHEDULE
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1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN, UNLESS
OTHERWISE STATED ON SHEET 3.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO BE
USED FOR PRODUCT INSTALLATION OF THE MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH THE DEPICTED
LOCATION & SPACING IN THE ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM
ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS
THE MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE
CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED
TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT
MATERIAL OR HAVE A CORROSION RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO
MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS
LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

METHOD

SUBSTRATE

ANCHOR TYPE

MIN. EMBEDMENT

MIN. EDGE
DISTANCE

WOOD: MIN. SG =0.55

#12 WOOD SCREW

1.50"

0.75"

METAL: 18 GAUGE STEEL,
MIN. Fy = 33KSI

STRAP ALUMINUM: 1/8" MIN.,
INSTALLATION

6063-T5

#12 SELF-DRILLING
SCREW

3 THREADS MIN.
PENETRATION
BEYOND STRUCTURE

0.50"

CONCRETE: f'c=3000PSI

1/4" ITW TAPCON

1.75"

2.50"

MASONRY: CMU per ASTM
C90 MIN. 2000 PSI

1/4" ITW TAPCON

1.00"

2.50"

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SASH
uPVC

GLAZING BEAD
uPvC

I 2.204" 0 474"
BILL OF MATERIALS ‘ |<— 3.227" —=] :

ITEM | PART NO. DESCRIPTION MATERIAL T ‘

1 40001 FRAME uPVC ] {-@

T 1.013" @ 0.754"

2 80033 SASH uPVC , : _ —*—

3 509930A GLAZING BEAD uPVC 348"

4 U-001 GASKET EPDM

— 6.414" i
5 U-002 GASKET EPDM 57—
—

6 VZ7516 CENTRAL GASKET EPDM —] 0.100"

7 240001 FRAME REINFORCEMENT STEEL i

8 260002 POST REINFORCEMENT STEEL %

9 - S4 BRIDGE upPvC |

10 80989 COVER ALUMINUM

——| 1.347" l——

11 40202 SASH MASKING STRIP uPVC

12 524430 SLIDE RAIL ALUMINUM

13 : R4 BRIDGE uPVC @ FRAME REINFORCEMENT POST REINFORCEMENT @ S4 BRIDGE COVER

14 40203 POST SEALING STRIP uPVC STEEL STEEL PVC ALUMINUM

" , " 0.154"
15 40209 MOVABLE POST uPvC 0.590" 1.575 2.302" — 0.318 0.047 —; I
16 U-008 GASKET EPDM ‘ | .
= ——h | f
17 260002 SASH REINFORCEMENT STEEL
18 40201 FRAME CLOSING STRIP UPVC 1.771" 0.079" 1.024 0.079 ‘
3.805" — |
SASH MASKING STRIP SLIDE RAIL R4 BRIDGE POST SEALING STRIP
uPVvC ALUMINUM PVC PVC
0.110"
1 2.238" . 0.413"
0 [| 0.630" _L 0.551 —>|]:ﬁ]|<— {
0.472"  SO_1_13 [
K0 I LD‘I e —{
1.920" 0.417" j
2.951"

()

2.106" —f=——i

MOVABLE POST
PVC

— 2.993"

STEEL

@)

1.169"

SASH REINFORCEMENT

1.405"
_ 0.067"

FRAME CLOSING STRIP

uPVvC

3.284"

[

1.062"

f 0.110"

DRUTEX

ENGIMNEERED FOR YOU

LEBORSKA 31, 77-100
BYTOW, POLAND
PH: +48-59-822-9101 FX: +48-59-822-9103

@)
=
l—la €
~ & o
nw b
LLI 4] Q_'.:Nwooa
Q 5 = Sadsse
» < & KEoEEsS
wxd £o%%3
©OS S Qszes
Q= o SuEEEc
LLIQ':\E‘ (e} 98 g
o s I =2 =
= )
a & = . @
= >
@ 2
2 =]
[a' .g
i a
= 3 =
= a 2
REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIG
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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