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MODELS |24 GA SHORT| 27 GA SHORT |27 GA FLUSH| 27 GA LONG
cLopaY | 4400, 4401 | 4300, HDG | 4301, HDGF | 4310, HDGL
VERTICAL JAMB ATTACHMENT (WOOD FRAME BUILDINGS):
HOLMES — 66, 66G, 6200 | 68, 6201 |67, 67G, 6203 YERTICAL JAVE ATTACHMENT(WOOD FRAME_BUILDINGS); TR T Tt o o o
— WASHER REQUIRED. LAG SCREWS MAY BE COUNTERSUNK
IDEAL SP200 SF200 SE200 (BUT NOT REQUIRED) TO PROVIDE A FLUSH MOUNTING

IMPACT RESISTANT ASSEMBLY DETAILS
DRAWING 101247-A

PREPARATION OF JAMBS BY OTHERS.

SURFACE. HORIZONTAL JAMBS DO NOT TRANSFER LOAD.

STOP MOULDING BY DOOR
INSTALLER (TO SUIT)

20 GA. GALV. STEEL END STILE
}) (END STILES HELD BY HINGE SCREWS)
]| |

R A
0/
L/ /)7,

Z,
YLD

DL LOLY

y
2x6 YELLOW PINE JAMB—/

12 GA. GALV. STEEL TRACK
BRACKET FASTENED TO WOOD
JAMB WITH ONE 5/16"x1-5/8"
WOOD LAG SCREW PER BRACKET.

2” GALV. STEEL TRACK

FASTENED TO TRACK BRACKETS.
EACH BRACKET ATTACHED WITH ONE
1/4"x5/8” BOLT & NUT OR

TWO 1/4" RIVETS.

JAMB CONFIGURATION
SECTION C-—C

AND (4) 1/4"X3/4” SELF TAPPING SCREWS

2" 10 BALL SHORT STEM STEEL ROLLER WITH
STEEL OR NYLON TIRE

SECTION B—B (IMPACT—RESISTANT GLAZING OPTION)

OPTIONAL DECORATIVE
SNAP—IN INSERT.

/"~ DETALL
)

¥

IMPACT RESISTANT
ONE-PIECE INJECTION
MOLDED GE LEXAN
SLX2432T FRONT
FRAME & GLAZING.

\\

/
v’

POLYSTYRENE RETAINER FASTENED TO FRAME WITH
(10) #8 x 3/4” PAN HEAD MACHINE SCREWS.

D

MULTIPURPOSE HIGH BOND TAPE
- (BETWEEN FRAME AND FACADE).

....... )(—DECORATNE FRONT FACADE.
-~ e

\/&mUCTURAL SILICONE SEALANT

(BETWEEN STEEL SKIN AND FRAME).

VERTICAL JAMB ATTACHMENT (C—90 BLOCK OR 2,000 PSI MIN. CONCRETE COLUMN):
3/8"x4" SLEEVE ANCHOR BOLTS ON 18" CENTERS (C—80 BLOCK) OR 23" CENTERS

PSI MIN. CONCRETE). WASHERS INCLUDED WITH SLEEVE ANCHORS, 1" 0.D. MIN.
REQUIRED WITH TAPCONS. ANCHORS MAY BE COUNTERSUNK (BUT NOT REQUIRED)

NOTE: THE DESIGN OF THE SUPPORTING STRUCTURAL ELEMENTS SHALL BE THE

18 GA. MIN. GALV. STEEL CENTER HINGE
FASTENED TO INSIDE SKIN W/(4)

EACH #14x5/8" SHEET METAL SCREWS.
14 GA. GALV. STEEL ROLLER HINGE FASTENED TO

END STILES W/(4) #14x5/8" SHEET METAL SCREWS

(2,000 PSI MIN. CONCRETE) OR 1/4"x4” TAPCON SCREWS ON 14-3/4" CENTERS (2,000

TO PROVIDE A FLUSH MOUNTING SURFACE. HORIZONTAL JAMBS DO NOT TRANSFER LOAD.

RESPONSIBILITY OF THE PROFESSIONAL OF RECORD FOR THE BUILDING OR STRUCTURE

SHEET 2 OF 2

REV

DATE

DESCRIPTION

21

SEE REVISION HISTORY ON SHEET ONE.

DOOR HEIGHT

||

NOTE: TRACK CONFIGURATION
ABOVE THE DOOR OPENING

DOES NOT AFFECT THE WIND
LOAD RATING OF THIS DOOR.

HORIZONTAL TRACK SUPPORT BY

8’ TALL DOORS AND UNDER

DOOR INSTALLER (TO SUIT)W

(X W =3

NOTE: DOUBLE TRACK
LOW HEADROOM IS
AVAILABLE AS AN OPTION

2" GALV. STEEL TRACK,
TRACK THICKNESS: .060”

|_—TYP. 2—1/2"x12 GA. GALV. STEEL TRACK BRACKET.
(4) TRACK BRACKET PER SIDE. DISTANCE BETWEEN
. TRACK BRACKETS NOT TO EXCEED 30" 0.C.

l—— OPENING HEIGHT

13 GA. GALV. STEEL FLAG BRACKET.
EACH FASTENED TO WOOD JAMB WITH
(3) 5/16"x1—1/2" WOOD LAG SCREW..

TRACK CONFIGURATION

LHR TOP BRACKET
DOUBLE HORIZONTAL
TRACK

DOUBLE TRACK
LOW HEADROOM OPTION

AND IN ACCORDANCE WITH CURRENT BUILDING CODES FOR THE LOADS LISTED ON THE

DRAWING.

DOORS OVER 8’ TALL DOOR INSTALLER (TO SUIT)

IMPACT—RESISTANT CONSTRUCTION:

SOLID DOORS (NO GLAZING) OR DOORS WITH OPTIONAL IMPACT—RESISTANT GLAZING ARE
IMPACT—RESISTANT. OPTIONAL INJECTION—MOLDED POLYCARBONATE FRONT FRAME AND
GLAZING IS GE LEXAN SLX2432T, AN APPROVED CC2 PLASTIC IN ACCORDANCE WITH
IBC/FBC 2606.
THE ENITRE DOOR ASSEMBLY INSTALLED IN COMPLIANCE WITH THIS SECTION MEETS THE
WIND LOAD REQUIREMENTS OF THE FLORIDA BUILDING CODE AND INTERNATIONAL BUILDING
CODE AND MEETS THE IMPACT—RESISTANT REQUIREMENTS (REF. CHAPTER 16 FBC/IBC).

HORIZONTAL TRACK SUPPORT BY‘#

a

OPENING HEIGHT DOOR HEIGHT
<

IF

/_

)

-
-

13 GA. GALV. STEEL FLAG BRACKET.

EACH FASTENED TO WOOD JAMB WITH
(3) 5/16°x1—5/8" LAG SCREWS. z
NOTE: DOUBLE TRACK LOW d
HEADROOM AVAILABLE.

TRACK CONFIGURATION 3" TRACK AVAILABLE

A 2" GALV. STEEL TRACK,
E'/_ TRACK THICKNESS: .060” MIN.

TYP. 2—1/2"x12 GA. GALV. STEEL TRACK BRACKET.
TRACK BRACKETS PER SIDE
TRACK BRACKETS PER SIDE
DISTANCE BETWEEN FLAG AND TOP TRACK BRACKET
NOT TO EXCEED 30" O.C.

AS NEEDED. Y

ala|ss|o|e

-

...
R
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UP TO 10’ HIGH).
UP TO 12’ HIGH

DESIGN LOADS: +25.0, —25.0 PSF
TEST LOADS: +37.5, —37.5 PSF
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