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REV DATE DESCRIPTION

11| 12/09/08 | ADDED B80KSI REQUIREMENT TO U—BAR; INCR. MAX HT.

12 1/25/11 UPDATED MODEL NUMBERS.

13 2/09/12 |UPDATED WINDCODE CHART

14 12/2012 |[UPDATED FOR IMPACT RESISTANCE.

15| 03/30/17 |REVISED FOR 16’0 HIGH DOORS.

16| 11/16/20 |[UPDATED TITLE BLOCK AND REMOVED WIND CHART.

17 10/6/23 CHANGED U-BAR REQUIREMENTS AND ADDED FASTENERS.
181 12/27/23 |CHANGED U—BAR REQUIREMENTS.

1 POUND DENSITY
EXPANDED POLYSTYRENE
FOAM INSULATION LAMINATED
TO BOTH EXTERIOR AND

INTERIOR SKINS.

27 GA. STEEL MIN. EXTERIOR
SKIN_WITH G—40 GALVANIZING, _ ]

BAKED—ON PRIMER AND A

BAKED—ON POLYESTER PAINTED

TOP COAT.

VERTICAL JAMB ATTACHMENT (WOOD FRAME BUILDINGS):

1/2"x3” LAG SCREWS ON 24" CENTERS. LAG
SCREWS MUST USE 1” O.D. WASHER. LAG SCREWS MAY

BE (BUT NOT REQUIRED) COUNTERSUNK TO PROVIDE
A FLUSH MOUNTING SURFACE. HORIZONTAL JAMBS DO NOT

TRANSFER LOAD.

HORIZONTAL TRACK SUPPORT BY
DOOR INSTALLER (TO SUIT)

(SHORT PANEL SHOWN)

IMPACT—RESISTANT CONSTRUCTION:

SOLID DOORS (NO GLAZ
WIND LOAD REQUIREMEN

CODE AND MEET THE LARGE— AND SMALL— MISSILE IMPACT—RESISTANT REQUIREMENTS
(REF. CHAPTER 16 FBC/IBC).

DOOR HEIGHT

ING) INSTALLED IN COMPLIANCE WITH THIS DRAWING MEET THE
TS OF THE FLORIDA BUILDING CODE AND INTERNATIONAL BUILDING

18 GA. INTERMEDIATE HINGE

STOP MOULDING BY DOOR
INSTALLER (TO SUIT)

20 GA. MIN. GALV. STEEL END STILE

18 GA. MIN.

FASTENED TO BACK OF DOOR W/(4)
EACH #14x5/8" SHEET METAL SCREWS.

14 GA. GALV. STEEL ROLLER HINGE

LHR TOP BRACKET
DOUBLE HORIZONTAL
TRACK

OPENING HEIGHT
L=

DOUBLE TRACK
LOW HEADROOM OPTION

TRACK CONFIGURATION

NOTE: DOUBLE TRACK
LOW HEADROOM IS
AVAILABLE AS AN OPTION o

2" GALV. STEEL TRACK, 1
TRACK THICKNESS: .060"

~— TYP. 2—-1/2"x12 GA. GALV. STEEL TRACK
(4) TRACK BRACKET PER SIDE UP TO 8.
BETWEEN BRACKETS NOT TO EXCEED 30" O.C.

13 GA. GALV. STEEL FLAG BRACKET.
EACH FASTENED TO WOOD JAMB WITH
(3) 5/16™x1-5/8" WOOD LAG SCREW.

BRACKET.
DISTANCE

NOTE: FOR DOORS OVER 8'-0"

I HIGH, TRACK CONFIGURATION SHALL
NOT EXCEED MAXIMUM SPACING
PROVIDED. CONSULT FACTORY FOR
MORE DETAIL IF RQD.

NOTE: THE DESIGN OF THE SUPPORTING STRUCTURAL ELEMENTS

SHALL BE THE RESPONSIBILITY OF THE PROFESSIONAL OF

GALV. STEEL CENTER HINGE

3

TONGUE AND GROOVE JOINTS. /%

A\

-

AT

1-3/8" THICK

13 GA. GALV. STEEL BOTTOM BRACKET.
ATTACHED WITH (2) #14x5/8" SHEET METAL SCREWS.

VERTICAL JAMB ATTACHMENT (C—90 BLOCK OR

2.000 PS| MIN. CONCRETE COLUMN):
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