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‘SUBJECT: FiberTite Roof Systems ‘

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules
and regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC 17065
via NEMO | cert. NEMO Evaluations has evaluated the product described herein for compliance with the Code
sections noted herein.

CODES: 2024 International Building Code TDI Third-Party Evaluation Report acceptance
2026 Florida Building Code, 9t Edition
2023 Florida Building Code, 8t Edition

JURISDICTION: Non-HVHZ and HVHZ

CATEGORY: FBC: Roofing Nemo: Single Ply
SuB-CATEGORY: FBC: Single Ply Roof Systems
CSI DIVISION: 070000 Thermal and Moisture Protection

075400 Thermoplastic Membrane Roofing
075416 Ketone Ethylene Ester Roofing

METHOD: Method 1, Option C — Codified Material, Evaluation by Evaluation Entity
COMPLIANCE FiberTite Roof Systems, as produced by Seaman Corporation, have demonstrated compliance with 2020 ICC
STATEMENT: 500 and 2023 ANSI/ICC 500 ICC/NSSA Standard for the Design and Construction of Storm Shelters

requirements for use on hurricane shelters and the Code sections noted herein through testing in accordance
with the referenced Standards, rational analysis and an ongoing quality assurance program. Compliance is
subject to the Installation Requirements and Limitations of Use set forth herein.

QUALITY Evidence of current quality assurance shall be listing and/or labeling in accordance with the requirements of
ASSURANCE: NEMO] cert.

CONTINUED This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or
COMPLIANCE: the evaluated Code provisions change. NEMO Evaluations requires, at minimum, a complete review of this NER

with each 3-year Code Cycle.

BUILDING PERMIT As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.
REQUIREMENTS:
ADVERTISEMENT: “NEMO Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall be
displayed in its entirety.
CERTIFICATION OF v NEMO CERT, LLC has not, nor does it intend to acquire or will it acquire, a financial interest in any company
INDEPENDENCE: manufacturing or distributing products it evaluates.
v" NEMO CERT, LLC is not owned, operated or controlled by any company manufacturing or distributing
products it evaluates.
v' Thisis a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project
on which this NER, or previous versions thereof, is/was used for permitting or design guidance.
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Code
2024 International Building Code

2026 Florida Building Code, 9t Edition

2023 Florida Building Code, 8t Edition
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. CODES, PROPERTIES AND STANDARDS:

Section
202,423.1
1504.4.1
1504.7
1505.1
1507.11.2
1507.12.2

202, 423.1,453.25.4
1504.3.1

1504.7

1505.1, 1516.1
1507.11.2, TAS 110
1507.11.2, TAS 110
1507.12.2, TAS 110
TAS 110

TAS 110

TAS 110

TAS 110

202, 423.1,453.25.4
1504.3.1

1504.6

1504.6

1504.7

1505.1, 1516.1
1507.11.2, TAS 110
1507.11.2, TAS 110
1507.12.2, TAS 110
TAS 110

TAS 110

TAS 110

TAS 110

FL4930-R29

Property
Impact resistance

Wind resistance

Impact resistance
Fire classification
Material standard
Material standard

Impact resistance

Wind resistance

Impact resistance

Fire classification
Material standard
Material standard
Material standard
Resistance to Foot Traffic
Wind resistance
Susceptibility Hail Damage
Susceptibility to Leakage

Impact resistance

Wind resistance

Physical properties
Physical properties
Impact resistance

Fire classification
Material standard
Material standard
Material standard
Resistance to Foot Traffic
Wind resistance
Susceptibility Hail Damage
Susceptibility to Leakage

LINK TO TOP OF ATTACHMENT REQUIREMENTS

ISO/IEC 17065

Standard
ICC 500
FM 4474 or UL 1897
FM 4470
UL 790
ASTM D6163, D6164
ASTM D6754

ICC 500

FM 4474 or UL1897
FM 4470

UL 790

ASTM D6163

ASTM D6164

ASTM D6754

TAS 114, Section 8.9
TAS 114, Appendix C, D orJ
TAS 114, Appendix F
TAS 114, Appendix G

ICC 500

FM 4474 or UL1897
ASTM G154

ASTM G155

FM 4470

UL 790

ASTM D6163

ASTM D6164

ASTM D6754

TAS 114, Section 8.9
TAS 114, Appendix C, D orJ
TAS 114, Appendix F
TAS 114, Appendix G
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2. PRODUCTS:

TABLE 1A: EVALUATED FIBERTITE COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
o Probuct MATERIAL STANDARD
NAME THICKNESS REFERENCE TypEe
FiberTite 36-mil ASTM D6754 N/A
S FiberTite-SM 45, 60-mil ASTM D6754 N/A
FiberTite-XT 50, 60-mil ASTM D6754 N/A
FiberTite-Xtreme 60-mil ASTM D6754 N/A
FiberTite-FB 36-mil ASTM D6754 N/A
e G i FiberTite-SM FB 45, 60-mil ASTM D6754 N/A
FiberTite-XT FB 50, 60-mil ASTM D6754 N/A
FiberTite-Xtreme FB 60-mil ASTM D6754 N/A
VAPOR BARRIER OR BASE PLY  |FiberTite VBX N/A N/A
TABLE 1B: EVALUATED FIBERTITE COMPONENTS
(Contact contact@nemocert.com for production location(s) of non-Certified products)
Type PRODUCT MATERIAL STANDARD
REFERENCE TypE
FTR SBS Poly 3.0 ASTM D6164 |
VAPOR BARRIER OR BASE PLY  |FTR SBS Poly 3.7 ASTM D6164 |
FTR SBS Poly 4.0 ASTM D6164 |
TABLE 2: ACCESSORY COMPONENTS (4.1.6)
(Refer to NOA if listed version was superseded to ensure use of latest version)
Type FiBERTITE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
FiberTite #12 Dekfast DF-#12-PH3 FL20311 22-0913.02
FiberTite #14 Dekfast DF-#14-PH3 FL20311 22-0913.02
FiberTite Magnum Fastener Dekfast DF-#15-PH3 FL20311 22-0913.02
FiberTite Magnum-Plus Plate Dekfast PLT-02-3/4-12B FL20311 22-0913.02
FTR Magnum?2S Dekfast PLT-R-2-3/8-6B FL20311 22-0913.02
FiberTite 3-in Steel Plate Dekfast PLT-R-3 FL20311 22-0913.02
FTR-IW isoweld isoweld F1-P-6.8-PVC FL20311 22-0913.02
FiberTite Magnum Stress Plate Dekfast PLT-O-2-1/2-8B N/A N/A
N/A Dekfast PTL-R-2-4B FL20311 22-0913.02
ZOF?LF;?:S FASTENERS. |\ /A Dekfast PLT-H-2-7/8 FL20311 | 22-0913.02
N/A Dekfast DF-#12-PC-SQ3 FL20311 N/A
N/A SFS FI-P-16.0-PVC N/A N/A
N/A SFS FI-R-202 N/A N/A
FTR Magnum O Fastener OMG XHD FL699 24-0627.03
FTR Retro-Driller OMG RhinoBond (Retro) Driller FL699 24-0627.03
N/A OMG #12 Standard FL699 24-0627.03
N/A OMG Heavy Duty FL699 24-0627.03
N/A OMG CD-10 FL699 24-0627.03
N/A OMG Polymer GypTec Fastener FL699 24-0627.03
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 2: ACCESSORY COMPONENTS (4.1.6)
(Refer to NOA if listed version was superseded to ensure use of latest version)

Type FiBERTITE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
N/A OMG 3” Galvalume Steel Plate FL699 24-0627.03
N/A OMG AccuTrac Flat Bottom Plate FL699 24-0627.03
N/A OMG Polymer GypTec Plate 2” with barbs FL699 24-0627.03
N/A OMG RhinoBond Insulation Plate (PVC) FL699 24-0627.03
N/A OMG RhinoBond TreadSafe Plate (PVC) FL699 24-0627.03

N/A OMG RhinoBond TreadSafe Insert? N/A N/A

N/A OMG 2.25" VSH Plate N/A N/A

N/A Trufast %4” Concrete Spike FL4500 N/A
N/A Trufast Twin Loc-Nail Assembled Fastener FL4500 25-0129.08
N/A Trufast FM-90 Base Sheet Fastener FL4500 25-0129.08
;?J?SSFASTENERS N/A Trufast TL Fastener FLAS00 | 25-0129.08
N/A Trufast Versa-Fast Fasteners FL4500 25-0129.08
N/A Trufast #12 DP Fastener FL4500 25-0129.08
FTR PurlinT Fastener Trufast #12 Purlin Fastener FL4500 25-0129.08
FTR #14T Trufast #14 HD Fastener FL4500 25-0129.08
FTR MagnumT Fastener Trufast #15 EHD Fastener FL4500 25-0129.08

FiberTite FTR Magnum-R275 Trufast 2-3/4” Barbed Metal Seam Plate (EHD) FL4500 N/A
FTRIPM T Trufast 3” Metal Insulation Plate FL4500 25-0129.08
N/A Trufast 2.4” Barbed Metal Seam Plate (14 Barb) FLA500 25-0129.08
N/A Trufast Versa-Fast Metal Plate FL4500 25-0129.08
N/A Trufast 2” TL Seam Plate N/A 25-0129.08
FTR-Value A ACFoam-II FL17989 24-1120.02
FTR-Value-III-A ACFoam-IlI FL17989 24-1120.02
FTR-Value H H-Shield FL5968 24-1021.04
FTR-Value H Glass Facer H-Shield CG FL5968 24-1021.04
FTR-Value ENRGY 3 FL4205 24-0610.04
N/A Insulfoam IX FL29563 24-1015.10

N/A Insulfoam VIIl Roofing EPS N/A N/A
N/A DensDeck FL1250 22-1223.04
INSULATIONS N/A DensDeck Prime / DensDeck StormX Prime FL1250 22-1223.04
N/A DEXcell FA Glass Mat Roof Board FL17840 25-0722.11
N/A DEXcell Cement Roof Board FL17840 25-0722.11
N/A SECUROCK Gypsum-Fiber Roof Board FLA264 25-1017.02
N/A SECUROCK Cement Roof Board FL4264 25-1017.02
N/A Celcore Cellular Concrete FL2037 24-0906.02
N/A Concrecel Lightweight Insulating Concrete FL5584 21-1229.06
N/A Elastizell Lightweight Insulating Concrete N/A 23-0817.05
N/A Mearlcrete FL13492 24-0514.06
FTR-190e N/A N/A 25-0722.06
ADHESIVES FTR-290 N/A N/A 25-0722.06
FTR-390 N/A N/A 25-0722.06

1 When using OMG RhinoBond TreadSafe Insert or SFS FI-R-20 insert tube, the insulation shall be of sufficient thickness to accommodate the length of the insert/sleeve

without damage thereto during installation.
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TABLE 2: ACCESSORY COMPONENTS (4.1.6)
(Refer to NOA if listed version was superseded to ensure use of latest version)
Type FiBERTITE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
FTR-490 N/A N/A 25-0722.06
FTR SBS Adhesive N/A N/A 25-0722.06
Alpha-Tite Bonding Adhesive N/A N/A N/A
AOHESIVES FTR 601 Millennium One Step Foamable Adhesive FL1800 25-0908.08
FTR-601 PG Millennium PG-1 Pump Grade Adhesive FL1800 25-0908.08
FTR-601 ECO Millennium PG-1 EF ECO FL1800 25-0908.08
N/A OlyBond 500 FL1608 24-0422.18
N/A Polyset Commercial Roof Adhesive FL1365 23-0718.11
FTR SA Primer ELASTOCOL Stick Zero FL9779 23-1130.04
PRIMERS N/A ELASTOCOL Stick FL9779 23-1130.04
N/A TruGround Conductive Primer N/A N/A
VaporTite SOPRAVAP'R N/A 24-0610.08
= — FTR SBS Poly SA SOPRALENE Stick FL3915 24-1003.03
N/A BlockShield SA Plus FL46829 N/A
N/A SlopeShield Plus SA FL46829 N/A

3. INSTALLATION:

3.1 FiberTite Roof Systems shall be installed in accordance with Seaman Corporation published installation instructions, subject
to the Limitations of Use noted herein.

3.1.1 Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows, used in any combination. Fasteners shall
be of sufficient length for the following engagements.

TABLE 3: FASTENER REFERENCES

RooF Deck |FASTENER OPTIONS FASTENER ENGAGEMENT
FiberTite #12 OMG #12 Standard SFS Dekfast DF-#12-PH3  Trufast #12 DP
FiberTite #14 OMG Heavy Duty SFS Dekfast DF-#14-PH3  Trufast #14 HD
Woob, FiberTite Magnum Fastener OMG XHD SFS Dekfast DF-#15-PH3  Trufast #15 EHD |Min. 0.75-inch penetration
ENGINEERED [FTR Magnum O Fastener (engineered sheathing) or
SHEATHING  |FTR MagnumT Fastener min. 1-inch embedment (plank)

OR PLANK PLATE OPTIONS

FiberTite 3-in Steel Plate, OMG 3” Galvalume Plate, SFS Dekfast PLT-R-3 or

Trufast 3” Metal Insulation Plate

FASTENER OPTIONS

FiberTite #12 OMG #12 Standard SFS Dekfast DF-#12-PH3  Trufast #12 DP
FiberTite #14 OMG Heavy Duty SFS Dekfast DF-#14-PH3  Trufast #14 HD
FiberTite Magnum Fastener OMG XHD SFS Dekfast DF-#15-PH3  Trufast #15 EHD [Min. 0.75-inch penetration
STEEL FTR Magnum O Fastener

FTR MagnumT Fastener

PLATE OPTIONS

FiberTite 3-in Steel Plate, OMG 3” Galvalume Plate, SFS Dekfast PLT-R-3 or
Trufast 3” Metal Insulation Plate

FASTENER OPTIONS

FiberTite #14  OMG Heavy Duty SFS Dekfast DF-#14-PH3  Trufast #14 HD Non-HVHZ:
STRUCTURAL OMG CD-10D SFS Dekfast DF-#15-PH3  Trufast %4” Concrete Spike Min. 1-inch embedment
CONCRETE  |PLATE OPTIONS HVHZ:

FiberTite 3-in Steel Plate, OMG 3” Galvalume Plate, SFS Dekfast PLT-R-3 or Min. 1.25-inch embedment

Trufast 3” Metal Insulation Plate

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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3.1.2

Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of Approved board(s) that meet IBC, FBC 1505 or

FBC HVHZ 1516 and, for foam plastic, IBC or FBC Chapter 26, when installed with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and using

System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an Approved insulation board or coverboard may be
used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation. The separator
component shall be documented as meeting IBC, FBC 1505 or FBC HVHZ 1516 and, for foam plastic, IBC, FBC Chapter 26, when
installed with the roof cover in Recover applications.

(c) Minimum 200 psi, minimum 2-inch thick Approved lightweight insulating concrete may be substituted for, or installed below,

rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners are installed through the lightweight
insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength
to the steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable
Code requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does
not purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the
potential effect on overlying components.

(d) Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction

of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product
Approval or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is
not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC
over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were
established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement
(ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592).
Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and
Authority Having Jurisdiction.

(e) Unless otherwise noted, rigid board insulation or coverboard attachment patterns for Type B-1, B-2 and C-1 systems are as

outlined below.

TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS

1 per 4.0 ft2 (4 per board) 1 per 2.7 ft2 (6 per board) 1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board)
=12-in.-—24-in.— 6-in. - T 18-in. - 6-in. 6-in.-—---18-in. - 6-in.‘ 6-in.+—-~-18-in. - 6-in.
12;in | o ‘ o ® v ‘ |
12}“1‘ 18-in.
24-in. ) >
L 1 ® ‘ r
24-in. 121in.
1 6-in. ‘ 6-in. 18;in.
12-in. ! ]‘ © O 6in
| 6-in. -12-in.- 6-in. i
1 per 1.6 ft2 (10 per board) 1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (15 per board)
6-in.+ + 18-in. »‘ 6-in. 6-in. 187inj 6-in.- 6-in. - -~ 18-in. - 6-in.
12-in. : — 5 © 1 ~, :
! ) 121"- ’ 12-in ‘ 9—'il’l.
2 C i ] ‘ ‘ 1 ' ‘ ' 9.in.
24-in. 12-ir 12in > |
| { 9-in.
I 12-in 5 - i
| 121|r ‘ i 9-in
- ) 6-in. ) (o P
12‘|n 6-in ) 1 - ) - 6-in.
[ ~18-in. -~ - 6-in. i

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 4B: INSULATION ATTACHMENT PATTERNS — 4x8 FT BOARDS
1 per 8 ft2 (4 per board) 1 per 5.3 ft2 (6 per board) 1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board)
12-in.q - 24-in. - 6-in. -~ 712-in.- AL
12-in. 12-in 12-in
24-in. 1 I
24-in ‘ 245in
36-in. ] |
\ . 24-in
48-in. ' 24-in
b ® 24-in.
24-in
i ' | **E
24:in. [ i 12-in.
12-in. 12-in. | |
' ! ~—24-in.
1 per 2.7 ft2 (12 per board) 1 per 2.3 ft2 (14 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft2 (18 per board)
-—=6-in. -—rG-in‘ 6-in. = -~ 18-in. - = 6-in.
Y ' ; ' 8
12-in. 121in. i, o &in 124n. | @ 6-in. p 6-in.
| 5 ,
‘ 18-in | 18-in 18-in.
24-in. 24-in. O C o 24-in i
24%n | 18-in 18-in.
24-in. 24-in. )] S 24-in. 12-in 12’~in.
> 1 24iin ‘ 18-in 18-in.
24-in. 24-in. O C o 24-in !
18-in | 18-in 18\~in.
121—in. 121|n. O) W S 6in 12:|n 6-in ‘ 6-in.
[} T i .
~—24-in— k24»in‘a‘ -12-in.~ 24-in. - - 24-in.
1 per 1.6 ft2 (20 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
6-in. - -~ 18-in. - 6-in.— 6-in.f~——12-in.|-
I ' ' T T L
| i i 6-in.
12-in. o oin- -
— 12-in 12-in. 12-in.
] ' i
24-in. 12-in 12-in. 12-in.
| 12-in 12-in. 12-in.
24-in. 12-in 12-in 12-in.
e —— :
! 12-in 12-in 12-in.
24-in. 12-in. 12-in 12-in.
! | : 12-in. 12-in 12-in.
12:|n. 6-in G—En [ [ | E-Iin.
112in. - - 24-in. - 112-in.-—g-in.

(f) Preliminary insulation attachment:
» IBC, FBC Non-HVHZ: Unless otherwise noted, use FBC Approved (Local or Statewide) roofing fasteners and plates and
refer to Section 2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.

» FBC HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates minimum four fasteners per

4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.
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(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple
layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-
layer. The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-
half the specified ribbons spacing.

> When applied to profiled steel roof deck, ribbons shall be applied to the top-flange so as to establish positive-contact
with the overlying insulation board.
» Concrete deck shall be primed with ASTM D41 primer prior to asphalt-application

TABLE 5: INSULATION ADHESIVE REFERENCES

By ADHESIVE REFERENCE RATE
FTR 601 FTR 601 Continuous ribbons, max. 12-inch o.c.
Seaman Corporation FTR-601 PG FTR-601 PG Continuous ribbons, max. 12-inch o.c.
FTR-601 ECO FTR-601 ECO Continuous 1 to 1.5-inch ribbons, 12-inch o.c.
OoMG OlyBond 500 0OB500 Continuous ribbons, max. 12-inch o.c.
ICP Construction Polyset Commercial Roof Adhesive Polyset CRA Continuous ribbons, max. 12-inch o.c.
Generic ASTM D312, Type IV asphalt hot asphalt Full-coverage at 25-30 |bs/square

(b) Unless otherwise noted, all adhered insulations are flat-stock or taper board of the minimum thickness noted. Tapered
polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-
in for the equivalent thicker material listed in the selected assembly.

TABLE 6: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS

ADHESIVE INSULATION MIN. TAPERED THICKNESS (IN) MDP (psf)
FTR 601, FTR-601 PG or FTR-601 ECO Any listed polyisocyanurate herein 0.5 -360.0
0OB500 FTR-Value or FTR-Value H 0.5 -315.0
OB500 FTR-Value A 0.5 -487.5
Polyset CRA Any listed polyisocyanurate herein 1.0 -117.5

(c) Adhered Insulation, Board Size:
> IBC, FBC Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Roof Covers

(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
APPLICATION
REFERENCE LAYER MATERIAL
ADHESIVE MEeTHOD
BB1-190E Roof Cover: |FiberTite, or FiberTite XT Contact
FTR-190e s 1.0 gallon/square per surface
BB2-190E Roof Cover: |FiberTite-SM or FiberTite XTreme application
BB3-ATBA Roof Cover: |FiberTite, or FiberTite XT Alpha-Tite Bonding |Contact 0.83t0 1.0 gallo.n/square per
. L surface, depending on substrate
BB4-ATBA Roof Cover: |FiberTite-SM or FiberTite XTreme Adhesive application porosity
FB1-290 Roof Cover: |FiberTite-FB, -SM FB, -XT FB or -XTreme FB FTR-290 Wet lay 1.0 gallon/square
Roof Cover or 1.67 to 2.5 gallon/square,
FB2-390 FiberTite-FB, -SM FB, -XT FB or -XTreme FB FTR-390 Wet lay depending on substrate
Cap Ply: .

porosity

0.85 to 1.0 gallon/square,
FB3-490 Roof Cover: |FiberTite-FB, -SM FB, -XT FB or -XTreme FB FTR-490 Wet lay depending on substrate

porosity
FB4-HA Roof %ZV:;K; FiberTite-FB, -SM FB, -XT FB or -XTreme FB hot asphalt Wet lay 25-30 lbs/square

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
APPLICATION
REFERENCE LAYER MATERIAL
ADHESIVE MEeTHOD RATE
ICP Adhesives
Roof Cover or | _. . “ . f
FB5-CR20 Cap Ply: FiberTite-FB, -SM FB, -XT FB or -XTreme FB Polyset Commercial |Wet lay Spatter-applied, full coverage
prlY: Roof Adhesive”
FB6-601PG Roof Ccc;"::,lc\’/r FiberTite-FB, -SM FB, -XT FB or -XTreme FB FTR-601 PG Wet lay Spatter-applied, 4.0 Ibs/square
Roof Cover or | _. . SOPREMA “COLPLY
FB7-CEFA Cap Ply: FiberTite-FB, -SM FB, -XT FB or -XTreme FB £E Adhesive” Wet lay 2.0 gallon/square
res-601eco | o°f Ccc;"::,lc\’/r FiberTite-FB, -SM FB, -XT FB or -XTreme FB FTR-601 ECO Wet lay Spatter-applied, 4.0 Ibs/square
Vapor Barrier, |FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly Wet lay
BP1-HA Base Ply or Ply: |4.0 Hot asphalt (substrate) 25-30 lbs/square
Vapor Barrier, |FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Pol Wet la 1.5-2.0 gallon/square,
BP2-FTRSBSA P ! v 25 V3. Y [FTR sBS Adhesive v depending on substrate
Base Ply or Ply: |4.0 (substrate) .
porosity
) “ 1.5-2.0 gallon/square,
Vapor Barrier, |FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly |[SOPREMA “COLPLY |Wet lay :
BP3-CEFA s depending on substrate
Base Ply or Ply: |4.0 EF Adhesive (substrate) .
porosity
Vi Barri FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Pol
BP4-TA apor Barrier, oly >0, oly 3.70r ol torch-applied torch-applied |full-bond
Base Ply or Ply: 4.0
Notes:|Cellular lightweight insulating concrete may be optionally primed with DETEC “TruGround Conductive Primer” prior to application of
subsequent FB6-601PG membranes.
The following substrates may be optionally primed with DETEC “TruGround Conductive Primer” prior to application of subsequent BB1-
190E, BB2-190E, BB3-ATBA or BB4-ATBA membranes.
v' DEXcell FA Glass Mat Roof Board, SECUROCK Gypsum-Fiber Roof Board or DensDeck Prime,
v" SECUROCK Cement Roof Board,
v' Polyisocyanurate (cellulose-face and coated-glass faced) boards.

(b) For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length
perpendicular to the steel deck flutes. Seaman Corporation offers two (2) ‘styles’ of attachment; “Open” and “Closed”, as
detailed below.

TABLE 8: FIBERTITE MEMBRANE ATTACHMENT ‘STYLES’

“OPEN” ATTACHMENT “CLOSED” ATTACHMENT

“Open” attachment involves
a 5-inch lap with a 1%-inch
factory-weld or field-weld.
The stress plates and
fasteners are installed with
the centerline located 1%-
inch from the underlying
membrane edge.
Attachment is expressed as
follows: Open: <maximum
fastener spacing> x
<maximum lap spacing>.

1-1/2"
(4 cm)

“Closed” attachment
involves either a 6-inch lap
with a 1%-inch factory-weld
with the stress plates and
fasteners located along the

centerline of the lap,
followed by a 1%-inch field-
weld, or stress plate and
fastener placement through
the field of the membrane

and covered with a 6-inch
wide strip of FiberTite
membrane with 1%-inch field
welds on both sides.
Attachment is expressed as
follows: Closed: <max
fastener spacing> x <max
row spacing>.

—f 1-1/2" =
(4 cm)

FIELD WELD

P——

with one

FIELD WELD

" with

ver strip

condition may preclude proper induction welding of the membrane to the plates.

BACKTO TOP
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(c) For System Type C-2 (induction weld), care shall be taken to ensure that the plates do not line-up with membrane seams. This
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3.1.5 Vapor Barriers:
(a) For System Types B-1, B-2, C-1, C-2, D-1 or Type D-2, an optional thermal barrier and/or self-adhering vapor barrier membrane,
such as VaporTite or FTR SBS Poly SA, may be installed atop the roof deck prior to installation of the insulation and roof cover.
Refer to FM Loss Prevention Data Sheet 1-29 for design and installation recommendations and limitations.

(b) FiberTite VBX, mechanically attached using FiberTite #14 fasteners or FiberTite Magnum fasteners (steel only) with FiberTite
Magnum-Plus Seam Plates spaced 24-in. o.c. within the 8-in. wide side laps; laps sealed with 1.5-in. heat weld, may be
optionally installed over wood, steel or structural concrete deck or over lightweight concrete over steel or structural concrete
deck (attached through the LWC to engage the structural deck) in the following system types, to a MDP of -82.5 psf.

v' System Types B-1 and C-1.
v' System Type C-2 with any grid pattern, or with row spacing not to exceed 60-inch o.c.
v' System Type D-1 with row spacing not to exceed 60-inch o.c.

(c) Refer to Section 4.3 herein for options where the vapor barrier forms part of the load path.

3.1.6 Hurricane Storm Shelters:

(a) Refer to Table 10 for systems having met ICC 500 impact resistance requirements for use on Hurricane Storm Shelters

(b) Unless otherwise noted, sub-assembly components may be adhered or mechanically attached

4. LIMITATIONS OF USE:

4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERS to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC
requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(c) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes
‘structural lightweight concrete’.

(d) FBC HVHZ Specific: The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard
TAS 114(J). In no case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP

applies.
TABLE 9 As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
As TESTED SUB-ASSEMBLY
TyYPE
SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psf)
15/32-inch APA rated Span: 24
CDX plywood Blocking: 48 #8 wood screws 6 1125
Span: 24

19/32-inch APA rated Blocking: 48 #8 wood screws 6 -75.0
CDX plywood 24 8d ring shank nails 6 -90.0
20ga., Type B, Grade 33 60 #12 HWH Teks 5 6 -90.0
steel

48 #12 HWH Teks 5 6 -82.5

60 5/8” puddle welds 6 -112.5
22 ga., Type B, Grade 33 72 12-24 x 1% HWH Impax 45 screws 6 -67.5
steel 72 SFS SD5-#12-HW5/16 with %-inch steel washers 6 -82.5

72 #12 HWH Tek 5 6 -105.0

72 5/8” puddle welds 6 -105.0

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 9 As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
As TESTED SUB-ASSEMBLY
TypPE
SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psf)
72 #12 HWH Tek 5 6 -90.0
jtzeila., Type B, Grade 40 72 #12 HWH Tek 5 with %-inch washers 6 -105.0
72 5/8-inch puddle welds 6 -127.5
:ti g Type B, Grade 50 72 #12 HWH Teks 5 with %-inch washers 6 -157.5
jtzeila., Ripa , EeE 5 72 5/8-inch puddle welds. 6 -45.0
:ti g Type N, Grade 60 120 Two (2) Hilti X-ENP-19 8 1275
18 ga., Type B, Grade 80 9 5/8-inch puddle welds and %-inch X 20 Daggerz Hex Weld: 12 -120.0
steel Washer Head screw with %-inch flat washer Screw: 6
60 5/8” puddle welds 6 -75.0
60 #12 HWH Teks 5 6 -97.5
60 #12 HWH Tek 5 with %-inch washers 6 -202.5
itzetgelaq Type B, Grade 80 72 12-24 x 1% HWH Impax screws 6 -45.0
72 12-24 x 1% HWH Impax 45 screws 6 -52.5
72 #12 HWH Teks 5 6 -112.5
72 #12 HWH Teks 5 with %-inch washers 6 -157.5
Note:|Steel deck stress analysis is the responsibility of others to the satisfaction of the Authority Having Jurisdiction

4.1.3 Hurricane Storm Shelters:

(a) This section of the NER covers use of the subject product on Hurricane Storm Shelters, and does not purport to evaluate for
use on Emergency Shelters.

(b) Roof assemblies shall be designed using design wind speeds set forth in ICC-500, and be tested to minimum 1.2 times design
pressure.

(c) Refer to Table 10 for systems having met ICC 500 impact resistance requirements for use on Hurricane Storm Shelters.

TABLE 10: IMPACT RESISTANT ASSEMBLIES PER ICC-500
HURRICANE STORM SHELTERS

SHELTER TYPE: Hurricane

SURFACE TYPE: Horizontal (roof)

Missile size: | 91b 2x4

Design Wind Speed: | 220 mph

Missile speed: | 0.10 x design wind speed = 22 mph

Criteria 1: | No missile penetration through deck, per ICC-500

Criteria 2: | No missile penetration through roof cover

System Insulation
ho. Deck e Coverboard Roof Cover (3.1.4)

Min. 22 ga., Type B, One or more layer(s), Min.

H-1 Grade 40 steel at 1.5-inch FTR-Value A, FTR- Min. 0.5-inch SECUROCK Gypsum-Fiber | BB1-190E, BB2-190E, BB3-ATBA, BB4-

" | min. 6 ft span or Value-lll-A, FTR-Value, FTR- Roof Board ATBA

structural concrete Value H
Min. 22 ga., T BV
Grlande 4§2t,ee\IIF;i ' Min. 460 psi, min. 2-inch thick FB1-290, FB2-390, FB3-490, FBA4-HA,

H-2. : - AU psl, min. None FB5-CR20, FB6-601PG, FB7-CEFA, FBS-
min. 6 ft span or cellular lightweight concrete 601ECO
structural concrete

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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(a) Referto IBC, FBC 1505, FBC HVHZ 1516, UL TGFU.R10117 and the fire classification certificate for the roof cover manufacturer
for requirements and limitations regarding roof assembly fire classification.

(b) Refer to IBC or FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.5

4.1.6

4.2

42.1

4.2.2

Corrosion Resistance — Saltwater Environments:

Fasteners and connectors, if applicable, in areas within 3,000 feet of a saltwater coastline shall demonstrate compliance with
FBC 1711 to the satisfaction of the Authority Having Jurisdiction.

Quality Assurance:

Products listed in Rule 61G20-3.001, F.A.C., shall be manufactured under a quality assurance program audited by an approved
quality assurance entity. For components listed herein that are produced by a manufacturer other than the report holder on
Page 1 of this NER, refer to the supporting evidence held by the component manufacturer.

Jurisdiction Specific:

IBC, FBC Non-HVHZ

This NER does not include evaluation of roof edge
termination. Refer to IBC 1504.6 or FBC 1504.5 for
requirements and limitations regarding edge securement for
low-slope roofs.

Refer to IBC 1512 or FBC 1511 for requirements and
limitations regarding recover installations.

(a) For mechanical attachment to existing roof decks, fasteners

shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

(b) For adhered re-roof (tear off) installation, the existing

substrate shall be examined for compatibility with the
adhesive. If any surface conditions exist that bring system
performance into question, field uplift testing in accordance
with ANSI/SPRI IA-1, FM Loss Prevention Data Sheet 1-52 or
TAS 124 shall be conducted on mock-ups of the proposed
interface.

(c) For adhered recover installation, the existing roof system

4.2.3

shall meet project design pressure requirements on its own
merit to the satisfaction of the Authority Having Jurisdiction,
as documented through field uplift testing in accordance with
FM Loss Prevention Data Sheet 1-52 or TAS 124.

Wind Load Resistance:

HVHZ

This NER does not include evaluation of roof edge termination.
Refer to RAS 111 for requirements and limitations regarding
edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing in
accordance with TAS 124 shall be conducted on mock-ups of
the proposed interface.

For adhered recover installation, the existing roof system shall
meet project design pressure requirements on its own merit
to the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with
TAS 124,

(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for

BACKTO TOP

wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to 1
margin of safety per FBC 1504.9 has already been applied).
Refer to IBC, FBC 1609 for determination of design wind
loads.

LINK TO TOP OF ATTACHMENT REQUIREMENTS

“MDP” = Maximum Design Pressure is the result of testing for
wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to 1
margin of safety per TAS 114 has already been applied). Refer
to FBC HVHZ 1620 or RAS 128 for determination of design
wind loads.
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IBC, FBC Non-HVHZ

(c) The MDP for the selected assembly shall meet or exceed at
least the Zone 1 PRIME design pressure determined in
accordance with IBC, FBC Chapter 16. Elevated pressure
zones shall employ an attachment density designed by a
qualified design professional to resist the elevated pressure
criteria. Commonly used methods are ANSI/SPRI WD1, FM
Loss Prevention Data Sheet 1-29, RAS 117 and RAS 137.
Assemblies marked with an asterisk* carry the limitations set
forth in Section 2.2.10.1 of FM Loss Prevention Data Sheet
1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure
for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.
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The MDP for the selected assembly shall meet or exceed at
least the Zone 1 PRIME design pressure determined in
accordance with FBC HVHZ 1620 or RAS 128. Elevated
pressure zones shall employ an attachment density designed
by a qualified design professional to resist the elevated
pressure criteria. Analysis shall be in accordance with RAS 117
or RAS 137.

For assemblies marked with an asterisk*, the maximum design
pressure (MDP) limitation shall be applicable to all roof
pressure zones. Rational analysis is not permitted.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
(a) Structural Concrete Decks:
TABLE VB-1: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
OpTION # PRIMER VAPOR BARRIER INSULATION ADHESIVE MDP
TypPE APPLICATION PER TABLE 13A & TABLE 138 (psF)
C-VB-1. ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 hot asphalt hot asphalt, 25-30 Ibs/square -210.0
C-VB-2. ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 torch-applied hot asphalt, 25-30 Ibs/square -210.0
C-VB-3. ASTM D41 Smooth-surfaced, asphalt built-up roof hot asphalt hot-asphalt, 25-30 lbs/square -375.0
C-VB-4. None FTR SBS Poly 3.0 FTR SBS Adhesive, continuous ribbons, 12-inch o.c. ZTCR 601 or FTR-601 PG, ribbons 12-inch -75.0
C-VB-5. None FTR SBS Poly 3.7 FTR SBS Adhesive, continuous ribbons, 12-inch o.c. ZTCR 601 or FTR-601 PG, ribbons 12-inch | _,4¢
C-VB-6. FTR SA Primer VaporTite or FTR SBS Poly SA self-adhering F.TR 601, FT.R_601 PG or FTR-601 ECO, -180.0
ribbons 12-inch o.c.
C-VB-7. None BlockShield SA self-adhering ZTCR 601 or FTR-601 PG, ribbons 12-inch | oc ¢
C-VB-8. ASTM D41 FTR SBS Poly 3.0 or FTR SBS Poly 3.7 torch-applied FTR-601 ECO, ribbons 12-inch o.c. -210.0
hot asphalt, FTR SBS Adhesive at 1.5-2.0 gal/square or |FTR 601 or FTR-601 PG, ribbons 12-inch
C-VB-9. ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 SOPREMIA “COPLY EF Adhesive” at 1.5.2.0 gal/square. |o.. -225.0
C-VB-10.  |ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 torch-applied ZTCR 601 or FTR-601 PG, ribbons 12-inch | ¢
ELASTOCOL Stick or " . FTR 601, FTR-601 PG or FTR-601 ECO,
C-VB-11. FTR SA Primer VaporTite or FTR SBS Poly SA self-adhering ribbons 12-inch o.c. -272.5
C-VB-12. None SlopeShield Plus SA self-adhering FTR 601 or FTR-601 PG, ribbons 6-inch o.c. | -75.0
C-VB-13. None BlockShield SA self-adhering FTR 601 or FTR-601 PG, ribbons 6-inch o.c. | -202.5
hot asphalt, FTR SBS Adhesive at 1.5-2.0 gal/square or . .

C-VB-14. ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 SOPREMA “COPLY EF Adhesive” at 1.5-2.0 gal/square. FTR 601 or FTR-601 PG, ribbons 6-inch o.c. 3723
C-VB-15. ASTM D41 FTR SBS Poly 3.0, FTR SBS Poly 3.7 or FTR SBS Poly 4.0 torch-applied FTR 601 or FTR-601 PG, ribbons 6-inch o.c. | -372.3
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ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DEck APPLICATION TYPE DESCRIPTION PAGE
11A  Wood New, Reroof (Tear-Off) A-2  Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover (not for use in FBC HVHZ jurisdictions) 16
118  Wood New, Reroof (Tear-Off) or Recover B-1  Mechanically Attached Base Insulation, Bonded Top Insulation(s), Bonded Roof Cover 17
1lc  Wood New, Reroof (Tear-Off) B-2  Mechanically Attached Thermal Barrier, Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 18
110 Wood New, Reroof (Tear-Off) or Recover C-1  Mechanically Attached Insulation, Bonded Roof Cover 19
11 Wood New, Reroof (Tear-Off) or Recover C-2  Mechanically Attached Insulation, Induction Welded Roof Cover 21
11F  Wood New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 23
11 Wood New, Reroof (Tear-Off) or Recover D-1 Insulated, Bonded Vapor Barrier, Mechanically Attached Roof Cover 24
11H Wood New, Reroof (Tear-Off) or Recover E-1  Non-Insulated, Mechanically Attached Roof Cover 24
12A  Steel New, Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Roof Cover 25
12 Steel New, Reroof (Tear-Off) A-2  Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 26
12c  Steel or Structural Concrete New, Reroof (Tear-Off) or Recover B-1  Mechanically Attached Base Insulation, Bonded Top Insulation(s), Bonded Roof Cover 27
12p  Steel or Structural Concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation(s), Bonded Multi-Ply Roof Cover 38
12 Steel New or Reroof (Tear-Off) B-2  Mechanically Attached Thermal Barrier, Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 39
12F  Steel New or Reroof (Tear-Off) B-2  Mechanically Attached Thermal Barrier, Bonded Vapor Barrier, Bonded Insulation(s), Bonded Multi-Ply Roof Cover 53
126G Steel or Structural Concrete New, Reroof (Tear-Off) or Recover C-1  Mechanically Attached Insulation, Bonded Roof Cover 57
12H  Steel or Structural Concrete New, Reroof (Tear-Off) or Recover C-1  Mechanically Attached Insulation, Bonded Multi-Ply Roof Cover 65
121 Steel New, Reroof (Tear-Off) or Recover C-2  Mechanically Attached Insulation, Induction Welded Roof Cover 66
125 Steel New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 74
13A  Structural Concrete New or Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 80
138 Structural Concrete New or Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Multi-Ply Roof Cover 91
13c  Structural Concrete New, Reroof (Tear-Off) or Recover C-2  Mechanically Attached Insulation, Induction Welded Roof Cover 95
13p  Structural Concrete New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 98
13 Structural Concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Multi-Ply Roof Cover 99
13F  Structural Concrete New or Reroof (Tear-Off) G Perimeter Attached Roof Cover, Pressure Equalizing Vent 100
14A  Existing Lightweight Concrete Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 100
148 Existing Lightweight Concrete Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Multi-Ply Roof Cover 101
14c  Lightweight Concrete New or Reroof (Tear-Off) A-2  Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 101
14p Lightweight Concrete New, Reroof (Tear-Off) or Recover B-3  Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 102
14 Lightweight Concrete New, Reroof (Tear-Off) or Recover C-1  Mechanically Attached Insulation, Bonded Multi-Ply Roof Cover 102
14F  Lightweight Concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 103
15A Cementitious Wood Fiber New or Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Roof Cover 104
158  Cementitious Wood Fiber New or Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Multi-Ply Roof Cover 107
15c  Cementitious Wood Fiber Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 108
16A  Existing Gypsum Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Roof Cover 108
168  Existing Gypsum Reroof (Tear-Off) A-1  Bonded Insulation(s), Bonded Multi-Ply Roof Cover 111
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TABLE DEeck APPLICATION TYPE DESCRIPTION PAGE
16c  Existing Gypsum Reroof (Tear-Off) D-1 Insulated, Mechanically Attached Roof Cover 112
17A  Various Recover A-1 Bonded Insulation(s), Bonded Roof Cover 112
178  Various Recover A-1  Bonded Insulation(s), Bonded Multi-Ply Roof Cover 120
17c  Steel Recover C-2  Mechanically Attached Insulation, Induction Welded Roof Cover 122
17p  Steel Recover D-1 Insulated, Mechanically Attached Roof Cover 123
17e  Various Recover F Non-Insulated, Bonded Roof Cover 124

TABLE 11A: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

System Deck Vapor Barrier e R Roof Cover MDP
No. (4.1.2) (3.1.4) T ac T ac (3.1.4) sf
L (3.1.3) L (3.1.3)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
Min. 15/32-inch APA . . . .
rated CDX 4-ply Slopeshield Plus 5A, seff- [0 O more laver(s), Min. 2-inch FIR- g gy prp goq pg or — [MIn- 0-4375-inch DEXcell Cement Roof |y 41 1 601 pG or |BB1-190E or
W-1 K K Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK . -75.0
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. |BB2-190E
. FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c
Min. 15/32-inch APA . . . .
rated CDX 4-ply BlockShield SA Plus, self- | 0N O more laver(s), Min. 2-inch FTR- \ g o1 erp 601 pg or | MiN 0-4375-inch DEXcell Cement Roof | g o1 £1p 601 pG or |BB1-190E or
W-2 K . Value A, FTR-Value-IlI-A, FTR-Value, : Board or min 0.5-inch SECUROCK . -112.5
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. |BB2-190E
. FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 15/32-inch APA . . . .
rated CDX 4-ply Slopeshield Plus 5A, seff- [0 O more laverls), Min. 2-nch FIR- g gy prp go1 pg or — [MIn- 0-4375-inch DEXcell Cement Roof rp 41 £1g.601 pG or  [883-ATBA or
W-3. X K Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK X -75.0
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. |BB4-ATBA
. FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c
Min. 15/32-inch APA . . . .
rated CDX 4-ply BlockShield SA Plus, self- |1 O MOre 1aver(s), Min. 2-nch FIR- | prg 67 prp go1 pg or | ViN- 0:4375-inch DEXcell Cement Roof | g 641 frp 601 pG or  |B83-ATBA O
W-4 K i Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK . -112.5
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. [BB4-ATBA
) FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FB1-290, FB2-390, FB3-490 OR FB4-HA:
Min. 15/32-inch APA . . . .
rated CDX 4-ply Slopeshield Plus 5A, seff- [0 O more laver(s), Min. 2-nch FIR- g 6oy prpgoq pg or — [MIn- 0-4375-inch DEXcell Cement Roof | rp 651 prp 601 pg or |FEL290, FB2-
W-5 X K Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK ; 390, FB3-490 -75.0
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c.
. FTR-Value H Gypsum-Fiber Roof Board or FB4-HA
& blocked 48-inch. o.c
Min. 15/32-inch APA . . . .
rated CDX 4-ply Blockshield SA Plus, self- |1 O MOre laver(s), Min. 2-4nch FTR~ | g 6 g 601 pg o | VM- 0:4375-inch DEXcell Cement Roof g gy prp 601 pg or |70k 290 FB2
W-6 X . Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK X 390, FB3-490 | -112.5
plywood; 24-inch span|adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c.
. FTR-Value H Gypsum-Fiber Roof Board or FB4-HA
& blocked 48-inch. o.c
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. Base Insulation Layer Top Insulation Layer
System Deck Vapor Barrier A e Roof Cover MDP
No. (4.1.2) (3.1.4) gc gac (3.1.4) sf
Type (3.1.3) Type (3.1.3)
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Min. 15/32-inch APA . . . .
rated CDX 4-ply Slopeshield Plus SA, self- | One O more laver(s), Min. 2-inch FTR- 0 o) g 609 pgor | Min- 0:4375-inch DEXcell Cement Roof | o o1 £1p.601pG or |FBS-CR20 or
W-7. K K Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK X -75.0
plywood; 24-inch span |adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. |FB6-601PG
) FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c
Min. 15/32-inch APA . . . .
rated CDX 4-ply BlockShield SA Plus, self- |On€ O more laver(s), Min. 2-inch FTR- | oo o) e1p 601 pg o [MiN- 0-4375-inch DEXcell Cement Roof | e 1 erp 601 pG or  [FBS-CR20 or
W-8 K . Value A, FTR-Value-Ill-A, FTR-Value, . Board or min 0.5-inch SECUROCK X -112.5
plywood; 24-inch span |adhering FTR-601 ECO, 6-inch o.c. R FTR-601 ECO, 6-inch o.c. |FB6-601PG
. FTR-Value H Gypsum-Fiber Roof Board
& blocked 48-inch. o.c

TABLE 118: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MDP
No. (4.1.2) Type e alaslte4n:rz) Attach Type Attach (3.1.3) (3.1.4) sf
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
Min. 15/32-inch APA
. Min. 0.25-inch DensDeck, DensDeck Prime
- Section 3.1.1 ! ! - - -
w-g, |r3ted CDX4-ply Min. 1.5-inch FTR-Value A ' 1per 1.8 ft2 |SECUROCK Gypsum-Fiber Roof Board or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-150E or | = o
plywood; 24-inch span (#14 or #15 screws) 601 ECO, OB500 or Polyset CRA BB2-190E
) DEXcell FA Glass Mat Roof Board
& blocked 48-inch. o.c
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 15/32-inch APA . . .
. Min. 0.25-inch DensDeck, DensDeck Prime
- Section 3.1.1 ! ! - - -
W-10. rated CDX 4 ?ly Min. 1.5-inch FTR-Value A on 1 per 1.8 ft2 [SECUROCK Gypsum-Fiber Roof Board or hot asphalt, FTR 601, FTR-601 PG, FTR- | BB3-ATBA or -60.0
plywood; 24-inch span (#14 or #15 screws) 601 ECO, OB500 or Polyset CRA BB4-ATBA
. DEXcell FA Glass Mat Roof Board
& blocked 48-inch. o.c
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-290, FTR-390 OR HOT ASPHALT:
Min. 15/32-inch APA . . .
. Min. 0.25-inch DensDeck, DensDeck Prime FB1-290, FB2-
- Section 3.1.1 ! ! - - ’
W-11. rated CDX 4 Ply Min. 1.5-inch FTR-Value A ection 1 per 1.8 ft2 [SECUROCK Gypsum-Fiber Roof Board or hot asphalt, FTR 601, FTR-601 PG, FTR 390 or FB4- -60.0
plywood; 24-inch span (#14 or #15 screws) 601 ECO, OB500 or Polyset CRA
) DEXcell FA Glass Mat Roof Board HA
& blocked 48-inch. o.c
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-490:
Min. 15/32-inch APA R R .
. Min. 0.25-inch DensDeck, DensDeck Prime,
W-12. rated CDX 4-P|V Min. 1.5-inch FTR-Value A section 3.1.1 1 per 1.8 ft2 [SECUROCK Gypsum-Fiber Roof Board or hot asphalt, FTR 601, FTR-601 PG, FTR- FTR-490 -60.0
plywood; 24-inch span (#14 or #15 screws) 601 ECO, OB500 or Polyset CRA
) DEXcell FA Glass Mat Roof Board
& blocked 48-inch. o.c
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TABLE 118: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

System Deck = Roof Cover MDP
No. (4.1.2) Type e alaslte4n:r2) Attach Type Attach (3.1.3) (3.1.4) sf
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Min. 15/32-inch APA . . .
Min. 0.25-inch DensDeck, DensDeck Prime
rated CDX 4-ply . . Section 3.1.1 ) L ! hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or
W-13. plywood; 24-inch span Min. 1.5-inch FTR-Value A (#14 or #15 screws) 1 per 1.8 ft? |SECUROCK Gypsum-Fiber Roof Board or 601 ECO, OBS00 or Polyset CRA FB6-601PG 60.0

& blocked 48-inch. o.c

DEXcell FA Glass Mat Roof Board

TABLE 11c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pm— Primer Vapor Barrier e Roof Cover MDP
No. (4.1.2) (3.1.4) (3.1.4) sf
Type (3.1.1, 4.2.2) @itach Type (3.1.3)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
. One or more layer(s), Min. 2-inch FTR-
Min. 19/32-inch APA BlockShield |\ e A, FTR-Value-Iil-a, FTR-Value or | 1% 00
. . Trufast Versa-Fast Metal Plate SA Plus or R FTR-601 PG
rated CDX 4-ply Min. 0.25-inch DensDeck ) . 1 per ) FTR- Value H followed by min. 0.4375- BB1-190E or
W-14 . . with minimum two (2) Versa-Fast None SlopeShield |. . |or FTR-601 -60.0
plywood; 24-inch span|Prime Fasteners per plate 1.45 ft? Plus SA. self- inch DEXcell Cement Roof Board or min ECO. 6-inch BB2-190E
& blocked 48-inch. o.c perp L 0.5-inch SECUROCK Gypsum-Fiber Roof !
adhering o.c.
Board
. One or more layer(s), Min. 2-inch FTR-
Min. 19/32-inch APA Blockshield |\ | 1e A, FTR-Value-IIl-A, FTR-Value or |- % 601
. . Trufast Versa-Fast Metal Plate SA Plus or . FTR-601 PG
rated CDX 4-ply Min. 0.5-inch DensDeck . L 1 per X FTR-Value H followed by min. 0.4375- BB1-190E or
W-15 X X with minimum two (2) Versa-Fast None SlopeShield |. . |or FTR-601 -75.0
plywood; 24-inch span [Prime Fasteners per plate 1.45 ft? Plus SA. self- inch DEXcell Cement Roof Board or min ECO. 6-inch BB2-190E
& blocked 48-inch. o.c perp L 0.5-inch SECUROCK Gypsum-Fiber Roof !
adhering o.c.
Board
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
. . BlockShield |One or more layer(s), Min. 2-inch FTR-  [FTR 601,
Min. 19/32-inch APA ) ) Trufast Versa-Fast Metal Plate SA Plus or Value A, FTR-Value-Ill-A, FTR- Value or  [FTR-601 PG
rated CDX 4-ply Min. 0.25-inch DensDeck R . 1 per X R X BB3-ATBA or
W-16 X X with minimum two (2) Versa-Fast None SlopeShield [FTR- Value H followed by min. 0.5-inch  |or FTR-601 -60.0
plywood; 24-inch span [Prime 1.45 ft? ) - BB4-ATBA
. Fasteners per plate Plus SA, self- |SECUROCK Gypsum-Fiber Roof Board ECO, 6-inch
& blocked 48-inch. o.c .
adhering o.c.
Min. 19/32-inch APA Blockshield |\ o more layer(s), Min. 2-inch FTR- | "} 603
. . Trufast Versa-Fast Metal Plate SA Plus or FTR-601 PG
rated CDX 4-ply Min. 0.5-inch DensDeck . L 1 per X Value A, FTR-Value-lIl-A, FTR-Value or BB3-ATBA or
W-17 X R with minimum two (2) Versa-Fast None SlopeShield . . or FTR-601 -75.0
plywood; 24-inch span [Prime Fasteners per plate 1.45 ft? Plus SA. self- FTR-Value H followed by min. 0.5-inch ECO. 6-inch BB4-ATBA
& blocked 48-inch. o.c perp ! SECUROCK Gypsum-Fiber Roof Board !
adhering o.c.
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Thermal Barrier Insulation Layer(s)
System Deck = Primer Vapor Barrier e Roof Cover MDP
No. (4.1.2) CEAL (3.1.4) ac (3.1.4) sf
Type (3.1.1, 4.2.2) guach Type (3.1.3)
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FB1-290, FB2-390, FB3-490 OR FB4-HA:
One or more layer(s), Min. 2-inch FTR-
. . BlockShield |Value A, FTR-Value-Ill-A, FTR- Value or  [FTR 601,
?:LzalgéiZL;inlch APA Min. 0.25-inch DensDeck Trufast Versa-Fast Metal Plate 1 per SA Plus or FTR- Value H followed by min. 0.4375-  |FTR-601 PG |FB1-290, FB2-
W-18 vwood: 24-?n»::h span Prim.e. with minimum two (2) Versa-Fast 1 4’; s None SlopeShield  |inch DEXcell Cement Roof Board or min |or FTR-601 |390, FB3-490 -60.0
Pl ! . P Fasteners per plate : Plus SA, self- |0.5-inch SECUROCK Gypsum-Fiber Roof |ECO, 6-inch |or FB4-HA
& blocked 48-inch. o.c .
adhering Board o.c.
. One or more layer(s), Min. 2-inch FTR-
. . BlockShield FTR 601,
Min. 19/32-inch APA ) ) Trufast Versa-Fast Metal Plate SA Plus or Value A, FTR-Value-lil-A, FT.R-Value o |FTR-601 PG FB1-290, FB2-
rated CDX 4-ply Min. 0.5-inch DensDeck . L 1 per X FTR-Value H followed by min. 0.4375-
W-19 X . with minimum two (2) Versa-Fast None SlopeShield |, . |or FTR-601 {390, FB3-490 -75.0
plywood; 24-inch span [Prime Fasteners per plate 1.45 ft? Plus SA. self- inch DEXcell Cement Roof Board or min ECO 6-inch |or EBA-HA
& blocked 48-inch. o.c perp 7 0.5-inch SECUROCK Gypsum-Fiber Roof !
adhering o.c.
Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
One or more layer(s), Min. 2-inch FTR-
. . BlockShield |Value A, FTR-Value-IIl-A, FTR- Value or  |FTR 601,
Min. 19/32-inch APA . . Trufast Versa-Fast Metal Plate SA Plus or FTR- Value H followed by min. 0.4375-  [FTR-601 PG
rated CDX 4-ply Min. 0.25-inch DensDeck R L 1 per . . . FB5-CR20 or
\W-20. wood: 24-inch soan |Prime with minimum two (2) Versa-Fast 1.45 12 None SlopeShield  |inch DEXcell Cement Roof Board or min |or FTR-601 FB6-601PG -60.0
ply ! . P Fasteners per plate ' Plus SA, self- |0.5-inch SECUROCK Gypsum-Fiber Roof [ECO, 6-inch
& blocked 48-inch. o.c .
adhering Board o.c.
. One or more layer(s), Min. 2-inch FTR-
Min. 19/32-inch APA BlockShield /- e A, FTR-Value-lll-A, FTR-Value or | R 00
. . Trufast Versa-Fast Metal Plate SA Plus or . FTR-601 PG
rated CDX 4-ply Min. 0.5-inch DensDeck . L 1 per X FTR-Value H followed by min. 0.4375- FB5-CR20 or
W-21. X . with minimum two (2) Versa-Fast None SlopeShield |, . |or FTR-601 -75.0
plywood; 24-inch span|Prime Fasteners per plate 1.45 ft? Plus SA. self- inch DEXcell Cement Roof Board or min ECO. 6-inch FB6-601PG
& blocked 48-inch. o.c perp 7 0.5-inch SECUROCK Gypsum-Fiber Roof !
adhering Board o.c.

TABLE 11p: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer Roof Cover | MDP
No. (4.1.2) (3:1.2) Type | Fastener (3.1.1, 4.2.2) Attach (3.1.4) (psf)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
Min. 19/32-inch Min. 0.25-inch DensDeck, Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, ,
W-22. |plywood or wood One o.r m?re layers, a.ny DensDeck Prime or SECUROCK OMG #14, Heavy Duty or Trufast #14 HD " 1 per 1.8 ft? BB1-190E or -45.0*
plank combination, loose laid Gypsum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB2-190E
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
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SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Product Certifcation
Agency

PCA-145

System Deck Base Insulation Layer Top Insulation Layer Roof Cover | MDP
No. (4.1.2) (3:1.2) Type Fastener (3.1.1, 4.2.2) Attach (3.1.4) (psf)
Min. 15/32-inch APA
\W-23 rated CDX 4-ply One or more layers, any Min. 0.25-inch DEXcell FA Glass |Fastener Options: Section 3.1.1 (#14 or #15 screws) 1per 1.8 ft2 BB1-190E or 45.0
" |plywood; 24-inch span|combination, loose laid Mat Roof Board Plate Options: FiberTite 3-in Steel Plate ’ BB2-190E ’
& blocked 48-inch. o.c
Min. 19/32-inch Min. 0.25-inch DensDeck, Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, ,
W-24. |plywood or wood One o.r mf:\re lavers, a.ny DensDeck Prime or SECUROCK OMG #14. Heavy Duty or Trufast #14 HD ” 1 per 1.3 ft? BB1-190E or -50.0*%
plank combination, loose laid Gypsum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB2-190E
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 15/32-inch APA . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
Min. 0.25-inch DensDeck,
\W-25. rated CDX 4-ply One or more layers, any DensDeck Prime or SECUROCK #14 Heavy Duty or Trufast #14 HD 1 per 1.8 ft2 BB1-190E or 525
plywood; 24-inch span|combination, loose laid G Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB2-190E
& blocked 48-inch. o.c ypsum-Fiber Root Boar Flat Bottom Plate or Trufast 3” Metal Insulation Plate
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 19/32-inch . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
W-26.  |plywood or wood One qr mf)re layers, a.ny Min. 0.25—.|nch SECUROCK OMG #14.Heavy Duty or Trufast #14 HD 1per 1.8 f© BB3-ATBA or 45.0%
plank combination, loose laid Gypsum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB4-ATBA
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 15/32-inch APA
\W-27 rated CDX 4-ply One or more layers, any Min. 0.25-inch DEXcell FA Glass |Fastener Options: Section 3.1.1 (#14 or #15 screws) 1per 1.8 ft2 BB3-ATBA or 45.0
" |plywood; 24-inch span|combination, loose laid Mat Roof Board Plate Options: FiberTite 3-in Steel Plate ’ BB4-ATBA ’
& blocked 48-inch. o.c
Min. 19/32-inch . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
W-28. |plywood or wood One qr mf:\re layers, a.ny Min. 0.25—.|nch SECUROCK OMG #14.Heavy Duty or Trufast #14 HD 1per 1.3 BB3-ATBA or -50.0*
plank combination, loose laid Gypsum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB4-ATBA
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 15/32-inch APA . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
Min. 0.25-inch DensDeck,
\W-29. rated CDX 4-ply One or more layers, any DensDeck Prime or SECUROCK #14 Heavy Duty or Trufast #14 HD 1 per 1.8 ft2 BB3-ATBA or 525
plywood; 24-inch span|combination, loose laid G ~Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac BB4-ATBA
& blocked 48-inch. o.c ypsum-Fiber Root boar Flat Bottom Plate or Trufast 3” Metal Insulation Plate
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290, FTR-390 OR HOT ASPHALT:
Min. 19/32-inch One or more layers, any | Min- 0-25-inch DensDeck, 4"—;‘;?32:8 Dtl:‘;’;szT'kr’jfraTs'Ee#ﬁ‘h ;'bemte Magnum, FTR Magnum O Fastener, OMG |Fa1-200, FB2-
4 i *
= z::‘:\focj or wood combination, loose laid gsgzgsqc—ll(:iir;::o?):‘zical:SOCK Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac Lper18ft :’ZO or FB4- -45.0
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 15/32-inch APA FB1-290, FB2-
W-31. rated CDX 4-ply One or more layers, any Min. 0.25-inch DEXcell FA Glass |Fastener Options: Section 3.1.1 (#14 or #15 screws) 1 per 1.8 ft2 |390 or FE34— -45.0
plywood; 24-inch span|combination, loose laid Mat Roof Board Plate Options: FiberTite 3-in Steel Plate
. HA
& blocked 48-inch. o.c
Min. 19/32-inch One or more layers, any | Min- 0-25-inch DensDeck, 4"—;‘;?32:8 Dtl:‘;’;szT'kr’jfraTs'Ee#ﬁ‘h ;'bemte Magnum, FTR Magnum O Fastener, OMG |Fa1-200, FB2-
4 i *
ez z::‘:\focj or wood combination, loose laid gsgzgsqc—ll(:iir;::o?):‘zical:SOCK Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac Lper13ft :’ZO or FB4- -50.0
Flat Bottom Plate or Trufast 3” Metal Insulation Plate
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TABLE 11p: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer Roof Cover | MDP
No. (4.1.2) (3:1.2) Type Fastener (3.1.1, 4.2.2) Attach (3.1.4) (psf)
Min. 15/32-inch APA Min. 0.25-inch DensDeck, Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG FB1-290, FB2-
\W-33. rated CDX 4-ply One or more layers, any DensDeck Prime or SECUROCK #14 Heavy Duty or Trufast #14 HD 1 per 1.8 2 |390 or FB4- 525
plywood; 24-inch span|combination, loose laid Gypsum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac HA
& blocked 48-inch. o.c Flat Bottom Plate or Trufast 3” Metal Insulation Plate
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-490:
Min. 15/32-inch APA FTR-490
\W-34 rated CDX 4-ply One or more layers, any Min. 0.25-inch DEXcell FA Glass |Fastener Options: Section 3.1.1 (#14 or #15 screws) 1per 1.8 &2 (FiberTite-FB 45.0
" |plywood; 24-inch span|combination, loose laid Mat Roof Board Plate Options: FiberTite 3-in Steel Plate ’ or FiberTite ’
& blocked 48-inch. o.c XT FB)
Min. 15/32-inch APA . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
\W-35 rated CDX 4-ply One or more layers, any gm' (D)ZEI»(I:Ch DenssiechIJ(kOCK #14 Heavy Duty or Trufast #14 HD 1 1.8 f2 |FTR-490 25
e plywood; 24-inch span|combination, loose laid Gens ec F.brlm': O:, Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac per L. ] e
& blocked 48-inch. o.c ypsum-Hber Root Boar Flat Bottom Plate or Trufast 3” Metal Insulation Plate
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Min. 15/32-inch APA
\W-36 rated CDX 4-ply One or more layers, any Min. 0.25-inch DEXcell FA Glass |Fastener Options: Section 3.1.1 (#14 or #15 screws) 1 per 1.8 ft2 FB5-CR20 or 45.0
" |plywood; 24-inch span|combination, loose laid Mat Roof Board Plate Options: FiberTite 3-in Steel Plate ’ FB6-601PG ’
& blocked 48-inch. o.c
Min. 15/32-inch APA . . Fastener Options: FiberTite #14, FiberTite Magnum, FTR Magnum O Fastener, OMG
Min. 0.25-inch DensDeck,
\W-37. rated CDX 4-ply One or more layers, any DensDeck Prime or SECUROCK #14 Heavy Duty or Trufast #14 HD 1 per 1.8 ft2 FB5-CR20 or 525
plywood; 24-inch span|combination, loose laid Gvosum-Fiber Roof Board Plate Options: Dekfast PLT-H-2-7/8, OMG 3” Galvalume Steel Plate, OMG AccuTrac FB6-601PG
& blocked 48-inch. o.c ypsu foer d Flat Bottom Plate or Trufast 3” Metal Insulation Plate

TABLE 11e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Thermal Barrier and/or Attach Roof Cover MDP
No. (4.1.2) Insulation Layer (3.1.2) Fastener (3.1.1, 4.2.2) Density (3.1.4) (psf)
Code minimum One qr mf:\re Iay.ers, any . Fastener Options: FiberTite Magnum F.astener, FTR Magnum O F?berTite, FiberTit(.e—XT, F.iberTite-SM or
W-38. |plywood or OSB. comblnatlon, min. .1.E.>-|nc.h thick |Fastener or FTR MagnumT Fastener (Field W/D > 375 Ibf) 12-inch o.c. in rows 60-inch o.c. Fl!oerT|te-XTreme induction welfjed -37.5
Section 4.1.2 x min. 4 x 8 ft, preliminarily Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate or along wood structural members |with plate-manufacturer’s welding (NO HVHZ)
attached SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.

o | Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
ne or morefayers, any Fastener or FTR MagnumT Fastener (Field W/D > 375 Ibf)

Code minimum FiberTite-XT, FiberTite-SM or FiberTite-

combination, min. 1.5-inch thick 12-inch o.c. in rows 60-inch o.c. . . X -37.5
\W-39. plywood or OSB. . L Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG XTreme induction welded with plate-
x min. 4 x 8 ft, preliminarily along wood structural members (NO HVHZ)

Section 4.1.2 RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.

attached PVC IW Plate
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TABLE 11e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Product Certifcation

Agency

PCA-145

System Deck Thermal Barrier and/or Attach Roof Cover MDP
No. (4.1.2) Insulation Layer (3.1.2) Fastener (3.1.1, 4.2.2) Density (3.1.4) (psf)
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fast FTRM T Fast Field W/D > 540 Ib,
. . Any approved thermal barrier astener c':\r agnt.Jm as ener'( ¢ /D> f) 24-inch o.c. in staggered rows 36-|FiberTite, FiberTite-XT, FiberTite-SM or
Min. 19/32-inch . R Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS |. . . X . %
W-40. X and/or insulation, any . X . inch o.c. along wood structural FiberTite-XTreme induction welded -45.0
plywood; 24-inch span combination FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond members late-manufacturer’s welding tool
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) | oot P g tool.
with TreadSafe insert
Min. 19/32-inch Any approved thermal barrier |Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 24-inch o.c. in staggered rows 36- |FiberTite-XT, FiberTite-SM or FiberTite-
W-41. } X and/or insulation, any Fastener or FTR MagnumT Fastener (Field W/D > 540 Ibf) inch o.c. along wood structural  |XTreme induction welded plate- -45.0*
plywood; 24-inch span L . , i
combination Plate Options: Trufast PVC IW Plate members manufacturer’s welding tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastener (Field W/D > 525 Ib
. . Any approved thermal barrier ner . e u n lt( ! /D > f) 12-inch o.c. in rows spaced 60- FiberTite, FiberTite-XT, FiberTite-SM or
Min. 19/32-inch . . Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS | X ) K .
W-42. . and/or insulation, any . X . inch o.c. along wood structural FiberTite-XTreme induction welded -52.5
plywood; 24-inch span combination FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond members late-manufacturer’s welding tool
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) | oot P g tool.
with TreadSafe insert
Min. 19/32-inch Any approved thermal barrier |Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 12-inch o.c. in rows spaced 60-  |FiberTite-XT, FiberTite-SM or FiberTite-
W-43. ’ X and/or insulation, any Fastener or FTR MagnumT Fastener (Field W/D > 525 Ibf) inch o.c. along wood structural  |XTreme induction welded plate- -52.5
plywood; 24-inch span L . , i
combination Plate Options: Trufast PVC IW Plate members manufacturer’s welding tool.
One or more layers, any Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite, FiberTite-XT, FiberTite-SM or
\W-a4 Min. 19/32-inch combination, min. 1.5-inch thick |[Fastener or FTR MagnumT Fastener (Field W/D > 300 Ibf) 6-inch o.c. in rows 60-inch o.c. FiberTite-XTreme induction welded 60.0
* |plywood; 24-inch span|x min. 4 x 8 ft, preliminarily Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate or along wood structural members |with plate-manufacturer’s welding ’
attached SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
One or more layers, any Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
R . L R _ . |Fastener or FTR MagnumT Fastener (Field W/D > 375 Ibf) . . . FiberTite-XT, FiberTite-SM or FiberTite-
\W-45. 'Vl":‘N::f’;':ﬁ:h span §°r;“i:”;a)t('g”f't n;Irr:ell;El’nlanr(lz::/ thick| pjate Options: OMG RhinoBond Insulation Plate (PVC), OMG gl'g:hv‘;;('jnstrmiuig]';C:nfl')ce;rs XTreme induction welded with plate- | -60.0
Py ’ attacr;ed ’ RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2lon8 manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastener (Field W/D > 540 Ib
. ) Any approved thermal barrier ner . & u n lt( ! /D> f) 24-inch o.c. in staggered rows 24-|FiberTite, FiberTite-XT, FiberTite-SM or
Min. 19/32-inch . R Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS |. X . . .
\W-46. . and/or insulation, any . i . inch o.c. along wood structural |FiberTite-XTreme induction welded -67.5
plywood; 24-inch span s FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond , .
combination X . members plate-manufacturer’s welding tool.
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) -
with TreadSafe insert
Min. 19/32-inch Any approved thermal barrier |Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 24-inch o.c. in staggered rows 24-|FiberTite-XT, FiberTite-SM or FiberTite-
W-47. | \I\.IOOd' 24-inch span and/or insulation, any Fastener or FTR MagnumT Fastener (Field W/D > 540 Ibf) inch o.c. along wood structural  |XTreme induction welded plate- -67.5
ply ! Pan| combination Plate Options: Trufast PVC IW Plate members manufacturer’s welding tool.
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TABLE 11e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Thermal Barrier and/or Attach Roof Cover MDP
No. (4.1.2) Insulation Layer (3.1.2) Fastener (3.1.1, 4.2.2) Density (3.1.4) sf

Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastener (Field W/D > 450 Ibf)

A d th I barri
ny approved thermatbarrier Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS |6-inch o.c. in rows 60-inch o.c.

Min. 19/32-inch FiberTite, FiberTite-XT, FiberTite-SM or

W-48. X and/or insulation, an . X . FiberTite-XTreme induction welded -90.0
plywood; 24-inch span cgm/bin::ign fon, any FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond along wood structural members pllate-rlnanufactur;r’sL:Nelldri]nw to0l
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) g ’
with TreadSafe insert
Min. 19/32-inch Any approved thermal barrier |Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 6einch o.c. in rows 60-inch o.c FiberTite-XT, FiberTite-SM or FiberTite-
\W-49. } and/or insulation, any Fastener or FTR MagnumT Fastener (Field W/D > 450 Ibf) o o XTreme induction welded plate- -90.0

plywood; 24-inch span along wood structural members

combination Plate Options: Trufast PVC IW Plate manufacturer’s welding tool.

TABLE 11r: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

MDP
System Deck Insulation or Thermal Barrier (3.1.2) Roof Cover (3.1.4) —[sf]
No. (4.1.2)
Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment
\W-50. Min. 19/32-”@1 One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 12 x 51-inch -30.0
plywood; 24-inch span Plate or FiberTite Magnum-Plus Stress Plate (NO HVHZ)
Min. 19/32-inch . . . ) . ) . . -37.5
W-51. X One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum?2S Plate Open: 6 x 51-inch
plywood; 24-inch span (NO HVHZ)
W-52. Min. 19/32—”?‘* One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 69-inch -45.0
plywood; 24-inch span Plate or FiberTite Magnum-Plus Stress Plate
W-53. Min. 19/32—”?‘* One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 9 x 51-inch -52.5
plywood; 24-inch span Plate or FiberTite Magnum-Plus Stress Plate
W-54. Min. 19/32—”?‘* One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 51-inch -52.5
plywood; 24-inch span Plate or FiberTite Magnum-Plus Stress Plate
Closed: 12 x 72-inch
Min. 19/32-inch th h d sheathi
IW-55. in. 19/ |n.c One or more layers, any combination |Prelim. attached |FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum2S Plate rough wood sheathing -60.0
plywood; 24-inch span to engage the structural
members
Closed: 6 x 96-inch
in. -i i i ith Fi i th h d sheathi
\W-56. Min. 19/32 |r1ch One or more layers, any combination [Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress rough wood sheathing -67.5
plywood; 24-inch span Plate or FiberTite Magnum-Plus Stress Plate to engage the structural
members
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TABLE 11G: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, BONDED VAPOR BARRIER, MECHANICALLY ATTACHED ROOF COVER

Insulati Th | .
System Deck nsuBaa:'t:ir;:rs a :rma I;,aar,:ic:r Insulation Layer(s) (3.1.2) Roof Cover (3.1.4) MDP
No. (8.1.2) = (psf)
Type Attach (3.1.4) Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment
Two (2) plies, min. 23/32-inch plywood; |Min. 0.5-inch ) P g g FiberTite Magnum Fastener or OMG
\W-57 2 ft span; 8d ring shank nails; 1st ply to |[SECUROCK Prelim. [BP2- E/T“;.'\/Za;ﬁ,:ﬁhfggmgu;' :—Ii \(l)alzlg:':c%r Prelim. [FiberTite XT, #14 with FiberTite Magnum Stress |Closed: -105.0
© |structural members, 6” o.c.; 2nd ply to  |Gypsum-Fiber | attached |FTRSBSA SECUROCK Gvbsum Finr Roéf F:’:oard attached |SM or Xtreme [Plate or FiberTite Magnum-Plus 6 x 37-inch ’
1st ply 6” o.c.in rows 24” o.c. Roof Board P Stress Plate
Two (2) plies; 2 ft span; 15t ply, min.
15/32-inch plywood to structural Min. 0.5-inch ) P g g FiberTite Magnum Fastener or OMG
\W-58 members; 8d ring shank nails, 6” o.c. |[SECUROCK Prelim. [BP2- E/T“;.'\/Za;ﬁ,:ﬁhfggmgu;' :—Ii \(l)alzlg:':c%r Prelim. [FiberTite XT, #14 with FiberTite Magnum Stress |Closed: 1125
* |followed by 2 ply, min. 23/32-inch Gypsum-Fiber | attached [FTRSBSA SECUROCK Gvpsum Finr Roéf F:’:oard attached |SM or Xtreme |Plate or FiberTite Magnum-Plus 6 x 37-inch ’
plywood to structural members; SFS Roof Board vp Stress Plate
Dekfast DF-#12-PH3, 12” o.c.

TABLE 11H: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

Thermal Barrier (3.1.2) Roof Cover (3.1.4)
System Deck (4.1.2) Attach MDP
1. ac
No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
Min. 19/32-inch (Optional) Any approved |Prelim. . . FiberTite Magnum Fastener with FiberTite Magnum . . -30.0
W-59. plywood; 24-inch span [thermal barrier attached FiberTite, XT, SM or Xtreme Stress Plate or FiberTite Magnum-Plus Stress Plate Open: 12 x 51-inch (NO HVHZ)
W-go, |Min-19/32-inch (Optional) Any approved | eI FiberTite, XT, SM or Xtreme | FiberTite Magnum Fastener with FTR Magnum2S Plate |Open: 6 x 51-inch -37.5
" |plywood; 24-inch span|thermal barrier attached T € € pen: (NO HVHZ)
Min. 19/32-inch (Optional) Any approved |Prelim. . . FiberTite Magnum Fastener with FiberTite Magnum . .
W-61. plywood; 24-inch span [thermal barrier attached FiberTite, XT, SM or Xtreme Stress Plate or FiberTite Magnum-Plus Stress Plate Open: 6x 63-inch -45.0
Min. 19/32-inch (Optional) Any approved |Prelim. . . FiberTite Magnum Fastener with FiberTite Magnum . .
W-62. plywood; 24-inch span [thermal barrier attached FiberTite, XT, SM or Xtreme Stress Plate or FiberTite Magnum-Plus Stress Plate Open: 9 x 51-inch 525
Min. 19/32-inch (Optional) Any approved |Prelim. . . FiberTite Magnum Fastener with FiberTite Magnum . .
W-63. plywood; 24-inch span [thermal barrier attached FiberTite, XT, SM or Xtreme Stress Plate or FiberTite Magnum-Plus Stress Plate Open: 6x 51-inch 525
W-64. Min. 19/32-“?Ch (Optional) Ar?y approved | Prelim. FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FTR Magnum2S Plate Closed: 12 x 72-inch through wood sheathing -60.0
plywood; 24-inch span [thermal barrier attached to engage the structural members.
M-65. Min. 19/32-|rTch (Optional) Ar?y approved |Prelim. FiberTite, XT, SM or Xtreme FiberTite Magnu.m Fa.stener with FiberTite Magnum Closed: 6 x 96-inch through wood sheathing 675
plywood; 24-inch span [thermal barrier attached Stress Plate or FiberTite Magnum-Plus Stress Plate to engage the structural members.
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TABLE 12A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*
Top Insulation Layer

Base Insulation Layer

System Deck e e Roof Cover MDP
No. (4.1.2) ac ac (3.1.4) sf)*
Type (3.1.3) Type (3.1.3)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
51 Min. 22 ga., Type B, Min. 1.0-inch FTR-Value A, FTR-Value-III-A or E:;E igg gg;gglot(;}.:-rstt (Optional) Additional layer(s) of base insulation FTR 601, FTR-601 PG, FTR-601 (BB3-ATBA or 525
* |Grade 40 steel FTR-Value H . ¥ P 4 ECO, OB500 or Polyset CRA  |BB4-ATBA :
FTR 601, FTR-601 PG, FTR-
Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ! ! . . FTR 601, FTR-601 PG, FTR-601 |BB3-ATBA or
S-2. Grade 40 steel II1-A or FTR-Value H ggiECO, OB500 or Polyset  |Min. 0.5-inch DEXcell FA Glass Mat Roof Board ECO, OB500 or Polyset CRA BBA-ATBA 52.5
53 Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ?(;E E?:(l)' g—:_;,g%lotf”oll:Tstt Min. 0.25-inch DensDeck Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 |BB3-ATBA or 525
’ Grade 40 steel I1I-A or FTR-Value H CRA ’ 4 Gypsum-Fiber Roof Board ECO, OB500 or Polyset CRA BB4-ATBA ’
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
sa Min. 22 ga., Type B, Min. 1.0-inch FTR-Value A, FTR-Value-IIl-A or ?(;E E?:g g—:_;»%%lot?’;ztt (Optional) Additional layer(s) of base insulation FTR 601, FTR-601 PG, FTR-601 (BB1-190E or 525
* |Grade 40 steel FTR-Value H . v P 4 ECO, OB500 or Polyset CRA  |BB2-190E :
FTR 601, FTR-601 PG, FTR-
Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ! ! . . FTR 601, FTR-601 PG, FTR-601 [BB1-190E or
S-5. Grade 40 steel II-A or ETR-Value H g(;iECO, OB500 or Polyset  [Min. 0.5-inch DEXcell FA Glass Mat Roof Board ECO, OB500 or Polyset CRA BB2-190F 52.5
56 Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ?(;E E?:g g—:_;»%%lot?’;ztt Min. 0.25-inch DensDeck Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 |BB1-190E or 525
’ Grade 40 steel I1I-A or FTR-Value H CRA ’ v Gypsum-Fiber Roof Board ECO, OB500 or Polyset CRA BB2-190E ’
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290, FTR-390 OR HOT ASPHALT:
FTR 601, FTR-601 PG, FTR- FB1-290, FB2-
Min. 22 ga., Type B, ) . ! ! ) . ) ) FTR 601, FTR-601 PG, FTR-601 ¢
S-7. Grade 40 steel Min. 1.0-inch FTR-Value A 601 ECO, OB500 or Polyset  |(Optional) Additional layer(s) of base insulation ECO, OB500 or Polyset CRA 390 or FB4: -52.5
CRA HA
FTR 601, FTR-601 PG, FTR- FB1-290, FB2-
Min. 22 ga., Type B, |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ! ! . . FTR 601, FTR-601 PG, FTR-601 ,
S-8. Grade 40 steel I1-A or ETR-Value H gﬁ; ECO, OB500 or Polyset  [Min. 0.5-inch DEXcell FA Glass Mat Roof Board ECO, OB500 or Polyset CRA ang or FB4 -52.5
59 Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ?(;E E?:(l)' g—:_;,g%lotf”oll:Tstt Min. 0.25-inch DensDeck Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 [FB1-290 or 525
’ Grade 40 steel I1I-A or FTR-Value H CRA ’ 4 Gypsum-Fiber Roof Board ECO, OB500 or Polyset CRA FB4-HA '
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-490:
FTR 601, FTR-601 PG, FTR-
Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ! ! . . FTR 601, FTR-601 PG, FTR-601
S-10. Grade 40 steel II1-A or FTR-Value H gﬁ; ECO, OB500 or Polyset  [Min. 0.5-inch DEXcell FA Glass Mat Roof Board ECO, 0B500 or Polyset CRA FB3-490 -52.5
. ) ) ) FTR 601, FTR-601 PG, FTR- ) ) )
611, Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- 601 ECO, OBS00 or Polyset Min. 0.25-inch DensDeck Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 FB3-490 525

Grade 40 steel

IlI-A or FTR-Value H

CRA

Gypsum-Fiber Roof Board

ECO, OB500 or Polyset CRA
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TABLE 12A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

ot Deck Base Insulation Layer Top Insulation Layer Roof C MDP

stem ec oof Cover

yNo Attach Attach ( ) £)*
. (4.1.2) Type 3.13) LYES (3.1.3) 4 :

FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
FTR 601, FTR-601 PG, FTR-

Min. 22 ga., Type B, FTR 601, FTR-601 PG, FTR-601

S-12. Grade 40 steel Min. 1.0-inch FTR-Value A 2(;; ECO, OB500 or Polyset  [(Optional) Additional layer(s) of base insulation ECO, OB500 or Polyset CRA FB6-601PG -52.5
FTR 601, FTR-601 PG, FTR-
Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- ! ! . . FTR 601, FTR-601 PG, FTR-601 |FB5-CR20 or
S-13. Grade 40 steel II-A or ETR-Value H ﬁgiECO, OB500 or Polyset  [Min. 0.5-inch DEXcell FA Glass Mat Roof Board ECO, OB500 or Polyset CRA FB6-601PG 52.5
. . . . FTR 601, FTR-601 PG, FTR- ) . -
<14, Min. 22 ga., Type B,  |(Optional) Min. 1.0-inch FTR-Value A, FTR-Value- 601 ECO, OBS00 or Polyset Min. 0.25-inch DensDeck Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 |FB5-CR20 or 525

Grade 40 steel I1I-A or FTR-Value H Gypsum-Fiber Roof Board ECO, OB500 or Polyset CRA FB6-601PG

CRA

TABLE 128: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER*

. Base Insulation Layer Top Insulation Layer .
System Deck Vapor Barrier e [ Roof Cover MDP
No. (4.1.2) (3.1.4) T T (3.1.4) (psf)
ype (3.1.3) ype (3.1.3)

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:

FTR 601, FTR-601 PG or

FTR-601 ECO, 6-inch o.c., Min. 0.4375-inch DEXcell Cement Roof

Min. 22 ga., Type B, i - in. 2-i -
g yp BlockShield SA Plus, self- |One or more layer(s), Min. 2-inch FTR FTR 601, FTR-601 PG or |BB1-190E or

S-15. Grade 40 steel; 6 ft adhering to top deck Value A, FTR-Value-Ill-A, FTR-Value, ribbons positioned ato Board or min 0.5-inch SECUROCK FTR-601 ECO. 6-inch o.c |BB2-190F -90.0
span flanges. FTR-Value H deck fla:ges P Gypsum-Fiber Roof Board ! ’
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
. FTR 601, FTR-601 PG or
Min. 22 ga., Type B, BlockShield SA Plus, self- |One or more layer(s), Min. 2-inch FTR- ’ . Min. 0.4375-inch DEXcell Cement Roof
S-16.  |Grade 40 steel; 6 ft  |adhering to top deck  |Value A, FTR-Value-lll-A, FTR-Value, | | 001 ECO, 6incho.c, g o 4 min 0.5-inch SECUROCK FTR 601, FTR-601PGor |BB3-ATBAOr | 4

ribbons positioned atop Gypsum-Fiber Roof Board FTR-601 ECO, 6-inch o.c. [BB4-ATBA
deck flanges

FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FB1-290, FB2-390, FB3-490 OR FB4-HA:

FTR 601, FTR-601 PG or
FTR-601 ECO, 6-inch o.c.,
ribbons positioned atop
deck flanges
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
FTR 601, FTR-601 PG or
FTR-601 ECO, 6-inch o.c.,

ribbons positioned atop
deck flanges

span flanges. FTR-Value H

Min. 0.4375-inch DEXcell Cement Roof FB1-290, FB2-
Board or min 0.5-inch SECUROCK Elﬁ.igi' ECTg-GG?iln SE:Z 390, FB3-490 | -90.0
Gypsum-Fiber Roof Board ! " lor FB4-HA

Min. 22 ga., Type B,  |BlockShield SA Plus, self- [One or more layer(s), Min. 2-inch FTR-
S-17. Grade 40 steel; 6 ft adhering to top deck Value A, FTR-Value-Ill-A, FTR-Value,
span flanges. FTR-Value H

Min. 0.4375-inch DEXcell Cement Roof
Board or min 0.5-inch SECUROCK
Gypsum-Fiber Roof Board

Min. 22 ga., Type B,  |BlockShield SA Plus, self- [One or more layer(s), Min. 2-inch FTR-
S-18. Grade 40 steel; 6 ft adhering to top deck Value A, FTR-Value-llI-A, FTR-Value,
span flanges. FTR-Value H

FTR 601, FTR-601 PG or |FB5-CR20 or

FTR-601 ECO, 6-inch o.c. |FB6-601PG -90.0
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TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Product Certifcation
Agency

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MbDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) (psf)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
Min. 22 ga., Type B, . . . .
519 Grade 33 steel or Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 f2 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 45.0*
’ or FTR-Value H (#14 or #15 screws) per 2. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete
Min. 22 ga., Type B, . . . .
520 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 (Optional) One or more layers of Base [hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or -45.0*
’ FTR-Value H (#14 or #15 screws) pers. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete
s21 g;:&:égas;c’e-re\:’;? B, Min. 0.5-inch DensDeck Prime or Section 3.1.1 1 per 2.0 f2 One or more layers FTR-Value, FTR- hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 45.0*
’ SECUROCK Gypsum-Fiber Roof Board  ((#14 or #15 screws) per 2. Value A or FTR-Value H 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete
o2 g/'r':dzgzteg‘;‘i ® |Min. 1.5-inch FTR-Value, FTR-Value A ~|Section 3.1.1 L oer 2,02 g"';;_%;”;ig;gs&eék Prime oL M |hot asphalt, FTR 601, FTR-601 PG, FTR-  [BB1-190Eor |,
’ or FTR-Value H (#14 or #15 screws) P ’ ’ VP 601 ECO, OB500 or Polyset CRA BB2-190E '
structural concrete Roof Board
’ FTR-Value H (#14 or #15 screws) per. ) P 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete Roof Board
Min. 22 ga., Type B, . . . . .
S04 Grade 33 steel or Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 &2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 45 0*
’ or FTR-Value H (#14 or #15 screws) per <. Roof Board 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete
Min. 22 ga., Type B, . . . . .
525 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 45.0*
’ FTR-Value H (#14 or #15 screws) per. Roof Board 601 ECO, OB500 or Polyset CRA BB2-190E ’
structural concrete
Min. 22 ga., Type B,
526 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 525
’ span or structural FTR-Value H (#14 or #15 screws) per 2. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA BB2-190E ’
concrete
Min. 22 ga., Type B,
527 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 525
’ span or structural FTR-Value H (#14 or #15 screws) per s Roof Board 601 ECO, OB500 or Polyset CRA BB2-190E ’
concrete
Min. 22 ga., Type B,
528 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 60.0
’ span or structural H (#14 or #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA BB2-190E ’
concrete
Min. 22 ga., Type B,
Grade 33 steel; 6 ft Section 3.1.1 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR-601 PG, FTR-601 ECO  |BB1-190E or
S-29. ! Min. 2-inch FTR-Val 1 1.3 ft? 4 ! -60.0
span or structural n. £ine alue (#14 or #15 screws) per SECUROCK Gypsum-Fiber Roof Board |or Polyset CRA BB2-190F
concrete
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

Report No.:  NER-SMIN-001.R8 FL4930-R29
Revision 8: 2026-10-03 ACCREDITED
Product Certification
® Page 28 of 124 hgecr
ISO/IEC 17065 PCA-145

NEMO |cert.

TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B,
<30 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 fe Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB1-190E or 60.0
’ span or structural H (#14 or #15 screws) per <. Roof Board 601 ECO, OB500 or Polyset CRA BB2-190E ’
concrete
Min. 22 ga., Type B,
Grade 33 steel; 6 ft . . Section 3.1.1 , |Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR-601 PG, FTR-601 ECO  |BB1-190E or
S3Llopanorstructural | MM 2-inch FTR-Value (#14 or #15 screws) Lper L3t | oot Board or Polyset CRA BB2-190E 60.0
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ’ - - -
S-32. Grade 33 steel; 6 ft Min. 2-inch FTR-Value A ection 1 per 2.0 ft> |DensDeck StormX Prime or SECUROCK FTR 601, FTR-601 PG, FTR-601 ECO or | BB1-190E or -60.0
span or structural (#14 or #15 screws) . Polyset CRA BB2-190E
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
533 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.3 f2 Min. 0.25-inch DensDeck Prime or I;?;?;glhilé (?I!Ing;irsﬁg) grB?O%ic:l' BB1-190E or 675
’ span or structural FTR-Value H (#14 or #15 screws) per <. SECUROCK Gypsum-Fiber Roof Board L ’ BB2-190E ’
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt (full coverage) or FTR 601, BB1-190E or
S-34. 1 per1.3ft? FTR-601 PG, FTR-601 ECO, OB500 or -67.5
span or structural FTR-Value H (#14 or #15 screws) Roof Board ) BB2-190E
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ! - - -
535, |Grade33steel6ft L ik FTR-Value A ection 1per1.3f |DensDeck Stormx Prime or SECUROCK | 1 001 FTR-601PG, FTR-601ECOor |BBI-190E or | /.
span or structural (#14 or #15 screws) ) Polyset CRA, 6-inch o.c. BB2-190E
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ’ - - -
536, |Orade33steel6ft L ik FTR-Value A ection 1per 1.0 |DensDeck StormX Prime or SECUROCK |- 001, FTR-601 PG, FTR-601 ECOor |BB1-190E or | g5, ¢
span or structural (#14 or #15 screws) ) Polyset CRA, 6-inch o.c. BB2-190E
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
537 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 fe2 Min. 0.25-inch DensDeck Prime or FTR 601, FTR-601 PG, FTR-601 ECO, BB1-190E or 90,0
’ span or structural FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board |OB500 or Polyset CRA, 6-inch o.c. BB2-190E ’
concrete
Min. 22 ga., Type B,
538 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 fe2 Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR-601 ECO, BB1-190E or 90,0
’ span or structural FTR-Value H (#14 or #15 screws) per & Roof Board 0OB500 or Polyset CRA, 6-inch o.c. BB2-190E ’
concrete
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Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover mMbDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) (psf)
Fastener Options: FiberTite
#14, FiberTite Magnum, FTR-
. Magnum O, FTR-MagnumT,
Min. 22 ga., Type fB’ OMG #14 Roofgrip or Trufast
Grade 40 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |#14HD ) . . . BB1-190E or
S-39. span or structural H Plate Options: Dekfast PLT-H-2- | 1 P€r 1.0 ft> |Min. 0.25-inch DensDeck Prime Polyset CRA BB2-190F -105.0
7/8, OMG 3" Galvalume Steel
concrete Plate, OMG AccuTrac Flat
Bottom Plate or Trufast 3”
Metal Insulation Plate
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 22 ga., Type B, . . . .
540 Grade 33 steel or Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 f2 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 45.0*
’ or FTR-Value H (#14 or #15 screws) per 2. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
Min. 22 ga., Type B, . . . .
ca1 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 (Optional) One or more layers of Base [hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or -45.0*
’ FTR-Value H (#14 or #15 screws) pera. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
542 g;:&:égas;c’e-re\:’;? B, Min. 0.5-inch DensDeck Prime or Section 3.1.1 1 per 2.0 f2 One or more layers FTR-Value, FTR- hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 145.0*
’ SECUROCK Gypsum-Fiber Roof Board  |(#14 or #15 screws) per 2. Value A or FTR-Value H 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
543 Grade 33 steel o Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 45.0*
’ or FTR-Value H (#14 or #15 screws) per <. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
a4 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 ft2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or -45.0*
’ FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
Min. 22 ga., Type B, . ) . . .
545 Grade 33 steel o Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 45.0*
’ or FTR-Value H (#14 or #15 screws) per <. Roof Board 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
structural concrete
Min. 22 ga., Type B, . . . . .
<46 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or -45.0%
’ FTR-Value H (#14 or #15 screws) pers. Roof Board 601 ECO, OB500 or Polyset CRA BB4-ATBA '
structural concrete
Min. 22 ga., Type B,
<47 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 525
’ span or structural FTR-Value H (#14 or #15 screws) pere. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA BB4-ATBA ’
concrete
Min. 22 ga., Type B,
.48 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 525
’ span or structural FTR-Value H (#14 or #15 screws) per . Roof Board 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
concrete
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TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MbDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B,
.49 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 fe Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 60.0
’ span or structural H (#14 or #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA BB4-ATBA ’
concrete
Min. 22 ga., Type B,
Grade 33 steel; 6 ft . . Section 3.1.1 , |Min. 0.25-inch DensDeck Prime or hot asphalt, FTR-601 PG, FTR-601 ECO  |BB3-ATBA or
S50 |opanor structural | Min- 2-inch FTR-Value (#14 or #15 screws) 1perl3ft | o cUROCK Gypsum-Fiber Roof Board  |or Polyset CRA BB4-ATBA 600
concrete
Min. 22 ga., Type B,
551 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 fe Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |BB3-ATBA or 60.0
’ span or structural H (#14 or #15 screws) pers. Roof Board 601 ECO, OB500 or Polyset CRA BB4-ATBA ’
concrete
Min. 22 ga., Type B,
Grade 33 steel; 6 ft . . Section 3.1.1 , |Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR-601 PG, FTR-601 ECO  |BB3-ATBA or
5-52. span or structural Min. 2-inch FTR-Value (#14 or #15 screws) Lper13ft Roof Board or Polyset CRA BB4-ATBA -600
concrete
Min. 22 ga., Type B, Min. 0.25-inch DensDeck, DensDeck
Grade 33 steel; 6 ft . . Section 3.1.1 , |Prime, DensDeck StormX Prime, FTR 601, FTR-601 PG, FTR-601 ECO or BB3-ATBA or
5-53. span or structural Min. 2-inch FTR-Value A (#14 or #15 screws) Lper20ft SECUROCK Gypsum-Fiber Roof Board |Polyset CRA BB4-ATBA -60.0
concrete or DEXcell FA Glass Mat Roof Board
Min. 22 ga., Type B,
54 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.3 f2 Min. 0.25-inch DensDeck Prime or 2_?;?;5{1?,2 (Llfll::ggirsgg) (c))rBZToFZ)i?»l’ BB3-ATBA or 675
’ span or structural FTR-Value H (#14 or #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board C ! BB4-ATBA ’
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
Grade 80 steel; 6 ft  |Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat  |1O% 3sPhalt (full coverage) or FTR 601, s s o
S-55. 1 per 1.3 ft? FTR-601 PG, FTR-601 ECO, OB500 or -67.5
span or structural FTR-Value H (#14 or #15 screws) Roof Board ) BB4-ATBA
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B, Min. 0.25-inch DensDeck, DensDeck
Grade 33 steel; 6 ft . . Section 3.1.1 , |Prime, DensDeck StormX Prime, FTR 601, FTR-601 PG, FTR-601 ECO or BB3-ATBA or
5-56. span or structural Min. 2-inch FTR-Value A (#14 or #15 screws) Lper1.3ft SECUROCK Gypsum-Fiber Roof Board  [Polyset CRA, 6-inch o.c. BB4-ATBA 750
concrete or DEXcell FA Glass Mat Roof Board
Min. 22 ga., Type B, Min. 0.25-inch DensDeck, DensDeck
Grade 33 steel; 6 ft . . Section 3.1.1 , |Prime, DensDeck StormX Prime, FTR 601, FTR-601 PG, FTR-601 ECO or BB3-ATBA or
557, span or structural Min. 2-inch FTR-Value A (#14 or #15 screws) Lper1.0ft SECUROCK Gypsum-Fiber Roof Board  [Polyset CRA, 6-inch o.c. BB4-ATBA 82.5
concrete or DEXcell FA Glass Mat Roof Board
Min. 22 ga., Type B,
.58 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 f2 Min. 0.25-inch SECUROCK Gypsum- FTR 601, FTR-601 PG, FTR-601 ECO, BB3-ATBA or -90.0
’ span or structural FTR-Value H (#14 or #15 screws) per % Fiber Roof Board OB500 or Polyset CRA, 6-inch o.c. BB4-ATBA ’
concrete
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Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MbDP
No. (4.1.2) Type E :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B,
oieg Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 f2 Min. 0.25-inch DEXcell FA Glass Mat  [FTR 601, FTR-601 PG, FTR-601 ECO, BB3-ATBA or -90.0
’ span or structural FTR-Value H (#14 or #15 screws) per <. Roof Board OB500 or Polyset CRA, 6-inch o.c. BB4-ATBA ’
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290:
Min. 22 ga., Type B, . . . .
. 1.5- - - Section 3.1.1 - -
$-60. Grade 33 steel o Min. 1.5-inch FTR-Value A or FTR-Value|Section 1per 2.0t (Optlor'1al) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR FB1-290 45.0%
(#14 or #15 screws) Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., TYPe B, 1y i 5 inch FTR-Value A or FTR-Value  |Section 3.1.1 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR-
S-61. Grade 33 steel or ’ o 1 per 4.0 ft2 ption v phatt, ! ! FB1-290 -45.0*
(#14 or #15 screws) Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., Type B, . . ) .
562 Grade 33 steel o Min. 0.5-inch DensDeck Prime or Section 3.1.1 1 per 2.0 f2 One or more layers FTR-Value, FTR- hot asphalt, FTR 601, FTR-601 PG, FTR- FB1-290 45.0%
’ SECUROCK Gypsum-Fiber Roof Board  |(#14 or #15 screws) per <. Value A or FTR-Value H 601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
<63 Grade 33 steel or Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FB1-290 -45.0*
’ or FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
s64 Grade 33 steel o Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FB1-290 45.0%
’ FTR-Value H (#14 or #15 screws) per 4. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . . . . .
.1.5- - - Section 3.1.1 .0.25- - -
.65, Grade 33 steel or Min. 1.5-inch FTR-Value, FTR-Value A ection 1 per 2.0 ft2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR FB1-290 -45.0*
or FTR-Value H (#14 or #15 screws) Roof Board 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., Type B, . . . . .
Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 , |Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- «
5-66. Grade 33 steel or FTR-Value H (#14 or #15 screws) Lper4.0ft Roof Board 601 ECO, OB500 or Polyset CRA FB1-290 -45.0
structural concrete
Min. 22 ga., Type B,
s67 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FB1-290 525
’ span or structural FTR-Value H (#14 or #15 screws) per 2. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA ’
concrete
Min. 22 ga., Type B,
; in. 2-i - - Section 3.1.1 in. 0.25-i - -
568, Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or 1 per 2.0t Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR FB1-290 525
span or structural FTR-Value H (#14 or #15 screws) Roof Board 601 ECO, OB500 or Polyset CRA
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime,
; Section 3.1.1 ! - -
seo, |orade3dsteeh 6ft yy, 5 inch FTR-Value A ecton 1per 2.0t |DensDeck StormX Prime or SECUROCK |1 20 FTR-601 PG, FTR-60LECOOF gy 59 -60.0
span or structural (#14 or #15 screws) . Polyset CRA
Gypsum-Fiber Roof Board
concrete
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TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

System Deck e Roof Cover MDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B,
Grade 80 steel; 6t [Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DensDeck Prime or |10t 3sPhalt (full coverage) or FTR 601,
S-70. 1 per 1.3 ft? ) FTR-601 PG, M-PG-EF-ECO, OB500 or FB1-290 -67.5
span or structural FTR-Value H (#14 or #15 screws) SECUROCK Gypsum-Fiber Roof Board )
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
. . . . . hot asphalt (full coverage) or FTR 601,
. L 2- - - Section 3.1.1 .0.25-
<71, Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1per 1.3 ft2 Min. 0.25-inch DEXcell FA Glass Mat FTR-601 PG, FTR-601 ECO, OBS00 or FB1-290 675
span or structural FTR-Value H (#14 or #15 screws) Roof Board .
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ¢ - -
S-72. Grade 33 steel; 6 ft Min. 2-inch FTR-Value A ection 1 per 1.3 ft> |DensDeck StormX Prime or SECUROCK FTR 601, FTR 691 PG, FTR-601 ECO or FB1-290 -75.0
span or structural (#14 or #15 screws) . Polyset CRA, 6-inch o.c.
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime,
573, |Grede33steel6ft iy p o inch FTR-Value A section3.1.1(#140r | 4 4 o2 |DensDeck Stormx Prime or SECUROCK || R 001 FTR-601 PG, FTR-601ECOor |0 55, 825
span or structural #15 screws) . Polyset CRA, 6-inch o.c.
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
s-74 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 (#14 or 1 per 1.0 f2 Min. 0.25-inch DensDeck Prime or FTR 601, FTR-601 PG, FTR-601 ECO, FB1-290 90.0
’ span or structural FTR-Value H #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board |OB500 or Polyset CRA, 6-inch o.c. ’
concrete
Min. 22 ga., Type B,
$.75 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 (#14 or 1 per 1.0 f2 Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR-601 ECO, FB1-290 90.0
’ span or structural FTR-Value H #15 screws) per L. Roof Board 0OB500 or Polyset CRA, 6-inch o.c. ’
concrete
Fastener Options: FiberTite
#14, FiberTite Magnum, FTR-
. Magnum O, FTR-MagnumT,
Min. 22 ga., Type B, OMG #14 Roofgrip or Trufast
Grade 40 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |#14 HD . R R
S-76. span or structural H Plate Options: Dekfast pLT-H-2- | 1 Per 1.0 ft2 |Min. 0.25-inch DensDeck Prime Polyset CRA FB1-290 -105.0
7/8, OMG 3” Galvalume Steel
concrete Plate, OMG AccuTrac Flat
Bottom Plate or Trufast 3”
Metal Insulation Plate”
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390:
Min. 22 ga., Type B, . . . .
.1.5- - - Section 3.1.1 - -
s77. Grade 33 steel or Min. 1.5-inch FTR-Value A or FTR-Value 1per 2.0t (Optlor'1al) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR FB2-390 -45.0*
(#14 or #15 screws) Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., TYPe B, |y 1.0 5 inch FTR-Value A or FTR-Value  |Section 3.1.1 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR
s-78.  |Grade 33 steel or : - 1per4.0ft2 |\ PUO" v phatt, ' ' FB2-390 -45.0%
(#14 or #15 screws) Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA
structural concrete
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Base Insulation Layer

Top Insulation Layer

System Deck e Roof Cover MDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) (psf)
Min. 22 ga., Type B, . . . .
$79 Grade 33 steel o Min. 0.5-inch DensDeck Prime or Section 3.1.1 1 per 2.0 f2 One or more layers FTR-Value, FTR- hot asphalt, FTR 601, FTR-601 PG, FTR- FB2-390 45.0%
’ SECUROCK Gypsum-Fiber Roof Board  |(#14 or #15 screws) per <. Value A or FTR-Value H 601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., TYPe B, |\ 1. 4 5 inch FTR-Value, FTR-Value A |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat  |hot asphalt, FTR 601, FTR-601 PG, FTR
3 .1.5- - , - A 2 . U.2O- , ] = y - - _ *
5-80.  |Grade33steelor | crp \olve H (#14 or #15 screws) 1per20ft |g ot Board 601 ECO, OB500 or Polyset CRA FB2-390 45.0
structural concrete
Min. 22 ga., TYPe B, |y 1.0 5 inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat  |hot asphalt, FTR 601, FTR-601 PG, FTR
3 . 2- - , - W1 2 U250 7 ” . 4 . - - *
SE S| Grace 33 steel or FTR-Value H (#14 or #15 screws) 1perdOft® |g ot Board 601 ECO, OB500 or Polyset CRA FB2-390 45.0
structural concrete
Min. 22 ga., TYPe B, |y 1. 4 5 inch FTR-Value, FTR-Value A |Section 3.1.1 Min. 0.25-inch SECUROCK Gypsum-  |hot asphalt, FTR 601, FTR-601 PG, FTR-
s-82.  |Grade 33 steel or s ’ - 1per2.0f | " vp phatt, ’ ' FB2-390 -45.0%
or FTR-Value H (#14 or #15 screws) Fiber Roof Board 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., TYPe B, |y 1.0 5 inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch SECUROCK Gypsum- |hot asphalt, FTR 601, FTR-601 PG, FTR-
s-83.  |Grade 33 steel or : g - 1peraofez |V ° vp phatt, ’ ' FB2-390 -45.0%
FTR-Value H (#14 or #15 screws) Fiber Roof Board 601 ECO, OB500 or Polyset CRA
structural concrete
Min. 22 ga., Type B,
.84 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- FB2-390 525
: span or structural FTR-Value H (#14 or #15 screws) per . Roof Board 601 ECO, OB500 or Polyset CRA '
concrete
Min. 22 ga., Type B,
) . . . . hot asphalt (full coverage) or FTR 601
. 2 - - Section 3.1.1 .0.25- ’
585 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1per 1.3 Min. 0.25-inch DEXcell FA Glass Mat FTR-601 PG, FTR-601 ECO, OBS00 or FB2-390 675
span or structural FTR-Value H (#14 or #15 screws) Roof Board .
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
) X - Section 3.1.1 in. 0.25-i - -
5-86. Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1 per 1.0t Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR. 601 ECO, FB2-390 -90.0
span or structural FTR-Value H (#14 or #15 screws) Roof Board 0OB500 or Polyset CRA, 6-inch o.c.
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-490:
g7 g/'r':dzgzteg‘;‘i ® |Min. 1.5-inch FTR-Value, FTR-Value A ~|Section 3.1.1 Loer 2.0 |Min. 0.5-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- | .\ 450
’ or FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
.88 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 Min. 0.5-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FB3-490 -45.0*
’ FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., TYPe B, |y 1. 4 5 inch FTR-Value, FTR-Value A |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat  |hot asphalt, FTR 601, FTR-601 PG, FTR
g Lo - ) - A 2 L 0.25- " ) - N - _ _ *
589, |Grade33steelor | coe \oive (#14 or #15 screws) 1per 2.0t | ¢ oot Board 601 ECO, OB500 or Polyset CRA FB3-490 450
structural concrete
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) (psf)
Min. 22 ga., Type B, |\ 5 inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat | hot asphalt, FTR 601, FTR-601 PG, FTR
3 . , i ) U240 7 ’ = )y = - ~ *
SO Grade 33 steel or FTR-Value H (#14 or #15 screws) 1perd.0ft g of Board 601 ECO, OB500 or Polyset CRA FB3-490 45.0
structural concrete
Min. 22 ga., Type B,
91 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DEXcell FA Glass Mat  |hot asphalt, FTR 601, FTR-601 PG, FTR- FB3-490 525
: span or structural FTR-Value H (#14 or #15 screws) per . Roof Board 601 ECO, OB500 or Polyset CRA '
concrete
Min. 22 ga., Type B,
592 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch SECUROCK Gypsum- hot asphalt, FTR 601, FTR-601 PG, FTR- FB3-490 525
" |span or structural FTR-Value H (#14 or #15 screws) pers. Fiber Roof Board 601 ECO, OB500 or Polyset CRA '
concrete
Min. 22 ga., Type B,
503, Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1per 1.3 ft2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- FB3-490 600
span or structural H (#14 or #15 screws) Roof Board 601 ECO, OB500 or Polyset CRA
concrete
Min. 22 ga., Type B,
; Section 3.1.1 in. 0.25-i - -
S04, Grade 33 steel; 6 ft Min. 2-inch FTR-Value ection 1per 1.3 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR-601 PG, FTR-601 ECO FB3-490 -60.0
span or structural (#14 or #15 screws) Roof Board or Polyset CRA
concrete
Min. 22 ga., Type B,
. - - Section 3.1.1 in. 0.25-i - - -
.95, Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value ection 1per 1.3 2 Mln 0.25-inch SECUROCK Gypsum hot asphalt, FTR 601, FTR-601 PG, FTR FB3-490 -60.0
span or structural H (#14 or #15 screws) Fiber Roof Board 601 ECO, OB500 or Polyset CRA
concrete
Min. 22 ga., Type B,
; Section 3.1.1 in. 0.25-i - - -
596, Grade 33 steel; 6 ft Min. 2-inch FTR-Value ection 1per 1.3 Mln 0.25-inch SECUROCK Gypsum hot asphalt, FTR-601 PG, FTR-601 ECO FB3-490 -60.0
span or structural (#14 or #15 screws) Fiber Roof Board or Polyset CRA
concrete
Min. 22 ga., Type B,
. . . . . hot asphalt (full coverage) or FTR 601,
. 24 - - Section 3.1.1 .0.25-
597, Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or ion 1per 1.3 ft2 Min. 0.25-inch DEXcell FA Glass Mat FTR-601 PG, FTR-601 ECO, OBS00 or FB3-490 675
span or structural FTR-Value H (#14 or #15 screws) Roof Board .
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
. . . . . hot asphalt (full coverage) or FTR 601,
. 24 - - Section 3.1.1 .0.25- -
98, Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or ion 1per 1.3 ft2 Mln 0.25-inch SECUROCK Gypsum FTR-601 PG, FTR-601 ECO, OBS00 or FB3-490 675
span or structural FTR-Value H (#14 or #15 screws) Fiber Roof Board )
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
. - . Section 3.1.1 in. 0.25-i - -
599, Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1 per 1.0t Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR. 601 ECO, FB3-490 -90.0
span or structural FTR-Value H (#14 or #15 screws) Roof Board 0OB500 or Polyset CRA, 6-inch o.c.
concrete
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED"
Pt E:’:g!’\czt on

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B,
. in. 2-i - - Section 3.1.1 in. 0.25-i - - -
$-100. Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1per 1.0 f2 Mln 0.25-inch SECUROCK Gypsum FTR 601, FTR-601 PG, FTR. 601 ECO, FB3-490 90,0
span or structural FTR-Value H (#14 or #15 screws) Fiber Roof Board OB500 or Polyset CRA, 6-inch o.c.
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
101 |om-2282: TYPEB: Iptin, 1.5.inch FTR-Value, FTR-Value A ~[Section 3.1.1 L oera.0 f | Min- 0.25-inch DensDeck Prime or ot asphalt, FTR 601, FTR-601 PG, FTR- | . .\ 5.0¢
’ or FTR-Value H (#14 or #15 screws) per <. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . . . . . .
5102 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FBA-HA -45.0*
’ FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA ’
structural concrete
Min. 22 ga., Type B, . ) . . .
Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 , |Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- «
SELOS | Grade 33 steel or or FTR-Value H (#14 or #15 screws) Lper2.0ft Roof Board 601 ECO, OB500 or Polyset CRA FBA4-HA -45.0
structural concrete
Min. 22 ga., Type B, . . . . .
Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 , |Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- «
SRt g Grade 33 steel or FTR-Value H (#14 or #15 screws) 1perdOft® |p ot Board 601 ECO, OB500 or Polyset CRA FBA-HA 45.0
structural concrete
Min. 22 ga., Type B,
<105 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 fi2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- FBA-HA 525
" |span or structural FTR-Value H (#14 or #15 screws) pere. SECUROCK Gypsum-Fiber Roof Board (601 ECO, OB500 or Polyset CRA ’
concrete
Min. 22 ga., Type B,
; in. 2-i - - Section 3.1.1 in. 0.25-i - -
S-106. Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1 per 2.0t Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR FBA-HA 525
span or structural FTR-Value H (#14 or #15 screws) Roof Board 601 ECO, OB500 or Polyset CRA
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime,
; Section 3.1.1 ’ - -
s-107, |Grade33steel6ft iy L ik FTR-Value A ection 1per 2.0 f2 |DensDeck StormX Prime or SECUROCK | 001, FTR-601 PG, FTR-601ECOOr 0/ 10 -60.0
span or structural (#14 or #15 screws) . Polyset CRA
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
Grade 80 steel; 6 ft  [Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DensDeck Prime or | 1O¢ 3sPhalt (full-coverage), FTR 601,
S-108. 1 per 1.3 ft? X FTR-601 PG, FTR-601 ECO, OB500 or FB4-HA -67.5
span or structural FTR-Value H (#14 or #15 screws) SECUROCK Gypsum-Fiber Roof Board .
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
. . . . . hot asphalt (full-coverage) or FTR 601,
. 2 - - Section 3.1.1 .0.25-
$-109. Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 1per 1.3 ft2 Min. 0.25-inch DEXcell FA Glass Mat FTR-601 PG, FTR-601 ECO, OB500 or FBA-HA 675
span or structural FTR-Value H (#14 or #15 screws) Roof Board )
Polyset CRA, 6-inch o.c.
concrete
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TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

System Deck e Roof Cover MDP
No. (4.1.2) Type E :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ¢ - -
5110, |Grade33steel6ft L b FTR-Value A ection 1per 1.3 f2 |DensDeck StormX Prime or SECUROCK | 001, FTR-601 PG, FTR-601ECOOr 0y 10 -75.0
span or structural (#14 or #15 screws) . Polyset CRA, 6-inch o.c.
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime
; Section 3.1.1 ’ - -
s-q11, |Grede33steel6ft iy L o inch FTR-Value A 1per 1.0 2 |DensDeck StormX Prime or SECUROCK |\ 001, FTR-601 PG, FTR-601ECOOr 0, 10 825
span or structural (#14 or #15 screws) . Polyset CRA, 6-inch o.c.
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
$112 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 f2 Min. 0.25-inch DensDeck Prime or FTR 601, FTR-601 PG, FTR-601 ECO, FBA-HA 900
" |span or structural FTR-Value H (#14 or #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board |OB500 or Polyset CRA, 6-inch o.c. ’
concrete
Min. 22 ga., Type B,
. in. 2-i - - Section 3.1.1 in. 0.25-i - -
S-113. Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or 1per 1.0t Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR. 601 ECO, FBA-HA -90.0
span or structural FTR-Value H (#14 or #15 screws) Roof Board 0OB500 or Polyset CRA, 6-inch o.c.
concrete
Fastener Options: FiberTite
#14, FiberTite Magnum, FTR-
. Magnum O, FTR-MagnumT,
Min. 22 ga., Type fB’ OMG #14 Roofgrip or Trufast
Grade 40 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |#14HD ) . . .
S-114. span or structural H Plate Options: Dekfast PLT-H2. | 1 P€r 1.0 ft> |Min. 0.25-inch DensDeck Prime Polyset CRA FB4-HA -105.0
7/8, OMG 3" Galvalume Steel
concrete Plate, OMG AccuTrac Flat
Bottom Plate or Trufast 3”
Metal Insulation Plate
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Min. 22 ga., Type B, . . . .
S115. |Grade 33 steel or Min. 1.5-inch FTR-Value A or FTR-Value [Section 3.1.1 1 per 2.0 f2 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 45.0*
’ (#14 or #15 screws) per 2. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete
Min. 22 ga., Type B, . . . .
<116 Grade 33 steel or Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 4.0 f2 (Optional) One or more layers of Base |hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or -45.0*
' (#14 or #15 screws) pers. Insulation (flat or tapered) 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete
$117 g::&:zaagz't’ez‘:ﬁ B, Min. 0.5-inch DensDeck Prime or Section 3.1.1 1 per 2.0 f2 One or more layers FTR-Value A, FTR- |hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 45.0*
’ SECUROCK Gypsum-Fiber Roof Board  |(#14 or #15 screws) per 2. Value H or FTR-Value H Glass Facer 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete
o118 g/'r':dzgzteg‘;‘i ® |Min. 1.5-inch FTR-Value, FTR-Value A _|Section 3.1.1 L oer 2,02 g’“;;_%i;';éig;gs&eék Prime oL M |hot asphalt, FTR 601, FTR-601 PG, FTR-  |FBs-CR200r | .
’ or FTR-Value H (#14 or #15 screws) per <. ) VP 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete Roof Board
: FTR-Value H (#14 or #15 screws) pers. ' P 601 ECO, OB500 or Polyset CRA FB6-601PG :
structural concrete Roof Board
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Product Certifcation

Agency

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck e Roof Cover MbDP
No. (4.1.2) Type - :51 e4n2erz) Attach Type Attach (3.1.3) (3.1.4) (psf)
190 gﬂrl:d:égastegg? B |Min. 1.5-inch FTR-Value, FTR-Value A |Section 3.1.1 Loer2.0f |Min:0.25inch DEXcell FA Glass Mat  |hot asphalt, FTR 601, FTR-601 PG, FTR-  [FBS-CR200r | o,
’ or FTR-Value H (#14 or #15 screws) per 2. Roof Board 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete
Min. 22 ga., Type B, . . . . .
$121 Grade 33 steel or Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 4.0 f©2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 45 0%
’ FTR-Value H (#14 or #15 screws) pers. Roof Board 601 ECO, OB500 or Polyset CRA FB6-601PG ’
structural concrete
Min. 22 ga., Type B,
5122 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 f2 Min. 0.25-inch DensDeck Prime or hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 525
" |span or structural FTR-Value H (#14 or #15 screws) per <. SECUROCK Gypsum-Fiber Roof Board |601 ECO, OB500 or Polyset CRA FB6-601PG ’
concrete
Min. 22 ga., Type B,
<123 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 2.0 fe2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 525
" |span or structural FTR-Value H (#14 or #15 screws) per . Roof Board 601 ECO, OB500 or Polyset CRA FB6-601PG ’
concrete
Min. 22 ga., Type B,
s-124 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 fe2 Min. 0.25-inch SECUROCK Gypsum- hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or 60.0
" |span or structural H (#14 or #15 screws) per <. Fiber Roof Board 601 ECO, OB500 or Polyset CRA FB6-601PG ’
concrete
Min. 22 ga., Type B,
5125 Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |Section 3.1.1 1 per 1.3 f2 Min. 0.25-inch DEXcell FA Glass Mat hot asphalt, FTR 601, FTR-601 PG, FTR- |FB5-CR20 or -60.0
" |span or structural H (#14 or #15 screws) per & Roof Board 601 ECO, OB500 or Polyset CRA FB6-601PG ’
concrete
Min. 22 ga., Type B, Min. 0.25-inch DensDeck, DensDeck
Grade 33 steel; 6 ft . . Section 3.1.1 , |Prime, DensDeck StormX Prime, FTR 601, FTR-601 PG, FTR-601 ECO or BB3-ATBA or
S-126. span or structural Min. 2-inch FTR-Value A (#14 or #15 screws) Lper20ft SECUROCK Gypsum-Fiber Roof Board |Polyset CRA BB4-ATBA -60.0
concrete or DEXcell FA Glass Mat Roof Board
Min. 22 ga., Type B,
s127 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.3 f2 Min. 0.25-inch DensDeck Prime or 2?;?;5{122 (Llf::;fggf?gg)’g;—;{o%o; FB5-CR20 or 675
" |span or structural FTR-Value H (#14 or #15 screws) per L. SECUROCK Gypsum-Fiber Roof Board L ! FB6-601PG '
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B,
Grade 80 steel; 6t [Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 Min. 0.25-inch DEXcell FA Glass Mat |10t 3sPhalt (full-coverage) or FTR 601, | poe oy o
S-128. 1 per 1.3 ft? FTR-601 PG, FTR-601 ECO, OB500 or -67.5
span or structural FTR-Value H (#14 or #15 screws) Roof Board ) FB6-601PG
Polyset CRA, 6-inch o.c.
concrete
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime,
5129, |Grade33steel6ft L i FTR-Value A section 3.1.1 1per 1.3 f2 |DensDeck StormX Prime or SECUROCK |- 001, FTR-601 PG, FTR-601 ECOor |FB5-CR200r ) = ;g
span or structural (#14 or #15 screws) . Polyset CRA, 6-inch o.c. FB6-601PG
Gypsum-Fiber Roof Board
concrete
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

IAS

Report No.:  NER-SMIN-001.R8 FL4930-R29
Revision 8: 2026-10-03 ACCREDITED
Product Certification
® Page 38 of 124 hgecr
ISO/IEC 17065 PCA-145

NEMO |cert.
TABLE 12c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck = Roof Cover MDP
No. (4.1.2) Type - alaslte4n2erz) Attach Type Attach (3.1.3) (3.1.4) sf
Min. 22 ga., Type B, . . .
. Min. 0.25-inch DensDeck Prime,
; Section 3.1.1 ’ - - -
s130, |Srade3dsteeh 6ft yy, o inch FTR-Value A on 1per 1.0t |DensDeck StormX Prime or SECUROCK |1 001 FTR-601 PG, FTR-601ECO o |FB5-CR20 or | - g
span or structural (#14 or #15 screws) - Polyset CRA, 6-inch o.c. FB6-601PG
Gypsum-Fiber Roof Board
concrete
Min. 22 ga., Type B,
<131 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 fi2 Min. 0.25-inch DensDeck Prime or FTR 601, FTR-601 PG, FTR-601 ECO, FB5-CR20 or 900
" |span or structural FTR-Value H (#14 or #15 screws) pers. SECUROCK Gypsum-Fiber Roof Board |OB500 or Polyset CRA, 6-inch o.c. FB6-601PG ’
concrete
Min. 22 ga., Type B,
<132 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR-Value A or |Section 3.1.1 1 per 1.0 f2 Min. 0.25-inch DEXcell FA Glass Mat FTR 601, FTR-601 PG, FTR-601 ECO, FB5-CR20 or -90.0
" |span or structural FTR-Value H (#14 or #15 screws) per <. Roof Board OB500 or Polyset CRA, 6-inch o.c. FB6-601PG ’
concrete
Fastener Options: FiberTite
#14, FiberTite Magnum, FTR-
. Magnum O, FTR-MagnumT,
Mm(:j 22 8a., TYpe fB’ h | | OMG #14 Roofgrip or Trufast
Grade 40 steel; 6 ft Min. 2-inch FTR-Value A or FTR-Value |#14HD . . . FB5-CR20 or
S-133. span or structural H Pl/ate Otions: D|ekf,aSt PLT-H-IZ- 1 per 1.0 ft2 |Min. 0.25-inch DensDeck Prime Polyset CRA FB6-601PG -105.0
7/8, OMG 3" Galvalume Stee
concrete Plate, OMG AccuTrac Flat
Bottom Plate or Trufast 3”
Metal Insulation Plate

TABLE 12p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck F y P Y mbp
No. (4.1.2) Type E :sltean:rz) Attach Type Attach (3.1.3) Base Ply Ply Cap Ply (psf)
. Min. 0.25-inch DensDeck Prime, (Optional) BP1- |FB2-390, FB4-
Min. 22 ga., Type B, |\ 0 4 o inch FTR-Value,  |Section 3.1.1 , |DEXcell FA Glass Mat Roof hot asphalt, FTR 601, FTR- |BP1-HA, BP2- || \"pp) HA, FB5-CR20,
S-134. |Grade 33 steel or 1 per 2.0 ft 601 PG, FTR-601 ECO, FTRSBSA, BP3- -45.0*
structural concrete FTR-Value A or FTR-Value H |(#14 or #15 screws) Board or SECUROCK Gypsum OB500 or Polvset CRA CEFA or BPA-TA FTRSBSA, BP3- |FB6-601PG or
Fiber-Roof Board v CEFA or BP4-TA |FB7-CEFA
. Min. 0.25-inch DensDeck Prime, (Optional) BP1- |FB2-390, FB4-
Min. 22 ga., TYpe B, 1y 10 5 inch FTR-Value, FTR- |Section 3.1.1 DEXcell FA Glass Mat Roof hot asphalt, FTR 601, FTR- \BP1-HA, BP2- |, ) "gp, HA, FB5-CR20,
S-135. |Grade 33 steel or 1 per 4.0 ft2 601 PG, FTR-601 ECO, FTRSBSA, BP3- -45.0%
structural concrete Value A or FTR-Value H (#14 or #15 screws) Board or SECUROCK Gypsum OB500 or Polvset CRA CEFA or BPA-TA FTRSBSA, BP3- |FB6-601PG or
Fiber-Roof Board v CEFA or BP4-TA |FB7-CEFA
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Prime, (Optional) BP1- |FB4-HA, FB5-
<136 Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR- |Section 3.1.1 1 per 2.0 &2 DEXcell FA Glass Mat Roof ELF; Egé’ g;sggloiG’ FTR Si;s:‘SA’ABng% HA, BP2- CR20, FB6- 525
" |span or structural Value A or FTR-Value H (#14 or #15 screws) per & Board or SECUROCK Gypsum Polvset C’RA CEFA or éP4-TA FTRSBSA, BP3- [601PG or FB7- ’
concrete Fiber-Roof Board ¥ CEFA or BP4-TA |CEFA
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TABLE 12p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck ; y P Y mbp
No. (4.1.2) Type 3 alaslte4n2erz) Attach Type Attach (3.1.3) Base Ply Ply Cap Ply sf]
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Prime, (Optional) BP1- |FB4-HA, FB5-
Grade 33 steel; 6 ft Min. 2-inch FTR-Value A or |Section 3.1.1 DEXcell FA Glass Mat Roof hot asphalt, FTR 601, FTR- |BP1-HA, BP2 HA, BP2- CR20, FB6-
S-137. 1 per 1.3 ft2 601 PG, FTR-601 ECO, FTRSBSA, BP3- -60.0
span or structural FTR-Value H (#14 or #15 screws) Board or SECUROCK Gypsum OB500 or Polvset CRA CEFA or BPA-TA FTRSBSA, BP3- [601PG or FB7-
concrete Fiber-Roof Board v CEFA or BP4-TA |CEFA
. hot asphalt (full- .
Min. 22 ga, Type B, | . Min. 0.25-inch DensDeck Prime |coverage), FTR 601, FTR- |BP1-HA, gp2- | OPtional) BP1- |FBA-HA, FBS
Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR- |Section 3.1.1 ) HA, BP2- CR20, FB6-
S-138. 1 per 1.3 ft2 |or SECUROCK Gypsum-Fiber 601 PG, FTR-601 ECO, FTRSBSA, BP3- -67.5
span or structural Value A or FTR-Value H (#14 or #15 screws) FTRSBSA, BP3- [601PG or FB7-
Roof Board OB500 or Polyset CRA, 6- |CEFA or BP4-TA
concrete ) CEFA or BP4-TA |CEFA
inch o.c.
Min. 22 ga, TypeB, | . Min. 0.25-inch DensDeck Prime |FTR 601, FTR-601 PG, FTR- |BP1-HA, Bp2- | OPtional) BP1- |FBA-HA, FB5-
Grade 80 steel; 6 ft Min. 2-inch FTR-Value, FTR- |Section 3.1.1 X HA, BP2- CR20, FB6-
S-139. 1 per 1.0 ft? |or SECUROCK Gypsum-Fiber 601 ECO, OB500 or FTRSBSA, BP3- -90.0
span or structural Value A or FTR-Value H (#14 or #15 screws) Roof Board Polvset CRA. 6-inch o.c CEFA or BPA-TA FTRSBSA, BP3- |601PG or FB7-
concrete 4 d “ CEFA or BP4-TA |CEFA
Fastener Options:
FiberTite #14, FiberTite
Magnum, FTR-Magnum O,
Min. 22 ga., Type B, oo BpLHA Bpg. |(OPtional) BP1- |FBA-HA, FBS-
Grade 40 steel; 6 ft Min. 2-inch FTR-Value A or |HD 5 [ngs . . ’ HA, BP2- CR20, FB6-
S-140. span or structural FTR-Value H Plate Options: Dekfast 1 per 1.0 ft? |Min. 0.25-inch DensDeck Prime |Polyset CRA Z'II;I:ZBOSI'A‘;EZ":_‘I:A FTRSBSA, BP3- |601PG or FB7- -105.0
concrete PLT-H-2-7/8, OMG 3 CEFA or BPA-TA |CEFA
Galvalume Steel Plate,
OMG AccuTrac Flat
Bottom Plate or Trufast 3”
Metal Insulation Plate

TABLE 12e: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck S Primer Vapor Barrier e Roof Cover MDP
No. (4.1.2) Type Ly Attach (3.1.4) Type ac (3.1.4) (psf)
(3.1.1, 4.2.2) (3.1.3)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
BlockShield SA  |One or more layer(s), Min. 2-inch FTR-
Min. 22 ga., Type . . Plus or Value A, FTR-Value-llI-A, FTR-Value, FTR- |FTR 601, FTR-601 PG
S-141. |B, Grade 40 steel; gﬂ'";oﬁ?gdzfgs‘sfg:ig'( Section 3.1.1 21 g :trz None SlopeShield Plus |Value H followed by min. 0.4375-inch  |or FTR-601 ECO, 6- gg;_iggg o | 37.5*
6 ft span ypsum-H : SA, self- DEXcell Cement Roof Board or min 0.5-  [inch o.c.
adhering inch SECUROCK Gypsum-Fiber Roof Board
. . . VaporTite or Min. 1.5-inch FTR-Value, FTR-Value A or
. . .0.5- 1 ! - -
s-142. gﬂ'grgjeg;é Itye'lel Z'”SS ni:ggf:g:ﬁ;, (;': 4 [section3.1.1 . é’f; None FTR SBS Poly SA, |FTR-Value H followed by min. 0.25-inch EI;R 601 or FTR-601 gg;_iggi or | g50
! yp . self-adhering SECUROCK Gypsum Fiber Roof Board
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1,2’_ Type asten Attach ]3.1.4l Type ac ]3.1.4! jgsf[
(3.1.1, 4.2.2) (3.1.3)
. R R Min. 1.5-inch FTR-Value, FTR-Value A or
5-143. g"'g‘r azjeggg :tye " g;eonfégg; ;Eg:’dROCK Section 3.1.1 415’:2 ASTM D41  |BP4A-TA FTR-Value H followed by min. 0.25-inch ELR 601 or FTR-601 gg;iggi o | asor
! . SECUROCK Gypsum Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate Primer or . FTR-Value H followed by min. 0.25-inch
’ 1 per - - -
S-144. |B, Grade 33 steel; | Prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. , g o |SOPREMA ZZEZ:iTr:te’ self- | bensDeck Prime, DEXcell FA Glass Mat E)LR 601 or FTR-601 gg;_ggg or 52.5
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL g Roof Board or SECUROCK Gypsum-Fiber
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate Primer or FTR-Value H followed by min. 0.25-inch
’ 1 » _
S-145. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. 5 5 :trz SOPREMA :g;zsi::l’r']y SA | pensDeck Prime, DEXcell FA Glass Mat ESR 601 or FTR-601 gg;_iggg or 52.5
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL & Roof Board or SECUROCK Gypsum-Fiber
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite E.Il’-I':rfeAr or VaporTite or 'IrI'IF:1 .\}a;lsl.:en:ihle-ll-:\;\)/ezac:ul:; ::T;ri:-\galzuseiﬁn\c(ljwr
' 3 in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 § _ o : -
S-146. |B, Grade 33 steel; CM;;eonf R'ZZ'; ;EE:LROCK orTgr u‘;ast 414 HDg ! gnu , g‘:trz SOPREMA  |FTR SBS Poly SA, | DensDeck Prime, DEXcell FA Glass Mat ELR 601 or FTR-601 gg;_iggg or 525
6 ft span K R . i . “ELASTOCOL (self-adhering Roof Board or SECUROCK Gypsum-Fiber
Plate Options: FiberTite 3-in Steel Plate s n
Stick Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate, . BP1-HA, BP2- FTR-Value H followed by min. 0.25-inch )
S-147. |B, Grade 33 steel; |Prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. 215:':2 gm’gﬂ FTRSBSA, BP3- |DensDeck Prime, DEXcell FA Glass Mat 2?;?;‘_’23?’;2" 601 gg;_iggg or 525
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : CEFA or BP4-TA |Roof Board or SECUROCK Gypsum-Fiber
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite BP1-HA, BP2 ’;ATIFT vlals:anlcahfcmg -\Lac:ulf ' t;:-\galzuse':c%r
in. 2283, TYPE |\ 6 5 inch SECUROCK  |Magnum, FTR-Magnum O, FTR-MagnumT| 1 per |(Optional) . ue 1t foflowed by min. 72> hot asphalt, FTR 601 |BB1-190E or
S-148. |B, Grade 33 steel; FTRSBSA, BP3- |DensDeck Prime, DEXcell FA Glass Mat -52.5
Cement Roof Board or Trufast #14 HD 2.0ft2 |ASTM D41 . or FTR-601 PG BB2-190E
6 ft span . . . . CEFA or BP4-TA |Roof Board or SECUROCK Gypsum-Fiber
Plate Options: FiberTite 3-in Steel Plate
Roof Board
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1_2'_ Type asten Attach ]3.1.4l Type ac ]3.1.4! sf
(3.1.1, 4.2.2) (3.1.3)
One or more layer(s), Min. 2-inch FTR-
Min. 22 ga., Type |Min. 0.625-inch SECUROCK ) 1 per SlopeShield Plus |Value A, FTR-VaIue-Illf\, FTR-VaIu.e, FTR- |FTR 601, FTR-601 PG BB1-190E or
S-149. B. Grade 40 steel |Gyosum-Fiber Roof Board Section 3.1.1 1.0 ft2 None SA, self- Value H followed by min. 0.4375-inch or FTR-601 ECO, 6- BB2-190F -75.0
! ypsum-Hi : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c.
inch SECUROCK Gypsum-Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate, Primer or . 3 FTR-Value H followed by min. 0.25-inch ’ B
S-150. |B, Grade 33 steel; |prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. 11::2 SOPREMA Zjﬁ;’{:n'te’ self- | pensDeck Prime, DEXcell FA Glass Mat EI;R g_ci);c%';TcR 601 Sg;_iggg or 75.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL J Roof Board or SECUROCK Gypsum-Fiber ! o
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate, Primer or FTR-Value H followed by min. 0.25-inch : )
5-151. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. 11::2 SOPREMA :g;zsi::r']y SA | pensDeck Prime, DEXcell FA Glass Mat ESR g_‘i);;r;TcR 601 gg;_iggg or -75.0
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. . “ELASTOCOL g Roof Board or SECUROCK Gypsum-Fiber ’ o
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite EII;SeAr or VaporTite or llrl'lF:1 .\}a;lsl.:en:ihle-ll-:\;\)/ezac:ul:; ::T;ri:-\galzuseiﬁn\c(ljwr
: s in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 ’ | e - -
5-152. (B, Grade 33 steel; | - 0->-Inch SECUROCK | Magnu sny eny PEr SOPREMA  |FTR SBS Poly SA, [DensDeck Prime, DEXcell FA Glass Mat |-« cor O FTR-601 BB1-190For ) = 5
Cement Roof Board or Trufast #14 HD 1.3ft2 |, K . PG, 6-inch o.c. BB2-190E
6 ft span Plate Options: FiberTite 3-in Steel Pl ELASTOCOL (self-adhering Roof Board or SECUROCK Gypsum-Fiber
ate Options: FiberTite 3-in Steel Plate Stick” Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate, 1 per BP1-HA or BPA- FTR-Value H followed by min. 0.25-inch  |hot asphalt or FTR BB1-190E or
S-153. (B, Grade 33 steel; [Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 13fi2 ASTM D41 A DensDeck Prime, DEXcell FA Glass Mat  |601 or FTR-601 PG, BB2-190E -75.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c.
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite llrl'lF:1 .\}a;lsl.:en:ihle-ll-:\;\)/ezac:ul:; ::T;ri:-\galzuseiﬁn\c(ljwr hot asphalt or FTR
' 3 in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 - - _ L -
5-154. |B, Grade 33 steel; | MM 0-3-inch SECUROCK | Magnu gnu gnu Per Iastmpar | BPIHAOTBPA- 11 sDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |oor190E0r | 554
Cement Roof Board or Trufast #14 HD 1.3 ft2 TA . : BB2-190E
6 ft span i R . i Roof Board or SECUROCK Gypsum-Fiber [6-inch o.c.
Plate Options: FiberTite 3-in Steel Plate
Roof Board
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1,2’_ Type asten Attach ]3.1.4l Type ac ]3.1.4[ sf
(3.1.1, 4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate Primer or ! FTR-Value H followed by min. 0.25-inch
’ 1 _ | -
S-155. |B, Grade 33 steel; |Prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. ; g:trz SOPREMA ZZEZ:iTr:te’ self- | bensDeck Prime, DEXcell FA Glass Mat EsR g_‘i)i;r;TcR 601 gg;_iggg or 825
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. ’ “ELASTOCOL & Roof Board or SECUROCK Gypsum-Fiber ! e
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate Primer or FTR-Value H followed by min. 0.25-inch
’ 1 » _
5-156. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. ; g:rz SOPREMA :g;zsi::’r']y SA | pensDeck Prime, DEXcell FA Glass Mat ESR g_‘_’i;r;TcR 601 gg;_iggg or -82.5
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. O g asToCOL ine Roof Board or SECUROCK Gypsum-Fiber » ol -
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite EII;SGAF or VaporTite or :rI'IFT .\}a;lsl.;clenlflhle-ll-:\;\iac:ulf\; r:rii-\galzuseiﬁn\ccljwr
' 3 in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 per § _ o : -
s-157. |B, Grade 33 steel; CM;;eonf R'ZZ'; ;EE:LROCK orTgr u‘;ast 414 HDg ! gnu . g o2 [SOPREMA |FTR SBS Poly SA, |DensDeck Prime, DEXcell FA Glass Mat ELR :ﬁi;’oFTcR 601 gg;_iggg or 825
6 ft span . . § . : “ELASTOCOL |self-adhering Roof Board or SECUROCK Gypsum-Fiber ’ o
Plate Options: FiberTite 3-in Steel Plate s n
Stick Roof Board
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or . .
R X or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min- 0--inch DensDeck 1o, o tions: FiberTite 3-in Steel Plat FTR-Value H followed by min. 0.25-inch | hot asphalt or FTR
83 YP® b ime, DEXcell FA Glass |- reoptions: Fibertite 3-in SteelPlate, | pq BP1-HA or BP4- . v P BB1-190E or
S-158. |B, Grade 33 steel; Dekfast PLT-H-2-7/8, OMG 3 in. ASTM D41 DensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, -82.5
Mat Roof Board, . 1.0 ft2 TA . . BB2-190E
6 ft span Galvalume Steel Plate (Flat), OMG 3 in. Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c.
SECUROCK Cement Roof K
Ribbed Galvalume Plate (Flat), OMG Roof Board
Board or SECUROCK ”
Gvbsum-Fiber Roof Board AccuTrac Flat Bottom Plate or Trufast 3
vp Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite :;/'II'IF;1 '\}éf;;n:ihle-ll-:\;\x:c:uti; tr;rii-\galzuseiﬁn\c%r hot asphalt or FTR
: s in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 per - - ’ | e -
5-159. |B, Grade 33 steel; |- 0-3-inch SECUROCK | Magnu gnu gnu Per | astmpa1 | BPLIHACTBPA- | sDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |oor10E0r | g5
Cement Roof Board or Trufast #14 HD 1.0 ft2 TA . . BB2-190E
6 ft span K R . i Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c.
Plate Options: FiberTite 3-in Steel Plate
Roof Board
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck o Primer Vapor Barrier R Roof Cover MDP
No. (4.1.2) Type asten Attach (3.1.4) Type ac (3.1.4) sf
(3.1.1, 4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT . .
or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type Cement Roof Board or Plate Opti FiberTite 3-in Steel Plat Primer or FTR-Value H followed by min. 0.25-inch
. M R P ate Options: FiberTite 3-in Steel Plate, 1 . . - .0.25- ’ }
5-160. |B, Grade 80 steel; ('\;"I'"' 0'\'/|5 't";h ﬁxce'LFA Dekfast PLT-H-2-7/8, OMG 3 in. ; g:trz SOPREMA ZZEZ:iTr:te’ self- | bensDeck Prime, DEXcell FA Glass Mat :;R g_?i;r;TcR 601 Zg;_izgé or -90.0
6 ft span seacsljRoaCK g° . °r:rF_g;r Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL g Roof Board or SECUROCK Gypsum-Fiber | <
oot Bomrd YPSUM-FILET | pibbed Galvalume Plate (Flat), OMG Stick” Roof Board
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Trufast #14 HD in. 1.5-i - -
Min. 22 ga., Type |- 0-5-inch DEXcell FA sf truoagst' FiberTite 3-in Steel Plat ;Ii;se/: or 21'; vlafu:en;hf;:m)gu; ' anTui \:)alzl;ei:c%r
. . : - 3 - . 0.254
83 TYP€ | o125 Mat Roof Board or | ate Options: FiberTite 3-in Steel Plate, |4 oo FTR SBS Poly SA, . Y FTR 601 or FTR-601 |BB1-190E or
S-161. |B, Grade 80 steel; SECUROCK Gybsum-Fiber Dekfast PLT-H-2-7/8, OMG 3 in. 1.0 2 SOPREMA self-adherin DensDeck Prime, DEXcell FA Glass Mat PG, 6-inch o.c BB2-190F -90.0
6 ft span Roof Board P Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL J Roof Board or SECUROCK Gypsum-Fiber ’ o
Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plate, 1 per BP1-HA or BPA- FTR-Value H followed by min. 0.25-inch  |hot asphalt or FTR BB1-190E or
S-162. |B, Grade 80 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 1.0 2 ASTM D41 TA DensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, BB2-190F -90.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c.
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite ﬁ?l;‘.\llz;lsti:enﬁhfgﬂ-:\;\)iea(;ut)ey; rr-:-ii_\:)alzl;ei/:c%r hot asphalt or FTR
in. LTy . . rastener Lpuons - .0.25-
.0.5- Magnum, FTR-Magnum O, FTR-MagnhumT | 1 per - - X -
5-163. |B, Grade 80 steel; |- 0->-inch SECUROCK | Mag € € Per | astmpar | BPLHACTBPA- 1 Deck Prime, DEXcell FA Glass Mat ~ |601 or FTR-601 PG, |oor190E0r 1 g9
Cement Roof Board or Trufast #14 HD 1.0 ft2 TA . . BB2-190E
6 ft span K X . . Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c.
Plate Options: FiberTite 3-in Steel Plate
Roof Board
Fastener Options: FiberTite #14, FiberTite i i
o Hbert] oertt FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type Magnum, FTR-Magnum O, FTR-MagnumT Primer or VaporTite or FTR-Value H followed by min. 0.25-inch
: : Trufast #14 HD 1 ) ; e - -
5-164. |B, Grade 80 steel; " 0-5-inch Densbeck jor Trufast #414HD PET 1SOPREMA  |FTR SBS Poly SA, | DensDeck Prime, DEXcell FA Glass Mat |- % 001 O FTR-601 |BB1-190Eor | ¢
Prime Plate Options: FiberTite 3-in Steel Plate, 1.0 ft2 |, - ) PG, 6-inch o.c. BB2-190E
6 ft span - ELASTOCOL |self-adhering Roof Board or SECUROCK Gypsum-Fiber
OMG 3 in. Galvalume Steel Plate (Flat) or Stick” Roof Board
OMG AccuTrac Flat Bottom Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite E’-Ir-lzz-: or VaporTite or 2/':"; .\lla.ij_:en:ihfgl-ll—:\;xea(;u;\; fl;rii_\:)alzl;ei:c%r
-22ga, in. 0.5 M , FTR-M 0, FTR-M T| 1 § , Slacs 1 - g
5-165. |B, Grade 80 steel; | Vn- 0-5-inch SECUROCK | Magnum agnum agnum PET ISOPREMA  |FTR SBS Poly SA, | DensDeck Prime, DEXcell FA Glass Mat |- 00+ OF FTR-601 |BB1-190Eor |, 0
Cement Roof Board or Trufast #14 HD 1.0ft2 |, N X PG, 6-inch o.c. BB2-190E
6 ft span . . . . ELASTOCOL |self-adhering Roof Board or SECUROCK Gypsum-Fiber
Plate Options: FiberTite 3-in Steel Plate s n
Stick Roof Board
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PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1,2’_ Type asten Attach ]3.1.4l Type ac ]3.1.4[ jgsf[
(3.1.1, 4.2.2) (3.1.3)
One or more layer(s), Min. 2-inch FTR-
Min. 22 ga., Type |Min. 0.625-inch SECUROCK ) 1 per BlockShield SA  |Value A, FTR-VaIue-III-f\, FTR-VaIu.e, FTR- |FTR 601, FTR-601 PG BB1-190E or
S-166. B Grade 40 steel |Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft2 None Plus, self- Value H followed by min. 0.4375-inch or FTR-601 ECO, 6- BB2-190F -135.0
! s : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c.
inch SECUROCK Gypsum-Fiber Roof Board
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
BlockShield SA  |One or more layer(s), Min. 2-inch FTR-
Min. 22 ga., Type . . Plus or Value A, FTR-Value-IlI-A, FTR-Value, FTR- |FTR 601, FTR-601 PG
. 0.625- BB3-ATBA or
S-167. |B, Grade 40 steel; GMInsgn?-z::t;Zflr;jsfg:ggK Section 3.1.1 21(??:2 None SlopeShield Plus |Value H followed by min. 0.4375-inch or FTR-601 ECO, 6- BBA-ATBA -37.5*
6 ft span P . SA, self- DEXcell Cement Roof Board or min 0.5- |inch o.c. -
adhering inch SECUROCK Gypsum-Fiber Roof Board
. . . VaporTite or Min. 1.5-inch FTR-Value, FTR-Value A or
. . . 0.5 1 ! - BB3-ATBA
5-168. Z‘g,jjﬁ; Itye’fi Z'”SS nf_'F?EZrS:g:fR; (;': 4 [section3.1.1 . g:trz None FTR SBS Poly SA, |FTR-Value H followed by min. 0.25-inch EI;R 601 or FTR-601 CbaATEA " | 50
! yp . self-adhering SECUROCK Gypsum Fiber Roof Board )
Min. 1.5-inch FTR-Value, FTR-Value A or
in. 22 ga. in. 0.5-i 1 ‘ - BB3-ATBA
5-169. Z‘g,jjﬁ; Itye’fi CM;;eonf R'ZZ'; ;E(a:lrJdROCK Section 3.1.1 . g:trz ASTM D41  |BP4-TA FTR-Value H followed by min. 0.25-inch ELR 601 or FTR-601 CbaATEA " | 450
’ : SECUROCK Gypsum Fiber Roof Board )
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA . .
Min. 22 ga., Type |Min. 0.5-inch DensDeck | Plate Options: FiberTite 3-in Steel Plat Primer or Min. 1.5-inch FTR-Value, FTR-Value A or
-£2ga., Typ !n. ->-inch bensDec ate lons: Fiberfite 3-in > eel Flate, 1 per VaporTite, self- [FTR-Value H followed by min. 0.25-inch  [FTR 601 or FTR-601 |BB3-ATBA or
S-170. |B, Grade 33 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. SOPREMA . -52.5
R 2.0ft2 |, adhering DEXcell FA Glass Mat Roof Board or PG BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gypsum-Fiber Roof Board
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Y
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
in. 0.5-i Trufast #14 HD
Min. 22 ga., Type PMr::ng E)EI;EZHDIS/:]SGD;E: plate Options: FiberTie 3-in seel Plat Ei?nseﬁ: or Min. 1.5-inch FTR-Value, FTR-Value A or
-48a, 1yp g Plate Options: FiberTite 3-In Steel Plate, | 4 o FTR SBS Poly SA, |FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-171. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. SOPREMA K -52.5
: . 2.0ft2 |, self-adhering DEXcell FA Glass Mat Roof Board or PG BB4-ATBA
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gybsum-Fiber Roof Board
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” VP
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

Report No.:  NER-SMIN-001.R8 FL4930-R29
Revision 8: 2026-10-03 ACCREDITED
Product Certification
® Page 45 of 124 hgecr
ISO/IEC 17065 PCA-145

NEMO |cert.

TABLE 12€e: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1_2'_ Type asten Attach ]3.1.4l Type ac ]3.1.4! sf
(3.1.1, 4.2.2) (3.1.3)
. . ) . y FTR SA . .
Min. 22 ga.. Type Fastener Options: FiberTite #14, FiberTite Primer or VaporTite o Min. 1.5-inch FTR-Value, FTR-Value A or
in. 22 ga., Typ Min. 0.5-inch SECUROCK  |Magnum, FTR-Magnum O, FTR-MagnumT | 1 per ! por i FTR-Value H followed by min. 0.25-inch  [FTR 601 or FTR-601 |BB3-ATBA or
S-172. |B, Grade 33 steel; SOPREMA FTR SBS Poly SA, -52.5
Cement Roof Board or Trufast #14 HD 2.0ft2 |, X DEXcell FA Glass Mat Roof Board or PG BB4-ATBA
6 ft span . . . . ELASTOCOL (self-adhering .
Plate Options: FiberTite 3-in Steel Plate Stick” SECUROCK Gypsum-Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Min. 22 ga., Type :;'/l'e'meon; Boort anm:)ork E[Imcf)a;; #14~ E‘i Tite 3-in Steel Plat BP1-HA, Bp2-  |Mn- 1.5-inch FTR-Value, FTR-Value A or
- <83, 1yp !n. ->-Inch Densvec ate lons: Fibertite 3-in X eel Flate, 1per |(Optional) ! FTR-Value H followed by min. 0.25-inch  |hot asphalt, FTR 601 |BB3-ATBA or
S-173. |B, Grade 33 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. FTRSBSA, BP3- -52.5
R 2.0 ft2 |ASTM D41 DEXcell FA Glass Mat Roof Board or or FTR-601 PG BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. CEFA or BP4-TA SECUROCK Gvpsum-Fiber Roof Board
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG vp
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
i Fastener Options: FiberTite #14, FiberTite Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type . . . BP1-HA, BP2- R .
5174, |B. Grade 33 steel: Min. 0.5-inch SECUROCK  |Magnum, FTR-Magnum O, FTR-MagnumT | 1 per |(Optional) FTRSBSA. BP3- FTR-Value H followed by min. 0.25-inch  |hot asphalt, FTR 601 |BB3-ATBA or 55
: 6’ft span " |Cement Roof Board or Trufast #14 HD 2.0ft2 |ASTM D41 CEFA or I’3P4-TA DEXcell FA Glass Mat Roof Board or or FTR-601 PG BB4-ATBA !
P Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof Board
One or more layer(s), Min. 2-inch FTR-
. . . SlopeShield Plus |Value A, FTR-Value-llI-A, FTR-Value, FTR- [FTR 601, FTR-601 PG
.22 ga. .0.625- 1 per ’ ’ ’ ’ BB3-ATBA
5-175. gﬂ'grazjegzc; Itye’ﬁ g”'“sonf?gl;z:gjsf::i? Section 3.1.1 . é’ 2 |None SA, self- Value H followed by min. 0.4375-inch  [or FTR-601 ECO, 6- | "/ o | 750
! ypsum-H : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c. )
inch SECUROCK Gypsum-Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Min. 22 ga., Type (I;'/I'ei;neon; R:::; Eﬁﬁ)g;k :[azgu:)agstti:r?j I:izerTite 3-in Steel Plate, ;Iliwsezl-: or Min. 1.5-inch FTR-Value, FTR-Value A or
: s s : j ’ 1 per VaporTite, self- [FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
$-176. |B, Grade 33 steel; |Prime, DEXcell FAGlass | Dekfast PLT-H-2-7/8, OMG 3 in. Pl |sopremA por’t v ; -75.0
. 1.3ft2 |, adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gvpsum-Fiber Roof Board
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” vp
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
in. 0.5-i Trufast #14 HD
Min. 22 ga., Type m::mf EEI;ZZ:);:SGD;E: sf truoast' : FiberTite 3-in Steel Plat ;Ii':nseé or Min. 1.5-inch FTR-Value, FTR-Value A or
- o< 82, 1Yp g ~late Options: tiberlite 3-in Steel Flate, | q o FTR SBS Poly SA, |FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-177. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. SOPREMA K . -75.0
. . 1.3ft2 |, self-adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gypsum-Fiber Roof Board
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” vp
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1_2'_ Type asten Attach ]3.1.4l Type ac ]3.1.4! sf
(3.1.1, 4.2.2) (3.1.3)
. . " . N FTR SA . .
Min. 22 T Fastener Options: FiberTite #14, FiberTite Pri v Tit Min. 1.5-inch FTR-Value, FTR-Value A or
In. 22ga., 1YPe |\ 1 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT | 1 per rimer or aportite or FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-178. B, Grade 33 steel; SOPREMA FTR SBS Poly SA, K -75.0
Cement Roof Board or Trufast #14 HD 13ft2 |, - DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span K R . . ELASTOCOL |self-adhering .
Plate Options: FiberTite 3-in Steel Plate Stick” SECUROCK Gypsum-Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Min. 22 ga., Type Enei;neon; r:::; Eﬁl%ilk slrazu:)astti:;: :EerTite 3-in Steel Plate Min. 1.5-inch FTR-Value, FTR-Value Aor 1 oo oie o prg
: o et —iate Uptions: - © | 1per - - - [ i BB3-ATBA or
5-179. |B, Grade 33 steel; |Prime, DEXcell FA Glass  |Dekfast PLT-H-2-7/8, OMG 3 in. Per IasTmpay  |BPHACrBRA- FTRValue H followed by min. 0.25-inch | o, o g 601 p, 75.0
. 1.3 ft2 TA DEXcell FA Glass Mat Roof Board or . BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. SECUROCK Gvpsum-Fiber Roof Board 6-inch o.c.
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG vp
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 T Fastener Options: FiberTite #14, FiberTite Min. 1.5-inch FTR-Value, FTR-Value A or hot asphalt or FTR
5180, |5 Grade 39 sty |Min. 0.5-inch SECUROCK | Magnum, FTR-Magnum O, FTR-MagnumT | 1per | . |BP1-HAorBP4- |FTR-Value H followed by min.0.25-inch |0 “PIS" 5 o |BB3-ATBAOI |
’ 6’ft span " |Cement Roof Board or Trufast #14 HD 1.3 ft2 TA DEXcell FA Glass Mat Roof Board or 6uinch o.c " |BB4-ATBA :
P Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof Board o
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
C t Roof Board Trufast #14 HD
Min. 22 ga., Type I\/E;neons i::h DzanrsDZLk slrat;uoastions FiberTite 3-in Steel Plate ;Iiiwse/: or Min. 1.5-inch FTR-Value, FTR-Value A or
) e e Flate Dptions: i ’ 1 per VaporTite, self- |FTR-Value H followed by min. 0.25-inch  [FTR 601 or FTR-601 |BB3-ATBA or
S-181. B, Grade 33 steel; |Prime, DEXcell FA Glass  |Dekfast PLT-H-2-7/8, OMG 3 in. PET SOPREMA por’ite, . wed by min. .21 ; -82.5
. 1.0ft2 |, adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gypsum-Fiber Roof Board
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” vp
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 22 ga., Type ’F\’/::nmfg_ér)](?;lll)s:s(i[)lzsr s[a.i;u:)astti:r?: IIjizerTite 3-in Steel Plate E’-Ir-lzz-: or Min. 1.5-inch FTR-Value, FTR-Value A or
. - ) p : - 3 R . B . _
5182 |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. 1 per SOPREMA FTR SBS Pc?ly SA, |FTR-Value H followed by min. 0.25-inch  |FTR 691 or FTR-601 |BB3-ATBA or 825
. . 1.0ft2 |, self-adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gypsum-Fiber Roof Board
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” vp
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
. . ) . y FTR SA . .
Min. 22 ga.. Tyoe Fastener Options: FiberTite #14, FiberTite Primer or VaporTite o Min. 1.5-inch FTR-Value, FTR-Value A or
. 2283 1YP€ \\jin 0.5-inch SECUROCK  [Magnum, FTR-Magnum O, FTR-MagnumT | 1 per |o" por FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-183. |B, Grade 33 steel; SOPREMA FTR SBS Poly SA, R -82.5
6 ft span Cement Roof Board or Trufast #14 HD 1.0 ft2 “ELASTOCOL |self-adherin DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
P Plate Options: FiberTite 3-in Steel Plate Stick” g SECUROCK Gypsum-Fiber Roof Board
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PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck o Primer Vapor Barrier R Roof Cover MDP
No. !4,1,2’_ Type asten Attach ]3.1.4l Type ac ]3.1.4! Sf
(3.1.1, 4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD . .
Min. 22 ga., Type |Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plat Min. 1.5-inch FTR-Value, FTR-Value Aor |, o op oy o prg
- 2283, ype |Min. O.5-inch DensDec ate Options: Fibertite 3-in Steel Plate, | 9 o BP1-HA or BP4- |FTR-Value H followed by min. 0.25-inch P BB3-ATBA or
S-184. B, Grade 33 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. ASTM D41 601 or FTR-601 PG, -82.5
. 1.0 ft2 TA DEXcell FA Glass Mat Roof Board or . BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. SECUROCK Gypsum-Fiber Roof Board 6-inch o.c.
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG vp
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga.. Tyoe Fastener Options: FiberTite #14, FiberTite Min. 1.5-inch FTR-Value, FTR-Value A or hot asphalt or FTR
185 |B. Grode 33 stany | Min. 0.5-inch SECUROCK | Magnum, FTR-Magnum O, FTR-MagnumT [ 1per | = |BP1-HAor BP4- |FTR-Value H followed by min. 0.25-inch | PRCrS T |BB3-ATBAOr |
’ ! " |Cement Roof Board or Trufast #14 HD 1.0 ft2 TA DEXcell FA Glass Mat Roof Board or : ’ |BB4-ATBA ’
6 ft span K R . i . 6-inch o.c.
Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof Board
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MaghumT
or Trufast #14 HD FTR SA . .
Min. 22 ga., Type | cment RoofBoardor 1o @ Options: FiberTite 3-in Steel Plat Primer or Min. 1.5-inch FTR-Value, FTR-Value A or
2083 YP® I\lin. 0.5-inch DEXcell FA | oo JRUions: FIberfite 3-n SteelFlate, |- g por VaporTite, self- |FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-186. |B, Grade 80 steel; Dekfast PLT-H-2-7/8, OMG 3 in. SOPREMA . . -90.0
Glass Mat Roof Board or . 1.0ft2 |, adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span SECUROCK Gypsum-Fiber Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gybsum-Fiber Roof Board
Roof Board vp Ribbed Galvalume Plate (Flat), OMG Stick” P
oot Boar AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MaghumT
Trufast #14 HD
Min. 22 ga., Type |- 0-5-inch DEXcell FA ﬁlr tranQSt' : FiberTite 3-in Steel Plat Ii.ll:i;SeAr or Min. 1.5-inch FTR-Value, FTR-Value A or
2283 1YP€ | 61065 Mat Roof Board or [~ are Options: Fibertite 3-in Steel Plate, | o, FTR SBS Poly SA, | FTR-Value H followed by min. 0.25-inch  |FTR 601 or FTR-601 |BB3-ATBA or
S-187. |B, Grade 80 steel; . Dekfast PLT-H-2-7/8, OMG 3 in. SOPREMA K . -90.0
SECUROCK Gypsum-Fiber X 1.0ft2 |, self-adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
6 ft span Roof Board Galvalume Steel Plate (Flat), OMG 3 in. ELASTOCOL SECUROCK Gybsum-Fiber Roof Board
Ribbed Galvalume Plate (Flat), OMG Stick” P
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
. Cement Roof Boardor —or Trufast #14HD Min. 1.5-inch FTR-Value, FTR-Value A or
Min. 22 ga., Type |Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plate, 1 per BP1-HA or BPA- |FTR-Value H followed by min. 0.25-inch hot asphalt or FTR BB3-ATBA or
S-188. [B, Grade 80 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. ASTM D41 v - 601 or FTR-601 PG, -90.0
. 1.0ft2 TA DEXcell FA Glass Mat Roof Board or A BB4-ATBA
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. SECUROCK Gypsum-Fiber Roof Board 6-inch o.c.
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG P
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck o Primer Vapor Barrier R Roof Cover MDP
No. (4.1.2) Type asten Attach (3.1.4) Type ac (3.1.4) sf
(3.1.1,4.2.2) (3.1.3)
Min. 22 T Fastener Options: FiberTite #14, FiberTite Min. 1.5-inch FTR-Value, FTR-Value A or hot asphalt or FTR
5189, |5 Grade 80 stasy. [Min. 0.5-inch SECUROCK | Magnum, FTR-Magnum O, FTR-MagnumT | 1per | . . [BP1-HAorBP4- |FTR-Value H followed by min.025-inch |0 *PIZ"5 ' |BB3-ATBAOY |
’ 6’ft <pan " |Cement Roof Board or Trufast #14 HD 1.0 ft2 TA DEXcell FA Glass Mat Roof Board or 6-inch o.c " |BB4-ATBA :
P Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof Board -
Fastener Options: FiberTite #14, FiberTite TR SA
Min. 22 za.. Tvbe Magnum, FTR-Magnum O, FTR-MagnumT Primer or VanorTite or Min. 1.5-inch FTR-Value, FTR-Value A or
<283, 1YP€ |\ 0. 5-inch DensDeck  |or Trufast #14 HD 1 per P FTR-Value H followed by min. 0.25-inch |FTR 601 or FTR-601 |BB3-ATBA or
S-190. B, Grade 80 steel; . K . . . ) SOPREMA FTR SBS Poly SA, . -105.0
6 ft span Prime Plate Options: FiberTite 3-in Steel Plate, 102 |ur asToCOL self-adhering DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
OMG 3 in. Galvalume Steel Plate (Flat) or Stick” SECUROCK Gypsum-Fiber Roof Board
OMG AccuTrac Flat Bottom Plate
. . ) . y FTR SA . .
Min. 22 ga.. Type Fastener Options: FiberTite #14, FiberTite Primer or VaporTite o Min. 1.5-inch FTR-Value, FTR-Value A or
in. 22 ga., Iyp Min. 0.5-inch SECUROCK  |Magnum, FTR-Magnum O, FTR-MagnumT | 1 per ! por i FTR-Value H followed by min. 0.25-inch  [FTR 601 or FTR-601 |BB3-ATBA or
S-191. |B, Grade 80 steel; SOPREMA FTR SBS Poly SA, i -105.0
6 ft span Cement Roof Board or Trufast #14 HD 1.0 ft2 “ELASTOCOL |self-adherin DEXcell FA Glass Mat Roof Board or PG, 6-inch o.c. BB4-ATBA
P Plate Options: FiberTite 3-in Steel Plate Stick” g SECUROCK Gypsum-Fiber Roof Board
One or more layer(s), Min. 2-inch FTR-
. . . BlockShield SA  [Value A, FTR-Value-Ill-A, FTR-Value, FTR- |FTR 601, FTR-601 PG ~
5-192. g’“g‘rgegz Itye F::i Z'";Sﬁ?g;g::gigg:gﬁ'( Section 3.1.1 115?:2 None Plus, self- Value H followed by min. 0.4375-inch  |or FTR-601 ECO, 6- ESi i?;: °" | 350
! yp : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c. )
inch SECUROCK Gypsum-Fiber Roof Board
FIBERTITE-FB APPLICATIONS:
BlockShield SA  [One or more layer(s), Min. 2-inch FTR- FB1-290, FB2-
Min. 22 ga., Type . . Plus or Value A, FTR-Value-llI-A, FTR-Value, FTR- [FTR 601, FTR-601 PG |390, FB3-490,
5-193. |B, Grade 40 steel; gﬂ'";oﬁ?gdzfgs‘sf::g? Section 3.1.1 21 g ‘:trz None Slopeshield Plus |Value H followed by min. 0.4375-inch  |or FTR-601 ECO, 6- |FB4-HA, FBS- | -37.5*
6 ft span ypsum-Hi : SA, self- DEXcell Cement Roof Board or min 0.5-  [inch o.c. CR20 or FB6-
adhering inch SECUROCK Gypsum-Fiber Roof Board 601PG
FB1-290, FB2-
. . . VaporTite or Min. 1.5-inch FTR-Value, FTR-Value A or 390, FB3-490,
. . .0.5- 1 ’ - ’ ’
5-194. g"'grazjegga’ :tfﬁ gﬂ'nsgn‘r:_'F?Eer:g;Rg) Ca': 4 [section3.1.1 . g:trz None FTR SBS Poly SA, | FTR-Value H followed by min. 0.25-inch ’F)LR 6010r FTR-601 o) vin FBS- | -45.0*
! s : self-adhering SECUROCK Gypsum Fiber Roof Board CR20 or FB6-
601PG
FB1-290, FB2-
Min. 1.5-inch FTR-Value, FTR-Value A or 390, FB3-490
5-195. g"'grazjegg?: :tye " g;eonf F;gg; ;ig:’dROCK Section 3.1.1 . g‘:trz ASTM D41  |BP4A-TA FTR-Value H followed by min. 0.25-inch ELR 6010rFTR-601 | cpy i, FBS- | -45.0*
! : SECUROCK Gypsum Fiber Roof Board CR20 or FB6-
601PG
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

Report No.:  NER-SMN-001.R8 FL4930-R29
Revision 8: 2026-10-03 ACCREDITED
Product Certification
® Page 49 of 124 e
ISO/IEC 17065 PCA-145

NEMO |cert.

TABLE 12€e: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck E Primer Vapor Barrier h Roof Cover MbDP
No. (4.1.2) Type asten Attach (3.1.4) Type aii2 (3 (3.1.4) sf
(3.1.1,4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTRSA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate, Primer or ) FTR-Value H followed by min. 0.25-inch 390, FB3-490,
S-196. |B, Grade 33 steel; |Prime, DEXcell FA Glass  |Dekfast PLT-H-2-7/8, OMG 3 in. 21 5 :trz SOPREMA \a/cz:lf:rriTr:;e’ *€!" | Densbeck prime, DEXcll FA Glass Mat :sR POmOrTTIIEOL | raatia, Fos- 25
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. . “ELASTOCOL Roof Board or SECUROCK Gypsum-Fiber CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTRSA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate, Primer or FTR-Value H followed by min. 0.25-inch 390, FB3-490,
$-197. |8, Grade 33 steel; |Mat Roof Board or m-z-wa OMG 3in. LPer Isoprema | TR SBS PO SA, b peck prime, DEXcell FA Glass Mat |- 0Ot O FTRE0L epq in ps | 525
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), oMG 3in. | 20T |“eLastocor [*€2dNeMME |poot Board or SECUROCK Gypsum-Fiber |7C CR20 or FB6-
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
. . ) . . FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type Min. 0.5-inch SECUROCK %‘ﬁ: FlberTgeFﬁ_?;v'FIberTlt_T. 1 Primer or VaporTite or FTR-Value H followed by min. 0.25-inch FTR 601 or FTR-601 390, FB3-490,
5-198. |B, Grade 33 steel; Celrr;er; : 'R'zzf - oraTgrE‘;::; " 4’Hgg"”m » FIR-Miaghum , g:z SOPREMA  |FTR SBS Poly SA, |DensDeck Prime, DEXcell FA Glass Mat | - orFR- FB4-HA, FB5- | -52.5
6 ft span . . § . . “ELASTOCOL (self-adhering Roof Board or SECUROCK Gypsum-Fiber CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate Stick” Roof Board 601PG
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type [Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plate, 1per |(Optional) BP1-HA, BP2-  |FTR-Value H followed by min. 0.25-inch hot asphalt, FTR 601 390, FB3-490,
S-199. (B, Grade 33 steel; [Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 2.0f2 |ASTM D41 FTRSBSA, BP3- |DensDeck Prime, DEXcell FA Glass Mat or FTR-601 ’PG FB4-HA, FB5- -52.5
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : CEFA or BP4-TA |Roof Board or SECUROCK Gypsum-Fiber CR20 or FB6-
SECUROCK Gypsum-Fiber [Ribbed Galvalume Plate (Flat), OMG Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
. Fastener Options: FiberTite #14, FiberTite - X 4
Min. 22 g2, TP |\ 1o 6 5 inch SECUROCK | Magnum, FTR-Magnum O, FTR-MagnumT | 1per |(Optional) |BF.-HA BP2- |FTR-Value H followed by min. 0.25-inch 1, o\ erp goq 390 FB3-490,
S-200. |B, Grade 33 steel; Cement Roof Board or Trufast #14 HD 202 |ASTM D41 FTRSBSA, BP3- |DensDeck Prime, DEXcell FA Glass Mat or ETR-601 PG FB4-HA, FB5- -52.5
6 ft span ) ) . . : CEFA or BP4-TA |Roof Board or SECUROCK Gypsum-Fiber CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate Roof Board 601PG
One or more layer(s), Min. 2-inch FTR- FB1-290, FB2-
. . . SlopeShield Plus |Value A, FTR-Value-llI-A, FTR-Value, FTR- [FTR 601, FTR-601 PG |390, FB3-490,
5-201. gﬂ'g;azjeg% Itye’ﬁ g;gﬁfﬁﬁ?fﬁiﬁfﬁ:ﬁ? Section 3.1.1 11 g ‘:trz None SA, self- Value H followed by min. 0.4375-inch  |or FTR-601 ECO, 6- |FBA4-HA, FB5- | -75.0
! : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c. CR20 or FB6-
inch SECUROCK Gypsum-Fiber Roof Board 601PG
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover mMbDP
No. !4,1,2’_ Type asten Attach ]3.1.4l Type ac ]3.1.4! sf
(3.1.1, 4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate Primer or ! FTR-Value H followed by min. 0.25-inch 390, FB3-490,
’ 1 = o
$-202. |B, Grade 33 steel; | Prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. . ;’:trz SOPREMA ZZEZ:iTr:te’ self- | bensDeck Prime, DEXcell FA Glass Mat :;R g_?i;r;TcR 601 \rgaua, FBS- | -75.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : “ELASTOCOL g Roof Board or SECUROCK Gypsum-Fiber ’ - CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTRSA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate Primer or FTR-Value H followed by min. 0.25-inch 390, FB3-490,
’ 1 |
5-203. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. ; ;’:2 SOPREMA :g;zsi::’r']y SA | pensDeck Prime, DEXcell FA Glass Mat EI;R g_‘_’;;r;TcR 601 Itgana, FB5- | -75.0
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), OMG 3 in. ST g asTOCOL ng Roof Board or SECUROCK Gypsum-Fiber » o - CR20 or FB6-
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite EII;SEAF or VaporTite or ::/':'IF: '\}a;lsu-lenlflhfgl-ll-g\;éac:ul; r:ri:\galzusei:c%r ggéngB% Zgé-
: s in. 0.5-i Magnum, FTR-Magnum O, FTR-MagnumT | 1 per ) . e - e
5204 |8, Grade 33 steel; |11 > Ch SECUROCIC Magnm, PR aent BNUmT| TP |soPReMA  |FTR BS Poly S, [DensDeck Prime, DEXcell FA Glass Mat | °0° T FTO0L I egaya rps. | 750
6 ft span Plate Obti FiberTite 3-in Steel Plat : “ELASTOCOL |self-adhering Roof Board or SECUROCK Gypsum-Fiber ’ - CR20 or FB6-
. - P
=date Uptions: Flberfite 3-in Steel Flate Stick Roof Board 601PG
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type [Min. 0.5-inch DensDeck |Plate Options: FiberTite 3-in Steel Plate, | ;. BP1-HA or Bpa. |T TR*Value H followed by min. 0.25-inch  hot asphalt or FTR 390, FB3-490,
S-205. |B, Grade 33 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 1 ?E)ftz ASTM D41 TA DensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |FB4-HA, FB5- -75.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite 2/1|'Il: .\lla.lsu_:en;hf(sl-ll-:\;\)iea(;ubey; rr-:-ii_\:)alzl;ei/:c%r hot asphalt or FTR ;2(1)_2::3% Zgé‘
‘ Y in. 0.5-i M , FTR-M 0, FTR-M T| 1 - ST . e » PRSI
$-206. |B, Grade 33 steel; | Vn- 0-5-inch SECUROCK | Magnum agnum agnum Per | astmpar  |BPLHAOTBPA- 1 sDeck Prime, DEXcell FA Glass Mat  |601 or FTR-601 PG, |FB4-HA, FB5- | -75.0
Cement Roof Board or Trufast #14 HD 1.3 ft2 TA . .
6 ft span . . . . Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate
Roof Board 601PG
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck E Primer Vapor Barrier h Roof Cover MbDP
No. (4.1.2) Type asten Attach (3.1.4) Type aii2 (3 (3.1.4) sf
(3.1.1,4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Min. 0.5-inch DensDeck Plate Options: FiberTite 3-in Steel Plate, Primer or ! FTR-Value H followed by min. 0.25-inch 390, FB3-490,
$-207. |B, Grade 33 steel; | Prime, DEXcell FA Glass | Dekfast PLT-H-2-7/8, OMG 3 in. ! P |sopremA VaporTite, self- |, Deck Prime, DEXcell FA Glass Mat |/ 001 O FTR-601 o) eps. | -82.5
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. 1oft “ELASTOCOL adhering Roof Board or SECUROCK Gypsum-Fiber PG, b-inch o.c. CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
Min. 0.5-inch DensDeck or Trufast #14 HD FTRSA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate, Primer or FTR-Value H followed by min. 0.25-inch 390, FB3-490,
5-208. |B, Grade 33 steel; |Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. ! perz SOPREMA || [RSBSPOIYSA I Deck Prime, DEXcell FA Glass Mat |- < 001 OF FTR-601 1o/t s ke | -82.5
6 ft span SECUROCK Gypsum-Fiber |Galvalume Steel Plate (Flat), oMG 3in. | ~Cf |“eLastocoL [*€24hering g ot Board or SECUROCK Gypsum-Fiber |P& &inch o CR20 or FB6-
Roof Board Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite :;I';Seﬁ: or VaporTite or :rI'IFT .\}a;ls-cienlflhle-ll-g -\feao:ulf’ : :-\galzuse'ﬁn\ccljwr ;3(1)-1?3% Zgg-
in. L Ty . . rastener Lptons i i -Valu wed by min. 0.25-i , FB3-490,
$-209. |B, Grade 33 steel; C'“;:q:ﬂfégﬂ; ;EE:LROCK (':’:aTng;;:t ;Tli'wsgn”m O, FTR-MagnumT 11(;’:2 SOPREMA  |FTR SBS Poly SA, | DensDeck Prime, DEXcell FA Glass Mat ELR :_ci]iccr’:;TcR’sm FB4-HA, FB5- | -82.5
6 ft span . . § . : “ELASTOCOL |self-adhering Roof Board or SECUROCK Gypsum-Fiber ’ o CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate Stick” Roof Board 601PG
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plate, 1 per BP1-HA or Bpa. |[ TR*Value H followed by min. 0.25-inch  hot asphalt or FTR 390, FB3-490,
S-210. |B, Grade 33 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 1.0 2 ASTM D41 TA DensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |FB4-HA, FB5- -82.5
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
. . ) . y Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
i Fastener Options: FiberTite #14, FiberTite v A ’
Min. 22 ga., Type . . FTR-Value H followed by min. 0.25-inch  |hot asphalt or FTR {390, FB3-490,
S-211. |B, Grade 33 steel; C'“;:q:ﬂfégﬂ; ;EE:LROCK (':’:aTng;;:t ;Tli'wsgn”m O, FTR-MagnumT 11(;’:2 ASTM D41 $§1'HA Or BP4- | pensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |FBA4-HA, FB5- | -82.5
6 ft span K R . i . Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate
Roof Board 601PG
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ISO/IEC 17065

ACCREDITED"
Pt E:’:g!’\czt on

PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Insulation Layer(s)
System Deck pa— Primer Vapor Barrier P Roof Cover MDP
No. !4,1_2'_ Type asten Attach ]3.1.4l Type ac ]3.1.4! sf
(3.1.1, 4.2.2) (3.1.3)
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT . .
Cement Roof Board or or Trufast #14 HD FTRSA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type | A Plate Options: FiberTite 3-in Steel Plate Primer or ! FTR-Value H followed by min. 0.25-inch 390, FB3-490,
. 4 1 2 -
$-212. |B, Grade 80 steel; ('\;"I'"' 0,\':’ 't";h ﬁxce'LFA Dekfast PLT-H-2-7/8, OMG 3 in. ; g‘:rz SOPREMA ZZEZ:.L'te’ self- | bensDeck Prime, DEXcell FA Glass Mat :;R g_qi;r;TcR 601 ltgana, FB5- | -90.0
6 ft span SEa‘CSjROZ’CK g° °arF_;’r Galvalume Steel Plate (Flat), OMG 3 in. O g asToCOL ing Roof Board or SECUROCK Gypsum-Fiber | O €N 0-€: CR20 or FB6-
oot Bomrd YPSUM-FILET | pibbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT
X X or Trufast #14 HD FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type Min. 0.5-inch DEXcell FA Plate Options: FiberTite 3-in Steel Plate Primer or FTR-Value H followed by min. 0.25-inch 390, FB3-490
. Y p : - 2 1 - . 0.25- : , FB3-490,
$-213. |B, Grade 80 steel; SE'Z’CSJ%?KRS °fsi°nifgi§;r Dekfast PLT-H-2-7/8, OMG 3 in. . g‘:rz SOPREMA :E_Zgi::.’r']y SA | pensDeck Prime, DEXcell FA Glass Mat EI;R g_‘_’i;r;TcR 601 ltgana, FB5- | -90.0
6 ft span Roof Board P Galvalume Steel Plate (Flat), OMG 3 in. O g asToCOL ine Roof Board or SECUROCK Gypsum-Fiber » ol o CR20 or FB6-
Ribbed Galvalume Plate (Flat), OMG Stick” Roof Board 601PG
AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT
Cement Roof Board or or Trufast #14 HD Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
Min. 22 ga., Type |Min. 0.5-inch DensDeck  |Plate Options: FiberTite 3-in Steel Plate, 1 per BP1-HA or BPA- FTR-Value H followed by min. 0.25-inch  |hot asphalt or FTR {390, FB3-490,
S-214. |B, Grade 80 steel; |Prime, DEXcell FA Glass Dekfast PLT-H-2-7/8, OMG 3 in. 1 gﬂz ASTM D41 TA DensDeck Prime, DEXcell FA Glass Mat 601 or FTR-601 PG, |FB4-HA, FB5- -90.0
6 ft span Mat Roof Board or Galvalume Steel Plate (Flat), OMG 3 in. : Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
SECUROCK Gypsum-Fiber |Ribbed Galvalume Plate (Flat), OMG Roof Board 601PG
Roof Board AccuTrac Flat Bottom Plate or Trufast 3”
Metal Insulation Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite ':'II'IIQ '\}a;ls-(ien:ihfcfl-ll-: -Veac:ulf’ tr;r':\galzuse‘ﬁc(ljwr hot asphalt or FTR ;23-1?3% chz)-
in. LTy . . -Valu wed by min. 0.25-i , FB3-490,
.0.5- Magnum, FTR-Magnum O, FTR-MagnumT | 1 per - - X
S-215. |B, Grade 80 steel; CM;;eonf R'gf; ;E‘;:JdROCK e D € . g o [AsT™M DAL ?il HA OrBPA- | hensDeck Prime, DEXcell FA Glass Mat ~ |601 or FTR-601 PG, |FBA4-HA, FBS- | -90.0
6 ft span K X . . . Roof Board or SECUROCK Gypsum-Fiber |6-inch o.c. CR20 or FB6-
Plate Options: FiberTite 3-in Steel Plate
Roof Board 601PG
Fastener Options: FiberTite #14, FiberTite i i
o Hbert] oertt FTR SA Min. 1.5-inch FTR-Value, FTR-Value A or FB1-290, FB2-
. Magnum, FTR-Magnum O, FTR-MagnumT . . . X
Min. 22 ga., Type Min. 0.5-inch DensDeck or Trufast #14 HD 1 per Primer or VaporTite or FTR-Value H followed by min. 0.25-inch FTR 601 or FTR-601 390, FB3-490,
S-216. |B, Grade 80 steel; Pr'n;e. Plate Obti FiberTite 3-in Steel Plat 1 (;)f ) SOPREMA FTR SBS Poly SA, [DensDeck Prime, DEXcell FA Glass Mat PG, 6-inch o.c FB4-HA, FB5- -105.0
Flate Options: - ) A “ " . , 6- .C.
6 ft span ' dte Yptions: Fibertite 3-in >tee! Flate Y |“ELASTOCOL |[self-adhering  |Roof Board or SECUROCK Gypsum-Fiber ' CR20 or FB6-
OMG 3 in. Galvalume Steel Plate (Flat) or Stick” Roof Board 601PG
OMG AccuTrac Flat Bottom Plate
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite E’-Ir-lzz-: or VaporTite or 2/':"; .\lla.ij_:en:ihfgl-ll—:\;xea(;u;\; fl;rii_\:)alzl;ei:c%r ;gtl)zF%% thz)_
. " in. 0.5-i Y , FTR-M 0, FTR-M T| 1 ) ; L - ey
$-217. |B, Grade 80 steel; g;eonf F;gzr; ;EEEdROCK oraTgrtL;::t 414 H;g"um agnum ; g:rz SOPREMA  |FTR SBS Poly SA, | DensDeck Prime, DEXcell FA Glass Mat EI;R g_‘_’i;r;TcR 601 ltgaa, FB5- | -105.0
6 ft span Plate Onti FiberTite 3-in Steel PI Oft “ELASTOCOL (self-adhering Roof Board or SECUROCK Gypsum-Fiber » ol e CR20 or FB6-
N - L
ate Options: FiberTite 3-in Steel Plate Stick Roof Board 601PG
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

IAS

ACCREDITED

Product Certifcation
Agency

PCA-145

Thermal Barrier

Insulation Layer(s)

System Deck o Primer Vapor Barrier e Roof Cover MDP
No. (4.1.2) Type asten Attach (3.1.4) Type 2c (3.1.4) (psf)
yp (3.1.1, 4.2.2) yp (3.1.3)
One or more layer(s), Min. 2-inch FTR- FB1-290, FB2-
. R . BlockShield SA  |Value A, FTR-Value-llI-A, FTR-Value, FTR- |FTR 601, FTR-601 PG |390, FB3-490,
5-218. ?'2',55525 Itye " G'“'";Sf;;g:';jﬁfg:gﬁ'( Section 3.1.1 11 oo [None Plus, self- Value H followed by min. 0.4375-inch ~|or FTR-601 ECO, 6-  |FBA4-HA, FB5- | -135.0
! P : adhering DEXcell Cement Roof Board or min 0.5-  [inch o.c. CR20 or FB6-
inch SECUROCK Gypsum-Fiber Roof Board 601PG

TABLE 12F: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED MULTI-PLY ROOF COVER

BACKTO TOP

Thermal Barrier Vapor Insulation Layer(s) Roof Cover (3.1.4)
System Deck p— Primer Baar?i(:r e MDP
asten ac
No. (4.1.2) Type Attach Type Base Pl Pl Cap PI (psf)
yp (3.1.1, 4.2.2) (3.1.4) yp (3.1.3) Y Y PFlY
VaporTite or [Min. 1.5-inch FTR-Value, FTR-Value BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
5-219 Min. 22 ga., Type |Min. 0.5-inch SECUROCK Section 3.1.1 1 per None FTR SBS Poly |A or FTR-Value H followed by min. [FTR 601 or |FTRSBSA, BP3- |HA, BP2- CR20, FB6- 45,0
* |B, Grade 33 steel |Gypsum-Fiber Roof Board o 4.0 ft2 SA, self- 0.25-inch SECUROCK Gypsum Fiber [FTR-601 PG |CEFA or BP4- [FTRSBSA, BP3- |601PG or :
adhering Roof Board TA CEFA or BP4-TA |FB7-CEFA
Min. 1.5-inch FTR-Value, FTR-Value BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
Min. 22 ga., Type |Min. 0.5-inch SECUROCK . 1 per A or FTR-Value H followed by min. |FTR 601 or |FTRSBSA, BP3- |HA, BP2- CR20, FB6- "
$-220- 15 Grade 33 steel | Cement Roof Board Section 3.1.1 apofpe [ASTMDAL BPATA 0.25-inch SECUROCK Gypsum Fiber |FTR-601 PG |CEFA or BP4- |FTRSBSA, BP3- |601PG or 45.0
Roof Board TA CEFA or BP4-TA |FB7-CEFA
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Celr:ent Rolcr)]: BoardC:r Magnum, FTR-Magnum O, FTR-MagnumT or FTR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga. Tvoe | Min. 0.5-inch DensDeck Trufast #14 HD Primer or A or FTR-Value H followed by min. BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
5221 B G.radeg3.3, styeF:eI' 6 Prin;e .DEXceII FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA VaporTite, [0.25-inch DensDeck Prime, DEXcell [FTR 601 or |FTRSBSA, BP3- |HA, BP2- CR20, FB6- 525
: ft’s an ! Mat R,oof Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 2.0 ft? “ELASTOCOL self-adhering |FA Glass Mat Roof Board or FTR-601 PG |CEFA or BP4- |FTRSBSA, BP3- |601PG or :
P . Steel Plate (Flat), OMG 3 in. Ribbed Galvalume - SECUROCK Gypsum-Fiber Roof TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber Stick
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board " -
or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
. i Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value
) Min. 0.5-inch DensDeck |1\ et 414 HD FTR SA A or FTR-Value H followed by min. BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
Min. 22 ga., Type |Prime, DEXcell FA Glass K i i X Primer or FTR SBS Poly R R
5222 B Grade 33 steel: 6|Mat Roof Board or Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA SA self- 0.25-inch DensDeck Prime, DEXcell |FTR 601 or [FTRSBSA, BP3- [HA, BP2- CR20, FB6- 525
! ft,s an ’ SECUROCK Gypsum-Fiber Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 2.0 ft2 “ELASTOCOL ad’herin FA Glass Mat Roof Board or FTR-601 PG |CEFA or BP4- |FTRSBSA, BP3- |601PG or :
p roof Board P Steel Plate (Flat), OMG 3 in. Ribbed Galvalume stk & |SECUROCK Gypsum-Fiber Roof TA CEFA or BP4-TA |FB7-CEFA
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED MULTI-PLY ROOF COVER

Thermal Barrier Insulation Layer(s) Roof Cover (3.1.4)
System Deck — brimer ;’:r':f:!’r — MDP
I ac
No. @.1.2) Type asten Attach Type Base PI PI Cap PI sf
yp (3.1.1, 4.2.2) (3.1.4) yp (3.1.3) ¥ A/ PFY
FTR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Type Fastener Options: FiberTite #14, FiberTite Primer or VaporTite or |A or FTR-Value H followed by min. BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
5223 B G.radeg3:’>, styeF:eI' 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per SOPREMA FTR SBS Poly |0.25-inch DensDeck Prime, DEXcell [FTR 601 or |FTRSBSA, BP3- |HA, BP2- CR20, FB6- 525
: ft’s an ' ~|Cement Roof Board Trufast #14 HD 2.0 ft? “ELASTOCOL SA, self- FA Glass Mat Roof Board or FTR-601 PG [CEFA or BP4- |FTRSBSA, BP3- |601PG or ’
P Plate Options: FiberTite 3-in Steel Plate Stick” adhering SECUROCK Gypsum-Fiber Roof TA CEFA or BP4-TA |FB7-CEFA
Board
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Celrr:'\.ent R;gfc Boardcce)r Magnum, FTR-Magnum O, FTR-MagnhumT or BP1-HA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Tvoe | Min. 0.5-inch DensDeck Trufast #14 HD BP2- ’ A or FTR-Value H followed by min. |hot BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
s-224. |8 G;adegi,: Styepel_ 6 Prm;e 'DEXCe” FA Glass Plate Options: FiberTite 3-in Steel Plate, 1per |(Optional) FTRSBSA 0.25-inch DensDeck Prime, DEXcell |asphalt, FTRSBSA, BP3- |HA, BP2- CR20, FB6- 525
: ft,s an ’ Mat Rloof Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 2.0 ft2 [ASTM D41 BP3-CEF,& or FA Glass Mat Roof Board or FTR 601 or |CEFA or BP4- |FTRSBSA, BP3- |601PG or !
P . Steel Plate (Flat), OMG 3 in. Ribbed Galvalume SECUROCK Gypsum-Fiber Roof FTR-601 PG [TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber BP4-TA
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board i
or Trufast 3” Metal Insulation Plate
BP1-HA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Type Fastener Options: FiberTite #14, FiberTite BP2- ! A or FTR-Value H followed by min. |hot BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
5-225 B G.radeg?;:’: styepel- 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1per |(Optional) ETRSBSA 0.25-inch DensDeck Prime, DEXcell |asphalt, FTRSBSA, BP3- |HA, BP2- CR20, FB6- 525
: ft,s an ’ ”|Cement Roof Board Trufast #14 HD 2.0 ft2 [ASTM D41 BP3-CEF,& or FA Glass Mat Roof Board or FTR 601 or |CEFA or BP4- |FTRSBSA, BP3- |601PG or :
P Plate Options: FiberTite 3-in Steel Plate BPA-TA SECUROCK Gypsum-Fiber Roof FTR-601 PG [TA CEFA or BP4-TA |FB7-CEFA
Board
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Celr:ent R;Z? Boardcsr Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga. Type | Min. 0.5-inch DensDeck Trufast #14 HD BP2- A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
5226 B G.radeg3:’>, styeF:eI' 6 Prin;e .DEXceII FA Glass Plate Options: FiberTite 3-in Steel Plate, 1per |(Optional) FTRSBSA or 0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- -60.0
! ft’s an ! Mat R,00f Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.3 ft2 |ASTM D41 BP3-CEFA FA Glass Mat Roof Board or PG, 6-inch |CEFA or BP4- |FTRSBSA, BP3- |601PG or :
P . Steel Plate (Flat), OMG 3 in. Ribbed Galvalume SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board i
or Trufast 3” Metal Insulation Plate
Min. 1.5-inch FTR-Value, FTR-Value
i Fastener Options: FiberTite #14, FiberTite A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
Min. 22 ga., Type . . . BP2- . .
5227 B Grade 33 steel: 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1per |(Optional) FTRSBSA or 0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6- -60.0
. ft’ ’ ~|Cement Roof Board Trufast #14 HD 1.3 ft2 |ASTM D41 BP3-CEFA FA Glass Mat Roof Board or PG, 6-inch |[CEFA or BP4- |FTRSBSA, BP3- |601PG or :
span Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Board
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Celrr:'\.ent R;gfc Boardcce)r Magnum, FTR-Magnum O, FTR-MagnumT or ETR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Tvoe | Min. 0.5-inch DensDeck Trufast #14 HD Primer or A or FTR-Value H followed by min. [FTR 601 or [BP1-HA, BP2- ((Optional) BP1- |FB4-HA, FB5-
5228 B G.radeg?;:’: styepel- 6 Prirr;e .DEXceII FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA VaporTite, |0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 75.0
i g ’ g Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.3ft2 |, self-adhering [FA Glass Mat Roof Board or PG, 6-inch |CEFA or BP4- |FTRSBSA, BP3- |601PG or !
ft span Mat Roof Board or X . ELASTOCOL X
. Steel Plate (Flat), OMG 3 in. Ribbed Galvalume L, SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber Stick
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board X
or Trufast 3” Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED MULTI-PLY ROOF COVER

Thermal Barrier Insulation Layer(s) Roof Cover (3.1.4)
System Deck — brimer ;’:r':f:!’r — MDP
1 ac
No. @.1.2) Type asten Attach Type Base Pl Pl CapPly | (psf)
yp (3.1.1, 4.2.2) (3.1.4) yp (3.1.3) ¥ A/ PFY
Fastener Options: FiberTite #14, FiberTite
. . Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value
. Miin. 0.5-inch DensDeck 3. a1 414 Hp FTR SA A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FBS-
Min. 22 ga., Type |Prime, DEXcell FA Glass K i i . Primer or FTR SBS Poly . .
Plate Options: FiberTite 3-in Steel Plate, 1 per 0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6-
S-229. |B, Grade 33 steel; 6(Mat Roof Board or X SOPREMA  |SA, self- X -75.0
ft span SECUROCK Gvpsum-Fiber Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.3ft2 “ELASTOCOL |adherin FA Glass Mat Roof Board or PG, 6-inch |[CEFA or BP4- |FTRSBSA, BP3- |601PG or
P Roof Board VP Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Stick” J SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
FTR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Type Fastener Options: FiberTite #14, FiberTite Primer of VaporTite or |A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |[(Optional) BP1- |FB4-HA, FB5-
5230 B G.radeg?::’: styepel' 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per SOPREMA FTR SBS Poly |0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 75.0
: ft,s an ’ ”|Cement Roof Board Trufast #14 HD 1.3 ft2 “ELASTOCOL SA, self- FA Glass Mat Roof Board or PG, 6-inch |CEFA or BP4- |FTRSBSA, BP3- |601PG or :
P Plate Options: FiberTite 3-in Steel Plate Stick” adhering SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Board
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
Celr:ent R;JI;]S Boardcsr Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value hot asphalt
Min. 22 ga. Type | Min. 0.5-inch DensDeck Trufast #14 HD A or FTR-Value H followed by min. or FTRp601 BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FBS-
$-231. |B G.radeg3:’>, styeZI' 6 Prin;e .DEXceII FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per ASTM D41 BP1-HA or |0.25-inch DensDeck Prime, DEXcell or FTR-601. FTRSBSA, BP3- |HA, BP2- CR20, FB6- 750
! ft’s an ! Mat R,00f Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.3 ft? BP4-TA FA Glass Mat Roof Board or PG. 6-inch CEFA or BP4- |FTRSBSA, BP3- [601PG or :
P . Steel Plate (Flat), OMG 3 in. Ribbed Galvalume SECUROCK Gypsum-Fiber Roof ! TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber o.c.
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board i
or Trufast 3” Metal Insulation Plate
Min. 1.5-inch FTR-Value, FTR-Value hot asphalt
Min. 22 ga. Tvoe Fastener Options: FiberTite #14, FiberTite A or FTR-Value H followed by min. or FTRp601 BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
5232 B G.radeg3:’>, styeZI' 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per ASTM D41 BP1-HA or  [0.25-inch DensDeck Prime, DEXcell or FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6- 75.0
. ft’ ’ ~|Cement Roof Board Trufast #14 HD 1.3ft2 BP4-TA FA Glass Mat Roof Board or PG, 6-inch CEFA or BP4- |FTRSBSA, BP3- |[601PG or !
span Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof on TA CEFA or BP4-TA |FB7-CEFA
Board o
Min. 7/16-inch DEXcell Fastener Options: FiberTite #14, FiberTite
e e homd o | Magnum, FTR-Magnum O, FTR-MagnumT or TR A Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga.. Tvbe | Min. 0.5-inch DensDeck Trufast #14 HD Primer or A or FTR-Value H followed by min. [FTR 601 or [BP1-HA, BP2- ((Optional) BP1- |FB4-HA, FB5-
5233 B G.radeg?;:’: styepel- 6 Prirr;e .DEXceII FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA VaporTite, |0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 825
: g ’ g Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0ft2 |, self-adhering [FA Glass Mat Roof Board or PG, 6-inch |[CEFA or BP4- |FTRSBSA, BP3- |601PG or :
ft span Mat Roof Board or X . ELASTOCOL X
. Steel Plate (Flat), OMG 3 in. Ribbed Galvalume L, SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber Stick
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
Roof Board X
or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
. i Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value
) Min. 0.5-inch DensDeck |\ ot 414 HD FTR SA A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FBS5-
Min. 22 ga., Type |Prime, DEXcell FA Glass K i i . Primer or FTR SBS Poly . .
Plate Options: FiberTite 3-in Steel Plate, 1 per 0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6-
S-234. |B, Grade 33 steel; 6(Mat Roof Board or X , |SOPREMA SA, self- K -82.5
ft span SECUROCK Gypsum-Fiber Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0 ft “ELASTOCOL |adhering FA Glass Mat Roof Board or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
Roof Board Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Stick” SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 12F: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED MULTI-PLY ROOF COVER

system Fa—. Thermal BarrFiert s ;/:rezrr Insulation Layer(s) — Roof Cover (3.1.4) MDP
asten I ac
No. (4.1.2) Type R0 Attach (3.1.9) Type 313 Base Ply Ply Cap Ply sf
) ] ] ) ] TR SA ) Min. 1.5-inch FTR-Value, FTR-Va-Iue .
Min. 22 ga., Type Eastener Options: FiberTite #14, FiberTite primeror | V2POITite or |Aor FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FBA-HA, FBS-
5-235. |B. Grade 33' steel: 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per SOPREMA FTR SBS Poly |0.25-inch DensDeck Prime, DEXcell FTR-691 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 825
ft’span ' ~|Cement Roof Board Trufast #14 HD 1.0 ft? “ELASTOCOL SA, self- FA Glass Mat Roof Board or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
Plate Options: FiberTite 3-in Steel Plate Stick” adhering SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Board
. . Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnhumT or Min. 1.5-inch FTR-Value, FTR-Value
Cement Roof Board or R hot asphalt .
Min. 22 ga., Type | Min. 0.5-inch DensDeck Trufast #1'4 HD ' . ' Aor ffTR—VaIue H follov'ved by min. or FTR 601 BP1-HA, BP2- |[(Optional) BP1- [FB4-HA, FB5-
$-236. |B, Grade 33 steel; 6|Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per ASTM D41 BP1-HA or |0.25-inch DensDeck Prime, DEXcell or FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 825
ft span Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0 ft? BP4-TA FA Glass Mat Roof Board or PG, 6-inch CEFA or BP4- |FTRSBSA, BP3- |601PG or
. Steel Plate (Flat), OMG 3 in. Ribbed Galvalume SECUROCK Gypsum-Fiber Roof ! TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber o.c.
Roof Board Plate (Flat), OMG AccuTrac. Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
i ] ] ) ] Min. 1.5-inch FTR-Value, FTR-Value hot asphalt
Min. 22 ga., Type ) ) Fastener Options: FiberTite #14, FiberTite Aor fTR-Value H follov.ved bymin. | 601 |BPLHA, BP2- (Optional) BP1- |FB4-HA, FB5-
5-237. |B, Grade 3?: steel: 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per ASTM D41 BP1-HA or  |0.25-inch DensDeck Prime, DEXcell or ETR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6- 825
ft,span ’ ”|Cement Roof Board Trufast #14 HD 1.0 ft2 BP4-TA FA Glass Mat Roof Board or PG, 6-inch CEFA or BP4- |FTRSBSA, BP3- |601PG or
Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof o c, TA CEFA or BP4-TA |FB7-CEFA
Board -
Fastener Options: FiberTite #14, FiberTite
Min. 7/16-inch DEXcell Magnum, FTR-Magnum O, FTR-MagnumT or FTR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga., Type Cement Roof Board or Trufast #14 HD Primer of A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
5-238 B Grade 8(; steel: 6 Min. 0.5-inch DEXcell FA Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA VaporTite, [0.25-inch DensDeck Prime, DEXcell [FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6- -90.0
: ft’span ’ ”|Glass Mat Roof Board or  |Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0 ft2 “ELASTOCOL self-adhering [FA Glass Mat Roof Board or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
SECUROCK Gypsum-Fiber |Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Stick” SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Roof Board Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite
Magnum, FTR-Magnum O, FTR-MagnumT or ETR SA Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga., Type Min. 0.5-inch DEXcell FA Trufast #14 HD Primer or FTR SBS Poly Aor fTR—VaIue H follov.ved by min. |FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
5-239. |B, Grade 8(; steel: 6 Glass Mat Roof Board or | Plate Options: FiberTite 3-in Steel Plate, 1 per SOPREMA  |SA. self- 0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- |HA, BP2- CR20, FB6- 90,0
ft,span ’ 7|SECUROCK Gypsum-Fiber |Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0 ft2 YELASTOCOL adlhering FA Glass Mat Roof Board or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
Roof Board Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Stick” SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
Plate (Flat), OMG AccuTrac Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
. inch I Fastener Options: FiberTite #14, FiberTite
CMeI;e7r1/'cl::2fc BoDaEr);Cce)r Magnum, FTR-Magnum O, FTR-MagnumT or Min. 1.5-inch FTR-Value, FTR-Value hot asphalt
Min. 22 ga, Type |Min. 0.5-inch DensDeck Trufast #14 HD A or FTR-Value H followed by min. or ETR 601 BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
S-240. |B, Grade 8(; steel; 6| Prime, DEXcell FA Glass Plate Options: FiberTite 3-in Steel Plate, 1 per ASTM D41 BP1-HA or |0.25-inch DensDeck Prime, DEXcell or FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 90.0
ft span Mat Roof Board or Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 1.0 ft? BP4-TA FA Glass Mat Roof Board or PG, 6-inch CEFA or BP4- |FTRSBSA, BP3- |601PG or
. Steel Plate (Flat), OMG 3 in. Ribbed Galvalume SECUROCK Gypsum-Fiber Roof ! TA CEFA or BP4-TA |FB7-CEFA
SECUROCK Gypsum-Fiber o.c.
Roof Board Plate (Flat), OMG AccuTraLt Flat Bottom Plate Board
or Trufast 3” Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 12F: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

ACCREDITED"
Pt g;:gmmu

PCA-145

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED MULTI-PLY ROOF COVER

system Fa—. Thermal BarrFiert s ;/:rgzrr Insulation Layer(s) — Roof Cover (3.1.4) MDP
asten I ac
No. (4.1.2) Type R0 Attach (3.1.9) Type 313 Base Ply Ply Cap Ply sf
) ] ] ) ] Min. 1.5-inch FTR-Value, FTR-Value hot asphalt
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite A or FTR-Value H followed by min. or ETR 601 BP1-HA, BP2- |(Optional) BP1- [FB4-HA, FB5-
s-241. |B. Grade 8(; steel: 6 Min. 0.5-inch SECUROCK  [Magnum, FTR-Magnum O, FTR-MagnumT or 1 per ASTM D41 BP1-HA or  |0.25-inch DensDeck Prime, DEXcell or FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- -90.0
ft’span '~ |Cement Roof Board Trufast #14 HD 1.0 ft2 BP4-TA FA Glass Mat Roof Board or PG, 6-inch CEFA or BP4- |FTRSBSA, BP3- |601PG or
Plate Options: FiberTite 3-in Steel Plate SECUROCK Gypsum-Fiber Roof o c’ TA CEFA or BP4-TA |FB7-CEFA
Board o
Fastener Options: FiberTite #14, FiberTite Min. 1.5-inch FTR-Value, FTR-Value
Min. 22 ga., Type Magnum, FTR-Magnum O, FTR-MagnumT or miﬁ or VaporTite or [A or FTR-Value H followed by min. [FTR 601 or |BP1-HA, BP2- |(Optional) BP1- |FB4-HA, FB5-
S-242 B Grade 8(; steel: 6 Min. 0.5-inch DensDeck Trufast #14 HD 1 per SOPREMA FTR SBS Poly |0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- -105.0
. ft’span ’ 7 |Prime Plate Options: FiberTite 3-in Steel Plate, OMG | 1.0 ft? “ELASTOCOL SA, self- FA Glass Mat Roof Board or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
3in. Galvalume Steel Plate (Flat) or OMG Stick” adhering SECUROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
AccuTrac Flat Bottom Plate Board
i ] ] ) ] TR SA Min. 1.5-inch FTR-Value, FTR-Va-Iue
Min. 22 ga., Type Fastener Options: FiberTite #14, FiberTite Primer or VaporTite or |A or FTR-Value H followed by min. |FTR 601 or |BP1-HA, BP2- |[(Optional) BP1- |FB4-HA, FB5-
5243 B. Grade 8(3 steel: 6 Min. 0.5-inch SECUROCK Magnum, FTR-Magnum O, FTR-MagnumT or 1 per SOPREMA FTR SBS Poly |0.25-inch DensDeck Prime, DEXcell |FTR-601 FTRSBSA, BP3- [HA, BP2- CR20, FB6- 105.0
: ft’span '~ |Cement Roof Board Trufast #14 HD 1.0 ft2 “ELASTOCOL SA, self- FA Glass Mat Roof Bo‘ard or PG, 6-inch [CEFA or BP4- |FTRSBSA, BP3- |601PG or
Plate Options: FiberTite 3-in Steel Plate Stick” adhering ;ECUdROCK Gypsum-Fiber Roof o.c. TA CEFA or BP4-TA |FB7-CEFA
oar

TABLE 12G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer e Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN FTR-190E:
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, an X R . . . . 1 pe BB1-190E or -37.5%
$-244. |Grade 33 steel or combinatiorn vers, any Prime or SECUROCK Gypsum- | Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 5 ;’ ftrz None BB2190E | (vo vk
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, . .
One or more layers, any Min. 5/8-inch SECUROCK . 1 per BB1-190E or
-245. |Grade 33 steel 1. -45.0*
5-245 rade 53 steel or combination Gypsum-Fiber Roof Board Section 3.1.1 4.0 ft? None BB2-190E 45.0
structural concrete
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per BB1-190E or
S-246. |Grade 33 steel or combination Yers, any Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 gftz None BB2-190E -45.0*
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate

BACKTO

TOP
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TABLE 12G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

Agency

PCA-145

System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
Min. 0.25-inch DEXcell FA Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, In. ©.£5-Inc ce . |Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, any Glass Mat Roof Board or min. R . . . . 1 per BB1-190E or "
S-247. |Grade 33 steel or N . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None -45.0
combination 7/16-inch DEXcell Cement L, | 2.7ft BB2-190E
structural concrete Roof Board Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5248 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None BB1-190E or 67.5
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3 ft? BB2-190E !
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 Tvoe B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
in. 22 ga., Type B,
M O, FTR-M T, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK agnum. . ag.num . rutas or frutas X 1 per BB1-190E or
S-249. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None -67.5
span or structural combination Gypsum-Fiber Roof Board S 1.3ft BB2-190E
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
Grade 33 steel; 6 ft One or more layers, any Min. 5/8-inch SECUROCK . 1 per BB1-190E or
5-250. span or structural combination Gypsum-Fiber Roof Board section 3.1.1 1.6 ft? None BB2-190E -82.5
concrete
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
<251 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None BB1-190E or 975
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.0 ft? BB2-190E ’
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
. Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK g o . g' V X 1 per BB1-190E or
S-252. span or structural combination Gvpsum-Fiber Roof Board Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 10 f2 None BB2-190E -97.5
e VP Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG |
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, (Optional)
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK . 1per |TruGround |BB1-190E or
5-253. span or structural combination Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft2 |Conductive [BB2-190E 2025
concrete Primer
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-Magnum O,
Min. 22 ga., Type B, One or more layers, any M!n. 0.25-inch DensDeck FTR—Magr-mmT, '-rrufa‘st #1? DP or Trufast #14 HD - 1 per BB3-ATBA or 37.5%
S-254. |Grade 33 steel or binati Prime or SECUROCK Gypsum-|Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. Galvalume 27 None BBA-ATBA
structural concrete combination Fiber Roof Board Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG AccuTrac Flat Bottom : B (NO HVHZ)
Plate or Trufast 3” Metal Insulation Plate
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 12G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

Agency

ISO/IEC 17065 PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
Min. 22 ga., Type B, . .
One or more layers, any Min. 5/8-inch SECUROCK . 1 per BB3-ATBA or
-255. |Grade 33 steel 1. -45.0*
5:255 rade 33 steel or combination Gypsum-Fiber Roof Board section 3.1.1 4.0 ft? None BB4-ATBA 45.0
structural concrete
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per BB3-ATBA or
S-256. |Grade 33 steel or L yers, any Prime or SECUROCK Gypsum-|Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. P , |None -45.0*
combination . L 2.0 ft BB4-ATBA
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
in. . M O, FTR-M T, Trufast #12 DP or Trufast #14 HD
Min. 22 ga., Type B, One or more layers, any Min. 0.25-inch DEXcell FA agnum. . ag.num. rutas or frutas X 1 per BB3-ATBA or "
S-257. |Grade 33 steel or L Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None -45.0
combination Glass Mat Roof Board L, | 2.7ft BB4-ATBA
structural concrete Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per BB3-ATBA or
S-258. - . . . . . . , |None -67.5
span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3ft BB4-ATBA
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
. Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft  |One or more layers,any | Min. 0.5-inch SECUROCK gnhm =, "1 viagndm’, , 1 per BB3-ATBA or
S-259. span or structural combination Gvpsum-Fiber Roof Board Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 13 f2 None BBA-ATBA -67.5
s VP Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG |
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
Grade 33 steel; 6 ft One or more layers, any Min. 5/8-inch SECUROCK . 1 per BB3-ATBA or
5-260. span or structural combination Gypsum-Fiber Roof Board section 3.1.1 1.6 ft? None BB4-ATBA 82.5
concrete
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5261 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None BB3-ATBA or 975
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.0 ft? BB4-ATBA ’
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 Tvoe B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
in. 22 ga., Type B,
M O, FTR-M T, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK agnum. ! . ag'num V rutas or frutas . 1 per BB3-ATBA or
S-262. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None -97.5
span or structural combination Gypsum-Fiber Roof Board L 1.0ft BB4-ATBA
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite Magnum, Dekfast DF-#14-PH3,
in. . in. 1.5-i - - Dekfast DF-#15-PH3, OMG XHD, Trufast #14 HD or Trufast #15 EHD
Min. 22 ga., Type B, Min. 1.5-inch FTR-Value, FTR Min. 0.5-inch DEXcell FA ekfas : ! ' ' rufas or Trufas ' 1 per BB3-ATBA or
S-263. |Grade 80 steel; 6 ft Value A or FTR-Value H, Plate Options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-R-3, OMG 3 in. , |None -105.0
. Glass Mat Roof Board . K 1.0 ft BB4-ATBA
span loose-laid Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
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System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
Fastener Options: FiberTite #14, FiberTite Magnum, OMG XHD, Trufast #14
Min. 22 ga., Type B Min. 1.5-inch FTR-Value, FTR HD or Trufast #15 EHD
coen o ser e e Nate oot valua b |Min. 0.5-inch SECUROCK  |Plate Options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-H-2-7/8, SFS Lper |\ BB3-ATBAOr | o
’ span ! loose-laid ! Gypsum-Fiber Roof Board Dekfast PLT-R-3, SFS TPA50, OMG 3 in. Galvalume Steel Plate (Flat), OMG 3 | 1.0 ft? BB4-ATBA ’
P in. Ribbed Galvalume Plate (Flat), OMG AccuTrac Flat Bottom Plate or
Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite Magnum, DF-#14-PH3, Dekfast
DF-#15-PH3, OMG XHD, Trufast #14 HD or Trufast #15 EHD
Min. 22 ga., Type B,  |Min. 1.5-inch FTR-Value, FTR-| , o, DIVIG A, Trutas T
5265 Grade 80 steel: 6 ft Value A or FTR-Value H Min. 0.5-inch DensDeck Plate Options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-H-2-7/8, SFS 1 per None BB3-ATBA or 1575
’ span ! loose-laid ! Prime Dekfast PLT-R-3, OMG 3 in. Galvalume Steel Plate (Flat), OMG 3 in. Ribbed 1.0ft? BB4-ATBA :
P Galvalume Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal
Insulation Plate
Min. 22 ga., Type B,
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK ) 1 per BB3-ATBA or
S-266. Section 3.1.1 N -202.5
span or structural combination Gypsum-Fiber Roof Board ection Loft |On€ BB4-ATBA
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290:
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per 37,5
S-267. |Grade 33 steel or combination Yers, any Prime or SECUROCK Gypsum-|Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 ;thz None FB1-290 (NO H-VHZ)
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, any ) ) L . 1 per *
S-268. |Grade 33 steel or combination Prime or SECUROCK Gypsum-|Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2.0 f2 None FB1-290 -45.0
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, . .
$269. |Grade 33 steel or One o'r m9re layers, any Min. 5/8 |r1ch SECUROCK Section 3.1.1 1 per None FB1-290 -45.0*
combination Gypsum-Fiber Roof Board 4.0 ft?
structural concrete
. . Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min.22 ga, Type 8, [o g/:;”S'Sol\'/lz;’t'g‘:zf[;i)ﬁ"o?min Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD Loer
$-270. |Grade 33 steel or r morefayers, any . " |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. Per INone FB1-290 -45.0%
combination 7/16-inch DEXcell Cement . | 271t
structural concrete Roof Board Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
s271 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None FB1-290 67.5
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3 ft? :
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

NEMO |cert.

TABLE 12G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

Report No.:  NER-SMIN-001.R8 FL4930-R29
Revision 8: 2026-10-03 ACCREDITED
Product Certification
® Page 61 of 124 hgecr
ISO/IEC 17065 PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1, 4.2.2) Attach (3.1.4) sf
Min. 22 T B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
In. 22 ga., 1Ype b, ) ) Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK R . . . . 1 per
S-272. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None FB1-290 -67.5
span or structural combination Gypsum-Fiber Roof Board L 1.3ft
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
Grade 33 steel; 6 ft One or more layers, any Min. 5/8-inch SECUROCK . 1 per
5-273. span or structural combination Gypsum-Fiber Roof Board section 3.1.1 1.6 ft? None FB1-290 82.5
concrete
Min. 22 ga., Type B,
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK . 1 per
5-274. span or structural combination Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft? None FB1-290 2025
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390:
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 37,5
re layers, . . ) } ) ) er -37.
S-275. |Grade 33 steel or combination Y Y Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 fftz None FB2-390 (NO HVHZ)
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, any ) ) Lo . 1 per *
S-276. |Grade 33 steel or combination Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2.0 f2 None FB2-390 -45.0
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, . .
5277. |Grade 33steelor  |ONeOrmorelayers,any - \Min. 5/8-inch SECUROCK g o, 39 4 Lper |y one FB2-390 -45.0*
combination Gypsum-Fiber Roof Board 4.0 ft
structural concrete
. . Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min.22 ga, Type 8, [o g/:;”S'Sol\'/lz;’t'g‘:zf[;i)ﬁ"o?min Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD Loer
5-278. |Grade 33 steel or r morefayers, any . " |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. Per INone FB2-390 -45.0%
combination 7/16-inch DEXcell Cement . | 271t
structural concrete Roof Board Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5279 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None FB2-390 675
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3 ft? ’
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
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SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
Min. 22 T B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
In. 22 ga., 1Ype b, ) ) Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK R . . . . 1 per
S-280. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None FB2-390 -67.5
span or structural combination Gypsum-Fiber Roof Board L 1.3ft
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
5081, Grade 33 steel; 6 ft One qr m9re layers, any Min. 5/8-|r1ch SECUROCK Section 3.1.1 1 per2 None FB2-390 825
span or structural combination Gypsum-Fiber Roof Board 1.6 ft
concrete
Min. 22 ga., Type B,
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK . 1 per
5-282. span or structural combination Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft? None FB2-390 2025
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per 37,5
S-283. |Grade 33 steel or combination Yers, any Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 ;)ftl None FB4-HA (NO H'VHZ)
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, any ) ) Lo . 1 per *
S-284. |Grade 33 steel or combination Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2.0 f2 None FB4-HA -45.0
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, . .
5285 |Grade 33steelor  |ON¢COrmorelavers,any - \Min. 5/8-inch SECUROCK o o, 39 4 Lper |y one FB4-HA -45.0*
combination Gypsum-Fiber Roof Board 4.0 ft
structural concrete
. . Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min.22 ga, Type 8, [o g/:;”S'Sol\'/lz;’t'g‘ng[;i)ﬁ"o?min Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD Loer
5-286. |Grade 33 steel or ! moTe Tayers, any . " |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. P’ [None FB4-HA -45.0*
combination 7/16-inch DEXcell Cement . | 271t
structural concrete Roof Board Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5287 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None FBA-HA 675
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3 ft? :
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
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System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1, 4.2.2) Attach (3.1.4) sf
Min. 22 T B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
In. 22 ga., 1Ype b, ) ) Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK R . . . . 1 per
S-288. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. , |None FB4-HA -67.5
span or structural combination Gypsum-Fiber Roof Board L 1.3ft
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
5289, Grade 33 steel; 6 ft One qr m9re layers, any Min. 5/8-|r1ch SECUROCK Section 3.1.1 1 per2 None FBA-HA 825
span or structural combination Gypsum-Fiber Roof Board 1.6 ft
concrete
Min. 22 ga., Type B,
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK . 1 per
5-290. span or structural combination Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft? None FBA4-HA 2025
concrete
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, an X R . . . . 1 pe FB5-CR20, -37.5%
S-291. |Grade 33 steel or combinatiorn ayer Y Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 fftrz None FB6-601PG (NO HVHZ)
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
One or more layers, an . . R . . . R 1 pe FB5-CR20,
S-292. |Grade 33 steel or combinatiorn ayer v Min. 1.5-inch FTR-Value A Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 2 (’))ftrz None FB6-601PG -45.0*
structural concrete (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG AccuTrac Flat Bottom ’
Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
in. . M O, FTR-M T, Trufast #12 DP or Trufast #14 HD
Min. 22 ga., Type B, 0 1 ore layers, any Min. 1.5-inch FTR-Value H or | conum ©, FIR-Nagnum?, rutas or frutas , 1 per FB5-CR20, .
S-293. |Grade 33 steel or combination FTR-Value H Glass Facer Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2.0 f2 None FB6-601PG -45.0
structural concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an Min. 0.25-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per FB5-CR20
S-294. |Grade 33 steel or combination Yers, any Prime or SECUROCK Gypsum- |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. 2 (’)thz None FBG-601P’G -45.0*
structural concrete Fiber Roof Board Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, Min. 5/8-inch DensDeck
$-295. |Grade 33 steelor  |ON€ Or morelayers, any Prime or SECUROCK Gypsum- |Section 3.1.1 1 per None |FB>CR20, 45,0
combination . 4.0 ft? FB6-601PG
structural concrete Fiber Roof Board
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System Deck Base Insulation Layer Top Insulation Layer EU. Roof Cover | MDP
No. (4.1.2) (3.1.2) Type Fastener (3.1.1,4.2.2) Attach (3.1.4) (psf)
Min. 0.25-inch DEXcell FA Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, One or more lavers. an GI::s.s Mat I':gof Boacrz or min Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per
$-296. |Grade 33 steel or T morefavers, any . " |Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. P |  None |FB5-CR20 -45.0*
combination 7/16-inch DEXcell Cement L, | 2.7ft
structural concrete Roof Board Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3
Metal Insulation Plate
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5297 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None FB5-CR20, 675
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.3 ft? FB6-601PG ’
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 T B Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Grade 3§as;[,ee\|1p: f |One or more layers, an Min. 0.5-inch SECUROCK | 128num O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 FB5-CR20
; re layers, in. 0.5-inc ) ) ) ) ) er - A
208 | et |combimation e e oot Boarq _|P12te Obtions: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. Ly | Nome [Tl | 675
concrete P Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG ’
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B, . .
; Min. 5/8-inch DensDeck
s-299, |Grade33steel;6ft |Oneormore layers, any o500 cECUROCK Gypsums [section 3.1.1 lper | none |FBS-CR20, -82.5
span or structural combination . 1.6 ft? FB6-601PG
Fiber Roof Board
concrete
Min. 22 ga., Type B, Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
5300 Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch DensDeck Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD 1 per None FB5-CR20, 105.0
" |span or structural combination Prime Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel Plate 1.0 ft? FB6-601PG :
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
) Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, FTR-
Min. 22 ga., Type B, Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD
Grade 33 steel; 6 ft One or more layers, any Min. 0.5-inch SECUROCK g O g' V . 1 per FB5-CR20,
S-301. L . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 3 in. ) None -105.0
span or structural combination Gypsum-Fiber Roof Board o 1.0ft FB6-601PG
concrete Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG
AccuTrac Flat Bottom Plate or Trufast 3” Metal Insulation Plate
Min. 22 ga., Type B,
Grade 80 steel; 5 ft One or more layers, any Min. 0.5-inch SECUROCK . 1 per FB5-CR20,
5-302. span or structural combination Gypsum-Fiber Roof Board Section 3.1.1 1.0 ft? None FB6-601PG 2025
concrete
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TABLE 12H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

System Deck Base Insulation Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2) Layer (3.1.2) Type Fastener (3.1.1, 4.2.2) Attach Base Ply Ply Cap Ply (psf)
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, (Optional)
FTR-M O, FTR-M T, Trufast #12 DP or Trufast #14 HD BP1-HA, - -
Min. 22 ga., Type B, Min. 0.25-inch DensDeck agr'1um 4 X agr.1um » rutas or Trutas BP1-HA, FB4-HA, FB5
One or more layers, | . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 1 per |BP2-FTRSBSA, CR20, FB6- -37.5*
S-303. |Grade 33 steel or - Prime or SECUROCK 5 . ) BP2-FTRSBSA,
structural concrete any combination Gypsum-Fiber Roof Board 3 in. Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate | 2.7 ft*> |BP3-CEFA or BP3-CEFA or 601PG or FB7- | (NO HVHZ)
(Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal BP4-TA BPA-TA CEFA
Insulation Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, (Optional)
FTR-Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD BP1-HA, -390, -
Min. 22 ga., Type B, Min. 0.25-inch DensDeck cgnum ™, T e, L BP1-HA, For3e0 o
One or more layers, | . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 1 per |BP2-FTRSBSA, HA, FB5-CR20,
S-304. |Grade 33 steel or L Prime or SECUROCK - R R N BP2-FTRSBSA, -45.0*
structural concrete any combination Gypsum-Fiber Roof Board 3 in. Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate| 2.0 ft*> |BP3-CEFA or BP3-CEFA or FB6-601PG or
(Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal BP4-TA BPA-TA FB7-CEFA
Insulation Plate
(Optional)
BP1-HA, - -
Min. 22 ga., Type B, One or more lavers Min. 5/8-inch DensDeck 1per |BP2-FTRSBSA BP1-HA, Eﬁ;g‘ébg‘?s
S-305. |Grade 33 steel or - VeS| prime or SECUROCK Section 3.1.1 P ) ) ’ |BP2-FTRSBSA, . -45.0*
any combination ) 4.0 ft2 |BP3-CEFA or 601PG or FB7-
structural concrete Gypsum-Fiber Roof Board BP3-CEFA or
BP4-TA CEFA
BP4-TA
. Min. 0.25-inch DEXcell FA Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, BP1-HA, (Optional) FBA-HA, FB5-
Min. 22 ga., Type B, FTR-Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD BP1-HA,
One or more layers, |Glass Mat Roof Board or . 8 : X 1 per |BP2-FTRSBSA, CR20, FB6- "
S-306. |Grade 33 steel or L . . Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG ) BP2-FTRSBSA, -45.0
any combination min. 7/16-inch DEXcell 5 2.7 ft> |BP3-CEFA or 601PG or FB7-
structural concrete 3 in. Galvalume Steel Plate (Flat), OMG AccuTrac Flat Bottom Plate BP3-CEFA or
Cement Roof Board X . BP4-TA CEFA
or Trufast 3” Metal Insulation Plate BP4-TA
Min. 22 T n Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, BP1-HA (Optional) FBA-HA. FBS
In. 22 ga., Type 5, ) ) FTR-Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD ' BP1-HA, “HA, TES-
Grade 33 steel; 6 ft One or more layers, [Min. 0.5-inch DensDeck . i X X . 1 per |BP2-FTRSBSA, CR20, FB6-
S-307. L. . Plate Options: FiberTite 3-in Steel Plate, OMG 3 in. Galvalume Steel ) BP2-FTRSBSA, -67.5
span or structural any combination  |Prime ” 1.3 ft> |BP3-CEFA or 601PG or FB7-
Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal BP3-CEFA or
concrete ) BP4-TA CEFA
Insulation Plate BP4-TA
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum, (Optional)
Min. 22 ga., Type B, FTR-Magnum O, FTR-MagnumT, Trufast #12 DP or Trufast #14 HD BP1-HA, BPFI-HA FB4-HA, FB5-
5308 Grade 33 steel; 6 ft One or more layers, [Min. 0.5-inch SECUROCK Plate Options: FiberTite 3-in Steel Plate, Dekfast PLT-H-2-7/8, OMG 1 per |BP2-FTRSBSA, BPZ-FTI%SBSA CR20, FB6- 675
" |span or structural any combination Gypsum-Fiber Roof Board |3 in. Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume Plate | 1.3 ft> |BP3-CEFA or BP3-CEFA or ’ |601PG or FB7- !
concrete (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal BP4-TA BPA-TA CEFA
Insulation Plate
R (Optional)
. . BP1-HA, -HA, FBS5-
g;:d:égas{e-re\:Pg:’ One or more layers, Min. 5/8-inch DensDeck 1 per |BP2-FTRSBSA BP1-HA, Eﬁ;OHéBE?S
S-309. ! - YerS | prime or SECUROCK Section 3.1.1 P ) ’ |BP2-FTRSBSA, . -82.5
span or structural any combination : 1.6 ft? |BP3-CEFA or 601PG or FB7-
Gypsum-Fiber Roof Board BP3-CEFA or
concrete BP4-TA CEFA
BP4-TA
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System Deck Base Insulation Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2) Layer (3.1.2) Type Fastener (3.1.1,4.2.2) Attach Base Ply Ply Cap Ply (psf)
. . Fastener Options: FiberTite #14, FiberTite Magnum, DF-#14-PH3, (Optional)
Min. 22 ga., Type B Min. 1.5-inch Dekfast DF-#15-PH3, OMG XHD, Trufast #14 HD or Trufast #15 EHD BP1-HA, BP1-HA, FB4-HA, FB5-
$310. |Grade 80 st'eel; 6 ft’ FTR-Value, Min. 0.5-inch DensDeck Plate Options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-H-2-7/8, | 1 per |BP2-FTRSBSA, BP2-FTRSBSA CR20, FB6- 105.0
span FTR-Value A or FTR- |Prime SFS Dekfast PLT-R-3, OMG 3 in. Galvalume Steel Plate (Flat), OMG 3 | 1.0 ft2 |BP3-CEFA or BP3-CEFA or " |601PG or FB7-
Value H, loose-laid in. Ribbed Galvalume Plate (Flat), OMG AccuTrac Flat Bottom Plate BP4-TA CEFA
,, . BP4-TA
or Trufast 3” Metal Insulation Plate
Fastener Options: FiberTite #14, FiberTite Magnum, Dekfast DF-#14-
Vi 22 ga. Type B Min. 1.5-inch E:?IS, Dekfast DF-#15-PH3, OMG XHD, Trufast #14 HD or Trufast #15 BP1-HA, E;?a?ﬁ:’a” FBA-HA, FB5-
5-311. |Grade 80steel; 6t |11 value Min. 0.5-inch DEXcell FA 1, options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-R-3, 1per |BP2-FTRSBSA, |po) rrpspsa, |20 FBE- -105.0
FTR-Value A or FTR-|Glass Mat Roof Board . S 1.0 ft> |BP3-CEFA or 601PG or FB7-
Span Value H. loose-laid OMG 3 in. Galvalume Steel Plate (Flat), OMG 3 in. Ribbed Galvalume BPATA BP3-CEFA or CEEA
’ Plate (Flat), OMG AccuTrac Flat Bottom Plate or Trufast 3” Metal BP4-TA
Insulation Plate
. . Fastener Options: FiberTite #14, FiberTite Magnum, OMG XHD, (Optional)
Min. 22 ga., Type B Min. 1.5-inch Trufast #14 HD or Trufast #15 EHD BP1-HA, BPL-HA, FB4-HA, FB5-
<312, |Grade 80 st'eel; 6 ft’ FTR-Value, Min. 0.5-inch SECUROCK Plate Options: FiberTite 3-inch Steel Plate, SFS Dekfast PLT-H-2-7/8, 1 per |BP2-FTRSBSA, BP2-FTRSBSA CR20, FB6- 105.0
span FTR-Value A or FTR-|Gypsum-Fiber Roof Board  |SFS Dekfast PLT-R-3, SFS TPA50, OMG 3 in. Galvalume Steel Plate 1.0 ft> |BP3-CEFA or BP3.CEFA or  |001PG OF FB7-
Value H, loose-laid (Flat), OMG 3 in. Ribbed Galvalume Plate (Flat), OMG AccuTrac Flat BP4-TA BPA-TA CEFA
Bottom Plate or Trufast 3” Metal Insulation Plate

TABLE 12i: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attach MDP
- Roof Cover (3.1.4 N
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (psf)
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per 8 fi2 FiberTite, FiberTite-XT, FiberTite-SM or
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener FiberTite-XTreme induction welded -30.0*
S-313. . )
Grade 33 steel combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or (Four pa;ts r:le;'t4xé'3dft board) with plate-manufacturer’s welding (NO HVHZ)
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube xaten tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga. tvoe B.  |One or more lavers. an Fastener or FTR MagnumT Fastener 1per8ft’ FiberTite-XT, FiberTite-SM or FiberTite-| .
S-314. Gra&e 33g s.t,eglp ’ combination myin i 5-?;1ch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Four parts per 4x8 ft board) |XTreme induction welded with plate- (NO H.VHZ)
T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2 x 4 ft grid manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum . . . . . .
FiberTite, FiberTite-XT, FiberTite-SM or
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or ) N . i .
5315 Min. 22 ga., type B, One or more layers, any Trufast #14 HD 1 per 5.3 ft FiberTite-XTreme induction welded -30.0*
"2 |Grade 33 steel binati in. 1.5-inch i ith plate-manufacturer’s weldin
rade 33 stee combination, min incl Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or (Six parts per 4x8 ft board) \t/ZIOI p nufactu welding (NO HVHZ)
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube ’
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System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 .
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) (psf)
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or FiberTite-XT. FiberTite-SM or FiberTite
Min. 22 ga., type B,  |One or more layers, any Trufast #14 HD 1 per 5.3 ft? S ) -30.0*
S-316. L. . . . . . X XTreme induction welded with plate-
Grade 33 steel combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Six parts per 4x8 ft board) manufacturer’s welding tool (NO HVHZ)
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast € ’
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per4.0fe2 FiberTite, FiberTite-XT, FiberTite-SM or
5317, Min. 22 ga., Type B, |One qr mf:\re IaYers, any Fastener <')I' FTR Magnl..lmT Fastener. (Eight parts per.4x8 ft board) Fi.berTite—XTreme inducti’on welleed -37.5
Grade 33 steel combination, min. 0.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2% 2 ft arid d 6-inch with plate-manufacturer’s welding (NO HVHZ)
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube x 2 Ttgrid, staggered b-inches |,
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga. Tvoe B One or more laver Fastener or FTR MagnumT Fastener 1 per 4.0 ft? FiberTite-XT, FiberTite-SM or FiberTite- 375
S-318. In. 22 ga., TYpe B, n .r X y > an}l Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Eight parts per 4x8 ft board) [XTreme induction welded with plate- .
Grade 33 steel combination, min. 0.5-inch n X . R K B . (NO HVHZ)
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2 x 2 ft grid, staggered 6-inches |manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per 8 ft? FiberTite, FiberTite-XT, FiberTite-SM or
in. . Fastener or FTR MagnumT Fastene i ite- i i -37.5%
5319, Min. 22 ga., type B, One qr mere IaYers, an}l ner ' g u n r (Four parts per 4x8 ft board) Fl'berTlte XTreme |nduct|’on welfied 37.5
Grade 80 steel combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2 x4 ft erid with plate-manufacturer’s welding (NO HVHZ)
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube x4 fteri tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga.. tvoe B One or more lavers. an Fastener or FTR MagnumT Fastener 1 per 8 ft? FiberTite-XT, FiberTite-SM or FiberTite- 37.5%
5320 |17 sgsile;p S DR myin i i‘ﬁ]ch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Four parts per 4x8 ft board)  [XTreme induction welded with plate- | “'="
T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2 x 4 ft grid manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum . ) . ) ) .
FiberTite, FiberTite-XT, FiberTite-SM or
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or ) N . i .
<321 Min. 22 ga., type B, One or more layers, any Trufast #14 HD 1 per 6 ft FiberTite-XTreme induction welded -37.5
" |Grade 80 steel ombination, min. 1.5-inch - i with plate-manufacturer’s weldin NO HVHZ
adeeus combination, min. £.>7inc Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2x3-ft grid, staggered P g | )
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube ’
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or FiberTite-XT. FiberTite-SM or FiberTite
Min. 22 ga., type B,  |One or more layers, any Trufast #14 HD 1 per 6 ft2 o ) -37.5
S-322. L. . . . . . R XTreme induction welded with plate-
Grade 80 steel combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 2x3-ft grid, staggered manufacturer’s welding tool (NO HVHZ)
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast g ’
PVC IW Plate
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SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4) .
No. (4.1.2) (3.1.2) Fastener (3.1.1, 4.2.2) Density (psf)
One or more layers, any Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite, FiberTite-XT, FiberTite-SM or
<323 Min. 22 ga., type B, combination, min. 1.5-inch thick|Fastener or FTR MagnumT Fastener 12-inch o.c. in rows 60-inch o.c FiberTite-XTreme induction welded -37.5
" |Grade 33 steel X min. 4 x 8 ft, preliminarily Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or - " |with plate-manufacturer’s welding (NO HVHZ)
attached SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
o | Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
R ne o,r mf)re ay.ers, any . |Fastener or FTR MagnumT Fastener FiberTite-XT, FiberTite-SM or FiberTite-
Min. 22 ga., type B, combination, min. 1.5-inch thick . . X . . . . . X -37.5
S-324. . Lo Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 12-inch o.c. in rows 60-inch o.c. |XTreme induction welded with plate-
Grade 33 steel x min. 4 x 8 ft, preliminarily - X R B R (NO HVHZ)
attached RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastener FiberTite, FiberTite-XT, FiberTite-SM or
e Min. 22 ga., type B,  |One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 1 per 6 ft? FiberTite-XTreme induction welded -45.0*
" |Grade 33 steel combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond 2x3-ft grid, staggered with RhinoBond Portable Plate '
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) Bonding Tool
with TreadSafe insert
. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O , FlberTlte'-XT, Fl'berTlte-SM or FiberTite-
Min. 22 ga., type B, One or more layers, any 1 per 6 ft XTreme induction welded with
S-326. Grade 33 steel ombination. min. 1.5-inch Fastener or FTR MagnumT Fastener Ix3-ft grid, st p RhinoBond Portable Plate Bondin -45.0%
a 3 c ination, min. 1.5-inc| ) - X
Plate Options: Trufast PVC IW Plate x3-Ttgrid, staggere Tool &
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite, FiberTite-XT, FiberTite-SM or
<327 Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener 1 per 5.3 ft? FiberTite-XTreme induction welded -45.0*
" |Grade 33 steel combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or (Six parts per 4x8 ft board) with plate-manufacturer’s welding ’
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastener FiberTite-XT, FiberTite-SM or FiberTite-
Min. 22 ga., type B, One or more layers, 1 per 5.3 ft2 S X
S-328. Grlade 3§ steglp conmbi;ation myin 51 zr-%ch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (six artsp er 4x8 ft board) XTreme induction welded with plate- -45.0*
! o RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast parts p manufacturer’s welding tool.
PVC IW Plate
Min. 22 ga., type B, Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per 4.0 ft? FiberTite, FiberTit?-XT, F.iberTite-SM or
One or more layers, any Fastener or FTR MagnumT Fastener ) FiberTite-XTreme induction welded
S-329. |Grade 33 steel, 6 ft A ) ; ) . . (Eight parts per 4x8 ft board) . , . -45.0
span combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2 %2 ft erid with plate-manufacturer’s welding
P SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube X2 fteri tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more lavers. an Fastener or FTR MagnumT Fastener 1 per 4.0 ft? FiberTite-XT, FiberTite-SM or FiberTite-
S-330. |Grade 33 steel, 6 ft combination myin 1 5 itwh Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Eight parts per 4x8 ft board) [XTreme induction welded with plate- -45.0
span T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2 x2 ft grid manufacturer’s welding tool.
PVC IW Plate
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No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) (psf)
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . ) . . . .
Min. 22 ga., type B, ) R ) ) FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 1 per4.0ft . . . .
S-331. |Grade 33 steel, 6 ft L . . . X . . FiberTite-XTreme induction welded -45.0
span combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond 2 x 2 ft grid, staggered late-manufacturer’s welding tool
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 22 ga., typeB, |, o elavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per 4.0 fi2 FiberTite-XT, FiberTite-SM or FiberTite-
S-332. |Grade 33 steel, 6 ft combination myin i 5 i»;u:h Fastener or FTR MagnumT Fastener 9x2 ftp d .t q XTreme induction welded plate- -45.0
span ! o Plate Options: Trufast PVC IW Plate X grid, staggere manufacturer’s welding tool
. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O X L . : . : X .
Min. 22 ga., type B, One or more layers, any 2 x 2 ft grid pattern with first row |FiberTite, FiberTite-XT, FiberTite-SM or
I ; . . |Fastener or FTR MagnumT Fastener . : - A
S-333. |Grade 33 steel; 6 ft combination, min. 1.5-inch thick . R X of fasteners spaced 1 ft from |FiberTite-XTreme induction welded -45.0
. Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or . ) X
span xmin. 4 x 8 ft . i corner edges with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener 2 x 2 ft grid pattern with first row |FiberTite-XT, FiberTite-SM or FiberTite-
S-334. |Grade 33 steel; 6ft  |combination, min. 1.5-inch thick|Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG of fasteners spaced 1 ft from  |XTreme induction welded with plate- -45.0
span xmin. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast corner edges manufacturer’s welding tool
PVC IW Plate
. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O . : . : X .
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener FiberTite, FiberTite-XT, FiberTite-SM or
S-335. |Grade 40 steel; 6 ft - A 12-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -45.0
combination, min. 1.5-inch  [Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or NN O.CNTOWS BENE 0.6 70 A"
span . i with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more lavers. an Fastener or FTR MagnumT Fastener FiberTite-XT, FiberTite-SM or FiberTite-
S-336. |Grade 40 steel; 6 ft A vers, any Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 12-inch o.c. in rows 60-inch o.c. [XTreme induction welded with plate- -45.0
combination, min. 1.5-inch - X R B} R
span RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum FiberTite. FiberTite-XT. FiberTite-SM
Min. 22 ga., type B, One or more lavers. an Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or F;bz[T:tzlxlTrz:n;'iar;du’ctilo:wel‘:ed or
$-337. |Grade 80 steel; 6 ft " more fayers, any Trufast #14 HD 12-inch o.c. in rows 60-inch o.c. | - | ; -45.0
combination, min. 1.5-inch . . . with plate-manufacturer’s welding
span Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube ’
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or . . . . . .
Min. 22 ga., type B, One or more lavers. an Trufast #14 HD FiberTite-XT, FiberTite-SM or FiberTite-
S-338. |Grade 80 steel; 6 ft L y ! y ) . X 12-inch o.c. in rows 60-inch o.c. |XTreme induction welded with plate- -45.0
span combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG manufacturer’s welding tool
P RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast g
PVC IW Plate
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System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 .
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) sf
. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O . : . : X .
Min. 22 ga., type B, ) FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Fastener or FTR MagnumT Fastener 1 per6 ft N X , .
S-339. |Grade 40 steel; 6 ft L . . . . X R FiberTite-XTreme induction welded -52.5
span combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2x3-ft grid, staggered with plate-manufacturer’s welding tool
P SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube P &
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more lavers. an Fastener or FTR MagnumT Fastener 1 per 6 f©2 FiberTite-XT, FiberTite-SM or FiberTite-
S-340. |Grade 40 steel; 6 ft o y ! y Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG ) XTreme induction welded with plate- -52.5
combination, min. 1.5-inch - X . 2x3-ft grid, staggered , .
span RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum FiberTite. FiberTite-XT. FiberTite-SM
Min. 22 ga., type B, Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or 5 iberlite, Fiberlite-Al, Fiberlite-Sil or
One or more layers, any 1 per 4.0 ft FiberTite-XTreme induction welded
S5 S | Grade 80 steel; 6 ft combination, min. 1.5-inch Trufast #14 HD 2x2-ft grid, st d with plate-manufacturer’s weldin 525
span ! T Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or xe-Ttgrid, staggere tool P &
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube ’
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or . . . . . §
Min. 22 ga., type B, ) FiberTite-XT, FiberTite-SM or FiberTite-
One or more layers, any Trufast #14 HD 1 per 4.0 ft _ . .
S-342. |Grade 80 steel; 6 ft L . . . . . K XTreme induction welded with plate- -52.5
<pan combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 2x2-ft grid, staggered manufacturer’s welding tool
P RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast g
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . N ) ) .
Min. 22 ga., type B, ) i ) FiberTite, FiberTite-XT, FiberTite-SM or
5-343. |Grade 33 steel; 6ft  |On Or morelavers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS | 1, ;1 1, 1, ¢ in rows 60-inch o.c. |FiberTite-XTreme induction welded 525
’ span ! combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond - e late-manufacturer’s welding tool ’
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 22 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite-XT, FiberTite-SM or FiberTite-
S-344. |Grade 33 steel; 6 ft . vers, any Fastener or FTR MagnumT Fastener 12-inch o.c. in rows 60-inch o.c. [XTreme induction welded plate- -52.5
combination, min. 1.5-inch . ) R
span Plate Options: Trufast PVC IW Plate manufacturer’s welding tool
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Fastener or FTR MagnumT Fastene
Min. 22 ga., type B, nere gnu ner FiberTite, FiberTite-XT, FiberTite-SM or
S-345. |Grade 33 steel; 6 ft One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -60.0
’ span ! combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond e e late-manufacturer’s welding tool ’
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P g
with TreadSafe insert
Min. 22 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite-XT, FiberTite-SM or FiberTite-
S-346. |Grade 33 steel; 6 ft L y 4 y Fastener or FTR MagnumT Fastener 6-inch o.c. in rows 60-inch o.c. [XTreme induction welded plate- -60.0
combination, min. 1.5-inch ) B R
span. Plate Options: Trufast PVC IW Plate manufacturer’s welding tool
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System Deck Insulation Layer Attach MDP
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No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) (psf)
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . ) . . . .
Min. 22 ga., type B, ) R ) ) FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 1 per4.0ft . . . .
S-347. |Grade 80 steel; 6 ft L . . . X . K FiberTite-XTreme induction welded -67.5
span combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond 2x2-ft grid, staggered late-manufacturer’s welding tool
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 22 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1 per 4.0 fi2 FiberTite-XT, FiberTite-SM or FiberTite-
S-348. |Grade 80 steel; 6 ft combination myin i 5 i»;u:h Fastener or FTR MagnumT Fastener x2-ft P d .t d XTreme induction welded plate- -67.5
span ! o Plate Options: Trufast PVC IW Plate xZ-TL grid, staggere manufacturer’s welding tool
. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O . i ith fi . . ) . . .
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastiner g lrjv:jffftaifnzzt:r:c\ggg grfstt FiberTite, FiberTite-XT, FiberTite-SM or
S-349. |Grade 33 steel; 6 ft combination, min. 1.5-inch thick . s R X P | FiberTite-XTreme induction welded -67.5
. Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or from the long edge and 1 ft from | . ) K
span xmin. 4 x 8 ft . i with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube the short edge
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1.5 x 2 ft erid pattern with first
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener I';)W of faiteans spaced 0.5 ft FiberTite-XT, FiberTite-SM or FiberTite-
S-350. |Grade 33 steel; 6ft  |combination, min. 1.5-inch thick|Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG P ) XTreme induction welded with plate- -67.5
. - . . from the long edge and 1 ft from , .
span xmin. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast the short edae manufacturer’s welding tool
PVC IW Plate &
Min. 22 ga., type B, Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1per3.2 fi2 F!berT!te, FIbeI‘TIt? XT, F.|berT|te SMor
5-351. |Grade 33 steel: 6 ft One or more layers, any Fastener or FTR MagnumT Fastener (Ten parts per 4x8 ft board) FiberTite-XTreme induction welded 75.0
' span ’ combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or p pFM Dpt Sheet 129 with plate-manufacturer’s welding ’
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube er Fivi Data >heet 1- tool.
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more lavers. an Fastener or FTR MagnumT Fastener 1 per 3.2 ft? FiberTite-XT, FiberTite-SM or FiberTite-
$-352. |Grade 33 steel; 6 ft . vers, any Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Ten parts per 4x8 ft board)  |XTreme induction welded with plate- -75.0
combination, min. 1.5-inch - X R B R
span RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast Per FM Data Sheet 1-29 manufacturer’s welding tool
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . ) . . . .
Min. 20 ga., type B, ) R ) FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS . . . . . X .
S-353. |Grade 33 steel; 6 ft L . . . X . 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -75.0
span combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond late-manufacturer’s welding tool
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 20 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite-XT, FiberTite-SM or FiberTite-
S-354. |Grade 33 steel; 6 ft - y / y Fastener or FTR MagnumT Fastener 6-inch o.c. in rows 60-inch o.c. [XTreme induction welded plate- -75.0
combination, min. 1.5-inch . ) R
span Plate Options: Trufast PVC IW Plate manufacturer’s welding tool
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. Fastener Options: FiberTite Magnum Fastener, FTR Magnum O . . i ith fi . : . : X .
Min. 22 ga., type B, One or more layers, any g g 1.5x 1.5 ft grid pattern with first FiberTite, FiberTite-XT, FiberTite-SM or
L . ; . |Fastener or FTR MagnumT Fastener row of fasteners spaced 0.5 ft X ) K .
S-355. |Grade 33 steel; 6 ft combination, min. 1.5-inch thick . . X FiberTite-XTreme induction welded -82.5
span wrmin. 4 x 8 ft Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or from the long edge and 1 ft from with plate-manufacturer’s welding tool
’ SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube the short edge
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O 1.5 x 1.5 ft erid patte ith first
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener .m\)/(v c;f fas%:ne?ss ;:ev:o 5 'fl; FiberTite-XT, FiberTite-SM or FiberTite-
S-356. |Grade 33 steel; 6ft  |combination, min. 1.5-inch thick|Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG P ’ XTreme induction welded with plate- -82.5
X - X K from the long edge and 1 ft from ) i
span X min. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast the short edge manufacturer’s welding tool
PVC IW Plate &
X Fastener Options: FiberTite M m Fastener, FTR M mO . ) . ) . .
Min. 22 ga., type B, ner Lptions: Hibertite Magnum Fas agnu , FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Fastener or FTR MagnumT Fastener 1 per 3 ft . . ) .
S-357. |Grade 40 steel; 6 ft L . . . kK X X FiberTite-XTreme induction welded -82.5
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 1.5 x 2-ft grid, staggered . , X
span . A with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, Fastener or FTR MagnumT Fastener ) FiberTite-XT, FiberTite-SM or FiberTite-
One or more layers, any . . . 1 per 3 ft - . X
S-358. |Grade 40 steel; 6 ft combination. min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 1.5 x 2-ft erid. stageered XTreme induction welded with plate- -82.5
span T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast ’ gric, stagg manufacturer’s welding tool
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
Min. 22 ga., type B, One or more lavers. an Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or 1per3 2 FiberTite, FiberTite-XT, FiberTite-SM or
5359. |Grade 80steel; 6ft | - Or T n:’in iS-i\;ch Trufast #14 HD L5 9kt erid stassereq |FiberTite-XTreme induction welded -82.5
span ! o Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or ’ grid, stage with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or . . X . . .
Min. 22 ga., type B, 5 FiberTite-XT, FiberTite-SM or FiberTite-
One or more layers, any Trufast #14 HD 1 per 3 ft ; ) ;
S-360. |Grade 80 steel; 6 ft L . . . . . X XTreme induction welded with plate- -82.5
combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 1.5 x 2-ft grid, staggered , .
span - X . manufacturer’s welding tool
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . ) . . . .
Min. 22 ga., type B, ) R ) FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS . . . . . X .
S-361. |Grade 33 steel; 4 ft L . . . X . 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -82.5
span combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond late-manufacturer’s welding tool
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 22 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite, FiberTite-XT, FiberTite-SM or
S-362. |Grade 33 steel; 4 ft L y 4 y Fastener or FTR MagnumT Fastener 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -82.5
combination, min. 1.5-inch . ) R
span Plate Options: Trufast PVC IW Plate plate-manufacturer’s welding tool
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System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 .
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) sf
R Fastener Options: FiberTite Magnum Fastener, FTR Magnum O i ) i ) . :
Min. 22 ga., type B, One or more layers, any Fastener or FTR MagnumT Fastener FiberTite, FiberTite-XT, FiberTite-SM or
S-363. |Grade 40 steel; 6 ft L T 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -90.0
o combination, min. 1.5-inch  |Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or O O O o latacmmanfaturers wealdin ool
P SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube P &
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
Min. 22 ga., type B, One or more lavers. an Fastener or FTR MagnumT Fastener FiberTite-XT, FiberTite-SM or FiberTite-
S-364. |Grade 40 steel; 6 ft A vers, any Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 6-inch o.c. in rows 60-inch o.c. [XTreme induction welded with plate- -90.0
combination, min. 1.5-inch - X R , R
span RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast Manufacturer’s welding tool
PVC IW Plate
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
Min. 22 ga., type B, One or more lavers. an Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
S-365. |Grade 80 steel; 6 ft L y 4 y Trufast #14 HD 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -90.0
combination, min. 1.5-inch . . X . , X
span Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or with plate-manufacturer’s welding tool
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Fastener Options: FiberTite #12, FiberTite #14, FiberTite Magnum
. Fastener, FTR Magnum O Fastener, FTR MagnumT Fastener or . . . . . .
Min. 22 ga., type B, One or more lavers. an Trufast #14 HD FiberTite-XT, FiberTite-SM or FiberTite-
S-366. |Grade 80 steel; 6 ft L y ! y ) . X 6-inch o.c. in rows 60-inch o.c. [XTreme induction welded with plate- -90.0
<pan combination, min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG manufacturer’s welding tool
P RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast g
PVC IW Plate
Fastener Options: FiberTite Magnum Fastener, FTR Magnum O
. Fastener or FTR MagnumT Fastener . . . ) . .
Min. 20 ga., type B, ) i ) FiberTite, FiberTite-XT, FiberTite-SM or
5-367. |Grade 33 steel;5ft  |On Or morelavers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS | ¢ i 1 ¢ in rows 60-inch o.c. |FiberTite-XTreme induction welded -90.0
’ span ! combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond - e late-manufacturer’s welding tool ’
P Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P &
with TreadSafe insert
Min. 20 ga., type B, One or more lavers. an Fastener Options: FiberTite Magnum Fastener, FTR Magnum O FiberTite, FiberTite-XT, FiberTite-SM or
S-368. |Grade 33 steel; 5 ft L y 4 y Fastener or FTR MagnumT Fastener 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -90.0
combination, min. 1.5-inch . ) R
span Plate Options: Trufast PVC IW Plate plate-manufacturer’s welding tool
. One or more layers, any . . .
. . , o : ) Fastener Options: FiberTite M Fast FTR M T o ) )
Min. 18 ga., Type B combination, min. 4.7-inch astener Sptions: Fibertite Magnum Fastener or agnum 1 per 1.6 ft? FiberTite-XT induction welded plate-
5-369. |Grade 80 steel; 7 ft- 8 olyisocyanurate followed b Fastener (20 part 4x8 ft board) manufacturer’s welding tool -120.0
ino.c. P y v v Plate Options: FTR IW isoweld or SFS isoweld F1-P-6.8-PVC Plate parts per ax oar £
0.5-inch gypsum cover board
. One or more layers, any ) ) .
. . X L o Fast: Options: FiberTite M Fast or FTRM T ) ) ) )
Min. 18 ga., Type N combination, min. 2.0-inch astener lons: Fibertite Magnum Fastener or agnum 1 per 1.45 ft? FiberTite-XT induction welded plate-
S| Grade 60 steel; 10t olyisocyanurate followed b Fastener 22 part 4x8 ft board manufacturer’s welding tool 1275
span p y ¥ 4 Plate Options: FTR IW isoweld or SFS isoweld F1-P-6.8-PVC Plate (22 parts per 4x oard) J
0.5-inch gypsum cover board
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ystem
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No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment sf

OPEN STYLE, GRADE 33 STEEL:

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:

Min. 22 ga., Type B, |Min. 1.5-inch thick, one or more FiberTite Magnum Fastener with FiberTite Magnum Stress -30.0

S-371. Prelim. attached |FiberTite, XT, SM or Xt o 112 x 95-inch
Grade 33 steel layers, any combination relim. attached jribertite, 21, or Atreme Plate or FiberTite Magnum-Plus Stress Plate pen X 9>rinc (NO HVHZ)
Min. 22 ga., Type B, . . . . ”
5372, | Grade 33 steel; 6 ft Min. 1.5-inch thl(.lk, qne or more Prelim. attached |FiberTite, XT, SM or Xtreme FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam Open: 12 x 95-inch 30.0
span layers, any combination Plate (14 Barb) (NO HVHZ)
Min. 22 ga., Type B, . . .
S-373. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 18 x 94-inch 300
span layers, any combination (NO HVHZ)
Min. 22 ga., Type B, . . .
Min. 1.5-inch thick -30.
$-374. |Grade 33 steel; 6 ft N L.>-inch thick, one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR Magnum O Fastener with OMG 2.25" VSH Plate Open: 6 x 95-inch 300
layers, any combination (NO HVHZ)

span

Min. 22 ga., Type B,

Min. 1.5-inch thick, one or more FiberTite Magnum Fastener with FiberTite Magnum Stress

S-375. SGpr;z:ile 33 steel; 6 ft layers, any combination Prelim. attached |FiberTite, XT, SM or Xtreme Plate or FiberTite Magnum-Plus Stress Plate Open: 18 x 51-inch -45.0
Min. 22 ga., Type B, . . .
5-376. | Grade 33 steel; 6 ft | 1->-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme  |FiberTite Magnum Fastener with FTR Magnum2S Plate Open: 6 x 95-inch -45.0
layers, any combination
span
Min. 22 ga., Type B, . . . : ”
5-377. | Grade 33 steel; 6 ft | 1:>-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme |||« Ma8numT Fastener with Trufast 2.4” Barbed Metal Seam | o\ . 15 gq.in e -45.0
span layers, any combination Plate (14 Barb)
Min. 22 ga., Type B, . . . . . - )
5-378. |Grade 33 steel; 6ft | i 1:>-Inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme |/ 0¢/Tite Magnum Fastener with FiberTite Magnum Stress | 15 6q.inch -45.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .
Min. 1.5-inch thick
$-379. |Grade33steel;6ft | > ncn thick one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 12 x 94-inch -45.0
layers, any combination
span
Min. 22 ga., Type B, . . . . . - .
S-380. |Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 12 x 51-inch -52.5
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .
S-381. |Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR Magnum O Fastener with OMG 2.25" VSH Plate Open: 6 x 69-inch -52.5
layers, any combination
span
Min. 22 ga., Type B, . . . . . - .
S-382. | Grade 33 steel; 6 ft Min. 1.5-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FiberTite Magnum Stress Open: 6 x 51-inch -60.0

layers, any combination Plate or FiberTite Magnum-Plus Stress Plate

span
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. Insulation (3.1.2) Roof Cover (3.1.4) MDP
ystem v
Deck (4.1.2) Attach
No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
Min. 22 ga., Type B, . . . . . N .
S-383. | Grade 33 steel; 6 ft Min. 0.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 69-inch -52.5
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . N .
S-384. |Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 69-inch -60.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 20 ga., Type B, . . . . . N .
S-385. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 51-inch -67.5
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .
S-386. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 6 x 94-inch -67.5
layers, any combination
span
FIBERTITE-FB, FIBERTITE-XT FB, FIBERTITE-SM FB OR FIBERTITE-XTREME FB APPLICATIONS:
<387, Min. 22 ga., Type B, |Min. 1.5-inch thl(.lk, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 12 x 95-inch -30.0
Grade 33 steel layers, any combination or -XTreme FB Plate or FiberTite Magnum-Plus Stress Plate (NO HVHZ)
Min. 22 ga., Type B, . . . . ) . ”
5-388. | Grade 33 steel; 6 ft Min. 1.5-inch thl(':k, o'ne or more Prelim. attached FiberTite-FB, -SM FB, -XT FB  [FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam Open: 12 x 95-inch 30.0
span layers, any combination or -XTreme FB Plate (14 Barb) (NO HVHZ)
Min. 22 ga., Type B, . . . . )
Min. 1.5-inch thick, FiberTite-FB, -SM FB, -XT FB --30.
$-389. |Grade 33 steel; 6 ft N L.>-inch thick, one ormore Prelim. attached | oo "5 g FTR-MagnumT Fastener with FTR Magnum-R275 Open: 18 x 94-inch 30.0
span layers, any combination or -XTreme FB (NO HVHZ)
Min. 22 ga., Type B, . . . . )
Min. 1.5-inch thick, FiberTite-FB, -SM FB, -XT FB -30.
$-390. |Grade 33 steel; 6 ft N L.>-inch thick, one ormore Prelim. attached | o' & "5 g FTR Magnum O Fastener with OMG 2.25" VSH Plate Open: 6 x 95-inch 300
span layers, any combination or -XTreme FB (NO HVHZ)
Min. 22 ga., Type B, . . . . ) . . - )
5391, |Grade 33 steel; 6 ft Min. 1.5-inch thl(':k, o'ne or more Prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite !\/Iagn'um Fastener with FiberTite Magnum Stress Open: 12 x 69-inch 45.0
span layers, any combination or -XTreme FB Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . )
Min. 1.5-inch thick, FiberTite-FB, -SM FB, -XT FB
$-392. |Grade33steel;6ft | > ncn thick one ormore Prelim. attached | "or 1o "5 g FTR-MagnumT Fastener with FTR Magnum-R275 Open: 12 x 94-inch -45.0
span layers, any combination or -XTreme FB
Min. 22 ga., Type B, Min. 1.5-inch thick, one or more FiberTite-FB, -SM FB, -XT FB |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam
S-393. | Grade 33 steel; 6 ft T o Prelim. attached ’ ’ g ' Open: 12 x 69-inch -45.0
span layers, any combination or -XTreme FB Plate (14 Barb)
Min. 22 ga., Type B, . . . . .
S-394. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached FiberTite-FB, -SM FB, -XT FB FTR Magnum O Fastener with OMG 2.25" VSH Plate Open: 6 x 69-inch -52.5
span layers, any combination or -XTreme FB
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

. Insulation (3.1.2) Roof Cover (3.1.4) MDP
ystem v
Deck (4.1.2) Attach
No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)

Min. 22 ga., Type B, . . . . . . . . . .

5-395. | Grade 33 steel: 6 ft Min. 1.5-inch thl(.lk, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 6 x 69-inch -60.0
span layers, any combination or -XTreme FB Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . .

S-396. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached FiberTite-FB, -SM FB, -XT FB FTR-MagnumT Fastener with FTR Magnum-R275 Open: 6 x 94-inch -67.5
span layers, any combination or -XTreme FB

OPEN STYLE, GRADE 40 STEEL:

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Min. 22 ga., Type B,

5397, Grade 40’.?tee|; 7 ft Min. 1.5-inch thl(.lk, qne or more Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FiberTite Magnum-Plus Open: 6 x 69-inch 45.0
span; 5/8” puddle layers, any combination Stress Plate
welds 6” o.c.

OPEN STYLE, GRADE 80 STEEL:

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Min. 22 ga., T B Min. 1.5-inch thick, -30.

5398, | n- 4283, Types, ) Min. L.o-inch thick, one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 18 x 94-inch 300
Grade 80 steel layers, any combination (NO HVHZ)

5390 Min. 22 ga., Type B, |Min. 1.5-inch thl(':k, o'ne or more Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 18 x 95-inch -30.0
Grade 80 steel layers, any combination Stress Plate (NO HVHZ)

$-400. Min. 22 ga., Type B, |Min. 1.5-inch thl(':k, o'ne or more Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !\/Iagn'um Fastener with FiberTite Magnum Stress Open: 12 x 105-inch -37.5
Grade 80 steel layers, any combination Plate or FiberTite Magnum-Plus Stress Plate (NO HVHZ)
Min. 22 ga., Type B, . . . B ”

S-401. |Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FTR Magnum Fastener with Trufast 2.4” Barbed Metal Seam Open: 12 x 95.25-inch 37.5
span layers, any combination Plate (14 Barb) (NO HVHZ)
Min. 22 ga., Type B, . . . . . . . .

S-402. |Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !\/Iagn.um Fastener with FiberTite Magnum Stress Open: 18 x 51-inch -45.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . - .

S-403. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !\/Iagn.um Fastener with FiberTite Magnum Stress Open: 12 x 72-inch -45.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .

S-404. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum?2S Plate Open: 6 x 144-inch -45.0

layers, any combination

span
Min. 22 ga., Type B, . . .

S-405. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 12 x 94-inch -45.0

layers, any combination

span
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No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
Min. 22 ga., Type B, . . . . . . . .
S-406. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 12 x 95-inch -45.0
span layers, any combination Stress Plate
Min. 22 ga., Type B, . . . . . . . .
S-407. |Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 6 x 95-inch -52.5
span layers, any combination Stress Plate
Min. 22 ga., Type B, . . . B ”
S-408. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FTR Magnum Fastener with Trufast 2.4” Barbed Metal Seam Open: 6 x 95-inch -52.5
span layers, any combination Plate (14 Barb)
Min. 22 ga., Type B, . . . . . N .
S-409. |Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !Vlagn.um Fastener with FiberTite Magnum Stress Open: 12 x 51-inch -60.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .
S-410. |Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum?2S Plate Open: 6 x 72-inch -67.5
layers, any combination
span
Min. 22 ga., Type BV, . . . . . . FiberTite Magnum Fastener with FiberTite Magnum Stress
S-411. |Grade 80 steel; 5 ft Mm' 2 ||.'1ch thick, mln. 200 psi Elastizell N/A FiberTite, XT, SM or Xtreme |Plate or FiberTite Magnum-Plus Stress Plate through to Open: 12 x 51-inch -75.0
Lightweight Insulating Concrete
span engage steel deck
Min. 22 ga., Type B, . . . . . - )
5-412. | Grade 80 steel; 5 ft |- 1-5-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme || °¢7T1t€ Magnum Fastener with FiberTite Magnum Stress | ¢ 51 i ch -75.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, |Min. 1.5-inch thick, one or more . . ) FiberTite Magnum Fastener with FiberTite Magnum Stress . .
Sk Grade 80 steel layers, any combination Prelim. attached |FiberTite, XT, SM or Xtreme Plate or FiberTite Magnum-Plus Stress Plate Open: 12 x 24-inch 82.5
Min. 22 ga., Type B, . . . : ”
5-414. | Grade 80 steel; 6 ft Min. 1.5-inch thl(':k, o'ne or more Prelim. attached |FiberTite, XT, SM or Xtreme FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam Open: 6 x 45-inch 105.0
span layers, any combination Plate (14 Barb)
FIBERTITE-FB, FIBERTITE-XT FB, FIBERTITE-SM FB OR FIBERTITE-XTREME FB APPLICATIONS:
Min. 22 ga., T B Min. 1.5-inch thick, -30.
s-415, | n- 2283, Types, ) Min. L.orinch thick, one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR-MagnumT Fastener with FTR Magnum-R275 Open: 18 x 94-inch 300
Grade 80 steel layers, any combination (NO HVHZ)
s-416. Min. 22 ga., Type B, |Min. 1.5-inch thl(':k, o'ne or more prelim. attached FiberTite-FB, -SM FB, -XT FB  |FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 18 x 95-inch -30.0
Grade 80 steel layers, any combination or -XTreme FB Stress Plate (NO HVHZ)
Min. 22 g2, TYPe B, 11 4 5 inch thick, one or more FiberTite-FB, -SM FB, -XT FB |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam 375
S-417. | Grade 80 steel; 6 ft T e Prelim. attached ! ’ g : Open: 12 x 95.25-inch .
span layers, any combination or -XTreme FB Plate (14 Barb) (NO HVHZ)
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Min. 22 ga., Type B, . . . . .
S-418. | Grade 80 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached FiberTite-FB, -SM FB, -XT FB FTR-MagnumT Fastener with FTR Magnum-R275 Open: 12 x 94-inch -45.0
span layers, any combination or -XTreme FB
Min. 22 ga., Type B, . . . . . . . . . .
$-419. | Grade 80 steel: 6 ft Min. 1.5-inch thl(.lk, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 12 x 95-inch 45.0
span layers, any combination or -XTreme FB Stress Plate
Min. 22 ga., Type B, . . . . . . . . . .
$-420. | Grade 80 steel: 6 ft Min. 1.5-inch thl(.lk, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite Magnum Fastener with FTR FiberTite Magnum-Plus Open: 6 x 95-inch 525
span layers, any combination or -XTreme FB Stress Plate
Min. 22 ga., TYpe B, |\ 1o 1 5.inch thick, one or more FiberTite-FB, -SM FB, -XT FB |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam
S-421. |Grade 80 steel; 6 ft T S Prelim. attached ’ ’ g : Open: 6 x 95-inch -52.5
span layers, any combination or -XTreme FB Plate (14 Barb)
Min. 22 ga., Type B, |\ i 4 5 ich thick, one or more FiberTite-FB, -SM FB, -XT FB |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam
S-422. | Grade 80 steel; 6 ft T S Prelim. attached ! ’ g ’ Open: 6 x 45-inch -105.0
span layers, any combination or -XTreme FB Plate (14 Barb)
CLOSED STYLE, GRADE 33 STEEL:
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Min. 22 ga., Type B, . . .
5-423. | Grade 33 steel; 6 ft | 1->-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum2S Plate Closed: 6 x 95-inch -45.0
layers, any combination
span
Min. 22 ga., Type B, . . . . . - )
5-424. | Grade 33 steel; 67t |- 1-5Inch thick one ormore Prelim. Attached |FiberTite, XT, SM or Xtreme | -/0¢/Tite Magnum Fastener with FiberTite Magnum Stress 1 4. 15 6o.inch -45.0
layers, any combination Plate
span
Min. 22 ga., Type B, . . . . . - )
5-425. |Grade 33 steel; 6t | N 1-5Inch thick, one or more Prelim. Attached |FiberTite, XT, SM or Xtreme |-/ 0e/Tite Magnum Fastener with FiberTite Magnum Stress | . ¢, 6g.inch -60.0
layers, any combination Plate
span
Min. 22 ga., Type B, . . . . . - )
5-426. |Grade 33 steel; 6t | N 1.5Inch thick, one or more Prelim. Attached |FiberTite, XT, SM or Xtreme  |Fi0¢r11te Magnum Fastener with FiberTite Magnum Stress ¢y . 6 4 104.5.inch -60.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . Closed, Lap: 6 x 95-inch
S-427. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FTR Magnum O Fastener with OMG 2.25" VSH Plate Closed, Field: 6 x 47.5- -75.0
layers, any combination )
span inch
FIBERTITE-FB, FIBERTITE-XT FB, FIBERTITE-SM FB OR FIBERTITE-XTREME FB APPLICATIONS:
Min. 22 ga., Type B, . . . . .
S-428. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached FiberTite-FB, -SM FB, -XT FB FiberTite Magnum Fastener with FTR Magnum2S Plate Closed: 6 x 95-inch -45.0
span layers, any combination or -XTreme FB

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.




NEMO EVALUATIONS REPORT Seaman Corporation

Report No.:  NER-SMN-001.R8 FL4930-R29
Revision 8:  2026-10-03 ACCREDITED
® Page 79 of 124 hgecr
NEmo |cert ISO/IEC 17065  PCA-145

TABLE 12;: STEEL DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

. Insulation (3.1.2) Roof Cover (3.1.4) MDP
ystem v
Deck (4.1.2) Attach
No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
Min. 22 ga., Type B, Closed, Lap: 6 x 95-inch

S-429. | Grade 33 steel; 6 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached FiberTite-FB, -SM FB, -XT F8 FTR Magnum O Fastener with OMG 2.25" VSH Plate Closed, Field: 6 x 47.5- -75.0
layers, any combination or -XTreme FB

span inch

CLOSED STYLE, GRADE 50 STEEL:

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:

Min. 18 ga., Type B,

Min. 1.5-inch thick, one or more FiberTite Magnum Fastener with FiberTite Magnum Stress

S-430. |Grade 50 steel; 6 ft L Prelim. attached |FiberTite XT Closed: 6 x 48.5-inch -157.5
layers, any combination Plate
span
CLOSED STYLE, GRADE 80 STEEL:
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Min. 22 ga., Type B, . . . . . - )
5-431. |Grade 80 steel; 6ft |- 1-Inch thick one ormore Prelim. attached |FiberTite, XT, SM or Xtreme | F\°¢"11t€ Magnum Fastener with FiberTite Magnum Stress | 0. 15 104 5.inch | -45.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . .
Min. 1.5-inch thick
S-432. |Grade 80 steel; 6 ft N L.>-inch thick, one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |FiberTite Magnum Fastener with FTR Magnum2S Plate Closed: 6 x 144-inch 52.5
layers, any combination
span
Min. 22 ga., Type B, . . . : ”
5-433. | Grade 80 steel; 6ft |- 1-Inch thick one ormore Prelim. attached |FiberTite, XT, SM or Xtreme |/« “agnumT Fastener with Trufast 2.4” Barbed Metal Seam o\ . 15, 48 inch -67.5
span layers, any combination Plate (14 Barb)
Min. 22 ga., Type B, . . . . . - )
5-434. |Grade 80steel; 6t | N 1-5inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme ||\ c' 11t Magnum Fastener with FiberTite Magnum Stress |y o 4. 6 104 5.inch -75.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . - )
5-435. |Grade 80steel; 6t | N 1-5inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme ||/ T1te Magnum Fastener with FiberTite Magnum Stress ¢y . ¢ 94.inch -82.5
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . - .
S-436. | Grade 80 steel; 5 ft Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite !\/Iagn.um Fastener with FiberTite Magnum Stress Closed: 6 x 104.5-inch -90.0
span layers, any combination Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . - .
S-437. | Grade 80 steel; 6 ft Min. 1.5-inch thick, one or more Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener with FiberTite Magnum Stress Closed: 6 x 47-inch -112.5

layers, any combination Plate or FiberTite Magnum-Plus Stress Plate

span

Min. 22 ga., Type B,

Min. 1.5-inch thick, one or more FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam |Closed, Field: 6 x 47.5-

S-438. | Grade 80 steel; 6 ft o Prelim. attached |FiberTite, XT, SM or Xtreme . -127.5
span layers, any combination Plate (14 Barb) inch

FIBERTITE-FB, FIBERTITE-XT FB, FIBERTITE-SM FB OR FIBERTITE-XTREME FB APPLICATIONS:
Min. 22 ga., Type B, . . . . . . ”

5-439. | Grade 80 steel; 6 ft Min. 1.5-inch thick, one or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam Closed: 12 x 48-inch 675

span layers, any combination or -XTreme FB Plate (14 Barb)
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED"
Pt E:’:L;gma(vou

PCA-145

Insulation (3.1.2)

Roof Cover (3.1.4)

System MDP
Deck (4.1.2) Attach (bsf)
No. Type Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
Min. 22 ga., Type B, . . . . . . . - .
$-440. | Grade 80 steel: 6 ft Min. 1.5-inch thu?k, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite !\/Iagn.um Fastener with FiberTite Magnum Stress Closed: 6 x 94-inch 825
span layers, any combination or -XTreme FB Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . . . - .
5-441. | Grade 80 steel: 6 ft Min. 1.5-inch thu?k, qne or more prelim. attached FiberTite-FB, -SM FB, -XT FB |FiberTite !\/Iagn.um Fastener with FiberTite Magnum Stress Closed: 6 x 47-inch 1125
span layers, any combination or -XTreme FB Plate or FiberTite Magnum-Plus Stress Plate
Min. 22 ga., Type B, . . . . . . ” .
Min. 1.5-inch thick, one or more . FiberTite-FB, -SM FB, -XT FB  |FTR MagnumT Fastener with Trufast 2.4” Barbed Metal Seam |Closed, Field: 6 x 47.5-
S-442. | Grade 80 steel; 6 ft e Prelim. attached ) -127.5
span layers, any combination or -XTreme FB Plate (14 Barb) inch

TABLE 13A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) ac ac (3..9) (psf)*
Type (3.1.3) Type (3.1.3)
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLIED IN FTR-190E:
C-1. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR- hot asphalt (Optional) Additional layer(s) of base insulation [hot asphalt None BB1-190E or -410.0
Value H BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
’ ’ Min. 0.25-inch DensDeck, DensDeck Prime or BB1-190E or
C-2. Structural concrete ::/:l:(:-III-A, FTR-Value H or FTR-Value H Glass  |hot asphalt SECUROCK Gypsum-Fiber Roof Board hot asphalt None BB2-190F -290.0
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof BB1-190E or
C-3. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Board or min. 7/16-inch DEXcell Cement Roof [hot asphalt None BB2-190F -375.0
Facer Board
C-4. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or FTR-601 PG |(Optional) Additional layer(s) of base insulation |FTR 601 or FTR-601 PG |[None BB1-190E or -232.5
Value H BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB1-190E or
C-5. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG |Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 PG [None BB2-190E -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C6.  |Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 pG | 0-25-inch SECUROCK Gypsum-Fiber Roof |10 o1 o Frr_601 PG [None BBI-190Eor | 5475
Board BB2-190E
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof BB1-190E or
C-7. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG |Board or min. 7/16-inch DEXcell Cement Roof [FTR 601 or FTR-601 PG |None BB2-190F -135.0
Facer Board
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TABLE 13A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

ISO/IEC 17065

IAS

ACCREDITED
Huduc;zg:gwcz(‘ml

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck e e oTITeT Roof Cover MDP
No. (8.1.2) ac ac (3..9) (psf)*
Type (3.1.3) Type (3.1.3)
C-8. Structural concrete Min. 1.5-inch FTR-Value A or FTR-Value H FT.R 601 or FTR-601 PG, (Optional) Additional layer(s) of base insulation FT.R 601 or FTR-601 PG, None BB1-150E or -417.5
6-inch o.c. 6-inch o.c. BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA
C-9. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FT.R 601 or FTR-601 PG, Glass Mat Roof Board or SECUROCK Gypsum- FT.R 601 or FTR-601 PG, None BB1-150E or -417.5
6-inch o.c. ; 6-inch o.c. BB2-190E
Facer Fiber Roof Board
Min. 1.0-inch FTR-Value, FTR-Value A, FTR- (Optional) Min. 0.5-inch DensDeck Prime, TruGround
C-10.  |Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass || 00+ O FTR-601PG, | ey o1l FA Glass Mat Roof Board or SECUROCK || & 001 OF FTR-601PG, |0y ctive  |BBI190EOr | 545
4-inch o.c. X 4-inch o.c. A BB2-190E
Facer Gypsum-Fiber Roof Board Primer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass TruGround
C-11.  |Structural concrete  |None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FTR6010r FTR-601PG, |0 quctive  [BBL190E0r | 5995
4-inch o.c. . BB2-190E
Roof Board Primer
C12.  [Structural concrete | MM 1->inch FTR-Value, FTR-Value Aor FTR- | g 001 pcq (Optional) Additional layer(s) of base insulation [FTR-601 ECO None BBL-190Eor | 5355
Value H BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB1-190E or
C-13. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO None BB2-190F -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) . )
C-14.  |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof | .0 01 £ None BB1-130Eor | 475
Board BB2-190E
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof BB1-190E or
C-15. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Board or min. 7/16-inch DEXcell Cement Roof |FTR-601 ECO None BB2-190F -135.0
Facer Board
C-16. Structural concrete Min. 1.5-inch FTR-Value A or FTR-Value H FTR-601 ECO, 6-inch (Optional) Additional layer(s) of base insulation FTR-601 ECO, 6-inch None BB1-190E or -417.5
o.c. o.c. BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . Min. 0.25-inch DensDeck Prime, DEXcell FA .
C-17. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, 6-inch Glass Mat Roof Board or SECUROCK Gypsum- FTR-601 ECO, 6-inch None BB1-190E or -417.5
o.c. ) o.c. BB2-190E
Facer Fiber Roof Board
Min. 1.0-inch FTR-Value, FTR-Value A, FTR- . (Optional) Min. 0.5-inch DensDeck Prime, ) TruGround
C18.  [Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass | |~ 00+ ECO-4nch |\ e il FA Glass Mat Roof Board or SECUROCK || 001 ECO ddneh e ctive  [BBI190E 0T 1 g5 g
o.c. X o.c. . BB2-190E
Facer Gypsum-Fiber Roof Board Primer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass . TruGround
C-19. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FTR-601 ECO, 4-inch Conductive BB1-190E or -792.5
o.c. ; BB2-190E
Roof Board Primer
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- . . . . BB1-190E or
C-20. Structural concrete Value H 0OB500 (Optional) Additional layer(s) of base insulation |OB500 None BB2-190F -150.0
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TABLE 13A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

ISO/IEC 17065

IAS

ACCREDITED
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PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck e e oTITeT Roof Cover MDP
No. (8.1.2) T ac T ac (3..9) (psf)*
ype (3.1.3) ype (3.1.3)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB1-190E or
C-21. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |OB500 Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None BB2-190F -150.0
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) ) )
C22.  [Structural concrete  |Value-lil-A, FTR-Value H or FTR-Value H Glass ~ [OB500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof |55 None BBI190FOr | 2475
Board BB2-190E
Facer
. . (Optional) Min. 0.5-inch DensDeck Prime, TruGround
C23.  |Structural concrete | Vin- 1.0-inch FTR-Value A, FTR-Value-lll-A, FTR-| ac00 4 e o.c. DEXcell FA Glass Mat Roof Board or SECUROCK |OB500, 4-inch o.c. Conductive |PEr190B0r 1 gh0 g
Value H or FTR-Value H Glass Facer X . BB2-190E
Gypsum-Fiber Roof Board Primer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass TruGround BB1-190E or
C-24. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500, 4-inch o.c. Conductive -792.5
. BB2-190E
Roof Board Primer
C-25. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA None BB1-190E or -410.0
Value H BB2-190E
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB1-190E or
C-26. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |Polyset CRA Min. 0.25-inch DensDeck Polyset CRA None BB2-190F -240.0
Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . ) )
C-27. Structural concrete FTR-Value-llI-A, FTR-Value H or FTR-Value H Polyset CRA Min. 0.25 .mch DensDeck Prime or SECUROCK Polyset CRA None BB1-190E or -290.0
Gypsum-Fiber Roof Board BB2-190E
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value A, BB1-190E or
C-28. Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 7/16-inch DEXcell Cement Roof Board Polyset CRA None BB2-190F -375.0
Glass Facer
. . (Optional) Min. 0.5-inch DEXcell FA Glass Mat TruGround
Min. 1.0-inch FTR-Value A, FTR-Value-IIl-A, FTR- . ) . . BB1-190E or
C-29. Structural concrete Value H or FTR-Value H Glass Facer Polyset CRA, 4-inch o.c. [Roof Board or SECUROCK Gypsum-Fiber Roof  [Polyset CRA, 4-inch o.c. anductlve BB2-190F -505.0
Board Primer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board TruGround 01 190 o
C-30. Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. E:)irr;d:rctlve BB2-190F -792.5
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- . . . . BB3-ATBA or
C-31. Structural concrete Value H hot asphalt (Optional) Additional layer(s) of base insulation |hot asphalt None BBA-ATBA -410.0
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-32. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Min. 0.25 .mch DensDeck Prime or SECUROCK hot asphalt None BB3-ATBA or -290.0
Facer Gypsum-Fiber Roof Board BB4-ATBA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) )
C-33. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof hot asphalt None BB3-ATBA or -375.0
Board BB4-ATBA
Facer
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) T ac T ac (3.1.4) (psf)*
ype (3.1.3) ype (3.1.3)
C-34. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or FTR-601 PG |(Optional) Additional layer(s) of base insulation |FTR 601 or FTR-601 PG |[None BB3-ATBA or -232.5
Value H BB4-ATBA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB3-ATBA or
C-35. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG |Min. 0.25-inch DensDeck Prime FTR 601 or FTR-601 PG |None BBA-ATBA -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) . .
C36.  |Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 pG |- 0-25-inch SECUROCK Gypsum-Fiber Roof |10 g1 o prr-601 PG [None BBS-ATBAOr | 5475
Board BB4-ATBA
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . .
C37.  |Structural concrete  [Value-lIl-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 pG | Vi 0-25-Inch DEXcell FA Glass Mat Roof FTR 601 or FTR-601 PG |None BB3-ATBAOr | 1350
Board BB4-ATBA
Facer
Min. 1.5-inch FTR-Value, FTR-Value A or FTR-  |FTR 601 or FTR-601 PG, . . . . FTR 601 or FTR-601 PG, BB3-ATBA or
C-38. Structural concrete Value H 6-inch o.c. (Optional) Additional layer(s) of base insulation 6-inch o.c. None BBA-ATBA -417.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA
€39, [Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass |-\ 00+ OF FTR-601PG, | o\ < Mat Roof Board or SECUROCK Gypsum- || 001 OF FTR601PG, |\ BB3-ATBAOT | 4175
6-inch o.c. A 6-inch o.c. BB4-ATBA
Facer Fiber Roof Board
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-40. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FT_R 601 or FTR-601 PG, None BB3-ATBA or -792.5
4-inch o.c. BB4-ATBA
Roof Board
Min. 1.5-inch FTR-Val FTR-Value A or FTR- BB3-ATBA
C-41.  |Structural concrete N 2.>-inc alue, alue Aor FTR-601 ECO (Optional) Additional layer(s) of base insulation [FTR-601 ECO None " | 2325
Value H BB4-ATBA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB3-ATBA or
C-42. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO None BBA-ATBA -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-43. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR-601 ECO None BB3-ATBA or -247.5
Board BB4-ATBA
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . .
C-44. |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DEXcell FA Glass Mat Roof FTR-601 ECO None BBS-ATBAOr | 1359
Board BB4-ATBA
Facer
C.a5. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR-  [FTR-601 ECO, 6-inch (Optional) Additional layer(s) of base insulation FTR-601 ECO, 6-inch None BB3-ATBA or 4175
Value H o.c. o.c. BB4-ATBA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . Min. 0.25-inch DensDeck Prime, DEXcell FA .
C-46. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, 6-inch Glass Mat Roof Board or SECUROCK Gypsum- FTR-601 ECO, E-inch None BB3-ATBA or -417.5
o.c. A o.c. BB4-ATBA
Facer Fiber Roof Board
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) T ac T ac (3..9) (psf)*
ype (3.1.3) ype (3.1.3)
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass .
C-47. |Structural concrete  |None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FTR-601 ECO, 4-inch None BB3-ATBAOr | 555
o.c. BB4-ATBA
Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- . . . . BB3-ATBA or
C-48. Structural concrete Value H 0OB500 (Optional) Additional layer(s) of base insulation |OB500 None BBA-ATBA -150.0
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- BB3-ATBA or
C-49. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |OB500 Min. 0.25-inch DensDeck Prime 0OB500 None BBA-ATBA -150.0
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-50.  |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass  |OB500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof | oo None BB3-ATBAOT | 475
Board BB4-ATBA
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass BB3-ATBA or
C-51. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500, 4-inch o.c. None -792.5
BB4-ATBA
Roof Board
Min. 1-inch FTR-Value, FTR-Value A or FTR- ) - . . BB3-ATBA or
C-52. Structural concrete Value H Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA None BBA-ATBA -410.0
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . . .
C-53. Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 0.25 .|nch DensDeck Prime or SECUROCK Polyset CRA None BB3-ATBA or -290.0
Gypsum-Fiber Roof Board BB4-ATBA
Glass Facer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board . BB3-ATBA or
C-54. Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. |None BBA-ATBA -792.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290:
Min. 1.5-inch FTR-Val FTR-Value A or FTR-
C-55. Structural concrete VaIIrLe H inc alue, alue Aor hot asphalt (Optional) Additional layer(s) of base insulation |hot asphalt None FB1-290 -410.0
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-56. Structural concrete  [Value-llI-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Min. 0.25-inch Denstack, DensDeck Prime or hot asphalt None FB1-290 -290.0
Facer SECUROCK Gypsum-Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-57. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass  [hot asphalt Board or min. 7/16-inch DEXcell Cement Roof |hot asphalt None FB1-290 -375.0
Facer Board
Min. 1.5-inch FTR-Val FTR-Value A or FTR-
C-58.  |Structural concrete Va'I'L o inc ale aueAor FTR 601 or FTR-601 PG |(Optional) Additional layer(s) of base insulation |FTR 601 or FTR-601 PG |None FB1-290 2325
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-59. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 PG |Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 PG |None FB1-290 -232.5
Facer
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck e e oTITeT Roof Cover MDP
No. (8.1.2) T ac T ac (3..9) (psf)*
ype (3.1.3) ype (3.1.3)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-60. |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 PG gﬁ'}';‘;{?'zs"mh SECUROCK Gypsum-Fiber Roof | e 01 or FTR-601 PG |None FB1-290 2475
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-61. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG |Board or min. 7/16-inch DEXcell Cement Roof [FTR 601 or FTR-601 PG |None FB1-290 -135.0
Facer Board
. . Min. 0.25-inch DensDeck Prime, DEXcell FA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- |10 1 1 e7p 601 PG, |Glass Mat Roof Board or SECUROCK Gypsum-  |FTR 601 or FTR-601 PG,
C-62. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass R . . . ) None FB1-290 -417.5
6-inch o.c. Fiber Roof Board or min. 7/16-inch DEXcell 6-inch o.c.
Facer
Cement Roof Board
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-63. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FT_R 601 or FTR-601 PG, None FB1-290 -792.5
4-inch o.c.
Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A or FTR-
C-64. |Structural concrete Va'I'L o inc alue, alue Aor FTR-601 ECO (Optional) Additional layer(s) of base insulation [FTR-601 ECO None FB1-290 2325
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-65. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO None FB1-290 -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-66. |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO gﬁ'}';‘;{?'zs"mh SECUROCK Gypsum-Fiber Roof | e ¢ gco None FB1-290 2475
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-67. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Board or min. 7/16-inch DEXcell Cement Roof |FTR-601 ECO None FB1-290 -135.0
Facer Board
Min. 0.25-inch DensDeck Prime, DEXcell FA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . y ,
C-68. Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, 6-inch G.Iass Mat Roof Board .or SECUBOCK Gypsum- |FTR-601 ECO, 6-inch None FB1-290 -417.5
Facer o.c. Fiber Roof Board or min. 7/16-inch DEXcell o.c.
Cement Roof Board
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass .
C-69. |Structural concrete  |None N/A Mat Roof Board or SECUROCK Gypsum-Fiber zTCR-601 ECO, 4-inch None FB1-290 -792.5
Roof Board -
Min. 1.5-inch FTR-Val FTR-Value A or FTR-
C-70.  |Structural concrete Va'I'L o inc ale aueAor 0B500 (Optional) Additional layer(s) of base insulation |OB500 None FB1-290 -150.0
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-71. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |OB500 Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None FB1-290 -150.0
Facer
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) T ac T ac (3.1.4) (psf)*
yee (3.13) yee (3.13)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-72.  |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass  |OB500 gﬁ'}';‘;{?'zs"mh SECUROCK Gypsum-Fiber Roof | ,ac None FB1-290 2475
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-73. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500, 4-inch o.c. None FB1-290 -792.5
Roof Board
C-74. Structural concrete \,\//glnu'ell-_:mh FTR-Value, FTR-Value A or FTR- Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA None FB1-290 -410.0
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . . .
C75.  |Structural concrete  |FTR-Value-lIl-A, FTR-Value H or FTR-Value H  [Polyset CRA Min. 0.25-inch DensDeck Prime or SECUROCK " |, ;) oot cra None FB1-290 -290.0
Gypsum-Fiber Roof Board
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value A,
C-76. Structural concrete FTR-Value-lII-A, FTR-Value H or FTR-Value H Polyset CRA Min. 7/16-inch DEXcell Cement Roof Board Polyset CRA None FB1-290 -375.0
Glass Facer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board .
C-77. Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. |None FB1-290 -792.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390 OR FTR-490:
Min. 1.5-inch FTR-Val FTR-Value A or FTR- FB2-390
C-78. Structural concrete n inc alue, alue Aor hot asphalt (Optional) Additional layer(s) of base insulation |hot asphalt None or -410.0
Value H FB3-490
C-79 Structural concrete \l\l/lz;lr:el—iISIZZ]CST;TS;\I/SLUS’oFrTI?T-X—a\llzfuzl:-FG}T;SS hot asphalt Min. 0.25-inch DensDeck, DensDeck Prime or hot asphalt None FB2-350 or 290.0
’ Facer ! P SECUROCK Gypsum-Fiber Roof Board P FB3-490 '
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof FB2-390 or
C-80. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Board or min. 7/16-inch DEXcell Cement Roof [hot asphalt None FB3-290 -375.0
Facer Board
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FB2-390
C-81. [Structural concrete Va'I'L o inc alue, alue Aor FTR 601 or FTR-601 PG |(Optional) Additional layer(s) of base insulation |FTR 601 or FTR-601 PG |None F3.290 o | 2325
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ’ Min. 0.25-inch DensDeck, DensDeck Prime or FB2-390 or
C-82. Structural concrete ::/::;(:-III-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG SECUROCK Gypsum-Fiber Roof Board FTR 601 or FTR-601 PG |None FB3-290 -232.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof FB2-390 or
C-83. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 PG |Board or min. 7/16-inch DEXcell Cement Roof |FTR 601 or FTR-601 PG |None FB3-290 -135.0
Facer Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-84. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FT,R 601 or FTR-601 PG, Board or min. 7/16-inch DEXcell Cement Roof FT,R 601 or FTR-601 PG, None FB2-390 or -417.5
6-inch o.c. 6-inch o.c. FB3-490
Facer Board
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck e e oTITeT Roof Cover MDP
No. (8.1.2) ac ac (3..9) (psf)*
Type (3.1.3) Type (3.1.3)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-85.  |Structural concrete  [Value-lIl-A, FTR-Value H or FTR-Value H Glass | " 00+ O FTR-601 PG, [Min. 0.25-inch SECUROCK Gypsum-Fiber Roof TR 601 or FTR-601 PG, |y, FB3-490 4175
6-inch o.c. Board 6-inch o.c.
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-86. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FT,R 601 or FTR-601 PG, None FB2-390 or -792.5
4-inch o.c. FB3-490
Roof Board
C-87.  |Structural concrete | Min- 1-5-inch FTR-Value, FTR-Value Aor FTR- g 1 gcg (Optional) Additional layer(s) of base insulation |FTR-601 ECO None FB2-3900r | 5375
Value H FB3-490
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . ) )
C-88. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass  |FTR-601 ECO Min. 0.25-.|nch DensDeck Prime or SECUROCK FTR-601 ECO None FB2-390 or -232.5
Facer Gypsum-Fiber Roof Board FB3-490
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof FB2-390 or
C-89. Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Board or min. 7/16-inch DEXcell Cement Roof |FTR-601 ECO None FB3-490 -135.0
Facer Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) Min. 0.25-inch DEXcell FA Glass Mat Roof )
C-90. Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, b-inch Board or min. 7/16-inch DEXcell Cement Roof FTR-601 ECO, b-inch None FB2-390 or -417.5
o.c. o.c. FB3-490
Facer Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) ) ) ) .
C-91.  [Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |+ 00O ECO, Einch —[Min. 0.25-inch SECUROCK Gypsum-Fiber Roof  |FTR-601 ECO, &-inch |y, FB3-490 -417.5
o.c. Board o.c.
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass .
C-92. |[Structural concrete  |None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FTR-601 ECO, 4-inch None FB2-390 or -792.5
o.c. FB3-490
Roof Board
C-93. Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A or FTR- 0OB500 (Optional) Additional layer(s) of base insulation |OB500 None FB2-390 or -150.0
Value H FB3-490
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! Min. 0.25-inch DensDeck, DensDeck Prime or FB2-390 or
C-94. Structural concrete \F/:l:f-III-A, FTR-Value H or FTR-Value H Glass  |OB500 SECUROCK Gypsum-Fiber Roof Board 0OB500 None FB3-490 -150.0
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass FB2-390 or
C-95. Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500, 4-inch o.c. None FB3-290 -792.5
Roof Board
C-96. Structural concrete Min. 1-inch FTR-Value, FTR-Value A or FTR- Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA None FB2-390 or -410.0
Value H FB3-490
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . . .
C-97. Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 0.25 .|nch DensDeck Prime or SECUROCK Polyset CRA None FB2-390 or -290.0
Gypsum-Fiber Roof Board FB3-490
Glass Facer
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) T ac T ac (3..9) (psf)*
ype (3.1.3) ype (3.1.3)
(Optional) Min. 1-inch FTR-Value, FTR-Value A, FB2-390 or
C-98. Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 7/16-inch DEXcell Cement Roof Board Polyset CRA None FB3-290 -375.0
Glass Facer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board ) FB2-390 or
C-99. Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. |None FB3-290 -792.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-100. |Structural concrete | Value-IIl-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Min. 0.25-inch DensDeck, DensDeck Prime of 1,1 oo 5hat None FB4-HA -290.0
Facer SECUROCK Gypsum-Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-101. [Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Board or min. 7/16-inch DEXcell Cement Roof |hot asphalt None FB4-HA -375.0
Facer Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-102. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 PG |Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 PG |None FB4-HA -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-103. |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG g/t')'z;;'zs"mh SECUROCK Gypsum-Fiber Roof | rp 01 o FTR-601 PG |None FB4-HA 2475
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-104. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR 601 or FTR-601 PG |Board or min. 7/16-inch DEXcell Cement Roof |FTR 601 or FTR-601 PG |None FB4-HA -135.0
Facer Board
. . Min. 0.25-inch DensDeck Prime, DEXcell FA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- |10 1 1 £7p 601 PG, |Glass Mat Roof Board or SECUROCK Gypsum- | FTR 601 or FTR-601 PG,
C-105. [Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass R . . . ) None FB4-HA -417.5
6-inch o.c. Fiber Roof Board or min. 7/16-inch DEXcell 6-inch o.c.
Facer
Cement Roof Board
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-106. |Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FT,R 601 or FTR-601 PG, None FB4-HA -792.5
4-inch o.c.
Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-107. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO None FB4-HA -232.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-108. |[Structural concrete  |Value-Ill-A, FTR-Value H or FTR-Value H Glass  |FTR-601 ECO g’g;;{?'zs"m’ SECUROCK Gypsum-Fiber Roof | o1 gco None FB4-HA -247.5
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DEXcell FA Glass Mat Roof
C-109. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Board or min. 7/16-inch DEXcell Cement Roof |FTR-601 ECO None FB4-HA -135.0
Facer Board
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) T ac T ac (3.1.4) (psf)*
yee (3.13) yee (3.13)
Min. 0.25-inch DensDeck Prime, DEXcell FA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . y ,
C-110. (Structural concrete Value-llI-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, 6-inch G.Iass Mat Roof Board .or SECUBOCK Gypsum FTR-601 ECO, E-inch None FB4-HA -417.5
o.c. Fiber Roof Board or min. 7/16-inch DEXcell o.c.
Facer
Cement Roof Board
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass .
C-111. [Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber ZTCR-601 ECO, 4-inch None FB4-HA -792.5
Roof Board o
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-112. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |OB500 Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None FB4-HA -150.0
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-113. |[Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass |OB500 g/(l)lzl.'(?.ZS-lnch SECUROCK Gypsum-Fiber Roof 0B500 None FB4-HA -247.5
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-114. |Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber 0OB500, 4-inch o.c. None FB4-HA -792.5
Roof Board
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . . .
C-115. [Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 0.25 .|nch DensDeck Prime or SECUROCK Polyset CRA None FB4-HA -290.0
Gypsum-Fiber Roof Board
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value A,
C-116. |Structural concrete FTR-Value-lll-A, FTR-Value H or FTR-Value H Polyset CRA Min. 7/16-inch DEXcell Cement Roof Board Polyset CRA None FB4-HA -375.0
Glass Facer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board .
C-117. |Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. |None FB4-HA -792.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
. . Min. 0.25-inch DEXcell FA Glass Mat Roof
C-118. |Structural concrete | Vi 1-5-inch FTR-Value A, FTR-Value-lll-A, FTR-| 1o o011 £7R.601 PG [Board or min. 7/16-inch DEXcell Cement Roof |FTR 601 or FTR-601 PG |None FB5-CR20 -97.5
Value H or FTR-Value H Glass Facer
Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA FB5-CR20 or
C-119. [Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Glass Mat Roof Board or SECUROCK Gypsum-  |hot asphalt None -210.0
. FB6-601PG
Facer Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-120. |Structural concrete Value-IlI-A, FTR-Value H or FTR-Value H Glass  |hot asphalt Min. 7/16-inch DEXcell Cement Roof Board hot asphalt None FB5-CR20 -375.0
Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA FB5-CR20 or
C-121. [Structural concrete Value-lIl-A, FTR-Value H or FTR-Value H Glass  [FTR 601 or FTR-601 PG |Glass Mat Roof Board or SECUROCK Gypsum- |FTR 601 or FTR-601 PG |None FB6-601PG -210.0
Facer Fiber Roof Board -
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck e e oTITeT Roof Cover MDP
No. (8.1.2) T ac T ac (3..9) (psf)*
ype (3.1.3) ype (3.1.3)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-122. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass  |FTR 601 or FTR-601 PG [Min. 7/16-inch DEXcell Cement Roof Board FTR 601 or FTR-601 PG |None FB5-CR20 -135.0
Facer
C-123. |Structural concrete Min. 1.5-inch FTR-Value H or FTR-Value H Glass FT.R 601 or FTR-601 PG, (Optional) Additional layer(s) of base insulation FT.R 601 or FTR-601 PG, None FB5-CR20 -417.5
Facer 6-inch o.c. 6-inch o.c.
C-124. |Structural concrete Min. 1.5-inch FTR-Value A or FTR-Value H FT.R 601 or FTR-601 PG, (Optional) Additional layer(s) of base insulation FT.R 601 or FTR-601 PG, None FB6-601PG -417.5
6-inch o.c. 6-inch o.c.
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA
C-125. |Structural concrete  |Value-lIl-A, FTR-Value H or FTR-Value H Glass |~ o0+ O FTRG0LPG, |1 oc h1at Roof Board or SECUROCK Gypsum-  |F 1+ 00+ O FIRG0LPG, Iy o FE>-CR200 1 4175
6-inch o.c. . 6-inch o.c. FB6-601PG
Facer Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-126. |[Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FT,R 601 or FTR-601 PG, Min. 7/16-inch DEXcell Cement Roof Board FT,R 601 or FTR-601 PG, None FB5-CR20 or -417.5
6-inch o.c. 6-inch o.c. FB6-601PG
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass
C-127. |[Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FT,R 601 or FTR-601 PG, None FB5-CR20 or -792.5
4-inch o.c. FB6-601PG
Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime, DEXcell FA FB5-CR20 or
C-128. [Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass  |FTR-601 ECO Glass Mat Roof Board or SECUROCK Gypsum- |FTR-601 ECO None FB6-601PG -210.0
Facer Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
C-129. |Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 7/16-inch DEXcell Cement Roof Board FTR-601 ECO None FB5-CR20 -135.0
Facer
C-130. |Structural concrete El;?e.rl.s-mch FTR-Value H or FTR-Value H Glass ZTCR-SM ECO, -inch (Optional) Additional layer(s) of base insulation zTcR-601 ECO, -inch None FB5-CR20 -417.5
C-131. |Structural concrete  |Min. 1.5-inch FTR-Value A or FTR-Value H ZTCR'GM ECO, 6rinch | 3 stional) Additional layer(s) of base insulation zTCR‘6°1 ECO, brinch 1\ e FB6-601PG | -417.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- ) Min. 0.25-inch DensDeck Prime, DEXcell FA )
C-132. |[Structural concrete Value-lII-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, 6-inch Glass Mat Roof Board or SECUROCK Gypsum- FTR-601 ECO, 6-inch None FB5-CR20 or -417.5
o.c. . o.c. FB6-601PG
Facer Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . .
C-133. |[Structural concrete Value-Ill-A, FTR-Value H or FTR-Value H Glass FTR-601 ECO, b-inch Min. 7/16-inch DEXcell Cement Roof Board FTR-601 ECO, b-inch None FB5-CR20 or -417.5
o.c. o.c. FB6-601PG
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass .
C-134. |[Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber FTR-601 ECO, 4-inch None FB5-CR20 or -792.5
o.c. FB6-601PG
Roof Board
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IAS
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Pt E:Mmum.

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck T e Primer Roof Cover MDP
No. (8.1.2) ac ac (3..9) (psf)*
Type (3.1.3) Type (3.1.3)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . .
C-135. |Structural concrete  |Value-lll-A, FTR-Value H or FTR-Value H Glass |OB500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof | oo None FBS-CR200r 1 1050
Board FB6-601PG
Facer
Min. 0.5-inch DensDeck Prime, DEXcell FA Glass FB5-CR20 or
C-136. |[Structural concrete None N/A Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500, 4-inch o.c. None -792.5
FB6-601PG
Roof Board
(Optional) Min. 1-inch FTR-Value, FTR-Value A, . . .
C-137. [Structural concrete FTR-Value-Ill-A, FTR-Value H or FTR-Value H Polyset CRA Min. 0.25 .|nch DensDeck Prime or SECUROCK Polyset CRA None FB5-CR20, -210.0
Gypsum-Fiber Roof Board FB6-601PG
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value A, FB5-CR20
C-138. |[Structural concrete FTR-Value-lII-A, FTR-Value H or FTR-Value H Polyset CRA Min. 7/16-inch DEXcell Cement Roof Board Polyset CRA None FBG-601P£5 -375.0
Glass Facer
Min. 0.5-inch DEXcell FA Glass Mat Roof Board . FB5-CR20 or
C-139. |Structural concrete None N/A or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. |None FB6-601PG -792.5

TABLE 138: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck Y e i Y e MDP
No. 4.1.2 ac ac sf)*
(4.1.2) Type 313 Type 313 Base Ply Ply Cap Ply (psf)
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390:
Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
) ) ! ! Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-140. |primed with ASTM Value-IIl A, FTR-Value H or FTR-Value H Glass |hot asphalt SECUROCK Gypsum-Fiber Roof Board hot asphalt  |BP1-HA or BP4-TA BPA-TA FB2-390 -232.5
D41 Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! FTR 601 or Min. 0.25-inch DensDeck Prime or FTR 601 or (Optional) BP1-HA or
C-141. (Structural concrete \;:‘l::-”l A, FTR-Value H or FTR-Value H Glass FTR-601PG  |SECUROCK Gypsum-Fiber Roof Board |FTR-601 PG BP1-HA or BP4-TA BPA-TA FB2-390 -232.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- FTR 601 or Min. 0.25-inch DensDeck Prime, FTR 601 or
C-142. (Structural concrete Value-Ill A, FTR-Value H or FTR-Value H Glass FTR-601 PG DEXcell FA Glass Mat Roof Board or FTR-601 PG BP2-FTRSBSA None FB2-390 -67.5
Facer SECUROCK Gypsum-Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-143. (Structural concrete ::/:l:‘: Il A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO SECUROCK Gypsum-Fiber Roof Board FTR-601 ECO |BP1-HA or BP4-TA BPATA FB2-390 232.5
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TABLE 138: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck Y e d Y e MDP
No. 4.1.2 T ac T ac Base PI Pl Cap PI sf)*
(4.1.2) ype 313 ype 313 ase Ply y ap Ply (psf)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime,
C-144. |Structural concrete Value-lll A, FTR-Value H or FTR-Value H Glass [FTR-601 ECO |DEXcell FA Glass Mat Roof Board or FTR-601 ECO |BP2-FTRSBSA None FB2-390 -67.5
Facer SECUROCK Gypsum-Fiber Roof Board
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-145. |Structural concrete \F/:l:o:-lll A, FTR-Value H or FTR-Value H Glass |OB500 SECUROCK Gypsum-Fiber Roof Board 0OB500 BP1-HA or BP4-TA BPATA FB2-390 -232.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- Min. 0.25-inch DensDeck Prime,
C-146. |Structural concrete Value-Ill A, FTR-Value H or FTR-Value H Glass |OB500 DEXcell FA Glass Mat Roof Board or 0OB500 BP2-FTRSBSA None FB2-390 -67.5
Facer SECUROCK Gypsum-Fiber Roof Board
(Optional) Min. 1-inch FTR-Value, FTR-Value . . . .
Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-147. |Structural concrete A, FTR-Value-Ill A, FTR-Value H or FTR-Value H|Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA  |BP1-HA or BP4-TA BPATA FB2-390 232.5
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value Min. 0.25-inch DensDeck Prime,
C-148. [Structural concrete A, FTR-Value-lIl A, FTR-Value H or FTR-Value H [Polyset CRA  |DEXcell FA Glass Mat Roof Board or Polyset CRA  [BP2-FTRSBSA None FB2-390 -67.5
Glass Facer SECUROCK Gypsum-Fiber Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Structural concrete Min. 1.5-inch FTR-Value, FTR-Value A, FTR- . . . .
C-149. |primed with ASTM  |Value-IIl A, FTR-Value H or FTR-Value H Glass |hot asphalt | V- 0-25-inch DensDeck Prime or hotasphalt  |BP1-HA orBpa-Ta |(OPtional) BP1-HAOr 10, 2325
SECUROCK Gypsum-Fiber Roof Board BP4-TA
D41 Facer
(Optional) Min. 1.5-inch FTR-Value, FTR-Value ) ) )
FTR 601 or Min. 0.25-inch DEXcell FA Glass Mat FTR 601 or BP2-FTRSBSA or BP3-|(Optional) BP2-
C-150. (Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H FTR-601 PG Roof Board FTR-601 PG |CEFA FTRSBSA or BP3-CEEA FB4-HA -105.0
Glass Facer
(Optional) Min. 1.5-inch FTR-Value, FTR-Value ) ) )
Min. 0.25-inch DEXcell FA Glass Mat BP2-FTRSBSA or BP3-|(Optional) BP2-
C-151. |Structural concrete A, FTR-Value-lIl A, FTR-Value H or FTR-Value H [FTR-601 ECO Roof Board FTR-601 ECO CEFA FTRSBSA or BP3-CEFA FB4-HA -105.0
Glass Facer
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . ) .
FTR 601 or Min. 0.25-inch DensDeck Prime or FTR 601 or BP2-FTRSBSA or BP3-|(Optional) BP2-
o2 Structural concrete é’lanERF;/::e Il A, FTR-Value Hor FTR-Value H\ 1o <01 pG  |SECUROCK Gypsum-Fiber Roof Board |FTR-601PG  |CEFA FTRSBSA or BP3-CEFA | o4 A -167.5
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . ) . .
Min. 0.25-inch DensDeck Prime or BP2-FTRSBSA or BP3-|(Optional) BP2-
C-153. |Structural concrete A, FTR-Value-lIl A, FTR-Value H or FTR-Value H [FTR-601 ECO SECUROCK Gypsum-Fiber Roof Board FTR-601 ECO CEFA FTRSBSA or BP3-CEFA FB4-HA -167.5
Glass Facer
FTR 601, FTR- {Min. 0.25-inch DensDeck Prime, FTR 601, FTR- BP1-HA BP2- (Optional) BP1-HA,
C-154. |Structural concrete Min. 2.0-inch Insulfoam VIII Roofing EPS 601 PG or DEXcell FA Glass Mat Roof Board or 601 PG or FTRSBSA or BPA-TA BP2-FTRSBSA or BP4- |FB4-HA -210.0
FTR-601 ECO |SECUROCK Gypsum-Fiber Roof Board [FTR-601 ECO TA
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! FTR 601 or Min. 0.25-inch DensDeck Prime or FTR 601 or (Optional) BP1-HA or
C-155. |Structural concrete \F/:l:?-lll A, FTR-Value H or FTR-Value H Glass FTR-601PG  |SECUROCK Gypsum-Fiber Roof Board |FTR-601 PG BP1-HA or BP4-TA BPA-TA FB4-HA -232.5
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TABLE 138: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck Y e d Y e MDP
No. 4.1.2 ac ac sf)*
(4.1.2) Type 313 Type 313 Base Ply Ply Cap Ply (psf)
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-156. |Structural concrete ::/:‘I::f-lll A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO SECUROCK Gypsum-Fiber Roof Board FTR-601 ECO (BP1-HA or BP4-TA BPA-TA FB4-HA -232.5
Min. 1.5-inch FTR-Value, FTR-Value A, FTR- FTR 601, FTR- [Min. 0.25-inch DensDeck Prime, FTR 601, FTR- BP1-HA BP2- (Optional) BP1-HA,
C-157. [Structural concrete Value-Ill A, FTR-Value H or FTR-Value H Glass [601 PG or DEXcell FA Glass Mat Roof Board or 601 PG or FTRSBS,'A or BPA-TA BP2-FTRSBSA or BP4- [FB4-HA -272.5
Facer FTR-601 ECO |SECUROCK Gypsum-Fiber Roof Board [FTR-601 ECO TA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . FTR 601 or .
FTR 601 or Min. 0.25-inch DEXcell FA Glass Mat BP2-FTRSBSA or BP3-|(Optional) BP2-
C-158. [Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H FTR-601 PG Roof Board FTR 601 PG, CEFA FTRSBSA or BP3-CEFA FB4-HA 167.5
Glass Facer 6-inch o.c.
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . .
Min. 0.25-inch DEXcell FA Glass Mat FTR-601 ECO, |BP2-FTRSBSA or BP3-|(Optional) BP2-
C-159. [Structural concrete A, FTR-Value-Ill A, FTR-Value H or FTR-Value H|FTR-601 ECO Roof Board 6-inch o.c. CEFA FTRSBSA or BP3-CEFA FB4-HA 167.5
Glass Facer
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-
! ! Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-160. [Structural concrete ::/:lt:: Il A, FTR-Value H or FTR-Value H Glass |OB500 SECUROCK Gypsum-Fiber Roof Board 0O5B00 BP1-HA or BP4-TA BPATA FB4-HA 232.5
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . .
Min. 0.25-inch DEXcell FA Glass Mat BP2-FTRSBSA or BP3-|(Optional) BP2-
C-161. [Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H|OB500 Roof Board 0OB500 CEFA FTRSBSA or BP3-CEFA FB4-HA 105.0
Glass Facer
(Optional) Min. 1.5-inch FTR-Value, FTR-Value ) ) ) .
Min. 0.25-inch DensDeck Prime or BP2-FTRSBSA or BP3-|(Optional) BP2-
C-162. |Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H|OB500 SECUROCK Gypsum-Fiber Roof Board 0OB500 CEFA FTRSBSA or BP3-CEFA FB4-HA 167.5
Glass Facer
(Optional) Min. 1.5-inch FTR-Value, FTR-Value ) ) . .
Min. 0.25-inch DEXcell FA Glass Mat 0B500, 6-inch |BP2-FTRSBSA or BP3-|(Optional) BP2-
C-163. |Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H|OB500 Roof Board oc. CEFA FTRSBSA or BP3-CEFA FB4-HA 167.5
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value . ) ) )
Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
C-164. |Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H|Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA  |BP1-HA or BP4-TA BPA-TA FB4-HA -232.5
Glass Facer
(Optional) Min. 1-inch FTR-Value, FTR-Value . ) ) )
Min. 0.25-inch DensDeck Prime or BP2-FTRSBSA or BP3-|(Optional) BP2-
C-165. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H|Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA CEFA FTRSBSA or BP3-CEFA FB4-HA -167.5
Glass Facer
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE, FTR-601 PG OR COLPLY EF ADHESIVE:
(Optional) Min. 1.5-inch FTR-Value, FTR-Value ) ) BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-166. |Structural concrete  |A, FTR-Value-Ill A, FTR-Value H or FTR-Value H 22.6621 ‘;rG g’ggf gz:rémh DEXcell FA Glass Mat 22.6621 ‘;rG FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -105.0
Glass Facer or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-167. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H|FTR-601 ECO ':(')'Zf g'j:r('jmh DEXcell FAGlassMat | Lrp 601 ECO |FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -105.0
Glass Facer or BP4-TA CEFA or BP4-TA or FB7-CEFA
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TABLE 138: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

ISO/IEC 17065

ACCREDITED"
Pt E:’:Sgwcz( on

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck Y e d Y e MDP
No. 4.1.2 ac ac sf)*
(4.1.2) Type 313 Type 313 Base Ply Ply Cap Ply (psf)
. . . . (Optional) BP1-HA,
Min. 1.5-inch FTR-Value A, FTR-Value-IIl A, FTR 601 or Min. 0.25-inch DEXcell FA Glass Mat FTR 601 or BP1-HA, BP2-
C-168. |Structural concrete | cop \ole H or FTR-Value H Glass Facer FTR-601 PG  |Roof Board FTR-601 PG  |FTRSBSA or BP4-TA ?:2 FTRSBSA or BP4- |FB5-CR20 | -127.5
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . . BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-169. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H gg_zgi ‘;5 x@uiég;‘gh Sj;s_'i;::rPRrg:fB‘:'ar g gﬁ_zgi ‘;;3 FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer P or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value Min. 0.25-inch Densbeck Prime or BP1-HA, BP2- (Optional) BP1-HA,  |FB5-CR20,
C-170. |Structural concrete  |A, FTR-Value-lil A, FTR-Value H or FTR-Value H|FTR-601 ECO | =2 O Z8 00 08 Ve |FTR-601 ECO |FTRSBSA, BP3-CEFA [BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer P or BP4-TA CEFA or BP4-TA or FB7-CEFA
FTR 601, FTR- |Min. 0.25-inch DensDeck Prime, FTR 601, FTR- BP1-HA BP2- (Optional) BP1-HA, FB5-CR20 or
C-171. |Structural concrete Min. 2.0-inch Insulfoam VIl Roofing EPS 601 PG or DEXcell FA Glass Mat Roof Board or 601 PG or FTRSBSA or BPA-TA BP2-FTRSBSA or BP4- FB6-601PG -210.0
FTR-601 ECO |SECUROCK Gypsum-Fiber Roof Board |FTR-601 ECO TA
Min. 1.5-inch FTR-Value A, FTR-Value-Ill A, .
FTR-Value H or FTR-Value H Glass Facer over |FTR601or  |Min. 0.25-inch DEXcell FA Glass Mat  |FTR601or  |BP1-HA, BP2- (Optional) BP1-HA,
G172, |Structural concrete | Log <po poiy 3.7, FTR SBS Poly 3.7 adhered  |FTR-601 PG |Roof Board FTR-601 PG  |FTRSBSA or BP4-TA _?XZ'FTRSBSA orBP4- |FBS-CR20 | -225.0
with FTR SBS Adhesive, 12-inch o.c.
Min. 1.5-inch FTR-Value, FTR-Value A, FTR-  |FTR 601, FTR- |Min. 0.25-inch DensDeck Prime, FTR 601, FTR- |00 1 oo (Optional) BP1-HA, | oo oo
C-173. |Structural concrete Value-lIl A, FTR-Value H or FTR-Value H Glass (601 PG or DEXcell FA Glass Mat Roof Board or 601 PG or FTRSBS,,A or BPA-TA BP2-FTRSBSA or BP4- FB6-601PG -272.5
Facer FTR-601 ECO |SECUROCK Gypsum-Fiber Roof Board |FTR-601 ECO TA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . FTR 601 or BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-174. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H gg_zgi ‘;5 x;lgf OB'j:ré"Ch DEXcell FAGlass Mat |cre €01 pG, |FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer 6-inch o.c. or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value , , BP1-HA, BP2- (Optional) BP1-HA,  |FBS-CR20,
C-175. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H|FTR-601 ECO a’ng gfasr;mh DEXcell FA Glass Mat Zzicioi CECO' FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer “ lorBP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value Min. 0.25-inch DensDeck Prime or BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-176. |Structural concrete  |A, FTR-Value-Ill A, FTR-Value H or FTR-Value H|0B500 CECURGOK Gumsum Fiber Roof Buarg | 0BS00 FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer VP or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value , , BP1-HA, BP2- (Optional) BP1-HA,  |FB5-CR20,
C-177. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H|OB500 Q’L'zf gfasr’émh DEXcell FAGlass Mat | pc g FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -105.0
Glass Facer or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1.5-inch FTR-Value, FTR-Value . . . BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
C-178. |Structural concrete  |A, FTR-Value-lll A, FTR-Value H or FTR-Value H |OB500 ':(')'Zf g'j:n'jmh DEXcell FA Glass Mat 22500, 6-nch |\ c1RSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
Glass Facer o or BP4-TA CEFA or BP4-TA or FB7-CEFA
(Optional) Min. 1-inch FTR-Value, FTR-Value Min. 0.25.inch Densbeck Prime or BP1-HA, BP2- (Optional) BP1-HA,  |FB5-CR20,
C-179. |Structural concrete A, FTR-Value-lll A, FTR-Value H or FTR-Value H|Polyset CRA SECLJR.OCK Gvpsum-Fiber Roof Board Polyset CRA  |FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3- FB6-601PG -167.5
Glass Facer P or BP4-TA CEFA or BP4-TA or FB7-CEFA
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TABLE 13c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

ISO/IEC 17065

Product Certifcation
Agency

PCA-145

System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 .
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) (psf)
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1 per 8 fi2 FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) FiberTite-XTreme induction welded -37.5%
C-180. |Structural concrete - . . . . . (Four parts per 4x8 ft board) ) ) X
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2 x4 ft erid with plate-manufacturer’s welding (NO HVHZ)
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube xatern tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
Trufast #14 HD (min. 1.5-inch embedment) 1 per 8 ft? FiberTite-XT, FiberTite-SM or FiberTite-
One or more layers, any . . . . . . -37.5%
C-181. |Structural concrete combination. min. 1.5-inch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Four parts per 4x8 ft board)  [XTreme induction welded with plate- (NO HVHZ)
’ o RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2 x 4 ft grid manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) 1 per 5.3 ft2 FiberTite-XTreme induction welded
C-182. |Structural concrete - ; . . . R . . , X -45.0*
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or (Six parts per 4x8 ft board) with plate-manufacturer’s welding
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) 1per5.3fe FiberTite-XT, FiberTite-SM or FiberTite-
C-183. |Structural concrete combination myin iS i»;u:h Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (si ts pe 4 8 ft board) XTreme induction welded with plate- -45.0*
’ o RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast X parts per ax ar manufacturer’s welding tool.
PVC IW Plate
Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch
embedment)
. . FiberTite, FiberTite-XT, FiberTite-SM o
Min. 3,000 psi One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 1 per 6 ft? I I foert! K .I i r «
C-184. L . . . R . . FiberTite-XTreme induction welded -45.0
structural concrete combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond 2x3-ft grid, staggered late-manufacturer’s welding tool
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P g tool.
with TreadSafe insert
. . Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch i ite-XT, Fi ite- i ite-
Min. 3,000 psi One or more layers, any ner ion vy Duty ner (mi inc 1 per 6 f©2 FlberT|te' XT, F|'berT|te SM or FiberTite
C-185. structural concrete combination. min. 1.5-inch embedment) x3-ft arid. st ’ XTreme induction welded plate- -45.0*
T Plate Options: Trufast PVC IW Plate x3-TLgrid, staggere manufacturer’s welding tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1 per 4.0 f2 FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) . ’ FiberTite-XTreme induction welded
C-186. |Structural t . X -45.0
ructuralconcrete | o mbination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or (Eight pa;ts ';efrfxijft board) |\yith plate-manufacturer’s welding
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube xeten tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) 1 per 4.0 ft? FiberTite-XT, FiberTite-SM or FiberTite-
C-187. |Structural concrete combination myin 1 5 itwh Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Eight parts per 4x8 ft board) [XTreme induction welded with plate- -45.0
T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast 2x2 ft grid manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or . e FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any . . 2 x 2 ft grid pattern with first row | _. . - )
C-188. |Structural concrete combination, min. 1.5-inch thick Trufast #14 HD (min. 1.5-inch embedment) of fasteners spaced 1 ft from FiberTite-XTreme induction welded 45.0
’ . ! T Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or P with plate-manufacturer’s welding ’
xmin. 4 x 8 ft X . corner edges
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
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TABLE 13c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 N
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) sf
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) 2 x 2 ft grid pattern with first row |FiberTite-XT, FiberTite-SM or FiberTite-
C-189. (Structural concrete  [combination, min. 1.5-inch thick|Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG of fasteners spaced 1 ft from |XTreme induction welded with plate- -45.0
X min. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast corner edges manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
Trufast #14 HD (min. 1.5-inch bed t i ite- i i
C-190. [Structural concrete One o.r mf)re Iay.ers, an}l rutas . (min . inch em e. ment) 12-inch o.c. in rows 60-inch o.c. FlperTlte XTreme mductl’on welfjed -45.0
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or with plate-manufacturer’s welding
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) FiberTite-XT, FiberTite-SM or FiberTite-
C-191. |Structural concrete combination myin 1 5 itwh Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 12-inch o.c. in rows 60-inch o.c. [XTreme induction welded with plate- -45.0
’ o RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) 1 per 6 ft? FiberTite-XTreme induction welded
C-192. |(Structural concrete L ; . . . . . . , . -52.5
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 2 x 3 ft grid, staggered with plate-manufacturer’s welding
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) 1 per 6 f2 FiberTite-XT, FiberTite-SM or FiberTite-
C-193. |Structural concrete A vers any Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG ) XTreme induction welded with plate- -52.5
combination, min. 1.5-inch - X . 2 x 3 ft grid, staggered , .
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
PVC IW Plate
Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch
embedment)
. . FiberTite, FiberTite-XT, FiberTite-SM o
C-194 Min. 3,000 psi One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 12-inch o.c. in rows 60-inch o.c F;berT:te—X1|'rem(Ie inductilon I;Nlelded ' -52.5
" |structural concrete  |combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond h e late-manufacturer’s welding tool ’
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P g tool.
with TreadSafe insert
Min. 3.000 osi One or more lavers. an Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch FiberTite-XT, FiberTite-SM or FiberTite-
C-195. T P - y ! y embedment) 12-inch o.c. in rows 60-inch o.c. |XTreme induction welded plate- -52.5
structural concrete combination, min. 1.5-inch . ) R
Plate Options: Trufast PVC IW Plate manufacturer’s welding tool.
One or more lavers. an Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1.5 x 2 ft grid pattern with first |FiberTite, FiberTite-XT, FiberTite-SM or
T morelayers, any ., |Trufast #14 HD (min. 1.5-inch embedment) row of fasteners spaced 0.5 ft  |FiberTite-XTreme induction welded
C-196. [Structural concrete combination, min. 1.5-inch thick . X R . ) X -67.5
«min. 4 x 8 ft Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or from the long edge and 1 ft from |with plate-manufacturer’s welding
’ SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube the short edge tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1.5x 2 ft erid pattern with first
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) ) gridp FiberTite-XT, FiberTite-SM or FiberTite-
L. . . . ) . X row of fasteners spaced 0.5 ft . . X
C-197. |Structural concrete  |combination, min. 1.5-inch thick |Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG XTreme induction welded with plate- -67.5
. - R . from the long edge and 1 ft from ) X
X min. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast the short edge manufacturer’s welding tool.
PVC IW Plate
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SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

ISO/IEC 17065

Product Certifcation
Agency

PCA-145

System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) (psf)
Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch
embedment) FiberTite, FiberTite-XT, FiberTite-SM or
Min. 3,000 psi One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS 1 per 4 ft2 . . N
C-198. L. . . . X . R FiberTite-XTreme induction welded -67.5
structural concrete combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond 2x2-ft grid, staggered late-manufacturer’s welding tool
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) P g tool.
with TreadSafe insert
. . Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch i ite-XT, Fi ite- i ite-
Min. 3,000 psi One o more layers, any ner ion vy Duty ner (mi inc 1 per 6 f©2 FlberT|te' XT, F|'berT|te SM or FiberTite
ke, structural concrete combination, min. 1.5-inch embedment) 2x2-ft grid, st d XTreme induction welded plate- 675
T Plate Options: Trufast PVC IW Plate xe-Ttgrid, staggere manufacturer’s welding tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1per3.2 fi2 FiberTite, FiberTite-XT, FiberTite-SM or
€-200. |Structural concrete One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) (Ten parts per 4.1x8 ft board) FiberTite-XTreme induction welded 750
’ combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or p pFM Dpt Sheet 129 with plate-manufacturer’s welding ’
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube er Fivi Data >heet 1- tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) 1 per 3.2 ft? FiberTite-XT, FiberTite-SM or FiberTite-
C-201. |Structural concrete combination myin i 5-?;1ch Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG (Ten parts per 4x8 ft board)  |XTreme induction welded with plate- -75.0
T RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast Per FM Data Sheet 1-29 manufacturer’s welding tool.
PVC IW Plate
One or more lavers. an Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1.5 x 1.5 ft grid pattern with first |FiberTite, FiberTite-XT, FiberTite-SM or
L y 4 y . |Trufast #14 HD (min. 1.5-inch embedment) row of fasteners spaced 0.5 ft  |FiberTite-XTreme induction welded
C-202. [Structural concrete combination, min. 1.5-inch thick . X R . ) X -82.5
X min. 4 x 8 ft Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or from the long edge and 1 ft from |with plate-manufacturer’s welding
’ SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube the short edge tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or 1.5 x 1.5 ft erid pattern with first
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) =X Lo TLgrid pattern With TIrst | o o piv0 T FiberTite-SM or FiberTite-
L. ; . . ] . . row of fasteners spaced 0.5 ft . . X
C-203. |Structural concrete combination, min. 1.5-inch thick|Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG XTreme induction welded with plate- -82.5
. - ) . from the long edge and 1 ft from , -
X min. 4 x 8 ft RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
the short edge
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) 1 per 3 ft? FiberTite-XTreme induction welded
C-204. |Structural concrete L . . ] X R . . ) K -82.5
combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 1.5 x 2 ft grid, staggered with plate-manufacturer’s welding
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) 1 per 3 &2 FiberTite-XT, FiberTite-SM or FiberTite-
C-205. |Structural concrete N y : y Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG P ) XTreme induction welded with plate- -82.5
combination, min. 1.5-inch - R . 1.5 x 2 ft grid, staggered , .
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
PVC IW Plate
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or FiberTite, FiberTite-XT, FiberTite-SM or
One or more layers, any Trufast #14 HD (min. 1.5-inch embedment) . . i FiberTite-XTreme induction welded
ST Structural concrete combination, min. 1.5-inch Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC Plate or 6-inch o.c. in rows 60-inch o.c. with plate-manufacturer’s welding -90.0
SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube tool.
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SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attach MDP
Roof Cover (3.1.4 N
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density (.14) sf
Fastener Options: FiberTite #14, FiberTite Magnum Fastener or
One or more lavers. an Trufast #14 HD (min. 1.5-inch embedment) FiberTite-XT, FiberTite-SM or FiberTite-
C-207. |Structural concrete A y ' y Plate Options: OMG RhinoBond Insulation Plate (PVC), OMG 6-inch o.c. in rows 60-inch o.c. |XTreme induction welded with plate- -90.0
combination, min. 1.5-inch - X R B R
RhinoBond TreadSafe Plate (PVC) with TreadSafe insert or Trufast manufacturer’s welding tool.
PVC IW Plate
Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch
embedment) FiberTite, FiberTite-XT, FiberTite-SM or
Min. 3,000 psi One or more layers, any Plate Options: FTR IW isoweld, SFS isoweld F1-P-6.8-PVC Plate, SFS ) ) ) . . N
C-208. L . . . X . 6-inch o.c. in rows 60-inch o.c. |FiberTite-XTreme induction welded -90.0
structural concrete combination, min. 1.5-inch FI-P-16.0-PVC Plate with FI-R-20 insert tube, OMG RhinoBond plate-manufacturer’s welding tool
Insulation Plate (PVC) or OMG RhinoBond TreadSafe Plate (PVC) g ’
with TreadSafe insert
Min. 3.000 bsi One or more lavers. an Fastener Options: OMG #14 Heavy Duty Fastener (min. 1.5-inch FiberTite-XT, FiberTite-SM or FiberTite-
C-209. i P Yers, any embedment) 6-inch o.c. in rows 60-inch o.c. |XTreme induction welded plate- -90.0

structural concrete

combination, min. 1.5-inch

Plate Options: Trufast PVC IW Plate

manufacturer’s welding tool.

TABLE 13p: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

System Insulation (3.1.2) Roof Cover (3.1.4) MDP
Deck (4.1.2) I
No. Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)
OPEN STYLE:
C-210. |Structural concrete Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |Trufast %” Concrete Spike with FTR Magnum-R275 Open: 18 x 95-inch -30.0
layers, any combination (NO HVHZ)
C-211. |Structural concrete Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or'OMG #14 with FiberTite Open: 18 x 104.5-inch -37.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate (NO HVHZ)
C-212. |Structural concrete Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |Trufast %” Concrete Spike with FTR Magnum-R275 Open: 12 x 95-inch -45.0
layers, any combination
C-213. |Structural concrete Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or'OMG CD-10 with FiberTite Open: 18 x 51-inch -45.0
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate
C-214. |Structural concrete Min. 1.5-inch th“.:k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or'OMG CD-10 with FiberTite Open: 12 x 72-inch -45.0
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate
C-215. |Structural concrete Min. 1.5-inch thlc.k’ qne ormore Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener or OMG CD-10 with FTR Open: 6 x 95-inch -45.0
layers, any combination Magnum2S Plate
C-216. |Structural concrete Min. 1.5-inch thlc.k’ o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener or OMG CD-10 with FTR Open: 6 x 144-inch -45.0
layers, any combination Magnum2S Plate
Min. 1.5-inch thick, FiberTite M Fast OMG CD-10 with FiberTit
C-217. |Structural concrete in inc |c' ! o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme foertite Mlagnum Fas en'er or. wi foertite Open: 6 x 96-inch -52.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate
Min. 1.5-inch thick
C-218. |Structural concrete " inc Ic. i o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme |Trufast %4” Concrete Spike with FTR Magnum-R275 Open: 6 x 95-inch -67.5
layers, any combination
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Roof Cover (3.1.4)
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Insulation (3.1.2)
System Deck (4.1.2) MDP
No. Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment (psf)

Min. 1.5-inch thick, FiberTite M Fast OMG CD-10 with FiberTit

C-219. |Structural concrete in inc |c' ! o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme foertite Mlagnum Fas en'er or. wi foertite Open: 12 x 51-inch -67.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate
Min. 1.5-inch thick, FiberTite M Fast OMG CD-10 with FTR

C-220. |Structural concrete in inc Ic. ! o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme foertite Mlagnum Fastener or wi Open: 6 x 72-inch -67.5
layers, any combination Magnum2S Plate

C-221. |Structural concrete Min. 1.5-inch thlc.k’ o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten'er or.OMG CD-10 with FiberTite Open: 12 x 24-inch -82.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate
Min. 1.5-inch thick, FiberTite M Fast OMG #14 with FiberTit

C-222. |Structural concrete n inc |c' ! o'ne ormore Prelim. attached |FiberTite, XT, SM or Xtreme foerfite Viagnum ras en'er or. with FloerTite Open: 6 x 51-inch -112.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate

CLOSED STYLE:

C-223. |Structural concrete Min. 1.5-inch thlc.k' qne ormore Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener or OMG CD-10 with FTR Closed: 6 x 95-inch -45.0
layers, any combination Magnum2S Plate

C-224. |Structural concrete Min. 1.5-inch thlc.k' qne ormore Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite Magnum Fastener or OMG CD-10 with FTR Closed: 6 x 144-inch -52.5
layers, any combination Magnum2Ss Plate

C-225. |Structural concrete Min. 1.5-inch thlc.k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or'OMG CD-10 with FiberTite Closed: 6 x 94-inch -82.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate

C-226. |Structural concrete Min. 1.5-inch thlc.k' qne ormore Prelim. attached |FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or'OMG CD-10 with FiberTite Closed: 6 x 104.5-inch -90.0
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate

C-227. |Structural concrete Min. 1.5-inch thlc.k’ qne ormore Prelim. attached [FiberTite, XT, SM or Xtreme FiberTite Magnum Fasten.er or.OMG CD-10 with FiberTite Closed: 6 x 47-inch -112.5
layers, any combination Magnum Stress Plate or FiberTite Magnum-Plus Stress Plate

TABLE 13e: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED MULTI-PLY ROOF COVER*

System Roof Cover (3.1.4) MDP
Deck (4.1.2) %
No. Base Ply Ply Cap Ply (psf)
C-228. |Structural concrete None N/A FB6-601PG -112.5
c-229. z:z;csgfiscf&cgztf BP1-HA, BP2-FTRSBSA, BP3-CEFA or BP4-TA (Optional) BP1-HA, BP2-FTRSBSA, BP3-CEFA or BP4-TA  |FB4-HA, FB5-CR20, FB6-601PG or FB7-CEFA -167.5
C-230. |Structural concrete None None FB2-390 -237.5
Structural concrete SOPREMA “Elastophene SP 2.2” or “Elastophene SP 3.0”,
C-231. N FB2-390 -320.0
primed; ASTM D41 torch-applied one
Structural concrete
C-232. sealed; PVA None N/A FB1-290 -377.0
C-233. [Structural concrete None N/A FB3-490 -442.5
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TABLE 13e: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED MULTI-PLY ROOF COVER*

ISO/IEC 17065

ACCREDITED"
Pt g;:gmmu

PCA-145

Roof Cover (3.1.4)
System Deck (4.1.2) M—D'l
No. Base Ply Ply Cap Ply (psf)
C-234. |Structural concrete None N/A FB3-490 (FiberTite-XT FB only) -495.0
C-235. |Structural concrete None N/A FB5-CR20 -495.0
Structural concrete
C-236. primed; ASTM D41 None N/A FB4-HA -572.5

TABLE 13r: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE G: PERIMETER ATTACHED ROOF COVER, PRESSURE EQUALIZING VENT

Roof Cover
System pes Air Barrier Insulation Underlayment M_DfP
No. (8.1.2) Type Attach (psf)
Structural One or two plies, ASTM (Optional) Any fire classified roof insulation |12-inch wide strips of polypropylene, air FiberTite, XT, SM, V2T (FBC FL27944) installed in accordance 975
C-237. concrete D4601 base sheet, applied in |and/or coverboard combination, any permeable filter fabric, loose laid in a Xtreme, FB, XT-FB, SM- |with V2T IP, LLC instructions, spaced (NO H\./HZ)
full mopping of hot asphalt  |thickness, loose-laid with staggered joints  |crossing pattern, connecting the V2T vents |FB or Xtreme FB maximum 50 ft o.c.

TABLE 14A: LIGHTWEIGHT CONCRETE DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Lightweight Concrete Base Insulation Layer Top Insulation Roof Cover MDP
No. (3.1.2D) Type | Attach (3.1.3) Type | Attach (3.1.3) (3.1.4) (psf)**
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Min. 400 psi, pre-existent cellular [(Optional) Min. 1.5-inch FTR-Value, FTR- Min. 0.25-inch DensDeck Prime or FTR 601 or FTR-601 [BB1-190E, BB2-190E, BB3-ATBA
LWE-L. lightweight insulating concrete. |Value A or FTR-Value H FTR 601 or FTR-601 PG SECUROCK Gypsum-Fiber Roof Board PG or BB4-ATBA 900
LWC-2 Min. 400 psi, pre-existent cellular [(Optional) Min. 1.5-inch FTR-Value, FTR- |FTR 601 or FTR-601 PG, |Min. 0.25-inch DensDeck Prime or FTR 601 or FTR-601 [BB1-190E, BB2-190E, BB3-ATBA 120.0
" |lightweight insulating concrete. |Value A or FTR-Value H 6-inch o.c. SECUROCK Gypsum-Fiber Roof Board PG, 6-inch o.c. or BB4-ATBA ’
Min. 240 psi, pre-existent cellular [(Optional) Min. 1.5-inch FTR-Value, FTR- Min. 0.25-inch DensDeck Prime or BB1-190E, BB2-190E, BB3-ATBA
LWE3. lightweight insulating concrete. |Value A or FTR-Value H or Insulfoam IX Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA or BB4-ATBA 180.0
FIBERTITE-FB APPLICATIONS:
Min. 400 psi, pre-existent cellular [(Optional) Min. 1.5-inch FTR-Value, FTR- Min. 0.25-inch DensDeck Prime or FTR 601 or FTR-601 [FB1-290, FB3-490, FB4-HA, FB5-
LWC-4. lightweight insulating concrete. |Value A or FTR-Value H FTR 601 or FTR-601 PG SECUROCK Gypsum-Fiber Roof Board PG CR20 or FB6-601PG 200
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 14A: LIGHTWEIGHT CONCRETE DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Lightweight Concrete Base Insulation Layer Top Insulation Roof Cover MDP
No. (3.1.2D) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
LWC-5 Min. 400 psi, pre-existent cellular |(Optional) Min. 1.5-inch FTR-Value, FTR- |FTR 601 or FTR-601 PG, |Min. 0.25-inch DensDeck Prime or FTR 601 or FTR-601 [FB1-290, FB3-490, FB4-HA, FB5- 120.0

" |lightweight insulating concrete. |Value A or FTR-Value H 6-inch o.c. SECUROCK Gypsum-Fiber Roof Board PG, 6-inch o.c. CR20 or FB6-601PG ’

Min. 240 psi, pre-existent cellular | (Optional) Min. 1.5-inch FTR-Value, FTR- Min. 0.25-inch DensDeck Prime or FB1-290, FB3-490, FB4-HA, FB5-

LWC6. lightweight insulating concrete. [Value A or FTR-Value H or Insulfoam IX Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA CR20 or FB6-601PG -1800

TABLE 148: LIGHTWEIGHT CONCRETE DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER
AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Lightweight Concrete Base Insulation Layer Top Insulation Roof Cover (3.1.4) MDP
No. (3.1.2D) Type | Attach (3.1.3) Type | Attach (3.1.3) Base Ply | Ply | Cap Ply (psf)**
FIBERTITE-FB APPLICATIONS:
FB4-HA, FB5-
(Optional) BP1- .
Min. 600 psi, pre-existent cellular | (Optional) Min. 1.5-inch [FTR 601, FTR-601 PG, FTR-601 Min. 0.25-inch DEXcell FA FTR 601, FTR-601 PG, BP1-HA, BP2 HA, BP2- CR20, FB6
. o . FTR-601 ECO or Polyset |FTRSBSA, BP3- 601PG, FB7- -45.0
LwWc-7. |lightweight insulating concrete . |FTR-Value H ECO or Polyset CRA Glass Mat Roof Board FTRSBSA, BP3-
CRA CEFA or BP4-TA CEFA or FB8-
CEFA or BP4-TA 601ECO

NOTE: To qualify the LWIC under this assembly, a Trufast FM-90 Base Sheet Fastener shall achieve an average withdrawal of 137 Ibf when tested per 4.2.2.

TABLE 14c: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER*

Syst A . - Lightweight G . Insulation Layer(s) a0
ystem ec| apor Barrier ightweight Concrete o Roof Cover (3.1.4
No. (4.1.2) (3.1.4) (3.1.2) Type (psf)
(3.1.3)

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:
Structural concrete Min. 370 psi, min. 2-inch thick Celcore lightweight concrete . . . BB1-190E, BB2-

LWC-8. |primed with ZTR“SGB; Poly 3.7, torch- | ith 1-inch thick, 1.0 pcf EPS holey board and surfacing of gﬁ'}';‘;{?'zs"mh SECUROCK Gypsum-Fiber Roof gg;’ggl ECOOr 1190€, BB3-ATBA, | -3925
ELASTOCOL 500 PP Celcore PVA Curing Compound BB4-ATBA
Structural concrete Min. 370 psi, min. 2-inch thick Celcore lightweight concrete . . BB1-190E, BB2-

LWC-9. |primed with ZTR“SGB; Poly 3.7, torch- | ith 1-inch thick, 1.0 pcf EPS holey board and surfacing of m:: 3/51;;:: ECEL)J(ESIcgecnf?ni";oz‘f;;"rzrd °"IFTR-601ECO  |190F, BB3-ATBA, | -392.5
ELASTOCOL 500 PP Celcore PVA Curing Compound ’ BB4-ATBA
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TABLE 14c: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER*

Insulation Layer(s)

System Deck Vapor Barrier Lightweight Concrete MDP*
Roof 3.1.4
No. (a.1.2) (3.1.4) (3.1.2) Type gtk oof Cover 3.14) | ")
(3.1.3)
FIBERTITE-FB APPLICATIONS:
. R . . . . FB1-290, FB2-390,
Structural concrete | 1o ope poyy 3 7 torch. |V 370 Psi min. 2-inch thick Celcore lightweight concrete |\ o 56 oy SECUROCK Gypsum-Fiber Roof |FTR-601 ECO or |FB3-490, FB4-HA,
LWC-10. |primed with aplied with 1-inch thick, 1.0 pcf EPS holey board and surfacing of Board 0B500 FB5-CR20 or FB6. -392.5
ELASTOCOL 500 PP Celcore PVA Curing Compound ora
. R . . . . FB1-290, FB2-390,
Structural concrete |\ crp opc poiy 3 7 torch- |V 370 Psiy min. 2-inch thick Celcore lightweight concrete o ¢ i1 sEcUROCK Cement Roof Board o FB3-490, FB4-HA,
LWC-11. |primed with aplied with 1-inch thick, 1.0 pcf EPS holey board and surfacing of min. 7/16-inch DEXcell Cement Roof Board FTR-601 ECO FB5-CR20 or FB6. -392.5
ELASTOCOL 500 PP Celcore PVA Curing Compound ’ 601PG
TABLE 14p: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER
. . Anchor Sheet Base Insulation Layer Top Insulation
System Deck Lightweight Concrete = e e Roof Cover MDP
No. (4.1.2) (3.1.2D) R ac ac (3.1.4) £)*
Type (3.1.1,4.2.2) Attach Type (3.1.3) Type (3.1.3) esf)
FIBERTITE-FB APPLICATIONS:
9-inch o.c. at
the 4-inch side FB1-290, FB2-
Min. 22 ga., Min. 540 psi, pre- . . |laps and 9-inch|(Optional) Min. 1.5- ) ) 390, FB3-490,
Type BV, existent cellular TR SES oy 3.7 I\Z‘ia:bm:;ifea:' o.c. at two (2) |inch FTR-Value, FTR- ;gi 52(13 PSG :trth Min. 0.25-inch DEXcell |FTR-601PGor |FB-HA, FBS- |
LWC-12. |Grade 40 steel; |lightweight insulating Vs 4 . equally Value A or FTR-Value S P FA Glass Mat Roof Board |FTR-601 ECO CR20, FB6- ’
(min. 1.8-inch embed) applied.
6 ft span concrete spaced, H 601PG or FBS8-
staggered 601ECO
center rows
NOTE: To qualify the LWIC under this assembly, a Twin Loc-Nail Assembled Fastener shall achieve an average withdrawal of 230 Ibf when tested per 4.2.2.

TABLE 14€: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

System Deck Lightweight Concrete | Base Insulation Layer Top Insulation Roof Cover (3.1.4) MDP
No. (4.1.2) (3.1.2D) (3.1.2) Type Fastener (3.1.1, 4.2.2) | Attach Base Ply | Ply | Cap Ply (psf)*A
FIBERTITE-FB APPLICATIONS:
FB4-HA, FB5-
Min. 22 ga., |Min. 540 psi, pre- ) (Optional) BP1- ,
Type BV, existent cellular One or more layers, any |Min. 0.5-inch DEXcell FA Glass :;ﬁ?:tu\r;e:\?oiazsitvh(/elfst:-lelsattiaﬂte:ers 1 per E?;SEQABI;E& HA, BP2- ggfg’(:?:g% 375
LWC-13. |Grade 40 lightweight insulating |combination Mat Roof Board 1.8 ft2 ! FTRSBSA, BP3- ! ’
per plate CEFA or BP4-TA CEFA or FB8-
steel; 6 ft span |concrete CEFA or BP4-TA 601ECO

NOTE: To qualify the LWIC under this assembly, the subject fastener shall achieve an average withdrawal resistance of 504 Ibf when tested per 4.2.2.
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TABLE 14F: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER*

ISO/IEC 17065

ACCREDITED"
Pt E:’:g!’\czt on

PCA-145

System X Lightweight Concrete (3.1.2) Roof Cover MDP
Deck (4.1.2) Vapor Barrier (3.1.4) o
No. & Deck Treatment LWC Surface Treatment (3.1.4) (psf)*
CELCORE:
Min. 22 ga., type BV, . S . . FB1-290, FB2-390
LWC-14. |Grade 33 steel; 6 ft [None None Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete Celcore PVA Curing Compound or FB3-490 -45.0
spans
Min. 22 ga., type BV, FB1-290, FB2-390
LWC-15. |Grade 33 steel; 5ft [None None Min. 300 psi, min. 2-inch thick Celcore Cellular Concrete Celcore PVA Curing Compound or FB3-4'90 -67.5
spans
Structural concrete . - . . . . . . FB1-290, FB2-390,
LWC-16. |primed with ZTR”SEB; Poly 3.7, torch- |\ m::k 317 ?) psc'; ;’;hilzczéz'rzk Celcore lightweight concrete with 1-inch| | o bya curing Compound  |FB3-490 or FBS- 97.5
ELASTOCOL 500 PP O Y : CR20
Min. 22 ga., type B, . R . . . FB1-290, FB2-390,
LWC-17. |Grade 40 steel; 6 ft |None Celcore S 1 Deck Min. 390 psi, Min. 2-inch t.h“.:k' Celco.re MF Cellular Concrete with Celcore PVA Curing Compound FB3-490 or FB5- -127.5
Preparation Slurry  [Celcore HS Rheology Modifying Admixture
spans CR20
. . R . . . FB1-290, FB2-390,
LWC-18. |Structural concrete |(OPHONal BPI-HAOr i Min. 390 psi, Min. 2-inch thick, Celcore MF Cellular Concrete with Celcore PVA Curing Compound  |FB3-490 or FBS- 1725
BP4-TA Celcore HS Rheology Modifying Admixture CR20
LWC-19. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Celcore Cellular Concrete Celcore PVA Curing Compound FB2-390 or FB3-490| -272.5
LWC-20. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Celcore Cellular Concrete Celcore PVA Curing Compound FB1-290 -302.5
Structural concrete . L . . . . . .
LWC-21. |primed with ZTR”SEB; Poly 3.7, torch- |\ e m::k 317?) psc'; ;’;hilzczéz'rzk Celcore lightweight concrete with 1-inch| | o bya curing Compound  |FB8-601ECO -382.5
ELASTOCOL 500 PP O Y :
CONCRECEL:
LWC-22. |Structural concrete [None None Min. 300 psi, min. 2.25-inch thick Concrecel Cellular LWIC Concrecel Curing Compound FB1-290 or FB3-490| -405.0
ELASTIZELL:
Min. 22 ga., type B, . R . . . . . FB1-290, FB2-390,
LWC-23. |Grade 50 steel; 6 ft |None None M'ln. 190 psi, er.1. 2-inch thick, Range Il Elastizell Lightweight Concrete None FB3-490 oF FBS- -45.0
with Zell-Crete Fibers
spans CR20
Min. 22 ga., type BY, . o o . FB1-290, FB2-390
LWC-24. |Grade 33 steel; 5ft |None None Min. 300 psi, min. 2-inch thick Elastizell Lightweight Concrete polyvinyl alcohol (PVA) or EB3-490 -67.5
spans
Min. 22 ga., type B,
LWC-25. |Grade 40 steel; 6 ft [None None Min. 390 psi, Min. 2-inch thick, Range Il Elastizell Lightweight Concrete |polyvinyl alcohol (PVA) FB3-490 -82.5
spans
Min. 22 ga., type BV, Min. 200 psi, min. 2-inch thick, Range Il Elastizell Lightweight Concrete
LWC-26. |Grade 33 steel; 6 ft [None None with Zell-Crete Fibers in the top coat. Min. 2-inch thick, min. 1.0 pcf None FB5-CR20 -105.0

spans

EPS holey board is optional.
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TABLE 14F: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER*

System . Lightweight Concrete (3.1.2) Roof Cover MDP
Deck (4.1.2) Vapor Barrier (3.1.4) o
No. & Deck Treatment LWC Surface Treatment (3.1.4) (psf)*
Min. 22 ga., type BV, Min. 250 psi, min. 3-inch thick, Range Il Elastizell Lightweight Concrete
LWC-27. |Grade 33 steel; 5ft [None None with or without optional Zell-Crete Fibers in the top coat. Min. 2-inch |[None FB5-CR20 -112.5
spans thick, min. 1.0 pcf EPS holey board.
Min. 200 psi, min. 2-inch thick, Range Il Elastizell Lightweight Concrete.
LWC-28. |Structural concrete [None None Min. 1-inch thick, min. 1.0 pcf EPS holey board is optional. None FB5-CR20 -240.0
Min. 340 psi, min. 2-inch thick Elastizell Lightweight Insulating
LWC-29. |Structural concrete [None None Concrete with 2-inch thick EPS holey board None FB5-CR20 -252.5
LWC-30. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Elastizell Lightweight Concrete polyvinyl alcohol (PVA) FB2-390 -272.5
LWC-31. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Elastizell Lightweight Concrete polyvinyl alcohol (PVA) FB1-290 or FB3-490| -302.5
LWC-32. |Structural concrete |None None Min. 450 psi, min. 2-inch thick, Range Il Elastizell Lightweight Concrete. None FB5-CR20 5025
No EPS holey board.
MEARLCRETE:
Min. 22 ga., type BV,
LWC-33. |Grade 33 steel; 5ft [None None Min. 300 psi, min. 2-inch thick Mearlcrete polyvinyl alcohol (PVA) Z?t;:_i'g?z 390 -67.5
spans
Min. 22 ga., type B, FB1-290, FB2-390,
LWC-34. |Grade 40 steel; 6 ft [None None Min. 390 psi, Min. 2-inch thick, Mearlcrete polyvinyl alcohol (PVA) FB3-490 or FB5- -90.0
spans CR20
LWC-35. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Mearlcrete polyvinyl alcohol (PVA) FB2-390 or FB3-490| -272.5
LWC-36. |Structural concrete [None None Min. 300 psi, min. 2-inch thick Mearlcrete polyvinyl alcohol (PVA) FB1-290 -302.5

TABLE 15A: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

System Deck Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2) Type Attach (3.1.3) Type | Attach (3.1.3) (3.1.4) (psf)*

FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLICATIONS:

Min. 2-inch Tectum |
Plank; 4 ft span; FTR

PurlinT Fastener ) . (Optional) Additional layer(s) of base BB1-190E or

CWF-1. with Trufast 2” Min. 1-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA insulation Polyset CRA BB2-190F 75.0
Metal Seam Plate,
12” o.c.
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TABLE 15A: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

System Deck Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*
Min. 2-inch Tectum |
Plank; 4 ft span; FTR
L ! ) . . Optional additional layer(s) of base
PurlinT Fast Optional) Min. 1-inch FTR-Value, FTR-Value A or FTR- BB1-190E
Cwp-, |PurlinT Fastener | (Optional) Min. 1-inc alue, alue Aor Polyset CRA insulation followed by min. 0.25-inch | Polyset CRA °" | 750
with Trufast 2 Value H . BB2-190E
DensDeck Prime
Metal Seam Plate,
12" o.c.
Min. 2-inch Tectum |
Plank; 4 ft span; FTR . . .
- ! . . FTR 601, FTR-601 PG, FTR- Min. 0.25-inch DensDeck Prime, DEXcell |FTR 601, FTR-601 PG, FTR-
CWEF-3. Pl.jrlmT Fastenfr Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value-Ill A, FTR- 601 ECO, OB500 or Polyset  |FA Glass Mat Roof Board or SECUROCK {601 ECO, Polyset CRA or BB1-190E or -82.5
with Trufast 2 Value H or FTR-Value H Glass Facer R BB2-190E
CRA Gypsum-Fiber Roof Board 0OB500
Metal Seam Plate,
12” o.c.
Min. 2-inch Tectum | |_ . . FTR 601, FTR-601 PG or (Optional) Additional layer(s) of base FTR 601, FTR-601 PG or BB1-190E or
CWF-4- b jank Min. 1.5-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA, 4-inch o.c. insulation Polyset CRA, 4-incho.c.  |BB2-190E 2225
. ) Min. 0.25-inch DensDeck Prime, DEXcell
CWr-s, Min-2-nchTectum |\ ') o inch FTR-Value, FTR-Value A or FTR-Value H FTR 601, FTR-601 PG or FA Glass Mat Roof Board or SECUROCK |/ 00, FTR-601PG or 1 |BBI-190Eor | =,
Plank Polyset CRA, 4-inch o.c. : Polyset CRA, 4-inch o.c. BB2-190E
Gypsum-Fiber Roof Board
Min. 0.25-inch DensDeck, DensDeck Prime, DEXcell FA
Min. 2-inch Tectum | . i FTR 601, FTR-601 PG or BB1-190E or
CWF-6. Plank Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof Polyset CRA, 4-inch o.c. None N/A BB2-190E -303.5
Board
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Min. 2-inch Tectum |
Plank; 4 ft span; FTR
PurlinT Fastener ) ) (Optional) Additional layer(s) of base BB3-ATBA or
CWF-7. with Trufast 2” Min. 1-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA insulation Polyset CRA BBA-ATBA -75.0
Metal Seam Plate,
12” o.c.
Min. 2-inch Tectum |
Plank; 4 ft span; FTR . -
L § ) L Optional additional layer(s) of base
CWE-8. Pl:Ir|InT Fasten:er (Optional) Min. 1-inch FTR-Value, FTR-Value A or FTR Polyset CRA insulation followed by min. 0.25-inch Polyset CRA BB3-ATBA or 75.0
with Trufast 2 Value H . BB4-ATBA
DensDeck Prime
Metal Seam Plate,
12" o.c.
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

ISO/IEC 17065

ACCREDITED"
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PCA-145

System Deck Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*
Min. 2-inch Tectum |
Plank; 4 ft span; FTR ) ) )
L ! . . FTR 601, FTR-601 PG, FTR- Min. 0.25-inch DensDeck Prime, DEXcell |FTR 601, FTR-601 PG, FTR-
Cwr-g, |PurlinT Fastener - Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value-lll A, FTR-| 1 £ 08500 or polyset  |FA Glass Mat Roof Board or SECUROCK  |601 ECO, Polyset CRAor  |BooATBAOT | g
with Trufast 2 Value H or FTR-Value H Glass Facer . BB4-ATBA
CRA Gypsum-Fiber Roof Board OB500
Metal Seam Plate,
12" o.c.
Min. 2-inch Tectum | |_ . . FTR 601, FTR-601 PG or (Optional) Additional layer(s) of base FTR 601, FTR-601 PG or BB3-ATBA or
CWF-10. | pjank Min. 1.5-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA, 4-inch o.c. insulation Polyset CRA, 4-incho.c.  |BB4-ATBA 2225
. . Min. 0.25-inch DensDeck Prime, DEXcell
cwr-11, [Min- ZinchTectum 1\ ) o inch FTR-Value, FTR-Value A or FTR-Value H FTR 601, FTR-601 PG or FA Glass Mat Roof Board or SECUROCK |1 001, FTR-601PG or 1 |BB3-ATBAOr | = ),
Plank Polyset CRA, 4-inch o.c. . Polyset CRA, 4-inch o.c. BB4-ATBA
Gypsum-Fiber Roof Board
CWE-12. Min. 2-inch Tectum | |Min. 0.25-inch DensDeck Prime, DE)fceII FA Glass Mat FTR 601, FTR-691 PG or None N/A BB3-ATBA or 3035
Plank Roof Board or SECUROCK Gypsum-Fiber Roof Board Polyset CRA, 4-inch o.c. BB4-ATBA
FIBERTITE-FB APPLICATIONS:
Min. 2-inch Tectum |
Plank; 4 ft span; FTR FB1-290, FB2-
PurlinT Fastener . . (Optional) Additional layer(s) of base 390, FB3-490,
CWEF-13. with Trufast 2” Min. 1-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA insulation Polyset CRA FB5-CR20 or -75.0
Metal Seam Plate, FB6-601PG
12" o.c.
Min. 2-inch Tectum |
Plank; 4 ft span; FTR . . FB1-290, FB2-
- ! ) ) ) Optional additional layer(s) of base ‘
CWE-14. PL.JI’|InT Fastenfr (Optional) Min. 1-inch FTR-Value, FTR-Value A or FTR Polyset CRA insulation followed by min. 0.25-inch Polyset CRA 390, FB3-490, 75.0
with Trufast 2 Value H DensDeck Prime FB5-CR20 or
Metal Seam Plate, FB6-601PG
12” o.c.
Min. 2-inch Tectum |
Plank; 4 ft span; FTR Min. 0.25-inch DensDeck Prime, DEXcell FB1-290, FB2-
CWE-15 PurlinT Fastener Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value-Ill A, FTR- 2;? Egé’ g:;ggloi(;:)llszRe_t FA Glass Mat Roof Board or SECUROCK ?(;i Egg ?;)thigtl(?s& ?;R- 390, FB3-490, 825
" |with Trufast 2” Value H or FTR-Value H Glass Facer CRA ! ¥ Gypsum-Fiber Roof Board or min. 7/16- OB500 » POl FB5-CR20 or ’
Metal Seam Plate, inch DEXcell Cement Roof Board FB6-601PG
12" o.c.
FB1-290, FB2-
Min. 2-inch Tectum | | . . FTR 601, FTR-601 PG or (Optional) Additional layer(s) of base FTR 601, FTR-601 PG or 390, FB3-490,
CWF-16. Plank Min. 1.5-inch FTR-Value, FTR-Value A or FTR-Value H Polyset CRA, 4-inch o.c. insulation Polyset CRA, 4-inch o.c. FB5-CR20 or 2225
FB6-601PG
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TABLE 15A: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-

1: BONDED INSULATION, BONDED ROOF COVER*

ISO/IEC 17065

IAS

ACCREDITED"
Pt E:’:L;gma(vou

PCA-145

System Deck Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*
B o e
CWF-17, |Min- Zrinch Tectum 1y o inch FTR-Value, FTR-Value A or FTR-Value H FTR 601, FTR-601 PG or or SECUROCK Gypsum-Fiber Roof Board ||| 001 FTR-601PGor 390, FB3-40, | ),
Plank Polyset CRA, 4-inch o.c. R R Polyset CRA, 4-inch o.c. FB5-CR20 or
or min. 7/16-inch DEXcell Cement Roof
FB6-601PG
Board
FB1-290, FB2-
. . Min. 0.25-inch DensDeck, DensDeck Prime, DEXcell FA /
cwr-1g, |Min- 2-inch Tectum 1} o Mat Roof Board or SECUROCK Gypsum-Fiber Roof |-« 00 FTR-601 PG or None N/A 390, FB3-490, | 335
Plank X . Polyset CRA, 4-inch o.c. FB5-CR20 or
Board or min. 7/16-inch DEXcell Cement Roof Board FB6-601PG

TABLE 158: CEMENTITIOUS WOOD FIBER DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck y Attach i v Attach MDP
No. 4.1.2 ac ac sf
(4.1.2) Type 313 Type 313 Base Ply Ply Cap Ply
Min. 2-inch Tectum |
Plank; 4 ft span; FTR BP1-HA BP2- (Optional) BP1- |FB4-HA, FB5-
PurlinT Fastener (Optional) Min. 1-inch FTR-Value, . . . . HA, BP2- CR20, FB6-
CWEF-19. with Trufast 2” FTR-Value A or FTR-Value H Polyset CRA Min. 0.25-inch DensDeck Prime |Polyset CRA Zl;iBOS;AéE:%rA FTRSBSA BP3-  |601PG or FB7- -75.0
Metal Seam Plate, CEFA or BP4-TA |CEFA
12" o.c.
Min. 2-inch Tectum |
Plan.k; 4 ft span; FTR |Min. 1.5-inch FTR-Value, FTR- FTR 601, FTR-601 PG, FTR- Min. 0.25-inch DensDeck Prime, FTR 601, FTR-601 PG, FTR-  |BP1-HA, BP2- (Optional) BP1- |FB4-HA, FB5-
CWE-20 PurlinT Fastener Value A, FTR-Value-Ill A, FTR- 601 ECO. OB500 or DEXcell FA Glass Mat Roof 601 ECO. Polvset CRA or FTRSBSA. BP3- HA, BP2- CR20, FB6- 825
" |with Trufast 2” Value H or FTR-Value H Glass Polvset CIRA Board or SECUROCK Gypsum- OB500 » POl CEFA or éP4-TA FTRSBSA, BP3- [601PG or FB7- ’
Metal Seam Plate, Facer Y Fiber Roof Board CEFA or BP4-TA |CEFA
12” o.c.
. . . Min. 0.25-inch DensDeck Prime, (Optional) BP1- |FB4-HA, FB5-
CWh.21. |Min. 2-inch Tectum | (v:ﬁanaT?ahc.l.Tuii g:c;T;T\F;mue FTR 601, FTR-601 PG or | DEXcell FA Glass Mat Roof ~ |FTR 601, FTR-601 PG or Siésg?’Angs- HA, BP2- CR20,FB6- | .
" [Plank H ’ Polyset CRA, 4-inch o.c. Board or SECUROCK Gypsum-  |Polyset CRA, 4-inch o.c. CEFA or I’3P4-TA FTRSBSA, BP3- |601PG or FB7- ’
Fiber Roof Board CEFA or BP4-TA |CEFA

BACKTO TOP

LINK TO TOP OF ATTACHMENT REQUIREMENTS

©ONEMO. All rights reserved.




Report No.:
Revision 8:

NEMO |cert.

NEMO EVALUATIONS REPORT

NER-SMN-001.R8
2026-10-03

® Page 108 of 124

Seaman Corporation

FL4930-R29

TABLE 15c: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

ISO/IEC 17065

ACCREDITED"
Pt x;:gmmu

PCA-145

System Deck Insulation (3.1.2) Roof Cover (3.1.4) MDP
No. (4.1.2) Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment sf]
Min. 2-inch Tectum |
gf:::;‘;:;’;iz FTR One or more layers, any combination, Top layer prelim. OMG Polymer GypTec with Polymer GypTec Plate 2” with -30.0
CWEF-22. with Trufast 2” min. 1.5-inch thick, min. 16-psi attached FiberTite, XT, SM or Xtreme |barbs or Trufast TL Fastener with Trufast 2” TL Seam Plate Open or Closed: 6 x 45 (NO H\./HZ)

Metal Seam Plate,
12" o.c.

compressive strength

(min. 1.5-inch embedment)

TABLE 16A: GYPSUM DECK - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type | Attach (3.1.3) (3.1.4) (psf)*
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLIED IN FTR-190E:
Existing poured Min. 0.25-inch DensDeck, DensDeck Prime, BB1-190E or
G-1. | gypsum or gypsum DEXcell FA Glass Mat Roof Board or SECUROCK |FTR 601 None N/A -162.5
X BB2-190E
plank Gypsum-Fiber Roof Board
Existing poured (Optional) Additional layer(s) of base insulation
G2 surﬁ zr <um Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or Min. 0.25-inch DensDeck, DensDeck Prime, FTR 601 BB1-190E or 200.0
-o|8P gyp Value H DEXcell FA Glass Mat Roof Board or SECUROCK BB2-190E :
plank .
Gypsum-Fiber Roof Board
Existing poured (Optional) Additional layer(s) of base insulation
63 sung1 gr um Min. 1.5-inch FTR-Value, FTR-Value A or FTR- 0B500 or Min. 0.25-inch DensDeck, DensDeck Prime, 0B500 BB1-190E or 1125
. (8P Evp Value H DEXcell FA Glass Mat Roof Board or SECUROCK BB2-190E :
plank X
Gypsum-Fiber Roof Board
Existing poured . .
G-4. gypsum or gypsum HMm' Linch FTR-Value, FTR-Value A or FTR-Value Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA gg;_iggi or -357.0
plank
Existing poured . . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-5. gypsum or gypsum (Optional) Min. 1-inch FTR-Value, FTR-Value A or Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA BB1-190E or -290.0
FTR-Value H BB2-190E
plank Roof Board
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
Existing poured Min. 0.25-inch DensDeck Prime, DEXcell FA Glass BB3-ATBA or
G-6. gypsum or gypsum Mat Roof Board or SECUROCK Gypsum-Fiber FTR 601 None N/A -162.5
BB4-ATBA
plank Roof Board
Existing poured (Optional) Additional layer(s) of base insulation
o suf} ‘;r “um | Min. 15-inch FTR-Value, FTR-Value Aor FTR- | or Min. 0.25-inch DensDeck Prime, DEXcell FA | . BB3-ATBAOr | o o
- |8 &yp Value H Glass Mat Roof Board or SECUROCK Gypsum- BB4-ATBA ’
plank R
Fiber Roof Board
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TABLE 16A: GYPSUM DECK - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*

(Optional) Additional layer(s) of base insulation
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- or Min. 0.25-inch DensDeck Prime, DEXcell FA BB3-ATBA or
Value H 0B500 Glass Mat Roof Board or SECUROCK Gypsum- 0B500 BB4-ATBA 1125

Fiber Roof Board

Existing poured
G-8. gypsum or gypsum
plank

Existing poured Min. 1-inch FTR-Value, FTR-Value A or FTR-Value BB3-ATBA or

G-9. gypsum or gypsum Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA -357.0
H BB4-ATBA
plank
Existing poured . . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-10. gypsum or gypsum fi?'gfl\;‘ar}iz 'xm' L-inch FTR-Value, FTR-Value A or Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA 222_2122 or -290.0

plank Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290:

Existing poured Min. 0.25-inch DensDeck, DensDeck Prime,
G-11. gypsum or gypsum DEXcell FA Glass Mat Roof Board or SECUROCK |FTR 601 None N/A FB1-290 -162.5
plank Gypsum-Fiber Roof Board
. (Optional) Additional layer(s) of base insulation
Existing poured Min. 1.5-inch FTR-Value, FTR-Value A or FTR- or Min. 0.25-inch DensDeck, DensDeck Prime
G-12. | gypsum orgypsum 1y e 1 FTR 601 DEXcell FA Glass Mat Roof Board or SECUROCK |/ "1 001 FB1-290 ~200.0

plank Gypsum-Fiber Roof Board

(Optional) Additional layer(s) of base insulation
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- or Min. 0.25-inch DensDeck, DensDeck Prime,
Value H 0B500 DEXcell FA Glass Mat Roof Board or SECUROCK | 22200 FB1-290 1125

Gypsum-Fiber Roof Board

Existing poured
G-13. gypsum or gypsum
plank

Existing poured Min. 1-inch FTR-Value, FTR-Value A or FTR-Value

G-14. gypsum or gypsum H Polyset CRA (Optional) Additional layer(s) of base insulation [Polyset CRA FB1-290 -357.0
plank
Existing poured Min. 0.25-inch DensDeck Prime, DEXcell FA Glass

(Optional) Min. 1-inch FTR-Value, FTR-Value A or

G-15. gypsum or gypsum Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA FB1-290 -290.0
FTR-Value H
plank Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390 OR FTR-490:
Existing poured Min. 0.25-inch DensDeck, DensDeck Prime, FB2-390 or
G-16. gypsum or gypsum DEXcell FA Glass Mat Roof Board or SECUROCK |FTR 601 None N/A -162.5
. FB3-490
plank Gypsum-Fiber Roof Board
. (Optional) Additional layer(s) of base insulation
Existing poured . . . . .
G-17 um or <um Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or Min. 0.25-inch DensDeck, DensDeck Prime, TR 601 FB2-390 or 2000
o8P gyp Value H DEXcell FA Glass Mat Roof Board or SECUROCK FB3-490 :
plank .
Gypsum-Fiber Roof Board
. (Optional) Additional layer(s) of base insulation
Existing poured . . . . .
618 um or <um Min. 1.5-inch FTR-Value, FTR-Value A or FTR- 0B500 or Min. 0.25-inch DensDeck, DensDeck Prime 0B500 FB2-390 or 1125
o8P gyp Value H DEXcell FA Glass Mat Roof Board or SECUROCK FB3-490 :

plank Gypsum-Fiber Roof Board
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TABLE 16A: GYPSUM DECK - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*
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ISO/IEC 17065 PCA-145

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*
Existing poured . .
G-19. |gypsum or gypsum HMm. Linch FTR-Value, FTR-Value A or FTR-Value Polyset CRA (Optional) Additional layer(s) of base insulation |Polyset CRA EE;_ZZS or -357.0
plank
Existing poured . . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-20. gypsum or gypsum (Optional) Min. 1-inch FTR-Value, FTR-Value A or Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA FB2-390 or -290.0
FTR-Value H FB3-490
plank Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Existing poured Min. 0.25-inch DensDeck, DensDeck Prime,
G-21. gypsum or gypsum DEXcell FA Glass Mat Roof Board or SECUROCK |FTR 601 None N/A FB4-HA -162.5
plank Gypsum-Fiber Roof Board
Existing poured . . Min. 0.25-inch DensDeck, DensDeck Prime,
G-22. gypsum or gypsum Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 DEXcell FA Glass Mat Roof Board or SECUROCK [FTR 601 FB4-HA -200.0
Value H .
plank Gypsum-Fiber Roof Board
Existing poured ) . Min. 0.25-inch DensDeck, DensDeck Prime,
G-23. |gypsumorgypsum | Min- 1.5-inch FTR-Value, FTR-Value Aor FTR- |00, DEXcell FA Glass Mat Roof Board or SECUROCK | OB500 FB4-HA 1125
Value H .
plank Gypsum-Fiber Roof Board
Existing poured . . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-24. gypsum or gypsum (Optional) Min. 1-inch FTR-Value, FTR-Value A or Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA FB4-HA -290.0
FTR-Value H
plank Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
Existing poured Min. 0.25-inch DensDeck Prime, DEXcell FA Glass FB5-CR20
G-25. [ gypsum or gypsum Mat Roof Board or SECUROCK Gypsum-Fiber FTR 601 None N/A ’ -162.5
FB6-601PG
plank Roof Board
Existing poured ) ) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-26. | gypsum or gypsum Min. 1.5-inch FTR-Value, FTR-Value A or FTR FTR 601 Mat Roof Board or SECUROCK Gypsum-Fiber FTR 601 FB5-CR20, -200.0
Value H FB6-601PG
plank Roof Board
Existing poured . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-27. |gypsumorgypsum | Vi 1.5-inch FTR-Value, FTR-Value Aor FTR- 005 Mat Roof Board or SECUROCK Gypsum-Fiber  |OB500 FB5-CR20, 1125
Value H FB6-601PG
plank Roof Board
Existing poured . . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
G-28. | gypsum or gypsum (Optional) Min. 1-inch FTR-Value, FTR-Value A or Polyset CRA Mat Roof Board or SECUROCK Gypsum-Fiber Polyset CRA FB5-CR20, -210.0
FTR-Value H FB6-601PG
plank Roof Board
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TABLE 168: GYPSUM DECK - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

ISO/IEC 17065

ACCREDITED
Pluduc'AE:':!!’\cz( ion

PCA-145

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type | Attach (3.1.3) Base Ply Ply Cap Ply (psf)*
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390:
Existing poured . . Min. 0.25-inch DensDeck Prime,
G-29. |gypsum or gypsum \'\//glnu'ell'{s""d‘ FTR-Value, FTR-Value Aor FTR- | o ¢y DEXcell FA Glass Mat Roof Board or  |FTR 601 BP2-FTRSBSA None FB2-390 67.5
plank SECUROCK Gypsum-Fiber Roof Board
Existing poured ) . . . . .
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
G-30. ’g;\l/aprflijm or gypsum Value H FTR 601 SECUROCK Gypsum-Fiber Roof Board FTR 601 BP1-HA or BP4-TA BPA-TA FB2-390 -202.5
Existing poured . . . Min. 0.25-inch DensDeck Prime,
G-31. |gypsum or gypsum gor‘;tT':n\j‘Lm': L-inch FTR-Value, FTR-Value Al ot cRA | DEXcell FA Glass Mat Roof Board or | Polyset CRA  |BP2-FTRSBSA None FB2-390 67.5
plank SECUROCK Gypsum-Fiber Roof Board
Existing poured ) . ) ) ) ) .
(Optional) Min. 1-inch FTR-Value, FTR-Value A Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
G-32. i}laprf;jm or gypsum or FTR-Value H Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA  |BP1-HA or BP4-TA BPATA FB2-390 202.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Existing poured ) . . . .
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch DEXcell FA Glass Mat BP2-FTRSBSA or BP3-|(Optional) BP2-
G-33. 'g)‘l/ap;;’m Or8YPSUM value H FTR 601 Roof Board FTR 601 CEFA FTRSBSA or BP3-CEFA | o+ HA 675
Existing poured ) ) . ) ) ) .
(Optional) Min. 1.5-inch FTR-Value, FTR-Value Min. 0.25-inch DensDeck Prime or BP2-FTRSBSA or BP3-|(Optional) BP2-
G-34. i‘l/a"rf;’m OTBYPSUM 1A or FTR-Value H FTR 601 SECUROCK Gypsum-Fiber Roof Board || ' 002 CEFA FTRSBSA or BP3-CEFA | D4 HA 167.5
Existing poured . . . . . .
(Optional) Min. 1.5-inch FTR-Value, FTR-Value Min. 0.25-inch DEXcell FA Glass Mat FTR 601, 6- BP2-FTRSBSA or BP3-|(Optional) BP2-
G-35. 'g)‘l’aprfli‘m OTBYPSUM 15 or FTR-Value H FTR 601 Roof Board inch o.c. CEFA FTRSBSA or BP3-CEFA | o+ A 167.5
Existing poured . ) . . . .
Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
G-36. i\l/aprflijm or gypsum Value H FTR 601 SECUROCK Gypsum-Fiber Roof Board FTR 601 BP1-HA or BP4-TA BPA-TA FB4-HA -202.5
Existing poured . . . . . . .
(Optional) Min. 1-inch FTR-Value, FTR-Value A Min. 0.25-inch DensDeck Prime or (Optional) BP1-HA or
G-37. i\l/aprflijm or gypsum or FTR-Value H Polyset CRA SECUROCK Gypsum-Fiber Roof Board Polyset CRA  |BP1-HA or BP4-TA BPA-TA FB4-HA 2325
Existing poured ) . ) ) ) ) .
(Optional) Min. 1-inch FTR-Value, FTR-Value A Min. 0.25-inch DensDeck Prime or BP2-FTRSBSA or BP3-|(Optional) BP2-
G-38. i‘l/a"rf;’m OTBYPSUM | o FTR-Value H Polyset CRA | oecUROCK Gypsum-Fiber Roof Board | OV*etCRA | ceea FTRSBSA or BP3-CEFA | DA 167.5
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE, FTR-601 PG OR COLPLY EF ADHESIVE:
Existing poured (Optional) Min. 1.5-inch FTR-Value, FTR-Value |FTR 601 or Min. 0.25-inch DensDeck Prime or FTR 601 or BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
G-39. |gypsumorgypsum |, cTe Value H FTR-601PG  |SECUROCK Gypsum-Fiber Roof Board |FTR-601PG || RoooAy BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
plank P or BPA-TA CEFA or BPA-TA or FB7-CEFA
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TABLE 168: GYPSUM DECK - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) Base Ply Ply Cap Ply (psf)*
Existing poured . . r g g . r FTR 601 or BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
G-40. |gypsum or gypsum ﬁ\off',?T”Ff_'\),QfLZﬁ's inch FTR-Value, FTR-Value Eﬁ_ggi ‘F’,rG a’ng g'jasr(;”Ch DEXcell FAGlass Mat | cre 601 pG, |FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
plank 6-inch o.c. or BP4-TA CEFA or BP4-TA or FB7-CEFA
Existing poured . . . . . . BP1-HA, BP2- (Optional) BP1-HA, FB5-CR20,
G-41. |gypsum or gypsum g?’;ﬁ:”j;m'; L-inch FTR-Value, FTR-Value A |, |\ o+ crA x@uiég;‘gh ES)E:_ES)C:FF;")T?B‘;F 4 [PolysetCRA |FTRSBSA, BP3-CEFA |BP2-FTRSBSA, BP3-  |FB6-601PG | -167.5
plank vp or BP4-TA CEFA or BP4-TA or FB7-CEFA
TABLE 16¢c: GYPSUM DECK - REROOF (TeEAR-OFF)
SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER
System Deck Insulation (3.1.2) Roof Cover (3.1.4) MDP
No. (4.1.2) Type Attach Membrane Fastener (3.1.1,4.2.2) Attachment (psf)
One or more layers, any combination, Too laver prelim OMG Polymer GypTec with Polymer GypTec Plate 2” with -30.0
G-42. Existing gypsum deck |[min. 1.5-inch thick, min. 16-psi playerp "|FiberTite, XT, SM or Xtreme |barbs or Trufast TL Fastener with Trufast 2” TL Seam Plate Open or Closed: 6 x 45 ’
. attached . R (NO HVHZ)
compressive strength (Field withdrawal > 113 Ibf)

TABLE 17A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type | Attach 3.1.3) Type | Attach 3.1.3) (3.1.4) (psf)**
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE-XTREME APPLIED IN FTR-190E:
R-1. Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H hot asphalt None N/A gg;-iggi or -45.0
- . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- (Optional) Additional layer(s) of base insulation or BB1-190E or
R-2. Existing asphaltic BUR Value H hot asphalt min. 0.25-inch DensDeck hot asphalt BB2-190E -240.0
- . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof BB1-190E or
R-3. Existing asphaltic BUR Value H hot asphalt Board hot asphalt BB2-190F -247.5
- . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A Min. 0.25-inch DEXcell FA Glass Mat Roof Board BB1-190E or
R-4. Existing asphaltic BUR or FTR-Value H hot asphalt or min. 7/16-inch DEXcell Cement Roof Board hot asphalt BB2-190E 3750
Existing smooth- or granule-surface . .
. . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or FTR-601 . . . . FTR 601 or FTR-601 (BB1-190E
R-5. asphalt BUR or SBS modified bitumen or n inc alue alue Aor or (Optional) Additional layer(s) of base insulation or or -210.0
- R Value H PG PG BB2-190E
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . .
. R Min. 0.25-inch DensDeck, DensDeck Prime or FTR 601 or FTR-601 BB1-190E or
R-6. asphalt BUR or SBS mOdlf.le.d blt.umen or SECUROCK Gypsum-Fiber Roof Board PG None N/A BB2-190E -2100
granule-surface APP modified bitumen
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TABLE 17A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
Existing smooth- or granule-surface . .
R-7. asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 | BB1-150E or -232.5
e R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG PG BB2-190E
granule-surface APP modified bitumen
. E:'S;L”Itgéss‘;trhs"g fn';‘g;i';s;r:j::en or [Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 |Min. 0.25-inch SECUROCK Gypsum-Fiber Roof |FTR 601 or FTR-601 [BB1-190E or |
’ P . R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG Board PG BB2-190E '
granule-surface APP modified bitumen
Existing smooth- or granule-surface |(Optional) Min. 1.5-inch FTR-Value, FTR-Value A, |prp 61 o F1R_601  [Min. 0.25-inch DEXcell FA Glass Mat Roof Board |FTR 601 or FTR-601 |BB1-190 or
R-9. asphalt BUR or SBS modified bitumen or |FTR-Value-llI-A, FTR-Value H or FTR-Value H Glass . X -135.0
o R PG or min. 7/16-inch DEXcell Cement Roof Board PG BB2-190E
granule-surface APP modified bitumen |Facer
Existing smooth- or granule-surface . .
R-10. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR-601 ECO (Optional) Additional layer(s) of base insulation  |FTR-601 ECO BB1-190E or -210.0
e A Value H BB2-190E
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) ) )
R-11. |asphalt BUR or SBS modified bitumen or | V1" 0-25-inch DensDeck Prime or SECUROCK | o 1 ¢ None N/A BBI-190Eor | 5100
. R Gypsum-Fiber Roof Board BB2-190E
granule-surface APP modified bitumen
Existing smooth- or granule-surface . .
R-12. |asphalt BUR or SBS modified bitumen or |/ 1:>inch FTR-Value, FTR-Value A, FTR-Value- | oo o1 ¢ Min. 0.25-inch DensDeck Prime FTR-601 ECO BBL-190Eor | 5355
o K IlI-A, FTR-Value H or FTR-Value H Glass Facer BB2-190E
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . . . .
R-13. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR-601 ECO BB1-190E or 2475
e R IlI-A, FTR-Value H or FTR-Value H Glass Facer Board BB2-190E
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, ) )
R-14. |asphalt BUR or SBS modified bitumen or |FTR-Value-IlI-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Mm..O.ZS mch DEXcell FA Glass Mat Roof Board FTR-601 ECO BB1-190E or -135.0
. R or min. 7/16-inch DEXcell Cement Roof Board BB2-190E
granule-surface APP modified bitumen |Facer
R-15. |Existing asphaltic BUR Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None N/A gg;jggi or -120.0
. . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- (Optional) Additional layer(s) of base insulation or BB1-190E or
R-16. |Existing asphaltic BUR Value H OB500 min. 0.25-inch DensDeck 0OB500 BB2-190F 120.0
- . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof BB1-190E or
R-17. |Existing asphaltic BUR Value H OB500 Board OB500 BB2-190E -120.0
. . (Optional) Additional layer(s) of base insulation or
R-18. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR Polyset CRA min. 0.25-inch DensDeck or SECUROCK Gypsum- |Polyset CRA BB1-190E or -195.0
Value H . BB2-190E
Fiber Roof Board
FIBERTITE, FIBERTITE-XT, FIBERTITE-SM OR FIBERTITE XTREME APPLIED IN ALPHA-TITE BONDING ADHESIVE:
R-19. |Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H hot asphalt None N/A 2222122 or -45.0
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
- . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- . . . . BB3-ATBA or
R-20. |Existing asphaltic BUR Value H hot asphalt (Optional) Additional layer(s) of base insulation  |hot asphalt BBA-ATBA -240.0
- . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof BB3-ATBA or
R-21. |Existing asphaltic BUR Value H hot asphalt Board hot asphalt BBA-ATBA -247.5
e . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A . . BB3-ATBA or
R-22. |Existing asphaltic BUR or FTR-Value H hot asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |hot asphalt BBA-ATBA 375.0
Existing smooth- or granule-surface ) )
. . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- FTR 601 or FTR-601 . . . . FTR 601 or FTR-601 {BB3-ATBA
R-23. |asphalt BUR or SBS modified bitumen or n inc alue alue Aor or (Optional) Additional layer(s) of base insulation or or -210.0
o . Value H PG PG BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . .
R-24. |asphalt BUR or SBS modified bitumen or Min. 0.25 .mch DensDeck Prime or SECUROCK FTR 601 or FTR-601 None N/A BB3-ATBA or 2100
o R Gypsum-Fiber Roof Board PG BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface . .
e . Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- [FTR 601 or FTR-601 . . ) FTR 601 or FTR-601 (BB3-ATBA or
R-25. |asphalt BUR or SBS modlf.|e'd blt.umen or lll-A, FTR-Value H or FTR-Value H Glass Facer PG Min. 0.25-inch DensDeck Prime PG BBA-ATBA 232.5
granule-surface APP modified bitumen
f6 E:'S;L”Itg;x‘;trhs"g fn';‘g;i';s;r:j::en or |Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 |Min. 0.25-inch SECUROCK Gypsum-Fiber Roof |FTR 601 or FTR-601 [BB3-ATBAOF |
’ P . R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG Board PG BB4-ATBA '
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A,
R-27. |asphalt BUR or SBS modified bitumen or |FTR-Value-lll-A, FTR-Value H or FTR-Value H Glass |- % 00% O FTR-60L |\ 0.25-inch DEXcell FA Glass Mat Roof Board | 001 OF FTR-601 |BB3-ATBAor |- ;.0
o . PG PG BB4-ATBA
granule-surface APP modified bitumen |Facer
Existing smooth- or granule-surface . .
R-28. |asphalt BUR or SBS modified bitumen or V" 1->-inch FTR-Value, FTR-Value A or FTR- FTR-601 ECO (Optional) Additional layer(s) of base insulation  |FTR-601 ECO BB3-ATBAOT | 5100
- R Value H BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) ) )
R-29. |asphalt BUR or SBS modified bitumen or | V1 0-25-inch DensDeck Prime or SECUROCK | o 1 ¢ None N/A BB3-ATBAOT | 5100
. R Gypsum-Fiber Roof Board BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface . .
Min. 1.5-inch FTR-Val FTR-Value A, FTR-Value- BB3-ATBA
R-30. |asphalt BUR or SBS modified bitumen or | —>""¢ alue, ae A, e ETR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO "1 2325
o K IlI-A, FTR-Value H or FTR-Value H Glass Facer BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . . . .
R-31. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR-601 ECO BB3-ATBA or 2475
i R IlI-A, FTR-Value H or FTR-Value H Glass Facer Board BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, BB3-ATBA or
R-32. |asphalt BUR or SBS modified bitumen or [FTR-Value-Ill-A, FTR-Value H or FTR-Value H Glass [FTR-601 ECO Min. 0.25-inch DEXcell FA Glass Mat Roof Board  [FTR-601 ECO BBA-ATBA -135.0
granule-surface APP modified bitumen |Facer
R-33. |Existing asphaltic BUR Min. 0.25-inch DensDeck Prime 0OB500 None N/A BB3-ATBA or -120.0
BB4-ATBA
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AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)*A
- . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- . . . . BB3-ATBA or
R-34. |Existing asphaltic BUR Value H 0B500 (Optional) Additional layer(s) of base insulation ~ |OB500 BBA-ATBA -120.0
- . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof BB3-ATBA or
R-35. |Existing asphaltic BUR Value H OB500 Board OB500 BBA-ATBA -120.0
. . (Optional) Additional layer(s) of base insulation or
R-36. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR Polyset CRA min. 0.25-inch SECUROCK Gypsum-Fiber Roof | Polyset CRA BB3-ATBAOT | 1950
Value H BB4-ATBA
Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-290:
R-37. |Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H hot asphalt None N/A FB1-290 -45.0
R-38. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR- hot asphalt (O.pt|ona|).Add|t|ona| layer(s) of base insulation or hot asphalt FB1-290 -240.0
Value H min. 0.25-inch DensDeck
R-39. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR- hot asphalt Min. 0.25-inch SECUROCK Gypsum-Fiber Roof hot asphalt FB1-290 2475
Value H Board
- . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A Min. 0.25-inch DEXcell FA Glass Mat Roof Board
R-40. |Existing asphaltic BUR or FTR-Value H hot asphalt or min. 7/16-inch DEXcell Cement Roof Board hot asphalt FB1-290 375.0
Existing smooth- or granule-surface ) )
R-41. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A or FTR FTR 601 or FTR-601 (Optional) Additional layer(s) of base insulation FTR 601 or FTR-601 FB1-290 -210.0
e : Value H PG PG
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) ) )
. R Min. 0.25-inch DensDeck, DensDeck Prime or FTR 601 or FTR-601 BB3-ATBA or
R-42. |asphalt BUR or SBS modified bitumen or | ¢ - o e o ocum-Fiber Roof Board PG None N/A BBA4-ATBA -2100
granule-surface APP modified bitumen
Existing smooth- or granule-surface . .
R-43. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 FB1-290 -232.5
e R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG PG
granule-surface APP modified bitumen
Existing smooth- or granule-surface | 4 i TR Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 |Min. 0.25-inch SECUROCK Gypsum-Fiber Roof  |FTR 601 or FTR-601
R-44. |asphalt BUR or SBS modified bitumen or FB1-290 -247.5
i K IlI-A, FTR-Value H or FTR-Value H Glass Facer PG Board PG
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, ) )
R-45. |asphalt BUR or SBS modified bitumen or |FTR-Value-llI-A, FTR-Value H or FTR-Value H Glass FTR 601 or FTR-601 Mm..O.ZS mch DEXcell FA Glass Mat Roof Board |FTR 601 or FTR-601 FB1-290 -135.0
. R PG or min. 7/16-inch DEXcell Cement Roof Board PG
granule-surface APP modified bitumen |Facer
Existing smooth- or granule-surface . .
R-46. |asphalt BUR or SBS modified bitumen or \'\//glnu'elhs"mh FTR-Value, FTR-Value A or FTR- FTR-601 ECO (Optional) Additional layer(s) of base insulation  |FTR-601 ECO FB1-290 -210.0
granule-surface APP modified bitumen
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substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authorit

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the

Having Jurisdiction.

granule-surface APP modified bitumen

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
Existing smooth- or granule-surface . . .
R-47. |asphalt BUR or SBS modified bitumen or | V" 0-25-inch DensDeck Prime or SECUROCK | o 1 ¢ None N/A BB3-ATBAOT | 5100
e A Gypsum-Fiber Roof Board BB4-ATBA
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) )
R-48. |asphalt BUR or SBS modified bitumen or |V 1->-inch FTR-Value, FTR-Value A, FTR-Value- | o o) ¢cq Min. 0.25-inch DensDeck Prime FTR-601 ECO FB1-290 -2325
. R IlI-A, FTR-Value H or FTR-Value H Glass Facer
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) . . . .
R-49. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR-601 ECO FB1-290 2475
o K IlI-A, FTR-Value H or FTR-Value H Glass Facer Board
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, . .
R-50. |asphalt BUR or SBS modified bitumen or |FTR-Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DEXcell FA Glass Mat Roof Board | crp ¢51 £c FB1-290 1350
o K or min. 7/16-inch DEXcell Cement Roof Board
granule-surface APP modified bitumen |Facer
R-51. |Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H 0OB500 None N/A FB1-290 -82.5
R-52. |Existing asphaltic BUR Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None N/A FB1-290 -120.0
R-53. |Existing asphaltic BUR Min. 0.5-inch FTR-Value, FTR-Value A or FTR- 0B500 (O.pt|ona|).Add|t|ona| layer(s) of base insulation or 0B500 FB1-290 1200
Value H min. 0.25-inch DensDeck
R-54. |Existing asphaltic BUR Min. 0.5-inch FTR-Value, FTR-Value A or FTR- 0B500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 0B500 FB1-290 -120.0
Value H Board
. . (Optional) Additional layer(s) of base insulation or
R-55. |Existing asphaltic BUR \,\//glnu'ell'_ls inch FTR-Value, FTR-Value A or FTR Polyset CRA min. 0.25-inch DensDeck or SECUROCK Gypsum- |Polyset CRA FB1-290 -195.0
Fiber Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390 OR FTR-490:
- . . . FB2-390 or
R-56. |Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H hot asphalt None N/A FB3-490 -45.0
. . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- (Optional) Additional layer(s) of base insulation or FB2-390 or
R-57. |Existing asphaltic BUR Value H hot asphalt min. 0.25-inch DensDeck hot asphalt FB3-290 240.0
. . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A Min. 0.25-inch DEXcell FA Glass Mat Roof Board FB2-390 or
R-58.  |Existing asphaltic BUR or FTR-Value H hot asphalt or min. 7/16-inch DEXcell Cement Roof Board | "°t 25Phalt FB3-490 375.0
Existing smooth- or granule-surface . .
R-59. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A or FTR FTR 601 or FTR-601 (Optional) Additional layer(s) of base insulation FTR 601 or FTR-601 |FB2-390 or -210.0
o R Value H PG PG FB3-490
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . .
e . Min. 0.25-inch DensDeck, DensDeck Prime or FTR 601 or FTR-601 FB2-390 or
R-60. |asphalt BUR or SBS modified bitumen or SECUROCK Gypsum-Fiber Roof Board PG None N/A FB3-490 -210.0
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TABLE 17A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
fel E’S"S;;nltg;a‘:z:hs‘g ifgi‘;i'::sir:j;een or [Min. L.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 |Min. 0.25-inch DensDeck, DensDeck Prime or  |FTR 601 or FTR-601 |FB2-3900r | .
’ P o R I1I-A, FTR-Value H or FTR-Value H Glass Facer PG SECUROCK Gypsum-Fiber Roof Board PG FB3-490 ’
granule-surface APP modified bitumen
EBxisting smooth- or granule-surface |(Optional) Min. 1.5-inch FTR-Value, FTR-Value A, | crp 641 o £ 601 [Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |FTR 601 or FTR-601 |F82-390 or
R-62. |asphalt BUR or SBS modified bitumen or |FTR-Value-llI-A, FTR-Value H or FTR-Value H Glass ) X -135.0
. R PG or min. 7/16-inch DEXcell Cement Roof Board PG FB3-490
granule-surface APP modified bitumen |Facer
Existing smooth- or granule-surface . .
R-63. |asphalt BUR or SBS modified bitumen or | " 1->-Inch FTR-Value, FTR-Value A or FTR FTR-601 ECO (Optional) Additional layer(s) of base insulation  |FTR-601 ECO FB2-3%00r | ;100
e R Value H FB3-490
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . .
R-64. |asphalt BUR or SBS modified bitumen or | M/ 0-25-inch DensDeck Prime or SECUROCK | o 1 ¢ None N/A FB2-3%00r | 5100
e A Gypsum-Fiber Roof Board FB3-490
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) ) ) ) )
R-65. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- FTR-601 ECO Min. 0.25-.|nch DensDeck Prime or SECUROCK FTR-601 ECO FB2-390 or 2325
. R I1I-A, FTR-Value H or FTR-Value H Glass Facer Gypsum-Fiber Roof Board FB3-490
granule-surface APP modified bitumen
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, . .
R-66. |asphalt BUR or SBS modified bitumen or |FTR-Value-lll-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 0.25-inch DEXcell FA Glass Mat Roof Board | 01 gcqy FB2-3%00r | 1304
o R or min. 7/16-inch DEXcell Cement Roof Board FB3-490
granule-surface APP modified bitumen |Facer
- . . . FB2-390 or
R-67. |Existing asphaltic BUR Min. 0.5-inch FTR-Value A or FTR-Value H OB500 None N/A FB3-490 -82.5
- . . . . FB2-390 or
R-68. |Existing asphaltic BUR Min. 0.25-inch DensDeck or DensDeck Prime OB500 None N/A FB3-490 -120.0
- . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- (Optional) Additional layer(s) of base insulation or FB2-390 or
R-69. |Existing asphaltic BUR Value H OB500 min. 0.25-inch DensDeck OB500 FB3-490 -120.0
e . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- (Optional) Additional layer(s) of base insulation or FB2-390 or
R-70. |Existing asphaltic BUR Value H Polyset CRA min. 0.25-inch DensDeck Polyset CRA FB3-490 -195.0
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
R-71, |EXisting asphaltic BUR or modified Min. 0.25-inch DensDeck hot asphalt None N/A FB4-HA 45.0
bitumen
R-72. E?ustlng asphaltic BUR or modified Min. 0.25-inch SECUROCK Gypsum-Fiber Roof hot asphalt None N/A FBA-HA 45.0
bitumen Board
R-73. |Existing asphaltic BUR \'\//glnu'elﬁr’"mh FTR-Value, FTR-Value A or FTR- hot asphalt Min. 0.25-inch DensDeck hot asphalt FB4-HA -240.0
R-74. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR- hot asphalt Min. 0.25-inch SECUROCK Gypsum-Fiber Roof hot asphalt FBA-HA 2475
Value H Board
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AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
- . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A Min. 0.25-inch DEXcell FA Glass Mat Roof Board
R-75. |Existing asphaltic BUR or FTR-Value H hot asphalt or min. 7/16-inch DEXcell Cement Roof Board hot asphalt FB4-HA 375.0
Existing smooth- or granule-surface ) ) )
R-76. |asphalt BUR or SBS modified bitumen or Min. 0.25-inch DensD.eck, DensDeck Prime or FTR 601 or FTR-601 None N/A FB4-HA -210.0
. R SECUROCK Gypsum-Fiber Roof Board PG
granule-surface APP modified bitumen
Existing smooth- or granule-surface . .
R-77. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 Min. 0.25-inch DensDeck or DensDeck Prime FTR 601 or FTR-601 FB4-HA -232.5
i R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG PG
granule-surface APP modified bitumen
Existing smooth- or gran.u'le-su.rface Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 (Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR 601 or FTR-601
R-78. |asphalt BUR or SBS modified bitumen or FB4-HA -247.5
. R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG Board PG
granule-surface APP modified bitumen
f70 EZ'Sﬁﬁfégﬁztrhéé’sr ifgi‘]fi'::sir:j;een or [Min. L.5-inch FTR-Value, FTR-Value A, FTR-Value- |FTR 601 or FTR-601 |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |FTR 601 or FTR-601 |, . 1350
’ P o R IlI-A, FTR-Value H or FTR-Value H Glass Facer PG or min. 7/16-inch DEXcell Cement Roof Board PG :
granule-surface APP modified bitumen
Existing smooth- or granule-surface Min. 0.25-inch DensDeck Prime or SECUROCK
R-80. |asphalt BUR or SBS modified bitumen or e FTR-601 ECO None N/A FB4-HA -210.0
. R Gypsum-Fiber Roof Board
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) o i 1 ETR Value, FTR-Value A, FTR-Value-
R-81. |asphalt BUR or SBS modified bitumen or - ! 4 FTR-601 ECO Min. 0.25-inch DensDeck Prime FTR-601 ECO FB4-HA -232.5
e R IlI-A, FTR-Value H or FTR-Value H Glass Facer
granule-surface APP modified bitumen
Existing smooth- or granule-surface ) ) ) ) )
R-82. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- FTR-601 ECO Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FTR-601 ECO FBA-HA 2475
. R IlI-A, FTR-Value H or FTR-Value H Glass Facer Board
granule-surface APP modified bitumen
Existing smooth- or granule-surface . . . .
R-83. |asphalt BUR or SBS modified bitumen or Min. 1.5-inch FTR-Value, FTR-Value A, FTR-Value- FTR-601 ECO Mln..0.25-|nc!1 DEXcell FA Glass Mat Roof Board FTR-601 ECO FBA-HA 135.0
e R IlI-A, FTR-Value H or FTR-Value H Glass Facer or min. 7/16-inch DEXcell Cement Roof Board
granule-surface APP modified bitumen
R-84. |Existing asphaltic BUR Min. 0.25-inch DensDeck or DensDeck Prime 0OB500 None N/A FB4-HA -120.0
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TABLE 17A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate Base Insulation Layer Top Insulation Layer Roof Cover MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) (3.1.4) (psf)**
R-85. |Existing asphaltic BUR \'\/"z;lnu'eoj"”ch FTR-Value, FTR-Value A or FTR- 0B500 Min. 0.25-inch DensDeck 0B500 FB4-HA -120.0
R-86. |Existing asphaltic BUR Min. 0.5-inch FTR-Value, FTR-Value A or FTR- 0B500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 0B500 FBA-HA 1200
Value H Board
R-87. |Existing asphaltic BUR Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Polyset CRA Mln. 0.25-inch DensDeck or SECUROCK Gypsum- Polyset CRA FBA-HA 1950
Value H Fiber Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE (SPATTER) OR FTR-601 PG (SPATTER):
- . - Min. 0.5-inch FTR-Value A, FTR-Value H or FTR-
R-88. E;(tllsj':;n(egnasphaltlc BUR or modified Value H Glass Facer or min. 0.25-inch DensDeck  |hot asphalt None N/A Eg::gs;gsr -45.0
Prime or SECUROCK Gypsum-Fiber Roof Board
e . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FB5-CR20 or
R-89. |Existing asphaltic BUR Value H hot asphalt Board hot asphalt FB6-601PG -105.0
- . (Optional) Min. 1.5-inch FTR-Value, FTR-Value A Min. 0.25-inch DEXcell FA Glass Mat Roof Board
R-90. |Existing asphaltic BUR or FTR-Value H hot asphalt or min. 7/16-inch DEXcell Cement Roof Board hot asphalt FB5-CR20 375.0
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck Prime, DEXcell FA Glass
R-91. |asphalt BUR or SBS modified bitumen or |FTR-Value-Ill-A, FTR-Value H or FTR-Value H Glass | *0+ °" FTR-01 |1t Roof Board or SECUROCK Gypsum-Fiber Roof |- 00+ OF FTR-601|FBS-CR200r ) = 54
- . PG PG FB6-601PG
granule-surface APP modified bitumen |Facer Board
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A,
R-92. |asphalt BUR or SBS modified bitumen or [FTR-Value-Ill-A, FTR-Value H or FTR-Value H Glass ?(—;R 601 or FTR-601 Min. 7/16-inch DEXcell Cement Roof Board EI;R 601 or FTR-601 FB5-CR20 -135.0
granule-surface APP modified bitumen |Facer
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck Prime, DEXcell FA Glass FB5-CR20 or
R-93. |asphalt BUR or SBS modified bitumen or |FTR-Value-IlI-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Mat Roof Board or SECUROCK Gypsum-Fiber Roof [FTR-601 ECO -210.0
. R FB6-601PG
granule-surface APP modified bitumen |Facer Board
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR-Value A,
R-94. |asphalt BUR or SBS modified bitumen or |FTR-Value-IlI-A, FTR-Value H or FTR-Value H Glass |FTR-601 ECO Min. 7/16-inch DEXcell Cement Roof Board FTR-601 ECO FB5-CR20 -135.0
granule-surface APP modified bitumen |Facer
Existing asphaltic BUR or modified Min. 0.5-inch FTR-Value A, FTR-Value H or FTR- FB5-CR20 or
R-95- Ibitumen Value H Glass Facer 0B500 None N/A FB6-601PG 45.0
_— . Min. 0.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FB5-CR20 or
R-96. |Existing asphaltic BUR Value H OB500 Board 0OB500 FB6-601PG 105.0
_— . Min. 1.5-inch FTR-Value, FTR-Value A or FTR- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof FB5-CR20 or
R-97. |Existing asphaltic BUR Value H Polyset CRA Board Polyset CRA FB6-601PG 105.0
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TABLE 178: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type | Attach (3.1.3) Type | Attach (3.1.3) Base Ply | Ply | CapPly | (psf)**
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN FTR-390:
Existing smooth- or granule-surface ) . . .
. X Min. 0.25-inch DensDeck Prime or FTR 601 or FTR- BP1-HA or BP4- |[(Optional) BP1-HA or
R-98.  |asphalt BUR or SBS modified bitumen or | (e o\, oy o ocym-Fiber Roof Board  |601 PG None N/A TA BP4-TA FB2-390 2100
granule-surface APP modified bitumen
Existing smooth- or granule-surface Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck .
R-99. |asphalt BUR or SBS modified bitumen or | FTR-Value-Ill A, FTR-Value H or FTR- ;(T)'; §g1 OrFTR- | prime or SECUROCK Gypsum- ;(T)'; §g1 or FTR _?Zl HA or BP4 (B?,T_?:a') BPI-HA O | gy 390 2325
granule-surface APP modified bitumen |Value H Glass Facer Fiber Roof Board
Min. 0.25-inch DensDeck
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, .
R-100. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-lil A, FTR-Value |-« oo+ O FTR- |Prime, DEXcell FA Glass Mat — JFTR 601 or FTR-|gp) rppsa  |none FB2-390 -67.5
e . 601 PG Roof Board or SECUROCK 601 PG
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer .
Gypsum-Fiber Roof Board
Existing smooth- or granule-surface ) ) . .
R-101. |asphalt BUR or SBS modified bitumen or |V 0-25-inch DensDeck Prime or  —Jore o1 b INone N/A BP1-HA or BP4- |(Optional) BP1-HA or | g, 594 2100
e R SECUROCK Gypsum-Fiber Roof Board TA BP4-TA
granule-surface APP modified bitumen
Existing smooth- or granule-surface Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck .
R-102. |asphalt BUR or SBS modified bitumen or | FTR-Value-Ill A, FTR-Value H or FTR-  |FTR-601ECO | Prime or SECUROCK Gypsum- |FTR-601 ECO _?Zl HA or BP4 (BCF),T_?:a') BPI-HA O | o) 390 2325
granule-surface APP modified bitumen |Value H Glass Facer Fiber Roof Board
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, m:anEOZDSE;ZZ: E:r;l:::l;ﬁat
R-103. |asphalt BUR or SBS modified bitumen or [FTR-Value A, FTR-Value-Ill A, FTR-Value |FTR-601 ECO Roof éoard or SECUROCK FTR-601 ECO BP2-FTRSBSA None FB2-390 -67.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer )
Gypsum-Fiber Roof Board
R-104. |Existing asphaltic BUR Min. 0.25-inch DensDeck Prime 0OB500 None N/A _?ZLHA or BP4- gc:,Zt_l_l?Anal) BP1-HA or FB2-390 -120.0
. . Min. 0.25-inch DensDeck )
R-105. |Existing asphaltic BUR Min. 0.5-inch FTR-Value, FTR-Value A | o0 Prime or SECUROCK Gypsum- |OB500 BP1-HA or BP4- | (Optional) BP1-HA or | o) 1o, -120.0
or FTR-Value H X TA BP4-TA
Fiber Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN HOT ASPHALT:
Existing smooth- or granule-surface ) ) . .
o . Min. 0.25-inch DensDeck Prime or FTR 601 or FTR- BP1-HA or BP4- |(Optional) BP1-HA or
R-106. |asphalt BUR or SBS modified bitumen or | (e o\, oy G ocym-Fiber Roof Board  |601 PG None N/A TA BP4-TA FBA-HA 2100
granule-surface APP modified bitumen
Existing smooth- or granule-surface Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck .
R-107. |asphalt BUR or SBS modified bitumen or | FTR-Value-Ill A, FTR-Value H or FTR- ;(T)'; §g1 OrFTR- | pime or SECUROCK Gypsum- ;(T)'; §g1 or FTR _?Zl HA or BP4 (B?,T_?:a') BPL-HA O | oy A 2325
granule-surface APP modified bitumen |Value H Glass Facer Fiber Roof Board
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . (Optional) BP2-
R-108. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Iil A, FTR-Value ;(T)'; §g1 or FTR ('\3’:;"5'50’\'/'2; 'F;‘ng%ixacr‘;” FA ;(T)'; §g1 or FTR ggg_;ﬁBSA O |FTRSBSA OrBP3-  |FB4-HA -105.0
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer CEFA
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AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) Base Ply Ply CapPly | (psf)**
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, Min. 0.25-inch DensDeck (Optional) BP2-
R-109. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Iil A, FTR-Value gi ﬁgl OfFTR" | brime or SECUROCK Gypsum- gi ﬁgl or FTR EE;_EEZBSA " |FTRSBSA or BP3-  |FB4-HA -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer Fiber Roof Board CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . FTR 601 or FTR- (Optional) BP2-
R-110. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Iil A, FTR-Value ;(T)'; §g1 or FTR ('\3’:;"5'50’\'/'2; 'F;‘ng%ixacr‘;” FA" 1601 PG, 6-inch ggg_;ﬁBSA O |FTRSBSA OrBP3-  |FB4-HA -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer o.c. CEFA
Existing smooth- or granule-surface . . . .
R-111. |asphalt BUR or SBS modified bitumen or | M- 0-25-inch DensDeck Prime or -\ 01 ey Inone N/A BP1-HA or BP4- |(Optional) BP1-HAor | o) |\ -210.0
e R SECUROCK Gypsum-Fiber Roof Board TA BP4-TA
granule-surface APP modified bitumen
Existing smooth- or granule-surface Min. 1.5-inch FTR-Value, FTR-Value A, Min. 0.25-inch DensDeck .
R-112. |asphalt BUR or SBS modified bitumen or |FTR-Value-lll A, FTR-Value H or FTR-  |FTR-601 ECO  |Prime or SECUROCK Gypsum- |FTR-601 ECO  |oF L HA Or BP4- |(Optional) BP1-HAor o)\ 2325
o . . TA BP4-TA
granule-surface APP modified bitumen |Value H Glass Facer Fiber Roof Board
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . (Optional) BP2-
R-113. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Ill A, FTR-Value |FTR-601 ECO ('\;’:!;'SOI\';; "F;’ng%i);crfj” FA" lrrR-601 ECO EE;:EEEZBSA O |FTRSBSA Or BP3-  |FB4-HA -105.0
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, Min. 0.25-inch DensDeck BP2-ETRSBSA or (Optional) BP2-
R-114. |asphalt BUR or SBS modified bitumen or |[FTR-Value A, FTR-Value-IIl A, FTR-Value [FTR-601 ECO Prime or SECUROCK Gypsum- |FTR-601 ECO BP3-CEEA FTRSBSA or BP3- FB4-HA -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer Fiber Roof Board CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . (Optional) BP2-
R-115. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Iil A, FTR-Value |FTR-601 ECO (“;'I!;'SO'\';; 'F;’ng%i);crfj” FA E:i;oi ECO’ EE;_EEEZBSA " |FTRSBSA or BP3-  |FB4-HA -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer o CEFA
R-116. |Existing asphaltic BUR Min. 0.25-inch DensDeck Prime 0B500 None N/A $21’HA or BP4- (BCF),’Zt_?:a') BPL-HA O | oy A 825
. . Min. 0.25-inch DensDeck .
R-117. |Existing asphaltic BUR Min. 0.5-inch FTR-Value, FTR-Value A | o0 Prime or SECUROCK Gypsum- |OB500 BP1-HA orBP4- | (Optional) BP1-HA or | o) 1\ -120.0
or FTR-Value H . TA BP4-TA
Fiber Roof Board
FIBERTITE-FB, FIBERTITE-SM FB, FIBERTITE-XT FB OR FIBERTITE-XTREME FB APPLIED IN POLYSET COMMERCIAL ROOF ADHESIVE, FTR-601 PG OR COLPLY EF ADHESIVE:
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, FTR 601 or FTR- Min. 0.25-inch DensDeck FTR 601 or FTR- BP1-HA, BP2- (Optional) BP1-HA, |FB5-CR20,
R-118. |asphalt BUR or SBS modified bitumen or [FTR-Value A, FTR-Value-Ill A, FTR-Value 601 PG Prime or SECUROCK Gypsum- 601 PG FTRSBSA, BP3- [BP2-FTRSBSA, BP3- |FB6-601PG -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer Fiber Roof Board CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . BP1-HA, BP2- (Optional) BP1-HA,  [FB5-CR20,
R-119. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-lll A, FTR-Value gi ﬁgl orFTR (“;'I!;'SO'\'AZ; 'F:’ng%i);crfj” FA EI)E ﬁgl OF TR FTRSBSA, BP3-  |BP2-FTRSBSA, BP3- |FB6-601PG | -105.0
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . FTR 601 or FTR-|{BP1-HA, BP2- (Optional) BP1-HA, |FB5-CR20,
R-120. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Iil A, FTR-Value ;(T)'; §g1 or FTR ('\3’:;"5'50’\'/'2; 'F;‘ng%ixacr‘;” FA" |601PG, 6-inch |FTRSBSA, BP3- |BP2-FTRSBSA, BP3- |FB6-601PG | -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer o.c. CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA
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AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the
substrate (See Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Substrate Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type Attach (3.1.3) Base Ply Ply CapPly | (psf)**

Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, Min. 0.25-inch DensDeck BP1-HA, BP2- (Optional) BP1-HA, |FB5-CR20,

R-121. |asphalt BUR or SBS modified bitumen or [FTR-Value A, FTR-Value-Ill A, FTR-Value |FTR-601 ECO Prime or SECUROCK Gypsum- |FTR-601 ECO |FTRSBSA, BP3- |BP2-FTRSBSA, BP3- |FB6-601PG -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer Fiber Roof Board CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, Min. 0.25-inch DEXcell EA BP1-HA, BP2- (Optional) BP1-HA,  [FB5-CR20,

R-122. |asphalt BUR or SBS modified bitumen or |[FTR-Value A, FTR-Value-Ill A, FTR-Value [FTR-601 ECO Glas.s Mat Roof Board FTR-601 ECO FTRSBSA, BP3- [BP2-FTRSBSA, BP3- |FB6-601PG -105.0
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA
Existing smooth- or granule-surface (Optional) Min. 1.5-inch FTR-Value, . . BP1-HA, BP2- (Optional) BP1-HA, |FB5-CR20,

R-123. |asphalt BUR or SBS modified bitumen or |FTR-Value A, FTR-Value-Ill A, FTR-Value |FTR-601 ECO '(\;/:!;'Sol\fi Eng%iﬁ” FA Ezicioi ico, FTRSBSA, BP3- |BP2-FTRSBSA, BP3- |FB6-601PG | -167.5
granule-surface APP modified bitumen |H or FTR-Value H Glass Facer o CEFA or BP4-TA |CEFA or BP4-TA or FB7-CEFA

TABLE 17c: STEEL - RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

tem Attachment MDP
Syste SLbstas Insulation Layer - Roof Cover (3.1.4) I
No. (4.1.2) Fastener (3.1.1, 4.2.2) Spacing (psf)
Existing standing seam or lap seam One or more layers, any combination, . . . . . . . . .
g 8 X .p . R y . Y X Fastener Options: FTR Retro-Driller 12-inch o.c. along |FiberTite, FiberTite-XT, FiberTite-SM or
metal roof covers having min. 16 ga., [min. 1.5-inch thick, min. 16-psi ) . . . X . X X R
R-124. | . R . . R Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC |purlins spaced max. |FiberTite-XTreme induction welded with | -52.5
min. 50 ksi steel purlins spaced max. |compressive strength, loose laid or . X . , .
. NI Plate or SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube  |60-inch o.c. plate-manufacturer’s welding tool.
60-inch o.c. preliminarily attached
3 , Fastener Options: FTR Retro-Driller . . . . . . .
Existing standing seam or Ia.p seam Or'1e or mpre Iay'ers a.”y comb!natlon . . . 12-inch o.c. along |FiberTite-XT, FiberTite-SM or FiberTite-
metal roof covers having min. 16 ga., [min. 1.5-inch thick, min. 16-psi Plate Options: OMG RhinoBond Insulation Plate (PVC), . . . .
R-125. | . . . . . - X purlins spaced max. [XTreme induction welded with plate- -52.5
min. 50 ksi steel purlins spaced max. [compressive strength, loose laid or OMG RhinoBond TreadSafe Plate (PVC) with TreadSafe . , .
. R X 60-inch o.c. manufacturer’s welding tool.
60-inch o.c. preliminarily attached insert or Trufast PVC IW Plate
Existing standing seam or lap seam  |One or more layers, any combination, |Fastener Options: SFS Dekfast DF-#12-PC-SQ3 or Trufast . . ) . ) ) .
& 8 R .p . . y . Y R N Q 12-inch o.c. along |FiberTite, FiberTite-XT, FiberTite-SM or
metal roof covers having min. 12 ga., [min. 1.5-inch thick, min. 16-psi #12 Purlin Fastener . . . X X !
R-126. ) R . . . ) . . purlins spaced max. |FiberTite-XTreme induction welded with| -52.5
min. 50 ksi steel purlins spaced max. |compressive strength, loose laid or Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC X ) R
. N - : 60-inch o.c. plate-manufacturer’s welding tool.
60-inch o.c. preliminarily attached Plate or SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Existing standing seam or lap seam  |One or more lavers. any combination Fastener Options: SFS Dekfast DF-#12-PC-SQ3 or Trufast
XISting "8 R .p ) . " y e .y ¢ !n 10N 1412 Purlin Fastener 12-inch o.c. along |FiberTite-XT, FiberTite-SM or FiberTite-
metal roof covers having min. 12 ga., |min. 1.5-inch thick, min. 16-psi . . X . . R .
R-127. | . . . . . Plate Options: OMG RhinoBond Insulation Plate (PVC), purlins spaced max. [XTreme induction welded with plate- -52.5
min. 50 ksi steel purlins spaced max. |compressive strength, loose laid or - X . , R
. T OMG RhinoBond TreadSafe Plate (PVC) with TreadSafe 60-inch o.c. manufacturer’s welding tool.
60-inch o.c. preliminarily attached X
insert or Trufast PVC IW Plate
Existing standing seam or lap seam  |One or more layers, any combination . .
g 6 seam or fap _ ore fayers, any ! " |Fastener Options: FTR Retro-Driller 6-inch o.c. along  |FiberTite, FiberTite-XT, FiberTite-SM or
metal roof covers having min. 16 ga., [min. 1.5-inch thick, min. 16-psi ) . . . X . X X R
R-128. | . R . . R Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC |purlins spaced max. |FiberTite-XTreme induction welded with | -82.5
min. 50 ksi steel purlins spaced max. |compressive strength, loose laid or . K . , K
. NS Plate or SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube  |60-inch o.c. plate-manufacturer’s welding tool.
60-inch o.c. preliminarily attached
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TABLE 17c: STEEL - RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Substrate Attachment MDP
Insulation Layer Roof Cover (3.1.4)
No. (4.1.2) v Fastener (3.1.1, 4.2.2) Spacing (psf)
Existing standing seam or lap seam  |One or more layers, any combination, |Fastener Options: FTR Retro-Driller . . . . . . .
g & R .p ) . y . Y . ) . X 6-inch o.c. along FiberTite-XT, FiberTite-SM or FiberTite-
metal roof covers having min. 16 ga., [min. 1.5-inch thick, min. 16-psi Plate Options: OMG RhinoBond Insulation Plate (PVC), X . . .
R-129. | . R . . . - X purlins spaced max. [XTreme induction welded with plate- -82.5
min. 50 ksi steel purlins spaced max. [compressive strength, loose laid or OMG RhinoBond TreadSafe Plate (PVC) with TreadSafe . , -
. R X 60-inch o.c. manufacturer’s welding tool.
60-inch o.c. preliminarily attached insert or Trufast PVC IW Plate

isti i 3 ination, Fastener Options: SFS Dekfast DF-#12-PC-SQ3 or Trufast X X . X . . §
Existing standing seam or lap seam  [One or more layers, any combination p Q G-inch o.c. along FiberTite, FiberTite-XT, FiberTite-SM or

i in. . in. 1.5-i i in. 16-psi #12 Purlin Fast
R-130. mfatal roof' covers haylng min. 12 ga., |min. 1.5 ||.'1ch thick, min. 16 p5|. ur ”_1 astener X X purlins spaced max.|FiberTite-XTreme induction welded with| -82.5
min. 50 ksi steel purlins spaced max. [compressive strength, loose laid or Plate Options: FTR-IW isoweld, SFS isoweld F1-P-6.8 PVC . , :
) R X . 60-inch o.c. plate-manufacturer’s welding tool.
60-inch o.c. preliminarily attached Plate or SFS FI-P-16.0-PVC Plate with FI-R-20 insert tube
Existing standi | o | binati Fastener Options: SFS Dekfast DF-#12-PC-SQ3 or Trufast
n::t:—:FEOZ?:O\I/ESSE:\?norn?i‘:\ Si;ma m?: T:i:;i :r:/i(celzs’n??ny iosm s;na lon, #12 Purlin Fastener 6-inch o.c. along FiberTite-XT, FiberTite-SM or FiberTite-
R-131. | . A ving min. °.2 ga., T » in. ~o-pst Plate Options: OMG RhinoBond Insulation Plate (PVC), purlins spaced max.|XTreme induction welded with plate- -82.5
min. 50 ksi steel purlins spaced max. [compressive strength, loose laid or - N . B R
OMG RhinoBond TreadSafe Plate (PVC) with TreadSafe 60-inch o.c. manufacturer’s welding tool.

60-inch o.c. liminarily attached
inch o.c prefiminartly attache insert or Trufast PVC IW Plate

TABLE 17p: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Insulation (3.1.2) Roof Cover (3.1.4) MDP
Deck (4.1.2) MbDP
No. Type Attach Membrane Fastener (3.1.1, 4.2.2) Attachment sf]
OPEN STYLE:
Existing standing seam or lap seam
R-132 metal roof covers having min. 12 gauge |One or more layers, any Prelim. FiberTite, XT, |FTR-PurlinT Fastener with |18-inch o.c. within min. 5-inch wide laps spaced max. 95-inch o.c. -30.0
" 1(0.105 in.), 36 ksi steel purlins spaced combination attached SM or Xtreme |FTR Magnum-R275 to engage steel purlin. Laps sealed with 1.5-inch heat weld. (NO HVHZz)
max. 95-inch o.c.
Existing standing seam or lap seam
R-133 metal roof covers having min. 12 gauge |One or more layers, any Prelim. FiberTite, XT, |FTR-PurlinT Fastener with |12-inch o.c. within min. 5-inch wide laps spaced max. 95-inch o.c. 45.0
" 1(0.105 in.), 36 ksi steel purlins spaced combination attached SM or Xtreme |FTR Magnum-R275 to engage steel purlin. Laps sealed with 1.5-inch heat weld. ’
max. 95-inch o.c.
Existing standing seam or lap seam
R-134 metal roof covers having min. 12 gauge |One or more layers, any Prelim. FiberTite, XT, |FTR-PurlinT Fastener with |6-inch o.c. within min. 5-inch wide laps spaced max. 95-inch o.c. to 675
" 1(0.105 in.), 36 ksi steel purlins spaced combination attached SM or Xtreme |FTR Magnum-R275 engage steel purlin. Laps sealed with 1.5-inch heat weld. ’
max. 95-inch o.c.
CLOSED STYLE:
Existing standing seam or lap seam 12-inch o.c. through the field of the membrane in rows spaced
R-135 metal roof covers having min. 12 gauge |One or more layers, any Prelim. FiberTite, XT, |FTR-PurlinT Fastener with |max. 120-inch o.c. to engage steel purlin. Fastener rows covered 450
" 1(0.105 in.), 36 ksi steel purlins spaced combination attached SM or Xtreme |FTR Magnum-R275 with a 6-inch wide strip of FiberTite membrane with 1%-inch field ’
max. 120-inch o.c. welds on all sides.
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TABLE 17e: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER*

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when installed atop the substrate, irrespective of the deck type (See Section 4.1.2) or performance of the substrate (See
Section 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System MDP
No. Substrate (4.1.2, 4.2.2) Roof Cover (3.1.4) (psf)**
R-136. |Existing fully adhered granule-surface built-up roof (BUR), or existing fully adhered granule-surface APP or SBS modified bitumen FB2-390 (2 gal./square) -85.0
R-137. |Existing fully adhered smooth-surface built-up roof (BUR) or existing fully adhered smooth-surface SBS modified bitumen FB2-390 (2 gal./square) -410.0
R-138. Ex!st!ng fully adhered smooth-surface or granulfejsurfa.zce built-up roof (BUR), existing fully adhered smooth-surface or granule-surface SBS modified bitumen or FBA-HA or EB5-CR20 4100
existing fully adhered granule-surface APP modified bitumen
R-139. |Existing fully adhered smooth-surface SBS modified bitumen FB6-601PG -410.0
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