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SILL INSTALLATION:
— 1. - PLACE 3 BEADS OF APA-AFG-O1
1 i spzcglrmmuu ADHESIVE ON THE SILL PLATE.
SILL INSTALLATION: MIN 3 DIAMETER BEADS MUST BE LARGE ENOUGH
- PLACE 3 BEADS OF APA-AFG-01 TO CONTACT SILL
SPECIFICATION ADHESIVE ON THE SILL PLATE. | [emma H—a
MIN § DIAMETER BEADS MUST BE LARGE ENOUGH >
TO CONTACT SILL ‘
5 o
“GLASS COMPLIES WITH
ASTM E1300"
JAMB SCREW INSTALLATION METHOD: GLAZING DETAIL MASONRY CLIP INSTALLATION METHOD:
~ UNIT MUST NOT BE IN DIRECT CONTACT WITH EITHER CONCRETE - UNIT MUST NOT BE IN DIRECT CONTACT WITH EITHER CONCRETE OR TREATED
OR TREATED BUCK MATERIAL. IF SHIM SPACE IS LESS THAN BUCK MATERIAL, IF SHIM SPACE IS LESS THAN 1/8° WRAPPING THE UNIT ON
1/8° WRAPPING THE JAMBS AND HEAD JAMB WITH WINDOW FLASHING ALL 4 SIDES INCLUDING CLADDING WITH WINDOW FLASHING TAPE IS REQUIRED
TAPE LS REQUIRED AS A BARRIER BETWEEN THE UNIT AND CONCRETE AS A BARRIER BETWEEN THE UNIT AND CONCRETE OR TREATED LUMBER.
. - MINIMUM OF 2 FASTENERS PER SIDE.
T ECUREATHE JAMES QNDCHEAD JAMB WITH #8 X 3 SCREWS. - APPLY 3/87PLYWDOD FILL BLOCK TO HEAD JAMB WITH TWO 5/16° BEADS OF
L e ReW LRCATION STRUCTURAL ADHESIVE.  ATTACH HEAD JAMB CLIPS WITH A #8 X 7/8’ SCREM.
d - ATTACH CLIPS TO JAMBS WITH TWD #8 X 5/8' SCREWS.

WRAP CLIP TO THE INTERIOR AND PRE-DRILL TWO 5/32° HOLES FOR SCREWS.
ATTACH THE CLIP TO THE BUCK WITH TWO 1 5/8° SHEET ROCK SCREWS OR TwO
#8 X 1 1/2" SHEET METAL SCREWS. SEE NOTE #3 BELOW IF FASTING INTO
TREATED LUMBER.

MINIMUM OF 2 CLIPS PER SIDE

SCREWS MUST BE FULLY EMBEDDED.
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NOTES: UNSPECIFIED TOLERANCES
1. THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR FLASHING & UNIT TYPE: DECIMALS: |ANGLE DEG: |COLLECTION: ULTIMATE
As SEALING REQUIREMENTS, REFER T0 THE INSTALLATION INSTRUCTIONS. USFD XX + .03 s
. i o
T TR ot =T o o e TN
3. IF CHEMICALLY TREATED LUMBER IS USED FOR BUCK MATERIAL, oo STRUCTIURAL ATESIVE ';'Nf;;‘: FAB LINEAL: |DESCRIPTION: INSTALLATION USFD
FASTENERS INTO THE BUCK MUST BE A MINIMUM OF 0, 90 0Z/FT~2 e A . £ NA
ZINC HOT DIPPED GALVANIZED DR STAINLESS STEEL TYPE 304 OR 316 e o seRE - .000
3 |--————-— |2X _WiOD BUCK BY OTHERS|MATERIAL: CHK: SIZE: |CLASS:. |DWG NO:
2 B T NA B MISC 00113000
ey = 146 X 3° WOOD SCREW APP: SCALE: |DATE: _ |DWG BY: SHEET:
o | REF ND DESCRIPTION NA | 05/08/18 BORNEMAN, SKIP 10F1
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