REVISIONS
REV. NO.| ZONE: | DATE: | ECN NO.| APPVD: DESCRIPTION
08 - | 05/2005 - - UPDATED CODE REF., SPECIFIED OPTIONAL ACRYLIC.
BY DOOR INSTALLERS CLOSES ROLLER CHANNEL: 03 1 = Jio/2005 ] .= = | ADDED ROLLER OPTION
INTERMEDIATE HANGER REQUIRED FOR DOORS IF UP 10 12'-2” WIDE X 18’-0” HIGH 10 - 11/2008 = = ADDED MPC; UPDATED JAMB ATTACHMENTS.
HORIZONTAL TRACK DEFLECTION EXCEEDS — - -
A Iee e e e n 11 02/2012 UPDATED WINDCODE CHART
A 12 - 12/2019 B - UPDATED CONCRETE JAMB FASTENER DETAILS.
NOTE: DOUBLE TRACK LOW [/
HEADROOM, HI—LIFT TRACK, 7 A AYAY A Y MODELS AVAILABLE (CLOPAY/ HOLMES/ IDEAL) 13 - |11/30/20 - - UPDATED TITLE BLOCK AND REMOVED WINDCODE CHART.
FOLLOW—THE—ROOF TRACK, . = ;
AND VERTICAL LIFT TRACK % MODELS 525, 524, 520/ 225, 224/ CSEST, C5ST, C4ST, COST
ARE, AVAILABLE OPTIONS. 1/} MOBETS Sh5y oy 2 AMCRES WIND LOAD REQUIREMENTS OF THE FLORIDA BULDING. CODE -
.. : " — WIND L UIREM
9 TRACKS A=S0] BVAICABLES / — i :MODEL? 525V, 524V CSESV, C5Sv, C4sv OR INTERNATIONAL BUILDING CODE BUT DOES NOT MEET THE
A 7 _,-'/ MODELS 5255, 5245, 5205/ 2255, 224S/ CSESS, C5SS, C4SS, COSS B oS (REr CHATTER 16 i nagy T\DBORNE. DEBRIS
GALV STEEL TRACK
f SECTIONS- mg&cnuNs ARE 1-7/8° THK PANELS ROLL
HORIZONTAL - 14 GA. MIN. WWUEFIRMED OF .019” MIN. HOT DIPPED
o W D " IZING ROLL FORMED STEEL. ADJUSTABLE TOP ROLLER BRACKET
GALVANIZED STEEL & Q,S t OF 12 GA. GALV. STEEL, INSTALLED
[ S CEN ON DOOR WITH (4) #14 X 5/8° LG
pRacc SEETIORS NOMBER OF| & W WO ENSE SHEET METAL SCRES
VERTICAL - .060 MIN DOOR HEIGHT Ar |NOMBER OF DOOR WIDTH CENTER S
B SECTIONS Ee S %7 No.91932 {
VERTICAL TRACK CAN BE up 70 8'-0* 4 = "
EITHER BRACKET MOUNT 8’-3" THRU 10'-0° 5 UP TO 9'-2* 1 = : * 3" X 20 GA. GALV STEEL U—BAR.
CONTINUOUS ANGLE OR ' 10’-3* THRU 12'-0* 6 = s ONE U-—BAR PER DOOR SECTION,
OPENING AL ) 12'-3¢ THRU 14'—0° 5 9'-3" THRU 12'-2* 2 = -% STATE OF EXCEPT THERE ARE TWO U—BARS ON
| TRACK CLIPS ARE 12 GA. 16'-3" THRU 18’-0° 9 . é'AR ] [ 1
24° TYPICAL 3" x 20 GA. GALV. STEEL U-BAR. ONE U- ——  WITH (2) 1/4" X 3/4" SELF-TAPPING

| CTR-CTR

0 4

GALV. STEEL. BRACKETS AND

CLIPS ARE ATTACHED TO TRACK

WITH EITHER TWO 1/4" RIVETS
OR ONE 1/4" BOLT.

L3ye

SIDE ELEVATION
STANDARD-LIFT TRACK DETAILS

18 GA. MIN. GALV.
CENTER STILE.
FASTENED TO DOOR
SKIN WITH TOG-L-LOC
SYSTEM.

|

#14X5/8" SHEET METAL

18 GA. MIN. GALV.
END STILE. FASTENED TO
DOOR SKIN WITH

TOG-L~LOC SYSTEM.

=

%ALV

CENTER HINGE

‘éu

FASTENED wiTH SECTION 2-2

(4) #4x5/8"
SHEET METAL

SCREWS.

ANCHOR NOTE: FIRST (BOTTOM) ANCHOR STARTING AT NO MORE
THAN HALF OF THE MAXIMUM ON-—CENTER DISTANCE. HIGHEST
ANCHOR INSTALLED AT LEAST AS HIGH AS THE DOOR OPENING.

SECTION, EXCEPT THERE ARE TWO U—-BARS ON H

BOTTOM SECTION. U—BARS ATTACHED AT EACH STIL ““mnl““

LOCATION WITH (2) 1/4" x 3/4" SELF—TAPPING

SCREWS.

\\\hPTIDNAL ACRYLIC IS
PLASKOLITE OPTIX, AN
APPROVED CCa2 PLASTIC
IN COMPLIANCE WITH
IBC/FBC 2606.

SCREWS.

W A
2,000 PSI MIN
CONCRETE

3/87x2" MIN. EMBED SLEEVE]
ANCHOR. 1-1/4" WASHER

REQUIRED. 24" MAX.
ON—CENTER SPACING TO

2,000 PSI MIN
CONCRETE
1/4"x2" MIN. EMBED
SELF-TAPPING CONCRETE
ANCHOR. 1-1/4"
WASHER REQUIRED. 24"

MAY BE BACK—FILLED
WITH CONCRETE, BUT

3/16" MIN. STEEL
JAMB

1/47x3/4"
SELF TAPPING
SCREW.

3/8"x1-1/2" MIN.
EMBED LAG
SCREW. 24" MAX.
0.C. TO SECURE
2x6 WOOD JAMB

Ve

THE DESIGN OF THE

SUPPORTING STRUCTURAL
ELEMENTS IS THE RESPONSIBILITY
OF THE BUILDING ENGINEER OR

TEMPERED ALUMINUM EXTRUSION WITH
INTEGRAL RETAINER FOR FLEXIBLE

5

VINYL ASTRAGAL—\ ¢

TEST LOADS

SCREWS QTY (4) ALONG isfé;é%ﬂ';;“%g o L ,.—i:,_f_l: OPTIONAL 24" x 6" POLYPROLPYLENE SCREW
1 TOGETHER FRAME TYPE DSB OR 1/8" ACRYLIC
CPATER OF EXCH HINCE =X CENTER OF EACH HINGE ST | / WINDOW LITES AVAILABLE. / END HINGES 0OF MIN.
14 GA. GALV. STEEL, FASTENED WITH
) / (4) #14 X 5/8" LG, SHT. MTL. SCREWS
AND (4) 1/4'x3/4" SELF-TAPPING SCREWS.
END HINGES S g 4 # 7
CENTER HINGES P Y _ﬂ_]
Y, 4 7 # A
- - . - P il
2 . 2 OPTIONAL ALUMINUM FULL VISION A .

- ! L,  WINDOW LITE SECTIONS AVAILABLE L—— “2° 10 BALL SHORT STEM STEEL
1/4"X3/4" SELF TAPPING | eee—,me——stee—=— [ (1/8" DSB, 1/8" ACRYLIC, OR 1/4" WIRE) ROLLER WITH STEEL DR NYLDON
SCREWS. QTY. (4) ALONG 1 || FULL VISION SECTIONS TO HAVE 2" X 2" X 1/8" TIRE
CORNERS OF EACH HINGE | 3/16" MIN.-| /- MAY BE BACK- ol ®) 2 L—ANGLE HORIZONTAL REINFORCEMENT. L—ANGLES |

L JaMB o ATTACHED TO THE REINFORCING RIB WITH B
KoNcHETE A \ (2) 1/4"-20 X 5/8” HEX HEAD BOLTS AND
NUTS ‘AT EVERY HINGE LOCATION,
1/8°x1" LONG
ELECTROGE M) WELD \ OPTIONAL INSULATION
TO BE LOCATED VERTICALLY TWO POINT (SEE MODEL EXPLANATION)
ggm?ﬁﬂg&é" 12 GA. GALV. REVERSE S2CKIG/ REOD BOTTOM ROLLER BRACKET DF 13 GA
WELD TOE Of ANGLE AT . | i
SAME SPACING. el ot / GALV. STEEL, FASTENED WITH (4
e DIRECTLY TG STEEL JAME. MAX. DOOR WIDTH: 12-2* SECTION 1 - =) #14 X 5/8° LG SHT. MTL. SCREWS
[ STEEL JAMBS} ' T
SELF_TAPPING SCREWS WOO0D_JAMBS BOTTOM SECTION REINFORCED WITH SCOTT HAMILTON, P.E. FLORIDA P.E. #63286

DESIGN LOADS: +25 & —-25 P.S.F.
+37.5 & -37.

5 P.S.F,

MPC: C-PAN-

MANUFACTURING PRODUCT CODE:

1E438

SECURE ANGLE TO MAX. ON—CENTER NOT REQUIRED FOR - it | To_woaD ARCHITECT OF RECORD.
CONCRETE. 2-5/8" MIN. SPACING TO SECURE SELF TAPPING SCREW. %3 S*ééﬁk é’-c- STRUCTURE. .
EDGE DISTANCE. C'SINK ] ANGLE TO CONCRETE. ANGLE TO =i 7s0TA. NxER RESD! l—i—'ﬂoeisEz‘Xﬁc(Egmse - nlo a Egggn Dgil-(ledggzti}evl?srg T P20
. ] 1-5/8" MIN. E i
E?E_?": REQUIRED. AR bernce 0% FTEEL JAMB: C'SINK IF NEEDED. e QR p y Tel. No. 513-770-4800 \/\/ 4
BRACKET MOUNT OR CONTINUOUS BRACKET MOUNT OR CONTINUOUS ALL RIGHTS RESERVED. 00 = +.015 |DESCRIPTION: COMMERCIAL RIBBED DOOR, 12° 2° WIDTH, +/- 25 PSF DESIGN LOAD
70 26 42 OR BETIER / T0 246 42 OR BETTER oo e 000 2 355  IDRAWN BY: RKK DATE: 3/24/99 SCALE/' NOTED
YELLOW PINE JAMB WITH REVERSE OR CONTINUOUS REVERSE OR CONTINUOUS YELLOW ﬁINE JAMB WITH o = = o - : : DWG.
ONE 5/16"x1-5/8" LG. ANGLE MOUNT TRACK ANGLE MOUNT TRACK ONE 5/16"x1-5/8" LG. - Degrees = +1/2 CHECKED BY: Mww DATE: 3/99 SHEET 1 OF 1 |SIZE
LAG SCREW PER BRACKET FASTENED DIRECTLY FA LAG SCREW PER BRACKET Third Angle ;
STENED DIRECTLY Projecti Unless Stated Otherwise
OR TRACK CLIP LOCATION. TO CONCRETE. TO STEEL JAMB. OR TRACK CLIP LOCATION. rojection DIMENSIONS ARE IN INCHES.|DWG. NO.: 101856 VER: IBC






