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AMERICAN CRAFTSMAN WINDOWS

PLY GEM WINDOWS

SILVER LINE WINDOWS AND DOORS

SERIES 2723 (PART #230295), 2724, 2728 (PART #230296) STRUCTURAL BEAM MULLION (HVHZ) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE FOLLOWING:

TAS 203-94

TAS 202-94

TAS 201-94

ASTM E330

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND 2X FRAMING AS A MAIN WIND FORCE
RESISTING SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A
SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT IN
NON-HVHZ AREAS. IN HVHZ AREAS, ONE TIME PRODUCT APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER.
MULLION & CLIP MATERIAL: ALUMINUM 6063-T6

MULLIONS MAY BE USED WITH ANY APPROVED FENESTRATION PRODUCT, UNDER SEPARATE APPROVAL.

SEE SHEETS 5-16 FOR INSTALLATION ANCHOR REQUIREMENTS FOR SPECIFIC ANCHORING REQUIREMENTS, MULLION
CONFIGURATIONS, AND DESIGN LOAD CAPACITIES.

IN ACCORDANCE WITH THE CURRENT FBC CH20 DISSIMILAR METALS INCLUDING FASTENERS THAT MAY COME INTO
CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE PROTECTED.

WHEN USED IN AREAS REQUIRING WIND BORNE DEBRIS PROTECTION THIS PRODUCT COMPLIES WITH CHAPTER 16 OF
THE CURRENT FLORIDA BUILDING CODE AND DOES NOT REQUIRE AN IMPACT RESISTANT COVERING.

TABLE OF CONTENTS
SHEET SHEET DESCRIPTION
1 GENERAL NOTES AND TYPICAL ELEVATIONS
2 MULLIONS CROSS SECTIONS
3 ANCHOR CLIP CONFIGURATIONS
4 VERTICAL SECTIONS & ANCHOR SCHEDULES
5 ANCHOR LOAD TABLES FOR 2723 (PART #230295) ONE-WAY MULLION
6 ANCHOR LOAD TABLES FOR 2723 (PART #230295) ONE-WAY MULLION-CMU ONLY
7 ANCHOR LOAD TABLES FOR 2723 (PART #230295) TWO-WAY MULLION
8 ANCHOR LOAD TABLES FOR 2723 (PART #230295) TWO-WAY MULLION-CMU ONLY
9 ANCHOR LOAD TABLES FOR 2724 ONE-WAY MULLION
10 ANCHOR LOAD TABLES FOR 2724 ONE-WAY MULLION-CMU ONLY
11 ANCHOR LOAD TABLES FOR 2724 TWO-WAY MULLION
12 ANCHOR LOAD TABLES FOR 2724 TWO-WAY MULLION-CMU ONLY
13 ANCHOR LOAD TABLES FOR 2728 (PART #230296) ONE-WAY MULLION
14 ANCHOR LOAD TABLES FOR 2728 (PART #230296) ONE-WAY MULLION-CMU ONLY
15 ANCHOR LOAD TABLES FOR 2728 (PART #230296) TWO-WAY MULLION
16 ANCHOR LOAD TABLES FOR 2728 (PART #230296) TWO-WAY MULLION-CMU ONLY
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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INSTRUCTIONS:
1. DETERMINE REQUIRED DESIGN PRESSURE FOR OPENING.
2. CHOOSE A MULLION THAT PROPERLY FITS THE FENESTRATION PRODUCT.
3. DETERMINE WHETHER ASSEMBLY REQUIRES ONE-WAY OR TWO-WAY MULLIONS:
e ASSEMBLIES CONSISTING OF STACKED OR SIDE-BY-SIDE UNITS REQUIRE USE OF ONE-WAY MULLIONS.
e ASSEMBLIES CONSISTING OF MULTIPLE UNITS MULLED TOGETHER WITH MULTIPLE MULLIONS REQUIRE
USE OF TWO-WAY MULLIONS.
4. VERIFY THAT MULLION DESIGN PRESSURE MEETS OR EXCEEDS REQUIRED DESIGN PRESSURE OF OPENING
USING CHARTS ON SHEETS 6-16.
5. QUALIFIED CLIP TYPES APPEAR ON SHEETS 3 & 4. MULTIPLE ANCHOR TYPE/SUBSTRATE/CLIP COMBINATIONS
WITHIN AN OPENING ARE ALLOWED.
6. THE LESSER DESIGN PRESSURE OR MULLION OR FENESTRATION PRODUCT WILL GOVERN OVERALL ASSEMBLY

DESIGN PRESSURE RATING.

Digitally signed by Hermes F. Norero, P.E.
Reason: | am approving this document
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1.00" 2.00" f 1.00"
SERIES 2723 (PART #230295) SERIES 2724 SERIES 2728 (PART #230296)
TUBE MULLION TUBE MULLION TUBE MULLION
NOTE:
1. MULLION PROFILES SHOWN ABOVE ARE
OF ALUMINUM, 6063-T6 MATERIAL
2. SEE SHEET 3 FOR SPECIFIC CLIP TYPES

AND DIMENSIONS.
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MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
(6) ANCHORS FOR WOOD SCREW OR MULLION TO MULLION ANCHORING

Nk
DETAIL 1
COUNTERSINK HOLE

MULLION ANCHOR BRACKET 50-2722 (PART #230297)
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REMARKS BY | DATE
7th FBC EDITION LH [ 10/20
8th FBC EDITION LH [ 09/23
CURRENT FBC LH [ 01/25
CURRENT FBC LH [ 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

(/\)

N

DETAIL 2
THROUGH HOLE

ALUMINUM (6063-T6)
(4) ANCHORS FOR CONCRETE & CMU ANCHORING

0.125" TYP.

NOTE:

1. EITHER OF THE DETAILS SHOWN ABOVE CAN BE USED AS THE TYPE OF HOLE
THROUGH THE MULLION ANCHOR BRACKET, AS LONG AS MIN. EDGE
DISTANCE AND MIN, EMBEDMENT REQUIREMENTS ARE MET.
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MIN. 1-3/8"
—  MAX.2-1/4"
EDGE DISTANCE
$ MULLION ANCHOR
VERTICAL m H BRACKET 50-2722
MULLION \ ¥ N (PART #230297)
i ¥
I I MAX. 1-1/8"
H ! MIN. 1/2"
1 ANCHOR, #8-3/4" SELF N | 1/4" MAX.
DRILLING SCREW FROM 2 ! r
EACH SIDE OF THE | |

MULLION INTO THE
BRACKET, STAGGERED AS
NECESSARY TO AVOID
INTERFERENCE

SUBSTRATE BY OTH ERS/

} i
+

MIN.
EDGE DISTANCE
EXTERIOR INTERIOR
WMULLION ANCHOR BRACKET 50-2722 (PART #230297)
MIN. (6) #12 SELF
EDGE —— DRILLING SMS SCREW
DISTANCE
HORIZONTAL
TRANSOM
MULLION
1/4" MAX. ——
\f' : ! MIN. EMBED
MAX. 1-1/8" i ¥ VERTICAL
MIN. 1/2" ¥ | MULLION
|
| L |
|

1 ANCHOR, #8-3/4" SELF
DRILLING SCREW FROM
EACH SIDE OF THE

s N
MULLION ANCHOR/

BRACKET 50-2722

(PART #230297) \ﬁ MULLION INTO THE
BRACKET, STAGGERED AS
NECESSARY TO AVOID
MIN. 1-3/8" INTERFERENCE
MAX. 2-1/4"
EDGE DISTANCE
INTERIOR

EXTERIOR

€\ VERTICAL SECTION
W ALUMINUM MULLION

SIDE VIEW-VERTICAL

MIN. EMB.

EXTERIOR

MAX. 1-1/8"
MIN. 1/2"

$

MIN.

EDGE DISTANCE

—

SUBSTRATE BY OTH ERS\

INTERIOR

MIN. EMB.

(BN

1 ANCHOR, #8-3/4" SELF
DRILLING SCREW FROM
EACH SIDE OF THE
MULLION INTO THE
BRACKET, STAGGERED AS
NECESSARY TO AVOID
INTERFERENCE

l=— 1/4" MAX.

ANCHOR DETAIL

MIN. 1-3/8"

—  MAX. 2-1/4"

EDGE DISTANCE

VERTICAL
MULLION

MULLION ANCHOR
BRACKET 50-2722
(PART #230297)

\4,/ MULLION ANCHOR BRACKET 50-2722 (PART #230297)
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

ANCHOR SCHEDULE FOR MULLIONS

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,
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SCREW EMBEDME EDGE
SUBSTRATE 'NSTf‘nL(;‘ET'ON QTY PER ANCHOR TYPE NT DISTANCE
LOCATION (IN.) (IN.)
ANCHOR BRACKET
WOO0D 50-2722 (PART 6 #12 WOOD ANCHOR 1-1/2 3/4
#230297)
ANCHOR BRACKET 1/4" @ SIMPSON
CSESCSELE/ 50-2722 (PART 4 STRONG-TIE TITEN 1 2
#230297) ANCHOR
ALUM. ANCHOR BRACKET
MULLION/ALUM. | 50-2722 (PART 6 #12 SELF-DRILLING SMS |3 THREADS 2
/STEEL #230297)
NOTE NOTE

-HEAD, SILL AND JAMB HAVE

SIMILAR DETAILS

DETAILS SHOWN ARE TYPICAL FOR ALL
MULLION & CLIP ASSEMBLIES. SEE
SHEETS 5-10 FOR ALLOWABLE MULLION
CONFIGURATIONS, SIZES, AND DESIGN
PRESSURES.
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2723 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL
L - MULL W - TRIBUTARY WIDTH (IN)

LENGTH (IN)| 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.2 96.8 94.7 92.9 91.4
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.9 95.5 92.5 89.9 87.7 85.7 83.9 82.4
720 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.7 93.7 90.2 87.0 843 81.8 79.6 77.7 76.1 74.6
74.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.7 93.8 89.5 85.8 82.5 79.5 76.9 74.6 72.6 70.8 69.2 67.8

TABLE NOTES: TRIBUTARY WIDTH =M
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION
METHODS & CLIP DETAILS. MULLIONS
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. L
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. 1 ]
5. ANCHOR REQUIREMENTS: MULLION W2
e WOOD: #12 WOOD SCREWS ~
e CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR __{_
o METAL: #12 SELF-DRILLING SCREWS (GRADE 5) W — L
6. INSTALLATION SUBSTRATES:
e WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF
0.75". WOOD SHALL BE MIN. 5.G.=0.55. wi
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE —
OF 2". CONCRETE SHALL BE MIN. 4000 PSI. I |
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL
STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM
SHALL BE MIN. 0.1" THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1"
FOR BOTH ALUM. AND STEEL.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. QUALI FI ED ANCHOR CLI PS
9. DEFLECTIONS HAS BEEN LIMITED TO L/180.INSTALLATION ANCHORS AND ASSOCIATED I —
HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING. A A A A A A
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN 010" ] T T T T T T
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING : 3.25"
CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR 2.47
EQUIVALENT CORROSION RESISTANCE). 0.375" —‘ MULLION ANCHOR BRACKET 50-2722 (PART #230297)
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER ALUMINUM (6063-T6)
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA T FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE —1 1.00" =
COATING PER TPI 1).
) 2723 .H§_ o _¢_ _¢_ o _¢H
PART #230295

MULLION ANCHOR BRACKET 50-2722 (PART #230297)

ALUMINUM (6063-T6)
FOR CONCRETE ANCHORING
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REMARKS BY | DATE
7th FBC EDITION LH [ 10/20
8th FBC EDITION LH [ 09/23
CURRENT FBC LH [ 01/25
CURRENT FBC LH [ 07/26
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2723 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO CMU
L- MULL W - TRIBUTARY WIDTH (IN)

LENGTH(IN)| 18.0 | 200 | 22.0 | 240 | 260 | 280 | 300 | 320 | 340 | 360 | 380 | 400 | 420 | 440 | 460 | 480 | 500 | 520 | 540
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.2 96.8 94.7 92.9 914
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.9 95.5 92.5 89.9 87.7 85.7 83.9 82.4
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.7 93.7 90.2 87.0 84.3 81.8 79.6 77.7 76.1 74.6
74.0 100.0 | 1000 | 100.0 | 1000 | 1000 | 1000 | 1000 | 967 | 938 | 895 | 858 | 825 | 795 | 769 | 746 | 726 | 708 | 692 | 678

] MULLIONS

TABLE NOTES:

1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL MULLION~_| w2

INSTALLATION METHODS & CLIP DETAILS. %

2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. m—

3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. W :

4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS.

5.  ANCHOR REQUIREMENTS: Wi

o CMU: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR
6. INSTALLATION SUBSTRATES: —
« HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE \' e ,‘ \, W e
DISTANCE OF 2". HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO
ASTM C 90. _WI1+W2
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. TRIBUTARY WIDTH =53
9. DEFLECTIONS HAS BEEN LIMITED TO L/180.INSTALLATION ANCHORS AND ASSOCIATED
HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED QUALIFIED ANCHOR CLIPS
IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA
BUILDING CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, T
OR EQUIVALENT CORROSION RESISTANCE). U AU | & & 4
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER T T T T T T
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA " 325"
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR 0.10" — S
PROTECTIVE COATING PER TP1 1). : MULLION ANCHOR BRACKET 50-2722 (PART #230297)
| ALUMINUM (6063-T6)
i FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
}
—1 1.00" |— % o % % o %
2723
PART #230295

Bl !
1900 NE MIAMI CT. UNITS 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL 6067

pate: 02/11/19

DWG. BY: CHK. BY:

HR HEN
NTS

SCALE:

owa. #: S\WDO15

MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
FOR CMU ANCHORING
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AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS
SILVER LINE WINDOWS AND DOORS

ONE SILVERLINE DRIVE
NORTH BRUNSWICK, NJ 08902
PH: (888) 741-0354

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2723 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL
L- MULL W - TRIBUTARY WIDTH (IN)

LENGTH (IN)| 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0 56.0 58.0 60.0 62.0 64.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.0 94.6 91.5 88.5 85.7
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.5 95.6 92.1 88.8 85.7 82.9 80.2 77.7
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.3 94.2 90.4 86.9 83.7 80.7 78.0 75.4 72.9 70.6
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.2 93.7 89.6 85.9 82.5 79.3 76.3 73.6 71.1 68.7 66.5 64.4
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.2 94.2 89.7 85.7 81.9 78.5 75.4 72.5 69.8 67.3 65.0 62.8 60.8 58.9
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.0 90.9 86.4 82.3 78.5 75.1 72.0 69.1 66.5 64.0 61.7 59.6 57.6 55.7 54.0
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.2 93.4 88.2 83.6 79.4 75.6 72.2 69.0 66.2 63.5 61.1 58.8 56.7 54.7 52.9 51.2 49.6
74.0 100.0 100.0 100.0 100.0 100.0 100.0 97.5 91.4 86.0 81.2 77.0 73.1 69.6 66.5 63.6 60.9 58.5 56.2 54.2 52.2 50.4 48.7 47.2 45.7

TWO-WAY MULLION DIAGRAMS
TABLE NOTES: MULLION MULLION \
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION \ |
METHODS & CLIP DETAILS. ;§> W2
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. W B
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. e —
4.  SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS.
5.  ANCHOR REQUIREMENTS: L
e WOOD: #12 WOOD SCREWS
o CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR w1
o METAL: #12 SELF-DRILLING SCREWS (GRADE 5)
6. INSTALLATION SUBSTRATES:
e WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF 3/4".
WOOD SHALL BE MIN. S.G.=0.55. " \' )
o CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE OF 2", ~— W1 W2 —=
CONCRETE SHALL BE MIN. 4000 PSI.
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL TRIBUTARY WIDTH = W1#W2
STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM SHALL BE
MIN. 0.1" THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1" FOR BOTH ALUM.
AND STEEL.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. QUALIFIED ANCHOR CLIPS
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT
MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED N
SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION *F *F *F # *F *F
1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION
RESISTANCE). 0.10"— 3.5
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL va7 MULLION ANCHOR BRACKET 50-2722 (PART #230297)
BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION 1711.1.2 0.375" ALUMINUM (6063-T6)
(e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). FOR WOOD SCREW OR MULLION TO MULLION ANCHORING

bl

2723

PART #230295

F o[+ -+

MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
FOR CONCRETE ANCHORING
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL 6067

pate: 02/11/19

DWG. BY: CHK. BY:
HR HFN

SCALE: NTS

owa. #: S\WDO15
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AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2723 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO CMU SILVER LINE WINDOWS AND DOORS
L- MULL W - TRIBUTARY WIDTH (IN) ONE SILVERLINE DRIVE
LENGTH(IN)| 180 | 20.0 | 220 | 240 | 260 | 280 | 300 | 320 | 340 | 360 | 380 | 40.0 | 420 | 440 | 460 | 480 | 500 | 520 | 540 | 560 | 580 | 60.0 | 620 | 64.0 NORTE'H'?'?;S'\;S)V;/JS'_((’)?;‘;OSQOZ
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.7 90.0 85.7 81.8 78.3 75.0 72.0 69.2 66.7 64.3 62.1 60.0 58.1 56.3
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.8 91.7 87.1 82.9 79.2 75.7 72.6 69.7 67.0 64.5 62.2 60.1 58.1 56.2 54.4
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 93.8 88.8 84.4 80.4 76.7 73.4 70.3 67.5 64.9 62.5 60.3 58.2 56.3 54.4 52.7 .
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.3 90.9 86.1 81.8 77.9 74.4 71.1 68.2 65.5 62.9 60.6 58.4 56.4 54,5 52.8 51.1 Q‘ —_ 2 _\2 %
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 93.4 88.2 83.6 79.4 75.6 72.2 69.1 66.2 63.5 61.1 58.8 56.7 54.8 52.9 51.2 49.6 a é% E bg :;E §
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.4 90.8 85.7 81.2 77.1 73.5 70.1 67.1 64.3 61.7 59.3 57.1 55.1 53.2 51.4 49.8 48.2 § § aa] EE LE) % E a % § g
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 93.8 88.2 83.3 78.9 75.0 71.4 68.2 65.2 62.5 60.0 57.7 55.6 53.6 51.7 50.0 48.4 46.9 E g E(:' \E_fﬁ g % g §§§
74.0 100.0 100.0 100.0 100.0 100.0 100.0 97.3 91.2 85.9 81.1 76.8 73.0 69.5 66.3 63.5 60.8 58.4 56.1 54.1 52.1 50.3 48.6 47.1 45.6 % E E ',\\lzn:' ()] g g E’i Bg
Zwusxr¥z
SE835| 55°%4;
RxEI3| 2 °
NNwn=Z].. 3
N ANANNZO|J2 o
v 3IZ]e &
SINEEE] ERLT
MULLION MULLION =he I |2 |
\ = RIE 2
TABLE NOTES: \ T REMARKS BY | DATE
LH | 10/20
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION 7‘ w2 | 7th FBC EDITION /
METHODS & CLIP DETAILS. } 8th FBC EDITION LH [09/23
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. Z S CURRENT FBC LH | 01/25
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. L CURRENT FBC LH | 07/26
3. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. e
5. ANCHOR REQUIREMENTS: W1 | RO THE REQUIREVENTS DETAILED HEREIN, A LICENSED.
° CMU' 1/4u SIMPSON STRONG TIE TITEN ANCHOR ENGINEERORARCHITECTSHALLPREPARESI%ESPECIFIC
. = DOCUMENTS FOR USE WITH THIS DOCUMENT.
6. INSTALLATION SUBSTRATES:
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE DISTANCE OF
2" HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO ASTM C 90. 4_1 L
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. ~— W1 w2 — L
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION TRIBUTARY WIDTH = W1#W2
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE
SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR EQUIVALENT QUAL' FlED ANCHOR CLl PS
CORROSION RESISTANCE).
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE
SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE ——— ! ki cr 1
SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). E*; E*; E*; + E.B E.B FBPE CERT. OF AUTHORIZATION No. 29578
FL#:
3.25"
0.10" = ) MULLION ANCHOR BRACKET 50-2722 (PART #230297) FL 6067
2.47 ALUMINUM (6063-Té6) pate: 02/11/19
| FOR WOOD SCREW OR MULLION TO MULLION ANCHORING SWe By R BY.
0.375" HR HFN
f 4%;, o 44;, 4%9, o 4%;, scate:  NTS
—— 1.00" |=—
9793 owa. #: S\WDO15
PART #230295 SHEET

MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
FOR CMU ANCHORING
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AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS
SILVER LINE WINDOWS AND DOORS

ONE SILVERLINE DRIVE
NORTH BRUNSWICK, NJ 08902
PH: (888) 741-0354
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REMARKS BY | DATE
7th FBC EDITION LH | 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2724 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL
L- MULL W - TRIBUTARY WIDTH (IN)

LENGTH(IN)| 180 | 200 | 220 | 240 | 260 | 280 | 300 | 320 | 340 | 360 | 380 | 400 | 420 | 440 | 460 | 480 | 500 | 520 | 54.0
60.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
62.0 1000 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
64.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 989 | 97.0 | 955 | 942
66.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 993 | 961 | 933 | 909 | 888 | 87.0 | 85 | 842
68.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 97.2 | 933 | 899 | 870 | 844 | 821 | 801 | 784 | 769 | 756
70.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 97.3 | 926 | 885 | 849 | 818 | 790 | 766 | 744 | 725 | 709 | 69.4 | 682
72.0 100.0 | 100.0 | 1000 | 100.0 | 1000 | 99.8 | 940 | 89.0 | 847 | 809 | 775 | 746 | 720 | 697 | 67.7 | 659 | 643 | 629 | 617
74.0 100.0 | 100.0 | 1000 | 100.0 | 979 | 916 | 83 | 816 | 776 | 741 | 710 | 682 | 658 | 637 | 617 | 601 | 586 | 57.3 | 561

TABLE NOTES: ] MULLIONS
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION 1 __
METHODS & CLIP DETAILS.
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. MULLION~_ | w2
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. |
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. — !
5. ANCHOR REQUIREMENTS: W s
« WOOD: #12 WOOD SCREWS
o CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR w1
o METAL: #12 SELF-DRILLING SCREWS (GRADE 5)
6. INSTALLATION SUBSTRATES: —
« WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF 3/4". L Wi 4_1 L W
WOOD SHALL BE MIN. 5.G.=0.55.
o CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE OF 2". Wi
CONCRETE SHALL BE MIN. 4000 PSI. TRIBUTARY WIDTH =557~
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL
STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM SHALL
BE MIN. 0.1" THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1" FOR BOTH
BE MIN. 0.1 THICK QUALIFIED ANCHOR CLIPS
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH.
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9.  INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT
MATERIAL OR HAVE A CORROSION RESISTANT COATING. %% %% %% %% %% %%
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE 100"
SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 35, OR EQUIVALENT U T  MULLION ANCHOR BRACKET 50-2722 (PART #230297)
CORROSION RESISTANCE). ALUMINUM (6063-T6)
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE o1or , 8y FORWOOD SCREW OR MULLION TO MULLION ANCHORING
SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION : -
1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). 207
0.25" l O O
=
R—
~— 2.00 MULLION ANCHOR BRACKET 50-2722 (PART #230297)
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FOR CONCRETE ANCHORING
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AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS
SILVER LINE WINDOWS AND DOORS

ONE SILVERLINE DRIVE
NORTH BRUNSWICK, NJ 08902
PH: (888) 741-0354
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REMARKS BY | DATE
7th FBC EDITION LH [ 10/20
8th FBC EDITION LH [ 09/23
CURRENT FBC LH [ 01/25
CURRENT FBC LH [ 07/26
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2724 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO CMU
L - MULL W - TRIBUTARY WIDTH (IN)

LENGTH (IN)| 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.9 97.0 95.5 94.2
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 96.1 93.3 90.9 88.8 87.0 85.5 84.2
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.2 93.3 89.9 87.0 84.4 82.1 80.1 78.4 76.9 75.6
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.3 92.6 88.5 84.9 81.8 79.0 76.6 74.4 72.5 70.9 69.4 68.2
72.0 100.0 100.0 100.0 100.0 100.0 99.8 94.0 89.0 84.7 80.9 775 746 72.0 69.7 67.7 65.9 64.3 62.9 61.7
74.0 100.0 100.0 100.0 100.0 97.9 91.6 86.3 81.6 77.6 74.1 71.0 68.2 65.8 63.7 61.7 60.1 58.6 57.3 56.1

] MULLIONS
TABLE NOTES: MULLION 4 w2
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL &:L
INSTALLATION METHODS & CLIP DETAILS. W . L
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED.
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. Wi
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS.
5. ANCHOR REQUIREMENTS: ||
e CMU: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR L 4_‘ L
6. INSTALLATION SUBSTRATES: Wi W2 —=
e HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE
DISTANCE OF 2", HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO TRIBUTARY WIDTH = W1IW2
ASTM C 90.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH.
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION QUAL' Fl ED ANCHOR CL' PS
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED 00"
IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA ] 100" i
BUILDING CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 35, U % % % % % %
OR EQUIVALENT CORROSION RESISTANCE). 8"
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER 010" —] '
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA ’ 2.07" MULLION ANCHOR BRACKET 50-2722 (PART #230297)
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR 0.25" ALUMINUM (6063-T6)
PROTECTIVE COATING PER TPI 1). | — FOR WOOD SCREW OR MULLION TO MULLION ANCHORING

1 ~— 2.00" —-|

2724

F o[+ -+

MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
FOR CMU ANCHORING

Bl !
1900 NE MIAMI CT. UNITS 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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" FL 6067
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AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS
SILVER LINE WINDOWS AND DOORS

ONE SILVERLINE DRIVE
NORTH BRUNSWICK, NJ 08902
PH: (888) 741-0354

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2724 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL
L- MULL W - TRIBUTARY WIDTH (IN)
LENGTH (IN) 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0 56.0 58.0 60.0 62.0 64.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.7 94.6 90.8 87.3 84.1 81.1 78.3 75.7 73.2 70.9
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.0 93.5 89.4 85.7 82.3 79.1 76.2 73.5 70.9 68.6 66.4 64.3
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.4 93.5 89.1 85.0 81.3 77.9 74.8 71.9 69.3 66.8 64.5 62.3 60.3 58.4
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.7 89.7 85.3 81.2 77.5 74.1 71.0 68.2 65.6 63.2 60.9 58.8 56.8 55.0 53.3
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.4 91.7 86.6 82.1 78.0 74.2 70.9 67.8 65.0 62.4 60.0 57.7 55.7 53.8 52.0 50.3 48.7
70.0 100.0 100.0 100.0 100.0 100.0 100.0 95.3 89.3 84.1 79.4 75.2 71.5 68.1 65.0 62.1 59.6 57.2 55.0 52.9 51.0 49.3 47.6 46.1 44.7
72.0 100.0 100.0 100.0 100.0 100.0 93.8 87.6 82.1 77.3 73.0 69.1 65.7 62.5 59.7 57.1 54.7 52.5 50.5 48.6 46.9 45.3 43.8 42.4 41.0
74.0 100.0 100.0 100.0 100.0 93.1 86.4 80.7 75.6 71.2 67.2 63.7 60.5 57.6 55.0 52.6 50.4 48.4 46.5 44.8 43.2 41.7 40.3 39.0 37.8
TWO-WAY MULLION DIAGRAMS
TABLE NOTES: MULLION MULLION
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION \‘ T
METHODS & CLIP DETAILS. 7‘ \ W
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. W
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. _{
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. P —
5. ANCHOR REQUIREMENTS: L
e WOOD: #12 WOOD SCREWS
e CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR w1
e METAL: #12 SELF-DRILLING SCREWS (GRADE 5)
6. INSTALLATION SUBSTRATES:
e WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF
3/4". WOOD SHALL BE MIN. S.G.=0.55. 4_‘ L
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE ~— W1 W2 — L
OF 2". CONCRETE SHALL BE MIN. 4000 PSI.
e METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL TRIBUTARY WIDTH = W1SW2
STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM
SHALL BE MIN. 0.1" THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1"
FOR BOTH ALUM. AND STEEL.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH.
8. DEFLECTIONS HAS BEEN LIMITED TO L/180. QUALI FIED ANCHOR CLI PS
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN — 1.00" |=—
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING %% %% %% %% %% %%
CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR U1 1
EQUIVALENT CORROSION RESISTANCE).
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER ) T 2.82" MULLION ANCHOR BRACKET 50-2722 (PART #230297)
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA 0.10" = ) ALUMINUM (6063-T6)
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE 2.07 FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
COATING PER TPI 1). 0.250" _[
A 4o || o ¢
=— 2.00" "
2724 MULLION ANCHOR BRACKET 50-2722 (PART #230297)

ALUMINUM (6063-T6)
FOR CONCRETE ANCHORING
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N oS3 RS
RNISE| 87535
|Q\:I:.:l:%:'o BEZss3
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REMARKS BY | DATE
7th FBC EDITION LH [ 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH | 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

BUI ]
1900 NE MIAMI CT. UNITS 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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DWG. BY: CHK. BY:
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\

AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2724 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO CMU SILVER LINE WINDOWS AND DOORS
L- MULL W - TRIBUTARY WIDTH (IN) \ OR?ﬂEBﬂb‘@Es'wlﬁﬁ'DNﬁ"éggoz
LENGTH (IN) 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0 56.0 58.0 60.0 62.0 64.0 PH: (888) 741-0354
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.7 90.0 85.7 81.8 78.3 75.0 72.0 69.2 66.7 64.3 62.1 60.0 58.1 56.3
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.8 91.7 87.1 82.9 79.2 75.7 72.6 69.7 67.0 64.5 62.2 60.1 58.1 56.2 54.4
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 93.8 88.8 84.4 80.4 76.7 73.4 70.3 67.5 64.9 62.5 60.3 58.2 56.3 54.4 52.7 . 5 G
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.3 90.9 86.1 81.8 77.9 74.4 71.1 68.2 65.5 62.9 60.6 58.4 56.4 545 52.8 51.1 @ 3 § _.':2' 2 " c
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.4 91.7 86.6 82.1 78.0 74.2 70.9 67.8 65.0 62.4 60.0 57.7 55.7 53.8 52.0 50.3 48.7 % g E S‘.:) g g,:; - g
70.0 100.0 100.0 100.0 100.0 100.0 100.0 95.3 89.3 84.1 79.4 75.2 71.5 68.1 65.0 62.1 59.6 57.2 55.0 52.9 51.0 49.3 47.6 46.1 44.7 m % f Q g @) § g 5 ':r\r %
72.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 938 | 876 | 81 | 773 | 73.0 | 69.1 | €57 | 625 | 597 | 571 | 547 | 525 | 505 | 486 | 469 | 453 | 438 | 424 | 410 N ég BEZEEs
74.0 100.0 100.0 100.0 100.0 93.1 86.4 80.7 75.6 71.2 67.2 63.7 60.5 57.6 55.0 52.6 50.4 48.4 46.5 44.8 43.2 41.7 40.3 39.0 37.8 2:( ',E E ‘I\Tg LZD % 5 5 §§
SI8sc| 58°%¢E;
N - I < =3 H
TWO-WAY MULLION DIAGRAMS NS
NN SZ|s [aa)
“n NN =O]m »
235l o
MULLION MULLION 531&523 < "
TABLE NOTES: \ | E NE =
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION 7‘ \ wz  [REMARKS BY | DATE
METHODS & CLIP DETAILS. W _{ 7th FBC EDITION LH | 10/20
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. ————— | 8th FBC EDITION LH 109/23
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. ) CURRENT FBC LH | 01/25
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. CURRENTFBC | LH | 07/26|
>. ANCHOR REQUIREMENTS: WL puiowsy ot esiecracin cotomot fon srecrnd
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE DISTANCE
OF 2". HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO ASTM C 90. )‘ L
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. ~— Wi W2 —- L
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION TRIBUTARY WIDTH < WIHW2
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING. 2
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING
CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR
EQUIVALENT CORROSION RESISTANCE). QUALl FIED ANCHOR CLIPS
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA —{ 1.00" j=— 1900 ae TRl G T 215
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE U ] FBPE CERT. OF AUTHGRIZATION No. 20578
SUILOING oDt st¢ R S DS R
0.10" — 282 FL 6067
2.07"
0.250" MULLION ANCHOR BRACKET 50-2722 (PART #230297) pate: 02/11/19
] ALUMINUM (6063-T6) DWG. BY: CHK. BY:
1 —] FOR WOOD SCREW OR MULLION TO MULLION ANCHORING HR HEN
~— 2.00" " # SCALE: NTS
o |||+ o ¢ ows.#._SWDOL5
& SHEET
MULLTON ANCHOR BRACKET 50-2722 (PART #230297)

ALUMINUM (6063-T6)
FOR CMU ANCHORING
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2728 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL

AMERICAN CRAFTSMAN WINDOWS
PLY GEM WINDOWS
SILVER LINE WINDOWS AND DOORS

ONE SILVERLINE DRIVE
NORTH BRUNSWICK, NJ 08902

PH: (888) 741-0354

\

L- MULL W - TRIBUTARY WIDTH (IN)

LENGTH (IN)| 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0
60.0 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
62.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0
64.0 100.0 | 1000 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0
66.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
68.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
70.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
72.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
74.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0
TABLE NOTES: ]

IABLE NUTES. MULLIONS
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION
METHODS & CLIP DETAILS. -
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. MULLION \% W2
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. !
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. N—
5.  ANCHOR REQUIREMENTS: K<<;?7' =y
« WOOD: #12 WOOD SCREWS
e CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR W1
o METAL: #12 SELF-DRILLING SCREWS (GRADE 5)
6. INSTALLATION SUBSTRATES: -
e WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF 3/4".
WOOD SHALL BE MIN. S.G.=0.55. L w1 4—‘ L W2 —=
o CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE OF 2"
CONCRETE SHALL BE MIN. 4000 PSI. TRIBUTARY WIDTH = W1W2
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL
STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM SHALL
BE MIN. 0.1" THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1" FOR BOTH ALIFIED ANCHOR CLIPS
ALUM. AND STEEL.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. CIlJ
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT ———
MATERIAL OR HAVE A CORROSION RESISTANT COATING. _4P_ _4&_ _#*_ _4P_ _4&_ _#*_
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE "
SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 35, OR EQUIVALENT 4.00
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE 3.25 ALUMINUM (6063-T6)
SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). |
03757 # o # # o #
b oo |
2728 MULLION ANCHOR BRACKET 50-2722 (PART #230297)
PART #230296 ALUMINUM (6063-T6)
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REMARKS BY | DATE
7th FBC EDITION LH [ 10/20
8th FBC EDITION LH | 09/23
CURRENT FBC LH | 01/25
CURRENT FBC LH [ 07/26
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIG

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2728 STRUCTURAL MULLIONS (ONE-WAY CONFIGURATIONS) - INSTALLATION TO CMU
L- MULL W - TRIBUTARY WIDTH (IN)

LENGTH(IN)| 18.0 | 20.0 | 22.0 | 240 | 260 | 280 | 300 | 320 | 340 | 360 | 380 | 400 | 420 | 440 | 460 | 480 | 500 | 520 | 54.0
60.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0
62.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0
64.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0
66.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0
68.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 989 | 97.6
70.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 999 | 97.8 | 960 | 94 | 930
72.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 982 | 958 | 938 | 919 | 93 | 889
74.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 970 | 944 | 921 | 900 | 82 | 85 | 851

MULLIONS
L
TABLE NOTES: 1 -
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL MULLION~__ w2
INSTALLATION METHODS & CLIP DETAILS. ‘
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. — 2 s
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. W
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS.
5. ANCHOR REQUIREMENTS: Wi
o CMU: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR
6. INSTALLATION SUBSTRATES: —
« HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE L Wi 4_‘ L Wa o
DISTANCE OF 2". HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO
ASTM C 90.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. TRIBUTARY WIDTH =W
8. DEFLECTIONS HAS BEEN LIMITED TO L/180.
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED QUALIFIED ANCHOR CLIPS
IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA
BUILDING CODE SECTION 1711.1.1 (e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, ——
OR EQUIVALENT CORROSION RESISTANCE).
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER # # %* # # %*
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA 400"
BUILDING CODE SECTION 1711.1.2 (e.g., ASTM A653 G90, ASTM A123, OR '
PROTECTIVE COATING PER TPI 1). 0.10" — 3y MULLION ANCHOR BRACKET 50-2722 (PART #230297)
' ALUMINUM (6063-T6)
FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
* n
0.375 4%7 o 4%% 4%7 o 4%%
f
—1 1.00" =~
2728 MULLION ANCHOR BRACKET 50-2722 (PART #230297)
PART #230296 ALUMINUM (6063-T6)
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(

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2728 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO WOOD, CONCRETE, ALUMINUM, OR STEEL

L- MULL W - TRIBUTARY WIDTH (IN)
LENGTH (IN) 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0 56.0 58.0 60.0 62.0 64.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 96.0 92.9 90.0
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.5 96.1 92.9 89.9 87.1
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.4 93.1 90.0 87.1 84.4
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.0 93.5 90.3 87.3 84.5 81.8
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.7 94.1 90.8 87.6 84.7 82.0 79.4
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.7 94.9 91.4 88.2 85.1 82.3 79.6 77.1
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.0 92.3 88.9 85.7 82.8 80.0 77.4 75.0
74.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.3 93.4 89.8 86.5 83.4 80.5 77.8 75.3 73.0
TWO-WAY MULLION DIAGRAMS
TABLE NOTES: MULLION MULLION \
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION METHODS \ T
& CLIP DETAILS. 7 w2
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. W |
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS. —
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS.
5. ANCHOR REQUIREMENTS: L
« WOOD: #12 WOOD SCREWS gl 0 Wi
« CONCRETE: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR
o METAL: #12 SELF-DRILLING SCREWS (GRADE 5)
6. INSTALLATION SUBSTRATES:
« WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" & EDGE DISTANCE OF 3/4".
WOOD SHALL BE MIN. S.G.=0.55. 4_[ L L
« CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-3/4" & EDGE DISTANCE OF 2". ——wi w2 —=
CONCRETE SHALL BE MIN. 4000 PSI. WirW2
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION BEYOND METAL STRUCTURE. TRIBUTARY WIDTH =25
STEEL SHALL BE MIN. 18 GA. (0.045" THICK) 33 KSI YIELD & ALUMINUM SHALL BE MIN. 0.1"
THICK ALUMINUM 6063-T6. WITH MIN. EDGE DISTANCE OF 1" FOR BOTH ALUM. AND STEEL.
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH. QUALIFIED ANCHOR CLIPS
9. DEFLECTIONS HAS BEEN LIMITED TO L/180.INSTALLATION ANCHORS AND ASSOCIATED HARDWARE
MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED I )
SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION 1711.1.1 %% %% %% %% # %%
(e.g., ASTM A153 CLASS D, ASTM A641 CLASS 35, OR EQUIVALENT CORROSION RESISTANCE).
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL 4.00"
BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION 1711.1.2 0.10" —
(e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). 3.25" MULLION ANCH/?FU?J?&C&\EAT(Z&Z_Q,?%)(PART #230297)
FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
0 3‘75"
- FeAF -
b oo
2728
PART #230296 MULLION ANCHOR BRACKET 50-2722 (PART #230297)

ALUMINUM (6063-T6)
FOR CONCRETE ANCHORING
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT,
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(

MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): 2728 STRUCTURAL MULLIONS (TWO-WAY CONFIGURATIONS) - INSTALLATION TO CMU

L- MULL W - TRIBUTARY WIDTH (IN)
LENGTH (IN) 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0 54.0 56.0 58.0 60.0 62.0 64.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.7 90.0 85.7 81.8 78.3 75.0 72.0 69.2 66.7 64.3 62.1 60.0 58.1 56.3
62.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.8 91.7 87.1 82.9 79.2 75.7 72.6 69.7 67.0 64.5 62.2 60.1 58.1 56.2 54.4
64.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 93.8 88.8 84.4 80.4 76.7 73.4 70.3 67.5 64.9 62.5 60.3 58.2 56.3 54.4 52.7
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.3 90.9 86.1 81.8 77.9 74.4 71.1 68.2 65.5 62.9 60.6 58.4 56.4 54.5 52.8 51.1
68.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.3 93.4 88.2 83.6 79.4 75.6 72.2 69.1 66.2 63.5 61.1 58.8 56.7 54.8 52.9 51.2 49.6
70.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 96.4 90.8 85.7 81.2 77.1 73.5 70.1 67.1 64.3 61.7 59.3 57.1 55.1 53.2 51.4 49.8 48.2
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 93.8 88.2 83.3 78.9 75.0 71.4 68.2 65.2 62.5 60.0 57.7 55.6 53.6 51.7 50.0 48.4 46.9
74.0 100.0 100.0 100.0 100.0 100.0 100.0 97.3 91.2 85.9 81.1 76.8 73.0 69.5 66.3 63.5 60.8 58.4 56.1 54.1 52.1 50.3 48.6 47.1 45.6
TWO-WAY MULLION DIAGRAMS
MULLION MULLION\
T
TABLE NOTES: 7 )y w2
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEET 4 FOR TYPICAL INSTALLATION _L
METHODS & CLIP DETAILS. ’ y 1
2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS ALLOWED. L
3. SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
4. SEE SHEET 3 FOR SPECIFIC BRACKET DIMENSIONS. wi
5. ANCHOR REQUIREMENTS:
e CMU: 1/4" SIMPSON STRONG-TIE TITEN ANCHOR
6. INSTALLATION SUBSTRATES:
e HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1" & EDGE DISTANCE OF 2". " \'
HOLLOW CMU SHALL BE MEDIUM WEIGHT CONFORMING TO ASTM C 90. —— W1 w2 —- L
7. FOR MULL LENGTHS SHORTER THAN 60" USE VALUES FOR 60" LENGTH.
8. DEFLECTIONS HAS BEEN LIMITED TO L/180. TRIBUTARY WIDTH =M
9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT
MATERIAL OR HAVE A CORROSION RESISTANT COATING.
9.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED
SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION 1711.1.1 QUAL' FIED ANCHOR CLI PS
(e.g., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION RESISTANCE).
9.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL -
BE STANDARD GALVANIZED IN ACCORDANCE WITH FLORIDA BUILDING CODE SECTION 1711.1.2 U
(e.g., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1). %% %% %% %% %% %%
4.00"
0.10" — 395" MULLION ANCHOR BRACKET 50-2722 (PART #230297)
ALUMINUM (6063-T6)
FOR WOOD SCREW OR MULLION TO MULLION ANCHORING
!
0.375"
f o T+ - +
—={ 1.00" |=—
2728 MULLION ANCHOR BRACKET 50-2722 (PART #230297)
PART #230296 ALUMINUM (6063-T6)

FOR CMU ANCHORING
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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DOCUMENTS FOR USE WITH THIS DOCUMENT,
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