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= DESCRIPTION:
) d L . >, Wind Load Rated Residential Sandwich Sectional Garage Door
1\;[2," xsllff' A?C}r 11111( 16' Wide 3600 Series Doors
GENERAL NOTES: anufacturing, Inc. . .
1. This product has been evaluated per ANSI/DASMA 108. . . DRAWING NUMBER: RSI 6A—25 7—2 8.7 REV: 02
2. Doors with glazing not qualified for use in windborne debris regions. Design Pressure: 5700 NW 39th Street DRAWN BY: DATE DRAWN: 9/25/20 |REV DATE: 9/29/23

3. This drawing provides windload assembly details for the claimed size and

pressures.

+25.7/-28.7 PSF

Riverside, MO 64150
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End Hinge
14 gauge galvanized steel end hinge
attached with four 1/4" x 3/4" screws

Center Hinge

/Q\ 18 gauge galvanized
/6\ steel narrow or wide body

Struts
3"x 1 7/8" 20 gauge
80 ksi hat strut
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Flag Bracket

12 gauge galvanized steel flag
bracket attached to wood jamb
with three 5/16" x 1 5/8" wood

" " i hi ttached with i "
‘ and two 1/4" x 5/8" self tapping | | f;ﬁﬁ /a "a; 3’6/4"\7\;1C L e atta/clied lvlsonth tvyo 1/4 lag screws and to the horizontal
| SCIews. ’ X 5/8" se ‘taPpmg and vertical tracks with two 1/4"
oY o Roller \9 / screws per stile. x 3/4" track bolts and nuts each.
\d Minimum 7 ball sts:el r(:ller or 10 \d q Horizontal Track and Angle
ball nylon roller with 4" stem and : | track and angl
push nuts on all hinge rollers. Wood Jambs HO-HZ?nta t.rac and angle to
Vertical jambs are to be 2x6 Southern suit with suitable back hang.
Yellow Pine (SYP) or better. Refer to
End Cap _ J DASMA TDS 161 or a licensed design Vertical Track
20 gauge galvanized steel end cap — professional for jamb configurations. 2" galvanized steel track with a
attached with one sheet metal / Note: Preparation of jambs by others, and - minimum thickness of .056".
Screw. I supporting structural elements must be g f
Bottom Bracket D‘ | | ILEH capable of withstanding the rated windload. Strut Spacer
ottom Bracket 1/8" spacer required between
o000 13 gauge galvanized steel bottsm Stop Molding strut and top section only when
o o braSket attached with four 1/4" x Stop molding (attached with minimum 6D ™ 43" x 15" windows are used.
R & R 5/8" self-tapping slclrews (push nut headed nails or screws) is required, or door
o not required on roller). must overlap jambs by 5/16".
=
. ~
fb(@tlbﬂ B(l)tto_m Weather.strlp. . = = Top Fixture Locking Mechan.ism
A urin'num extrusion wit 16 gauge galvanized steel top fixture with Door must have either an -
vinyl insert. O @) two bolt roller carrier or 12 gauge elec_tron!c operator or locking
© ° O / 00O galvanized steel top fixture with single °©Qo | o] devices installed that engages
7 bolt roller carrier attached to door with (1 B both vertical tracks (inside
;ﬁ?j}f B_’;‘Ckeltzs Ivanized . four 1/4" x 5/8" self-tapping screws (push B slide lock shown, other lock
steel terclk Tajacke%zltlt%zfeadvtinggod Bj = N ©c0 nut not required on roller). °cQ o types permilted).
jamb with one 5/16" x 1 5/8" wood No—L
lag screw and to vertical track with °
,% ~
one 1/4" x 3/4" track bolt and nut .
Note: Center distance between track Windows (optional)
brackets not to exceed 21". Widows available in sizes listed
— below. Frames are molded plastic.
Frame Mzgplz::ﬁ:gght Fastener Pattern Glazing Types
Sh 18" x 12-1/2" #8-5/8" (12) total, (3) along each horizontal | 1/8" DSB Annealed, 1/8" DSB Tempered, 0.100" Polycarbonate, and 1/2" IG
Wy ort X1 edge & (3) along each vertical edge Consisting of Two Pieces of Annealed or Tempered Glass With 1/4" Spacer
\\\\\\\E sc. I///// Ranch 38" x 11-1/2" #8-5/8" (14) total, (5) along each horizontal |1/8" DSB Annealed, 1/8" DSB Tempered, 1/2" IG Consisting of Two Pieces of
\\\OQ\\\ 'é-E .“?17‘ ) //// anc x - edge & (2) along each vertical edge Annealed or Tempered Glass With 1/4" Spacer
D o"\ &° 7, . .
N 5 o v N, _ "
S , \\ 2 Carrlage?/Ranch 43" x 15" #8-5/8" (18) total, (6) along eagh horizontal 1/8" DSB Annealed and 1/8" DSB Tempered
= Y No. 51737 v = Carriage edge & (3) along each vertical edge
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=% STATEOF I S Max i d L . l > Wind Load Rated Residential Sandwich Sectional Garage Door
0 : . .
ZRN K é'” S P OOorii1 16' Wide 3600 Series Doors
2 O ‘\PLOR\O?:' N 16'x 14 Manufacturing, Inc.
R N Q i DRAWING NUMBER: RS16A 25.7 28.7 REV: (2
//// S/oNAL \\\ Design Pressure:
//”” " ‘\\\\ +25.7/-28.7 PSF 5700 NW 39th Street DRAWN BY: DMK DATE DRAWN: 9/25/20 |REV DATE: 9/29/23
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Strut and Sections Location Chart
Door Height Section Heights Strut Locations Track Brackets
6-0 18 18 18 18 3 1585 335 385 515 M 4
6-3 21 18 18 18 3 185 365 415 545 T4 4
6-6 21 18 18 21 3 185 365 415 B45 77 4
6-9 21 21 18 21 3 185 395 445 575 80 4
T-0 21 21 21 21 3 185 395 445 605 83 4
7T-6 18 18 186 18 18 3 155 335 385 515 695 89 5
7T-9 21 18 18 18 18 3 185 365 415 545 T25 92 5
g-0 21 18 18 18 2 3 185 365 415 545 725 95 5
8-3 21 21 18 18 A 3 185 395 445 575 B25 755 98 5
8-6 21 21 18 21 A 3 185 395 445 575 B25 785 1N 5
-9 21 21 M1 21 AN 3 185 395 445 605 B55 815 104 5
9-0 18 18 18 18 18 18 3 155 335 515 565 695 875 107 6
9-3 21 18 18 18 18 18 3 185 365 5445 595 725 905 110 6
9-6 21 21 18 18 18 18 3 185 395 445 575 755 8056 935 113 6
9-9 21 21 21 18 18 18 3 185 395 445 605 785 835 965 116 6
10-0 21 21 21 21 18 18 3 185 395 445 605 815 865 995 119 6
10-3 21 21 21 21 21 18 3 185 395 445 605 815 B6A5H 1025 122 6
10-6 21 219 21 21 21 N 3 185 395 445 605 815 865 1025 125 6
10-9 21 18 18 18 18 18 18 3 185 365 415 545 725 905 955 1085 128 T
11-0 21 21 18 18 18 18 18 3 185 395 4445 575 TAAE 9356 985 11156 13 T
11-3 21 21 21 18 18 18 18 3 185 395 445 605 785 965 1015 1145 134 T
11-6 21 21 21 21 18 18 18 3 185 395 445 605 815 995 1045 1175 137 T
11-9 21 219 21 21 21 18 18 3 185 395 445 605 655 815 1025 1075 1205 140 T
12-0 2121 M 21 21 21 18 3 185 395 445 605 655 8156 1025 1075 1235 143 T
12-3 21 29 21 21 21 21 A 3 185 395 445 605 655 815 1025 1075 12356 146 T
12-6 21 21 18 18 18 18 18 18 3 185 3956 575 625 755 9356 1115 1165 1295 149 8 \\\\“]““”/
12-9 21 21 21 18 18 18 18 18 3 185 395 605 655 785 965 1145 1195 1325 152 8 \\\\\‘\ €. scA ////
13-0 21 217 21 21 18 18 18 18 3 185 395 445 605 815 865 995 1175 1225 1355 155 3 \\\\0‘?:,-&';'&52:..@@//,/
13-3 21 21 21 21 21 18 18 18 3 185 395 445 605 815 865 1025 1205 1255 1385 158 8 S 1l v : 2
13-6 21727 21 21 21 21 18 18 3 185 395 445 605 815 865 1025 1235 1285 1415 161 3 = :’ No. 51737 "‘ =
13-9 21219 21 21 21 21 1 18 3 185 395 445 605 815 865 1025 1235 12585 1445 164 8 g*:l * E*E
14 -0 21217 21 21 21 21 21 AN 3 185 395 445 605 815 865 1025 12356 1285 1445 167 g =" STATE OF ,’g\:
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/ P Wind Load Rated Residential Sandwich Sectional Garage D
. v > ind Load Rated Residential Sandwich Sectional Garage Door
GENERAL NOTES. 1\;[2," XSI' o dOOI' Llnk 16' Wide 3600 Series Doors

4. Sequential section heights left to right as stacked from floor to ceiling.

5. Individual strut locations in inches from bottom of door.

6. Section stacking order may be changed to accommodate window section
placement or other factors. Strut locations shall be adjusted accordingly.

Design Pressure:
+25.7/-28.7 PSF

Manufacturing, Inc.

5700 NW 39th Street
Riverside, MO 64150
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