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Door Heich Section | Strut |Track Brackets Note: Maximum door height Model Numbers
oor Height | ) . ntity Quantity|  Per Side is 14' Consult Sheet 3 for \vailable REV DESCRIPTION DATE | APPROVED
60" 4 6 5 Strut and Section Location 3600 Series 01 |UPDATED NOTES. ADDED 3700 SERIES. | 09/29/2023 DMK
Chart. Detail views shown
6'-3" to 7'-0" 4 7 5 on Sh'eet > 3700 Series
7'-6" to 8'-0" 5 8 6 ’
Yo : 5 : Wi
8'-6" to 8'-9" 5 9 7 \\\ l/[
9-0" 6 9 7 \\\\\\\ € se,q,/’//,/
9'-3" to 9'-9" 6 10 7 \\\\ lo) ,-{é'a'ﬁ,i'g\ ) /// Digitally signed by John E Scates
10-0" 6 10 8 R " Z  Date:2023.10.17 17:41:51 -05'00'
10-3"t0 10-6" | 6 11 8 S/ NeSITIT V=
10'-9" to 11'-0" 7 11 8 E :' * T % E John E. Scates, PE
11-3" to 120" 7 12 9 =% OF ; o= 2560 King Arthur Blvd. Ste 124-54
123" 7 13 9 =0 STATE TS Lewisville, TX 75056
o R ,a’é" S FL PE 51737
12'-6 8 13 9 2% Fflo OB N . TX PE 56308 / F-2203
12'-9" to 13'-0" 8 13 10 ) sovuRS. 9 N
Jun 5510, xS
13-3"t0 14-0"] 8 14 10 /7y, ONAL QN
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N DESCRIPTION:
MaxSi d L . l - Wind Load Rated Residential Sandwich Sectional Garage Door
12'x X 1151?' A?c}r 1 . 16' Wide 3600 Series Doors
GENERAL NOTES: anufacturing, Inc. . .
1. This product has been evaluated per ANSI/DASMA 108. Desien P . DRAWING NUMBER: RSI 6A—289—32 3 ‘REV‘ 01
2. qurs Wlth glazmg not qgallﬁed for use in w1nqb0me debrls. regions. fzség;; 3;"355}:15[';' 5700 NW 39th Street DRAWN BY: DMK DATE DRAWN: 7/11/22 |REV DATE: 9/29/23
3. This drawing provides windload assembly details for the claimed size and IImd4. Riverside. MO 64150
pressures. ’ SIZE: ANSI A SCALE: NTS SHEET: 1of3
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End Hinge

14 gauge galvanized steel end
hinge attached with four 1/4"
x 3/4" screws and four 1/4" x

5/8" self tapping screws. \

Center Hinge
18 gauge galvanized
steel narrow or wide body

Struts
3"x 17/8" 16 gauge
33 ksi hat strut

Roller

Minimum 7 ball steel roller or
10 ball nylon roller with 4"
stem and push nuts on all
hinge rollers.

End Cap

20 gauge galvanized steel end cap
attached with one sheet metal
screw.

Bottom Bracket

13 gauge galvanized steel bottom
bracket attached with four 1/4" x
5/8" self-tapping screws (push nut
not required on roller).

Bottom Weatherstrip
Aluminum extrusion with
vinyl insert.
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hi ttached with . AN
féﬁgizua; 36;4"‘210rews attached with two 1/4" ©o0 % ©0nooo ag Flag Bracket
' x 5/8" self-tapping ° 12 gauge galvanized steel flag
screws per stile. U U bracket attached to wood
jamb with three 5/16" x 1 5/8"
wood lag screws and to the
horizontal and vertical tracks
it 3
2 1/4" wide x 12 gauge galvanized | '
gteel trapk bracket a"ttached t,? wood ; Horizontal Track and Angle
jamb with one 5/16" x 1 5/8" wood .

: A Horizontal track and angle to
lag screw and to vertical track with suit with suitable back han
one 1/4" x 3/4" track bolt and nut. &
Il;Iotek: Center distanced blegveen track Vertical Track

rackets not to excee ’ 2" galvanized steel track with
- | a minimum thickness of .067".
O Top Fixture
16 gauge galvanized steel top
© fixture with two bolt roller carrier N
/ ©°0O and attached to door with four 1/4"
x 5/8" self-tapping screws (push
EU nut not required on roller).
[OX=X ]
No—L
Wood Jambs
N Vertical jambs are to be 2x6 #2
Spruce-Pine-Fir (S-P-F) or better. Refer to
Locking Mechanism J% DASMA TDS 161 or a licensed design
Door must have either an — i professional for jamb configurations.
00o electronic operator or locking / Note: Preparation of jambs by others, and
M E devices installed that engages — supporting structural elements must be
M both vertical tracks (inside D‘ I | ‘L capable of withstanding the rated windload.
slide lock shown, other lock
°0-° types permitted). Stop Molding
Stop molding (attached with minimum 6D
N headed nails or screws) is required, or door
must overlap jambs by 5/16".
= DESCRIPTION:
MaxSi d L . - Wind Load Rated Residential Sandwich Sectional Garage Door
Lex 14 .n?or ,11111( 16' Wide 3600 Series Doors
anufacturing, Inc. = | | R AWING NUMBER: RS16A_28.9 323 REV: 01
Design Pressure:
428.9/-32.3 PSF 5700 NW 39th Street DRAWN BY: DMK DATE DRAWN: 7/11/22 |REV DATE: 9/29/23
Riverside, MO 64150 g1z ANSI A SCALE: NTS SHEET: 2 of 3




Strut and Sections Location Chart
Door Height Section Heights Strut Locations Track Brackets
6-0 18 18 18 18 3 155 335 385 515 7O 5
6-3 21 18 18 18 3 185 235 365 415 545 T3 5
6-6 21 18 18 21 3 185 235 365 415 545 76 5
6-9 212118 21 3 1856 235 395 445 575 79 5
7-0 212121 1 3 185 235 395 445 605 82 5
7-6 18 18 18 18 18 3 155 335 385 515 565 B95 8B 6
7-9 21 18 18 18 18 3 186 365 415 545 595 V25 T 6
g-0 2118 18 18 21 3 185 365 415 545 595 V25 94 6
8§-3 2121 168 18 21 3 185 235 395 445 575 625 755 97 6
-6 212118 21 1 3 185 235 395 445 575 B25 785 100 7
8-9 i I B I B 3 185 235 395 445 605 655 815 103 7
-0 18 18 18 18 18 18 3 155 335 385 515 B95 V45 875 106 7
9-3 21 18 18 18 18 18 3 185 365 415 545 595 V25 775 905 109 7
9-6 21 21 18 18 15 15 3 1856 395 4445 5745 625 TAA 805 935 112 7
9-9 2121 21 18 18 18 3 185 395 445 605 B55 V85 835 965 115 7
10 -0 2121 21 21 18 18 3 185 395 445 605 655 B15 865 995 115 8
10-3 212121 21 21 18 3 1856 235 395 445 605 BS5 815 B65 1025 121 8
10 -6 2172121921 21 M 3 185 235 395 445 605 B55 T25 865 1025 124 8
10-9 21 18 18 18 18 18 15 3 185 365 415 545 595 V25 905 955 1085 127 8
11-0 21 21 16 18 18 15 15 3 185 395 445 575 625 755 935 935 1115 130 8
1-3 21 21 21 18 18 18 15 3 185 395 445 605 B55 V85 835 965 10156 1145 133 9
11-6 212121 21 18 18 18 3 185 395 445 605 B55 B15 865 995 1045 1175 136 9
1-9 212121 21 21 18 18 3 185 395 445 605 655 815 865 1025 1075 1205 139 9
12-0 212121 21 21 21 18 3 185 395 445 605 B55 B15 865 1025 1075 1235 142 9
12-3 2221292921212 3 185 235 395 445 605 BS55 815 865 1025 10756 1235 145 g
12-6 2121 18 18 18 18 15 18 3 185 395 445 TS 625 V55 935 935 1115 11656 1295 148 9
12-9 21 21 21 18 18 18 15 15 3 185 395 445 605 655 V85 965 1015 1145 1195 1325 151 10 \\“”“”/
13-0 212121 21 18 18 15 18 3 185 395 445 605 655 B15 995 1045 1175 1225 1355 154 10 \\\\\ € 304/////
13-3 2121 21 21 21 18 15 18 3 185 395 445 605 655 B15 865 1025 1075 1205 1255 1385 157 10 (‘\\0 -"6-E-ﬁ5"?\9////
13-6 212121 21 21 21 15 18 3 185 395 445 605 655 B15 865 1025 1075 1235 1285 1415 160 10 \\\ 5,:'\" € \\ ’/,
13-9 212121 21 21 21 21 18 3 185 395 445 605 B55 815 865 1025 1075 1235 1285 1445 163 10 S ! No.51737 ‘-‘ ’;
14 -0 2121212121 21 21 N 3 185 395 445 605 655 B15 865 1025 1075 1235 1285 1445 166 10 = *:' " E*'é
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/ P Wind Load Rated Residential Sandwich S 1G
i . > Wind Load Rated Residential Sandwich Sectional Garage Door
GENERAL NOTES. 1\;[2," XSI' o 4‘40(}1: Lll;lk 16' Wide 3600 Series Doors
4. Sequential section heights left to right as stacked from floor to ceiling. Desion P . o DRAWING NUMBER: RSI6A_289_323 REV: 01
ivi 1 ini esign rressure:
6 Secton sacking order may be changed (0 accommodate window section 12891323 PSF | STOONW39thSweet | DRAWNBY: DMK | DATEDRAWN: 7/11/22 |REVDATE: 9/29/23
placement or other factors. Strut locations shall be adjusted accordingly. Riverside, MO 64150 SIZE: ANSI A SCALE: NTS SHEET: 3 of 3
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