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END HINGE /\ CENTER HINGE TOP FIXTURE o0 °ooooo
/@\ 14 GAUGE GALVANIZED STEEL 9 18 GAUGE GALVANIZED o 16 GAUGE GALVANIZED 2 < ﬁié%%igﬁg ZZ?TZAEQH%TSE%
@ END HINGE ATTACHED WITH 6 HINGE ATTACHED WITH O STEEL TOP FIXTURE U U WOOD JAMB WITH THREE 5/16" X
cQo FOUR 1/4" X 5/8" SELE-TAPPING FOUR 1/4" X 5/8" Oo0O|  WITH TWO BOLT 1.5/%" WOOD LAG SCREWS AND TO
\ \ SCREWS. \ | SELF-TAPPING SCREWS.  / ROLLER CARRIER THE HORIZONTAL AND VERTICAL
[ \ ROLLER :u:u: AND ATTACHED TO TRACKS WITH TWO 1/4" X 3/4"
o ¥ o C DOOR WITH FOUR 1/4" TRACK BOLTS AND NUTS EACH.
MINIMUM NYLON NON-BALL O°0 X 5/8"SELF-TAPPING
o BEARING ROLLER OR 7 BALL SCREWS. q HORIZONTAL TRACK AND ANGLE
STEEL ROLLER WITH 4" STEM. o ~ L
HORIZONTAL TRACK AND ANGLE
/ TO SUIT WITH SUITABLE BACK
HANG.
END CAP VERTICAL TRACK
20 GAUGE GALVANIZED STEEL LOCKING MECHANISM 2" GALVANIZED STEEL TRACK
END CAP ATTACHED WITH ONE DOOR MUST HAVE A LOCKING _ WITH A MINIMUM THICKNESS OF
SHEET METAL SCREW. O DEVICES INSTALLED THAT oe q 045",
i ENGAGES THE VERTICAL
000 BOTTOM BRACKET (1 | [ 9] TRACK (INSIDE SLIDE LOCK
/ 13 GAUGE GALVANIZED STEEL SHOWN, OTHER LOCKBAR
o o BOTTOM BRACKET ATTACHED TYPES PERMITTED). .
é WITH FOUR 1/4" X 5/8" °c0-°
(e} o] -
. SELF-TAPPING SCREWS. STOP MOLDING
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. I
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ALUMINUM EXTRUSION WITH OVERLAP JAMBS BY 5/16". MAXIMUM 12" NAIL SPACING
VINYL INSERT. ' ’
WOOD JAMBS
VERTICAL JAMBS ARE TO BE 2X6 #2 SPF OR BETTER. REFER TO DASMA TDS J%
TRACK BRACKETS 161 OR A LICENSED DESIGN PROFESSIONAL FOR JAMB CONFIGURATIONS. -

NOTE: PREPARATION OF JAMBS BY OTHERS, AND SUPPORTING STRUCTURAL
2 1/4" WIDE X 12 GAUGE GALVANIZED A /
STEEL TRACK BRACKET ATTACHED TO ELEMENTS MUST BE CAPABLE OF WITHSTANDING THE RATED WIND LOAD.

WOOD JAMB WITH ONE 5/16" X 1 5/8" i

DRYWALL PRESENT i
WOOD LAG SCREW AND TO VERTICAL X
TRACK WITH ONE 1/4" X 3/4" TRACK IF INTERIOR DRYWALL IS PRESENT AT THE OPENING, THREE OPTIONS EXIST:

BOLT AND NUT (1) DRYWALL CAN BE CUT AWAY FROM THE DOOR OPENING TO

NOTE: CENTER bISTANCE BETWEEN ACCOMMODATE DIRECT TO STRUCTURE MOUNTING.

TRACK BRACKETS NOT TO EXCEED 38" (2) IF DRYWALL IS NOT CUT AWAY, A 2X6 #2 SPF OR BETTER WOOD BUCK |

: SHALL BE INSTALLED OVER THE DRYWALL. HOWEVER, THE FASTENERS \

FOR THE WOOD BUCK SHOULD BE OF INCREASED LENGTH TO ACCOUNT EXTERIER SHEATHING
FOR THE THICKNESS OF THE DRYWALL TO ENSURE CORRECT EMBEDMENT
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WINDOWS (OPTIONAL)
WINDOWS AVAILABLE IN SIZES LISTED
BELOW. FRAMES ARE MOLDED PLASTIC.

MAX DAYLIGHT
FRAME PG FASTENER PATTERN GLAZING TYPES
#8-5/8" (14) TOTAL, (4) ALONG EACH| 1/8" DSB ANNEALED, 1/8" DSB TEMPERED, 0.100" POLYCARBONATE,
SHORT 17-3/16" X 11-9/16" | HORIZONTAL EDGE & (3) ALONG OR 1/2" IG CONSISTING OF TWO PIECES
EACH VERTICAL EDGE OF ANNEALED OR TEMPERED GLASS WITH 1/4" SPACER
#8.5/8" (18) TOTAL, (6) ALONG EACH| 1/8" DSB ANNEALED, 1/8" DSB TEMPERED, 0.100" POLYCARBONATE,
RANCH 36-13/16" X 10-1/4" | HORIZONTAL EDGE & (3) ALONG OR 1/2" IG CONSISTING OF TWO PIECES OF ANNEALED OR
EACH VERTICAL EDGE TEMPERED GLASS WITH 1/4" SPACER
#8-5/8" (20) TOTAL, (7) ALONG EACH . . .
ﬁ'fé/ 41-3/4" X 13-7/8" | HORIZONTAL EDGE & (3) ALONG 1/8" DSB ANNEA%,EO[Q%%M?];‘;\IT CMPERED OR 0100
EACH VERTICAL EDGE
#8-1-3/4" (14) TOTAL, (5) ALONG | 1/8" DSB ANNEALED, 1/8" DSB TEMPERED, 0.100" POLYCARBONATE,
0741 38" X 4" EACH HORIZONTAL EDGE & (2) OR 1/2" IG CONSISTING OF TWO PIECES
ALONG EACH VERTICAL EDGE OF ANNEALED OR TEMPERED GLASS WITH 1/4" SPACER
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