
Product Re art Manufacturer: Marl n Metals, Inc. 

For all panels under FL 8384: fasteners must be corrosion resistant compliant w/ FBC 2026 9thed. sec. 1711 
This evaluation does not cover sec. 1504.3.1.1 of the FBC 2026 9th ed. and may be met by use of other approved products 

6808 Harney Road 
Tampa, FL 33610 

(813) 621-1375
Florida Product A roval FL 8384 Sub-Cate or : Roof Deck Method 1-D 

Compliant with Current Florida Building Code 2026 9th ed. 
Compliant with Florida Product Approval Rule# 61620-3 
Compliant Qual Assurance Program: Ke one Certifications 

36"' wide BOlcsl 1-1/4" tall rib @> 12" o.c. 
Substrate: 16GA steel framing designed In compliance w/ FBC . Corrosion Resistant Fastener #12-14 HWH SD w/ sealing 

washer or approved equal at 12" - 12" -12" fastener pattern for Interior supports. Panel side laps fastened w/ "·14 x 7/8" 
HWH SD w/seallng washer Continuous tape seal for slopes less than 3:12. Install per manufacturer's instructions 
and In compliance w/current FBC 2028 9th ed. 

•Design Pree.•ure Festanlna-Patutm Fa■1e11erSpedltg 

-47.5PSF 12"-12"-12" @5'-0" o.c.

+60.0PSF 12"-12"-12" @5'-0" o.c.

Fl 8384.2 Product: PBR 24GA Panel over 16GA Steel Structural a lication HVHZ 

36" WIDE SOlcsl 1-1/4" tall rib @ 12" o.c. 
Substrate: 16GA steel framing designed In compliance w/ FBC 2026 9th ed. Corrosion Resistant Fastener #12-14 HWH SD 

w/ sealing washer or approved equal at 12"- 12"· 12" fastener pattern for interior supports. Panel side laps fastened w/ 
"·14 x 7/8" HWH SD w/sealing washer @) 18" o.c. Continuous tape seal for slopes less than 3:12. Install per manufacturer's 
instructions and in compliance w/current FBC 2021 9th ed. 

•o.alQn Pre•■urw Faatentn11 Pllffem Faatener SpedAD 

-60.0 PSF 12"-12"-12" @5'-0" o.c. 
-150.0PSF 12"-12"-12" @2'-0" o.c. 

FL 8384.3 Product: R or PBR 26GA Panel over 16GA Steel Purlins Structural Application NON-HVHZ 

36" wide 801csl 1 1/4" tall rib @ 12" o.c. 
Substrate: 16GA steel framing designed in compliance w/ FBC 2026 9th ed. , Corrosion Resistant Fastener #12-14 HWH SD 

w/ sealing washer or approved equal at 7"· 5"- 7"· 5"'-7"· 5" fastener pattern for Interior supports. Panel side laps fastened 
w/ "·14 x 7/8" HWH SD w/seallng washer @ 20" o.c. Continuous tape seal for slopes less than 3:12. Install per 
manufacturer's Instructions and In compliance w/current FBC 2026 9th ed. 

"'De&Jgn Preaaure FaattHttncr Pauem I Fa.atener Speclno 

-52.5 PSF 711- 5"- r·- 611- 711- 511 

I
■:11•:t:f:t:J•J••10 t I�: •-.... ,n1.•• .:••r•••• , .. . .. . .  1!.111• 

35• wide SOlcsl 1 1/4" tall rib @ 12" o.c. 

@ 5'-0" o.c.

.1-; •• • ..... �: lf.l;;r...a 

Substrate: l&GA steel framing designed In compliance w/ FBC 2026 9th ed. , Corrosion Resistant Fastener #12-14 HWH SD 
w/ sealing washer or approved equal at 12•- 12"- 12" fastener pattern for Interior supports. Panel side laps fastened w/ 
1'-14 x 7 /8" HWH SD w/seallng washer • 20• o.c. Continuous tape seal for slopes less than 3:12. Install per manufacturer's 
Instructions and In compliance w/current FBC 2026 9th. ed.· �· -------,r----------. 

*DeaJgn Pntaaure F•••n111cr Paa:em Fastener- Spac:Jng 

12"-12"-12" @5'-0" o.c. 
rce Enilneerini'ities�---�- �n1s;:;tn!,l••t1•::.:=,,.;;;-� 

M,N 
Z05-0315T•11 A 
Z05-0Z41T-07 A·D 
noz-01 

Force Enal-'• • Testing (TST•S328) 
Force E111l11Hrllll & Testing (TST-53U) 
Faraball&h Englneerln1 Ii Test1111 (TST-1654) 

1203-o7 
PRI Construction Materials Technolop!s (TST-5878) VlS-G04-GZ-01 

VIS-005-0Z-01 
nderwrlters Laboratory 
orce Enstneerlns & Test1111 (TST-53281 
nderwrlters Laboratory 
rce Ensl.-rfng & Test1111 (TST-5328) 

Construction #1U 
Z05-GJ15T-11 A 

Construction 1161 
Z0S-0315T•11 A 

l. ASTM E 1591-01 test standard Is equivalent to tlie ASTM E 1591-17 test standard

1. FM 4471-10 test standard is equivalent to tlie FM 4471-91 test standard.

3. UL 580-94 test standard Is equivalent to tlie UL 58006 test standard

••DESIGN PRESSURE INCLUDES A SAFETf MARGIN OF Z:J 

ASTM E 1592-011 

FM4471-J.Ol 
TAS 1zs.G3/ ASTM E 1592-011 

TASZ01•94 
TAS 114 (FM 4471 appendix G·1995J 
TAS 11IMIO (ASTM G 155) 
TAS lllMIO (ASTM 8 1171 
ULSI0-941 

FM4471-101 
UL581M4I 
FM4471·J.Ol 

Certificate If lndepenence: Locke Bowden P.E. does not have, nor will acquire a flnanclal Interest In any company manufacturing or 
distributing any products under this evaluation. Locke Bowden P.E. is not owned, operated or controlled by any company 
manufacturing or distributing any product under this reporL 




