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Classic Rib
36" wide coverage with (5) 0.75" high ribs

Min. 29 ga., 80 ksi steel or min. 26 ga., 50 ksi steel. Galvanized coated
steel (ASTM A653) or Galvalume coated steel (ASTM A792) or
painted steel (ASTM A755) as per FBC 2026 Section 1405.2.

Nom. 2" x 4" (min) lumber (Must be designed by others)

+120 psf at support spacing of 24" o.c. (4 span condition)

#9-16 or #10-14 x 1.5" long hex head corrosion resistant wood screw
with sealed washer. For installation in areas within 3000 ft. of a
saltwater coastline, fasteners are corrosion resistant as per FBC 2026
Section 1711.

9" o.c. across panel width with two fasteners at each sidelap.

Wall assembly tested in accordance with ASTM E330-02 ‘Standard
Test Method for Structural Performance of Exterior Windows, Doors,
Skylights and Curtain Walls by Uniform Static Air Pressure
Difference.’

The test procedure in ASTM E330-02 complies with test procedure
prescribed in ASTM E330-14(2021).

The product described herein has demonstrated compliance with FBC
2026 Section 1404.5.

Design wind loads shall be determined for each project in accordance
with FBC 2026 Section 1609 or ASCE 7-22 using allowable stress
design. The maximum support spacing listed herein shall not be
exceeded. The design pressure for reduced support spacing may be
computed using rational analysis prepared by a Florida Professional
Engineer. This evaluation report is not applicable in High Velocity
Hurricane Zone.

ASTM E330 Test Report
Farabaugh Engineering and Testing Inc.
Project No. T156-07, Reporting Date 4/4/2007
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GENERAL NOTES: S o
ALLOWABLE PRESSURE 1. STRUCTURAL WALL PANEL HAS BEEN DESIGNED IN ACCORDANCE WITH THE Z _~
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— FASTENERS NEGATIVE 2. WALL PANELS SHALL BE MIN. 29 GA. (t = 0.0143”). EFFECTIVE COVERING WIDTH 553
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ALONG RIB (PSF) 3. THE WALL PANELS SHALL BE INSTALLED OVER STRUCTURE AS SPECIFIED ON 2o
THIS DRAWING. 223
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ARE GREATER THAN THE ALLOWABLE WIND LOADS SPECIFIED ON THIS DRAWING. 2 ofo
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