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‘SUBJECT: Elevate Modified Bitumen Roof Systems

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the
applicable rules and regulations governing Product Approval of construction materials in the State of
Florida and ISO/IEC 17065 via NEmo|cert. NEMO Evaluations has evaluated the product described
herein for compliance with the Code sections noted herein.

CODES: 2024, 2021, 2015 International Building Code TDI Third-Party Evaluation Report acceptance

FBC JURISDICTION:
CATEGORY:
SuB-CATEGORY:
CSI DIVISION:

FBC METHOD:
COMPLIANCE STATEMENT:

QUALITY ASSURANCE:

CONTINUED COMPLIANCE:

BUILDING PERMIT
REQUIREMENTS:

ADVERTISEMENT:

CERTIFICATION OF
INDEPENDENCE:
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©ONEMO. All rights reserved.

LINK TO TOP OF ATTACHMENT REQUIREMENTS

2023 Florida Building Code, 8t Edition
2025 California Building Code Section 98.0501, Product Approval, Alternate
Materials, Systems, Devices and Methods of
Construction

Non-HVHZ and HVHZ

FBC: Roofing NEwmo: Modified Bitumen
FBC: Modified Bitumen Roof Systems

07 00 00 Thermal and Moisture Protection

07 52 00 Modified Bituminous Sheet Roofing

Method 1, Option C — Codified Material, Evaluation by Evaluation Entity

Elevate Modified Bitumen Roof Systems, as produced by Amrize Building Envelope LLC (Elevate),
have demonstrated compliance with the Code sections noted herein through testing in accordance
with the referenced Standards, rational analysis and an ongoing quality assurance program.
Compliance is subject to the Installation Requirements and Limitations of Use set forth herein.

Evidence of current quality assurance shall be listing and/or labeling in accordance with the
requirements of NEmo| cert.

This NER is valid until such time the named product(s) change, the referenced Quality Assurance
changes, or the evaluated Code provisions change. NEMO Evaluations requires, at minimum, a
complete review of this NER with each 3-year Code Cycle.

As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this
product.

“NemMo Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it
shall be displayed in its entirety.

v" NEMO CERT, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest
in any company manufacturing or distributing products it evaluates.

v' NEMO CERT, LLC is not owned, operated, or controlled by any company manufacturing or
distributing products it evaluates.

v' This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for
any project on which this NER, or previous versions thereof, is/was used for permitting or design
guidance.
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1507.10.2, TAS 110
1507.11.2, TAS 110

Material standard
Material standard

1. CODES, PROPERTIES AND STANDARDS:
CoDE SECTION PROPERTY STANDARD
2015 International Building Code 1504.3.1 Wind resistance FM 4474 or UL1897
1504.6 Physical Properties ASTM G155
1504.7 Impact resistance FM 4470
1505.1 Fire Classification UL 790
1507.2.4 Material standard ASTM D1970
1507.10.2 Material standard ASTM D2178, D4601, D4897
1507.11.2 Material standard ASTM D6162, D6163, D6164, D6222,
D6509
2021 International Building Code 1504.4.1 Wind resistance FM 4474 or UL1897
1504.7 Physical Properties ASTM G155
1504.8 Impact resistance FM 4470
1505.1 Fire Classification UL 790
1507.10.2 Material standard ASTM D2178, D4601, D4897
1507.11.2 Material standard ASTM D6162, D6163, D6164, D6222,
D6509
1507.11.2.1 Material standard ASTM D1970, D4601
2024 International Building Code 1504.4.1 Wind resistance FM 4474 or UL1897
1504.7 Impact resistance FM 4470
1505.1 Fire Classification UL 790
1507.10.2 Material standard ASTM D2178, D4601, D4897
1507.11.2 Material standard ASTM D6162, D6163, D6164, D6222,
D6509
1507.11.2.1 Material standard ASTM D1970, D4601
2023 Florida Building Code, 8t" Edition  1504.3.1 Wind resistance FM 4474 or UL1897
1504.6 Physical Properties ASTM G155
1504.7 Impact resistance FM 4470
1505.1, 1516.1 Fire Classification UL 790
1507.6.3, TAS 110 Material standard ASTM D1970

ASTM D2178, D4601, D4897
ASTM D6162, D6163, D6164, D6222,
D6509

TAS 110 Resistance to Foot Traffic TAS 114, Section 8.9
TAS 110 Wind resistance TAS 114, Appendix C, D orJ
TAS 110 Susceptibility to Hail Damage TAS 114, Appendix F
TAS 110 Susceptibility to Leakage TAS 114, Appendix G

2025 California Building Code Div. 5, Section 98.0501 Evaluation Reports

BACKTO TOP

1504.4.1 Wind resistance FM 4474 or UL1897

1504.7 Impact resistance FM 4470

1505.1 Fire Classification UL 790

1507.10.2 Material standard ASTM D2178, D4601, D4897

1507.11.2 Material standard ASTM D6162, D6163, D6164, D6222,
D6509

1507.11.2.1 Material standard ASTM D1970, D4601
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2. PRODUC
TABLE 1A: EVALUATED ELEVATE COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
IMATERIAL STANDARD
TyPE ELEVATE PRODUCT REFERENCE Type GRADE
BASEGARD SA ASTM D4601 Il N/A
BASE SHEETS:
MB BASE ASTM D4601 Il N/A
Ply IV ASTM D2178 v N/A
PLY SHEETS:
Ply VI ASTM D2178 Vi N/A
APP 80 Glass Base ASTM D6509 N/A N/A
APP Premium Base ASTM D6509 N/A N/A
APP, SMOOTH-SURFACE  |APP 160 ASTM D6222 | S
MEMBRANES: APP 160 COOL ASTM D6222 | S
APP 170 ASTM D6222 | S
APP 170 COOL ASTM D6222 | S
APP 180 ASTM D6222 | G
APP 180 UltraWhite ASTM D6222 | G
APP, GRANULE-SURFACE  |APP 180 COOL ASTM D6222 | G
MEMBRANES: APP 180 FR ASTM D6222 | G
APP 180 FR UltraWhite ASTM D6222 | G
APP 180 FR COOL ASTM D6222 | G
SBS Smooth HT ASTM D6162 1] S
SBS Torch Base HT ASTM D6162 1] S
SBS Torch Base 1.5 HT ASTM D6162 1] S
SBS Base ASTM D6163 | S
SBS Premium Base ASTM D6163 | S
SBS, SMOOTH-SURFACE SBS PolyBase ASTM D6164 | S
MEMBRANES: SBS Premium Poly Base ASTM D6164 Il S
SBS Poly Torch Base ASTM D6164 | S
SBS Base ASTM D6163 | S
SBS Glass Torch Base ASTM D6163 | S
SBS Glass Torch Base 1.5 ASTM D6163 | S
SBS Smooth ASTM D6164 | S
SBS FR HT ASTM D6162 1] G
SBS FR Torch HT ASTM D6162 1] G
SBS Glass ASTM D6163 | G
SBS Glass FR ASTM D6163 | G
SBS Glass FR UltraWhite ASTM D6163 | G
SBS Glass FR Torch ASTM D6163 | G
SBS Glass FR Torch UltraWhite ASTM D6163 | G
SBS Premium ASTM D6164 | G
S&f;;“:g‘;f's”“”“ SBS Premium SRG ASTM D6164 | G
SBS Premium FR ASTM D6164 | G
SBS Premium FR SRG ASTM D6164 | G
SBS Premium FR UltraWhite ASTM D6164 | G
SBS Premium Torch ASTM D6164 | G
SBS Premium Torch SRG ASTM D6164 | G
SBS Premium Torch UltraWhite ASTM D6164 | G
SBS Premium FR Torch ASTM D6164 | G
SBS Premium FR Torch SRG ASTM D6164 | G
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https://services.nemocert.com/certificationdirectorysync

NEMO EVALUATIONS REPORT

Report No.: NER-AMZ-002.A.R1
Revision 1: 2026-07-30

APCCREDITED'
oduct n

Amrize Building Envelope LLC (Elevate)

NEMO Icert.@ Page 4 of 86 FL984-R18 ISO/IEC 17065  PCA-145
TABLE 1A: EVALUATED ELEVATE COMPONENTS
(NEemo Certified. Consult Directory of Certified Products for production location(s))
MATERIAL STANDARD
TYPE ELEVATE PRODUCT REFERENCE TyPe GRADE
SBS Premium FR Torch UltraWhite ASTM D6164 | G
SBS Cap ASTM D6164 | G
SBS Cap UltraWhite ASTM D6164 | G
SBS FR Cap ASTM D6164 | G
SBS FR Cap UltraWhite ASTM D6164 | G
SBS Torch ASTM D6164 | G
SBS Torch UltraWhite ASTM D6164 | G
SBS FR Torch ASTM D6164 | G
SBS FR Torch UltraWhite ASTM D6164 | G
TABLE 1B: EVALUATED ELEVATE ACCESSORIES
(Contact contact@nemocert.com for production location(s) of non-Certified products)
TYPE ProDUCT IMATERIAL STANDARD
Channel Venting Base ASTM D4897
BASE SHEETS: -
Venting Base Sheet ASTM D4897
APP, SMOOTH-SURFACE | )b 81 Glass Base COOL ASTM D6509
MEMBRANES:
APP, GRANULE-SURFACE | 705 180 FR COOL UltraWhite ASTM D6222
MEMBRANES:
SBS, GRANULE-SURFACE  |SBS Glass UltraWhite ASTM D6163
MEMBRANES: SBS Premium UltraWhite ASTM D6164
TABLE 2: ACCESSORY COMPONENTS (4.1.4)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TyPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
MB 2” Barbed Metal Lap Plate N/A N/A N/A
Elevate Heavy-Duty Plus N/A N/A N/A
Elevate Coiled Metal Batten Strip N/A N/A N/A
Elevate Two Piece Impact Nails N/A N/A N/A
Elevate 1.7 Assembled LWC Base Ply N/A N/A N/A
Fastener
Elevate Two Piece Impact Nail N/A N/A N/A
OMG C-R Assembled Base Sheet N/A N/A N/A
ROOFING FASTENERS: Fastener
Elevate Polymer Fastener N/A N/A N/A
Polymer Fastener Insulation Plate N/A N/A N/A
Versa-Fast Fastener V19 N/A N/A N/A
Versa-Fast Metal Plate V19 N/A N/A N/A
Elevate All-Purpose Fastener N/A N/A N/A
Elevate Heavy-Duty Fastener N/A N/A N/A
Elevate Concrete Drive Fastener N/A N/A N/A
Elevate Insulation Fastening Plate N/A N/A N/A
1.5.0. Twin Pack Insulation Adhesive |N/A N/A 25-1023.18
1.5.0. Spray R N/A N/A 25-1023.20
Elevate Twin Jet Y N/A N/A N/A
ADHESIVES: Elevate Twin Jet N/A N/A 25-1023.20
1.5.0. Stick N/A N/A N/A
Elevate LiquiGard Membrane N/A N/A
. N/A
Adhesive

BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 2: ACCESSORY COMPONENTS (4.1.4)

(Refer to NOA if listed version was superseded to ensure use of latest version)

TYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA

Elevate Multi-Purpose MB Cold N/A N/A 25-0505.05
Adhesive
Elevate SA Primer N/A N/A N/A

PRIMERS: -
V-Force SB Primer N/A N/A N/A
ISOGARD GL 1SO 95+ GL N/A 25-1023.17
ISOGARD CG RESISTA N/A 25-1023.17
ISOGARD HD N/A 25-1023.17
ISOGARD HD Composite N/A 25-1023.17
ISOGARD HG HailGard N/A 25-1023.17
N/A DensDeck Prime FL1250 |22-1223.04

INSULATIONS: N/A DensDeck StormX Prime Roof Board N/A N/A
N/A DEXcell FA Glass Mat Roof Board FL17840 |25-0722.11
N/A SECUROCK Cement Roof Board FL4264 |21-0923.05
N/A SECUROCK Gypsum-Fiber Roof Board FL4264 |21-0923.05
N/A Celcore Cellular Concrete FL2037 |24-0906.02
N/A Concrecel Lightweight Insulating Concrete FL5584 |21-1229.06
N/A Elastizell Lightweight Insulating Concrete FL4994 | 23-0817.05
N/A Mearlcrete FL13492 |24-0514.06
V-Force N/A N/A N/A

VAPOR BARRIERS: V-Force FR N/A N/A N/A
V-Force P N/A N/A N/A

BACKTO TOP
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3.
3.1

311

3.1.2

INSTALLATION:

Elevate Modified Bitumen Roof Systems shall be installed in accordance with Amrize Building Envelope LLC (Elevate)
published installation instructions, subject to the Limitations of Use noted herein.

Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with

hardboard (e.g., gypsum-based or cement) insulations. Fasteners shall be of sufficient length for the following engagements.

TABLE 3: FASTENER REFERENCES
RooF DECK PARTS FASTENER ENGAGEMENT

Min. 0.75-inch penetration
Elevate All-Purpose or Heavy-Duty Fastener with Elevate Insulation Fastening Plate (engineered sheathing) or min. 1-
inch embedment (plank)

WO0O0D, ENGINEERED
SHEATHING OR PLANK

STEEL Elevate All-Purpose or Heavy-Duty Fastener with Elevate Insulation Fastening Plate Min. 0.75-inch penetration
STRUCTURAL Non-HVHZ: Min. 1-inch embedment
Elevate Heavy-Duty or Concrete Drive Fastener with Elevate Insulation Fastening Plate
CONCRETE y-outy & HVHZ: Min. 1.25-inch embedment
Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of Approved board(s) that meet IBC, CBC, or FBC

1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, or FBC Chapter 26, when installed with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional, and using

System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an Approved insulation board or coverboard may be
used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation. The separator
component shall be documented as meeting IBC, CBC, or FBC 1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC,
CBC, or FBC Chapter 26, when installed with the roof cover in Recover applications.

(c) Minimum 200 psi, minimum 2-inch thick Approved lightweight insulating concrete may be substituted for, or installed below,

rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners are installed through the lightweight
insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength
to the steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable
Code requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does
not purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the
potential effect on overlying components.

(d) Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC 1917 to the satisfaction of the

Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product Approval
or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not
referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC over
structural concrete, reference is made to FBC 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established
through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM
C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of
these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority
Having Jurisdiction.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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(e) Unless otherwise noted, rigid board insulation or coverboard attachment patterns for Type B-1, B-2 and C-1 systems are as

outlined below.

TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS

1 per 4.0 ft2 (4 per board) 1 per 3.2 ft? (5 per board) 1 per 2.7 ft2 (6 per board) 1 per 2.0 ft2 (8 per board)
=12-in.-—24-in.— 6-in. - -~ 18-in. - 6-in. 6-in. - =~ 18-in. - 6-in. 6-in. - -~ 18-in. - 6-in.
12-in. : 6-in 6-in.
| 18-in. 12-in.
240 | 24-in f
7in. 12-in.
| 18n i
12-in. Gain. ‘ | '
| ¥ 6-in -12-in.- 6-in.

1 per 1.8 ft2 (9 per board)

1 per 1.6 ft2 (10 per board)

1 per 1.3 ft2 (12 per board)

1 per 1.0 ft2 (16 per board)

6-in. -~ 18-in. - 6-in. 6-in.——--18-in.—- 6-in. 6-in. - -- 18-in. - 6-in. 6-in. - -12-in.- 6-in.
I T i T T T T T T T L] ]
! 12-in. : { :
! 12-in 12-in 12-in.
18-in | ! !
i 24-in. 12-in 1Z-in 12Z;in.
18-in | 124in 12:Tn 12:in.
! 12-in. : 6-in. 6-in.
6-in. | 6-in. b —
i f - 18-in. == - 6-in. -12-in.==6-in.
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 4B: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS
1 per 4.0 ft2 (8 per board) 1 per 3.6 ft2 (9 per board) 1 per 2.7 ft2 (12 per board) 1 per 2.3 ft2 (14 per board)
-112-in.|- 6-in. ~—6-in. ~—-6-in.
| . - ; : , ‘
12-in 12-in. 12-in E-in 12-in.
! i 1 1
18-in.
24-in 24-in — 24-in.
36-in.
‘ | 18-in. ‘
24-in { 24-in 12'-in. 24-in.
! : I :
‘ 36:in. 18n
24-in 24-in.
24-in
| | 18-in. )
i ¥ i
‘_ 12-in. 12-in 6-.in. 12-in.
12-in. t ! | ! '
! - 24-in. - ~—24-in— ~—24-in,—
1 per 2.1 ft2 (15 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft2 (18 per board) 1 per 1.6 ft2 (20 per board)
6-in.+~—~18-in. . .
Bt 6-in. - -~ 18-in. - | | ' 6-int—+-18-in.~
| i ! ! ! 6-in. T T T T T 6_‘"‘
6-;n. 120in. 6-in. ' 12-in. Co e
124in. 1 18N 18-in. | 4 12-in.
12|-in. 24-in t | 24-in 12-in
P 18-in i
IZI-in. ! 18:in : 12-in
! H 1
12|—in. 24-in 12-in 12-in 24-in 12-in
12-in. ! . : 12-in
| 18-in 18-in |
12|"”' 24-in. ; ' 5 ; 24-in 12-in
» 18-in i
1gin- I | 1&in. | | 12-in
6-in. 12in. 6-in. | 12-in ;
: 1 : { ! 6-in | | B-in.
- 24-in. - -12-in.~—24-in. - I P ~12-in.~ l
-112-in.- .
1 per 1.5 ft2(22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
6-in -
i
6';"' B-in. - 6-in.~—12-in. - _
12-in. 6-in 6-in.
.: 12-in.
12-in. 12;in |
: 1
12-in 12-in
12-in. | !
12-in 12-in
12-in. | '
12-in 12-in
12-in. ! 5
12-in 12-in
] [}
12:in. 12-in 12-in
! '
IZIin. 12-in 12-in
1 1
6-:n. | 6-in. 6-in.
- 24-in. - - 24-in. - -12-in,- -'6-in,
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NEMO EVALUATIONS REPORT

Report No.: NER-AMZ-002.A.R1
Revision 1: 2026-07-30 Nescy

® P 9 of 86 FL984-R18 ISO/IEC 17065 PCA-145
NEMO|cert” "38¢7°

ACCREDITED
Product on

Amrize Building Envelope LLC (Elevate)

(f) Preliminary insulation attachment for Type D-1 or D-2 systems:
» IBC, CBC, or FBC Non-HVHZ: Unless otherwise noted, use Approved roofing fasteners and plates and refer to Section
2.2.10.1.3 of EM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates; minimum four fasteners per
4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

(g) In addition to Table 2, the following products are interchangeable within the scope of this NER:

TABLE 4C: ACCEPTABLE ALTERNATES

TyYPE LisTep PRODUCT ALTERNATE PRODUCT
ISOGARD GL 1SO 95+ GL
ROOFING INSULATION: ISOGARD CG RESISTA
ISOGARD HG HailGard
DensDeck Prime DensDeck StormX Prime Roof Board

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple
layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-
layer. The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-
half the specified ribbons spacing. When applied to profiled steel roof deck, ribbons shall be applied to the top-flange so as
to establish positive-contact with the overlying insulation board.

TABLE 5A: INSULATION ADHESIVE REFERENCES

ADHESIVE REFERENCE MiniMum RATE NoOTE
1.5.0. Spray R N/A Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c.
1.S.0. Stick N/A Continuous 0.75 to 1-inch wide ribbons, 12-inch o.c.
1.5.0. Twin Pack N/A Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c.
Elevate LiquiGard Membrane LiquiGard Continuous 0.75 to 1-inch wide ribbons, 12-inch o.c.

Adhesive

Twin Jet may be used where 1.5.0.
Twin Jet N/A Continuous 0.75-inch wide ribbons, 12-inch o.c. Stick is referenced herein for
insulation securement

. Twin JetY . . . . .

Twin Jet Y (RIBBON-1) Continuous 1.0-inch to 2.5-inch ribbons, 12-inch o.c.
X Twin Jet Y . . . .

Twin Jet Y (RIBBON-2) Continuous 2.5-3.5-inch ribbons, 12-inch o.c.
. Twin JetY

Twin Jet Y (SPATTER) 2.85 lbs/square

If applying hot asphalt to concrete
ASTM D312, Type IV hot asphalt [N/A Full coverage at 25-30 lbs/square deck, deck shall be primed with
ASTM D41 primer

BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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(b) The following insulation adhesives may be ‘spatter-applied’ in lieu of ribbon applied, with the following Maximum Design
Pressure (MDP) limitations. In no case shall these values be used to add/amend insulation options or ‘increase’ the MDP
listings in the tables; rather, if a board-stock option is listed in both your selected system and in the summary below, and if
the MDP listing in the summary below meets or exceeds that of your selected system, then the ‘spatter-application’ is
permissible in lieu of the ribbon-application.

TABLE 5B: INSULATION ADHESIVE REFERENCES, SPATTER-APPLIED, RATES

1.5.0. Spray R|0.55 to 0.75 gal/sq.

Twin Jet|0.318 gal/sq.

Twin Jet Y|2.85 lbs/sq

SPATTER-APPLIED, SUBSTRATES AND MIDP LIMITATIONS

Fiber or Existing Gypsum

Fiber Roof Board and/or Structodek High Density Fiberboard Roof
Insulation

DECK BOARD STOCK OPTIONS MDP

Structodek High Density Fiberboard Roof Insulation and/or DensDeck -45.0

Steel ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,
ISOGARD HG, HailGard, DensDeck Prime and/or SECUROCK Gypsum- -127.5
Fiber Roof Board
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -142.5
ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,

Structural Concrete . .
ISOGARD HG, HailGard, DensDeck Prime and/or SECUROCK Gypsum- -495.0
Fiber Roof Board
ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,

Wood, Cementitious Wood [ISOGARD HG, HailGard, DensDeck, DensDeck Prime, SECUROCK Gypsum- 45.0

(c) Unless otherwise noted, all adhered insulations are flat-stock or taper board of the minimum thickness noted. Tapered
polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-
in for the equivalent thicker material listed in the selected assembly.

TABLE 58: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE INSULATION VIIN. TAPEZ:)) THICKNESS MDP (psF)
1.S.0. Spray R 0.5 -157.5
1.S.0. Stick 0.5 -187.5
1.5.0. Twin Pack ISOGARD GL 0.5 -157.5
Polyset CRA 1.0 -117.5
Hot asphalt 0.5 -120.0
1.5.0. Spray R, I.S.0. Stick or 1.5.0. Twin Pack, 12-inch o.c. 0.5 -165.0
" " N ISOGARD CG
1.S.0. Spray R, 1.S.0. Stick or I.5.0. Twin Pack, 6-inch o.c. 0.5 -405.0

(d) Adhered Insulation, Board Size:
» IBC, CBC, or FBC non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

BACKTO TOP

LINKTO TOP OF ATTACHMENT REQUIREMENTS

©ONEMO. All rights reserved.



https://www.fmglobal.com/research-and-resources/fm-global-data-sheets

NEMO EVALUATIONS REPORT IAS

Report No.: NER-AMZ-002.A.R1 . . s L ACCREDITED'
Revision 1:  2026-07-30 Amrize Building Envelope LLC (Elevate) i

® P 11 of 86 FL984-R18 ISO/IEC 17065 PCA-145
NEMO|cert” "28¢ ++°

3.1.4 Roof Covers:
(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 6A: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE LAYER MATERIAL APPLICATION
Base Ply: MB Base
BP-CA
Cap Ply: Ply VI
Base Ply or Ply: SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly Base Elevate Multi-
SBS Cap, SBS Cap UltraWhite, SBS FR Cap, SBS FR Cap UltraWhite, SBS Smooth, SBS Purpose MB Cold
SBS-CA Cap Ply: Premium, SBS Premium SRG, SBS Premium UltraWhite, SBS Premium FR, SBS Premium | ghesive at 1.5 - 2.0
FR SRG, SBS Premium FR UltraWhite, SBS Glass, SBS Glass UltraWhite, SBS Glass FR, SBS gal/square
Glass FR UltraWhite
AR Base Ply: APP 80 Glass Base, APP 160 COOL, APP 170 COOL, APP Premium Base
Cap Ply: APP 160 COOL, APP 170 COOL, APP 180 COOL, APP 180 FR COOL, APP 180 FR COOL UltraWhite
Base Ply: MB Base
BP-CAZ 1 Ply VI
v: i Elevate LiquiGard
Base Ply or Ply:  [SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly Base Membrane Adhesive
SBS Cap, SBS Cap UltraWhite, SBS FR Cap, SBS FR Cap UltraWhite, SBS Smooth, SBS Premium, |at 1.5 - 2.0
SBS-CA2 Cap PIv: SBS Premium SRG, SBS Premium UltraWhite, SBS Premium FR, SBS Premium FR SRG, SBS gal/square
pFly: Premium FR UltraWhite, SBS Glass, SBS Glass UltraWhite, SBS Glass FR, SBS Glass FR
UltraWhite
Base Ply: MB Base, Ply IV, Ply VI
BP-AA y y y
Ply: Ply IV, Ply VI
Base Ply: SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly Base, SBS Smooth Hot asphalt at 20-40
SBS Cap, SBS Cap UltraWhite, SBS FR Cap, SBS FR Cap UltraWhite, SBS Smooth, SBS Premium, |lbs/square
SBS-AA Cap Plv: SBS Premium SRG, SBS Premium UltraWhite, SBS Premium FR, SBS Premium FR SRG, SBS
pFly: Premium FR UltraWhite, SBS Glass, SBS Glass UltraWhite, SBS Glass FR, SBS Glass FR
UltraWhite
Base Ply: SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Smooth
SBS Glass FR Torch, SBS Glass FR Torch UltraWhite, SBS Torch, SBS Torch UltraWhite, SBS FR
SBS-TA Cap Plv: Torch, SBS FR Torch UltraWhite, SBS Smooth, SBS Premium Torch, SBS Premium Torch SRG,
pFly: SBS Premium Torch UltraWhite, SBS Premium FR Torch, SBS Premium FR Torch SRG, SBS
Premium FR Torch UltraWhite Torch-Applied
Base Ply: APP 80 Glass Base, APP 160, APP 170, APP Premium Base
APP-TA Ply: APP 160, APP 170, APP Premium Base
Cap Ply: APP 160, APP 170, APP 180, APP 180 UltraWhite, APP 180 FR, APP 180 FR UltraWhite
SBS-SA Base Ply: BASEGARD SA (see specific listings) Self-Adhering

BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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(b) The following Cap Ply membrane may be installed over sand-surfaced SBS-AA or SBS-TA Base Ply or Ply membranes within
asphalt-applied and torch-applied systems noted herein, in which case the following Maximum Design Pressure (MDP)
limitations apply. In no case shall the substitution and the associated limitation be used to ‘increase’ the MDP listing in the
table; rather if the particular system is less than or equal to the noted cold-applied Cap Ply limitation, then the substitution is

permitted.
TABLE 6B: MEMBRANE / ADHESIVE COMBINATIONS
Deck TYPE SysTeEm TYPE LisTep CAP PLY ALTERNATE CoLD-APPLIED CAP PLY MEMBRANE MDP (psF)
(3:1.44)
Wood, Steel, Structural B-1,B-3,B-2,C-1, |SBS-AA or SBS- SBS-CA: SBS Cap, §BS Cap UltraWhlte, SBS FR Cap, SES FR Cap U!traWhlte, SB.S
Concrete, LWC, CWF, D-2 or E-2 > Smooth, SBS Premium, SBS Premium SRG, SBS Premium UltraWhite, SBS Premium -127.5
Gypsum or Recover FR, SBS Premium FR SRG or SBS Premium FR UltraWhite
Structural Concrete, LWC SBS-CA: SBS Cap, SBS Cap UltraWhite, SBS FR Cap, SBS FR Cap UltraWhite, SBS
(over structural concrete), A-lorE SBS-AA or SBS-  |Smooth, SBS Premium, SBS Premium SRG, SBS Premium UltraWhite, SBS Premium -180.0
Gypsum or Recover (over TA FR, SBS Premium FR SRG, SBS Premium FR UltraWhite, SBS Glass, SBS Glass '
structural concrete) UltraWhite, SBS Glass FR or SBS Glass FR UltraWhite
Structural Concrete, LWC
(over structural concrete), A-lorE SBS-AA, SBS-TA |APP-CA: APP 160 COOL, APP 170 COOL, APP 180 COOL, APP 180 FR COOL or APP -225.0

Gypsum or Recover
(structural over concrete)

or APP-TA

180 FR COOL UltraWhite

3.15

Vapor Barriers:

(a) For System Types B-1, B-2, C-1, C-2, D-1 or D-2, an optional thermal barrier and/or V-Force, V-Force FR, or V-Force P, self-
adhered, vapor barrier membranes may be installed atop the roof deck prior to installation of the insulation and roof cover.
Refer to FM Loss Prevention Data Sheet 1-29 for design and installation recommendations and limitations.

(b) Refer to Section 4.3 herein for options where the vapor barrier forms part of the load path.

BACKTO TOP
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4. LIMITATIONS OF Us

4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with applicable

Code requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(d) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes

‘structural lightweight concrete’.

(e) FBC HVHZ Specific: The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard

413

TAS 114(J). In no case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP
applies.

TABLE 7: As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
T As TESTED SUB-ASSEMBLY
YPE SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psF)
24 #8 wood screws 6 -75.0
15/32-inch APA rated 24 8d ring shank nails 6 -90.0
24 #10 wood screws 6 -90.0
CDX plywood
24 #8 wood screws 8 -97.5
24 #10 wood screws 4 -127.5
24 8d ring shank nails 4 -60.0
. 24 8d ring shank nails 6 -90.0
e eaachlezalaed 24 #10 wood screws 6 -90.0
CDX plywood
24 #8 wood screws 6 -105.0
24 #10 wood screws 4 -127.5
(stDlxszi:/rxgoéjPA leted 24 8d ring shank nails 6 -45.0
72 #12 HWH Teks 5 6 -82.5
;; ftaé,e'll'ype 2 Elee 72 #12 HWH Teks 5 with %” steel washers 6 -97.5
72 Two (2) #12 HWH Teks 5 with %” steel washers 6 -172.5
72 #12 HWH Teks 5 6 -75.0
ig ftaee IType B, Grade 72 5/8” puddie welds 6 -82.5
72 #12 HWH Teks 5 with %” steel washers 6 -97.5
22 ga., Type B, Grade 72 #12 HWH Teks 5 6 -82.5
30 ste’el ! 72 #12 HWH Teks 5 with %" steel washers 6 -112.5
72 Two (2) #12 HWH Teks 5 with %” steel washers 6 -120.0
Note: | Steel deck stress analysis is the responsibility of others to the satisfaction of the Authority Having Jurisdiction

Fire Classification:

(a) Refer to IBC, CBC, FBC 1505, FBC HVHZ 1516, UL TGFU.R9516 and the fire classification certificate for the roof cover

manufacturer for requirements and limitations regarding roof assembly fire classification.

(b) Refer to IBC or FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.4

Quality Assurance:

All components in the roof assembly shall have quality assurance surveillance. For Florida Product Approval, this shall be in
accordance with F.A.C. Rule 61G20-3. For components listed herein that are produced by a manufacturer other than the
report holder on Page 1 of this NER, refer to the supporting evidence held by the component manufacturer.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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Jurisdiction Specific:

IBC, CBC, FBC Non-HVHZ

This NER does not include evaluation of roof edge termination.
Refer to IBC, CBC, or FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.
Refer to IBC, CBC or FBC 1511 for requirements and limitations
regarding recover installations.

(a) For mechanical attachment to existing roof decks, fasteners

shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

(b) For adhered re-roof (tear off) installation, the existing substrate

shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1,
FM Loss Prevention Data Sheet 1-52 or TAS 124 shall be
conducted on mock-ups of the proposed interface.

(c) For adhered recover installation, the existing roof system shall

4.2.3

meet project design pressure requirements on its own merit to
the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with FM
Loss Prevention Data Sheet 1-52 or TAS 124.

Wind Load Resistance:

Amrize Building Envelope LLC (Elevate)
FL984-R18
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FroductCetifcaton
Ny

PCA-145

ISO/IEC 17065

FBC HVHZ

This NER does not include evaluation of roof edge
termination. Refer to RAS 111 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing
in accordance with TAS 124 shall be conducted on mock-
ups of the proposed interface.

For adhered recover installation, the existing roof system
shall meet project design pressure requirements on its own
merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in
accordance with TAS 124.

(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for

wind load resistance based on allowable wind loads, and reflects
the ultimate passing pressure divided by 2 (the 2 to 1 margin of
safety per FBC 1504.9 has already been applied). Refer to IBC,
CBC or FBC 1609 for determination of design wind loads.

(c) The MDP for the selected assembly shall meet or exceed at least

the Zone 1 PRIME design pressure determined in accordance
with IBC, CBC or FBC Chapter 16. Elevated pressure zones shall
employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly
used methods are ANSI/SPRI WD1, FM Loss Prevention Data
Sheet 1-29, RAS 117 and RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM
Loss Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure

BACKTO TOP

for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.

LINKTO TOP OF ATTACHMENT REQUIREMENTS

“MDP” = Maximum Design Pressure is the result of testing
for wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to
1 margin of safety per TAS 114 has already been applied).
Refer to FBC HVHZ 1620 or RAS 128 for determination of
design wind loads.

Assemblies having a MDP < 45.0 psf are not permitted in
FBC HVHZ jurisdictions. The MDP for the selected assembly
shall meet or exceed at least the Zone 1 PRIME design
pressure determined in accordance with FBC HVHZ 1620 or
RAS 128. Elevated pressure zones shall employ an
attachment density designed by a qualified design
professional to resist the elevated pressure criteria.
Analysis shall be in accordance with RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum
design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.

©ONEMO. All rights reserved.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3

4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
(a) Steel Decks:

For System Types B-1, B-2 and C-1 over steel deck, V-Force, V-Force FR, or V-Force P Vapor Barrier Membrane, self-adhered, may be installed atop the steel roof deck
prior to installation of subsequent insulation components. Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.

(b) Structural Concrete Decks:

TABLE 8A: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION

VAPOR BARRIER INSULATION ADHESIVE PER TABLE 11A MDP
OPTION # PRIMER .
Type (3.1.4) ATTACH (3.1.3) PSF
Base Ply: MB Base, SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly Base, APP Multi-Purpose MB Cold Adhesive, 1.5-2.0 . .

-VB-1. ASTM D41 Multi-P MB Cold Adh -67.5%
C-VB-1 S 160 COOL, APP 170 COOL gal/sq. ulti-Purpose Cold Adhesive 67.5
C-VB-2. None MB Base, SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly Base LiquiGard, 1.5-2.0 gal/sq. 1.5.0. Spray R or I.5.0. Twin Pack -240.0
C-VB-3. ASTM D41 MB Base 1.5.0. Twin Pack, 4” o.c. 1.5.0. Twin Pack -232.5
C-VB-4. ASTM D41 1 or 2 plies Ply IV or Ply VI or 1 ply MB Base, SBS Base, SBS Polybase or SBS Premium Base Hot asphalt Hot asphalt -120.0
C-VB-5. ASTM D41 1 or 2 plies Ply IV or Ply VI or 1 ply MB Base, SBS Base, SBS Polybase or SBS Premium Base Hot asphalt 1.5.0. Spray R or I.5.0. Twin Pack -495.0
C-VB-6. ASTM D41 SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Smooth Torch-applied 1.5.0. Spray R or I.5.0. Twin Pack -495.0
C-VB-7. ASTM D41 MB Base, SBS, Base, SBS PolyBase, SBS Premium Base or SBS Premium Poly Base Hot asphalt Twin Jet, 4-inch o.c. -337.5
C-VB-8. ASTM D41 SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Smooth Torch-applied Twin Jet, 4-inch o.c. -337.5
C-VB-9. g::\;cre S8 V-Force Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
C-VB-10. \Ff::‘::re S8 V-Force Vapor Barrier Self-adhering 1.5.0. Stick -262.5
C-VB-11. \I:;iFrz:ecre S8 V-Force Vapor Barrier Self-adhering 1.5.0. Twin Pack -255.0
C-VB-12. \Ff::‘::re S8 V-Force Vapor Barrier Self-adhering Twin JetY -217.5

. ) 1.5.0. Spray R, I.5.0. Twin Pack, 1.S.0.
C-VB-13. | None V-Force FR Vapor Barrier Self-adhering Stick, Twin Jet, Twin Jet Y -185.0
. . 1.5.0. Spray R, I.5.0. Twin Pack, Twin
C-VB-14. None V-Force FR Vapor Barrier Self-adhering Jet, Twin Jet Y, 6-inch o.c. -202.5
C-VB-15. | None V-Force P Vapor Barrier Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack -135.0
Millennium
Sprayable
C-VB-16. | Single-Ply V-Force P Vapor Barrier Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack -222.5
Bonding
Adhesive
Millennium
Sprayable
C-VB-17. | Single-Ply V-Force P Vapor Barrier Self adhering 1.5.0. Spray R, I.5.0. Twin Pack -250.0
Bonding
Adhesive

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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4.3.2 Roof Assemblies:

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
9A Wood New or Reroof (Tear-Off) A-2 Bonded Vapor or Air Barrier, Bonded Insulation(s) 17
98 Wood New or Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor or Air Barrier, Bonded Insulation 19
9c Wood New or Reroof (Tear-Off) C-1 Mechanically Attached Insulation, Bonded Roof Cover 24
9D Wood New or Reroof (Tear-Off) D-2 Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 25
9e Wood New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 25
9F Wood New, Reroof (Tear-Off), or Recover E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 26

10A Steel New or Reroof (Tear-Off) A-2 Bonded Vapor or Air Barrier, Bonded Insulation 27
108 Steel New or Reroof (Tear-Off) A-3 Bonded Thermal Barrier, Bonded Vapor or Air Barrier, Bonded Insulation 28
10c Steel New or Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor or Air Barrier, Bonded Insulation 30
10D Steel or Structural Concrete New, Reroof (Tear-Off), or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation(s), Bonded Roof Cover 32
10e Steel or Structural Concrete New, Reroof (Tear-Off), or Recover B-2 Mechanically Attached Thermal Barrier, Bonded Temp Roof, Bonded Top Insulation, Bonded Roof Cover 36
10F Steel or Structural Concrete New, Reroof (Tear-Off), or Recover C-1 Insulated, Mechanically Attached Insulation, Bonded Roof Cover 38
106 Steel or Structural Concrete New, Reroof (Tear-Off), or Recover D-2 Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 43
11A Structural Concrete New or Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 46
118 Structural Concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 52
12A Deck with Lightweight Concrete New or Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 53
128 Deck with Lightweight Concrete New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 69
12c LWC over Steel or Structural Concrete Decks ~ New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 70
12p LWC over Steel or Structural Concrete Decks New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 74
13A Cementitious Wood Fiber New or Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 75
138 Cementitious Wood Fiber New, Reroof (Tear-Off), or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation(s), Bonded Roof Cover 75
13c Cementitious Wood Fiber Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 75
13p Cementitious Wood Fiber New, Reroof (Tear-Off), or Recover D-2 Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 76
13e Cementitious Wood Fiber New, Reroof (Tear-Off), or Recover E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 76
14A Existing Gypsum Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 77
148 Existing Gypsum Reroof (Tear-Off) B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 79
14c Existing Gypsum Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 79
14p Existing Gypsum Reroof (Tear-Off) D-2 Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 80
14e Existing Gypsum Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Anchor Sheet, Bonded Roof Cover 80
15A Various Recover A-1 Bonded Insulation(s), Bonded Roof Cover 81
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TABLE 9A: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR OR AIR BARRIER, BONDED INSULATION(S)

BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTEM NoO DECK VAPOR OR AIR MDP
) (a.1.2) BARRIER PrRODUCT i PRODUCT i BASE PLY PLY CAP PLY PSF
(3.1.3) (3.1.3)
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
. . Min. 0.25-inch DensDeck Prime, DEXcell FA
W-1 2’22 rlaiézz(;ltr;)((:h x::zg:i: ;R or One or more layers, min. 1-inch Elevate |I.5.0. Twin Pack or |Glass Mat Roof Board, SECUROCK Gypsum- |I.S.0. Twin Pack |BP-CA, (Optional) BP- SBS-CA 525
4-olv plywood seIf—adher’in ISOGARD GL, Elevate ISOGARD CG 1.5.0. Spray R Fiber Roof Board, min. 7/16-inch APA Rated |or I.S.0. Spray R |SBS-CA CA, SBS-CA ’
Py PY & OSB or min. 0.5-inch Elevate ISOGARD HD
. . Min. 0.25-inch DensDeck Prime, DEXcell FA .
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate [I.5.0. Twin Pack or [Glass Mat Roof Board, SECUROCK Gypsum- |1.S.0. Twin Pack (Optional) SBS- |SBS-CA, SBS-
W-2 APA rated CDX |V-Force P, R R . SBS-CA CA, SBS-CA2, |CA2,SBS-AA| -52.5
A-olv plvwood  |self-adherin ISOGARD GL, Elevate ISOGARD CG 1.5.0. Spray R Fiber Roof Board, min. 7/16-inch APA Rated |or I.S.0. Spray R SBS-AA. SBS-TA |or SBS-TA
Py PY & OSB or min. 0.5-inch Elevate ISOGARD HD ’
. . Min. 0.25-inch DensDeck Prime, DEXcell FA .
W-3 2’22 rlaiézz(;ltr;)((:h x::zg:i: ;R or One or more layers, min. 1-inch Elevate |[Twin Jet Y (RIBBON-|Glass Mat Roof Board, SECUROCK Gypsum- -(r':;’g;g?;j(l 2 BP-CA, (Optional) BP- SBS-CA 525
4-olv plywood seIf—adher’in ISOGARD GL, Elevate ISOGARD CG 1, 4-inch o.c.) Fiber Roof Board, min. 7/16-inch APA Rated inch 0.c.) ! SBS-CA CA, SBS-CA ’
Py PY & OSB or min. 0.5-inch Elevate ISOGARD HD h
. . Min. 0.25-inch DensDeck Prime, DEXcell FA . .
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate |[Twin Jet Y (RIBBON-|Glass Mat Roof Board, SECUROCK Gypsum- Twin Jet Y (Optional) SBS- |SBS-CA, SBS-
W-4 APA rated CDX |V-Force P, . R R . (RIBBON-1, 4- SBS-CA CA, SBS-CA2, |CA2,SBS-AA| -52.5
4-olv olvwood | self-adherin ISOGARD GL, Elevate ISOGARD CG 1, 4-inch o.c.) Fiber Roof Board, min. 7/16-inch APA Rated inch o.c.) SBS-AA. SBS-TA |or SBS-TA
Py PY & 0SB or min. 0.5-inch Elevate ISOGARD HD < '
Min. 15/32-inch One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, DEXcell FA . (Optional) SBS- |SBS-CA, SBS-
V-Force FR, Twin Jet Y Twin JetY
W-5 APA rated CDX self-adherin Elevate ISOGARD GL, Elevate ISOGARD (SPATTER) Glass Mat Roof Board, SECUROCK Gypsum- (SPATTER) SBS-CA  |CA, SBS-CA2, |CA2,SBS-AA| -90.0
4-ply plywood J CG Fiber Roof Board, or Elevate ISOGARD HD SBS-AA, SBS-TA |or SBS-TA
Min. 15/32-inch One or more layer(s), Min. 2-inch 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack, (Optional) SBS- |SBS-CA, SBS-
W-6 APA rated CDX Zeliogzi‘::n Elevate ISOGARD GL, Elevate ISOGARD |1.5.0. Spray R, 6- g/'o';‘r?j'i'r”l‘scg SEEE'T_'ODCK Gypsum-Fiber Roof |, ¢ ) <o ay R, 6- [sBS-CA  |CA, SBS-CA2, |CA2, SBS-AA | -112.5
4-ply plywood J CG inch o.c. inch o.c. SBS-AA, SBS-TA |or SBS-TA
Min. 15/32-inch One or more layer(s), Min. 2-inch ) . . ) Twin JetY (Optional) SBS- |SBS-CA, SBS-
w-7 APA rated CDX Zeli°;§ig:n Elevate ISOGARD GL, Elevate ISOGARD wai ;‘z:‘\;(?')BBON g’ggrz'i r”l‘scg éiggﬁoDCK Gypsum-Fiber Roof | 0 pRoN-1,4-  [sBs-CA  |CA, SBS-CA2,  |CA2, SBS-AA | -1125
4-ply plywood g |cg ’ o inch o.c.) SBS-AA, SBS-TA |or SBS-TA
ASPHALT AND/OR TORCH APPLIED:
. . Min. 0.25-inch DensDeck Prime, DEXcell FA (Optional) One
W-8 XIF:Z rlaiézzclgéh x;g:iz ER or One or more layers, min. 1-inch Elevate |I.S.0. Twin Pack or [Glass Mat Roof Board, SECUROCK Gypsum- |I.S.0. Twin Pack |BP-AA or |or more BP-AA, |SBS-AA or 525
4-olv plvwood self—adhe;in ISOGARD GL, Elevate ISOGARD CG 1.5.0. Spray R Fiber Roof Board, min. 7/16-inch APA Rated |or1.5.0.Spray R [SBS-AA  [SBS-AA or APP- |APP-TA ’
Py BY € 0SB or min. 0.5-inch Elevate ISOGARD HD A
. . Min. 0.25-inch DensDeck Prime, DEXcell FA .
W-9 XIF:Z rlaiézzc_g)((:h x:ig:iz ER or One or more layers, min. 1-inch Elevate [I.5.0. Twin Pack or [Glass Mat Roof Board, SECUROCK Gypsum- |I.S.0. Twin Pack |SBS-AA, E:igtlgg:i?s_ ziSZ_CSAE:SS-ii 525
4-olv plvwood self—adhe;in ISOGARD GL, Elevate ISOGARD CG 1.5.0. Spray R Fiber Roof Board, min. 7/16-inch APA Rated |or I.S.0. Spray R |SBS-TA SBS—’TA ! or SI’ESS—TA ’
Py Y g 0SB or min. 0.5-inch Elevate ISOGARD HD
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TABLE 9A: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR OR AIR BARRIER, BONDED INSULATION(S)

ISO/IEC 17065

Product Certificalion
Ageney

PCA-145

BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTEM NoO DECK VAPOR OR AIR MDP
’ (4.1.2) BARRIER PRODUCT i PRODUCT i BASE PLY PLy CAP PLY PSF
. . Min. 0.25-inch DensDeck Prime, DEXcell FA
W-10 ,'XIF:Z rizzz(;:;;h x:ig:z: ER or One or more layers, min. 1-inch Elevate [I.5.0. Twin Pack or [Glass Mat Roof Board, SECUROCK Gypsum- |1.S.0. Twin Pack APP-TA (Optional) APP- |APP-CA or 525
4-olv plywood seIf—adher’in ISOGARD GL, Elevate ISOGARD CG 1.5.0. Spray R Fiber Roof Board, min. 7/16-inch APA Rated |or I.S.0. Spray R TA APP-TA ’
Py PY & 0SB or min. 0.5-inch Elevate ISOGARD HD
) . Min. 0.25-inch DensDeck Prime, DEXcell FA . (Optional) One
W-11 2’22 rle;iézzcg)((:h x;g:iz ;R or One or more layers, min. 1-inch Elevate |[Twin Jet Y (RIBBON-|Glass Mat Roof Board, SECUROCK Gypsum- -(r':;’g;g?;j(l 2 BP-AA or |or more BP-AA, [SBS-AA or 525
4-olv plywood seIf—adher’in ISOGARD GL, Elevate ISOGARD CG 1, 4-inch o.c.) Fiber Roof Board, min. 7/16-inch APA Rated inch 0.c.) ! SBS-AA  [SBS-AA or APP- |APP-TA ’
Py PY & 0SB or min. 0.5-inch Elevate ISOGARD HD o A
. . Min. 0.25-inch DensDeck Prime, DEXcell FA . .
W-12 2’22 rlaiézz(;ltr;)((:h x::zg:i: ;R or One or more layers, min. 1-inch Elevate |[Twin Jet Y (RIBBON-|Glass Mat Roof Board, SECUROCK Gypsum- -(r':;’g;g?;j(l 2 SBS-AA, g\;;tlgggl_)ASABS— ziSZ—CS;SS_BASA— 525
4-olv plvwood seIf—adher’in ISOGARD GL, Elevate ISOGARD CG 1, 4-inch o.c.) Fiber Roof Board, min. 7/16-inch APA Rated inch o.c.) ’ SBS-TA SBS—’TA ’ or SI’BS—TA '
Py PY & 0SB or min. 0.5-inch Elevate ISOGARD HD o
. . Min. 0.25-inch DensDeck Prime, DEXcell FA .
W-13 ZAPIZ riiézzc-ltr)])((:h x:ig:g: ER °" |one or more layers, min. 1-inch Elevate |Twin JetY (RIBBON-|Glass Mat Roof Board, SECUROCK Gypsum- -(r:l’g;c;zi 4 |aPP-TA (Optional) APP- |APP-CA or 525
4-olv plvwood seIf—adhe;'n ISOGARD GL, Elevate ISOGARD CG 1, 4-inch o.c.) Fiber Roof Board, min. 7/16-inch APA Rated inch 0.c.) ! TA APP-TA ’
Py PY g 0SB or min. 0.5-inch Elevate ISOGARD HD <
. R ) . . . . (Optional) One
Min. 15/32-inch One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, DEXcell FA .
W-14  |APA rated CDX Zeﬁogziggn Elevate ISOGARD GL, Elevate ISOGARD (TS"‘F’,Z'#EFI) Glass Mat Roof Board, SECUROCK Gypsum- (TS";Z'#;F:) Egsf\:Aor ‘S’;g'_'z;e;iﬁ;\_' iﬁ _}A’:” -90.0
4-ply plywood J CcG Fiber Roof Board, or Elevate ISOGARD HD TA
Min. 15/32-inch One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, DEXcell FA . (Optional) SBS- |SBS-CA, SBS-
W-15 APA rated CDX Zeliogzi‘::n Elevate ISOGARD GL, Elevate ISOGARD (TS"‘F’,:‘#EFI) Glass Mat Roof Board, SECUROCK Gypsum- (TS";':\‘#;F:) :22:/::' CA2,SBS-AA, |CA2,SBS-AA| -90.0
4-ply plywood € |cg Fiber Roof Board, or Elevate ISOGARD HD SBS-TA or SBS-TA
Min. 15/32-inch One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, DEXcell FA . .
W-16 APA rated CDX Zeliogzi‘::n Elevate ISOGARD GL, Elevate ISOGARD (TS"‘F’,:‘#EFI) Glass Mat Roof Board, SECUROCK Gypsum- (TS";':\‘#;F:) APP-TA (Tc;pt"’”a') APP- 2;2:?: °" 1 900
4-ply plywood J CcG Fiber Roof Board, or Elevate ISOGARD HD
) . ) . ) ) (Optional) One
Min. 15/32-inch One or more layer(s), Min. 2-inch 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack,
V-Force FR, Min 0.5-inch SECUROCK Gypsum-Fiber Roof BP-AA or |or more BP-AA, |SBS-AA or
W-17 APA rated CDX self-adhering Elevate ISOGARD GL, Elevate ISOGARD !.S.O. Spray R, 6 Board or ISOGARD HD !.S.O. SprayR, 6 SBS-AA  |SBS-AA or APP- | APP-TA -112.5
4-ply plywood CG inch o.c. inch o.c. TA
Min. 15/32-inch One or more layer(s), Min. 2-inch 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack, (Optional) SBS- |SBS-CA, SBS-
W-18 APA rated CDX Zem_:;iggn Elevate ISOGARD GL, Elevate ISOGARD  |1.5.0. Spray R, 6- BMO':rg'i r”l‘scg GSEEBZODCK Gypsum-Fiber Roof |, ¢ <02y R, 6- 222_?:' CA2,SBS-AA, |CA2, SBS-AA | -112.5
4-ply plywood J CG inch o.c. inch o.c. SBS-TA or SBS-TA
Min. 15/32-inch One or more layer(s), Min. 2-inch 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack, .
W-19 APA rated CDX |/ TO"€ PR E 1 ate ISOGARD GL, Elevate ISOGARD |1.5.0. Spray R, 6. | " 0->-inch SECUROCK Gypsum-Fiber Roof | ¢ o o o ¢ |app.ra  |(OPtiONA) APP-|APP-CAOr | ;) ¢
self-adhering . Board or ISOGARD HD . TA APP-TA
4-ply plywood CG inch o.c. inch o.c.
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TABLE 9A: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR OR AIR BARRIER, BONDED INSULATION(S)

BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTEM NoO DECK VAPOR OR AIR MDP
’ (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT i BASE PLY PLy CAP PLY PSF
Min. 15/32-inch One or more layer(s), Min. 2-inch Twin JetY (Optional) One
W-20 APA.rated CDX V-Force FR, Elevate ISOGARyD GL'EIeva.ute ISOGARD Twin Jet Y (RIBBON-|Min 0.5-inch SECUROCK Gypsum-Fiber Roof (RIBBON-1, 4- BP-AA or |or more BP-AA, [SBS-AA or 1125
self-adhering ! 1, 4-inch o.c.) Board or ISOGARD HD ) ’ SBS-AA  [SBS-AA or APP- |APP-TA ’
4-ply plywood CcG inch o.c.) TA
Min. 15/32-inch One or more layer(s), Min. 2-inch . . . . Twin Jet Y (Optional) SBS- |SBS-CA, SBS-
W-21  |APA rated CDX :’e?;fiig:n Elevate ISOGARD GL, Elevate ISOGARD | 1" i;i‘?')BBON g’g;rg'i FITSCQ GS,EEE?DCK Gypsum-Fiber Roof | 2 6801, 4- 222_?:’ CA2,SBS-AA, |CA2,SBS-AA | -112.5
4-ply plywood € lc ’ - inch o.c.) SBS-TA or SBS-TA
Min. 15/32-inch One or more layer(s), Min. 2-inch . . . . Twin Jet Y .
W-22 APA rated CDX V-Force FR-, Elevate ISOGARD GL, Elevate ISOGARD Twm.Jet Y (RIBBON-|Min 0.5-inch SECUROCK Gypsum-Fiber Roof (RIBBON-1,4-  |APP-TA (Optional) APP- |APP-CA or 1125
self-adhering 1, 4-inch o.c.) Board or ISOGARD HD ) TA APP-TA
4-ply plywood CG inch o.c.)

TABLE 98: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTem No. Eic'z( ATTACH VAPBiRR;:: . ADHESIVE ADHESIVE BASE MbP
(4.1.2) TYPE FASTEN (4.2.2) (3.1.2) PRODUCT (3.13) PRODUCT (3.13) PLY PLy CAP PLY PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layers, 15.0. Twin DEXcell FA Glass Mat Roof Board, 15.0. Twin

W-23 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate I;a.ck.or 15.0 SECUROCK Gypsum-Fiber Roof Board, P.a.ck.or 15.0 BP-CA, |(Optional) BP- SBS-CA 525
rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? dheri ! ISOGARD GL, Elevate S R 7" |min. 7/16-inch APA Rated OSB or min. S R 7" |SBS-CA [CA, SBS-CA ’
ply plywood |Prime Fasteners per adhering ISOGARD CG pray 0.5-inch Elevate ISOGARD HD or pray

plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- |Min. 0.25- |Fast Plate with One or more layers, . DEXcell FA Glass Mat Roof Board, . (Optional) SBS-CA,

Wea |mchAPA linch minimumtwo | Lper (1T RO Imin. 1-inch Elevate | >0 T"IT ' |SECUROCK Gypsum-Fiber Roof Board, [->0- T shs.ca |SBS-CA/SBS-  [SBSCA2, |
rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft2 adhering ! ISOGARD GL, Elevate Spray R 7" |min. 7/16-inch APA Rated OSB or min. Spray R T CA2, SBS-AA, |SBS-AA or :
ply plywood |Prime Fasteners per ISOGARD CG 0.5-inch Elevate ISOGARD HD or SBS-TA SBS-TA

plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layers, Twin Jet Y DEXcell FA Glass Mat Roof Board, Twin Jet Y

W-25 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate (RIBBON-1, 4- SECUROCK Gypsum-Fiber Roof Board, (RIBBON-1, 4- BP-CA, |(Optional) BP- SBS-CA 525
rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adhering ! ISOGARD GL, Elevate inch o.c.) ’ min. 7/16-inch APA Rated OSB or min. inch o.c.) ’ " |SBS-CA |CA, SBS-CA '
ply plywood |Prime Fasteners per ISOGARD CG . 0.5-inch Elevate ISOGARD HD or -

plate SECUROCK Cement Roof Board
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEM No DECK A VAPOR OR AIR A A o MDP
. TTACH DHESIVE DHESIVE
4.1.2 TYPE FASTEN (4.2.2 BARRIER PRODUCT PRODUCT PLY CAP PLY PSF
(8.1.2) (8.2.2) (3.1.2) (3.1.3) (3.1.3) PLy
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layers, Twin Jet Y DEXcell FA Glass Mat Roof Board, Twin Jet Y (Optional) SBS-CA,

W-26 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate (RIBBON-1, 4- SECUROCK Gypsum-Fiber Roof Board, (RIBBON-1, 4- |SBS-CA SBS-CA, SBS- |SBS-CA2, 525
rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate inch o.c.) ! min. 7/16-inch APA Rated OSB or min. inch o.c.) ’ CA2, SBS-AA, |SBS-AA or :
ply plywood |Prime Fasteners per J ISOGARD CG e 0.5-inch Elevate ISOGARD HD or e SBS-TA SBS-TA

plate SECUROCK Cement Roof Board
Trufast Versa-
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), [1.5.0. Twin 1.5.0. Twin (Optional) SBS-CA,

W-27 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or 1.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. SBS-CA SBS-CA, SBS- |SBS-CA2, -60.0
rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |Spray R, 6- Roof Board or ISOGARD HD Spray R, 6- CA2, SBS-AA, |SBS-AA or ’
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c. SBS-TA SBS-TA

plate
Trufast Versa-
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell (Optional) SBS-CA,

W-28 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin Jet Y SBS-CA SBS-CA, SBS- |SBS-CA2, -60.0
rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate (SPATTER) Gypsum-Fiber Roof Board, or Elevate  |(SPATTER) CA2, SBS-AA, |SBS-AA or ’
ply plywood |Prime Fasteners per J ISOGARD CG ISOGARD HD SBS-TA SBS-TA

plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with V-Force FR or One or more layer(s), [1.5.0. Twin 1.5.0. Twin (Optional) SBS-CA,

W-29 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or 1.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. SBS-CA SBS-CA, SBS- |SBS-CA2, 75.0
rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |SprayR, 6- Roof Board or ISOGARD HD Spray R, 6- CA2, SBS-AA, |SBS-AA or ’
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c. SBS-TA SBS-TA

plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell (Optional) SBS-CA,

W-30 inch APA inch minimum two 1per |V-Force FR, Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin JetY SBS-CA SBS-CA, SBS- |SBS-CA2, 75.0
rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? |self-adhering |ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate |[(SPATTER) CA2, SBS-AA, |SBS-AA or ’
ply plywood |Prime Fasteners per ISOGARD CG ISOGARD HD SBS-TA SBS-TA

plate
ASPHALT AND/OR TORCH APPLIED:
Trufast Versa- Min. 0.25-inch DensDeck Prime,
!\/Im. 19/32- !Vlln. 0.25- Falst. Plate with V-Force ER or Or.me or'more layers, 15.0. Twin DEXcell FA Glass Mat Boof Board, 15.0. Twin BP-AA (Optional)
W-31 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate pack or 1.5.0 SECUROCK Gypsum-Fiber Roof Board, packor 15.0. |or SBS- One or more |SBS-AA or 525
' rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate Sorav R 7" |min. 7/16-inch APA Rated OSB or min. Sorav R T AA BP-AA, SBS- |APP-TA '
ply plywood |Prime Fasteners per J ISOGARD CG pray 0.5-inch Elevate ISOGARD HD or pray AA or APP-TA
plate SECUROCK Cement Roof Board
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEM No DECK A VAPOR OR AIR A A o MDP
. TTACH DHESIVE DHESIVE
4.1.2 TYPE FASTEN (4.2.2 BARRIER PRODUCT PRODUCT PLY CAP PLY PSF
(8.1.2) (8.2.2) (3.1.2) (3.1.3) (3.1.3) PLy
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Mln. 19/32- Mln. 0.25- Fa-st. Plate with V-Force FR or Or.\e or.more layers, 15.0. Twin DEXcell FA Glass Mat Boof Board, 15.0. Twin sBS-  |(Optional) SBS-CA,
W-32 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate Pack or 1.5.0 SECUROCK Gypsum-Fiber Roof Board, packor 15.0. |AA SBS-CA2. SBS- SBS-CA2, 525
* |rated CDX 4- [DensDeck |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate Sorav R 7" |min. 7/16-inch APA Rated OSB or min. Sorav R R SBé—TA AA SBS—:I'A SBS-AA or :
ply plywood |Prime Fasteners per J ISOGARD CG pray 0.5-inch Elevate ISOGARD HD or pray g SBS-TA
plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- |Min. 0.25- |Fast Plate with One or more layers, ) DEXcell FA Glass Mat Roof Board, .
W-33 inch APA inch minimum two 1 per &Eg:zs ERsZrlf- min. 1-inch Elevate ch?(;v\l“:o SECUROCK Gypsum-Fiber Roof Board, IPEC?(J'MI“;‘O APP-TA (Optional) APP-CA or 525
* |rated CDX 4- [DensDeck  [(2) Versa-Fast | 1.45 ft? dheri ! ISOGARD GL, Elevate S R 7" Imin. 7/16-inch APA Rated OSB or min. S R T APP-TA APP-TA :
ply plywood |Prime Fasteners per adhering ISOGARD CG pray 0.5-inch Elevate ISOGARD HD or pray
plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Mln. 19/32- Mln. 0.25- Fa-st. Plate with V-Force FR or Or.\e or.more layers, Twin Jet Y DEXcell FA Glass Mat Boof Board, Twin Jet Y BP-AA (Optional)
W-34 inch APA inch minimum two 1 per V-Force P. self. |Min- 1-inch Elevate (RIBBON-1, 4- SECUROCK Gypsum-Fiber Roof Board, (RIBBON-1, 4- |or SBS- One or more |SBS-AA or 525
: rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft2 adherin ! ISOGARD GL, Elevate inch 0. ’ min. 7/16-inch APA Rated OSB or min. inch 0., ! AA BP-AA, SBS- |APP-TA '
ply plywood |Prime Fasteners per ine ISOGARD CG e 0.5-inch Elevate ISOGARD HD or e AA or APP-TA
plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Mln. 19/32- !\/Im. 0.25- Fa_st. Plate with V-Force FR or Or.\e or.more layers, Twin Jet Y DEXcell FA Glass Mat Boof Board, Twin Jet Y sBs-  |(Optional) SBS-CA,

W-35 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate (RIBBON-1, 4- SECUROCK Gypsum-Fiber Roof Board, (RIBBON-1, 4- |[AA SBS-CA2. SBS- SBS-CA2, 525
rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate inch o.c.) " |min. 7/16-inch APA Rated OSB or min. inch o.c.) ’ SBé—TA AA SBS—:I'A SBS-AA or ’
ply plywood |Prime Fasteners per J ISOGARD CG e 0.5-inch Elevate ISOGARD HD or e ! SBS-TA

plate SECUROCK Cement Roof Board
Trufast Versa- Min. 0.25-inch DensDeck Prime,
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layers, Twin Jet Y DEXcell FA Glass Mat Roof Board, Twin Jet Y
W-36 inch APA inch minimum two 1 per V-Force P. self- min. 1-inch Elevate (RIBBON-1, 4- SECUROCK Gypsum-Fiber Roof Board, (RIBBON-1, 4- | APP-TA (Optional) APP-CA or 525
: rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft2 adherin ! ISOGARD GL, Elevate inch o.c.) ’ min. 7/16-inch APA Rated OSB or min. inch o.c.) ’ APP-TA APP-TA !
ply plywood |Prime Fasteners per J ISOGARD CG h 0.5-inch Elevate ISOGARD HD or e
plate SECUROCK Cement Roof Board
Trufast Versa-
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), [I.5.0. Twin 1.5.0. Twin BP-AA (Optional)
W-37 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. or SBS- One or more |SBS-AA or -60.0
! rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate Spray R, 6- Roof Board or ISOGARD HD Spray R, 6- AA BP-AA, SBS- |APP-TA '
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c. AA or APP-TA
plate
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEM No DECK A VAPOR OR AIR A A o MDP
. TTACH DHESIVE DHESIVE
(4.1.2) TYPE FASTEN (4.2.2 BARRIER PRODUCT PRODUCT PLY CAP PLY PSF
(8.2.2) (3.1.2) (3.1.3) (3.1.3) PLy
Trufast Versa-
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), [I.5.0. Twin 1.5.0. Twin sBS-  |(Optional) SBS-CA,
W-38 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. AA SBZ—CAZ SBS- SBS-CA2, -60.0
: rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |SprayR, 6- Roof Board or ISOGARD HD Spray R, 6- SBé—TA AA SBS—:I'A SBS-AA or :
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c. ! SBS-TA
plate
Trufast Versa-
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), [1.5.0. Twin 1.5.0. Twin
W-39 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or 1.5.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. APP-TA (Optional) APP-CA or -60.0
’ rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |SprayR, 6- Roof Board or ISOGARD HD Spray R, 6- APP-TA APP-TA ’
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c.
plate
Trufast Versa-
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell BP-AA (Optional)
W-40 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Twin Jet Y FA Glass Mat Roof Board, SECUROCK |Twin JetY or SBS- One or more |SBS-AA or -60.0
’ rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate (SPATTER) Gypsum-Fiber Roof Board, or Elevate  |(SPATTER) AA BP-AA, SBS-  |APP-TA ’
ply plywood |Prime Fasteners per J ISOGARD CG ISOGARD HD AA or APP-TA
plate
Trufast Versa-
Min. 19/32- [Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell sBs-  |(Optional) SBS-CA,
W-a1 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin JetY AA SBFSJ—CAZ SBS- SBS-CA2, -60.0
’ rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate [(SPATTER) SBé—TA AA SBS—:I'A SBS-AA or ’
ply plywood |Prime Fasteners per & ISOGARD CG ISOGARD HD ! SBS-TA
plate
Trufast Versa-
Min. 19/32- |Min. 0.25- |Fast Plate with V-Force FR or One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell
W-42 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin JetY APP-TA (Optional) APP-CA or -60.0
’ rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate  |(SPATTER) APP-TA APP-TA ’
ply plywood |Prime Fasteners per J ISOGARD CG ISOGARD HD
plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with V-Force FR or One or more layer(s), [I.5.0. Twin 1.5.0. Twin BP-AA (Optional)
W-43 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. or SBS- One or more |SBS-AA or 75.0
! rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate Spray R, 6- Roof Board or ISOGARD HD Spray R, 6- AA BP-AA, SBS- |APP-TA '
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c. AA or APP-TA
plate
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTem No. (E(l T F ATTACH VAPBZRR;:RAIR p ADHESIVE p ADHESIVE BASE P CaPP %
piy YPE ASTEN (4.2.2) (3.1.2) RODUCT 3.13) RODUCT 3.13) PLY LY AP PLY
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with V-Force FR or One or more layer(s), [I.5.0. Twin 1.5.0. Twin sBS-  |(Optional) SBS-CA,
W-44 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. AA SBS-CA2. SBS- SBS-CA2, 75.0
’ rated CDX 4- |[DensDeck  [(2) Versa-Fast | 1.45 ft? adhering ! ISOGARD GL, Elevate  |SprayR, 6- Roof Board or ISOGARD HD Spray R, 6- SBé—TA AA SBS—:I'A SBS-AA or :
ply plywood |Prime Fasteners per ISOGARD CG inch o.c. inch o.c. ! SBS-TA
plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with V-Force FR or One or more layer(s), [1.5.0. Twin 1.5.0. Twin
W-45 inch APA inch minimum two 1 per V-Force P. self- Min. 2-inch Elevate Pack or 1.5.0. |Min 0.5-inch SECUROCK Gypsum-Fiber |Pack or I.S.0. APP-TA (Optional) APP-CA or 75.0
’ rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? adherin ! ISOGARD GL, Elevate  |SprayR, 6- Roof Board or ISOGARD HD Spray R, 6- APP-TA APP-TA ’
ply plywood |Prime Fasteners per J ISOGARD CG inch o.c. inch o.c.
plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell BP-AA (Optional)
W-46 inch APA inch minimum two 1per |V-Force FR, Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin Jet Y or SBS- One or more |SBS-AA or 75.0
’ rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? |self-adhering |ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate |[(SPATTER) AA BP-AA, SBS-  |APP-TA
ply plywood |Prime Fasteners per ISOGARD CG ISOGARD HD AA or APP-TA
plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell sBs-  |(Optional) SBS-CA,
W-47 inch APA inch minimum two 1 per |V-Force FR, Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin JetY AA SBS-CA2, SBS- SBS-CA2, 75.0
’ rated CDX 4- [DensDeck  |(2) Versa-Fast | 1.45 ft? |self-adhering |ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate |[(SPATTER) SB;—TA AA SBS—:I'A SBS-AA or ’
ply plywood |Prime Fasteners per ISOGARD CG ISOGARD HD ! SBS-TA
plate
Trufast Versa-
Min. 19/32- [Min. 0.5- Fast Plate with One or more layer(s), Min. 0.5-inch DensDeck Prime, DEXcell
W-48 inch APA inch minimum two 1per |V-Force FR, Min. 2-inch Elevate Twin JetY FA Glass Mat Roof Board, SECUROCK |Twin JetY APP-TA (Optional) APP-CA or 75.0
’ rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft? |self-adhering |ISOGARD GL, Elevate  |(SPATTER) Gypsum-Fiber Roof Board, or Elevate |[(SPATTER) APP-TA APP-TA ’
ply plywood |Prime Fasteners per ISOGARD CG ISOGARD HD
plate
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SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

SYSTEM ToP INSULATION LAYER RoOF COVER (3.1.4) e
DEck (4.1.2) BASE INSULATION LAYER (3.1.2 . P
No. ( ) TYPE ZoE T ER 2 ATTACH BASE PLY PLy CAP PLY PSF
4.2.2) (3.1.2)
CoLD-APPLIED BASE PLY; ELEVATE MULTI-PURPOSE MIB COLD ADHESIVE:
(Optional)
BP-CA, SBS- SBS-CA. SBS- -40.0*
W-49. Min. 15/32Tmch plywood (Optlo.nal? One or mo.re layers, any Min. 1-inch ISOGARD CG 311 1per2.7 SBS-CA CA, BP-CA2, CA2, SBS-AA, (NO
at max. 24-inch spans. combination, loose laid ft2 SBS-CA2, SBSTA FBC
SBS-AA, SBS- HVHZ)
TA
(Optional)
BP-CA, SBS- | sgs.ca, ses-
W-50. Min. 19/32-inch plywood (Optu?nal? One or more layers, any Min. 0.5-inch ISOGARD HD 311 1per2.1 SBS-CA CA, BP-CA2, CA2, SBS-AA, -50.0*
or wood plank combination, loose laid = ft? SBS-CA2, SBS-TA
SBS-AA, SBS-
TA
ASPHALT / TORCH APPLIED BASE PLY:
BP_AA. SBS- (Optional) -30.0*
W-51 Min. 19/32-inch plywood | One or more layers, any Min. 0.25-inch Dens Deck Prime or SECUROCK 311 1per2.0 AA SBlS-TA BP-AA, SBS- SBS-AA, SBS- (NO
’ at max. 24-inch spans combination, loose laid Gypsum-Fiber Roof Board B ft? or :’-\PP-TA AA, SBS-TA TA or APP-TA FBC
or APP-TA HVHZ)
W-s, | Min. 23/32inchplywood | One or more layers, any Min. 0.5-inch Dens-Deck, Dens-Deck Prime 311 1per36 | opsan (Optional) SBS-AA -45.0*
or wood plank combination, loose laid ft SBS-AA
SELF-ADHERING BASE PLY:
(Optional) -40.07
W-53. Min. 15/32T|nch plywood (Optlc?nal) One or mo.re layers, any Min. 1-inch ISOGARD CG 341 1per2.7 SBS-SA BP-AA, SBS- SBS-AA, SBS- (NO
at max. 24-inch spans. combination, loose laid B ft2 TA FBC
AA, SBS-TA
HVHZ)
. ) ) (Optional)
W54, Min. 19/32-inch plywood (Optl(?nal? One or more layers, any Min. 0.5-inch ISOGARD HD 311 1per2.1 SBS-SA BP-AA, SBS- SBS-AA, SBS -50.0%
or wood plank combination, loose laid I ft? TA
AA, SBS-TA
Min. 19/32-inch plywood
or wood plank; 24” span; ) Min. 1.5-inch ISOGARD CG or 0.5-inch (Optional)
W-55. | blocked 48" o.c.; 0.113" x (cgz:g:zgoanfozzgzrg lavers, any | e cUROCK Gypsum-Fiber Roof Board, long 3.1.1 117;;;2 SBS-SA BP-AA, SBS- iis AASBS 1 250
2 3/8” ring shank nails 6” ! joints staggered 4 ft. ’ AA, SBS-TA
o.c.
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TABLE 90: WOOD DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

B IATED LT BASE OR ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM (3.1.2) MDP
DECK (4.1.2) —
No. TYPE LS 155 TYPE AT el SPACING BASE PLY CAP PLY Psk
(3.1.3) 4.2.2)
Min. 19/32-inch One or more . 12-inch o.c. in the 4-inch side lap and 18- (Optional) One or SBS-AA,
W-56 plywood at layers, an prelim. MB Base, Channel Venting Base 3.1.1 inch o.c. in two, equally spaced more BP-AA, SBS- SBS-TA 45.0*
. max. 24-inch coymbi'natii)n Attached ’ ¢ B sta e.réd rows’inqthe Zenrler of’the sheet AA, SBS-TA or or APP- .
spans €8 APP-TA TA
Min. 19/32-inch One or more . 12-inch o.c. in the 4-inch side lap and 12- (Optional) One or SBS-AA,
W-57 plywood at layers, an Prelim. MB Base, Channel Venting Base 3.1.1 inch o.c. in two, equally spaced more BP-AA, SBS- SBS-TA 52.5
. max. 24-inch coymbi'natii)n Attached ’ ¢ B sta e.réd rows’inqthe Zenrler of’the sheet AA, SBS-TA or or APP- .
spans €8 APP-TA TA

TABLE 9e: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

SYSTEM BASE SHEET ROOF COVER (3.1.4) MDP
DECK (4.1.2) P
No. BASE FASTENER (3.1.1,4.2.2) | SPACING BASE PLY | CAP PLY PSF
CoLD-APPLIED BASE PLY; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
Min. 19/32-inch plywood at . . . . One or more
W-58. max. 24-inch spans, blocked SBS Base FB.C HVI-!Z 1519.5.1 6-inch o.c. at the 3-inch s.lde lap and 6-inch o.c. at three (3), equally BP-CA2, SBS- SBS-CA2, SBS 975
. nails & tin caps spaced, staggered rows in the center of the sheet AA, SBS-TA
max. 78-inch o.c. CA2
ASPHALT OR TORCH APPLIED BASE PLY:
(Optional)
. . . . . . . One or more
Min. 19/32-inch plywood at MB Base, Channel Venting FBC HVHZ 1519.5.1 9-inch o.c. at the 4-inch side lap and 18-inch o.c. at two (2), equally SBS-AA, SBS-
W-59. max. 24-inch spans Base nails & tin caps spaced, staggered rows in the center of the sheet BP-AA, SBS- TA or APP-TA 4507
: P P paced, stags AA, SBS-TA or
APP-TA
(Optional)
. . . . . . . One or more
Min. 19/32-inch plywood at MB Base, Channel Venting FBC HVHZ 1519.5.1 6-inch o.c. at the 4-inch side lap and 6-inch o.c. at two (2), equally SBS-AA, SBS-
W-60. max. 24-inch spans Base nails & tin caps spaced, staggered rows in the center of the sheet BP-AA, SBS- TA or APP-TA 25
. P P paced, stagg AA, SBS-TA or
APP-TA
Min. 19/?:2—|nch plywood at MB Base, Channel Venting FBC HVHZ 1519.5.1 9-inch o.c. at the 2-inch side lap and 9-inch o.c. at three (3), equally One or more SBS-AA, SBS-
W-61. max. 24-inch spans, blocked Base nails & tin caps spaced, staggered rows in the center of the sheet BP-AA, SBS- TA 525
max. 78-inch o.c. P P » stags AA or SBS-TA
Min. 19/32-inch plywood at . . . . One or more
M1 | S e e o on e ) ety | b | S90S | s
max. 78-inch o.c. P paced, stags AA, SBS-TA '
SELF-ADHERING BASE PLY:
Min. 19/'32-|nch plywood at MB Base, Channel Venting FBC HVHZ 1519.5.1 9-inch o.c. at the 2-inch side lap and 9-inch o.c. at three (3), equally SBS-AA, SBS-
W-63. max. 24-inch spans, blocked . . . SBS-SA -52.5
max. 78-inch o.c. Base nails & tin caps spaced, staggered rows in the center of the sheet TA
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TABLE 9r: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

BASE SHEET ROOF COVER (3.1.4)
SYSTEM DECK (4.1.2) MbP
No. BASE FASTENER (3.1.1, 4.2.2) | SPACING BASE PLY | CAP PLY PSF
CoLD-APPLIED BASE PLY; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
. . (Optional)
W-64 mlar:( ii{?nzc;n:hazls\/vt\;(l);ci:}j MB Base, Channel Venting 311 12-inch o.c. in the 3.5-inch side lap and 12-inch o.c. in two (2), One or more SBS-CA2, SBS- -60.0
’ R, pans, Base B equally spaced, staggered rows in the center of the sheet BP-CA2,SBS- | AA, SBS-TA ’
max. 78-inch o.c.
CA2
ASPHALT OR TORCH APPLIED BASE PLY:
(Optional)
. . . . . . . . . One or more
Min. 19/32-inch plywood at MB Base, Channel Venting 12-inch o.c. in the 4-inch side lap and 12-inch o.c. in two (2), equally SBS-AA, SBS-
W-65. max. 24-inch spans attached Base 311 spaced, staggered rows in the center of the sheet BP-AA, SBS- TA or APP-TA 25
. p p , stagg AA, SBS-TA or
APP-TA
. ) (Optional)
W-66 m;r; :;?1/-?n2cll1nschazlsyvl\;(l)§c?<:; MB Base, Channel Venting 341 12-inch o.c. in the 3.5-inch side lap and 12-inch o.c. in two (2), One or more SBS-CA2, SBS- -60.0
’ oo pans, Base I equally spaced, staggered rows in the center of the sheet BP-AA, SBS- AA, SBS-TA ’
max. 78-inch o.c.
AA or SBS-TA
Min. 19/?2-|nch plywood at MB Base, Channel Venting 12-inch o.c. in the 2-inch side lap and 12-inch o.c. in two (2), equally One or more SBS-CA2, SBS-
T max. 24-inch spans, blocked Base 311 spaced, staggered rows in the center of the sheet BP-AA, SBS- AA, SBS-TA 750
max. 78-inch o.c. P » SLAgE AA or SBS-TA !
SELF-ADHERING BASE PLY:
Min. 19/32-inch plywood at ) . . . . . .
W-68. max. 24-inch spans, blocked MB Base, Channel Venting 341 12-inch o.c. in the 2 |nch.5|de lap and 12-inch o.c. in two (2), equally SBS-SA SBS-AA, SBS 75.0
max. 78-inch o.c. Base I spaced, staggered rows in the center of the sheet TA
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TABLE 10A: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEMND DECK VAPOR OR AIR A A MDP
| (4.1.2aND4.2.2) BARRIER PrRODUCT DHESIVE PRODUCT DHESIVE BASE PLY PLY CAP PLY PSF
(3.1.3) (3.1.3)
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
) . ) (Optional)
o1 _'I\_/Imé éz g:de 40 V-Force FR, One or more layer(s), Min. 2-inch Elevate Ioflos gwgn lzac: Min 0.5-inch SECUROCK Gypsum-Fiber :28 -Srwlj: PI:CI(;-?r:ch SBS-CA SBS-CA, SBS- (S:IZSZ CS:’SS_BASA 90.0
ype®d, self-adhering  |ISOGARD GL, Elevate ISOGARD CG > 0-9PrAY R, g of Board or ISOGARD HD ~=0-opray i, CA2, SBS-AA, ’ :
steel 6-inch o.c. o.c. or SBS-TA
SBS-TA
. Min. 0.5-inch DensDeck Prime, DEXcell (Optional)
Min. 22 ga., . . . SBS-CA, SBS-
V-Force FR, One or more layer(s), Min. 2-inch Elevate |[Twin JetY FA Glass Mat Roof Board, SECUROCK . SBS-CA, SBS-
2 Ityep; B, Grade 40| ¢ adhering  |ISOGARD GL, Elevate ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board, or Elevate | Wi 16t Y (SPATTER) [SBS-CA | )5 "cpc aa, gfgézisAAA 90.0
ISOGARD HD SBS-TA
ASPHALT AND/OR TORCH APPLIED:
) ) . (Optional)
53 _'I\./“né éz Gg?;de 40 V-Force FR, One or more layer(s), Min. 2-inch Elevate loflos gw;n rPaacI; Min 0.5-inch SECUROCK Gypsum-Fiber :28 lwrl: PF?CIG(—(i)r:ch gfsgé_ One or more |SBS-AA or -90.0
ype b, self-adhering  |ISOGARD GL, Elevate ISOGARD CG >0 9PIAY R g oof Board or ISOGARD HD =0 Spray x, BP-AA, SBS-  |APP-TA :
steel 6-inch o.c. o.c. AA
AA or APP-TA
" _’I\_/Imé éz g?z;de 40 V-Force FR, One or more layer(s), Min. 2-inch Elevate Ioflos gw;n lzaclé Min 0.5-inch SECUROCK Gypsum-Fiber ::g ;WrI: P;cg-?r:ch SBS-AA, (S(;ETL?X;I)SBS- (S:BASZ_CS%SS_BAi\_ 90.0
ypes, self-adhering  |ISOGARD GL, Elevate ISOGARD CG >2-9PIAY R |2 oof Board or ISOGARD HD >0 opray i, SBS-TA ’ ’ :
steel 6-inch o.c. o.c. AA, SBS-TA  |or SBS-TA
$5 _'I\_/Imé 332 é:de 40 V-Force FR, One or more layer(s), Min. 2-inch Elevate loflos gw;n ,-F;acg Min 0.5-inch SECUROCK Gypsum-Fiber ::8 lwrl: PI:CIG(—(i)r:ch APP-TA (Optional) APP-CA or -90.0
ype s, self-adhering  |ISOGARD GL, Elevate ISOGARD CG > SPIAY R | g oof Board or ISOGARD HD >0 SPray R, APP-TA APP-TA :
steel 6-inch o.c. o.c.
Min. 22 ea Min. 0.5-inch DensDeck Prime, DEXcell BP-AA (Optional)
56 T é B ér;de 40 V-Force FR, One or more layer(s), Min. 2-inch Elevate |[Twin JetY FA Glass Mat Roof Board, SECUROCK Twin Jet Y (SPATTER) |or SBS- One or more |SBS-AA or -90.0
styepel ! self-adhering  |ISOGARD GL, Elevate ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board, or Elevate AA BP-AA, SBS-  |APP-TA :
ISOGARD HD AA or APP-TA
Min. 0.5-inch DensDeck Prime, DEXcell
Min. 22 ga., ) ) . ! (Optional) SBS-CA, SBS-
V-Force FR, One or more layer(s), Min. 2-inch Elevate |Twin JetY FA Glass Mat Roof Board, SECUROCK . SBS-AA,

- B BS-CA2, SBS- 2, SBS- -90.
>7 Type B, Grade 40], it ahering ~|ISOGARD GL, Elevate ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board, or Elevate |16t Y (SPATTER) | Gaq 7" |SBS-CA2, SBS- |CAZ, SES-AA | -90.0
steel AA, SBS-TA or SBS-TA

ISOGARD HD
Min. 22 ga Min. 0.5-inch DensDeck Prime, DEXcell
) N V-Force FR, One or more layer(s), Min. 2-inch Elevate [Twin JetY FA Glass Mat Roof Board, SECUROCK ) (Optional) APP-CA or
S8 Type B, Grade 40| _ ¢ - ihering  |ISOGARD GL, Elevate ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board, or Elevate | "1 6t Y (SPATTER) |APP-TA | oo Ta APP-TA 90.0
steel
ISOGARD HD
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEM No DECK R VAPOR OR AIR A MDP
. DHESIVE DHESIVE
(4.1.2) TYPE BARRIER PRODUCT PRODUCT ADHESIVE (3.1.3) | BASE PLY PLY CAP PLY PSF
(3.1.3) (3.1.3)
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Min. 0.25-inch DensDeck Prime,
Min. 0.5-inch 1.5.0. Twin 1.5.0 Twin DEXcell FA Glass Mat Roof Board,
Min. 22 ga., Den.sD;ack Prime or Pack or V-Force FR or  |One or more layers, min. 1-inch P.a.ck or SECUROCK Gypsum-Fiber Roof 1.5.0 Twin Pack BP-CA (Optional)
S-9 Type B, SECUROCK Gvbsum- 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate 15.0. Sora Board, min. 7/16-inch APA Rated |or I.S.0. Spray SBS—CA BP-CA, SBS-CA -52.5
Grade 40 steel |2~ o Bo‘gpr " |Rievery |adhering ISOGARD CG o PT3Y10sB or min. 0.5-inch Elevate R SBS-CA
other flute) ISOGARD HD or SECUROCK
Cement Roof Board
Min. 0.25-inch DensDeck Prime,
. . 1.5.0. Twin . |DEXcell FA Glass Mat Roof Board, (Optional)
Min. 22 ga., EA;:.sgfc-II(nPcrr;me or Pack or V-Force FR or  |One or more layers, min. 1-inch lPic?( -or\er SECUROCK Gypsum-Fiber Roof 1.5.0 Twin Pack SBS-CA, 222:22’2
S-10 Type B, 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Board, min. 7/16-inch APA Rated |or .S.0. Spray |SBS-CA  |SBS-CA2, ! -52.5
SECUROCK Gypsum- . 1.5.0. Spray . . SBS-AA or
Grade 40 steel Fiber Roof Board R (every adhering ISOGARD CG R 0SB or min. 0.5-inch Elevate R SBS-AA, SBS-TA
other flute) ISOGARD HD or SECUROCK SBS-TA
Cement Roof Board
X Min. 0.25-inch DensDeck Prime,
1.5.0. Twin 1.5.0 Twin |DEXcell FA Glass Mat Roof Board
Min. 22 ga., Min. 0.5-inch DEXcell|Pack or V-Force FR One or more layers, min. 1-inch F"a‘ck or SECUROCK Gvbsum-Fiber Roof " 11.5.0 Twin Pack BP-CA (Optional)
S-11 Type B, FA Glass Mat Roof  [1.5.0. Spray N Elevate ISOGARD GL, Elevate . P . or 1.5.0. Spray . BP-CA, SBS-CA -52.5
self-adhering 1.5.0. Spray |Board, min. 7/16-inch APA Rated SBS-CA
Grade 40 steel |Board R (every ISOGARD CG R K R SBS-CA
other flute) R OSB or min. 0.5-inch Elevate
ISOGARD HD
Min. 0.25-inch DensDeck Prime
1.5.0. Twin ) ! (Optional)
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or One or more layers, min. 1-inch 1.5.0 Twin | DEXcell FA Glass Mat BOOf Board, 1.5.0 Twin Pack SBS-CA, SBS-CA,
V-Force FR, Pack or SECUROCK Gypsum-Fiber Roof SBS-CA2,
S-12 Type B, FA Glass Mat Roof  |I.5.0. Spray . Elevate ISOGARD GL, Elevate R X or I.5.0. Spray |SBS-CA  [SBS-CA2, -52.5
self-adhering 1.5.0. Spray |Board, min. 7/16-inch APA Rated SBS-AA or
Grade 40 steel |Board R (every ISOGARD CG R . R SBS-AA,
other flute) R OSB or min. 0.5-inch Elevate SBS-TA SBS-TA
ISOGARD HD
ASPHALT AND/OR TORCH APPLIED:
Min. 0.25-inch DensDeck Prime, (Optional)
Min. 0.5-inch 1.5.0. Twin 1.5.0 Twin DEXcell FA Glass Mat Roof Board, OnF; or
Min. 22 ga., Den'sD'eck Prime or Pack or V-Force FR or |One or more layers, min. 1-inch F;a;:k or SECUROCK Gypsum-Fiber Roof 1.5.0 Twin Pack BP-AA or |more BP- |SBS-AA or
S-13 Type B, 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Board, min. 7/16-inch APA Rated |or I.5.0. Spray -52.5
SECUROCK Gypsum- . 1.5.0. Spray R . SBS-AA  |AA, SBS- |APP-TA
Grade 40 steel Fiber Roof Board R (every adhering ISOGARD CG R 0SB or min. 0.5-inch Elevate R AA oF
other flute) ISOGARD HD or SECUROCK APP-TA
Cement Roof Board
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SYSTEM No DECK R VAPOR OR AIR A MDP
. DHESIVE DHESIVE
(4.1.2) TYPE BARRIER PRODUCT PRODUCT ADHESIVE (3.1.3) | BASE PLY PLY CAP PLY PSF
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck Prime,
. . 1.5.0. Twin . |DEXcell FA Glass Mat Roof Board, .
Min. 22 ga., Min. 0.5-|nch Pack or V-Force FR or  |One or more layers, min. 1-inch 1-5.0 Twin SECUROCK Gypsum-Fiber Roof 1.5.0 Twin Pack (Optional)|SBS-CA,
DensDeck Prime or Pack or R X SBS-AA, |SBS-CA2, [SBS-CA2,
S-14 Type B, 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Board, min. 7/16-inch APA Rated |or I.S.0. Spray -52.5
SECUROCK Gypsum- . 1.S.0. Spray R R SBS-TA SBS-AA, |SBS-AAor
Grade 40 steel Fiber Roof Board R (every adhering ISOGARD CG R OSB or min. 0.5-inch Elevate R SBS-TA  |SBS-TA
other flute) ISOGARD HD or SECUROCK
Cement Roof Board
Min. 0.25-inch DensDeck Prime,
Min. 0.5-inch 1.5.0. Twin 1.5.0 Twin DEXcell FA Glass Mat Roof Board,
Min. 22 ga., Den.sD;ack Prime or Pack or V-Force FR or |One or more layers, min. 1-inch P'a'ck or SECUROCK Gypsum-Fiber Roof 1.5.0 Twin Pack (Optional)| APP-CA or
S-15 Type B, 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Board, min. 7/16-inch APA Rated |or .S.O. Spray |APP-TA P -52.5
SECUROCK Gypsum- . 1.S.0. Spray . . APP-TA  |APP-TA
Grade 40 steel Fiber Roof Board R (every adhering ISOGARD CG R OSB or min. 0.5-inch Elevate R
other flute) ISOGARD HD or SECUROCK
Cement Roof Board
15.0. Twin Min. 0.25-inch DensDeck Prime, (Optional)
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or One or more layers, min. 1-inch 1.5.0 Twin | DEXcell FA Glass Mat .ROOf Board, 1.5.0 Twin Pack One or
V-Force FR, Pack or SECUROCK Gypsum-Fiber Roof BP-AA or |more BP- |SBS-AA or
S-16 Type B, FA Glass Mat Roof  [1.5.0. Spray X Elevate ISOGARD GL, Elevate R X or 1.S.0. Spray -52.5
self-adhering 1.5.0. Spray |Board, min. 7/16-inch APA Rated SBS-AA  |AA, SBS- [APP-TA
Grade 40 steel |Board R (every ISOGARD CG R . R
other flute) R OSB or min. 0.5-inch Elevate AA or
ISOGARD HD APP-TA
15.0. Twin Min. 0.25-inch DensDeck Prime,
Min. 22 ga., Min. 0.5-inch DEXcell|Pack or One or more layers, min. 1-inch I-5.0 Twin DEXcell FA Glass Mat BOOf Board, 1.5.0 Twin Pack (Optional)| SBS-CA,
V-Force FR, Pack or SECUROCK Gypsum-Fiber Roof SBS-AA, |SBS-CA2, [SBS-CA2,
S-17 Type B, FA Glass Mat Roof  |I.5.0. Spray X Elevate ISOGARD GL, Elevate R X or |.S.0. Spray -52.5
Grade 40 steel |Board R self-adhering ISOGARD CG 1.5.0. Spray |Board, min. 7/16-inch APA Rated R SBS-TA  |SBS-AA, |[SBS-AA or
rade alstee Ot(heevrefrl‘l’ne) R 0SB or min. 0.5-inch Elevate SBS-TA  [SBS-TA
ISOGARD HD
X Min. 0.25-inch DensDeck Prime,
1.5.0. Twin 1.5.0 Twin |DEXcell FA Glass Mat Roof Board
Min. 22 ga., Min. 0.5-inch DEXcell|Pack or One or more layers, min. 1-inch |~ ) " |1.5.0 Twin Pack )
518 Type B FA Glass Mat Roof  1.5.0. spray|" 2" ¢ PR |Elevate ISOGARD GL, Elevate | 2cKOr  |SECUROCK Gypsum-Fiber Roof - 1 1\ ¢ o0 " | ppp.p |(OPtional)|APP-CAr| - o, o
ypesb, ~=>-0-5PraY | it adhering g 1.5.0. Spray |Board, min. 7/16-inch APA Rated -0 opray APP-TA  |APP-TA :
Grade 40 steel |Board R (every ISOGARD CG R R
other flute) R 0SB or min. 0.5-inch Elevate
ISOGARD HD
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

THERMAL BARRIER y A BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4) A
SR (4DE1C'2() TyPE B (AR APB(;?(;:R " PRODUCT Sl PRODUCT L Bast PLY CAP PLY (pss)
- (4.2.2) | (3.1.2¢) (3.1.3) (3.1.3) PLY
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
. Min. 0.625-inch . . . . . .
Min. 22 ga., SECUROCK 1 per V-Force FR or V- |One or more layer(s), Min. [I.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack BP-CA (Optional)
S-19 Type B, Gvosum-Fiber 3.1.1 2 gftz Force P, self- 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, |Gypsum-Fiber Roof Board or |or I.5.0. Spray SBS—CA BP-CA, SBS- |SBS-CA -37.5
Grade 40 steel RZEf Board ’ adhering Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c. CA
Min. 22 ga., Min. 0.625-inch V-Force FR or V- |One or more layer(s), Min. [I.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack (Optional) SBS-CA,
SECUROCK 1 per R . SBS-CA, SBS- [SBS-CA2,
S-20 Type B, X 3.1.1 Force P, self- 2-inch Elevate ISOGARD GL, |or 1.5.0. Spray R, |Gypsum-Fiber Roof Board or  [or I.5.0. Spray [SBS-CA -37.5
Grade 40 steel |CYPSUM-Fiber 2.0 | dherin Elevate ISOGARD CG 6-inch o.c ISOGARD HD R, 6-inch o.c CA2, SBS- |SBS-AAor
rade SUsteel lroof Board 8 © ' © AA, SBS-TA [SBS-TA
. Min. 0.625-inch
Min. 22 ga. in. i
N 2283, \sEcuROCK 1per |V-Force FR, self- |ON€ Or more laver(s), Min. 1o oy Min. 0.5-inch SECUROCK Twin Jet Y Bp-ca, |(OPtional)
s-21 Type 8, Gypsum-Fiber | > | 2.0 [adherin Zinch Elevate ISOGARD GL, | oo\ rrep) Gypsum-Fiber Roof Board (SPATTER) sBs-ca |BP-CA SBS- |SBS-CA 375
Grade 40 steel |72 ™" : e Elevate ISOGARD CG yp CA
) Min. 0.625-inch ) (Optional)  |SBS-CA
Min. 22 ga. . ’
<2 o B3 |secUROCK L1 | 1per [verorce FR, seif. [O1° OrmOre 1aVerlsh M. ryin ety Min. 0.5-inch SECUROCK  [TwinJetY |  [SBS-CA, SBS-[SBS-CA2, | .
Gypd ;‘0 teel Gypsum-Fiber === 1 2.0 ft2 |adhering Elevate ISOGARD CG ' |(SPATTER) Gypsum-Fiber Roof Board (SPATTER) CA2,SBS-  [SBS-AA or ’
rade SUsteel lroof Board AA, SBS-TA [SBS-TA
Min. 22 ga,,  |Min- 0-625-inch One or more layer(s), Min. |1.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack (Optional) ~|SBS-CA,
SECUROCK 1 per |V-Force FR, self- R . SBS-CA, SBS- [SBS-CA2,
S-23 Type B, X 3.1.1 ) . 2-inch Elevate ISOGARD GL,|or 1.5.0. Spray R, |Gypsum-Fiber Roof Board or  [or I.5.0. Spray [SBS-CA -135.0
Grade 40 steel |CYPSUM-Fiber 10ft? |adhering Elevate ISOGARD CG 6-inch o.c ISOGARD HD R, 6-inch o.c CA2, SBS- —|SBS-AA or
Roof Board h ! - AA, SBS-TA [SBS-TA
. Min. 0.625-inch . . . (Optional)  [SBS-CA,
Min. 22 ga., , . . .5- .
8+ |securock 1per |V-Force FR, self. [0 07 more laver(s), Min. g, jop Min 0.5-inch SECUROCK Twin Jet Y SBS-CA, SBS- [SBS-CA2,
S-24 Type B, X 3.1.1 ) . 2-inch Elevate ISOGARD GL, Gypsum-Fiber Roof Board or SBS-CA -127.5
Grade 40 steel Gypsum-Fiber === | 1.0ft? |adhering Elevate ISOGARD CG (RIBBON-1) ISOGARD HD (RIBBON-1) CA2,SBS-  [SBS-AA or
Roof Board AA, SBS-TA [SBS-TA
ASPHALT AND/OR TORCH APPLIED:
. Min. 0.625-inch ) ) ) ) . (Optional)
Min. 22 ga., SECUROCK 1 per V-Force FR or V- [One or more layer(s), Min. |I.S.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack [BP-AA |One or more SBS-AA or
S-25 Type B, Gvpsum-Fiber 31.1 ) gftz Force P, self- 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, |Gypsum-Fiber Roof Board or |or |.S.0. Spray [or SBS-|BP-AA, SBS- APP-TA -37.5
Grade 40 steel Rng Board ’ adhering Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-incho.c. |AA AA or APP-
TA
Min. 22 ga., Min. 0.625-inch V-Force FR or V- |One or more layer(s), Min. [I.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack |SBS- (Optional) |SBS-CA,
SECUROCK 1 per R X SBS-CA2, SBS-CA2,
S-26 Type B, Gypsum-Fiber 3.1.1 2082 Force P, self- 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, [Gypsum-Fiber Roof Board or |or |.5.0. Spray [AA, SBS-AA. SBS- |SBS-AA oF -37.5
Grade 40 steel Roof Board adhering Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c.  |SBS-TA TA SBS-TA
Min. 22 ga., g/llglgo(é'géi_m(:h 1 per V-Force FR or V- [One or more layer(s), Min. |I.S.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack (Optional)  |APP-CA or
S-27 Type B, Gvosum-Fiber 3.1.1 ) gftz Force P, self- 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, |Gypsum-Fiber Roof Board or  |or I.5.0. Spray [APP-TA APFI)?-TA APP-TA -37.5
Grade 40 steel R(ng Board : adhering Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c.
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR OR AIR BARRIER, BONDED INSULATION

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S) ROOF COVER (3.1.4)
SysTEM NO DECK K R VAPOR OR AIR A I BASE MDP
. ASTEN | ATTACH DHESIVE DHESIVE
4.1.2 BARRIER PSF
( ) TyPE e | o PRODUCT 313 PRODUCT 313 By PLY CAP PLY
. . (Optional)
. Min. 0.625-inch
Min. 22 ga., , Min. . . . . -
& SECUROCK 1per |V-Force FR, self- |01 Or more laver(s), Min. 1 oy Min. 0.5-inch SECUROCK Twin Jet Y BP-AA ]One ormore | guq o
528 TypeB, Gypsum-Fiber | 2L | 2,02 |adherin Zinch Elevate ISOGARD GL, | oo rreg) Gypsum-Fiber Roof Board (SPATTER) or SBS-|BP-AA, SBS- |\ oA 375
Grade 40 steel | /" : g Elevate ISOGARD CG vp AA  |AAorAPP-
Roof Board
TA
. Min. 0.625-inch . (Optional)  [SBS-CA,
Min. 22 ga. . -
- ~283. IsecurocK 1per |V-Force R, self- [ON€ 0T more laver(s), Min. i Ly Min. 0.5-inch SECUROCK Twin Jet Y SBS- lsps.caz,  [sBs-cA2,
S-29 Type B, X 3.1.1 . 2-inch Elevate ISOGARD GL, . AA, -37.5
Gypsum-Fiber === | 2.0 ft? |adhering (SPATTER) Gypsum-Fiber Roof Board (SPATTER) SBS-AA, SBS-|SBS-AA or
Grade 40 steel Elevate ISOGARD CG SBS-TA
Roof Board TA SBS-TA
. Min. 0.625-inch
Min. 22 ga. in.
s-30 TvI:e B 82+ |securock 544 | Ler |v-Force FR, self- g_?scer'lt;i;al‘;‘ggkR“g'gL Twin Jet Y Min. 0.5-inch SECUROCK Twin Jet Y App.ra|(Optional) |APP-CAOr |
) i 1. 2 . J _Ei - - - =
Grade 40 steel Gypsum-Fiber === | 2.0 ft2 |adhering Elevate ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board (SPATTER) APP-TA APP-TA
Roof Board
. Min. 0.625-inch _ . o . (Optional)
Min. 22 ga., SECUROCK 1per |V-Force FR. self- One or more layer(s), Min. [1.S.0 Twin Pack [Min 0.5-inch SECUROCK 1.5.0 Twin Pack |BP-AA |One or more SBS-AA or
S-31 Type B, Gvosum-Fiber 3.1.1 1 (;)ftz adherin ! 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, |Gypsum-Fiber Roof Board or  |or I.S.0. Spray |or SBS- |BP-AA, SBS- APP-TA -135.0
Grade 40 steel vp : J Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c. [AA AA or APP-
Roof Board TA
Min.22ga, | Min- 0:625-inch One or more layer(s), Min. [1.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack [sBs- | \OPtional) |SBS-CA,
SECUROCK 1 per |V-Force FR, self- R . SBS-CA2, SBS-CA2,
S-32 Type B, Gypsum-Fiber 31.1 1.0 |adherin 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, [Gypsum-Fiber Roof Board or [or |.5.0. Spray [AA, SBS-AA. SBS- |SBS-AA or -135.0
Grade 40 steel VP ’ e Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c.  [SBS-TA !
Roof Board TA SBS-TA
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. |1.5.0 Twin Pack |Min 0.5-inch SECUROCK 1.5.0 Twin Pack )
S-33 Type B, ZECLSJLTgFFI?ber 31.1 115(::2 Z(;;(;rrcis FR, self- 2-inch Elevate ISOGARD GL, |or I.S.0. Spray R, |Gypsum-Fiber Roof Board or  |or |.S.0. Spray |APP-TA (AC;r;t_l;):al) ﬁggﬁi\ or -135.0
Grade 40 steel VP : e Elevate ISOGARD CG 6-inch o.c. ISOGARD HD R, 6-inch o.c.
Roof Board
. . (Optional)
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. [Twin JetY Min 0.5-inch SECUROCK . BP-AA |One or more
1 - ~ _
s-34 Type B, ZECl:Eg_CFfber 341 |, g':trz Z di‘:ﬁ: FR,self- | inch Elevate ISOGARD GL,|(RIBBON-1, 4- | Gypsum-Fiber Roof Board or -(r:{g:ajoe[f:l) or SBS- |BP-AA, SBS- Zﬁ _‘;A;m 1275
Grade 40 steel vp ’ J Elevate ISOGARD CG inch o.c.) ISOGARD HD AA AA or APP-
Roof Board
TA
. Min. 0.625-inch . . . (Optional)  |SBS-CA,
Min. 22 ga., . . .5- . -
m- <282 securock Lper |V-Force FR, seff. [0 OF more laver(s), Min. g, ;. o4y Min 0.5-inch SECUROCK TwinletY >3 [SBSCA2,  |SBS-CA2,
S-35 Type B, Gvpsurm-Fiber 31.1 1.0 £ |adherin 2-inch Elevate ISOGARD GL, (RIBBON-1) Gypsum-Fiber Roof Board or (RIBBON-1) AA, SBS-AA SBS- |SBS-AA or -127.5
Grade 40 steel |_'° : g Elevate ISOGARD CG ISOGARD HD SBS-TA '
Roof Board TA SBS-TA
. Min. 0.625-inch
Min. 22 ga., in. . in 0.5-i . .
- <283 Isecurock Lper |V-Force FR, seff. [0 OF more laver(s), Min. g, ;. o4y Min 0.5-inch SECUROCK Twin Jet Y (Optional)  |APP-CA or
S-36 Type B, Gvosum-Fiber 31.1 1.0 f |adherin 2-inch Elevate ISOGARD GL, (RIBBON-1) Gypsum-Fiber Roof Board or (RIBBON-1) APP-TA APP_TA APP-TA -127.5
Grade 40 steel |_'° : g Elevate ISOGARD CG ISOGARD HD
Roof Board
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TABLE 10p: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF), orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BONDED INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

SvsTE BASE INSULATION LAYER TOP INSULATION LAYER RoOF COVER (3.1.4) MDP
DECK (4.1.2) FASTENER ATTACH
m No. 1. (psF)*
TypPE (3.1.1,4.2.2) elen TypPE ATTACH (3.1.3) BASE PLY PLy CAP PLY
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
vin 20, e e | U SST 0 oD tiotone | 1505t i i
SC-1. 33 steel or min. 2,500 psi ! 3.1.1 1 per 2.0 ft2 v e . Jet, or Twin JetY APP-CA None APP-CA
structural concrete or SECUROCK Gypsum- or SECUROCK Gypsum Fiber Roof (RIBBON-1) FBC
Fiber Roof Board Board HVHZ)
_ *
Min. 22 ga., type B, Grade Min. 1.5-inch ISOGARD Min. 0.25-inch Dens Deck Prime or 1.5.0. Stick, Twin ?(’K‘g
SC-2. 33 steel or min. 2,500 psi "y 3.1.1 1 per2.0ft2 | SECUROCK Gypsum Fiber Roof Jet, or Twin JetY APP-CA None APP-CA
GL or ISOGARD CG FBC
structural concrete Board (RIBBON-1)
HVHZ)
. Optional base insulation or Min. 0.5- . .
Min. 22 ga., type B, Grade . . . 1.5.0. Stick, Twin
; ) Min. 1.5-inch ISOGARD , | inch Tapered ISOGARD GL or A "
SC-3. jt?:qutaj:;rczr::;ezt,:oo psi GL or ISOGARD CG 3.1.1 1 per 2.0 ft Tapered ISOGARD CG; Min. 0.5-inch i:fé::)‘:;lvinlr; JetyY APP-CA None APP-CA 45.0
ISOGARD HD
- - - ~ N .
Min. 22 ga., type B, Grade gﬂelzl;obse:scge?:ﬁn:rime E/ylllr:r.lilr\.solgg-‘iLsc?\GDAeF:\lz gechI?IFl’c:i‘:’need 1.5.0. Stick, Twin BP-CA or (Optional) ?(’Eg
3 . . ] 2 i i - - -
SC-4. z’fr jz‘:j:;rc’;:;r ezt,:oo ps! or SECUROCK Gypsum- | >+ Lper2.0ft | o SeCUROCK Gypsum Fiber Roof ::fBgroLw'l'; Jet¥ SBS-CA EZ CA, SBS- | SBS-CA FBC
Fiber Roof Board Board HVHZ)
. Optional base insulation or Min. 0.5- . . .
Min. 22 ga., type B, Grade ) . . 1.5.0. Stick, Twin (Optional)
; ) Min. 1.5-inch ISOGARD , | inch Tapered ISOGARD GL or A BP-CA or "
SC5. :t?; j:j:;rcg:r ezt,:oo ps! GL or ISOGARD CG 311 1per2.0ft | 1 b ered ISOGARD CG; Min. 0.5-inch ::TBgroLw'lr)’ Jet¥ SBS-CA EZ CA,SBS- | SBS-CA -45.0
ISOGARD HD
Min. 22 ga., type B, Grade ) ) Min. 0.25-inch Dens Deck Prime or 1.5.0. Stick, Twin (Optional)
SC-6. | 33 steel or min. 2,500 psi Min. 1.5-inch ISOGARD | | | 1per2.0f2 | SECUROCK Gypsum Fiber Roof Jet, or Twin Jet Y BP-CA or BP-CA, SBS- | SBS-CA -45.0*
GL or ISOGARD CG SBS-CA
structural concrete Board (RIBBON-1) CA
Optional base insulation or Min. 0.5-
. inch Tapered ISOGARD GL or 1.5.0. Spray R; 1.S.0. -37.5*%
Min. 22 ga., type B, Grade . . . . .
Min. 2-inch ISOGARD GL , | Tapered ISOGARD CG; Min. 0.25- Twin Pack, Twin Jet, (NO
SC7. i’j’nsctfeet'em structrual or ISOGARD CG 311 1per4.0ft | 4 h Dens Deck Prime or SECUROCK | or Twin Jet Y APP-CA None APP-CA FBC
Gypsum Fiber Roof Board or min. (RIBBON-1) HVHZ)
0.5-inch ISOGARD HD
. _ *
Min. 22 ga., type B, Grade Min. 1.5-inch ISOGARD Min. 0.25-inch Dens Deck Prime or ITjw?w Ps:crlij?AI/ilr‘wSJ'c?t‘ ?(’Z‘g
g . ) L1 ) . . ' ’ g
SC-8. :35:5:;2:;:;;:00 psi GL or ISOGARD CG 3.1.1 1per3.2ft ;EgtdeOCK Gypsum Fiber Roof or Twin Jet Y APP-CA None APP-CA FBC
(RIBBON-1) HVHZ)
-37.5%
Min. 22 ga., type B, Grade . .
B X Min 1.5-inch ISOGARD > . . 1.5.0. Spray R; I.S.0. (NO
SC-9. 33 steel or min. 2,500 psi GL or ISOGARD CG 3.1.1 1 per2.0ft Min. 0.5-inch Tapered ISOGARD CG Twin Pack APP-CA None APP-CA FBC
structural concrete
HVHZ)
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Amrize Buliding Envelope LLC (Elevate)

IAS

Report No.:  NER-AMZ-002.A.R1 FL984-R18
Revision 1: 2026-07-30 ACCREDITED
reduct Cerification
Page 33 of 86 ey
ISO/IEC 17065 PCA-145

NEMO|cert®

TABLE 10p: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF), orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BONDED INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

SvsTE BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
DECK (4.1.2) FASTENER ATTACH
m No. 1. (PsF)*
TYPE (3.11,4.2.2) - TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY
Min. 22 ga., type B, Grade Min. 0.5-inch Dens Min. 1.5-inch ISOGARD GL followed -37.5*%
: v 4 ) Deck, Dens Deck Prime , | by min. 0.25-inch Dens Deck Prime 1.S.0. Spray R; I.S.0. (NO
sco. :fr :zfjlsrc';‘r::rjtzoo Pt or SECUROCK Gypsum- | >2:% 1per2.0ft | SECUROCK Gypsum Fiber Roof Twin Pack APP-CA None APP-CA FBC
Fiber Roof Board Board HVHZ)
Min. 0.5-inch Dens Min. 1.5-inch ISOGARD GL followed -30.0*
Min. 22 ga., type B, Grade . . . : . (Optional)
SC-11. | 33 steel or min. 2,500 psi Deck, Dens Deck Prime 341 1 per 2.0 ft2 by min. 0.25-inch Dens I?eck Prime I.S.Q. Spray R; 1.5.0. | BP-CAor BP-CA, SBS- SBS-CA (NO
structural concrete or SECUROCK Gypsum- I or SECUROCK Gypsum Fiber Roof Twin Pack SBS-CA CA FBC
Fiber Roof Board Board HVHZ)
Optional base insulation or Min. 0.5-
. inch Tapered ISOGARD GL or . -37.5*%
S B i?_"s::’fciri’afrade Min. 2-inch ISOGARD GL | . Loera0f | TaPered ISOGARD CG; Min. 0.25- 1.5.0. Spray R; 1.5.0. | BP-CA or g?féf";gs_ sBS.CA (NO
’ concrete or ISOGARD CG B pers. inch Dens Deck Prime or SECUROCK | Twin Pack SBS-CA A ! FBC
Gypsum Fiber Roof Board or min. HVHZ)
0.5-inch ISOGARD HD
Min. 22 ga., type B, Grade Min. 0.25-inch Dens Deck Prime or (Optional) -37.5%
: v TR ) Min. 1.5-inch ISOGARD 5 ey - 1.5.0. Spray R; 1.5.0. | BP-CA or (NO
SC-13. | 33 steel or min. 2,500 psi GL or ISOGARD CG 3.1.1 1 per 3.2 ft SECUROCK Gypsum Fiber Roof Twin Pack SBS-CA BP-CA, SBS- SBS-CA FBC
structural concrete Board CA
HVHZ)
Min. 22 ga., type B, Grade (Optional) -37.5%
) v 4 ) Min 1.5-inch ISOGARD Min. 0.5-inch Tapered ISOGARD GL 1.5.0. Spray R; 1.5.0. | BP-CAor (NO
-14. . 11 0ft? ) ’ -CA, SBS- .
SC-14, 33 steel or min. 2,500 psi GL or ISOGARD CG 3 1 per2.0ft or ISOGARD CG Twin Pack SBS-CA BP-CA, SBS SBS-CA FBC
structural concrete CA
HVHZ)
. Optional base insulation or Min. 0.5-
Min. 22 ga., type B, Grade ) ) .
Min. 2.2-inch ISOGARD inch Tapered ISOGARD GL or 1.S.0. Spray R; I.S.0.
-15. 1.1 .0 ft? . . X ’ - - -45.0*
1 iznssfeet'eor structrual GL or ISOGARD CG L1 1perd0ft | 1 sered ISOGARD CG; Min. 0.5-inch | Twin Pack APP-CA None APP-CA 45.0
ISOGARD HD
. Optional base insulation or Min. 0.5-
Min. 22 ga., type B, Grade ) ) .
. R Min. 1.5-inch ISOGARD inch Tapered ISOGARD GL or 1.S.0. Spray R; I.S.0.
-16. . A1 .0 ft? ; ) ; d y y _45.0*
16 :;Sr jﬁffljrc?,l:rféoo Pt GL or ISOGARD CG L1 1per2.0ft | 1 ered ISOGARD CG; Min. 0.5-inch | Twin Pack APP-CA None APP-CA 45.0
ISOGARD HD
Optional base insulation or Min. 0.5-
. inch Tapered ISOGARD GL or .
Min. 22 ga., type B, Grade . . . (Optional)
Min. 2.2-inch ISOGARD , | Tapered ISOGARD CG; Min. 0.25- 1.5.0. Spray R; I.S.0. BP-CA or «
SC-17. | 33 steel or structrual GL or ISOGARD CG 311 1per&0ft | i ch Dens Deck Prime or SECUROCK | Twin Pack SBS-CA BP-CA, SBS- | SBS-CA 450
concrete . . CA
Gypsum Fiber Roof Board or min.
0.5-inch ISOGARD HD
. Optional base insulation or Min. 0.5- )
Min. 22 ga., type B, Grade . ) . (Optional)
. R Min. 1.5-inch ISOGARD , | inch Tapered ISOGARD GL or 1.5.0. Spray R; 1.S.0. | BP-CAor "
SC18. :t‘q; jz‘:j:;rc':r']:r ezt':°° psi GL or ISOGARD CG 311 1per20ft* | 1 ered ISOGARD CG; Min. 0.5-inch | Twin Pack SBS-CA EZ CA, SBS- | SBS-CA 450
ISOGARD HD
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BONDED INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

SysTE BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) i
DEck (4.1.2) FASTENER ATTACH
m No. s (PsF)*
TYPE (3.1.1,4.2.2) elen TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
1.5.0. Spray R; 1.S.0. 30.0%
Min. 22 ga., type B, Grade . . . Twin Pack, 1.5.0. (Optional) ’
SC-19. | 33 steel or min. 2,500 psi Min. 1.5-inch ISOGARD | | | 1per2.7 2 | 12Pered ISOGARD GLor min. 1.5 Stick, Twin Jet, or | Br.CA2 0T BP-CA2 or SBS-CA2 (NG
GL or ISOGARD CG inch ISOGARD GL . SBS-CA2 FBC
structural concrete Twin Jet Y (RIBBON- SBS-CA2
1) HVHZ)
1.S.0. Spray R; I.S.0. 37.5%
Min. 22 ga., type B, Grade ) ) . Twin Pack, 1.5.0. (Optional) ’
SC-20. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL 3.1.1 1 per 4.0 ft2 Tapered ISOGARD GL or min. 1.5 Stick, Twin Jet, or BP-CA2 or BP-CA2 or SBS-CA2 (NG
or ISOGARD CG inch ISOGARD GL . SBS-CA2 FBC
structural concrete Twin Jet Y (RIBBON- SBS-CA2
) HVHZ)
Min. 22 ga., type B, Grade . ) Min. 0.25-inch Dens Deck Prime or (Optional)
SC-21. | 33steel or min. 2,500 psi Min. 1.5-inch ISOGARD 3.1.1 1per 2.7 ft> | SECUROCK Gypsum Fiber Roof LiquiGard BP-CA2 or BP-CA2 or SBS-CA2 -45.0*
GL SBS-CA2
structural concrete Board SBS-CA2
LiquiGard, 1.S.0.
Min. 22 ga., type B, Grade Min. 0.25-inch Dens Deck Prime or Spray R; 1.5.0. Twin BP-CA2 or (Optional)
SC-22. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1 per4.0ft2 | SECUROCK Gypsum Fiber Roof Pack, 1.S.0. Stick, SBS-CA2 BP-CA2 or SBS-CA2 -45.0*
structural concrete Board or min. 0.5-inch ISOGARD HD | Twin Jet, or Twin SBS-CA2
JetY (RIBBON-1)
1.S.0. Spray R; I.S.0.
Min. 22 ga., type B, Grade . . Twin Pack, 1.S.0. ) (Optional)
sc-23. | 33 steel or min. 2,500 psi Z'L'” 1.5nch 1SOGARD | 514 1per 1.6t | Min. 1.5-inch ISOGARD GL Stick, Twin Jet, or EBPS(-:(/I-\jZor BP-CA20r | SBS-CA2 -75.0
structural concrete Twin Jet Y (RIBBON- SBS-CA2
1, 4-inch o.c.)
Min. 22 ga., type B, Grade . . . ) ) (Optional)
5C-24. | 33 steel or min. 2,500 psi Min. 1.5-inch ISOGARD | 5, | 1per 162 | Min. 1.5-inch ISOGARD GL Twin JetY, RIBBON- | BP-CA2 or BP-CA2or | SBS-CA2 45.0
GL 1 SBS-CA2
structural concrete SBS-CA2
ASPHALT AND/OR TORCH APPLIED BASE:
Optional base insulation or Min. 0.5- (Optional)
. . 1.5.0. Spray R; I.S.0. -37.5*%
Min. 22 ga., type B, Grade Min. 2-inch ISOGARD GL , inch Tapered ISOGARD G!. or Twin Pack; Twin Jet; BP-AA, SBS One or more SBS-AA, SBS- (NO
SC-25. | 33 steel or structrual or ISOGARD CG 3.1.1 1 per4.0ft Tapered ISOGARD CG; Min. 0.25- Twin Jet Y (RIBBON- AA, SBS-TA BP-AA, SBS- TA or APP-TA FBC
concrete inch Dens Deck Prime or SECUROCK 1) or APP-TA AA, SBS-TA HVHZ)
Gypsum Fiber Roof Board or APP-TA
Min. 22 ga., type B, Grade ﬁi:ﬁgﬂeezze|lsr§éf$gﬂﬂm' o 1.5.0. Spray R; 1.5.0. BP-AA, SBS- gff:::z)re
SC-26. | 33 steel or structrual gﬁtj;&g;ﬁgé’gﬁ\m 311 1per 4.0ft? | Tapered ISOGARD CG; Min.0.25- | 1" f:tct;(:{mg é’f\f AA, SBS-TA | BP-AA, SBS- ?isc’:':")i?; -45.0*
concrete inch Dens Deck Prime or SECUROCK 1) or APP-TA AA, SBS-TA
Gypsum Fiber Roof Board or APP-TA
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BONDED INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

SvsTE BASE INSULATION LAYER TOP INSULATION LAYER RoOF COVER (3.1.4) MDP
DECK (4.1.2) FASTENER ATTACH
m No. 1. (psF)*
TYPE (3.11,4.2.2) - TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY
) . . . e . (Optional)
Min. 22 ga., type B, Grade Min. 0.5-inch Dens. Min. .1.5 inch ISOGARD_GL, Min. 1.S.0. Stick; I.S.O.. BP-AA, SBS- One or more
h X Deck, Dens Deck Prime > | 0.25-inch Dens Deck Prime or Spray R; 1.5.0. Twin SBS-AA, SBS-
SC-27. | 33 steel or min. 2,500 psi 3141 1 per 2.0 ft R . . AA, SBS-TA BP-AA, SBS- -45.0*
or SECUROCK Gypsum- I SECUROCK Gypsum Fiber Roof Pack; Twin Jet; Twin TA or APP-TA
structural concrete . or APP-TA AA, SBS-TA
Fiber Roof Board Board JetY (RIBBON-1)
or APP-TA
Optional min. 0.5-inch base 1.S.0. Stick or Twin (Optional)
Min. 22 ga., type B, Grade inFs)uIation~ o J.et. é-inch oc. or BP-AA. SBS- One or more | SBS-CA2,
SC-28. | 80 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1 per 1.6 ft? - N . - g SBS-CA2, BP- | SBS-AA, SBS- -67.5
Min. 0.5-inch SECUROCK Gypsum- TwinJet Y (RIBBON- | AA, SBS-TA
structural concrete Fiber Roof Board 1, 4-inch o.c.) AA, SBS-AA, TA
iber Roof Boar ) .C. SBS-TA
Min. 22 ga., type B, Grade 1.S.0. Spray R; Twin BP-AA. SBS- (Optional)
SC-29. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1 per 1.0 ft2 | Min. 0.5-inch Dens Deck Prime Jet; Twin Jet Y AA SB’S-TA BP-AA, SBS- SBS-TA -82.5
structural concrete (RIBBON-1) ! AA, SBS-TA
Min. 22 ga., type B, Grade 1.5.0. Spray R Twin BP_AA. SBS- (Optional)
SC-30. | 80 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1 per 1.0ft2 | Min. 0.5-inch Dens Deck Prime Jet; Twin Jet Y AA SBIS—TA BP-AA, SBS- SBS-TA -97.5
structural concrete (RIBBON-1) ! AA, SBS-TA
SELF-ADHERING BASE:
. Optional base insulation or Min. 0.5- | 1.S.0. Spray R; I.S.0. . -37.5*%
s | am2 i?_"s::’lfciri'afrade Min. 2-inch ISOGARD GL | _ _ | L veraof | inch Tapered ISOGARD GLor Twin Pack; TwinJet; | (oo o\ (S(;gt'&”z? SBS-TA or (NO
’ concrete or ISOGARD CG = pers. Tapered ISOGARD CG; Optional min. | Twin Jet Y (RIBBON- APP-TA APP-TA FBC
0.5-inch ISOGARD HD 1) HVHZ)
Min. 0.5-inch Dens Min. 1.5-inch ISOGARD GL; Min. 1.S.0. Stick; 1.S.0.
Min. 22 ga., type B, Grade . . Y ! ) (Optional)
. R Deck, Dens Deck Prime > | 0.25-inch Dens Deck Prime or Spray R; 1.5.0. Twin SBS-TA or N
3632 :t?; jzfj:;rc:r::r:tzoo P | orsECUROCK Gypsum- | > Lper 205 | SecuroCK Gypsum Fiber Roof Pack; Twin Jet; Twin | o> Z?,SP_T&” APP-TA 430
Fiber Roof Board Board JetY (RIBBON-1)
. Optional base insulation or Min. 0.5- | 1.S.0. Spray R; I.S.0. .
Min. 22 ga., type B, Grade ) ) . . . (Optional)
Min. 2.2-inch ISOGARD , | inch Tapered ISOGARD GL or Twin Pack; Twin Jet; SBS-TA or N
SC:33. i’(‘:’nsctfeet'em structrual GL or ISOGARD CG 311 Lperd0ft | 1 hered ISOGARD CG; Optional min. | Twin Jet Y (RIBBON- | S°o°5A iﬁ_TTAAm APP-TA -45.0
0.5-inch ISOGARD HD 1)
Optional min. 0.5-inch base .S.0. Stick; Twi
Min. 22 ga., type B, Grade inrs’ulation' Lf?wfnt IJcek{ \Iwm e (Optional) SBS-AA, SBS-
SC-34. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL 1.1 1 per 1.6 ft2 ’ . SBS-SA SBS-AA, SBS- ! -67.5
P I l P Min. 0.5-inch SECUROCK Gypsum- (RIBBON-1, 6-inch TA
structural concrete ; TA
Fiber Roof Board o.c.
1.5.0. Spray R;
Min. 22 ga., type B, Grade Min. 0.5-inch Dens Deck Prime or 1.5.0. Twin Pack (Optional) SBS-AA SBS-
SC-35. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1 per 1.0 ft2 | SECUROCK Gypsum-Fiber Roof Twin Jet; Twin Jet Y SBS-SA SBS-AA, SBS- ! -67.5
X TA
structural concrete Board (RIBBON-1), 4-inch TA
o0.C.
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TABLE 10p: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF), orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BONDED INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

SvsTE BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
DEck (4.1.2) FASTENER ATTACH
m No. 1. (PsF)*
TYPE (3.11,4.2.2) - TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY
] 1.5.0. Twin Pack; )

Min. 22 ga., type B, Grade Ti/ﬁ Je\:lq'wiancjet v (Optional) SBS-AA. SBS-

SC-36. | 33 steel or min. 2,500 psi Min. 2-inch ISOGARD GL | 3.1.1 1per1.0ft2 | Min. 0.5-inch ISOGARD HD ’ X SBS-SA SBS-AA, SBS- ’ -105.0
(RIBBON-1), 4-inch TA
structural concrete oc TA

TABLE 10e: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF), oR RECOVER

TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED TEMP ROOF, BONDED TOP INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER(S) (3.1.2) TOP INSULATION LAYER ROOF COVER (3.1.4)
SYSTEM FASTENE MDP
DECK (4.1.2) Temp RoOF
No. Tvee R@E.L1, | ATTACH Tvee ATTACH (3.1.3) | BasePLY PLY CAPPLY |  (pSF
45 (3.1.2)
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Min. 0.25-inch Dens Deck or 0.5-
Min. 22 ga., Type B, Grade X . One or more layers Min. 1.5-inch 1.5.0. Stick, Twin ) . g
SC-37. | 33 steel or min. 2,500 psi ;’;sfs;f;zofiﬁzp;‘i’t': \T;g:m |, bfe | V-Force | ISOGARD GL; optional Min. 0.5-inch | Jet, or Twin Jet Y E;S?CAAW (C(Zpts'ggf‘cl)ABP SBS-CA | -45.0*
structural concrete . P ’ Tapered ISOGARD GL (RIBBON-1) !
SB Primer
Min. 22 ga., Type B, Grade :\:;'Séii_;rggKDgnsszikFge?'s- 1 per One or more layers Min. 1.5-inch 1.5.0. Stick, Twin
SC-38. 33 steel or min. 2,500 psi Roof Board rimezpwith V-Force 1.1 4 8 2 V-Force ISOGARD GL; optional Min. 0.5-inch Jet, or Twin Jet Y APP-CA None APP-CA -45.0*
structural concrete ) P ’ Tapered ISOGARD GL (RIBBON-1)
SB Primer
. Min. 0.25-inch Dens Deck or 0.5- One or more layers Min. 1.5-inch . .
Min. 22 ga., Type B, Grade X . R . K 1.5.0. Stick, Twin .
) K inch SECUROCK Gypsum Fiber 1 per ISOGARD GL; optional Min. 0.5-inch X BP-CA or | (Optional) BP- "
3639 :fr fszlﬁrc?n':r ezt,joo PS | Roof Board primed with V-Force | % [ 20f2 | VO™ | Tapered ISOGARD GL; Min. 0.50- ::BEBLWS Y | sps.ca | casesca | SBYCA | 450
SB Primer inch ISOGARD HD
. Min. 0.25-inch Dens Deck or 0.5- One or more layers Min. 1.5-inch . .
Min. 22 ga., Type B, Grade X . ) R . B 1.5.0. Stick, Twin
sc-40. | 33 steel ormin. 2,500 psi | Mch SECUROCK Gypsum Fiber 11 Lper |\ porce | 'SOGARDGL optional Min. 0.5-inch |\ "0 rah ety | app-cA | None APP-CA | -45.0*
structural concrete Roof Board primed with V-Force 4.0 ft? Tapered ISOGARD GL; Min. 0.50- (RIBBON-1)
SB Primer inch ISOGARD HD
) ) One or more layers Min. 1.5-inch "
Min. 22 ga., Type B, Grade | M- 0-25-inch Dens Deck or 0.5- ISOGARD GL; optional Min. 0.5-inch | 1.5.0. Stick, Twin . 300
. K inch SECUROCK Gypsum Fiber 1 per . R BP-CAor | (Optional) BP- (NO
SC-41. 33 steel or min. 2,500 psi R K 3.1.1 V-Force Tapered ISOGARD GL; Min. 0.25- Jet, or Twin Jet Y SBS-CA
Roof Board primed with V-Force 4.0 ft? . - SBS-CA CA, SBS-CA FBC
structural concrete . inch Dens Deck Prime or SECUROCK (RIBBON-1)
SB Primer ; HVHZ)
Gypsum Fiber Roof Board
) . One or more layers Min. 1.5-inch
.0.25- .5- -37.5%
Min. 22 ga., Type B, Grade :\::;1 SEEZF'{'SEKDS“SS?J?"H‘EE? > Loer ISOGARD GL; optional Min. 0.5-inch | 1.5.0. Stick, Twin o
SC-42. 33 steel or min. 2,500 psi . vp N 1.1 P V-Force Tapered ISOGARD GL; Min. 0.25- Jet, or Twin Jet Y APP-CA None APP-CA
Roof Board primed with V-Force | == 4.0 ft? . . FBC
structural concrete . inch Dens Deck Prime or SECUROCK (RIBBON-1)
SB Primer ; HVHZ)
Gypsum Fiber Roof Board
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TABLE 10e: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF), oR RECOVER

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED TEMP ROOF, BONDED TOP INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER(S) (3.1.2) TOP INSULATION LAYER ROOF COVER (3.1.4)
SYSTEM FASTENE MDP
DECK (4.1.2 TemP RooF —
No. (412 Type R(3.1.1, ATTACH TYPE ATTACH (3.1.3) BASE PLY PLy CaP PLY PSE
4.2.2) (3.1.2¢)
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
Min. 22 ga., Type B, Grade :\::;':éii:ggKDgnss[L);(re'r::kFioI;e?.S- 1 per One or more layers Min. 1.5-inch 1.5.0. Stick, Twin BP-CA2 (Optional) BP- $BS-
Sc43. | 33steelormin.2,500psi | o0 rimezpwith Vo (311 |, g w2 | V-Force | ISOGARD GL; optional Min. 0.5-inch | Jet, or TwinJetY | orSBs- | CA2orSBs- | °° -45.0*
structural concrete . P ’ Tapered ISOGARD GL (RIBBON-1) CA2 CA2
SB Primer
One or more layers Min. 1.5-inch
Min. 22 ga., Type B, Grade !\/Im. 0.25-inch Dens Deck .or 0.5- ISOGARD GL; optional M!n. 0.5-inch 1.5.0. Stick, Twin BP-CA2 (Optional) BP-
. R inch SECUROCK Gypsum Fiber 1 per Tapered ISOGARD GL; Min. 0.50- R SBS-
SC-44. 33 steel or min. 2,500 psi . . 3.11 V-Force . X K Jet, or Twin JetY or SBS- CA2 or SBS- -45.0*
structural concrete Roof Board primed with V-Force | = 4.0 ft? inch ISOGARD HD or Min. 0.25-inch (RIBBON-1) CA2 CA2 CA2
SB Primer Dens Deck Prime or SECUROCK
Gypsum Fiber Roof Board
ASPHALT AND/OR TORCH APPLIED BASE:
) . One or more layers Min. 1.5-inch BP-AA, (Optional) SBS-
Min. 22 ga., Type B, Grade :\:cl:?] fééié'ggKDg"ss?l‘fanFﬁ:e?'s Loer ISOGARD GL; optional Min. 0.5-inch | 1.5.0. Stick, Twin | SBS-AA, | Oneormore | AA,
SC-45. 33 steel or min. 2,500 psi Roof Board rimezpwith V-Force 3.1.1 4 8 e V-Force Tapered ISOGARD GL; Min. 0.25- Jet or Twin JetY SBS-TA BP-AA, SBS- SBS-TA -45.0*
structural concrete SB Primer P ’ inch Dens Deck Prime or SECUROCK (RIBBON-1) or APP- AA, SBS-TA or or APP-
Gypsum Fiber Roof Board TA APP-TA TA
SELF-ADHERING BASE:
Min. 22 ga., Type B, Grade i'\r:I(I:rlj\.SOI-EE?J-FI{:)CEKDSnssz(:.rkoiobre?.S- 1 per One or more layers Min. 1.5-inch 1.5.0. Stick, Twin (Optional) SBS-TA
SC-46. 33 steel or min. 2,500 psi Roof Board rimezpwith V-Force 1.1 4 8 2 V-Force ISOGARD GL; optional Min. 0.5-inch Jet, or Twin Jet Y SBS-SA SBS-TA or or APP- -45.0*
structural concrete . P ’ Tapered ISOGARD GL (RIBBON-1) APP-TA TA
SB Primer
One or more layers Min. 1.5-inch
Min. 22 ga., Type B, Grade Mm. 0.25-inch Dens Deck .0r 0.5- ISOGARD GL; optional M!n. 0.5-inch 1.5.0. Stick, Twin (Optional) SBS-TA
. K inch SECUROCK Gypsum Fiber 1 per Tapered ISOGARD GL; Min. 0.50- R
SC-47. 33 steel or min. 2,500 psi . . 3.11 ) V-Force . X . Jet, or Twin Jet Y SBS-SA SBS-TA or or APP- -45.0*
structural concrete Roof Board primed with V-Force | = 4.0 ft inch ISOGARD HD or Min. 0.25-inch (RIBBON-1) APP-TA A
SB Primer Dens Deck Prime or SECUROCK
Gypsum Fiber Roof Board
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Amrize Buliding Envelope LLC (Elevate)

IAS

Report No.:  NER-AMZ-002.A.R1 FL984-R18
Revision 1: 2026-07-30 ACCREDITED
reduct Cerification
Page 38 of 86 ey
ISO/IEC 17065 PCA-145

NEMO|cert®

TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

SYSTEM Dk (012 T TOP INSULATION LAYER . ROOF COVER (3.1.4) MDP

No. (8.12) (3.1.2) TYPE 3 :S:ZN:RZ) SPACING BASE PLY PLY CAP PLY PSF
COLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:

Min. 22 ga., type B, Grade . .
sc-48. | 33steelormin. 2,500 psi | \oPtional) One ormorelayers, | o 1soGARD 6L 311 Lper | pp ca ses-ca | (OPtional BP- gpg o -45.0*
any combination, loose laid 2.0 ft? CA, SBS-CA
structural concrete
Min. 22 ga., type B, Grade .
sC-49. | 33 steel ormin. 2,500 psi | (OPtional) One ormorelayers, |\ o is0GARD GL 3.1.1 Lper | rpp-ca None APP-CA -45.0%
any combination, loose laid B 2.0 ft?
structural concrete
Min. 22 ga., type B, Grade (Optional) One or more layers, . . 1 per (Optional) BP-

-50. . 2.3- 3.1.1 - - - -45.0*
SC-50 33 steel any combination, loose laid Min. 2.3-inch ISOGARD GL I 2.0 ft? BP-CA, SBS-CA CA, SBS-CA SBS-CA 45.0
scs1. | Min-22ga, type B, Grade | (Optional) One ormore layers, |\ v 5 3 in ok 1S0GARD GL 3.1.1 Lper 1 Appca None APP-CA | -45.0%

33 steel any combination, loose laid 2.0 ft2
Min. 2,500 psi structural (Optional) One or more layers, . . 1 per (Optional) BP- «
SC-52. concrete any combination, loose laid Min. 1.5-inch ISOGARD GL 311 2022 BP-CA, SBS-CA CA, SBS-CA SBS-CA -45.0
sc.s3, | Min-2,500psistructural | (Optional) One or more layers, - |\ ) o oy 1s0GARD GL 3.1.1 Lper 1 appca None APP-CA | -45.0%
concrete any combination, loose laid 2.0 ft?
Min. 22 ga., type B, Grade . . . .
. . One or more layers, any Min. 0.25-inch Dens Deck or 0.25-inch SECUROCK 1 per (Optional) BP-
SC-54. 33 steel . 2,500 3.1.1 BP- BS- BS- -45.0*
steetormin. &, psl combination, loose laid Gypsum Fiber Roof Board — 2.0 ft? CA, SBS-CA CA, SBS-CA SBS-CA 450
structural concrete
Min. 22 ga., type B, Grade . . . .
A R One or more layers, any Min. 0.5-inch 0.25-inch Dens Deck or 0.25-inch 1 per
SC-55. 33 steel . 2,500 L. . . 3.1.1 APP_CA N APP-CA -45.0*
steelormin ps! combination, loose laid SECUROCK Gypsum Fiber Roof Board I 2.0 ft? - one
structural concrete
Min. 22 ga., Type B, Grade . .
SC-56. | 33 or min. 2,500 psi (Optional) One or more layers, | . 6 5 jch ISOGARD HD 3.1 Lper | BP-CAorSBS- | (Optional) BP- | (o | 450+
any combination, loose laid 2.7 ft CA CA, SBS-CA
structural concrete
Min. 22 ga., Type B, Grade .
sC-57. | 33 or min. 2,500 psi (Optional) One or more layers, - |\ . & inch 1ISOGARD HD 3.1.1 Lper | appca None APP-CA | -45.0*
any combination, loose laid 2.7 ft?
structural concrete
Min. 22 ga., Type B, Grade . .
. ' (Optional) One or more layers, . . . 1 per BP-CA or SBS- (Optional) BP- .
SC-58. 33 or min. 2,500 psi any combination, loose laid Min. 1.5-inch ISOGARD HD Composite 311 4.0 f22 CA CA, SBS-CA SBS-CA 45.0
structural concrete
Min. 22 ga., Type B, Grade .
SC-59. | 33 or min. 2,500 psi (Optional) One or more lavers, | . 4 & o) 150GARD HD Composite 3.1.1 Lper 1 appca None APP-CA | -45.0%
any combination, loose laid 4.0 ft
structural concrete
Min. 22 ga., type B, Grade . .
SC-60. | 33steel or min. 2,500 psi | \oPtional) One ormorelayers, | ) i 1soGARD GL 3.1.1 Lper | gpca, ses-ca | (OPHional BP- gpg o 525
any combination, loose laid 1.3 ft? CA, SBS-CA
structural concrete
Min. 22 ga., type B, Grade .
SC-61. | 33 steel ormin. 2,500 psi | (oPtional) Oneormore layers, |\ 5 4o 1606 aRD GL 3.1.1 Lper | appca None APP-CA 525
any combination, loose laid 1.3 ft?
structural concrete
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TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

SYSTEM Dk (a1 BaSEINSULATIONILAYER ToP INSULATION LAYER : ROOF COVER (3.1.4) MDP

No. (8.12) (3.1.2) TYPE 3 :S:ZN:RZ) SPACING BASE PLY PLY CAP PLY PSF

Min. 22 ga., type B, Grade (Optional) One or more layers, . . 1 per (Optional) BP-
SC-62. 33 steel any combination, loose laid Min. 2.3-inch ISOGARD GL 311 13 2 BP-CA, SBS-CA CA, SBS-CA SBS-CA -52.5
sc63. | Min-22ga., typeB, Grade | (Optional) One or more layers, |\ . 5 34 1 1s0GARD GL 3.1.1 Lper | appca None APP-CA 52.5
33 steel any combination, loose laid 1.3 ft?
Min. 2,500 psi structural (Optional) One or more layers, . . 1 per (Optional) BP-
-64. . 2- 3.1.1 - - - -52.
36 concrete any combination, loose laid Min. Z-inch ISOGARD GL 1.3 ft? BP-CA, SBS-CA CA, SBS-CA SBS-CA >2:5
sc.gs, | Min-2,500psistructural | (Optional) One or morelayers, |\ 4y 1s0GARD GL 3.1.1 Lper =1 appca None APP-CA 525
concrete any combination, loose laid 1.3 ft?

sc-66. | Min-22ga.TypeB, Grade | (Optional) One ormore layers, |\ 5 in h 1SOGARD GL, long joints staggered 4 ft 3.1.1 Lper | sgsca None SBS-CA -60.0
33 steel any combination, loose laid 1.8 ft?

sc.67. Min. 22 ga. Type B, Grade (Optlonal).Onfe or more Iayers, Min. 1.5-inch ISOGARD HD Composite, long joints 314 1 per SBS-CA None SBS-CA -60.0
33 steel any combination, loose laid staggered 4 ft I 2.7 ft?
Min. 22 ga. Tyoe B, Grade One or more layers, min. 0.5- Min. 1-inch ISOGARD CG or min. 0.5-inch Dens Deck 1 per

sc6s. | oo s‘teelg YPes inch, any combination, loose | Prime or SECUROCK Gypsum-Fiber Roof Board, long | 3.1.1 ) 2 w2 | SBSCA None SBS-CA -67.5

laid joints staggered 4 ft ’

SC.60, Min. 22 ga. Type B, Grade (Optlonal)' Onfe or more Iayers, Min. 1.5-inch ISOGARD HD Composite, long joints 311 1 per SBS-CA None SBS-CA 75.0
33 steel any combination, loose laid staggered 4 ft I 1.8 ft2
Min. 22 ga., type B Grad.e Min. 1.5-inch ) ) ) 1 per

SC-70. 33 steel or min. 2,500 psi ISOGARD GL Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1.45 f2 SBS-CA None SBS-CA -90.0
structural concrete ’

COLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
Min. 22 ga., Type B, Grade . .

. A (Optional) One or more layers, . . 1 per BP-CA2 or SBS- (Optional) BP-
-71. .2 . 1.5- 1.1 - -45.0*
SC-7 33 or min. 2,500 psi any combination, loose laid Min. 1.5-inch ISOGARD GL 3 272 CA2 CA2 or SBS-CA2 SBS-CA2 45.0
structural concrete
Min. 22 ga., Type B, Grade . .
. ' (Optional) One or more layers, ) ) 1 per BP-CA2 or SBS- (Optional) BP-

-72. . . 2- 1.1 - -45.0*

SC-7 33 or min. 2,500 psi any combination, loose laid Min. 2-inch ISOGARD GL 3 4.0 f22 CA2 CA2 or SBS-CA2 SBS-CA2 45.0
structural concrete
sc73 y;:rzniiiaéggz)epili Grade (Optional) One or more layers, | Min. 0.25-inch Dens Deck Prime or min. 0.5-inch 3.1.1 1 per BP-CA2 or SBS- (Optional) BP- SBS-CA2 45,0
’ T any combination, loose laid ISOGARD HD = 2.7 ft? CA2 CA2 or SBS-CA2 '
structural concrete
Min. 22 ga., Type B, Grade . .
. A (Optional) One or more layers, . . 1 per BP-CA2 or SBS- (Optional) BP-
-74. . . 1.5- 1.1 - -60.
SC-74 33 or min. 2,500 psi any combination, loose laid Min. 1.5-inch ISOGARD GL 3 1.8 f©2 CA2 CA2 or SBS-CA2 SBS-CA2 60.0
structural concrete
$C.75 Min. 22 ga. Type B, Grade (Optional) One or more layers, | Min. 1.5-inch ISOGARD HD Composite, long joints 311 1 per BP-CA2 or SBS- (Optional) BP- SBS-CA2 -60.0
’ 33 steel any combination, loose laid staggered 4 ft B 2.7 ft? CA2 CA2 or SBS-CA2 ’
Min. 22 ga. Type B, Grade F)nﬁ or more Izyers., m|r|1. 0.5- M!n. 1-inch ISOGARD CG or m|r'1t.)0.5-|nih Denj IIJeck 1 per BP-CA2 o SBS- (Optional) BP-
SC-76. 33 steel inch, any combination, loose Prime or SECUROCK Gypsum-Fiber Roof Board, long 3.1.1 1.6 f2 CA2 CA2 or SBS-CA2 SBS-CA2 -67.5
laid joints staggered 4 ft
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TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

SYSTEM Dk (a1 BaSEINSULATIONILAYER ToP INSULATION LAYER : ROOF COVER (3.1.4) MDP
No. (8.12) (3.1.2) TYPE 3 :S:ZN:RZ) SPACING BASE PLY PLY CAP PLY PSF
sc77 Min. 22 ga. Type B, Grade (Optional) One or more layers, | Min. 1.5-inch ISOGARD HD Composite, long joints 3.1 1 per BP-CA2 or SBS- (Optional) BP- SBS-CA2 750

’ 33 steel any combination, loose laid staggered 4 ft — 1.8 ft? CA2 CA2 or SBS-CA2 ’
Min. 22 ga., Type B, Grade . .
. } (Optional) One or more layers, ) ) 1 per BP-CA2 or SBS- (Optional) BP-
SC-78. 33 or min. 2,500 psi any combination, loose laid Min. 2-inch ISOGARD GL 3.1.1 1.6 2 CA2 CA2 or SBS-CA2 SBS-CA2 -82.5
structural concrete
Min. 22 ga., Type B, Grade . .
. } (Optional) One or more layers, ) ) 1 per BP-CA2 or SBS- (Optional) BP-
SC-79. 33 or min. 2,500 psi any combination, loose laid Min. 1.5-inch ISOGARD GL 311 1.3 fe2 CA2 CA2 or SBS-CA2 SBS-CA2 90.0
structural concrete
Min. 22 ga., Type B, Grade . .
. ' (Optional) One or more layers, ) . 1 per BP-CA2 or SBS- (Optional) BP-
-80. . . 1.5- 3.11 - -97.
SC-80 33 or min. 2,500 psi any combination, loose laid Min. 1.5-inch ISOGARD GL 1.0 2 CA2 CA2 or SBS-CA2 SBS-CA2 97.5
structural concrete
Min. 22 ga., Type B, Grade . .
. } (Optional) One or more layers, ) ) 1 per BP-CA2 or SBS- (Optional) BP-
SC-81. 33 or min. 2,500 psi any combination, loose laid Min. 2-inch ISOGARD GL 3.1.1 1.0 2 CA2 CA2 or SBS-CA2 SBS-CA2 -112.5
structural concrete
Min. 22 ga., Type B, Grade . .
. } (Optional) One or more layers, . . 1 per BP-CA2 or SBS- (Optional) BP-
-82. .2 . 2- 3.11 - - .
SC-8 80 or min. 2,500 psi any combination, loose laid Min. 2-inch ISOGARD GL 1.0 f2 CA2 CA2 or SBS-CA2 SBS-CA2 135.0
structural concrete
ASPHALT AND/OR TORCH APPLIED BASE:
Min. 22 ga., type B, Grade (Optional) One or more layers 1 per BP-AA, SBS-AA, i)?’::l?rlaIIS)P(-)Zle\ 22::'?:’
g ; ) 2 . P ) ) ; y , ) «
SC-83. :t?;j’éfj:;rc:;:.rezt,:oo psi any combination, loose laid Min. 0.25-inch Dens-Deck Prime 3.1.1 202 iis TA or APP SBS-AA, SBS-TA | or APP- 45.0
or APP-TA TA
. (Optional) One SBS-AA,
sc.a4 3'\,/;2*(.32; ii:';’:z}pezioiragf (Optional) One or more layers, | Min. 0.25-inch Dens Deck or 0.25-inch SECUROCK 3.1.1 1 per SBgS{_\'I'AA i?i;\;\_’ or more BP-AA, | SBS-TA 45,0
’ o P any combination, loose laid Gypsum Fiber Roof Board — 2.0 ft? SBS-AA, SBS-TA | or APP- ’
structural concrete TA
or APP-TA TA
. One or more layers, min. 1- . . . L (Optional) BP-
sc.85. Min. 22 ga. Type B, Grade inch, any combination, loose Min. 0.5-inch Dens Deck Prime, long joints staggered 4 341 1 per BP-AA, SBS-AA, AA, SBS-AA, SBS-AA, 675
33 steel . ft 1.3 ft? SBS-TA SBS-TA
laid SBS-TA
. One or more layers, min. 1- . . . (Optional) BP-
Min. 22 ga. Type B, Grade X L Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board, 1 per BP-AA, SBS-AA, SBS-AA,
SC-86. inch, any combination, loose L. 3.1.1 AA, SBS-AA, -67.5
33 steel . long joints staggered 4 ft I 1.8 ft? SBS-TA SBS-TA
laid SBS-TA
. One or more layers, min. 1- . . . (Optional) BP-
Min. 22 ga. Type B, Grade . L Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board, 1 per BP-AA, SBS-AA, SBS-AA,
SC-87. inch, any combination, loose o 3.1.1 ) AA, SBS-AA, -75.0
33 steel . long joints staggered 4 ft = 1.8 ft SBS-TA SBS-TA
laid SBS-TA
Min. 22 ga., type B, Grade . .
Min. 1.5-inch
SC-88. | 33 steel or min. 2,500 psi ISCTGARDI:ECL Min. 0.5-inch Dens-Deck Prime 3.1.1 i gi’;z SBS-TA None SBS-TA -97.5
structural concrete ’
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TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

TOP INSULATION LAYER ROOF COVER (3.1.4
SYSTEM D BASE INSULATION LAYER E Ly MbP
No. (8.12) (3.1.2) TypE ASTENER SPACING BASE PLY PLY CAP PLY PSF
(3.1.1,4.2.2)
Min. 22 ga., type B, Grade . . One or more
Min. 2.2-inch - -
SC-89. | 33 steel or min. 2,500 psi |ng ARD'ZCL Min. 0.5-inch Dens-Deck Prime 3.1.1 1 i 2PA AAOTSBS- | BpAAorsBs | sBs-AA | -1125
structural concrete ’ AA
Min. 22 ga., type B, Grade . .
. X Min. 1.5-inch 1 per
SC-90. 33 steel or min. 2,500 psi Min. 0.5-inch Dens-Deck Prime 3.1.1 5 SBS-TA None SBS-TA -127.5
structural concrete ISOGARD GL 1oft
Min. 22 ga., type B, Grade . . .
Min. 1.5-inch -
scoL | 33steelormin.2,500psi | (o0 Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 8?; SBS-TA (Tc;pt'ona') SBS- 1 ps.ta -150.0
structural concrete ’
Min. 22 ga., type B, Grade . . One or more
Min. 2.2-inch - -
$C-92. | 33 steel or min. 2,500 psi |scl)nG ARD";CL Min. 0.5-inch Dens-Deck Prime 3.1.1 1 e 2PA AAOTSBS | BpaAorsBs- | SBSAA | -157.5
structural concrete ’ AA
Min. 22 ga., type B, Grade . . One or more
Min. 2.2-inch - -
SC-93. | 33 steel or min. 2,500 psi Isg]GARDIZCL Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 i 2PA AAOTSBS- | BpAAorSBs- | SBSAA | -157.5
structural concrete ’ AA
Min. 22 ga., type B, Grade . . One or more
Min. 2.2-inch - _
scoa. | 33steelormin.2,500psi | (ot Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 i gef; 2PA AA or 5BS BP-AA OrSBS- | SBS-AA 1725
structural concrete ’ AA
SELF-ADHERING BASE:
Min. 22 ga., type B, Grade . SBS-TA
sC-95. | 33steel or min. 2,500 psi | On€ OF morelaers, any Min. 0.25-inch Dens-Deck Prime 3.1.1 Lper 1 opssa (Optional) SBS- | "app | 450t
combination, loose laid 2.0 ft2 TA or APP-TA
structural concrete TA
Min. 22 ga., type B, Grade .
SC-%. | 33steel ormin. 2,500 psi | One OF more lavers, any Min. 0.25-inch Dens-Deck Prime 3.1.1 Lper | ogssa (Optional) SBS- | pe \p -45.0*
combination, loose laid 2.0 ft? AA
structural concrete
Min. 22 ga., type B, Grade (Optional) One or more layers 1 per (Optional) SBS- SBS-TA
g . . , 3 . K ~ _ _ *
3971 33 5teel any combination, loose laid Min. 2.2-inch ISOGARD GL 311 4.0 ft2 SBS-SA TA or APP-TA _OI_;APP 4.0
Min. 2,500 psi structural (Optional) One or more layers 1 per (Optional) SBS- SBS-TA
$C-98. S0P ptionay) =n¢ VETS | Min. 1.5-inch ISOGARD GL 3.1.1 Per | sBs-sa P orAPP- | -45.0%
concrete any combination, loose laid 4.0 ft TA or APP-TA TA
Min. 22 ga., type B, Grade . . )
sc-99. | 33steel ormin. 2,500 psi | (OPHionall Oneormorelayers, | i o ik 1s0GARD GL 3.1.1 Lper 1 os.sa (Optional) SBS- | ggta | -45.0*
any combination, loose laid 2.7 ft TA
structural concrete
$C-100. Min. 22 ga., type B, Grade (Optlonal). Onfe or more Iayers, Min. 2.2-inch ISOGARD GL 341 1 per SBS-SA (Optional) SBS- SBS-AA -45.0%
33 steel any combination, loose laid I 4.0 ft? AA
scao1. | Min- 2500 psistructural | (Optional) One or more layers, |y, 4 5 incp IS06ARD GL 311 Lper | ses-sa (Optional) SBS- | s an | -a5.0%
concrete any combination, loose laid 4.0 ft AA
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TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

SYSTEM Dk (012 T TOP INSULATION LAYER . ROOF COVER (3.1.4) MDP

No. (8.12) (3.1.2) TYPE 3 :S:ZN:RZ) SPACING BASE PLY PLY CAP PLY PSF

Min. 22 ga., Type B, Grade . . SBS-TA
$C-102. | 33 or min. 2,500 psi (Optional) One or more lavers, | . ) & o IS0GARD CG 311 Lper 1 spssa (Optional) SBS- | "app. | 450t
any combination, loose laid 2.7 ft? TA or APP-TA
structural concrete TA
Min. 22 ga., Type B, Grade . . SBS-TA
SC-103. | 33 or min. 2,500 psi (Optional) One or more layers, |\ . 5 inch 1ISOGARD HD 3.1.1 Lper | spssa (Optional) SBS- | "spp. -45.0*
any combination, loose laid 2.7 ft? TA or APP-TA
structural concrete TA
Min. 22 ga., Type B, Grade . . SBS-TA
$C-104. | 33 or min. 2,500 psi (Optional) One or more layers, |\ 1.0 4 & i ch 1S0GARD HD Composite 3.1.1 Lper 1 ops.sa (Optional) SBS- | “spp. | _45.0*
any combination, loose laid 4.0 ft TA or APP-TA
structural concrete TA
Min. 22 ga., Type B, Grade . .
$C-105. | 33 or min. 2,500 psi (Optional) One ormore lavers, | . ) o i IS0GARD CG 3.1.1 Lper 1 spssa (Optional) SBS- | ¢pq an -45.0%
any combination, loose laid 2.7 ft? AA
structural concrete
Min. 22 ga., Type B, Grade . .
SC-106. | 33 or min. 2,500 psi (Optional) One or more layers, | . 6 & i 150GARD HD 3.1.1 Lper 1 ops.sa (Optional) SBS- | cp¢ rn -45.0%
any combination, loose laid B 2.7 ft? AA
structural concrete
Min. 22 ga., Type B, Grade . .
$C-107. | 33 or min. 2,500 psi (Optional) One or more layers, | 1.0 4 o ich 1S0GARD HD Composite 3.1.1 Lper 1 ops.sa (Optional) SBS- | ¢g A | -45.0*
any combination, loose laid 4.0 ft AA
structural concrete
. ) (Optional) BP-
sca0s. | Min-22ga.TypeB, Grade | (Optional) One or morelavers, | ... 5 i1k 150GARD GL 3.1 Lper 1 ogs.sa AA, SBS-AA, SBSAL 1 as0
33 steel any combination, loose laid 2.7 ft SBS-TA
SBS-TA
SBS-AA
Min. 22 ga. Type B, Grade (Optional) One or more layers, . . 1 per (Optional) SBS-

-109. . 1.5- 1.1 - - -60.
3109 33 steel any combination, loose laid Min. 1.5-inch ISOGARD GL 311 1.8ft2 SBS-SA AA or SBS-TA _OI_;\SBS 60.0
$c110 Min. 22 ga. Type B, Grade (Optional) One or more layers, | Min. 1.5-inch ISOGARD HD Composite, long joints 3.1.1 1 per SBS-SA (Optional) SBS- 2?55-;\;_\ -60.0

© | 33 steel any combination, loose laid staggered 4 ft — 2.7 ft? AA or SBS-TA TA ’
. One or more layers, min. 0.5- Min. 1-inch ISOGARD CG or min. 0.5-inch Dens Deck (Optional) BP-
SC-111. Q'Y_I?:r;tezé ga. Type B, Grade inch, any combination, loose Prime or SECUROCK Gypsum-Fiber Roof Board, long 3.1.1 1 222 SBS-SA AA, SBS-AA, zg:_?:’ -67.5
laid joints staggered 4 ft ’ SBS-TA
Min. 22 ga. Type B, Grade One or more layers, min. 1- Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board 1 per (Optional) BP- SBS-AA
SC-112. - 42 ga. lypeb, inch, any combination, loose C yp ! 3.1.1 P SBS-SA AA, SBS-AA, ’ -67.5
33 steel . long joints staggered 4 ft I 1.8 ft? SBS-TA
laid SBS-TA
Min. 22 ga. Type B, Grade (Optional) One or more layers, | Min. 1.5-inch ISOGARD HD Composite, long joints 1 per (Optional) BP- SBS-AA,
SC-113. - K 311 SBS-SA AA, SBS-AA, -75.0
33 steel any combination, loose laid staggered 4 ft = 1.8 ft? SBS-TA SBS-TA
. (Optional) BP-
sc114, | Min-22ga. TypeB, Grade | One or more layers, any Min. 0.5-inch Dens Deck Prime 3.1.1 Lper | ogssa AA, SBS-AA, SBS-AA, -75.0
33 steel combination, loose laid 1.3 ft? SBSTA SBS-TA
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TABLE 10r: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE C-1: INSULATED, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ToP INSULATION LAYER ROOF COVER (3.1.4
SYSTEM D BASE INSULATION LAYER E Ly MbP
No. (8.12) (3.1.2) TypE ASTENER SPACING BASE PLY PLY CAP PLY PSF
(3.1.1,4.2.2)
. One or more layers, min. 1- . . . (Optional) BP-
SC-115. Min. 22 ga. Type B, Grade inch, any combination, loose Min. 05 inch SECUROCK Gypsum-Fiber Roof Board, 311 1 per2 SBS-SA AA, SBS-AA, SBS-AA, 75.0
33 steel . long joints staggered 4 ft I 1.8 ft SBS-TA
laid SBS-TA
TABLE 10G: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER
SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER
RO BASE OR ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM (3.1.2) MDP
DECK (4.1.2) D
No. TYPE LS TYPE LS SPACING BASE PLY CAP PLY B
(3.1.3) (3.1.1,4.2.2)
CoLD-APPLIED; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Min. 22 ga.,
?;p:t:éﬁ:fiﬁn One or more iii-?)?—lk?fa\:tﬁ':- 18-inch o.c. at the 3-inch side lap and 12- (Optional) BP-CA
SC-116. X " | layers, any Loose-laid | SBS Base, SBS Premium Base inch o.c. at two, equally spaced, P SBS-CA -45.0*
2,500 psi M Dekfast PLT-H-2- . or SBS-CA
combination staggered rows in the center of the sheet
structural 7/8 plate
concrete
Min. 22 ga.,
tsyspsetzélc:f?nﬁn One or more 12-inch o.c. at the 4-inch side lap and 12- (Optional) BP-CA SBS-CA
SC-117. X " | layers, any Loose-laid | MB Base, Channel Venting Base 3.1.1 inch o.c. at two, equally spaced, P or APP- -45.0*
2,500 psi L . or SBS-CA
combination staggered rows in the center of the sheet CA
structural
concrete
:mné sng;';Ie Elevate All
3§psteél or min One or more Prelim Purpose Fastener 12-inch o.c. within the 4-inch torch side SBS-CA
SC-118. 3 500 psi " | layers, any Attach;ed SBS Poly Base with MB 2” I o None or APP- -45,0*
! P combination Barbed Metal Lap P CA
structural
Plate
concrete
Min. 22 ga., Min. 1.5-inch Elj:agﬁui?;;ﬁ_ 12-inch o.c. through the batten strips ?Bosl_iéte
SC-119. | type B, Grade ISOGARD GL or Loose-laid | SBS Poly Torch Base v ) within the 3-inch torched laps spaced None poy: -67.5
33 steel S0 300 Elevate Coiled 36.5-inch o.c ronly) or
Metal Batten Strip ’ - APP-CA
Min. 22 ga., Min. 1.5-inch EDlj:a;Tui?;i\%_ 6-inch o.c. through the batten strips ?Bosl_iéte
SC-120. | type B, Grade ISOGARD GL or Loose-laid | SBS Poly Torch Base ¥ ) within the 3-inch torched laps spaced None poy: -112.5
33 steel S0 300 Elevate Coiled 36.5-inch o.c ronly) or
Metal Batten Strip ’ o APP-CA

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.




Nemo

NEMO EVALUATIONS REPORT

Report No.:  NER-AMZ-002.A.R1
Revision 1: 2026-07-30
Page 44 of 86
@
|cert.

Amrize Buliding Envelope LLC (Elevate)

FL984-R18

TABLE 10G: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF), OR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

B IATED LT BASE OR ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM (3.1.2) MDP
DECK (4.1.2) = —
No. TYPE L) TYPE R SPACING BASE PLY CAP PLY esE
(3.1.3) (3.1.1,4.2.2)
Min. 22 ga., Min. 1.5-inch EDIS;/a;Tul-s‘(?Si\x 6-inch o.c. through the batten strips ?B;I-iéte
SC-121. | type B, Grade ISOGARD GL or Loose-laid | SBS Poly Torch Base ¥ . within the 3-inch torched laps spaced None poy: -127.5
80 steel 10 300 Elevate Coiled 36.5-inch o.c ronly) or
Metal Batten Strip ) - APP-CA
CoLD-APPLIED; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
Min. 22 ga.,
type B, Grade . . . .
. One or more . . 18-inch o.c. at the min. 3-inch side lap and
33 steel or min. Prelim. MB Base, Channel Venting Base, SBS . . .
SC-122. | ! ! 3.1.1 18-inch o.c. h - - -45.0*
2,500 psi ayers., any Attached Base, SBS PolyBase, SBS Premium Base 8-inch o.c. at one staggered row in the (Optional)SBS-CA2 | SBS-CA2 45.0
combination center of the sheet
structural
concrete
Min. 22 ga.,
type B, Grade . . . .
. One or more . 12-inch o.c. at the min. 4-inch side lap and
| . MB B h IV B. B!
SC-123. 33 stee ?r min layers, any Loose-laid ase, Channel Venting as.e, SBS 3.1.1 12-inch o.c. at two, equally spaced SBS-CA2 SBS-CA -60.0
2,500 psi M Base, SBS PolyBase, SBS Premium Base I .
combination staggered rows in the center of the sheet
structural
concrete
ASPHALT AND/OR TORCH APPLIED:
Min. 22 ga.,
type B, Gradg One or more . 18-inch o.c. at the 3-inch side lap and 36- (Optional) One or SBS-AA,
SC-124 33 steel or min. layers, an Prelim. MB Base, Channel Venting Base 3.1.1 inch o.c. at two, equally spaced more BP-AA, SBS- SBS-TA -45.0*
. 2,500 psi coymbi’natii)n Attached ‘ ’ o sta, e.re.ad rows’inihe cyen[;er of’the sheet AA, SBS-TA or or APP- '
structural g8 APP-TA TA
concrete
Elevate All
Min. 22 ga., One or more . Purpose Fastener . s . .
Prelim. ) 18-inch o.c. within the 4-inch torched sid )
SC-125. | type B, Grade layers, any retim SBS Poly Torch Base with MB 2” iNCh 0.¢. Within the &-Inch torched side (Optional) SBS-TA SBS-TA -45.0*
L Attached lap.
33 steel combination Barbed Metal Lap
Plate
Min. 22 ga., One or more Prelim E::Z:\il:v?/ith 18-inch o.c. through the batten strips at One or more BP- SBS-AA
SC-126. | type B, Grade layers, any ’ SBS Poly Base ) L € P AA, SBS-AA or or SBS- -52.5
L Attached Elevate Coiled the 4-inch laps
33 steel combination . SBS-TA TA
Metal Batten Strip
Min. 22 ga.,
;gp:t:éleor:?nﬁn One or more Prelim igizzairv?/ith 12-inch o.c. through the batten strips SBS-TA
SC-127. ’ : ) N i - -67.
2,500 psi Iayers', any Attached SBS Poly Torch Base Elevate Batten within the 4-inch wide torched laps (Optional) SBS-TA (polyeste 67.5
combination A ronly)
structural Strips
concrete
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SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

B IATED LT BASE OR ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM (3.1.2) MDP
DECK (4.1.2) = —
No. TYPE AL TYPE FASTENER SPACING BASE PLY CAP PLY esE
(3.1.3) (3.1.1,4.2.2)
Min. 22 ga.,
type B, Grade . . . .
. One or more . . 12-inch o.c. at the 4-inch side lap and 12- (Optional) One or SBS-AA
33 steel or min. Prelim. MB Base, Channel Venting Base or .
SC-128. 2 500 psi layers, any Attached Venting Base Sheet 3.1.1 inch o.c. at two, equally spaced, more BP-AA, SBS- or SBS- -82.5
’ P combination g staggered rows in the center of the sheet AA or SBS-TA TA
structural
concrete
Min. 22 ga.,
?;pseteB(’eIGc:fiﬁn One or more Prelim EZZZEZHZLUS 6-inch o.c. through the batten strips SBS-TA
SC-129. . ’ | ) ’ BS Poly Torch B . S i 1) SBS-TA lyest -157.
2,500 psi czi)yrf\r;inzr:z)n Attached SBS Poly Torch Base Elevate Coiled within the 4-inch torched laps (Optional) 58S I(p:nyé;s € 375
structural Metal Batten Strip Y
concrete
SELF-ADHERING BASE:
Elevate HD
Min. 22 ga. One or more R . . . SBS-AA
! Prelim. Fast th 18-inch o.c. th h th
SC-130. | typeB, Grade | layers, any reim: | sBs Poly Base astener 8-inch o.c. through the batten stripsat | g g orsgs- | -525
33 steel combination Attached Elevate Coiled the 4-inch laps TA
Metal Batten Strip
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM DECK E— BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY | PLy | CAP PLy PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Vi ::8 :t'f:' R 1.5.0. Stick, .5.0.
5 50'0 si Obtional I.S.O. T\F:viny ! Optional additional layers or base | Spray R, I.S.0. BP-CA (Optional)
c-1 st’ructl?ral A;JTM D41 Min. 1.5-inch ISOGARD CG P.a.ck‘ Twin Jet insulation and/or min. 0.5-inch Twin Pack, Twin SBS-CA BP-CA, SBS-CA -52.5
" ! Tapered ISOGARD CG Jet, or Twin Jet Y SBS-CA
concrete or Twin JetY (RIBBON-1)
(RIBBON-1)
Vi ::8 :t'::’ R 1.5.0. Stick, 1.5.0.
) 50’0 si Obtional I.S.O‘ T\?viny ! Optional additional layers or base | SprayR, 1.S.0.
C-2 ’ P P Min. 1.5-inch ISOGARD CG e insulation and/or min. 0.5-inch Twin Pack, Twin APP-CA None APP-CA -52.5
structural ASTM D41 Pack, Twin Jet, X
R Tapered ISOGARD CG Jet, or Twin Jet Y
concrete or Twin JetY (RIBBON-1)
(RIBBON-1)
1.5.0. Stick, (O.ptlorTaI) Addltlt?nal Ia\./ers of .
. min. 1-inch base insulation 1.S.0. Stick, 1.S.0.
Min. 1.5.0. Spray R, R R
2 500 psi Obtional 15.0 Twin and/or min. 0.5-inch Tapered Spray R, 1.5.0. (Optional)
C-3. ’ P P Min. 1.5-inch ISOGARD GL T ISOGARD GL followed by min. 0.5- | Twin Pack, Twin SBS-CA P SBS-CA -60.0
structural ASTM D41 Pack, Twin Jet, . X K SBS-CA
concrete or Twin Jet Y inch DensDeck Prime or Jet, or Twin Jet Y
SECUROCK Gypsum-Fiber Roof (RIBBON-1)
(RIBBON-1)
Board
1.5.0. Stick, (O.pt|or1al) Add|t|9na| Iayers of .
. min. 1-inch base insulation 1.5.0. Stick, 1.S.0.
Min. 1.5.0. Spray R, R .
2 500 psi Obtional 15.0. Twin and/or min. 0.5-inch Tapered Spray R, 1.5.0.
c-4 2P P Min. 1.5-inch ISOGARD GL T ISOGARD GL followed by min. 0.5- | Twin Pack, Twin | APP-CA None APP-CA -60.0
structural ASTM D41 Pack, Twin Jet, . X K
concrete or Twin Jet Y inch DensDeck Prime or Jet, or Twin Jet Y
SECUROCK Gypsum-Fiber Roof (RIBBON-1)
(RIBBON-1)
Board
_ 1:5.0. Stick; 1.5.0. Stick; 1.5.0.
Min. 1.5.0. Spray R; Spray R; 1.5.0 (Optional)
Cs. 2,500psi | Optional Min. 1.5-inch ISOGARD GL 1-5.0. Twin (Optional) One or more layers Twin Pack; Twin | BrcA BP-CA, SBS-CA 67.5
structural ASTM D41 Pack; Twin Jet base insulation . SBS-CA
. Jet or Twin JetY SBS-CA
concrete or Twin JetY (RIBBON-1)
(RIBBON-1)
. 1.5.0. Stick; 1.5.0. Stick; 1.5.0.
Min. 1.5.0. Spray R; Spray R; 1.5.0
c6. 2,500psi | Optional Min. 1.5-inch ISOGARD GL 1-5.0. Twin (Optional) One or more layers Twin Pack; Twin | APP-CA None APP-CA 67.5
structural ASTM D41 Pack; Twin Jet base insulation )
concrete or Twin JetY Jet or Twin Jet Y
(RIBBON-1) (RIBBON-1)
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM DECK R BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLy PSF
. 1:5.0. Stick; 1.5.0. Stick; 1.5.0.
Min. 1.5.0. Spray R; .
2,500 psi Optional (Optional) One or more layers of min. 1.5- 1.5.0. Twin Spray R; 1.S.0. BP-CA or (Optional)
¢7. structural | ASTM D41 inch ISOGARD GL Pack; Twin Jet | Min- 0-5-inch ISOGARD HD Twin Pack; Twin | (g p BP-CA, SBS-CA 675
. Jet or Twin JetY SBS-CA
concrete or Twin JetY (RIBBON-1)
(RIBBON-1)
. 1-5.0. Stick; 1.5.0. Stick; 1.5.0.
Min. 1.5.0. Spray R; Spray R: 1.5.0
2,500 psi Optional (Optional) One or more layers of min. 1.5- 1.5.0. Twin . . A
C-8. structural ASTM D41 inch ISOGARD GL Pack; Twin Jet Min. 0.5-inch ISOGARD HD Twin Pacl.<, Twin APP-CA None APP-CA -67.5
. Jet or Twin JetY
concrete or Twin JetY (RIBBON-1)
(RIBBON-1)
_ 1:5.0. Stick; 1.5.0. Stick; 1.5.0.
Min. 1.5.0. Spray R; Spray R; 1.5.0 (Optional)
co. 2,500psi | e Min. 1.5-inch ISOGARD GL 1-5.0. Twin (Optional) One or more layers Twin Pack, Twin | Sh.cA BP-CA, SBS-CA 82,5
structural Pack, Twin Jet base insulation . SBS-CA
. Jet or Twin JetY SBS-CA
concrete or Twin Jet Y (RIBBON-1)
(RIBBON-1)
1.5.0. Stick; .
Min. 1.5.0. Spray R; (Scégi"c":a') SBS-CA,
c-10. 2,500 psi None Min. 0.25-inch SECUROCK Gypsum-Fiber 1.5.0. TW|.n None N/A SBS-CA SBS-CA2, SBS-CA2, 1445
structural Roof Board Pack; Twin Jet; SBS-AA or
. SBS-AA,
concrete Twin JetY SBS-TA SBS-TA
(RIBBON-1)
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE COLD ADHESIVE:
;Agéo si Min. 0.25-inch Dens Deck or 0.25- BP-CA2 or (Optional)
C-11. ! P None Min. 1-inch ISOGARD GL or ISOGARD CG LiquiGard inch SECUROCK Gypsum Fiber LiquiGard BP-CA2 or SBS-CA2 -255.0
structural SBS-CA2
Roof Board SBS-CA2
concrete
Min.
) i (Optional)
c12. | 2P00Psi T one Min. 1-inch ISOGARD GL or ISOGARD CG LiquiGard (Optional) One or more layers LiquiGard BP-CAZor | poca2or | sBs-cA2 2925
structural base insulation SBS-CA2
SBS-CA2
concrete
Min. .
2,500 psi o o . . o Bp-cAz or | (OPtional)
C-13. None Min. 1-inch ISOGARD GL or ISOGARD CG LiquiGard Min. 0.5-inch ISOGARD HD LiquiGard BP-CA2 or SBS-CA2 -292.5
structural SBS-CA2
SBS-CA2
concrete
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM DECK E— BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLY PSF
Min. :28 i&fﬁ (Optional) | SBS-CA,
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber e . SBS-CA2, SBS-CA2,
¢14. structural None Roof Board ‘i\a/vcllr(l' J'L\:/:(n Jet; None N/A SBS-CA2 SBS-AA, SBS-AA or -400.0
concrete (RIBBON-1) SBS-TA SBS-TA
ASPHALT AND/OR TORCH APPLIED:
Min.
Min. 0.25-inch Dens Deck Prime
2,500 psi . . A BP-AA or (Optional)
C-15. structural ASTM D41 Min. 1.5-inch ISOGARD GL Hot Asphalt gL:E;IUROCK Gypsum Fiber Roof Hot Asphalt SBS-AA SBS-TA SBS-TA -45.0
concrete
Min. Min. 0.25-inch Dens Deck, Dens
C-16. 2,500psi | o1y pag Min. 1.5-inch ISOGARD GL Hot asphalt Deck Prime or SECUROCK Hot asphalt BP-AAor | (Optional) | ¢oc ) -120.0
structural ) SBS-AA SBS-AA
Gypsum Fiber Roof Board
concrete
gﬂ_lf,rz)o si Min. 0.25-inch Dens Deck Prime (Optional)
C-17. ! p ASTM D41 Min. 1.5-inch ISOGARD GL Hot asphalt or SECUROCK Gypsum Fiber Roof Hot asphalt SBS-TA P SBS-TA -127.5
structural SBS-TA
Board
concrete
(Optional)
Min. One or
Min. 0.25-inch Dens Deck or
2,500 psi . . . BP-AA or more BP- SBS-AA or
C-18. structural ASTM D41 Min. 1.5-inch ISOGARD GL Hot Asphalt :E(a::)dROCK Gypsum-Fiber Roof Hot Asphalt SBS-AA AA, SBS- APP-TA -225.0
concrete AA or APP-
TA
(Optional)
Min. One or
2,500 psi . . Min. 0.5-inch Structodek High BP-AA or more BP- SBS-AA or
C-19. structural ASTM D41 Min. 1.5-inch ISOGARD GL Hot Asphalt Density Fiberboard Hot Asphalt SBS-AA AA, SBS- APP-TA 520.0
concrete AA or APP-
TA
Min. Min. 0.25-inch Dens Deck, Dens
2,500 psi Optional . . 1.5.0. Spray R; C ! 1.5.0. Spray R; (Optional)
C-20. structural ASTM D41 Min. 1.5-inch ISOGARD GL 15.0. Twin Pack Deck Prlm'e or SECUROCK 15.0. Twin Pack SBS-TA SBS-TA SBS-TA 127.5
Gypsum Fiber Roof Board
concrete
(Optional)
Min. One or
Min. 0.25-inch Dens Deck or
2,500 psi Optional . . 1.5.0. Spray R; . 1.5.0. Spray R; BP-AA or more BP- SBS-AA or
C2L | structural | AsTMDa1 | VM- 1-57inchISOGARD Gl 15.0. Twin Pack | S-CUROCK Gypsum-FiberRoof 1\ ¢ riinpack | sBs-AA | AA,SBS- | APP-TA 1575
Board
concrete AA or APP-
TA
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
SYSTEM DECK E— BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLy PSF
Min. (Optional) | SBS-CA,
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber . SBS-AA, SBS-CA2, SBS-CA2,
c22. structural | NOM® Roof Board 1.5.0. Twin Pack | None N/A SBS-TA SBS-AA, ses-Ador | 2000
concrete SBS-TA SBS-TA
Min.
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber . (Optional) APP-CA or
C-23. structural None Roof Board 1.5.0. Twin Pack | None N/A APP-TA APP-TA APP-TA -462.5
concrete
2/"5%‘0 : 'Tjw?‘ Jitt'd;'r Min. 0.25-inch Dens Deck Prime | 1.5.0. Stick, Twin (Optiona)
C-24. ’ P None Min. 1.5-inch ISOGARD GL . ! or SECUROCK Gypsum Fiber Roof Jet, or Twin Jet Y SBS-TA P SBS-TA -127.5
structural Twin JetY Board (RIBBON-1) SBS-TA
concrete (RIBBON-1)
(Optional)
gn;réo si _IIZ‘SAﬁ'Jser;’r Min. 0.25-inch Dens Deck or 1.5.0. Stick, Twin BP-AA or arc])?eorBP— SBS-AA or
C-25. ’ P None Min. 1.5-inch ISOGARD GL ) ! SECUROCK Gypsum-Fiber Roof Jet or Twin JetY -225.0
structural Twin JetY Board (RIBBON-1) SBS-AA AA, SBS- APP-TA
concrete (RIBBON-1) AA or APP-
TA
Min. 1.5.0. Stick, (Optional) | SBS-CA,
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber Twin Jet or SBS-AA, SBS-CA2, SBS-CA2,
c-26. structural None Roof Board Twin JetY None N/A SBS-TA SBS-AA, SBS-AA or -4000
concrete (RIBBON-1) SBS-TA SBS-TA
Min. 1.5.0. Stick,
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber Twin Jet, or (Optional) APP-CA or
c27. structural None Roof Board Twin JetY None N/A APP-TA APP-TA APP-TA -462.5
concrete (RIBBON-1)
(Optional)
Min. One or
Min. 0.25-inch Dens Deck or
2,500 psi . . . Twin JetY . Twin JetY BP-AA or more BP- SBS-AA or
C-28. structural None Min. 1.5-inch, min. 1.25 pcf Insulfoam (RIBBON-2) SECUROCK Gypsum-Fiber Roof (RIBBON-2) SBS-AA AA, SBS- APP-TA 87.5
Board
concrete AA or APP-
TA
Min. Min. 0.25-inch Dens Deck Prime
2,500 psi . . Twin JetY e A Twin JetY (Optional)
C-29. structural None Min. 1.5-inch ISOGARD GL (RIBBON-2) gL:EdCUROCK Gypsum Fiber Roof (RIBBON-2) SBS-TA SBS-TA SBS-TA 127.5
concrete
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM DECK E— BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLy PSF
(Optional)
Min. One or
Min. 0.25-inch Dens Deck or
2,500 psi . . . Twin JetY . Twin JetY BP-AA or more BP- SBS-AA or
C-30. structural None Min. 1.5-inch, min. 1.5 pcf Insulfoam (RIBBON-2) SECUROCK Gypsum-Fiber Roof (RIBBON-2) SBS-AA AA, SBS- APP-TA -180.0
Board
concrete AA or APP-
TA
(Optional)
Min. One or
Min. 0.25-inch Dens Deck or
2,500 psi . . Twin JetY . Twin JetY BP-AA or more BP- SBS-AA or
C3L | ctural | None Min. 1.5-inch ISOGARD GL (RIBBON-2) SECUROCK Gypsum-Fiber Roof (RIBBON-2) SBSAA AA.SBS. | APP-TA -225.0
Board
concrete AA or APP-
TA
(Optional)
Min. One or
. . Min. 0.25-inch Dens Deck or .
2,500 psi . . . Twin JetY . Twin JetY BP-AA or more BP- SBS-AA or
C-32. structural None Min. 1.5-inch, min. 2.0 pcf Insulfoam (RIBBON-2) SECUROCK Gypsum-Fiber Roof (RIBBON-2) SBS-AA AA, SBS- APP-TA -225.0
Board
concrete AA or APP-
TA
SELF-ADHERING BASE:
N Min. 0.5-inch Dens Deck Prime or ggff:a') SBS-AA,
C-33. ’ P ASTM D41 Min. 1.5-inch ISOGARD GL Hot asphalt SECUROCK Gypsum-Fiber Roof Hot asphalt SBS-SA ! SBS-TA or -82.5
structural Board SBS-TA or APP_TA
concrete APP-TA
Min. (Optional) SBS-AA
2,500 psi Optional . . 1.5.0. Spray R; (Optional) One or more layers 1.5.0. Spray R; SBS-AA, §
-34, .1.5- - BS- -157.
34 structural ASTM D41 Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack | base insulation 1.5.0. Twin Pack SBS-SA SBS-TA or SBS-TA or 157.5
APP-TA
concrete APP-TA
Min. Optional additional layers or base
cas, | 2P00PSl e Min. 1.5-inch ISOGARD CG 1.5.0.5pray R | i1 culation and/or min. 0.5-inch 1-5.0. Spray R; SBS-SA (Optional) | ¢pe pn 1875
structural 1.5.0. Twin Pack 1.5.0. Twin Pack SBS-AA
Tapered ISOGARD CG
concrete
Min. Optional additional layers or base (Optional)
C-36. ;i?g:’:;l None Min. 1.5-inch ISOGARD CG ::8 ifvrﬂyp:;ck insulation and/or min. 0.5-inch :28 ;‘,’Vr;ypz;ck SBS-SA SBS-TA or Zii’_TT:\\m -202.5
T Tapered ISOGARD CG T APP-TA
concrete
Min.
2,500 psi Optional (Optional) One or more layers of min. 1.5- 1.5.0. Spray R; . . 1.5.0. Spray R; (Optional)
E37 | structural | ASTM D41 inch ISOGARD GL 1.5.0. Twin Pack | "in- 0-5-Inch ISOGARD HD 15.0. Twin Pack | “o A SBS-AA SBS-AA 187.5
concrete
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM DECK E— BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLY PSF
Min. .
2,500 psi Optional (Optional) One or more layers of min. 1.5- 1.5.0. Spray R; 1.5.0. Spray R; (Optional) SBS-TA or
c38. structural | ASTM D41 inch ISOGARD GL 1.5.0. Twin Pack | Min- 0-5-inch ISOGARD HD 15.0. Twin Pack | SB>5A Zii’;’;m APP-TA 2175
concrete
Min. . . . (Optional)
Min. 0.25-inch Dens Deck Prime SBS-AA
2,500 psi Optional . . 1.5.0. Spray R; R 1.5.0. Spray R; SBS-AA, §
C-39. structural ASTM D41 Min. 1.5-inch ISOGARD GL 15.0. Twin Pack or SECUROCK Gypsum Fiber Roof 15.0. Twin Pack SBS-SA SBS-TA or SBS-TA or -82.5
Board APP-TA
concrete APP-TA
Min. (Optional)
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber . BP-AA, SBS-AA or
C-40. structural | o€ Roof Board primed with Elevate SA Primer | >0 TWin Pack | None N/A SBS-SA SBS-AA, SBS-TA -4000
concrete SBS-TA
Min. 1.5.0. Stick
. ) ! ) 1.5.0. Stick, Twin (Optional)
car. | 2P00Psi T one Min. 1.5-inch ISOGARD GL Twin Jet, or (Optional) One or more layers Jet, or TwinJetY | SBS-SA ses-TAor | BSTAOT 1 5100
structural Twin JetY base insulation (RIBBON-1) APP-TA APP-TA
concrete (RIBBON-1)
ZM;ZJO si 'Illj\;i?l‘lsettlcz‘r (Optional) One or more layers 1.5.0. Stick, Twin (Optional)
c-42. 0P None Min. 1.5-inch ISOGARD GL in-en phional) = v Jet, or TwinJetY | SBS-SA P SBS-AA -240.0
structural Twin JetY base insulation (RIBBON-1) SBS-AA
concrete (RIBBON-1)
ZM;ZJO si 'Illj\;i?l‘JsettId:)‘r Optional additional layers or base | 1.5.0. Stick, Twin (Optional)
C-43. ! P None Min. 1.5-inch ISOGARD CG . g insulation and/or min. 0.5-inch Jet, or Twin Jet Y SBS-SA P SBS-AA -187.5
structural Twin JetY Tapered ISOGARD CG (RIBBON-1) SBS-AA
concrete (RIBBON-1) P
ZM;ZJO si 'Illj\;i?l‘JsettId:)‘r Optional additional layers or base | 1.S.0. Stick, Twin (Optional) SBS-TA or
C-44. séructli)ral None Min. 1.5-inch ISOGARD CG Twin Jet'Y insulation and/or min. 0.5-inch Jet, or Twin Jet Y SBS-SA SBS-TA or APP_TA -202.5
concrete (RIBBON-1) Tapered ISOGARD CG (RIBBON-1) APP-TA
Min. 1.S.0. Stick,
) ) ) . ! 1.5.0. Stick, Twin .
cas, | 2P00PSl e One or more layers, min. 1.5-inch ISOGARD | Twin Jet, or Min. 0.5-inch ISOGARD HD Jet, or Twin JetY | SBS-SA (Optional) | ¢pe pn 1875
structural GL Twin JetY (RIBBON-1) SBS-AA
concrete (RIBBON-1)
Min. 1.S.0. Stick,
. ) ) . § 1.5.0. Stick, Twin (Optional)
cap, | 2P00PSl e One or more layers, min. 1.5-inch ISOGARD | Twin Jet, or Min. 0.5-inch ISOGARD HD Jet, or Twin JetY | SBS-SA sBs-TAor | SBSTAOT | 5175
structural GL Twin JetY (RIBBON-1) APP-TA APP-TA
concrete (RIBBON-1)
Min. 1.5.0. Stick, (Optional)
2,500 psi Min. 0.25-inch SECUROCK Gypsum-Fiber Twin Jet, or BP-AA, SBS-AA or
C-47. structural None Roof Board primed with Elevate SA Primer Twin JetY None N/A SBS-SA SBS-AA, SBS-TA 4000
concrete (RIBBON-1) SBS-TA
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
SYSTEM DECK E— BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLY PSF
Min.
. . . (Optional)
2,500 psi ) A Twin Jet Y Twin JetY SBS-TA or
C-48. structural None Min. 1.5-inch ISOGARD GL (RIBBON-2) Tapered ISOGARD GL (RIBBON-2) SBS-SA Zii—;AAor APP-TA -112.5
concrete
Min.
2,500 psi . . Twin Jet Y Twin JetY (Optional)
C-49. structural None Min. 1.5-inch ISOGARD GL (RIBBON-2) Tapered ISOGARD GL (RIBBON-2) SBS-SA SBS-AA SBS-AA -112.5
concrete
Min.
2,500 psi . . Twin Jet Y (Optional) One or more layers Twin JetY (Optional)
30 structural | NONe Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) 3855A ses-an | SBOAA 247
concrete
Min. (Optional)
2,500 psi . . Twin JetY (Optional) One or more layers Twin JetY SBS-TA or
L structural | NONe Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) 3855A Zii;im APP-TA 2100
concrete

TABLE 118: STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

SysTEM No. DECK (4.1.2) PRIMER Roor Cover (3:1.4) MDP
BASE PLy I PLy CAP PLY PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
C-52. Min. 2,500 psi structural concrete ASTM D41 BP-CA or SBS-CA (Optional) BP-CA SBS-CA -67.5
C-53. Min. 2,500 psi structural concrete ASTM D41 APP-CA None APP-CA -127.5
C-54. Min. 2,500 psi structural concrete None SBS-CA None SBS-CA -142.5
C-55. Min. 2,500 psi structural concrete ASTM D41 SBS-CA (excluding SBS Smooth) None SBS-CA -180.0
C-56. Min. 2,500 psi structural concrete ASTM D41 SBS-CA None APP-CA -225.0
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
C-57. Min. 2,500 psi structural concrete None BP-CA2 (Optional) BP-CA2 or SBS-CA2 SBS-CA2 -337.5
C-58. Min. 2,500 psi structural concrete None MB Base in LiquiGard or SBS-CA2 (Optional) BP-CA2 or SBS-CA2 SBS-CA2 -495.0
ASPHALT AND/OR TORCH APPLIED BASE:
C-59. Min. 2,500 psi structural concrete ASTM D41 APP-TA (Optional) APP-TA APP-TA -312.5
C-60. Min. 2,500 psi structural concrete ASTM D41 BP-AA or SBS-AA (Optional) One or more BP-AA, SBS-AA or APP-TA APP-TA -522.5
C-61. Min. 2,500 psi structural concrete ASTM D41 BP-AA or SBS-AA (Optional) One or more BP-AA or SBS-AA SBS-AA -547.5
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TABLE 118: STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

SysTEM No. DEck (4.1.2) PRIMER RooF Cover (3.1.4) MDP
BASE PLY | PLy CAP PLY PSF
SELF-ADHERING BASE:

C-62. Min. 2,500 psi structural concrete ASTM D41 SBS-SA (Optional) SBS-AA SBS-AA -202.5
C-63. Min. 2,500 psi structural concrete ASTM D41 SBS-SA (Optional) SBS-TA SBS-TA -232.5
TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4)
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE ?;T:;'; BASE PLY PLy CAP PLY PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
CELCORE:
Min. 300 psi Celcore MF Optional one or more layers,
Min. Cellular Concrete with 1.S.0. Stick, min. 0.5-inch base insulatior;- 1.S.0. Stick, -37.5
LWC-1 2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or Min. 0.25-inch Dens Deck ! Twin Jet, or BP-CA, SBS-CA None APP-CA (NO
’ structural Modifying Admixture; or ISOGARD CG Twin Jet Y Prime or SECUROCK Gypsum Twin Jet Y or APP-CA FBC
concrete Celcore PVA Curing (RIBBON-1) . (RIBBON-1) HVHZ)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF Optional one or more layers,
Min. Cellular Concrete with 1.5.0. Stick, min. 0.5-inch base insulatior;- 1.5.0. Stick, -37.5
LWC-2 2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or Min. 0.25-inch Dens Deck ! Twin Jet, or SBS-CA (Optional) SBS-CA (NO
: structural Modifying Admixture; or ISOGARD CG Twin Jet Y Prinr;e 'Or SECUROCK Gypsum Twin Jet Y SBS-CA FBC
concrete Celcore PVA Curing (RIBBON-1) . (RIBBON-1) HVHZ)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology ) . Twin Jet, or (Optional) One or more layers, | Twin Jet, or BP-CA, SBS-CA
LWE3. structural | Modifying Admixture; Min. 1.5-inch ISOGARD CG Twin Jet Y min. 0.5-inch base insulation Twin Jet Y or APP-CA None APP-CA 525
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology . . Twin Jet, or (Optional) One or more layers, | Twin Jet, or (Optional)
LWEA | tructural | Modifying Admixture; Min. 1.5-inch ISOGARD CG | 1 i ety min. 0.5-inch base insulation | Twin JetY SBS-CA SBS-CA SBS-CA 525
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 1.5.0. Stick, 1.S.0. Stick,
2,500 psi Min. 200 psi Celcore ) . Twin Jet, or (Optional) One or more layers Twin Jet, or (Optional) BP-
LWES. structural | Cellular Concrete Min. 1.5-inch ISOGARD GL Twin Jet Y base insulation Twin Jet Y BP-CA CA, SBS-CA SBS-CA -67:5
concrete (RIBBON-1) (RIBBON-1)
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE A[;T:;H] BASE PLY PLy CAP PLY (psF)
Min. 1.5.0. Stick, 1.5.0. Stick,
LWC-6. 2,500 psi Min. 200 psi Celcore Min. 1.5-inch ISOGARD GL Twin Jet, or (Optit.)nal) Qne or more layers Twin Jet, or APP-CA None APP-CA 675
structural Cellular Concrete Twin Jet Y base insulation Twin Jet Y
concrete (RIBBON-1) (RIBBON-1)
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheology . . Twin Jet, or (Optional) One or more layers, | Twin Jet, or BP-CA, SBS-CA
LWC-7. structural Modifying Admixture; Min. 1-inch ISOGARD GL Twin JetY min. 0.5-inch base insulation Twin JetY or APP-CA None APP-CA -67:5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
LWC.8 2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or BP-CA, SBS-CA None APP-CA 675
’ structural Modifying Admixture; ISOGARD GL or ISOGARD CG | TwinJetY Composite Twin Jet Y or APP-CA ’
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or (Optional)
LWC9. structural Modifying Admixture; ISOGARD GL or ISOGARD CG | TwinJetY Composite Twin Jet Y SBS-CA SBS-CA SBS-CA 675
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, Obtional one or more lavers 1.S.0. Stick,
2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or p . . y. ! Twin Jet, or BP-CA, SBS-CA
LWC-10. [P X . min. 0.5-inch base insulation; X None APP-CA -67.5
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Min. 0.5-inch ISOGARD HD Twin Jet Y or APP-CA
concrete Celcore PVA Curing (RIBBON-1) o (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, Optional one or more layers, 1.S.0. Stick,
LWC-11. 2,500 psi Celc9r§ HS Rhecflogy Min. 1.5-inch ISOGARD GL Tw!n Jet, or min. 0.5-inch base insulation; Tw!n Jet, or SBS-CA (Optional) SBS-CA 675
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Min. 0.5-inch ISOGARD HD Twin Jet Y SBS-CA
concrete Celcore PVA Curing (RIBBON-1) o (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheolo . R Twin Jet, or (Optional) One or more layers, | Twin Jet, or (Optional)
LWC-12. structural Modifying Admixtljg::e; Min. 1-inch ISOGARD GL Twin JetY min. 0.5-inch base insulatif)n Twin JetY SBS-CA SBg—CA SBS-CA 825
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R DP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLY CAP PLY (psF)
Min. 1.5.0. Stick, 1.5.0. Stick,
LWC-13. 2,500 psi Min. 200 psi Celcore Min. 1.5-inch ISOGARD GL Tw!n Jet, or (Optu‘)nal) Qne or more layers Tw!n Jet, or SBS-CA None SBS-CA 825
structural Cellular Concrete Twin Jet Y base insulation Twin Jet Y
concrete (RIBBON-1) (RIBBON-1)
Min. 277 psi Celcore MF
Min. Cellular Concrete with Min. 0.25-inch Dens Deck 1.5.0. Stick, (Optional) SBS-CA. SBS
2,500 psi Celcore HS Rheology Prime, SECUROCK Gypsum- Twin Jet, or SBS-CA, SBS- ! )
DS structural Modifying Admixture; Fiber Roof Board or min. Twin Jet Y None N/A SBS-CA CA2, SBS-AA, gf\géz?_;AA -106.0
concrete Celcore PVA Curing 0.5-inch ISOGARD HD (RIBBON-1) SBS-TA
Compound
Min. 300 psi Celcore MF Optional one or more layers,
Min. Cellular Concrete with mFi)n 0.5-inch base insuI:tior;~ -37.5
LWC-15. 2,500 psi Celct?re. HS Rhec.)logy Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack | Min. 0.25-inch Dens Deck 1.5.0. Twin BP-CA, SBS-CA None APP-CA (NO
structural Modifying Admixture; or ISOGARD CG X Pack or APP-CA FBC
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing . HVHZ)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with m?n 0.5-inch base insul!tior;' -37.5
LWC-16. 2,500 psi CeIcgreI HS Rhec_)logy Min. 1.5-inch ISOGARD GL 15.0. Twin Pack | Min. 0.25-inch Dens Deck 1.5.0. Twin SBS-CA (Optional) SBS-CA (NO
structural Modifying Admixture; or ISOGARD CG . Pack SBS-CA FBC
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing . HVHZ)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology . . . (Optional) One or more layers, 1.5.0. Twin BP-CA, SBS-CA
LWEL7 | eructural Modifying Admixture; Min. 1-inch ISOGARD CG 1.5.0. Twin Pack min. 0.5-inch base insulation Pack or APP-CA None APP-CA 525
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) . ) (Optional) One or more layers, | 1.5.0. Twin (Optional)
RLiE L structural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-CA SBS-CA SBS-CA 525
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) . ) (Optional) One or more layers, | 1.5.0. Twin BP-CA, SBS-CA
RLiEEk) structural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack or APP-CA None APP-CA 67.5
concrete Celcore PVA Curing
Compound
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ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE ATTAcH BASE PLY PLY CAP PLY PSF
(3.1.3)
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch . Min. 2-inch ISOGARD HD 1.5.0. Twin BP-CA, SBS-CA
LWC-20. structural Modifying Admixture; ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Composite Pack or APP-CA None APP-CA -67:5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch . Min. 2-inch ISOGARD HD 1.5.0. Twin (Optional)
LWE2L. | iructural | Modifying Admixture; ISOGARD GL or ISOGARD cG | 50 TWin Pack | o posite Pack SBS-CA SBS-CA SBS-CA 675
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers,
Lwc-22. | 2°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ ) 1yyin pack | min. 0.5-inch base insulation; | >0 TWin | BP-CA,SBS-CA |\ APP-CA 67.5
structural Modifying Admixture; or ISOGARD CG . . Pack or APP-CA
. Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers,
Lwe-23, | 2200psi ) Celcore HS Rheology Min. 1.5-nch ISOGARD GL 1 s o 1yin pack | min. 0.5-inch base insulation; | £>C- ™" | sps.ca (Optional) SBS-CA -67.5
structural Modifying Admixture; or ISOGARD CG . . Pack SBS-CA
. Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology . . . (Optional) One or more layers, 1.5.0. Twin (Optional)
Hoieehs structural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-CA SBS-CA SBS-CA 825
concrete Celcore PVA Curing
Compound
Min. 277 psi Celcore MF
Min. Ce:lular Conclzet(? with Min. 0.25-inch Dens Deck (Optional) SBS-CA. SBS-
2,500 psi Celcore HS Rheolo, Prime, SECUROCK Gypsum- . SBS-CA, SBS- !
RO structl:)ral Modifying Admixtug::e; Fiber Roof Board or r':in. 1.5.0. Twin Pack | None N/A SBS-CA CA2, SBS-AA, CA2, SBS-AA -106.0
concrete | Celcore PVA Curing 0.5-inch ISOGARD HD SBS-TA or SBS-TA
Compound
ELASTIZELL:
Min. 1.S.0. Stick, 1.S.0. Stick,
LWC-26. itfl?gle Min. 160 psi Elastizell Min. 15-inch 150GARD GL | 7" ﬁ:’v"r Lzs:?:sﬂl)a%i or more layers T ﬁ:’YOr BP-CA ESA?Z:Z—E](II)ABP SBS-CA -67.5
concrete (RIBBON-1) (RIBBON-1)
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SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R DP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLy CAP PLY (psF)
QA_I‘:EJO si Min. 160 psi Elastizell !I;\i;a.lsettlczlr (Optional) One or more layers !I:\fv.%lsettlcz’r
twe-27. | 20P Lightweight Insulating Min. 1.5-inch ISOGARD GL in et phional) & v n Jet, APP-CA None APP-CA 67.5
structural Concrete Twin Jet Y base insulation Twin Jet Y
concrete (RIBBON-1) (RIBBON-1)
Q/I?OO si Min. 160 psi Elastizell !I:\i;i(r){Jsettlc(k)lr (Optional) One or more layers !I:\i;aJsettlczlr
LWC-28. ! P Lightweight Insulating Min. 1.5-inch ISOGARD GL . g P . R v . ’ SBS-CA None SBS-CA -82.5
structural Concrete Twin Jet Y base insulation Twin Jet Y
concrete (RIBBON-1) (RIBBON-1)
1.5.0. Stick,
Min. Min. 415 psi Elastizell Min. 0.25-inch Dens Deck Twin Jet, or (Optional) SBS-CA. SBS-
2,500 psi Lightweight Insulating Prime, SECUROCK Gypsum- 1.S.0. Stick, SBS-CA, SBS- !
DS, structural Concrete with Zell-Crete Fiber Roof Board or min. Twin Jet, or None N/A SBS-CA CA2, SBS-AA, g?gé:i_sAAA -144.5
concrete Fibers 0.5-inch ISOGARD HD Twin JetY SBS-TA
(RIBBON-1)
Min.
. Min. 200 psi Elastizell . . . .
2,500 psi . K A ) . Twin Jet Y (Optional) One or more layers Twin Jet Y (Optional) BP-
-30. L .1.5- - - -67.
LWC-30 structural ightweight Insulating Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) BP-CA CA, SBS-CA SBS-CA 67.5
Concrete
concrete
Min.
. Min. 200 psi Elastizell . . .
2,500 psi . K ) ) . Twin Jet Y (Optional) One or more layers Twin Jet Y
-31. L .1.5- - - -67.
LWC-31 structural ightweight Insulating Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) APP-CA None APP-CA 67.5
Concrete
concrete
Min.
. Min. 200 psi Elastizell . . .
2,500 psi . K ) ) . Twin Jet Y (Optional) One or more layers Twin Jet Y
-32. L .1.5- - - -82.
LWC-32 structural ightweight Insulating Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-CA None SBS-CA 82.5
Concrete
concrete
MEARLCRETE:
Min.
2,500 psi . . . . Twin Jet Y (Optional) One or more layers Twin Jet Y (Optional) BP-
LWC-33. structural Min. 200 psi Mearlcrete Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) BP-CA CA, SBS-CA SBS-CA 67.5
concrete
Min.
2,500 psi . . ) ) Twin JetY (Optional) One or more layers Twin JetY
LWC-34. structural Min. 200 psi Mearlcrete Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) APP-CA None APP-CA 67.5
concrete
Min.
2,500 psi . . . . Twin Jet Y (Optional) One or more layers Twin Jet Y
LWC-35. structural Min. 200 psi Mearlcrete Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-CA None SBS-CA 82.5
concrete

PRE-EXISTENT CELLULAR CONCRETE (3.1.2):
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE ATTAcH BASE PLY PLY CAP PLY PSF
(3.1.3)
Pre-existent Minimum 200
psi, minimum 2-inch thick
Approved cellular LWIC. .
Note: To qualify the LWIC :28 '?'fl:lcl:,
Min. under this assembly, min. Min. 0.25-inch Dens Deck F;a;:k; Twin Jet (Optional) SBS-CA, SBS-
LWC-36. 2,500 psi 1.8-inch Elc.evate Two Piece P.rlme, SECUROCK Gyp‘sum— or 1.5.0. Stick, None N/A SBS-CA SBS-CA, SBS- CA2, SBS-AA 76,5
structural Impact Nail or Elevate 1.7 Fiber Roof Board or min. Twin Jet. or CA2, SBS-AA, or SBS-TA
concrete in. Assembled LWC Base 0.5-inch ISOGARD HD . g SBS-TA
. Twin JetY
Ply Fastener shall achieve (RIBBON-1)
an average withdrawal of
40 Ibf when tested per
4.2.2a.
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
CELCORE:
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology ) . Twin Jet, or (Optional) One or more layers, | Twin Jet, or BP-CA2, SBS- (Optional) BP-
WWES7- | Structural | Modifying Admixture; Min. 1-inch ISOGARD GL Twin Jet Y min. 0.5-inch base insulation | Twin Jet Y CcA2 CA2, sBs-ca2 | SBSCA2 -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology ) . Twin Jet, or (Optional) One or more layers, | Twin Jet, or BP-CA2, SBS- (Optional) BP-
LWE38. | ructural Modifying Admixture; Min. 1.5-inch ISOGARD €G Twin Jet Y min. 0.5-inch base insulation Twin Jet Y CA2 CA2, SBS-CA2 SBS-CA2 -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, 1.S.0. Stick,
LWC-39 2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or BP-CA2, SBS- (Optional) BP- SBS-CA2 1875
’ structural Modifying Admixture; ISOGARD GL or ISOGARD CG | TwinlJetY Composite Twin JetY CA2 CA2, SBS-CA2 ’
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, Optional one or more layers 1.5.0. Stick,
LWC-40. 2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or min. 0.5-inch base insulatior;' Twin Jet, or BP-CA2, SBS- (Optional) BP- SBS-CA2 1875
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Min. 0.5-inch ISOGARD HD ! Twin Jet Y CA2 CA2, SBS-CA2
concrete Celcore PVA Curing (RIBBON-1) o (RIBBON-1)
Compound
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SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLY CAP PLY (psF)
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with 1.5.0. Stick, m?n A insul:tior;_ 1.5.0. Stick,
LWCA1 2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or Min. 0.25-inch Dens Deck ! Twin Jet, or BP-CA2, SBS- (Optional) BP- SBS-CA2 1875
" | structural Modifying Admixture; or ISOGARD CG Twin JetY Prim.e .or SECUROCK Gvpsum Twin JetY CA2 CA2, SBS-CA2 ’
concrete Celcore PVA Curing (RIBBON-1) . VP (RIBBON-1)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.S.0. Stick,
LWC.42 2,500 psi Celcore HS Rheology Min. 1-inch ISOGARD GL or Twin Jet, or (Optional) One or more layers, | Twin Jet, or BP-CA2, SBS- (Optional) BP- SBS-CA2 2175
* | structural Modifying Admixture; ISOGARD CG Twin Jet Y min. 0.5-inch base insulation Twin Jet Y CA2 CA2, SBS-CA2 ’
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch . Min. 2-inch ISOGARD HD 1.5.0. Twin BP-CA2, SBS- (Optional) BP-
LWC-43. structural Modifying Admixture; ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Composite Pack CA2 CA2, SBS-CA2 SBS-CA2 2175
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers
LWC-44. 2,500 psi Celcc.Jre. HS Rhe9logy Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack | min. 0.5-inch base insulation; 1.5.0. Twin BP-CA2, SBS- (Optional) BP- SBS-CA2 2175
structural Modifying Admixture; or ISOGARD CG . . Pack CA2 CA2, SBS-CA2
. Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL . ST ! 1.5.0. Twin BP-CA2, SBS- (Optional) BP-
LWC-45. structural | Modifying Admixture; or ISOGARD CG 1.5.0. Twin Pack M!n. 0.25-inch Dens Deck Pack CA2 CA2, SBS-CA2 SBS-CA2 2175
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
ASPHALT AND/OR TORCH APPLIED BASE:
CELCORE:
Min. 277 psi Celcore MF
gﬂ ISTJ.O psi g:::ﬂ: Eancr:ngovg " Min. 0.25-inch Dens Deck ITSvSmJSettlczr BP-AA, SBS- ﬁptslgr;i!«)ABP- SBS-AA, SBS-
ROAERE: structural Modifying Admixture; Eirl;r:re;{(s)i?g:z?rzK Gypsum- Twin Jet Y None N/A ﬁséff:_TA’ SBS-TA, APP- TA, APP-TA -106.0
concrete Celcore PVA Curing (RIBBON-1) TA
Compound
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF Optional one or more layers,
Min. Cellular Concrete with 1.5.0. Stick, ey penore ME | 15,0, Stick,
LWC-47. 2,500 psi Celcc?re. HS Rhe9logy Min. 1.5-inch ISOGARD GL Tw!n Jet, or Min. 0.25-inch Dens Deck Tw!n Jet, or SBS-TA None SBS-TA 1275
structural Modifying Admixture; or ISOGARD CG Twin JetY Prime or SECUROCK Gypsum Twin JetY
concrete Celcore PVA Curing (RIBBON-1) . VP (RIBBON-1)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with 1.5.0. Stick, p . i v o 1.S.0. Stick,
2,500 psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | Twin Jet, or min. 0.5-inch base insulation; | o'y "o (Optional) BP-
LWEA8. | Structural | Modifying Admixture; or ISOGARD CG Twin Jet Y m;;:jrss_lEnccSRDoeg; gectum Twin Jet Y BP-AA, SBS-AA | Aa, sBS-AA SBS-AA 1575
concrete | Celcore PVA Curing (RIBBON-1) ! vp (RIBBON-1)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with 1.5.0. Stick, m?n AR insul;’tim;_ 1.5.0. Stick,
LWC-49. 2,500 psi Celcc.>re. HS Rhe9logy Min. 1.5-inch ISOGARD GL Tw!n Jet, or Min. 0.25-inch Dens Deck Tw!n Jet, or APP-TA None APP-TA 1875
structural Modifying Admixture; or ISOGARD CG Twin JetY Prime or SECUROCK Gypsum Twin JetY
concrete | Celcore PVA Curing (RIBBON-1) ! P (RIBBON-1)
Fiber Roof Board
Compound
Min. 277 psi Celcore MF
Min. Cellular Concrete with . . (Optional) BP-
. Min. 0.25-inch Dens Deck BP-AA, SBS-
2 BS- - -
Lwe-so, | 2500psi | Celcore HS Rheology Prime, SECUROCK Gypsum- | 1.5.0. Twin Pack | None N/A AR SBSTA, | ANSBSAA | SBS-AASBS- 40
structural Modifying Admixture; . SBS-TA, APP- TA, APP-TA
. Fiber Roof Board APP-TA
concrete Celcore PVA Curing TA
Compound
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
twesy, | 2°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ 1, 1yyin pack | Min. 0.25-inch Dens Deck LS.0.Twin 1 ps 1A None SBS-TA -1275
structural Modifying Admixture; or ISOGARD CG . Pack
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
Min. 300 psi Celcore MF )
) . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
Lwesz, | »°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ ) 1\yin pack | Min. 0.25-inch Dens Deck LS.O.Twin 1 5o ap sps.aa | (OPtONal BP- | coe p 1575
structural Modifying Admixture; or ISOGARD CG . Pack AA, SBS-AA
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
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Amrize Buliding Envelope LLC (Elevate)

FL984-R18

TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
Lwess, | »°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ ) 1\yin pack | Min. 0.25-inch Dens Deck LS.0.Twin 1\ pp 1a None APP-TA 2175
structural Modifying Admixture; or ISOGARD CG . Pack
R Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
ELASTIZELL:
2/| :IsndO psi [fé:t:vlefgzilliszﬁlg Min. 0.25-inch Dens Deck IT‘\?\}%JZTCE} BP-AA, SBS- i&pt;gg?/lx)ABP_ SBS-AA, SBS-
e structural Concrete with Zell-Crete Eir;:r%zi?:gm( Gypsum- Twin Jet Y None N/A 2’:;_51?:_TA’ SBS-TA, APP- TA, APP-TA -144.5
concrete Fibers (RIBBON-1) TA
PRE-EXISTENT CELLULAR CONCRETE (3.1.2):
Pre-existent Minimum 200
psi, minimum 2-inch thick
Approved cellular LWIC.
Min g:éi’;:zgzzg?rlnt:li erc 1.5.0. Stick, (Optional) BP-
2,500 psi | 1.8-inch Elevate Two Piece | M- 0-25-inch Dens Deck 1.5.0. Twin BP-AA, SBS- 1 \a sBs-AA, | SBS-AA, SBS-
LWC-55. ; Prime, SECUROCK Gypsum- Pack, Twin Jet None N/A AA, SBS-TA, -76.5
structural Impact Nail or Elevate 1.7 . . SBS-TA, APP- TA, APP-TA
. Fiber Roof Board or Twin Jet Y APP-TA
concrete in. Assembled LWC Base (RIBBON-1) TA
Ply Fastener shall achieve
an average withdrawal of
40 Ibf when tested per
4.2.2a.
SELF-ADHERING BASE:
CELCORE:
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with 1.5.0. Stick, p . i v o 1.5.0. Stick,
2,500 psi Celcore HS Rheolo Min. 1.5-inch ISOGARD GL Twin Jet, or min. 0.5-inch base insulation; Twin Jet, or (Optional)
Lwe-se. | <20 e 008y . in-eh Min. 0.25-inch Dens Deck in-e4 SBS-SA P APP-TA 45.0
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Prime or SECUROCK Gvbsum Twin Jet Y APP-TA
concrete | Celcore PVA Curing (RIBBON-1) ! vp (RIBBON-1)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF
500 psi | Celcore HS Rneology | Min-025nch Denseck | 10 B (0ptional)
LWC-57. ! P PR K &Y Prime or SECUROCK X ! None N/A SBS-SA P SBS-AA -82.5
structural Modifying Admixture; Gvosum Fiber Roof Board Twin JetY SBS-AA
concrete Celcore PVA Curing P (RIBBON-1)
Compound

BACKTO TOP

LINK TO TOP OF ATTACHMENT REQUIREMENTS

©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Amrize Buliding Envelope LLC (Elevate)
Report No.:  NER-AMZ-002.A.R1 FL984-R18

Revision 1: 2026-07-30

Page 62 of 86

NEMO|cert®

ISO/IEC 17065

TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH BASE PLY PLY CAP PLY PSF
(3.1.3)
Min. 300 psi Celcore MF Optional one or more layers,
Min. Cellular Concrete with 1.S.0. Stick, K . . o 1.S.0. Stick,
2,500 psi Celcore HS Rheology Min. 1.5-inch ISOGARD GL Twin Jet, or min. 0.5-|n.ch base insulation; Twin Jet, or (Optional)
LWC-58. ! e ) ) g Min. 0.25-inch Dens Deck ) g SBS-SA SBS-TA -82.5
structural Modifying Admixture; or ISOGARD CG Twin JetY Prime or SECUROCK Gypsum Twin JetY SBS-TA
concrete Celcore PVA Curing (RIBBON-1) . (RIBBON-1)
Fiber Roof Board
Compound
Min. 277 psi Celcore MF
Min. Cellular Concrete with Min. 0.25-inch Dens Deck 1.5.0. Stick, (Optional)
LWC-59. 2,500 psi Celct?re. HS Rhec.)logy Prlme, SECUROCK Gyp‘sum- Tw!n Jet, or None N/A SBS-SA SBS-AA, SBS- SBS-AA, SBS- -106.0
structural Modifying Admixture; Fiber Roof Board or min. Twin Jet Y TA or APP-TA TA or APP-TA
concrete Celcore PVA Curing 0.5-inch ISOGARD HD (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheology . . Twin Jet, or (Optional) One or more layers, | Twin Jet, or (Optional)
LWC-60. structural Modifying Admixture; Min. 1-inch ISOGARD GL Twin JetY min. 0.5-inch base insulation Twin JetY SBS-SA APP-TA APP-TA 1125
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, .
2,500 psi | Celcore HS Rheology Twin Jet, or (Optional) SBS-AA, SBS-
LWC-61. ! e K Min. 0.5-inch ISOGARD HD . g None N/A SBS-SA SBS-AA, SBS- ’ -172.5
structural Modifying Admixture; Twin Jet Y TA or APP-TA TA or APP-TA
concrete Celcore PVA Curing (RIBBON-1)
Compound
Min. 300 psi Celcore MF
500 psi g::lclﬂfer ﬁcsm;r:z:?ov;:; " Min. 0.25-inch Dens Deck 'vaﬁjitt'cﬁr (Optional) SBS-TA or
LWC-62. ! . K Prime or SECUROCK . g None N/A SBS-SA SBS-TA or -177.5
structural Modifying Admixture; G Fiber Roof Board Twin JetY APP-TA APP-TA
concrete | Celcore PVA Curing ypsum Hber oot Boar (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology Min. 1-inch ISOGARD GL or Twin Jet, or (Optional) One or more layers, | Twin Jet, or (Optional)
HiCaEs structural Modifying Admixture; min. 1.5-inch ISOGARD CG Twin Jet Y min. 0.5-inch base insulation Twin Jet Y SBS-SA SBS-TA SBS-TA -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
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Amrize Buliding Envelope LLC (Elevate)

FL984-R18

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD RoOF COVER (3.1.4
SYSTEM DEck LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE A[;T:;H] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick,
2,500 psi Celcore HS Rheology Min. 1-inch ISOGARD GL or Twin Jet, or (Optional) One or more layers, | 1.S.0. Stick or (Optional)
LWC-64. structural Modifying Admixture; min. 1.5-inch ISOGARD CG Twin JetY min. 0.5-inch base insulation Twin Jet SBS-SA SBS-AA SBS-AA -187.5
concrete Celcore PVA Curing (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheology . . Twin Jet, or (Optional) One or more layers, | Twin Jet, or (Optional)
LWE-65. | cructural Modifying Admixture; Min. 1.5-inch ISOGARD CG Twin Jet Y min. 0.5-inch base insulation Twin Jet Y SBS-5A APP-TA APP-TA -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or (Optional)
LWC-66. structural Modifying Admixture; ISOGARD GL or ISOGARD CG | TwinJetY Composite Twin Jet Y SBS-SA APP-TA APP-TA -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, 1.S.0. Stick,
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or (Optional)
LWEE7 | structural | Modifying Admixture; ISOGARD GL or ISOGARD CG | Twin Jet Y Composite Twin Jet Y SBS-SA SBS-TA SBSTA 1875
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, 1.5.0. Stick,
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch Twin Jet, or Min. 2-inch ISOGARD HD Twin Jet, or (Optional)
LWC-68. structural Modifying Admixture; ISOGARD GL or ISOGARD CG | TwinJetY Composite Twin Jet Y SBS-SA SBS-AA SBS-AA -187.5
concrete Celcore PVA Curing (RIBBON-1) (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, Optional one or more layers, 1.5.0. Stick,
LWC-69. 2,500 psi Celcc?rg HS Rhe9logy Min. 1.5-inch ISOGARD GL Tw!n Jet, or min. 0.5-inch base insulation; Tw!n Jet, or SBS-SA (Optional) APP-TA 1875
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Min. 0.5-inch ISOGARD HD Twin Jet Y APP-TA
concrete Celcore PVA Curing (RIBBON-1) o (RIBBON-1)
Compound
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IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.S.0. Stick, Optional one or more layers 1.S.0. Stick,
LWC-70. 2,500 psi Celcc?re. HS Rhe9logy Min. 1.5-inch ISOGARD GL Tw!n Jet, or min. 0.5-inch base insulation; Tw!n Jet, or SBS-SA (Optional) SBS-TA 1875
structural Modifying Admixture; or ISOGARD CG Twin JetY Min. 0.5-inch ISOGARD HD Twin JetY SBS-TA
concrete Celcore PVA Curing (RIBBON-1) o (RIBBON-1)
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with 1.5.0. Stick, Optional one or more layers 1.5.0. Stick,
LWC-71. 2,500 psi Celct?re. HS Rhec.)logy Min. 1.5-inch ISOGARD GL Tw!n Jet, or min. 0.5-inch base insulation; Tw!n Jet, or SBS-SA (Optional) SBS-AA 1875
structural Modifying Admixture; or ISOGARD CG Twin Jet Y Min. 0.5-inch ISOGARD HD Twin Jet Y SBS-AA
concrete Celcore PVA Curing (RIBBON-1) T (RIBBON-1)
Compound
Min. 300 psi Celcore MF Optional one or more layers
Min. Cellular Concrete with 1.5.0. Stick, prional relavers, 1 s.0. stick,
2,500 psi Celcore HS Rheolo, Min. 1.5-inch ISOGARD GL Twin Jet, or min. 0.5-inch base insulation; Twin Jet, or (Optional)
twez2. | 0P e oo8Y gy in J€t, Min. 0.25-inch Dens Deck in et SBS-SA P SBS-AA -187.5
structural Modifying Admixture; or ISOGARD CG Twin JetY Prime or SECUROCK Gypsum Twin JetY SBS-AA
concrete | Celcore PVA Curing (RIBBON-1) ! P (RIBBON-1)
Fiber Roof Board
Compound
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
Lwc.73, | 2500psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ &, Tyyin pack | Min. 0.25-inch Dens Deck LS.0.Twin | gpg sp (Optional) APP-TA -45.0
structural Modifying Admixture; or ISOGARD CG . Pack APP-TA
R Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. Cellular Concrete with min. 0.5-inch base insulation:
Lwc-74, | 2°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | ¢ 1, 1yyin pack | Min. 0.25-inch Dens Deck LS.0.Twin | s sa (Optional) SBS-TA -82.5
structural Modifying Admixture; or ISOGARD CG . Pack SBS-TA
. Prime or SECUROCK Gypsum
concrete Celcore PVA Curing .
Fiber Roof Board
Compound
Min. 277 psi Celcore MF
Min. Cellular Concrete with Min. 0.25-inch Dens Deck (Optional)
Lwc-7s. | 2°00psi | Celcore HS Rheology Prime, SECUROCK Gypsum- || ¢  1yin pack | None N/A SBS-SA SBS-AA, SBS- | SBOAASBS - 06h
structural Modifying Admixture; Fiber Roof Board or min. TA or APP-TA TA or APP-TA
concrete Celcore PVA Curing 0.5-inch ISOGARD HD
Compound
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE A[;T:;H] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology . . . (Optional) One or more layers, 1.5.0. Twin (Optional)
LWC-76. structural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-SA APP-TA APP-TA 1125
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) ) ) (Optional) One or more layers, | 1.5.0. Twin (Optional)
LWC-77. structural Modifying Admixture; Min. 1-inch ISOGARD CG 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-SA SBS-AA SBS-AA -187.5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology . . . (Optional) One or more layers, 1.5.0. Twin (Optional)
LWC-78. structural Modifying Admixture; Min. 1-inch ISOGARD CG 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-SA APP-TA APP-TA -187.5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) ) ) (Optional) One or more layers, | 1.S.0. Twin (Optional)
LWE79. | ceructural Modifying Admixture; Min. 1-inch ISOGARD CG 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-5A APP-TA APP-TA -187.5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch . Min. 2-inch ISOGARD HD 1.5.0. Twin (Optional)
LWEB0. | Giructural | Modifying Admixture; ISOGARD GL or IS0GARD CG | S:0- TWinPack | o bosite Pack SBS-SA SBS-AA SBS-AA -187.5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers,
Lwcgy, | 2200psi - Celcore HS Rheology Min. 1.5-inch ISOGARD GL 1 § o Twin Pack | min. 0.5-inch base insulation; | ->-C- ™" | sps.sa {Optional) $BS-AA -1875
structural Modifying Admixture; or ISOGARD CG . . Pack SBS-AA
R Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER

COVERBOARD

ROOF COVER (3.1.4

SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE A[;T:;H] BASE PLY PLy CAP PLY (psF)
Min. 300 psi Celcore MF .
. . Optional one or more layers,
Min. . Cellular Concrete with . . min. 0.5-inch base insulation; . .
Lwc-ga, | »°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL || ¢ (5 /i1 pack | Min. 0.25-inch Dens Deck LS.0.Twin | cpe on (Optional) SBS-AA -187.5
structural Modifying Admixture; or ISOGARD CG . Pack SBS-AA
concrete Celcore PVA Curing Prlme or SECUROCK Gypsum
Fiber Roof Board
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) ) . (Optional) One or more layers, 1.5.0. Twin (Optional)
LWC-83. structural Modifying Admixture; Min. 1-inch ISOGARD CG 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-SA SBS-TA SBS-TA -202.5
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology . . . (Optional) One or more layers, 1.5.0. Twin (Optional)
LWC-84. structural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-SA SBS-TA SBS-TA -2100
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology ) ) ) (Optional) One or more layers, | 1.S.0. Twin (Optional)
LWE-8S. | ceructural Modifying Admixture; Min. 1-inch ISOGARD GL 1.5.0. Twin Pack min. 0.5-inch base insulation Pack SBS-5A SBS-AA SBS-AA 2175
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch . Min. 2-inch ISOGARD HD 1.5.0. Twin (Optional)
LWEBE. | Giructural | Modifying Admixture; ISOGARD GL or IS0GARD CG | S:0- TWinPack | o bosite Pack SBS-SA SBS-TA SBSTA 2175
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with
2,500 psi Celcore HS Rheology (Optional) Min. 0.5-inch ) Min. 2-inch ISOGARD HD 1.5.0. Twin (Optional)
LWC87. | ructural | Modifying Admixture; ISOGARD GL or ISOGARD CG | 50 TWin Pack | o posite Pack SBS-SA APP-TA APP-TA 2175
concrete Celcore PVA Curing
Compound
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

NER-AMZ-002.A.R1

Amrize Buliding Envelope LLC (Elevate)

FL984-R18

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

ISO/IEC 17065

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE R MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE 3.1 ;] BASE PLY PLY CAP PLY (psF)
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers
Lwe-gs, | »200Psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL 1 § 0. Twin Pack | min. 0.5-inch base insulation; | ->>- ™" | sps.s (Optional) SBS-TA -217.5
structural Modifying Admixture; or ISOGARD CG . . Pack SBS-TA
. Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
Min. 300 psi Celcore MF
Min. Cellular Concrete with Optional one or more layers
Lwc-gg, | »°00psi | Celcore HS Rheology Min. 1.5-inch ISOGARD GL | | ¢ (5 1yyin pack | min. 0.5-inch base insulation; | >0 ™" | sgs-sa (Optional) APP-TA 2175
structural Modifying Admixture; or ISOGARD CG . . Pack APP-TA
. Min. 0.5-inch ISOGARD HD
concrete Celcore PVA Curing
Compound
Min. .
2,500 psi Min. 200 psi Celcore Twin Jet Y (Optional) One or more layers Twin JetY (Optional) SBS-TA or
LWE90. | iructural | Cellular Concrete Min. 1.5-inch ISOGARD GL | 2156 oN-2) base insulation (RIBBON-2) | SBSSA Zﬁ'_TTAAOr APP-TA -2100
concrete
Min.
2,500 psi Min. 200 psi Celcore . . Twin JetY (Optional) One or more layers Twin JetY (Optional)
LWESL. | iructural | Cellular Concrete Min. 1.5-inch ISOGARD GL | 2156 oN-2) base insulation (RIBBON-2) | SBSSA SBS-AA SBS-AA 2225
concrete
ELASTIZELL:
Min. 1.S.0. Stick 1.S.0. Stick
) Min. 160 psi Elastizell ) § ) ) § (Optional)
tweaz. | 2P090PS 1 b tweight Insulating Min. 1.5-inch ISOGARD GL | 1 WinJet, or (Optional) One or more layers | TwinJet, or | gpg o SBS-AA, SBS- | SDOAASBS | g4
structural Concrete Twin Jet Y base insulation Twin Jet Y TA or APP-TA TA or APP-TA
concrete (RIBBON-1) (RIBBON-1)
Min. Min. 415 psi Elastizell Min. 0.25-inch Dens Deck 1.S.0. Stick, (Optional)
2,500 psi Lightweight Insulating Prime, SECUROCK Gypsum- Twin Jet, or SBS-AA, SBS-
LWC-93. structural Concrete with Zell-Crete Fiber Roof Board or min. Twin JetY None N/A SBS-SA 'Is',iso??\’ljf'ls'A TA or APP-TA 144.5
concrete Fibers 0.5-inch ISOGARD HD (RIBBON-1)
Min.
) Min. 200 psi Elastizell ’ ) ’ (Optional)
2,500 psi . X . . . Twin Jet Y (Optional) One or more layers Twin Jet Y SBS-AA, SBS-
LWC-94. structural Lightweight Insulating Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-SA SBS-AA, SBS TA or APP-TA 90.0
Concrete TA or APP-TA
concrete
Min. Min. 200 psi Elastizell (Optional)
2,500 psi L . . . Twin JetY (Optional) One or more layers Twin JetY SBS-AA, SBS-
LWC-95. structural Lightweight Insulating Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-SA SBS-AA, SBS TA or APP-TA 180.0
Concrete TA or APP-TA
concrete
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TABLE 12A: DECK WITH LIGHTWEIGHT INSULATING CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

Amrize Buliding Envelope LLC (Elevate)

FL984-R18

IAS

ACCREDITED
Froduct Cerlcaton
Rty

ISO/IEC 17065 PCA-145

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

BASE INSULATION LAYER COVERBOARD ROOF COVER (3.1.4
SYSTEM DECK LIGHTWEIGHT CONCRETE MDP
No. (4.1.2) (3.1.2) TYPE ATTACH (3.1.3) TYPE A[;TlA;H] BASE PLY PLy CAP PLY (psF)
MEARLCRETE:
QA_I‘:E)O Si Twin Jet Y (Optional) One or more layers Twin Jet Y (Optional) SBS-TA or
LWC-96. st’ructt:)ral Min. 200 psi Mearlcrete Min. 15-inch ISOGARD GL | oo baSe o i 4 RiBgoN-2) | SBSSA SBS-TA or APPTA 2100
concrete APP-TA
Min.
Lwc-97. :t’f’l?cile Min. 200 psi Mearlcrete | Min. 1.5-inch ISOGARD GL (T';"I’é’ég’:lj(z) LZE:?:S"’:I)QZ‘:‘ or more ayers (T';’:’E';;JC:':JZ) SBS-SA ggff:a') SBS-AA -240.0
concrete
PRE-EXISTENT CELLULAR CONCRETE (3.1.2):
Pre-existent Minimum 200
psi, minimum 2-inch thick
Approved cellular LWIC.
Note: To qualify the LWIC 15.0. Stick
Min. . unde.’r this assembly, m‘in. Min. 0.25-inch Dens Deck I:S:o: Twinl (Optional)
LWC-08. 2,500 psi 1.8-inch Elc?vate Two Piece P.rlme, SECUROCK Gyp.sum— Pack, Twin Jet None N/A SBS-SA SBS-AA, SBS- SBS-AA, SBS- 76,5
structural Impact Nail or Elevate 1.7 Fiber Roof Board or min. . TA or APP-TA
concrete | in. Assembled LWC Base | 0.5-inch ISOGARD HD or Twin Jet ¥ TAor APPTA
. (RIBBON-1)
Ply Fastener shall achieve
an average withdrawal of
40 Ibf when tested per
4.2.2a.
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TABLE 128: DECK WITH LIGHTWEIGHT INSULATING CONCRETE —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

ANCHOR SHEET INSULATION ROOF COVER (3.1.4)
SYSTEM DECK LIGHTWEIGHT CONCRETE EETE e MDP
No. (4.1.2) (3.1.2) PSF
TYPE (3.1.1,4.2.2) ATTACH BASE Top (3.13) BASE PLy PLY CAP PLY
Pre-existent Minimum 200 f i ;
) Min. 1.8-inch 7-inch o.c. at . .
gmlt\f;e ZS" mmlzwurrrl ZI"nCLCJIré'Ck MB Base, Venting | Elevate Two the 4-inch side i\c;z::i);naa:} gsttelrzn;a:se 1.5.0. Stick,
M pproved cellular . . ¥ .
BV steel Note: To qualify the LWIC g::i Ssh;set, SBS ;Iaeitl:i:?r:j/;tte EFC) aarlci\zlc:nch Min. 1-inch insulation, flat or :)zc?( ::_-x:: BP-CA, SBS-CA
LS| °" min- under this assembly, the Pol éase SBS 1.7in e. L.Ja” S z;ced ISOGARD G, tapered; Min. 0.5-inch Jet o'r Twin SBS-CA, None APP—CA: -45.0%
2,500 psi | subject fastener shall yease, . Qually spacec, | 154G ARD €6 ISOGARD HD or Min. APP-CA
hi Smooth, SBS Assembled staggered rows i JetY
structural achieve an average . X 0.25-inch Dens Deck
concrete withdrawal of 52 Ibf when Premium Base LWCBase Ply | inthe center of Prime (RIBBON-1)
tested per 4.2.2a. Fastener the sheet
Pre-existent Minimum 200
Min. 22 psi, minimum 2-inch thick Min. 1.8-inch 7-inch o.c. at
ga .type Zp;;ro;ed celll;la;hw\[:f/'lc MB Base, Venting | Elevate Two the 4-inch side (Optional) Optional 1.S.0. Stick,
N ote: 1o quallyy the Base Sh B Piece | I 7-inch 1.5.0. Twi
LWC-100. | 5 ft spans subject fastener shall ’ . - ’ ISOGARD GL, insulation, flat or T SBS-SA None SBS-TA, -45.0*
. PolyBase, SBS 1.7 in. equally spaced, . Jet or Twin
or achieve an average Smooth, SBS Assembled staggered rows ISOGARD CG tapered; Min. 0.25- JetY APP-TA
structural | withdrawal of 52 Ibf when Y stage inch Dens Deck Prime
concrete tested per Testing Premium Base LWC Base Ply in the center of (RIBBON-1)
Application Standard TAS Fastener the sheet
105.
Min. 22 Pr?'ex_is.te”t Mi”_im“m _200 MB Base, 9-inch o.c. at
a t o 25" mmng\urr;l 2|-InCLI\1/\;||2:ICk Channel Venting the 3-inch side (Optional)
ga., typ pproved cellular . Base, Venting Elevate 1.7 in. | lap and 9-inch Min. 0.25-inch Dens One or
BV steel Note: To qualify the LWIC . R BP-AA SBS-AA
R . Base Sheet, SBS Assembled o.c. at two, Min. 1.5-inch Deck or SECUROCK more BP-
LWC-101. | or min. under this assembly, the R Hot asphalt | or SBS- or APP- -45.0
2,500 psi subject fastener shall Base, SBS LWC Base Ply equally spaced, ISOGARD GL Gypsum-Fiber Roof AA AA, SBS- TA
s'éructural achieve an average PolyBase, SBS Fastener staggered rows Board AA or
concrete withdrawal of 68 Ibf when Smooth, SBS in the center of APP-TA
tested per 4.2.2a, Premium Base the sheet
Min. 22 Pre-existent Minimum 200 | g gge, 12-inch o.c. at
a t o zs" mmng\urr;l ZI-Inil\;\;IIECk Channel Venting the 3-inch side (Optional)
ga. typ pproved ceflufar . Base, Venting Elevate 1.7 in. | lap and 12-inch Min. 0.25-inch Dens One or
BV steel Note: To qualify the LWIC . . BP-AA SBS-AA
R . Base Sheet, SBS Assembled o.c. at three, Min. 1.5-inch Deck or SECUROCK more BP-
LWC-102. | or min. under this assembly, the R Hot asphalt or SBS- or APP- -45.0
2,500 psi subject fastener shall Base, SBS LWC Base Ply equally spaced, ISOGARD GL Gypsum-Fiber Roof AA AA, SBS- TA
séructural achieve an average PolyBase, SBS Fastener staggered rows Board AA or
concrete withdrawal of 68 Ibf when Smooth, SBS in the center of APP-TA
tested per 4.2.2a, Premium Base the sheet
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TABLE 12c: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

Amrize Buliding Envelope LLC (Elevate)

FL984-R18

ISO/IEC 17065

IAS

ACCREDITED
Froduct Cerlcaton
Rty

PCA-145

: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SysTEm DEcK (4.1.2) LIGHTWEIGHT CONCRETE (3.1.2) FASTENER MDP
No. = = BASE SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
Min. 22 ga., type BV . . . . . .
steel; 5 ft span or Min. 200 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-CA or SBS-CA
LWC-103. . . Base Sheet, SBS Base, SBS PolyBase, SBS K o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi Celcore Cellular Concrete R Impact Nails ) APP-CA
Smooth, SBS Premium Base in the center of the sheet CA
structural concrete
Min. 22 ga., type
BV, Grade 40 steel; . Lo . . Elevate 1.7 in. 12-inch o.c. at the 4-inch side lap and 12- SBS-CA
! . ! Min. 4 , . 2-inch thick . BS-CA
LWC-104. | 6 ft span or min. C;Irlor:()CSISILI;Ir;oncI:;tet = MB Base or SBS Base Assembled LWC inch o.c. at two, equally spaced, staggered ipi_cCAor or APP- -45.0
2,500 psi structural Base Ply Fastener rows in the center of the sheet CA
concrete
:f;zll'zszfias” :ﬁp:rBV Min. 200 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-CA or SBS-CA
LWC-105. min ’2 SOOpsi Range Il Elastizell Lightweight Base Sheet, SBS Base, SBS PolyBase, SBS Impact Nails o.c. at two, equally spaced, staggered rows APP-CA or APP- -45.0
" P Insulating Concrete Smooth, SBS Premium Base P in the center of the sheet CA
structural concrete
Min. 22 ga., type BV . Lo . . . . . . . .
steel: 5 ft span or Min. 300 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-CA or SBS-CA
LWC-106. Y P . Mearlcrete cellular lightweight Base Sheet, SBS Base, SBS PolyBase, SBS K o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi ) . K Impact Nails . APP-CA
insulating concrete Smooth, SBS Premium Base in the center of the sheet CA
structural concrete
Pre-existent min. 200 psi, min.
2-inch thick Approved cellular
in. 22 ga., B i i i i . . . . . . .
Min ga. type BV | lightweight |n§ulat|ng concrete MB Base, Channel Venting Base, Venting . 7-inch o.c. at the 4-inch side lap and 7-inch SBS-CA
steel; 5 ft span or Note: To qualify the LWIC under Elevate Two Piece SBS-CA or
LWC-107. . . . . Base Sheet, SBS Base, SBS PolyBase, SBS X o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi this assembly, the subject R Impact Nails ) APP-CA
i Smooth, SBS Premium Base in the center of the sheet CA
structural concrete | fastener shall achieve an
average withdrawal of 52 Ibf
when tested per 4.2.2a.
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
Min. 22 ga., type
BV, Grade 40 steel; Min. 450 osi. min. 2-inch thick Elevate 1.7 in. 12-inch o.c. at the 4-inch side lap and 12-
LWC-108. | 6 ft span or min. ' pst, ’ MB Base or SBS Base Assembled LWC inch o.c. at two, equally spaced, staggered SBS-CA2 SBS-CA2 -45.0
R Celcore Cellular Concrete .
2,500 psi structural Base Ply Fastener rows in the center of the sheet
concrete
Pre-existent Min. 340 psi, min.
2-inch thick Approved cellular
Min. 22 ga., type BV | lightweight insulating concrete. . . . . .
Elevate 1.7 in. 7-inch o.c. at the 3-inch side | d 7-inch
steel; 5 ft span or Note: To qualify the LWIC under | MB Base, Channel Venting Base, SBS evate n inch o.c. atthe 3-inch side fap and /-Inc (Optional)
LWC-109. . . . . ) Assembled LWC o.c. at two, equally spaced, staggered rows SBS-CA2 -60.0
min. 2,500 psi this assembly, the subject Base, SBS PolyBase, SBS Premium Base . SBS-CA2
. Base Ply Fastener in the center of the sheet
structural concrete | fastener shall achieve an
average withdrawal of 71 Ibf
when tested per 4.2.2a.
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TABLE 12c: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM DECK (4.1.2) LIGHTWEIGHT CONCRETE (3.1.2) FASTENER MDP
No. = = BASE SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
ASPHALT AND/OR TORCH APPLIED BASE:
CELCORE:
Min. 22 ga., type BV . . . . . .
steel; 5 ft span or Min. 200 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-TA or SBS-TA
LWC-110. . . Base Sheet, SBS Base, SBS PolyBase, SBS K o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi Celcore Cellular Concrete R Impact Nails ) APP-TA
Smooth, SBS Premium Base in the center of the sheet TA
structural concrete
. One or
Min. 22 ga., type ) . . . more BP- SBS-AA,
BV, Grade 40 steel; . . . . Elevate 1.7 in. 12-inch o.c. at the 4-inch side lap and 12-
. Min. 450 psi, min. 2-inch thick . AA, SBS- SBS-TA
LWC-111. | 6 ft span or min. MB Base or SBS Base Assembled LWC inch o.c. at two, equally spaced, staggered -45.0
R Celcore Cellular Concrete . AA, SBS- or APP-
2,500 psi structural Base Ply Fastener rows in the center of the sheet TAor TA
concrete APP-TA
(Optional)
. . L . . MB Base, Channel Venting Base, SBS One or
Min. 22 ga., type BV | Min. 350 psi, min. 2-inch thick Base, SBS-Base P, SBS PolyTorch, SBS Elevate 1.7 in. 9-inch o.c. at the 4-inch side lap and 12-inch | more BP- SBS-AA,
steel; 5 ft span or Celcore MF Cellular Concrete . SBS-TA
LWC-112. ) . . PolyBase, SBS Premium Base, SBS Assembled LWC o.c. at two, equally spaced, staggered rows AA, SBS- -60.0
min. 2,500 psi with Celcore HS Rheology . or APP-
. R Smooth, APP 160, APP 80 Glass Base, Base Ply Fastener in the center of the sheet AA, SBS-
structural concrete Modifying Admixture ) TA
APP Premium Base TA or
APP-TA
(Optional)
. . L . . MB Base, Channel Venting Base, SBS One or
Min. 22 ga., type BV | Min. 300 psi, min. 2-inch thick Base, SBS-Base P, SBS PolyTorch, SBS Elevate 1.7 in. 7-inch o.c. at the min. 3-inch side lap and 7- more BP- SBS-AA,
steel; 6 ft span or Celcore MF Cellular Concrete . . SBS-TA
LWC-113. ) . . PolyBase, SBS Premium Base, SBS Assembled LWC inch o.c. at two, equally spaced, staggered AA, SBS- -60.0
min. 2,500 psi with Celcore HS Rheology | or APP-
. R Smooth, APP 160, APP 80 Glass Base, Base Ply Fastener rows in the center of the sheet AA, SBS-
structural concrete Modifying Admixture ) TA
APP Premium Base TA or
APP-TA
CONCRECEL:
) sBS-AAor | SOAA
Min. 22 ga., type BV . L . . . . . . . . . or SBS-
steel: 6 ft span or Min. 300 psi, min. 2-inch thick Elevate Venting Base, SBS Base, SBS Min. 1.8-inch 6-inch o.c. at the 4-inch side lap and 6-inch SBS-TA TA
LWC-114. min ’2 500psi Concrecel cellular lightweight PolyBase, SBS Smooth, SBS Premium Elevate Two Piece o.c. at two, equally spaced, staggered rows (ASTM (ASTM -67.5
" P insulating concrete Base Impact Nail in the center of the sheet D6164
structural concrete D6164
only)
only)
Concrecel Bonding Agent is .
applied to the deck at a rate of g)r::'g:al)
. N . L . :
Min. 22 ga., type BV | 600 fF /gal. .Mln' 300 psi, min. MB Base, Channel Venting Base, Venting OMG C-R 7-inch o.c. at the 3-inch side lap and 7-inch more BP- SBS-AA,
steel; 5 ft span or 2.25-inch thick Concrecel Assembled Base SBS-TA
LWC-115. ) . R s . Base Sheet, SBS Base, SBS PolyBase, SBS o.c. at two, equally spaced, staggered rows AA, SBS- -82.5
min. 2,500 psi cellular lightweight insulating X Sheet Fastener (1.7 . or APP-
Smooth, SBS Premium Base, APP 160 X in the center of the sheet AA, SBS-
structural concrete concrete followed by Concrecel in.) TA or TA
Curing Compound at a rate of APP-TA
600 ft?/gal
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TABLE 12c: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SysTEm DEcK (4.1.2) LIGHTWEIGHT CONCRETE (3.1.2) FASTENER MDP
No. = = BASE SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
ELASTIZELL:
's\fg;.l'zszfias” ;\:]pjrBV Min. 200 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-TA or SBS-TA
LWC-116. S P . Range Il Elastizell Lightweight Base Sheet, SBS Base, SBS PolyBase, SBS K o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi . X Impact Nails . APP-TA
Insulating Concrete Smooth, SBS Premium Base in the center of the sheet TA
structural concrete
) sBS-AAor | SooAA
Min. 22 ga., type BV . Lo . . . . . . . . . or SBS-
steel: 6 ft span or Min. 300 psi, min. 2-inch thick Venting Base Sheet, SBS Base, SBS Min. 1.8-inch 6-inch o.c. at the 4-inch side lap and 6-inch SBS-TA TA
LWC-117. min ’2 500psi Elastizell cellular lightweight PolyBase, SBS Smooth, SBS Premium Elevate Two Piece o.c. at two, equally spaced, staggered rows (ASTM (ASTM -60.0
. P insulating concrete Base Impact Nail in the center of the sheet D6164
structural concrete D6164
only)
only)
MEARLCRETE:
Min. 22 ga., BV . .o . . . . . . . .
st;::I' 5 fias ;\r/]p(?r Min. 300 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting Elevate Two Piece 7-inch o.c. at the 4-inch side lap and 7-inch SBS-TA or SBS-TA
LWC-118. S P . Mearlcrete cellular lightweight Base Sheet, SBS Base, SBS PolyBase, SBS K o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi . ) . Impact Nails ) APP-TA
insulating concrete Smooth, SBS Premium Base in the center of the sheet TA
structural concrete
(Optional)
One or
in. 22 ga., B . A . . . . . . . . . BS-AA,
s'\:l;r:el' 5 f%cas ;\r/]pc?r v Min. 300 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 7-inch o.c. at the 3-inch side lap and 7-inch more BP- :Bz-'?:
LWC-119. S P . Mearlcrete cellular lightweight Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC o.c. at two, equally spaced, staggered rows AA, SBS- -52.5
min. 2,500 psi . . X . or APP-
insulating concrete Smooth, SBS Premium Base Base Ply Fastener in the center of the sheet AA, SBS-
structural concrete TA
TA or
APP-TA
2:;2]?:51" :\r/’p;BV Min. 300 psi, min. 2-inch thick MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 9-inch o.c. at the 4-inch side lap and 9-inch BP-AA or
LWC-120. S P . Mearlcrete cellular lightweight Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC o.c. at two, equally spaced, staggered rows SBS-AA -52.5
min. 2,500 psi . . . . SBS-AA
insulating concrete Smooth, SBS Premium Base Base Ply Fastener in the center of the sheet
structural concrete
PRE-EXISTENT CELLULAR CONCRETE:
Pre-existent Min. 200 psi, min. 2- (Optional)
inch thick Approved cellular One or
Min. 22 ga., type BV | li ight i i . . ) . - . . . SBS-AA,
stcler:al' 5 fgtas' a\:\pc(:r I/:/gohtzv-‘l%ghz;r;is};I?;:enLgvf/(l)ng:;ir MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 9-inch o.c. at the 2-inch side lap and 9-inch more BP- SBS-TA
LWC-121. o P . te: foq . Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC o.c. at two, equally spaced, staggered rows AA, SBS- -45.0
min. 2,500 psi this assembly, the subject fastener S th SBS P N B A Plv Fast in th ¢  the sheet AA SBS or APP-
structural concrete shall achieve an average mooth, remium Base ase Ply Fastener in the center of the shee , TA
withdrawal of 70 Ibf when tested TAor
per4.2.2a. APP-TA
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TABLE 12c: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM DECK (4.1.2) LIGHTWEIGHT CONCRETE (3.1.2) FASTENER MDP
No. = = BASE SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
Pre-existent Min. 200 psi, min. 2- (Optional)
inch thick Approved cellular One or
s'\f;rc]all'zszfiasq ;ﬁp:rBV Il:lgor;tev.v%ghzz;;':;;nfvﬁgzr:;:r MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 12-inch o.c. at the 2-inch side lap and 12- more BP- 222:_?:’
LWC-122. Y P . o q ] Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC inch o.c. at three, equally spaced, staggered | AA, SBS- -45.0
min. 2,500 psi this assembly, the subject fastener s th SBS P iun B A Plv Fast nth ter of the sheet AA SBS or APP-
structural concrete shall achieve an average mooth, remium Base ase Ply Fastener rows in the center of the shee , SBS- TA
withdrawal of 70 Ibf when tested TAor
per4.2.2a. APP-TA
Pre-existent Min. 200 psi, min. 2-
inch thick Approved cellular
:f;zll'zszfias” :ﬁp:rBV Il:lgor;:te\{";;ghz:;isf;lff?enf;/(?gzr:;:.r MB Base, Channel Venting Base, Venting | Min. 1.8-inch 9-inch o.c. in the 2-inch side lap and 9-inch BP-AA, SBS-AA
LWC-123. Y P . te:1oq ] Base Sheet, SBS Base, SBS PolyBase, SBS | Elevate Two Piece o.c. in two, equally spaced, staggered rows SBS-AA or | or SBS- -45.0
min. 2,500 psi this assembly, the subject fastener N 3 ;
structural concrete shall achieve an average Smooth, SBS Premium Base Impact Nail in the center of the sheet SBS-CA CA
withdrawal of 70 Ibf when tested
per4.2.2a.
Pre-existent min. 200 psi, min. 2-
inch thick Approved cellular
Min. 22 ga., type BV | lightweight |n§ulat|ng concrete. MB Base, Channel Venting Base, Venting ) 7-inch o.c. at the 4-inch side lap and 7-inch SBS-TA
steel; 5 ft span or Note: To qualify the LWIC under Elevate Two Piece SBS-TA or
LWC-124. ) . . ; Base Sheet, SBS Base, SBS PolyBase, SBS X o.c. at two, equally spaced, staggered rows or APP- -45.0
min. 2,500 psi this assembly, the subject fastener S h SBS Premium B Impact Nails in th £ the sh APP-TA TA
structural concrete shall achieve an average mooth, remium Base in the center of the sheet
withdrawal of 52 Ibf when tested
per4.2.2a.
Pre-existent Min. 300 psi, min. 2- (Optional)
inch thick Approved cellular One or
Min. 22 ga., type BV | lightweight |n§ulat|ng concrete. MB Base, Channel Venting Base, Venting | Min. 1.8-inch 9-inch o.c. at the 4-inch side lap and 9-inch more BP- SBS-AA,
steel; 5 ft span or Note: To qualify the LWIC under . SBS-TA
LWC-125. ) . . ; Base Sheet, SBS Base, SBS PolyBase, SBS Elevate Two Piece o.c. at two, equally spaced, staggered rows AA, SBS- -60.0
min. 2,500 psi this assembly, the subject fastener s th SBS P iurn B |  Nail i th ter of the sheet AA SBS or APP-
structural concrete shall achieve an average mooth, remium Base mpact Nai in the center of the shee TA, TA
withdrawal of 88 Ibf when tested or
per4.2.2a. APP-TA
Pre-existent min. 350 psi, min. 2-
inch thick Approved cellular
Z;Z'I_Z:fgti" ;ﬁpsrBV II:/gOIZV.V;ghzg;;'f;;nfvﬁgzr:;ee'r MB Base, Channel Venting Base, SBS Elevate 1.7 in. 9-inch o.c. at the 4-inch side lap and 12-inch | One or
LWC-126. o P . o a ; Base, SBS Base P, SBS Premium Base, Assembled LWC o.c. at two, equally spaced, staggered rows more SBS-TA -60.0
min. 2,500 psi this assembly, the subject fastener ;
structural concrete shall achieve an average SBS Smooth, SBS PolyBase Base Ply Fastener in the center of the sheet SBS-TA
withdrawal of 106 Ibf when tested
per4.2.2a.
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TABLE 12c: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM DECK (4.1.2) LIGHTWEIGHT CONCRETE (3.1.2) FASTENER Mpe
No. = = BASE SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
Pre-existent Min. 340 psi, min. 2-
inch thick Approved cellular (Optional)
Min. 22 ga., type BV | lightweight |n.sulat|ng concrete. MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 7-inch o.c. at the 3-inch side lap and 7-inch One or
steel; 5 ft span or Note: To qualify the LWIC under more BP- | SBS-AA,
LWC-127. ) . . . Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC o.c. at two, equally spaced, staggered rows -60.0
min. 2,500 psi this assembly, the subject fastener p ; B B Plv Fast in th ter of the sheet AA, SBS- SBS-TA
structural concrete shall achieve an average remium Base ase Ply Fastener in the center of the shee AA, SBS-
withdrawal of 71 Ibf when tested TA
per4.2.2a.
Pre-existent Min. 300 psi, min. 2- (Optional)
inch thick Approved cellular One or
::;2.|~252§1” :ﬁp:rBV Il:lgor;tevf’;;ghzg};;':;'enf‘;?gzr:;:'r MB Base, Channel Venting Base, Venting | Elevate 1.7 in. 7.5-inch o.c. at the 3-inch side lap and 7.5- more BP- Zgz:_l/__\:’
LWC-128. Y P . L a . Base Sheet, SBS Base, SBS PolyBase, SBS | Assembled LWC inch o.c. at two, equally spaced, staggered AA, SBS- -75.0
min. 2,500 psi this assembly, the subject fastener s th SBS P iun B A Plv Fast nth ter of the sheet AA SBS or APP-
structural concrete shall achieve an average mooth, remium Base ase Ply Fastener rows in the center of the shee , SBS- TA
withdrawal of 95 Ibf when tested TAor
per4.2.2a. APP-TA

TABLE 12p: LIGHTWEIGHT CONCRETE OVER STEEL or STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

PE D-2: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER
THERMAL BARRIER ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM ATTACH LIGHTWEIGHT CONCRETE MDP
DEck (4.1.2) Temp ROOF ENE|
No. TypPE (4.2.24, (3.1.2) BASE FASTENER SPACING BASE PLY CAP PLY PSF
(3.1.1,4.2.2)
3.1.2§) —
Min. 5/8- MB Base, SBS Base, . L M8 Bfase, Channel 7-inch o.c. at the min.
. Min. 300 psi, min. 2- Venting Base, SBS . . .
inch Fastener SBS Smooth or SBS . ) Elevate 1.7 in. 3-inch side lap and 7- .
. . X inch thick Celcore MF Base, SBS-Base P, SBS . (Optional)
Min. 22 ga., type B SECUROCK | per3.1.1 Premium Base in hot X Assembled LWC inch o.c. at two, SBS-AA,
LWC-129. Cellular Concrete with PolyTorch, SBS SBS-AA, -60.0
steel; 6 ft span Gypsum- at 1 per asphalt or SBS Smooth Base Ply equally spaced, SBS-TA
R Celcore HS Rheology PolyBase, SBS . SBS-TA
Fiber Roof | 1.6 ft? Torch or APP 160, e . . Fastener staggered rows in the
. Modifying Admixture Premium Base, SBS
Board torch-applied center of the sheet
Smooth
!\/Iln, 5/8- MB Base, SBS Base, Min. 300 psi, min. 2- MB Base, Channel . 7—!nch o.. at the min.
inch Fastener SBS Smooth or SBS . . . Elevate 1.7 in. 3-inch side lap and 7-
Min. 22 ga., type B SECUROCK er3.1.1 Premium Base in hot inch thick Celcore MF Venting Base, APP Assembled LWC inch o.c. at two, (Optional)
LWC-130. | - 2% B3 VP per 2.~ u : Cellular Concrete with | 160, APP 80 Glass inch 0.¢. at o, pH APP-TA | -60.0
steel; 6 ft span Gypsum- at 1 per asphalt or SBS Smooth ) Base Ply equally spaced, APP-TA
; Celcore HS Rheology Base, APP Premium .
Fiber Roof | 1.6 ft? Torch or APP 160, Modifving Admixture Base Fastener staggered rows in the
Board torch-applied ying center of the sheet
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

SYSTEM DECK BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TypPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY PSF
1.5.0. Twin 1.5.0. Twin
. . . . Pack, 1.S.0. . . . . Pack, 1.S.0. (Optional)
CWF-1. | Existing Tectum :\:g’égiggih ISOGARD HD or min. L-inch | ¢;0\' Twin Jet, (10|Tc|}? 'I’:g GI;\AAIEBOGSL_mCh ISOGARD HD ormin. | ;0\ Twin Jet, | SBS-SA SBS-AA, SBS- ?iif‘:;ﬁ; 45.0*
or Twin Jet Y or Twin JetY TA or APP-TA
(RIBBON-1) (RIBBON-1)

TABLE 138: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

SYSTEM DECK ANCHOR SHEET INSULATION MDP
No. (4.1.2) TYPE FASTENER (3.1.1,4.2.2) ATTACH (3.1.3) BASE Top ATTACH (3.1.3) BASE PLY PLY CAP PLY PSF
9-inch o.c. at the
2-inch laps and .
MB B.ase, Channel 18-inch o.c. at Min. 0.25-inch Dens 1.5.0. Stick, (Optional)
. Venting Base, SBS . . . . K A BP-AA, SBS- One or more SBS-AA,
Existing X Min. 1.8-inch Elevate two, equally Min. 1.5-inch Deck, Dens Deck Prime Twin Jet, or
CWF-2. Base, SBS Premium K R . AA, SBS-TAor | BP-AA, SBS- SBS-TA or -45.0*
Tectum Two Piece Impact Nail spaced, ISOGARD GL or SECUROCK Gypsum- Twin JetY
Base, SBS PolyBase, stagzered rows Fiber Roof Board (RIBBON-1) APP-TA AA, SBS-TA or | APP-TA
$BS Smooth >1ags APP-TA
in the center of
the sheet
MB Base, Channel 12—|nc.h o.c.at
. the 2-inch laps .
Venting Base, X . . 1.5.0. Stick,
. and 18-inch o.c. Min. 0.5-inch . . . . . .
Existin Venting Base Sheet, Min. 1.8-inch Elevate at two. equall ISOGARD HD or (Optional) Min. 0.5-inch | Twin Jet, Twin (Optional) SBS-AA,
CWF-3. Tectunf SBS Base, SBS Two. Pi.ece Imoact Nail s aced‘ qually min. 1-inch ISOGARD HD or min. 1- Jet Y (RIBBON- SBS-SA SBS-AA, SBS- SBS-TA or -45.0*
PolyBase, SBS P P ! ) inch ISOGARD GL 1) or 1.5.0. Twin TA or APP-TA | APP-TA
staggered rows ISOGARD GL
Smooth, SBS X Pack
) in the center of
Premium Base
the sheet

TABLE 13c: CEMENTITIOUS WOOD FIBER DECKS — REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Sys TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
YSTEM DECK (4.1.2) BASE INSULATION LAYER (3.1.2) P
No. TYPE FASTENER (3.1.1,4.2.2) ATTACH (3.1.3) BASE PLY Py CAP PLY PSF
| smsan,
- (Optional) One or more layers, Min. 0.5-inch ISOGARD HD Elevate Polymer Fastener and Polymer ’ | SBS-TA
CWF-4. .1 ft? - SBS-TA -45.0*
Existing Tectum any combination, loose laid or min. 1-inch ISOGARD GL Fastener Insulation Plate per2.1ft SBS-SA or APP- or APP- 45.0
TA A
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 13p: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF), OR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER
INSULATION LAYER(S)

SYSTEM (3.1.2) BASE OR ANCHOR SHEET ROOF COVER (3.1.4) MDP
DECK (4.1.2) = —
No. TYpe ATTACH TypE FASTENER (3.1.1, Sl BASE PLY CAP PLY PSF
(3.1.3) 4.2.2)
One or more . Elevate Polymer 12-inch o.c. in the 4-inch side lap and 18- (Optional) One or SBS-AA,
CWF-5 Existing Tectum | layers, an prelim. MB Base, Channel Venting Base Fastener and inch o.c. in two staggered rows in the more BP-AA, SBS- SBS-TA 45.0*
’ € coymbi'natii)n Attached ! J Polymer Fastener center. (;f the sheetgg AA, SBS-TA or or APP- ’
Insulation Plate APP-TA TA

TABLE 13e: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

SYSTEM ANCHOR SHEET ROOF COVER (3.1.4) MDP
DEck (4.1.2) T
No. TYPE FASTENER (3.1.1,4.2.2) SPACING BASE PLY CAP PLY PSF
9-inch o.c. in the 2-inch
. . . . . . side lap and 12-inch o.c.
E MB B h 1V B V B. h BS B B Min. 1.8-inch El T P .
CWE-6. xisting ase, Channel Venting Base, \ enting Base Sheet, SBS Base, SBS in. 1.8 |n.c evate Two Piece in two, equally spaced, SBS-CA SBS-CA -45.0*
Tectum PolyBase, SBS Smooth, SBS Premium Base Impact Nail K
staggered rows in the
center of the sheet
12-inch o.c. in the 4-
inch side lap and 18- (Optional) One
Existing . Elevate Polymer Fastener and inch o.c. in two, equally | or more BP-AA, SBS-AA, SBS-TA
CWEF-7. MB B Ch | Venting B. . -45.0*
Tectum ase, Lhannel venting Base Polymer Fastener Insulation Plate spaced, staggered rows SBS-AA, SBS-TA or APP-TA
in the center of the or APP-TA
sheet
9-inch o.c. in the 2-inch
. . . . . . side lap and 12-inch o.c.
E B B. B B. BS B B . 1.8- E .
CWE-8. xisting MB Base, Channel Venting Base, Yentlng ase Sheet, SBS Base, SBS Min. 1.8 |n.ch levate Two Piece in two, equally spaced, BP-AA, SBS-AA SBS-AA -45.0*
Tectum PolyBase, SBS Smooth, SBS Premium Base Impact Nail K
staggered rows in the
center of the sheet
Sty et | omonone
CWE-9 Existing MB Base, Channel Venting Base, Venting Base Sheet, SBS Base, SBS Min. 1.8-inch Elevate Two Piece in twope uallv s aced. " | or more BP-AA, SBS-AA, SBS-TA 675
| Tectum PolyBase, SBS Smooth, SBS Premium Base Impact Nail » equally spaced, | cps An SBS-TA | or APP-TA :
staggered rows in the
or APP-TA
center of the sheet
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS
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TABLE 14A: GYPSUM DECKS — REROOF (TEAR-OFF)
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

SYSTEM DECK BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE | ATTACH (3.1.3) BASEPLY | Py | cappy PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
1.5.0. Stick; 1.S.0.
! 1.S.0. Stick; 1.S.0. Twin
Existing ) . Twin Pack; Twin Jet; | (Optional) One or more layers base L (Optional) BP- SBS-CA or
G-1. aypsum deck Min. 1.5-inch ISOGARD GL Twin Jet Y (RIBBON- | insulation Pack; Twin Jet; Twin Jet Y BP-CA CA, SBS-CA APP-CA -67.5
2) (RIBBON-2)
Existin, !I'\fvalf:cclf"ll'vilgjet (Optional) One or more layers base 1.5.0. Stick; 1.5.0. Twin
G2 & Min. 1.5-inch ISOGARD GL . g i 4 Pack; Twin Jet; Twin JetY | APP-CA None APP-CA -67.5
gypsum deck Twin Jet Y (RIBBON- | insulation
2) (RIBBON-2)
Existin, !I'\fvalf:cclf"ll'vilgjet (Optional) One or more layers base 1.5.0. Stick; 1.5.0. Twin
G-3. & Min. 1.5-inch ISOGARD GL . g i 4 Pack; Twin Jet; Twin Jet Y | SBS-CA None SBS-CA -82.5
gypsum deck Twin Jet Y (RIBBON- | insulation
2) (RIBBON2)
ASPHALT AND/OR TORCH APPLIED BASE:
Existing
grﬁ;g?\jﬁﬁk Min. 0.25-inch Dens Deck Prime or (Optional) SBS- _(4NS'OO
G-4. P . Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack SECUROCK Gypsum Fiber Roof 1.5.0. Twin Pack SBS-TA P SBS-TA
WeatherTite Board TA FBC
Universal HVHZ)
Primer
. . (Optional) One
- Min. 0.25-inch Dens Deck or
Existing . . . . . BP-AA or or more BP-AA, SBS-AA or
G-5. gypsum deck Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack SBS-AA SBS-AA or APP- APP-TA 157.5
Board
TA
Existin 1.S.0. Stick, Twin Min. 0.25-inch Dens Deck Prime or 15.0. Stick. Twin Jet. or
G-6 surfl deck Min. 1.5-inch ISOGARD GL Jet, or Twin Jet Y SECUROCK Gypsum Fiber Roof 'I:w'in.Jet Y ‘(RIBBON—‘Z) SBS-TA None SBS-TA -127.5
gyp (RIBBON-2) Board
. . . . (Optional) One
1.S.0. Stick, Twin Min. 0.25-inch Dens Deck or
Existing . . N R 1.S.0. Stick, Twin Jet, or BP-AA or or more BP-AA, SBS-AA or
G-7. gypsum deck Min. 1.5-inch ISOGARD GL Jet, or Twin Jet Y SECUROCK Gypsum-Fiber Roof Twin Jet Y (RIBBON-2) SBS-AA SBS-AA or APP- APP-TA -135.0
(RIBBON-2) Board TA
. . (Optional) One
Min. 0.25-inch Dens Deck or
Existing . . Twin Jet Y (RIBBON- R . BP-AA or or more BP-AA, SBS-AA or
G-8. aypsum deck Min. 1.5-inch ISOGARD GL 2) SECUROCK Gypsum-Fiber Roof Twin Jet Y (RIBBON-2) SBS-AA SBS-AA or APP- APP-TA 225.0
Board
TA
. . (Optional) One
Min. 0.25-inch Dens Deck or
Existing . . . Twin Jet Y (RIBBON- . . BP-AA or or more BP-AA, SBS-AA or
G-9. aypsum deck Min. 1.5-inch, min. 1.25 pcf Insulfoam 2) SECUROCK Gypsum-Fiber Roof Twin Jet Y (RIBBON-2) SBS-AA SBS-AA or APP- APP-TA 87.5
Board
TA
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TABLE 14A: GYPSUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. (4.1.2) TyYPE ATTACH (3.1.3) TypPE ATTACH (3.1.3) BASE PLY PLy CAP PLY PSF
. . (Optional) One
Min. 0.25-inch Dens Deck or
Existing . . . Twin Jet Y (RIBBON- . . BP-AA or or more BP-AA, SBS-AA or
G-10. aypsum deck Min. 1.5-inch, min. 1.5 pcf Insulfoam 2) ;I(E)glrJdROCK Gypsum-Fiber Roof Twin Jet Y (RIBBON-2) SBS-AA SBS-AA or APP- APP-TA -180.0
TA
. . (Optional) One
Min. 0.25-inch Dens Deck or
Existing . . . Twin Jet Y (RIBBON- . . BP-AA or or more BP-AA, SBS-AA or
G-11. aypsum deck Min. 1.5-inch, min. 2.0 pcf Insulfoam 2) ;Eglr)dROCK Gypsum-Fiber Roof Twin Jet Y (RIBBON-2) SBS-AA SBS-AA or APP- APP-TA -225.0
TA
SELF-ADHERING BASE:
Existin (Optional) SBS- SBS-AA,
G-12. suni deck Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack Tapered ISOGARD GL 1.5.0. Twin Pack SBS-SA AA, SBS-TA or SBS-TA or -112.5
gyp APP-TA APP-TA
Existing . ) . (Optional) One or more layers base . (Optional) SBS- SBS-AA,
G-13. surm deck Min. 1.5-inch ISOGARD GL 1.5.0. Twin Pack insulation 1.5.0. Twin Pack SBS-SA AA, SBS-TA or SBS-TA or -157.5
8yp APP-TA APP-TA
- 1.5.0. Stick, Twin ) ) (Optional) SBS- SBS-AA,
G-14. EX'S:L”nf deck | Min. 1.5-inch ISOGARD GL Jet, or Twin Jet Y Tapered ISOGARD GL ITiw?x Jztt'c\(k'(;‘g’g”(;;f'z;’r SBS-SA AA, SBS-TA or SBS-TAor | -112.5
Eyp (RIBBON-2) APP-TA APP-TA
. 1.S.0. Stick, Twin . . . (Optional) SBS- SBS-AA,
G-15. EX'S:L”ni deck | Min. 1.5inch ISOGARD GL Jet, or Twin Jet Y fr?sztlft:‘jrln) One or more [ayers base 'Tjwcr’] Jitt'cYk'(;‘g"B“;sf'z;’r SBS-SA AA,SBS-TAor | SBS-TAor | -135.0
gyp (RIBBON-2) APP-TA APP-TA
Existing . . Twin Jet Y (RIBBON- | (Optional) One or more layers base . (Optional) SBS- SBS-TA or
G-16. gypsum deck Min. 1.5-inch ISOGARD GL 2) insulation Twin Jet Y (RIBBON-2) SBS-SA TA or APP-TA APP-TA 210.0
G-17. Existing Min. 1.5-inch ISOGARD GL Twin Jet Y (RIBBON- .(Opt|or.1al) One or more layers base Twin Jet Y (RIBBON-2) SBS-SA (Optional) SBS- SBS-AA 2475
gypsum deck 2) insulation AA
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TABLE 148: GYPSUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

SYSTEM BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
DEck (4.1.2) ATTACH T
No. TYPE FASTENER (3.1.1, 4.2.2) ATTACH (3.1.3) TYPE BASE PLY PLY CAP PLY PSF
S == (3.1.3)
CONVENTIONAL SYSTEMS:
Elevate Polymer Min. 0.25-inch (Optional) One
Existin Fastener and Polymer Dens Deck or Hot or more BP-AA, SBS-AA,
G-18. g Min. 1.5-inch ISOGARD GL .y 1 per 2.0 ft? SECUROCK BP-AA or SBS-AA ‘ SBS-TA or -45.0*
gypsum deck Fastener Insulation Gvosum Fiber asphalt SBS-AA, SBS-TA APP-TA
Plate (W/D > 180 Ibf) P or APP-TA
Roof Board

TABLE 14c: GYPSUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

SYSTEM ek (ata ANCHOR SHEET INSULATION ROOF COVER (3.1.4) MDP
No. 18.1.2) TyPE FASTENER (3.1.1, 4.2.2) ATTACH (3.1.3) BASE Top GILL BASE PLY PLY CAP PLY PSF
(3.1.3)
CONVENTIONAL SYSTEMS:
MB Base,
Channel 9-inch o.c. at the 2- . . .
Venting Base, inch laps and 18-inch II:\)/I;:I.(OI.DZESn-;nS:ZdIzenS 1.5.0. Stick, BP-AA, g)rglc?:rar&re SBS-AA
Existing SBS Base, SBS Elevate Two Piece Impact o.c. in two, equally Min. 1.5-inch ISOGARD Y Twin Jet, or | SBS-AA, !
G-19. . R Prime or SECUROCK X BP-AA, SBS- SBS-TA or -45.0*
gypsum deck Premium Base, Nail (W/D > 105 Ibf) spaced, staggered GL : Twin JetY SBS-TA or
. Gypsum-Fiber Roof AA, SBS-TA APP-TA
SBS PolyBase, rows in the center of (RIBBON-1) | APP-TA
Board or APP-TA
SBS Smooth the sheet
(Note A below)
9-inch o.c. in the 4-
!nch 5|de.Iap and 12- Min. 0.25-inch Dens (Optional)
Existing MB Base, Elevate Two Piece Impact inch o.c. in two, (Optional) Min. 1.5 Deck or 0.25-inch BP-AA or One ormore | SBS-AA,
G-20. Channel . equally spaced, \ e d Hot asphalt " BP-AA, SBS- | SBS-TAor -67.5
gypsum deck Venting Base Nail (W/D > 119 Ibf) staggered rows in inch ISOGARD GL i:ib(;L:l:{?)grsO\gprzum SBS-AA AA, SBS-TA APP-TA
the center of the or APP-TA
sheet

Note A: Anchor sheet may be covered with optional temporary roof consisting of one or two plies BP-AA or SBS-AA, or one Base Ply of BP-AA or SBS-AA followed by one Cap Ply of SBS-AA, SBS-TA or APP-TA.
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SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

LSRRt BASE OR ANCHOR SHEET ROOF COVER (3.1.4)
SYSTEM (3.1.2) MDP
DECK (4.1.2) P
No. TypE ATTACH T FASTENER (3.1.1, rEE BASE PLY CAP PLY PSF
(3.1.3) 4.2.2)
Elevate Polymer .
L One or more . Fastener and 12-inch o.c. in the 4-inch side lap and 18- (Optional) One or SBS-AA,
Existing gypsum Prelim. . . . - more BP-AA, SBS- SBS-TA «
G-21. layers, any MB Base, Channel Venting Base Polymer Fastener inch o.c. in two staggered rows in the -45.0
deck M Attached . AA, SBS-TA or or APP-
combination Insulation Plate center of the sheet APP-TA A
(W/D > 114 Ibf)

TABLE 14e: GYPSUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED ROOF COVER

ANCHOR SHEET ROOF COVER (3.1.4)
SYsTEM DEck (4.1.2) MbP
No. TYPE FASTENER (3.1.1, 4.2.2) SPACING BASE PLY CAP PLY PSF
12-inch o.c. in the 4-inch side lap and (Optional) One or
Existing . Elevate Polymer Fastener and Polymer Fastener 18-inch o.c. in two, equally spaced, more BP-AA, SBS- | SBS-AA, SBS-TA or
-22. MB Base, Ch 1 Vi B, . R -45.0*
G gypsum deck ase, Channel Venting Base Insulation Plate (W/D > 114 Ibf) staggered rows in the center of the AA, SBS-TA or APP-TA >0
sheet APP-TA
MB Base, Channel Venting Base, 9-inch o.c. in the 2-inch side lap and
Existing Venting Base Sheet, SBS Base, SBS . . 18-inch o.c. in two, equally spaced, BP-AA, SBS-AA or
-23. E D>1 R BS- BS- -45.0*
G-23 gypsum deck | PolyBase, SBS Smooth, SBS levate Two Piece Impact Nail (W/D > 105 Ibf) staggered rows in the center of the SBS-CA SBS-AA or SBS-CA 450
Premium Base sheet
MB Base, Channel Venting Base, 9-inch o.c. in the 4-inch side lap and (Optional) One or
Existing Venting Base Sheet, SBS Base, SBS . . 12-inch o.c. in two, equally spaced, more BP-AA, SBS- | SBS-AA, SBS-TA or
-24. E D>11 R -67.
G-24 gypsum deck | PolyBase, SBS Smooth, SBS levate Two Piece Impact Nail (W/D > 119 Ibf) staggered rows in the center of the AA, SBS-TA or APP-TA 67:5
Premium Base sheet APP-TA
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
SYSTEM SUBSTRATE (4.1.2,4.2.2) BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. TYPE | ATTACH (3.1.3) TYPE I ATTACH (3.1.3) BASE PLY | PLY | CAP PLY PSF
CoLD-APPLIED BASE; ELEVATE MULTI-PURPOSE MB COLD ADHESIVE:
1.5.0. Twin
Pack, 1.5.0. 1.5.0. Twin Pack, .
Stick, Twin (Optional) One or more layers 1.5.0. Stick, Twin BP-CA, SBS- (Optional)
R-1. Existing asphalt BUR Min. 1.5-inch ISOGARD GL ! . . R o o ! BP-CA, SBS- | SBS-CA -67.5
Jet or Twin base insulation Jet or Twin Jet Y CA CA
ety (RIBBON-1)
(RIBBON-1)
1.5.0. Twin
Pack, I.S.0. 1.5.0. Twin Pack,
R-2. | Existing asphalt BUR Min. 1.5-inch ISOGARD GL stick, Twin | {Optional) One or mre layers 15.0. Stick, Twin | o5 cp None APP-CA -67.5
Jet or Twin base insulation Jet or Twin JetY
JetY (RIBBON-1)
(RIBBON-1)
1.5.0. Twin
Pack or I.S.0. 1.5.0. Twin Pack or
. Stick 1.S.0. Stick (Optional)
R-3. | Existing asphalt BUR (Optional) One or more layers of | s yogive | Min, 0.5-inch ISOGARD HD Adhesive, Twin | ot -2 | Bp.ca, SBS- | SBS-CA -67.5
min. 1.5-inch ISOGARD GL ) . SBS-CA
Twin Jet, or Jet, or Twin Jet Y CA
Twin JetY (RIBBON-1)
(RIBBON-1)
1.5.0. Twin
Pack or I.S.0. 1.5.0. Twin Pack or
(Optional) One or more layers of Stick 1.5.0. Stick
R-4. Existing asphalt BUR . . Adhesive, Min. 0.5-inch ISOGARD HD Adhesive, Twin APP-CA None APP-CA -67.5
min. 1.5-inch ISOGARD GL . .
Twin Jet, or Jet, or Twin Jet Y
Twin Jet Y (RIBBON-1)
(RIBBON-1)
1.5.0. Twin
Pack, 1.5.0. 1.5.0. Twin Pack,
R-5. Existing asphalt BUR Min. 1.5-inch ISOGARD GL Stick, Twin | (Optional) One or more layers 1.S.0. Stick, Twin | gpe ) None SBS-CA -82.5
Jet or Twin base insulation Jet or Twin Jet Y
JetY (RIBBON-1)
(RIBBON-1)
- e ) (Optional) Additional layers of
R-6. E’iﬁc'z:q"fngra"“'e surface modified |\ 1. inch ISOGARD GL 'chok TWIn 1 pase insulation and/or min. 0.5- | 1.5.0. Twin Pack | APP-CA None APP-CA 67.5
inch Tapered ISOGARD GL
. . . (Optional) Additional layers of (Optional)
R-7. E’iﬁc'z:q"fngra"“'e surface modified | '\ 1.inch ISOGARD GL F',ascko ™WIN | base insulation and/or min. 05- | 1.5.0. Twin Pack SBBP;%A‘” BP-CA, SBS- | SBS-CA -82.5
inch Tapered ISOGARD GL CA
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

SYSTEM BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) DP
SUBSTRATE (4.1.2,4.2.2) —
No. TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLy PSF
- . h (Optional) Additional layers of
R-8. E’i‘t'Z::’egngran“'e surface modified 1\ 1 inch 1S0GARD CG 'chok T™Win 1 pase insulation and/or min. 0.5- | 1.5.0. Twin Pack | APP-CA None APP-CA 525
inch Tapered ISOGARD CG
. . . (Optional) Additional layers of (Optional)
R-9. E’il'ztn':fngra"”'e surface modified |\ i 1 inch ISOGARD CG 'P:COk TWin 1 pase insulation and/or min. 0.5- | 1.5.0. Twin Pack SB';S??A‘” BP-CA, SBS- | SBS-CA 52.5
inch Tapered ISOGARD CG CA
Additional layers of base
- . . ) ) insulation or min. 0.5-inch
R-10. E’_‘t'St'”g granule surface modified 2/'(;" 1-inch ISOGARD GL or ISOGARD 'F;S'Ok' TWin- | Tapered ISOGARD GL or Tapered | 1.5.0. Twin Pack APP-CA None APP-CA 67.5
ftumen ac ISOGARD CG; Min. 0.5-inch
ISOGARD HD
Additional layers of base
_— . . . . insulation or min. 0.5-inch (Optional)
R-11. E’i‘t'z::’egngra”“'e surface modified 2"6']" 1-inch ISOGARD GL or ISOGARD 'chok TWin | rapered ISOGARD GL or Tapered | 1.5.0. Twin Pack SBBPS?CAAor BP-CA, SBS- | SBS-CA 67.5
ISOGARD CG; Min. 0.5-inch CA
ISOGARD HD
Additional layers of base
insulation or min. 0.5-inch 375
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | I.S.0. Twin Tapered ISOGARD GL or Tapered . ’
R12 | bitumen cG Pack ISOGARD CG; Min. 0.25-inch Dens | >0 TWin Pack APP-CA None APP-CA (':\O/:?)C
Deck Prime or SECUROCK
Gypsum Fiber Roof Board
Additional layers of base
insulation or min. 0.5-inch (Optional) 375
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | I.S.0. Twin Tapered ISOGARD GL or Tapered . BP-CA or ’
R13- | bitumen CG Pack ISOGARD CG; Min. 0.25-inch Dens | >0 TWinPack | cae e Ez CA, SBS- | SBS-CA (ﬁ(\)/:gc
Deck Prime or SECUROCK
Gypsum Fiber Roof Board
CoLD-APPLIED BASE; ELEVATE LIQUIGARD MEMBRANE ADHESIVE:
(Optional) Additional layers of (Optional)
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | 1.S.0. Twin base insulation and/or min. 0.5- ) BP-CA2 or
R34 | bitumen c6 Pack inch Tapered ISOGARD GL or 15.0-TwinPack | gas. sBBPs??/fzor S85-CAZ 2025
Tapered ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
SYSTEM SUBSTRATE (4.1.2,4.2.2) BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY (psF)
Additional layers of base
insulation or min. 0.5-inch
- . . ) ) Tapered ISOGARD GL or Tapered (Optional)
R-15. E’il'ztn':fngra"”'e surface modified 2"(;" Linch ISOGARD GL or ISOGARD 'P: Cok ™WIn | |SOGARD CG; Min. 0.5-inch 1.5.0. Twin Pack SB';:(’?AZZOF BP-CA20r | SBS-CA2 -205.5
ISOGARD HD or Min. 0.25-inch SBS-CA2
Dens Deck Prime or SECUROCK
Gypsum Fiber Roof Board
ASPHALT AND/OR TORCH APPLIED BASE:
(Optional)
Min. 0.25-inch Dens Deck or One or
R-16. Existing asphalt BUR Min. 1.5-inch ISOGARD GL Hot Asphalt | SECUROCK Gypsum-Fiber Roof Hot Asphalt BP-AA or moreBp- | SooAAOr 2250
SBS-AA APP-TA
Board AA, SBS-AA
or APP-TA
(Optional)
- N Min. 0.5-inch Structodek High BP-Ador | OO SBS-AA o
R-17. Existing asphalt BUR Min. 1.5-inch ISOGARD GL Hot Asphalt - Hot Asphalt more BP- -520.0
Density Fiberboard SBS-AA APP-TA
AA, SBS-AA
or APP-TA
(Optional)
. Min. 0.25-inch Dens Deck or One or
R-18. | Existing asphalt BUR Min. 1.5-inch ISOGARD GL 15.0.Twin 1 e cyRoCK Gypsum-Fiber Roof 15.0.Twin Pack | SPAROT | orepp. | SBSAACT 1575
Pack SBS-AA APP-TA
Board AA, SBS-AA
or APP-TA
'Illj\;i?\‘JittId:r Min. 0.25-inch Dens Deck Prime 1.5.0. Stick, Twin
R-19. Existing asphalt BUR Min. 1.5-inch ISOGARD GL Twin Jet'Y or SECUROCK Gypsum Fiber Roof | Jet, or Twin JetY SBS-TA None SBS-TA -120.0
(RIBBON-1) Board (RIBBON-1)
. (Optional)
_Ir'i;ﬁ:';ttld;’r Min. 0.25-inch Dens Deck or 1.5.0. Stick, Twin BP-AA or One or SBS-AA or
R-20. Existing asphalt BUR Min. 1.5-inch ISOGARD GL . ! SECUROCK Gypsum-Fiber Roof Jet, or Twin Jet Y more BP- -120.0
Twin Jet Y SBS-AA APP-TA
(RIBBON-1) Board (RIBBON-1) AA, SBS-AA
or APP-TA
Additional layers of base
insulation or min. 0.5-inch
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | 1.S.0. Twin Tapered ISOGARD GL or Tapered ) (Optional)
R2L 1 bitumen cG Pack ISOGARD CG; Min. 0.25-inch Dens | >0 TWin Pack | SBSTA SBS-TA SBSTA 127
Deck Prime or SECUROCK
Gypsum Fiber Roof Board
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
SYSTEM SUBSTRATE (4.1.2,4.2.2) BASE INSULATION LAYER TOP INSULATION LAYER ROOF COVER (3.1.4) MDP
No. TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLY CAP PLY (psF)
Additional layers of base
insulation or min. 0.5-inch (Optional)
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | 1.5.0. Twin Tapered ISOGARD GL or Tapered . BP-AA or One or
R22. | Litumen G Pack ISOGARD CG; Min. 0.25-inch Dens | >0 TWin Pack SBS-AA moreBp- | S0 AA 1575
Deck Prime or SECUROCK AA, SBS-AA
Gypsum Fiber Roof Board
Additional layers of base
insulation or min. 0.5-inch BP-AA. SBS- ( )
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | I.5.0. Twin Tapered ISOGARD GL or Tapered . ! Optional
R23. | bitumen G Pack ISOGARD CG; Min. 0.25-inch Dens | ">'O- TWin Pack | AAOrAPP- | ) op o) APP-TA -202.5
Deck Prime or SECUROCK A
Gypsum Fiber Roof Board
(Optional)
Min. 0.25-inch Dens Deck or One or
. Min. 1.5-inch, min. 1.25 pcf Twin JetY . Twin JetY BP-AA or SBS-AA or
R-24. Existing asphalt BUR SECUROCK Gypsum-Fiber Roof more BP- -87.5
Insulfoam (RIBBON-2) Board (RIBBON-2) SBS-AA AA, SBS-AA APP-TA
or APP-TA
Twin Jet Y Min. 0.25-inch Dens Deck Prime Twin Jet Y
R-25. Existing asphalt BUR Min. 1.5-inch ISOGARD GL or SECUROCK Gypsum Fiber Roof SBS-TA None SBS-TA -127.5
(RIBBON-2) (RIBBON-2)
Board
(Optional)
. Min. 0.25-inch Dens Deck or . One or
R-26. Existing asphalt BUR Min. 1.5-inch, min. 1.5 pcf Insulfoam Twin Jet Y SECUROCK Gypsum-Fiber Roof Twin Jet Y BP-AA or more BP- SBS-AA or -180.0
(RIBBON-2) (RIBBON-2) SBS-AA APP-TA
Board AA, SBS-AA
or APP-TA
(Optional)
) Min. 0.25-inch Dens Deck or ) One or
R-27. Existing asphalt BUR Min. 1.5-inch ISOGARD GL (TSEI;%JC;EHZ) SECUROCK Gypsum-Fiber Roof (T';’:’g:sge:lj(z) SB';;_*:A‘” more BP- SA?)S;_/?AA” -225.0
Board AA, SBS-AA
or APP-TA
(Optional)
. Min. 0.25-inch Dens Deck or . One or
R-28. Existing asphalt BUR Min. 1.5-inch, min. 2.0 pcf Insulfoam | VN JetY SECUROCK Gypsum-Fiber Roof Twin Jet Y BP-AA or moreBp- | SooAACT 2250
(RIBBON-2) (RIBBON-2) SBS-AA APP-TA
Board AA, SBS-AA
or APP-TA
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.




NEMO EVALUATIONS REPORT Amrize Buliding Envelope LLC (Elevate)

IAS

Report No.:  NER-AMZ-002.A.R1 FL984-R18

Revision 1: 2026-07-30 APC\ICREECDIITED'

Page 85 of 86 s el
Nemo |cert.® ISO/IEC 17065  PCA-145

TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4)
SYSTEM SUBSTRATE (4.1.2,4.2.2) MbP
No. TypE | ATTACH (3.1.3) TypE I ATTACH (3.1.3) BASE PLY | PLy | CAP PLY (psF)
SELF-ADHERING BASE:
1.5.0. Twin (Optional) One or more layers (S(;E:‘f:al) SBS-AA,
R-29. Existing asphalt BUR Min. 1.5-inch ISOGARD GL T P . R Y 1.5.0. Twin Pack SBS-SA ! SBS-TA or -157.5
Pack base insulation SBS-TA or APP-TA
APP-TA
) - (Optional)
. . . (Optional) Additional layers of SBS-AA,
R-30. E’il'ztn':egngra"“'e surface modified |\ 1.inch ISOGARD GL 'P:Cok TWIN | base insulation and/or min. 0.5 | 15.0. Twin Pack | SBS-SA zgz_ﬁﬁ'or SBS-TAor | -202.5
inch Tapered ISOGARD GL APP-TA APP-TA
- . ) (Optional) Additional layers of )
R-31. E’i‘t'z::egngra”“'e surface modified |\ 1.inch ISOGARD CG 'chok TWIn 1 base insulation and/or min. 0.5- | 15.0. Twin Pack | SBS-SA (S(;?'AC’A”a') SBS-AA -187.5
inch Tapered ISOGARD CG
. . . (Optional) Additional layers of (Optional)
R-32. E’il'ztn':egngra"“'e surface modified 1\ 1 inch ISOGARD CG 'P:Cok TWin 1 pase insulation and/or min. 0.5- | 1.5.0. Twin Pack SBS-SA SBS-TA or Zﬁ_TTAA‘” -202.5
inch Tapered ISOGARD CG APP-TA
(Optional) One or more layers, min 1.5.0. Twin (SCE)EFSJt:):aI) SBS-AA,
X i . . 7] . e . . . X i S. . . _ = 7] B = - i
R-33 Existing asphalt BUR 1.5-inch ISOGARD GL pack Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack SBS-SA SBS-TA or iPSP_':_AAor 157.5
APP-TA
Additional layers of base
- . . . . insulation or min. 0.5-inch )
R-34. E’ii'ztn':egngra"“'e surface modified 22” Linch ISOGARD GL or ISOGARD 'chok TWIN | Tapered ISOGARD GL or Tapered | 15.0. Twin Pack | SBS-SA ggf:’:a') SBS-AA -187.5
ISOGARD CG; Min. 0.5-inch
ISOGARD HD
Additional layers of base
- . . ) ) insulation or min. 0.5-inch (Optional)
R-35. E’i‘t'ztr:‘egngra”“'e surface modified CM(;" 1-inch ISOGARD GL or ISOGARD in TWin | rapered ISOGARD GL or Tapered | 1.5.0. Twin Pack SBS-SA SBS-TA or Z?,SP_T&” 2025
ISOGARD CG; Min. 0.5-inch APP-TA
ISOGARD HD
Additional layers of base
insulation or min. 0.5-inch (Optional) SBS-AA
Existing granule surface modified Min. 1-inch ISOGARD GL or ISOGARD | 1.S.0. Twin Tapered ISOGARD GL or Tapered ) SBS-AA, !
R36. | bitumen cG Pack ISOGARD CG; Min. 0.25-inch Dens | >0 TWin Pack SBS-SA SBS-TAor iﬁ;’;” 825
Deck Prime or SECUROCK APP-TA
Gypsum Fiber Roof Board
(Optional)
SBS-AA,
o . . Twin JetY Twin JetY SBS-AA, ’
R-37. Existing asphalt BUR Min. 1.5-inch ISOGARD GL (RIBBON-2) Tapered ISOGARD GL (RIBBON-2) SBS-SA SBS-TA or SBS-TA or 112.5
APP-TA APP-TA
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
BASE INSULATION LAYER ToP INSULATION LAYER ROOF COVER (3.1.4)
SYSTEM SUBSTRATE (4.1.2,4.2.2) MDP
No. TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) BASE PLY PLy CAP PLY PSF
) ) . (Optional)
. . . Twin JetY (Optional) One or more layers Twin Jet Y SBS-TA or
R-38. Existing asphalt BUR Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-SA SBS-TA or APP-TA -210.0
APP-TA
. . . Twin JetY (Optional) One or more layers Twin Jet Y (Optional)
R-39. Existing asphalt BUR Min. 1.5-inch ISOGARD GL (RIBBON-2) base insulation (RIBBON-2) SBS-SA SBS-AA SBS-AA 247.5

BACKTO TOP

LINK TO TOP OF ATTACHMENT REQUIREMENTS

©ONEMO. All rights reserved.




