MIAMI-DADE MIAMI-DADE COUNTY

COUNTY PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474

BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590  F (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Tremco CPG Inc. (OH)

3735 Green Road

Beachwood, OH 44122

Scopk:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform
in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. RER reserves the right
to revoke this acceptance if it is determined by Miami-Dade County Product Control Section that this product
or material fails to meet the requirements of the applicable building code.

This product is approved as described herein and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Dryvit Metalite 8000 Aluminum Composite Wall Panel System

APPROVAL DOCUMENT: Drawing No. M8000-MD, titled “Dryvit Metalite 8000 System over 5/8”
Plywood and 18 ga. 6 Metal Studs @ 16 o.c.” sheets 1 through 13 of 13, dated 07/23/2026, prepared by
Tremco CPG Inc., signed and sealed by Scott Wolters, P.E., bearing the Miami-Dade County Product Control
approval stamp with the Notice of Acceptance number and approval date by the Miami-Dade County Product
Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: A permanent label with the manufacturer’s name or logo, Coppell, TX, model/series, and the
statement reading ‘Miami-Dade County Product Control Approved’ is to be located on each panel.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence page E-1, as well as approval document mentioned above.
The submitted documentation was reviewed by Carlos M. Utrera, P.E.

/é@ NOA No. 26-0603.03
Expiration Date: September 24, 2031
09/18/26 Approval Date: September 24, 2026
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Tremco CPG Inc. (OH)

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Drawing No. M8000-MD, titled “Dryvit Metalite 8000 System over 5/8” Plywood and
18 ga. 6” Metal Studs @ 16 o.c.” sheets 1 through 13 of 13, dated 07/23/2026,
prepared by Tremco CPG Inc., signed and sealed by Scott Wolters, P.E.

B. TESTS
1. Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Cyclic Wind Pressure Loading per FBC, TAS 203-94
3) Tensile Strength per ASTM E8
along with marked-up drawings and installation diagram of Tremco CPG, Inc.
Metalite 8000 MCM Aluminum Panel System, prepared by Intertek, Test Report No.
T1273.01-801-18 RO, dated 05/04/2026, signed and sealed by Tyler Westerling, P.E.

C. CALCULATIONS
1. Anchor verification calculations prepared by Wolters Engineering, Inc., dated
07/27/2026, signed and sealed by Scott Wolters, P.E.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS
1. Statement letters of code conformance to the 8" edition (2023) and 9™ edition (2026)
of the FBC, issued by Wolters Engineering, Inc, dated 07/27/2026, signed and sealed
by Scott Wolters, P.E.
2. Statement letter of no financial interest, issued by Wolters Engineering, Inc, dated
07/27/2026, signed and sealed by Scott Wolters, P.E.

e

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No. 26-0603.03

Expiration Date: September 24, 2031
Approval Date: September 24, 2026


https://26-0603.03

The following pages in this document were submitted by the
manufacturer (third party) to represent the product being
approved and establish the limits of use. The pages may

include technical drawings, schematics and installation
details.
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MATERIAL LIST

GENERAL NOTES

SEE GENERAL
2 NOTE #4 1. MINIMUM 6" X 18 GAUGE STEEL STUDS AT 16" 0.C. 1. THE SYSTEM HAS BEEN DESIGNED IN
\ § ACCORDANCE WITH THE LATEST EDITION OF THE
2. MINIMUM 6" X 18 GAUGE STEEL TRACK FLORIDA BUILDING CODE INCLUDING THE LATEST
S SUPPLEMENTS.
8 == 3. MINIMUM 5/8" PLYWOOD SHEATHING
__/ '
1 L~ 4. MINIMUM NO. 8-18 X 1 15/16" FLAT HEAD METAL SCREWS ATTACHING 2. THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
_/ T SHEATHING TO METAL STUDS AT 8" 0.C. ALONG EACH STUD LINE \WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
24" MAX. 3 O e : AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
(610 MM) 5. AIRWATER-RESISTIVE BARRIER TESTING.
4
6.  ALUMINUM FLASHING MATERIAL FIELD-INSTALLED AT PERIMETER OF 3. 'ICH)E Exg'_'“ggg J‘I\E"gazlﬁgcmgg sOTFE;EsCHaTE
ALITE 8000 SYSTEM AS REQUIRED BY PROJECT DOCUMENTS.
e METALI SYs EQul 0J SIZE ALL STUD FRAMING TO ENSURE
FE— 7. MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT CONFORMANCE WITH STUD DEFLECTION AND
i CHANNELS* AT HORIZONTAL PANEL JOINTS (24" 0.C. MAXIMUM). STRESS LIMITATIONS AS REQUIRED BY ALL
; GOVERNING CODES AND THIS DOCUMENT.
1 8. MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS**
23 1/2" MAX AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS. 4. ALL STUDS USED WITH THIS SYSTEM SHALL BE
. 7 U COMPLETELY SHEATHED AT THE INTERIOR FLANGE
(597 MM) 9. NO. 12-14 x 2" HWH DRILFLEX #3 POINT FASTENERS* INSTALLED, OR BRIDGED AT A MAXIMUM OF EVERY 32" OF STUD
o ONE AT TOP AND ONE AT BOTTOM OF HAT CHANNEL AND TWO AT LENGTH OR AS SPECIFIED BY THE STUD
EACH ZEE GIRT, 16" O.C. HORIZ. SPACING (SEE SHEETS 7 AND 8 MANUFACTURER.
‘ FOR MORE DETAILLS).
L 5. ALL STEEL STUDS SHALL BE MINIMUM 18 GAUGE
i 10. NO. 12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS*" INSTALLED AT WITH 1 1/4" MINIMUM FLANGE WIDTH AND HAVE A
_ FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, (SEE SHEETS 7 MINIMUM YIELD STRENGTH OF 33,000 PSI.
10 AND 8 FOR MORE DETAILS).
1 6. DETAILS ON SHEETS 7 AND 8 OF 13 ARE TYPICAL
23 1/2" MAX. AND SHOW INTENT TO PREVENT WATER
(597 MM) L G ** WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT INFILTRATION INTO AND BEHIND THIS SYSTEM.
I CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING ALTERNATE DETAILS AND SPECIFIC CONDITIONS
/ T~ DESIGNATION G185. NOT COVERED BY THE TYPICAL DETAILS ARE THE
5 RESPONSIBILITY OF THE LICENSED DESIGN
“ WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS PROFESSIONALS.
T MUST BE 16 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL
i (Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS, ZEE GIRTS,
AND METAL STUDS MUST BE #12-14 x 1" DEWALT BI-FLEX CONTRACTOR NOTES
2-POINT FASTENERS. -
9 L
24" MAX. O 1. ACM PANEL SYSTEM IS NOT A STRUCTURAL
(610 MM) CLADDING AND THEREFORE IS NOT CAPABLE OF
11. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY
8 T SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG. LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
\ 1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL). ACM PANEL ONTO THE MAIN STRUCTURE.
6 —— - 4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS
= 1 MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS: 2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
-ALPOLIC/FR PANELS SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
SECTION A-A -REYNOBOND FR PANELS LISTED IN ITEM 11. ALL OTHER MATERIALS, SUCH AS
- -ALUCOBOND PLUS PANELS THE SUBSTRATE, AIR'WATER-RESISTIVE BARRIER
A e -ALFREX FR PANELS SYSTEM, AND FASTENERS SHALL BE APPLIED
IN-FIELD.
DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO
24" MAXIMUM, LENGTH WILL VARY
METALITE ALUMINUM COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES
EXTRUSION SYSTEM BACK COLOR: RANDOM PRODUCT APPROVED
as complying with the Florida
18" MAX. s METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND Building dode
= (a57 mm) ] sl STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM NOA-No. 26-0603.03
= = < T T 3 1o PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO
1+ PANEL RETURN N 2 PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN Approval Date 09/24/2026
BEYOND T PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES —
4MM ACM PANEL o (CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE). By
gﬁmgﬁg ;r(_mN:Jx Miami-Dade Product Control
e SPaea N STIFFENER SPACING: 18" 0.C. UNLESS OTHERWISE NOTED.
MIN. 16 GA. GALV. STEEL ZEE .
l I ' Wi R, ’DESIGN PRESSURE : + 120PSF
GIRT FABRICATION DETAIL W W ‘s,
I | ' ‘\\ O“T O/ / /,I
TALITE ALUMINUM RS PREL  gax, I : : P SCOTT WOLTERS & BAL s p ,9&',, ", TREMCO Tremco CPG Inc.
EXTRUSION SYSTEM 610 MM 2 FL PE# 62354 > K . T : 3735 Green Road
BEYOND ( ) | | | 11" : . % 6 2 3 5 4 . :‘ Construction Products Group Beachwood, Ohio 44122
MM AGM PANEL I | | J [=-—x WOLTERS ENGINEERING * Lt DWG. NO.: M8000-MD
| ! | A1k COA# 2719 . “h E
( 27194) 2 * .
15211 97TH ROAD N P ¢ | | SHEETNO: ISSUE REV DATE:
l | MIN. 16 GA. GALV. STEEL HAT WEST PALM BEACH, FL 3341"2 D STA ok 10F 13 DATE: 7/23/2026 8/12/2026
- VARIES - CHANNEL FABRICATION DETAIL PH: (561) 225-1982 T - 0O A ;‘:E Qﬁ Q| & DRYVIT METALITE 8000 SYSTEM (2' MAX. HEIGHT PANELS) OVER
: NS VP 07 10gD o & {| 5/8" PLYWOOD AND 18 GA. 6" METAL STUDS @ 16" O.C.
MATERIAL #11: TYP. PANEL FABRICATION DETAILS EFRN G'- SORVWV. &
/,'1 Spareerests R \,\
Metalite® “ry NAL S (W
Detail: Dryvit Metalite 8000 System (2' Max Height Panels) over 5/8" Plywood and 18 Ga. 6" Metal Studs @ 16" o.c. T File Name:

v» Dryvit

Dryvit Technical Support: 800-556-7752

Drawn by: MAM

Checked by: YS Scale: NTS

Revision # 01

Revised by: MD Date: 8/12/2026

M8000-MD PANEL SYSTEM

www.fremcocpg.com

vp TREMCO

Construction Products Group
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48" MAX.
(1219 MM)

48" MAX.
(1219 MM)

SEE GENERAL
2 NOTE #4
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MATERIAL LIST

1. MINIMUM 6" X 18 GAUGE STEEL STUDS AT 16" O.C.
2. MINIMUM 6" X 18 GAUGE STEEL TRACK
3. MINIMUM 5/8" PLYWOOD SHEATHING

4.  MINIMUM NO. 8-18 X 1 15/16" FLAT HEAD METAL SCREWS ATTACHING
SHEATHING TO METAL STUDS AT 8" 0.C. ALONG EACH STUD LINE.

5. AIR/WATER-RESISTIVE BARRIER

6. ALUMINUM FLASHING MATERIAL FIELD-INSTALLED AT PERIMETER OF
METALITE 8000 SYSTEM AS REQUIRED BY PROJECT DOCUMENTS.

7.  MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT
CHANNELS* INSTALLED HORIZONTALLY AT 16" 0.C. MAXIMUM.

8. MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS**
AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS.

9.  #12-14 x 2" HWH DRILFLEX #3 POINT FASTENERS™ INSTALLED ONE
AT TOP AND ONE AT BOTTOM OF HAT CHANNEL AND TWO AT EACH
ZEE GIRT, 16" 0.C. HORIZ. SPACING (SEE SHEETS 7 AND 8 FOR
MORE DETAILS).

10. #12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS* INSTALLED AT
FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, 8" 0.C. HORIZ.
SPACING, 16" O.C. VERT. SPACING (SEE SHEETS 7 AND 8 FOR
MORE DETAILS).

** WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT
CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING
DESIGNATION G185.

** WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS
MUST BE 14 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL
(Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS, ZEE GIRTS,
AND METAL STUDS MUST BE #12-14 x 1" DEWALT BI-FLEX
#2 POINT FASTENERS.

11. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN

GENERAL NOTES

1. THE SYSTEM HAS BEEN DESIGNED IN
ACCORDANCE WITH THE LATEST EDITION OF THE
FLORIDA BUILDING CODE INCLUDING THE LATEST
SUPPLEMENTS.

2. THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
TESTING.

3. THE ENGINEER AND/OR ARCHITECT OF RECORD
FOR EACH PROJECT USING THIS SYSTEM SHALL
SIZE ALL STUD FRAMING TO ENSURE
CONFORMANCE WITH STUD DEFLECTION AND
STRESS LIMITATIONS AS REQUIRED BY ALL
GOVERNING CODES AND THIS DOCUMENT.

4. ALL STUDS USED WITH THIS SYSTEM SHALL BE
COMPLETELY SHEATHED AT THE INTERIOR FLANGE
OR BRIDGED AT A MAXIMUM OF EVERY 32" OF STUD
LENGTH OR AS SPECIFIED BY THE STUD
MANUFACTURER.

5. ALL STEEL STUDS SHALL BE MINIMUM 18 GAUGE
WITH 1 1/4" MINIMUM FLANGE WIDTH AND HAVE A
MINIMUM YIELD STRENGTH OF 33,000 PSI.

6. DETAILS ON SHEETS 7 AND 8 OF 13 ARE TYPICAL
AND SHOW INTENT TO PREVENT WATER
INFILTRATION INTO AND BEHIND THIS SYSTEM.
ALTERNATE DETAILS AND SPECIFIC CONDITIONS
NOT COVERED BY THE TYPICAL DETAILS ARE THE
RESPONSIBILITY OF THE LICENSED DESIGN
PROFESSIONALS.

CONTRACTOR NOTES

1. ACM PANEL SYSTEM IS NOT A STRUCTURAL
CLADDING AND THEREFORE IS NOT CAPABLE OF
SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY

8 LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
A ( SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG. ACM PANEL ONTO THE MAIN STRUCTURE.
8 L 1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL). .
= 1 4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS 2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
METALITE ALUMINUM MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS: SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
1" PANEL RETURN EXTRUSION SYSTEM SECTION A-A -ALPOLIC/FR PANELS LISTED IN ITEM 11. ALL OTHER MATERIALS, SUCH AS
BEYOND -REYNOBOND FR PANELS THE SUBSTRATE, AIR'WATER-RESISTIVE BARRIER
. -ALUCOBOND PLUS PANELS SYSTEM, AND FASTENERS SHALL BE APPLIED
12" MAX. -ALFREX FR PANELS IN-FIELD.
METALITE ALUMINUM "1 (305 MM) T
ol Sraomey 12 — = ! DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO
o 4MM ACM PANEL 48" MAXIMUM, LENGTH WILL VARY
P COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES PRODUCT APPROVED
A | | | | | BACK COLOR: RANDOM as _co_mplzmg with the Florida
s Building Code
: : } : : N METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND NOA-No. 26-0603.03
o STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM
| | | | . 2 PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO Approval Date_09/24/2026
| | | | | F N PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN B
o PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES y
N | | | | | i (CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE). Miami-Dade Product Control
" | | | l
METALITE ALUMINUM TIANEL 48" MAX. | | | ! : STIFFENER SPACING: 12" .C. UNLESS OTHERWISE NOTED.
EXTRUSION SYSTEM BEYOND (1218 MM) | | | [ | MIN. 14 GA. GALV. STEEL ZEE \\\\H (1R Y] “’i.', ‘ DESIGN PRESSURE - + 80PSF
| | | | GIRT FABRICATION DETAIL Nt WOy, - =
4MM ACM PANEL | MO Ly fk) v,
EY . 7 ra
| | | | ! . SCOTTWOLTERS & <% = | [ TREMCO Tremco CPG Inc.
| | | I 7|L- %" — FL PE# 62354 R . = . 3735 Green Road
| | | | [ ﬁ 3]1 ; = s 4 . ‘: Construction Products Group Beachwood, Ohio 44122
| | | | | Ik s WOLTERS ENGINEERIRGK : " ‘:* I DWG. NO.: M8000-MD
] ! ' ! ! ! 1 (COAH# 27194) = ‘ot :
. 15211 97TH ROAD N =9 Ik SHEET NO: SSUE REV DATE:
| | MIN. 14 GA. GALV. STEEL HAT WEST PALM BEACH. FL. 33#3>. . STATE OF . P 2 OF 13 DATE: 7/23/2026 8/12/2026
VARIES ' CHANNEL FABRICATION DETAIL . E N © SN 7 HIRE . <" | | DRYVIT METALITE 8000 SYSTEM (4 MAX. HEIGHT PANELS) OVER
: PH: (561) 225-1982 . L =8
: ““ /<\(<\ e OoRr\ ."(\ \\ 5/8" PLYWOOD AND 18 GA. 6" METAL STUDS @ 16" O.C.
MATERIAL #11: TYP. PANEL FABRICATION DETAILS % S(’\ STTR N
%t SION AL SN
77 N v

Metalite®

v» Dryvit

Dryvit Technical Support: 800-556-7752

Detail: Dryvit Metalite 8000 System (4' Max Height Panels) over 5/8" Plywood and 18 Ga. 6" Metal Studs @ 16" o.c.

File Name:

Drawn by: MAM

Checked by: YS

Scale: NTS

Revision# 01

Revised by: MD

Date: 8/12/2026

M8000-MD PANEL SYSTEM

vp TREMCO

Construction Products Group'

www.tremcocpg.com
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SEE GENERAL
NOTE #4

MATERIAL LIST

1. 2"X6" SOUTHERN YELLOW PINE (SG=0.5 MIN) NO. 2 WOOD STUDS AT
16" 0.C.

GENERAL NOTES

1. THE SYSTEM HAS BEEN DESIGNED IN
ACCORDANCE WITH THE LATEST EDITION OF THE
FLORIDA BUILDING CODE INCLUDING THE LATEST

,__——TF -:t‘\ 2. MINIMUM 5/8" PLYWOOD SHEATHING SUPPLEMENTS.
1 3. MINIMUM NO. 10 X 2 1/2" FLAT HEAD WOOD SCREWS ATTACHING
1 — \ - 2. THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
ey /Jlr SHEATHING TO WOOD STUDS AT 8" 0.C. ALONG EACH STUD LINE. WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
" MAX. 2 | AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
(610 MM) i 4. AIR/WATER-RESISTIVE BARRIER TESTING.
i
3 : 5. ALUMINUM FLASHING MATERIAL FIELD-INSTALLED AT PERIMETER OF
| METALITE 8000 SYSTEM AS REQUIRED BY PROJECT DOCUMENTS. 3. THE ENGINEER AND/OR ARCHITECT OF RECORD
| FOR EACH PROJECT USING THIS SYSTEM SHALL
j 5 Ksi " SIZE ALL STUD FRAMING TO ENSURE
' 6. MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT
N CHANNELS* AT HORIZONTAL PANEL JOINTS (24" 0.C. MAXIMUM). CONFORMANCE WITH STUD DEFLECTION AND
e STRESS LIMITATIONS AS REQUIRED BY ALL
7. MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS* GOVERNING CODES AND THIS DOCUMENT.
AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS.
| | 4. ALL STUDS USED WITH THIS SYSTEM SHALL BE
235192 ,\m‘x 6 | 8. 1/4"x3"S.S. SDS WOOD SCREWS INSTALLED TO 2" MIN. COMPLETELY SHEATHED AT THE INTERIOR FLANGE
( ) | EMBEDMENT WITHIN WOOD STUDS, ONE AT TOP AND ONE AT OR BRIDGED AT A MAXIMUM OF EVERY 32" OF STUD
BOTTOM OF HAT CHANNEL AND ONE AT EACH ZEE GIRT, 16" O.C. LENGTH OR AS SPECIFIED BY THE STUD
HORIZ. SPACING (SEE SHEETS 9 AND 10 FOR MORE DETAILS). MANUFACTURER.
b 9. NO. 12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS* INSTALLED AT 5. ALL WOOD STUDS SHALL BE MINIMUM 2"X6"
1 FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, 16" 0.C. HORIZ. SOUTHERN YELLOW PINE (SG=0.5 MIN) NO. 2 OR
9 _/ SPACING (SEE SHEETS 9 AND 10 FOR MORE DETAILS). BETTER.
6. DETAILS ON SHEETS 9 AND 10 OF 13 ARE TYPICAL
23 1/2" MAX. ** WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT AND SHOW INTENT TO PREVENT WATER
(597 MM) L CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING INFILTRATION INTO AND BEHIND THIS SYSTEM.
DESIGNATION G185. ALTERNATE DETAILS AND SPECIFIC CONDITIONS
/ NOT COVERED BY THE TYPICAL DETAILS ARE THE
4 ** WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS RESPONSIBILITY OF THE LICENSED DESIGN
) MUST BE 16 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL PROFESSIONALS.
L (Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS AND ZEE
L GIRTS MUST BE #12-14 x 1" DEWALT BI-FLEX #2 POINT
FASTENERS. CONTRACTOR NOTES
I -
24" MAX. 8 i 10. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN 1.  ACM PANEL SYSTEM IS NOT A STRUCTURAL
(610 MM) SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG. CLADDING AND THEREFORE IS NOT CAPABLE OF
1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL). SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY
7 4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
—\ MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS: ACM PANEL ONTO THE MAIN STRUCTURE.
5 N -ALPOLIC/FR PANELS
r!: -REYNOBOND FR PANELS 2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
-ALUCOBOND PLUS PANELS SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
SECTION A-A -ALFREX FR PANELS LISTED IN ITEM 10. ALL OTHER MATERIALS, SUCH AS
THE SUBSTRATE, AIR/WATER-RESISTIVE BARRIER
A @ DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO SYSTEM, AND FASTENERS SHALL BE APPLIED
: 24" MAXIMUM, LENGTH WILL VARY IN-FIELD.
COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES
BACK COLOR: RANDOM
METALITE ALUMINUM
EXTRUSION SYSTEM METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND PRODUCT APPROVED
STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM as _00_mpl¥ln9 with the Florida
18" MAX. 214 PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO Building Code
@57 MMy ] —% PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN NOA-No. 26-0603.03
v < > T 3 N PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES
1+ PANEL RETURN J . 2 (CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE). Approval Date 09/24/2026
BEYOND F r
4MM ACM PANEL o STIFFENER SPACING: 18" 0.C. UNLESS OTHERWISE NOTED. By
I\sﬂﬁ'l’:;lél"\l;g ;www Miami-Dade Product Conftrol
0.C. SPACING) ) 47—
A MIN. 16 GA. GALV. STEEL ZEE \mnu,,, ’ -3
; : : GIRT FABRICATION DETAIL DESIGN PRESSURE : + 120PSF
N
e | | | -
METALITE ALUMINUM ReTORN . 24" MAX. | | 3 — SCOTT WOLTERS 3 vp TREMCO Tremco CPG Inc.
EXTRUSION SYSTEM BEYOND (610 MM) | | | ’t; 4 FL PE# 62354 3 . ] Construction Products Group g e:;ihv:::; %%aig 44122
r g -
4MM ACM PANEL | | | —— WOLTERS ENGINEERING * : c DWG. NO.: M8000-MD
| | | | A1k (COA# 27194) = = _
: 15211 97TH ROAD N =9 S| SHEETNO: SSUE REV DATE:
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MATERIAL LIST

GENERAL NOTES

SEE GENERAL
NOTE #4 1. 2"X6" SOUTHERN YELLOW PINE (SG=0.5 MIN) NO. 2 WOOD STUDS AT 1. THE SYSTEM HAS BEEN DESIGNED IN
16" 0.C. ACCORDANCE WITH THE LATEST EDITION OF THE
. FLORIDA BUILDING CODE INCLUDING THE LATEST
2. MINIMUM 5/8" PLYWOOD SHEATHING SUPPLEMENTS.
3. MINIMUM NO. 10 X 2 1/2" FLAT HEAD WOOD SCREWS ATTACHING 5 THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
SHEATHING TO WOOD STUDS AT 8" 0.C. ALONG EACH STUD LINE. WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
4 AIRMATER.RESISTIVE BARRIER AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
48" MAX TESTING.
Ror S (UMM FLASHING UATERAL IELDNSTALED MTPERICTER OF 5 TE ENGINEER ANDIOR ARCHITECT OF RECORD
FOR EACH PROJECT USING THIS SYSTEM SHALL
_4F ki " SIZE ALL STUD FRAMING TO ENSURE
6. MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT
CHANNELS* INSTALLED HORIZONTALLY AT 16" O.C. MAXIMUM. CONFORMANCE WITH STUD DEFLECTION AND
STRESS LIMITATIONS AS REQUIRED BY ALL
7. MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS* GOVERNING CODES AND THIS DOCUMENT.
AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS.
4, ALL STUDS USED WITH THIS SYSTEM SHALL BE
8. 1/4"x3"S.S.SDS WOOD SCREWS INSTALLED TO 2" MIN. COMPLETELY SHEATHED AT THE INTERIOR FLANGE
EMBEDMENT WITHIN WOOD STUDS, ONE AT TOP AND ONE AT OR BRIDGED AT A MAXIMUM OF EVERY 32" OF STUD
BOTTOM OF HAT CHANNEL AND ONE AT EACH ZEE GIRT, 16" O.C. LENGTH OR AS SPECIFIED BY THE STUD
HORIZ. SPACING (SEE SHEETS 9 AND 10 FOR MORE DETAILS). MANUFACTURER.
9. NO. 12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS** INSTALLED AT 5. ALL WOOD STUDS SHALL BE MINIMUM 2"X6"
FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, 8" 0.C. HORIZ. SOUTHERN YELLOW PINE (S§G=0.5 MIN) NO. 2 OR
SPACING, 16" 0.C. VERT. SPACING (SEE SHEETS 9 AND 10 FOR BETTER.
MORE DETAILS).
6. DETAILS ON SHEETS 9 AND 10 OF 13 ARE TYPICAL
AND SHOW INTENT TO PREVENT WATER
“ WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT INFILTRATION INTO AND BEHIND THIS SYSTEM.
48" MAX. CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING ALTERNATE DETAILS AND SPECIFIC CONDITIONS
(1219 MM) DESIGNATION G185. NOT COVERED BY THE TYPICAL DETAILS ARE THE
RESPONSIBILITY OF THE LICENSED DESIGN
** WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS PROFESSIONALS.
MUST BE 14 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL
(Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS AND ZEE
GIRTS MUST BE #12-14 x 1" DEWALT BI-FLEX #2 POINT CONTRACTOR NOTES
FASTENERS. -
1. ACM PANEL SYSTEM IS NOT A STRUCTURAL
10. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN CLADDING AND THEREFORE IS NOT CAPABLE OF
SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG. SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY
1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL). LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
A < 4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS ACM PANEL ONTO THE MAIN STRUCTURE.
MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS:
-ALPOLIC/FR PANELS 2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
-REYNOBOND FR PANELS SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
. il e SECTION A-A -ALUCOBOND PLUS PANELS LISTED IN ITEM 10. ALL OTHER MATERIALS, SUCH AS
L RETURN -ALFREX FR PANELS THE SUBSTRATE, AIR/WATER-RESISTIVE BARRIER
SYSTEM, AND FASTENERS SHALL BE APPLIED
12" MAX. DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO IN-FIELD. :
METALITE ALUMINUM T (305 MM) T 48" MAXIMUM, LENGTH WILL VARY
o SPAGIGy 12 L —L L L . COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES
" 4MM ACM PANEL BACK COLOR: RANDOM
PRODUCT APPROVED
| | | | | METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND as complying with the Florida
| | | | | FH1 ke STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM NOA. N9
| | | | | < PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO OA-No. 26-0603.03
Ao PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN
| | | | N K PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES Approval Date_09/24/2026
| | | | | T * (CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE). By
{ | | | | | ; STIFFENER SPACING: 12" 0.C. UNLESS OTHERWISE NOTED. Miami-Dade Product Control
\ " PANEL l | | | |
METALITE ALUMINUM RETURN 48" MAX. | | | | |
EXTRUSION SYSTEM sevonn (1219 MM) | | | | | MIN. 14 GA. GALV. STEEL ZEE UL ’DESIGN PRESSURE - + 80PSF
GIRT FABRICATION DETAIL WAV WOy, -
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- - 2
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24" MAX.
(610 MM)

23 1/2" MAX.
(597 MM)

23 1/2" MAX.
(597 MM)

24" MAX.
(610 MM)

METALITE ALUMINUM
EXTRUSION SYSTEM

S 1" PANEL

RETURN 24" MAX.
BEYOND (610 MM)

4MM ACM PANEL

METALITE ALUMINUM
STIFFENER (MAX. 18"
0.C. SPACING)

A €—rd

METALITE ALUMINUM
EXTRUSION SYSTEM

18" MAX.

=57 Mm) ]

pu |

1" PANEL RETURN

BEYOND J
4MM ACM PANEL

VARIES —!

MATERIAL #8: TYP. PANEL FABRICATION DETAILS
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SECTION A-A
F1
g
o
2
ur \I‘
o

MIN. 16 GA. GALV. STEEL ZEE
GIRT FABRICATION DETAIL

o
+1 ke T

MIN. 16 GA. GALV. STEEL HAT
CHANNEL FABRICATION DETAIL

MATERIAL LIST

1.  CONCRETE MASONRY UNIT WALL, CONCRETE WALL, CONCRETE
BLOCK WALL

2.  AIR'WATER-RESISTIVE BARRIER

3. ALUMINUM FLASHING MATERIAL FIELD-INSTALLED AT PERIMETER OF
METALITE 8000 SYSTEM AS REQUIRED BY PROJECT DOCUMENTS.

4.  MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT
CHANNELS** AT HORIZONTAL PANEL JOINTS (24" O.C. MAX, ).

5. MINIMUM 16 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS*
AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS.

6. 1/4"x 2 1/4" AGGRE-GATOR CONCRETE SCREW 300 SERIES S.S, 2"
MINIMUM EMBEDMENT AND 2" MINIMUM EDGE DISTANCE, ONE AT
TOP AND ONE AT BOTTOM OF HAT CHANNEL AND ONE AT EACH ZEE
GIRT, 16" 0.C. HORIZ. SPACING (SEE SHEETS 11 AND 12 FOR MORE
DETAILS).

7. NO. 12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS™ INSTALLED AT
FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, (SEE SHEETS 11
AND 12 FOR MORE DETAILS).

** WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT
CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING
DESIGNATION G185.

** WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS
MUST BE 16 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL
(Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS AND ZEE
GIRTS MUST BE #12-14 x 1" DEWALT BI-FLEX #2 POINT
FASTENERS.

8. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN
SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG.
1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL).

4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS
MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS:
-ALPOLIC/FR PANELS

-REYNOBOND FR PANELS

-ALUCOBOND PLUS PANELS

-ALFREX FR PANELS

DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO
24" MAXIMUM, LENGTH WILL VARY

COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES
BACK COLOR: RANDOM

METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND
STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM
PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO
PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN
PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES
(CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE).

STIFFENER SPACING: 18" O.C. UNLESS OTHERWISE NOTED.

ROLIIEITY

GENERAL NOTES

1. THE SYSTEM HAS BEEN DESIGNED IN
ACCORDANCE WITH THE LATEST EDITION OF THE
FLORIDA BUILDING CODE INCLUDING THE LATEST
SUPPLEMENTS.

2. THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
TESTING.

3. THE ENGINEER AND/OR ARCHITECT OF RECORD
FOR EACH PROJECT USING THIS SYSTEM SHALL
DESIGN THE CMU, CONCRETE, OR CONCRETE
BLOCK WALL TO ENSURE CONFORMANCE WITH ALL
GOVERNING CODES AND THIS DOCUMENT.

4. DETAILS ON SHEETS 11 AND 12 OF 13 ARE TYPICAL
AND SHOW INTENT TO PREVENT WATER
INFILTRATION INTO AND BEHIND THIS SYSTEM.
ALTERNATE DETAILS AND SPECIFIC CONDITIONS
NOT COVERED BY THE TYPICAL DETAILS ARE THE
RESPONSIBILITY OF THE LICENSED DESIGN
PROFESSIONALS.

CONTRACTOR NOTES

1. ACMPANEL SYSTEM IS NOT A STRUCTURAL
CLADDING AND THEREFORE IS NOT CAPABLE OF
SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY
LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
ACM PANEL ONTO THE MAIN STRUCTURE.

2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
LISTED IN ITEM 8. ALL OTHER MATERIALS, SUCH AS
THE SUBSTRATE, AIR'WATER-RESISTIVE BARRIER
SYSTEM, AND FASTENERS SHALL BE APPLIED

IN-FIELD.
PRODUCT APPROVED
as _co_mplging with the Florida
Building Code
NOA-No. 26-0603.03
Approval Date 09/24/2026
By

Miami-Dade Product Control
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48" MAX.
(1219 MM)
48" MAX.
(1219 MM)
METALITE ALUMINUM
4% PANEL RETURN EXTRUSION SYSTEM
BEYOND
12" MAX.
METALITE ALUMINUM (305 MM) T~
STIFFENER (MAX. 12" = o T —]
0.C. SPACING) . 4MM ACM PANEL
| | | | |
| | | | |
| | | | |
| | | |
| l | | |
{ | | l | |
> | | | | |
METALITE ALUMINUM :QE%'&L 48" MAX. | | | | :
EXTRUSION SYSTEM BEYOND (1219 MM)
| | l f |
4MM ACM PANEL | | | I |
| | | | |
| | | | |
| | | | |
| | | | |
1 | | | | |
I
VARIES !

MATERIAL #8: TYP. PANEL FABRICATION DETAILS
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SECTION A-A
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MIN. 14 GA. GALV. STEEL ZEE
GIRT FABRICATION DETAIL

%
I
+1 T

MIN. 14 GA. GALV. STEEL HAT
CHANNEL FABRICATION DETAIL

MATERIAL LIST

1. CONCRETE MASONRY UNIT WALL, CONCRETE WALL, CONCRETE
BLOCK WALL

2. AIRWATER-RESISTIVE BARRIER

3. ALUMINUM FLASHING MATERIAL FIELD-INSTALLED AT PERIMETER OF
METALITE 8000 SYSTEM AS REQUIRED BY PROJECT DOCUMENTS.

4.  MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP HAT
CHANNELS** AT HORIZONTAL PANEL JOINTS (48" 0.C. MAX, ).

5.  MINIMUM 14 GAUGE GALV. STEEL (Fut=45 ksi MIN) 1" DEEP ZEE GIRTS**
AT BOTTOM AND TOP PANEL SYSTEM TERMINATIONS.

6. 1/4"x 2 1/4" AGGRE-GATOR CONCRETE SCREW 300 SERIES S.§, 2"
MINIMUM EMBEDMENT AND 2" MINIMUM EDGE DISTANCE, ONE AT
TOP AND ONE AT BOTTOM OF HAT CHANNEL AND ONE AT EACH ZEE
GIRT, 16" O.C. HORIZ. SPACING (SEE SHEETS 11 AND 12 FOR MORE
DETAILS).

7. NO. 12-14 x 1" HWH DRILFLEX #3 POINT FASTENERS** INSTALLED AT
FRONT FACE OF HAT CHANNELS AND ZEE GIRTS, 8" 0.C. HORIZ.
SPACING, 16" O.C. VERTICAL SPACING (SEE SHEETS 11 AND 12 FOR
MORE DETAILS).

** WITHIN 3000 FT OF COASTLINE, GALVANIZING FOR HAT
CHANNELS AND ZEE GIRTS MUST MEET ASTM A653, COATING
DESIGNATION G185.

** WITHIN 300 FT OF COASTLINE, HAT CHANNELS AND ZEE GIRTS
MUST BE 14 GA (MIN) ASTM A240 TYPE 316 STAINLESS STEEL
(Fut=65 ksi MIN). FASTENERS TO HAT CHANNELS AND ZEE
GIRTS MUST BE #12-14 x 1" DEWALT BI-FLEX #2 POINT
FASTENERS.

8. METALITE® 8000: DRAINED/BACK-VENTILATED RAIN SCREEN
SYSTEM AS DESIGNED AND MANUFACTURED BY TREMCO CPG.
1-1/2" SYSTEM DEPTH WITH 1/2" JOINTS (NOMINAL).

4 MM FR CORE ALUMINUM COMPOSITE MATERIAL SHEETS AS
MANUFACTURED BY ANY OF THE FOLLOWING SUPPLIERS:
-ALPOLIC/FR PANELS

-REYNOBOND FR PANELS

-ALUCOBOND PLUS PANELS

-ALFREX FR PANELS

DIMENSIONS: PANEL HEIGHT (SHORT DIMENSION) FABRICATED TO
48" MAXIMUM, LENGTH WILL VARY

COLOR: TO BE SELECTED FROM LIST OF STANDARD FINISHES
BACK COLOR: RANDOM

METALITE® 8000 SYSTEM ALUMINUM EXTRUSIONS AND
STIFFENERS (SEE SHEET 13 FOR DETAILS): ATTACHED TO ACM
PANELS THROUGH APPLICATION OF VHB TAPE AND TREMCO
PROGLAZE SSG, NO. 8-18 SET SCREWS USED TO FASTEN
PERIMETER EXTRUSIONS WHILE SILICONE SEALANT CURES
(CONCEALED FASTENERS WHEN INSTALLATION IS COMPLETE).

STIFFENER SPACING: 12" 0.C. UNLESS OTHERWISE NOTED.

GENERAL NOTES

1. THE SYSTEM HAS BEEN DESIGNED IN
ACCORDANCE WITH THE LATEST EDITION OF THE
FLORIDA BUILDING CODE INCLUDING THE LATEST
SUPPLEMENTS.

2. THIS SYSTEM HAS BEEN TESTED IN ACCORDANCE
WITH MIAMI DADE COUNTY PROTOCOLS TAS 202
AND TAS 203; UNIFORM AND CYCLIC STRUCTURAL
TESTING.

3. THE ENGINEER AND/OR ARCHITECT OF RECORD
FOR EACH PROJECT USING THIS SYSTEM SHALL
DESIGN THE CMU, CONCRETE, OR CONCRETE
BLOCK WALL TO ENSURE CONFORMANCE WITH ALL
GOVERNING CODES AND THIS DOCUMENT.

4. DETAILS ON SHEETS 11 AND 12 OF 13 ARE TYPICAL
AND SHOW INTENT TO PREVENT WATER
INFILTRATION INTO AND BEHIND THIS SYSTEM.
ALTERNATE DETAILS AND SPECIFIC CONDITIONS
NOT COVERED BY THE TYPICAL DETAILS ARE THE
RESPONSIBILITY OF THE LICENSED DESIGN
PROFESSIONALS.

CONTRACTOR NOTES

1. ACM PANEL SYSTEM IS NOT A STRUCTURAL
CLADDING AND THEREFORE IS NOT CAPABLE OF
SUPPORTING ANY TYPE OF LIGHT FIXTURE. ANY
LIGHT FIXTURE MUST BE ATTACHED THROUGH THE
ACM PANEL ONTO THE MAIN STRUCTURE.

2. THE DRYVIT METALITE 8000 ACM PANEL SYSTEM
SHALL BE FABRICATED OFFSITE UTILIZING MATERIALS
LISTED IN ITEM 8. ALL OTHER MATERIALS, SUCH AS
THE SUBSTRATE, AIR/WATER-RESISTIVE BARRIER
SYSTEM, AND FASTENERS SHALL BE APPLIED
IN-FIELD.

PRODUCT APPROVED
as _co_mplging with the Florida
Building Code

NOA-No. 26-0603.03
Approval Date 09/24/2026

By
Miami-Dade Product Confrol
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HORIZONTAL JOINT

TREMCO AIR/WATER-RESISTIVE
BARRIER COATING
(SEE NOTE 3)

INSULATION
(OPTIONAL)

#12-14 DEWALT DRIL-FLEX
OR BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #9 ON SHEETS 1 OR 2)

ACM SPLINE

12
(13 MM)

¥ #12-14 FASTENERS, SEE CHART BELOW FOR SPACING
(SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)

~— 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL HAT CHANNELS
(SEE MATERIAL LIST #7 ON SHEETS 1 OR 2)

(4) FASTENERS ARE REQUIRED
AT EACH STUD* FOR 24" PANELS
WITH WINDLOADS > 97 psf OR
48" PANELS WITH WINDLOADS > 49 psf.

#12 DEWALT DRIL-FLEX OR

18 GA. METAL STUD ————————

(BY OTHERS)

~

5/8" PLYWOOD
(BY OTHERS)

BI-FLEX FASTENERS, (2) @ 16" O.C.
(SEE MATERIAL LIST #8 ON

4

SHEETS 1 OR 2) [

(25 MM)
* (4) FASTENERS ARE 21 Y N L

REQUIRED FOR 18 Ga. v
STUDS ONLY. (2) FAST'S 1172
PER STUD ARE OK FOR (38 MM)
16 Ga. OR THICKER STUDS |

- INSULATION
(OPTIONAL)

FOR ALL PRESSURES.

16 GA. (24" PANELS) OR 14 GA. (48" PANELS) —
x 1" DEEP HORIZONTAL HAT CHANNELS
(SEE MATERIAL LIST #7 ON SHEETS 1 OR 2)

BARRIER COATING
(SEE NOTE 3)

P
(13 MMy
L TREMCO
AIR/WATER-RESISTIVE ACM SPLINE

#12 DEWALT DRIL-FLEX OR
BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #9 ON SHEETS 1 OR 2)

48" PANELS: #12 DEWALT DRIL-FLEX OR
BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #10 ON SHEET 2)

212"
= (635 Mm) — 1

qn

112"
(38 MM)

(25 MM)
w I
|-
5/8" PLYWOOD —/{

(BY OTHERS)

|

|

|

18 GA. METAL STUD I
(BY OTHERS) |
|

|

|

|

112"
(13 MM)

78"
(22 MM) |

DYMONIC 100

R |

TREMCO AIR/WATER-RESISTIVE
BARRIER COATING
(SEE NOTE 3)

||~ INSULATION

(OPTIONAL)

16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL ZEE GIRT
(SEE MATERIAL LIST #8 ON SHEETS 1 OR 2)

H— #12-14 DEWALT DRIL-FLEX

OR BI-FLEX FASTENERS @16" O.C.
(SEE MATERIAL LIST #9 ON SHEETS 1 OR 2)

#12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
O.C. (24" PANELS) OR 8" O.C. (48" PANELS)
(SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)

ACM SPLINE
58" e

(16MM)_\{ =
; : *

1
(13 MM)

FORMED METAL FLASHINGS

\ TREMCO SILICONE SEALANT

te——— CURTAIN WALL SYSTEM

(BY OTHERS)

%

WINDOW HEAD

V'

) = il

7116"

A I

(12 MM) |
DYMONIC 100 — |

5/8" PLYWOOD —— 1~
(BY OTHERS) |

CURTAIN WALL SYSTEM
(BY OTHERS)

TREMCO SILICONE SEALANT
/ FORMED METAL FLASHINGS

™ acmspLIE

X #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
O.C. (24" PANELS) OR 8" O.C. (48" PANELS)
(SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)

\ 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL ZEE GIRT
(SEE MATERIAL LIST #8 ON SHEETS 1 OR 2)

#12-14 DEWALT DRIL-FLEX
OR BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #3 ON SHEETS 1 OR 2)

INSULATION

18 GA. METAL STUD ———

(BY OTHERS)

(OPTIONAL)

TREMCO AIR/WATER-RESISTIVE

BARRIER COATING (SEE NOTE 3)

|
I
I
I
|

______________7;/_7‘
[

v

TREMCO ROOFING
MEMBRANE LAPPED
OVER PARAPET BLOCKING

TREMCO FLASHING
MEMBRANE, ADHERE MIN. 3"
ONTO FACE OF SHEATHING

PREBUCK PARAPET
BLOCKING SYSTEM

11

(

1w
(13 MM)

DYMONIC 100

(22 MM)

5/8" PLYWOOD
(BY OTHERS)

18 GA. METAL STUD
(BY OTHERS)

:[' (13 MM)

716" _/f A

12 MM) : N
I
i

78"

N\

V\

" 11/2"
(25 MM) (38 MM) 7

21/2"
N (38 MM) 7

PARAPET TERMINATION

212"
{— (635MM) ~ ]
" 1120
(38 MM)

(BY OTHERS)

(BY OTHERS)

12"

18 GA. METAL STUD ——'4

v
|
|
5/8" PLYWOOD :

(13 MM)

718"

DYMONIC

5/8"
(16 MM

(22 MM) [
r—

100\':

)

112

. !

BASE TERMINATION

\“‘l!i”“ii

»

FORMED METAL COPING

=" acwm spLne

#12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
O.C. (24" PANELS) OR 8" O.C. (48" PANELS)
(SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)

x 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL ZEE GIRT
(SEE MATERIAL LIST #8 ON SHEETS 1 OR 2).

#12-14 DEWALT DRIL-FLEX
OR BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #9 ON SHEETS 1 OR 2)

™ msuLaTion

(OPTIONAL)

|~~~ TREMCO AIRWATER-RESISTIVE BARRIER COATING
(SEE NOTE 3)

PRODUCT APPROVED
as _co_mplging with the Florida
Building Code

NOA-No. 26-0603.03
Approval Date 09/24/2026

By
Miami-Dade Product Control

TREMCO AIR/WATER-RESISTIVE
BARRIER COATING
(SEE NOTE 3)

INSULATION
(OPTIONAL)

L 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL ZEE GIRT
(SEE MATERIAL LIST #8 ON SHEETS 1 OR 2)

7— #12-14 DEWALT DRIL-FLEX
OR BI-FLEX FASTENERS @16" O.C.
(SEE MATERIAL LIST #9 ON SHEETS 1 OR 2)

#12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"

O.C. (24" PANELS) OR 8" O.C. (48" PANELS)
(SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)

|_— AcmspPLINE
—I/_ (13 MM) FORMED METAL
> = ~<-—  FLASHING
~——— TREMCO

WATERPROOFING
MEMBRANE

" : I A\ é
VERTICAL PANELJONTS o - ST ’\j\_/ CLrgie,
(25 MM) (38 MM) L o d ¥e
VERTICAL JOINT |- SCOTT WOLTERS S EEARZE ¥y TREMCO Tremco CPG Inc.
casu FL PE# 62354 s . L |V T IREVARS 5735 Green Road
NOTES: WINDOW SILL s f e onstnicton Products Group Beachwood, Ohio 44122
1. FORALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 1 OR 2. INTERMEDIA TE FASTENER SPACING WOLTERS ENGINEERIN@ * : " : : DWG. NO.: M8000-MD
2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING. FASTENER 24 PANELS | 48" PANELS (COA# 27194) z 5t ‘g s - TR
3.  APPROVED AIR/WATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE TYPE 76pst  120psf | 80psf 15211 97TH ROAD N 2% §TATE OF ~W3J 70F13 SETUE. 712312026 8/12/2026
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230. #12-14 x 1" DEWALT DRIL-FLEX 16" 10" 8" WEST PALM BEACH, FL. 33412.‘ O~ Ipno 9 3&6 . Q/:“ SvIT METALITE 3000 SYSTEA'A SVER o PLYWoos D 18
4. SEE FABRICATION DETAILS ON SHEETS 1 AND 2 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS. (TYPICAL LOCATIONS) PH: (561) 225-1982 AN Ui ¢ B | S0 SYSTEN
#12-14 x 1" DEWALT BHFLEX 16" 10" 8" o <<‘0, -2 OR\ X NN
(WITHIN 300 ft OF COASTLINE) 8N 9\\ W
£y ORNAN WD
7 A 3
Metalite® Uippgppnnt?
Detail: Dryvit Metalite 8000 System over 5/8" Plywood and 18 Ga. 6" Metal Studs @ 16" o.c. File Name:
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18 GA. METAL STUD ————=

= 0

= 0O

18 GA. METAL STUD
/ (BY OTHERS)

(BY OTHERS)
" DYMONIC 100 1
#12 DEWALT DRIL-FLEX OR (25 M) .
BI-FLEX FASTENERS @ 16" O.C. s el 5‘@%‘22&'&% oc
(SEE MATERIAL LIST #3 ON -
= SHEETS 1 OR 2) ~ ~ (SSEE%:E;A;) NOTE #8 ON A
5/8" PLYWOOD (BY 1 5/8" PLYWOOD
OTHERS) | — Dymonic (BY OTHERS)
100
N /
(25 MM) (25 MM)
21" I T = £ T N = e e e e e "
CETUNS 1';2" ____________________ ) == \ / s | ____] 1 f . (aii;llslM)
(38 MM) '— INSULATION L INSULATION (3181@M)
| (OPTIONAL) ‘ ; ¥ [ | (OPTIONAL) | J
TREMCO J ACM g x TREMCO —!
16 GA. (24" PANELS) OR 14 GA. (48" PANELS) —)  AIRWATER-RESISTIVE SPLINE ACMSPLINE  \\R/WATER-RESISTIVE L . .
x 1" DEEP HORIZONTAL HAT CHANNELS BARR:EEECSSIENS \__ TREMCO SILICONE L J BARRIER COATING ¥ ?Ség; H%I:IEIE)?J)T?‘\T :J\(TB @‘éﬁ?mpﬁ'“sﬂs’
(SEE MATERIAL LIST #7 ON SHEETS 1 OR 2) SEALANT CURTAIN WALL SYSTEM CURTAIN WALL SYSTEM o (SEENOTE 3) (SEE MATERIAL LIST #7 ON SHEETS 1 OR 2)
48" PANELS: #12 DEWALT DRIL-FLEX OR WINDOW FLASHING (BY OTHERS) (BY OTHERS) (13 M)
BI-FLEX FASTENERS @ 16" O.C. ; #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
(SEE MATERIAL LIST #10 ON SHEET 2) B TREMCO SILICONE SEALANT 0.C. (48" PANELS) OR 24" O.C. (24" PANELS)
24" PANELS: NO FASTENERS REQUIRED ¢ (SEE MATERIAL LIST #10 ON SHEETS 1 OR 2)
AT VERTICAL PANEL JOINTS WINDOW FLASHING
RIGHT JAMB TERMINATION
LEFT JAMB TERMINATION d ATIO
L2
7 (63.5MM) ]
1" 112"
(25 MM) (38 MM)
I \/\ T [
| | ~i I
| | \{\~\ INSULATION
| | ! (OPTIONAL) NOTES.
| onuEmL eT0 : rourme sms T STUCTIAL
| (BY OTHERS) [ WOOD BLOCKING SUPPORTING ANY TYPE OF ROOF DRAIN AND
| | ' (BY OTHERS) OVERFLOW OUTLET. ANY ROOF DRAIN AND
| | AN OVERFLOW OUTLET MUST BE ATTACHED THROUGH
i SEALANT AROUND THE ACM PANEL ONTO THE MAIN STRUCTURE.
l ! ! 7% NOZZLE RING
! f | AL (BY OTHERS)
= = PERFORATION IN THE PANEL
S/8 PLYWOOD (BY M TO BE FIELD GOORDIN/ATED
OTHERS) \
[ " h\ DYMONIC 100 PRODUCT APPROVED
(25 MM) OR SPECTREM 1 _\ as complying with the Florida
A O O O . O ROOF DRAIN AND g,
2 T =1 OVERFLOW OUTLET Building Code
(3SMM) 4 4 | TREMCO ' Iz (BY OTHERS) NOA-No. 26-0603.03
J (38 MM) E ARMIATER RESISTIVE : [ | SEALANT AROUND
ARRIER COATING
| %l e | : i SEALANT AR Approval Date 09/24/2026
TREMCO | | ! (BY OTHERS) By
. ) PROGLAZE SSG 5/8" PLYWOOD -
1 G:;ﬂzse';ﬁ'f_‘%gfzg':&zf&?zm’LEE"LSS) - VHB GLAZING : (BY OTHERS) ) WOOD BLOCKING Miami-Dade Product Control
(SEE MATERIAL LIST #7 ON SHEETS 1 OR 2) a8 e+ - wg  TAPE | : ! (BY OTHERS) G
| I : TREMCO AIRWATER-RESISTIVE R\ i Hiy, 7,
| | 1 BARRIER COATING 4‘\\ '(T W OL T ‘e
I w | : (SEENOTE) AN ST AN )
< ~ £
VERTICAL STIFFENER SCOTT WOLTERS < SBad 2 'A, TREMCO Tremco CPG Inc.
FL PE# 62354 - T ’ 3735 Green Road
NOTES: PENETRATION s R 2 l e Construction Products Group Beachwood, Ohio 44122
: - N C ¥ [=
1. FORALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 1 OR 2. WOLTERS ENGINEERINGZ * M * : = DWG. NO.: M8000-MD
2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING. (COA# 27194) = o R
3. APPROVED AIRWATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE 15211 97TH ROAD N Y STATE OF <4 = SBH'(E)EE '1“3 SSUE REV DATE:
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230. WEST PALM BEACH, FL. 334122 "% 51D 07 0% S E DATE: 7/23/2026 | 8/12/2026
4. SEE FABRICATION DETAILS ON SHEETS 1 AND 2 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS. PH: (561) 225-1982 T AL UL (e, | 0] DRYVIT METALITE 8000 SYSTEM OVER 5/8" PLYWOOD AND 18
(561) ‘,} &L 0RN o) Lt (.,)\ 4~ | GA 6" METAL STUDS @ 16" O.C.
70 RN WEN
2, STON AL €3 Y

Metalite®

ST
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(25 MM)

112"

2
+— wasmm)

@smm) T

2" MIN.
(51 MM)

33/8" MAX.
(86 MM)

== _‘__ __\\___

TREMCO AIR/WATER-RESISTIVE
L~ BARRIER COATING
(SEE NOTE 3)

INSULATION
(OPTIONAL)

1/4" x 3" SS SDS WOOD SCREWS @ 16" O.C.
(SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)

ACM SPLINE
e

\
I

(13 MM)

x #12-14 FASTENERS, SEE CHART BELOW FOR SPACING
(SEE MATERIAL LIST #9 ON SHEETS 3 OR 4)

16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL HAT CHANNELS
(SEE MATERIAL LIST #6 ON SHEETS 3 OR 4)

[T 5/8" PLYWOOD

(BY OTHERS)
2"X6" WOOD STUD

(BY OTHERS)

HORIZONTAL JOINT

1/4" x 3" SS SDS WOOD

SCREWS @ 16" O.C. ‘\ e

(SEE MATERIAL LIST #8 ON ™ 2" woop sTUD

SHEETS 3 OR 4) (BY OTHERS)

5/8" PLYWOOD
(BY OTHERS)
2 MIN.
(51 MM)
[}
.
" o.]
(25 MM) \
2 YT T =R
@®3s5mm) ] | I m— v v— N | R A
11/2"
J (38 MM) ﬁ
I \
12" - \‘
(13 MM) INSULATION
16 GA. (24" PANELS) OR 14 GA. (48" PANELS) —| | (OPTIONAL)

x 1" DEEP HORIZONTAL HAT CHANNELS

N SHEETS 3 OR 4,
(SEE MATERIAL LIST #6 O T ) BARRIER COATING

AIR'WATER-RESISTIVE

ACM SPLINE

(25 MM)

212"

1 @35Mm) — T

5/8" PLYWOOD
(BY OTHERS)

2"X6" WOOD STUD
(BY OTHERS)

L]

13/8"

2" MIN.
(51 MM)

L1\

(SEENOTE 3) 48" PANELS: #12 DEWALT DRILFLEX OR

BI-FLEX FASTENERS @ 16" O.C.

(SEE MATERIAL LIST #9 ON SHEET 4)

24" PANELS: NO FASTENERS REQUIRED AT
VERTICAL PANEL JOINTS

VERTICAL JOINT

NOTES:

1. FORALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 3 OR 4.

2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING.

3. APPROVED AIR/WATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230.

4. SEE FABRICATION DETAILS ON SHEETS 3 AND 4 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS.

11/2"
(38 MM)

TREMCO AIR/WATER-RESISTIVE
BARRIER COATING
(SEE NOTE 3)

[T~ INSULATION

(OPTIONAL)

16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL ZEE GIRT
(SEE MATERIAL LIST #7 ON SHEETS 3 OR 4)

1/4" x 3" SS SDS WOOD SCREW @ 16" O.C.
(SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)

TREMCO ROOFING
MEMBRANE LAPPED

PREBUCK PARAPET
BLOCKING SYSTEM

OVER PARAPET BLOCKING
TREMCO FLASHING FORMED METAL COPING
MEMBRANE, ADHERE MIN. 3"
ONTO FACE OF SHEATHING
& 172"
716" (13 MM)

(12MM)
DYMONIC 100
NN\

ACM SPLINE

\ #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"

O.C. (24" PANELS) OR 8" O.C. (48" PANELS)

(35 MM " (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)
ACM SPLINE
Il L . | 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
DYMONIC 100 ol 1! #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16 ! x 1" DEEP HORIZONTAL ZEE GIRT
I i O.C. (24" PANELS) OR 8" O.C. (48" PANELS) ! (SEE MATERIAL LIST #7 ON SHEETS 3 OR 4)
Ve — (SEE MATERIAL LIST #9 ON SHEETS 3 OR 4) I \
(16 MM) 1 ! 1/4" x 3" §S SDS WOOD SCREW @ 16" O.C.
L . (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)
Y :5' 1 (13 MM) 5/8" PLYWOOD L {
Lol (BY OTHERS) ~ | ™ INsULATION
r
9 S Wodp &1 OPTIONAL)
FORMED METAL FLASHINGS 2"xs"(\év$g$H SETF;JSD) \’,\ ( )
\ (Y OTHERS) ! |~~~ TREMCO AIRWATER-RESISTIVE BARRIER COATING
TREMCO SILICONE SEALANT | (SEE NOTE 3) .
1
L 1" 112"
CURTAIN WALL SYSTEM (25 MM) (38 M) T
I 242 PRODUCT APPROVED
T e MM) T gs complgin with the Florida
ilding Code
PARAPET TERMINATION ul
f NOA-No. 26-0603.03
WINDOW HEAD Approval Date 09/24/2026
21 T eTerer
— (3.5 MM) 1
” 172" By
(25 M) (38 MM) Miami-Dade Product Control
W ;
2'X6" WOOD STUD I g
|| |~ CURTAIN WALL SYSTEM (BY OTHERS) T gigg'éok é"glxv‘meR RESISTIVE
- (BY OTHERS) | (SEE NOTE 3)
7 I
|
TREMCO SILICONE SEALANT : INSULATION
5/8" PLYWOOD | (OPTIONAL)
CL‘ FORMED METAL FLASHINGS (BY QTHERS) :
| 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
O = ; I L~ 1" DEEP HORIZONTAL ZEE GIRT
/'/ (SEE MATERIAL LIST #7 ON SHEETS 3 OR 4)
716"
(12 MM) = : | — 1/4"x3" SS SDS WOOD SCREW @ 16" O.C.
NOSRNN N AchSPLINE NN N | (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)
\ ™\ #1214 DEWALT DRIL-FLEX OR BLFLEX @ 16" BLMEIN 51 M) ! #1214 DEWALT DRILFLEX OR BITLEX @ 16
0O.C. (24" PANELS) OR 8" O.C. (48" PANELS) i .C. .
137" 27MIN. : (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4) ! (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4)
(51 MM) .
' \ 16 GA. (24" PANELS) OR 14 GA. (48" PANELS) DQ”\O\'{J 1eo | |~ ACM SPLINE
| x 1" DEEP HORIZONTAL ZEE GIRT Yo | fi= 112"
| I\ easssapewoooseneia woc, [ —ronueovern
A | e "o, -
5/(2; 'g,mg,ssr; : (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4) ! TREMGO
! ! WATERPROOFING
I : MEMBRANE
2"X6" WOOD STUD : INSULATION !
(BY OTHERS) i (OPTIONAL)
|
! TREMCO AIR/WATER-RESISTIVE BASE TERMINATION
| BARRIER COATING (SEE NOTE 3)
| sitblingy
| (%) Ly
W . ‘’y
W 2
. W "'( W OL Tt
1172 & t'o Sreeey [A e
(25 MM) (38 MM) = \‘ T . \ ” > ’ —
S S — SCOTT WOLTERS =~ SEAL, ' TREMCO Tremco CPG Inc.
(635 M) FL PE# 62354 . D ',c tructon Product 3735 Green Road
WINDOW SILL s o4 onstriction Prodicts Group Beachwood, Ohio 44122
- y . o5
* ! LA .
NTERMEDIATE FASTENER SPACING zlé/gk#TgT;)ENGlNEERlNCE : % : = DWG. NO.: M8000-MD
FASTENER 24"PANELS | 48" PANELS 12211 97TH ROAD N o ! of FSREETNO: 1SSUE REV DATE.
TYPE 76psf 120 psf 80 psf - ‘. N o .
- - : 2 WEST PALM BEACH. FL 33412’53 . ST % oSty 9 OF 13 DATE: 7/23/2026 8/12/2026
#12-14 x 1" DEWALT DRIL-FLEX 10 8 , FL. ~ O ) RS " v
PH: (561) 225-1982 oA c Lo K | DRYVIT METALITE 8000 SYSTEM OVER 5/8" PLYWOOD AND 2'X6
{TYPICAL LOCATIONS) . ( ) = -, <<\ ., ( ORr\ O " \%' \'\ WOOD STUDS @ 16" O.C.
#12-14 x 1" DEWALT BIFLEX 10" 8" - So T o
(WITHIN 300 ft OF COASTLINE) /,l /(\‘ ALAL E W

Metalite®

LA NS ad

AT

Detail: Dryvit Metalite 8000 System over 5/8" Plywood and 2"x6" Wood Studs @ 16" o.c.
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C O
M M — 2'X6" WOOD STUD
(BY OTHERS)
2'%6" WOOD STUD :
(BY OTHERS) e -
1/4" x 3" S8 SDS WOOD SCREWS @ 16" O.C. . i (19 MM)
(SEE MATERIAL LIST #6 ON SHEETS 3 OR 8§ N g r:w) DYMONIC 100 \
1/4" x 3" SS SDS WOOD SCREWS @ 16" O.C.
g g g (SEE MATERIAL LIST #8 ON SHEETS 3 OR 4) %
2'MIN. 2 MIN.
(51 MM) (51 MM)
5/8" PLYWOOD (BY | 1 5/8" PLYWOOD
OTHERS) j | — DYMoNIC J L] (BY OTHERS)
. 100
N B 7/
. i M
(25 MM) _} (25 MM)
212" i ey e ——— . .1 [ Fy O R o B | [ - - —— S B A ‘i’ 212"
©@sww oLl _ \ [ E - ] N N 10
(38 MM) L INSULATION m L INSULATION (38 MM)
| (OPTIONAL) l (OPTIONAL) |
» TREMCO —/ AcH . \\ TREMCO —]
16 GA. (24" PANELS) OR 14 GA. (48" PANELS) —  AIRWATER-RESISTIVE SPLINE ACM SPLINE AIRWATER-RESISTIVE L 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
x 1" DEEP HORIZONTAL HAT CHANNELS BARRIER COATING BARRIER COATING x 1" DEEP HORIZONTAL HAT CHANNELS
(SEE MATERIAL LIST #6 ON SHEETS 3 OR 4) (SEENOTE 3) IR VSOSILICONE | URTAIN WALL SYSTEM CURTAIN WALL SYSTEM . (SEE NOTE 3) (SEE MATERIAL LIST #6 ON SHEETS 3 OR 4)
48" PANELS: #12 DEWALT DRIL-FLEX OR (BY OTHERS) (BY OTHERS) (13 MM)
BI-FLEX FASTENERS @ 16" O.C. #12-14 DEWALT DRIL-FLEX OR BHFLEX @ 16"
(SEE MATERIAL LIST #9 ON SHEET 4) , m..WINDOW FLASHING TREMCO SILICONE SEALANT 0.C. (48" PANELS) OR 24" 0.C. (24" PAN&S)
24 PANELS:A r:_c:/ EQ?I:T?&'ET%'&?@ (13 ) WINDOW FLASHING (SEE MATERIAL LIST #9 ON SHEETS 3 OR 4)
LEFT JAMB TERMINATION RIGHT JAMB TERMINATION
2172
1= 35MM) — ]
" 112
(25 MM) (38 MM)
T
= I
T INSULATION
: (OPTIONAL) -
2'X6" WOOD STUD !
(BY OTHERS) WOOD BLOCKING
I (BY OTHERS)
- NOTES:
I 7 SEALANT AROUND 1. ACM PANEL SYSTEM IS NOT A STRUCTURAL
: %% NOZZLE RING MEMBER AND THEREFORE IS NOT CAPABLE OF
| Y % (BY OTHERS) SUPPORTING ANY TYPE OF ROOF DRAIN AND
WAL 22 OVERFLOW OUTLET. ANY ROOF DRAIN AND
<~ s OVERFLOW OUTLET MUST BE ATTACHED THROUGH
DYMONIC 100 PERFORATION IN THE PANEL THE ACM PANEL ONTO THE MAIN STRUCTURE.
5/8" PLYWOOD (BY OR SPECTREM 1 TO BE FIELD COORDIN/ATED
OTHERS) \
e
b\ DYMONIC 100
| el onspecTREn 1\ RO0F DRAIN AND PRODUCT APPROVED
217" i T N OVERFLOW OUTLET gs _?3_""’3'“ with the Florida
(asMM) | 1rEMCO T o 7y, (BY OTHERS) uilding
(38 MM) ~|r ARMWATER-RESISTIVE I / 2 NOA-No. 26-0603.03
| @ BARRIER COATING i 2 SEALANT AROUND
(SEE NOTE 3) ,--;, ----- ?B?(Zé'{_ﬁggg Approval Date 09/24/2026
TREMCO NA-— 2 _—
PROGLAZE SSG > - %
16 GA. (24" PANELS) OR 14 GA. (48" PANELS) — VHB GLAZING SQ:YPng}?; h WOOD BLOCKING 2 By
(ssé r1v| ADTEE?TAT?.TSE%E;IJ gﬁ; Ig—éA;lgEIf) - Sk by TAPE : (BY OTHERS) 2 Miami-Dade Product Control
| Wittt 5,
TREMCO AIR/WATER-RESISTIVE 3\ . 4
I BARRIER COATING ‘\\\ < WO/ 7 Q" 7.
I (SEE NOTE 3) ;\ 0 --;""/a/f l
VERTICAL STIFFENER SCOTT WOLTERS ;“‘ gEA %, '1_ T TREMCO Tremco CPG Inc.
~ I 3735 Green Road
NoTES: PENETRATION FL PE# 62354 = . 0 2 5 4 . N '% Construction Products Group Beachwr:sg, o(::o 44122
1. FORALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 3 OR 4. WOLTERS ENGINEERlNG x ‘ * , ' DWG. NO.: M8000-MD
2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING. (COA# 27194) = - M !0 sEETG
3. APPROVED AIR/WATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE 15211 97TH ROAD N 5% g1aTE OF 43 00F 13 O 1932026 | 81212626
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230. WEST PALM BEACH, FL. 33412:. o 0N % RN~ . . —
4. SEE FABRICATION DETAILS.ON SHEETS 3 AND 4 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS. PH: (561) 225-1982 - SE(P U/ @ & 4 | DRYVIT METALITE 8000 SYSTEM OVER &/8" PLYWOOD AND 2’X8
Oop \ ,> R WOOD STUDS @ 16" O.C.
, Teeaee v \
‘, S IONALE
Metalite® gt
File Name:

Detail: Dryvit Metalite 8000 System over 5/8" Plywood and 2"x6" Wood Studs @ 16" o.c.

Drawn by: MAM

Checked by: YS

Scale: NTS

v» Dryvit

Revision #: 01

Revised by: MD

Date: 8/12/2026

M8000-MD PANEL SYSTEM

vp TREMCO

Construction Products Group

Dryvit Technical Support: 800-556-7752

www.tremcocpg.com



Carlos Utrera
New Stamp


21"

1 @3smm) T
" 172"
(25 MM) (38 MM) MO0 RO NS PREBUCK PARAPET
L A . . $ T g OVER PARAPET BLOCKING BLOCKING SYSTEM
D) i TREMCO FLASHING FORMED METAL COPING
. R T v ! MEMBRANE, ADHERE MIN. 3" DYMONIC 100 _A_/_
(25 MM) (38 MM) AN vooe T { ONTO FACE OF SHEATHING
A e . | T ; TREMCO AIRMATER-RESISTIVE
; - TV | [ TREMCO ARMWATER-RESISTIVE L B )9 AU I BARRIER COATING £
v . - o : 4 BARRIER COATING < N « v T { (SEE NOTE 3) A e
e TR / (SEE NOTE 3) RAERS . e £ o
o q A . = vt CMU WALL ™ T msuLamiow I
L < 7T . | INSULATION .
. r i < (BY OTHERS) . I (OPTIONAL)
. . . < P (OPTIONAL) < <V b I >
- . < V | - . . | 16 GA. (24" PANELS) OR 14 GA. (48" PANELS) %
e Zn . ! 16" DIA. GONGRETE SGREW < v /{/ x 1" DEEP HORIZONTAL ZEE GIRT N
3 N N B " DIA. “ A SEE MATERIAL LIST #5 ON SHEETS 5 OR 6
v v )l v e 7_ (SEE MATERIAL LIST #6 ON SHEETS 5 OR 6) v v . - | ¢ ) N ACM SPLINE
< | N . . I 1/4" DIA. CONCRETE SCREW #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
< N ¥ | al v 2 MIN. (SEE MATERIAL LIST #6 ON SHEETS 5 OR 6) O.C. (24" PANELS) OR 8" O.C. (48" PANELS)
- T . s J | |_— AcMSPLINE A v (51 MM) (SEE MATERIAL LIST #7 ON SHEETS 5 OR 6)
v . v . < YT ACM SPLINE
) ¥ v : % S ’ | - #1214 DEWALT DRIL-FLEX OR BH-FLEX @ 16" \ 1 Dren HORZORTAL ZEE GIRT o)
. . " ' o
f " v N M " oc. (24" PANELS) OR 8" O.C. (48" PANELS) (SEE MATERIAL LIST #5 ON SHEETS 5 OR 6)
(13 MM) <3 N o (SEE MATERIAL LIST #7 ON SHEETS 5 OR 6)
#12-14 FASTENERS, SEE CHART BELOW FOR SPACING . T (sTMM) (16 MM) . . 1/4" DIA. CONCRETE SCREW
(SEE MATERIAL LIST #7 ON SHEETS 5 OR 6) o . J et 112 T . . ! (SEE MATERIAL LIST #6 ON SHEETS 5 OR 6)
. 7T * I (13 MM) . N . v
IO | . ’ AN -
™~ 16 GA. (24" PANELS) OR 14 GA. (48" PANELS) T s o ohUwWAL o N (OPTIONALY
x1" DEEP HORIZONTAL HAT CHANNELS PR METAL FLASHINGS . " @YoTHERS) g \:\\
(SEE MATERIAL LIST #4 ON SHEETS 5 OR 6) \ ( ) e Y AR ! |~~~ TREMCO AIR/WATER-RESISTIVE BARRIER COATING
TREMCO SILICONE SEALANT S . . | (SEE NOTE 3)
CMU WALL v \/ s |
(BY OTHERS) — - Iy
G | ——— CURTAIN WALL SYSTEM @5 MM) (38 M) T
] 212" PRODUCT APPROVED
(38 MM) as _co_mplxin with the Florida
\f PARAPET TERMINATION Building
NOA-No. 26-0603.03
WINDOW HEAD i Approval Date 09/24/2026
f— (35MM) 7
B VRS < 7 3 " 172" By
. Tl ' R P s 25 M) (38 MM) Miami-Dade Product Control
a s < @ 4 <
4 s < 4 £
. a < . e o a V\ ’ w R | |
R 4 <
., L . L S C ' TREMCO AIRWATER-RESISTIVE
PR N “ GURTAIN WAL YSTEM T e : e NG
o . P o “eae L, L. ( ) T v i (SEE NOTE 3)
RTINS . S g RN !
< |7 ‘ CMUWALL —=ge =, = . TREMCO SILICONE SEALANT < I ' ! INSULATION
eo . L |T.| evomERs an ], C . o 5'\;;’&'&% . ' : (OPTIONAL)
4 49 . -
4 A DYMONIC 100 FORMED METAL FLASHINGS . v :
L . . “ a . T A ., , | _— 16 GA. (24" PANELS) OR 14 GA. (48" PANELS)
S ) ISR . . ) d T | x 1" DEEP HORIZONTAL ZEE GIRT
. Pl % |aa < < . (SEE MATERIAL LIST #5 ON SHEETS 5 OR 6).
e . A s IS 1 . v . i
B s Lo . « . I v “Ier _/i— . e ev 7 | | _— 14" DIA. CONCRETE SCREW
- L o . . AR . ZMN 2w | (3 M) T > i (SEE MATERIAL LIST #6 ON SHEETS 5 OR 6)
N B 3 5 e . oe - : - |
. ‘ . G T4 - A B - 2'MIN. | N AcM SPLINE g EtmM) I < / #12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"
L. P " : A s s (51 ) |\ #1214 DEWALT DRILFLEX OR BIFLEX @ 16" < TN N v ; O.C. 24" PANELS OR 8" O.C. (48" PANELS)
. L - . . T e N ooy I 0.6, (24" PANELS) OR 8" O.C, (48" PANELS) — _ | (MATERIAL LIST #7 ON SHEETS 5 OR 6)
M - : (SEE MATERIAL LIST #7 ON SHEETS 5 OR 6) P v I
o < ' _ _ — ! N . DYMONIC 100 . | | — Ao spUne
. bbb AL L L e N L INE e <, v v . . 16 GA. (24" PANELS) OR 14 GA. (48" PANELS) T EICHES |
v [ . < I x 1" DEEP HORIZONTAL ZEE GIRT AR s L I 112"
B i ==t —————————— - s AR I (SEE MATERIAL LIST #5 ON SHEETS 5 OR §) (F1M (16 MM), r P 3mm) FORMED METAL
J (38 MM) L INSULATION . < DR ! N . = =" FLASHING
| (OPTIONAL) N w7 ’ E I 1/4" DIA. CONCRETE SCREW i
i 2 B v <7 | (SEE MATERIAL LIST #6 ON SHEETS 5 OR 6) i TREMCO
(13 Mm) * 1/4" DIA. CONCRETE SCREW . S < A ! i wg;ggmgo””e
16 GA. (24" PANELS) OR 14 GA. (48" PANELS) — (SEE MATERIAL LIST #6 ON I S N [ i
x 1" DEEP HORIZONTAL HAT CHANNELS '— TREMCO SHEETS 5 OR 6) T, $g¥£§§"‘ N . I gs#'l'g;ﬁ'; i
(SEE MATERIAL LIST #4 ON SHEETS 5 OR 6) AIRWATER-RESISTIVE ACM SPLINE & ) <= !
BARRIER COATING v | v < R I
(SEE NOTE 3) 48" PANELS: #12 DEWALT DRIL-FLEX OR M LY . H M : TREMCO AIR/WATER-RESISTIVE BASE TERMINATION
BI-FLEX FASTENERS @ 16" O.C. I R | BARRIER COATING (SEE NOTE 3)
(SEE MATERIAL LIST #7 ON SHEET 6) . .. T w - I \,Ji-“l”;l
24" PANELS: NO FASTENERS REQUIRED AT W 7
VERTICAL PANEL JOINTS - . & O <7 W _OL Tole,
(25 MM) (38 MM) ,: et s : ”
VERTICAL JOINT R S — SCOTT WOLTERS < OSE . ", TREMCO Tremco CPG Inc.
WINDOW SILL ’ FL PE# 62354 e . < : 3735 Green Road
- S & NGO 6235 A Constrcflon Products Group Beachwood, Ohio 44122
NOTES: 3 Tk T '
. . pou
1. FOR ALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 5 OR 6. INTERMEDIATE FASTENER SPACING WOLTERS ENGINEER“‘TG* : % - DWG. NO.: M8000-MD
2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING. FASTENER 24"PANELS | 48" PANELS (COA# 27194) ot T E—sEEG .
3. APPROVED AIRWATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE TYPE 76psf 120psf | 80 psf 15211 97TH ROAD N 2% 87 aTE OF W3F| f1oF13 O 19312026 | 8/12/2026
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230. #12-14 x 1" DEWALT DRIL-FLEX 16" 10" 8’ WEST PALM BEACH, FL. 33 %D N9 9 _' 5 -
4. SEE FABRICATION DETAILS ON SHEETS 5 AND 6 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS. (TYPICAL LOCATIONS) PH: (561) 225-1982 U/ @Hﬁ . ¢ DRYVIT METALITE 8000 SYSTEM OVER CMU
#12-14 x 1" DEWALT BI-FLEX 16" 10" g : ,O R\ \~
daee -
(WITHIN 300 ft OF COASTLINE) = ‘2, ™ g’? IONAL AN o K
Metalite T
Detail: Dryvit Metalite 8000 System over CMU File Name: P
£
Drawn by: MAM Checked by: YS Scale: NTS ' REM o
\J 4 D"YVlt M8000-MD PANEL SYSTEM | C
Construction Products Group

Revision # 00

Revised by: -

Date: 8/12/2026

Dryvit Technical Support: 800-556-7752

www.tremcocpg.com



Carlos Utrera
New Stamp


AN < v I
< v <
o, . A ¥ @
T v y N i
< v v 4 v
y
. I T
v k < v v
- v M I A .
v <« 79 N | - v < N
4 9 v < v
< CMUWALL "~ | v v
(BY OTHERS) v R N
v o< < Vo v M
- v < : = v <
v ’ < voe v v N v
< % N - ¥ 2'MIN. M
R | < Emm TS
] 4
% v o = v < hl M
v M <
S <l
L L N EE v . h
N R Yo sum B . 41— pymonic
B v Y (51MM) v q 100
v 9 v <
M v < K <
- i
(25 MM)
(63.5 MM) 1 bt ] - \
(38 MM) L INSULATION Q
| (OPTIONAL) j
: /
1/4" DIA. CONCRETE SCREW —/ /
(SEE MATERIAL LIST #6 ON ACM
SHEETS 5 OR 6) SPLINE
TREMCO SILICONE

16 GA. (24" PANELS) OR —
14 GA. (48" PANELS) x1" DEEP
HORIZONTAL HAT CHANNELS
(SEE MATERIAL LIST #4 ON
SHEETS 5 OR 6)

TREMCO AIR/WATER-RESISTIVE
BARRIER COATING (SEE NOTE 3)

48" PANELS: #12 DEWALT DRIL-FLEX OR
BI-FLEX FASTENERS @ 16" O.C.
(SEE MATERIAL LIST #7 ON SHEET 4)

24" PANELS: NO FASTENERS REQUIRED
AT VERTICAL PANEL JOINTS

SEALANT

WINDOW FLASHING

12"
(13 MM)

LEFT JAMB TERMINATION

L CURTAIN WALL SYSTEM
(BY OTHERS)

o v . T R <
v v e B
v < v <
v = v 9
M e i o < Yy
v < P— <
“ v D
e g A < v
A v N v
M N v <
v < v - <
.3 T~ —comuwalL s
< o v F 5| 7 (®YOTHERS) v
v, < N R <« v °
DYMONIC100—1 |+  |° v d00T N
. v s < N @
2'MIN. 9| J N
v
- i (511m) N R <>
g v s, v LT
v @ v
vk
fay M N @ v
- < M v < \_ <
v < VV
= 2" MIN. v < v
v EIMM) < e T &
N N N < v <
"
(25 MM)
e e i 212"
. (63.5 MM)
B 11/2"
L INSULATION (38 MM)
(OPTIONAL) .|
1/4" DIA. CONCRETE SCREW
(SEE MATERIAL LIST #6 ON
SHEETS 5 OR 6) TREMCO — L— 16 GA. (24" PANELS) OR
112" AIRWATER-RESISTIVE 14 GA. (48" PANELS) x1" DEEP
ACM SPLINE
CURTAIN WALL SYSTEM J (13 MM) BARRIER COATING HORIZONTAL HAT CHANNELS
(BY OTHERS) (SEE NOTE 3) (SEE MATERIAL LIST #4 ON
SHEETS 5 OR 6)
#12-14 DEWALT DRIL-FLEX OR BI-FLEX @ 16"

TREMCO SILICONE SEALANT
WINDOW FLASHING

< v
N : §
v
v < N M
< < v 7
s v k] .
5 v . v
S < N v
N N v 3
< v <
v <« v
<
v
< v | v A
< < <
« V9 v <
< v < N
uv‘
v v
< N < 3
< v < <
v < v
v < < v
< v
<

O.C. (48" PANELS) OR 24" O.C. (24" PANELS)
(SEE MATERIAL LIST #7 ON SHEETS 5 OR 6)

RIGHT JAMB TERMINATION

[T~ INSULATION
(OPTIONAL)

WOOD BLOCKING
(BY OTHERS)

NOTES:
ACM PANEL SYSTEM IS NOT A STRUCTURAL

21/2"
(63.5 MM) 7
o 112"
25 MM) (38 MM)
A (
v YA I
v « . ¥ v ~! |
< N < N v g T
<, < T
v < M < |
< @ v |
3 ¥ CMU WALL < A |
. \(BY OTHERS), A
v - R I
<, = v < <~
< «¥ e
A N v |
AN - v < |
v A N |
: D vl M [ 2727
DYMONIC 100 /
OR SPECTREM 1

SEALANT AROUND
NOZZLE RING
(BY OTHERS)

PERFORATION IN THE PANEL
TO BE FIELD COORDIN/ATED

1.

MEMBER AND THEREFORE IS NOT CAPABLE OF
SUPPORTING ANY TYPE OF ROOF DRAIN AND
OVERFLOW OUTLET. ANY ROOF DRAIN AND

THE ACM PANEL ONTO THE MAIN STRUCTURE.

OVERFLOW OUTLET MUST BE ATTACHED THROUGH

. B L) L s
NN T AND DYMONIC 100
[ (s ) OR SPECTREM 1 ROOF DRAN AND PRODUCT APPROVED
212" N OVERFLOW OUTLET as _co_mplzln with the Florida
©sMM) | 1REMCO < v, . v v [ 7777 7, (BY OTHERS) Building Code
(38 MM) [ AIRWATER-RESISTIVE . N v R . | 47 Z NOA-No. 26-0603.03
| & BARRIER COATING v P N ! 2 NoerE Fme
. (SEE NOTE 3) e w7 S vv j; ————— 1 (BY OTHERS) Approval Date 09/24/2026
PROGLAZE SSG . “ A ! %
* G;\ %ﬁzéne'éﬁﬁ%g?z%ﬁ;if :A? aC"HF/':I\\I'\:\JEELES) - VHB GLAZING col T T e, Y ) WOOD BLOCKING B¥
(SEE MATERIAL LIST #4 ON SHEETS 5 OR 6) 3 e g TAPE A AN . | (BY OTHERS) Miami-Dade Product Control
oW v N ] TREMCO AIR/WATER-RESISTIVE
v < g @ | BARRIER COATING
L e % v “f <, : (SEE NOTE 3)
VERTICAL STIFFENER SCOTT WOLTERS " TREMCO Tremco CPG Inc.
FL PE# 62354 9 , ’ 3735 Green Road
PENETRATION ~ [ CGonstruction Products Group Beachwood, Ohio 44122
NOTES: - Y
1. FORALL FASTENER DETAILS, REFER TO MATERIAL NOTES ON SHEETS 5 OR 6. WOLTERS ENGINEERINGE * : * ' = DWG. NO.: M8000-MD
2. SEAL PENETRATIONS THROUGH FLASHING WHERE ATTACHED TO FRAMING. (COA# 27194) - K i E SFEETNG: REVDATE.
3. APPROVED AIR/WATER-RESISTIVE BARRIERS ACCEPTABLE FOR INSTALLATION BEHIND METALITE 15211 97TH ROAD N - o ’.. STATE OF SdylT 12 OF 13 IDS,E'II'JEE 7/23/2026 8/1 2/2026
8000 INCLUDE: EXOAIR 110AT, EXOAIR 130, EXOAIR 210AT, AND EXOAIR 230. WEST PALM BEACH, FL. 33412 = O O P 7 N R R VT METALTE 3000 SYSTE“'A SvER o
4. SEE FABRICATION DETAILS ON SHEETS 5 AND 6 FOR HAT CHANNEL AND ZEE GIRT DIMENSIONS. PH: (561) 225-1982 NS g] é . (9% N '
< \ . * CA~ >
3 0\ TN S
”f,'S/(‘;NA\ ?\A‘\‘-"
Metalite® Maapppnt
. Detail: Dryvit Metalite 8000 System over CMU File Name: =
Drawn by: M Checked by: YS Scale: NTS TREMCO
vy D"YVlt reun by MAM eckesty e M8000-MD PANEL sYSTEM | W I
’ Revision # 00 Revised by: - Date: 8/12/2026 Construction Products Group
Dryvit Technical Support: 800-556-7752 T —r—



Carlos Utrera
New Stamp


—] ’—~ 0.44"

1.94"
— 0.08"

SR8: STARTER EXTRUSION

1.92"

ST8: STIFFENER EXTRUSION

- 1.28"

3.02"
‘? ~—0.08"
MR8: MALE EXTRUSION
121" =
1.7¢"
—0.08"

FL8 MOD: MODIFIED FEMALE

«‘ 1.22"

1.66"
0.08"

FL8: FEMALE EXTRUSION

0.56"

1.82"
—— 0.08"

CL8: CLOSURE EXTRUSION

EXTRUSION
PRODUCT APPROVED
as complxing with the Florida
Building Code
NOA-No. 26-0603.03
Approval Date 09/24/2026
By
Miami-Dade Product Control
SCOTT WOLTERS ) TREMCO Tremco CPG Inc.
FL PE# 62354 ',c‘mwmh Producte Grou 3735 Green Road
= : - P Beachwood, Ohio 44122
WOLTERS ENGINEERING * ! " | E DWG. NO.: M8000-MD
(COA# 27194) - Jar
o St SHEETNO: ISSUE REV DATE:
15211 97TH ROAD N - " T
<D ATE . 21 130F 13 DATE: 8/12/2026 -
. L. 33412 "~ . ¢ 9 9 . <
NOTES: gﬁsg;AgzmsaéggH. FL.33 . Di.g ¥ Zﬁ£$ . %Q/ L~ | DRYVIT METALITE 8000 SYSTEM ALUMINUM EXTRUSIONS
1. ALL PANEL PERIMETER AND STIFFENER EXTRUSIONS ARE MADE OF 6063-T6 ALUMINUM ALLOY. 1 (561) - ’.,, K\& OR\ . (.’)\ \,3
FRRNN- BT v )
t SIONAL S
Metalite® feppynt
File Name:

v» Dryvit

Dryvit Technical Support: 800-556-7752

petail: Dryvit Metalite 8000 System over 5/8" Plywood and 18 Ga. 6" Metal Studs @ 16" o.c.

Drawn by: MD

Checked by: YS

Scale: NTS

Revision # 00

Revised by: -

Date: 8/12/2026

M8000-MD PANEL SYSTEM

vp TREMCO

Construction Products Group

www.tremcocpg.com



Carlos Utrera
New Stamp




