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‘SUBJECT: Elevate UltraPly TPO Roof Systems |

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules
and regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC
17065 via NEmo|cert. NEmo Evaluations has evaluated the products described herein for compliance with
the Code sections noted herein.

CODE: 2024, 2021, 2018, 2015 International TDI Third-Party Evaluation Report acceptance
Building Code
2026 Florida Building Code, 9t Edition
2025 California Building Code

FBC JURISDICTION: Non-HVHZ and HVHZ

CATEGORY: FBC: Roofing Nemo:  Single Ply

SuB-CATEGORY: FBC: Single Ply Roof Systems

CSI DIVISION: 07 00 00 Thermal and Moisture Protection
07 54 00 Thermoplastic Membrane Roofing
07 54 23 Thermoplastic Polyolefin Roofing

METHOD: Method 1, Option C — Codified Material, Evaluation by Evaluation Entity

COMPLIANCE Elevate UltraPly TPO Roof Systems, as produced by Amrize Building Envelope LLC (Elevate), have

STATEMENT: demonstrated compliance with the Code sections noted herein through testing in accordance with the
referenced Standards, rational analysis and an ongoing quality assurance program. Compliance is subject to
the Installation Requirements and Limitations of Use set forth herein.

QUALITY ASSURANCE: Evidence of current quality assurance shall be listing and/or labeling in accordance with the requirements of
NEmoO]| cert.

CONTINUED This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or

COMPLIANCE: the evaluated Code provisions change. NEmo Evaluations requires, at minimum, a complete review of this

BUILDING PERMIT
REQUIREMENTS:
ADVERTISEMENT:

CERTIFICATION OF
INDEPENDENCE:

NEMO CERT, LLC
www.nemocert.com

©ONEMO. All rights reserved.

NER with each 3-year Code Cycle.

As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.

“NemMo Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall
be displayed in its entirety.

v" NEMO CERT, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any
company manufacturing or distributing products it evaluates.

v" NEMO CERT, LLC is not owned, operated or controlled by any company manufacturing or distributing
products it evaluates.

v’ This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any
project on which this NER, or previous versions thereof, is/was used for permitting or design guidance.
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CoDE
2015 International Building Code

2018 International Building Code

2021 International Building Code

2024 International Building Code

2026 Florida Building Code, 9th Edition

2025 California Building Code

BACKTO TOP

CODES, PROPERTIES AND STANDARDS:

SECTION

1504.3.1
1504.6
1504.7
1505.1
1507.10.2
1507.11.2
1507.13.2

1504.3.1
1504.6
1504.7
1505.1
1507.10.2
1507.11.2
1507.13.2

1504.4.1
1504.7
1504.8
1505.1
1507.10.2
1507.11.2
1507.12.2

1504.4.1
1504.7
1505.1
1507.10.2
1507.11.2
1507.12.2

1504.3.1

1504.7

1505.1, 1516.1
1507.10.2, TAS 110
1507.11.2, TAS 110
1507.12.2, TAS 110
TAS 110

TAS 110

1523.6.2, TAS 110
1523.6.2, TAS 110
1523.6.2, TAS 110
1523.6.2, TAS 110

1504.4.1
1504.7
1505.1
1507.10.2
1507.11.2
1507.12.2

PROPERTY

Wind resistance

Physical properties
Impact resistance

Fire Classification
Material standard
Material standard
Material standard

Wind resistance
Physical properties
Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Wind resistance
Physical properties
Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Wind resistance

Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Wind resistance

Impact resistance

Fire Classification

Material standard
Material standard
Material standard

Static puncture resistance
Dynamic puncture resistance
Resistance to Foot Traffic
Wind resistance
Susceptibility Hail Damage
Susceptibility to Leakage

Wind resistance

Impact resistance
Fire Classification
Material standard
Material standard
Material standard
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STANDARD
FM 4474 or UL 1897
ASTM G155
FM 4470
UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

D6878

FM 4474 or UL 1897

ASTM G155

FM 4470

UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

D6878

FM 4474 or UL 1897

ASTM G155

FM 4470

UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

D6878

FM 4474 or UL 1897

FM 4470

UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

D6878

FM 4474 or UL 1897

FM 4470

UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

ASTM D6878

ASTM D5602

ASTM D5635

TAS 114, Section 8.9

TAS 114, Appendix C, D orJ
TAS 114, Appendix F

TAS 114, Appendix G

FM 4474 or UL 1897

FM 4470

UL 790

ASTM D2178, ASTM D4601

ASTM D6163, ASTM D6164, ASTM D6222

ASTM D6878

©ONEMO. All rights reserved.
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2. PRODUC
TABLE 1: EVALUATED ELEVATE COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
TypE Probuct MATERIAL STANDARD
NAME THICKNESS REFERENCE Type GRADE
Elevate UltraPly TPO 45, 60-mil ASTM D6878 N/A N/A
RoOF COVER OR CAP PLY Elevate UltraPly TPO Platinum 80-mil ASTM D6878 N/A N/A
(BAREBACK) Elevate UltraPly TPO SA 60-mil ASTM D6878 N/A N/A
Elevate UltraPly Platinum TPO SA 80-mil ASTM D6878 N/A N/A
Elevate UltraPly TPO XR 100 45-mil ASTM D6878 N/A N/A
?Fci:ci::ii)” CAPPLY | Eevate UltraPly TPO XR 115 60-mil ASTM D6878 N/A N/A
Elevate UltraPly TPO XR 135 80-mil ASTM D6878 N/A N/A
MB Base ASTM D4601 1 N/A
BASE SHEETS
SBS Base ASTM D6163 | S
Ply IV ASTM D2178 \% N/A
PLY SHEETS
Ply VI ASTM D2178 VI N/A
MB Base ASTM D4601 1 N/A
SBS PolyBase ASTM D6164 | S
SBS Poly Torch Base ASTM D6164 | S
SBS Smooth ASTM D6164 | S
SBS Premium Poly Base ASTM D6164 1 S
:::;:;ZS:SVAPOR BARRIER |oBs Base ASTM D6163 | s
SBS Premium Base ASTM D6163 | S
SBS Glass Torch Base ASTM D6163 | S
SBS Glass Torch Base 1.5 ASTM D6163 | S
APP 160 Cool ASTM D6222 | S
APP 170 Cool ASTM D6222 | S
TABLE 2: ACCESSORY COMPONENTS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TyYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
N/A FAST Dual Tank Adhesive N/A 22-0825.02
N/A Polyset Board Max N/A 22-0614.11
N/A Millennium Sprayable Single-Ply Bonding Adhesive N/A 25-0908.08
1.5.0. Stick N/A N/A N/A
1.5.0. Twin Pack N/A N/A 25-1023.18
1.S.0. Spray R N/A N/A 25-1023.20
Twin Jet N/A N/A 25-1023.20
T — Twin Jet Y N/A N/A 25-1023.20
Multi-Purpose MB Cold Adhesive N/A N/A 25-1023.20
Jet Bond Spray Adhesive N/A N/A 25-1023.20
Elevate Single-Ply LVOC Bonding Adhesive |N/A N/A 25-1023.20
Iillef\;/:te Single-Ply LVOC Bonding Adhesive N/A N/A 25-1023.20
Elevate UltraPly Bonding Adhesive N/A N/A 25-1023.20
Elevate XR Bonding Adhesive N/A N/A 25-1023.20
Elevate XR Stick Membrane Adhesive N/A N/A 25-1023.20
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 2 (CONTINUED): ACCESSORY COMPONENTS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)

Type ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
ISOGARD GL ISO 95+ GL FL35402 25-1023.17
ISOGARD CG RESISTA FL35402 25-1023.17
ISOGARD HD N/A FL35402 25-1023.17
ISOGARD HD Composite N/A N/A N/A
ISOGARD HG HailGard N/A N/A
N/A Insulfoam EPS FL29563 24-1015.10
N/A Styrofoam Brand Roofmate FL38732 23-1121.01
N/A Styrofoam Brand Highload 60 FL38732 23-1121.01
N/A ;Srzzlcat;gsk High Density Fiberboard Roof FL13792 23-0623.03
N/A DensDeck Roof Board FL1250 22-1223.04

INSULATION: N/A DensDeck Prime Roof Board FL1250 22-1223.04
N/A DensDeck StormX Prime Roof Board FL1250 22-1223.04
N/A DEXcell FA Glass Mat Roof Board FL17840 25-0722.11
N/A DEXcell Cement Roof Board FL17840 25-0722.11
N/A SECUROCK Gypsum-Fiber Roof Board FL4264 26-0807.24
N/A H-Shield CG FL5968 24-1021.04
N/A ENRGY 3 FL4205 24-0610.04
N/A ACFoam-II FL17989 26-0721.03
N/A Celcore Cellular Concrete FL2037 24-0906.02
N/A Elastizell Lightweight Insulating Concrete FL4994 23-0817.05
N/A Mearlcrete FL13492 24-0514.06
N/A Insulcel N/A 23-1219.03
Elevate All-Purpose Fastener N/A N/A N/A
Elevate All-Purpose S Fastener N/A N/A N/A
Elevate #12 Fastener N/A N/A N/A
Elevate Pre-Assembled Fastener N/A N/A N/A
Elevate Heavy Duty Fastener N/A N/A N/A
Elevate HD Plus Fastener N/A N/A N/A
Elevate Concrete Drive Fastener N/A N/A N/A
Elevate Purlin Fastener N/A N/A N/A
HailGard Fastener (steel only) N/A N/A N/A
Two Piece Locking Nail N/A N/A N/A

ROOFING FASTENERS: |Elevate HD Plus Seam Plate N/A N/A N/A
Elevate HD Seam Plate N/A N/A N/A
Elevate UltraPly TPO Barbed Seam Plate N/A N/A N/A
Elevate UltraPly TPO InvisiWeld Plate N/A N/A N/A
Elevate UltraPly TPO Wide Weld Seam Plate [N/A N/A N/A
Elevate Insulation Fastening Plate N/A N/A N/A
Elevate Polymer Batten Strip N/A N/A N/A
Elevate Coiled Metal Batten Strip N/A N/A N/A
Elevate Retro Driller N/A N/A N/A
Versa-Fast Fastener V19 N/A N/A N/A
Versa-Fast Metal Plate V19 N/A N/A N/A

BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 2 (CONTINUED): ACCESSORY COMPONENTS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)
Type ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
V-Force SB Primer N/A N/A N/A
V-Force WB Primer N/A N/A N/A
PRIMERS: . . . .
Single-Ply QuickPrime Primer N/A N/A 25-1023.20
Elevate UltraPly TPO QuickPrime N/A N/A N/A
Elevate UltraPly TPO QuickSeam Flashing N/A N/A 26-0403.03
RoLL Goops: . .
Elevate UltraPly QuickSeam R.M.A. Strips N/A N/A 26-0403.03
V-Force Vapor Barrier N/A N/A N/A
VAPOR BARRIERS: V-Force FR N/A N/A N/A
V-Force P N/A N/A N/A
3. INSTALLATION:
3.1 Elevate UltraPly TPO Roof Systems shall be installed in accordance with Amrize Building Envelope LLC published installation
instructions, subject to the Limitations of Use noted herein.
3.1.1 Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with
hardboard (e.g., gypsum-based or cement) insulations. Fasteners shall be of sufficient length for the following engagements.
TABLE 3: FASTENER REFERENCES
RooF DEck PARTS FASTENER ENGAGEMENT
WOOD, ENGINEERED Elevate #12 Fastener, Elevate All-Purpose Fastener or Heavy-Duty Min. %-inch penetration (engineered
SHEATHING OR PLANK Fastener with Elevate Insulation Fastening Plate sheathing) or min. 1-inch embedment (plank)
STEEL Elevate #12 Fastener, A.II—Purpose Fastene}r, AII—Purr?ose S Fastener or Minimum %-inch penetration
Heavy-Duty Fastener with Elevate Insulation Fastening Plate
T e e Elevate Heavy-Duty or Concrete Drive Fastener with Elevate Insulation Non-HVHZ: Min. 1-inch embedment
Fastening Plate HVHZ: Min. 1.25-inch embedment
3.1.2 Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of Approved board(s) that meet IBC 1505, CBC 1505,

FBC 1505 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, or FBC Chapter 26, when installed with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional, and using

System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC Approved (Local or Statewide) slip sheet,
insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to
roof cover installation, see Section 3.1.2(f). The separator component shall be documented as meeting IBC 1505, CBC 1505,
FBC 1505 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, or FBC Chapter 26, when installed with the roof cover in Recover
applications.

(c) Minimum 200 psi, minimum 2-inch thick Approved lightweight insulating concrete may be substituted for, or installed below,

rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners are installed through the lightweight
insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength
to the steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable
Code requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does
not purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the
potential effect on overlying components.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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(d) Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC 1917 to the satisfaction of the
Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product Approval
or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not
referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC over
structural concrete, reference is made to FBC 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established
through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM
C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of
these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority
Having Jurisdiction.

(e) Unless otherwise noted, rigid board insulation or coverboard attachment patterns for Type B-1, B-2 and C-1 systems are as
outlined below.

TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS

1 per 4.0 ft2 (4 per board) 1 per 3.2 ft2 (5 per board) 1 per 2.7 ft2 (6 per board)
-12-in.-—24-in.—— 6-in. - -~ 18-in. - 6-in. 6-in. - - 18-in. - 6-in.
| o | . T T i
12-in. : a i 6-in.
| 18-in.
. | 24-in,
24-in i in
| 18;in. 6-in.
. — 1 |
12-in. 6-in. : 1
1 i 6-in.
1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board) 1 per 1.6 ft2 (10 per board)
6-in.——~18-in. - 6-in. 6-in. = -~ 18-in. - 6-in. 6-in.~—--18-in. |
i I I ¥ i T I
i . 6-in.
6in. 12-in. . T
f 18-in. ; i ) 12-in.
12-in. ; | 1
T ' ] 24-in. 12-in.
1zin. 18-in. S
6-in. , | i | S 12-in.
| 6-in. i 1
12-in. >
| ) f ,m 6-in.
-12-in.- 6-in. -12-in.- i
1 per 1.45 ft? (11 per board) 1 per 1.3 ft? (12 per board) 1 per 1.0 ft2 (16 per board)
6-in. - -~ 18-in. - 6-in. 6-in+—+ 18-in.— 6-in. 6-in. - -12-in.~ 6-in.
. | : || | i | |
I 18-n. | ' S ' ]
24-in, 12-in. 181in. 12-in.
' 12-in 1Z;in I 12;in
P 18;in 12-in
12-in. 18-in | i
1 i 6-in.
6-in. - , &-in. _ >
i ~18-in—12-in.- -12-in.~- = 6-in.
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TABLE 4B: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS
1 per 5.30 ft? (6 per board) 1 per 4.0 ft? (8 per board) 1 per 3.2 ft2 (10 per board) 1 per 2.7 ft2 (12 per board)
“12-in.- -12-in.- - i6-in. i -~ 6-in.
T I I i N T 7
12-in. 12-in. | | 1in. 12-in.
24-in. 24:in 24-in.
36-in. !
! 24-in. 24:in 24-in.
36-in. .
24-in 247in 248-in.
f 5] ’ 12-in L
12-in. 12-in. | 12-in.
! ! - 24-in. / -—24-in—
1 per 2.3 ft2 (14 per board) 1 per 2.1 ft2 (15 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft2 (18 per board)
--16-in. - 6-in. 6-in. - =~ 18-in. - - 6-in.
t -in. } 11 in. i 6-in.
127in. Ein 12-in. 12-in. b : P
18-in. [ I 18-in. 18-in.
. 18-in.
24-in. 2 + 24-in. : { 1 1
l . ' | 18-in. 18-in.
24-in. 18-in. } | ‘
24-in. 4 ; 24-in 12-in 12-in.
‘ Sah 18-in. | : T
' [ | ‘ 18-in 18-in.
i C o1 L] i . ~y ' - '
24-in. i 18-in. 24-in. 3 G i }
18-in. . | | 18-in. 18-in.
l ( 3 ! -
12-in. ! 12-in. -in. t 1
| 6-in. ‘ | 12'"‘ 6-in. [ | B-in.
- 24-in. = 24-in. -12-in.-  24-in. - - 24-in. -
1 per 1.6 ft2 (20 per board) 1 per 1.45 ft? (22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
6-in.+- —‘12—in. - 6-in - 6-in.~ -+ 18-in. - 6-in.-—12-in.~ .
12'_ | | 6-in. ] 6-in. b 6-in.
-In. [ i . ° - P i
L 12-in. 1&.n. 12-in.
{ | | - 18-in. y |
18-in. 12-in. 124in. . : 12-in.
\ 12-in. 18-in. 12-in.
18-in. 1 I ‘ |
12-in. 12'n. 12-in.
18-in. . 1 12-in.
1 i : . 18-in. : ) R |
181in. | 12:in. : ‘ 12'-|n.
: 12-in. rT 18-in. 12-in.
e , e
‘ : P [ = | B-in. -
-12-in.~ - 6-in. - 24-in—— - 18-in—-12-in.- 1 -12-in.-—6-in.
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(f) Preliminary insulation attachment for Type D-1 or D-2 systems:
» IBC, CBC, or FBC Non-HVHZ: Unless otherwise noted, use Approved roofing fasteners and plates and refer to Section
2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates; minimum four fasteners per
4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

(g) In addition to Table 2, the following products are interchangeable within the scope of this NER:
TABLE 4C: ACCEPTABLE ALTERNATES

SuB-CATEGORY LISTED PRODUCT ALTERNATE PRODUCT
ISOGARD GL I1SO 95+ GL, RESISTA or ISOGARD CG
ISOGARD CG RESISTA
ROOFING INSULATION X
ISOGARD HG HailGard
DensDeck Prime DensDeck StormX Prime Roof Board

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple
layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-
layer. The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-
half the specified ribbons spacing. Concrete deck shall be primed with ASTM D41 primer prior to asphalt-application.

TABLE 5A: INSULATION ADHESIVE REFERENCES

ADHESIVE REFERENCE MINIMUM RATE
ASTM D312, Type IV hot asphalt N/A Full-coverage at 25-30 Ibs/square
1.5.0. Spray R N/A Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
1.S.0. Stick N/A Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
1.S.0. Twin Pack N/A Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
Twin Jet N/A Continuous 1.0 to 1.5-inch ribbons, 12-inch o.c.
Twin Jet Y Twin Jet Y (RIBBON-1) Continuous 1.0 to 2.5-inch ribbons, 12-inch o.c.
Twin Jet Y Twin Jet Y (RIBBON-2) Continuous 2.5 to 3.5-inch ribbons, 12-inch o.c.
Twin Jet Y Twin Jet Y (SPATTER) 2.85 lbs/square
Polyset Board Max Polyset Board Max (SPATTER) 2.85 lbs/square
FAST Dual Tank Adhesive N/A Full-spray at 1 gal./sq.

(b) The following insulation adhesives may be ‘spatter-applied’ in lieu of ribbon applied, with the following Maximum Design
Pressure (MDP) limitations. In no case shall these values be used to add/amend insulation options or ‘increase’ the MDP
listings in the tables; rather, if a board-stock option is listed in both your selected system and in the summary below, and if
the MDP listing in the summary below meets or exceeds that of your selected system, then the ‘spatter-application’ is
permissible in lieu of the ribbon-application.

TABLE 5B: INSULATION ADHESIVE REFERENCES, SPATTER-APPLIED, RATES
ADHESIVE SPATTER-RATE
1.5.0. Spray R | 0.55 to 0.75 gal/sq
Twin Jet | 0.318 gal/sq
Twin JetY | 2.85 lbs/sq
SPATTER-APPLIED, SUBSTRATES AND VIDP LIMITATIONS

DECK BOARD STOCK OPTIONS MDP (psF)

Structodek High Density Fiberboard Roof Insulation and/or DensDeck -45.0

Steel ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD HG, 1275
DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof Board )
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -142.5

Structural Concrete ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD HG, -495.0
DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof Board ’

Wood. Cementitious Wood ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD HG,

Fiber (I)r Existing Gypsum DensDeck, DgnsDeck Primg, SECUROCK Gypsum.-Fiber Roof Board and/or -45.0
Structodek High Density Fiberboard Roof Insulation
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(c) Unless otherwise noted, all adhered insulations are flat-stock or taper board of the minimum thickness noted. Tapered
polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-
in for the equivalent thicker material listed in the table.

TABLE 6: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE INSULATION MIN. TAPERED THICKNESS (IN) MDP (psF)
I.S.0. Spray R 0.5 -157.5
I.S.0. Stick, Twin Jet or Twin Jet Y 0.5 -187.5
1.5.0. Twin Pack ISOGARD GL 0.5 -157.5
Twin Jet Y 1.0 -117.5
Hot asphalt 0.5 -120.0
I.5.0. Spray R, 1.S.0. Stick, Twin Jet or I.S.0. Twin Pack, 12-inch o.c. 0.5 -165.0
Twin Jet Y ISOGARD CG 0.5 -217.5
I.S.0. Spray R, I.S.0. Stick, Twin Jet or .S.0. Twin Pack, 6-inch o.c. 0.5 -405.0

(d) Adhered Insulation, Board Size:
» IBC, CBC, or FBC Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Roof Covers:

(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE ELEVATE MEMBRANE ELEVATE ADHESIVE METHOD RATE
1.75 to 2.2 Ibs/sq with a 2 in. overlap to both
Elevate UltraPly TPO, UltraPly TPO ) Contact the bottom surface of the roof cover and top
BB-JBSA ! B Adh
1BS Platinum Jet Bond Spray Adhesive (both sides) | surface of the substrate with a for a total of 3.5
to 4.4 Ibs/sq.
Elevate UltraPly TPO, UltraPly TPO Elevate Single-Ply LVOC Contact
BB-LVOC ! 45 to 60 ft?/gal
Platinum Bonding Adhesive (both sides) 0 /e
BB-LVOC- Elevate UltraPly TPO, UltraPly TPO Elevate Single-Ply LVOC Contact 45 to 60 ft?/gal
1168 Platinum Bonding Adhesive 1168 (both sides) &
Elevate UltraPly TPO, UltraPly TPO Elevate UltraPly Bonding Contact )
BB-UPBA Platinum Adhesive (both sides) 45 to 60 ft’/gal
Elevate UltraPly TPO SA or UltraPly . .
SA Platinum TPO SA Self-adhering N/A Self-adhering
Elevate UltraPly TPO XR 100, UltraPly ASTM D312, Type IV hot Wet lay
XR-HA TPO XR 115 or UltraPly TPO XR 135 asphalt (substrate) | "Ull-coverage, 25-30 lbs/square.
RIBBON, X: Continuous % to 1-inch wide
XR-ISOSR Elevate UltraPly TPO XR 100, UltraPly 15.0. Sorav R Wet lay ribbons, spaced Iasuncl:ted o : wi
TPO XR 115 or UltraPly TPO XR 135 =>-0. Spray (substrate) ’ ) .
FULL: Spray applied to 1/8 —%” thick
2.510 2.7 Ibs/sq with a 6 in. overlap to both the
Elevate UltraPly TPO XR 100, UltraPly . Contact bottom surface of the roof cover and top
XR-JBSA TPO XR 115 or UltraPly TPO XR 135 Jet Bond Spray Adhesive (both sides) | surface of the substrate for a total of 5.0 to 5.4
Ibs/sq.
Elevate UltraPly TPO XR 100. UltraPl Wet | RIBBON, X: Continuous ribbons, spaced as
XR-T! T:c\)/ax; 115raortlltraPl TPO XR 1?5 Y| Twinset (suebstar\a/te) noted X" or
v SPATTER: Spatter-pattern at 0.32 gal/square.
BB : i i
Elevate UltraPly TPO XR 100, UltraPly X Wet lay RI Ol'\l,’X Continuous ribbons, spaced as
XR-TIY TPO XR 115 or UltraPly TPO XR 135 Twin Jet Y (substrate) | "Oted X'or
v SPATTER: Spatter-pattern at 2.85 Ibs/square.
Elevate UltraPly TPO XR 100, UltraPly Elevate XR Bonding Wet lay
-XRB 4 2
XR-XRBA TPO XR 115 or UltraPly TPO XR 135 Adhesive (substrate) | /0 t090ft7/gal
XR-XRSMA Elevate UltraPly TPO XR 100, UltraPly Elevate XR Stick Wet lay RIBBON, X: Continuous % to 1-inch wide
TPO XR 115 or UltraPly TPO XR 135 Membrane Adhesive (substrate) ribbons, spaced as noted ‘X’
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(b) For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length
perpendicular to the steel deck flutes. For membrane attachment using batten-strips, batten-strip end laps shall be spliced
with sufficient dimension to allow for minimum 2-fasteners at each batten-strip lap.

(c) For System Type C-2 (induction weld), care shall be taken to ensure that the plates do not line-up with membrane seams. This
condition may preclude proper induction welding of the membrane to the plates.
3.1.5 Vapor Barrier:

(a) For System Types B-1, B-2, C-1, C-2 or D-1, an optional thermal barrier and/or 4-6 mil polyethylene (loose-laid) or V-Force, V-
Force FR or V-Force P (self-adhered) vapor barrier membranes may be installed atop the roof deck prior to installation of
subsequent insulation components. Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.

(b) Refer to section 4.3 herein for options where the vapor barrier forms part of the load path.

4. LIMITATIONS OF USE:
4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC
requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(c) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes
‘structural lightweight concrete’.

(d) FBC HVHZ Specific: The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard
TAS 114(J). In no case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP

applies.
TABLE 8: As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
Type As TESTED SUB-ASSEMBLY

SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psF)
15/32-inch APA rated CDX plywood 24 0.113” x 2-3/8” ring shank nails 6 -67.5
. 24 8d ring shank nails 6 -75.0
19/32-inch APA rated CDX plywood 24 48 wood screws 6 825
22 ga., Type B, Grade 33 steel 72 Traxx 5 6 -142.5
72 Traxx 5 6 -135.0
22 ga., Type B, Grade 40 steel 7 Traxx 1 22 1350
22 ga., Type B, Grade 50 steel 72 #12 HWH Teks 5 with %” steel washers 6 -112.5
22 ga., Type B, Grade 56 steel 72 5/8 puddle welds 24 -67.5
22 ga., Type B, Grade 60 steel 72 5/8” puddle welds 6 -82.5
72 Two (2) #12 HWH Teks 5 6 -135.0
AL IS ] 72 #12 HWH Teks 5 with %” steel washers 6 -150.0

Note: | Steel deck analysis is the responsibility of others to the satisfaction of the Authority Having Jurisdiction.

4.1.3 Fire Classification:

(a) Refer to IBC, CBC, FBC 1505, FBC HVHZ 1516 and UL TGFU.R9516 and the fire classification certificate for the roof cover
manufacturer for requirements and limitations regarding roof assembly fire classification.

(b) Refer to IBC, CBC, or FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.4 Corrosion Resistance — Saltwater Environments:

Fasteners and connectors, if applicable, in areas within 3,000 feet of a saltwater coastline shall demonstrate compliance with
FBC 1711 to the satisfaction of the Authority Having Jurisdiction.

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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Products listed in Rule 61G20-3.001, F.A.C., shall be manufactured under a quality assurance program audited by an approved
quality assurance entity. For components listed herein that are produced by a manufacturer other than the report holder on
Page 1 of this NER, refer to the Florida Product Approval or NOA of the component manufacturer.

Jurisdiction Specific:

IBC, CBC, FBC Non-HVHZ

This NER does not include evaluation of roof edge termination.

Refer to IBC, CBC 1504.6 or FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to IBC, CBC 1512 or FBC 1511 for requirements and
limitations regarding recover installations.

(a) For mechanical attachment to existing roof decks, fasteners shall

be tested for withdrawal resistance. A qualified design professional
shall review the data for comparison to the minimum requirements
for the system. Testing shall be in accordance with ANSI/SPRI FX-1
or TAS 105.

FBC HVHZ

This NER does not include evaluation of roof edge termination.
Refer to RAS 111 for requirements and limitations regarding
edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For systems using Versa-Fast, the number of Versa-Fast Fasteners installed through the Versa-Fast Plate may be increased from
the minimum noted in order to yield minimum required withdrawal resistance.

(b) For adhered re-roof (tear off) installation, the existing substrate

shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1, FM
Loss Prevention Data Sheet 1-52 or TAS 124 shall be conducted on
mock-ups of the proposed interface.

(c) For adhered recover installation, the existing roof system shall

4.2.3

meet project design pressure requirements on its own merit to the
satisfaction of the Authority Having Jurisdiction, as documented
through field uplift testing in accordance with FM Loss Prevention
Data Sheet 1-52 or TAS 124.

Wind Load Resistance:

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing in
accordance with TAS 124 shall be conducted on mock-ups of
the proposed interface.

For adhered recover installation, the existing roof system shall
meet project design pressure requirements on its own merit to
the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with
TAS 124.

(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for wind

load resistance based on allowable wind loads, and reflects the
ultimate passing pressure divided by 2 (the 2 to 1 margin of safety
per FBC 1504.9 has already been applied). Refer to IBC, CBC, or FBC
1609 for determination of design wind loads.

(c) The MDP for the selected assembly shall meet or exceed at least

the Zone 1 PRIME design pressure determined in accordance with
IBC, CBC, or FBC Chapter 16. Elevated pressure zones shall employ
an attachment density designed by a qualified design professional
to resist the elevated pressure criteria. Commonly used methods
are ANSI/SPRI WD1, FM Loss Prevention Data Sheet 1-29, RAS 117
and RAS 137. Assemblies marked with an asterisk* carry the
limitations set forth in Section 2.2.10.1 of FM Loss Prevention Data
Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure for

BACKTO TOP

the selected assembly shall meet or exceed the critical design
pressure. Rational analysis is not permitted.

LINKTO TOP OF ATTACHMENT REQUIREMENTS

“MDP” = Maximum Design Pressure is the result of testing for
wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to 1
margin of safety per TAS 114 has already been applied). Refer
to FBCHVHZ 1620 or RAS 128 for determination of design wind
loads.

Assemblies having a MDP < 45.0 psf are not permitted in FBC
HVHZ jurisdictions. The MDP for the selected assembly shall
meet or exceed at least the Zone 1 PRIME design pressure
determined in accordance with FBC HVHZ 1620 or RAS 128.
Elevated pressure zones shall employ an attachment density
designed by a qualified design professional to resist the
elevated pressure criteria. Analysis shall be in accordance with
RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum design
pressure (MDP) limitation shall be applicable to all roof
pressure zones. Rational analysis is not permitted.

©ONEMO. All rights reserved.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barrier: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
(a) Structural Concrete Decks:
TABLE VB-1: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
VAPOR BARRIER ADHESIVE (3.1.3) MDP
OPTION # PRIMER yrory
TYPE APPLICATION PER TABLE 11A PSF
Base Ply: MB Base, SBS Base, SBS PolyBase, SBS Premium Base, SBS Premium Poly [Multi-Purpose MB Cold . .
C-VB-1. ASTM D41 Base, APP 160 Cool, APP 170 Cool Adhesive, 1.5-2.0 gal/sq. Multi-Purpose MB Cold Adhesive 67.5
C-VB-2. ASTM D41 MB Base 1.5.0. Twin Pack, 4” o.c. 1.5.0. Twin Pack -232.5
C-VB-3. |ASTM D41 lor 2 plies Ply IV or Ply VI or 1 ply MB Base, SBS Base, SBS Polybase or SBS Hot asphalt Hot asphalt 1200
Premium Base
C-VB-4. |ASTM D41 Lor2 plies Ply IV or Ply Vi or 1 ply MB Base, SBS Base, SBS Polybase or SBS Hot asphalt 1.5.0. Spray R or 1.5.0. Twin Pack -495.0
Premium Base
C-VB-5. ASTM D41 SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Smooth |Torch-applied 1.5.0. Spray R or I.S.0. Twin Pack -495.0
C-VB-6. ASTM D41 MB Base, SBS, Base, SBS PolyBase, SBS Premium Base or SBS Premium Poly Base [Hot asphalt Twin Jet, 4-inch o.c. -337.5
C-VB-7. ASTM D41 SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Smooth |Torch-applied Twin Jet, 4-inch o.c. -337.5
C-VB-8. V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
C-VB-9. V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.S.0. Stick or Twin Jet -262.5
C-VB-10. |V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Twin Pack -255.0
C-VB-11. |V-Force SB Primer V-Force Vapor Barrier Self-adhering Twin JetY -217.5
C-VB-12. [None V-Force FR Self-adhering 1.5.0. Spr.ay R, 1.5.0. Twin Pack, 1.5.0. Stick, Twin -185.0
Jet or Twin JetY
C-VB-13. |None V-Force FR Self-adhering I.5.0. Spray R, 1.5.0. Twin Pack, or Twin Jet Y, 6- | _,, ¢
inch o.c.
C-VB-14. |None V-Force P Self-adhering 1.5.0. Spray R or I.S.0. Twin Pack -135.0
C-VB-15. |None V-Force FR Self-adhering 1.5.0. Spray R or I.S.0. Twin Pack -137.5
Millennium Sprayable Single- . .
C-VB-16. Ply Bonding Adhesive V-Force P Self-adhering 1.5.0. Spray R or I.S.0. Twin Pack -222.5
Cvg-17, |Millennium Sprayable Single- \\, ¢ o ¢q Self-adherin 1.5.0. Spray R or 1.5.0. Twin Pack -250.0
*|Ply Bonding Adhesive g =0 opray T '
(b) Deck followed by Vapor Barrier followed by Lightweight Concrete (LWC):
TABLE VB-2: DECK FOLLOWED BY VAPOR BARRIER FOLLOWED BY LIGHTWEIGHT CONCRETE (LWC)
OPTION # DECK PRI VAPOR BARRIER MDP
PTI RIMER P
(4.1.2) TYPE APPLICATION BSH
LWC-VB-1.  [Structural concrete None V-Force P Self-adhering -235.0
BACKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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4.3.2 Roof Assemblies:
APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE
TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
9A Wood New, Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 14
98 Wood New, Reroof (Tear-Off) A-2 Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 16
9c Wood New, Reroof (Tear-Off), Recover B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 19
90 Wood New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 25
9E Wood New, Reroof (Tear-Off), Recover C-2 Mechanically Attached Insulation, Induction-Welded Roof Cover 29
9F Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Stress Plates) 30
96 Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Batten Strips) 31
9H Wood New, Reroof (Tear-Off), Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 32
9 Wood New, Reroof (Tear-Off), Recover F Non-Insulated, Bonded Roof Cover 32
10A Steel New, Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 32
108 Steel New, Reroof (Tear-Off) A-2 Bonded Vapor Barrier/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 33
10c Steel New, Reroof (Tear-Off) A-3 Bonded Thermal Barrier, Bonded Vapor Barrier/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 36
10D Steel or Structural concrete New, Reroof (Tear-Off), Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation(s), Bonded Roof Cover 38
10e Steel or Structural concrete New, Reroof (Tear-Off), Recover B-2 Mechanically Attached Base Insulation, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 47
10F Steel New, Reroof (Tear-Off), Recover B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 50
106 Steel or Structural concrete New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 52
10H Steel or Structural concrete New, Reroof (Tear-Off), Recover C-2 Mechanically Attached Insulation, Induction-Welded Roof Cover 63
101 Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Stress Plates) 64
10) Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover (Batten Strips) 68
10k Steel or Structural concrete New, Reroof (Tear-Off), Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 70
11A Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 71
118 Structural concrete New, Reroof (Tear-Off) A-2 Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 87
1ic Structural concrete New, Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 89
12A Deck with Lightweight Concrete New, Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 90
128 Deck with Lightweight Concrete New, Reroof (Tear-Off) F LWC-To-Deck, Bonded Roof Cover 99
13A Cementitious Wood Fiber Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 101
138 Cementitious Wood Fiber New, Reroof (Tear-Off), Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation(s), Bonded Roof Cover 102
14A Existing Gypsum Reroof (Tear-Off) A-1 Bonded Insulation(s), Bonded Roof Cover 103
148 Existing Gypsum New, Reroof (Tear-Off), Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation(s), Bonded Roof Cover 105
14c Existing Gypsum Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 105
15A Various Recover A-1 Bonded Insulation(s), Bonded Roof Cover 106
158 Steel Recover C-2 Mechanically Attached Insulation, Induction-Welded Roof Cover 120
15¢ Steel Recover D-1 Insulated, Mechanically Attached Roof Cover 121
15D Steel Recover D-1 Insulated, Mechanically Attached Roof Cover (RMA Strips) 122
15€ Steel Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 122
15F Various Recover F Non-Insulated, Bonded Roof Cover 122
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER(S) MDP
ROOF COVER (3.1.4) P
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE I ATTACH (3.1.3) PSF
ELEVATE ULTRAPLY TPO SYSTEMS:
. . 1.5.0. Spray R, 1.5.0. Spray R,
(lesa QLA ;ast/zdzrn/li C’;T; 2}:183'2”/'12"2‘; ZXp‘C’;‘)'(reAinr ted | Min- 15-inch Elevate | 1.5.0. Stick, (Optional) Additional Layer(s) b 1.5.0. Stick, BB-JBSA, BB-LVOC,
W-1 ywoog, -1 ~ spanrating 32/.5, orade LA, APA Tated, | oq6ARD GL or 1.5.0. Twin \©ptiona onallayeris) base 1.5.0. Twin BB-LVOC-1168 or BB- | -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . insulation .
R . . ISOGARD CG Pack, Twin Jet, Pack, Twin Jet, UPBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. R .
Twin JetY Twin JetY
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or 1.5.0. Spray R Insulation: (Optional) Additional layer(s) 1.5.0. Spray R
Plywood 1;/632’-in span rating 32/16 filjadepglsjl;( eAPZ rated, | (OPtional) Min. 1.5- 15.0. SECT(V " | baseinsulation 15.0. S?ic?(y " | BB-JBSA, BB-LVOC,
W-2 ywood, - 5P g 22> oy " | inch Elevate ISOGARD | "> 2" 21 Coverboard: Min. 0.25-inch DensDeck 72U BB-LVOC-1168 or BB- | -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. 1.5.0. Twin Pack R . 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD CG or Twin Jet Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet UPBA
- 0:Cy perjoist. Board or 0.5-inch Elevate ISOGARD HD
OSB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or 1.5.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APArated, | Min. 0.25-inch 1:5.0. stick, p8-JB5A, BE-LVOC,
W-3 ywood, Lo/Se-n., 5p g 55/ AT rated, - eine 1.5.0. Twin None N/A BB-LVOC-1168 or BB- | -105.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. DensDeck Prime pack or Twin UPBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Jet !
1.S.0. Spray R,
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. Min. 0.25-inch 1.S.0. Stick, BB-JBSA, BB-LVOC,
W-4 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 | SECUROCK Gypsum- 1.5.0. Twin None N/A BB-LVOC-1168, or -105.0
SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board Pack, or Twin BB-UPBA
Jet
1.S.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 1.5.0. Stick, BB-JBSA, BB-LVOC,
W-5 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- 1.5.0. Twin None N/A BB-LVOC-1168, or -157.5
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board Pack, or Twin BB-UPBA
Jet
ELEVATE ULTRAPLY TPO XR SYSTEMS:
. . 1.5.0. Spray R, 1.S.0. Spray R,
(I;)Iss\;:\ciiA ;.gt/de’—?n/li (;:T;a?:.iﬁlg?,lzn/.l?Ichr,aZ):-:‘pgl?)l;(reAi’erated Min. 1.5-inch Elevate 1.5.0. stick, (Optional) Additional Layer(s) base 1.5.0. Stick, XR-ISOSR (FULL), XR-
W-6 ywood, .2 5P B 35/ A " | I1SOGARD GL or 1.5.0. Twin 1option Y 1.5.0. Twin TJ (SPATTER) or XR- | -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. ’ insulation )
R . - ISOGARD CG Pack, or Twin Pack, or Twin TJY (SPATTER)
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Jet Jet
.S.0. Insulation: (Optional) Additional layer(s
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or . _ 1.5.0. Spray R, ulation: (Optional) Additi vers) || 50, spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | (OPtional) Min. 1.5- ) 1.5.0. stick, base insulation 1.5.0. Stick
W-7 Y L 5P g' ’ b ! inch Elevate ISOGARD 1.5.0. Twin Coverboard: Min. 0.25-inch DensDeck DA XR-TJY (SPATTER) -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . R . 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. 0.c., two (2) per joist GL or ISOGARD CG Pack, or Twin Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet
T per joist. Jet Board or 0.5-inch Elevate ISOGARD HD
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

ot oF Mumu,(’

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER(S) MDP
ROOF COVER (3.1.4) P
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
. . 1.5.0. Spray R,
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. ge':;gfcsk"l;‘rci:m o 1.5.0. Stick,
W-8 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 1.5.0. Twin None N/A XR-TJY (SPATTER) -45.0
. L SECUROCK Gypsum- .
SYP lumber at 24-in. o.c., two (2) per joist. ) Pack, or Twin
Fiber Roof Board
Jet
1.S.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 1.5.0. Stick,
W-9 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- 1.5.0. Twin None N/A XR-TJY (SPATTER) -45.0
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board Pack, or Twin
Jet
S.0. Insulation: (Optional) Additional layer(s
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or . . 1.5.0. Spray R, base insul (Optional) vers) |50, spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | (OPtional) Min. 1.5- 1.5.0. stick, ase insulation 1.5.0. Stick XR-ISOSR (FULL) or
W-10. L v’ ) ! o ! inch Elevate ISOGARD | 1.5.0. Twin Coverboard: Min. 0.25-inch DensDeck Y -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . . . 1.5.0. Twin Pack | XR-TJ (SPATTER)
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD CG Pack, or Twin Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet
-0Cy PerJoist. Jet Board or 0.5-inch Elevate ISOGARD HD
. . 1.S.0. Spray R,
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in, | Mn- 0-25-inch 1.5.0. Stick,
. A . DensDeck Prime or . XR-ISOSR (FULL) or
W-11. span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 1.5.0. Twin None N/A -105.0
. .. SECUROCK Gypsum- . XR-TJ (SPATTER)
SYP lumber at 24-in. o.c., two (2) per joist. . Pack, or Twin
Fiber Roof Board Jet
1.S.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 1.S.0. Stick, XR-ISOSR (FULL) or
W-12 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- 1.5.0. Twin None N/A XR-TJ (SPATTER) -157.5
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board Pack, or Twin
Jet
ELEVATE ULTRAPLY TPO SA SYSTEMS:
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or Min. 1.5-inch Elevate :28 233’(" R 1.5.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, . DA (Optional) Additional Layer(s) base 1.S.0. Stick,
W-13 K . R ISOGARD GL or 1.5.0. Twin X . . SA -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. ISOGARD CG Pack. or Twin insulation 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Jet ! or Twin Jet
.S.0. Insulation: (Optional) Additional layer(s
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or . _ 1.5.0. Spray R, v (Optional) Additi vers) || 50, spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | (OPtional) Min. 1.5- 1.5.0. Stick, ase insulation 1.5.0. Stick
W-14 L ’ . ’ b ! inch Elevate ISOGARD 1.5.0. Twin Coverboard: Min. 0.25-inch DensDeck DA SA -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . . . 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. 0.c., two (2) per joist GL or ISOGARD CG Pack, or Twin Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet
T per joist. Jet Board or 0.5-inch Elevate ISOGARD HD
. . 1.5.0. Spray R,
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. m:gg'ezi g‘;:\e o 1.5.0. Stick,
W-15 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 1.5.0. Twin None N/A SA -105.0
. . SECUROCK Gypsum- .
SYP lumber at 24-in. o.c., two (2) per joist. X Pack, or Twin
Fiber Roof Board Jet
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

« OF MULT/;
‘éﬁ"‘, )

ISO/IEC 17065

IAS

ACCREDITED
Prhel Ceifclin
fgeney

PCA-145

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER(S) MDP
ROOF COVER (3.1.4) I
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
1.S.0. R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | Min. 0.25-inch | : 8 SELT(V g
W-16 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- I.S.O. Twin,Pack None N/A SA -157.5
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board (;r.'l'v;/in let

TABLE 98: WOOD DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER TOP INSULATION LAYER(S
Bl 22 VAPOR OR AIR BARRIER (s) ROOF COVER (3.1.4) MDP
No. (a.1.2) Tvee | AmTacH(3.1.3) Tvee | ATTacH (3.13) PSF
ELEVATE ULTRAPLY TPO SYSTEMS:
. . One or more layers, min. . . . . .
Min. 15/32-inch APA rated . . ! 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack | BB-JBSA, BB-LVOC-
W-17. V-Force FR, self-adhering 1-inch Elevate ISOGARD ) ’ -52.5
CDX 4-ply plywood GL, Elevate ISOGARD CG or I.S.0. Spray R | SECUROCK Gypsum-Fiber Roof Board or 1.5.0. Spray R | 1168, BB-UPBA
. . One or more layers, min. . . BB-JBSA, BB-LVOC,
w-1g, | Min-15/32inch APAtated |\ £y o bR self-adhering | 1-inch Elevate 150GARD | "5:0: TWINPack | i 6 6 inch Elevate ISOGARD HD 5.0 Twin Pack | gg 1y0c-1168 or BB- | -52.5
CDX 4-ply plywood or I.S.0. Spray R or 1.S.0. Spray R
GL, Elevate ISOGARD CG UPBA
. . One or more layers, min. . Min. 0.25-inch DEXcell FA Glass Mat . BB-JBSA, BB-LVOC,
W-19 2/'5;'41_5132"'"\;::(1PA rated V-Force FR, self-adhering | 1-inch Elevate ISOGARD Lflc; gwé" ::‘C: Roof Board or min. 7/16-inch DEXcell 'Oflc; Z)W;” ::’C; BB-LVOC-1168 or BB- | -52.5
P Pl GL, Elevate ISOGARD CG =P SPTY R coment Roof Board > SPTY R pga
One or more layer(s),
W-20 Min. 15/32-inch APA rated V-Force FR. self-adherin Min. 2-inch Elevate Twin JetY Min. 0.5-inch DensDeck Prime or Twin JetY BB-JBSA, BB-LVOC- -90.0
CDX 4-ply plywood ! g ISOGARD GL, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) 1168, BB-UPBA ’
ISOGARD CG
One or more layer(s),
BB-JBSA, BB-LVOC
Min. 15/32-inch APA rated ) Min. 2-inch Elevate Twin JetY ) ) Twin JetY ’ !
W-21 CDX 4-ply plywood V-Force FR, self-adhering ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) LBJI:—;.XOC-llGS or BB- -90.0
ISOGARD CG
One or more layer(s), . .
W-22 Min. 15/32-inch APA rated V-Force FR, self-adherin Min. 2-inch Elevate Twin Jet Y g/lolgét?fr lr:‘:: 35)1(;e||r|1£:§é?(s‘czll\lﬂgz:12ﬂ Twin Jet Y ggf_l\a/sOAC-lﬁGLg/gchB- -90.0
CDX 4-ply plywood ! ine ISOGARD GL, Elevate (SPATTER) Roof Board ’ (SPATTER) UPBA ’
ISOGARD CG
One or more layer(s), . .
Min. 15/32-inch APA rated _ Min. 2-inch Elevate .50 Twin Pack | i 5 /16 inch DEXcell Cement Roof 1.5.0. Twin Pack | BB-JBSA, BB-LVOC,
W-23 CDX 4-plv blvwood V-Force FR, self-adhering ISOGARD GL Elevate or I.S.0. Spray Board or I.S.0. Spray BB-LVOC-1168 or BB- | -112.5
Ply ply ! R, 6-inch o.c. R, 6-inch o.c. UPBA
ISOGARD CG
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 98: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

SYSTEM DECK BASE INSULATION LAYER ToP INSULATION LAYER(S) MDP
VAPOR OR AIR BARRIER ROOF COVER (3.1.4) P
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
Min. 15/32inch APA rated &?:‘ c;r:::r:il':\‘l’:trés) 1.5.0. Twin Pack 15.0. Twin Pack | BB-JBSA, BB-LVOC,
W-24 ’ V-Force FR, self-adhering ) or 1.S.0. Spray Min. 0.5-inch Elevate ISOGARD HD or 1.S.0. Spray BB-LVOC-1168 or BB- | -112.5
CDX 4-ply plywood ISOGARD GL, Elevate R, 6-inch o.c R 6-inch o.c UPBA
ISOGARD CG ’ o ! h
One or more layer(s), . .
Wos. | Min. 15/32-inch APA rated V-Force FR. <elf-adherin Min. 2-inch Elevate loflos ZW;" ::‘Ck Min 0.5-inch SECUROCK Gypsum-Fiber L‘:'IOS LW;” f:‘:k BB-JBSA, BB-LVOC- |
CDX 4-ply plywood g & | ISOGARD GL, Elevate e :’c Y| Roof Board o :c Y| 1168, BB-UPBA :
ISOGARD CG ’ o ! h
ELEVATE ULTRAPLY TPO XR SYSTEMS:
Min. 0.25-inch DensDeck Prime, DEXcell
. . One or more layers, min. . FA Glass Mat Roof Board, SECUROCK .
W-26 2”[;;'15132]'”\;'; :dPA rated V-Force FR, self-adhering | 1-inch Elevate ISOGARD Ioflos LW;” rl';acl; Gypsum-Fiber Roof Board, min. 7/16- Lflos LW;" r:‘ac:; XR-TIY -45.0
Ply Py GL, Elevate ISOGARD CG =0 opray inch DEXcell Cement Roof Board or min. -0 opray
0.5-inch Elevate ISOGARD HD
One or more layer(s) Min. 7/16-inch DEXcell Cement Roof
Min. 15/32-inch APA rated Min, 2-inch Elevate Twin Jet Y Board or min. 0.5-inch DensDeck Prime, | ;. ¢y
W-27 ’ V-Force FR, self-adhering i DEXcell FA Glass Mat Roof Board, XR-TJY -45.0
CDX 4-ply plywood ISOGARD GL, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER)
ISOGARD CG Elevate ISOGARD HD
One or more layer(s), ) Min. 7/16-inch DEXcell Cement Roof .
W-28 Min. 15/32-inch APA rated V-Force FR_ self-adherin Min. 2-inch Elevate loflos gw;n IZack Board or min 0.5-inch SECUROCK Ioflos ;w;n ::Ck XR-TIY 450
CDX 4-ply plywood g € | ISOGARD GL, Elevate o :c Y| Gypsum-Fiber Roof Board or ISOGARD o :c ¥ :
ISOGARD CG ’ o HD ’ -
. . One or more layers, min. . . . . .
PPl GL, Elevate ISOGARD CG >0 opray vP >0 opray
Min. 0.25-inch DensDeck Prime, DEXcell
. ) One or more layers, min. . FA Glass Mat Roof Board, SECUROCK ) XR-JBSA, XR-ISOR
Min. 15/32-inch APA rated . A 1.5.0. Twin Pack X . 1.5.0. Twin Pack | (RIBBON, 4), XR-
W-30 CDX 4-olv blvwood V-Force FR, self-adhering 1-inch Elevate ISOGARD or 15.0. Sprav R Gypsum-Fiber Roof Board, min. 7/16- or1.5.0. Spray R | XRSMA (RIBBON, 4) -52.5
Ply Py GL, Elevate ISOGARD CG -0 opray inch DEXcell Cement Roof Board or min. -0 opray XR-T) P
0.5-inch Elevate ISOGARD HD
. . One or more layers, min. . Min. 0.25-inch DensDeck Prime or .
W-31. EAD")’( 41_5132]"’\;::? rated V-Force FR, self-adhering | 1-inch Elevate ISOGARD Iof|os gwé" ::'d; SECUROCK Gypsum-Fiber Roof Board or Lflos ;W;” r:ac:; XR-BA 525
P Pl GL, Elevate ISOGARD CG =P SPTYR i 0.5-inch Elevate ISOGARD HD >0 opray
One or more layer(s),
Min. 15/32-inch APA rated . Min. 2-inch Elevate Twin Jet Y Min. 0.25-inch DensDeck Prime or Twin JetY
W=32. 1 DX 4-ply plywood V-Force FR, self-adhering | |00 arp 6L, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) XR-HA -90.0
ISOGARD CG
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 98: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

SYSTEM DECK BASE INSULATION LAYER ToP INSULATION LAYER(S) MDP
VAPOR OR AIR BARRIER ROOF COVER]3.1.4[ T
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
- i
Min. 15/32-inch APA rated . Min. 2-inch Elevate Twin Jet Y o ! Twin JetY (RIBBON, 4), XR-
W33 | DX 4-ply plywood V-Force FR, self-adhering | 00 arp 6L, Elevate (SPATTER) DEXcell FA Glass Mat Roof Board, (SPATTER) XRSMA (RIBBON, 4), | 00
ISOGARD CG SECUROCK Gypsum-Fiber Roof Board, XR-TJ
Elevate ISOGARD HD
. . One or more layers, min. . Min. 0.25-inch DensDeck Prime or .
W-34 2"[');';5/'32"'”\;'; :dPA rated V-Force FR, self-adhering | 1-inch Elevate ISOGARD Ioflos ZW;” rl';acl; SECUROCK Gypsum-Fiber Roof Board or (TS";’,'/;‘#;I) XR-BA -90.0
Py plY GL, Elevate ISOGARD CG >0 SPrAY R in. 0.5-inch Elevate ISOGARD HD
One or more layer(s), . .
Min. 15/32-inch APA rated _ Min. 2-inch Elevate 5.0 Twin Pack | \yiy 0.25-inch SECUROCK Gypsum-Fiber | ->:0: TWin Pack
W-35 V-Force FR, self-adhering or I.S.0. Spray or 1.S.0. Spray XR-HA -112.5
CDX 4-ply plywood ISOGARD GL, Elevate R, 6-inch o.c Roof Board R, 6-inch o.c
ISOGARD CG g © ' <
One or more layer(s), . Min. 7/16-inch DEXcell Cement Roof . XR-JBSA, XR-ISOR
W36, | Min. 15/32-inch APA rated V-Force FR. <elf-adherin Min. 2-inch Elevate loflos LW;" ::‘Ck Board or min 0.5-inch SECUROCK L‘:'IOS LW;” f:‘:k (RIBBON, 4), XR- 125
" | cDX 4-ply plywood g & | ISOGARD GL, Elevate e :’c Y| Gypsum-Fiber Roof Board or ISOGARD o :c Y| XRSMA (RIBBON, 4), :
ISOGARD CG g © HD ' < XR-T)
. . One or more layers, min. . . . . 1.5.0. Twin Pack
W-37. 1\:/|D|r)1(.41_5/|32-||n\;:(/)-\dPA rated V-Force FR, self-adhering 1-inch Elevate ISOGARD loflos gw;n :;acl; ,F\{/IoIZf 3'05;'rzczrséggaigfgoiy:%n:;'ber or 1.5.0. Spray XR-BA -112.5
Ply P GL, Elevate ISOGARD CG =20 opray R, 6-inch o.c.
ELEVATE ULTRAPLY TPO SA SYSTEMS:
. . One or more layers, min. . Min. 0.25-inch DensDeck Prime, .
w-38 2"5;'41_5132"'"\;::;/\ rated V-Force FR, self-adhering | 1-inch Elevate ISOGARD lof|os gwé" gacg SECUROCK Gypsum-Fiber Roof Board or '()‘:'IOS Z)W;" r:ac:; SA 525
Ply P GL, Elevate ISOGARD CG >0 SPTAY R in. 0.5-inch Elevate ISOGARD HD =20 opray
One or more layer(s), ) . )
. K . Min. 0.25-inch DensDeck Prime, .
in. i .2-inch E .
w-39, | Min. 15/32-inch APA rated V-Force FR, self-adhering | Vi 2-inch Elevate Twin Jet ¥ SECUROCK Gypsum-Fiber Roof Board or | | VinJetY SA -90.0
CDX 4-ply plywood ISOGARD GL, Elevate (SPATTER) . : (SPATTER)
min. 0.5-inch Elevate ISOGARD HD
ISOGARD CG
One or more layer(s), ) .
Wao. | Min-15/32inch APATated | | Lo .| Min. 2-inch Elevate L0, e gaCk Min. 0.5-inch SECUROCK Gypsum-Fiber | >0 T¥10 rF;aCk A 1125
" | CDX 4-ply plywood ! J ISOGARD GL, Elevate R 6.—i.nc.h opc v Roof Board or Elevate ISOGARD HD R 6.-i.nc.h opc ¥ ’
ISOGARD CG d “ ' ©
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TABLE 9c: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) OR RECOVER

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ACCREDITED
Prast Bl

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTem No Deck FASTENER ATTACH VAPOR OR AlR ADHESIVE ADHESIVE RoOF CoveR MDP
) (4.1.2) TYPE BARRIER ProODUCT ProDUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . . 1.5.0. Twin
W-a1 inch APA inch minimum two 1 per &EEEE ERsZrlf- E)Izsac':reT;(()I)rg/-l\aRyDeer‘l_nzlr;\/;:cSCh IPEC?((;I:AI“:O Min. 0.25-inch DensDeck Prime or Pack or BB-JBSA, BB-LVOC- 525
’ rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? o ! 7" |SECUROCK Gypsum-Fiber Roof Board |I.5.0. Spray [1168, BB-UPBA ’
. adhering ISOGARD CG Spray R
ply plywood |Prime Fasteners V19 R
per plate
Versa-Fast Metal
Mm’ 19/32- !\/Im. 0.25- Plfitfe V19 with V-Force FR or |One or more layers, min. 1-inch  [1.5.0. Twin ) ) 1-5.0. Twin BB-JBSA, BB-LVOC,
inch APA inch minimum two 1 per Min. 0.5-inch Elevate ISOGARD HD Pack or
W-42. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. BB-LVOC-1168 or BB- -52.5
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? adherin ISOGARD CG Sorav R 1.5.0. Spray UPBA
ply plywood |Prime Fasteners V19 g pray R
per plate
Versa-Fast Metal
:\::r: :gﬁsz- :\::r: 02> :?;fm\{jlri ‘th:/t: Loer |V-Force FRor |One or more layers, min. Lrinch {150, Twin  [Min. 0.25-inch DEXcell FA Glass Mat :;Z'CCI:';W'" BB-JBSA, BB-LVOC,
W-43. p V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or 1.5.0. |Roof Board or min. 7/16-inch DEXcell BB-LVOC-1168 or BB- -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . 1.5.0. Spray
X adhering ISOGARD CG Spray R Cement Roof Board UPBA
ply plywood |Prime Fasteners V19 R
per plate
Versa-Fast Metal
.Mm' 19/32- .Mm' 0.25- Pk.it? V19 with V-Force FR or  [One or more layer(s), Min. 2-inch 1.5.0. Twin ) . 1-5.0. Twin BB-JBSA, BB-LVOC,
inch APA inch minimum two 1 per Pack or 1.S.0. |Min. 7/16-inch DEXcell Cement Roof |Pack or
W-44. V-Force P, self- |Elevate ISOGARD GL, Elevate BB-LVOC-1168 or BB- -60.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? X Spray R, 6- Board 1.5.0. Spray
R adhering ISOGARD CG . . UPBA
ply plywood |Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
m;ﬂ’:sﬁsz_ |an$ 0.25- :?r:?mvulni \;vv:ltoh 1 per V-Force FR or [One or more layer(s), Min. 2-inch :ch(lj(;'MI/I:O I':.Z.(:Ok.;WIn BB-JBSA, BB-LVOC,
W-45. p V-Force P, self- |Elevate ISOGARD GL, Elevate 7" |Min. 0.5-inch Elevate ISOGARD HD BB-LVOC-1168 or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? ) Spray R, 6- 1.5.0. Spray
. adhering ISOGARD CG . . UPBA
ply plywood [Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with V-Force FRor  |One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin
W-46 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARyD GL’EIevz;te Pack or 1.S.0. |Min 0.5-inch SECUROCK Gypsum- Pack or BB-JBSA, BB-LVOC- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? 7 ! Spray R, 6- Fiber Roof Board 1.5.0. Spray |1168, BB-UPBA ’
. adhering ISOGARD CG . .
ply plywood |Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
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ACCREDITED
P G

PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEm No Deck FASTENER ATTACH VAPOR OR AIR ADHESIVE ADHESIVE RooF Cover MDP
’ (4.1.2) TYPE BARRIER PRODUCT PRODUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Plét? V19 with V-Force FR or  [One or more layer(s), Min. 2-inch ) Min. 7/16-inch DEXcell Cement Roof ) BB-JBSA, BB-LVOC,
inch APA inch minimum two 1 per Twin JetY . . Twin JetY
W-47. V-Force P, self- |Elevate ISOGARD GL, Elevate Board or min. 0.5-inch DEXcell FA BB-LVOC-1168 or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . (SPATTER) (SPATTER)
. adhering ISOGARD CG Glass Mat Roof Board UPBA
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . .
W-48 inch APA inch minimum two 1 per &Ez:ﬁz ERs?erlf— gzs;l’ergggpl‘ag;g?’:I/lécz"tz‘:m:h Twin JetY Min. 0.5-inch DensDeck Prime or Twin JetY BB-JBSA, BB-LVOC- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? o ! (SPATTER) SECUROCK Gypsum-Fiber Roof Board |(SPATTER) |1168, BB-UPBA ’
. adhering ISOGARD CG
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal
:\:LT"Algfz- :\::; 0.25- :'I\?r:?mvulﬁ \;v\l:lt: 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Twin Jet Y BB-JBSA, BB-LVOC,
W-49. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 f2 V-For(.:e P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB-LVOC-1168 or BB- -60.0
. adhering ISOGARD CG UPBA
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal
Min. 19/32- 1) i 0 5.inch |F1ate V19 with V-Force FRor | One or more layer(s), Min. 2-inch | >0 TWin _ . LS.0.TWin o 15sa, BB-LVOC,
inch APA minimum two 1 per Pack or 1.S.0. |Min. 7/16-inch DEXcell Cement Roof |Pack or
W-50. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate BB-LVOC-1168 or BB- -75.0
rated CDX 4- | (2) Versa-Fast 1.45 ft X Spray R, 6- Board 1.5.0. Spray
Prime adhering ISOGARD CG . . UPBA
ply plywood Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
in. - 19 wi .S.0. Twi .S.0. Twi
:\::; :2132 Min. 0.5-inch :?r:?mvur: :vv:lt: 1 per V-Force FR or |One or more layer(s), Min. 2-inch Lic?( c;rrV\I“:O :)Zci c;l'rwm BB-JBSA, BB-LVOC,
W-51 DensDeck p V-Force P, self- |Elevate ISOGARD GL, Elevate 7" |Min. 0.5-inch Elevate ISOGARD HD BB-LVOC-1168 or BB- -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft? ) Spray R, 6- 1.5.0. Spray
Prime adhering ISOGARD CG . . UPBA
ply plywood Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . 1.5.0. Twin 1.5.0. Twin
W-52 inch APA gﬂé:;gjc_ll(n(:h minimum two 1 per &IEZ:EZ ERsZrlf— 323;;;?;22;{;2?’g:;c{;émd‘ Pack or 1.S.0. |Min 0.5-inch SECUROCK Gypsum- Pack or BB-JBSA, BB-LVOC- 75.0
’ rated CDX 4- | (2) Versa-Fast 1.45 ft? o ! Spray R, 6- Fiber Roof Board 1.5.0. Spray |1168, BB-UPBA ’
Prime adhering ISOGARD CG . .
ply plywood Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEm No Deck FASTENER ATTACH VAPOR OR AIR ADHESIVE ADHESIVE RooF Cover MDP
: (4.1.2) TYPE BARRIER PRODUCT PRODUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
:\:L?]'Alsf’z_ Min. 0.5-inch :?r:iemvulnz ‘th:/T 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Min. 7/16-inch DEXcell Cement Roof Twin Jet Y BB-JBSA, BB-LVOC,
W-53 rated CDX 4- DensDeck (2) Versa-Fast 1 4‘; 2 V-Force P, self- |SecurShield, Elevate ISOGARD GL, (SPATTER) Board or min. 0.5-inch DEXcell FA (SPATTER) BB-LVOC-1168 or BB- -75.0
Prime ’ adhering Elevate ISOGARD CG Glass Mat Roof Board UPBA
ply plywood Fasteners V19
per plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . .
Wo54 inch APA EA;:.sg;aSc-II(nCh minimum two 1 per &Ez:ﬁz ER:;”_ g:;?;h?;?geI;?g\/e;t(z);shggAf{gnGclr_‘ Twin JetY Min. 0.5-inch DensDeck Prime or TwinJetY |BB-JBSA, BB-LVOC- 75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft? o ! ’|(SPATTER) SECUROCK Gypsum-Fiber Roof Board |(SPATTER) |1168, BB-UPBA ’
Prime adhering Elevate ISOGARD CG
ply plywood Fasteners V19
per plate
Versa-Fast Metal
.Mm' 19/32- Min. 0.5-inch Plétfe V19 with V-Force FR or |One or more layer(s), Min. 2-inch . . BB-JBSA, BB-LVOC,
inch APA minimum two 1 per . Twin JetY . . Twin JetY
W-55 DensDeck V-Force P, self- |SecurShield, Elevate ISOGARD GL, Min. 0.5-inch Elevate ISOGARD HD BB-LVOC-1168 or BB- -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft? ) (SPATTER) (SPATTER)
Prime adhering Elevate ISOGARD CG UPBA
ply plywood Fasteners V19
per plate
ELEVATE ULTRAPLY TPO XR SYSTEMS:
Versa-Fast Metal Min. 0.25-inch DensDeck Prime,
Min. 19/32- [Min. 0.25- Plate V19 with . . . DEXcell FA Glass Mat Roof Board, 1.5.0. Twin
inch APA inch minimum two 1 per V-Force FR or | One or more layers, min. 1-inch |1.5.0. Twin SECUROCK Gypsum-Fiber Roof Board, |Pack or
W-56 Pl |V-Force P, self- |Elevate ISOGARD GL, Elevate  |Pack or 1.5.0. |°- - BYP ’ XR-TIY -45.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Sorav R min. 7/16-inch DEXcell Cement Roof |I.S.0. Spray
ply plywood |Prime Fasteners V19 g pray Board or min. 0.5-inch Elevate R
per plate ISOGARD HD
Versa-Fast Metal
Min. 19/32- (Min. 0.25- Plate V19 with ) . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof |1.5.0. Twin
) . . V-Force FR or  [One or more layer(s), Min. 2-inch . .
inch APA inch minimum two 1 per Pack or I.S.0. |Board or min 0.5-inch SECUROCK Pack or
W-57 V-Force P, self- |Elevate ISOGARD GL, Elevate X XR-TJY -45.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray
ply plywood [Prime Fasteners V19 & inch o.c. ISOGARD HD R, 6-inch o.c.
per plate
Versa-Fast Metal . .
Min. 19/32- |Min. 0.25-  |Plate V19 with o Min. 7/16-inch DEXcell Cement Roof
inch APA inch minimum two 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
W-58. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 f2 V-Force P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) XR-TJY -45.0
Iv olvwood |Prime Fasteners V19 ’ adhering ISOGARD CG Board, SECUROCK Gypsum-Fiber Roof
Ply plyw l Board, Elevate ISOGARD HD
per plate
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT

Report No.:
Revision 5:

NER-AMZ-001.B.R5
2026-10-09

Page 22 of 123

NEMO |cert®

Amrize Building Envelope LLC (Elevate)

FL10264-R24

TABLE 9c: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) OR RECOVER

ISO/IEC 17065

ACCREDITED
Prast Bl
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SysTem No. (El T FASTENER ATTACH VAPBC;RR;:RAIR P ADHESIVE P ADHESIVE Roz)i:lvsk %
1. YPE 4.2.2) (3.1.2¢) RODUCT 313) RODUCT e il
Versa-Fast Metal
Min. 19/32- Min. 0.5-inch Plétfe V19 with V-Force FRor |One or more layer(s), Min. 2-inch 1.5.0. Twin Min. 7/16—i.nch DFXceII Cement Roof |I.S.0. Twin
W-59. inch APA DensDeck minimum two 1 per V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. |Board or n.nn 0.5-inch SECUROCK Pack or XR-TIY 45.0
rated CDX 4- Prime (2) Versa-Fast 1.45 ft? adhering ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray
ply plywood Fasteners V19 inch o.c. ISOGARD HD R, 6-inch o.c.
per plate
. Versa-Fast Metal Min. 7/16-inch DEXcell Cement Roof
Min. 19/32- | . ) Plate V19 with ) ) . )
inch APA Min. 0.5-inch minimum two 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
W-60 rated CDX 4- DensDeck (2) Versa-Fast 1.45 f2 V-Force P, self- |SecurShield, Elevate ISOGARD GL, (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) XR-TJY -45.0
ply plywood Prime Fasteners V19 adhering Elevate ISOGARD CG Board, SECUROCK Gypsum-Fiber Roof
Board, Elevate ISOGARD HD
per plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . . 1.5.0. Twin
inch APi inch minimum two 1 per V-Force FRor 1One or more layers, min. 1-inch |I.5.0. Twin Min. 0.25-inch DensDeck Prime or Pack or
W-61. | oted CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 fi2 |V Force P, self- |Elevate ISOGARD GL, Elevate  |Pack or1.5.0. | -\ ook Gypsum-Fiber Roof Board |1.5.0. Spray | <FT1A 25
. adhering ISOGARD CG Spray R
ply plywood |Prime Fasteners V19 R
per plate
Versa-Fast Metal Min. 0.25-inch DensDeck Prime,
Min. 19/32- [Min. 0.25- Plate V19 with V-Force FRor |One or more layers, min. 1-inch |1.5.0. Twin DEXcell FA Glass Mat Roof Board, 1.5.0. Twin |XR-JBSA, XR-ISOR
W-62 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD G'I_ Ele.vate P.a.ck.or 15.0 SECUROCK Gypsum-Fiber Roof Board, |Pack or (RIBBON, 4), XR- 525
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adhering ! ISOGARD CG ! Spray R 7" |min. 7/16-inch DEXcell Cement Roof |I.5.0. Spray [XRSMA (RIBBON, 4), ’
ply plywood |Prime Fasteners V19 Board or min. 0.5-inch Elevate R XR-TJ
per plate ISOGARD HD
Versa-Fast Metal
:\::;:ggaz :\:;]] 0.25- :?r:?mvulr: :vv:lt: 1 per V-Force FR or |One or more layers, min. 1-inch  [1.5.0. Twin Min. 0.25-inch DensDeck Prime or :D.Z.c(lz.c;rrwm
W-63 rated CDX 4- | DensDeck (2) Versa-Fast 1.45 fi2 V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. |SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray XR-BA -52.5
. adhering ISOGARD CG Spray R or min. 0.5-inch Elevate ISOGARD HD
ply plywood |Prime Fasteners V19 R
per plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with V-Force FRor |One or more layer(s), Min. 2-inch 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof |I.S.0. Twin [XR-JBSA, XR-ISOR
W-64 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL,EIevz;te Pack or I.S.0. |Board or min 0.5-inch SECUROCK Pack or (RIBBON, 4), XR- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray |XRSMA (RIBBON, 4), ’
ply plywood |Prime Fasteners V19 i inch o.c. ISOGARD HD R, 6-inch o.c.|XR-TJ
per plate
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEm No Deck FASTENER ATTACH VAPOR OR AIR ADHESIVE ADHESIVE RooF Cover MDP
’ (4.1.2) TYPE BARRIER PRODUCT PRODUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin 1.5.0. Twin
inch APA inch minimum two 1 per V-Force FR or 1One or more layer(s), Min. 2-inch Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum- Pack or
W-65 V-Force P, self- |Elevate ISOGARD GL, Elevate . XR-HA -60.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? X Spray R, 6- Fiber Roof Board 1.5.0. Spray
. adhering ISOGARD CG . .
ply plywood |Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin 1.5.0. Twin
W-66 inch APA inch minimum two 1 per &Ez:ﬁz ERs?erlf— gzs;l’ergggpl‘ag;g?’ggcétz‘:m:h Pack or 1.S.0. |Min 0.5-inch SECUROCK Gypsum- Pack or XR-BA -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? ! ! Spray R, 6- Fiber Roof Board or ISOGARD HD 1.5.0. Spray ’
. adhering ISOGARD CG . .
ply plywood [Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . .
W-67 inch APA inch minimum two 1 per &EEZE ERsZrlf- gzsac;reT;ggAlaRyer(sL)'I?rleIC;‘,cze_lnCh Twin Jet Y Min. 0.25-inch DensDeck Prime or Twin JetY XR-HA 600
: rated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft2 = ’ (SPATTER)  |SECUROCK Gypsum-Fiber Roof Board |(SPATTER) :
. adhering ISOGARD CG
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal . .
Min. 19/32- |Min. 0.25-  [Plate V19 with o Min. 7/16-inch DEXcell Cement Roof XR-JBSA, XR-ISOR
. . o V-Force FR or |One or more layer(s), Min. 2-inch ) Board or min. 0.5-inch DensDeck .
w-gg,  |MCMAPA - finch minimum two | 1per |\ c o p celf. |Elevate ISOGARD GL, Elevate | “"'S8 Y  |piime, DEXcell FA Glass Mat Roof | 1€t ¥ |(RIBBON, 4), XR- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? o ! (SPATTER) ! . (SPATTER) |XRSMA (RIBBON, 4), ’
v ol d |pri Fasteners V19 adhering ISOGARD CG Board, SECUROCK Gypsum-Fiber Roof XR-T)
ply plywood |Frime Board, Elevate ISOGARD HD
per plate
Versa-Fast Metal
in. - in. 0.25- 1 i
:\::; :2132 :\:2:] 0.25 :?r:?mvur: :vv:lt: 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Min. 0.5-inch DensDeck Prime, Twin Jet Y
W-69 rated CDX 4- | DensDeck (2) Versa-Fast 1 4'; fr2 V-Force P, self- |Elevate ISOGARD GL, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof Board, (SPATTER) XR-BA -60.0
. ’ adhering ISOGARD CG or 0.5-inch Elevate ISOGARD HD
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof |I.S.0. Twin |XR-JBSA, XR-ISOR
W-70 inch APA gﬂé:;gjc_ll(n(:h minimum two 1 per &IEZ:EZ ERsZrlf— 323;;;?;22;{;2?’g:;c{;émd‘ Pack or 1.S.0. |Board or min 0.5-inch SECUROCK Pack or (RIBBON, 4), XR- 75.0
’ rated CDX 4- Prime (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray |XRSMA (RIBBON, 4), ’
ply plywood Fasteners V19 i inch o.c. ISOGARD HD R, 6-inch o.c.|XR-TJ
per plate
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TABLE 9c: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) OR RECOVER

ISO/IEC 17065

ACCREDITED
Prast Bl

PCA-145

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEm No Deck FASTENER ATTACH VAPOR OR AIR ADHESIVE ADHESIVE RooF Cover MDP
’ (4.1.2) TYPE BARRIER PRODUCT PRODUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
:\::;?1.:32\32_ Min. 0.5-inch :?r:?mvulnz ‘th:/T 1per |VForceFRor jOne or more layer(s), Min. 2-inch :chi;\h{? 0. |Min 0.5-inch SECUROCK Gypsum- Iﬁjcokl;wm
W-71 DensDeck P V-Force P, self- |Elevate ISOGARD GL, Elevate DO A P XR-HA -75.0
rated CDX 4- | (2) Versa-Fast 1.45 ft? R Spray R, 6- Fiber Roof Board 1.5.0. Spray
Prime adhering ISOGARD CG . .
ply plywood Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
:\:g\.:sﬁaz- Min. 0.5-inch :?r:?mvulni ‘:/V\Ilt: 1per |/Force FRor 1One or more layer(s), Min. 2-inch ch(lj(;v‘l“: 0. |Min 0.5-inch SECUROCK Gypsum- IF;z.cok.erm
W-72 rated CDX 4- De-nsDeck (2) Versa-Fast 1.45 ft? V—For(.:e P, self- |Elevate ISOGARD G, Elevate Spray R, 6- Fiber Roof Board or ISOGARD HD 1.5.0. Spray XR-BA 750
Prime adhering ISOGARD CG . .
ply plywood Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
.Mm' 19/32- Min. 0.5-inch Plétfe V19 with V-Force FR or |One or more layer(s), Min. 2-inch . . . . .
W-73 inch APA DensDeck minimum two 1 per V-Force P. self- |SecurShield. Elevate ISOGARD GL Twin JetY Min. 0.25-inch DensDeck Prime or Twin JetY XR-HA 750
rated CDX 4- | _ (2) Versa-Fast 1.45 ft? o ! "|(SPATTER) SECUROCK Gypsum-Fiber Roof Board |(SPATTER) ’
Prime adhering Elevate ISOGARD CG
ply plywood Fasteners V19
per plate
Versa-Fast Metal . .
Min.19/32- | |Plate V19 with o Min. 7/16-inch DEXcell Cement Roof XR-JBSA, XR-ISOR
. Min. 0.5-inch | . V-Force FR or |One or more layer(s), Min. 2-inch ) Board or min. 0.5-inch DensDeck .
inch APA minimum two 1 per . Twin JetY : TwinJetY |(RIBBON, 4), XR-
W-74. DensDeck , |V-Force P, self- |SecurShield, Elevate ISOGARD GL, Prime, DEXcell FA Glass Mat Roof -75.0
rated CDX 4- | (2) Versa-Fast 1.45 ft . (SPATTER) . (SPATTER) |XRSMA (RIBBON, 4),
v blvwood Prime Fasteners V19 adhering Elevate ISOGARD CG Board, SECUROCK Gypsum-Fiber Roof XR-T)
Py Rl Board, Elevate ISOGARD HD
per plate
Versa-Fast Metal
in. ) 19 wi
Mm 19/32 Min. 0.5-inch Plét? V19 with V-Force FR or |One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, .
inch APA minimum two 1 per . Twin JetY . Twin JetY
W-75 rated CDX 4- DensDeck (2) Versa-Fast 1.45 fi2 V-Force P, self- |SecurShield, Elevate ISOGARD GL, (SPATTER) SECUROCK Gypsum-Fiber Roof Board, (SPATTER) XR-BA -75.0
Prime ’ adhering Elevate ISOGARD CG or 0.5-inch Elevate ISOGARD HD
ply plywood Fasteners V19
per plate
ELEVATE ULTRAPLY TPO SA SYSTEMS:
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Pk.at? V19 with V-Force FR or |One or more layers, min. 1-inch  [.S.0. Twin Min. 0.25-inch DensDeck Prime, 1.5.0. Twin
inch APA inch minimum two 1 per ) Pack or
W-76 rated CDX 4- | DensDeck (2) Versa-Fast 1.45 f2 V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. |SECUROCK Gypsum-Fiber Roof Board, 15.0. Sora SA -52.5
! ’ adhering ISOGARD CG Spray R or min. 0.5-inch Elevate ISOGARD HD |>" >PT@Y
ply plywood |Prime Fasteners V19 R
per plate
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9c: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEm No Deck FASTENER ATTACH VAPOR OR AR ADHESIVE ADHESIVE RooF Cover MDP
: (4.1.2) TYPE BARRIER PRODUCT PRODUCT (3.1.4) PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin 1.5.0. Twin
W-77 inch APA inch minimum two 1 per &Eﬁ:ﬁi ERsoezf- Elzsac;rer:;gg/-l\aRyDerG(sL)'I?I/Iel\r/]a.utze_mCh Pack or I.S.0. |Min 0.5-inch SECUROCK Gypsum- Pack or A -60.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? 7 ! Spray R, 6- Fiber Roof Board, or ISOGARD HD 1.5.0. Spray ’
. adhering ISOGARD CG . .
ply plywood |Prime Fasteners V19 inch o.c. R, 6-inch o.c.
per plate
Versa-Fast Metal
:\:é?]’Alsﬁsz_ :\:(I:?] 0.25- :?;?m\{jl:] ‘:I\I:/t: 1 per V-Force FR or  [One or more layer(s), Min. 2-inch Twin Jet Y Min. 0.5-inch DensDeck Prime, Twin Jet Y
W-78 , |V-Force P, self- |Elevate ISOGARD GL, Elevate SECUROCK Gypsum-Fiber Roof Board, SA -60.0
rated CDX 4 De-nsDeck (2) Versa-Fast 1.45 ft adhering ISOGARD CG (SPATTER) or Elevate ISOGARD HD (SPATTER)
ply plywood |Prime Fasteners V19
per plate
Versa-Fast Metal
Mln. 19/32- Min. 0.5-inch Pl.atfe V19 with V-Force FRor | One or more layer(s), Min. 2-inch 1.5.0. Twin Min. 7/16-|‘nch DFcheII Cement Roof |[I.5.0. Twin
inch APA minimum two 1 per Pack or 1.5.0. |Board or min 0.5-inch SECUROCK Pack or
W-79. DensDeck V-Force P, self- |Elevate ISOGARD GL, Elevate R SA -75.0
rated CDX 4- Prime (2) Versa-Fast 1.45 ft? adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray
ply plywood Fasteners V19 & inch o.c. ISOGARD HD R, 6-inch o.c.
per plate
Versa-Fast Metal
!\/Im. 19/32- Min. 0.5-inch Plét? V19 with V-Force FR or |One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime, .
inch APA minimum two 1 per X Twin Jet Y . Twin JetY
W-80. rated CDX 4- DensDeck (2) Versa-Fast 1.45 2 V-Force P, self- |SecurShield, Elevate ISOGARD GL, (SPATTER) SECUROCK Gypsum-Fiber Roof Board, (SPATTER) SA -75.0
Prime ’ adhering Elevate ISOGARD CG or Elevate ISOGARD HD
ply plywood Fasteners V19
per plate

TABLE 9p: WOOD DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) oR RECOVER
SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Top Insulation Layer
System Deck Base Insulation Layer Roof Cover (3.1.4 MDP
No. (4.1.2) (4.2.2) Type Fastener Attach (314 (psf)
(4.2.2) (3.1.2¢)
ELEVATE ULTRAPLY TPO SYSTEMS:
Plywood, APA, 15/32-inch (Optional) One or more layers 1 per 4.0 -300*
w-g1. | | YWood ATA ' ptional bne Vers, Min. 1-inch ISOGARD CG 3.1.1 Per®Y | BB-1BSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA | (NO
rating 32/16, Grade CDX any combination, loose laid ft2 HVHZ)
Plywood, APA, 19/32-inch, (Optional) One or more layers, . . 1perl.8
W-82. rating 32/16, Grade CDX any combination, loose laid Min. 2-inch ISOGARD GL 3.11 2 BB-JBSA, BB-LVOC or BB-UPBA 45.0

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 90: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

ISO/IEC 17065

ACCREDITED
Prast Bl

PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. e R Top Insulation Layer o
ystem ec ase Insulation Layer
No. (4.1.2) (4.2.2) Type Fastener Attach ot (e (L] (psf)
(4.2.2) (3.1.2¢)
Plywood, APA, 15/32-inch, (Optional) One or more layers, . . 1per2.7 "
W-83. rating 32/16, Grade CDX any combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 f2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, ) ) 1perl.6
W-84. rating 32/16, Grade CDX any combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 f2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, . . 1per2.7 "
W-85. rating 32/16, Grade CDX any combination, loose laid Min. 0.5-inch Elevate ISOGARD HD 3.1.1 f2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
W-86. Plywood, APA, 15/32-inch, (Optlonal). Onfe or more Iayers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 311 1per4d.0 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA _45.0%
rating 32/16, Grade CDX any combination, loose laid Board — ft2
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch DEXcell FA Glass Mat Roof Board 1per4d.0 N
W-87. rating 32/16, Grade CDX any combination, loose laid or min. 7/16-inch DEXcell Cement Roof Board 314 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
W-88. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.1.1 2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, ) ) 1per2.7 "
W-89. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
inch (0.418 inch), Exposure 1
. (Optional for Recover) Min. 1.5-
w-go, | Plywood, APA, 23/32:inch, | it ihick one or more layers, Min. 0.25-inch DensDeck Prime 3.1.1 Lper2.7 | gy jBsA, BB-LVOC or BB-UPBA -45.0
rating 48/24, Grade CDX T ] ft:
any combination, loose laid
. (Optional for Recover) Min. 1.5-
wegy, | Plywood, APA, 23/32-inch, 1 opkick one or more layers, Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 Lper2.7 | gy jBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA | -45.0%
rating 48/24, Grade CDX L ; ft
any combination, loose laid
Plywood, APA, 19/32-inch, Min. 0.25-inch DensDeck Prime, DEXcell FA
rating 32/16, Grade CDX or (Optional) One or more layers, Glass Mat Roof Board or SECUROCK Gypsum- 1 per "
LUz 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Fiber Roof Board or min. 7/16-inch DEXcell 311 2.13 ft? BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
inch (0.418 inch), Exposure 1 Cement Roof Board
. . Min. 0.25-inch SECUROCK Gypsum-Fiber Roof
w-g3, | Plywood APA, 15/3Zinch, - | (Optional) One or more layers, Board or DEXcell FA Glass Mat Roof Board or | 3.1.1 1perl6 | gg igsa, BB-LVOC, BB-LVOC-1168 or BB-UPBA | -45.0
rating 32/16, Grade CDX any combination, loose laid . . ft2
min. 7/16-inch DEXcell Cement Roof Board
W-94. Plyyvood, APA, 19/32-inch, (Optlonal). Onfe ormore Iayers, Min. 0.5-inch DensDeck or DensDeck Prime 3.1.1 lperl6 BB-JBSA, BB-LVOC or BB-UPBA -45.0
rating 32/16, Grade CDX any combination, loose laid — ft2
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 90: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

ISO/IEC 17065

ACCREDITED
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PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer

System Deck Base Insulation Layer MDP
No. (4.1.2) (4.2.2) Type Fastener Attach LSO L] (psf)
(4.2.2) (3.1.2¢)
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 1 per
R rating 32/16, Grade CDX any combination, loose laid Board 3.1.1 2.13 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 525
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 1perl.8
W-96. rating 32/16, Grade CDX any combination, loose laid Board 311 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 67.5
ELEVATE ULTRAPLY TPO XR / HOT ASPHALT SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
W71 058 (NO-HVHZ), APA, 7/16- | any combination, loose laid Min. 0.25-inch DensDeck Prime 311 e | XRHA 430
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
W-98 rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per XR-HA _45.0*
: 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Gypsum-Fiber Roof Board — 2.13 ft? ’
inch (0.418 inch), Exposure 1
W-99. Plywood, APA, 15/32-inch, (Optlonal). Onfe or more Iayers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 311 1perl6 XR-HA -45.0
rating 32/16, Grade CDX any combination, loose laid Board — ft2
ELEVATE ULTRAPLY TPO XR / JET BOND SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
W-100. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.1.1 f2 XR-JBSA 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch DensDeck Prime or SECUROCK 1 per "
LA 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Gypsum-Fiber Roof Board 311 2.13 ft? XR-IBSA 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1perl.6
L0 rating 32/16, Grade CDX any combination, loose laid Board 314 ft2 XR-JBSA 450
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
W-103. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3141 f2 XR-TJ or XR-TJY (RIBBON, 6 or SPATTER) 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . - 1 per "
W-104. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3141 213 f2 XR-TJ or XR-TJY (RIBBON, 6 or SPATTER) 45.0
inch (0.418 inch), Exposure 1
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 90: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

ISO/IEC 17065

ACCREDITED
Prhel Ceifclin

PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer

System Deck Base Insulation Layer MDP
No. 6.1.2) 8.2.2) Type Fastener Attach Roof Cover (3.1.4) e
(4.2.2) (3.1.2¢)
Plywood, APA, 19/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1 per "
W-105- 1 558 (NO-HVHZ), APA, 7/16- | any combination, loose laid Board 311 2132 | XRTIOrXRTIY(RIBBON, 12 or SPATTER) 450
inch (0.418 inch), Exposure 1
Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 1perl.6
W-106. rating 32/16, Grade CDX any combination, loose laid Board 311 ft? XR-TJ or XR-TJY (RIBBON, 12 or SPATTER) 450
ELEVATE ULTRAPLY TPO XR / XR STICK SYSTEMS:
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 «
W-107. 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 3.1.1 et XR-XRSMA (RIBBON, 12) 45.0
inch (0.418 inch), Exposure 1
Plywood, APA, 19/32-inch, Min. 0.25-inch DensDeck Prime, DEXcell FA
rating 32/16, Grade CDX or (Optional) One or more layers, Glass Mat Roof Board or SECUROCK Gypsum- 1 per "
LS, 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Fiber Roof Board or min. 7/16-inch DEXcell 3.1.1 2.13 ft2 XR-XRSMA (RIBBON, 12) 45.0
inch (0.418 inch), Exposure 1 Cement Roof Board
. . Min. 0.25-inch DEXcell FA Glass Mat Roof
W-109. f;m’o‘;dz /?ZA('S:BSQ Zc'g‘;h’ g?]ptézrrfé)irz:mrlr::: l':i‘:frs' Board or SECUROCK Gypsum-Fiber Roof Board | 3.1.1 1 p:’trzl'ﬁ XR-XRSMA (RIBBON, 12) -45.0
e ! v ! or min. 7/16-inch DEXcell Cement Roof Board
ELEVATE ULTRAPLY TPO SA SYSTEMS:
Plywood, APA, 15/32-inch (Optional) One or more layers 1 per 4.0 -300*
Lisl rating 32/16, Grade CDX any combination, loose laid Min. 1-inch ISOGARD CG 314 ft2 SA (NO
HVHZ)
, , , , , -37.5%
W-111 Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 311 1 per 4.0 SA NO
" | rating 32/16, Grade CDX any combination, loose laid Board — ft2 H(VHZ)
Plywood, APA, 19/32-inch, (Optional) One or more layers, . . 1perl.8
LiAes rating 32/16, Grade CDX any combination, loose laid Min. 2-inch ISOGARD GL 314 ft2 SA 450
Plywood, APA, 15/32-inch, (Optional) One or more layers, . . 1per2.7 N
W-113. rating 32/16, Grade CDX any combination, loose laid Min. 1-inch ISOGARD CG 311 ft2 SA 45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, . . 1per1.6
W-114. rating 32/16, Grade CDX any combination, loose laid Min. 1-inch ISOGARD CG 311 ft2 SA 45.0
Plywood, APA, 15/32-inch, (Optional) One or more layers, . . 1per2.7 N
W-115. rating 32/16, Grade CDX any combination, loose laid Min. 0.5-inch Elevate ISOGARD HD 311 ft2 SA 45.0
Plywood, APA, 15/32-inch,
rating 32/16, Grade CDX or (Optional) One or more layers, . . . 1per2.7 "
LSRG 0SB (NO-HVHZ), APA, 7/16- any combination, loose laid Min. 0.25-inch DensDeck Prime 1.1 ft2 SA 45.0
inch (0.418 inch), Exposure 1
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 90: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. e R Top Insulation Layer o
ystem ec ase Insulation Layer
No. (4.1.2) (4.2.2) Type Fastener Attach LSO L] (psf)
(4.2.2) (3.1.2¢)
R (Optional for Recover) Min. 1.5-
W-117. Plywood, APA, 23/32-inch, inch thick, one or more layers, Min. 0.25-inch DensDeck Prime 3.1.1 Lper27 SA -45.0*
rating 48/24, Grade CDX T ] — ft2
any combination, loose laid
Plywood, APA, 19/32-inch,
W-118 rating 32/16, Grade CDX or (Optional) One or more layers, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per SA _45.0*
" | OSB(NO-HVHZ), APA, 7/16- any combination, loose laid Gypsum-Fiber Roof Board — 2.13 ft? ’
inch (0.418 inch), Exposure 1
W-119 Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 311 1perl6 A -45.0
" | rating 32/16, Grade CDX any combination, loose laid Board — ft2 ’
Plywood, APA, 19/32-inch, (Optional) One or more layers, . . X 1perl6
W-120. rating 32/16, Grade CDX any combination, loose laid Min. 0.5-inch DensDeck Prime 311 ft? SA 45.0
W-121 Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 311 1 per SA 525
" | rating 32/16, Grade CDX any combination, loose laid Board — 2.13 ft? ’
W-122 Plywood, APA, 15/32-inch, (Optional) One or more layers, Min. 0.5-inch SECUROCK Gypsum-Fiber Roof 311 1perl.8 SA 675
" | rating 32/16, Grade CDX any combination, loose laid Board — ft? ’

TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER

System Deck Thermal Barrier and/or Insulation Attachment MDP
- Roof Cover (3.1.4c)
No. (4.1.2) Layer (3.1.2) Fastener (3.1.1, 4.2.2) Density / Pattern (psf)
6 parts per 4 x 8 ft board
ilgy/v;/qu, :PA,t. 1 per 5.3 ft2
-inch, rating ) .
32/16, Grade CDX Any approved thermal barrier and/or Elevate Heavy Duty Fastener and [ T ] F;Ztlii?ogIgzrc:i;zg;;yz::;as:rr:g? 'FI"E(;IT:\TsiWeId
W-123. | or OSB (NO- ANy app a1ba Elevate UltraPly TPO Invisiweld : ! on wel ; y _ -45.0*
insulation, any combination e ® ca Plate with RhinoBond Tool in accordance with
HVHZ), APA, 7/16- Plate - manufacturer’s instructions
inch (0.418 inch.), i ’
Exposure 1 ’ B @ “
Plywood, APA,
19/32-inch, rating .
32/16, Grade CDX . Elevate Heavy Duty Fastener and .Elevat(.e UltraPly TPO or UltraPly TPO Platmun.1.
Any approved thermal barrier and/or . 8 parts per 4 x 8 ft board induction welded to Elevate UltraPly TPO InvisiWeld
W-124. or OSB (NO- . . - Elevate UltraPly TPO InvisiWeld ) ) ) . -45.0*
insulation, any combination 1 per 4.0 ft? Plate with RhinoBond Tool in accordance with
HVHZ), APA, 7/16- Plate manufacturer’s instructions
inch (0.418 inch.), ’
Exposure 1

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER

IAS

ACCREDITED"

Pruthact Cerlif czlian
Hgeney

PCA-145

System Deck Thermal Barrier and/or Insulation Attachment Roof Cover (3.1.4¢ MDP
No. (4.1.2) Layer (3.1.2) Fastener (3.1.1,4.2.2) Density / Pattern = (psf)
Plywood, APA, (Optional) Any approved thermal Elevate Heavy Duty Fastener and Max. 6-inch o.c. in rows max. 72- iEr:Zﬁ?oglgzmﬁg;;ﬂ:?s:gg? :,'II:]ST:\TsiWeId
W-125. 19/32-inch, rating barrier and/or insulation, any Elevate UltraPly TPO InvisiWeld inchlo c o ' Plate with RhinoBond Tool in accor(\i/ance with -52.5
32/16, Grade CDX combination, prelim. attached (3.1.2) Plate o , . X
manufacturer’s instructions.
12 parts per 4 x 8 ft board
1 per 2.7 ft?
Plywood. APA Elevate Heavy Duty Fastener and |‘b+—k & k—+"“| Elevate UltraPly TPO or UltraPly TPO Platinum
4 - " Any approved thermal barrier and/or ¥ DUty . A induction welded to Elevate UltraPly TPO InvisiWeld
W-126. 15/32-inch, rating i K o Elevate UltraPly TPO Invisiweld o o o o |3 . . X . -52.5
32/16, Grade CDX insulation, any combination Plate ‘&‘ Plate with RhinoBond Tool in accordance with
! () [} o o |+ manufacturer’s instructions.
~
o o o o i‘
& -4
El ItraPly TP ItraPly TPO Plati
Code minimum (Optional) Any approved thermal Elevate Heavy Duty Fastener and Fastener spaced max. 6-inch o.c. inz\;i?ieoﬁ \tA:Idid tg;;ya:;aulzraﬂo T:ST:\TsiWeld
W-127. plywood or OSB barrier and/or insulation, any Elevate UltraPly TPO Invisiweld in rows spaced max. 96-inch o.c. Plate with RhinoBond Tool in accordyance with -75.0
(NO HVHZ) combination, prelim. attached (3.1.2) Plate along wood structural members , . X
manufacturer’s instructions.
£ -
Plywood, APA, (Optional) Any approved thermal Elevate Heavy Duty Fastener and Max. 6-inch o.c. in rows max. 60- ir:Z\l/JiEc?ogIgzr(;i;zg;;y;tgas:rrz? 'T'EST:\TsiWeId
W-128. 19/32-inch, rating barrier and/or insulation, any Elevate UltraPly TPO InvisiWeld inch.o c e ' Plate with RhinoBond Tool in accor(:ance with -82.5
32/16, Grade CDX combination, prelim. attached (3.1.2) Plate o , . X
manufacturer’s instructions.

TABLE 9r: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

Insulation (4.2.2) Roof Cover (3.1.4)
System Deck p— F MDP
No. 4.1.2 ac CRLCLL sf;
(4.1.2) Type By Membrane . Attach (psf)
Plywood, APA, 15/32- Elevate
inch, rating 32/16, Grade | Min. 1-inch ISOGARD GL or ISOGARD CG, min. 0.5-inch Elevate ISOGARD HD relim UltraPly TPO Elevate HD Fastener | 12-inch o.c. within 6-inch wide -30.0*
W-129. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber sttachc.ed or UltraPly with Elevate HD laps spaced 42-inch o.c. Laps (NO
APA, 7/16-inch (0.418 Roof Board TPO Seam Plate sealed with 1.5-inch heat weld. HVHZ)
inch), Exposure 1 Platinum
Plywood, APA, 15/32- Elevate
inch, rating 32/16, Grade | Min. 1-inch ISOGARD GL or ISOGARD CG, min. 0.5-inch Elevate ISOGARD HD relim UltraPly TPO Elevate HD Fastener | 6-inch o.c. within 6-inch wide
W-130. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber sttachc.ed or UltraPly with Elevate HD laps spaced 42-inch o.c. Laps -45.0*
APA, 7/16-inch (0.418 Roof Board TPO Seam Plate sealed with 1.5-inch heat weld.
inch), Exposure 1 Platinum
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TABLE 9r: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

Insulation (4.2.2) Roof Cover (3.1.4)
System Deck o - MDP
No. 4.1.2 ac BB sf
(4.1.2) Type 312 Membrane 311 422 Attach (psf)
Plywood, APA, 19/32- Elevate
inch, rating 32/16, Grade | Min. 1-inch ISOGARD GL or ISOGARD CG, min. 0.5-inch Elevate ISOGARD HD relim UltraPly TPO Elevate HD Fastener | 24-inch o.c. within 6-inch wide
W-131. CDX or OSB (NO-HVHZ), and/or min. 0.25-inch DensDeck, DensDeck Prime, SECUROCK Gypsum Fiber gttach'ed or UltraPly with Elevate HD laps spaced 42-inch o.c. Laps -45.0*
APA, 7/16-inch (0.418 Roof Board TPO Seam Plate sealed with 1.5-inch heat weld.
inch.), Exposure 1 Platinum
Elevate
Plywood, APA, 15/32- Optional min. 1-inch ISQGARD GL or ISOGARD CG fol.lowed by min. 0.25-—|nch . UIt.raPIy TPF) Elevate HD Fastener | 5-inch o.c. within 6-inch wide
W-132 inch, rating 32/16, Grade DensDeck, DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board, min. 0.5- | prelim. (min. 60-mil) with Elevate HD laps spaced 114-inch o.c. Laps 45.0
’ CDX’ ! inch Elevate ISOGARD HD, min. 1-inch ISOGARD CG or min. 1.5-inch Elevate attached | or UltraPly Seam Plate sealed with 1.5-inch he'a:c weld ’
ISOGARD HD Composite TPO ’ ’
Platinum
e i 48/20,Grace eim, | Flevate | Elevate HD Fastener | P8 C MR FICR S
W-133. ! 8 ! Min. 0.5-inch thick, one or more layers, any combination P ) UltraPly TPO | with Elevate HD ps spac . C P -45.0
CDX or nominal 1-inch attached sealed with 1.5-inch heat weld
XR 100 Seam Plate
wood plank that encapsulates plates.
Elevate . L ’
mz:wv(::(tjihAzAzllizﬂGzr-ade relim UltraPly TPO Elevate HD Fastener Ii\-lr;csh Z.cce;dwf;:)hlsrjiﬁ-clfr:zhcwfae S
W-134. ! g ) g Min. 1.5-inch thick, one or more layers, any combination P ) or UltraPly with Elevate HD pssp A > c.ap -60.0
CDX or nominal 1-inch attached sealed with 5-inch heat weld
TPO Seam Plate
wood plank . that encapsulates plates.
Platinum
Elevate . T .
e i, | U T9O | st fosenr | E0 0 el
W-135. ! 8 # Min. 0.5-inch thick, one or more layers, any combination P ) or Elevate with Elevate HD ps spac ) -C Lap -60.0
CDX or nominal 1-inch attached sealed with 1.5-inch heat weld
UltraPly TPO | Seam Plate
wood plank XR 100 that encapsulates plates.

TABLE 9G: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTEN STRIPS)

Insulation (4.2.2 Roof Cover (3.1.4
System Deck (_lAtt h 514) MDP
No. (4.1.2) Type ac Membrane Fastener (3.1.1,4.2.2) Attach (psf)
(3.1.2)
Elevate Elevate UltraPly QuickSeam R.M.A. Strips are applied over the insulation
Plywood, APA, Min. 0.5-inch thick, ) UltraPly Elevate UIFraPIY QuickSeam spaced 96-inch o.c. The batten is centered over each strip and fastened 6- -30.0
; ) prelim. TPO or R.M.A. Strips with Elevate All- . ) ) . .
W-136. 15/32-inch, rating | one or more layers, . inch o.c. Roof cover adhered to each strip by first priming with Single-Ply (NO
- attached UltraPly Purpose Fastener with Elevate . . R . . L .
32/16, Grade CDX | any combination . QuickPrime Primer at the strip location, then rolling into place with a hand HVHZ)
TPO Polymer Batten Strip roller
Platinum '
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TABLE 9H: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER
System Deck Roof Cover DP
No. (4.1.2) Membrane Fastener (4.2.2) Attach (psf)
Plywood, APA, 19/32-inch, rating 32/16, Grade Elevate UltraPly TPO or . 6-inch o.c. within 6-inch wide laps spaced 72-inch o.c. Laps
W-137. CDX UltraPly TPO Platinum Elevate HD Fastener with Elevate HD Seam Plate sealed with 1.5-inch heat weld. -45.0

TABLE 91: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System MDP
No. Deck (4.1.2) Roof Cover (3.1.4) (psf)
W-138. 0SB (NO-HVHZ), APA, 7/16-inch (0.418 inch), Exposure 1 (installed smooth side up) SA -67.5
W-139. Plywood, APA, 19/32-inch, rating 32/16, Grade CDX SA -97.5

TABLE 10A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4) A
No. (4.1.2,4.2.2) Type Attach (3.1.3) Type | Attach (3.1.3) (psf)*
ELEVATE ULTRAPLY TPO SYSTEMS:
Min. 22 ga., type B, Min. 1.5-inch 150GaRD | +>:O- Stick, Twin Jet, Twin Jet Y or (Optional) Additional layers I.5.0. Stick, Twin Jet, | go 1acp Bp.1VOC, BB-LVOC-1168 or
SC-1. 1.5.0. Twin Pack, 12-inch o.c. along . X Twin Jet Y or 1.S.0. -45.0
Grade 33 steel GL base insulation . BB-UPBA
top flanges of steel deck Twin Pack
Min. 22 ga., type B, . . 1.5.0. Twin Pack, 6-inch o.c. along top (Optional) Additional layers 1.5.0. Twin Pack, 6- BB-JBSA, BB-LVOC, BB-LVOC-1168 or
SC-2. Grade 33 steel Min. 2-inch ISOGARD GL flanges of steel deck base insulation inch o.c. BB-UPBA 750
ELEVATE ULTRAPLY TPO SA SYSTEMS:
. . . 1.5.0. Stick, Twin Jet, Twin Jet Y or . " 1.S.0. Stick, Twin Jet,
sc.3. | Min-22ga,typeB, | Min.15Anch ISOGARD |\ ¢ 5 1yjin pack, 12-inch o.c.along | (OPtionall Additionallayers | ¢ i oty or15.0. SA -45.0
Grade 33 steel GL base insulation .
top flanges of steel deck Twin Pack
s Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack, 6-inch o.c. along top (Optlf)nal) A_ddltlonal layers !.S.O. Twin Pack, 6- A 75.0
Grade 33 steel flanges of steel deck base insulation inch o.c.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

G _— Base Insulation Layer Top Insulation Layer T
ystem ec . .
Vapor or Air Barrier Attach Attach Roof Cover (3.1.4)
No. (4.1.2,4.2.2) T T (psf)
ype (3.1.3) ype (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
V-Force or V-Force FR
.S.0. .S.0. Twi -37.5
scs Min. 22 ga., type B, with min. 3-inch side laps | Min. 1.5-inch Il;—ﬁ\cipc:az Zf;;l Stc? ;II'::nePsa;:L(, (Optional) Additional 1.5.0. Spray R or BB-JBSA, BB-LVOC, BB- NO
’ Grade 33 steel self-adhered to top ISOGARD GL - g top & layers base insulation 1.5.0. Twin Pack LVOC-1168 or BB-UPBA (
steel deck HVHZ)
flanges of steel deck
V-Force or V-Force FR 1.S.0. Stick, Twin Jet, Twin Jet Y or 1.S.0. Stick, Twin
SC-6 Min. 22 ga., type B, with min. 3-inch side laps | Min. 1.5-inch 1.5.0. Spray R or I.5.0. Twin Pack, (Optional) Additional Jet, TwinJetY or | BB-JBSA, BB-LVOC, BB- -45.0%
’ Grade 33 steel self-adhered to top ISOGARD GL 12-inch o.c. along top flanges of layers base insulation 1.5.0. Spray R or LVOC-1168 or BB-UPBA ’
flanges of steel deck steel deck 1.5.0. Twin Pack
. Min. 22 ga., type B, ;;F:[:ESVZ:E_?JE;’AZ':E Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. along | (Optional) Additional 1.5.0. Twin Pack, | BB-JBSA, BB-LVOC, BB- 60,0
’ Grade 33 steel p ISOGARD GL top flanges of steel deck layers base insulation 6-inch o.c. LVOC-1168 or BB-UPBA ’
top flanges of steel deck
V-Force FR with min. 3-
sc-8 Min. 22 ga., type B, inch side laps self- Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. along (Optional) Additional 1.5.0. Twin Pack, BB-JBSA, BB-LVOC, BB- 450
’ Grade 33 steel adhered to top flanges of | ISOGARD GL top flanges of steel deck layers base insulation 6-inch o.c. LVOC-1168 or BB-UPBA ’
steel deck
One or more
. layer(s), Min. 2-inch . . . 1.5.0. Twin Pack
sC-9. Min. 22 ga., Type B, V-Force FR, self-adhering | Elevate ISOGARD I.S..O. Twin Pack or I.S.0. Spray R, Min. 0.25 .|nch SECUROCK or 1.5.0. Spray R, BB-JBSA, BB-LVOC-1168, 90.0
Grade 40 steel 6-inch o.c. Gypsum-Fiber Roof Board . BB-UPBA
GL, Elevate 6-inch o.c.
ISOGARD CG
One or more
. layer(s), Min. 2-inch . . . 1.5.0. Twin Pack
Min. 22 ga., Type B, . 1.5.0. Twin Pack or I.S.0. Spray R, Min. 0.5-inch Elevate BB-JBSA, BB-LVOC, BB-
SC-10. Grade 40 steel V-Force FR, self-adhering | Elevate ISOGARD 6-inch o.c. ISOGARD HD or.I.S.O. Spray R, LVOC-1168 or BB-UPBA 90.0
GL, Elevate 6-inch o.c.
ISOGARD CG
One or more
. layer(s), Min. 2-inch . . . 1.5.0. Twin Pack
Min. 22 ga., Type B, . 1.5.0. Twin Pack or I.S.0. Spray R, Min. 7/16-inch DEXcell BB-JBSA, BB-LVOC, BB-
SC-11. Grade 40 steel V-Force FR, self-adhering | Elevate ISOGARD 6-inch o.c. Cement Roof Board or.I.S.O. Spray R, LVOC-1168 or BB-UPBA 90.0
GL, Elevate 6-inch o.c.
ISOGARD CG
One or more
. layer(s), Min. 2-inch Min. 0.25-inch DensDeck .
sc-12. ?r':&:igz't'ezpe B V-Force FR, self-adhering | Elevate ISOGARD GL | Twin Jet Y (SPATTER) Prime or SECUROCK (T;:’Z]ijér:) EE_LBSBAABB LVOC-1168, -90.0
or Elevate ISOGARD Gypsum-Fiber Roof Board
CG
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

. ey Base Insulation Layer Top Insulation Layer s
ystem ec Vapor or Air Barrier Attach Attach Roof Cover (3.1.4) P
No. (4.1.2,4.2.2) Type Type sf
(3.1.3) (3.1.3)
One or more
Min. 22 ga., Type B layer(s), Min. 2-inch Min. 0.5-inch Elevate Twin Jet Y BB-JBSA, BB-LVOC, BB-
SC-13. Grade 40 steel V-Force FR, self-adhering | Elevate ISOGARD GL | TwinJetY (SPATTER) ISOGARD HD (SPATTER) LVOC-1168 or BB-UPBA -90.0
or Elevate ISOGARD
CG
g:zr‘(’sr)ml\jirﬁ > inch Min. 0.25-inch DEXcell FA
Min. 22 ga., Type B, . ! ; . Glass Mat Roof Board or Twin JetY BB-JBSA, BB-LVOC, BB-
SC-14. Grade 40 steel V-Force FR, self-adhering | Elevate ISOGARD GL | Twin JetY (SPATTER) min. 7/16-inch DEXcell (SPATTER) LVOC-1168 or BB-UPBA 90.0
or Elevate ISOGARD
Cement Roof Board
CG
One or more
Min. 22 ga., layer(s), Min. 2-inch . . )
! Min. 0.5-inch SECUROCK Twin JetY BB-JBSA, BB-LVOC, BB-
SC-15. Type B, V-Force FR, self-adhering | Elevate ISOGARD GL | Twin JetY (SPATTER) . ’ ! -90.0
Grade 40 steel or Elevate ISOGARD Gypsum-Fiber Roof Board (SPATTER) LVOC-1168 or BB-UPBA
CG
ELEVATE ULTRAPLY TPO XR SYSTEMS:
One or more
. layer(s), Min. 2-inch ) . 1.5.0. Twin Pack
sc-16. | MIN-2282,TVPEB, |\ £ocq bR self-adhering | Elevate ISOGARD | O TWin Packorl.5.0.SprayR, | 0:5-inch SECUROCK or15.0. SprayR, | XR-HA -90.0
Grade 40 steel 6-inch o.c. Gypsum-Fiber Roof Board .
GL, Elevate 6-inch o.c.
ISOGARD CG
One or more Min. 7/16-inch DEXcell
. layer(s), Min. 2-inch ) Cement Roof Board or min | 1.5.0. Twin Pack XR-JBSA, XR-ISOR (RIBBON,
SC-17. ?r';’&:igi't'ezpe B V-Force FR, self-adhering | Elevate ISOGARD IG.—Si.r?c‘hTr“cn Packorl.S.0.Spray R, | o ¢ i\ ch SECUROCK or1.5.0. SprayR, | 4), XR-XRSMA (RIBBON, 4), | -90.0
GL, Elevate e Gypsum-Fiber Roof Board 6-inch o.c. XR-TJ, or XR-TJY
ISOGARD CG or ISOGARD HD
One or more
. layer(s), Min. 2-inch ) 0.5-inch SECUROCK 1.5.0. Twin Pack
sC-18. ?::&:igit'ezpe B V-Force FR, self-adhering | Elevate ISOGARD 'G'_Si'r?c‘hT:)‘”c" Packorl.S.0.SprayR, | o cum-Fiber Roof Board | or 1.5.0. Spray R, | XR-BA -90.0
GL, Elevate o or ISOGARD HD 6-inch o.c.
ISOGARD CG
One or more
. layer(s), Min. 2-inch Min. 0.25-inch DensDeck .
sc-19. ?r':&:igz't'ezpe B V-Force FR, self-adhering | Elevate ISOGARD GL | Twin Jet Y (SPATTER) Prime or SECUROCK (TS";’,Z‘#;F:) XR-HA -90.0
or Elevate ISOGARD Gypsum-Fiber Roof Board
CG
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
. ey Base Insulation Layer Top Insulation Layer s
ystem c Vapor or Air Barrier Attach Attach Roof Cover (3.1.4) o
No. (4.1.2,4.2.2) Type Type sf
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck
Prime, DEXcell FA Glass
One or more Mat Roof Board
. layer(s), Min. 2-inch ! . . XR-JBSA, XR-ISOR (RIBBON,
sc-20, | Min-22ga, TypeB, V-Force FR, self-adhering | Elevate ISOGARD GL | Twin Jet Y (SPATTER) SECUROCK Gypsum-Fiber | Twin Jet Y 4), XR-XRSMA (RIBBON, 4), | -90.0
Grade 40 steel Roof Board, min. 7/16-inch | (SPATTER)
or Elevate ISOGARD XR-TJ, or XR-TJY
G DEXcell Cement Roof
Board or min. 0.5-inch
Elevate ISOGARD HD
One or more Min. 0.25-inch DensDeck
. layer(s), Min. 2-inch Prime or SECUROCK .
SC-21. g/lln(.j Ziga't’ T\l/pe B V-Force FR, self-adhering | Elevate ISOGARD GL | Twin JetY (SPATTER) Gypsum-Fiber Roof Board :;;2#;:) XR-BA -90.0
rade =0 stee or Elevate ISOGARD or min. 0.5-inch Elevate
CG ISOGARD HD
One or more
Min. 22 ga., layer(s), Min. 2-inch . . . XR-JBSA, XR-ISOR (RIBBON,
sC-22. | TypeB, V-Force FR, self-adhering | Elevate ISOGARD GL | Twin Jet Y (SPATTER) g"'"'sgi';i‘gzrs:ggf; C;: 5 (TS""’)Z’TJT‘?;F; 4), XR-XRSMA (RIBBON, 4), | -90.0
Grade 40 steel or Elevate ISOGARD VP XR-TJ
CG
ELEVATE ULTRAPLY TPO SA SYSTEMS:
V-Force or V-Force FR
.S.0. .S.0. Twi -37.5
sC.23 Min. 22 ga., Type B, with min. 3-inch side laps | Min. 1.5-inch Ilg_%cip;ag :I(;;I Stc? ;Il-::nezasr’ (Optional) Additional 1.5.0. Spray R or A (NO
’ Grade 33 steel self-adhered to top ISOGARD GL - g top g layers base insulation 1.5.0. Twin Pack
steel deck HVHZ)
flanges of steel deck
V-Force or V-Force FR 1.5.0. Stick, Twin Jet, Twin JetY or 1.S.0. Stick, Twin
sc24 Min. 22 ga., Type B, with min. 3-inch side laps | Min. 1.5-inch 1.5.0. Spray R or I.S.0. Twin Pack, (Optional) Additional Jet, Twin JetY or A 45.0%
’ Grade 33 steel self-adhered to top ISOGARD GL 12-inch o.c. along top flanges of layers base insulation 1.5.0. Spray R or ’
flanges of steel deck steel deck 1.5.0. Twin Pack
Min. 22 ga., Type B, V.-Force with min. 3-inch Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. along (Optional) Additional 1.5.0. Twin Pack,
SC-25. side laps self-adhered to . . R SA -60.0
Grade 33 steel ISOGARD GL top flanges of steel deck layers base insulation 6-inch o.c.
top flanges of steel deck
V-Force FR with min. 3-
$C-26 Min. 22 ga., Type B, inch side laps self- Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. along (Optional) Additional 1.5.0. Twin Pack, A 450
’ Grade 33 steel adhered to top flanges of | ISOGARD GL top flanges of steel deck layers base insulation 6-inch o.c. ’
steel deck
One or more
. layer(s), Min. 2-inch . Min 0.5-inch SECUROCK 1.5.0. Twin Pack
SC-27. '(\;/"nc'j Ziga't’ T‘l’pe B, V-Force FR, self-adhering | Elevate ISOGARD GL L‘f’,’o'hTW'” Packorl.S.0.SprayR, | ¢ ocum-Fiber Roof Board | or 1.5.0. SprayR, | SA -90.0
rage abstee or Elevate ISOGARD | "M O:¢ or ISOGARD HD 6-inch o.c.
CG
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NEMO |CEFt.® ISO/IEC 17065 PCA-145
TABLE 108: STEEL DECKS - NEW CONSTRUCTION oR REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
. ey Base Insulation Layer Top Insulation Layer s
ystem ec . . Rl
No. AR Vapor or Air Barrier Type A;tla;h Type A;tla:h Roof Cover (3.1.4) of
I(anr(();)mhz:r? 2-inch Min. 0.5-inch DensDeck
Min. 22 ga., Type B, vens, ; Prime, SECUROCK Twin Jet Y

SC-28. V-Force FR, self-adhering | Elevate ISOGARD GL | TwinJetY (SPATTER) SA -90.0
or Elevate ISOGARD

CcG

Grade 40 steel Gypsum-Fiber Roof Board, | (SPATTER)

Elevate ISOGARD HD

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR BARRIER/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Base Insulation Layer Top Insulation Layer
System 2G2S Attach Vapor or Air Barrier Attach Attach Roof Cover (3.1.4) MDE
No. (4.1.2,4.2.2) ac ac ac — (psf)
Type (3.1.3) Type (3.1.3) Type (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
1.5.0. Stick, Twin
Min. 22 ga., Min. 0.5-inch DensDeck | ¥ TWin JetY, BASEGARD SA with min. 3- | Min. 0.5-inch (Optional) Additional layers | Hot BB-JBSA, BB-LVOC,
SC-29. Type B, Grade ) 12-inch o.c. along | . ) Hot asphalt ) ) BB-LVOC-1168 or -45.0*
Prime inch side laps self-adhered | ISOGARD GL base insulation asphalt
33 steel top flanges of BB-UPBA
steel deck
Min. 7/16-inch DEXcell
One or more
Min. 22 ga. Cement Roof Board or layers, min. 1- 1.S.0.
Type B ! min. 0.5-inch DensDeck | 1.5.0. Twin Pack inch E]evat;e 1.5.0. Twin Min. 0.25-inch DensDeck Twin BB-JBSA, BB-
SC-30. Grad ;10 teel Prime, SECUROCK or1.5.0. Spray R V-Force FR, self-adhering ISOGARD GL Pack or 1.S.0. | Prime or SECUROCK Pack or LVOC-1168, BB- -52.5
rade a9 stee Gypsum-Fiber Roof (every other flute) ! Spray R Gypsum-Fiber Roof Board 1.S.0. UPBA
Elevate
Board, or DEXcell FA ISOGARD CG Spray R
Glass Mat Roof Board !
Min. 7/16-inch DEXcell One or more
Min. 22 ga. Cement Roof Board or lavers. min. 1- 1.S.0.
Type B ! min. 0.5-inch DensDeck | 1.S.0. Twin Pack inZh Ellevat;e 1.5.0. Twin Min. 0.5-inch Elevate Twin BB-JBSA, BB-LVOC,
SC-31. ’ Prime, SECUROCK orl5.0.SprayR | V-Force FR, self-adhering Pack or 1.5.0. o Packor | BB-LVOC-1168 or -52.5
Grade 40 steel . ISOGARD GL, ISOGARD HD
Gypsum-Fiber Roof (every other flute) Spray R 1.S.0. BB-UPBA
Elevate
Board, or DEXcell FA ISOGARD CG Spray R
Glass Mat Roof Board !
Min. 7/16-inch DEXcell
Cement Roof Board or One or more 1.S.0
Min. 22 ga., in. 1- in. 0.25-i
& min. 0.5-inch DensDeck | 1.5.0. Twin Pack layers, min. 1- | | ¢  qyin | Min- 0-25-inch DEXcell FA | o) BB-JBSA, BB-LVOC,
Type B, . . inch Elevate Glass Mat Roof Board or
SC-32. Prime, SECUROCK or 1.S.0. Spray R V-Force FR, self-adhering Pack or I.S.0. X X Pack or BB-LVOC-1168 or -52.5
Grade 40 steel . ISOGARD GL, min. 7/16-inch DEXcell
Gypsum-Fiber Roof (every other flute) Spray R 1.S.0. BB-UPBA
Elevate Cement Roof Board
Board, or DEXcell FA ISOGARD CG Spray R
Glass Mat Roof Board !
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

Pt Cerlialiar
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PCA-145

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR BARRIER/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Thermal Barrier Base Insulation Layer Top Insulation Layer
System Deck . . MDP
Attach Vapor or Air Barrier Attach Attach Roof Cover (3.1.4)
No. (4.1.2,4.2.2) Type Type Type sf
(3.1.3) (3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO XR SYSTEMS:
Min. 0.4375-inch
DEXcell Cement Roof One or more
Min. 22 ga., Board or min. 0.5-inch layers, min. 1- 1.5.0.
. 1.5.0. Twin Pack . ! 1.5.0. Twin Min. 0.25-inch DensDeck Twin
Type B, DensDeck Prime, ) inch Elevate .
SC-33. or1.S.0. Spray R V-Force FR, self-adhering Pack or 1.5.0. | Prime or SECUROCK Pack or XR-HA -52.5
Grade 40 steel SECUROCK Gypsum (every other flute) ISOGARD GL, Spray R Gypsum-Fiber Roof Board 1.5.0
Fiber Roof Board or Y Elevate pray s S ;a' R
DEXcell FA Glass Mat ISOGARD CG, pray
Roof Board
Min. 0.4375-inch Min. 0.25-inch DensDeck
. DEXcell Cement Rc-)of One or m.ore Prime, DEXcell FA Glass Mat 15.0. XR-JBSA, XR-ISOR
Min. 22 ga., Board or min. 0.5-inch . layers, min. 1- ) Roof Board, SECUROCK )
Type B, DensDeck Prime 1.5.0. Twin Pack inch Elevate 1.5.0. Twin Gypsum-Fiber Roof Board Twin (RIBBON, 4), XR-
SC-34. Grade 40 steel SECUROCK Gypsum orl.5.0. pray R V-Force FR, self-adhering ISOGARD GL, Pack or 1.5.0. min. 7/16-inch DEXcell Pack or XRSMA (RIBBON, 523
X (every other flute) Spray R . 1.5.0. 4), XR-TJ, or XR-
Fiber Roof Board or Elevate Cement Roof Board or min. Sorav R Ty
DEXcell FA Glass Mat ISOGARD CG, 0.5-inch Elevate ISOGARD pray
Roof Board HD
Min. 0.4375-inch
. DEXcell Cement Roof One or more Min. 0.25-inch DensDeck 1.5.0.
Min. 22 ga., Board or min. 0.5-inch . layers, min. 1- ) . )
Type B, DensDeck Prime 1.5.0. Twin Pack inch Elevate 1.5.0. Twin Prime or SECUROCK Twin
SC-35. Grade 40 steel SECUROCK Gypsum or 1.S.0. Spray R V-Force FR, self-adhering ISOGARD GL, Pack or I.S.0. Gyps.um-Flb.er Roof Board Pack or XR-BA -52.5
. (every other flute) Spray R or min. 0.5-inch Elevate 1.S.0.
Fiber Roof Board or Elevate ISOGARD HD Sorav R
DEXcell FA Glass Mat ISOGARD CG, pray
Roof Board
ELEVATE ULTRAPLY TPO SA SYSTEMS:
1.5.0. Stick, Twin
Min. 22 ga. . R Jet, Twin JetY, . . . . . ”
! Min. 0.5-inch DensDeck ) BASEGARD SA with min. 3- | Min. 0.5-inch (Optional) Additional layers | Hot «
SC-36. Type B, Grade Prime 12-inch o.c. along inch side laps self-adhered | ISOGARD GL Hot asphalt base insulation asphalt SA 45.0
33 steel top flanges of
steel deck
Min. 0.4375-inch
Min. 22 ga., DensDeck Pri'mé 1.5.0. Twin Pack inZh E'Ieva té 1.5.0. Twin Prime, SECUROCK Gypsum- | Twin
SC-37. Type B, or.5.0. Spray R V-Force FR, self-adhering Pack or 1.S.0. | Fiber Roof Board or min. Pack or SA -52.5
SECUROCK Gypsum- ISOGARD GL, K
Grade 40 steel . (every other flute) Spray R 0.5-inch Elevate ISOGARD 1.S.0.
Fiber Roof Board, or Elevate HD Sorav R
DEXcell FA Glass Mat ISOGARD CG, pray
Roof Board
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

ACCREDITED
Prhel Ceifclin

PCA-145

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2e) (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
Min. 22 ga., Type B, Grade . . 1.S.0. Stick, Twin Jet, -37.5*%
Min. 2-inch ISOGARD GL or 1 per . . . BB-JBSA, BB-LVOC, BB-LVOC-
SC-38. 33 steel or structural ISOGARD CG 3.1.1 4.0 f2 Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y, 1.S.0. Spray R, 1168 or BB-UPBA, (NO
concrete 1.5.0. Twin Pack HVHZ)
Min. 22 ga., Type B, Grade Optional min. 1.5-inch ISOGARD GL
. . 1 per . . BB-JBSA, BB-LVOC, BB-LVOC- «
SC-39. 33 steel or structural Min. 1.5-inch ISOGARD GL 31.1 200 followed by min. 0.5-inch Tapered ISOGARD | 1.5.0. Spray R 1168 or BB-UPBA -45.0
concrete GL
Min. 22 ga., Type B, Grade Optional min. 1.5-inch ISOGARD CG .
. . 1 per . . 1.5.0. Stick, 1.S.0. Spray BB-JBSA, BB-LVOC, BB-LVOC- «
SC-40. 33 steel or structural Min. 1.5-inch ISOGARD CG 3.1.1 272 followed by min. 0.5-inch Tapered ISOGARD R 1.5.0. Twin Pack 1168 or BB-UPBA -45.0
concrete CG
Min. 22 ga., Type B, Grade Optional min. 1.5-inch ISOGARD CG 1.S.0. Stick, Twin Jet,
SC-41. 33 steel or structural Min. 2-inch ISOGARD CG 31.1 1 per followed by min. 0.5-inch Tapered ISOGARD | TwinJetY, I.S.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC -45.0*
4.0 ft? . 1168 or BB-UPBA
concrete CG 1.5.0. Twin Pack
Min. 22 ga., Type B, Grade . . 1.5.0. Stick, Twin Jet,
SC-42. | 33 steel or structural Min. 2-inch ISOGARD GL | 3.1.1 Lper | Min. 1.5-inch Elevate ISOGARD HD Twin Jet Y, 15.0. SprayR, | Do /BSA, BE-LVOC, BB-LVOC 5 o
4.0 ft Composite . 1168 or BB-UPBA
concrete 1.5.0. Twin Pack
Min. 22 ga., Type B, Grade . . 1.5.0. Stick, Twin Jet,
SC-43. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | Min. 1.5-inch Elevate ISOGARD HD Twin Jet Y, 1.5.0. Spray R, | Co2BSA, BB-LVOC, BB-LVOC -45.0*
2.7 ft? Composite . 1168 or BB-UPBA
concrete 1.5.0. Twin Pack
Min. 22 ga., Type B, Grade .
. . 1 per . . 1.5.0. Spray R, 1.5.0. Twin BB-JBSA, BB-LVOC, BB-LVOC- «
SC-44. 33 steel or structural Min. 1.5-inch ISOGARD GL 311 202 Min. 0.5-inch Elevate ISOGARD HD Pack 1168 or BB-UPBA 45.0
concrete
Min. 22 ga., Type B, Grade . .
. . 1 per . . 1.S.0. Stick, Twin Jet, BB-JBSA, BB-LVOC, BB-LVOC- N
SC-45. 33 steel or structural Min. 2-inch ISOGARD GL 311 200 Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y 1168 or BB-UPBA -45.0
concrete
Min. 22 ga., Type B, Grade . . . 1.S.0. Spray R, 1.S.0. Twin
SC-46. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 1per | Min. 0.25-inch Densbeck, DensDeck Prime | < o stick, Twin | BB-JBSA or BB-UPBA -45.0*
2.0 ft or SECUROCK Gypsum-Fiber Roof Board X
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade . . . 1.S.0. Spray R, 1.5.0. Twin
SC-47. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | Min. 0.25-inch DensDeck Prime or Pack, 1.5.0. Stick, Twin BB-LVOC-1168 -45.0*
2.0 ft? SECUROCK Gypsum-Fiber Roof Board .
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade Min. 0.25-inch DEXcell FA Glass Mat Roof 1.5.0. Spray R, 1.S.0. Twin
SC-48. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 1Per 1 Board or min. 7/16-inch DEXcell Cement Pack, 1.5.0. Stick, Twin BB-JBSA, BB-LVOC, BB-LVOC- |45 o«
2.0 ft? 1168 or BB-UPBA
concrete Roof Board Jet
Min. 22 ga., Type B, Grade Optional min. 1.5-inch ISOGARD GL or min.
SC-49. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 L1Per 1 0 5 inch Tapered ISOGARD GL followed by | 1.5.0. Spray R BB-JBSA, BB-LVOC, BB-LVOC -45.0*
2.0 ft? K . 1168 or BB-UPBA
concrete min. 0.5-inch Elevate ISOGARD HD
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Pt Cerlialiar

fgeney.

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2¢) (3.1.3)
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck Optional min. 1.5-inch ISOGARD CG 1.S.0. Stick, Twin Jet,
SC-50. 33 steel or structural Prime or SECUROCK 311 1 per followed by min. 0.5-inch Tapered ISOGARD | TwinJetY, I.5.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC -45.0*
. 4.0 ft? . 1168 or BB-UPBA
concrete Gypsum-Fiber Roof Board CG 1.5.0. Twin Pack
. Min. 0.5-inch DensDeck, . . . . .
Min. 22 ga., Type B, Grade DensDeck Prime or 1 per Min. .1.5—|nch ISOGARD. GL followed by Min. I.S.Q. Stick, Twin Jet, BB-JBSA, BB-LVOC, BB-LVOC-
SC-51. 33 steel or structural . 31.1 0.25-inch DensDeck Prime or SECUROCK Twin Jet Y, 1.5.0. Spray R, -45.0*
SECUROCK Gypsum-Fiber 2.0 ft? . . 1168 or BB-UPBA
concrete Gypsum-Fiber Roof Board 1.5.0. Twin Pack
Roof Board
. Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL followed by Min. . .
$C.52 ?'\,/_Iv,”;tj; goi.;;tr;ful?;;f}rade DensDeck Prime or 311 1 per 0.25-inch DEXcell FA Glass Mat Roof Board :28 ztlf:’ -Lwlmsjgt’Twin BB-JBSA, BB-LVOC, BB-LVOC- _45.0*
’ SECUROCK Gypsum-Fiber — 2.0 ft? or min. 7/16-inch DEXcell Cement Roof >0 SPray R, 1.0, 1168 or BB-UPBA ’
concrete Pack
Roof Board Board
1.S.0. Stick, Twin Jet
Min. 22 ga., Type B, Grade ) ) ) ) ! !
. . 1 per Min. 0.5-inch DensDeck Prime or Twin Jet Y, 1.5.0. Spray R, | BB-JBSA, BB-LVOC, BB-LVOC-
3623 z’jnsctfeet':r structural Min. 1.5-inch ISOGARD GL | 3.1.1 16ft | SECUROCK Gypsum-Fiber Roof Board 15.0. Twin Pack, 6-inch | 1168 or BB-UPBA 600
o.c.
Min. 22 ga., Type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof 1.5.0. Stick, Twin Jet,
SC-54. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 ! perz Board or min. 7/16-inch DEXcell Cement 1.5.0. Spray R, 1.S.0. Twin BB-JBSA, BB-LVOC, BB-LVOC -60.0
— 1.6 ft . 1168 or BB-UPBA
concrete Roof Board Pack, 6-inch o.c.
SC.55 Min. 22 ga., Type B, 50 ksi Min. 1.5-inch ISOGARD GL 311 1 per Min. 1.5-inch Elevate ISOGARD HD 1.5.0. Stick, Twin Jet, BB-JBSA, BB-LVOC, BB-LVOC- -60.0
’ steel or structural concrete or ISOGARD CG — 1.8 ft? Composite Twin Jet Y, 12-inch o.c. 1168 or BB-UPBA '
Min. 22 ga., Type B, 50 ksi . . 1 per Min. 0.25-inch SECUROCK Gypsum-Fiber 1.S.0. Stick, Twin Jet, BB-JBSA, BB-LVOC, BB-LVOC-
SC-56. steel or structural concrete Min. 2-inch ISOGARD GL 3.1.1 1.8 ft? Roof Board Twin Jet Y,6-inch o.c. 1168 or BB-UPBA 67.5
. . Min. 0.5-inch DEXcell FA Glass Mat Roof . .
scs7, | Min-22ga,Type B, S0ksi | o i 1soGARD GL 3.1.1 1Per 1 oard or min. 7/16-inch DEXcell Cement 1.5.0. Stick, Twin Jet, 6- | BB-BSA, BB-LVOC, BB-LVOC- | ¢/ ¢
steel or structural concrete 1.8 ft2 inch o.c. 1168 or BB-UPBA
Roof Board
Min. 22 ga., Type B, Grade . . .
Min. 1.5-inch ISOGARD GL 1 per . . 1.S.0. Spray R, 1.S.0. Twin BB-JBSA, BB-LVOC, BB-LVOC-
SC-58. 33 steel or structural or ISOGARD CG 311 16 ft2 Min. 1.5-inch ISOGARD GL or ISOGARD CG Pack 1168 or BB-UPBA -75.0
concrete
1.S.0. Stick, Twin Jet,
Min. 22 ga., Type B, Grade X ’ !
. . 1 per . . Twin JetY, .S.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC-
SC-59. 33 steel or structural Min. 2-inch ISOGARD GL 31.1 1.6 f22 Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Twin Pack, 6-inch 1168 or BB-UPBA 82.5
concrete
o.c.
Min. 22 ga., Type B, Grade 1.S.0. Stick, Twin Jet,
SC-60. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 LPer 1 \in. 0.5-inch Elevate ISOGARD HD Twin Jet Y, 1.5.0. Twin BB-LVOC, BB-LVOC-1168 or BB~ | g
1.0 ft2 . UPBA
concrete Pack, 4-inch o.c.
Min. 22 ga., Type B, Grade . . . 1.5.0. Stick, Twin Jet,
. . 1 per Min. 0.5-inch DensDeck Prime or . : BB-LVOC, BB-LVOC-1168 or BB-
SC-61. 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 102 SECUROCK Gypsum-Fiber Roof Board Twin Jet. Y, 1.S.0. Twin UPBA -105.0
concrete Pack, 4-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

ACCREDITED
Prast Bl

ISO/IEC 17065 PCA-145

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2e) (3.1.3)
Min. 22 ga., Type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof 1.S.0. Stick, Twin Jet,
SC-62. 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 llgl:trz Board or min. 7/16-inch DEXcell Cement 1.5.0. Twin Pack, 4-inch LBJ;B);XOC’ BB-LVOC-1168 or BB -105.0
concrete ' Roof Board o.c.
Min. 22 ga., Type B, Grade _ _ _ _
SC-63. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 llg‘:trz Min. 1.5-inch ISOGARD GL 1.5.0. Spray R, 6-inch o.c. LBJ;',BLXOC’ BB-LVOC-11680rBB- | 1050
concrete '
Min. 22 ga., Type B, Grade Min. 1.5-inch ISOGARD GL followed by min.
SC-64. | 33 steel or structural Min. 2-inch ISOGARD GL | 3.1.1 1 P | 0.5-inch Elevate ISOGARD HD o min. 15.0. Spray R, 6-inch o.c. | BOLVOC BE-LVOCLI680rBB- |5
1.0 ft? . UPBA
concrete 19/32-inch plywood
1.S.0. Stick, Twin Jet
Min. 22 ga., Type B, Grade . ’ !
. . 1 per . . Twin JetY, 1.5.0. Spray R, | BB-LVOC, BB-LVOC-1168 or BB-
SC-65. 33 steel or structural Min. 2-inch ISOGARD GL 3.11 102 Min. 1-inch ISOGARD GL 1.5.0. Twin Pack, 4-inch UPBA 112.5
concrete
o.c.
Min. 22 ga., Type B, Grade 1.S.0. Stick, Twin Jet,
SC-66. | 33 steel or structural Min. 1.5-inch ISOGARD CG | 3.1.1 1P| Min. 1.5-inch ISOGARD CG Twin Jet Y, 15.0. SprayR, | oLvOG BELVOCLIE8orBE- 1154
1.0 ft? . UPBA
concrete 1.5.0. Twin Pack
1.S.0. Stick, Twin Jet,
Min. 22 ga., Type B, Grade ) ! !
. . 1 per . . Twin JetY, I.5.0. Spray R, BB-LVOC, BB-LVOC-1168 or BB-
SC-67. 80 steel or structural Min. 2-inch ISOGARD GL 311 1.0 22 Min. 1-inch ISOGARD GL 1.5.0. Twin Pack, 4-inch UPBA 127.5
concrete
o.c.
Min. 22 ga., Type B, Grade
SC-68. | 80 steel or structural Min. 2-inch ISOGARD GL 3.1.1 11 g‘:trz Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y 3?3EI:XOC’ BB-LVOC-11680rBB- | 1575
concrete '
Min. 22 ga., Type B, Grade 1.5.0. Stick, Twin Jet,
SC-69. | 80 steel or structural Min. 2-inch ISOGARD GL | 3.1.1 11 %2 | Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Spray R, 1.5.0. Twin 3E|3LXOC' BB-LVOC-1168 0rBB- | ;35
concrete ’ Pack, 4-inch o.c.
. Optional additional layer(s) min. 1.5-inch
Min. 22 ga., Type B, Grade ) .
. . 1 per ISOGARD GL followed by min. 0.5-inch . . BB-LVOC, BB-LVOC-1168 or BB-
SC-70. izns;c:eeetleor structural Min. 2-inch ISOGARD GL 3.1.1 1.0 Elevate ISOGARD HD, DensDeck Prime, Twin Jet Y, 4-inch o.c. UPBA -105.0
SECUROCK Gypsum-Fiber Roof Board
ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
Min. 22 ga., Type B, Grade 1 per 1.S.0. Stick, 1.S.0. Spray -30.0*
SC-71. 33 steel or structural Min. 1.5-inch ISOGARD GL 1.1 ) 7pft2 Min. 1.5-inch ISOGARD GL R, I.5.0. Twin Pack, Twin XR-JBSA (NO
concrete ' Jet, Twin Jet Y HVHZ)
Min. 22 ga., Type B, Grade 1 per 1.S.0. Stick, 1.5.0. Spray -37.5*
SC-72. 33 steel or structural Min. 2-inch ISOGARD GL 1.1 4 gftz Min. 1.5-inch ISOGARD GL R, 1.S.0. Twin Pack, Twin XR-JBSA (NO
concrete ' Jet, Twin Jet Y HVHZ)
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2e) (3.1.3)
Min. 22 ga., Type B, Grade 1 per 1.S.0. Stick, I.S.0. Spray
SC-73. 33 steel or structural Min. 2.25-inch ISOGARD GL | 3.1.1 4 gftz Min. 1.5-inch ISOGARD GL R, I.5.0. Twin Pack, Twin XR-JBSA -45.0*
concrete ' Jet, Twin Jet Y
Min. 1.5-inch ISOGARD GL followed by
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or 1 per optional min. 0.5-inch DensDeck Prime,
SC-74. 33 steel or structural SECUROCK Gypsum-Fiber 3.1.1 ) (?ftZ SECUROCK Gypsum-Fiber Roof Board or 1.5.0. Spray R XR-JBSA -45.0*
concrete Roof Board ' Elevate ISOGARD HD or min. 19/32-inch
plywood
Min. 22 ga., Type B, Grade 1 ver gmzr;?nLT\Cgeli?gfciDPSr;feo!?‘::gubgozr 1.5.0. Stick, 1.5.0. Spray
SC-75. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 P : ; - ) R, 1.5.0. Twin Pack, Twin XR-JBSA -45.0*
concrete 2.0 ft? Gypsume-Fiber Roof Board or min. 0.5-inch Jet. Twin Jet Y
Elevate ISOGARD HD !
. 1.S.0. Stick, 1.5.0. Spray
Min. 22 ga., Type B, Grade . . . . f
. . 1 per Min. 0.5-inch DensDeck Prime or R, 1.S.0. Twin Pack, Twin
SC-76. 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 16 | SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 6-inch XR-JBSA 60.0
concrete
o.c.
Min. 22 ga., Type B, Grade Loer | Min. Linch ISOGARD GL or min. 0.5-inch ksig' (?)tl'T'l\j\l/ilr‘\sF"gélfp'll:jvzn
SC-77. 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 1 gftz DensDeck Prime, SECUROCK Gypsum-Fiber Je;t .T.wi.n Jet Y 6-ir;ch XR-JBSA -67.5
concrete ' Roof Board or Elevate ISOGARD HD o c’ !
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or 1 per zﬂp:;o:rl\asl-;‘lc: l;g_?:;%it:gifi::é
g - .0. X . ) ) "
SC-78. 32ns;c:aeetleor structural ;iﬁ:l:(());l; Gypsum-Fiber 3.1.1 20 ft2 SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y XR-JBSA 45.0
Elevate ISOGARD HD
ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STICK IMEMBRANE ADHESIVE SYSTEMS:
Min. 22 ga., Type B, Grade 1.5.0. Stick, 1.S.0. Spray -30.0*
SC-79. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 ! perz Min. 1.5-inch ISOGARD GL R, I.S.0. Twin Pack, Twin XR-ISOSR (RIBBON, 12) or XR (NO
I 2.7 ft X XRSMA (RIBBON, 12)
concrete Jet, Twin JetY HVHZ)
Min. 22 ga., Type B, Grade 1.S.0. Stick, 1.S.0. Spray -37.5*%
SC-80. | 33 steel or structural Min. 2-inch ISOGARD GL 11 LPEr | \lin. 1.5-inch ISOGARD GL R, 1.5.0. Twin Pack, Twin | <SOSR (RIBBON, 12) or XR (NO
4.0t : XRSMA (RIBBON, 12)
concrete Jet, Twin Jet Y HVHZ)
Min. 22 ga., Type B, Grade 1.S.0. Stick, 1.S.0. Spray
SC-81. | 33 steel or structural Min. 2.25-inch ISOGARD GL | 3.1.1 1Per 1 \in. 1.5-inch ISOGARD GL R, 1.5.0. Twin Pack, Twin | \RSOSR (RIBBON, 12)orXR- |, .
4.0ft ; XRSMA (RIBBON, 12)
concrete Jet, Twin JetY
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT

Report No.:
Revision 5:
Page 42 of 123

NEMO |cert®

NER-AMZ-001.B.R5
2026-10-09

Amrize Building Envelope LLC (Elevate)

FL10264-R24

TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

ACCREDITED
Prhel Ceifclin

PCA-145

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2¢) (3.1.3)
Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL followed by
Min. 22 ga.. Tvoe B, Grade DEXcell FA Glass Mat Roof optional min. 0.5-inch DensDeck Prime,
5c-82 33 s.teelgor.,strmturlal Board or SECUROCK 311 1 per DEXcell FA Glass Mat Roof Board or 15.0. Sorav R XR-ISOSR (RIBBON, 12) or XR- -45.0*
’ concrete Gypsum-Fiber Roof Board — 2.0 ft? SECUROCK Gypsum-Fiber Roof Board or =20 opray XRSMA (RIBBON, 12) ’
or min. 7/16-inch DEXcell min. 19/32-inch plywood or min. 7/16-inch
Cement Roof Board DEXcell Cement Roof Board
Min. 0.5-inch DensDeck,
Min. 22 ga.. Type B. Grade DEXcell FA Glass Mat Roof
scs3 33 &eelirétrﬁitur& Board or SECUROCK 311 Lper | Min.15-inch ISOGARD GL followed by min. | | ¢ o ¢ o XR-ISOSR (RIBBON, 4) or XR- 450"
’ Gypsum-Fiber Roof Board — 2.0 ft? 0.5-inch Elevate ISOGARD HD >0 >pray XRSMA (RIBBON, 4) ’
concrete . .
or min. 7/16-inch DEXcell
Cement Roof Board
Min. 22 ga., Type B, Grade Min. 1-inch ISOGARD GL followed by min. 1.S.0. Stick, I.S.0. Spray
SC-84. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 1 per 0.25-inch DensDeck Prime or SECUROCK R, 1.5.0. Twin Pack, Twin XR-ISOSR (RIBBON, 12) or XR -45.0*
D 2.0 ft2 . . XRSMA (RIBBON, 12)
concrete Gypsum-Fiber Roof Board Jet, Twin Jet Y
. Min. 1-inch ISOGARD GL followed by min. .
Min. 22 ga., Type B, Grade X 1.S.0. Stick, 1.S.0. Spray
. . 1 per 0.25-inch DEXcell FA Glass Mat Roof Board . A XR-ISOSR (RIBBON, 12) or XR- "
SC-85. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 200 or min. 7/16-inch DEXcell Cement Roof R, 1.5.0. Twin Pack, Twin XRSMA (RIBBON, 12) 45.0
concrete Jet
Board
Min. 22 ga., Type B, Grade . . . 1.S.0. Stick, 1.5.0. Spray
. . 1 per Optional min. 1-inch ISOGARD GL followed . f XR-ISOSR (RIBBON, 12) or XR- N
SC-86. 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 202 by min. 0.5-inch Elevate ISOGARD HD R, I.S.O‘. Twin Pack, Twin XRSMA (RIBBON, 12) 45.0
concrete Jet, Twin JetY
. 1.5.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . . . . f
. . 1 per Min. 0.5-inch DensDeck Prime or R, 1.5.0. Twin Pack, Twin XR-ISOSR (RIBBON, 6) or XR-
SC-87. iznssfeet'eor structural Min. 1.5-inch ISOGARD GL | 3.1.1 16f2 | SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 6-inch XRSMA (RIBBON, 6) -60.0
o.c.
Min. 22 ga., Type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof 1.5.0. Stick, 1.S.0. Spray : )
SC-88. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 LPer | g oard or min. 7/16-inch DEXcell Cement R, 1.5.0. Twin Pack, Twin | << SOSR (RIBBON, 6) or XR -60.0
1.6 ft K XRSMA (RIBBON, 6)
concrete Roof Board Jet, 6-inch o.c.
. 1.S.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . f
. . 1 per . . R, 1.5.0. Twin Pack, Twin XR-ISOSR (RIBBON, 6) or XR-
SC-89. 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 16f Min. 1-inch ISOGARD GL Jet, Twin Jet Y, 6-inch XRSMA (RIBBON, 6) -82.5
concrete
o.c.
. 1.S.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . .
. . 1 per . . R, 1.5.0. Twin Pack, Twin XR-ISOSR (RIBBON, 6) or XR-
SC-90. 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 1.6 f2 Min. 0.5-inch Elevate ISOGARD HD Jet, Twin Jet Y, 6-inch XRSMA (RIBBON, 6) -82.5
concrete
o.c.
Min. 22 ga., Type B, Grade Min. 2-inch ISOGARD GL or 1 per . . . XR-ISOSR (RIBBON, 6) or XR-
SC-91. 33 steel ISOGARD CG 3.1.1 1.0 22 Min. 0.5-inch DensDeck Prime 1.5.0. Spray R XRSMA (RIBBON, 6) 82.5
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2¢) (3.1.3)
Min. 22 ga., Type B, Grade Min. 2-inch ISOGARD GL or 1 per . .
SC-92. 33 steel ISOGARD CG 3.11 102 Min. 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR-XRSMA (RIBBON, 6) 82.5
Min. 22 ga., Type B, Grade . .
Min. 2-inch ISOGARD GL or 1 per . . . XR-ISOSR (RIBBON, 12) or XR-
SC-93. 80 steel or structural ISOGARD CG 311 1.0 Min. 0.5-inch DensDeck Prime 1.5.0. Spray R XRSMA (RIBBON, 6) -97.5
concrete
Min. 22 ga., Type B, Grade . .
SC-94. | 80 steel or structural Min. 2-inch ISOGARD GLor | 5, LPer 1 \lin. 7/16-inch DEXcell Cement Roof Board | 1.5.0. Spray R XR-XRSMA (RIBBON, 6) 975
ISOGARD CG 1.0 ft?
concrete
. 1.S.0. Stick, I.S.0. Spray
Min. 22 ga., Type B, Grade . . . . .
. . 1 per Min. 0.5-inch DensDeck Prime or R, 1.5.0. Twin Pack, Twin XR-ISOSR (RIBBON, 4) or XR-
269 iznssf:t':r structural Min. Z-inch ISOGARD GL | 3.1.1 1.0ft2 | SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 4-inch XRSMA (RIBBON, 4) 1275
o.c.
Min. 22 ga., Type B, Grade Min. 0.5-inch DEXcell FA Glass Mat Roof 1.S.0. Stick, I.S.0. Spray
SC-96. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 Lper 1 oard or min. 7/16-inch DEXcell Cement R, 1.5.0. Twin Pack, Twin | <SOSR (RIBBON, 4) or XR 1275
1.0 ft? . XRSMA (RIBBON, 4)
concrete Roof Board Jet, 4-inch o.c.
Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL followed by
Min. 22 ga., Type B, Grade DEXcell FA Glass Mat Roof optional min. 0.5-inch DensDeck Prime
SC-97. 33 steel or structural Board or S.ECUROCK 3.11 1 per DEXcell FA Glass Mat Roof Board or Twin Jet Y XR-ISOSR (RIBBON, 12) or XR- -45.0*
Gypsum-Fiber Roof Board I 2.0 ft? . XRSMA (RIBBON, 12)
concrete R . SECUROCK Gypsum-Fiber Roof Board or
or min. 7/16-inch DEXcell R X
min. 7/16-inch DEXcell Cement Roof Board
Cement Roof Board
Min. 1-inch ISOGARD GL followed by min.
Min. 22 ga., Type B, Grade 0.25-inch DensDeck Prime or SECUROCK
SC-98. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | G bsum-Fiber Roof Board or DEXcell FA Twin Jet Y XR-ISOSR (RIBBON, 12) or XR- |
2.0 ft R . XRSMA (RIBBON, 12)
concrete Glass Mat Roof Board or min. 7/16-inch
DEXcell Cement Roof Board
Min. 0.5-inch DensDeck Prime or
Min. 22 ga., Type B, Grade .
. . 1 per SECUROCK Gypsum-Fiber Roof Board or . XR-ISOSR (RIBBON, 6) or XR-
SC-99. izns;c:eeetleor structural Min. 1.5-inch ISOGARD GL 31.1 1.6 f22 DEXcell FA Glass Mat Roof Board or min. Twin Jet Y XRSMA (RIBBON, 6) 60.0
7/16-inch DEXcell Cement Roof Board
Min. 22 ga., Type B, Grade Min. 2-inch ISOGARD GL or 1 per . . .
SC-100. 33 steel ISOGARD CG 31.1 1.0 2 Min. 7/16-inch DEXcell Cement Roof Board Twin Jet Y XR-XRSMA (RIBBON, 6) 82.5
Min. 22 ga., Type B, Grade Min. 2-inch ISOGARD GL or 1 per . . . .
SC-101. 33 steel ISOGARD CG 3.1.1 1.0 22 Min. 7/16-inch DEXcell Cement Roof Board Twin Jet Y, 4-inch o.c. XR-XRSMA (RIBBON, 6) 97.5
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ACCREDITED
Prhel Ceifclin

PCA-145

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2e) (3.1.3)
Min. 0.5-inch DensDeck Prime or
Min. 22 ga., Type B, Grade :
. . 1 per SECUROCK Gypsum-Fiber Roof Board or . . XR-ISOSR (RIBBON, 4) or XR-
SC-102. zzns;cfeetleor structural Min. 2-inch ISOGARD GL 3.1.1 1.0 22 DEXcell FA Glass Mat Roof Board or min. Twin Jet Y, 4-inch o.c. XRSMA (RIBBON, 4) 112.5
7/16-inch DEXcell Cement Roof Board
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
Min. 22 ga., Type B, Grade 1.5.0. Stick, 1.S.0. Spray g g -30.0*
SC-103. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 1Per 1 \in. 1.5-inch ISOGARD GL R, 1.5.0. Twin Pack, Twin | *x-12 O XR-TJY (RIBBON, 6or |\
2.7 ft? . SPATTER)
concrete Jet, Twin JetY HVHZ)
Min. 22 ga., Type B, Grade 1.S.0. Stick, I.S.0. Spray -37.5*
SC-104. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 1Per 1 \in. 1.5-inch ISOGARD GL R, 1.5.0. Twin Pack, Twin | <r-10r XR-TJY (RIBBON, 6or |\
4.0 ft? . SPATTER)
concrete Jet, Twin JetY HVHZ)
Min. 22 ga., Type B, Grade 1.5.0. Stick, 1.S.0. Spray
SC-105. | 33 steel or structural Min. 2.25-inch ISOGARD GL | 3.1.1 1per 1 \in. 1.5-inch ISOGARD GL R, 1.5.0. Twin Pack, Twin | <1 or XR-TJY (RIBBON, 6 or |,
4.0 ft? . SPATTER)
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or Min. 1.5-inch ISOGARD GL followed by
SC-106. | 33 steel or structural SECUROCK Gypsum-Fiber 3.1.1 ! perz optional min. 0.5-inch DensDeck Prime or 1.5.0. Spray R XR-TJ or XR-TJY (RIBBON, 6 or -45.0*
— 2.0 ft R R SPATTER)
concrete Roof Board min. 19/32-inch plywood
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or Min. 1.5-inch ISOGARD GL followed by
SC-107. | 33 steel or structural SECUROCK Gypsum-Fiber 31.1 1 per optional min. 0.5-inch SECUROCK Gypsum- 1.5.0. Spray R XR-TJ or XR-TJY (RIBBON, 12 or -45.0*
2.0 ft? h SPATTER)
concrete Roof Board Fiber Roof Board
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or . . .
X 1 per Min. 1.5-inch ISOGARD GL followed by min. XR-TJ or XR-TJY (RIBBON, 4 or
-108. E - 1. S.0. -45.0*
SC-108 33 steel or structural SECUROCK Gypsum-Fiber 3.1.1 20 ft2 0.5-inch Elevate ISOGARD HD 1.5.0. Spray R SPATTER) 45.0
concrete Roof Board
Min. 22 ga., Type B, Grade . . . 1.S.0. Stick, 1.5.0. Spray
SC-109. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | Min. L-inch ISOGARD GL followed by min. | "\ ¢ o 'ry/in pack, Twin | X1 O XR-TIY (RIBBON, 6or | _,c s
2.0 ft? 0.25-inch DensDeck Prime ) SPATTER)
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade Min. 1-inch ISOGARD GL followed by min. 1.5.0. Stick, 1.S.0. Spray
SC-110. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 LPer 1§ 25-inch SECUROCK Gypsum-Fiber Roof R 1.5.0. Twin Pack, Twin | X1 Or XR-TJY (RIBBON, 120r | ¢
2.0 ft X SPATTER)
concrete Board Jet, Twin Jet Y
Min. 22 ga., Type B, Grade . . . 1.S.0. Stick, 1.S.0. Spray
. . 1 per Optional min. 1-inch ISOGARD GL followed . i XR-TJ or XR-TJY (RIBBON, 6 or N
SC-111. | 33 steel or structural Min. 1.5-inch ISOGARD GL 3.11 20 by min. 0.5-inch Elevate ISOGARD HD R, I.S.O.. Twin Pack, Twin SPATTER) 45.0
concrete Jet, Twin JetY
. 1.S.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . . . . f
. . 1 per Min. 0.5-inch DensDeck Prime or R, I.S.0. Twin Pack, Twin XR-TJ or XR-TJY (RIBBON, 6 or
scz iznssfeet'e(’”tr”“”ra' Min. 1.5-inch ISOGARD GL | 3.1.1 16ft2 | SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 6-inch SPATTER) 600
o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER
Top Insulation Layer

Base Insulation Layer

ISO/IEC 17065

ACCREDITED

Pt Cerlialiar

fgeney.

PCA-145

System Deck MDP
v Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type sf
(4.2.3) (3.1.2¢) (3.1.3)
. 1.S.0. Stick, I.S.0. Spray
Min. 22 ga., Type B, Grade ; !
. . 1 per . . R, I.5.0. Twin Pack, Twin XR-TJ or XR-TJY (RIBBON, 6 or
SC-113. | 33 steel or structural Min. 2-inch ISOGARD GL 31.1 1.6 f2 Min. 1-inch ISOGARD GL Jet, Twin Jet Y, 6-inch SPATTER) -82.5
concrete
o.c.
. 1.S.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . .
. . 1 per . . R, I.5.0. Twin Pack, Twin XR-TJ or XR-TJY (RIBBON, 6 or
SC-114. | 33 steel or structural Min. 2-inch ISOGARD GL 3.11 162 Min. 0.5-inch Elevate ISOGARD HD Jet, Twin Jet Y, 6-inch SPATTER) -82.5
concrete
o.c.
. 1.5.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . . . . f
. . 1 per Min. 0.5-inch DensDeck Prime or R, I.S.0. Twin Pack, Twin XR-TJ or XR-TJY (RIBBON, 4 or
SCALS. iznszfeet'e‘” structural Min. Ziinch ISOGARD 6L | 3.1.1 1.0ft2 | SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 4-inch SPATTER) 1275
o.c.
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck or . .
X 1 per Min. 1.5-inch ISOGARD GL followed by . XR-TJ or XR-TJY (RIBBON, 6 or «
SC-116. | 33 steel or structural SECUROCK Gypsum-Fiber 31.1 202 optional min. 0.5-inch DensDeck Prime Twin Jet Y SPATTER) 45.0
concrete Roof Board
ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
Min. 22 ga., Type B, Grade m:;gill(nrf:r::?r[)%k’ Loer | Min. 1.5-inch ISOGARD GL followed by min. | 1.5.0. Stick, 1.5.0. Spray
SC-117. | 33 steel or structural . 3.11 P 0.25-inch DensDeck Prime or SECUROCK R, I.5.0. Twin Pack, Twin XR-XRBA -45.0*
SECUROCK Gypsum-Fiber I 2.0 ft? K K
concrete Gypsum-Fiber Roof Board Jet, Twin Jet Y
Roof Board
ELEVATE ULTRAPLY TPO SA SYSTEMS:
Min. 22 ga., Type B, Grade . ) 1.5.0. Stick, 1.S.0. Spray -37.5*%
SC-118. | 33 steel or structural Min. 2-inch ISOGARD GLor | 5, | LPEr | \lin. 0.5-inch Elevate ISOGARD HD R, 1.5.0. Twin Pack, Twin | SA (NO
ISOGARD CG 4.0 ft? .
concrete Jet, Twin JetY HVHZ)
Min. 22 ga., Type B, Grade 1 per Optional min. 1.5-inch ISOGARD GL
SC-119. | 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 ) (?ftz followed by min. 0.5-inch Tapered ISOGARD | I.S.0. Spray R SA -45.0*
concrete ' GL
Min. 22 ga., Type B, Grade 1 per Optional min. 1.5-inch ISOGARD CG 1.S.0. Stick, 1.5.0. Spray
SC-120. | 33 steel or structural Min. 1.5-inch ISOGARD CG 3.1.1 ) 7pft2 followed by min. 0.5-inch Tapered ISOGARD | R, I.S.0. Twin Pack, Twin SA -45.0*
concrete ’ CG Jet, Twin Jet Y
Min. 22 ga., Type B, Grade 1 per Optional min. 1.5-inch ISOGARD CG 1.S.0. Stick, 1.S.0. Spray
SC-121. | 33 steel or structural Min. 2-inch ISOGARD CG 3.1.1 4 gftz followed by min. 0.5-inch Tapered ISOGARD | R, I.S.0. Twin Pack, Twin SA -45.0*
concrete ’ CG Jet, Twin Jet Y
Min. 22 ga., Type B, Grade . . 1.S.0. Stick, 1.5.0. Spray
SC-122. | 33 steel or structural Min. 2-inch ISOGARD GL 1.1 Lper | Min.1.5-inch Elevate ISOGARD HD R, 1.5.0. Twin Pack, Twin | SA 45.0%
— 4.0 ft? Composite .
concrete Jet, Twin Jet Y
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.3) (3.1.2e) (3.1.3)
Min. 22 ga., Type B, Grade . . 1.S.0. Stick, I.S.0. Spray
SC-123. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | Min. 1.5-inch Elevate [SOGARD HD R, 1.5.0. Twin Pack, Twin | SA -45.0*
2.7 ft? Composite A
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade .
SC-124. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 21 e | Min. 0.5-inch Elevate ISOGARD HD ch?( sprayR, 15.0.Twin | o -45.0*
concrete '
Min. 22 ga., Type B, Grade . .
SC-125. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 L1Per 1 Min. 0.5-inch Elevate ISOGARD HD 1-5.0. Stick, Twin Jet, SA -45.0*
2.0 ft? Twin Jet Y
concrete
Min. 22 ga., Type B, Grade 1 per 1.5.0. Stick, 1.S.0. Spray
SC-126. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 1 (?ftz Min. 0.5-inch Elevate ISOGARD HD R, 1.S.0. Twin Pack, Twin SA -45.0
concrete ' Jet, Twin JetY
Min. 22 ga., Type B, Grade . . . 1.5.0. Spray R, 1.S.0. Twin
SC-127. | 33 steel or structural Min. 1.5-inch ISOGARD GL | 3.1.1 Lper | Min. 0.25-inch DensDeck Prime or Pack, 1.5.0. Stick, Twin SA -45.0*
2.0 ft? SECUROCK Gypsum-Fiber Roof Board .
concrete Jet, Twin JetY
Min. 22 ga., Type B, Grade 1 per Optional min. 1.5-inch ISOGARD GL or min.
SC-128. | 33 steel or structural Min. 1.5-inch ISOGARD GL 311 5 (')thz 0.5-inch Tapered ISOGARD GL followed by 1.5.0. Spray R SA -45.0*
concrete ' min. 0.5-inch Elevate ISOGARD HD
Min. 22 ga., Type B, Grade Min. 0.5-inch DensDeck 1 per Optional min. 1.5-inch ISOGARD CG 1.5.0. Stick, 1.S.0. Spray
SC-129. | 33 steel or structural Prime or SECUROCK 3.1.1 P followed by min. 0.5-inch Tapered ISOGARD | R, I.S.0. Twin Pack, Twin SA -45.0*
. I 4.0 ft? .
concrete Gypsum-Fiber Roof Board CG Jet, Twin Jet Y
Min. 22 ga., Type B, Grade g;:;g'esc'l'(";:r::r:rr’“k' Loer | Min. 1.5-inch ISOGARD GL followed by Min. | 1.5.0. Stick, 1.5.0. Spray
SC-130. | 33 steel or structural . 3.1.1 P 0.25-inch DensDeck Prime or SECUROCK R, I.S.0. Twin Pack, Twin SA -45.0*
SECUROCK Gypsum-Fiber — 2.0 ft? X .
concrete Gypsum-Fiber Roof Board Jet, Twin Jet Y
Roof Board
. 1.5.0. Stick, 1.S.0. Spray
Min. 22 ga., Type B, Grade . . . . f
. . 1 per Min. 0.5-inch DensDeck Prime or R, 1.S.0. Twin Pack, Twin
SC-131. | 33 steel or structural Min. 1.5-inch ISOGARD GL 3.1.1 1.6 f©2 SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y, 6-inch SA 60.0
concrete
o.c.
$C-132 Min. 22 ga., Type B, 50 ksi Min. 1.5-inch ISOGARD GL 311 1 per Min. 1.5-inch Elevate ISOGARD HD 1.5.0. Stick, Twin Jet, SA -60.0
* | steel or structural concrete or ISOGARD CG — 1.8 ft2 Composite Twin Jet Y, 12-inch o.c. '
SC-133. Min. 22 ga., Type B, 50 ksi Min. 2-inch ISOGARD GL 311 1 per Min. 0.25-inch SECUROCK Gypsum-Fiber I.S.Q. Stick, TYVIn Jet, SA 675
steel or structural concrete I 1.8 ft2 Roof Board Twin Jet Y, 6-inch o.c.
Min. 22 ga., Type B, Grade . . .
Min. 1.5-inch ISOGARD GL 1 per . . 1.5.0. Spray R, 1.5.0. Twin
SC-134. | 33 steel or structural or ISOGARD CG 3.1.1 1.6 f2 Min. 1.5-inch ISOGARD GL or ISOGARD CG Pack SA -75.0
concrete
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type sf
(4.2.3) (3.1.2¢) (3.1.3)
Min. 22 g8, Type B Grade 1 per 150, Toin Pack, T
SC-135. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 P Min. 0.5-inch Elevate ISOGARD HD P > SA -82.5
— 1.6 ft? Jet, Twin Jet Y, 6-inch
concrete
o.C.
260 e - sSETLED,
SC-136. | 50 steel or structural Min. 2-inch ISOGARD GL 3.1.1 P Min. 0.5-inch Elevate ISOGARD HD o ’ SA -82.5
— 1.0 ft? Twin Jet, Twin Jet Y, 4-
concrete .
inch o.c.
Min. 223, Type &, Grade Lper R 150, Toin Pack,Toin
SC-137. | 33 steel or structural Min. 2-inch ISOGARD GL 3.1.1 P Min. 0.5-inch Elevate ISOGARD HD Co L SA -90.0
— 1.0 ft? Jet, Twin Jet Y, 4-inch
concrete
o.C.
i 2253 e e RIS,
SC-138. | 50 steel or structural Min. 2-inch ISOGARD GL 3.1.1 P Min. 0.5-inch DensDeck Prime S g SA -112.5
— 1.0 ft? Twin Jet, Twin Jet Y, 4-
concrete inch o.c

TABLE 10e: STEEL orR CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED BASE INSULATION, BONDED VAPOR BARRIER/AIR BARRIER, BONDED TOP INSULATION(S), BONDED ROOF COVER

o P Base Insulation Layer Insulation T
y:‘:m 4e1c2 = Fastener Attach Vapor or Air Barrier T Attach Roof Cover (3.1.4) ?
b (8.1.2) ype 223 (3.0.20) ype (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
. . Min. 1.5-inch ISOGARD GL followed by
139 'c\;"r';'d:ifitez‘;? B | Min. 0.75-inch Fm s1q 1per2.0 r\}Ner_Jr'IESeE\LT\i/st:OIVPG Min. 0.25-inch DensDeck Prime, DEXcell Hotasphaltor | BB-JBSA, BB-LVOC,BB- | . .
’ Approved perlite — ft2 P FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick LVOC-1168 or BB-UPBA ’
structural concrete asphalt .
Gypsum-Fiber Roof Board
Min. 0.625-inch
" . in. 2-i -37.5
Min. 22 ga, Type B, | o¢jpock 1per2.0 | V-Force FR, self- Min. 2-inch Elevate ISOGARD GL or . BB-JBSA, BB-LVOC, BB-
SC-140. | Grade 40 steel or ) 3.1.1 ) Elevate ISOGARD CG followed by Min. 0.5- | Twin JetY (NO
Gypsum-Fiber Roof ft adhered . ) LVOC-1168 or BB-UPBA
structural concrete Board inch SECUROCK Gypsum-Fiber Roof Board HVHZ)
in. 1.5-i -37.5*
sc-141 Min. 22 ga., Type B, Min. 0.5-inch 311 1per2.7 | V-Force WB Primer; V- greooii:ﬁ;rrﬁ\:\eg:;:chl_?aln:rZLSOGARD 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB- NO
" | Grade 33 DensDeck Prime — ft2 Force, self-adhered » 0P e P 1.5.0. Twin Pack | LVOC-1168 or BB-UPBA (
ISOGARD GL HVHZ)
sc1ap. | Min.22ga, Type B, | Min.0.5-inch i1q 1per2.7 | V-Force WB Primer; V- greoorti::;ermeg :;:JE'”;ZLSOGARD 'Ti“?‘ Jsett'cﬁ’w .| BBBsa BB-vOC BE- |
* | Grade 33 DensDeck Prime — ft2 Force, self-adhered ISC;GZRD GL e P Jety ! LVOC-1168 or BB-UPBA :
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TABLE 10e: STEEL orR CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED BASE INSULATION, BONDED VAPOR BARRIER/AIR BARRIER, BONDED TOP INSULATION(S), BONDED ROOF COVER

e ey Base Insulation Layer Insulation s
y:loem 4?2 T Fastener Attach Vapor or Air Barrier T Attach Roof Cover (3.1.4) ?
) (12 ype (8.2.3) (3.1.2¢) ype (3.1.3) {sf)
Min. 0.25-inch
Min. 22 ga., Type B, Den§Deck or min. 1pera.0 | V-Force SB Primer; V- One or.more Ia.yers m.m. 1.5-inch ISOGARD I.S.Q Stick, . BB-JBSA, BB-LVOC, BB-
SC-143. Grade 33 steel or 0.5-inch SECUROCK 3.1.1 0 Force. self-adhered GL, optional min. 0.5-inch Tapered Twin Jet, Twin LVOC-1168 or BB-UPBA -45.0*
structural concrete Gypsum-Fiber Roof ! ISOGARD GL JetY
Board
One or more layers min. 1.5-inch ISOGARD
. ) GL, optional min. 0.5-inch Tapered
Min. 22 ¢a. Tvoe B g’g:;gji’g‘::ﬁm ISOGARD GL; Min. 0.5-inch Elevate
sC-144 Gra&e 3§ s.t’ee\I/T)r ! 0.5-inch SECURO&IK 311 1per4.0 | V-Force SB Primer; V- ISOGARD HD or Min. 0.25-inch DensDeck 1.S.0. Stick, BB-JBSA, BB-LVOC, BB- -45.0%
’ ; R — ft? Force, self-adhered Prime, DEXcell FA Glass Mat Roof Board or | Twin Jet LVOC-1168 or BB-UPBA ’
structural concrete Gypsum-Fiber Roof .
Board SECUROCK Gypsum-Fiber Roof Board; or
oar min. 19/32-inch plywood or min. 7/16-
inch DEXcell Cement Roof Board
One or more layers min. 1.5-inch ISOGARD
Min. 0.25-inch GL, optional min. 0.5-inch Tapered
Min. 22 ga., Type B, DensDeck or min. . . ISOGARD GL; Min. 0.25-inch DensDeck, .
$C-145. | Grade 33 steel or 0.5-inch SECUROCK | 3.1.1 ! p:_'tr24.0 \F/otzgc': jfB:(;'h'Z:dV DEXcell FA Glass Mat Roof Board or 'Tiw?‘ Jztt'Ck’ LBJ;B);TA' BE-LVOCOrBB- | 45 ox
structural concrete Gypsum-Fiber Roof ! SECUROCK Gypsum-Fiber Roof Board or
Board min. 7/16-inch DEXcell Cement Roof
Board
in. 1.5-i -37.5*%
sc.146. | Min-22ga, TypeB, | Min. 0.5-inch s1q 1per2.7 | V-Force WB Primer; V- g[‘eo‘;rti'::arfrﬁ‘r"es :i':c;faL”:rZLSOGARD Twin Jet ¥ BB-JBSA, BB-LVOC, BB- o
5 . . ) 3 ) .0. ) il
Grade 33 DensDeck Prime ft Force, self-adhered ISOGARD GL LVOC-1168 or BB-UPBA HVHZ)
One or more layers min. 1.5-inch ISOGARD
. . GL, optional min. 0.5-inch Tapered
Min. 22 ga., Type B g!:;gfi’g‘rc:’mn ISOGARD GL; Min. 0.5-inch Elevate
SC-147. Grade 33 steel or 0.5-inch SECUROCK 311 1per4.0 | V-Force SB Primer; V- IS(?GARD HD or Min. 0.25-inch DensDeck Twin Jet Y BB-JBSA, BB-LVOC, BB- 45.0*
structural concrete Gvosum-Fiber Roof — ft2 Force, self-adhered Prime, DEXcell FA Glass Mat Roof Board or LVOC-1168 or BB-UPBA
BZ:rd SECUROCK Gypsum-Fiber Roof Board or
min. 7/16-inch DEXcell Cement Roof
Board
Min. 0.25-inch One or more layers min. 1.5-inch ISOGARD
Min. 22 ga., Type B, DensDeck or min. . ) GL, optional min. 0.5-inch Tapered
SC-148. | Grade 33 steel or 0.5-inch SECUROCK | 3.1.1 ! ":24'0 \F/o';::i ;?:(;L’Zfédv ISOGARD GL; Min. 0.25-inch DensDeck, Twin Jet Y 3i;iSA' BE-LVOCOrBB- | 45 ox
structural concrete Gypsum-Fiber Roof ! DEXcell FA Glass Mat Roof Board or
Board SECUROCK Gypsum-Fiber Roof Board
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TABLE 10e: STEEL orR CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED BASE INSULATION, BONDED VAPOR BARRIER/AIR BARRIER, BONDED TOP INSULATION(S), BONDED ROOF COVER

e ey Base Insulation Layer Insulation s
y:loem 4?2 T Fastener Attach Vapor or Air Barrier T Attach Roof Cover (3.1.4) —sf
) (12 ype (8.2.3) (3.1.2¢) ype (3.1.3) {sf)
ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
Min. 0.25-inch One or more layers min. 1.5-inch ISOGARD
Min. 22 ga., Type B, DensDeck or min. . . GL, optional min. 0.5-inch Tapered 1.5.0. Stick,
$SC-149. | Grade 33 steel or 0.5-inch SECUROCK | 3.1.1 ! p‘fetrf'o \F/otsgcijfs:;hn;:dv ISOGARD GL; Min. 0.25-inch DensDeck Twin Jet, Twin | XR-XRBA -45.0*
structural concrete Gypsum-Fiber Roof ! Prime or SECUROCK Gypsum-Fiber Roof JetY
Board Board
ELEVATE ULTRAPLY TPO SA SYSTEMS:
Min. 22 ga., Type B, Min. 0.75-inch EM 1 per 2.0 Two plies Elevate Type | Min. 1.5-inch ISOGARD GL followed by :-I;)toassr;?caklt,
SC-150. | Grade 33 steel or A .rO\./ed erlite 3.1.1 pft2 ' IV or Type VI in hot Min. 0.25-inch DensDeck Prime or ‘I:vx;in.Jet T’win SA -45.0*
structural concrete PP P asphalt SECUROCK Gypsum-Fiber Roof Board Jety !
Min. 0.625-inch
Min. 22 ga., Type B, Min. 2-inch Elevate ISOGARD GL or -37.5
SC-151. | Grade 40 steel or ZECLSJLTrgFFI?ber Roof 3.1.1 1 pitrZZ.O ZJ:;‘;ZFR’ self Elevate ISOGARD CG followed by Min. 0.5- | Twin JetY SA (NO
structural concrete ngrd inch SECUROCK Gypsum-Fiber Roof Board HVHZ)
in. 1.5-i -37.5*%
Min. 22 ga., Type B, | Min. 0.5-inch 1per2.7 | V-Force WB Primer; v~ | ON€ Or more lavers min. 1.5-inch ISOGARD | | ¢ ¢ o g
SC-152. . 3.1.1 GL, optional min. 0.5-inch Tapered R SA (NO
Grade 33 DensDeck Prime ft2 Force, self-adhered 1.5.0. Twin Pack
ISOGARD GL HVHZ)
Min. 22 ga., Type B, Min. 0.5-inch 1per2.7 | V-Force WB Primer; V- One or more Ia.yers min- 1.5-inch ISOGARD I.S.Q. Stick, )
SC-153. Grade 33 DensDeck Prime 3.11 f2 Force. self-adhered GL, optional min. 0.5-inch Tapered Twin Jet, Twin SA -45.0*
! ISOGARD GL JetY
One or more layers min. 1.5-inch ISOGARD
Min. 0.25-inch GL, optional min. 0.5-inch Tapered
Min. 22 ga., Type B, DensDeck or min. . . ISOGARD GL; optional min. 0.5-inch 1.S.0. Stick,
SC-154. | Grade 33 steel or 0.5-inch SECUROCK | 3.1.1 ! p?t'f'o \F/otzgc': jfB:(;'h'Z:dV Elevate ISOGARD HD or Min. 0.25-inch Twin Jet, Twin | SA -45.0*
structural concrete Gypsum-Fiber Roof ! DensDeck Prime or SECUROCK Gypsum- JetY
Board Fiber Roof Board; or min. 19/32-inch
plywood
in. 1.5-i -37.5*
Min. 22 ga,, Type B, | Min. 0.5-inch Lper2.7 | V-Force W8 Primer; v- | O Of morelavers min. 1.5-inch ISOGARD |
SC-155. . 3.1.1 ) GL, optional min. 0.5-inch Tapered Twin JetY SA (NO
Grade 33 DensDeck Prime ft Force, self-adhered
ISOGARD GL HVHZ)
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TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) OR RECOVER
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SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

SuB- D THERMAL BARRIER v A BASE INSULATION LAYER ToP INSULATION LAYER(S) MDP
ASSEMBLY a EIC:] T FASTENER | ATTACH A;Z::;:R ® P ADHESIVE T ADHESIVE ROOF COVER (3.1.4) =
No. (4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
. Min. 0.625-inch
Min. 22 ga. -37.
- 22832 \sEcuROCK 1per |V-Forcerr,  |Oneormorelayer(s) Min. 2-inch  |1S.0.Twin, 1\ o securock MO ™WIN \gp iesa, BB-LvOC-1168, | O
SC-156. [Type B, Gvosum-Fiber 3.1.1 20 |self-adherin Elevate ISOGARD GL, Elevate 1.5.0. Spray R, Gvosum-Fiber Roof Board 1.5.0. Spray R, BB-UPBA (NO
Grade 40 steel Rzzf e : € |iIsoGARD cG 6-inchoc. | P 6-inch o.c. HVHZ)
. Min. 0.625-inch
Min. 22 ga. -37.
N 22832 \sEcuROCK 1per |V-Forcefr,  |Oneormorelayer(s) Min. 2-inch - 11.5.0.Twin, |\ 6ot Elovate 1S.0.Twin, e 15ea. BB-LVOC, BB- 375
SC-157. |[Type B, Gvosum-Fiber 3.1.1 20 |self-adherin Elevate ISOGARD GL, Elevate 1.5.0. Spray R, ISOGARD HD 1.5.0. Spray R, LVOC-1168 or BB-UPBA (NO
Grade 40 steel Rzzf e : € |iIsoGARD cG 6-inch o.c. 6-inch o.c. HVHZ)
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. 2-inch . . -37.5
SC-158. |Type B, o e | 311 | ok poree T |levate 1S0GARD GLor Elevate Twinjety |20 r:—LTE:rSFf(():cL)JfRI; L [Twinsery P e oaa | (NO
Grade 40 steel Rzzf o : ISOGARD CG Ve HVHZ)
. Min. 0.625-inch
Min. 22 ga. -37.
N 22832 \sEcuROCK 1per |V-Forcerr,  |Oneormorelayer(s) Min. 2-inch —|LS.0.Twin, 1y oo peycell 1S.0.Twin, e 15ea. BB-LVOC, BB- 375
3C-159. | TypeB, Gypsum-Fiber | 2L | 20f¢  |self-adhering |Eio te ISOGARD GL, Elevate -0 SPrav R, | o ment Roof Board 1.0 501y R, | yioc-1168 or a-upea | (MO
Grade 40 steel Rzzf o : & |iIsoGARD cG 6-inch o.c. 6-inch o.c. HVHZ)
. Min. 0.625-inch
Min. 22 ga., , Min. 2-i . . . . -37.
S . - 8+ |securock 414 | lper |V-ForcefR, gzs;:g‘;g ;{y;gi) Ixa'cai'mh TwinJetY  |Min.0.5-inch SECUROCK  |TwinJetY  |BB-JBSA, BB-LVOC-1168, 3\‘705
: g G -Fib 232 0 ft2 _adheri ’ E Fi B E BB-UPB
Grade 40 steel Rgz:lérgar; er 2.0 ft self-adhering ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) UPBA HVH2)
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. 2-inch 1.5.0. Twin, . . 1.5.0. Twin,
SC-161.  [Type 8, R T 11(?:2 Ze;o;igar Elevate ISOGARD GL, Elevate 1.5.0. Spray R, g"'”'sor'j_'F'i’E:rS:g:ng:: 4 [150.5prayR, EE_LBSQA BE-LVOC-LIGS, | 1350
Grade 40 steel Rzzf o : "8 |ISOGARD CG 6-inch o.c. ypsu 6-inch o.c.
. Min. 0.625-inch
N 2283 IsEcurOCK lper |V-Forcefr, |Oneormorelayer(s) Min. 2-inch - 11.5.0.Twin, |\ 6 oot Elevate LS.0.Twin, |gg 15sa, BB-LVOC, BB-
SC-162. |Type B, Gvosum-Fiber 3.1.1 1.0f2  |self-adherin Elevate ISOGARD GL, Elevate 1.5.0. Spray R, ISOGARD HD 1.S.0. Spray R, LVOC-1168 or BB-UPBA -135.0
Grade 40 steel Rzzf o : "8 |1SOGARD CG 6-inch o.c. 6-inch o.c.
. Min. 0.625-inch
Min. 22 ga., - 8 in. 2-inch H- . )
in ga SECUROCK 1 per V-Force P or V On'e or more layer(s), M|'n 2 |.nch H- |FAST Dual Min. 0.625-inch SECUROCK FAST Dual BB-JBSA, BB-LVOC, BB-
SC-163. |Type B, Gvpsurm-Fiber 3.1.1 1.0 f22 Force FR, self- |Shield CG followed by min. 2-inch Tank Gypsum-Fiber Roof Board Tank LVOC-1168 or BB-UPBA -135.0
Grade 40 steel RZSf Board ' adhering ENRGY 3 Adhesive vp Adhesive
. Min. 0.625-inch
Min. 22 ga., 5.0. Twi ) _ 5.0. Twi
n. 228 SECUROCK 1per |V-Forcepr,  |Oneormorelayer(s) Min. 2-inch - |S.0.Twinor |\ o oo b pexcell 15.0.Twinor | ge 156a. BB-LVOC, BB-
SC-164. |Type B, Gvosum-Fiber 3.1.1 1.0f2  |self-adherin Elevate ISOGARD GL, Elevate 1.5.0. Spray R, Cement Roof Board 1.5.0. Spray R, LVOC-1168 or BB-UPBA -135.0
Grade 40 steel RZSf Board ' ing ISOGARD CG 6-inch o.c. 6-inch o.c.
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.B.R5 FL10264-R24

Revision 5: 2026-10-09 ACCREDITED
Pruduct Cerlif calior

Page 51 of 123 feomy

ISO/IEC 17065 PCA-145

NEMO |cert®
TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Su- b THERMAL BARRIER v A BASE INSULATION LAYER TOP INSULATION LAYER(S) s
AsSEMBLY a EIC:] T FASTENER | ATTACH A;Z::;:R ® P ADHESIVE T ADHESIVE RoOF COVER (3.1.4) =
No. (4.2.2) (3.1.2e) (3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO XR SYSTEMS:
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. 2-inch 1.5.0. Twin or . . 1.5.0. Twin or -37.5
1 - .0.5-
SC-165. |Type B, ZECl:Eg_CFfber 311 |, g‘:{z ZJfg;ﬁgﬁn Elevate ISOGARD GL, Elevate 1.5.0. Spray R, g’“"sg r:_'FTEZrS:E;R;C_U": y [150-spray R, [XR-HA (NO
Grade 40 steel Rzzf e : € |iIsoGARD cG 6-inchoc. | P 6-inch o.c. HVHZ)
. . Min. 0.5-inch SECUROCK
Min. 22 ga., glggu(égéimm 1per  |V-Force FR One or more layer(s), Min. 2-inch 1.5.0. Twin or |Gypsum-Fiber Roof Board  [I.5.0. Twin or z(;;:g:’ )ES-I)?F?—?(RSMA -37.5
SC-166. |Type B, Gvpsum-Fiber 3.1.1 ) (FJthZ self-adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |or Elevate ISOGARD HD, 1.5.0. Spray R, (RIBBON’ 4)' XR-TJ or XR- (NO
Grade 40 steel |- " : &  |ISOGARD CG 6-incho.c.  |min. 7/16-inch DEXcell  |6-inch o.c. 4 HVHZ)
Roof Board TIY
Cement Roof Board
Min. 22 ga., S't’é'go(;géi"mh 1ver  NoForepr |Oneormorelayer(s), Min. 2-inch |L.S.0. Twinor [Min. 0.5-inch SECUROCK {1.5.0. Twin or -37.5
SC-167. |[Type B, Gvosum-Fiber 3.1.1 5 Opft2 self—adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |Gypsum-Fiber Roof Board |1.5.0. Spray R, [XR-BA (NO
Grade 40 steel Rzzf Board ’ € |IsoGARD CG 6-inch o.c. or Elevate ISOGARD HD 6-inch o.c. HVHZ)
. Min. 0.625-inch XR HA, XR-JBSA, XR-ISOR
Min. 22 ga., , Min. 2-i X X X X ! ! -37.5
168 |vens & SECUROCK i1q lper |V-ForceFR, g:i;:ggg;y;gi) Ixa'cai'mh TwinJetY |Min. 0.5-inch SECUROCK  |TwinJetY |(RIBBON, 4), XRXRSMA | " ("
’ ypPe b, Gypsum-Fiber — 2.0ft2 [self-adhering ! (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) (RIBBON, 4), XR-TJ, XR-
Grade 40 steel ISOGARD CG HVHZ)
Roof Board TJY, XR-BA
. Min. 0.625-inch XR HA, XR-JBSA, XR-ISOR
Min. 22 ga., One or more layer(s), Min. 2.0-inch . . ’ ! -37.5
1 - .0.5- B
SC-169. |Type B, SECUROCI? 311 per V-Force FR, Elevate ISOGARD GL or Elevate Twin Jet ¥ Min. 0.5 |r.1ch SECUROCK Twin Jet Y (RIBBON, 4), XR-XRSMA (NO
Grade 40 steel Gypsum-Fiber — 2.0ft2 [self-adhered ISOGARD CG Gypsum-Fiber Roof Board (RIBBON, 4), XR-TJ, XR- HVHZ)
rade 29 ste€l | roof Board TIY, XR-BA
) Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. 2-inch 1.5.0. Twinor | . . 1.5.0. Twin or
1 - .0.5-
SC-170. |Type B, eOROCK | 311 Lo ioree T |Elevate ISOGARD GL, Elevate 15.0. Spray R, [ ) ri_'F'i’E:rS:g;R; |50 seray R, [xR-Ha -135.0
Grade 40 steel stf Board ’ € |ISOGARD CG 6-inch o.c. vp 6-inch o.c.
. Min. 0.625-inch o | Min. 0.5-inch SECUROCK _ |XR-JBSA, XR-ISOR
Min. 22 ga., SECUROCK 1oer |V-Force FR One or more layer(s), Min. 2-inch 1.5.0. Twin or |Gypsum-Fiber Roof Board [1.5.0. Twin or (RIBBON, 4), XR-XRSMA
SC-171. |Type B, Gvpsum-Fiber 3.1.1 1 gftz self—adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |or Elevate ISOGARD HD, 1.S.0. Spray R, (RIBBON’ 4)' XR-T) or -135.0
Grade 40 steel | " : & |ISOGARD CG 6incho.c.  |min. 7/16-inch DEXcell  |6-inch o.c. b & ART
Roof Board XR-TJY
Cement Roof Board
. Min. 0.625-inch XR-JBSA, XR-ISOR
Min. 22 ga. - - in. 2-i - ’
n ga., SECUROCK 1 per V-Force P or V: On'e or more layer(s), M|'n 2 |.nch H- |FAST Dual Min. 0.625-inch SECUROCK FAST Dual (RIBBON, 4), XR-XRSMA
SC-172. |Type B, X 3.1.1 Force FR, self- |Shield CG followed by min. 2-inch Tank . Tank -135.0
Gypsum-Fiber 1.0 ft? . . Gypsum-Fiber Roof Board . (RIBBON, 4), XR-TJ, or
Grade 40 steel adhering ENRGY 3 Adhesive Adhesive
Roof Board XR-TJY
Min. 22 ga., g/ggu(;géimm 1 per V-Force FR One or more layer(s), Min. 2-inch 1.5.0. Twin or [Min. 0.5-inch SECUROCK 1.5.0. Twin or
SC-173. |Type B, Gvpsum-Fiber 3.1.1 1 gﬁz self—adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |Gypsum-Fiber Roof Board |[I.S.0. Spray R, [XR-BA -135.0
Grade 40 steel Rzgf Board ’ € |IsoGARD cG 6-inch o.c. or Elevate ISOGARD HD 6-inch o.c.
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TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

SuB- THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
ASSEMBLY Deck F ATTACH VAPOR OR AR ADHESIVE ADHESIVE RoOF COVER (3.1.4) MDP
ASTENER 1.
(4.1.2) TyPE BARRIER PRODUCT PRODUCT PSF
No. (4.2.2) (3.1.2e) (3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO SA SYSTEMS:
. Min. 0.625-inch . . . . . .
Min. 22 ga., SECUROCK 1 per V-Force FR One or more layer(s), Min. 2-inch 1.5.0. Twin or [Min. 0.5-inch SECUROCK 1.5.0. Twin or -37.5
SC-174. |[Type B, Gvosum-Fiber 3.1.1 5 gftz self—adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |Gypsum-Fiber Roof Board |I.5.0. Spray R, |SA (NO
Grade 40 steel vp ’ g ISOGARD CG 6-inch o.c. or Elevate ISOGARD HD 6-inch o.c. HVHZ)
Roof Board
. Min. 0.625-inch
Min. 22 ga., in. 2-i . . . . -3/,
- 2283 IsEcurOCK lper |V-Forcefr,  |Oneormorelayer(s) Min. 2-inch o oty \tin 0.5-inch SECUROCK  |Twin Jet Y 37.5
SC-175. 1Type B, Gypsum-Fiber 311 2.0ft2 [self-adherin Elevate ISOGARD G, Elevate (SPATTER) Gypsum-Fiber Roof Board  |(SPATTER) SA (NO
Grade 40 steel | " : & |ISOGARD CG Ve HVHZ)
Roof Board
. Min. 0.625-inch
Min. 22 ga., One or more layer(s), Min. 2.0-inch . . -37.5
1 - .0.5-
SC-176. |Type B, ZECLSJErg_CFfber 3.1.1 , g‘:trz ZJfg;ig:n Elevate ISOGARD GL or Elevate Twin Jet Y g’“"sg r:—LT;:rSFE(():cL)JfRI; c;: g [Twinlety |sa (NO
Grade 40 steel | " : & |ISOGARD CG Ve HVHZ)
Roof Board
Min. 22 ga., S'\‘/é'goﬁgéi""m Loer |V-ForceFr. |OneOr more layer(s), Min. 2-inch  |15.0. Twin or |Min. 0.5-inch SECUROCK  |1.S.0. Twin or
SC-177. |Type B, Gvosum-Fiber 3.1.1 1 gﬁz self—adheri; Elevate ISOGARD GL, Elevate 1.5.0. Spray R, |Gypsum-Fiber Roof Board |I.5.0. Spray R, |SA -135.0
Grade 40 steel vp ’ g ISOGARD CG 6-inch o.c. or Elevate ISOGARD HD 6-inch o.c.
Roof Board
. Min. 0.625-inch
Min. 22 ga., V-Force P or V- |One or more layer(s), Min. 2-inch H- |FAST Dual ) . FAST Dual
SC-178.  |Type B, SECUROCK 3.1.1 LPer e rce FR, self- |Shield CG followed by min. 2-inch  |Tank Min. 0.625-inch SECUROCK |\ SA 1350
Gypsum-Fiber 1.0 ft? . . Gypsum-Fiber Roof Board .
Grade 40 steel Roof Board adhering ENRGY 3 Adhesive Adhesive

TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER
Top Insulation Layer

System Deck Base Insulation Layer — Roof Cover (3.1.4 MDP
No. (8.12) (42.2) Type astener Attach (3.1.2¢) = (psf)
(4.2.2)
ELEVATE ULTRAPLY TPO SYSTEMS:
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers BB-JBSA, BB-LVOC, BB-LVOC-1168 -300*
SC-179. -2~ 823, 1YPE 5 pionay bne VeS| Min. 1-inch ISOGARD CG 3.1.1 1per3.2 ft2 ' ' (NO
or structural concrete any combination, loose laid or BB-UPBA HVHZ)
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4)
No. (4.1.2) (4.2.2) Type Fastener Attach (3.1.2¢) (psf)
(4.2.2)
1 per 2.7 ft?
—
7
o o o _f_
o
Min. 22 T B, Grade 33 steel Opti )O | " = _+- BB-JBSA, BB-LVOC, BB-LVOC-1168 -37.5%
sc1go, | Min-22ga., Type B, Grade 33steel | (Optional) One ormore layers, | i ) oty 1s0GARD GL 3.1.1 > ~85A, BELVDL, BE-ALVOL (NO
or structural concrete any combination, loose laid or BB-UPBA
o o o HVHZ)
x
o o o —l}_—
etz etz stz sfe127of
Min. 22 T B, Grade 33 steel (Opti )O | BB-JBSA, BB-LVOC, BB-LVOC-1168 -37.5%
sc-181. | 428, Type B, brade 3 stee ptional) Un€ or more \avers, | yyiy 5 inch ISOGARD CG 3.1.1 1per5.3ft ’ ' (NO
or structural concrete any combination, loose laid or BB-UPBA HVHZ)
SC-182. Min. 22 ga., Type B, Grade 33 steel (Optlonal).Onfe or more Iayers, Min. 2-inch ISOGARD GL 311 1 per 4.0 2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -45.0*
or structural concrete any combination, loose laid — or BB-UPBA
1 per 2.7 ft2
-
7
o o o _f_
o
Min. 22 T B, Grade 33 steel Opti )OO | R + BB-JBSA, BB-LVOC, BB-LVOC-1168
sc-1g3, | Min-22ga., Type B, Grade 33steel | (Optional) One ormore lavers, | i 1 5c ity 150GARD GL 311 x ~55A, BELVDL, BELVDL 45,0
or structural concrete any combination, loose laid PRE— + or BB-UPBA
x
o o o é
[z ez etz ooz o
SC-184. Min. 22 ga., Type B, Grade 33 steel (0pt|ona|)'0nfe or more Iayers, Min. 1.5-inch ISOGARD GL 311 1 per 2.0 2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -45.0*
or structural concrete any combination, loose laid — or BB-UPBA
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Fastener Roof Cover (3.1.4)
No. 4.1.2 4.2.2 sf
(4.1.2) (4.2.2) Type — Attach (3.1.2¢)
1 per 2.7 ft?
E3
o o o _?_
o
Min. 22 T B, 50 ksi steel Opti )O | " = + BB-JBSA, BB-LVOC, BB-LVOC-1168
sc-1gs, | Min-22ga. Type B, SOksisteelor | (Optional) One or more layers, | i 5 4101 150GARD 6L 3.1.1 x ~JBSA, BE-LVOC, BE-LVOL- 45.0
structural concrete any combination, loose laid & B + or BB-UPBA
>
o o o —L
7
=k
12 ez ootz sferz" of
SC-186. Min. 22 ga., Type B, Grade 33 steel (Optlonal)- On-e or more Iayers, Min. 1.5-inch ISOGARD CG 311 1 per 2.7 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 _45.0*
or structural concrete any combination, loose laid — or BB-UPBA
SC-187. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 1-inch ISOGARD CG 311 1 per 2.0 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 _45.0*
or structural concrete any combination, loose laid — or BB-UPBA
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 1.5-inch Elevate ISOGARD HD ) BB-JBSA, BB-LVOC, BB-LVOC-1168 "
SC-188. or structural concrete any combination, loose laid Composite 311 1per4.0ft or BB-UPBA 45.0
SC-189. Min. 22 ga., Type B, Grade 33 steel One qr m?re layers, a-ny Min. 0.5-inch Elevate ISOGARD HD 311 1 per 2.7 ft2 BB-JBSA, BB-LVOC-1168 or BB- _45.0*
or structural concrete combination, loose laid — UPBA
. (Optional for Recover) Min. 0.5-
SC-190. c'\:':t‘riitii;ITc‘gpnife'tirade 33steel | 40 thick, one or more layers, | Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft2 BB-JBSA, BB-LVOC or BB-UPBA -45.0%
any combination, loose laid
. (Optional for Recover) Min. 0.5- : )
SC-191. Min. 22 ga., Type B, Grade 33 steel inch thick, one or more layers, Min. 7/16-inch DEXcell Cement Roof 311 1 per 2.7 ft2 BB-LVOC, BB-LVOC-1168 or BB _45.0*
or structural concrete - . Board — UPBA
any combination, loose laid
Min. 0.25-inch DEXcell FA Glass Mat
$C-192 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Roof Board or SECUROCK Gypsum- 311 1 per 2.0 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -45.0%
" | orstructural concrete combination, loose laid Fiber Roof Board or min. 7/16-inch — per 2. or BB-UPBA !
DEXcell Cement Roof Board
(Optional for Recover) Min. 0.5- Min. 0.5-inch DEXcell FA Glass Mat
Min. 22 ga., Type B, Grade 33 steel h P . o Roof Board or SECUROCK Gypsum- BB-JBSA, BB-LVOC, BB-LVOC-1168
SC-193. inch thick, one or more layers, X . . 3.1.1 1 per 4.0 ft? -45.0*
or structural concrete anv combination. loose laid Fiber Roof Board or min. 7/16-inch — or BB-UPBA
Y ! DEXcell Cement Roof Board
$C-194 Min. 22 ga., Type B, 50 ksi steel or One or more layers, any Min. 0.25-inch SECUROCK Gypsum- 311 1 ver 1.8 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 45.0
* | structural concrete combination, loose laid Fiber Roof Board — per L. or BB-UPBA '
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey 2 T Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4)
No. (4.1.2) (4.2.2) Type Fa:tzerzler Attach (3.1.2¢) (psf)
. . Min. 0.25-inch DEXcell FA Glass Mat
SC-195. Min. 22 ga., Type B, 50 ksi steel or One qr mf)re layers, a.ny Roof Board or min. 7/16-inch 311 1per 1.8 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -45.0
structural concrete combination, loose laid — or BB-UPBA
DEXcell Cement Roof Board
Min. 1.5-inch thick, one or more
. o . . Elevate HD ) BB-JBSA, BB-LVOC-1168 or BB-
SC-196. | Min. 22 ga., Type B, Grade 33 steel ::?/ders, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1per2.7 ft UPBA -45.0
$C-197. Min. 22 ga., Type B, 50 ksi steel or (Optlonal).On-e or more Ia}/ers, Min. 1-inch ISOGARD CG 311 1 per 1.6 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 525
structural concrete any combination, loose laid — or BB-UPBA
Min. 1.5-inch thick, one or more
. o . . Elevate HD ) BB-JBSA, BB-LVOC-1168 or BB-
SC-198. | Min. 22 ga., Type B, Grade 33 steel :::/;rs, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft UPBA -52.5
$C-199. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1.5-inch ISOGARD GL 311 1 per 1.8 2 BB-JBSA, BB-LVOC-1168 or BB- -60.0
or structural concrete any combination, loose laid — UPBA
$C-200 Min. 22 ga., Type B, 56 ksi steel or One or more layers, any Min. 0.5-inch SECUROCK Gypsum- 311 1 per 2.13 fi2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -60.0
" | structural concrete combination, loose laid Fiber Roof Board — pers. or BB-UPBA '
$C-201 Min. 22 ga., Type B, 50 ksi steel or One or more layers, any Min. 0.5-inch SECUROCK Gypsum- 311 1 per 1.8 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -60.0
" | structural concrete combination, loose laid Fiber Roof Board — per % or BB-UPBA ’
. Min. 1.5-inch thick, one or more
sc-202. | Min-22ga, Type B, Grade 33steel | |\ " (ombination, loose | Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1per 1.3 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 | ¢ 5
or structural concrete laid or BB-UPBA
$C-203 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 1.5-inch Elevate ISOGARD HD 311 1 per 1.3 fi2 BB-JBSA, BB-LVOC, BB-LVOC-1168 -60.0
" | orstructural concrete any combination, loose laid Composite — per % or BB-UPBA ’
. . Min. 0.5-inch DEXcell FA Glass Mat
sc-204. Min. 22 ga., Type B, 56 ksi steel or One qr m?re layers, a.ny Roof Board or SECUROCK Gypsum- 311 1 per 1.6 2 BB-JBSA, BB-LVOC, BB-LVOC-1168 675
structural concrete combination, loose laid X I or BB-UPBA
Fiber Roof Board
. Min. 1.5-inch thick, one or more | Min. 0.5-inch DensDeck Prime or
sc-20s, | Min-22ga. Type B, Grade 33steel | |\ " mbination, loose | SECUROCK Gypsum-Fiber Roof 3.1.1 1 per 1.3 ft2 BB-JBSA, BB-LVOC-1168 or BB 75.0
or structural concrete . UPBA
laid Board
. Min. 1.5-inch thick, one or more
sc-206, | Min- 2282, Type B, Grade 33 steel layers, any combination, loose Min. 19/32-inch plywood 3.L.1 (Heavy Duty 1 per 2.0 ft? BB-JBSA, BB-LVOC-1168 or BB- -75.0
or structural concrete laid only for steel) UPBA
$C-207. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1.5-inch Elevate ISOGARD HG 3.1.1 (Heavy Duty 1 per 2.0 2 BB-JBSA, BB-LVOC-1168 or BB- 75.0
or structural concrete any combination, loose laid only for steel) UPBA
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED

Pt Cerlialiar
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. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fa:tzerzler Attach (3.1.2¢) (.14 (psf)
SC-208. Min. 22 ga., Type B, Grade 33 steel (Optlonal)_ On.e or more Ia}lers, Min. 2-inch ISOGARD GL 311 1 per 1.6 ft2 BB-JBSA, BB-LVOC-1168 or BB- 75.0
or structural concrete any combination, loose laid — UPBA
SC-209. Min. 22 ga., Type B, Grade 33 steel (Optlonal).On-e or more Iayers, Min. 1.5-inch ISOGARD CG 311 1 per 1.6 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 75.0
or structural concrete any combination, loose laid — or BB-UPBA
SC-210. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 2-inch ISOGARD CG 311 1 per 1.6 ft2 BB-JBSA, BB-LVOC, BB-LVOC-1168 825
or structural concrete any combination, loose laid — or BB-UPBA
SC211. Min. 22 ga., Type B, 60 ksi steel or One qr m?re layers, apy Mln. 0.5-inch SECUROCK Gypsum- 311 1per 1.8 2 BB-JBSA or BB-UPBA 825
structural concrete combination, loose laid Fiber Roof Board —
sc212. | Min- 2282, Type B, Grade 80steel | One or more layers, any Min. 19/32-inch plywood 3.1.1 1per 1.0 2 BB-JBSA -82.5
or structural concrete combination, loose laid
sc213. | Min-2282, TypeB, Grade 33 steel | (Optional) One ormore layers, |y, 4 o inep 1506ARD GL 3.0.1 1per 1.3 ft BB-UPBA or BB-LVOC-1168 -90.0
or structural concrete any combination, loose laid
sc.214., Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 2-inch ISOGARD CG 311 1per 13 2 BB-LVOC, BB-LVOC-1168 or BB- -105.0
or structural concrete any combination, loose laid — UPBA
Min. 22 ea. Tvbe B. Grade 33 steel Min. 1.5-inch thick, one or more | Min. 0.5-inch DensDeck Prime or
SC-215. or st.ructgur.a;l ct)pncréte layers, any combination, loose SECUROCK Gypsum-Fiber Roof 3.1.1 1 per 1.0 ft2 BB-UPBA or BB-LVOC-1168 -105.0
laid Board
sc216, | Min-22ga., TypeB, Grade 33steel | (Optional) One or more layers, | i 5 i1 150GARD GL 3.1.1 1 per 1.0 ft2 BB-UPBA 1125
or structural concrete any combination, loose laid
SC-217. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 2-inch ISOGARD CG 311 1 per 1.0 ft2 BB-LVOC, BB-LVOC-1168 or BB- 1125
or structural concrete any combination, loose laid — UPBA
$C-218 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 1.5-inch Elevate ISOGARD HD 311 1 per 1.3 fi2 BB-LVOC, BB-LVOC-1168 or BB- 1125
" | orstructural concrete any combination, loose laid Composite — per & UPBA ’
. Min. 1.5-inch thick, one or more . .
$C-219. Min. 22 ga., Type B, Grade 33 steel layers, any combination, loose M|n. 0.5-inch SECUROCK Gypsum- 311 1per 1.0t BB-LVOC, BB-LVOC-1168 or BB- 1125
or structural concrete laid Fiber Roof Board — UPBA
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch Elevate ISOGARD HD ) BB-LVOC, BB-LVOC-1168 or BB-
S¢-220. or structural concrete any combination, loose laid Composite 311 per13ft UPBA 120.0
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4)
No. (4.1.2) (4.2.2) Type Fa:tzerzler Attach (3.1.2¢) (psf)
sc221. | Min-22ga., Type B, Grade 80steel | (Optional) One or more lavers, | i 5 ot Elevate ISOGARD GL 3.1.1 1per1.0ft BB-UPBA -135.0
or structural concrete any combination, loose laid
$C-222. Min. 22 ga., Type B, Grade 80 steel (Optlonal). On-e or more Iayers, Min. 2-inch Elevate ISOGARD CG 311 1 per 1.0 ft2 BB-LVOC, BB-LVOC-1168 or BB- 1350
or structural concrete any combination, loose laid — UPBA
Min. 22 ga., Type B, Grade 80 steel (Optional) One or more layers, Min. 2-inch ISO 95+ GL (no Elevate >
SC-223. or structural concrete any combination, loose laid ISOGARD GL) 3.1.1 Lper10ft BB-UPBA 1500
Min. 22 ga., Type B, Grade 80 steel (Optional) One or more layers, Min. 2-inch RESISTA (no Elevate N BB-LVOC, BB-LVOC-1168 or BB-
SC-224. or structural concrete any combination, loose laid ISOGARD CG) 314 lper1.Oft UPBA 150.0
. Min. 1.5-inch thick, one or more
sc-22s, | Min-22ga. Type B, Grade 33steel | | 0 " mbination, loose | Min. 19/32-inch plywood 3.L.1 (Heavy Duty 1 per 1.0 ft2 BB-UPBA or BB-LVOC-1168 -150.0
or structural concrete laid only for steel)
sc226. | Min-22ga, TypeB, Grade 33steel | (Optional) One or more lavers, |\ 4 o inch Elevate IS0GARD HG | - (Heavy Duty 1per 1.0 ft2 BB-UPBA or BB-LVOC-1168 -150.0
or structural concrete any combination, loose laid only for steel)
ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
. . -37.5*%
sc-227. | Min-22ga., Type B, Grade 33steel | (Optional) One ormore layers, | i 1 o) 1s0GARD GL 3.1.1 1 per 2.7 ft2 XR-JBSA (NO
or structural concrete any combination, loose laid
HVHZ)
sc-228, | Min-22 g3, Type B, Grade 33 steel | (Optional) One ormorelayers, |\ i 1 o ooty 150GARD GL 3.1.1 1per 2.0 ft2 XR-JBSA -45.0%
or structural concrete any combination, loose laid
sc-229, | Min-22 g3, Type B, Grade 33 steel | (Optional) One or morelayers, |\ 5 5c in ok 1IS0GARD GL 3.1.1 1 per 4.0 ft2 XR-JBSA -45.0%
or structural concrete any combination, loose laid
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Board, min. 19/32-inch plywood or ) N
SC-230. or structural concrete combination, loose laid min. 0.5-inch Elevate ISOGARD HD 311 Lper2.0ft XR-JBSA 45.0
or Structodek High Density
Fiberboard Roof Insulation
sc231. | Min-22ga., Type B, Grade 33steel | (Optional) One ormore layers, | i i1y 150GARD GL 3.1.1 1per 1.6 ft2 XR-JBSA 67.5
or structural concrete any combination, loose laid
sc-232. | Min-22 g2, Type B, Grade 80 steel | One or more layers, any Min. 19/32-inch plywood 3.1.1 1per 1.0 ft2 XR-JBSA -82.5
or structural concrete combination, loose laid
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey 2 T Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fa:tzerzler Attach (3.1.2¢) (.14 (psf)
Elevate UltraPly TPO XR 115/ Jet
Bond Spray Adhesive at a rate of
. 5 . i
SC-233. Min. 22 ga., Type B, Grade 33 steel One qr mf)re layers, a.ny Min. 2-inch Elevate ISOGARD CG 311 1 per 1.0 ft2 750ft /(.:anlster (double 5|de.d 1200
or structural concrete combination, loose laid — application). Each pass applied
with 50% overlap; 1.5-inch heat
weld, 3-inch side lap
ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STICk MEMBRANE ADHESIVE SYSTEMS:
-37.5*%
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, . . ) XR-ISOSR (RIBBON, 12) or XR-
SC-234. or structural concrete any combination, loose laid Min. 1-inch ISOGARD GL 311 Lper2.7ft XRSMA (RIBBON, 12) H(\’/\ll-?z)
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, . . ) XR-ISOSR (RIBBON, 12) or XR- "
5C-235. or structural concrete any combination, loose laid Min. 1.5-inch ISOGARD GL 314 lper2.0ft XRSMA (RIBBON, 12) 45.0
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, . . ) XR-ISOSR (RIBBON, 12) or XR- "
SC-236. or structural concrete any combination, loose laid Min. 2.25-inch ISOGARD GL 314 lpera.0ft XRSMA (RIBBON, 12) 45.0
Min. 0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof Board or
$C.237 Min. 22 ga., Type B, Grade 33 steel One or more layers, any SECUROCK Gypsum-Fiber Roof 311 1per 2.0 2 XR-ISOSR (RIBBON, 12) or XR- -45.0*
" | orstructural concrete combination, loose laid Board or min. 19/32-inch plywood — per <. XRSMA (RIBBON, 12) '
or min. 7/16-inch DEXcell Cement
Roof Board
. One or more layers, any
sc-23s, | Min-228a. Type B, Grade 33steel | oo Ioose laid Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1 per 2.1 ft2 XR-ISOSR (RIBBON, 12) or XR -45.0%
or structural concrete . XRSMA (RIBBON, 12)
(optional for recover)
Min. 22 ga., Type B, Grade 33 steel One or more layers, any . . ) XR-ISOSR (RIBBON, 4) or XR- "
5C-239. or structural concrete combination, loose laid Min. 0.5-inch Elevate ISOGARD HD 311 Lper20ft XRSMA (RIBBON, 4) 45.0
Min. 22 ga., Type B, Grade 80 steel (Optional) One or more layers, Min. 1.5-inch ISOGARD GL or ) XR-ISOSR (RIBBON, 12) or XR-
SIeTa or structural concrete any combination, loose laid ISOGARD CG 211 Lper10ft XRSMA (RIBBON, 12) 82.5
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, . . ) XR-ISOSR (RIBBON, 6) or XR-
SC-241. or structural concrete any combination, loose laid Min. 2-inch ISOGARD GL 311 Lper16ft XRSMA (RIBBON, 6) 825
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, . . ) XR-ISOSR (RIBBON, 4) or XR-
SC-242. or structural concrete any combination, loose laid Min. 2-inch Elevate ISOGARD GL 311 Lper10ft XRSMA (RIBBON, 4) 135.0
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch ISO 95+ GL (no Elevate ) XR-ISOSR (RIBBON, 4) or XR-
SC-243. or structural concrete any combination, loose laid ISOGARD GL) 311 Lper10ft XRSMA (RIBBON, 4) 142.5
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SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (4.1.2) (4.2.2) Type Fa:tze:er Attach (3.1.2¢) (3.1.4) (psf)
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
. ) -37.5*
SC.244. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1-inch ISOGARD GL 311 1per2.7 2 XR-TJ or XR-TJY (RIBBON, 6 or (NO
or structural concrete any combination, loose laid — SPATTER) HVHZ)
SC.245. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 1.5-inch ISOGARD GL 311 1 per 2.0 2 XR-TJ or XR-TJY (RIBBON, 6 or -45.0*
or structural concrete any combination, loose laid — SPATTER)
Sc-246. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 2.25-inch ISOGARD GL 311 1 per 4.0 2 XR-TJ or XR-TJY (RIBBON, 6 or -45.0*
or structural concrete any combination, loose laid — SPATTER)
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch DensDeck Prime or ) XR-TJ or XR-TJY (RIBBON, 6 or «
SC-247. or structural concrete combination, loose laid min. 19/32-inch plywood 311 1per2.0ft SPATTER) 45.0
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- ) XR-TJ or XR-TJY (RIBBON, 12 or «
SC-248. or structural concrete combination, loose laid Fiber Roof Board 311 1per2.0ft SPATTER) 45.0
. One or more layers, any
sc-249, | Min-2282. Type B, Grade 33steel | oo Ioose laid Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1 per 2.1 ft2 XR-TJ or XR-TJY (RIBBON, 6 or -45.0%
or structural concrete X SPATTER)
(optional for recover)
SC-250. Min. 22 ga., Type B, Grade 33 steel One qr mgre layers, apy Min. 0.5-inch Elevate ISOGARD HD 311 1 per 2.0 2 XR-TJ or XR-TJY (RIBBON, 4 or -45.0*
or structural concrete combination, loose laid — SPATTER)
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch ISO 95+ GL (no Elevate >
SC-251. or structural concrete any combination, loose laid ISOGARD GL) 311 Lper 1.0ft XR-TJY (RIBBON, 4 or SPATTER) 127.5
SC-252. | Min. 22 ga., Type B, Grade 80 steel ﬁstclzrr:tl))iri:;zr If:ssr: ::i\(/jers, Min. 2-inch ISOGARD GL 31.1 1 per 1.0 ft2 XR-TJY (RIBBON, 4 or SPATTER) -127.5
$C-253. Min. 22 ga., Type B, Grade 80 steel (Optlonal).Onfe or more Iayers, Min. 1.5-inch ISOGARD GL 311 1 per 1.0 2 XR-TJ or XR-TJY (RIBBON, 6 or 825
or structural concrete any combination, loose laid — SPATTER)
SC-254. Min. 22 ga., Type B, Grade 80 steel (Optlonal).Onfe or more Iayers, Min. 1.5-inch ISOGARD CG 311 1 per 1.0 2 XR-TJ or XR-TJY (RIBBON, 12 or 825
or structural concrete any combination, loose laid — SPATTER)
SC-255. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 2-inch ISOGARD GL 311 1 per 1.6 2 XR-TJ or XR-TJY (RIBBON, 6 or 825
or structural concrete any combination, loose laid — SPATTER)
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers, Min. 2-inch ISO 95+ GL (no Elevate )
SC-256. or structural concrete any combination, loose laid ISOGARD GL) 3.1.1 Lper10ft XR-TJ (RIBBON, 4 or SPATTER) 1425
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fastener Attach (3.1.2¢) (.14 (psf)
(4.2.2)
SC-257. | Min. 22 ga., Type B, Grade 80 steel | (OPtional Oneormorelayers, |\ 5 4oy 1s66ARD 6L 3.1.1 1 per 1.0 ft2 XR-TJY (RIBBON, 4 or SPATTER) -135.0
any combination, loose laid
ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
. Min. 0.25-inch DensDeck Prime or
sc-2s8. | Min-22 g3, Type B, Grade 33steel | One or more layers, any min. 0.5-inch SECUROCK Gypsum- | 3.1.1 1per2.7 &2 XR-XRBA 45,0
or structural concrete combination, loose laid . —
Fiber Roof Board
ELEVATE ULTRAPLY TPO SA SYSTEMS:
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layer -30.0%
SC-259. - &2 ga., 1ype b, frade 33 stee ptional) One or more favers, | yyiy 1 inch ISOGARD CG 3.1.1 1per3.2 fe2 SA (NO
or structural concrete any combination, loose laid
HVHZ)
1 per 2.7 ft?
-
z
o o o _f_
o
Min. 22 ga., Type B, Grade 33 steel Optional) O [ °°°+ -37.57
sc260. | Min-22ga., Type B, Grade 33steel | (Optional) One ormore layers, | i 1 o) 1s0GARD GL 3.1.1 = | sA (NO
or structural concrete any combination, loose laid
o o o HVHZ)
x
o o o é
[z ez etz ooz o
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more layers -37.5%
SC-261. -2~ 83, TYPE 5, prionay Bns VErs: 1 Min. 2-inch ISOGARD CG 3.1.1 1per5.3ft SA (NO
or structural concrete any combination, loose laid
HVHZ)
SC-262. Min. 22 ga., Type B, Grade 33 steel (Optlonal).On-e or more Iayers, Min. 2-inch ISOGARD GL 311 1per4.0ft SA -45.0%
or structural concrete any combination, loose laid —
1 per 2.7 ft?
S
o o o _'f-
o
Min. 22 ga., Type B, Grade 33 | Optional) O | ooo+
sc263. | Min-22ga., TypeB, Grade 33steel | (Optional) One or more layers, | i 4 55 e ISOGARD GL 3.1.1 = | sa 45.0*
or structural concrete any combination, loose laid & B +
x
o o o —L
7
s
a2tz stz sfe127of
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SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

IAS

ACCREDITED
P G

ISO/IEC 17065 PCA-145

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fa:tzerzler Attach (3.1.2¢) (.14 (psf)
SC-264. Min. 22 ga., Type B, Grade 33 steel (Optlonal)_ On.e or more Ia}lers, Min. 1.5-inch ISOGARD GL 311 1per 2.0t SA -45.0%
or structural concrete any combination, loose laid —
1 per 2.7 ft?
E3
o o o _f.
o
Min. 22 T B, 50 ksi steel Optional) O | R +
sc265. | Min- 2283, Type B, S0ksisteelor | (Optional) One ormore layers, | i 5 o) 150GARD GL 3.1.1 x| sA -45.0
structural concrete any combination, loose laid +
o o o
.
o o o —L
7
Fex 8
etz etz sfetz sfer27of
sc266, | Min- 2283, Type B, Grade 33steel | (Optional) One or morelayers, |\ ) o ooty 150GARD €6 3.1.1 1per2.7 2 SA 45,0
or structural concrete any combination, loose laid
SC-267. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1-inch ISOGARD CG 311 1 per 2.0 ft2 A 45.0%
or structural concrete any combination, loose laid —
SC-268. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 1.5.-|nch Elevate ISOGARD HD 311 1 per 4.0 ft2 A _45.0*
or structural concrete any combination, loose laid Composite —
SC-269. Min. 22 ga., Type B, Grade 33 steel (Optlonal). On-e or more Iayers, Min. 1.5.-|nch Elevate ISOGARD HD 311 1per 1.3 ft2 A 45.0
or structural concrete any combination, loose laid Composite —
sc-270. | Min-22 g3, Type B, Grade 33 steel | One or more layers, any Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1per2.7 &2 SA -45.0%
or structural concrete combination, loose laid
. Min. 1.5-inch thick, one or more
sc271. | Min-22ga, Type B, Grade33steel | |0 " combination, loose | Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1per 1.3 ft2 SA -45.0
or structural concrete laid
. (Optional for Recover) Min. 0.5-
sc-272. | Min- 22 g2, Type B, Grade 33 steel |\ \ it " or more layers, | Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft2 SA -45.0%
or structural concrete L ;
any combination, loose laid
SC-273. Min. 22 ga., Type B, Grade 33 steel One qr m?re layers, a.ny M|n. 0.25-inch SECUROCK Gypsum- 311 1 per 2.0 2 A -45.0*
or structural concrete combination, loose laid Fiber Roof Board —
. (Optional for Recover) Min. 0.5- . .
SC-274. Min. 22 ga., Type B, Grade 33 steel inch thick, one or more layers, Mm' 0-5-inch SECUROCK Gypsum 3.1.1 1 per 4.0 ft? SA -45.0*
or structural concrete - : Fiber Roof Board
any combination, loose laid
SC-275. Min. 22 ga., Type B, 50 ksi steel or One o.r mf)re layers, ar1y Mln. 0.25-inch SECUROCK Gypsum- 311 1per 1.8 2 A 45.0
structural concrete combination, loose laid Fiber Roof Board —
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

ACCREDITED
Prhel Ceifclin

PCA-145

ISO/IEC 17065

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fa:tzerzler Attach (3.1.2¢) (.14 (psf)
. Min. 1.5-inch thick, one or more Elevate HD
SC-276. Min. 22 ga., Type B, Grade 33 steel layers, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1 per 2.7 ft2 SA -45.0
or structural concrete .
laid (steel only)
SC277. Min. 22 ga., Type B, 50 ksi steel or (Optlonal). Onfe or more Iayers, Min. 1-inch ISOGARD CG 311 1 per 1.6 2 A 525
structural concrete any combination, loose laid —
Min. 1.5-inch thick, one or more Elevate HD
Min. 22 ga., T B, | S . . .
SC-278. n ga., Type B, Grade 33 stee layers, any combination, loose Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft? SA -52.5
or structural concrete .
laid (steel only)
sc279, | Min-22 g3, Type B, Grade 33 steel | (Optional) One ormorelayers, |\ i 4 o ooty 150GARD GL 3.1.1 1per 1.8t SA -60.0
or structural concrete any combination, loose laid
$C-280. Min. 22 ga., Type B, 56 ksi steel or One qr m?re layers, apy Mln. 0.5-inch SECUROCK Gypsum- 311 1per2.13 fe2 A -60.0
structural concrete combination, loose laid Fiber Roof Board —
sC.281. Min. 22 ga., Type B, 50 ksi steel or One qr m?re layers, apy Mln. 0.5-inch SECUROCK Gypsum- 311 1 per 1.8 2 A -60.0
structural concrete combination, loose laid Fiber Roof Board —
. Min. 1.5-inch thick, one or more
sc-2gp. | Min-22ga. Type B, Grade 33steel | |0 " mbination, loose | Min. 0.5-inch Elevate ISOGARD HD | 3.1.1 1 per 1.3 ft2 SA -60.0
or structural concrete laid
SC.283. Min. 22 ga., Type B, Grade 33 steel (Optlonal)'Onfe or more Iayers, Min. 1.5‘—|nch Elevate ISOGARD HD 311 1per 13 2 A -60.0
or structural concrete any combination, loose laid Composite —
sc.284. Min. 22 ga., Type B, 56 ksi steel or One qr mgre layers, apy Mln. 0.5-inch SECUROCK Gypsum- 311 1 per 1.6 ft2 A 675
structural concrete combination, loose laid Fiber Roof Board —
. Min. 1.5-inch thick, one or more | Min. 0.5-inch DensDeck Prime or
SC-285. Min. 22 ga., Type B, Grade 33 steel layers, any combination, loose SECUROCK Gypsum-Fiber Roof 3.1.1 1 per 1.3 ft? SA -75.0
or structural concrete . B
laid Board
. Min. 1.5-inch thick, one or more
SC-286. Min. 22 ga., Type B, Grade 33 steel layers, any combination, loose Min. 19/32-inch plywood 3.1.1 (Heavy Duty 1 per 2.0 ft? SA -75.0
or structural concrete laid only for steel)
sC.287. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 1.5-inch Elevate ISOGARD HG 3.1.1 (Heavy Duty 1 per 2.0 2 A 75.0
or structural concrete any combination, loose laid only for steel)
SC.288. Min. 22 ga., Type B, Grade 33 steel (Optlonal).Onfe or more Iayers, Min. 2-inch ISOGARD GL 311 1 per 1.6 A 75.0
or structural concrete any combination, loose laid —
SC-289. Min. 22 ga., Type B, Grade 33 steel (Optlonal)' On'e or more Iayers, Min. 1.5-inch ISOGARD CG 311 1 per 1.6 ft2 A 75.0
or structural concrete any combination, loose laid —
$C-290. Min. 22 ga., Type B, Grade 33 steel (Optlonal)' Onfa or more Iayers, Min. 2-inch ISOGARD CG 311 1 per 1.0 2 A 75.0
or structural concrete any combination, loose laid —
$C-291. Min. 22 ga., Type B, Grade 33 steel (Optlonal)' Onfa or more Iayers, Min. 2-inch ISOGARD CG 311 1 per 1.6 2 A 825
or structural concrete any combination, loose laid —
BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. ey B — Top Insulation Layer s
ystem ec ase Insulation Layer
Roof Cover (3.1.4
No. (8.1.2) (a.2.2) Type Fastener Attach (3.1.2¢) (.14 (psf)
(4.2.2)

$C-292. Min. 22 ga., Type B, 60 ksi steel or One o_r mf)re layers, a.ny Mln. 0.5-inch SECUROCK Gypsum- 311 1per 1.8 ft2 A 825
structural concrete combination, loose laid Fiber Roof Board —

sc-293. | Min-22g3., Type B, Grade 33 steel | (Optional) One ormore layers, | i 4 o oy 150GARD GL 3.1.1 1per13fe SA -90.0
or structural concrete any combination, loose laid

$C-294. Min. 22 ga., Type B, Grade 33 steel (Optlonal). Onfe or more Iayers, Min. 2-inch ISOGARD GL 311 1 per 1.0 2 A -90.0
or structural concrete any combination, loose laid —

TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER

S L Vapor & Air Barrier Lsioton Attach Roof Cover (3.1.4c) Mbe
No. (4.1.2) (3.1.2) Fastener (3.1.1,4.2.2) Density / Pattern = (psf)
Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, One or more layers, any Elevate Heavy Duty fastener or . . Platinum induction welded to Elevate -30.0
- R Elevate Concrete Drive (concrete Max. 18-inch o.c. in . R
SC-295. | Grade 33 steel or None combination, prelim. only) and Elevate UltraPly TPO rows max. 60-inch o.c UltraPly TPO InvisiWeld Plate with (NO
structural concrete attached InviYsiWeld Plate v ' - RhinoBond Tool in accordance with HVHZ)
manufacturer’s instructions.
E
_ Elevate Heavy Duty Fastener or Iev.ate U!traPIy.TPO or UltraPly TPO
Min. 22 ga., Type B, One or more layers, any . . . Platinum induction welded to Elevate
s R Elevate Concrete Drive (concrete Max. 12-inch o.c. in . R
SC-296. | Grade 33 steel or None combination, prelim. only) and Elevate UltraPly TPO rows max. 60-inch o.c UltraPly TPO InvisiWeld Plate with -45.0
structural concrete attached Invi\giWeld Plate v ' - RhinoBond Tool in accordance with
manufacturer’s instructions.
Elevate UltraPly TPO or UltraPly TPO
E D
Min. 22 ga., Type B, One or more layers, any levate Heavy Duty .Fastener or . . Platinum induction welded to Elevate
R . Elevate Concrete Drive (concrete Max. 6-inch o.c. in rows . .
SC-297. | Grade 33 steel or None combination, prelim. only) and Elevate UltraPly TPO max. 60-inch o.c UltraPly TPO InvisiWeld Plate with -82.5
structural concrete attached InvitiWeld Plate v ’ e RhinoBond Tool in accordance with
manufacturer’s instructions.
Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, 1 per 5.3 ft2 (6 parts per | Platinum induction welded to Elevate
(o] | Elevate H Duty Fast d
SC-298. | Grade 33 steel or None ne ormore fayers, any | evae neavy Buty rasteneran 4x8 ft board) Per FM UltraPly TPO InvisiWeld Plate with 45,0
combination Elevate UltraPly TPO InvisiWeld Plate R . K
structural concrete LPDS 1-29 RhinoBond Tool in accordance with
manufacturer’s instructions.
. . Elevate UltraPly TPO or UltraPly TPO
. V-Force with min. 3-inch Min. 2.5-inch ISOGARD 1 per 4.0 ft? (8 parts per | Platinum induction welded to Elevate
Min. 22 ga., Type B, 50 . GL, ISOGARD CG or Elevate Heavy Duty Fastener and K . .
SC-299. . side laps self-adhered to . 4x8 ft board) in a 24 x UltraPly TPO InvisiWeld Plate with -52.5
ksi steel Elevate ISOGARD HD Elevate UltraPly TPO InvisiWeld Plate . . K X K
top flanges of steel deck Composite 24-inch grid RhinoBond Tool in accordance with
P manufacturer’s instructions.
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TABLE 10H: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER

i Attach
System 2523 Vapor & Air Barrier e - Roof Cover (3.1.4c) MoP
No. (4.1.2) (B8.1.2) Fastener (3.1.1,4.2.2) Density / Pattern sf
gnEl(r:]U(F){é?:KmGCh sum-Fiber Min. 2.5-inch ISOGARD 1 per 4.0 ft* (8 parts per IEII:\tIiitS;J!l:dasgil:?A/ZleJle:cfgg\fa?e
Min. 22 ga., Type B, 50 yp GL, ISOGARD CG or Elevate Heavy Duty Fastener and per & K P P . .
SC-300. ) Roof Board followed by . 4x8 ft board) in a 24 x UltraPly TPO InvisiWeld Plate with -52.5
ksi steel . K . Elevate ISOGARD HD Elevate UltraPly TPO InvisiWeld Plate . . R . .
V-Force with min. 3-inch R 24-inch grid RhinoBond Tool in accordance with
. Composite L. .
side laps self-adhered manufacturer’s instructions.
Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, 1 per 4.0 ft2 (8 parts per | Platinum induction welded to Elevate
SC-301. | Grade 33 steel or None S;:];L:lg: layers, any E:::::Z EEt?':lel':'?OFT:\t/ies?\j\;ejg(:’late 4x8 ft board) Per FM UltraPly TPO InvisiWeld Plate with -60.0
structural concrete Y LPDS 1-29 RhinoBond Tool in accordance with
manufacturer’s instructions.
Elevate Heavy Duty Fastener with Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, One or more lavers. an alternating Rows of: 1 per 2.0 ft (16 parts Platinum induction welded to Elevate
SC-302. | Grade 33 steel or None combination vers, any 1.) Elevate UltraPly TPO InvisiWeld per 4x8 ft board) ina 12 | UltraPly TPO InvisiWeld Plate with -67.5
structural concrete Plate x 24-inch grid RhinoBond Tool in accordance with
2.) Elevate Insulation Fastening Plate manufacturer’s instructions.
Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, 1 per 2.7 ft2 (12 parts Platinum induction welded to Elevate
(o] | Elevate H Duty Fast d L .
SC-303. | Grade 33 steel or None C;:;LZLE:: ayers, any EI:::tZ Ulet?';IZI l':'FYO ?;Vi?\i;e&:g Plate per 4x8 ft board) Per UltraPly TPO InvisiWeld Plate with -75.0
structural concrete v FM LPDS 1-29 RhinoBond Tool in accordance with
manufacturer’s instructions.
Elevate UltraPly TPO or UltraPly TPO
Min. 22 ga., Type B, 1 per 2.0 ft2 (16 parts Platinum induction welded to Elevate
SC-304. | Grade 33 steel or None S;r:;;:lg: layers, any E:::::Z rJIet?':lel':'tF}lOFTr?\t/i?\f\;eTgilate per 4x8 ft board) Per UltraPly TPO InvisiWeld Plate with -105.0
structural concrete Y FM LPDS 1-29 RhinoBond Tool in accordance with
manufacturer’s instructions.

TABLE 101: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

System Deck X ) Insulation Roof Cover (3.1.4) MDP
Vapor & Air Barrier P
No. (4.1.2) Type Attach (3.1.2) Membrane Fastener (3.1.1,4.2.2) Attach (psf)
Elevate Elevate HD Fastener or Elevate
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, Concrete Drive (concrete only) 18-inch o.c. within 6-inch wide -30.0
. UltraPly TPO or . X
SC-305. 33 steel or structural None one or more layers, prelim. attached with Elevate HD Seam Plate or laps spaced 72-inch o.c. Laps (NO
- UltraPly TPO R .
concrete any combination Platinum Elevate UltraPly TPO Barbed sealed with 1.5-inch heat weld. HVHZ)
Seam Plate
Elevate
in. 1.5-i [ -inch o.c. within 6-inch wi -30.0
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, . UltraPly TPO or | Elevate HD Plus Fastener with 18-inch o.c Wlt.hm 6-inch wide
SC-306. None one or more layers, prelim. attached laps spaced 90-inch o.c. Laps (NO
33 steel L UltraPly TPO Elevate HD Plus Seam Plate . .
any combination . sealed with 1.5-inch heat weld. HVHZ)
Platinum
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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FL10264-R24

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

ISO/IEC 17065

ACCREDITED

Pt Cerlialiar

fgeney.

PCA-145

System Deck Vapor & Air Barrier Insulation Roof Cover (3.1.4) MDP
No. (4.1.2) Type Attach (3.1.2) Membrane Fastener (3.1.1,4.2.2) Attach (psf)
Elevate
in. 1.5-i i -i .C. within 6-i i -30.0
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, . UltraPly TPO or | Elevate HD Fastener with 12-inch 0.c Wlth!n 6-inch wide
SC-307. None one or more layers, prelim. attached laps spaced 114-inch o.c. Laps (NO
33 steel - UltraPly TPO Elevate HD Seam Plate R .
any combination ) sealed with 1.5-inch heat weld. HVHZ)
Platinum
(Optional for Elevate
Min. 22 ga., Type B, Grade Recover) Min. 0.5- UltraPly TPO Elevate HD Fastener or Elevate 6-inch o.c. within 6-inch wide laps -30.0
SC-308. 33 steel or structural None inch thick, one or prelim. attached XR 100, TPO XR | Concrete Drive (concrete only) spaced 114-inch o.c. Laps sealed (NO
concrete more layers, any 115 or TPO XR with Elevate HD Seam Plate with 1.5-inch heat weld. HVHZ)
combination 135
Elevate
in. 1.5-i i -inch o.c. within 6-inch wi -30.0
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, . UltraPly TPO or | Elevate HD Plus Fastener with 12-inch o.c Wlth!n 6-inch wide
SC-309. None one or more layers, prelim. attached laps spaced 142-inch o.c. Laps (NO
33 steel - UltraPly TPO Elevate HD Plus Seam Plate R .
any combination ) sealed with 1.5-inch heat weld. HVHZ)
Platinum
Min. 22 ga., Type B, Grade Min. 1.5-inch thick Elevate Elevate HD Plus Fastener (steel 18-inch o.c. within 6-inch wide 375
$C-310 80 steel or min. 20 ga., None one.or.more la ers‘ relim. attached UltraPly TPO or | only) or Elevate Concrete Drive laps spaced 90-inch o.c. Laps (N(.)
’ type B, Grade 33 steel or an combinatign ! P ’ UltraPly TPO (concrete only) with Elevate HD sealed with 5-inch heat weld that HVHZ
structural concrete v Platinum Plus Seam Plate encapsulates plates. )
Elevate
in. 1.5-i [ -inch o.c. within 6-inch wi -37.5
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, . UltraPly TPO or | Elevate HD Plus Fastener with 12-inch 0.c WIt.hm 6-inch wide
SC-311. None one or more layers, prelim. attached laps spaced 90-inch o.c. Laps (NO
33 steel L UltraPly TPO Elevate HD Plus Seam Plate . .
any combination . sealed with 1.5-inch heat weld. HVHZ)
Platinum
Elevate
in. 1.5-i [ -inch o.c. within 6-inch wi -37.5
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, . UltraPly TPO or | Elevate HD Plus Fastener with 12-inch o.c WIth!n 6-inch wide
SC-312. None one or more layers, prelim. attached laps spaced 114-inch o.c. Laps (NO
33 steel - UltraPly TPO Elevate HD Plus Seam Plate . .
any combination . sealed with 1.5-inch heat weld. HVHZ)
Platinum
Min. 2-inch ISOGARD | 3-1-1(HDonly) 1 Elevate
- ith min. 3-i 2 -inch o.c. within 6-inch wi -37.5
Min. 22 ga., Type B, 60 ksi | V- orce withmin. 3-inch - &) honcprpcGor | Per53fC UltraPly TPO or | Elevate HD Fastener with 12-inch o.c. within 6-inch wide
SC-313. steel side laps self-adhered to Elovate ISOGARD HD 24x36-inch grid, 12- UltraPlv TPO Elevate HD Seam Plate laps spaced 142-inch o.c. Laps (NO
top flanges of steel deck ) inch from board arly sealed with 1.5-inch heat weld. HVHZ)
Composite edges Platinum
Elevate Elevate HD Fastener or Elevate
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, UltraPly TPO or Concrete Drive (concrete only) 12-inch o.c. within 6-inch wide
SC-314. 33 steel or structural None one or more layers, prelim. attached UItraPIy PO with Elevate HD Seam Plate or laps spaced 72-inch o.c. Laps -45.0
concrete any combination ) v Elevate UltraPly TPO Barbed sealed with 1.5-inch heat weld.
Platinum
Seam Plate
x)”;t:ezl iarm-l?r:p;(? Srade Min. 1.5-inch thick, Elli::;‘le TPO or Elevate HD Fastener or Elevate 12-inch o.c. within 6-inch wide
SC-315. tvoe B, Grade 3'3 stgei’or None one or more layers, prelim. attached UItraPIy PO Concrete Drive (concrete only) laps spaced 90-inch o.c. Laps -45.0
Ype B, any combination . v with Elevate HD Seam Plate sealed with 1.5-inch heat weld.
structural concrete Platinum
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

ISO/IEC 17065

ACCREDITED

Pt Cerlialiar
fgeney.

PCA-145

System Deck X ) Insulation Roof Cover (3.1.4) MDP
Vapor & Air Barrier .
No. (4.1.2) Type Attach (3.1.2) Membrane Fastener (3.1.1,4.2.2) Attach (psf)
Min. 22 ga., Type B, Grade Min. 0.5-inch thick, Elevate Elevate HD Plus Fastener (St?EI 12-inch o.c. within 6-inch wide
X UltraPly TPO or | only) or Elevate Concrete Drive .
SC-316. 33 steel or structural None one or more layers, prelim. attached . laps spaced 90-inch o.c. Laps -45.0
- UltraPly TPO (concrete only) with Elevate HD . .
concrete any combination X sealed with 1.5-inch heat weld.
Platinum Plus Seam Plate
Min. 22 ga., Type B, Grade . . . Elevate Elevate HD Ifastener or Elevate 12-inch o.c. within 6-inch wide
. Min. 1.5-inch thick, Concrete Drive (concrete only) .
80 steel or min. 20 ga., . UltraPly TPO or . laps spaced 90-inch o.c. Laps
SC-317. None one or more layers, prelim. attached with Elevate HD Seam Plate or : . -45.0
type B, Grade 33 steel or - UltraPly TPO . sealed with 5-inch heat weld that
any combination X Elevate UltraPly TPO Wide Weld
structural concrete Platinum encapsulates plates.
Seam Plate
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, Elevate Elevate HD Plus Fastener (stgel 12-inch o.c. within 6-inch wide
80 steel or min. 20 ga., . UltraPly TPO or | only) or Elevate Concrete Drive .
SC-318. None one or more layers, prelim. attached . laps spaced 114-inch o.c. Laps -45.0
type B, Grade 33 steel or - UltraPly TPO (concrete only) with Elevate HD ) :
any combination X sealed with 1.5-inch heat weld.
structural concrete Platinum Plus Seam Plate
Elevate HD Plus Fastener (steel
Min. 22 ga., Type B, Grade . . . Elevate only) or Elevate Concrete Drive 12-inch o.c. within 6-inch wide
. Min. 1.5-inch thick, . X
$C.319 80 steel or min. 20 ga., None one or more lavers relim. attached UltraPly TPO or | (concrete only) with Elevate HD laps spaced 114-inch o.c. Laps -45.0
’ type B, Grade 33 steel or an combinatign ! P ’ UltraPly TPO Plus Seam Plate or Elevate sealed with 5-inch heat weld that ’
structural concrete v Platinum UltraPly TPO Wide Weld Seam encapsulates plates.
Plate
Min. 0.5-inch Elevate
- i in. 3-i 3.1.1 (HDonly) 1 -i .Cc. within 6-i i
Min. 22 ga., Type B, 60 ksi | V- orce with min. 3-inch 1 d o r ey, 3.LL(HDon) L |y ol TPOor | Elevate HD Fastener with 12-inch o.c. within E-inch wide
SC-320. side laps self-adhered to per 8 ft laps spaced 114-inch o.c. Laps -45.0
steel top flanges of steel deck ISOGARD CG or 24x72-inch arid UltraPly TPO Elevate HD Seam Plate sealed with 1.5-inch heat weld
priang Elevate ISOGARD HD X/72-inch gri Platinum ' :
Elevate Elevate HD Fastener or Elevate
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, Concrete Drive (concrete only) 6-inch o.c. within 6-inch wide laps
. UltraPly TPO or . X
SC-321. 33 steel or structural None one or more layers, prelim. attached with Elevate HD Seam Plate or spaced 72-inch o.c. Laps sealed -52.5
- UltraPly TPO A .
concrete any combination X Elevate UltraPly TPO Barbed with 1.5-inch heat weld.
Platinum
Seam Plate
. . . . Elevate . s .
Min. 22 ga., Type B, Grade Min. 0.5-inch thick, UltraPly TPO or Elevate HD Fastener or Elevate 6-inch o.c. within 6-inch wide laps
SC-322. 33 steel or structural None one or more layers, prelim. attached UItraPIy 0 Concrete Drive (concrete only) spaced 114-inch o.c. Laps sealed -52.5
concrete any combination X v with Elevate HD Seam Plate with 1.5-inch heat weld.
Platinum
Min. 0.25-inch Elevate
-Fi 3.1.1 (HD only) 1 -inch o.c. within 6-inch wi
Min. 22 ga., Type B, 50 ksi SECUROCK Gypsum-Fiber Min. 3-inch ISOGARD ( Zon V) UltraPly TPO or | Elevate HD Fastener with 12-inch o.c Wlth!n 6-inch wide
SC-323. Roof Board followed by per 4.0 ft laps spaced 114-inch o.c. Laps -52.5
steel . X . GL or ISOGARD CG . X UltraPly TPO Elevate HD Seam Plate . .
V-Force with min. 3-inch 24x24-inch grid - sealed with 1.5-inch heat weld.
. Platinum
side laps self-adhered
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (STRESS PLATES)

System Deck X ) Insulation Roof Cover (3.1.4) MDP
Vapor & Air Barrier MUDFP
No. (4.1.2) Type Attach (3.1.2) Membrane Fastener (3.1.1,4.2.2) Attach (psf)
. Min. 0.5-inch 3.1.1(HD only) 1 Elevate ) L )
- - 2 ~ -
Min. 22 ga., Type B, 60 ksi | V- orce with min. 3-inch 10 o ren i, pers3ftt UltraPly TPO or | Elevate HD Fastener with 12-inch o.c. within E-inch wide
SC-324. side laps self-adhered to 24x36-inch grid, 12- laps spaced 142-inch o.c. Laps -52.5
steel ISOGARD CG or : UltraPly TPO Elevate HD Seam Plate . .
top flanges of steel deck inch from board ) sealed with 1.5-inch heat weld.
Elevate ISOGARD HD edges Platinum
: - . Elevate . . .
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, ) UltraPly TPO or | Elevate HD Fastener with 6-inch o.c. wlthm 6-inch wide laps
SC-325. None one or more layers, prelim. attached spaced 142-inch o.c. Laps sealed -52.5
80 steel - UltraPly TPO Elevate HD Seam Plate R R
any combination X with 1.5-inch heat weld.
Platinum
. . . Elevate . L o .
Min. 22 ga., Type B, 50 ksi Min. 0.5-inch thick, ) UltraPly TPO or | Elevate HD Fastener with 6-inch o.c. within 7-inch wide laps
SC-326. None one or more layers, prelim. attached spaced 89-inch o.c. Laps sealed -60.0
steel - UltraPly TPO Elevate HD Seam Plate R K
any combination . with 1.5-inch heat weld.
Platinum
Elevate
Min. 22 ga., Type B, 50 ksi Min. 0.5-inch thick, . UIt.raPIy TPF) Elevate HD Fastener with 6-inch o.c. V\{Ithln 6-inch wide laps
SC-327. steel None one or more layers, prelim. attached (min. 60-mil) or Elevate HD Seam Plate spaced 114-inch o.c. Laps sealed -60.0
any combination UltraPly TPO with 1.5-inch heat weld.
Platinum
. . . Elevate . s .
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, ) UltraPly TPO or | Elevate HD Plus Fastener with 6-inch o.c. W.Ithm 6-inch wide laps
SC-328. None one or more layers, prelim. attached spaced 142-inch o.c. Laps sealed -60.0
33 steel - UltraPly TPO Elevate HD Plus Seam Plate R R
any combination X with 1.5-inch heat weld.
Platinum
. . . . Elevat Elevate HD Plus Fast teel . .
Min. 22 ga., Type B, Grade Min. 0.5-inch thick, evate evate us Fastener (s ge 6-inch o.c. within 6-inch wide laps
. UltraPly TPO or | only) or Elevate Concrete Drive X
SC-329. 33 steel or structural None one or more layers, prelim. attached . spaced 114-inch o.c. Laps sealed -67.5
- UltraPly TPO (concrete only) with Elevate HD R R
concrete any combination X with 1.5-inch heat weld.
Platinum Plus Seam Plate
. . . . E E D -i .C. within 6-i i
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, levate levate HD Plus Fastener (stgel 6-inch o.c ywthm 6-inch wide laps
$C-330 33 steel or structural None one or more lavers relim. attached UltraPly TPO or | only) or Elevate Concrete Drive spaced 90-inch o.c. Laps sealed 825
’ o Vers, P : UltraPly TPO (concrete only) with Elevate HD with 5-inch heat weld that '
concrete any combination .
Platinum Plus Seam Plate encapsulates plates.
Min. 3-inch ISOGARD | 3:1.1(HDonly)1 Elevate ) N .
- 2 - -
Min. 22 ga., Type B, 60 ksi | | WO (2)1avers, V-Foree | o o cnpncoor | PErS3fE UltraPly TPO or | Elevate HD Fastener with 12-inch o.c. within 6-inch wide
SC-331. with min. 3-inch side laps 24x36-inch grid, 12- laps spaced 142-inch o.c. Laps -82.5
steel Elevate ISOGARD HD . UltraPly TPO Elevate HD Seam Plate . .
self-adhered ) inch from board ¢ sealed with 1.5-inch heat weld.
Composite edges Platinum
Min. 22 ga., Type B, Grade . . . Elevate Elevate HD Plus Fastener (steel 6-inch o.c. within 6-inch wide laps
. Min. 1.5-inch thick, X X
$C-332 80 steel or min. 20 ga., None one or more lavers relim. attached UltraPly TPO or | only) or Elevate Concrete Drive spaced 90-inch o.c. Laps sealed -90.0
’ type B, Grade 33 steel or L Yers, P ’ UltraPly TPO (concrete only) with Elevate HD with 5-inch heat weld that ’
any combination X
structural concrete Platinum Plus Seam Plate encapsulates plates.
BACK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTEN STRIPS)

ACCREDITED

Pt Cerlialiar

fgeney.

PCA-145

Insulation Roof Cover (3.1.4)
System Deck R MDP
No. (4.1.2) Type ac Membrane Fastener (3.1.1,4.2.2) Attach (psf)
(3.1.2)
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one relim Elevate UltraPly | Elevate HD Fastener or Elevate Concrete Fastener 12-inch o.c. through batten within 6-inch wide -30.0
SC-333. 33 steel or structural or more layers, any Sttach;ad TPO or UltraPly | Drive (concrete only) with Elevate Polymer laps spaced 90-inch o.c. Laps sealed with 5-inch heat (NO
concrete combination TPO Platinum Batten Strip weld that encapsulates batten. HVHZ)
El ItraPI F 12-inch o.c. th h ithin 6-inch wi -30.0
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick prelim. evate UltraPly Elevate HD Plus Fastener with Elevate astener 12-inc .o ¢ through batten WIt. " 6. inch wide
SC-334. TPO or UltraPly R R laps spaced 142-inch o.c. Laps sealed with 5-inch heat (NO
33 steel ISOGARD GL attached . Coiled Metal Batten Strip
TPO Platinum weld that encapsulates batten. HVHZ)
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, one prelim. Elevate UltraPly Elevate HD Fastener with Elevate Coiled Fastener 12 mch o.c. through batten w.lthm.6 inch wide
SC-335. 33 steel or more layers, any attached TPO or UltraPly Metal Batten Stri laps spaced 90-inch o.c. Laps sealed with 5-inch heat (NO
combination TPO Platinum P weld that encapsulates batten. HVHZ)
Elevate UltraPly QuickSeam R.M.A. Strips are applied
El ItraPl ick R.M.A. Stri he insulati 72-inch o.c. Th i
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one . Elevate UltraPly fevate UltraPly QuickSeam Strips over the insulation spa.ced inch o.c .e batten is 375
prelim. with Elevate HD Fastener or Elevate centered over each strip and fastened 12-inch o.c. Roof
SC-336. 33 steel or structural or more layers, any TPO or UltraPly . R R R L . (NO
concrete combination attached TPO Platinum Concrete Drive (concrete only) with Elevate | cover adhered to each strip by first priming with Single- HVHZ)
Polymer Batten Strip Ply QuickPrime Primer at the strip location, then rolling
into place with a hand roller.
in. 22 ga., B, . . . . L . .
Min ga Type Grade Min. 1.5-inch thick, one . Elevate UltraPly | Elevate HD Plus Fastener (steel only) or Fastener 12-inch o.c. through batten within 6-inch wide
80 steel or min. 20 ga., prelim. . . . . .
SC-337. or more layers, any TPO or UltraPly | Elevate Concrete Drive (concrete only) with | laps spaced 90-inch o.c. Laps sealed with 5-inch heat -45.0
type B, Grade 33 steel or - attached . . R
combination TPO Platinum Elevate Coiled Metal Batten Strip weld that encapsulates batten.
structural concrete
Elevate UltraPly QuickSeam R.M.A. Strips are applied
. . . . . . the insulati d 120-inch o.c. The batten i
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one . Elevate UltraPly | Elevate UltraPly QuickSeam R.M.A. Strips overithe insulation spa.ce inch 0.¢ . € batten s
prelim. . . centered over each strip and fastened 6-inch o.c. Roof
SC-338. 33 steel or structural or more layers, any TPO or UltraPly | with Elevate HD Fastener with Elevate R R L . -45.0
concrete combination attached TPO Platinum Coiled Metal Batten Stri cover adhered to each strip by first priming with Elevate
P UltraPly TPO QuickPrime at the strip location, then
rolling into place with a hand roller.
. Min. 1.5-inch thick, one Elevate UltraPly . . Fastener 6-inch o.c. through batten within 6-inch wide
.22ga., B, . E D E . . .
SC-339. z)”;teel ga., Type B, Grade or more layers, any Loose Laid | TPO or UltraPly Nlli\glt;;teia::ner with Elevate Coiled laps spaced 142-inch o.c. Laps sealed with 5-inch heat -52.5
combination TPO Platinum P weld that encapsulates batten.
Min. 22 ga.. Tvoe B. Grade Fastener 6-inch o.c. through batten in field of the roof
80 s.teel ir.'mi\rcpzo’ a Min. 1.5-inch thick, one relim Elevate UltraPly | Elevate HD Fastener or Elevate Concrete spaced 144-inch o.c. Battens sealed with 5-inch wide
SC-340. - 0ea, or more layers, any P ) TPO or UltraPly | Drive (concrete only) with Elevate Batten cover strip, with 1.5-inch heat weld on each side of the -60.0
type B, Grade 33 steel or L attached ) ) ) ) . . . .
combination TPO Platinum Strip or Coiled Metal Batten Strip strip or by applying Elevate TPO QuickSeam Flashing
structural concrete
atop batten.
Z)”;t:jl i?";\;riﬁp;(?’ Srade Min. 1.5-inch thick, one relim Elevate UltraPly | Elevate HD Fastener or Elevate Concrete Fastener 6-inch o.c. through batten within 6-inch wide
SC-341. - 20 6a, or more layers, any P ) TPO or UltraPly | Drive (concrete only) with Elevate Polymer laps spaced 114-inch o.c. Laps sealed with 5-inch heat -60.0
type B, Grade 33 steel or - attached . .
combination TPO Platinum Batten Strips weld that encapsulates batten.
structural concrete
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Insulation Roof Cover (3.1.4)
System Deck e MDP
No. (4.1.2) Type ac Membrane Fastener (3.1.1,4.2.2) Attach (psf)
(3.1.2)
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, one prelim. Elevate UltraPly Elevate HD Plus Fastener with Elevate Fastener 6-inch c?.c. through batten W|th|n 6-|.nch wide
SC-342. or more layers, any TPO or UltraPly R R laps spaced 142-inch o.c. Laps sealed with 5-inch heat -60.0
33 steel - attached : Coiled Metal Batten Strip
combination TPO Platinum weld that encapsulates batten.
. . . . Elevate HD Fastener or Elevate Concrete . . .
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one . Elevate UltraPly . . . Fastener 6-inch o.c. through batten within 6-inch wide
prelim. Drive (concrete only) with Elevate Coiled . R .
SC-343. 33 steel or structural or more layers, any TPO or UltraPly . laps spaced 90-inch o.c. Laps sealed with 5-inch heat -67.5
- attached . Metal Batten Strip or Elevate Polymer
concrete combination TPO Platinum . weld that encapsulates batten.
Batten Strip
Min. 1.5-inch thick, . El ItraPI , F -inch o.c. th h ithin 6-inch wi
Min. 22 ga., Type B, Grade in. 1.5-inch thick, one prelim. evate UltraPly Elevate HD Plus Fastener with Elevate astener 6-inc c?c through batten wit| .m 6 |.nc wide
SC-344. or more layers, any TPO or UltraPly R R laps spaced 114-inch o.c. Laps sealed with 5-inch heat -67.5
33 steel - attached . Coiled Metal Batten Strip
combination TPO Platinum weld that encapsulates batten.
Elevate HD Fastener or Elevate Concrete
Min. 22 ga., T B, . . . Dri | ith El B . s . .
n ga .ype Grade Min. 1.5-inch thick, one . Elevate UltraPly rlye (conFrete only) wit eva\.te atten Fastener 6-inch o.c. through batten within 6-inch wide
80 steel or min. 20 ga., prelim. Strip or Coiled Metal Batten Strip or Elevate . . R
SC-345. or more layers, any TPO or UltraPly laps spaced 114-inch o.c. Laps sealed with 5-inch heat -75.0
type B, Grade 33 steel or L attached ) HD Plus Fastener (steel only) or Elevate
combination TPO Platinum . R weld that encapsulates batten.
structural concrete Concrete Drive (concrete only) with Elevate
Polymer Batten Strip
E D
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one . Elevate UltraPly levate HD Plus Fast.ener (steel only) or . Fastener 6-inch o.c. through batten within 6-inch wide
prelim. Elevate Concrete Drive (concrete only) with . ) .
SC-346. 33 steel or structural or more layers, any TPO or UltraPly K X laps spaced 90-inch o.c. Laps sealed with 5-inch heat -82.5
- attached ) Elevate Batten Strip or Coiled Metal Batten
concrete combination TPO Platinum Strip weld that encapsulates batten.
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, one . Elevate UltraPly Elevate HD Plus Fastener (steel only) with Fastener 6-|nch‘o.c. through batten Wlt‘hln 6:|nch wide
SC-347. or more layers, any Loose Laid | TPO or UltraPly ” R laps spaced 68-inch o.c. Laps sealed with 5-inch heat -82.5
80 steel - . Elevate %” Polymer Batten Strips
combination TPO Platinum weld that encapsulates battens.
in.22 ga., B, in. 1.5-i ick, . E ) ) -i .C. ithin 6-i i
Min ga Type Grade | Min. 1.5-inch thick, one prelim. levate UltraPly Elevate HD Fastener with Elevate Coiled Fastener 6 mch.o c. through batten W|t.h|n 6. inch wide
SC-348. 80 steel or min. 20 ga., or more layers, any attached TPO or UltraPly Metal Batten Stri laps spaced 90-inch o.c. Laps sealed with 5-inch heat -90.0
Type B, Grade 33 steel combination TPO Platinum P weld that encapsulates batten.
Min. 22 ga., Type B, Grade Min. 1.5-inch thick, one . Elevate UltraPly Elevate HD Plus Fast.ener (steel only) or ) Fastener 6-inch o.c. through batten within 6-inch wide
80 steel or min. 20 ga., prelim. Elevate Concrete Drive (concrete only) with . R .
SC-349. or more layers, any TPO or UltraPly - - laps spaced 90-inch o.c. Laps sealed with 5-inch heat -97.5
Type B, Grade 33 steel or - attached . Elevate Batten Strip or Coiled Metal Batten
combination TPO Platinum . weld that encapsulates batten.
structural concrete Strip
Min. 22 ga., Type B, Grade | Min. 1.5-inch thick, one relim Elevate UltraPly | Elevate HD Plus Fastener (steel only) or Fastener 6-inch o.c. through batten within 6-inch wide
SC-350. 33 steel or structural or more layers, any zttachc'ed TPO or UltraPly | Elevate Concrete Drive (concrete only) with | laps spaced 54-inch o.c. Laps sealed with 5-inch heat -112.5
concrete combination TPO Platinum Elevate Coiled Metal Batten Strip weld that encapsulates batten.
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TABLE 10s: STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (BATTEN STRIPS)

IAS

ACCREDITED
Prhel Ceifclin
fgeney

PCA-145

Insulation Roof Cover (3.1.4)
System Deck e MDP
No. (4.1.2) Type ac Membrane Fastener (3.1.1,4.2.2) Attach (psf)
(3.1.2)
Min. 0.5-inch DensDeck,
DensDeck Prime or
Min. 22 ga., Type B, Grade SECUROCK Gypsum-Flber prelim. Elevate UltraPly Elevate HD Plus Fastener (steel only) with Fastener 6-|nch.o.c. through batten wnt_hln Gjlnch wide
SC-351. 33 steel Roof Board loose laid attached TPO or UltraPly Elevate Coiled Metal Batten Stri laps spaced 54-inch o.c. Laps sealed with 5-inch heat -112.5
over min. 1.5-inch thick, TPO Platinum P weld that encapsulates batten.
one or more layers, any
combination
Lap Row: Fastener 6-inch o.c. through battens within 6-
inch wide laps spaced 142-inch o.c. Laps sealed with 5-
Min. 1.5-inch thick, El ItraPI . inch heat weld that lates the batten.
Min. 22 ga., Type B, Grade in. 1.5-inch thick, one . evate UltraPly Elevate HD Plus Fastener (steel only) with IrTC catwe d en.capsu ates the batten .
SC-352. or more layers, any Loose Laid | TPO or UltraPly ” R Field Row: Fastener 6-inch o.c. through battens in one -135.0
80 steel - . Elevate %” Polymer Batten Strips X R X
combination TPO Platinum intermediate row between laps. Batten strips covered
with 5-inch wide Elevate UltraPly TPO strips sealed on
both sides with 1.5-inch heat weld.

TABLE 10k: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

G s Insulation Base Sheet VIDP
ystem ec
Attach Fastener Roof Cover (3.1.4)
No. 4.1.2 sf
fa12) Type (3.1.2) Type (3.1.1,4.2.2) gk tesf)
Min. 22 ga., Type B, Min. 1-inch thick, one or Max. 12-inch o.c. at the min. 3.4-inch XR-XRSMA (RIBBON, 12). Ribbons -37.5*%
SC-353. Grade 33 steel or more layers, any Loose Laid SBS Base 31.1 laps 12-inch o.c. at two (2) equally centered between base sheet fastener (NO
structural concrete combination spaced, staggered center rows rows HVHZ)
Min. 22 ga., Type B, Min. 1-inch thick, one or Max. 12-inch o.c. at the min. 3.4-inch XR-XRSMA (RIBBON, 12). Ribbons
SC-354. Grade 33 steel or more layers, any Loose Laid SBS Base 3.1.1 laps 12-inch o.c. at two (2) equally placed atop stress plates in base sheet -45.0*
structural concrete combination spaced, staggered center rows fastener rows
Min. 22 ga., Type B, Min. 0.5-inch thick, one Max. 12-inch o.c. at the min. 2-inch
SC-355. Grade 33 steel or or more layers, any Loose Laid MB Base 3.1.1 laps 12-inch o.c. at two (2) equally XR-HA -45.0*
structural concrete combination spaced, staggered center rows
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
ASTM Min. 1.5-inch ISOGARD . BB-JBSA, BB-LVOC-1168 or
C-1 Structural concrete D41 GL or ISOGARD CG Hot Asphalt (Optional) Tapered ISOGARD GL Hot asphalt BB-UPBA -180.0
Min. 1.5-inch ISOGARD . . .
&R Structural concrete giTlM GL with optional Hot Asphalt g’“nsgnz]sF:Sz? '?:;SBD::fé DensDeck Prime or SECUROCK. |\ 1 cohalt BB-JBSA or BB-UPBA -195.0
Tapered ISOGARD GL P
Min. 1.5-inch ISOGARD . . .
C-3 Structural concrete giM GL with optional Hot Asphalt E?;::;ii:gggzenwed( Prime or SECUROCK Gypsum- Hot Asphalt BB-LVOC-1168 -195.0
Tapered ISOGARD GL
Min. 1.5-inch ISOGARD
c-4 structural concrete | ~o'M GL with optional Hot Asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board Hot Asphalt BB-JBSA, BB-LVOC, BB- -195.0
D41 LVOC-1168 or BB-UPBA
Tapered ISOGARD GL
Min. 1.5-inch ISOGARD | 1.5.0. Spray R, ) . ) . 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-
C-5 Structural concrete None GL or ISOGARD CG 15.0. Twin Pack (Optional) Additional layers of base insulation 15.0. Twin Pack LVOC-1168 or BB-UPBA -165.0
. . 1.5.0. Spray R, 1.S.0. Spray R,
Min. 1.5-inch ISOGARD . . . . . . BB-JBSA, BB-LVOC-1168 or
C-6 Structural concrete None GL or ISOGARD CG I.Sp. Twin Pack, (Optional) Additional layers of base insulation I.S..O. Twin Pack, BB-UPBA -240.0
8-inch o.c. 8-inch o.c.
. . 1.5.0. Spray R, 1.S.0. Spray R,
Cc-7 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layers of base insulation 1.5.0. Twin Pack, BB-JBSA, BB-LVOC-1168 or -285.0
GL R R BB-UPBA
4-inch o.c. 4-inch o.c.
. . 1.5.0. Spray R, 1.S.0. Spray R,
Min. 1.5-inch ISOGARD . . . . . . BB-JBSA, BB-LVOC, BB-
C-8 Structural concrete None G I.Sp. Twin Pack, (Optional) Additional layers of base insulation I.S..O. Twin Pack, LVOC-1168 or BB-UPBA -360.0
6-inch o.c. 6-inch o.c.
Min. 1-inch ISOGARD 1.5.0. Spray R, . . 1.5.0. Spray R,
C-9 Structural concrete None cG 1.5.0. Twin Pack Min. 1-inch ISOGARD CG 1.5.0. Twin Pack BB-LVOC-1168 -450.0
Min. 1.5-inch ISOGARD 1.5.0. Spray R, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R, BB-JBSA, BB-LVOC-1168 or
¢10 | Structural concrete | None GL 1.5.0. Twin Pack | Fiber Roof Board 1.5.0. Twin Pack | BB-UPBA 127.5
c11 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. Spray R, Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB- 1275
GL 1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack LVOC-1168 or BB-UPBA :
c12 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. Spr'ay R, Min. 0.25-inch DensDeck or SECUROCK Gypsum-Fiber Roof | 1.S.0. Spr'ay R, BB-JBSA or BB-UPBA 1575
GL 1.5.0. Twin Pack Board 1.5.0. Twin Pack
Min. 1.5-inch Is0GARD | 'O~ SPray R, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R, BB-JBSA, BB-LVOC-1168 or
C-13 Structural concrete None 1.5.0. Twin Pack, . 1.5.0. Twin Pack, -187.5
GL R Fiber Roof Board R BB-UPBA
8-inch o.c. 8-inch o.c.
c1a | structural concrete | Nome Min. 1.5-inch ISOGARD :28 i“my;;’ck Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. :28 i:lriiyp';’ck BB-JBSA, BB-LVOC, BB- 1875
GL 8‘-i‘nc'h oc ’ 7/16-inch DEXcell Cement Roof Board é-i'nc'h oc ’ LVOC-1168 or BB-UPBA :
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
. . 1.5.0. Spray R, . . . 1.5.0. Spray R,
C-15 | Structural concrete | None Two layers min. 1.5-nch | ¢ o 1 in pack, | Min- 0-25-inch DensDeck Prime or SECUROCK Gypsum 1.5.0. Twin Pack, | BB-JBSA or BB-UPBA -195.0
ISOGARD GL R Fiber Roof Board R
8-inch o.c. 8-inch o.c.
Min. 1.5-inch 1s0GARD | :0-SPrav R, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R, BB-JBSA, BB-LVOC-1168 or
C-16 Structural concrete None 1.5.0. Twin Pack, . 1.5.0. Twin Pack, -247.5
GL R Fiber Roof Board R BB-UPBA
4-inch o.c. 4-inch o.c.
c17 | structural concrete | Nome Min. 1.5-inch ISOGARD :28 i‘mypi’ck Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. :28 iﬂ;?\yp':"ck BB-JBSA, BB-LVOC, BB- oazs
GL I ’ 7/16-inch DEXcell Cement Roof Board T ! LVOC-1168 or BB-UPBA ’
4-inch o.c. 4-inch o.c.
Min. two layers min. 1.5.0. Spray R, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R,
¢-18 | Structural concrete | None 1.5-inch ISOGARD GL 1.5.0. Twin Pack | Fiber Roof Board 1.5.0. Twin Pack | CBtVOC-1168 2625
Min. two layers min. 1.5.0. Spray R, Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-
¢-19 | Structural concrete | None 1.5-inch ISOGARD GL .5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack | LVOC-1168 or BB-UPBA 262.5
(Optional) One or more
C-20 Structural concrete None layers, min. 1.5-inch 1.5.0. Spr.ay R, Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Spr.ay R, BB-JBSA -172.5
1.5.0. Twin Pack 1.5.0. Twin Pack
ISOGARD GL
One or more layers,
C-21 | Structural concrete | None min. 1.5-inch ISOGARD | >0 SPrav R, Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Spray R, BB-UPBA or BB-LVOC- 2475
6L 1.5.0. Twin Pack 1.5.0. Twin Pack 1168
Min. 0.5-inch Elevate 1.5.0. Spray R, BB-UPBA or BB-LVOC-
C-22 Structural concrete None ISOGARD HD 1.5.0. Twin Pack None N/A 1168 -300.0
Min. 1.5-inch ISOGARD Twin JetY . . . . Twin JetY BB-JBSA, BB-LVOC-1168 or
C-23 Structural concrete None 6L (SPATTER) (Optional) Additional layers base insulation (SPATTER) BB-UPBA -270.0
Min. 1.5-inch ISOGARD Twin Jet Y Min. 0.25-inch DensDeck or SECUROCK Gypsum-Fiber Roof | Twin JetY
C-24 Structural concrete None GL (SPATTER) Board (SPATTER) BB-JBSA or BB-UPBA -195.0
.25 Structural concrete None Min. 1.5-inch ISOGARD Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin JetY BB-JBSA, BB-LVOC-1168 or 2400
GL (SPATTER) Fiber Roof Board (SPATTER) BB-UPBA ’
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin . - . . 1.5.0. Stick, Twin BB-JBSA, BB-LVOC-1168 or
C-26 Structural concrete None GL or ISOGARD CG Jet, Twin Jet Y (Optional) Additional layers of base insulation Jet, Twin Jet Y BB-UPBA -150.0
1.5.0. Stick, Twin
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin . - . . o BB-JBSA, BB-LVOC, BB-
Cc-27 Structural concrete None G Jet, 6-inch o.c. (Optional) Additional layers of base insulation ?et, Twin JetY, 6- LVOC-1168 or BB-UPBA -360.0
inch o.c.
c-28 | Structural concrete | None Min. 1-inch ISOGARD .50, Stick, Twin | i 1 inch ISOGARD CG .50, Stick, Twin | g 0 1168 -450.0
CG Jet Jet, Twin Jet Y
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin Min. 0.25-inch DensDeck, DensDeck Prime or SECUROCK 1.S.0. Stick, Twin
C-29 Structural concrete None 6L Jet, Twin Jet Y Gypsum-Fiber Roof Board Jet, Twin Jet Y BB-JBSA or BB-UPBA 150.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.S.0. Stick, Twin
C-30 Structural concrete None 6L Jet, Twin Jet Y Fiber Roof Board Jet, Twin Jet Y BB-LVOC-1168 -150.0
c-31 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. Stick, Twin Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Stick, Twin BB-JBSA, BB-LVOC, BB- -150.0
GL Jet, Twin JetY 7/16-inch DEXcell Cement Roof Board Jet LVOC-1168 or BB-UPBA :
Min. two layers min. 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.S.0. Stick, Twin
C-32 Structural concrete None 1.5-inch ISOGARD GL Jet Fiber Roof Board Jet BB-LVOC-1168 262.5
c-33 Structural concrete None Min. two layers min. 1.5.0. Stick, Twin Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Stick, Twin BB-JBSA, BB-LVOC, BB- 2625
1.5-inch ISOGARD GL Jet 7/16-inch DEXcell Cement Roof Board Jet LVOC-1168 or BB-UPBA '
(Optional) One or more ) ) . .
C-34 | Structural concrete | None layers, min. 1.5-inch 1.5.0. Stick, Twin | i 0 5 inch Elevate ISOGARD HD .50, Stick, Twin | g pep 1725
Jet, Twin JetY Jet, Twin JetY
ISOGARD GL
One or more layers, ) ) . .
C-35 Structural concrete None min. 1.5-inch ISOGARD 1.5.0. Stick, Twin Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Stick, Twin BB-UPBA or BB-LVOC- -300.0
GL Jet Jet 1168
Min. 1.5-inch ISOGARD 1.5.0. Stick, Twin . . 1.5.0. Stick, Twin BB-LVOC, BB-LVOC-1168
C-36 Structural concrete None G Jet, 6-inch o.c. Min. 0.5-inch Elevate ISOGARD HD Jet, 6-inch o.c. or BB-UPBA -360.0
Min. 0.5-inch Elevate 1.S.0. Stick, Twin BB-UPBA or BB-LVOC-
C-37 Structural concrete None ISOGARD HD Jet None N/A 1168 -405.0
Min. 0.5-inch Elevate 1.5.0. Stick, Twin BB-UPBA or BB-LVOC-
C-38 Structural concrete None ISOGARD HD Jet None N/A 1168 -405.0
Min. 1.5-inch ISOGARD Twin Jet, 4-inch . " . . Twin Jet, 4-inch
C-39 Structural concrete None GL or ISOGARD CG oc. (Optional) Additional layers of base insulation oc. BB-JBSA or BB-UPBA -337.5
Additional Insulation: (Optional) Additional layers of base
Min. 1.5-inch ISOGARD Twin Jet, 4-inch insulation Twin Jet, 4-inch
C-40 Structural t N ! ! BB-JBSA or BB-UPBA -337.5
ructuralconcrete | None GL or ISOGARD CG oc. Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK | o.c. or
Gypsum-Fiber Roof Board
Min. L.5-inch ISOGARD Twin Jet, 4-inch Addltpnal Insulation: (Optional) Additional layers of base Twin Jet, 4-inch
C-41 Structural concrete None insulation BB-UPBA -337.5
GL or ISOGARD CG o.c. X ) o.c.
Coverboard: Min. 7/16-inch DEXcell Cement Roof Board
Min. 1.5-inch ISOGARD Twin JetY . - . . Twin JetY BB-JBSA, BB-LVOC, BB-
C-42 Structural concrete None GL (SPATTER) (Optional) Additional layers of base insulation (SPATTER) LVOC-1168 or BB-UPBA 45.0
Min. 1.5-inch ISOGARD Twin JetY . - . . Twin JetY BB-JBSA, BB-LVOC-1168 or
C-43 Structural concrete None GL or ISOGARD CG (SPATTER) (Optional) Additional layers of base insulation (SPATTER) BB-UPBA -45.0
Min. 1.5-inch ISOGARD Twin JetY . - . . Twin JetY BB-JBSA, BB-LVOC, BB-
C-44 Structural concrete None G (SPATTER) (Optional) Additional layers of base insulation (SPATTER) LVOC-1168 or BB-UPBA 45.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MbP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 1-inch ISOGARD Twin JetY . . Twin JetY
C-45 Structural concrete None G (SPATTER) Min. 1-inch ISOGARD CG (SPATTER) BB-LVOC-1168 -45.0
Two layers min. 1.5-inch | Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet Y
C-46 Structural concrete None ISOGARD GL (SPATTER) Fiber Roof Board (SPATTER) BB-JBSA or BB-UPBA -45.0
c.a7 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet Y Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet Y BB-JBSA, BB-LVOC-1168 or 450
GL (SPATTER) Fiber Roof Board (SPATTER) BB-UPBA )
c.a8 Structural concrete None Min. 1.5-inch ISOGARD Twin JetY Min. 0.25-inch DEXcell FA Glass Mat Roof Board or 7/16- Twin JetY BB-JBSA, BB-LVOC, BB- 45.0
GL (SPATTER) inch DEXcell Cement Roof Board (SPATTER) LVOC-1168 or BB-UPBA ’
Min. two layers min. Twin Jet Y Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet Y
49 | Structural concrete | None 1.5-inch ISOGARD GL | (SPATTER) Fiber Roof Board (SPATTER) BE-LVOC-1168 40
(Optional) One or more . .
C-50 Structural concrete None layers, min. 1.5-inch Twin Jet Y Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y BB-JBSA -45.0
(SPATTER) (SPATTER)
ISOGARD GL
One or more layers, . .
. . Twin Jet Y . . Twin JetY BB-UPBA or BB-LVOC-
C-51 Structural concrete None glin 1.5-inch ISOGARD (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) 1168 -45.0
C-52 Structural concrete None Min. 0.5-inch Elevate Twin JetY None Twin JetY BB-UPBA, BB-LVOC or BB- -45.0
ISOGARD HD (SPATTER) (SPATTER) LVOC-1168 ’
Min. 1.5-inch ISOGARD Twin JetY . ) Twin Jet Y BB-LVOC, BB-LVOC-1168
C-53 Structural concrete None G (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) or BB-UPBA -45.0
Additional Insulation: (Optional) Additional layers of base
Min. 1.5-inch ISOGARD Twin JetY insulation Twin JetY
C-54 Structural concrete None BB-JBSA or BB-UPBA -45.0
GL or ISOGARD CG (SPATTER) Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK (SPATTER)
Gypsum-Fiber Roof Board
Min. 1.5-inch ISOGARD ) ) -, . ) . BB-JBSA, BB-LVOC, BB-
C-55 Structural concrete None 6L Twin Jet Y (Optional) Additional layers of base insulation Twin Jet Y LVOC-1168 or BB-UPBA -165.0
Min. 1.5-inch ISOGARD . ) -, - ) h BB-JBSA, BB-LVOC-1168 or
C-56 Structural concrete None GL or ISOGARD CG Twin Jet Y (Optional) Additional layers of base insulation Twin Jet Y BB-UPBA -217.5
Min. 1.5-inch ISOGARD . ) -, - . ’ BB-JBSA, BB-LVOC, BB-
C-57 Structural concrete None G Twin Jet Y (Optional) Additional layers of base insulation Twin Jet Y LVOC-1168 or BB-UPBA -217.5
c-58 Structural concrete | None 2"(;” Lrinch ISOGARD Twin Jet Y Min. 1-inch ISOGARD CG Twin Jet Y BB-LVOC-1168 2175
c-59 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet Y Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet Y BB-JBSA, BB-LVOC-1168 or 2175
GL Fiber Roof Board BB-UPBA
Min. 1.5-inch ISOGARD . Min. 0.25-inch DEXcell FA Glass Mat Roof Board or 7/16- . BB-JBSA, BB-LVOC, BB-
C-60 Structural concrete None 6L Twin JetY inch DEXcell Cement Roof Board Twin JetY LVOC-1168 or BB-UPBA -217.5
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. two layers min. . Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- .
C-61 Structural concrete None 1.5-inch ISOGARD GL Twin Jet Y Fiber Roof Board Twin JetY BB-LVOC-1168 -217.5
One or more layers,
C-62 Structural concrete None min. 1.5-inch ISOGARD Twin JetY Min. 0.5-inch Elevate ISOGARD HD Twin JetY ?;:PBA or BB-LVOC- -217.5
GL
Min. 0.5-inch Elevate . . BB-UPBA, BB-LVOC or BB-
C-63 Structural concrete None ISOGARD HD Twin JetY None Twin JetY LVOC-1168 -217.5
C-64 Structural concrete | None Min. 1.5-inch ISOGARD | 1\ /i1 ety Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y BB-LVOC, BB-LVOC-1168 | ;175
CG or BB-UPBA
Additional Insulation: (Optional) Additional layers of base
Min. 1.5-inch ISOGARD insulation
C-65 Structural t N Twin JetY Twin JetY BB-JBSA or BB-UPBA -217.5
ructuralconcrete | None GL or ISOGARD CG win’e Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK | " or

Gypsum-Fiber Roof Board

Min. 1.5-inch ISOGARD Additional Insulation: (Optional) Additional layers of base
C-66 Structural concrete None Gl_lr;r IsOEZRD P Twin Jet Y insulation Twin Jet Y BB-UPBA -217.5
Coverboard: Min. 7/16-inch DEXcell Cement Roof Board

ELEVATE ELEVATE ULTRAPLY TPO XR / HOT ASPHALT SYSTEMS:

. Min. 0.25-inch
(Optional) DensDeck Prime or
C-67 Structural concrete ASTM Hot Asphalt None N/A XR-HA -232.5
Da1 SECUROCK Gypsum-
Fiber Roof Board
(Optional) . .
C-68 Structural concrete ASTM GMLm 1.5-inch ISOGARD Hot asphalt (Optional) Additional layers of base insulation Hot asphalt XR-HA -300.0
D41
C-69 Structural concrete gim GMLm 1.5-inch ISOGARD Hot Asphalt None N/A XR-HA -382.5
C-70 Structural concrete None GMLm 1.5-inch ISOGARD Hot Asphalt None N/A XR-HA -487.5
(Optional) 1.0 4 5inch 1s0GARD Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
c-71 Structural concrete | ASTM T Hot Asphalt Lo ve Hot Asphalt XR-HA -457.5
GL Fiber Roof Board
D41
(Optional) Two layers min. 1.5-inch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
C-72 Structural concrete | ASTM 4 T Hot Asphalt L P Hot Asphalt XR-HA -300.0
D1 ISOGARD GL Fiber Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

Base Insulation Layer

FOR VAPOR BARRIER OPTIONS
Top Insulation Layer

System 250 Primer Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | 1.S.0. Spray R, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R,
¢73 Structural concrete None or ISOGARD CG 1.5.0. Twin Pack Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Twin Pack XR-HA -3900
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | I.S.0. Stick, Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.S.0. Stick, Twin
c74 Structural concrete None or ISOGARD CG Jet, Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Jet, Twin JetY XR-HA -187.5
Fiber Roof Board
Min. 1.5-inch ISOGARD Twin JetY Twin JetY
C-75 Structural concrete None 6L (SPATTER) None (SPATTER) XR-HA -45.0
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | TwinJetY inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY
c76 Structural concrete | None or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) XR-HA -45.0
Fiber Roof Board
c-77 Structural concrete None gan 1.5-inch ISOGARD Twin JetY None Twin JetY XR-HA -217.5
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL . inch Tapered ISOGARD GL or ISOGARD CG followed by .
C-78 Structural concrete None or ISOGARD CG Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin JetY XR-HA -217.5
Fiber Roof Board
ELEVATE ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
1.5.0. Spray R, 1.5.0. Spray R,
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack,
c79 Structural concrete | None or ISOGARD CG 1.5.0. Stick, Twin | inch Tapered ISOGARD GL or ISOGARD CG 1.5.0. Stick, Twin | <R /BSA 1725
Jet, Twin JetY Jet, Twin JetY
1.5.0. Spray R, . - . . . 1.5.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
C-80 Structural concrete | None Min. L-inch ISOGARD GL | 1.5.0. Twin Pack, | ;\ 0o e d ISOGARD GL or ISOGARD CG followed by 15.0. TwinPack, | w0 pca -172.5
or ISOGARD CG 1.S.0. Stick, Twin min. 0.5-inch Elevate ISOGARD HD 1.S.0. Stick, Twin
Jet, Twin Jet Y T Jet, Twin Jet Y
1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
Min. 1-inch ISOGARD GL | I.S.0. Twin Pack, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack,
81 Structural concrete | None or ISOGARD CG 1.5.0. Stick, Twin | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Stick, Twin | <R BSA 1725
Jet, Twin JetY Fiber Roof Board Jet, Twin Jet Y
1.S.0. Spray R, . . . . . 1.S.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, X 1.5.0. Twin Pack,
C-82 Structural concrete None or ISOGARD CG 1.5.0. Stick, Twin mt;h Taperef:i ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick, Twin XR-JBSA -45.0
. min. 19/32-inch plywood
Jet, Twin JetY Jet
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 1-inch Insulfoam 1
EPS or min. 2-inch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
C-83 Structural concrete None Styrofoam Brand 1.5.0. Spray R L P 1.5.0. Spray R XR-JBSA -112.5
R Fiber Roof Board
Roofmate or Highload
60
Min. 1.5-inch ISOGARD Twin Jet, 4-inch . - . . Twin Jet, 4-inch
Cc-84 Structural concrete None GL or ISOGARD CG oc. (Optional) Additional layers of base insulation oc. XR-JBSA -292.5
Additional Insulation: (Optional) Additional layers of base
insulation
Min. 1.5-inch ISOGARD Twin Jet, 4-inch Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA Twin Jet, 4-inch
C-85 Structural t N ! - ! ! XR-JBSA -292.5
ructuratconcrete | Rone GL or ISOGARD CG o.c. Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof o.c.
Board, min. 7/16-inch DEXcell Cement Roof Board or min.
19/32-inch plywood or min. 0.5-inch Elevate ISOGARD HD
Min. 1-inch ISOGARD GL | Twin JetY (Optional) Additional layer of base insulation or min. 0.5- Twin Jet Y
86 Structural concrete | None or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) XR-JBSA 45.0
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | TwinJetY inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY
87 Structural concrete | None or ISOGARD CG (SPATTER) min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) XR-JBSA -45.0
Fiber Roof Board or min. 0.5-inch Elevate ISOGARD HD
(Optional) Additional layers of base insulation
. . . Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA .
Min. 1.5-inch ISOGARD Twin JetY T ! Twin JetY
C-88 Structural concrete None GL or ISOGARD CG (SPATTER) Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof (SPATTER) XR-JBSA -45.0
Board, min. 7/16-inch DEXcell Cement Roof Board or min.
0.5-inch Elevate ISOGARD HD
(Optional) Additional layers of base insulation
Min. 1.5-inch ISOGARD . Coverboard: Min. 0.25-inch DensDeck Prime, I?EXceII FA .
C-89 Structural concrete None GL or ISOGARD CG Twin JetY Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof Twin JetY XR-JBSA -217.5
Board, min. 7/16-inch DEXcell Cement Roof Board or min.
0.5-inch Elevate ISOGARD HD
ELEVATE ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STICK MEMBRANE ADHESIVE SYSTEMS:
1.5.0. Spray R, 1.5.0. Spray R,
€-90 Structural concrete None Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 6) or 1425
or ISOGARD CG 1.S.0. Stick, Twin inch Tapered ISOGARD GL or ISOGARD CG 1.S.0. Stick, Twin XR-XRSMA (RIBBON, 6) ’
Jet, Twin JetY Jet, Twin JetY
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
1.5.0. Spray R, 1.5.0. Spray R,
c-o1 Structural concrete None Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 4) or 1725
or ISOGARD CG 1.S.0. Stick, Twin inch Tapered ISOGARD GL or ISOGARD CG 1.S.0. Stick, Twin XR-XRSMA (RIBBON, 4) ’
Jet, Twin JetY Jet, Twin JetY
1.S.0. Spray R, . . . . . 1.S.0. Spray R,
. ) ) Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack, X 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 12) or
C-92 Structural concrete None or ISOGARD CG 1.5.0. Stick, Twin |nf:h Tape.:red ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick, Twin XR-XRSMA (RIBBON, 12) -45.0
. min. 0.5-inch Elevate ISOGARD HD .
Jet, Twin Jet Y Jet, Twin JetY
1.S.0. Spray R; . . . . . 1.S.0. Spray R;
. ) ) Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack; X 1.5.0. Twin Pack; XR-ISOSR (RIBBON, 6) or
C-93 Structural concrete None or ISOGARD CG 1.5.0. Stick; Twin |nf:h Tape.:red ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick: Twin XR-XRSMA (RIBBON, 6) -82.5
. min. 0.5-inch Elevate ISOGARD HD .
Jet, Twin JetY Jet, Twin JetY
1.S.0. Spray R, . - . . . 1.S.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, X 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 4) or
C-94 Structural concrete None or ISOGARD CG 1.5.0. Stick, Twin |nf:h Tape;red ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick, Twin XR-XRSMA (RIBBON, 4) 172.5
. min. 0.5-inch Elevate ISOGARD HD .
Jet, Twin JetY Jet, Twin JetY
Optional additional layers of base insulation or min. 0.5-
1.S.0. Spray R, . 1.S.0. Spray R,
C-95 Structural concrete None Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack, :CIT: TOa;);—rie:iPLSS;QEZCiLP?i:TLiOSQ)?CZﬁ?;tgzzzzela:!Roof 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 12) or -45.0
or ISOGARD CG 1.S.0. Stick, Twin - - K 1.S.0. Stick, Twin XR-XRSMA (RIBBON, 12) ’
Jet. Twin Jet Y Board or SECUROCK Gypsum-Fiber Roof Board or min. Jet
! 7/16-inch DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
1.S.0. Spray R, . 1.S.0. Spray R,
Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack, | P Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack, | XR-ISOSR (RIBBON, 6) or
C-96 Structural concrete None X R Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof X R -60.0
or ISOGARD CG 1.S.0. Stick, Twin . . 1.S.0. Stick, Twin XR-XRSMA (RIBBON, 6)
Jet. Twin Jet Y Board or SECUROCK Gypsum-Fiber Roof Board or min. Jet
’ 7/16-inch DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
1.5.0. Spray R, X 1.5.0. Spray R,
Min. 1-inch ISOGARD GL | 1.5.0. Twin Pack, | P Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack, | XR-ISOSR (RIBBON, 4) or
Cc-97 Structural concrete None X . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof X R -172.5
or ISOGARD CG 1.S.0. Stick, Twin . . 1.5.0. Stick, Twin XR-XRSMA (RIBBON, 4)
Jet. Twin Jet ¥ Board or SECUROCK Gypsum-Fiber Roof Board or min. Jet
’ 7/16-inch DEXcell Cement Roof Board
1.S.0. Spray R, . . . . . 1.S.0. Spray R,
. . ) Optional additional layers of base insulation or min. 0.5- )
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, X 1.5.0. Twin Pack, XR-ISOSR (RIBBON, 12) or
o8 Structural concrete | None or ISOGARD CG 15.0. Stick, Twin | "¢ Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick, Twin | XR-XRSMA (RIBBON, 12) -45.0
. min. 19/32-inch plywood
Jet, Twin Jet Y Jet
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
Min. 1-inch Insulfoam 1
EPS or min. 2-inch Min. 0.25-inch DensDeck Prlmg, DEXcell FA Glass Mét Roof XR-ISOSR (RIBBON, 4) or
C-99 Structural concrete None Styrofoam Brand 1.5.0. Spray R Board or SECUROCK Gypsum-Fiber Roof Board or min. 1.5.0. Spray R XR-XRSMA (RIBBON, 4) -112.5
Roofmate or Highload 7/16-inch DEXcell Cement Roof Board !
60
(Optional) Min. 1-inch . . . XR-ISOSR (RIBBON, 4) or
C-100 Structural concrete None ISOGARD GL 1.5.0. Spray R Min. 0.5-inch DensDeck Prime 1.5.0. Spray R XR-XRSMA (RIBBON, 4) 360.0
(Optional) Min. 1-inch . .
C-101 Structural concrete None ISOGARD GL 1.5.0. Spray R Min. 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR-XRSMA (RIBBON, 4) -360.0
Min. 1.5-inch ISOGARD Twin Jet, 4-inch . " . . Twin Jet, 4-inch XR-ISOSR (RIBBON, 4) or
C-102 Structural concrete None GL or ISOGARD CG oc. (Optional) Additional layers of base insulation oc. XR-XRSMA (RIBBON, 4) 337.5
Additional Insulation: (Optional) Additional layers of base
insulation
c-103 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet, 4-inch Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA Twin Jet, 4-inch XR-ISOSR (RIBBON, 4) or 3375
GL or ISOGARD CG o.c. Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof o.c. XR-XRSMA (RIBBON, 4) ’
Board, min. 7/16-inch DEXcell Cement Roof Board or min.
19/32-inch plywood or min. 0.5-inch Elevate ISOGARD HD
c-104 Structural concrete None Min. 1-inch ISOGARD GL | TwinJetY (Optional) Additional layer of base insulation or min. 0.5- Twin Jet Y XR-ISOSR (RIBBON, 6) or -45.0
or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) XR-XRSMA (RIBBON, 6) ’
c-105 Structural concrete None Min. 1-inch ISOGARD GL | TwinJetY (Optional) Additional layer of base insulation or min. 0.5- Twin Jet Y XR-ISOSR (RIBBON, 4) or -45.0
or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) XR-XRSMA (RIBBON, 4) ’
. ) . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | TwinJetY . Twin JetY XR-ISOSR (RIBBON, 12) or
C-106 Structural concrete None inch Tapered ISOGARD GL or ISOGARD CG followed by ! -45.0
or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) XR-XRSMA (RIBBON, 12)
. . . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | TwinJetY . Twin JetY XR-ISOSR (RIBBON, 6) or
C-107 Structural concrete None inch Tapered ISOGARD GL or ISOGARD CG followed by ! -45.0
or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) XR-XRSMA (RIBBON, 6)
. ) . Optional additional layers of base insulation or min. 0.5- ’
Min. 1-inch ISOGARD GL | TwinJetY X Twin Jet Y XR-ISOSR (RIBBON, 4) or
C-108 Structural concrete None inch Tapered ISOGARD GL or ISOGARD CG followed by ! -45.0
or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) XR-XRSMA (RIBBON, 4)
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y XR-ISOSR (RIBBON, 6) or
C-109 Structural concrete None or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (SPATTER) XR-XRSMA (RIBBON, 6) -45.0
Board or SECUROCK Gypsum-Fiber Roof Board or 7/16- !
inch DEXcell Cement Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Min. L-inch ISOGARD GL | Twin Jet Y inch Tapered ISOGARD G or ISOGARD CG followed by Twin Jet Y XR-ISOSR (RIBBON, 4) or
C-110 Structural concrete None or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (SPATTER) XR-XRSMA (RIBBON, 4) -45.0
Board or SECUROCK Gypsum-Fiber Roof Board or 7/16- ’
inch DEXcell Cement Roof Board
(Optional) Min. 1-inch Twin JetY . . . Twin Jet Y XR-ISOSR (RIBBON, 4) or
C-111 Structural concrete None ISOGARD GL (SPATTER) Min. 0.5-inch DensDeck Prime (SPATTER) XR-XRSMA (RIBBON, 4) 45.0
Min. 1.5-inch ISOGARD Twin JetY . - R . Twin JetY XR-ISOSR (RIBBON, 4) or
C-112 Structural concrete None GL or ISOGARD CG (SPATTER) (Optional) Additional layers of base insulation (SPATTER) XR-XRSMA (RIBBON, 4) -45.0
Additional Insulation: (Optional) Additional layers of base
insulation
c-113 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet Y Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA Twin JetY XR-ISOSR (RIBBON, 4) or -45.0
GL or ISOGARD CG (SPATTER) Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof (SPATTER) XR-XRSMA (RIBBON, 4) :
Board, min. 7/16-inch DEXcell Cement Roof Board or min.
0.5-inch Elevate ISOGARD HD
. ) Optional additional layers of base insulation or min. 0.5-
C-114 | Structural concrete | None Min. 1-inch ISOGARD GL | o1 ety inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y XR-ISOSR (RIBBON, 12) or |
or ISOGARD CG X . XR-XRSMA (RIBBON, 12)
min. 0.5-inch Elevate ISOGARD HD
(Optional) Min. 1-inch ) . . . ) XR-ISOSR (RIBBON, 4) or
C-115 Structural concrete None ISOGARD GL Twin JetY Min. 0.5-inch DensDeck Prime Twin JetY XR-XRSMA (RIBBON, 4) 217.5
C-116 | Structural concrete | None I(ggg::zg)é\f'"' Hneh | qyin set v Min. 7/16-inch DEXcell Cement Roof Board Twin Jet Y XR-XRSMA (RIBBON, 4) -217.5
Min. 1.5-inch ISOGARD . . . . . . XR-ISOSR (RIBBON, 4) or
C-117 Structural concrete None GL or ISOGARD CG Twin JetY (Optional) Additional layers of base insulation Twin JetY XR-XRSMA (RIBBON, 4) 217.5
Additional Insulation: (Optional) Additional layers of base
. . insulation
c-118 Structural concrete | None GML'Z:BSOEZ:IIDS(ESARD Twin Jet Y Coverboard: Min. 0.25-inch DensDeck Prime, DEXcell FA Twin Jet Y iﬁf'gsﬁ;iﬁggg’\f);r 22175
Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof !
Board, or min. 0.5-inch Elevate ISOGARD HD
ELEVATE ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
1.5.0. Spray R, 1.5.0. Spray R,
. . 1.5.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack, XR-TJ or XR-TJY (RIBBON,
C-119 Structural concrete None Min. 1-inch ISOGARD GL 1.5.0. Stick, Twin inch Tapered ISOGARD GL 1.5.0. Stick, Twin 6) 127.5
Jet, Twin JetY Jet, Twin JetY
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P G

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
1.5.0. Spray R, 1.5.0. Spray R,
Min. 1-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack,
120 | Structural concrete | None G 1.5.0. Stick, Twin | inch Tapered ISOGARD CG 1.5.0. stick, Twin | XF-TJ (RIBEON, 6) -1425
Jet, Twin JetY Jet, Twin JetY
1.S.0. Spray R, 1.S.0. Spray R,
c121 Structural concrete None Min. 1-inch ISOGARD GL | I.S.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack, XR-TJ or XR-TJY (RIBBON, 4 1725
or ISOGARD CG 1.5.0. Stick, Twin inch Tapered ISOGARD GL or ISOGARD CG 1.S.0. Stick, Twin or SPATTER) ’
Jet, Twin JetY Jet, Twin JetY
Min. 1-inch ISOGARD 1.S.0. Spray R,
GL, ISOGARD CG or min. | 1.5.0. Twin Pack, XR-TJ (RIBBON, 4 or
C-122 Structural concrete None 0.5-inch Elevate 1.5.0. Stick, Twin None N/A SPATTER) -412.5
ISOGARD HD Jet, 6-inch o.c.
1.S.0. Spray R, . - . . . 1.S.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
C123 | Structural concrete | None Min. Linch ISOGARD GL | 1.5.0. Twin Pack, | 41 1, rapered ISOGARD GL or ISOGARD CG followed by 0. Twin pack, | XR-TJ or XR-TIY (RIBBON, = | g5 5
or ISOGARD CG 1.5.0. Stick, Twin min. 0.5-inch Elevate ISOGARD HD 1.5.0. Stick, Twin 6)
Jet, Twin JetY T Jet, Twin JetY
1.5.0. Spray R, . - . . . 1.5.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
Cc-124 Structural concrete None Min. 1-inch ISOGARD GL | 1.5.0. Tvym Pac!(, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Tvyln Pac!(, XR-TJ or XR-TJY (RIBBON, 4 -172.5
or ISOGARD CG 1.5.0. Stick, Twin . ) 1.5.0. Stick, Twin or SPATTER)
. min. 0.5-inch Elevate ISOGARD HD )
Jet, Twin JetY Jet, Twin JetY
1.5.0. Spray R, . - . . . 1.5.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
C125 | Structural concrete | None Min. 1inch ISOGARD GL | 1.5.0. Twin Pack, | ;1) rapered ISOGARD GL or ISOGARD CG followed by 0. Twin Pack, | XR-T)or XRTIY (RIBBON, | g0 g
or ISOGARD CG 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime 1.S.0. Stick, Twin 6)
Jet, Twin Jet Y T Jet, Twin Jet Y
1.S.0. Spray R, . . . . . 1.S.0. Spray R,
. . ) Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, X 1.5.0. Twin Pack, XR-TJ or XR-TJY (RIBBON, 4
C-126 Structural concrete None or ISOGARD CG 1.5.0. Stick, Twin |th Taper'ed ISOGARD GL o'r ISOGARD CG followed by 1.5.0. Stick, Twin or SPATTER) -172.5
. Min. 0.25-inch DensDeck Prime .
Jet, Twin JetY Jet, Twin Jet Y
1.S.0. Spray R, . . . . . 1.S.0. Spray R,
. ) ) Optional additional layers of base insulation or min. 0.5- )
C-127 | Structural concrete | None Min. L-inch ISOGARD GL | 1.5.0. Twin Pack, | ;1\ o o 4 ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack, | XR-TJ or XR-TJY (RIBBON, -45.0
or ISOGARD CG 1.S.0. Stick, Twin ) ) . 1.S.0. Stick, Twin 12)
. Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board .
Jet, Twin JetY Jet, Twin Jet Y
1.5.0. Spray R, . . . . . 1.5.0. Spray R,
. . ) Optional additional layers of base insulation or min. 0.5- )
C128 | Structural concrete | None Min. Linch ISOGARD GL | 1.5.0. Twin Pack, | 4. ) rapered ISOGARD GL or ISOGARD CG followed by 5.0 Twin Pack, | XR-TJor XR-TIY (RIBEON, | g5
or ISOGARD CG 1.5.0. Stick, Twin Min. 0.25-inch SECUROCK Gvpsum-Fiber Roof Board 1.5.0. Stick, Twin 6)
Jet, Twin Jet Y e vP Jet, Twin Jet Y
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
1.5.0. Spray R, . . . . . 1.5.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
C-129 | Structural concrete | None Min. L-inch ISOGARD GL | 1.5.0. TwinPack, | i\ r e d ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack, | XR-TJ or XR-TJY (RIBEON, 4 |, ¢
or ISOGARD CG 1.S.0. Stick, Twin Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board 1.S.0. Stick, Twin or SPATTER)
Jet, Twin Jet Y e P Jet, Twin Jet Y
1.S.0. Spray R, . - . . . 1.S.0. Spray R,
. ) ) Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, X 1.5.0. Twin Pack, XR-TJ or XR-TJY (RIBBON, 6
C-130 Structural concrete None or ISOGARD CG 1.5.0. Stick, Twin ::(I:: ';z;;;:rzei?nLShO(‘TAvsgoiL or ISOGARD CG followed by 1.5.0. Stick, Twin or SPATTER) -45.0
Jet, Twin Jet Y ’ Py Jet
Min. 1-inch Insulfoam 1
EPS or min. 2-inch . . .
C-131 Structural concrete None Styrofoam Brand 1.5.0. Spray R N.“n' 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Spray R XR-T) or XR-TJY (RIBBON, 4 -112.5
A Fiber Roof Board or SPATTER)
Roofmate or Highload
60
C-132 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet, 4-inch (Optional) Additional layers of base insulation Twin Jet, 4-inch XR-TJ or XR-TJY (RIBBON, 4 -337.5
CG o.c. o.c. or SPATTER)
Additional Insulation: (Optional) Additional layers of base
Min. 1.5-inch ISOGARD | Twin Jet, 4-inch | Imsuiation Twin Jet, 4-inch | XR-TJ or XR-TJY (RIBBON, 4
C-133 Structural concrete None Gl o’r ISOGARD G oc ! Coverboard: Min. 0.25-inch DensDeck Prime or DEXcell FA oc ’ or SPATTER) ! -247.5
e Glass Mat Roof Board or min. 7/16-inch DEXcell Cement e
Roof Board or min. 19/32-inch plywood
Additional Insulation: (Optional) Additional layers of base
c-134 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet, 4-inch insulation Twin Jet, 4-inch XR-TJ or XR-TJY (RIBBON, 4 3375
GL or ISOGARD CG o.c. Coverboard: Min. 0.25-inch SECUROCK Gypsum-Fiber Roof | o.c. or SPATTER) '
Board
C-135 Structural concrete None GMLm 1.5-inch ISOGARD szm JetY, 4-inch (Optional) Additional layers of base insulation ';vzm JetY, 4-inch Z;{_TJY or XR-TJY (RIBBON, -397.5
Min. 1.5-inch ISOGARD Twin Jet Y, 4-inch . " . . Twin Jet Y, 4-inch | XR-TJY or XR-TJY
C-136 Structural concrete None GL oc. (Optional) Additional layers of base insulation oc. (SPATTER) 495.0
c-137 Structural concrete None Min. 1-inch ISOGARD GL | TwinJetY (Optional) Additional layer of base insulation or min. 0.5- Twin Jet Y XR-TJ or XR-TJY (RIBBON, 45.0
or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or Tapered ISOGARD CG (SPATTER) 6, 4 or SPATTER) ’
Min. 1-inch ISOGARD
GL, ISOGARD CG or min. | TwinJetY Twin JetY XR-TJ or XR-TJY (RIBBON, 4
C-138 Structural concrete None 0.5-inch Elevate (SPATTER) None (SPATTER) or SPATTER) 45.0
ISOGARD HD
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
(3.1.3) (3.1.3)
. . . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | TwinJetY . Twin JetY XR-TJ or XR-TJY (RIBBON
C-139 Structural concrete None inch Tapered ISOGARD GL or ISOGARD CG followed by ! -45.0
or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) 6, 4 or SPATTER)
. . . Optional additional layers of base insulation or min. 0.5- .
Min. 1-inch ISOGARD GL | TwinJetY . Twin Jet Y XR-TJ or XR-TJY (RIBBON,
C-140 Structural concrete None or ISOGARD CG (SPATTER) |n(.:h Taper.ed ISOGARD GL o.r ISOGARD CG followed by (SPATTER) 6, 4 or SPATTER) -45.0
Min. 0.25-inch DensDeck Prime
. . . Optional additional layers of base insulation or min. 0.5- .
C-141 Structural concrete None (’;Arlrs';échgligGARD 6L -(I-SV:,Z]#;:) inch Tapered ISOGARD GL or ISOGARD CG followed by -(rSV:’I/:'IiI?EI:) )1(§ -I(;J Zro)(ri:JA:,_(l_iE)BON’ -45.0
Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board r
Min. 1.5-inch ISOGARD Twin JetY . . . . Twin JetY XR-TJ or XR-TJY (RIBBON, 4
C-142 Structural concrete None G (SPATTER) (Optional) Additional layers of base insulation (SPATTER) or SPATTER) -45.0
Additional Insulation: (Optional) Additional layers of base
Min. 1.5-inch ISOGARD Twin JetY insulation Twin JetY XR-TJ or XR-TJY (RIBBON, 4
C-143 Structural concrete | None Gl c;r ISOGARD G (SPATTER) Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK (SPATTER) or SPATTER) ! -45.0
Gypsum-Fiber Roof Board or DEXcell FA Glass Mat Roof
Board or min. 7/16-inch DEXcell Cement Roof Board
Min. 1-inch ISOGARD
GL, ISOGARD CG or min. . XR-TJ or XR-TJY (RIBBON, 4
C-144 Structural concrete None 0.5-inch Elevate Twin JetY None N/A or SPATTER) 217.5
ISOGARD HD
Min. 1.5-inch ISOGARD . . . . . . XR-TJ or XR-TJY (RIBBON, 4
C-145 Structural concrete None G Twin Jet Y (Optional) Additional layers of base insulation Twin Jet Y or SPATTER) -217.5
Additional Insulation: (Optional) Additional layers of base
) . insulation
C-146 | Structural concrete | None gﬂtﬁf&ggg(ggm Twin Jet Y Coverboard: Min. 0.25-inch DensDeck Prime or SECUROCK | Twin Jet Y éf;g:#g;m (RIBEON, 4 | 175
Gypsum-Fiber Roof Board or DEXcell FA Glass Mat Roof
Board or min. 7/16-inch DEXcell Cement Roof Board
1.5.0. Spray R, 1.5.0. Spray R;
Min. 1-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack;
C-147 | Structural concrete | None G 1.5.0. Stick, Twin | inch Tapered ISOGARD CG 1.5.0. Stick; Twin | <R 1Y (RIBBON, 6) -127.5
Jet, Twin JetY Jet, Twin JetY
Min. 1-inch ISOGARD 1.5.0. Spray R,
GL, ISOGARD CG or min. | 1.S.0. Twin Pack,
C-148 Structural concrete None 0.5-inch Elevate 1.5.0. Stick, Twin None N/A XR-TJY (RIBBON, 4) -397.5
ISOGARD HD Jet, 6-inch o.c.
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 1-inch ISOGARD 1.5.0. Spray R,
GL, ISOGARD CG or min. | 1.S.0. Twin Pack,
C-149 Structural concrete None 0.5-inch Elevate 1.5.0. Stick, Twin None N/A XR-TJY (SPATTER) -412.5
ISOGARD HD Jet, 6-inch o.c.
ELEVATE ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
Min. 0.25-inch
ASTM DensDeck Prime or
C-150 Structural concrete D41 SECUROCK Gypsum- Hot Asphalt None N/A XR-XRBA -232.5
Fiber Roof Board
ASTM One or two layers min. Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-
C-151 Structural concrete Da1 1.5-inch ISOGARD GL Hot Asphalt Fiber Roof Board Hot Asphalt XR-XRBA -300.0
1.S.0. Spray R, 1.S.0. Spray R,
Min. 1-inch ISOGARD GL | 1.S.0. Twin Pack, (Optional) Additional layer of base insulation or min. 0.5- 1.5.0. Twin Pack,
Bl Structural concrete | None or ISOGARD CG 1.5.0. Stick, Twin | inch Tapered ISOGARD GL or ISOGARD CG 1.5.0. Stick, Twin | <R XRBA 1125
Jet, Twin JetY Jet, Twin JetY
1.5.0. Spray R, . - . . . 1.5.0. Spray R,
. . . Optional additional layers of base insulation or min. 0.5- .
C-153 | Structural concrete | None Min. L-inch ISOGARD GL | 1.5.0. TwinPack, | i 'r o4 ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack, | 0 v rBA -390.0
or ISOGARD CG 1.S.0. Stick, Twin K . 1.S.0. Stick, Twin
min. 0.5-inch Elevate ISOGARD HD
Jet Jet
Optional additional layers of base insulation or min. 0.5-
Min. 1-inch ISOGARD GL | 1.5.0. Spray R, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R,
C-154 | Structural concrete | None or ISOGARD CG 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 15.0. Twin Pack | "R XRBA -3000
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5- 15.0. Stick. or
Min. 1-inch ISOGARD GL | 1.S.0. Stick, Twin inch Tapered ISOGARD GL or ISOGARD CG followed by . -
155 | Structural concrete | None or ISOGARD CG Jet, Twin Jet Y Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- JT;’:';‘ Jet, Twin XR-XRBA -187.5
Fiber Roof Board
. . . Optional additional layers of base insulation or min. 0.5- .
C-156 | Structural concrete | None Zﬂr'?s ;g:;g'igGARD Gt -(rSV:’:'I'J'I?;I:) inch Tapered ISOGARD GL or ISOGARD CG followed by (T;:’Z]ijér:) XR-XRBA -45.0
min. 0.5-inch Elevate ISOGARD HD
) . Optional additional layers of base insulation or min. 0.5-
C-157 Structural concrete None ('\)/:TS.OJ-GIZEEI(S:EGARD 6L Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y XR-XRBA -390.0
min. 0.5-inch Elevate ISOGARD HD
ELEVATE ULTRAPLY TPO SA SYSTEMS:
ASTM Min. 1.5-inch ISOGARD .
C-158 Structural concrete D41 GL or ISOGARD CG Hot Asphalt (Optional) Tapered ISOGARD GL Hot asphalt SA -180.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 1.5-inch ISOGARD . ) .
C-159 Structural concrete gim GL with optional Hot Asphalt g;:'riiz;lggzzenwe(:k Prime or SECUROCK Gypsum- Hot Asphalt SA -195.0
Tapered ISOGARD GL
Min. 1.5-inch ISOGARD 1.5.0. Spray R, . . . . 1.5.0. Spray R,
C-160 Structural concrete None GL or ISOGARD CG 15.0. Twin Pack (Optional) Additional layers of base insulation 15.0. Twin Pack SA -165.0
. . 1.5.0. Spray R, 1.5.0. Spray R,
C-161 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layers of base insulation 1.5.0. Twin Pack, SA -240.0
GL or ISOGARD CG . -
8-inch o.c. 8-inch o.c.
. . 1.S.0. Spray R, 1.S.0. Spray R,
C-162 Structural concrete None Z:jn 1.5-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layers of base insulation 1.5.0. Twin Pack, SA -285.0
4-inch o.c. 4-inch o.c.
. . 1.S.0. Spray R, 1.5.0. Spray R,
C-163 Structural concrete None gﬂén 1.5-inch ISOGARD 1.5.0. Twin Pack, (Optional) Additional layers of base insulation 1.5.0. Twin Pack, SA -360.0
6-inch o.c. 6-inch o.c.
Min. 1.5-inch ISOGARD 1.5.0. Spray R, . . . 1.5.0. Spray R,
C-164 Structural concrete None GL 15.0. Twin Pack Min. 0.25-inch DensDeck Prime 15.0. Twin Pack SA -127.5
Min. 1.5-inch ISOGARD 1.5.0. Spray R, . . . 1.5.0. Spray R,
C-165 Structural concrete None GL 15.0. Twin Pack Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board 15.0. Twin Pack SA -157.5
. . 1.5.0. Spray R, . . . 1.S.0. Spray R,
C-166 | Structural concrete | None Min. 1.5-inch ISOGARD || ¢ ) Tiyin pack, | Min- 0-25-inch DensDeck Prime or SECUROCK Gypsum 1.5.0. Twin Pack, | SA -187.5
GL : Fiber Roof Board R
8-inch o.c. 8-inch o.c.
. . 1.5.0. Spray R, . . . 1.5.0. Spray R,
C-167 | Structural concrete | None Two layers min. 1.5-nch | | ¢ o in pack, | Min- 0-25-inch DensDeck Prime or SECUROCK Gypsum 1.5.0. Twin Pack, | SA -195.0
ISOGARD GL R Fiber Roof Board R
8-inch o.c. 8-inch o.c.
. . 1.5.0. Spray R, . . . 1.S.0. Spray R,
C-168 | Structural concrete | None Min. 1.5-inch ISOGARD || ¢ ) Tiyin pack, | Min- 0-25-inch DensDeck Prime or SECUROCK Gypsum 1.5.0. Twin Pack, | SA 2475
GL R Fiber Roof Board .
4-inch o.c. 4-inch o.c.
One or more layers,
C-169 | Structural concrete | None min. 1.5-inch 1SOGARD | >0+ SPray R, Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Spray R, SA -247.5
GL 1.5.0. Twin Pack 1.5.0. Twin Pack
Min. 0.5-inch Elevate 1.5.0. Spray R,
C-170 Structural concrete None ISOGARD HD 15.0. Twin Pack None N/A SA -300.0
C-171 Structural concrete None GMLm 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layers base insulation Twin Jet Y SA -270.0
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SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)

c172 Structural concrete None Min. 1.5-inch ISOGARD Twin Jet Y Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet Y A 2400
GL Fiber Roof Board
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin . - R . 1.S.0. Stick, Twin

C-173 Structural concrete None GL or ISOGARD CG Jet, Twin Jet Y (Optional) Additional layers of base insulation Jet, Twin Jet Y SA -150.0

C-174 Structural concrete None Min. 1.5-inch ISOGARD 1.5.0. .Sthk’ Twin (Optional) Additional layers of base insulation 1.5.0. .St'Ck’ Twin SA -360.0
CG Jet, 6-inch o.c. Jet, 6-inch o.c.
Min. 1.5-inch ISOGARD 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.S.0. Stick, Twin

175 | Structural concrete | None GL Jet, Twin Jet Y Fiber Roof Board Jet, Twin Jet Y SA 1500
One or more layers, . . . .

C-176 | Structural concrete | None min. 1.5-inch ISOGARD jesto Stick, TWin |\ i 0.5-inch Elevate ISOGARD HD :esto Stick, Twin | ¢, -300.0
GL

C-177 | Structural concrete | None Min. 1.5-inch ISOGARD | 1.5.0. Stick, Twin | o 0 & ity Elevate ISOGARD HD 1.5.0. Stick, Twin | ¢\ -360.0
CG Jet, 6-inch o.c. Jet, 6-inch o.c.
Min. 0.5-inch Elevate 1.S.0. Stick, Twin

C-178 Structural concrete None ISOGARD HD Jet None N/A SA -405.0
Min. 1.5-inch ISOGARD Twin JetY . - . . Twin JetY

C-179 Structural concrete None GLor CG (SPATTER) (Optional) Additional layers of base insulation (SPATTER) SA -45.0
Min. 1.5-inch ISOGARD Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin JetY

Bl Structural concrete | None GL (SPATTER) Fiber Roof Board or min. 0.5-inch Elevate ISOGARD HD (SPATTER) SA 450
Min. 1.5-inch ISOGARD Twin JetY . . Twin JetY

C-181 Structural concrete None G (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) SA -45.0

C-182 Structural concrete None I(\;ACr;.rléSG-lnch ISOGARD Twin JetY (Optional) Additional layers of base insulation Twin JetY SA -217.5
Min. 1.5-inch ISOGARD . Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- ’

C-183 Structural concrete None 6L Twin JetY Fiber Roof Board or min. 0.5-inch Elevate ISOGARD HD Twin JetY SA -217.5

C-184 Structural concrete None CMGm 1.5-inch ISOGARD Twin Jet Y Min. 0.5-inch Elevate ISOGARD HD Twin Jet Y SA -217.5
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TABLE 11A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

« OF MULT/;
‘éﬁ"‘, )

IAS

ACCREDITED
Prhel Ceifclin
fgeney

PCA-145

ISO/IEC 17065

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 0.5-inch Elevate
C-185 Structural concrete None Twin Jet Y None Twin Jet Y SA -217.5
ISOGARD HD

TABLE 118: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer(s
Bl e Vapor or Air Barrier i E ver(s) Roof Cover (3.1.4) Mbe
No. (4.1.2) Type I Attach (3.1.3) Type | Attach (3.1.3) sf]
ELEVATE ULTRAPLY TPO SYSTEMS:
V-Force P or V-Force FR, . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-186 Structural concrete self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) BB-UPBA -67.5
1.5.0. Twin . . . 1.5.0. Twin
C-187 | Structural concrete V-Force PorV-Force BR, 1 i 2 0-inch ACFoam-Il | Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber | o\ "¢ inch BB-UPBA -75.0
self-adhering Roof Board
o.c. o.c.
. . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-188 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) BB-UPBA 142.5
1.5.0. Twin . . . 1.5.0. Twin
C-189 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Pack, 6-inch ’F\{/Iolzf (é.j;r;ch SECUROCK Gypsum-Fiber Pack, 6-inch BB-UPBA -202.5
o.c. o.c.
ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
V-Force P or V-Force FR, . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-190 Structural concrete self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) XR-JBSA 67.5
1.5.0. Twin . . . 1.5.0. Twin
C-191 | Structural concrete V-Force Por V-Force FR, 1\ v 5 0-inch ACFoam-ll | Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber | o\ "¢ inch XR-JBSA -75.0
self-adhering Roof Board
o.c. o.c.
) . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-192 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) XR-JBSA 142.5
1.5.0. Twin . . . 1.5.0. Twin
C-193 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Pack, 6-inch ;/lolgf (;.:;rr;ch SECUROCK Gypsum-Fiber Pack, 6-inch XR-JBSA -202.5
o.c. o.c.
ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STICK MEMBRANE ADHESIVE SYSTEMS:
V-Force P or V-Force FR, . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board XR-ISOSR or XR-
C-194 Structural concrete self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) XRSMA 67.5
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TABLE 118: STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

Pt Cerlialiar
fgeney.

PCA-145

SYSTEM TYPE A-2: BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

SYSTEM Deck X ) Base Insulation Layer Top Insulation Layer(s) MDP
Vapor or Air Barrier Roof Cover (3.1.4 T
No. (4.1.2) 2 Type Attach (3.1.3) Type Attach (3.1.3) (314) (psf)
1.5.0. Twin . . . 1.5.0. Twin
C-195 Structural concrete V-Force P or V-Force FR, Min. 2.0-inch ACFoam-lI Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber Pack, 6-inch XR-ISOSR or XR- -75.0
self-adhering Roof Board XRSMA
o.c. o.C.
. . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board XR-ISOSR or XR-
C-196 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) XRSMIA -142.5
1.5.0. Twin . . . 1.5.0. Twin
C-197 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber Pack, 6-inch XR-ISOSR or XR- -202.5
Roof Board XRSMA
o.c. o.C.
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
V-Force P or V-Force FR, ) ) Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board XR-TJ or XR-TJY
198 | Structural concrete self-adhering Min. 2.0-inch ACFoam-Il | '\ (SPATTER) | Roof Board Max (SPATTER) | (SPATTER) 675
1.5.0. Twin . . . 1.5.0. Twin
C-199 Structural concrete V-Force P or V-Force FR, Min. 2.0-inch ACFoam-lI Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber Pack, 6-inch XR-TJ or XR-TJY -75.0
self-adhering oc Roof Board oc (SPATTER)
. . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board XR-TJ or XR-TJY
C-200 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) (SPATTER) 142.5
1.5.0. Twin . . . 1.5.0. Twin
C-201 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber Pack, 6-inch XR-TJ or XR-TJY -202.5
Roof Board (SPATTER)
o.c. o.c.
ELEVATE ULTRAPLY TPO SA SYSTEMS:
V-Force P or V-Force FR, . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-202 Structural concrete self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) SA 67.5
1.5.0. Twin . . . 1.5.0. Twin
C-203 | Structural concrete V-Force PorV-Force BR, 1 i 2 0-inch ACFoam-Il | Pack, 6-inch Min. 0.5-inch SECUROCK Gypsum-Fiber | o\ "¢ inch SA -75.0
self-adhering Roof Board
o.c. o.c.
. . . Polyset Board Min. 0.5-inch SECUROCK Gypsum-Fiber Polyset Board
C-204 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Max (SPATTER) Roof Board Max (SPATTER) SA 142.5
1.5.0. Twin . . . 1.5.0. Twin
C-205 Structural concrete V-Force FR, self-adhering Min. 2.0-inch ACFoam-II Pack, 6-inch 'F\{Aolgf g'OSZ;IrZCh SECUROCK Gypsum-Fiber Pack, 6-inch SA -202.5
o.c. o.c.
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TABLE 11c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
System Deck . Roof Cover (3.1.4) MDP
Primer o
No. (4.1.2) Base Ply Application Cap Ply Application (psf)
Elevate UltraPly
C-206 Structural concrete None None N/A TPO XR 100, TPO XR | XR Stick (RIBBON, 12) -97.5
115 or TPO XR 135
Elevate UltraPly
C-207 Structural concrete None None N/A TPO XR 100, TPO XR | XR Stick (RIBBON, 6) -150.0
115 or TPO XR 135
Elevate UltraPly
C-208 Structural concrete ASTM D41 None N/A TPO XR 100, TPO XR | XR-BA -180.0
115 or TPO XR 135
Elevate UltraPly
C-209 Structural concrete None None N/A TPO XR 100, TPO XR | XR-BA -360.0
115 or TPO XR 135
Elevate UltraPly
C-210 Structural concrete ASTM D41 None N/A TPO XR 100, TPO XR | Hot asphalt -382.5
115 or TPO XR 135
Elevate UltraPly
C-211 Structural concrete None None N/A TPO XR 100, TPO XR | 1.S.0. Spray R (RIBBON, 4) -472.5
115 or TPO XR 135
Elevate UltraPly
C-212 Structural concrete None None N/A TPO XR 100, TPO XR | Hot asphalt -487.5
115 or TPO XR 135
Elevate UltraPly
C-213 Structural concrete ASTM D41 None N/A TPO XR 100, TPO XR | Hot asphalt -495.0
115 or TPO XR 135
Elevate UltraPly .
c-214 Structural concrete None None N/A TPO XR 100, TPO XR ;‘;’A'\'#E%R'BBON' 4or -495.5
115 or TPO XR 135
One or two plies Elevate Type IV (4) M or Type VI (6) M or one Elevate UltraPly
c-215 Structural concrete ASTM D41 P yp yp : Hot asphalt TPO XR 100, TPOXR | 1.5.0. Spray R (RIBBON, 4) | -240.0
ply of MB Base, SBS Base, SBS PolyBase or SBS Premium Base
115 or TPO XR 135
. Elevate UltraPly
c-216 Structural concrete ASTM D41 One or two plies Elevate Type IV (4) M or Type VI (6) Morone |\ poi | 1p0 xR 100, TPOXR | XR Stick (RIBBON, 4) 3150
ply of MB Base, SBS Base, SBS PolyBase or SBS Premium Base
115 or TPO XR 135
. Elevate UltraPly
c-217 Structural concrete ASTM D41 One or two plies Elevate Type IV (4) M or Type VI (6) Morone 1\ ooy 1y TPO XR 100, TPOXR | 1.5.0. Spray R (RIBBON, 4) | -360.0
ply of MB Base, SBS Base, SBS PolyBase or SBS Premium Base
115 or TPO XR 135
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular BB-JBSA BB-LVOC
LWC-1 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 1.5.0. Twin (Optional) Additional layer of base insulation or | 1.5.0. Twin BB-LVOé-1168 or I’?;B- 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL Pack min. 0.5-inch Tapered ISOGARD GL Pack ’
) . UPBA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular BB-JBSA. BB-LVOC
LWC-2 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch 1.5.0. Twin (Optional) Additional layer of base insulation or | 1.5.0. Twin BB-LVOé-1168 or I’38- 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD CG Pack min. 0.5-inch Tapered ISOGARD CG Pack ’
) . UPBA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular é)os?-tilr?cr;\a'll')a'r;:éd
Lwc-3 | Structural ) Concrete with Celcore HS Rheology Modifying 1S0GARD GLor | >0 ™WIN | i 2inch Elevate ISOGARD HD Composite | L>0" ™" | Bg-JBsA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey Pack Pack
board and surfacing of Celcore PVA Curing Compound Tapered
’ ISOGARD CG
. Lo . . (Optional) Min.
Structural ('\Z/(I)I:'c?eiz F\;;:hnEZici:Z?Stgrsoﬁslco;:o'\g; ?:”Ular 0.5-inch Tapered 1.5.0. Twin 1.5.0. Twin BB-JBSA, BB-LVOC-
LWC-4 !  -ecor eclogy ving ISOGARD GLor | /> Min. 2-inch Elevate ISOGARD HD Composite > BA, LVOC-BA-1168 or | -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey Pack Pack
board and surfacing of Celcore PVA Curing Compound Tapered BB-UPBA
8 g fompound. | 1soGARD cG
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch Optional additional layers of base insulation or
LWC-5 Structural Concrete with Celcore HS Rheology Modifying ISO('SAiRD GLor 1.5.0. Twin min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Twin BB-JBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack CG followed by min. 0.5-inch Elevate ISOGARD Pack '
board and surfacing of Celcore PVA Curing Compound. HD
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch Optional additional layers of base insulation or
LWC.6 Structural Concrete with Celcore HS Rheology Modifying ISO(.iA.RD GlLor 1.5.0. Twin min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Twin BB-LVOC, BB-LVOC- 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey Pack CG followed by min. 0.5-inch Elevate ISOGARD Pack 1168 or BB-UPBA '
. . ISOGARD CG
board and surfacing of Celcore PVA Curing Compound. HD
Optional additional layers of base insulation or
Min. 350 ps.|, min. 2-inch thick Celcore M.F (;ellular Min. 1.5-inch ' min. 0.5-inch Tap(?red ISQGARD GL or ISOGARD ' BB-JBSA, BB-LVOC,
Structural Concrete with Celcore HS Rheology Modifying 1.5.0. Twin CG followed by Min. 0.25-inch DensDeck 1.5.0. Twin
LWC-7 R . . R " ISOGARD GL or . BB-LVOC-1168 or BB- | -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack Prime, DEXcell FA Glass Mat Roof Board or Pack UPBA
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board or min.
7/16-inch DEXcell Cement Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . " . .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 15.0.Twin | OPtional additional layers of base insulation or |\ ¢ o . | gp.1yoc, BB-LVOC-
LWC-8 R . . R ! ISOGARD GL or min. 0.5-inch Tapered ISOGARD GL or ISOGARD -217.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack CG followed by min. 19/32-inch plywood Pack 1168 or BB-UPBA
board and surfacing of Celcore PVA Curing Compound. v ’ ply
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type jgsf[
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular o 1.5.0. Stick, . " —_ 1.5.0. Stick, | BB-JBSA, BB-LVOC,
LWC-9 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet (Optional) Additional layer of base insulation or Twin Jet BB-LVOC-1168 or BB- | -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL . g min. 0.5-inch Tapered ISOGARD GL X ! ’
. R Twin JetY Twin JetY UPBA
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular o 1.5.0. Stick, . " N 1.5.0. Stick, | BB-JBSA, BB-LVOC,
LWC-10 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet (Optional) Additional layer of base insulation or Twin Jet BB-LVOC-1168 or BB- | -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG X ! min. 0.5-inch Tapered ISOGARD CG . ! ’
. R Twin JetY Twin Jet Y UPBA
board and surfacing of Celcore PVA Curing Compound.
) - . . (Optional) Min.
Structural ('\Ilg:;:?estz ’\ilsi:hn’(‘ll:e’ici:Z?St:;f:oclslcol::o'\;ii ?:”Ular 0.5-inch Tapered | 1.5.0. Stick, 1.5.0. Stick,
LWC-11 . . . . gY ving ISOGARD GL or Twin Jet, Min. 2-inch Elevate ISOGARD HD Composite Twin Jet, BB-JBSA -172.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey X .
board and surfacing of Celcore PVA Curing Compound Tapered Twin Jet Y Twin Jet Y
8 g Fompound. | 1s0GARD €6
) - . . (Optional) Min.
Structural gﬂcfﬁ 'ﬁ'éhnzzl’cirf?st:f:oclslCOK/TO“;; ?: - 0-5-inch Tapered | 1.5.0. Stick, I.5:0. Stick, | g5 | voc, BB-LVOC-
LWC-12 : oo eclogy ving ISOGARD GLor | Twin Jet, Min. 2-inch Elevate ISOGARD HD Composite Twin Jet, ' -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . X 1168 or BB-UPBA
board and surfacing of Celcore PVA Curing Compound Tapered Twin Jet Y Twin Jet Y
8 g -ompound. | 1soGARD €G
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . Optional additional layers of base insulation or .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1.5-inch I’S’.O' Stick, min. 0.5-inch Tapered ISOGARD GL or ISOGARD I.S.Q. stick,
LWC-13 R . . R " ISOGARD GL or Twin Jet, . . Twin Jet, BB-JBSA -172.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey X CG followed by min. 0.5-inch Elevate ISOGARD .
) R ISOGARD CG Twin JetY Twin JetY
board and surfacing of Celcore PVA Curing Compound. HD
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . Optional additional layers of base insulation or .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1.5-inch .5.:0. Stick, | L0 5-inch Tapered ISOGARD GL or 150GARD | >0+ SUk | gg 1 yoc, Ba-Lvoc-
LWC-14 . . . R ' ISOGARD GL or Twin Jet, . . Twin Jet, -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey X CG followed by min. 0.5-inch Elevate ISOGARD X 1168 or BB-UPBA
) R ISOGARD CG Twin JetY Twin JetY
board and surfacing of Celcore PVA Curing Compound. HD
Optional additional layers of base insulation or
Min. 350 pS'I, min. 2-inch thick Celcore M.F Fellular Min. 1.5-inch 1.5.0. Stick, min. 0.5-inch Tap(?red ISOGARD GL or ISOGARD ' BB-JBSA, BB-LVOC,
Structural | Concrete with Celcore HS Rheology Modifying ) CG followed by Min. 0.25-inch DensDeck 1.S.0. Stick,
LWC-15 R . . R " ISOGARD GL or Twin Jet, . . BB-LVOC-1168 or BB- | -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Twin Jet Y Prime, DEXCell FA Glass Mat Roof Board or Twin Jet UPBA
board and surfacing of Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof Board or min.
7/16-inch DEXcell Cement Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . . - . .
) e Min. 1-inch 1.S.0. Stick, Optional additional layers of base insulation or .
Lwc-1g | Structural | Concrete with Celcore HS Rheology Modifying ISOGARD GLor | Twin Jet, min. 0.5-inch Tapered ISOGARD GL or IS0GARD | >0 Stick, | BB-LVOC, BB-LVOC- | ;o)
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Twin Jet Y CG followed by min. 19/32-inch plywood Twin Jet 1168 or BB-UPBA
board and surfacing of Celcore PVA Curing Compound. v ’ ply
Structural . L . . Min. 1.5-inch 1.5.0. Stick, . . . . 1.S.0. Stick,
LWC-17 concrete Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete ISOGARD GL Twin Jet (Optional) Additional layers of base insulation Twin Jet BB-JBSA or BB-UPBA -225.0
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REFER TO FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC
. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type jgsf[
(3.1.3) (3.1.3)
Structural . - . . Min. 1.5-inch 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or SECUROCK 1.S.0. Stick,
LWC-18 concrete Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete ISOGARD GL Twin Jet Gypsum-Fiber Roof Board Twin Jet BB-JBSA or BB-UPBA -225.0
Structural ) - . . Min. 1.5-inch . . . .
LWC-19 Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete Twin Jet Y Min. 0.25-inch DensDeck Twin Jet Y BB-JBSA or BB-UPBA -195.0
concrete ISOGARD GL
Structural ) - . . Min. 1.5-inch ) . . . ) .
LWC-20 Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete Twin Jet Y (Optional) Additional layers base insulation Twin Jet Y BB-JBSA or BB-UPBA -222.5
concrete ISOGARD GL
Structural Min. 200 psi, min. 2-inch thick Celcore Cellular Min. 1.5-inch . Min. 0.25-inch DensDeck Prime or SECUROCK .
Ltwe-21 concrete Concrete. ISOGARD GL Twin Jet Y Gypsum-Fiber Roof Board Twin Jet Y BB-JBSA or BB-UPBA 2225
ELASTIZELL (NOA 23-0817.05):
Structural Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-inch 1.S.0. Stick, . " . . 1.S.0. Stick,
LWC-22 concrete Lightweight Insulating Concrete ISOGARD GL Twin Jet (Optional) Additional layers of base insulation Twin Jet BB-JBSA or BB-UPBA 225.0
Structural Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-inch 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or SECUROCK 1.S.0. Stick,
LWe-23 concrete Lightweight Insulating Concrete ISOGARD GL Twin Jet Gypsum-Fiber Roof Board Twin Jet BB-JBSA or BB-UPBA 225.0
Structural Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-inch . . . . . .
LWC-24 concrete Lightweight Insulating Concrete ISOGARD GL Twin Jet Y (Optional) Additional layers base insulation Twin Jet Y BB-JBSA or BB-UPBA -180.0
Structural Min. 200 psi, min. 2-inch thick Elastizell Cellular Min. 1.5-inch . Min. 0.25-inch DensDeck or SECUROCK .
LWC-25 concrete Lightweight Insulating Concrete ISOGARD GL Twin Jet Y Gypsum-Fiber Roof Board Twin Jet Y BB-JBSA or BB-UPBA -180.0
INSuLCEL (NOA 23-1219.03):
Structural . - . . Min. 1.5-inch 1.5.0. Stick, . . . . 1.5.0. Stick,
LWC-26 concrete Min. 200 psi, min. 2-inch thick Siplast Insulcel ISOGARD GL Twin Jet (Optional) Additional layers of base insulation Twin Jet BB-JBSA or BB-UPBA -225.0
Structural . - . - Min. 1.5-inch 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Stick,
LwWc-27 concrete Min. 200 psi, min. 2-inch thick Siplast Insulcel ISOGARD GL Twin Jet Gypsum-Fiber Roof Board Twin Jet BB-JBSA or BB-UPBA 225.0
MEARLCRETE (NOA 24-0514.06):
Structural . - . . Min. 1.5-inch 1.S.0. Stick, . . . . 1.S.0. Stick,
LWC-28 concrete Min. 200 psi, min. 2-inch thick Mearlcrete ISOGARD GL Twin Jet (Optional) Additional layers of base insulation Twin Jet BB-JBSA or BB-UPBA -225.0
Structural . - . . Min. 1.5-inch 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or SECUROCK 1.S.0. Stick,
LWC-29 concrete Min. 200 psi, min. 2-inch thick Mearlcrete ISOGARD GL Twin Jet Gypsum-Fiber Roof Board Twin Jet BB-JBSA or BB-UPBA -225.0
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SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural . Lo . . Min. 1.5-inch . Min. 0.25-inch DensDeck or SECUROCK .
LWC-30 concrete Min. 200 psi, min. 2-inch thick Mearlcrete ISOGARD GL Twin Jet Y Gypsum-Fiber Roof Board Twin Jet Y BB-JBSA or BB-UPBA -195.0
LWC-31 structural Min. 200 psi, min. 2-inch thick Mearlcrete Min. 1.5-inch Twin Jet Y (Optional) Additional layers base insulation Twin Jet Y BB-JBSA or BB-UPBA -240.0
concrete + £55 psl, min. ISOGARD GL P t4 :
Structural . Lo . . Min. 1.5-inch . Min. 0.25-inch DensDeck Prime or SECUROCK .
LWC-32 concrete Min. 200 psi, min. 2-inch thick Mearlcrete ISOGARD GL Twin JetY Gypsum-Fiber Roof Board Twin JetY BB-JBSA or BB-UPBA -240.0
ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ) . I.S.F). stick, . . ) ) I.S.Q. stick,
Structural Concrete with Celcore HS Rheology Modifvin Min. 1-inch Twin Jet, (Optional) Additional layer of base insulation or | Twin Jet,
LWC-33 ! | weteor 1eclogy Vioditying ISOGARD GLor | TwinJetY, | min.0.5-inch Tapered ISOGARD GL or ISOGARD | TwinJetY, | XR-JBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . .
. R ISOGARD CG 1.5.0. Twin CG 1.5.0. Twin
board and surfacing of Celcore PVA Curing Compound.
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Opt.lonal) Min. I’S’.O' Stick, I.S.Q. stick,
Structural | Concrete with Celcore HS Rheology Modifyin 0-5-inch Tapered | Twin Jet, Twin Jet,
LWC-34 ! | veteor 1eclogy Vioditying ISOGARD GLor | TwinJetY, | Min. 2-inch Elevate ISOGARD HD Composite TwinJetY, | XR-JBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . A
board and surfacing of Celcore PVA Curing Compound Tapered 1.5.0. Twin 1.5.0. Twin
8 g fompound. | 1soGARD cG Pack Pack
(Optional) Min Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular 0 Sp-inch Ta eréd min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Stick,
LWC-35 Structural Concrete with Celcore HS Rheology Modifying IS.OGARD GFE or 1.5.0. Twin CG followed by min. 0.25-inch DensDeck Prime | Twin Jet, XR-JBSA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey Tapered Pack or SECUROCK Gypsum-Fiber Roof Board, min. 1.5.0. Twin ’
board and surfacing of Celcore PVA Curing Compound. P 19/32-inch plywood or min. 0.5-inch Elevate Pack
ISOGARD CG
ISOGARD HD
ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STICK MEMBRANE ADHESIVE SYSTEMS:
CeLcORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Opponal) Min. I'S'.O' Stick, I'S'.O' Stick,
Structural Concrete with Celcore HS Rheology Modifyin 0.5-inch Tapered | Twin Jet, Twin Jet, XR-ISOSR (RIBBON,
LWC-36 : | Leicor heology ying ISOGARD GLor | TwinJetY, | Min. 2-inch Elevate ISOGARD HD Composite TwinJetY, | 12) or XR-XRSMA 45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ) )
board and surfacing of Celcore PVA Curing Compound Tapered 1-5.0. Twin 1.5.0. Twin (RIBBON, 12)
g g fompound. | 1s0GARD €6 Pack Pack
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REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ) ) I.S.F). Stick, Optional additional layers of base insulation or I.S.F). Stick,
R . Min. 1.5-inch Twin Jet, . . Twin Jet, XR-ISOSR (RIBBON,
Structural Concrete with Celcore HS Rheology Modifying X min. 0.5-inch Tapered ISOGARD GL or ISOGARD X
LWC-37 . . . R ! ISOGARD GL or Twin JetY, . . Twin Jet, 12) or XR-XRSMA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . CG followed by min. 0.5-inch Elevate ISOGARD .
) . ISOGARD CG 1.5.0. Twin 1.5.0. Twin (RIBBON, 12)
board and surfacing of Celcore PVA Curing Compound. HD
Pack Pack
15.0. Stick Optional additional layers of base insulation or
Min. 350 pS-I, min. 2-inch thick Celcore M.F Fellular Min. 1.5-inch Twin Jet, min. 0.5-inch Tap(?red ISOFEARD GL or ISOGARD I.S.Q. Stick, XR-ISOSR (RIBBON,
Structural Concrete with Celcore HS Rheology Modifying . CG followed by Min. 0.25-inch DensDeck Twin Jet,
LWC-38 . . . . . ISOGARD GL or Twin JetY, R . 12) or XR-XRSMA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 15.0. Twin Prime, DEXcell FA Glass Mat Roof Board or 1.5.0. Twin (RIBBON, 12)
board and surfacing of Celcore PVA Curing Compound. F;a.ck. SECUROCK Gypsum-Fiber Roof Board or min. Pack !
7/16-inch DEXcell Cement Roof Board
. R . . 1.S.0. Stick, .
structural ('\:/(IJI:;:?eStZ ’\ilsi:hn’(‘il:e’ici_:re’cl-ilqst:r:oclsIcol::o'\;il; ?:Ilular Min. 1-inch Twin Jet, Optional additional layers of base insulation or !ILS\;:?]'JZTCI(' XR-ISOSR (RIBBON,
LWC-39 R . . R gY ying ISOGARD GL or Twin Jet, min. 0.5-inch Tapered ISOGARD GL or ISOGARD ' 12) or XR-XRSMA -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . . . 1.5.0. Twin
) R ISOGARD CG 1.5.0. Twin CG followed by min. 19/32-inch plywood (RIBBON, 12)
board and surfacing of Celcore PVA Curing Compound. Pack Pack
15.0. Stick Optional additional layers of base insulation or
Min. 350 pS.I, min. 2-inch thick Celcore M.F (;ellular Min. 1.5-inch Twin Jet, min. 0.5-inch Tapgred ISQGARD GL or ISOGARD I.S.Q. Stick, XR-ISOSR (RIBBON, 6)
Structural Concrete with Celcore HS Rheology Modifying . CG followed by Min. 0.25-inch DensDeck Twin Jet,
LWC-40 R . . R . ISOGARD GL or Twin Jet, . . or XR-XRSMA -60.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 15.0. Twin Prime, DEXcell FA Glass Mat Roof Board or 1.5.0. Twin (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound. P‘a‘ck. SECUROCK Gypsum-Fiber Roof Board or min. Pack !
7/16-inch DEXcell Cement Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (OpFlonaI) Min. I.S.p. Stick, I.S.Q. stick,
Structural | Concrete with Celcore HS Rheology Modifyin 0-5-inch Tapered | Twin Jet, Twin Jet, XR-ISOSR (RIBBON, 6)
LWC-41 : | -eeor neclogy ving ISOGARD GLor | TwinletY, | Min. 2-inch Elevate ISOGARD HD Composite TwinJetY, | or XR-XRSMA -82.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . .
board and surfacing of Celcore PVA Curing Compound Tapered 1.5.0. Twin 1.5.0. Twin (RIBBON, 6)
i g fompound. | 1s0GARD €6 Pack Pack
. - . . 1.S.0. Stick, . - . . 1.S.0. Stick,
Min. 350 pS'I, min. 2-inch thick Celcore M.F ?ellular Min. 1.5-inch Twin Jet, Or.JtlonaI.addltlonaI layers of base insulation or Twin Jet, XR-ISOSR (RIBBON, 6)
Structural | Concrete with Celcore HS Rheology Modifying . min. 0.5-inch Tapered ISOGARD GL or ISOGARD )
LWC-42 R . . R " ISOGARD GL or Twin Jet, . . Twin JetY, or XR-XRSMA -82.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . CG followed by min. 0.5-inch Elevate ISOGARD .
. R ISOGARD CG 1.5.0. Twin 1.5.0. Twin (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound. HD
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular I,S,F). Stick, I'S'P' Stick,
. e . . Twin Jet, . . . . Twin Jet, XR-ISOSR (RIBBON, 6)
Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch . (Optional) Additional layer of base insulation or .
LWcC-43 R . . R . Twin Jet, . . Twin Jet, or XR-XRSMA -142.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL . min. 0.5-inch Tapered ISOGARD GL .
) ) 1.5.0. Twin 1.5.0. Twin | (RIBBON, 6)
board and surfacing of Celcore PVA Curing Compound.
Pack Pack
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SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
y:‘oem IZelcz Lightweight Concrete (3.1.2) T Attach - Attach Roof Cover (3.1.4) ?
’ = ype (3.1.3) ype (3.1.3) {sf)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ::\Sl\;g';ttld(’ #‘m.;tt.ck, XR-ISOSR (RIBBON, 6)
LWC-44 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin JetIY (Optional) Additional layer of base insulation or Twin Jet’Y or XR-XRSMA ! 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD CG 1S.0 Twir; min. 0.5-inch Tapered ISOGARD CG 15.0 Twir; (RIBBON, 6) ’
board and surfacing of Celcore PVA Curing Compound. F;a‘ck. F;a.ck. !
Min. 350 psi, min. 2-inch thick Celcore MF Cellular !I:\i;i(r){JsettICkl !ILS\;:?]'JZTCI(' XR-ISOSR (RIBBON, 4)
LWC-5 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet’Y (Optional) Additional layer of base insulation or Twin Jet’Y or XR-XRSMA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD GL 1S.0 Twir; min. 0.5-inch Tapered ISOGARD GL 15.0 Twir; (RIBBON, 4) ’
board and surfacing of Celcore PVA Curing Compound. F;a‘ck. F;a.ck. !
Min. 350 psi, min. 2-inch thick Celcore MF Cellular !I:\i;i(r){JsettICkl !ILS\;:?]'JZTCI(' XR-ISOSR (RIBBON, 4)
LWC-46 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet’Y (Optional) Additional layer of base insulation or Twin Jet’Y or XR-XRSMA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD CG 15.0 Twil; min. 0.5-inch Tapered ISOGARD CG 15.0 Twir; (RIBBON, 4) ’
board and surfacing of Celcore PVA Curing Compound. P‘a‘ck. P.a.ck. !
) L . : (Optional) Min. 1.S.0. Stick, 1.5.0. Stick,
Structural Eﬂc::.craestz F\jvsilt’hnzil;]l.ci:zﬂlstz;f:ofslcolz/leohdﬂii (i::”mar 0.5-inch Tapered | Twin Jet, Twin Jet, XR-ISOSR (RIBBON, 4)
LWC-47 ! | weteor neclogy Moditying ISOGARD GLor | TwinJetY, | Min. 2-inch Elevate ISOGARD HD Composite TwinJetY, | or XR-XRSMA 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ) .
board and surfacing of Celcore PVA Curing Compound Tapered 1.5.0. Twin 1.5.0. Twin (RIBBON, 4)
’ ISOGARD CG Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch llji;i?]']settlck Optional additional layers of base insulation or !I:ai?{JsettICk’ XR-ISOSR (RIBBON, 4)
LWC-48 Structural | Concrete with Celcore HS Rheology Modifying ISO(.iA.RD GlLor Twin Jet’Y min. 0.5-inch Tapered ISOGARD GL or ISOGARD Twin Jet’Y or XR-XRSMA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 15.0 Twir; CG followed by min. 0.5-inch Elevate ISOGARD 15.0 Twir; (RIBBON, 4) ’
board and surfacing of Celcore PVA Curing Compound. P.a.ck. HD P.a.ck. !
15.0. Stick Optional additional layers of base insulation or
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch 'ILV\;in‘Jet ’ min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Stick, XR-ISOSR (RIBBON, 4)
LWC-49 Structural | Concrete with Celcore HS Rheology Modifying ISOG.A.RD GLor Twin Jet’Y CG followed by Min. 0.25-inch DensDeck Twin Jet, or XR-XRSMA ! 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 15.0 Twir; Prime, DEXcell FA Glass Mat Roof Board or 1.5.0. Twin (RIBBON, 4) ’
board and surfacing of Celcore PVA Curing Compound. P'a'ck' SECUROCK Gypsum-Fiber Roof Board or min. Pack !
7/16-inch DEXcell Cement Roof Board
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
CeLcORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular gosp_til:cr:‘a.lr)a'\:;:éd !Ilii?\.ittld(’ !I:\i/ﬁ.JittICk’
Lwe-sp | Structural | Concrete with Celcore HS Rheology Modifying ISOGARD GLor | TwinJetY, | Min. 2-inch Elevate ISOGARD HD Composite TwinJety, | XR-TI(RIBBON,Gor | o
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . . SPATTER)
) R Tapered 1.5.0. Twin 1.5.0. Twin
board and surfacing of Celcore PVA Curing Compound. ISOGARD CG Pack pack
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REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch ::\Sl\;ﬁ';tfk’ Optional additional layers of base insulation or !I:\S/\;%Jittwk’
Structural | Concrete with Celcore HS Rheology Modifying o . ! min. 0.5-inch Tapered ISOGARD GL or ISOGARD . ! XR-TJ (RIBBON, 6 or
LWC-51 . . . R ! ISOGARD GL or Twin JetY, . . Twin Jet, -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . CG followed by min. 0.5-inch Elevate ISOGARD . SPATTER)
) . ISOGARD CG 1.5.0. Twin 1.S.0. Twin
board and surfacing of Celcore PVA Curing Compound. HD
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ) . I.S.F). Stick, ) " ) ) I.S.Q. Stick,
Structural Concrete with Celcore HS Rheology Modifvin Min. 1.5-inch Twin Jet, Optional additional layers of base insulation or | Twin Jet, XR-TJ (RIBBON, 6 or
W52 | e ith ool Limeh ti‘i’ck ) Oy cngPS holey | 'SOGARDGLor | TwinletY, | min. 0.5-inch Tapered ISOGARD GLor ISOGARD | TwinJetY, | (oo B0 -45.0
! op » =3P Y| ISOGARD CG 1.5.0. Twin | CG followed by Min. 0.25-inch DensDeck Prime | 1.5.0. Twin
board and surfacing of Celcore PVA Curing Compound.
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch !Il\i;i(r){JsettICkl Optional additional layers of base insulation or !ILS\;:?]'JZTCI('
Structural Concrete with Celcore HS Rheology Modifying o X ! min. 0.5-inch Tapered ISOGARD GL or ISOGARD X ! XR-TJ (RIBBON, 12 or
LWC-53 R . . R " ISOGARD GL or Twin Jet, K . Twin JetY, -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey A CG followed by Min. 0.25-inch SECUROCK . SPATTER)
. . ISOGARD CG 1.5.0. Twin . 1.S.0. Twin
board and surfacing of Celcore PVA Curing Compound. Pack Gypsum-Fiber Roof Board Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular o 1:5.0. Stick, _ - _ _ 1.5.0. Stick,
Structural | Concrete with Celcore HS Rheology Modifyin Min. 1-inch Twin Jet, Optional additional layers of base insulation or Twin Jet XR-TJ (RIBBON, 6 or
LWC-54 : | -eeor neclogy Moditying ISOGARD GLor | TwinJetY, | min.0.5-inch Tapered ISOGARD GL or ISOGARD g ’ -45.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ) . . 1.5.0. Twin SPATTER)
. R ISOGARD CG 1.5.0. Twin CG followed by min. 19/32-inch plywood
board and surfacing of Celcore PVA Curing Compound. Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch lll\i;i?{JsettICkl Optional additional layers of base insulation or !I:\i;i?]'JsettICk’
Structural | Concrete with Celcore HS Rheology Modifying o . ! min. 0.5-inch Tapered ISOGARD GL or ISOGARD ) ! XR-TJ (RIBBON, 6 or
LWC-55 R . . R . ISOGARD GL or Twin Jet, K . . Twin Jet, -60.0
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 1.5.0. Twin CG followed by Min. 0.25-inch DensDeck Prime 1.5.0. Twin SPATTER)
board and surfacing of Celcore PVA Curing Compound. P.a.ck. or SECUROCK Gypsum-Fiber Roof Board P.a.ck.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular goggfclapa’y;?éd !Iliﬁ';ttmk’ !Ili/'ﬁ';ttmk’
Lwc-se | Structural | Concrete with Celcore HS Rheology Modifying ISOGARD GLor | TwinJetY, | Min.2-inch Elevate ISOGARD HD Composite TwinJety, | XR-T(RIBBON,Gor | o, ¢
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ) . SPATTER)
board and surfacing of Celcore PVA Curing Compound Tapered 1-5.0. Twin 1.5.0. Twin
& g -ompound: | 1s0GARD CG Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch !ll;i?]'ittmk’ Optional additional layers of base insulation or !I:\fvﬁ.JSettICk’
Structural Concrete with Celcore HS Rheology Modifying o . ! min. 0.5-inch Tapered ISOGARD GL or ISOGARD . g XR-TJ (RIBBON, 6 or
LWC-57 R . . R . ISOGARD GL or Twin JetY, . ) Twin Jet, -82.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . CG followed by min. 0.5-inch Elevate ISOGARD . SPATTER)
) R ISOGARD CG 1.5.0. Twin 1.5.0. Twin
board and surfacing of Celcore PVA Curing Compound. HD
Pack Pack
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type jgsf[
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular ::\Sl\;ﬁ';tfk’ !I:\S/\;%Jittwk’
LWC-58 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin JetIY (Optional) Additional layer of base insulation or Twin Jet’Y XR-TJ (RIBBON, 6 or 1275
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD GL 1S.0 Twir; min. 0.5-inch Tapered ISOGARD GL 15.0 Twir; SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. T T
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular !Il\i;i(r){JsettICkl !ILS\;:?]'JZTCI('
LWC-59 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet’Y (Optional) Additional layer of base insulation or Twin Jet’Y XR-TJ (RIBBON, 6 or 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey | ISOGARD CG 1S.0 Twir; min. 0.5-inch Tapered ISOGARD CG 15.0 Twir; SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. T T
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular !Il\i;i(r){JsettICkl !ILS\;:?]'JZTCI('
LWC-60 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet’Y (Optional) Additional layer of base insulation or Twin Jet’Y XR-TJ (RIBBON, 4 or 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL 15.0 Twil; min. 0.5-inch Tapered ISOGARD GL 15.0 Twir; SPATTER) ’
board and surfacing of Celcore PVA Curing Compound. N T
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular lll\i;i?{Jset'ECkl !I:\i;i?{JsettICk’
LWC-61 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet’Y (Optional) Additional layer of base insulation or Twin Jet’Y XR-TJ (RIBBON, 4 or 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG ! min. 0.5-inch Tapered ISOGARD CG ! SPATTER) ’
. . 1.5.0. Twin 1.5.0. Twin
board and surfacing of Celcore PVA Curing Compound.
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular (Opt.lonal) Min. I.S.Q. Stick, I.S.Q. stick,
Structural Concrete with Celcore HS Rheology Modifyin 0-5-inch Tapered | Twin Jet, Twin Jet, XR-TJ (RIBBON, 4 or
LWC-62 ! | veteor neclogy Vioditying ISOGARD GLor | TwinJetY, | Min. 2-inch Elevate ISOGARD HD Composite Twin Jet Y, ’ 1725
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . . SPATTER)
board and surfacing of Celcore PVA Curing Compound Tapered 1.5.0. Twin 1.5.0. Twin
8 g fompound. | 1soGARD cG Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch !Iliﬁ';ttmk’ Optional additional layers of base insulation or !Ili/'ﬁ';ttmk’
Structural Concrete with Celcore HS Rheology Modifying o X g min. 0.5-inch Tapered ISOGARD GL or ISOGARD X ! XR-TJ (RIBBON, 4 or
LWC-63 R . . R . ISOGARD GL or Twin Jet, . . Twin Jet, -172.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ) CG followed by min. 0.5-inch Elevate ISOGARD . SPATTER)
) . ISOGARD CG 1.5.0. Twin 1.S.0. Twin
board and surfacing of Celcore PVA Curing Compound. HD
Pack Pack
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch !ll;i?]'ittmk’ Optional additional layers of base insulation or !I:\fvﬁ.JSettICk’
Structural Concrete with Celcore HS Rheology Modifying o . ! min. 0.5-inch Tapered ISOGARD GL or ISOGARD . g XR-TJ (RIBBON, 4 or
LWC-64 R . . R . ISOGARD GL or Twin Jet, K . . Twin Jet, -172.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG 15.0. Twin CG followed by Min. 0.25-inch DensDeck Prime 15.0. Twin SPATTER)
board and surfacing of Celcore PVA Curing Compound. F;a.ck. or SECUROCK Gypsum-Fiber Roof Board F;a.ck.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type jgsf[
(3.1.3) (3.1.3)
ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
CEeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC-65 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 1.5.0. Twin (Optional) Additional layer of base insulation or | 1.5.0. Twin XR-XRBA 1125
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL Pack min. 0.5-inch Tapered ISOGARD GL Pack ’
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular
LWC-66 Structural Concrete with Celcore HS Rheology Modifying Min. 1-inch 1.5.0. Twin (Optional) Additional layer of base insulation or | 1.5.0. Twin XR-XRBA 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack min. 0.5-inch Tapered ISOGARD CG Pack ’
board and surfacing of Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular é)os?-tilr?cr;\a'll')a'r;:éd
Lwc-e7 | Structural | Concrete with Celcore HS Rheology Modifying 1S0GARD GLor | 2% ™M | tin 2.inch Elevate ISOGARD HD Composite | >0 ™" | xr-xRBA 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey Pack Pack
board and surfacing of Celcore PVA Curing Compound Tapered
8 g fompound. | 1soGARD €6
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch Optional additional layers of base insulation or
LWC-68 Structural Concrete with Celcore HS Rheology Modifying ISO('EAiRD Glor 1.5.0. Twin min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Twin XR-XRBA 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack CG followed by min. 0.5-inch Elevate ISOGARD Pack '
board and surfacing of Celcore PVA Curing Compound. HD
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Min. 1.5-inch Optional additional layers of base insulation or
LWC-69 Structural Concrete with Celcore HS Rheology Modifying ISO(.iA.RD GlLor 1.5.0. Twin min. 0.5-inch Tapered ISOGARD GL or ISOGARD | 1.S.0. Twin XR-XRBA 2175
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Pack CG followed by Min. 0.25-inch DensDeck Prime | Pack '
board and surfacing of Celcore PVA Curing Compound. or SECUROCK Gypsum-Fiber Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF Cellular 15.0. Stick 15.0. Stick
LWC-70 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch 'I:v&in.Jet ’ | (Optional) Additional layer of base insulation or 'I:w.in.Jet ! XR-XRBA 1125
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD GL . g min. 0.5-inch Tapered ISOGARD GL . ’ ’
. . Twin JetY Twin JetY
board and surfacing of Celcore PVA Curing Compound.
Min. 350 pS'I, min. 2-inch thick Celcore M.F ?ellular . . 1.5.0. Stick, . N . ' 1.5.0. Stick,
LWC.71 Structural | Concrete with Celcore HS Rheology Modifying Min. 1-inch Twin Jet (Optional) Additional layer of base insulation or Twin Jet XR-XRBA 1425
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG . g min. 0.5-inch Tapered ISOGARD CG . ’ ’
. . Twin JetY Twin JetY
board and surfacing of Celcore PVA Curing Compound.
. Lo . . (Optional) Min.
Structural 2”0':;:?;2 r\j\/sithnzzici:Q?St:::oﬁslco;:o'\élii ?:”Ular 0.5-inch Tapered | 1.5.0. Stick, 1.5.0. Stick,
LWC-72 : | -ecor heclogy ving ISOGARD GLor | Twin Jet, Min. 2-inch Elevate ISOGARD HD Composite Twin Jet, XR-XRBA -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey . .
board and surfacing of Celcore PVA Curing Compound Tapered Twin Jet Y Twin Jet Y
g g Lompound. | 1snGARD CG
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC
. " Base Insulation Layer Coverboard s
ystem P Lightweight Concrete (3.1.2) Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . Optional additional layers of base insulation or .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1.5-inch I.S.Q. Stick, min. 0.5-inch Tapered ISOGARD GL or ISOGARD I'S'.O' Stick,
LWC-73 ; . ) B . ISOGARD GL or Twin Jet, - - Twin Jet, XR-XRBA -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Twin Jet Y CG followed by min. 0.5-inch Elevate ISOGARD Twin Jet Y
board and surfacing of Celcore PVA Curing Compound. HD
Min. 350 psi, min. 2-inch thick Celcore MF Cellular . . . Optional additional layers of base insulation or .
Structural | Concrete with Celcore HS Rheology Modifying Min. 1.5-inch I’S’.o' stick, min. 0.5-inch Tapered ISOGARD GL or ISOGARD I.S.Q. stick,
LWC-74 ; . ) B . ISOGARD GL or Twin Jet, - . j Twin Jet, XR-XRBA -187.5
concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey ISOGARD CG Twin Jet Y CG followed by Min. 0.25-inch DensDeck Prime Twin Jet Y
board and surfacing of Celcore PVA Curing Compound. or SECUROCK Gypsum-Fiber Roof Board

TABLE 128: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: LWC-TO-DECK, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC
S Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) Mbe
No. (psf)
ELEVATE ULTRAPLY TPO SYSTEMS:
CeLCORE (NOA 24-0906.02):
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-75 Structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing BB-UPBA -247.5
Compound.
PRE-EXISTENT CELLULAR CONCRETE (3.1.2(E)):
Min. 22 ga., Type B, Grade 33 vented steel deck Pre-existent Min. 200 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf
LWC-76 BB-UPBA -67.5
at max. 5 ft spans or structural concrete EPS holey board.
. Pre-existent Min. 200 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf
LWC-77 Min. 22 ga., Type B, Grade 33 vented steel deck EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate BB-UPBA -135.0

at max. 5 ft spans or structural concrete . .
P with Elevate HD Fastener at a density of 1 per 2.0 ft2.

ELEVATE ULTRAPLY TPO XR SYSTEMS:
CELCORE (NOA 24-0906.02):

LWC.78 Min. 22 ga., Type B, Grade 33 vented steel deck Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete with optional 1-inch thick, 1.0 pcf EPS holey XR-XRBA 45.0
at max. 6 ft spans or structural concrete board.
ern'azxz Gg?‘;c’;ryapni 3&3;1?;;!5??3:}?';;% Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying

LWC-79 . -0 Ttsp - Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -52.5
inch welding washers and two Traxx/1 screws at Compound

sidelap even btwn spans
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TABLE 128: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: LWC-TO-DECK, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC
System Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) MoP
No. (psf)
ern'azxz g;’;ryapni Ba"ctGarcahdeedseg—iﬁ:tzdc SxﬁLdECk Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-80 . P . . Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -60.0
Traxx/5 screws and one Traxx/1 screw at sidelap
X Compound.
midspan
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LwWcC-81 Structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRSMA (RIBBON, 4) -75.0
Compound.
ernn.azxz gicls-ryapni iglahdeedge?’_i\r’iztsi S‘t;iiLdECk Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-82 : P o X Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -82.5
Traxx/5 screws and one Traxx/1 screw at sidelap
. Compound.
midspan
ern.azxz f?‘i,s-ryapnes Ba’tgrcahdeedsgi\rlwirl:tzdc s:c;;:Ldeck Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-83 : p o X Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -90.0
Traxx/5 screws and one Traxx/1 screw at sidelap
X Compound.
midspan
. Min. 200 psi, min. 2-inch thick Celcore Cellular Concrete with optional 1-inch thick, 1.0 pcf EPS holey
LWC-84 Min. 22 ga., Type B, Grade 33 vented steel deck board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate with XR-XRBA -90.0
at max. 6 ft spans or structural concrete - )
Elevate HD Fastener at a density of 1 per 2.0 ft2.
Min. 22 ga., Type B, Grade 33 vented steel deck Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC.85 at max. 6 ft spans welded 6-inch o.c. with 3/8- Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -90.0
inch welding washers and two Traxx/1 screws at Compound. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate with ’
sidelap even btwn spans Elevate HD Fastener at a density of 1 per 2.0 ft2.
Min. 350 psi, min. 2-inch thick Celcore MF Cellular Concrete with Celcore HS Rheology Modifying
LWC-86 Structural concrete Admixture, with optional 1-inch thick, 1.0 pcf EPS holey board and surfacing of Celcore PVA Curing XR-XRBA -90.0
Compound.
ELASTIZELL (NOA 23-0817.05):
Min. 22 ga., Type B, Grade 33 vented steel deck 375
at max. 6 ft spans welded 6-inch o.c. with 3/8- Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with optional 1-inch )
LWC-87 X . . XR-XRBA (NO
inch welding washers and two Traxx/1 screws at thick, 1.0 pcf EPS holey board. HVHZ
sidelap even btwn spans )
2:':1';)(2 Gg?;[’;ryapni iﬁiiegizsrgid;ti:ﬁl;jgk Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with optional 1-inch
LWC-88 X e P " thick, 1.0 pcf EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation XR-XRBA -82.5
inch welding washers and two Traxx/1 screws at . . . N
. Fastening Plate with Elevate HD Fastener at a density of 1 per 2.0 ft2
sidelap even btwn spans
LWC.89 Structural concrete Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete with 1-inch thick, 1.0 XR-XRBA -90.0
pcf EPS holey board.
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TABLE 128: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: LWC-TO-DECK, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS BETWEEN THE DECK AND THE LWC
System Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) MoP
No. (psf)
LWC-90 Structural concrete Min. 250 psi, min. 2-inch thick Elastizell Range Il Lightweight Insulating Concrete. No EPS holey board. XR-XRBA -210.0
PRE-EXISTENT CELLULAR CONCRETE (3.1.2(D)):
. Pre-existent Min. 250 psi, min. 2-inch thick Approved cellular LWIC with optional 1-inch thick, 1.0 pcf

err;azxz Ggaf;c,sTyapnes %ri::j:tj?arigzi?:;eel deck EPS holey board. When walkable, LWC is mechanically attached with Elevate Insulation Fastening Plate XR-XRBA -75.0
Lwc-o1 ’ P with Elevate HD Fastener at a density of 1 per 2.0 ft2.

NOTE: | To qualify the LWIC under this assembly, the subject fastener shall achieve an average withdrawal of 100 Ibf when tested per 4.2.2.
e Structural concrete Pre-existent Min. 250 psi, min. 2-inch thick Approved cellular LWIC. XR-XRBA -467.5

NOTE: | To qualify the LWIC under this assembly, a Trufast FM-90 Fastener shall achieve an average withdrawal of 95 Ibf when tested per 4.2.2.

TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TeAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

K Base Insulation Layer Top Insulation Layer
System Dec T Attach Roof Cover (3.1.4) MDP
No. ac ac = sf;
(4.1.2, 4.2.2) Type aia Type ane (psf)

ELEVATE ULTRAPLY TPO SYSTEMS:
. . . 1.S.0. Stick, Twin Jet, (Optional) Min. 0.25-inch DensDeck, DensDeck 1.5.0. Stick, Twin

CWEF-1. Existing Tectum Min. 1.5-inch ISOGARD GL Twin Jet Y Prime or SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y BB-JBSA or BB-UPBA 45.0
. . . 1.5.0. Stick, Twin Jet, (Optional) Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin

CWE-2. Existing Tectum Min. 1.5-inch ISOGARD GL Twin Jet Y SECUROCK Gypsum-Fiber Roof Board Jet, Twin Jet Y BB-LVOC-1168 45.0
L ) ) 1.S.0. Stick, Twin Jet, Min. 0.25-inch DEXcell FA Glass Mat Roof Board 1.5.0. Stick, Twin BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-

(S5 Existing Tectum Min. 1.5-inch ISOGARD GL Twin JetY of min. 7/16-inch DEXcell Cement Roof Board Jet UPBA 45.0
e . . . (Optional) Min. 0.25-inch DensDeck, DensDeck .

CWEF-4. Existing Tectum Min. 1.5-inch ISOGARD GL Twin JetY Prime or SECUROCK Gypsum-Fiber Roof Board Twin JetY BB-JBSA or BB-UPBA 52.5
e . . . (Optional) Min. 0.25-inch DensDeck Prime or .

CWE-5. Existing Tectum Min. 1.5-inch ISOGARD GL Twin JetY SECUROCK Gypsum-Fiber Roof Board Twin JetY BB-LVOC-1168 52.5
. ) . 1.5.0. Spray R, 1.5.0. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-

CWEF-6. Existing Tectum Min. 1-inch ISOGARD GL Twin Pack None 15.0. Twin Pack UPBA 75.0
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TeAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)
FL10264-R24

F MUL
WS,
5

ISO/IEC 17065

IAS

ACCREDITED"

Pt Cerlialiar

fgeney.

PCA-145

K Base Insulation Layer Top Insulation Layer
System Dec Attach Attach Roof Cover (3.1.4) MoP
No. B ac = sf
(4.1.2, 4.2.2) Type 213 Type 213 (psf)

CWF-7. | Existing Tectum Min. 0.5-inch ISOGARD GL 1.5.0. Spray R, 1S.0- 1 \yir, 0 5-inch ISOGARD GL 1.5.0. Spray R, BB-JBSA -82.5
Twin Pack 1.5.0. Twin Pack

CWF-8. | Existing Tectum Min. 0.5-inch ISOGARD GL 1.5.0. Spray R, 1S.0- 1 \yin 0 5-inch ISOGARD GL 1.5.0. Spray R, BB-LVOC, BB-LVOC-1168 or BB-UPBA 925
Twin Pack 1.5.0. Twin Pack

ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:

CWF-9. | Existing Tectum Min. 0.5-inch ISOGARD GL 1.5.0. Spray R, 1S.0- 1 tional) Min. 0.5-inch ISOGARD GL 1.5.0. Spray R, XR-JBSA 67.5
Twin Pack 1.5.0. Twin Pack

ELEVATE ULTRAPLY TPO XR / TWIN JET OR ELEVATE XR STICK MEMBRANE ADHESIVE SYSTEMS:

CWF-10. | Existing Tectum Min. 1-inch ISOGARD GL 1.5.0. Spray R, 1.5.0. 1 e 1.5.0. Spray R, XR-TJ or XR-TJY (RIBBON, 6) 45.0
Twin Pack 1.5.0. Twin Pack

CWF-11. | Existing Tectum Min. 0.5-inch ISOGARD GL 1-5.0. Spray R, 1S.0- 1 \yin 0 5-inch ISOGARD GL 1.5.0. Spray R, XR-TJ or XR-TJY (RIBBON, 6) -45.0
Twin Pack 1.5.0. Twin Pack

CWF-12. | Existing Tectum Min. 1-inch ISOGARD GL 1.5.0. Spray R, 1.5.0. |\ e 1.5.0. Spray R, XR-TJ (RIBBON, 6) or XR Stick (RIBBON, 6) | -75.0
Twin Pack 1.5.0. Twin Pack

CWF-13. | Existing Tectum Min. 0.5-inch ISOGARD GL 1.5.0. Spray R, 1S.0- 1 \yin 0 5-inch ISOGARD GL 1.5.0. Spray R, XR-TJ (RIBBON, 6) or XR Stick (RIBBON, 6) | -82.5
Twin Pack 1.5.0. Twin Pack

TABLE 138: CEMENTITOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION(S), BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck — . e Roof Cover MDP
No. 4.1.2 GRS el el 3.1.4 sf
(a.1.2) Type 222 Attach Type 13 Type 13 (3.1.4) (psf)
. ) . . ) (Optional) Min. 0.25-inch )
Existing SBS B.ase, SBS Two Piece 9-inch o.'c' n the.mm. Z-inch lap Min. 1.5-inch I.S.Q. stick, DensDeck, DensDeck I.S.Q. stick, . BB-JBSA or BB-
CWF-14. Premium Base, MB . . and 18-inch o.c. in two, equally Twin Jet, - Twin Jet, Twin -45.0*
Tectum Locking Nail ISOGARD GL . Prime or SECUROCK UPBA
Base or APP 160 spaced center rows Twin JetY . JetY
Gypsum-Fiber Roof Board
Existin SBS Base, SBS Two Piece 9-inch o.c.inthe min. 2-inchlap | . .. | 15.0.Stick, I(JOETS'BZB s/r'i':q'eofrs"mh 1.5.0. Stick,
CWEF-15. g Premium Base, MB . . and 18-inch o.c. in two, equally T Twin Jet, . Twin Jet, Twin | BB-LVOC-1168 -45.0*
Tectum Locking Nail ISOGARD GL . SECUROCK Gypsum-Fiber
Base or APP 160 spaced center rows Twin JetY Roof Board JetY
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TABLE 138: CEMENTITOUS WOOD FIBER DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION(S), BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck o o e Roof Cover MDP
No. (8.1.2) GELLU? ac ac (3.1.4) sf
Type (4.2.2) gt Type (3.1.3) Type (3.1.3)
. SBS Base, SBS . 9-inch o.c. in the min. 2-inch lap . . 15.0. Stick, | "in- 0-25-inch DEXcell FA . BB-JBSA, BB-LVOC,
Existing ) Two Piece : ; Min. 1.5-inch ) Glass Mat Roof Board of 1.S.0. Stick,
CWF-16. Premium Base, MB . ) and 18-inch o.c. in two, equally Twin Jet, . X . BB-LVOC-1168 or -45.0*
Tectum Locking Nail ISOGARD GL . min. 7/16-inch DEXcell Twin Jet
Base or APP 160 spaced center rows Twin JetY BB-UPBA
Cement Roof Board

TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (3.1.4) MDE
No. (4.1.2), 4.2.2) T ac T ac = sf
4.1.2), 422 ype (3.1.3) ype (3.1.3) {psf)
ELEVATE ULTRAPLY TPO SYSTEMS:
G-1. S’;'slz'"g gypsum g/'L'" 1.5-inch ISOGARD 1.5.0. Twin Pack | (Optional) Additional layers of base insulation .5.0. Twin Pack | BB-JBSA, BB-LVOC-1168 or BB-UPBA -165.0
G-2. Bristing gypsum | Min. 1.5-nch IS0GARD |, 5 6 uin pack | M- 0-25-inch DensDeck Prime or SECUROCK 5.0. Twin Pack | BB-JBSA, BB-LVOC-1168 or BB-UPBA -127.5
deck GL Gypsum-Fiber Roof Board
Existing gypsum Min. 1.5-inch ISOGARD . Min. 0.25-inch DEXcell FA Glass Mat Roof Board .
G-3. deck GL 1.5.0. Twin Pack of min. 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 127.5
G-a. Existing gypsum Min. 1.5-inch ISOGARD 15.0. Twin Pack Mln. 0.25-inch DensDeck or SECUROCK Gypsum- 15.0. Twin Pack BB-JBSA or BB-UPBA 1575
deck GL Fiber Roof Board
Existing gypsum (Optional) Min. 1.5-inch . . . .
G-5. deck ISOGARD GL 1.5.0. Twin Pack | Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Twin Pack BB-JBSA 1725
’ Existing gypsum (Optional) Min. 1.5-inch . . P ) : R
G-6. deck ISOGARD GL 1.5.0. Twin Pack | Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Twin Pack BB-UPBA 230.0
Existing gypsum Min. 1.5-inch ISOGARD Twin JetY . - . . Twin JetY
G-7. deck GL (RIBBON-2) (Optional) Additional layers base insulation (RIBBON-2) BB-JBSA, BB-LVOC-1168 or BB-UPBA 257.5
Existing gypsum Min. 1.5-inch ISOGARD TwinJetY Min. 0.25-inch DensDeck or SECUROCK Gypsum- Twin JetY
68 deck GL (RIBBON-2) Fiber Roof Board (RIBBON-2) BB-JBSA or BB-UPBA 1950
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System Deck : Attach : : Attach Roof Cover (3.1.4) MoP
No. ac ac = sf
(4.1.2), 4.2.2) Type 213 Type 213 (psf)
Existing gypsum Min. 1.5-inch ISOGARD Twin JetY Min. 0.25-inch DensDeck Prime or SECUROCK Twin JetY
G-9. deck GL (RIBBON-2) Gypsum-Fiber Roof Board (RIBBON-2) BB-JBSA, BB-LVOC-1168 or BB-UPBA 240.0
Existing gypsum Min. 1.5-inch ISOGARD 1.S.0. Stick, (Optional) Min. 0.25-inch DensDeck, DensDeck 1.5.0. Stick, Twin
G-10. deck GL Twin Jet Prime or SECUROCK Gypsum-Fiber Roof Board Jet BB-JBSA or BB-UPBA 1125
Existing gypsum Min. 1.5-inch ISOGARD 1.S.0. Stick, (Optional) Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin
G-11. deck GL Twin Jet SECUROCK Gypsum-Fiber Roof Board Jet BB-LVOC-1168 1125

. Existing gypsum Min. 1.5-inch ISOGARD 1.S.0. Stick, Min. 0.25-inch DEXcell FA Glass Mat Roof Board 1.S.0. Stick, Twin ) ) ) . ) .

e deck GL Twin Jet of min. 7/16-inch DEXcell Cement Roof Board Jet BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 1125
Existing gypsum Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Min. 0.25-inch DensDeck Prime or Twin JetY

G-13. deck GL (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) BB-1BSA, BB-LVOC-1168 or BB-UPBA 45.0
Existing gypsum Min. 1.5-inch ISOGARD Twin Jet Y Min. 0.25-inch DEXcell FA Glass Mat Roof Board Twin JetY

G-14. deck GL (SPATTER) of min. 7/16-inch DEXcell Cement Roof Board (SPATTER) BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 45.0
Existing gypsum Min. 1.5-inch ISOGARD . (Optional) Min. 0.25-inch DensDeck Prime or .

G-15. deck GL Twin JetY SECUROCK Gypsum-Fiber Roof Board Twin JetY BB-JBSA, BB-LVOC-1168 or BB-UPBA 112.5
Existing gypsum Min. 1.5-inch ISOGARD . Min. 0.25-inch DEXcell FA Glass Mat Roof Board .

G-16. deck GL Twin JetY of min. 7/16-inch DEXcell Cement Roof Board Twin JetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or BB-UPBA 112.5

ELEVATE ULTRAPLY TPO XR SYSTEMS:

. Existing gypsum (Optional) Min. 1.5-inch ) . P . g B
G-17. deck ISOGARD GL 1.5.0. Twin Pack | Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Twin Pack XR-TJ (RIBBON, 4) 1725
G-18. Existing gypsum | (Optional) Min. 1.5-inch | ¢ o i pack | Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Twin Pack | XR-JBSA or XR-XRSMA (RIBBON, 4) -230.0

deck ISOGARD GL
619 Existing gypsum Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Min. 0.25-inch DensDeck Prime or Twin JetY XR-TJ (RIBBON, 4 or SPATTER), XR-TJY (RIBBON, 4 or 45.0
’ deck GL (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) SPATTER) ’
6-20 Existing gypsum Min. 1.5-inch ISOGARD Twin Jet Y Min. 0.25-inch DEXcell FA Glass Mat Roof Board Twin JetY XR-TJ (RIBBON, 4 or SPATTER), XR-TJY (RIBBON, 4 or 45.0
’ deck GL (SPATTER) of min. 7/16-inch DEXcell Cement Roof Board (SPATTER) SPATTER) ’

. Existing gypsum Min. 1.5-inch ISOGARD . (Optional) Min. 0.25-inch DensDeck Prime or . XR-TJ (RIBBON, 4 or SPATTER), XR-TJY (RIBBON, 4 or .

G-21. deck GL Twin Jet Y SECUROCK Gypsum-Fiber Roof Board Twin JetY SPATTER) 1125
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SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER
System Deck Base Insulation Layer Top Insulation Layer foof Cover (114 MDP
No. (4.1.2), 4.2.2) Type m‘ Type m 4 (psf)
G-22. Szi;:ing gypsum L\S/ILm 1.5-inch ISOGARD Twin Jet Y Z/Ifirr;i2:275/-1i2‘_::]5:)|;§(|1:2;?g::jzx;toi?:fog?jrd Twin Jet Y )S(PR;%(SAI)BBON, 4 or SPATTER), XR-TJY (RIBBON, 4 or 1125

TABLE 148: GYPSUM DECKS — NEW CONSTUCTION or REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION(S), BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck F— o R Roof Cover MDP
No. (8.1.2) T GRS Attach T ac T ac (3.1.4) (psf)
ype (4.2.2) ttac ype (3.1.3) ype (3.1.3)
1.5.0. 1.5.0.
- ) . . . ; (Optional) Min. 0.25-inch A
Existing 585 B?se, SBS Two Piece 9-inch o_.c. n the_mln. 2-inch lap Min. 1.5-inch Stl?k' DensDeck, DensDeck Prime or Stlc.k' BB-JBSA or BB-
G-23. gypsum Premium Base, MB . . and 18-inch o.c. in two, equally Twin Jet, X Twin Jet, -45.0*
Locking Nail ISOGARD GL . SECUROCK Gypsum-Fiber Roof . UPBA
deck Base or APP 160 spaced center rows Twin Jet Twin Jet
Board
Y Y
1.S.0. 1.5.0.
Existing SBS Base, SBS Two Piece 9-inch o.c. in the min. 2-inch lap Min. 1.5-inch Stick, (Optional) Min. 0.25-inch Stick,
G-24. gypsum Premium Base, MB Locking Nail and 18-inch o.c. in two, equally ISO(.iA.RD GL Twin Jet, | DensDeck Prime or SECUROCK Twin Jet, | BB-LVOC-1168 -45.0*
deck Base or APP 160 J spaced center rows Twin Jet Gypsum-Fiber Roof Board Twin Jet
Y Y
AB 4 p » 0 ON or REROO AR-O
p 0 ATED, BONDED ROOF COVER
System No. Deck (4.1.2) Roof Cover (3.1.4) MDP (psf)
G-25. Existing gypsum deck XR-TJY (SPATTER) -45.0
G-26. Existing gypsum deck XR-TJ (SPATTER) -272.5
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) ac ac — (psf)A
Type (3.1.3) Type (3.1.3)
ELEVATE ULTRAPLY TPO SYSTEMS:
Existing asphaltic BUR or . .
R-1 | granule surface modified Z'L'" 1.5-inch ISOGARD Hot Asphalt (Optional) Tapered ISOGARD GL Hot asphalt BB-JBSA, BB-LVOC-1168 or BB-UPBA | -180.0
bitumen
Existing asphaltic BUR or Min. 1.5-inch ISOGARD . . .
R-2 granule surface modified GL with optional Tapered | Hot Asphalt Zlmsgrﬁ:gz? RDoe:fsBD;::(é DensDeck Prime or SECUROCK Hot Asphalt BB-JBSA or BB-UPBA -195.0
bitumen ISOGARD GL P
Existing asphaltic BUR or Min. 1.5-inch ISOGARD . . .
R-3 granule surface modified GL with optional Tapered | Hot Asphalt M|n. 0.25-inch DensDeck Prime or SECUROCK Gypsum Hot Asphalt BB-LVOC-1168 -195.0
) Fiber Roof Board
bitumen ISOGARD GL
Existing asphaltic BUR or Min. 1.5-inch ISOGARD
R-4 granule surface modified GL with optional Tapered | Hot Asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board Hot Asphalt BB-JBSA, BB-LVOC, BB-LVOC-1168 or -195.0
. BB-UPBA
bitumen ISOGARD GL
Existing asphaltic BUR or . . . . . .
- Min. 1.5-inch ISOGARD 1.5.0. Spray R, (Optional) Min. 0.25-inch DensDeck, DensDeck Prime or 1.5.0. Spray R,
RS tg)ir:u"r:fnsurface modified | ¢ 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof Board 1.5.0. Twin Pack | Do BSA or BB-UPBA 157.5
Existing asphaltic BUR or ) ) . . . .
. Min. 1.5-inch ISOGARD 1.5.0. Spray R, (Optional) Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Spray R,
R-6 g.ranule surface modified GL 1.5.0. Twin Pack | Gypsum-Fiber Roof Board 1.5.0. Twin Pack BB-LVOC-1168 157.5
bitumen
Existing asphaltic BUR or ) ) . . .
R-7 ranule surface modified Min. 1.5-inch ISOGARD 1.5.0. Spray R, Min. 0.25-inch DEXcell FA Glass Mat Roof Board or min. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC-1168 or 1575
ltg)itumen GL 1.5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack | BB-UPBA ’
Existing asphaltic BUR or . . .
e (Optional) Min. 1.5-inch 1.5.0. Spray R, ) ) 1.5.0. Spray R,
R-8 gl.'anule surface modified ISOGARD GL 15.0. Twin Pack Min. 0.5-inch Elevate ISOGARD HD 15.0. Twin Pack BB-JBSA, BB-LVOC-1168 or BB-UPBA 157.5
bitumen
R-9 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, (Optional) Additional layers of base insulation and/or min. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC-1168 or 2625
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.5-inch Tapered ISOGARD GL or Tapered ISOGARD CG 1.5.0. Twin Pack | BB-UPBA ’
. . . Optional additional layers of base insulation or min. 0.5-
R-10 E:;j;?éjg:;f;“rface 2/:':‘5 SSZEE'EEGARD 6t :28 i“mypzck inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. :28 isvr;ypzck BB-JBSA 1725
T 0.5-inch Elevate ISOGARD HD T
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) ac ac = (psf)*
Type (3.1.3) Type (3.1.3)
Existing granule surface | Min. 1-inch ISOGARD GL | 1.5.0. SprayR, | OPtional additional layers of base insulation or min. 0.5 s  qpray g | Bp-LvOC, BB-LVOC-1168 or BB-
RA1 1 modified bitumen or ISOGARD CG 1.5.0. Twin Pack | Mch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. | ¢ o 3o 0 | ypga 2625
R 0.5-inch Elevate ISOGARD HD e
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. 1.5.0. Spray R,
R-12 modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack BB-JBSA, BB-LVOC or BB-UPBA 247:5
Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. 1.5.0. Spray R,
R-13 modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack BB-JBSA, BB-LVOC-1168 or BB-UPBA 2625
Roof Board
Optional additional layers of base insulation or min. 0.5-
R-14 Existing granule surface Min. 1-inch ISOGARD GL 1.S.0. Spray R, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. 1.5.0. Spray R, BB-JBSA, BB-LVOC, BB-LVOC-1168 or 2625
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.25-inch DEXcell FA Glass Mat Roof Board or min. 7/16- 1.5.0. Twin Pack | BB-UPBA ’
inch DEXcell Cement Roof Board
Existing asphaltic BUR or . .
R-15 | granule surface modified Z'L'" 15nchISOGARD | 1o ety (Optional) Additional layers base insulation Twin Jet Y BB-JBSA, BB-LVOC-1168 or BB-UPBA | -262.5
bitumen
Existing asphaltic BUR or . . . . .
R-16 | granule surface modified Z'L'" 154nch ISOGARD | i ety BMO';‘;:'ZS inch DensDeck or SECUROCK Gypsum-Fiber Roof | .oy BB-JBSA or BB-UPBA -195.0
bitumen
Existing asphaltic BUR or ) ) ) . .
R-17 | granule surface modified | MM 1-INChISOGARD | o o ory Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum Twin Jet Y BB-JBSA, BB-LVOC-1168 or BB-UPBA | -240.0
. GL Fiber Roof Board
bitumen
R-18 Existing asphaltic BUR Min. 1.5-inch ISOGARD lT'\SA;a'Ji:c?Win (Optional) Additional layers of base insulation and/or min. 'Ir'i;ajzttlc'l?win BB-JBSA, BB-LVOC, BB-LVOC-1168 or -60.0
g asp GL or ISOGARD CG Jet Y ’ 0.5-inch Tapered ISOGARD GL or Tapered ISOGARD CG JetY ! BB-UPBA ’
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate Attach Attach Roof Cover (3.1.4) —
No. (8.1.2, 4.2.2) ac ac — (psf)A
Type (3.1.3) Type (3.1.3)
1.S.0. Stick 1.5.0. Stick
Existing granule surface Min. 1.5-inch ISOGARD . - . " . . . - BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-19 modified bitumen GL or ISOGARD CG Twin Jet, Twin (Optional) Additional layers of base insulation Twin Jet, Twin BB-UPBA 120.0
JetY JetY
Existing asphaltic BUR or ) ) 1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 1.S.0. Stick,
R-20 granule surface modified gﬂitrll'ssogzgsggARD Twin Jet, Twin inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. Twin Jet, Twin ::_tBSQABB LVOC, BB-LVOC-1168 or -60.0
bitumen JetY 0.5-inch Elevate ISOGARD HD JetY
Optional additional layers of base insulation or min. 0.5-
- . Min. 1.5-inch ISOGARD 1.5.0. Stick, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. | | ¢ 1 o0\ BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-21 Existing asphaltic BUR GL or ISOGARD CG Twin Jet, Twin 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Twin Jet BB-UPBA -60.0
JetY Board or SECUROCK Gypsum-Fiber Roof Board or min.
7/16-inch DEXcell Cement Roof Board
Existing granule surface | Min. 1.5-inch 1soGaRp | ->O- Sticks Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof | | ¢ ) ¢\ BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-22 modified bitumen GL or ISOGARD CG Twin Jet, Twin Board or SECUROCK Gypsum-Fiber Roof Board or min. Twin Jet BB-UPBA -120.0
JetY 7/16-inch DEXcell Cement Roof Board
Existing asphaltic BUR or |\ o 1 isogarp | TWinJetY (Optional) Additional layers of base insulation and/or min. | 1VinJetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-23 granule surface modified GL or ISOGARD CG (SPATTER or 0.5-inch Tapered ISOGARD GL (SPATTER or BB-UPBA -45.0
bitumen RIBBON-1) ' P RIBBON-1)
Existing asphaltic BUR or . . . . " . . . .
R-24 ranule surface modified Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layers of base insulation and/or min. Twin JetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or 45.0
Eitumen GL or ISOGARD CG (SPATTER) 0.5-inch Tapered ISOGARD CG (SPATTER) BB-UPBA ’
L . Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layers of base insulation and/or min. Twin JetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-25 Existing asphaltic BUR . -45.0
GL or ISOGARD CG (SPATTER) 0.5-inch Tapered ISOGARD GL or Tapered ISOGARD CG (SPATTER) BB-UPBA
Existing granule surface Min. 1.5-inch ISOGARD Twin JetY . . . . Twin JetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R26 | odified bitumen GL or ISOGARD CG (SPATTER) (Optional) Additional layers of base insulation (SPATTER) BB-UPBA 450
bitumen GL or ISOGARD CG (SPATTER) 0.5-inch Elevate ISOGARD HD (SPATTER) BB-UPBA
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
_ . Min. 1.5-inch ISOGARD Twin JetY inch Tapered ISOGARD. GL or Tapered ISOGARD CG; Min. Twin JetY BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-28 Existing asphaltic BUR GL or ISOGARD CG (SPATTER) 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (SPATTER) BB-UPBA -45.0
° Board or SECUROCK Gypsum-Fiber Roof Board or min.
7/16-inch DEXcell Cement Roof Board
fog | EXistinggranule surface | Min. 15-inch ISOGARD | Twin Jet Y gﬂc;;:jrngnccSr?gg;DGe;:sEz\r?F?LSrE:z(gifl ;’:a%af; Mat Roof | ryin set v BB-JBSA, BB-LVOC, BB-LVOC-1168 or |
modified bitumen GL or ISOGARD CG (SPATTER) 7/16-inch DEXcell Cement Roof Board (SPATTER) BB-UPBA
Optional additional layers of base insulation or min. 0.5-
. . inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min.
R-30 | Existing asphaltic BUR gﬂﬁ'lrll'sségzgs(ggm[) Twin Jet Y 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Twin Jet Y 22_?:& BB-LVOC, BB-LVOC-1168 01 | ¢
Board or SECUROCK Gypsum-Fiber Roof Board or min.
7/16-inch DEXcell Cement Roof Board
Existing granule surface | Min. 1.5-inch ISOGARD . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof . BB-JBSA, BB-LVOC, BB-LVOC-1168 or
R-31 o K Twin Jet Y Board or SECUROCK Gypsum-Fiber Roof Board or min. Twin JetY -120.0
modified bitumen GL or ISOGARD CG . BB-UPBA
7/16-inch DEXcell Cement Roof Board
ELEVATE ULTRAPLY TPO XR / HOT ASPHALT SYSTEMS:
Min. 0.25-inch DensDeck
Existing granule surface Prime or SECUROCK
R-32 modified bitumen Gypsum-Fiber Roof Hot Asphalt None N/A XR-HA 4575
Board
Optional additional layers of base insulation or min. 0.5-
R-33 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R, XR-HA 2625
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Twin Pack '
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
R-34 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Stick, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.S.0. Stick, XR-HA 3525
modified bitumen or ISOGARD CG Twin Jet Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet ’
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
R-35 Existing granule surface Min. 1-inch ISOGARD GL Twin JetY inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY XR-HA 45.0
modified bitumen or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) ’
Fiber Roof Board
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4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

ACCREDITED

Pt Cerlialiar

fgeney.

PCA-145

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) (psf)?
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL . inch Tapered ISOGARD GL or ISOGARD CG followed by .
R-36 modified bitumen or ISOGARD CG Twin Jet¥ Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin JetY XR-HA 217:5
Fiber Roof Board
ELEVATE ULTRAPLY TPO XR / JET BOND SPRAY ADHESIVE SYSTEMS:
1.S.0. Stick, 1.S.0. Stick,
R-37 Ei:zt::g a:s:jllzcserfJ:czr Min. 1-inch ISOGARD GL ::8 'T'Svriiy R (Optional) Additional layer of base insulation or min. 0.5- :28 '?'Svrliy R, XR-JBSA 1725
. .g & K or ISOGARD CG U inch Tapered ISOGARD GL or ISOGARD CG T ’
modified bitumen Pack, Twin Jet, Pack, Twin Jet,
Twin JetY Twin JetY
1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 1.S.0. Stick,
Existing asphaltic BUR or (Optional) Min. 1-inch 1.5.0. Spray R, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R,
R-38 existing granule surface ISOGARD GL or ISOGARD 1.5.0. Twin min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Twin XR-JBSA -172.5
modified bitumen CG Pack, Twin Jet, Fiber Roof Board, min. 19/32-inch plywood or min. 0.5- Pack, Twin Jet,
Twin Jet Y inch Elevate ISOGARD HD Twin JetY
R-39 Ei::z::g a:g:j::zfrlfj:czr Min. 1-inch ISOGARD GL Twin Jet Y (Optional) Additional layer of base insulation or min. 0.5- Twin JetY XR-JBSA _45.0
Ing gra or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) :
modified bitumen
. . . . . Optional additional layers of base insulation or min. 0.5-
R0 Dot aig:j::csfrl::czr f?ggﬁ;ﬂg\fg‘ |1s_c|>nGCP\RD Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y CRIBSA 450
modifigo{lgbitumen G (SPATTER) min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) ’
Fiber Roof Board, or min. 0.5-inch Elevate ISOGARD HD
ELEVATE ULTRAPLY TPO XR / 1.S.0. SPRAY R OR ELEVATE XR STIck MEMBRANE ADHESIVE SYSTEMS:
Min. 0.25-inch DensDeck 1.5.0. Stick,
Prime or SECUROCK 1.S.0. Spray R,
R-41 | Existing asphaltic BUR Gypsum-Fiber Roof 1.5.0. Twin None N/A ?;E:;g?\r gF;'BBON' A)orXRXRSMA | e o
Board or min. 0.5-inch Pack, Twin Jet, !
Elevate ISOGARD HD Twin JetY
Existing granule surface Min. 0.5-inch Elevate 1.5.0. Spray R, XR-ISOSR (RIBBON, 6) or XR-XRSMA
R42 | odified bitumen ISOGARD HD 6-inch o.c. None N/A (RIBBON, 6) 825
1.S.0. Stick, 1.S.0. Stick,
cas | EXisting granule surface | Min. 1.5-inch ISOGARD :28 ?\‘:Iri‘;y R | (Optional) Additional layer of base insulation or min. 0.5- ::8 isv:iy " | XR-ISOSR (RIBBON, 6) or XRXRSMA | _ - .
modified bitumen GL or ISOGARD CG T inch Tapered ISOGARD GL or ISOGARD CG T (RIBBON, 6) ’
Pack, Twin Jet, Pack, Twin Jet,
Twin JetY Twin JetY
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (8.1.2, 4.2.2) ac ac fral (psf)A
Type (3.1.3) Type (3.1.3)
1.5.0. Stick, 1.5.0. Stick,
R-44 Existing granule surface Min. 1.5-inch ISOGARD :28 '?'\F/Jvriiy R (Optional) Additional layer of base insulation or min. 0.5- :Zg '?'Sv:iy R, XR-ISOSR (RIBBON, 4) or XR-XRSMA 1725
modified bitumen GL or ISOGARD CG T inch Tapered ISOGARD GL or ISOGARD CG U (RIBBON, 4) ’
Pack, Twin Jet, Pack, Twin Jet,
Twin JetY Twin JetY
1.5.0. Stick, 1.5.0. Stick,
. . . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-45 ::;;;gjf;:j:ei“rface 2’:':"5 Olc_]'/':;h[)'ngARD Gl | 1s.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin ﬁ;gg?\r (lF;')BBON' 12) or XRXRSMA |- ¢
Pack, Twin Jet, min. 0.5-inch Elevate ISOGARD HD Pack, Twin Jet, !
Twin JetY Twin JetY
1.5.0. Stick, 1.5.0. Stick,
. . . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-46 ::;;;gjf;:j:ei“rface 2’:':"5 Olc_]'/':;h[)'ngARD Gl | 1s.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin ﬁ;gg?\r (GF;'BBON' 6) or XRXRSMA | g5 5
Pack, Twin Jet, min. 0.5-inch Elevate ISOGARD HD Pack, Twin Jet, !
Twin Jet Y Twin JetY
1.S.0. Stick, 1.S.0. Stick,
. . . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-47 mssf?igdg?:ﬂfe?rface x'lns 01 G':\;g'(s:gGARD GL 1 1s.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Z(;E:gg?\r g;'BBON' A orXRXRSMA | 1755
mea bt Pack, Twin Jet, | min. 0.5-inch Elevate ISOGARD HD Pack, Twin Jet, '
Twin Jet Y Twin JetY
1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 15.0. Stick
Existing granule surface | Min. 1-inch ISOGARD GL | >0+ SPravR, | inch Tapered ISOGARD Gl or ISOGARD CG followed by 15.0.SprayR, | XR-ISOSR (RIBBON, 12) or XR-XRSMA
R-48 modified bitumen or ISOGARD CG 1.5.0. Twin Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof 15.0. Twin (RIBBON, 12) -45.0
Pack, Twin Jet, Board or SECUROCK Gypsum-Fiber Roof Board or min. F;a'ck. Twin Jet !
Twin Jet Y 7/16-inch DEXcell Cement Roof Board ’
1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 15.0. Stick
Existing granule surface | Min. 1-inch ISOGARD GL | >0+ SPray R, | inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0.SprayR, | XR-ISOSR (RIBBON, 6) or XR-XRSMA
R-49 modified bitumen or ISOGARD CG 1.5.0. Twin Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof 15.0. Twin (RIBBON, 6) -60.0
Pack, Twin Jet, Board or SECUROCK Gypsum-Fiber Roof Board or min. F;a'ck' Twin Jet !
Twin Jet Y 7/16-inch DEXcell Cement Roof Board ’
1.5.0. Stick, Optional additional layers of base insulation or min. 0.5- 15.0. Stick
Existing granule surface | Min. 1-inch ISOGARD GL | >0+ SPrav R, | inch Tapered ISOGARD Gl or ISOGARD CG followed by 15.0.SprayR, | XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-50 modified bitumen or ISOGARD CG 1.5.0. Twin Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof 1.5.0. Twin (RIBBON, 4) -172.5
Pack, Twin Jet, Board or SECUROCK Gypsum-Fiber Roof Board or min. F;a'ck' Twin Jet !
Twin Jet Y 7/16-inch DEXcell Cement Roof Board ’
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate Attach Attach Roof Cover (3.1.4) —
No. (8.1.2, 4.2.2) ac ac = (psf)A
Type (3.1.3) Type (3.1.3)
::8 ::JI::;/ R Optional additional layers of base insulation or min. 0.5- 1.5.0. Stick,
R-51 EX|st!n.g gra!nule surface Min. 1-inch ISOGARD GL 15.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Spr.ay R, XR-ISOSR (RIBBON, 12) or XR-XRSMA 450
modified bitumen or ISOGARD CG ) ) ) 1.5.0. Twin (RIBBON, 12)
Pack, Twin Jet, min. 19/32-inch plywood .
; Pack, Twin Jet
Twin JetY
::8 ::JI::;/ R (Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25- 1.5.0. Stick,
R-52 | Existing asphaltic BUR Min. 1-inch ISOGARD GL | 1.5.0. Twin inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof 1.5.0.Spray R, | XR-ISOSR (RIBBON, 4) or XR-XRSMA |/, ¢
. . . 1.5.0. Twin (RIBBON, 4)
Pack, Twin Jet, Board or min. 19/32-inch plywood X
R Pack, Twin Jet
Twin JetY
Min. 0.5-inch Elevate .
ISOGARD HD or Min. ::8 :g::y N
- . 0.25-inch DensDeck DA ’ XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-53 Existing asphaltic BUR Prime or SECUROCK 1.5.0. Tw!n None N/A (RIBBON, 4) -172.5
. Pack, Twin Jet,
Gypsum-Fiber Roof R
Twin JetY
Board
Optional additional layers of base insulation or min. 0.5-
. ) . Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY
R-54 z‘ésj;zijg:l:‘rf;””‘ace (':’:'I"S c}gz;%'(sngARD 6L | (sPATTER or Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof | (SPATTER or ?;;gg?\f (1R2')B BON, 12) or XRXRSMA | ¢
RIBBON-1) Board or SECUROCK Gypsum-Fiber Roof Board or min. RIBBON-1) !
7/16-inch DEXcell Cement Roof Board
R-55 Existing granule surface Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layer of base insulation or min. 0.5- Twin JetY XR-ISOSR (RIBBON, 6) or XR-XRSMA 45.0
modified bitumen GL or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) (RIBBON, 6) ’
R-56 Existing granule surface Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layer of base insulation or min. 0.5- Twin JetY XR-ISOSR (RIBBON, 4) or XR-XRSMA 45.0
modified bitumen GL or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) (RIBBON, 4) ’
cs; | Existing granule surface | Min. L-inch ISOGARD GL | Twin Jet Y agm’;?eari:'ltgg‘grsge& Zfr ?:SZ':;;'?:?; ﬁ;\:{";g:ys Twin Jet Y XR-ISOSR (RIBBON, 6) or XR-XRSMA |,
modified bitumen or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) (RIBBON, 6)
nsg | EXisting granulesurface | Min. L-inch ISOGARD GL | Twin Jet Y ﬁ’;ﬁ:‘ze‘i‘ig'g‘él\ﬁge& cc’fr tl’ggee'/;‘;g"étgf'; Icl’gvrxzt?ys Twin Jet Y XR-ISOSR (RIBBON, 4) or XR-XRSMA |,
modified bitumen or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) (RIBBON, 4)
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch ISOGARD GL | Twin Jet Y inch Tapered ISOGARD Gl or ISOGARD CG followed by Twin Jet Y XR-ISOSR (RIBBON, 6) or XR-XRSMA
R-59 modified bitumen or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (SPATTER) (RIBBON, 6) -45.0
m tu Board or SECUROCK Gypsum-Fiber Roof Board or min. !
7/16-inch DEXcell Cement Roof Board
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) ac ac — (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch ISOGARD GL | Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-60 modified bitumen or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (SPATTER) (RIBBON, 4) -45.0
Board or SECUROCK Gypsum-Fiber Roof Board or min. !
7/16-inch DEXcell Cement Roof Board
. (Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25- .
- . . . Twin JetY . . . Twin JetY XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-61 Existing asphaltic BUR Min. 1-inch ISOGARD GL (SPATTER) g::rllj)ensDeck Prime or SECUROCK Gypsum-Fiber Roof (SPATTER) (RIBBON, 4) 45.0
Min. 0.5-inch Elevate
ISOGARD HD or Min.
. . 0.25-inch DensDeck Twin Jet Y XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-62 Existing asphaltic BUR Prime or SECUROCK (SPATTER) None N/A (RIBBON, 4) -45.0
Gypsum-Fiber Roof
Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch ISOGARD GL : inch Tapered ISOGARD GL or ISOGARD CG followed by : XR-ISOSR (RIBBON, 6) or XR-XRSMA
R-63 modified bitumen or ISOGARD CG Twin JetY Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof | Twin JetY (RIBBON, 6) -60.0
Board or SECUROCK Gypsum-Fiber Roof Board or min. !
7/16-inch DEXcell Cement Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface | Min. 1-inch ISOGARD GL : inch Tapered ISOGARD GL or ISOGARD CG followed by : XR-ISOSR (RIBBON, 4) or XR-XRSMA
R-64 modified bitumen or ISOGARD CG Twin JetY Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof | Twin JetY (RIBBON, 4) -172.5
Board or SECUROCK Gypsum-Fiber Roof Board or min. !
7/16-inch DEXcell Cement Roof Board
(Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25-
R-65 Existing asphaltic BUR Min. 1-inch ISOGARD GL Twin Jet Y inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Twin JetY ﬁ:;gg?\r gF;IBBON' 4) or XR-XRSMA -172.5
Board !
ELEVATE ULTRAPLY TPO XR / TWIN JET SYSTEMS:
Min. 0.25-inch DensDeck 1.S.0. Stick,
Prime or SECUROCK 1.5.0. Spray R,
R-66 Existing asphaltic BUR Gypsum-Fiber Roof 1.5.0. Twin None N/A )S(EATTJTcérR))(R TJY (RIBBON, 4 or -45.0
Board or min. 0.5-inch Pack, Twin Jet,
Elevate ISOGARD HD Twin Jet Y
Existing granule surface Min. 0.5-inch Elevate 1.5.0. Spray R, XR-TJ or XR-TJY (RIBBON, 6 or
R67 | modified bitumen ISOGARD HD 6-inch o.c. None N/A SPATTER) 825
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) ac ac — (psf)A
Type (3.1.3) Type (3.1.3)
1.5.0. Stick, 1.5.0. Stick,
- . . 1.S.0. Spray R, . - R . . 1.5.0. Spray R,
R-68 EX|st!n.g gra!nule surface Min. 1.5-inch ISOGARD 15.0. Twin ‘Opnonal) Additional layer of base insulation or min. 0.5 15.0. Twin XR-TJ or XR-TJY (RIBBON, 6) 1275
modified bitumen GL ) inch Tapered ISOGARD GL .
Pack, Twin Jet, Pack, Twin Jet,
Twin JetY Twin JetY
1.5.0. Stick, 1.5.0. Stick,
- . . 1.S.0. Spray R, . - R . . 1.5.0. Spray R,
R-69 EX|st!n.g gra!nule surface Min. 1.5-inch ISOGARD 1.5.0. Twin ‘Opnonal) Additional layer of base insulation or min. 0.5 1.5.0. Twin XR-TJ or XR-TJY (RIBBON, 6) 1425
modified bitumen CcG . inch Tapered ISOGARD CG .
Pack, Twin Jet, Pack, Twin Jet,
Twin JetY Twin JetY
1.5.0. Stick, 1.5.0. Stick,
R-70 Existing granule surface Min. 1.5-inch ISOGARD :28 ‘?’\F:vriiy R, (Optional) Additional layer of base insulation or min. 0.5- :28 ‘?’\F:v:iy R, XR-TJ or XR-TJY (RIBBON, 4 or 1725
modified bitumen GL or ISOGARD CG T . inch Tapered ISOGARD GL or ISOGARD CG T . SPATTER) :
Pack, Twin Jet, Pack, Twin Jet,
Twin Jet Y Twin JetY
1.S.0. Stick, 1.S.0. Stick,
. . . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-71 mssfzidg?;ﬂfe?rface xllns 01 G':\:E)'ngARD GL 1 1s.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin XR-TJ or XR-TJY (RIBBON, 6) -82.5
ed br Pack, Twin Jet, | min. 0.5-inch Elevate ISOGARD HD Pack, Twin Jet,
Twin Jet Y Twin JetY
1.S.0. Stick, 1.S.0. Stick,
. . . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-72 ?;S;;Eijg:l:‘rf;”'face (':’:'I"S C}G'RSB'(S:EGARD 6L 1 15.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin )S(E A%CESR TIY (RIBBON, 4 or 1725
Pack, Twin Jet, min. 0.5-inch Elevate ISOGARD HD Pack, Twin Jet,
Twin JetY Twin JetY
1.S.0. Stick, 1.S.0. Stick,
. ) . 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- 1.5.0. Spray R,
R-73 ?;S;;Egdgg:l:’:;”rface 2’:':‘5 01 G':;T)'EEGARD 6L | 1s.0. Twin inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin XR-TJ or XR-TJY (RIBBON, 12) 45.0
Pack, Twin Jet, Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Pack, Twin Jet,
Twin JetY Twin JetY
:28 22::; R Optional additional layers of base insulation or min. 0.5- :28 22::;' R
Existing granule surface Min. 1-inch ISOGARD GL DA inch Tapered ISOGARD GL or ISOGARD CG followed by A
R74 1 modified bitumen or ISOGARD CG 1.5.0. Twin Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 1.5.0. Twin XR-TJ or XR-TJY (RIBEON, 6) 60.0
Pack, Twin Jet, Fiber Roof Board Pack, Twin Jet,
Twin JetY Twin JetY
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Syst s Base Insulation Layer Top Insulation Layer A
y:l : " ( 42 ZSt;azt :] S Attach S Attach Roof Cover (3.1.4) (psf)®
T P (3.1.3) P (3.1.3)
::8 :tlf:' R Optional additional layers of base insulation or min. 0.5- ::8 ?I::' R
fys | Existing granulesurface | Min. 1-inch ISOGARDGL | ‘' " T\F/Jviny " | inch Tapered ISOGARD GL or ISOGARD CG followed by oo Tsvmy " | XR-TJ or XR-TJY (RIBBON, 4 or 1725
modified bitumen or ISOGARD CG U Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- o SPATTER) ’
Pack, Twin Jet, Fiber Roof Board Pack, Twin Jet,
Twin Jet Y er Root boa Twin JetY
1.S.0. Stick, 15.0. Stick
- ) ) 1.5.0. Spray R, Optional additional layers of base insulation or min. 0.5- D !
R7g | Distinggranulesurface | Min. 1-inch ISOGARDGL || ¢ ) i, inch Tapered ISOGARD GL or ISOGARD CG followed by 15.0.5pray R, | 2 1) or XR-TJY (RIBBON, 6) -45.0
modified bitumen or ISOGARD CG ) ) ) 1.5.0. Twin
Pack, Twin Jet, min. 19/32-inch plywood Pack. Twin Jet
Twin Jet Y !
1.S.0. Stick, 15.0. Stick
1.5.0. Spray R, (Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25- | =" °° !
R-77 | Existing asphaltic BUR Min. 1-inch ISOGARD GL | 1.5.0. Twin inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof :28 isvr;y R, )S(EATTJT::)(R TJY (RIBBON, 4 or 1725
Pack, Twin Jet, Board or min. 19/32-inch plywood F;a.ck. Twin Jet
Twin Jet Y !
Min. 0.5-inch Elevate .
ISOGARD HD or Min. ::8 :E::v o
. . 0.25-inch DensDeck DA XR-TJ or XR-TJY (RIBBON, 4 or
R-78 Existing asphaltic BUR Prime or SECUROCK 1.5.0. Tw!n None N/A SPATTER) -172.5
. Pack, Twin Jet,
Gypsum-Fiber Roof R
Twin Jet Y
Board
Existing granule surface Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layer of base insulation or min. 0.5- Twin JetY
R-79 modified bitumen GL (SPATTER) inch Tapered ISOGARD GL (SPATTER) XR-TJ or XR-TJY (RIBBON, 6) 45.0
Existing granule surface Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layer of base insulation or min. 0.5- Twin JetY
R8O | @ odified bitumen CG (SPATTER) inch Tapered ISOGARD CG (SPATTER) XR-TJ or XR-TIY (RIBEON, 6) 45.0
R-81 Existing granule surface Min. 1.5-inch ISOGARD Twin JetY (Optional) Additional layer of base insulation or min. 0.5- Twin JetY XR-TJ or XR-TJY (RIBBON, 4 or 45.0
modified bitumen GL or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) SPATTER) ’
. . . . Optional additional layers of base insulation or min. 0.5- .
R-82 E:‘;S;;Egdgm:’:;”rface m'réolézag'ngARD 6t (TS";’,':#EFI) inch Tapered ISOGARD GL or ISOGARD CG followed by (TS";’)'/';TJfég) XR-TJ or XR-TJY (RIBBON, 6) -45.0
min. 0.5-inch Elevate ISOGARD HD
R-83 Existing granule surface Min. 1-inch ISOGARD GL Twin Jet Y aﬁﬂ?r:?eiiglltls?élﬁ?geéi (c):' ?:é)zz;glitéo;ﬁ;;zz.:f_ Twin JetY XR-TJ or XR-TJY (RIBBON, 4 or 45.0
modified bitumen or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD (SPATTER) SPATTER)
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4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY
R-84 modified bitumen or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) XR-TJ or XR-TJY (RIBBON, 6) 45.0
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
R-85 Existing granule surface Min. 1-inch ISOGARD GL Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY XR-TJ or XR-TJY (RIBBON, 4 or 450
modified bitumen or ISOGARD CG (SPATTER) Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- (SPATTER) SPATTER) ’
Fiber Roof Board
. (Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25- )
- . . . Twin JetY . . . Twin JetY XR-TJ or XR-TJY (RIBBON, 4 or
R-86 Existing asphaltic BUR Min. 1-inch ISOGARD GL (SPATTER) gl)c:rdDensDeck Prime or SECUROCK Gypsum-Fiber Roof (SPATTER) SPATTER) -45.0
Min. 0.5-inch Elevate
ISOGARD HD or Min.
- ) 0.25-inch DensDeck Twin Jet Y XR-TJ or XR-TJY (RIBBON, 4 or
R-87 Existing asphaltic BUR Prime or SECUROCK (SPATTER) None N/A SPATTER) -45.0
Gypsum-Fiber Roof
Board
(Optional) Min. 0.5-inch Elevate ISOGARD HD or Min. 0.25-
R-88 Existing asphaltic BUR Min. 1-inch ISOGARD GL Twin Jet Y inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Twin JetY )S(FF’{ATIiI'(é;))(R TIY (RIBBON, 4 or -172.5
Board
ELEVATE ULTRAPLY TPO XR / ELEVATE XR BONDING ADHESIVE SYSTEMS:
Existing granule-surfaced Min. 0.25-inch DensDeck
R-89 | asphaltic modified Prime or SECUROCK Hot Asphalt None N/A XR-XRBA -300.0
. Gypsum-Fiber Roof
bitumen
Board
1.5.0. Stick, 1.S.0. Stick,
R-90 Existing granule surface Min. 1.5-inch ISOGARD :28 'T'S\;iy R (Optional) Additional layer of base insulation or min. 0.5- ::8 '?'Svrliy R, XR-XRBA 1125
modified bitumen GL or ISOGARD CG A, inch Tapered ISOGARD GL or ISOGARD CG . ’
Pack, Twin Jet, Pack, Twin Jet,
Twin Jet Y Twin JetY
. . . Optional additional layers of base insulation or min. 0.5-
R-91 E:;j;?éfg:;f;“rface xlrs g;:gl‘)'ngARD 6t :28 i“mypzck inch Tapered ISOGARD GL or ISOGARD CG followed by :28 isvr;ypzck XR-XRBA 2625
o min. 0.5-inch Elevate ISOGARD HD B
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AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (8.1.2, 4.2.2) ac ac fral (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
R-02 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GLISOGARD GL or Tapered 1.5.0. Spray R, XR-XRBA 2625
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | ISOGARD CG; Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack :
SECUROCK Gypsum-Fiber Roof Board
. . . 1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 1.S.0. Stick,
R-93 ?;s;;zgjg’;m‘rfei“rface 2’:':"5 SSZEE'ZEGARD 6L | twin Jet, Twin | inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet, Twin | XR-XRBA -195.0
JetY min. 0.5-inch Elevate ISOGARD HD JetY
. Optional additional layers of base insulation or min. 0.5- .
1.S.0. Stick 1.S.0. Stick
. . Min. 1-inch ISOGARD GL X - inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. . -
R-94 Existing asphaltic BUR or ISOGARD CG Twin Jet, Twin 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Twin Jet, Twin XR-XRBA -60.0
JetY JetY
Roof Board
L . . . Optional additional layers of base insulation or min. 0.5- .
R-95 :ﬁ;ggf;ﬁ:ﬂf&“ﬁace 2’:':"5 gg;g’;'ngARD et 'ijﬂ Jitt'Ck' inch Tapered ISOGARD GL or ISOGARD CG followed by ITivS\ Jztt'Ck' XR-XRBA 3525
min. 0.5-inch Elevate ISOGARD HD
Optional additional layers of base insulation or min. 0.5-
R-96 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Stick, inch Tapered ISOGARD GL or ISOGARD CG followed by 1.5.0. Stick, XR-XRBA 23000
modified bitumen or ISOGARD CG Twin Jet Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin Jet '
Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
. . Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GLISOGARD GL or Tapered 1.5.0. Spray R,
R-97 | Existing asphaltic BUR or ISOGARD CG 6-inch o.c. ISOGARD CG; Min. 0.25-inch DensDeck Prime or 6-inch o.c. XRXRBA 2550
SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL inch Tapered ISOGARD GLISOGARD GL or Tapered
R98 | modified bitumen or ISOGARD CG 15.0.5pray R | 150GARD CG; Min. 0.25-inch DensDeck Prime or 15.0.SprayR | XRXRBA 202.5
SECUROCK Gypsum-Fiber Roof Board
R-99 Existing granule surface Min. 1.5-inch ISOGARD Twin JetY (Optional) Additional layer of base insulation or min. 0.5- Twin JetY XR-XRBA 45.0
modified bitumen GL or ISOGARD CG (SPATTER) inch Tapered ISOGARD GL or ISOGARD CG (SPATTER) ’
. . . . Optional additional layers of base insulation or min. 0.5-
R-100 E:;j;?éjg:;f;“rface 2/:':‘5 g;:gl‘)'ngARD 6t -(rSV:’:'I'J:;F:) inch Tapered ISOGARD GL or ISOGARD CG followed by Twin Jet Y XR-XRBA -45.0
min. 0.5-inch Elevate ISOGARD HD
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
. . Min. 1-inch ISOGARD GL Twin Jet Y inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. Twin JetY
R-101 | Bxisting asphaltic BUR or ISOGARD CG (SPATTER) 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber (SPATTER) XR-XRBA -45.0
Roof Board
Optional additional layers of base insulation or min. 0.5-
R-102 Existing granule surface Min. 1-inch ISOGARD GL Twin Jet Y inch Tapered ISOGARD GL or ISOGARD CG followed by Twin JetY XR-XRBA 450
modified bitumen or ISOGARD CG (SPATTER) min. 0.5-inch Elevate ISOGARD HD, min. 0.25-inch (SPATTER) ’
DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base insulation or min. 0.5-
Existing granule surface Min. 1-inch ISOGARD GL ) inch Tapered ISOGARD GL or ISOGARD CG followed by )
R103 | odified bitumen or ISOGARD CG Twin Jet Y min. 0.5-inch Elevate ISOGARD HD, min. 0.25-inch Twin Jet Y XR-XRBA 2175
DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board
ELEVATE ULTRAPLY TPO SA SySTEMS:
Existing asphaltic BUR or . .
R-104 | granule surface modified Z'L'” 1.5-inch ISOGARD | | 4 Acohalt (Optional) Tapered ISOGARD GL Hot asphalt SA -180.0
bitumen
Existing asphaltic BUR or Min. 1.5-inch ISOGARD . . .
R-105 granule surface modified GL with optional Tapered | Hot Asphalt m;r;.r(;zzflgg:rl?iensDeck Prime or SECUROCK Gypsum Hot Asphalt SA -195.0
bitumen ISOGARD GL
g | e jjff:i:'fnijiiizg Min. 1.5-inch ISOGARD | 1.5.0. Spray R, | (Optional) Min. 0.25-inch DensDeck Prime or SECUROCK | 15.0.SprayR, | ¢, 1575
g. GL 1.5.0. Twin Pack | Gypsum-Fiber Roof Board 1.5.0. Twin Pack ’
bitumen
Existing asphaltic BUR or . . .
- (Optional) Min. 1.5-inch 1.5.0. Spray R, . . 1.5.0. Spray R,
R-107 g'ranule surface modified ISOGARD GL 15.0. Twin Pack Min. 0.5-inch Elevate ISOGARD HD 15.0. Twin Pack SA 157.5
bitumen
R-108 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, (Optional) Additional layers of base insulation and/or min. 1.5.0. Spray R, SA 2625
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.5-inch Tapered ISOGARD GL or Tapered ISOGARD CG 1.5.0. Twin Pack ’
. ) . Optional additional layers of base insulation or min. 0.5-
R-109 E:‘:;;:igdgm:’:;”'face (':’:':‘s g;:;?)'ggGARD 6t ::8 is\;iypzck inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. ::8 i\‘:{r;ypzck SA 2625
T 0.5-inch Elevate ISOGARD HD T
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (8.1.2, 4.2.2) ac ac fral (psf)A
Type (3.1.3) Type (3.1.3)
Optional additional layers of base insulation or min. 0.5-
R-110 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. 1.5.0. Spray R, A 2475
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack ’
Roof Board
Optional additional layers of base insulation or min. 0.5-
R-111 Existing granule surface Min. 1-inch ISOGARD GL 1.5.0. Spray R, inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. 1.5.0. Spray R, SA 26255
modified bitumen or ISOGARD CG 1.5.0. Twin Pack | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack ’
Roof Board
Existing asphaltic BUR or ) .
R-112 granule surface modified g/:_m 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layers base insulation Twin JetY SA -262.5
bitumen
Existing asphaltic BUR or ) ) ) . )
R-113 granule surface modified Min. 1.5-inch ISOGARD Twin Jet Y Mln. 0.25-inch DensDeck Prime or SECUROCK Gypsum Twin Jet Y SA 2400
. GL Fiber Roof Board
bitumen
1.S.0. Stick 1.S.0. Stick,
- ) Min. 1.5-inch ISOGARD . - (Optional) Additional layers of base insulation and/or min. . -
Bl Existing asphaltic BUR GL or ISOGARD CG JT;’:';' Jet, TWin | ¢ inch Tapered ISOGARD GL or Tapered ISOGARD CG JT::':(‘ Jet, Twin | SA 600
1.S.0. Stick 1.S.0. Stick
Existing granule surface Min. 1.5-inch ISOGARD . - . " . . . -
R-115 modified bitumen GL or ISOGARD CG Twin Jet, Twin (Optional) Additional layers of base insulation Twin Jet, Twin SA -120.0
Jety JetY
Existing asphaltic BUR or Min. 1.5-inch ISOGARD 1.S.0. Stick, Optional additional layers of base insulation or min. 0.5- 1.S.0. Stick,
R-116 granule surface modified GL c;r I'SOGARD G Twin Jet, Twin inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. Twin Jet, Twin SA -60.0
bitumen JetY 0.5-inch Elevate ISOGARD HD JetY
. Optional additional layers of base insulation or min. 0.5- .
R-117 Existing asphaltic BUR Min. 1.5-inch ISOGARD lf\i%i??min inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. _Ir'j\;ﬁ';ttlc_l;’win SA -60.0
€ asp GL or ISOGARD CG ’ 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber ! ’
JetY JetY
Roof Board
c11g | EXisting granule surface | Min. 1.5-inch ISOGARD !I'Sw?\ Jsett'°$’\,v .| Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- 'Ti“?\ Jitt'ci'w . 1200
modified bitumen GL or ISOGARD CG ’ Fiber Roof Board ! ’
JetY JetY
e . Min. 1.5-inch ISOGARD Twin Jet Y (Optional) Additional layers of base insulation and/or min. Twin JetY
R-119 | Bxisting asphaltic BUR GL or ISOGARD CG (SPATTER) 0.5-inch Tapered ISOGARD GL or Tapered ISOGARD CG (SPATTER) SA 450
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION(S), BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See
4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

Base Insulation Layer Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) (psf)A
Type (3.1.3) Type (3.1.3)
Existing granule surface Min. 1.5-inch ISOGARD Twin JetY . " . . Twin JetY
R-120 modified bitumen GL or ISOGARD CG (SPATTER) (Optional) Additional layers of base insulation (SPATTER) SA 45.0

Existing asphaltic BUR or

Optional additional layers of base insulation or min. 0.5- Twin Jet ¥
R-121 granule surface modified

Min. 1.5-inch ISOGARD | Twin Jet Y inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. SA -45.0

bitumen GL o ISOGARD CG (SPATTER) 0.5-inch Elevate ISOGARD HD (SPATTER)
Optional additional layers of base insulation or min. 0.5-
. . Min. 1.5-inch ISOGARD Twin Jet Y inch Tapered ISOGARD GL or Tapered ISOGARD CG; Min. Twin JetY
R-122 | Bxisting asphaltic BUR GL or ISOGARD CG (SPATTER) 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber (SPATTER) SA -45.0
Roof Board
R-123 Existing granule surface Min. 1.5-inch ISOGARD Twin Jet Y Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Twin JetY SA 45.0
modified bitumen GL or ISOGARD CG (SPATTER) Fiber Roof Board (SPATTER) ’

TABLE 158: STEEL - RECOVER
SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER

Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

System Substrate Insulation Layer Attach MDP
Roof Cover (3.1.4c
No. (4.1.2,4.2.2) (3.1.2) Fastener (4.2.2) Spacing (3149 (psf)
Existing standing seam or lap seam Elevate Purlin Fastener or Elevate Elevate UltraPly TPO or UltraPly TPO Platinum 300
R-124 metal roof covers having min. 16 gauge One or more layers, any Retro Driller and Elevate UltraPly 18-inch o.c. along induction welded to Elevate UltraPly TPO (N(.)
grade 50 steel purlins spaced max. 60- combination, prelim. attached TPO InvisiWeld Plate are fastened | purlins InvisiWeld Plate with RhinoBond Tool in HVHZ
inch o.c. through to purlins accordance with manufacturer’s instructions. )
Existing standing seam or lap seam Elevate Purlin Fastener or Elevate Elevate UltraPly TPO or UltraPly TPO Platinum
R-125 metal roof covers having min. 16 gauge | One or more layers, any Retro Driller and Elevate UltraPly 12-inch o.c. along induction welded to Elevate UltraPly TPO 45.0
grade 50 steel purlins spaced max. 60- combination, prelim. attached TPO InvisiWeld Plate are fastened | purlins InvisiWeld Plate with RhinoBond Tool in ’
inch o.c. through to purlins accordance with manufacturer’s instructions.
Existing standing seam or lap seam Elevate Purlin Fastener or Elevate Elevate UltraPly TPO or UltraPly TPO Platinum
R-126 metal roof covers having min. 16 gauge | One or more layers, any Retro Driller and Elevate UltraPly 6-inch o.c. along induction welded to Elevate UltraPly TPO 525
grade 50 steel purlins spaced max. 120- | combination, prelim. attached TPO InvisiWeld Plate are fastened | purlins InvisiWeld Plate with RhinoBond Tool in ’
inch o.c. through to purlins accordance with manufacturer’s instructions.
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TABLE 158: STEEL - RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION-WELDED ROOF COVER
Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

System Substrate Insulation Layer Attach Roof Cover (3.1.4¢ MDP
No. (4.1.2,4.2.2) (3.1.2) Fastener (4.2.2) Spacing (psf)
Existing standing seam or lap seam Elevate Purlin Fastener or Elevate Elevate UltraPly TPO or UltraPly TPO Platinum
R-127 metal roof covers having min. 16 gauge | One or more layers, any Retro Driller and Elevate UltraPly 6-inch o.c. along induction welded to Elevate UltraPly TPO 825
grade 50 steel purlins spaced max. 60- combination, prelim. attached TPO InvisiWeld Plate are fastened | purlins InvisiWeld Plate with RhinoBond Tool in
inch o.c. through to purlins accordance with manufacturer’s instructions.

TABLE 15c: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER
All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

Insulation Layer Roof Cover (3.1.4)
System Substrate yAtt = MDP
No. (4.1.2,4.2.2) Type ac Membrane Fastener (4.2.2) Attach (psf)
(3.1.2)
Existing standing seam or lap seam metal roof One or more . Elevate UltraPly . 18-inch o.c. within 6-inch wide laps spaced max. -30.0
A ! . prelim. Elevate Purlin Fastener and . .
R-128 covers having min. 16 gauge grade 50 steel purlins layers, any attached TPO or UltraPly Elevate HD Seam Plate 72-inch o.c. to engage steel purlin. Laps sealed (NO
spaced max. 72-inch o.c. combination TPO Platinum with 1.5-inch heat weld. HVHZ)
Existing standing seam or lap seam metal roof One or more . Elevate UltraPly . 12-inch o.c. within 6-inch wide laps spaced max. -30.0
A ! . prelim. Elevate Purlin Fastener and . A
R-129 covers having min. 16 gauge grade 50 steel purlins layers, any attached TPO or UltraPly Elevate HD Seam Plate 114-inch o.c. to engage steel purlin. Laps sealed (NO
spaced max. 114-inch o.c. combination TPO Platinum with 1.5-inch heat weld. HVHZ)
12-inch o.c. within 6-inch wide laps spaced max.
142-i .C. in. L
Existing standing seam or lap seam metal roof One or more . Elevate UltraPly Elevate Purlin Fastener and 4 |nc.h o.c. to engage steel purlin. Laps sealed -30.0
. . . prelim. X with 5-inch heat weld that encapsulates the batten
R-130 covers having min. 16 gauge grade 50 steel purlins layers, any TPO or UltraPly Elevate Coiled Metal Batten R R (NO
spaced max. 142-inch o.c combination attached TPO Platinum Strips and fasteners or are primed with Elevate UltraPly HVHZ)
P : o P TPO QuickPrime and sealed with Elevate UltraPly
TPO QuickSeam Flashing.
Existing standing seam or lap seam metal roof One or more . Elevate UltraPly . 12-inch o.c. within 6-inch wide laps spaced max.
. ! . prelim. Elevate Purlin Fastener and . .
R-131 covers having min. 16 gauge grade 50 steel purlins layers, any TPO or UltraPly 90-inch o.c. to engage steel purlin. Laps sealed -45.0
. I attached R Elevate HD Seam Plate . .
spaced max. 90-inch o.c. combination TPO Platinum with 1.5-inch heat weld.
Existing standing seam or lap seam metal roof One or more . Elevate UltraPly . 6-inch o.c. within 6-inch wide laps spaced max.
. . . prelim. Elevate Purlin Fastener and . .
R-132 covers having min. 16 gauge grade 50steel purlins layers, any TPO or UltraPly 142-inch o.c. to engage steel purlin. Laps sealed -52.5
. L attached R Elevate HD Seam Plate . .
spaced max. 142-inch o.c. combination TPO Platinum with 1.5-inch heat weld.
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TABLE 15p: STEEL - RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER (RMA STRIPS)
Note: All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.

Insulation Layer Roof Cover (3.1.4)
System Substrate Xtt h MDP
No. 4.1.2,4.2.2 Type ac Membrane Fastener (4.2.2) Attach sf
(3.1.2)
L . Elevate UltraPly QuickSeam R.M.A. Strips are applied over the insulation spaced 120-inch
Existing standing seam or Elevate . . R R X .
Elevate Purlin o.c. positioned over each steel purlin location. The batten is centered over each strip and
lap seam metal roof covers One or more . UltraPly TPO . . .
. R prelim. Fastener and Elevate | fastened into the purlins 6-inch o.c.
R-133 having min. 16 gauge grade | layers, any or UltraPly . . ) . . . -45.0
R L attached Coiled Metal Batten Roof cover adhered to each strip by first priming the membrane underside with Elevate
50 steel purlins spaced max. | combination TPO . . R . . - ;
10-ft o.c Platinum Strip UltraPly TPO QuickPrime at the strip location, then rolling into place with a hand roller.
- The min. 2-inch side laps are sealed with a min. 1.5-inch outside heat weld.

TABLE 15e: RECOVER APPLICATIONS
SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

System Substrate Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Membrane Fastener (4.2.2) Attach (psf)
i . . . . . R -30.0
R-134 Min. 22 ga., Type B, Grade 33 steel or Elevate UltraPly TPO XR 100, Elevate HD Fastener with Elevate HD 12-inch o.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed (NO
structural concrete TPO XR 115 or TPO XR 135 Seam Plate with 1.5-inch heat weld. HVHZ)
) Elevate UltraPly TPO XR 100, Elevate HD Plus Fastener with Elevate 12-inch o.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed
R-135 Min. 22 ga., Type B, Grade 80 steel TPO XR 115 or TPO XR 135 HD Plus Seam Plate with 1.5-inch heat weld. 45.0
R-136 Min. 22 ga., Type B, Grade 33 steel or Elevate UltraPly TPO XR 100, Elevate HD Fastener with Elevate HD 6-inch o.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed 45.0
structural concrete TPO XR 115 or TPO XR 135 Seam Plate with 1.5-inch heat weld. ’
. Elevate UltraPly TPO XR 100, Elevate HD Plus Fastener with Elevate 6-inch o.c. within 6-inch wide laps spaced 114-inch o.c. Laps sealed
R-137 Min. 22 ga., Type B, Grade 80 steel TPO XR 115 or TPO XR 135 HD Plus Seam Plate with 1.5-inch heat weld. 67.5

TABLE 15r: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2). The deck and
substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction

System Substrate R Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Application (psf)?
R-138 Existing fully-adhered, granule-surfaced, modified bitumen roof cover None Elre,\lf;:xuét{;?y TPOXR 100, TPO XR 115 Twin Jet (RIBBON, 4 or SPATTER) -142.5
R-139 Existing fully-adhered, granule-surfaced, modified bitumen roof cover None Elevate UltraPly TPO XR 100, TPO XR 115 1.5.0. Spray R (RIBBON, 6) or XR Stick -142.5

or TPO XR 135 (RIBBON, 6)

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.B.R5 FL10264-R24

Revision 5: 2026-10-09 ACCREDITED

Page 123 of 123 PGl
NEMO |cert® ISO/IEC 17065 PCA-145

TABLE 15r: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2). The deck and
substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction
System Substrate p— Roof Cover (3.1.4) MDP
No. (4.1.2,4.2.2) Type Application (psf)*
El ItraPly TPO XR 1 TPO XR 11
R-140 Existing fully-adhered, asphaltic built-up roof cover None evate UltraPly TPO 00, PO > Twin Jet (RIBBON, 4 or SPATTER) -232.0
or TPO XR 135
El ItraPly TPO XR 1 TPO XR 11
R-141 Existing fully-adhered, asphaltic built-up roof cover None evate UltraPly TPO 00, TPO > XR Stick (RIBBON, 4) -315.0
or TPO XR 135
Existing fully-adh halti ilt- f isting, fully-adh le-surf. El ItraPly TPO XR 100, TPO XR 11
R-142 X|st!n.g u .y adhered, asphaltic built-up roof cover or existing, fully-adhered, granule-surfaced None evate UltraPly TPO 00, TPO 5 1.5.0. Spray R (RIBBON, 4) -360.0
modified bitumen roof cover or TPO XR 135
Existing fully-adh halti ilt- f isting, fully-adh le-surf. El ItraPly TPO XR 100, TPO XR 11
R-143 X|st!n.g u .y adhered, asphaltic built-up roof cover or existing, fully-adhered, granule-surfaced None evate UltraPly TPO 00, TPO 5 Hot asphalt -495.0
modified bitumen roof cover or TPO XR 135
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