®

NeEmMoO | etc.

Certificate of Authorization #32455
353 Christian Street, Unit #13
Oxford, CT 06478

(203) 262-9245

ENGINEER

TEesT CONSULT

P.E. EVALUATION REPORT (PEER)

Amrize Building Envelope LLC (Elevate / GenFlex / Exceptional Metals)

26 Century Blvd
Nashville, TN 37214
(317) 572-4100

PEER-HSP-013.A.R14

FL13629-R11 (NON-HVHZ)
Date of Issuance: 05/13/2008
Revision 14: 08/19/2026

ScoPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for
compliance with the 9t Edition (2026) Florida Building Code sections noted herein.

DEescripTION: Elevate UNA-CLAD™ / GenFlex UNA-CLAD™ / Exceptional Metals DefendEX Non-Structural Metal Roof Systems for use in
FBC non-HVHZ jurisdictions

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance, or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle. Reference is made to the
NEmo | etc. Directory of P.E. Evaluations to ascertain the status and/or current version of this PEER. If the PEER is not listed at the Nemo
Directory, then it is no longer valid.

ADVERTISEMENT: “NEMO P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be in
its entirety.

INsPECTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.
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This PEER consists of pages 1 through 7, plus a 21-page Appendix.
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CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated, or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for

that purpose.
©2019 NEMO ETC, LLC
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ROOFING SYSTEMS EVALUATION:

1. SCOPE:
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Product Category:

Sub-Category:

Product Approval Method:
Compliance Statement:

Roofing

Non-Structural Metal Roofing

Method 1, Option D: Codified Material, Evaluation by Engineer

Elevate UNA-CLAD™ / GenFlex UNA-CLAD™ / Exceptional Metals DefendEX Non-
Structural Metal Roof Systems, as produced by Amrize Building Envelope LLC (Elevate / GenFlex / Exceptional
Metals), have demonstrated compliance with the following sections of the 9™ Edition (2026) Florida Building Code
through testing in accordance with the following Standards. Compliance is subject to the Installation Requirements
and Limitations of Use set forth herein.

2. STANDARDS:

SECTION PROPERTY STANDARD
1504.3.1 Wind resistance UL 1897
1504.3.2 Wind resistance UL 580
1504.3.2 Wind resistance TAS 125

3. REFERENCES:
EnTITY EXAMINATION REFERENCE DATE
ATI (TST1527) TAS 125 C7247.01-450-18 05/22/2013
ATI (TST1527) TAS 125 C7712.01-450-18 09/11/2013
HTL (TST1527) TAS 125 0182-0102-00 02/01/2000
HTL (TST1527) TAS 125 0227-0603-00 06/01/2000
HTL (TST1527) TAS 125 0227-0518-04 10/24/2000
HTL (TST1527) TAS 125 0227-0706-04 10/24/2000
HTL (TST1527) TAS 125 0182-0818-01 09/01/2001
HTL (TST1527) TAS 125 0227-0116-04 03/31/2004
HTL (TST1527) TAS 125 0227-0226-04 06/29/2004
HTL (TST1527) TAS 125 0277-0613-04 06/30/2004
HTL (TST1527) TAS 125 0227-1115-04 11/22/2004
HTL (TST1527) TAS 125 0227-0517-04 01/14/2005
HTL (TST1527) TAS 125 0227-0903-04 01/14/2005
HTL (TST1527) TAS 125 0227-1026-04 01/14/2005
HTL (TST1527) TAS 125 0155-1115-04 02/25/2005
HTL (TST1527) TAS 125 0227-0302-05 03/15/2005
HTL (TST1527) TAS 125 0277-0509-05 06/17/2005
HTL (TST1527) TAS 125 0277-0608-05 07/05/2005
HTL (TST1527) TAS 125 0277-0620-05 08/08/2005
HTL (TST1527) TAS 125 0227-0823-05 11/11/2005
HTL (TST1527) TAS 125 0227-1207-05 04/20/2006
PRI (TST5878) UL 580/ TAS 125 FBP-219-02-01 01/28/2015
PRI (TST5878) UL 580/ TAS 125 FBP-226-02-01 03/19/2015
PRI (TST5878) UL 580/ TAS 125 FBP-229-02-01 03/20/2015
PRI (TST5878) UL 580/ TAS 125 FBP-232-02-01 04/02/2015
PRI (TST5878) UL 580/ TAS 125 FBP-238-02-02 05/27/2015
PRI (TST5878) UL 580/ TAS 125 FBP-238-02-04 07/15/2015
PRI (TST5878) UL 580/ TAS 125 FBP-258-02-01 08/24/2015
PRI (TST5878) UL 580/ TAS 125 FBP-260-02-03 11/19/2015
PRI (TST5878) UL 580/ TAS 125 FBP-299-02-01 08/04/2016
PRI (TST5878) UL 580/ TAS 125 FBP-292-02-01 08/10/2016
PRI (TST5878) UL 580/ TAS 125 FBP-292-02-03 09/30/2016
PRI (TST5878) UL 580/ TAS 125 FBP-321-02-02 01/06/2017
UL (CER9626) UL 580 TGKX.376 (UC-4) 09/02/2010
UL (CER9626) UL 580 TGKX.399 (UC-4) 09/02/2010
UL (CER9626) UL 580 TGKX.629 (5-V-CRIMP) 09/03/2010
UL (CER9626) UL 580 TGKX.624 (UC-3) 09/03/2010
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ENTITY EXAMINATION REFERENCE DATE

UL (CER9626) UL 580 TGKX.623 (UC-3) 10/25/2011
UL (CER9626) UL 580 TGKX.657 (UC-4) 10/25/2011
UL (CER9626) UL 580 TGKX.660 (UC-7) 10/25/2011
UL (CER9626) UL 580 TGKX.377 (UC-4) 11/28/2011
UL (CER9626) UL 580 TGKX.622 (UC-3) 12/01/2011
UL (CER9626) UL 580 TGKX.653 (UC-6, UC-6 HD) 08/28/2014
UL (CER9626) UL 580 TGKX.652 (UC-6, UC-6 HD) 08/28/2014
UL (CER9626) UL 580 TGKX.664 (UC-14) 08/28/2014
UL (CER9626) UL 580 TGKX.655 (UC-6, UC-6 HD) 08/28/2014
UL (CER9626) UL 580 TGKX.513/513A (UC-4) 01/03/2017
UL (CER9626) UL 580 TGKX.544 (UC-14) 04/02/2019
UL (CER9626) UL 580 TGKX.512/512A (UC-3) 12/10/2019
UL (CER9626) UL 580 TGKX.656 (UC-3) 12/10/2019
UL (CER9626) UL 580 TGKX.658 (UC-3) 12/10/2019
UL (CER9626) UL 580 TGKX.663 (UC-3) 12/10/2019
UL (CER9626) UL 580 TGKX.342 (UC-14) 01/27/2020
UL (CER9626) UL 580 TGKX.436 (UC-14) 01/27/2020
UL (CER9626) UL 580 TGKX.448 (UC-14) 01/27/2020
UL (CER9626) uL1897 TGIK.R14751 07/16/2020
UL (CER9626) UL 580 TGKX.486 (UC-14) 10/27/2020
UL (CER9626) UL 580 TGKX.414 (UC-14) 01/04/2021
UL (CER9626) UL 580 TGKX.303 (UC-14) 07/20/2022
UL (CER9626) UL 580 TGKX.343 (UC-14) 07/20/2022
UL (CER9626) UL 580 TGKX.508/508A (UC-14) 07/20/2022
UL (TST9628) UL 580/ TAS 125 07NK19743 08/06/2008
UL (TST9628) UL 580/ TAS 125 08NK19743 01/20/2009
NEMO Traceability PCL GNFX 06/05/2026
NEMO Traceability PCL EXMT 06/05/2026
UL (QUA9625) Quality Control Service Confirmation 10/16/2025
UL (QUA9625) Quiality Control Florida BCIS Current

4., PRODUCT DESCRIPTION:

4.1 The following Elevate UNA-CLAD™ non-structural metal roof panels are mechanically attached to Approved
substrate, as outlined in the Limitations of Use herein.

TABLE 1A: EVALUATED ELEVATE UNA-CLAD™ PANELS

EVALUATED MATERIAL

PANEL DESCRIPTION
ALUMINUM STEEL COPPER ZINC

Material: Kynar™
coated G-90 Galvanized
Roll formed, through- Steel

fastened metal roof N/A Thickness: min. 26 ga. N/A N/A
panel (0.019-inch)
Minimum Yield: 33-45
KSI

Elevate UNA- 05" (127 mm)
CLAD™ 5V- AN A A

10" (25.4 mm ’
CRIMP ( ) 205" NET (5207 mm) —— .|
- 225'GROSS(5717mm)
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TABLE 1A: EVALUATED ELEVATE UNA-CLAD™ PANELS
EVALUATED MATERIAL
PANEL DESCRIPTION
ALUMINUM STEEL COPPER ZINC
Za“t‘)’lry |f°'li“ed Material: AGSC Natural
ouble-loc ) .
4 . or PatriotGreen™ / Material: RHEINZINK®
architectural standing Material: Kynar™ ™ :
seam metal roof panel | Material: Anodized or coated G-90 Galvanized :siﬁz:gorayer SBEZYé:e?::ggefse
that provides a Unfinished Aluminum Steel R PP . 4 P
o . ) . . Thickness: 16 oz. Gray Zink
traditional look and Thickness: min. 0.040- Thickness: min. 24 ga. (0.022-inch) Thickness: min. 0.028-
utilizes mechanical inch (0.025-inch) Ali Min. 99.9% C inch : o
seaming. An optional | Minimum Yield: 21 KSI | Minimum Yield: 33-45 oy: Mlin. 9397 Lu \
) . ) (Ag counting as Cu); Alloy: Zinc Titanium
thermally-applied pre KSI
Elevate UNA- assembly in-seam cold rolled from 122 Copper Alloy
CLAD™ UC-3 i
sealant is available alloy ingots
1.0” & 1.5"
Self-locking,
arch|tectLtJr?I stafndlngl Material: AGSC Natural
seam metal roof pane Patri ™
that does not utilize Material: Kynar™ grreea:jtgl:qtgr;eye': /
clips. The 1%-inch high | Material: Anodized or coated G-90 Galvanized Finished Copper
panel seams snap Unfinished Aluminum Steel Thick . fﬁp
together. No Thickness: min. 0.032- Thickness: min. 26 ga. © Ic:z;T:ih) oz N/A
mechanical seaming inch (0.019-inch) Ali « Min. 99.9% C
tools or clps required. | Minimum Yield: 21KS! | Minimum Yield: 33-45 | o\ %Y 14 0
An optional thermally- KSI § counting as Luj;
Elevate UNA- | applied pre-assembly cold r.oIIed from 122
CLAD™UC-4 | in-seam sealant is alloy ingots
available.
T
i
o |
Material: Kynar™
Facttc))lry Iforlined, Material: Anodized or coated G-90 Galvanized
dOL:].te-;)C II W Unfinished Aluminum Steel
s Thickness: min. 0.032- Thickness: min. 24 ga. N/A N/A
seam metal roof . K
. inch (0.025-inch)
panels with concealed o . o )
clips. Minimum Yield: 21 KSI Minimum Yield: 33-45
KSI
Elevate UNA- |
CLAD™ UC-6 T
on
Lg 320 1"
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TABLE 1A: EVALUATED ELEVATE UNA-CLAD™ PANELS
EVALUATED MATERIAL
PANEL DESCRIPTION
ALUMINUM STEEL COPPER ZINC
Material: Kynar™
Factory formed, Material: Anodized or coated G-90 Galvanized
double-lock, Unfinished Aluminum Steel
architectural standing | Thickness: min. 0.032- Thickness: min. 24 ga. N/A N/A
seam metal roof panel | inch (0.025-inch)
with concealed clips. Minimum Yield: 21 KSI Minimum Yield: 33-45
KSI
Elevate UNA- | [
CLAD™ UC-6
HD
o
Material: Kynar™
coated G-90 Galvanized
Factory formed, snap- Steel
on batten, standing N/A Thickness: min. 24 ga. N/A N/A
seam metal. (0.025-inch)
Minimum Yield: 33-45
Elevate UNA- KSI
CLAD™ UC-7
'\ ™)
i I i 0l
Factory formed Material: Kynar™
continuous Material: Anodized or coated G-90 Galvanized
interlocking, Unfinished Aluminum Steel
concealed clip, Thickness: min. 0.032- Thickness: min. 24 ga. N/A N/A
architectural standing inch (0.025-inch)
seam metal roof Minimum Yield: 21 KS| | Minimum Yield: 33-45
panel. KSI
Elevate UNA-
CLAD™ UC-14 "— 9.75" - 18.0" —_‘
1:75"
t
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4.2  The following panels are interchangeable within the scope of this PEER:
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TABLE 1B: ACCEPTABLE ALTERNATES

LiSTED PANEL

ALTERNATES

GENFLEX

EXCEPTIONAL METALS

Elevate UNA-CLAD™ 5V-CRIMP

GenFlex UNA-CLAD™ 5V Crimp

DefendEX 5V Crimp

Elevate UNA-CLAD™ UC-3

GenFlex UNA-CLAD™ UC-3

DefendEX SS1500

Elevate UNA-CLAD™ UC-4

GenFlex UNA-CLAD™ UC-4

DefendEX-SL1500

Elevate UNA-CLAD™ UC-6

GenFlex UNA-CLAD™ UC-6

DefendEX-SS2000

Elevate UNA-CLAD™ UC-7

GenFlex UNA-CLAD™ UC-7

DefendEX CapSeam 1000

Elevate UNA-CLAD™ UC-14

GenFlex UNA-CLAD™ UC-14

DefendEX-SL1750

5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO
ETC, LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any

product covered by the PEER.

5.2 This PEER is not for use in FBC High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward

and Miami-Dade Counties).

5.3 This PEER pertains to above-deck roof components. Roof decks and structural members shall be in accordance
with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC 1505 or R902 for requirements and

limitations regarding roof assembly fire classification.

concerning the use of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination.

Refer to FBC 2603 for requirements and limitations

5.6 Refer to FBC 1511 or R908 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard

TAS 105.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per FBC 1504.9 has already

been applied). Refer to FBC 1609 for determination of design wind loads.

5.7.2 The maximum clip and/or fastener spacing and associated maximum design pressure for the selected assembly
shall meet or exceed those determined in accordance with FBC 1609 for all pressure zones. Interpolation between
clip-spacing by a qualified design professional is permitted. The maximum listed clip and/or fastener spacing shall

not be exceeded.

5.8 Minimum slope shall not be less than that set forth in FBC 1507.4.2 and Amrize Building Envelope LLC (Elevate /
GenFlex / Exceptional Metals) minimum requirements.

5.9 Coil metal used to produce the panels shall comply with FBC 1507.4.3 and R905.10.3.
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5.10 Corrosion Resistance — Saltwater Environments:
Fasteners and connectors, if applicable, in areas within 3,000 feet of a saltwater coastline shall demonstrate
compliance with FBC 1711 to the satisfaction of the Authority Having Jurisdiction.

5.11  All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

6. INSTALLATION:
UNA-CLAD™ Non-Structural Metal Roofing Systems shall be installed in accordance with Amrize Building Envelope LLC
(Elevate / GenFlex / Exceptional Metals) published installation instructions, subject to the Limitations of Use set
forth herein.

7. BUILDING PERMIT REQUIREMENTS:

As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this product.
8. MANUFACTURING PLANTS:

Anoka, MN

9. QUALITY ASSURANCE ENTITY:
UL LLC — QUA9625: (360) 817-5512; bsai.inspections@ul.com

- THE 21-PAGES THAT FOLLOW FORM PART OF THIS PEER -

©ONEMO ETC, LLC PEER-HSP-013.A.R14
Certificate of Authorization #32455 P.E. EVALUATION REPORT: 9™ EDITION (2026) FBC NON-HVHZ FL13629-R11 (NON-HVHZ)
Elevate UNA-CLAD™ / GenFlex UNA-CLAD™ / Exceptional Metals DefendEX Non-Structural Metal Roof Systems Revision 14: 08/19/2026

BACKTO TOP Page 7 of 7


https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3
https://iq.ulprospector.com/en/_?p=10005,10048,10006,10047&qm=q:zhfb~10048:21695
mailto:bsai.inspections@ul.com

APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

NEmMO | etc.e

TABLE DEeck APPLICATION DESCRIPTION PAGE
1A Wood New or Reroof (Tear-Off) 5V-Crimp 7
18 Wood New or Reroof (Tear-Off) Standing Seam 8
2 Steel New or Reroof (Tear-Off) Standing Seam 15
3 Cementitious wood fiber Reroof (Tear-Off) Standing Seam 21

The following notes apply to the systems outlined herein:

1. This Evaluation Report pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority
Having Jurisdiction.

2. This Evaluation Report does not include evaluation of fire classification. Refer to FBC 1505 for requirements and limitations regarding roof assembly fire classification. Refer to FBC 2603
for requirements and limitations concerning the use of foam plastic insulation.

2.1 Unless otherwise noted, insulation or thermal/fire barrier may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC 1505 and, for foam plastic,
FBC Chapter 26, when installed with the roof cover.

2.2 Unless otherwise noted, underlayment shall be CLAD-GARD™ SA-S or CLAD-GARD™ R (FL13451) or any underlayment that meets ELEVATE minimum requirements and holds current Florida
Statewide or Local Product Approval, listed as allowable for use under Metal Roof Panels (FBC 1507.4). The underlayment shall be installed in accordance with the Florida Statewide or
Local Product Approval.

3. This Evaluation Report excludes evaluation of roof edge termination.
Refer to FBC 1511 for requirements and limitations regarding recover installations.

4.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for withdrawal resistance. A qualified design professional shall review the
data for comparison to the minimum requirements for the system. Testing shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard 105.
Refer the tables herein for system attachment requirements for wind load resistance.

5.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin
of safety per FBC 1504.9 has already been applied). Refer to FBC 1609 for determination of design wind pressures.

5.2 The MDP for the selected assembly shall meet or exceed the design wind pressure requirements for the project for each pressure zone of the roof. Interpolation between clip-spacing by
a qualified design professional is permitted. The maximum listed clip and/or fastener spacing shall not be exceeded.

6. Fasteners shall be corrosion resistant and shall be of sufficient length for minimum 1-inch penetration through plywood roof decks or %-inch penetration through steel roof decks. For steel
deck installations, fasteners shall engage the top flange of the steel deck.

7. As an alternate to bearing plates between clips and insulation board, 15/32-inch thick plywood may be used to cover the entire deck.

8. Elevate UC-3 and Elevate UC-6 assemblies involve a 180° “Double Lock” seam.
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9. The following products are interchangeable within the scope of this PEER:
ACCEPTABLE ALTERNATES
ALTERNATE
CATEGORY LiSTED PRODUCT HEREIN
GENFLEX EXCEPTIONAL METALS
Elevate UNA-CLAD™ 5V CRIMP GenFlex UNA-CLAD™ 5V Crimp DefendEX 5V Crimp
Elevate UNA-CLAD™ UC-3 GenFlex UNA-CLAD™ UC-3 DefendEX SS1500

ROOFING Elevate UNA-CLAD™ UC-4 GenFlex UNA-CLAD™ UC-4 DefendEX-SL1500
PANEL Elevate UNA-CLAD™ UC-6 GenFlex UNA-CLAD™ UC-6 DefendEX-SS2000
Elevate UNA-CLAD™ UC-7 GenFlex UNA-CLAD™ UC-7 DefendEX CapSeam 1000
Elevate UNA-CLAD™ UC-14 GenFlex UNA-CLAD™ UC-14 DefendEX-SL1750
Elevate UNA-CLAD™ UC-3 Fixed Clip GenFlex UNA-CLAD™ UC-3 Fixed Clip DefendEX SS1500 Fixed Clip
Elevate UNA-CLAD™ UC-3 Super Clip GenFlex UNA-CLAD™ UC-3 Super Clip DefendEX SS1500 Super Clip
CLiPs Elevate UNA-CLAD™ UC-3 Expansion Clip (s/s only) GenFlex UNA-CLAD™ UC-3 Expansion Clip (s/s only) DefendEX-SS1500 - Expansion Clip (s/s only)

Elevate UNA-CLAD™ UC-6 Low Float Clip

GenFlex UNA-CLAD™ UC-6 Low Float Clip

DefendEX SS2000-LowFloatClip

Elevate UNA-CLAD™ UC-14 Clip

GenFlex UNA-CLAD™ UC-14 Clip

DefendEX SL1750 Clip
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10. The following outlines the attachment clips referred to in the systems tables below. For clips offered in differing materials; unless otherwise noted in the tables, either material may be

utilized.

Elevate UNA-CLAD™ UC-3 Fixed Clip
Material — G-90 Galvanized or Stainless Steel
Thickness -
Galvanized — 24 ga.; 0.024-inch — 0.025-inch
Stainless — 26 ga.; 0.018-inch

200 63
e —0 O @ ] *
1 »\ 044

056 \_ 20,9 T f

056 3 ples. .06

044 = = i

Elevate UNA-CLAD™ UC-3 Super Clip

Material — G-90 Galvanized or 300 Series
Stainless Steel

Thickness -

Galvanized — 22 ga.; 0.031-inch Base
24 ga.; 0.025-inch Tab

Stainless — 24 ga.; 0.025-inch Base
26 ga.; 0.018-inch Tab

o

,'r_ 3.0 (76.20 mm) j

— )

O % ®) 123" (31.17 mm)
]

3

1.50 (38.10 mm)
or

1.807 (45.72 mm)

=

022 (5.59 mm) DIA - TYPICAL

T_r 0.42" (10.67 mm)

1,507 (38.10 mm)
ar
1.807 (45.72 mm)

0.31" (7.85 mm)

-

—%
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0.81" (20 64 mm f_T\'j:]_\\ [
I» o L\ Y

\ \ /
l.’ T ﬂx ﬂ‘
044" (11, 11mm) / 5 \ AT ™
% \ 063" (15.87 mm) \ \ ‘
| - L A
Elevate UNA-CLAD™ UC-3 Expansion Clip 0.68" (235 mm) | \O\ O S S e |
Material — G-90 Galvanized or Stainless Steel — \— —/) . (ze_az'or"nm
Thickness — 28 ga.; 0.016-inch ”—]—
1.56" (39.69 mm)
—_— —%
" 431" (109,60 mm) " T T A A T T T
\lr _____________________________________ -
0.81" (20.57 mm) j
o ypaplipn § = ey | 1

Elevate UNA-CLAD™ UC-6 Low-Float Clip

Material — G-90 Galvanized or 300 Series
Stainless Steel

Thickness —

Galvanized Base — 16 ga.; 0.058-inch
Galvanized Tab — 22 ga.; 0.031-inch
Stainless Tab — 22 ga.; 0.031-inch

- . | 244 (5193 mm)

L 20" 5080mm) = j = o
0.27 (6.86 mm) DIA.-TYP. '

0.66" (16.79 mm)
|
g
’ 0.38 (9.53 mm)

I

0.44" (11.13 mm)
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0.125X 2 — 0.414 0.188
_\—i\ r 0.188
==46L=s 0.25W X 0.125 H X 0.75 L STIFFENING RIB X 4

= [
_d\__ {b» 0.688
rooss —1[1| 1 m (O
e % \\ 17
| | |
\
. 0.188 —| P 1.313 ﬁ|—% 1.313 \L—J |- 0188
Elevate UNA-CLAD™ UC-7 Clip  @0.25X 2
Material — G-90 Galvanized or Stainless Steel
Thickness — 24 ga.; 0.024-inch | 1438 N 1438 |
/4@—\ 1.2¢
R0.063X 4 —/| - RU.OGS‘ l
| |
| | T — |
—-‘ 075 l——150 — 075 ‘-— 0.50 —IHI-— 1.125 —ol
150" (B8 Y mmp——
j ‘H\l
AN % _/
L e T L
b o e | -
= jﬁ - ~
Elevate UNA-CLAD™ UC-14 Clip 8 J \
Material — G-90 Galvanized or 300 Series IPLACES . ] o
Stainless Steel 031 (787 m
Thickness — 18 ga.; 0.050-inch
[ —
042 (1067
mm) —————
1.875" (47.62
-0.18" (457
» r_/_L"" %y __=_-\\.: 3 — 1
015 (38 -
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\10 equaly spoaced parts

3?}_.-

== LI2 ~=1=—1.25 ~~ ,——--—\I i
; - Lsgn._ e | s ]
O © O
Elevate UNA-CLAD™ UC-14-HW Continuous Clip it sininiadoins =" g22
Material — G-90 Galvanized
Thickness — 18 ga.; 0.050-inch
1]
390 - o
Ro6 Inside -
187
r.13 . e T
. ~—1.47 J
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TABLE 1A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE 5V-CRIMP

Syst Deck Fire Barri Underl Roof Cover
ystem ec ire Barrier nderlay
i MDP (psf
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width SliE=bpdiog s ser Max. Spacing MOP (psf
(Note 6)
Min. 19/32-inch plywood at max. 24-inch spans
i -i Optional Elevate 5V-CRIMP Youi -i .C.
W-1 attache.d with #8 x 2-inch wood screws .spaced (Optional) Note 2 evate Max. 22%-inch #9 x 1%-inch HWH wood 24-inch o.c. at oyerlaps 525
max. 6-inch o.c. at panel edges and 12-inch o.c. Note 2 26 ga. steel screws and center ribs
at intermediate supports
Min. 19/32-inch plywood at max. 24-inch spans
and blocked 48-inch o.c. attached with #8 x 1%- .
. A ) Optional Elevate 5V-CRIMP . #9 x 1%-inch HWH 24-inch o.c. |
W-2. inch wood screws or 8d annular ring shank nails (Opti ) Note 2 v Max. 22%-inch TRE Inc wood inch o.c. at oyer aps -82.25
. Note 2 26 ga. steel screws and center ribs
spaced max. 6-inch o.c. at panel edges and
intermediate supports
Min. 19/32-inch plywood at max. 24-inch spans
and blocked 48-inch o.c. attached with #8 x 1%- ’
Opt | Elevate 5V-CRIMP Youi -i .C.
W-3. inch wood screws or 8d annular ring shank nails (Gptional) Note 2 evate Max. 22%-inch #9 x Lerinch HWH wood 12-inch o.c. at oyerlaps -189.25
. Note 2 26 ga. steel screws and center ribs
spaced max. 6-inch o.c. at panel edges and
intermediate supports
©ONEMO ETC, LLC P.E. EVALUATION REPORT: 9™ EDITION (2026) FBC NON-HVHZ PEER-HSP-013.A.R14 for FL13629-R11 (NON-HVHZ)
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmMO | etc.e

ELEVATE UNA-CLAD STANDING SEAM

System Deck B::':ieer Underlay Roof Cover MDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
ELEVATE UNA-CLAD™ UC-3:
Elevate UC-3
Min. 7/16-inch APA span rated OSB at max. 24-inch spans . evate . . Elevate UC-3 Super Clip / #10-12 x min. 1.5”
. - . ) (Optional) 24 ga., min. 51 ksi ) . )
W-4 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 i . Max. 16-inch | pancake-head, stainless steel (two screws 36-inch o.c. -30.0
max. 6-inch o.c. at panel edges and intermediate supports Note 2 vield steel; min. 1.5- per clip)
’ - inch high seam
Min. 19/32-inch plywood at max. 24-inch spans attached . . . Elevate UC-3 Expansion Clip / No. 10-12, No.
Optional Elevate UC-3 Min. 12-inch !
W-5 with #8 x 1-7/8-inch wood screws spaced max. 6-inch o.c. (Opti ) Note 2 v ! I, 2 Phillips drive, wafer-head with washer 12-inch o.c. -52.5
K . . Note 2 24 ga. steel Max. 20-inch R
at panel edges and 12-inch o.c. at intermediate supports (two screws per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached ) Elevate UC-3 Super Clip / No. 12, 3-%-inch
. . . - ) (Optional) Elevate UC-3 \ ‘ ! .
W-6 with 8d, 2-%-inchring shank nails spaced max. 6-inch o.c. at Note 2 Max. 20-inch | steel screws (two screws per clip) with 4x4- 24-inch o.c. -52.5
. R Note 2 24 ga. steel . .
panel edges and at intermediate supports inch, 26 gauge steel bearing plates
Min. 19/32-inch plywood at max. 24-inch spans attached ) Elevate UC-3 $/S Expansion Clip / No. 12
N . R - . (Optional) Elevate UC-3 . wafer head steel screws (two screws per .
W-7 with 8d, 2-%-inchring shank nails spaced max. 6-inch o.c. at Note 2 Max. 20-inch . . . . 24-inch o.c. -52.5
. . Note 2 24 ga. steel clip) with 4x4-inch, 26 gauge stainless steel
panel edges and at intermediate supports . .
or 20 ga. galvanized steel bearing plates
Min. 19/32-inch plywood at max. 24-inch spans attached Elevate UC-3 Elevate UC-3 S/S Expansion Clip / No. 10 x 1-
W-8 with 8d, 2-%-inchring shank nails spaced max. 6-inch o.c. at | None Note 2 24 teel Max. 16-inch | inch long, Pancake Type A screws (two 18-inch o.c. -52.5
panel edges and at intermediate supports ga. stee screws per clip)
Min. 19/32-inch ol g 24-inch hed Elevate UC-3 Fixed Clip / No. 10 pancake-
Itr;1 83/32;n.c EYWOOh atkma.):. _#TSC ip:/r;s .att;\c e 4 (Optional) Elevate UC-3 head (one screw per clip)
W-9 wi X &7emine r|ng§ anknalls or #6 x.-//e-Inch woo P Note 2 24 ga. steel Max. 20-inch | Or 16-inch o.c. -62.5
screws spaced max. 6-inch o.c. at panel edges and Note 2 ingl K | UC3S Cli 10 K
intermediate supports (Single Lock Seam) Elevate UC-3 Super |p/No.. pancake-
head steel (two screws per clip)
) . . Elevate UC-3 . ) "
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) 24 min. 51 ksi Elevate UC-3 Super Clip / #10-12 x min. 1.5
W-10 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 K ga., min. _ sl Max. 16-inch | pancake-head, stainless steel (two screws 30-inch o.c. -67.5
max. 6-inch o.c. at panel edges and intermediate supports gote 2 vield steel; min. 1.5- per clip)
’ - inch high seam
Elevate UC-3
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) 24 v in. 51 ksi Elevate UC-3 Expansion Clip SS / #10-12 x
W-11 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 K ga., min. _ sl Max. 16-inch | min. 1.5” pancake-head, stainless steel (two | 24-inch o.c. -75.0
. 4 . Note 2 yield steel; min. 1.5- .
max. 6-inch o.c. at panel edges and intermediate supports K . screws per clip)
inch high seam
Min. 19/32-inch plywood at max. 24-inch spans attached Elevate UC-3
i Yo-i i i -7/8-i Optional - i . -
W-12 with 8d x 2%-inch ring §hank nails or #8 x 1-7/8-inch wood (Opti ) Note 2 24 ga. steel Max. 20-inch Elevate U.C 3 Super Clip / No. 10 panca!<e 8-inch o.c. 1010
screws spaced max. 6-inch o.c. at panel edges and Note 2 . ) head, stainless steel (two screws per clip)
intermediate supports (Single Lock Seam)
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

System Deck B::':?er Underlay Roof Cover iDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 19/32-inch plywood at max. 24-inch spans attached
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) Elevate UC-3 . Elevate UC-3 Super Clip / No. 10 pancake- .
w-13 screws spaced max. 6-inch o.c. at panel edges and Note 2 Note 2 24 ga. steel Max. 20-inch head, stainless steel (two screws per clip) 12-incho.c. -129.3
intermediate supports
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-3 Elevate UC-3 Continuous Clip (22 ga. x 10 ft
W-14 with 8d x 2-inch ring shank nails spaced max. 4-inch o.c. at Nor;e N Note 2 24 teel Max. 16-inch | long x 0.812-inch wide x 1.625-inch high) / 6-inch o.c. -204.3
panel edges and 6-inch o.c. at intermediate supports ga. stee No. 12 pancake-head steel screws
Elevate UC-3
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) M_V 0.032-inch Elevate UC-3 Expansion Clip SS / #10-12 x
W-15 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Note 2 I”:r",n' m.'::,cn 15 Max. 16-inch | min. 1.5” pancake-head, stainless steel (two | 24-inch o.c. -45.0
max. 6-inch o.c. at panel edges and intermediate supports ote ian':h r|1iguh S’ear'n' : screws per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-3 Min. 12-inch Elevate UC-3 Expansion Clip / No. 10-12, No.
W-16. with #8 x 1-7/8-inch wood screws spaced max. 6-inch o.c. Note 2 Note 2 Min. 0.032-inch M ' 20-inch 2 Phillips drive, wafer-head with washer 12-inch o.c. -52.5
at panel edges and 12-inch o.c. at intermediate supports ote aluminum ax. sb-inc (two screws per clip)
Elevate UC-3
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) M_V 0.032-inch Elevate UC-3 Super Clip / #10-12 x min. 1.5”
W-17 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Note 2 Ilrr:fn' m: rI:|Cn 15 Max. 16-inch | pancake-head, stainless steel (two screws 24-inch o.c. -52.5
max. 6-inch o.c. at panel edges and intermediate supports ote ?nlcjh r|1iguh S’eam' : per clip)
Elevate UC-3
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) M?va0e032 inch. mi Elevate UC-3 Expansion Clip SS / #10-12 x
W-18 attached with 0.113 x 2-3/8-inch ring shank nails spaced Noel Note 2 25'?( o | —.mc ,'mm. Max. 16-inch | min. 1.5” pancake-head, stainless steel (two | 18-inch o.c. -75.0
max. 6-inch o.c. at panel edges and intermediate supports 25 15 iSr::huhringIEl;reznTm. screws per clip)
. . ) Elevate UC-3 . .
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Min. 0.032-inch. min Elevate UC-3 Expansion Clip SS / #10-12 x
W-19 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Note 2 22' k- . -I _' ¢ " '_ X Max. 16-inch | min. 1.5” pancake-head, stainless steel (two 12-inch o.c. -75.0
max. 6-inch o.c. at panel edges and intermediate supports &5 15 'i:huhEEzZZrnmln- screws per clip)
Ol I
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-3 Elevate UC-3 Expansion Clip S / #10-12 x
. . X _ i . o t I . i . = -
W-20 |nc.h spans attached .Wlth 0113 x 2-3/8-inch ring shank (Optional) Note 2 Min. _0'032 .|nch, m'h' Max. 16-inch | min. 1.5” pancake-head, stainless steel (two | 18-inch o.c. -78.8
nails spaced max. 6-inch o.c. at panel edges and Note 2 27 ksi aluminum; min. screws per clip)
intermediate supports 1.5-inch high seam P P
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-3 Elevate UC-3 Expansion Clip S5 / #10-12 x
i ith 0.1 -3/8-i i Optional i -i i . . ) . . .
W-21 |nc.h spans attached .W|th 0.L1ggeg 3/8-inch e shank (Opti ) Note 2 Min. .0'032 .mCh’ m'h' Max. 16-inch | min. 1.5” pancake-head, stainless steel (two | 12-inch o.c. -97.5
nails spaced max. 6-inch o.c. at panel edges and Note 2 27 ksi aluminum; min. screws per clip)
intermediate supports 1.5-inch high seam P P
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

System Deck B::':?er Underlay Roof Cover iDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
. inch ol d inch hed Elevate UC-3 Fixed Clip / No. 10 pancake-
MltrL ;3/3§;n.c EYWOOh atkma.):. 24-;;(: ip;/r;s .attsc € d (Optional) Elevate UC-3 head, stainless steel (one screw per clip)
- -7/8- iona
W-22 wi X £7e-inc r|ng§ anxnatls or #e.x Inch woo P Note 2 Min. 0.032-inch Max. 24-inch | Or 18-inch o.c. -110.5
screws spaced max. 6-inch o.c. at panel edges and Note 2 lumi .
intermediate supports aluminum Elevate U.C-3 Super Clip / No. 10 panca!(e-
head, stainless steel (two screws per clip)
in. F 24- Elevate UC-3
:\r:l:; slga/:szalt::rc]i?eF;Av:izfawnorizzdxcz?;(/gl—»ilnwc%o:natsmhz)r:k24 (Optional) M?r\\laoeogz inch, min Elevate UC-3 Expansion Clip SS / #10-12 x
W-23. A P R ’ g Note 2 n- o .I cn, '_ X Max. 16-inch | min. 1.5” pancake-head, stainless steel (two 6-inch o.c. -112.5
nails spaced max. 6-inch o.c. at panel edges and Note 2 27 ksi aluminum; min. .
X R N . screws per clip)
intermediate supports 1.5-inch high seam
Min. 19/32-inch plywood at max. 24-inch spans attached Elevate UC-3
ith 2Y%-inch ring shank nails or #8 x 1-7/8-inch Optional - i . -
W-24, | ith 8 x 2%inch ring shank nails or #8x 1-7/&-inch wood | (Optional) | oo | i 0.032-inch Max. 24-inch | Cevate UGS Super Clip /No. 10 pancake- | )y o ¢ | 295
screws spaced max. 6-inch o.c. at panel edges and Note 2 X head, stainless steel (two screws per clip)
i i aluminum
intermediate supports
) . . Note 2
M.m. 19/32-|n.ch plywood at ma.x. 24-inch spans .attached . Followed Elevate UC-3 Elevate UC-3 Super Clip / No. 10 x 1%-inch,
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) | by Elevate . ) . . )
W-25 . . Min. 0.027-inch Max. 16-inch | pancake-head stainless steel (two screws 12-inch o.c. -52.5
screws spaced max. 6-inch o.c. at panel edges and 12-inch Note 2 approved My o er clip)
o.c. at intermediate supports ventilation P P
mat
Note 2
Min. 19/32-inch plywood at max. 24-inch spans attached Followed
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) | byoptional flevate UC-3 Elevate UC-3 Super Clip / No. 10 pancake-
W-26 . Elevate Min. 0.027-inch Max. 16-inch . ) . 12-inch o.c. -116.0
screws spaced max. 6-inch o.c. at panel edges and Note 2 approved RHEINZINK head stainless steel (two screws per clip)
intermediate supports ventilation
mat
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-3 Elevate UC-3 Super Clip / No. 10 x 1%-inch,
W-27. with ring shank nails or wood screws spaced max. 6-inch Note 2 Min. 0.027-inch Max. 16-inch | pancake-head stainless steel (two screws 12-inch o.c. -123.5
. X Note 2 .
o.c. at panel edges and intermediate supports RHEINZINK per clip)
it 8 2nch 1 ok s o #5178 oo | (Cptional Elevate UC-3 Elevate UC-3 Expansion Clip / No. 10
W-28 : g. P Note 2 . Max. 16-inch | pancake-head, stainless steel (two screws 12-inch o.c. -76.75
screws spaced max. 6-inch o.c. at panel edges and Note 2 Min. 16 oz copper er clip)
intermediate supports P P
ELEVATE UNA-CLAD™ UC-4:
10-12 in. 1.5” - i
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-4 fte?al wi)t(hn::nlon?Naiir;iafwr:)e;ds:c:aa;:sle::
W-29. attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 24 ga., min. 50 ksi Max. 18-inch . Y . ’ . R 30-inch o.c. -45.0
. N . Note 2 R each location driven through adjacent guide
max. 6-inch o.c. at panel edges and intermediate supports yield steel . .
holes in mounting flange.
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

System Deck B::':?er Underlay Roof Cover iDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
. . . No. 10-12, No. 2 Phillips drive, wafer-head
M.m. 19/32-|nch.plywood at max. 24-inch spans aFtached (Optional) Elevate UC-4 Max. 17%- | with washer. Two fasteners at each .
W-30 with #8 x 1-7/8-inch wood screws spaced max. 6-inch o.c. Note 2 K . R . . 18-inch o.c. -52.5
K ) . Note 2 24 ga. steel inch location driven through adjacent guide
at panel edges and 12-inch o.c. at intermediate supports holes in mounting flange
Min. 19/32-inch plywood at max. 24-inch spans attached
with 8d x 2%-inch ring shank nails spaced max. 6-inch o.c. No. 10-12, No. 2 Phillips drive, wafer-head
W-31 at panel edges at intermediate supports or Min. 7/16-inch (Optional) Note 2 Elevate UC-4 Max. 9%- with washer. Two fasteners at each 12-inch o.c 525
PS-2 rated OSB at max. 24-inch spans attached with #8 x Note 2 26 ga. steel inch location driven through adjacent guide h ’
2%-inch long coarse thread screws spaced max. 12-inch o.c. holes in mounting flange
at panel edges at intermediate supports
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-4 ftle(l_ll\f/i)t(hn;lnl‘oln‘?/va':;?\r;iaIfl'ev:/}:)e;ds’t:;a;:sle:ts
W-32 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Note 2 24 ga., min. 50 ksi Max. 18-inch each Iocatio»; driven thr.ou h adiacent guide 24-inch o.c. -75.0
max. 6-inch o.c. at panel edges and intermediate supports ote yield steel holes in mounting flange . B
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-4 #10-12 x min. 1.5” pancake-head, stainless
W-33 inch spans attached with 0.113 x 2-3/8-inch ring shank (Optional) Note 2 > M50 ki Max. 18-inch steel with nylon washer. Two fasteners at 24-inch o.c 825
’ nails spaced max. 6-inch o.c. at panel edges and Note 2 X gla., B sl ’ each location driven through adjacent guide " ’
intermediate supports S holes in mounting flange.
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-4 ftletﬁ\f,i)t(hn:n|.o::\.?~azz:12$aIEFGV-\/T;dsIt;a;?sle:ts
W-34 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note.2 Note 2 24 ga., min. 50 ksi Max. 18-inch each Iocatio\; driven thr-ou h adiacent euide 18-inch o.c. -90.0
max. 6-inch o.c. at panel edges and intermediate supports ore yield steel holes in mounting flange ghad &
Min. 19/32-inch plywood at max. 24-inch spans attached .
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) Elevate UC-4 Max. 17%- No. 12 wafer-head WIFh was.,her. One .
W-35 . Note 2 K fastener at each location driven through 12-inch o.c. -92.5
screws spaced max. 6-inch o.c. at panel edges and Note 2 24 ga. steel inch uide holes in mounting flange
intermediate supports g g &
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-4 #10-12 x min. 1.5” pancake-head, stainless
W-36 inch spans attached with 0.113 x 2-3/8-inch ring shank (Optional) Note 2 24 ga.. min. 50 ksi Max. 18-inch steel with nylon washer. Two fasteners at 12-inch o.c 975
nails spaced max. 6-inch o.c. at panel edges and Note 2 N gl v : ' each location driven through adjacent guide - '
intermediate supports stee holes in mounting flange.
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-4 #10-12 x min. 1.5” pancake-head, stainless
W-37 inch spans attached with 0.113 x 2-3/8-inch ring shank (Optional) Note 2 " in. 50 ksi Max. 9%- steel with nylon washer. Two fasteners at 30-inch o.c 975
nails spaced max. 6-inch o.c. at panel edges and Note 2 ¢ gla., min. sl inch each location driven through adjacent guide o '
intermediate supports stee holes in mounting flange.
Min. 19/32-inch APA span rated CDX plywood at max. 24- Elevate UC-4 #10-12 x min. 1.5” pancake-head, stainless
W-38 inch spans attached with 0.113 x 2-3/8-inch ring shank (Optional) Note 2 24 in. 50 ksi Max. 18-inch steel with nylon washer. Two fasteners at 6-inch o.c 1125
nails spaced max. 6-inch o.c. at panel edges and Note 2 ga., min. sl ' each location driven through adjacent guide o '

intermediate supports

steel

holes in mounting flange.
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

System Deck B::':?er Underlay Roof Cover iDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 19/32-inch APA span rated CDX plywood at max. 24- #10-12 x min. 1.5” pancake-head, stainless
. . . . . Elevate UC-4 X
inch spans attached with 0.113 x 2-3/8-inch ring shank (Optional) . . Max. 9%- steel with nylon washer. Two fasteners at .
W-39 ; . Note 2 24 ga., min. 50 ksi - . \ ) B 12-inch o.c. -172.5
nails spaced max. 6-inch o.c. at panel edges and Note 2 teel inch each location driven through adjacent guide
intermediate supports stee holes in mounting flange.
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-4 ftle(;l\f,i)t(hn:nfgﬁ{iﬁiigaIfrev-vzefaadslt:aa;?sle;ts
W-40. attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Min. 0.032-inch Max. 18-inch . v . ’ . R 24-inch o.c. -45.0
. N . Note 2 X each location driven through adjacent guide
max. 6-inch o.c. at panel edges and intermediate supports aluminum . .
holes in mounting flange.
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-4 ftle?e-llvii)t(hn:nlloln.?/va‘:i:iakTev-vP;e;dslt;a;?sle;ts
W-41. attached with 0.113 x 2-3/8-inch ring shank nails spaced P Note 2 Min. 0.032-inch Max. 18-inch . v . ’ . R 12-inch o.c. -52.5
. N . Note 2 . each location driven through adjacent guide
max. 6-inch o.c. at panel edges and intermediate supports aluminum . X
holes in mounting flange.
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-4 Max. 17% uﬁ'hlv?,;lsi’e’:‘O'T\anzr}!lslfsnder:\slea’tvzzﬁr-head
W-42. with #8 x 1-7/8-inch wood screws spaced max. 6-inch o.c. P Note 2 Min. 0.040-inch o y . o ) R 18-inch o.c. -52.5
K . . Note 2 \ inch location driven through adjacent guide
at panel edges and 12-inch o.c. at intermediate supports aluminum K .
holes in mounting flange
Min. 19/32-inch plywood at max. 24-inch spans attached
with 8d x 2%-inch ring shank nails spaced max. 6-inch o.c. No. 10-12, No. 2 Phillips drive, wafer-head
. R . ) . Elevate UC-4 :
at panel edges at intermediate supports or Min. 7/16-inch (Optional) . . Max. 9%- with washer. Two fasteners at each .
W-43. . X Note 2 Min. 0.032-inch R . . . R 12-inch o.c. -52.5
PS-2 rated OSB at max. 24-inch spans attached with #8 x Note 2 . inch location driven through adjacent guide
R . aluminum K .
2%-inch long coarse thread screws spaced max. 12-inch o.c. holes in mounting flange
at panel edges at intermediate supports
i 16 nch Ao span 124 0551 24160905 | (0
W-44. attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Min. 0.032-inch Max. 18-inch . v . ) . R 18-inch o.c. -67.5
. N . Note 2 X each location driven through adjacent guide
max. 6-inch o.c. at panel edges and intermediate supports aluminum . .
holes in mounting flange.
W-45. with 8d x 2%-inch ring shank nails spaced max. 6-inch o.c. Note 2 Min. 0.032-inch o . ! . . . 12-inch o.c. -113.5
! . . Note 2 X inch driven through guide holes in mounting
at panel edges and 6-inch o.c. at intermediate supports aluminum flange
.10-12, No. 2 Phillips dri -
Min. 23/32-inch plywood at max. 24-inch spans attached ) . . N(.) 0-12, No. 2 Phillips drive, wafer hegd
N R X (Optional) Elevate UC-4 Min. 12-inch | with washer. One fastener at each location .
W-46. with #8 x 1-7/8-inch wood screws spaced max. 6-inch o.c. Note 2 . . . . . . 9-inch o.c. -52.5
K . . Note 2 Min. 16 oz copper Max. 14-inch | driven through guide holes in mounting
at panel edges and 12-inch o.c. at intermediate supports flange
ELEVATE UNA-CLAD™ UC-6:

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 9™ EDITION (2026) FBC NON-HVHZ PEER-HSP-013.A.R14 for FL13629-R11 (NON-HVHZ)
Elevate UNA-CLAD™ / GenFlex UNA-CLAD™ / Exceptional Metals DefendEX Non-Structural Metal Roof Systems; (317) 572-4100 Revision 14: 08/19/2026
TOP OF PAGE Appendix 1, Page 12 of 21.



TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

System Deck B::':?er Underlay Roof Cover iDP
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-6 Elevate UC-6 Low Float Clip / #10-12 x min.
W-47. attached with 0.113 x 2-3/8-inch ring shank nails spaced No’ie N Note 2 24 ga., min. 51 ksi Max. 18-inch | 1.5” pancake-head, stainless steel (two 30-inch o.c. -41.6
max. 6-inch o.c. at panel edges and intermediate supports yield steel screws per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-6 or Elevate UC-6 Low Float Clip (with coated
W-48. with #8 x 2)-inch wood screws spaced max. 6-inch o.c. at No’;e N Note 2 Elevate UC-6 HD Max. 18-inch | steel tab) / No. 12 hex-washer, pancake 36-inch o.c. -52.5
panel edges and 12-inch o.c. at intermediate supports Min. 24 ga. steel head plated screws (two screws per clip).
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-6 Elevate UC-6 Low Float Clip / #10-12 x min.
W-49, attached with 0.113 x 2-3/8-inch ring shank nails spaced Noie ) Note 2 24 ga., min. 51 ksi Max. 18-inch | 1.5” pancake-head, stainless steel (two 24-inch o.c. -60.0
max. 6-inch o.c. at panel edges and intermediate supports yield steel screws per clip)
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-6 Elevate UC-6 Low Float Clip / #10-12 x min.
W-50 attached with 0.113 x 2-3/8-inch ring shank nails spaced Nor;e N Note 2 Min. 0.032-inch Max. 18-inch | 1.5” pancake-head, stainless steel (two 30-inch o.c. -45.0
max. 6-inch o.c. at panel edges and intermediate supports aluminum screws per clip)
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-6 Elevate UC-6 Low Float Clip / #10-12 x min.
W-51 attached with 0.113 x 2-3/8-inch ring shank nails spaced Noie 5 Note 2 Min. 0.032-inch Max. 18-inch | 1.5” pancake-head, stainless steel (two 24-inch o.c. -52.5
max. 6-inch o.c. at panel edges and intermediate supports aluminum screws per clip)
. . . Elevate UC-6 or . .
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-6 HD Elevate UC-6 Low Float Clip (with coated
W-52. with #8 x 2}-inch wood screws spaced max. 6-inch o.c. at P Note 2 | . Max. 18-inch | steel tab) / No. 12 hex-washer, pancake 30-inch o.c. -52.5
. ) R Note 2 Min. 0.032-inch X
panel edges and 12-inch o.c. at intermediate supports aluminum head plated screws (two screws per clip).
u
ELEVATE UNA-CLAD™ UC-7:
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-7 Elevate UC-7 Clip (coated steel) / No. 12
W-53. with #8 x 2}-inch wood screws spaced max. 6-inch o.c. at P Note 2 . Max. 12-inch | hex-washer, pancake head plated screws 12-inch o.c. -52.5
. K . Note 2 Min. 24 ga. steel R
panel edges and 6-inch o.c. at intermediate supports (two screws per clip).
ELEVATE UNA-CLAD™ UC-14:
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-14 Elevate UC-14 Clip / #10-12 x min. 1.5”
W-54 attached with 0.113 x 2-3/8-inch ring shank nails spaced R 7 Note 2 24 ga., min. 53 ksi Max. 18-inch | pancake-head, stainless steel (two screws 18-inch o.c. -52.5
max. 6-inch o.c. at panel edges and intermediate supports R~ yield steel per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached . -
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) Elevate UC-14 . Elgvate UC-14 Clip / No. 10-12, No. 2 Phillips .
W-55 . . Note 2 Max. 18-inch | drive, pancake head screws (two screws per 36-inch o.c. -52.5
screws spaced max. 6-inch o.c. at panel edges and 12-inch Note 2 24 ga. steel clip)
o.c. at intermediate supports Pl
Min. 23/32-inch plywood at max. 24-inch spans attached . -
. Elevate UC-14 CI No. 10-12, No. 2 Phill
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood | (Optional) Elevate UC-14 . cvare 'p/No. 10-12, No. 2 Phillps |
W-56 . . Note 2 Max. 18-inch | drive, pancake head screws (two screws per | 48-inch o.c. -52.5
screws spaced max. 6-inch o.c. at panel edges and 12-inch Note 2 24 ga. steel clip)
o.c. at intermediate supports P
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TABLE 1B: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

System Deck B::':?er Underlay Roof Cover iDP

No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-14 Elevate UC-14 Clip / #10-12 x min. 1.5”

W-57 attached with 0.113 x 2-3/8-inch ring shank nails spaced Note 2 Note 2 24 ga., min. 46 ksi Max. 18-inch | pancake-head, stainless steel (two screws 24-inch o.c. -67.5
max. 6-inch o.c. at panel edges and intermediate supports ote yield steel per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached . .
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) Elevate UC-14 ) E"?"ate PC-14 Clip / No. 10-12, No. 1 Phillips )

W-58 . . Note 2 Max. 16-inch | drive, bugle head screws (two screws per 12-inch o.c. -86.0
screws spaced max. 6-inch o.c. at panel edges and 6-inch Note 2 24 ga. steel clip)
o.c. at intermediate supports P)-
Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-14 Elevate UC-14 Clip (galvanized) / No. 10-12,

W-59 with 8d x 2%-inch ring shank nails spaced max. 6-inch o.c. Note 2 Note 2 24 ga., min. 57 ksi Max. 18-inch | No. 2 Phillips drive, pancake head screws 16-inch o.c. -91.7
at panel edges and intermediate supports ote yield steel (two screws per clip).
Min. 19/32-inch plywood at max. 24-inch spans attached . .
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) Elevate UC-14 ) EI(-.:-vate UC-14 Clip / No. 10-12, No. 1 Phillips )

W-60. . . Note 2 Max. 16-inch | drive, bugle head screws (two screws per 6-inch o.c. -99.5
screws spaced max. 6-inch o.c. at panel edges and 6-inch Note 2 24 ga. steel clip)
o.c. at intermediate supports P).

. . . . . Continuous,

Min. 19/32-inch plywood at max. 24-inch spans attached (Optional) Elevate UC-14 Elevate UC-14-HW Continuous Clips / No. 0.25-inch

W-61 with 8d x 2%-inch ring shank nails spaced max. 6-inch o.c. Note 2 Note 2 24 ga., min. 57 ksi Max. 18-inch | 10-12, No. 2 Phillips drive, pancake head b.etween -144.2
at panel edges and intermediate supports ote yield steel screws (2 screws per clip) clip-ends
Min. 7/16-inch APA span rated OSB at max. 24-inch spans (Optional) Elevate UC-14 Elevate UC-14 Clip / #10-12 x min. 1.5”

W-62 attached with 0.113 x 2-3/8-inch ring shank nails spaced N 2 5 Note 2 Min. 0.032-inch Max. 18-inch | pancake-head, stainless steel (two screws 18-inch o.c. -52.5
max. 6-inch o.c. at panel edges and intermediate supports otz aluminum per clip)
Min. 19/32-inch plywood at max. 24-inch spans attached _ Elevate UC-14 Elevate UC-14 Clip / No. 10-12, No. 1 Phillips
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) : : . - .

W-63 . . Note 2 Min. 0.032-inch Max. 16-inch | drive, bugle head screws (two screws per 18-inch o.c. -52.5
screws spaced max. 6-inch o.c. at panel edges and 12-inch Note 2 lumi clip)
o.c. at intermediate supports aluminum P).
M.m. 19/32—|n.ch plywood at ma.x. 24-inch spans .attached _ Elevate UC-14 Elevate UC-14 Clip / No. 10-12, No. 1 Phillips
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) . . . . .

W-64. . . Note 2 Min. 0.032-inch Max. 16-inch | drive, bugle head screws (two screws per 12-inch o.c. -74.0
screws spaced max. 6-inch o.c. at panel edges and 6-inch Note 2 lumi clip)
o.c. at intermediate supports aluminum P)-
M.m. 19/32—|n.ch plywood at ma.x, 24-inch spans .attached . Elevate UC-14 Elevate UC-14 Clip / No. 10-12, No. 1 Phillips
with 8d x 2%-inch ring shank nails or #8 x 1-7/8-inch wood (Optional) ) ) . ) )

W-65. . . Note 2 Min. 0.032-inch Max. 16-inch | drive, bugle head screws (two screws per 6-inch o.c. -86.0
screws spaced max. 6-inch o.c. at panel edges and 6-inch Note 2 lumi clip)
o.c. at intermediate supports aluminum Pl
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TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

Roof Cover

System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
ELEVATE UNA-CLAD™ UC-3:
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at bafrier) Min 1-i§ch max Min. 12- Elevate UC-3 Expansion Clip / No.
max. 24-inch spans attached R T ! ’ (Optional) Elevate UC-3 inch Min. 20 ga., 3 12-13, No. 3 Phillips drive, truss- 12-inch
S-1. . . 4-inch thick, min. 1.8 pcf Note 2 R wen -52.5
with No. 12-14 x 1-inch self- . . Note 2 24 ga. steel Max. 20- X 4-inch steel head, “S” point (two screws per o.c.
drilling, self-tapping screws density rigid insulation inch clip)
! ; board; Note 2
spaced max. 6-inch o.c.
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at barrier) Min. 1-inch, max. . Min. 26 ga., 4 . .
’ ! Opt | Elevate UC-3 . 16- ! - . -
S-2. max. 48-inch spans attached | 4-inch thick, min. 1.8 pcf f\l 2 |c;na ) Note 2 24eva et | M?:cﬁs X 4-inch 5\:::2:;2:;}?;?;25! Nec: clliz’) 120|:ch -52.5
with puddle welds spaced density rigid insulation ote ga. stee stainless steel P P o
max. 12-inch o.c. board; Note 2
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at barrier) Min. 1-inch, max. . Min. 26 ga., 4 . .
’ ! Optional Elevate UC-3 . 20- ! - . -
S-3. max. 48-inch spans attached | 4-inch thick, min. 1.8 pcf L 2 : 5 ) Note 2 » v teel M?:CEO X 4-inch gl—f/v—?r:ihu(ivjos’:cprz;vcs“pe/r :? )12’ 24OIZCh -52.5
with puddle welds spaced density rigid insulation ote ga. stee stainless steel * P P o
max. 12-inch o.c. board; Note 2
(Optional if using fire
Min. 22 ga., min. 1%-inch barrier) Min. 1-inch, max. 4 x 4-inch min. . .
! ! ) El - E |
deep, Grade 33 steel at 6-inch thick, min. 1.8 pcf (Optional) Elevate UC-3 Max. 20- 26 ga.S/Sor evate UC-3 S/S Expansion Clip / 24-inch
S-4. X . . Note 2 R No. 12 wafer head steel screws -52.5
max. 72-inch spans fastened | density rigid insulation Note 2 24 ga. steel inch 20 ga. galv . o.c.
K ) ) (two screws per clip)
max. 6-inch o.c. board or min. %-inch steel
ISOGARD HD; Note 2
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at barrier) Min. 1-inch, max. . Min. 26 ga., 4 Elevate UC-3 Super Clip / No. 12 )
’ ! Opt | Elevate UC-3 . 16- ) ! ! -
S-5. max. 48-inch spans attached | 4-inch thick, min. 1.8 pcf (Optional) Note 2 evate M?X 16 X 4-inch pancake-head (two screws per 12-inch -71.0
. o ) Note 2 24 ga. steel inch . ) o.c.
with puddle welds spaced density rigid insulation stainless steel | clip)
max. 12-inch o.c. board; Note 2
Min. 22 ga., min. 1%-inch
| Elevate UC-3 ' .
deep, Gréde 33 steel at (Optional if using fire ) : Elevate UC-3 Fixed Clip
max. 60-inch spans attached X 3 . . . min. 1.5-inch . .
. barrier) Min. 1-inch thick, (Optional) . Max. 20- (galvanized) / No. 12, pancake- 16-inch
S-6. with Tek 3 screws spaced . S Note 2 seam height . None . -71.0
. min. 2 pcf density rigid Note 2 - inch head (two screws per clip) o.c.
max. 6-inch o.c. Panels insulation board: Note 2 24 ga., min. 52 90 d
stitched with Tek 3 screws, 1 ksi yield steel egree seam
6-inch o.c.
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NEmMO | etc.e
TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Roof Cover

System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at barrier) Min. 1-inch, max. . Min. 26 ga., 4 Elevate UC-3 Super Clip / No. 12 .
’ ! Opt | Elevate UC-3 . 16- ) ’ ! -
S-7. max. 48-inch spans attached | 4-inch thick, min. 1.8 pcf (Optional) Note 2 evate M?X 16 X 4-inch pancake-head (two screws per 6-inch -101.0
. L . Note 2 24 ga. steel inch . . o.C.
with puddle welds spaced density rigid insulation stainless steel clip)
max. 12-inch o.c. board; Note 2
Min. 22 ga., min. 1%-inch
| Elevate UC-3 . .
deep, Gréde 33 steel at (Optional if using fire ) A Elevate UC-3 Fixed Clip
max. 60-inch spans attached X K . . . min. 1.5-inch . .
. barrier) Min. 1-inch thick, (Optional) . Max. 20- (galvanized) / No. 12, pancake- 6-inch
S-8. with Tek 3 screws spaced ) L Note 2 seam height . None ) -161.0
R min. 2 pcf density rigid Note 2 N inch head (two screws per clip) o.c.
max. 6-inch o.c. Panels insulation board; Note 2 24 ga., min. 52 90d
stitched with Tek 3 screws, ! ksi yield steel egree seam
6-inch o.c.
Min. 22 ga., min. 1%-inch (Optional if using fire
deep, Grade 33 steel at P K X .g Min. 12- Elevate UC-3 Expansion Clip / No.
X barrier) Min. 1-inch, max. . Elevate UC-3 . . . . .
59 max. 24-inch spans attached 4-inch thick. min. 1.8 pcf (Optional) Note 2 Riic. 0.0335irE inch Min. 20 ga., 3 12-13, No. 3 Phillips drive, truss- 12-inch 525
’ with No. 12-14 x 1-inch self- T P Note 2 G - ane Max. 20- x 4-inch steel head, “S” point (two screws per o.c. '
- . density rigid insulation aluminum X .
drilling, self-tapping screws inch clip)
. board; Note 2
spaced max. 6-inch o.c.
s vate UCS3 Elevate UC-3 Expansion Clip S5 /
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. Min. 1.5-inch evate g xpa’x’nsmn b
. . ) . . #10-12 x min. 1.5” pancake-head, .
40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached seam height Max. 16- K 18-inch
S-10. R . . Note 2 | X None stainless steel (two screws per -52.5
spans with one #12-24 HWH | with HD Hailgard Fasteners at 8 parts per 4 x 8 Min. 0.032- inch . . . o.c.
” . . clip), engage HailGard Composite
DP5 screw, 6” o.c. ft board inch, 27 ksi
’ Board
aluminum
Elevate UC-3 El -3E i li
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. K . evate UC .3 xp?’n5|on Clip 55/
. . ) ) Min. 1.5-inch #10-12 x min. 1.5” pancake-head, .
40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached . Max. 16- K 18-inch
S-11. R . . Note 2 seam height R None stainless steel (two screws per -67.5
spans with one #12-24 HWH | with HD Hailgard Fasteners at 12 parts per 4 x in. 0.032-inch inch clip), engage HailGard Composite o.c.
DP5 screw, 6” o.c. 8 ft board M'n'_ -J32-Inc P), engag P
aluminum Board
Min. 22 T B. Grad Elevate UC-3
in. 22 ga., Type B, Grade . . .
. .1.5- E -
40 steel at max. 60-inch Min. 1.5-inch thick ISO 95+ | (Optional) Min 5.|nch Max. 12- Min. 20 ga., 4 Ievate.UC 3 Super Clip 24-inch
S-12. R . Note 2 seam height R X (galvanized) / #12-13 pancake- -90.0
spans with one #12-24 HWH | GL, loose-laid Note 2 X inch inch X 4-inch steel head (two screws per clip) o.c.
DP5 screw, 6” o.c. Min. 9.040—|nc WO screws per clip
aluminum
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NEmMO | etc.e
TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Roof Cover

System Deck Insulation Fire Barrier Underlay MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type ‘:7':::‘ Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 22 ga., min 1%-inch
deep, Grade 33 steel at Min. 3-inch thick ISO 95+ Min. %-inch Dens
max. 60-inch spans attached | GL attached #12 screws Ef;';s:g:‘:gd N Elevate UC-3 Max. 12- Elevate UC-3 Super Clip / No. 12, 18-inch
S-13. with one %-inch x 1%-inch and 3-inch diameter plates inch diameter Note 2 Min. 0.040-inch inéh None pancake-head (three screws per oc -134.0
TEK screw at each valley (6- at 15 parts per 4 x 8 ft plates at 15 parts aluminum clip) o
inch o.c.). Side laps board per 4 x 8 ft board
fastened 12-inch o.c.
Min. 22 ga., min 1%-inch
deep, Grade 33 steel at Min. 3-inch thick ISO 95+ Min. %-inch Dens
max. 60-inch spans attached | GL attached #12 screws 2;;';:::3?:::(1 N Elevate UC-3 v Elevate UC-3 Super Clip / No. 12, 12-inch
S-14. with two %-inch x 1%-inch and 3-inch diameter plates inch diameter Note 2 Min. 0.040-inch inéh None pancake-head (three screws per oc -150.0
TEK screws at each valley (6- | at 24 parts per 4 x 8 ft plates at 24 parts aluminum clip) -
inch o.c.). Side laps fastened | board per 4 x 8 ft board
12-inch o.c.
Min. 22 ga., Type B, Grade N
40 steel at max. 60-inch Min. 1.5-inch thick 1S0 95+ | (Optional) PR >-1nen Max. 12- | Min.20ga, 4 | Eievate UC-3 Super Clip 12-inch
S-15. ) ; Note 2 seam height . . (galvanized) / #12-13 pancake- -165.0
spans with one #12-24 HWH | GL, loose-laid Note 2 . . inch x 4-inch steel ) o.c.
DP5 screw, 6” o.c. Min. 0.040-inch head (two screws per clip)
aluminum
Min. 22 ga., min. 1%-inch (Optional if using fire Note 2
deep, Grade 33 steel at barrier) Min. 1-inch, max. (Optional) EZL‘;‘:’:" by Elevate UC-3 Max. 16. | Min-26ga. 4 | Elevate UC-3 Super Clip / No. 12 12-inch
S-16. max. 48-inch spans attached | 4-inch thick, min. 1.8 pcf Min. 0.027-inch S X 4-inch wafer-head stainless steel (two -52.5
with puddle welds spaced density rigid insulation NORE Sgs;?:g:n RHEINZINK inch stainless steel | screws per clip) 0C
max. 12-inch o.c. board; Note 2 mat
Note 2
Min. 22 ga. Type B, Grade (Optional if using fire Followed by | s
33 steel at max. 48-inch barrier) Min. 1-inch, max. . optional Elevate UC- Min. 26 ga., 4 . )
S-17. spans attached with puddle 4-inch thick, min. 1.8 pcf (Optional) EIZvate Min. 0.027-inch M?X' 16- X 4-inch Elevate UC-3 Super Clip / No. 1.2 12-inch -86.0
welds spaced max. 12-inch density rigid insulation Noteq approved RHEINZINK inch stainless steel wafer-head (two screws per clip) 0-C
o.c. board; Note 2 ventilation
mat
Min. 22 ga., min. 1%-inch Note 2 Min. 26 ga., 4
deep, Grade 33 steel at Min. 1-inch thick rigid (Optional) Followed by Elevate UC-3 Max. 16- x 4-inch Elevate UC-3 Super Clip / No. 12, 12-inch
S-18. max. 48-inch spans attached | foam plastic fastened per Colbond Min. 0.027-inch o stainless steel pancake-head stainless steel -93.5
with puddle welds spaced manufacturer Note 2 Enkamat 7010 | RHEINZINK inch or %-inch (two screws per clip) 0-C.
max. 12-inch o.c. vapor barrier plywood
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NEmMO | etc.e
TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Roof Cover

System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 22 ga. Type N, min. 3- Min. 5/8-inch
: f : : mineral board,
Ir':(;: dle;:f?:seaattaaif:cll at mg;jg”gig;n:itlo attached #14 Elevate UC-3 Max. 20 Min. 26 ga., 4 Elevate UC-3 Expansion Clip / No. 8-inch
S-19. o P R . ) 4 screws and 3-inch | Note 2 Min. 16 oz ?X' ) X 4-inch 12 pancake-head steel (two -inc -84.2
with #12-24 x 1%-inch HWH layers min. 1%-inch ASTM ] inch . . o.c.
diameter plates at copper stainless steel | screws per clip)
grade 5 screws spaced max. | C1289 polyisocyanurate 1.5 ft2 per
6-inch o.c. fastener
ELEVATE UNA-CLAD™ UC-4:
- L
Min. 22 ga., min. 1%-inch (Optional if using fire No. 12-15, No. 3 Phillips drive,
deep, Grade 33 steel at
P, X barrier) Min. 1-inch, max. . i truss-head, “S” point with .
max. 24-inch spans attached R ) . (Optional) Elevate UC-4 Max. 17%- Min. 26 ga., 3 18-inch
S-20. ) ; 4-inch thick, min. 1.8 pcf Note 2 ) ) washer. Two fasteners at each -52.5
with No. 12-14 x 1-inch self- L ) Note 2 24 ga. steel inch x 3-inch steel . . - o.c.
drilling. self-tapping screws density rigid insulation location driven through adjacent
spacei’max iji:chgo c board; Note 2 guide holes in mounting flange
- o
xz&zééz’eg’;ns.ttﬁl I:tCh (Optional if using fire No. 12-15, No. 3 Phillips drive,
max. 24-inch spans attached ba.rrler) Mm' 1-.mCh’ max. (Optional) Elevate UC-4 Max. 17%- Min. 20 ga., 3 truss-head, S” point with 12-inch
S-21. . . 4-inch thick, min. 1.8 pcf Note 2 X R washer. Two fasteners at each -52.5
with No. 12-14 x 1-inch self- L . Note 2 24 ga. steel inch x 4-inch steel ) ) ) o.c.
drilling. self-tapping screws density rigid insulation location driven through adjacent
space(gj,max 6-pizchgo c board; Note 2 guide holes in mounting flange
- L
Min. 22 ga., min. 1%-inch (Optional if using fire No. 12-15, No. 3 Phillips drive,
deep, Grade 33 steel at
P ) barrier) Min. 1-inch, max. < Elevate UC-4 . truss-head, “S” point with .
max. 24-inch spans attached R ) . (Optional) X i Max. 17%- Min. 20 ga., 3 12-inch
S-22. ) . 4-inch thick, min. 1.8 pcf Note 2 Min. 0.040-inch X X washer. Two fasteners at each -52.5
with No. 12-14 x 1-inch self- N ) Note 2 ) inch x 4-inch steel - ) - o.c.
drilling. self-tapping screws density rigid insulation aluminum location driven through adjacent
space(g:i,max Sﬁgchgo c board; Note 2 guide holes in mounting flange
#10-12 x min. 1.5” pancake-head,
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. stainless steel with nylon
) ; ) ) Elevate UC-4 washers. Two fasteners at each )
40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached K X Max. 17%- R . R 18-inch
S-23. R . . Note 2 Min. 0.032-inch K None location driven through adjacent -60.0
spans with one #12-24 HWH | with HD Hailgard Fasteners at 8 parts per 4 x 8 . inch . R N o.c.
DP5 screw. 6” o.c ft board aluminum guide holes in mounting flange,
! o engage HailGard Composite
Board
ELEVATE UNA-CLAD™ UC-6:
Min. 22 ga., min. 1%-inch (Optional if using fire Elevate UC-6 or Elevate UC-6 Low Float Clip (with
deep, Grade 33 steel. Span barrier) Min. 1-inch, min. . Elevate UC-6 . coated steel tab) / No. 14 self- )
’ ! Opt | . 18- . . . . -
S-24. and attachment to meet 1.8 pcf density rigid t\l F: |c;na ) Note 2 HD M?:CSS )lz/llllninzci i:e'e? drilling, self-tapping, hex-washer, 300|:Ch -52.5
design pressure insulation board or min. %- ote Min. 24 ga. pancake head plated screws (two o
requirements. inch ISOGARD HD; Note 2 steel screws per clip)
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TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

NEmMO | etc.e

Roof Cover

System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min. 22 ga., min. 1%-inch O;:.>t|onal'f|re barner.(l.\lote 2) f0||0W.ed by min. Elevate UC-6 or Elevate UC-6 Low Float Clip (with
1-inch thick UL Classified foam plastic coated steel tab) / No. 10-10 x 1-
deep, Grade 33 steel. Span : . . A . Elevate UC-6 \ ) - ; )
insulation followed by min. 15/32-inch thick Max. 18- inch, A-point, No. 2 Phillips drive, 24-inch
S-25. and attachment to meet . . . Note 2 HD R None -52.5
design pressure APA rated plywood or min. 7/16-inch thick PS- Min. 24 inch pancake head screws (two screws o.c.
re ugiresnents 2 OSB attached with HD Hailgard Fasteners at ¢ m.l ga. per clip), engage plywood or OSB
q 24 parts per 4 x 8 ft board; Note 2 stee coverboard.
Elevate UC-6 or El -6 Low Flat Cli ith
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. v evate UC-6 Low Flat Clip (Wlt.
. . ) . Elevate UC-6 coated steel tab) / #10-12 x min. .
526 40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached Note 2 HD Max. 18- None 1.5” pancake-head. stainless steel 18-inch 525
: spans with one #12-24 HWH | with HD Hailgard Fasteners at 8 parts per 4 x 8 K inch =P N o.c. ’
DP5 screw, 6” o.c ft board Min. 24 ga., 51 (two screws per clip), engage
T ksi steel HailGard Composite Board
Min. 22 ga., min. 1%-inch O;.)t|onal.f|re barrler.(l.\lote 2) foIIoszEd by min. Elevate UC-6 or Elevate UC-6 Low Float Clip (with
1-inch thick UL Classified foam plastic coated steel tab) / No. 10-10 x 1-
deep, Grade 33 steel. Span . . . . . Elevate UC-6 X . - . .
insulation followed by min. 15/32-inch thick Max. 18- inch, A-point, No. 2 Phillips drive, 24-inch
S-27. and attachment to meet . . . Note 2 HD R None -52.5
design pressure APA rated plywood or min. 7/16-inch thick PS- Min. 0.032-inch inch pancake head screws (two screws o.c.
re ugire‘r)nents 2 OSB attached with HD Hailgard Fasteners at Im. n < per clip), engage plywood or OSB
q 24 parts per 4 x 8 ft board; Note 2 " coverboard.
Elevate UC-6 - i i
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. evate or Elevate UC-6 Low Flat Clip (WIt.h
) ) ) ] Elevate UC-6 coated steel tab) / #10-12 x min. .
40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached Max. 18- ” R 18-inch
S-28. R . . Note 2 HD X None 1.5” pancake-head, stainless steel -52.5
spans with one #12-24 HWH | with HD Hailgard Fasteners at 8 parts per 4 x 8 K . inch . o.c.
" Min. 0.032-inch (two screws per clip), engage
DP5 screw, 6” o.c. ft board . K .
aluminum HailGard Composite Board
ELEVATE UNA-CLAD™ UC-14:
Min. 22 ga., min. 1%-inch (Opt.|onal |.f usm.g fire . Elevate UC-14 Clip / No. 14 No. 3
deep, Grade 33 steel. Span barrier) Min. 1-inch, max. (Optional) Elevate UC-14 Max. 18- Min. 24 ga., Phillips drive, truss head, self- 18-inch
S-29. and attachment to meet 4-inch thick, min. 1.8 pcf Note 2 . 4% x 6-inch - P ! ! -52.5
. A - Note 2 24 ga. steel inch drilling screws (two screws per o.c.
design pressure density rigid insulation steel .
: clip)
requirements. board; Note 2
Min. 22 ga., min. 1%-inch (Optional if using fire (Optional) 4 x .
) . . A . El -14 Cl | .
deep, Grade 33 steel at barrier) Max. 4-inch thick, (Optional) Elevate UC-14 Max. 18- 4-inch min. 26 evate UC C |.p (coated steel) 18-inch
S-30. X L . Note 2 X / No. 12 self-drilling screws (two -52.5
max. 72-inch spans fastened | rigid insulation board; Note 2 24 ga. steel inch ga.S/Sor 20 . o.c.
R screws per clip)
max. 6-inch o.c. Note 2 ga. galv steel
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NEmMO | etc.e
TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Roof Cover

System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min. %-inch
Loadmaster
Mineral Board or
Min. 22 in. 1%-inch Dens Deck with
de'z' Gi’z;?;“;te;""sc | (optional) Min. -inch, taped joints Elevate UC-14 Clip / No. 14 No. 3
P - P max. 4-inch thick, min. 1 attaCh?d Noﬁ Elevate UC-14 Max. 18- Phillips drive, truss head, self- 48-inch
S-31. and attachment to meet T, . 0.140-inch dia. Note 2 . None .- -52.5
. pcf density rigid insulation Philli 24 ga. steel inch drilling screws (two screws per o.c.
design pressure board: Note 2 illips, trumpet clip)
requirements. ¢ or bugle head P
screws with 3 x 3-
inch steel plates
at 21 parts per 4 x
8 ft board
- o
2/22‘ Zéiz;?;”;tt/e’l '”SChan (Optional) Min. 1-inch, Min. 16 sa Elevate UC-14 Clip / No. 14 No. 3
P - 2P max. 4-inch thick, min. 2 (Optional) Elevate UC-14 Max. 18- ’ .g ’ Phillips drive, truss head, self- 48-inch
S-32. and attachment to meet L . Note 2 . 4% x 6-inch - -52.5
. pcf density rigid insulation Note 2 24 ga. steel inch drilling screws (two screws per o.c.
design pressure steel )
> board; Note 2 clip)
requirements.
Min. 29 ga., min. 9/16-inch Elevate UC-14 Clip / No. 14 No. 3
deep, Grade 80 steel atop . ) . . X
. (Optional) Min. 1-inch, . Phillips drive, truss head, self-
min. 16 ga, Grade 50 steel K . R . Min. 24 ga., 3- . .
. . max. 4-inch thick, min. 2 (Optional) Elevate UC-14 Max. 18- . drilling screws (two screws per 48-inch
S-33. purlins at max. 48-inch L . Note 2 X 7/8 x 5-inch . . -52.5
pcf density rigid insulation Note 2 24 ga. steel inch clip). Clips located atop and o.c.
spans. Attachment to meet steel
. board; Note 2 fasteners engage structural
design pressure supports (purlins)
requirements. pp
in 22 g0 min i | S5l e e (ke lovetly
deep, Grade 33 steel at uL Cla;sifiet;i ;I isoc anu,rate (':0"? osite wi{h Elevate UC-14 Clip / No. 10-12, A-
max. 6 ft spans attached X poly .y R p Elevate UC-14 Max. 18- point, No. 2 Phillips drive, 36-inch
S-34. . R factory laminated min. 7/16-inch thick APA Note 2 X None -52.5
with No. 12-14 x 1-inch self- 24 ga. steel inch pancake head screws (two screws o.c.
drilling, self-tapping screws rated OSB attagyfll No. 11-13 triQgead er clip), engage OSB coverboard
. ace(g:i,max sﬁschgo c screws with 2-inch diameter, 22 ga. steel P P), engag :
P ’ - plates at 15 parts per 4 x 8 ft board; Note 2
Min. 22 ga., Type B, Grade Optional fire barrier (Note 2) followed by min. Elevate UC-14 Clip / #10-12 x min.
. . 3 ) Elevate UC-14 M : )
535 40 steel at max. 60-inch 1.5-inch HailGard Composite Board attached Note 2 24 46 ksi Max. 18- None 1.5” pancake-head, stainless steel 18-inch 525
’ spans with one #12-24 HWH | with HD Hailgard Fasteners at 8 parts per 4 x 8 ¢ gla., st inch (two screws per clip), engage o.c. '
DPS screw, 6” o.c. ft board stee HailGard Composite Board
Min. 22 ga., min. 1%-inch (Optional if using fire (Optional) 4 x .
! . ) ) . Elevate UC-14 Elevate UC-14 Clip / No. 12 self-
5-36 deep, Grade 33 steel at barrier) Max. 4-inch thick, (Optional) Note 2 Min. 0.032-inch Max. 18- 4-inch min. 26 dr?l\llian escrews (two/sc?ews Szr 18-inch 525
: max. 72-inch spans fastened | rigid insulation board Note 2 n. o -inc inch ga.S/Sor20 . & P o.c. ’
. aluminum clip)
max. 6-inch o.c. Note 2 ga. galv steel
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NEmoO | etc.
TABLE 2: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Roof Cover
System Deck Insulation Fire Barrier Underlay Panel MDP
No. (Note 1) (Note 2) (Note 2) (Note 2) Panel Type Wai::h Bearing Plate Clips and/or Fasteners (Note 6) Spacing (psf)
Min 22 g min i | SERT e ke lowedly
deep, Grade 33 steel at y e 2 ! P . ¥ Elevate UC-14 Clip / No. 10-12, A-
UL Classified poly-isocyanurate composite Elevate UC-14 R - . .
max. 6 ft spans attached . . R . R K i Max. 16- point, No. 2 Phillips drive, 18-inch
S-37. . K with factory laminated min. 7/16-inch thick Note 2 Min. 0.032-inch . None -52.5
with No. 12-14 x 1-inch self- . inch pancake head screws (two screws o.c.
drilling. self-tapping screws APA rated OSB attached No. 11-13 truss head aluminum er clip) engage OSB coverboard
. ace(gj,max 6fjizchgo c screws with 2-inch diameter, 22 ga. steel P P} engag :
P ’ o plates at 15 parts per 4 x 8 ft board; Note 2

TABLE 3: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

ELEVATE UNA-CLAD STANDING SEAM

Syst Deck Fire Barri Underl Roof Cover
ystem ec . ire Barrier nderlay
Insulation i MDP (psf)
No. (Note 1) (Note 2) (Note 2) Panel Type Panel Width Bearing Plate (135 ey e (s me Spacing
(Note 6)
Min. 5-inch thick Tectum Il or Tectum E at max. 24-inch spans attached Elevate UC- Elevate UC-14 Clip / No. 10-12,
CWE-1. with No. 14 x 6-inch x m.m. 5/8-inch dia hej‘;\d self-drilling, self-tapping Note 2 14 Max. 18-inch | None A-point, No. 2 Phillips drive, 36-inch o.c. 525
screws spaced max. 12-inch o.c. at each joist. Note: Truss Tee and pancake head screws (two
s 24 ga. steel .

Tectum Grout required if panels not tongue-and-groove. screws per clip).
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