Registry No. 29824
17520 Edinburgh Dr
Tampa, FL 33647
(813) 480-3421

CREEK

TECHNICAL SERVICES, LLC

EVALUATION REPORT FLORIDA BUILDING CODE, 8™ EDITION (2023)

Manufacturer: U.S. Ply, Inc.

PO Box 11740

Fort Worth, TX 76110
(866) 787-4759

www.usply.com

Issued January 30, 2024

Manufacturing Plants: Fort Worth, TX

Quality Assurance: FM Approvals (QUA1860)

SCOPE

Category: Roofing

Subcategory: Modified Bitumen Roof System

Code Edition: Florida Building Code, 8" Edition (2023)

Code Sections: 1504.3.1, 1504.6, 1504.7, 1507.10.2, 1507.11.2,
Properties: Wind Resistance, Physical Properties, Impact Resistance

PRODUCT DESCRIPTION

Products Specification Description

DuraFlex™ 30 SBS Base ASTM D 4601 Base or ply sheet, Type II, for mechanical attachment, hot asphalt and cold
adhesive applications

DuraWeld 4M APP ASTM D 6222 Cap sheet, Grade G, Type |, for torched applications

DuraWeld 4M FR APP ASTM D 6222 Cap sheet, Grade G, Type |, for torched applications

DuraWeld 4S APP ASTM D 6222 Base, ply or cap sheet, Grade S, Type |, for torched applications

SafeWeld 180FR APP ASTM D 6222 Cap sheet, Grade G, Type I, for cold adhesive or torched applications

SafeWeld 180M APP ASTM D 6222 Cap sheet, Grade G, Type I, for cold adhesive or torched applications

SafeWeld 180S APP ASTM D 6222 Base, ply or cap sheet, Grade S, Type |, for cold adhesive or torched
applications

USP APP 160M ASTM D 6222 Cap sheet, Grade G, Type |, for torched applications

USP APP 160S ASTM D 6222 Base, ply or cap sheet, Grade S, Type |, for torched applications

USP APP 160S Plus ASTM D 6222 Base, ply or cap sheet, Grade S, Type |, for torched applications

USP™ Base Sheet ASTM D 4601 Base or ply sheet, Type II, for mechanical attachment, hot asphalt and cold
adhesive applications

USP™ Type IV Glass Ply ASTM D 2178 Base or ply sheet, Type 1V, for hot asphalt applications

USP™ Type VI Premium Glass ASTM D 2178 Base or ply sheet, Type VI, for hot asphalt applications

Ply
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REFERENCES
Entity Report No. Standard Year
FM Approvals (TST1867) 3012321 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3014692 FM 4470 2016
FM Approvals (TST1867) 3018332 FM 4454 2010
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3020703 FM 4470 2016
FM Approvals (TST1867) 3023458 FM 4470 2016
FM Approvals (TST1867) 3024594 FM 4470 2016
FM Approvals (TST1867) 3024973 FM 4470 2016
FM Approvals (TST1867) 3026528 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3026836 FM 4470 2016
FM Approvals (TST1867) 3028478 FM 4470 2016
FM Approvals (TST1867) 3029655 FM 4470 2016
FM Approvals (TST1867) 3029993 FM 4470 2016
FM Approvals (TST1867) 3033028 FM 4470 2016
FM Approvals (TST1867) 3032172 FM 4470 2016
Trinity|ERD (TST6049) U11650.07.09-1 FM 4470 2016
Trinity|ERD (TST6049) U0230.12.06-R1 FM 4470 2016
TAS 114 2011
Trinity|ERD (TST6049) 2005.U0212.09.05-R1 FM 4470 2016
TAS 114 2011
Trinity|ERD (TST6049) U0215.0506-2-R2 ASTM D 6222 2016
Trinity|ERD (TST6049) U30120.11.10 FM 4470 2016
FM 4474 2011
TAS 114 2011
Trinity|ERD (TST6049) U33320.08.10-1 FM 4474(B) 2011
TAS 114(D) 1995
Trinity|ERD (TST6049) U33320.10.10 FM 4474(D) 2012
TAS 114(J) 1995
Trinity|ERD (TST6049) U41790.05.12-1-R1 ASTM D 6222 2016
Trinity|ERD (TST6049) U41790.05.12-2-R2 ASTM D 6222 2016
TAS 110 2000
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LIMITATIONS

1. This evaluation report is not use in the HVHZ.

2. Fire classification is not within the scope of this evaluation.

3. The roof deck and the roof deck attachment shall be designed by others to meet the minimum design loads
established for components and cladding and in accordance with FBC requirements.

4. Foam plastic insulation shall be installed in accordance with the FBC Section 2603.4 and 2603.6.

5. Installation of the evaluated products shall comply with this report, the FBC, and the manufacturer’s
published application instructions. Where discrepancies exist between these sources, the more restrictive
and FBC compliant installation detail shall prevail.

6. The minimum roof slope shall be 1/4:12 for new construction.

7. For assemblies containing mechanical attachment, the allowable uplift pressure for the selected assembly
shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16. For
perimeter and corner roof zones 2 and 3, the attachment density may be increased by a qualified design
professional, as necessary, to meet the design pressure requirements in these areas. Commonly used
standards include RAS 117, FM LPDS 1-29, or ANSI/SPRI WD-1.

8. Reroofing applications shall be examined in accordance with FBC Section 1511. For mechanically fastened
systems, a field withdrawal resistance test (ANSI/SPRI FX-1 or TAS 105) shall be conducted by a qualified
professional to ensure the fastener meets the minimum design load requirements of the system. For
adhered systems, a field uplift resistance test (ASTM E 907, FM LPDS 1-52, ANSI/SPRI IA-1, or TAS) shall
be conducted to confirm conformance of the existing to the minimum design loads.

9. For assemblies adhered in ribbon-applied adhesive, the allowable uplift pressure for the selected assembly

shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16.
The attachment density may be increased by a qualified design professional, as necessary, to meet the
design pressure requirements in the periphery zones. Calculations shall be conducted in compliance with
FM LPDS 1-29.

10. All products listed in this report shall be manufactured under a quality assurance program in compliance with

Rule 61G20-3.
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COMPLIANCE STATEMENT
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U.S. PLY, INC.

APP Modified Roofing Systems

The products evaluated herein by Zachary R. Priest, P.E. have demonstrated compliance with the Florida Building
Code 8" Edition (2023) as evidenced in the referenced documents submitted by the named manufacturer.
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CERTIFICATION OF INDEPENDENCE

CREEK Technical Services, LLC does not have, nor will it acquire, a financial interest in any company manufacturing or distributing
products under this evaluation.

CREEK Technical Services, LLC is not owned, operated, or controlled by any company manufacturing or distributing products under
this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products
under this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

APPENDICES

1) APPENDIX A - Installation (2 pages)
2) APPENDIX B — Nomenclature and Approved Assemblies (26 pages)
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[APPROVED ASSEMBLIES]

[NOMENCLATURE]
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TECHNICAL SERVICES, LLC

APPENDIX A

INSTALLATION

Note - Refer to the APPROVED ASSEMBLIES section of this report within Appendix B for specific installation details of a
selected assembly.

Unless otherwise specified in this report the following installation details shall be met for the named products:

Component Product Installation Detail
Dekfast PLT-R-3 Min. 3-inch diameter Galvalume® steel plate
Dekfast DE-#12-PH3 Min.0.75-inch penetration through the top rib of the steel deck or
wood deck
Min. 0.75-inch penetration through the top rib of the steel deck or
Dekfast DF-#14-PH3 wood deck. Min. penetration 1-inch into concrete deck.
Jeveap Hurricane Capnails Min. 30 ga. x 1-5/8-inch diameter steel disc with 11 ga. x 1-1/4-inch
P P annular ring shank nail bonded in the center of the disc
Steel Round Javeans Min. 1-inch diameter steel disc with 11 ga. x 1-1/4-inch annular ring
P shank nail bonded in the center of the disc
. Min.0.75-inch penetration through the top rib of the steel deck or
OMG #12 Standard Roofgrip wood deck
#14 fastener; Min. 0.75-inch penetration through the top rib of the
OMG Heavy Duty Fastener steel deck or wood deck. Min. penetration 1-inch into concrete
deck.
. Min. 0.75-inch penetration through the top rib of the steel deck or
OMG #14 Roofgrip Fastener wood deck. Min. penetration 1-inch into concrete deck.
OMG CD-10 Fastener Min. penetration 1-inch into concrete deck.
OMG 3” Galvalume Steel Plate 3” round Galvalume® steel plate
OMG AccuTrac Flat Bottom Plate 3” square A2-SS aluminized steel plate
OMG 3” AccuTrac Plate 3” square Galvalume® steel plate
Min.0.75-inch penetration through the top rib of the steel deck or
PlyFast #12 CDP Fastener wood deck
Fastening #14 fastener; Min. 0.75-inch penetration through the top rib of the
Systems PlyFast #14 HD Fastener steel deck or wood deck. Min. penetration 1-inch into concrete
deck.
Min. 0.75-inch penetration through the top rib of the steel deck or
PlyFast #15 EHD Fastener wood deck. Min. penetration 1-inch into concrete deck.
1.2-inch shank; Base sheet fastener with integrated 2.7-inch
PlyFast 75 Base Ply Fastener diameter plate.
PlyFast 90 Base Ply Fastener 3_.7—|nch shank; Base sheet fastener with integrated 2.7-inch
iameter plate.
. Min. 1.8-inch shank; Base sheet fastener with integrated 2.7-inch
PlyFast Double-Lock Nail diameter plate and locking staple.
PlyFast Standard Metal Plate Min. 3-inch diameter Galvalume® steel plate with reinforcing ribs
Trufast #12 DP Fastener Min.0.75-inch penetration through the top rib of the steel deck or
wood deck
Trufast #14 HD Eastener Min. 0.75-inch penetration throu_gh the top rib of the steel deck or
wood deck. Min. penetration 1-inch into concrete deck.
Trufast 3” Metal Insulation Plate Min. 3-inch diameter Galvalume® steel plate with reinforcing ribs
Trufast EM-75 Base Sheet Fastener 1_.2-|nch shank; Base sheet fastener with integrated 2.7-inch
diameter plate.
1.7-inch shank; Base sheet fastener with integrated 2.7-inch
Trufast FM-90 Base Sheet Fastener diameter plate.
. Min. 1.7-inch shank; Base sheet fastener with integrated 2.7-inch
Trufast Insuldeck Loc-Nail . -
diameter plate and locking staple.
Trufast Twin Loc-Nail Assembled Min. 1.8-inch shank; Base sheet fastener with integrated 2.7-inch
Fastener diameter plate and locking staple.
ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 20-40 Ibs/100 ft*
Insulation ICP Adhesives CR-20 Applied in 2.5 to 3.5-inch wide continuous ribbons, max. 12-inch
Adhesives 9.C.
OMG OlyBond 500 Applied in 3/4 to 1-inch wide continuous ribbons, max. 12-inch o.c.
PlyLink Solvent Free Adhesive Fully adhered at a rate of 2 gal/sq
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APPENDIX A

Component Product Installation Detail
Membrane ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 25-40 Ibs/100 ft*
Adhesives SafeWeld APP Modified Bitumen Fully adhered at a rate of 1.5-2 gal/sq

Adhesive

Insulation/Cover
Boards

ACFoam-II

ACFoam-llI . . . . . . . .

ACFoam-IV Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
facers; Adhered boards shall be a maximum 4-ft x 4-ft

ACFoam-1V Tapered

ENRGY 3

FescoBoard Min. 0.75-inch thick

Georgia-Pacific DensDeck

Georgia-Pacific DensDeck Prime

Min. 0.25-inch thick gypsum roof board with fiberglass facer

H-Shield

Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various

H-Shield CG facers; Adhered boards shall be a maximum 4-ft x 4-ft

Min. Type | ASTM C 578, Adhered boards shall be a maximum 4-ft
Insulfoam | X Aft

Min. Type Il ASTM C 578; Adhered boards shall be a maximum 4-ft
Insulfoam I X At

Min. Type VIII ASTM C 578; Adhered boards shall be a maximum
Insulfoam VIl

4-ft x 4-ft

Min. Type IX ASTM C 578; Adhered boards shall be a maximum 4-
Insulfoam IX

ft x 4-ft
I1ISO 95+GL . . o . . . .
Multi-Max EA3 Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various

Tapered Thermaroof-3

facers; Adhered boards shall be a maximum 4-ft x 4-ft

Structodek High Density Fiberboard

Min. 0.5-inch thick

Ultra-Max

Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
facers; Adhered boards shall be a maximum 4-ft x 4-ft

USG SECUROCK Gypsum-Fiber
Roof Board

Min. 0.25-inch thick gypsum roof board with fiber reinforcement

Base/Ply Sheets

DuraFlex 30 SBS Base

DuraWeld 4S APP

SafeWeld 180S APP

USP APP 160S

USP APP 160S Plus

USP Base Sheet

USP Type IV

USP Type VI

Min. 3-inch wide side-laps; Min. 6-inch end laps; Side-laps shall be
installed perpendicular to the direction of the steel deck ribs and
parallel to the direction of the wood trusses for mechanically
attached systems

Cap Sheets

DuraWeld 4M APP

DuraWeld 4MFR APP

DuraWeld 4S APP

SafeWeld 180FR APP

SafeWeld 180M APP

SafeWeld 180S APP

USP APP 160M

USP APP 160S

USP APP 160 S Plus

Min. 4-inch side-laps; Min. 6-inch end-laps

Cellular
Lightweight
Concrete

Min. 300 psi Celcore MF with HS
Rheology Admixture

Slurry coat min. 1/8-inch thick; 1-inch thick EPS board (1 Ibs/ft®);
Min. 2-inch thick top coat; Celcore PVA curing compound applied
at rate of 300 ft¥/gal

Min. 200 psi Celcore

Min. 200 psi Celcore MF

Min. 200 psi Mearlcrete

Min. 200 psi Elastizell

Min. 300 psi Cellular Lightweight
Concrete

Slurry coat min. 1/8-inch thick; OPTIONAL: Min. 1-inch thick EPS
board (1 Ibs/ft®); Min. 2-inch thick top coat
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[APPROVED ASSEMBLIES]
[INSTALLATION]; [NOMENCLATURE]

NOMENCLATURE

The following naming conventions are utilized to specify products in the APPROVED ASSEMBLIES section of this report. Refer to the nomenclature below when
deciphering the allowable products for use in the selected assembly. Installation requirements shall be as noted in the APPROVED ASSEMBLIES and INSTALLATION
section of this report.

Name Definition

As Tested Information provided to the report user based on the as tested condition of the roof system

CA APP Base One ply of the following fully bonded by in SafeWeld APP Modified Bitumen Adhesive:
SafeWeld 180S APP or USP Base Sheet

CA APP Cap One ply of the following fully bonded by in SafeWeld APP Modified Bitumen Adhesive:
SafeWeld 180FR APP, SafeWeld 180M APP or SafeWeld 180S APP

CA APP Ply One ply of the following fully bonded by in SafeWeld APP Modified Bitumen Adhesive:

SafeWeld 180S APP

CD Fasteners & Plates

One of the following:

-Dekfast PLT-R-3 with Dekfast DF-#14-PH3 fastener

-OMG 3” Galvalume Steel Plate with OMG Heavy Duty or CD-10 fastener
-OMG AccuTrac or AccuTrac Flat Bottom Plate with OMG #14 Roofgrip fastener
-PlyFast Standard Metal Plate with PlyFast #14 HD or #15 EHD fastener
-Trufast 3” Metal Insulation Plate with Trufast #14HD fastener

CR-20

ICP Adhesives CR-20

Cover Board

One layer of cover board listed in this report or approved under rule 61G20-3, such as gypsum, cement board, perlite, polyisocyanurate, or wood
fiberboard. Insulation shall be preliminarily secured unless otherwise noted.

As Tested deck construction details are described as follows:

Concrete Deck Min. f. = 2,500 psi at 28 days
CWF Deck Min. 2.5-inch thick Tectum | cementitious wood fiber panels
Steel Deck Min. 22 ga, Wide Rib Deck (Type WR) conforming to ANSI/SDI-RD1.0 & FBC; 0.5% Vented for LWIC applications only. The
following nomenclature is used to further describe the As Tested condition.
F<#> <#> #12-24 HWH self-drilling screws or equivalent fastener at each flute used to secure the deck to the structural
supports; Min. 0.25-inch penetration
G<#t> Min. Grade <#> of Steel Deck
Deck Detail L<#> Max. span of <#> ft
P Min. 5/8-inch diameter puddle welds at each flute used to secure the deck to the structural supports
S<#> 1/4 ”-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel side laps
W 3/4-inch O.D. flat washer used with indicated fastener
Wood Deck APA Span-Rated plywood sheathing. The following nomenclature is used to further describe the As Tested condition.
T<#>P Min. <#>-inch thickness of the plywood
T<#>0 Min. <#>-inch thickness of the OSB
L<#> Max. span of <#> inches
N<#> 8d ring shank nails spaced <#>-inch o.c. at all intermediate supports and at the perimeter of each board
DensDeck Min. 0.25-inch Georgia-Pacific DensDeck

DensDeck Prime

Min. 0.25-inch Georgia-Pacific DensDeck Prime
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Name Definition
HA BUR Base One ply of the following fully bonded in ASTM D 312, Type IV hot asphalt:

DuraFlex 30 SBS Base, USP Base Sheet, USP Type IV Glass Ply or USP Type VI Premium Glass Ply

HA BUR Ply

One or more plies of the following fully bonded in ASTM D 312, Type IV hot asphalt:
USP Type IV Glass Ply or USP Type VI Premium Glass Ply

Hot Asphalt

ASTM D 312, Type IV Asphalt

Insulation

One or more layers or combinations of roofing insulation listed in this report or approved under rule 61G20-3, such as gypsum, perlite, polyisocyanurate,
polystyrene, or wood fiberboard. Insulation shall be preliminarily secured unless otherwise noted.

ISO

One or more layers of ASTM C1289, Type |l polyisocyanurate

ISO |

One layer of any of the following products:
-ACFoam-II

-ACFoam-Ill

-ACFoam-IV

-Multi-Max FA3

-H-Shield

-H-Shield CG

-ENRGY 3

-ISO 95+ GL

ISO I

One layer of any of the following products:
-ACFoam-II

-ACFoam-lIl

-Multi-Max FA3

ISO I

One layer of any of the following products:
-ACFoam-II

-Multi-Max FA3

-H-Shield

-ENRGY 3

-1SO 95+ GL

ISO IV

One layer of any of the following products:
-ACFoam-II

-ACFoam-Ill

-Multi-Max FA3

-H-Shield

ISOV

One layer of any of the following products:
-ACFoam-II

-H-Shield

-ENRGY 3

-1SO 95+ GL

ISO VI

One layer of any of the following products:
-ACFoam-II

-H-Shield

-H-Shield CG

-ENRGY 3

-1SO 95+ GL
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Name Definition
One layer of any of the following products:
-ACFoam-II
-ACFoam-IlI
ISO VII -Multi-Max FA3
-H-Shield
-H-Shield CG
-ENRGY 3
LWIC Poured-in-place Cellular Lightweight Concrete with encapsulated insulation board
MA Base One ply of the following mechanically attached as prescribed per the approved assembly:
DuraFlex 30 SBS Base or USP™ Base Sheet
MA Base | One ply of the following mechanically attached as prescribed per the approved assembly: _
DuraFlex 30 SBS Base, USP™ Base Sheet, USP Type IV Glass Ply or USP Type VI Premium Glass Ply
MCRF Minimum Characteristic Resistance Force as determined by TAS 105 for the named fastener in the selected assembly
MDP Maximum Design Pressure
OB500 OMG OlyBond 500
PlyLink SFA PlyLink Solvent Free Adhesive

Preliminarily Secured

Fastened per the manufacturer’s minimum requirements

Recover

Where assemblies are used to recover an existing roof, the existing roof shall consist of only one layer of roofing, i.e. recovering a previously recovered
roof is not permitted. Recover roofing shall be conducted in compliance with FBC Section 1511. For mechanically fastened roof assemblies, the existing
roof insulation thickness may be contributory in meeting the minimum insulation thickness requirements for a given assembly.

SD Fasteners & Plates

One of the following:

-Dekfast PLT-R-3 with Dekfast DF-#12-PH3 or DF-##14-PH3 fastener

-OMG 3” Galvalume Steel Plate with OMG #12 Standard Roofgrip or Heavy Duty fastener

-OMG AccuTrac or AccuTrac Flat Bottom Plate with OMG #12 Standard Roofgrip or #14 Roofgrip fastener
-PlyFast Standard Metal Plate with PlyFast #12 CDP, #14 HD or #15 EHD fastener

-Trufast 3” Metal Insulation Plate with Trufast #12 DP or #14 HD fastener

SECUROCK Min. 0.25-inch USG SECUROCK Gypsum-Fiber Roof Board
One ply of the following fully bonded by torch adhering:

TAAPP Base DuraWeld 4S APP, USP APP 160S, USP APP 1605 Plus
One ply of the following fully bonded by torch adhering:

TA APP Cap DuraWeld 4M APP, DuraWeld 4MFR APP, DuraWeld 4S APP, SafeWeld 180FR APP, SafeWeld 180M APP, SafeWeld 180S APP, USP APP 160M,
USP APP 160S, USP APP 160S Plus

TA APP Ply One or more plies of the following fully bonded by torch adhering:

DuraWeld 4S APP, USP APP 160S, USP APP 160S Plus

WD Fasteners &

One of the following:
-Dekfast PLT-R-3 with Dekfast DF-#12-PH3 or DF-#14-PH3 fastener
-OMG 3” Galvalume Steel Plate with OMG #12 Standard Roofgrip or Heavy Duty fastener

Plates -OMG AccuTrac Flat Bottom Plate with OMG #12 Standard Roofgrip or #14 Roofgrip fastener
-PlyFast Standard Metal Plate with PlyFast #12 CDP or #14 HD fastener
-Trufast 3” Metal Insulation Plate with Trufast #12 DP or #14 HD fastener
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Name Definition

One of the following:
WD HD Fasteners & -OMG 3” Galvalume Steel Plate with OMG #14 Heavy Duty fastener
Plates -PlyFast Standard Metal Plate with PlyFast #14 HD fastener

-Trufast MP-3 with Trufast HD fastener
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APPROVED ASSEMBLIES

The following notes shall be observed when using the assembly tables below.

1. MDPs were calculated using a 2:1 margin of safety per FBC Section 1504.9 and 1523.4.
2. Referto LimiTATIONS and NOMENCLATURE sections of this evaluation when using the table(s) below.
3. Refer to INSTALLATION section of this report for installation detail when the information is not explicitly stated for the selected assembly.
4. The on-center (0.c.) spacing given is the maximum allowable attachment spacing for the rated system.
5. As Tested information for roof deck construction is provided for information only. The addition of the As Tested deck information does not obviate the
requirement for rational design of the roof deck and roof deck attachment in accordance with FBC requirements.
6. Prior to application of the approved assembly an optional vapor barrier, such as 4-6 mil polyethylene, V-Force, or DensDeck Prime with V-Force, may be
installed over concrete or steel decks when the approved assembly contains insulation or the membrane fastened through to the deck.
Assembly System Numbers and Definitions
C-A-# Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
C-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
C-M-# Mechanically Fastened Assemblies over Concrete Deck (New, Existing, or Recover)
CW-A-# Assemblies with All Layers Adhered over Cementitious Wood Fiber Deck (New or Existing)
CW-AM-# Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Cementitious Wood Fiber Deck (New, Existing, or Recover)
CW-M-# Mechanically Fastened Assemblies over Cementitious Wood Fiber Deck (New, Existing, or Recover)
G-A-# Assemblies with All Layers Adhered over Gypsum Deck (Existing)
G-AM-# Assemblies with Adhered Membranes over Insulated Gypsum Deck (Existing)
G-M-# Mechanically Fastened Assemblies over Gypsum Deck (New or Existing)
LC-A-# Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
LC-M-# Mechanically Fastened Lightweight Concrete Assemblies over Concrete Deck (New or Existing)
LS-M-# Mechanically Fastened Lightweight Concrete Assemblies over Steel Deck (New or Existing)
R-A-# Recover Assemblies with All Layers Adhered
S-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
S-M-# Mechanically Fastened Assemblies over Steel Deck (New, Existing, or Recover)
W-AM-# Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Wood Deck (New, Existing, or Recover)
W-M-# Mechanically Fastened Assemblies over Wood Deck (New or Existing)
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
Syl\sl;[)em Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet 'E/Szg
’ Attachment Attachment
i 15 OPTIONAL 87
C-AL : insifoam Vil CR20 | penpescpime | R0 | "Tanppase | MABURPor | TAAPPCap | (TS
TA APP Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



B CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.

APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
Syngem Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet IE/”ZfF))
’ Attachment Attachment P
: . OPTIONAL
C-A2 . Min. 1.5-inch CR-20 SECUROCK cr20 | HABURBaseor |\ purpyor | TAAPPCap | 87
Insulfoam VIII TA APP Base (Lim. 9)
TA APP Ply
Min. 2-inch
OPTIONAL
Insulfoam 1, Insulfoam I, DensDeck, DensDeck HA BUR Base or -120
C-A3 ) Insulfoam VIl or ©B500 Prime or SECUROCK ©B500 TAAPP Base | TABURPlyor | TAAPPCap | ) g
TA APP Ply
Insulfoam IX
Min. 1/2-inch OPTIONAL
C-A-4 - Min d eSSy OB500 Structodek High OB500 HABURBase | HABURPlyor | TAAPP Cap (L-i]r-nzog)
T Density Fiberboard TA APP Ply )
OPTIONAL
OPTIONAL DensDeck, DensDeck HA BUR Base or -127.5
C-AS ) Min. 1.5-inch ENRGY 3 ©B500 Prime or SECUROCK ©B500 TAAPP Base | TABURPlyor | TAAPP Cap |50 "g)
TA APP Ply
OPTIONAL
. . OPTIONAL
Min. 1.5-inch DensDeck, DensDeck HA BUR Base or -150
C-A6 - ACFoam-Il, H-Shield or ©B500 Prime or SECUROCK ©B500 TA APP Base H?AB;JEPPQ; or | TAAPPCap | i )
ISO 95+ GL Y
. . OPTIONAL
C-A-7 ) Min. 1.5-inch CR-20 DensDeck or CR-20 HA BUR Base or HABUR Ply or | TA APP Cap -180
Insulfoam II DensDeck Prime TA APP Base (Lim. 9)
TA APP Ply
. . OPTIONAL
cAS8 - Min. 1.5-inch CR-20 SECUROCK Cr20 | MABURBaseor | gyppyor | TAAPP Cap | , X80
Insulfoam Il TA APP Base (Lim. 9)
TA APP Ply
MinMiné-lir:nlgﬁ Tcslgn;/rlr;-lll' Min. 1/2-inch OPTIONAL 180
C-A-9 - L ' CR-20 Structodek High CR-20 HA BUR Base HABURPly or | TA APP Cap ;
Min. 1.5-inch Ultra-Max or Density Fiberboard TA APP P (Lim. 9)
Min. 2-inch ACFoam IV y Y
Min. 1.5-inch Min. 1/2-inch OPTIONAL 1875
C-A-10 | ASTM D41 ACFoam-Il or Hot Asphalt Structodek High Hot Asphalt HA BUR Base HABURPly or | TA APP Cap (Lim '9)
Multi-Max FA3 Density Fiberboard TA APP Ply ’
Min. 1/2-inch OPTIONAL 1875
C-A-11 - Min. 1.5-inch ISO VII CR-20 Structodek High CR-20 HA BUR Base HABURPly or | TA APP Cap (Lim -g)
Density Fiberboard TA APP Ply ’
L . . OPTIONAL
Min. 2-inch ACFoam-Il, Min. 1/2-inch HA BUR Base or -202.5
C-A12 ) ENRGY 3 or H-Shield ©B500 DensDeck Prime 0B500 TA APP Base HABURPlyor | TAAPP Cap (Lim. 9)
TA APP Ply
OPTIONAL 225
C-A-13 | ASTM D 41 Min. 2-inch ISO V Hot Asphalt SECUROCK Hot Asphalt HA BUR Base HABURPlyor | TA APP Cap (Lim. 9)
TA APP Ply ’
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.

APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
Syngem Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet IE/”ZfF))
) Attachment Attachment P
. . OPTIONAL
C-A-14 - Min. 1.5-inch CR-20 SECUROCK CR-20 HABURBase | HABURPlyor | TAAPP Cap | ,22°
Insulfoam IX (Lim. 9)
TA APP Ply
L OPTIONAL
C-A-15 : Min. 2-inch ACFoam-II 0B500 SECUROCK 0B500 HABURBase | HABURPlyor | TAAPP Cap | 22°
ENRGY 3 or H-Shield (Lim. 9)
TA APP Ply
Min. 1.5-inch . . OPTIONAL
C-A-16 | AsTMD 41 ACFoam-Il or Hot Asphalt '\é'ens'ci/éggfg Hot Asphalt | HABURBase | HABURPlyor | TAAPP Cap ('inng'g)
Multi-Max FA3 TA APP Ply :
L OPTIONAL 2325
C-A-17 | ASTM D 41 Min. 2-inch ISO V Hot Asphalt SECUROCK Hot Asphalt TA APP Base TA APP Ply TA APP Cap (Lim. 9)
Min. 1.5-inch OPTIONAL -232.5
C-A-18 - Insulfoarm X CR-20 SECUROCK CR-20 TA APP Base TAAPP Py | TAAPPCap | (570
Min. 2-inch ACFoam-II, OPTIONAL -232.5
C-A-19 - ENRGY 3 or H-Shield OB500 SECUROCK OB500 TA APP Base TAAPP Py | TAAPPCap | (770
. . OPTIONAL
Min. 1.5-inch DensDeck or HA BUR Base or -240
C-A-20 i Insulfoam 1X CR-20 DensDeck Prime CR-20 TA APP Base HABURPly or | TAAPP Cap (Lim. 9)
TA APP Ply
Min. 1-inch ISO VI,
. , ; OPTIONAL
Min. 1.3-inch ACFoam-lIl; DensDeck, DensDeck HA BUR Base or -240
C-A21 ; Min. 1.5-inch Ultra-Max or CR-20 Prime or SECUROCK CR-20 TA APP Base H'IA'ABXSPPIL% or | TAAPPCap | i g
Min. 2-inch ACFoam IV Y
OPTIONAL
DensDeck, DensDeck HA BUR Base or -245
C-A-22 ) Prime or SECUROCK CR-20 - : TAAPP Base | ABURPlyor | TAAPP Cap | ;0 g
TA APP Ply
Min. 2-inch OPTIONAL
C-A-23 - ACFoam-IV or PlyLink SFA SECUROCK PlyLink SFA H¢ABX§PB§;§e°r HABUR Ply or | TAAPP Cap ('inng'g)
Tapered ACFoam-IV TA APP Ply )
OPTIONAL
. . DensDeck, DensDeck HA BUR Base or -270
C-A-24 - Min. 1.5-inch 1SO VI CR-20 Prime of SECUROCK CR-20 TAAPP Base | HABURPlyor | TAAPPCap | it o
TA APP Ply
Min. 1.5-inch OPTIONAL
C-A25 |AsTMD 41 ACFoam-Il or Hot Asphalt Dgniﬁiicgr‘i’%e Hot Asphalt H¢ABX§PBB""::e°r HABUR Ply or | TAAPP Cap (-5;212.3)
Multi-Max FA3 TA APP Ply :
Min. 2-inch OPTIONAL
C-A26 |AsTMD41 Multi-Max FA-3 or Hot Asphalt SECUROCK Hot Asphalt H¢ABX§PBB""::e°r HABUR Ply or | TAAPP Cap (’Lgi’?:'g)
Tapered Thermaroof-3 TA APP Ply ’
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.

APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
Syngem Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet 'Eng
’ Attachment Attachment P
Min. 2-inch OPTIONAL
C-A27 | ASTMD 41 ACFoam-IV or Hot Asphalt SECUROCK Hot Asphait | A BURBa%€ O | iagUR Py or | TA APP Cap ('L‘;'gz'g)
Tapered ACFoam-IV TA APP Ply ’
OPTIONAL -495
C-A-28 | ASTMD 41 - - - - TA APP Base TA APP Ply TAAPPCap | (i)
. . CR-20 CR-20
Min. 2-inch ) . OPTIONAL
C-A-29 . ACFoam-IV or fibbons SECUROCK fibbons | HABURBase of | aABURPlyor | TAAPPCap | 220,
Tapered ACFoam-IV space space TA APP Base TA APP Ply (Lim. 9)
6-inches 6-inches
. . CR-20 CR-20
Min. 2-inch : - OPTIONAL
C-A-30 - Multi-Max FA-3 or gbgggj SECUROCK gbgggj T o s O | HABURPIy or | TAAPP Cap (L-i?n259)
Tapered Thermaroof-3 P p TA APP Ply )
6-inches 6-inches
. . OB500 0OB500
Min. 2-inch - - OPTIONAL
C-A-31 - Multi-Max FA-3 or ribbons SECUROCK fibbons - HABUR Base or | '\ 'p ;r py or | TAAPP Cap | 230
spaced spaced TA APP Base (Lim. 9)
Tapered Thermaroof-3 - - TA APP Ply
6-inches 6-inches
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
System n Base Insulation . Top Insulation MDP
No. Base Insulation Attachment Top Insulation Attachment Base Ply Ply Sheet Cap Sheet (psf)
. . Min. 1/2-inch Structodek
Min. 1.5—|0r:ch ISO1I CD Fasteners and Plates | High Density Fiberboard OPTIONAL 45
C-AM-1 Min. 2-inch at a rate of or Hot Asphalt HA BUR Base HA BUR Ply or TA APP Cap (Lim. 7)
H—éhield 1 fastener per 4-ft® Min. 3/4-inch TA APP Ply '
FescoBoard
Min. 1.5-inch ISO 1l
CD Fasteners and Plates . . OPTIONAL
or Min. 1/2-inch DensDeck HA BUR Base or -45
C-AM-2 Min. 2-inch i at a rate of " Prime or SECUROCK Hot Asphalt TA APP Base HA BUR PI){ or TA APP Cap (Lim. 7)
H-Shield astener per 4-ft TA APP Ply
. . . CD Fasteners & Plates OPTIONAL
C-AM-3 Ml'r’:'s jl';'ig‘nch S'mvﬁg]a?;o‘ijnss'ﬁ;‘agtr’]md SECUROCK at a rate of H¢ ABXEPBSZ;W HABURPlyor | TAAPP Cap (Li'r‘:]s 7
P 1 fastener per 2 ft° TA APP Ply :
. . . CD Fasteners & Plates
C-AM-4 Mn jlg’tlg‘rfh S'mvﬁi}]a?:ofnss'ﬁ;‘;g‘;md SECUROCK at a rate of CA APP Base g: TONAL | caapp cap (Li'rf]s -
P 1 fastener per 2 ft? Y :
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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3 U.S. PLY, INC.
i€ C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
F APPENDIX B

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
System " Base Insulation . Top Insulation MDP

No. Base Insulation Attachment Top Insulation Attachment Base Ply Ply Sheet Cap Sheet (psf)

. . CD Fasteners and Plates . . CR-20 OPTIONAL
C-AM-5 Mllns'é';\r}(:h at a rate of Mpl?i'mléz(;'rnéggsgs(l)jgﬁk ribbons spaced H¢ ABlAJPRPBgzgeor HABURPIlyor | TAAPP Cap (L-i5n21.57)
1 fastener per 1.45-ft? 6-inch o.c. TA APP Ply '
. . CD Fasteners and Plates . . OB500 OPTIONAL
C-AM-6 Mllns'é';\r}(:h at a rate of Mpl?i'mléz(;'rnéggsgs(l)jgﬁk ribbons spaced H¢ ABlAJPRPBgzgeor HABURPIlyor | TAAPP Cap (Li-rio 7
1 fastener per 1.45-ft* 6-inch o.c. TA APP Ply '
Min. 2-inch CD Fasteners and Plates o CR-20 or OB500 OPTIONAL
(not Dekfast) Min. 3/8-inch ) HA BUR Base or -60
C-AM-7 AC Foam-II or at a rate of SECUROCK ribbons spaced TA APP Base HA BUR Ply or TA APP Cap (Lim. 7)
Multi-Max FA3 2 12-inch o.c. TA APP Ply ’
1 fastener per 2-ft
C-AM-8 Min. 1.5-inch Simultaneously secured Min. 0.5-inch cb Fa;tteanreartsegnglates HA BUR Base or HSF‘;—SS'\;@‘N TA APP Cap -60
Insulation with top insulation SECUROCK 1 fastener per 1.33 ft? TA APP Base TA APP Ply (Lim. 7)
. . . . . CD Fasteners & Plates
Min. 1.5-inch Simultaneously secured Min. 0.5-inch OPTIONAL -60
C-AM-9 Insulation with top insulation SECUROCK atarateof ~ | CAAPPBase CAAPPPly | CAAPPCaD | i 7
1 fastener per 1.33 ft
vin. 2:ncn | G Fasteners and Piates | ek 27000 ZEEERC OPTIONAL 67.5
C-AM-10 . at a rate of 9 ISty 0 Hot Asphalt HA BUR Base HA BUR Ply or TA APP Cap s
ISO 1l 2 or Min. 3/4-inch (Lim. 7)
1 fastener per 1.6-ft TA APP Ply
FescoBoard
. . CD Fasteners and Plates . OPTIONAL
camar | Min Zneh at a rate of DDk e Of Hot Asphalt FA SR Base o | HABURPlyor | TAAPP Cap (L_i6n:'57)
1 fastener per 1.6-ft° TA APP Ply :
. . . . . CD Fasteners & Plates OPTIONAL
Cauz | MpLSbeh | Sty sered | e o atareol | PAERESES | veurpyor | Taseecap | (5T
P 1 fastener per 1 ft? TA APP Ply :
. . . . . CD Fasteners & Plates
Min. 1.5-inch Simultaneously secured Min. 0.5-inch OPTIONAL -67.5
C-AM-13 Insulation with top insulation SECUROCK atarateof CAAPP Base CA APP Ply CA APP Cap (Lim. 7)
1 fastener per 1 ft
. : CD Fasteners and Plates . ) OPTIONAL
C-AM-14 M'PS'OZ';\’}Ch at a rate of “é;”s'c?(’)’g;)'g‘r’é‘ Hot Asphalt HABUR Base | HABURPlyor | TAAPP Cap (Li';s 7
1 fastener per 1.45-ft> TA APP Ply :
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Mechanically Fastened Assemblies over Concrete Deck (New, Existing, or Recover)
S Insulation SETe Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Attachment (psf)
SD Fasteners and Plates (not Dekfast)
C-M-1 Min. 1.5-inch Preliminarily DuraFlex 30 SBS Base at 12-inch o.c. in the min. 2-inch lap and HA BUR Ply or TA APP Cal -45
Insulation Secured or USP Base Sheet 18-inch o.c. in two (2) equally spaced, TA APP Ply P (Lim. 7)
staggered center rows
SD Fasteners and Plates (not Dekfast)
C-M-2 Min. 1.5-inch Preliminarily DuraFlex 30 SBS Base at 6-inch o.c. in the min. 4-inch lap and HA BUR Ply or TA APP Cal -135
Insulation Secured or USP Base Sheet 6-inch o.c. in two (2) equally spaced, TA APP Ply P (Lim. 7)
staggered center rows
Assemblies with All Layers Adhered over Cementitious Wood Fiber Deck (New or Existing)
Base Top
. ; . . MDP
Syl\slgem Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet (psf)
’ Attachment Attachment P
. . . . . OPTIONAL
Min. 1.5-inch ACFoam-lIl, Min. 1/2-inch Structodek High -45
CW-A-1 ENRGY 3 or Multi-Max FA3 ©B500 Density Fiberboard ©B500 HABURBase | HABURPlyor | TAAPP Cap (Lim. 9)
TA APP Ply
. . . . HA BUR Base OPTIONAL
cwaz | pnisnoacreant | oo | MniZnSEURock | om | 7o | wikleeyor | Taseeca | o8
TA APP Base TA APP Ply ’
Min. 1-inch ISO VI,
. , v . . . OPTIONAL
CW-A-3 ~ Min. ]_..3—|nch ACFoam-Ill; CR-20 Min. 1/2—|n_ch S_tructodek High CR-20 HA BUR Base HA BUR Ply or TA APP Cap -52.5
Min. 1.5-inch Ultra-Max or Density Fiberboard TA APP PI (Lim. 9)
Min. 2-inch ACFoam IV y
Min. 1-inch ISO VI,
. - ' . . HA BUR Base OPTIONAL
Min. 1.3-inch ACFoam-lIIl; Min. 1/2-inch SECUROCK, -52.5
CW-A-4 | Min. 1.5-inch Ultra-Max or CR-20 DensDeck or DensDeck Prime CR-20 or HABURPly or | TAAPP Cap (Lim. 9)
; ) TA APP Base TA APP Ply
Min. 2-inch ACFoam IV
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3 U.S. PLY, INC.
i€ C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
§ APPENDIX B

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Cementitious Wood Fiber Deck (New, Existing, or Recover)
Sy’\it)em Anchor Sheet Base Insulation Top Insulation Base Ply Ply Sheet Cap Sheet 'EApiF))
(NEW OR EXISTING ONLY)
USP Base Sheet or DuraFlex
30 SBS Base with Trufast OPTIONAL Min. 3/4-inch FescoBoard or OPTIONAL
Insuldeck Loc-Nails secured 9- Min. 1.5-inch ACFoam-II, Min. 1/2-inch Structodek High -30
CW-AM-1 inch o.c. in 4-inch side laps ENRGY 3 or Multi-Max FA3 | Density Fiberboard Roof Insulation HA BUR Base H.'IA_‘ABXEPP}L% or | TAAPP Cap (Lim. 7)
and 12-inch o.c. in two (2), adhered in Hot Asphalt adhered in Hot Asphalt Y
equally spaced, staggered
center rows
(NEW OR EXISTING ONLY)
USP Base Sheet or DuraFlex
30 SBS Base with Trufast OPTIONAL Min. 3/4-inch FescoBoard or OPTIONAL
Insuldeck Loc-Nails secured Min. 1.5-inch ACFoam-II, Min. 1/2-inch Structodek High -45
CW-AM-2 7.5-inch o.c. in 4-inch side laps | ENRGY 3 or Multi-Max FA3 | Density Fiberboard Roof Insulation HA BUR Base H.'?AB;\JPRPP;% or | TAAPP Cap (Lim. 7)
and 7.5-inch o.c. in two (2), adhered in Hot Asphalt adhered in Hot Asphalt Y
equally spaced, staggered
center rows
USP Base Sheet, USP Type
IV, USP Type VI or DuraFlex
30 SBS Base with min. 1.8-
inch embedment using PlyFast . .
; OPTIONAL Min. 3/4-inch FescoBoard or
Double-Lock Nails or . j . ; . OPTIONAL
. . Min. 1.5-inch ACFoam-lI, Min. 1/2-inch Structodek High -45
CW-AM-3 TrufastTwin Loc-Nail : o ) HA BUR Base | HABURPIlyor | TA APP Cap ’
ENRGY 3 or Multi-Max FA3 | Density Fiberboard Roof Insulation (Lim. 7)
Assembled Fastener secured adhered in Hot Asphalt adhered in Hot Asphalt TA APP Ply
9-inch o.c. in 4-inch side laps P P
and 18-inch o.c. in two (2),
equally spaced, staggered
center rows
USP Base Sheet or DuraFlex
30 SBS Base with min. 1.8-
inch embedment using PlyFast OPTIONAL Min. 3/4-inch FescoBoard or
Double-Lock Nails or Trufast Min. 1.5-inch ACFoam-II Min. 1/2-inch Structodek High OPTIONAL -45
CW-AM-4 Twin Loc-Nail Assembled iy f ’ P an HA BUR Base | HABURPIlyor | TA APP Cap )
Fastner secured 9-inch o.c. in ENRGY 3 or Multi-Max FA3 | Density Fiberboard Roof Insulation TA APP PI (Lim. 7)
; : L ribbon adhered in OB500 ribbon adhered in OB500 y
2-inch side laps and 18-inch
0.c. in two (2), equally spaced,
staggered center rows
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C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
APPENDIX B
| TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Cementitious Wood Fiber Deck (New, Existing, or Recover)
Sy’\it)em Anchor Sheet Base Insulation Top Insulation Base Ply Ply Sheet Cap Sheet 'EApiF))
Min. 1/2-inch Structodek High
Density Fiberboard Roof Insulation
?r?sTull(;t'i\lcﬁL secured using PlyFast Double- OPTIONAL 45
CWAM-5 - simultaneously secured with Lock Nails or TrufastTwin Loc-Nail | HA BUR Base | HABUR Ply or | TA APP Cap (Lim. 7)
to ins)L/antion Assembled Fastener secured at a TA APP Ply '
P rate of 1 per 2 ft? with min. 1-inch
embedment
SECUROCK, DensDeck or
DensDeck Prime
?r?s-rull(;t'i\ﬁl_ secured using PlyFast Double- HA BUR Base OPTIONAL 45
CW-AM-6 - simultaneously secured with Lock Nails or TrufastTwin Loc-Nail or HA BUR Ply or | TA APP Cap (Lim. 7)
ton i Y Se Assembled Fastener secured ata | TA APP Base TA APP Ply ’
op insulation > ; ;
rate of 1 per 2 ft© with min. 1-inch
embedment
Mechanically Fastened Assemblies over Cementitious Wood Fiber Deck (New, Existing, or Recover)
. MDP
Syngem Insulation Base Sheet Attachment Ply Sheet Cap Sheet (psf)
(NEW OR EXISTING ONLY) R
CW-M-1 - D&iglgxagg ggeseg:se Trufast Insuldeck Loc-Nails secured 9-inch o.c. in 4-inch side laps and HA BUR Ply TA APP Cap (Lir?10 7
12-inch o.c. in two (2), equally spaced, staggered center rows )
(NEW OR EXISTNG ONLY) .
CW-M-2 - D&iglgxagg ggeseg:se Trufast Insuldeck Loc-Nails secured 7.5-inch o.c. in 4-inch side laps and HA BUR Ply TA APP Cap (Lirfrl15 7
7.5-inch o.c. in two (2), equally spaced, staggered center rows )
USP Base Sheet or Min. 1.8-inch embedment using PlyFast Double-Lock Nails or Trufast 45
CW-M-3 - DuraFlex 30 SBS Base Twin Loc-Nail Assembled Fastener secured 9-inch o.c. in 2-inch side laps HA BUR Ply TA APP Cap Lim. 7)
and 18-inch o.c. in two (2), equally spaced, staggered center rows ’
Assemblies with All Layers Adhered over Gypsum Deck (Existing)
Base Top
Sy’\?(t)em Base Insulation Insulation Cover Board Insulation Base Ply Ply Sheet Cap Sheet IE/”ZfF))
’ Attachment Attachment P
. . SECUROCK, OPTIONAL
G-A-1 I':]/'é:'lf(l)fr;]'r{‘;lrl‘l CR-20 DensDeck or CR-20 H¢ ABxnggzgeor HABURPly or [ TAAPP Cap (I__i8n7'|.59)
DensDeck Prime TA APP Ply '
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with All Layers Adhered over Gypsum Deck (Existing)
Base Top
Sy’\it)em Base Insulation Insulation Cover Board Insulation Base Ply Ply Sheet Cap Sheet IE/”ZfF))
’ Attachment Attachment P
Min. 2-inch SECUROCK, OPTIONAL
G-A-2 Insulfoam 1, Insulfoam 11, OB500 DensDeck or OB500 HA BUR Base o | HABURPlyor | TAAPP Cap (L-i}nzog)
Insulfoam VIII or Insulfoam IX DensDeck Prime TA APP Ply '
OPTIONAL Min. 1/2-inch OPTIONAL 120
G-A-3 Min. 1.5-inch OB500 Structodek High OB500 HA BUR Base HABURPly or | TA APP Cap (Lim. 9)
ISOV Density Fiberboard TA APP Ply '
OPTIONAL SECUROCK, OPTIONAL
G-A-4 Min. 1.5-inch OB500 DensDeck or OB500 H¢ ABlA"PRPBgzgeor HABURPlyor [ TAAPP Cap ('Lliﬁr'g)
ENRGY 3 DensDeck Prime TA APP Ply )
OPTIONAL SECUROCK, OPTIONAL
G-A5 Min. 1.5-inch OB500 DensDeck or OB500 H¢ ABlA"PRPBgzgeor HABURPlyor [ TAAPP Cap (L'i?%)
ACFoam-Il, H-Shield or ISO 95+ GL DensDeck Prime TA APP Ply '
L SECUROCK or OPTIONAL
Min. 2-inch . - HA BUR Base or -135
G-A-6 . OB500 Min. 1/2-inch OB500 HABURPly or | TA APP Cap .
ACFoam-Il, ENRGY 3 or H-Shield DensDeck Prime TA APP Base TA APP Ply (Lim. 9)
: . SECUROCK, OPTIONAL
G-A-7 '\I"r:';uﬁosar':]“ir CR-20 DensDeck or CR-20 HA DIR Base o | HABURPlyor | TAAPP Cap (L'i%fog)
DensDeck Prime TA APP Ply '
Min. 1-inch I1SO VI, Min. 1/2-inch
. . - ; OPTIONAL
G-A-8 Min. 1.3-inch ACFoam-lll; CR-20 Structodek High CR-20 HABUR Base | HABURPlyor | TAAPPCap | 7180
Min. 1.5-inch Ultra-Max or Density Fiberboard TA APP PI (Lim. 9)
Min. 2-inch ACFoam IV Roof Insulation y
Min. 1/2-inch
i . ; OPTIONAL
Min. 1.5-inch Structodek High -187.5
G-A-9 1SO VI CR-20 Density Fiberboard CR-20 HA BUR Base HA BUR Ply or | TA APP Cap (Lim.9)
. TA APP Ply
Roof Insulation
i : OPTIONAL
G-A-10 Min. 1.5-inch CR-20 SECUROCK CR-20 HABURBase | HABURPlyor | TAAPPCap | ,722°
Insulfoam IX (Lim. 9)
TA APP Ply
i : OPTIONAL
G-A-11 Min. 1.5-inch CR-20 SECUROCK CR-20 TAAPPBase | HABURPlyor | TAAPP Cap | 2523
Insulfoam IX (Lim. 9)
TA APP Ply
i i OPTIONAL
Min. 1.5-inch DensDeck or HA BUR Base or -240
G-A-12 Insulfoam IX CR-20 DensDeck Prime CR-20 TA APP Base HABURPlyor [ TAAPP Cap (Lim. 9)
TA APP Ply
Min. 1-inch ISO VI,
. . . SECUROCK, OPTIONAL i
G-A-13 Min. 1.3-inch ACFoam-Ill; CR-20 DensDeck or CR-20 HABURBaseor |\ 'ayrplyor | TAAPP Cap | 7240
Min. 1.5-inch Ultra-Max or DensDeck Prime TA APP Base TA APP P (Lim. 9)
Min. 2-inch ACFoam IV Y
USP17003.2 FL14405-R5 Page 13 of 26

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



U.S. PLY, INC.
APP Modified Roofing Systems

B CREEK

[APPROVED ASSEMBLIES]

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with All Layers Adhered over Gypsum Deck (Existing)
Base Top
Sy’\it)em Base Insulation Insulation Cover Board Insulation Base Ply Ply Sheet Cap Sheet 'Eng
’ Attachment Attachment P
OPTIONAL
G-A-14 SECUROCK, Den;Deck or CR-20 ) ) HA BUR Base or HA BUR Ply or TA APP Cap -_245
DensDeck Prime TA APP Base (Lim. 9)
TA APP Ply
. . SECUROCK, OPTIONAL
G-A-15 M”]'S%S\'I'Irl“:h CR-20 DensDeck or CR-20 HA BUR Base o | HABURPlyor | TAAPP Cap ('inﬁf'g)
DensDeck Prime TA APP Ply )
Assemblies with Adhered Membranes over Insulated Gypsum Deck (Existing)
SyNsLem Anchor Sheet Base Insulation Top Insulation Base Ply Ply Sheet Cap Sheet 'Eg[s)g
USP Base Sheet, USP Type IV,
USP Type VI or DuraFlex 30 SBS Base OPTIONAL Min. 1/2-inch FescoBoard or
with PlyFast 75 or PlyFast 90 Base Ply Min. 1.5-inch Min. 1/2-inch Structodek OPTIONAL 45
G-AM-1 Fastener or Trufast FM-75 or FM-90 Base ACFoam-Il, ENRGY 3 High Density Fiberboard HA BUR Base | HABURPly or | TA APP Cap wim. 7)
Sheet Fastener secured 9-inch o.c. in or Multi-Max FA3 Roof Insulation TA APP Ply ’
4-inch side laps and 18-inch o.c. in two adhered in Hot Asphalt adhered in Hot Asphalt
(2), equally spaced, staggered center rows
USP Base Sheet, USP Type IV,
USP Type VI or DuraFlex 30 SBS Base OPTIONAL Min. 1/2-inch FescoBoard or
with PlyFast 75 or PlyFast 90 Base Ply Min. 1.5-inch Min. 1/2-inch Structodek OPTIONAL 45
G-AM-2 Fastener or Trufast FM-75 or FM-90 Base ACFoam-Il, ENRGY 3 High Density Fiberboard HA BUR Base | HABURPIyor | TA APP Cap (Lim. 7)
Sheet Fastener secured 7.5-inch o.c. in or Multi-Max FA3 Roof Insulation TA APP Ply '
4-inch side laps and 7.5-inch o.c. in one(1) | adhered in Hot Asphalt adhered in Hot Asphalt
center row
USP Base Sheet, USP Type IV,
USP Type VI or DuraFlex 30 SBS Base OPTIONAL Min. 1/2-inch FescoBoard or
with PlyFast Double-Lock Nails or Trufast Min. 1.5-inch Min. 1/2-inch Structodek OPTIONAL 45
G-AM-3 Twin Loc-Nail Assembled Fastener ACFoam-Il, ENRGY 3 High Density Fiberboard HA BUR Base | HABURPly or | TA APP Cap (Lim. 7)
secured 9-inch o.c. in 4-inch side laps and or Multi-Max FA3 Roof Insulation TA APP Ply '
18-inch o.c. in two (2), equally spaced, adhered in Hot Asphalt adhered in Hot Asphalt
staggered center rows
USP Base Sheet or DuraFlex 30 SBS OPTIONAL Min. 3/4-inch FescoBoard or
Base with PlyFast Double-Lock Nails or Min. 1.5-inch . -
h - Min. 1/2-inch Structodek OPTIONAL
Trufast Twin Loc-Nail Assembled Fastener | ACFoam-Il, ENRGY 3 ) i -45
G-AM-4 ) e ) . High Density Fiberboard HA BUR Base | HABURPIly or | TA APP Cap .
secured 9-inch o.c. in 2-inch side laps and or Multi-Max FA3 ) (Lim. 7)
18-inch o.c. in two (2), equally spaced ribbon adhered in Roof Insulation TA APP Ply
> ' ’ ribbon adhered in OB500
staggered center rows OB500
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B CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with Adhered Membranes over Insulated Gypsum Deck (Existing)
Sy’\it)em Anchor Sheet Base Insulation Top Insulation Base Ply Ply Sheet Cap Sheet 'EApiF))
Min. 1/2-inch Structodek
High Density Fiberboard
OPTIONAL Roof Insulation using
Insulation PlyFast Double-Lock Nails OPTIONAL 45
G-AM-5 - simultaneously or Trufast Twin Loc-Nail HA BUR Base | HABURPly or | TA APP Cap wim. 7)
secured with top Assembled Fastener TA APP Ply '
insulation secured at a rate of
1 per 2 ft* with min. 1-inch
embedment
SECUROCK, DensDeck or
DensDeck Prime using
OPTIONAL .
Insulation Pg?ﬁ@;%ﬁ#fgg“g”s HABUR Base | OPTIONAL 45
G-AM-6 - simultaneously or HA BURPly or | TA APP Cap )
h Assembled Fastener (Lim. 7)
secured with top i TA APP Base TA APP Ply
insulation securtzed f”u a r‘ate o
1 per 2 ft° with min. 1-inch
embedment
Mechanically Fastened Assemblies over Gypsum Deck (New or Existing
. MDP
Syngem Insulation Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
PlyFast 75 or PlyFast 90 Base Ply Fastener or Trufast FM-75 or FM-90 )
G-M-1 - D&iglgxagg ggeseg:se Base Sheet Fastener secured 9-inch o.c. in 4-inch side laps and 18-inch HA BUR Ply TA APP Cap (Li:ws 7
o.c. in two (2), equally spaced, staggered center rows ’
PlyFast 75 or PlyFast 90 Base Ply Fastener or Trufast FM-75 or FM-90 )
G-M-2 - D&iglgxagg ggeseg:se Base Sheet Fastener secured 7.5-inch o.c. in 4-inch side laps and 7.5- HA BUR Ply TA APP Cap (Li:ws 7
inch o.c. in two (2), equally spaced, staggered center rows )
USP Base Sheet or PlyFast Double-Lock Nails or Trufast Twin Loc-Nail Assembled Fastener 45
G-M-3 - DuraFlex 30 SBS Base secured 9-inch o.c. in 2-inch side laps and 18-inch o.c. in two (2), equally HA BUR Ply TA APP Cap wLim. 7)
spaced, staggered center rows ’
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.

APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Sy’\it)em LwiC Base Insulation Cover Board Base Ply Ply Sheet Cap Sheet IE/pI)ZfF))
Min. 200 psi . . SECUROCK, DensDeck or OPTIONAL
LC-A-1 Elastizell, Celcore ':fégoﬁié?g:égs\,lj.fﬁ acnl;\/zl(l)l DensDeck Prime H.IA. ABXEPBszgeor HA BUR Ply or TA APP Cap (I_-i8n71.59)
or Mearlcrete ribbon adhered in CR-20 TA APP Ply '
Min. 2-inch
. ' SECUROCK, DensDeck or OPTIONAL
LC-A2 Mgéit?geﬁa |ns|3;gg?na\[?n||’ é?slgggﬁcrgrl# IX DensDeck Prime H?f:ﬁfé‘iiem HA BUR Ply or TAAPP Cap (L-i%nzog)
fibbon adhered in OB500 ribbon adhered in OB500 TA APP Ply
Min. 200 psi OPTIONAL Min. 1/2-inch Structodek High OPTIONAL 120
LC-A-3 Eléstizeﬁ ISO V ribbon adhered in Density Fiberboard ribbon HA BUR Base HA BUR Ply or TA APP Cap (Lim. 9)
OB500 adhered in OB500 TA APP Ply )
. . OPTIONAL SECUROCK, DensDeck or OPTIONAL
LC-A-4 M;E'}égt?geﬁs' Min. 1.5-inch ENRGY 3 ribbon DensDeck Prime H¢AB:§PB§§§e°r HA BUR Ply or TA APP Cap ('Lliﬁzg)
adhered in OB500 ribbon adhered in OB500 TA APP Ply '
OPTIONAL
Min. 200 psi Min. 1.5-inch ACFoam-II, SECUROCK, DensDeck or | 1 gR Base or OP TIONAL -150
LC-A-5 - - DensDeck Prime HA BUR Ply or TA APP Cap .
Elastizell H-Shield or ISO 95+ GL fibbon adhered in OB500 TA APP Base TA APP P (Lim. 9)
ribbon adhered in OB500 Y
Min. 200 psi . . SECUROCK, DensDeck or OPTIONAL )
LC-A-6 Elastizell, Celcore r:\éli)rgnlé%}']rgz(;n;ﬁgogg ;0 DensDeck Prime Hf_‘ AB:nggzgeor HA BUR Ply or TA APP Cap (Li%r?og)
or Mearlcrete ribbon adhered in CR-20 TA APP Ply '
Min. 1.5-inch Insulfoam IX or
OPTIONAL
. . Min. 1-inch ISO VI, SECUROCK, DensDeck or OPTIONAL
LC-A-7 M;E”Iégggeﬁs' Min. 1.3-inch ACFoam-lII; DensDeck Prime H?f:ﬁfg;geor HA BUR Ply or TA APP Cap (L}%T?Og)
Min. 1.5-inch Ultra-Max or ribbon adhered in CR-20 TA APP Ply '
Min. 2-inch ACFoam IV
ribbon adhered with CR-20
. ) Min. 2-inch ACFoam-lI, . ) ) OPTIONAL
LC-A-8 Mg}égt(i)geﬁSI ENRGY 3 or H-Shield ribbon M'Ti'btfé";gugzgﬁ:eggggme HﬁABxnggzgeor HA BUR Ply or TA APP Cap (-ing]z_g)
adhered in OB500 TA APP Ply ’
Min. 1.5-inch Insulfoam IX or
OPTIONAL
. . Min. 1-inch ISO VI; SECUROCK, DensDeck or OPTIONAL )
LC-A-9 MR 200 psi Min. 1.3-inch ACFoam-Iii; DensDeck Prime HA Bk Base or HA BUR Ply or TA APP Cap (inrznz.g)
Min. 1.5-inch Ultra-Max or ribbon adhered in CR-20 TA APP Ply '
Min. 2-inch ACFoam IV
ribbon adhered with CR-20
. . . . OPTIONAL
Min. 200 psi Min. 1.5-inch Insulfoam IX SECUROCK -225
LC-A-10 Mearlcrete ribbon adhered with CR-20 ribbon adhered in CR-20 HA BUR Base HA BUR Ply or TAAPPCap | im 9)
TA APP Ply
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B CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Sy’\it)em LwiC Base Insulation Cover Board Base Ply Ply Sheet Cap Sheet IEﬂ)ZfF))
. . Min. 2-inch ACFoam-Il, OPTIONAL
LC-A-11 MIn. 200 bsi ENRGY 3 or H-Shield ribbon b RO o0 TA APP Base HA BUR Ply or TA APP Cap (L'ifnZSQ)
adhered in OB500 TA APP Ply )
. . . . OPTIONAL
Min. 200 psi Min. 1.5-inch Insulfoam IX SECUROCK -232.5
LC-A-12 Mearlcrete ribbon adhered with CR-20 ribbon adhered in CR-20 TA APP Base HA BUR Ply or TA APP Cap (Lim. 9)
TA APP Ply
LC-A-13 Min. 200 psi Min. 1.5-inch Insulfoam IX DensDeck or DensDeck Prime HA BUR Base or Hgglr_lllg'\li'la\l_or TA APP Ca -240
Mearlcrete ribbon adhered with CR-20 ribbon adhered in CR-20 TA APP Base A APP P{y P (Lim. 9)
OPTIONAL
Min. 1-inch ISO VI,
Min. 200 psi Min. 1.3-inch ACFoam-lI; SECUROCK, DensDeck or HA BUR Base or OPTIONAL -240
LC-A-14 . . DensDeck Prime HA BUR Ply or TA APP Cap .
Mearlcrete Min. 1.5-inch Ultra-Max or . . TA APP Base (Lim. 9)
- . ribbon adhered in CR-20 TA APP Ply
Min. 2-inch ACFoam IV
ribbon adhered with CR-20
Mechanically Fastened Lightweight Concrete Assemblies over Concrete Deck (New or Existing)
Syngem LwiC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet 'E/Fl)zg
PlyFast 90 Base Ply Fastener or Trufast FM-90 Assembled
. . Base Sheet Fastener or
Min. 200 psi USP Base Sheet or . . : . HA BUR Ply or -30
LC-M-1 ! Min. 1.8-inch PlyFast Double Lock Nails or Trufast Twin Loc- TA APP Cap )
Range Il Elastizell DuraFlex 30 SBS Base Nail Assembled Fastener secured 7.5-inch o.c. in the laps and TA APP Ply (Lim.7)
7.5-inch o.c. in two (2), equally spaced, staggered center rows
. . Min. 1.8-inch PlyFast Double-Lock Nails or Trufast Twin Loc-
LC-M-2 Min. 225 psi USP Base Sheet or Nail Assembled Fastener secured 9-inch o.c. in the laps and HA BUR Ply or TA APP Cap 45
Celcore MF DuraFlex 30 SBS Base ; - TA APP Ply (Lim.7)
18-inch o.c. in two (2), equally spaced, staggered center rows
PlyFast 90 Base Ply Fastener or Trufast FM-90 Assembled
. . Base Sheet Fastener or
LC-M-3 Min. 2(.)0 psi USP Base Sheet or Min. 1.8-inch PlyFast Double Lock Nails or Trufast Twin Loc- HA BUR Ply or TA APP Cap -45
Elastizell DuraFlex 30 SBS Base ) ) . TA APP Ply (Lim.7)
Nail Assembled Fastener secured 7-inch o.c. in the laps and 7-
inch o.c. in two (2), equally spaced, staggered center rows
. . Trufast FM-90 Assembled BaseSheet Fastener secured 7-inch
LC-M-4 l\:/llr;;lg?e?eg Dlﬂilﬁlfxagg ggeseggrse o.c. in the laps and 7-inch o.c. in two (2), equally spaced, HﬁABXPRPPg or TA APP Cap (I:?r$1.57)
staggered center rows Y ’
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B CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.

APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Mechanically Fastened Lightweight Concrete Assemblies over Concrete Deck (New or Existing)
MDP
Syngem LwiIC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
Min. 300 psi Cellular
Lightweight
Concrete USP Base Sheet or Min.1.8-inch Ply Fast Double-Lock Nails or Trufast Twin Loc- OPTIONAL 60
LC-M-5 (MCRF = 88 Ibf DuraFlex 30 SBS Base Nail Assembled Fastener secured 9-inch o.c. in the laps and 9- HA BUR Ply or TA APP Cap (Lim. 7)
using 1.8-inch inch o.c. in two (2), equally spaced, staggered center rows TA APP Ply '
Trufast Twin Loc-
Nails)
Min. 300 psi Celcore USP Base Sheet or PlyFast 90 Base Ply Fastener or Trufast FM-90 Assembled OPTIONAL 60
LC-M-6 MF with HS DuraFlex 30 SBS Base Base Sheet Fastener secured 9-inch o.c. in the laps and 12- HA BUR Ply or TA APP Cap (Lim. 7)
Rheology Admixture inch o.c. in two (2), equally spaced, staggered center rows TA APP Ply '
. . PlyFast 90 Base Ply Fastener or Trufast FM-90 Assembled OPTIONAL }
LC-M-7 Rar':mg I?g?azzlzell Dlﬂi;fxagg ggesegg;e Base Sheet Fastener secured 6-inch o.c. in the laps and 6-inch HA BUR Ply or TA APP Cap (Li6n71.57)
9 o.c. in three (3), equally spaced, staggered center rows TA APP Ply '
Mechanically Fastened Lightweight Concrete Assemblies over Steel Deck (New or Existing)
System Deck LwiC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Detail (psf)
PlyFast 90 Base Sheet Fastener or Trufast FM-
90 Assembled Base Sheet Fastener or Min. 1.8-
ML Min. 200 psi USP Base Sheet or inch PlyFast Double Lock Nails or Trufast Twin HA BUR Ply or -30
LS-M-1 G40, L5 Range Il Elastizell DuraFlex 30 SBS Base Loc-Nail Assembled Fastener secured 7.5-inch TA APP Ply TAAPP Cap (Lim. 7)
o.c. in the laps and 7.5-inch o.c. in two (2),
equally spaced, staggered center rows
Min. 1.8-inch PlyFast Double-Lock Nails or Twin
ML Min. 225 psi USP Base Sheet or Loc-Nails secured 9-inch o.c. in the laps and 18- HA BUR Ply or -45
LS-M-2 G40, L5 Celcore MF DuraFlex 30 SBS Base inch o.c. in two (2), equally spaced, staggered TA APP Ply TAAPP Cap (Lim. 7)
center rows
PlyFast 90 Base Sheet Fastener or Trufast FM-
90 Assembled Base Sheet Fastener or Min. 1.8-
. . . USP Base Sheet or inch PlyFast Double Lock Nails or Trufast Twin HA BUR Ply or -45
LS-M-3 G40, L5 Min. 200 psi Elastizell | 1 | -rjex 30 SBS Base | Loc-Nail Assembled Fastener secured 7-inch o.c. TA APP Ply TAAPP Cap (Lim. 7)
in the laps and 7-inch o.c. in two (2), equally
spaced, staggered center rows
. . Trufast FM-90 Assembled Base Sheet Fastener
LS-M-4 G40, L5 Min. 300 psi USP Base Sheet or secured 7-inch o.c. in the laps and 7-inch o.c. in HA BUR Ply or TA APP Cap _52'5
Mearlcrete DuraFlex 30 SBS Base TA APP Ply (Lim.7)
two (2), equally spaced, staggered center rows
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[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Mechanically Fastened Lightweight Concrete Assemblies over Steel Deck (New or Existing)
By DecI§ LwiC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Detail (psf)
Min. 300 psi Cellular Min.1.8-inch Ply Fast Double-Lock Nails or
Lightweight Concrete USP Base Sheet or Trufast Twin Loc-Nail Assembled Fastener OPTIONAL -60
LS-M-5 | G40, L5 (MCRF 2 88 Ibf using | 4 9-inch o.c. in the | 4 9-inch o.6. | HA BUR Ply or TA APP Cap Lim. 7
1.8-inch DuraFlex 30 SBS Base secure 9-|nc|| 0.Cc.in tde aps an d9-mc 0.C.in TA APP Ply (Lim. 7)
Twin Loc-Nails) two (2), equally spaced, staggered center rows
. . PlyFast 90 Base Ply Fastener or Trufast FM-90
Min. .300 psi Celcore USP Base Sheet or Assembled Base Sheet Fastener secured 9-inch OPTIONAL -60
LS-M-6 G40, L5 MF with HS Rheology ) . : HA BUR Ply or TA APP Cap :
- DuraFlex 30 SBS Base | o.c. in the laps and 12-inch o.c. in two (2), equally (Lim. 7)
Admixture TA APP Ply
spaced, staggered center rows
PlyFast 90 Base Ply Fastener or Trufast FM-90 OPTIONAL
Min. 350 psi USP Base Sheet or Assembled Base Sheet Fastener secured 6-inch -67.5
LS-M-7 G40, L5 Range |l Elastizell DuraFlex 30 SBS Base o.c. in the laps and 6-inch o.c. in three (3), HA BUR Ply or TAAPP Cap (Lim. 7)
TA APP Ply
equally spaced, staggered center rows
Recover Assemblies with All Layers Adhered
Base Top
. . ; . . MDP
Sy Existing Roof Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet
No. (psf)
Attachment Attachment
Smooth surface
. . SECUROCK, OPTIONAL
R-A1 | BURorsandor Min. 1.5-inch CR-20 DensDeck or CR-20 HABURBase or | i\ gurPlyor | TAAPPCap | ,B7
granule surfaced Insulfoam VIII DensDeck Prime TA APP Base TA APP P (Lim. 9)
modified bitumen y
Min. 2-inch
Insulfoam | OPTIONAL
' DensDeck, DensDeck HA BUR Base or -120
R-A-2 Asphalt BUR Insulfoam II, OB500 Prime or SECUROCK OB500 TA APP Base HA BUR Ply or TA APP Cap (Lim. 9)
Insulfoam VIII or TA APP Ply
Insulfoam IX
Min. 1/2-inch OPTIONAL
R-A-3 Asphalt BUR Min O]_PST:SC’;I]AI‘;O v OB500 Structodek High OB500 HA BUR Base HABURPly or | TA APP Cap (L_i]r-r?og)
T Density Fiberboard TA APP Ply ’
OPTIONAL
OPTIONAL DensDeck, DensDeck HA BUR Base or -120
R-A-4 Asphalt BUR |\ 1 siinchisov | ©B900 Prime or SECUROCK |  ©B500 TAAPP Base | HABURPlyor | TAAPPCap | g
TA APP Ply
Smooth surface
. . SECUROCK, OPTIONAL
R-A5 | BURorsandor Min. 1.5-inch CR-20 DensDeck or CR-20 HABURBase or | i\ gurPlyor | TAAPPCap | , 250
granule surfaced Insulfoam 11 DensDeck Prime TA APP Base TA APP P (Lim. 9)
modified bitumen y
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TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Recover Assemblies with All Layers Adhered
Base Top
S Existing Roof Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet MDP
No. (psf)
Attachment Attachment
Min. 1-inch ISO VI;
Smooth surface Min. 1.3-inch
BUR or sand or ACFoam-IIl; Min. 1/2-inch OPTIONAL -180
R-A-6 Min. 1.5-inch CR-20 Structodek High CR-20 HA BUR Base HABURPly or | TA APP Cap .
granule surfaced L (Lim. 9)
o ’ Ultra-Max or Density Fiberboard TA APP Ply
modified bitumen - -
Min. 2-inch
ACFoam IV
gﬂgogr: 5;:(? or Min. 1.5-inch Min. 1/2-inch OPTIONAL -187.5
R-A-7 o CR-20 Structodek High CR-20 HA BUR Base HA BUR Ply or TA APP Cap T
granule surfaced ISO VI P— (Lim. 9)
o . Density Fiberboard TA APP Ply
modified bitumen
. . OPTIONAL
Sand surfaced Min. 1.5-inch DensDeck or HA BUR Base or -222.5
R-A-8 modified bitumen Insulfoam IX CR-20 DensDeck Prime CR-20 TA APP Base HABUR Ply or | TA APP Cap (Lim. 9)
TA APP Ply
Smooth surface
. . OPTIONAL
R-A9 | BURorsandor Min. 1.5-inch CR-20 SECUROCK CR-20 HABURBase | HABURPlyor | TAAPPCap | 2222
granule surfaced Insulfoam IX (Lim. 9)
e su TA APP Ply
modified bitumen
Sand surfaced Min. 1.5-inch OPTIONAL -222.5
R-A10 | odified bitumen Insulfoam IX CR-20 SECUROCK CR-20 TAAPP Base TA APP Ply TA APP Cap (Lim. 9)
Min. 1-inch ISO VI;
Min. 1.3-inch
ACFoam-III; OPTIONAL
Sand surfaced ) Y DensDeck, DensDeck HA BUR Base or -222.5
R-A-11 i, h Min. 1.5-inch CR-20 . ' CR-20 HA BUR Ply or TA APP Cap -
modified bitumen Ultra-Max or Prime or SECUROCK TA APP Base TA APP Ply (Lim. 9)
Min. 2-inch
ACFoam IV
DensDeck, OPTIONAL
R-A-12 mi?i?f?ezut;ifﬁf;gn DensDeck Prime CR-20 - - HﬁABXPRPBgzgeor HABURPly or | TAAPP Cap (-infnz.g)
or SECUROCK TA APP Ply ’
. . OPTIONAL
Sand surfaced Min. 1.5-inch DensDeck, DensDeck HA BUR Base or -222.5
R-AL3 | modified bitumen ISO VII CR-20 Prime or SECUROCK CR-20 TA APP Base HABUR Ply or | TA APP Cap (Lim. 9)
TA APP Ply
Smooth surface
BUR or granule Min. 1.5-inch OPTIONAL -232.5
R-A-14 surfaced Insulfoam IX CR-20 SECUROCK CR-20 TA APP Base TA APP Ply TA APP Cap (Lim. 9)
modified bitumen
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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4 U.S. PLY, INC.
< C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Recover Assemblies with All Layers Adhered
Base Top
S Existing Roof Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet MDP
No. (psf)
Attachment Attachment
Smooth surface
. . OPTIONAL
R-A-15 BUR or granule Min. 1.5-inch CR-20 DensDeck or CR-20 HA BUR Base or HABUR Ply or | TA APP Cap -240
surfaced Insulfoam IX DensDeck Prime TA APP Base (Lim. 9)
> Has! TA APP Ply
modified bitumen
Min. 1-inch ISO VI;
Min. 1.3-inch
Smooth surface
ACFoam-IIl; OPTIONAL
R-A-16 BUR or granule Min. 1.5-inch CR-20 De_nsDeck, DensDeck CR-20 HA BUR Base or HABUR Ply or | TA APP Cap -240
surfaced Prime or SECUROCK TA APP Base (Lim. 9)
. ) Ultra-Max or TA APP Ply
modified bitumen . :
Min. 2-inch
ACFoam IV
Smooth surface
DensDeck, OPTIONAL
R-a17 | BUROrganule | noncpeck prime or CR-20 - - HABURBase or | iy BuRPlyor | TAAPPCap | , 2%
surfaced SECUROCK TA APP Base TA APP P (Lim. 9)
modified bitumen Y
. . OPTIONAL
Smooth surface Min. 1.5-inch ISO DensDeck, DensDeck HA BUR Base or -262.5
R-A-18 BUR Vil CR-20 Prime or SECUROCK CR-20 TAAPP Base | HABURPlor | TAAPPCap | g
TA APP Ply
. . OPTIONAL
Granule surfaced Min. 1.5-inch ISO DensDeck, DensDeck HA BUR Base or -270
R-AL9 | modified bitumen Vil CR-20 Prime or SECUROCK CR-20 TA APP Base HABUR Ply or | TA APP Cap (Lim. 9)
TA APP Ply
Smooth or
granule surface
APP, Granule
' OPTIONAL -877.5
R-A-20 surface SBS or - - - - TA APP Base - TA APP Cap (Lim. 9)
Smooth or
granule surface
asphalt-BUR
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck Base Base Insulation . Top Insulation MDP
No. Detail Insulation Attachment 1D ImEEEr Attachment RS A SIS Capiliee (psf)
. . Min. 1/2-inch
Ml:ls.é.ﬁ—gr;ch SD Fasteners and Structodek High OPTIONAL 45
S-AM-1 G40 Min. 2-inch Plates at a rate of Density Fiberboard or Hot Asphalt HA BUR Base HABURPly or | TA APP Cap Lim. 7)
o 1 fastener per 4-ft? Min. 3/4-inch TA APP Ply :
H-Shield
FescoBoard
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3 U.S. PLY, INC.
q C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
F APPENDIX B

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck Base Base Insulation . Top Insulation MDP

No. Detail Insulation Attachment feRllicuiaten Attachment EE2lRy A SIest CEDEEE] (psf)

Min L=Ineh | Sp Fasteners and Min. 1/2-inch LA BUR Base o | OPTIONAL s
S-AM-2 G40 Min. 2-inch Plates at a rate of DensDeck Prime or Hot Asphalt TA APP Base HA BUR Ply or TA APP Cap Lim. 7)
. 1 fastener per 4-ft* SECUROCK TA APP Ply ’
H-Shield
. . Simultaneously SD Fasteners & OPTIONAL
S-AM-3 G40 Mllg.sjlle?t-ig]rfh secured with top SECUROCK Plates at a rate of H.’? ABXPRPBS:;W HA BUR Ply or | TA APP Cap (Li-:ws 7
insulation 1 fastener per 2 ft? TA APP Ply )
. . Simultaneously SD Fasteners &
S-AM-4 | Gap | Min. 1.5inch secured with top SECUROCK Plates atarate of | CAAPPBase | OFPTIONAL 1 cpappcap |, 74°
Insulation ) ) 2 CA APP Ply (Lim. 7)
insulation 1 fastener per 2 ft
. . SD Fasteners and Min. 1/2-inch CR-20 ribbons OPTIONAL
S-AM-5 G40 M'PS'S';\'}Ch Plates at a rate of DensDeck Prime or spaced H‘?ABXPRPnggeor HA BUR Ply or | TA APP Cap (L-i5n§.57)
1 fastener per 1.45-ft> SECUROCK 6-inch o.c. TA APP Ply )
. . SD Fasteners and Min. 1/2-inch OB500 ribbons OPTIONAL
S-AM-6 G40 M'PS'S';\'}Ch Plates at a rate of DensDeck Prime or spaced H.’? ABXPRPnggeor HA BUR Ply or | TA APP Cap (Li-n6wo 7
1 fastener per 1.45-ft> SECUROCK 6-inch o.c. TA APP Ply )
. . SD Fasteners and
Min. 2-inch . . CR-20 or OB500 OPTIONAL
S-AM-7 | G40 | ACFoam-ior | Plates (not Dekfasy Min. 3/8-inch ribbons spaced | A BURBase or i fa g by or | TAAPP Cap | [, OO
; at a rate of SECUROCK - TA APP Base (Lim. 7)
Multi-Max FA3 2 12-inch o.c. TA APP Ply
1 fastener per 2-ft
. . Simultaneously . . SD Fasteners & OPTIONAL
S-AM-8 G40 Mllrr:.sjl.ai-igrfh secured with top gg‘cégomgz Plates at a rate of H¢ AB;JPRPBS:EEN HA BUR Ply or TA APP Cap (Li_r?\O 7
insulation 1 fastener per 1.33 ft? TA APP Ply ’
. . Simultaneously . . SD Fasteners &
Min. 1.5-inch . Min. 1/2-inch OPTIONAL -60
S-AM-9 G40 Insulation secpred wlth top SECUROCK Plates at a rate of , CA APP Base CA APP Ply CA APP Cap (Lim. 7)
insulation 1 fastener per 1.33 ft
Min. 1/2-inch
Min. 2-inch SD Fasteners and Structodek High OPTIONAL 675
S-AM-10 G40 IéO I Plates at a rate of Density Fiberboard or Hot Asphalt HA BUR Base HABURPly or | TA APP Cap (Lim- 7
1 fastener per 1.6-ft* Min. 3/4-inch TA APP Ply .
FescoBoard
. . SD Fasteners and . OPTIONAL
s-AM-11 | G40 M”I‘éé"lrl‘fh Plates at a rate of De”SSEDgS‘R'g'C”P‘(e or Hot Asphalt HﬁABXPRPBézgeor HA BUR Ply or | TA APP Cap (|_-i6n7{57)
1 fastener per 1.6-ft* TA APP Ply :
. . Simultaneously . . SD Fasteners & OPTIONAL
s-AM-12 | G40 MI'Q'S jlg’tlg‘rfh secured with top '\sﬂgébléancc? Plates at a rate of HﬁABXPRPBézgeor HA BUR Ply or | TA APP Cap (Li6n7{57)
insulation 1 fastener per 1 ft? TA APP Ply :
. . Simultaneously . . SD Fasteners &
s-AM-13 | G40 MI';‘"S jle?tlg‘nch secured with top ’\Sﬂgél:bléarg:(] Plates atarate of | CA APP Base g: ;'Sg”;l" CAAPPCap | fn7157)
insulation 1 fastener per 1 ft? Y :
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F U.S. PLY, INC.
C RE E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck Base Base Insulation . Top Insulation MDP
No. Detall Insulation Attachment e MEIELEET Attachment ERED ElY P Einee! Cep Sinzed (psf)
. . SD Fasteners and . . OPTIONAL
S-AM-14 | G40 M'{‘S'S'I'\’}Ch Plates at a rate of "Iﬂg‘s'ce(’)’éggfg Hot Asphalt HABUR Base | HABURPlyor | TAAPP Cap (Li'rqu 2
1 fastener per 1.45-ft? TA APP Ply :
Mechanically Fastened Assemblies over Steel Deck (New, Existing, or Recover)
System DecI§ Insulation Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Detail (psf)
Min. 1.5-inch
: SD Fasteners and Plates (not Dekfast) )
S-M-1 G40 Ins_ulgtlor_\ DuraFlex 30 SBS Base 12-inch o.c. in the min. 2-inch lap and HA BUR Ply or TA APP Cap .45
Preliminarily or USP Base Sheet 18-inch . 2 I d d TA APP Ply (Lim. 7)
Secured -inch o.c. intwo ( ) equally spaced, staggere center rows
Min. 1.5-inch
: SD Fasteners and Plates (not Dekfast) )
S-M-2 G40 Ins_ul{:\tlor_\ DuraFlex 30 SBS Base 6-inch o.c. in the min. 4-inch lap and HA BUR Ply or TA APP Cap 135
Preliminarily or USP Base Sheet inch . - I d d TA APP Ply (Lim. 7)
Secured 6-inch o.c. in two (2) equally spaced, staggered center rows
Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Wood Deck (New, Existing, or Recover)
System Declf Anchor Sheet Base Insulation Top Insulation Base Sheet Ply Sheet Cap Sheet MDP
No. Detail (psf)
DensDeck Prime or
Insulation through SECUROCK secured with | 1 gyr Base |  OPTIONAL
T15/320 . WD Fasteners and Plates -30
W-AM-1 Loa - fastened with top (PlyFast and TruFast only) or HA BUR Ply or | TA APP Cap (Lim. 7)
insulation at a rate of TA APP Base TA APP Ply
1 fastener per 1.33 ft?
Min. 1.5-inch ISO | Min. 1/2-inch Structodek High
T15/320 secured with Density Fiberboard OPTIONAL 45
W-AM-2 L24 - WD HD Fasteners & or HA BUR Base | HABURPly or | TA APP Cap (Lim. 7)
Plates at a rate of Min. 3/4-inch FescoBoard TA APP Ply '
1 fastener per 1.33 ft? fully adhered in Hot Asphalt
Min. 1.5-inch ISO |
T15/320 secured with Min. 1/2-inch SECUROCK or | HA BUR Base OPTIONAL 45
W-AM-3 Loa - WD HD Fasteners & DensDeck Prime or HA BUR Ply or | TA APP Cap (Lim. 7)
Plates at a rate of fully adhered in Hot Asphalt TA APP Base TA APP Ply '
1 fastener per 1.33 ft?
USP17003.2 FL14405-R5
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3 U.S. PLY, INC.
q C R E E K [APPROVED ASSEMBLIES] APP Modified Roofing Systems
; APPENDIX B

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Wood Deck (New, Existing, or Recover)
System Deck n n MDP
No. Detail Anchor Sheet Base Insulation Top Insulation Base Sheet Ply Sheet Cap Sheet (psf)
Min. 1.5-inch ISO | Min. 1/2-inch Structodek High
T15/320 secured with Density Fiberboard OPTIONAL 525
W-AM-4 Loa - WD HD Fasteners & or HABUR Base | HABURPly or | TA APP Cap (Lim' 7)
Plates at a rate of Min. 3/4-inch FescoBoard TA APP Ply '
1 fastener per 1 ft? fully adhered in Hot Asphalt
Min. 1.5-inch ISO |
T15/320 secured with Min. 1/2-inch SECUROCK or | HA BUR Base OPTIONAL 525
W-AM-5 Loa - WD HD Fasteners & DensDeck Prime or HA BUR Ply or | TA APP Cap (Lim- 7
Plates at a rate of fully adhered in Hot Asphalt TA APP Base TA APP Ply '
1 fastener per 1 ft?
Min. 1.5-inch ISO | Min. 1/2-inch Structodek High
T15/32P secured with Density Fiberboard OPTIONAL 525
W-AM-6 Loa - WD HD Fasteners & or HA BUR Base | HABUR Ply or | TA APP Cap (Lim. 7
Plates at a rate of Min. 3/4-inch FescoBoard TA APP Ply '
1 fastener per 1.33 ft? fully adhered in Hot Asphalt
Min. 1.5-inch ISO |
T15/32P secured with Min. 1/2-inch SECUROCK or | HA BUR Base OPTIONAL 525
W-AM-7 Loa - WD HD Fasteners & DensDeck Prime or HA BUR Ply or | TA APP Cap (Lim. 7
Plates at a rate of fully adhered in Hot Asphalt TA APP Base TA APP Ply '
1 fastener per 1.33 ft?
DensDeck Prime or
Insulation through SECUR,,OCK secured with HA BUR Base OPTIONAL
T15/320 . OMG 3” Galvalume Steel -52.5
W-AM-8 Loa - fastened with top Plate with OMG Heavy Duty or HA BUR Ply or | TA APP Cap wim. 7)
insulation fastener at a rate of TA APP Base TA APP Ply
1 fastener per 1 ft?
DensDeck Prime or
Insulation through SECUROCK secured with HA BUR Base OPTIONAL
T15/32P . WD Fasteners and Plates -52.5
W-AM-9 Loa - fastened with top (PlyFast and TruFast only) or HA BUR Ply or | TA APP Cap wim. 7)
insulation at a rate of 1 fastener per TA APP Base TA APP Ply
1.33 ft?
DensDeck Prime or
Insulation through SECUROCK secured with HA BUR Base OPTIONAL
T15/32P . WD Fasteners and Plates -60
W-AM-10 Loa - fastened with top (PlyFast and TruFast only) or HABUR Ply or | TA APP Cap (Lim. 7)
insulation at a rate of TA APP Base TA APP Ply
1 fastener per 1.33 ft?
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B CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Adhered Assemblies with Fastened Anchor Sheet or Base Insulation over Wood Deck (New, Existing, or Recover)
System Deck n n MDP
No. Detail Anchor Sheet Base Insulation Top Insulation Base Sheet Ply Sheet Cap Sheet (psf)
Min. 1.5-inch ISO | Min. 1/2-inch Structodek High
T15/32pP secured with Density Fiberboard OPTIONAL 60
W-AM-11 Loa - WD HD Fasteners & or HA BUR Base | HABUR Ply or | TA APP Cap (Lim. 7)
Plates at a rate of Min. 3/4-inch FescoBoard TA APP Ply '
1 fastener per 1.33 ft? fully adhered in Hot Asphalt
Min. 1.5-inch ISO |
T15/32P secured with Min. 1/2-inch SECUROCK or | HA BUR Base OPTIONAL -60
W-AM-12 Loa - WD HD Fasteners & DensDeck Prime or HA BUR Ply or | TA APP Cap (Lim. 7)
Plates at a rate of fully adhered in Hot Asphalt TA APP Base TA APP Ply '
1 fastener per 1.33 ft?
USP Base Sheet secured with Min. 1/2-inch Structodek High
WD Fasteners and Plates OPTIONAL Density Fiberboard,
T15/32P (PlyFast and TruFast only) Min. 1.5-inch 1ISO SECUROCK or DensDeck OPTIONAL 75
W-AM-13 at 6-inch o.c. in the . - Prime HA BUR Base | HABUR Ply or | TA APP Cap .
L24 - . fully adhered in (Lim. 7)
lap and 12-inch o.c. in Hot Asphalt or TA APP Ply
two (2) equally spaced, P Min. 3/4-inch FescoBoard
staggered center rows fully adhered in Hot Asphalt
MA Base secured with Min. 1/2-|n_ch S_tructodek High
Density Fiberboard,
WD Fasteners and Plates OPTIONAL
. - . - SECUROCK or DensDeck OPTIONAL
W-AM-14. T15/32P (OMG only) at 6_—|nch o.c.in Min. 1.5-inch IS_O Prime HA BUR Base | HABUR Ply or | TA APP Cap -75
L24 the lap and 12-inch o.c. in fully adhered in or TA APP Ply (Lim. 7)
t;\{g (Zi;%uggﬁ;??g\?vi’ Hot Asphalt Min. 3/4-inch FescoBoard
99 fully adhered in Hot Asphalt
Mechanically Fastened Assemblies over Wood Deck (New or Existing)
System Deck . Base MDP
No. Detail Insulation Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
T15/32P or . . . . OPTIONAL
ww | om0, |- | waeme | M LESen fondgemeatonccntel® | uaeurpyor | Taseecan | (725,
L24 qually spaced, stagg TA APP Ply :
T15/32P or . . ) . OPTIONAL
wwz | IS0, |- | waewe | MmLZnonseeRandlecpesoneocnte® | wasurpyor | Taseece | (20
L24 qually spaced, stagg TA APP Ply :
T15/32P or . . . . . . OPTIONAL
W-M-3 | TIS/320, : waBase | ) eaqually spaced staggered center ows. | HABURPlyor | TAAPP Cap | (0,
L24 qually spaced, stagg TA APP Ply :
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= CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.
APP Modified Roofing Systems

APPENDIX B
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE]
Mechanically Fastened Assemblies over Wood Deck (New or Existing)
System Deck . Base MDP
No. Detail Insulation Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
Min. 1x6 . . . . OPTIONAL
wana | weod |- | wasase | M L2 Stes poundleapsatvidioo nUel® | apurpyor | TasPRCan | (49
plank qually spaced, stagg TA APP Ply '
Min. 1x6 . . . . OPTIONAL
waws | wead |- | wasase | ML stee Rundlewapsaoihoo niele | yxeurpyor | Taseecan | (52
plank qually spaced, stagg TA APP Ply '
. . . . . OPTIONAL
W-M-6 T19/32P ) MA Base 12_ ga. annl_JIar ring shank nails and 32 ga., 1-5/8-inch diameter tin capsat HA BUR Ply or | TA APP Cap -52.5
L24 8-inch o.c. in the lap and three (3) equally spaced, staggered center rows TA APP Ply (Lim. 7)
T15/32P or . . . . . . OPTIONAL
war | TS0, |- | wamse | M2 e e camaleattinchoc e s | papur ey or | Tasee cap | (20
L24 qually spaced, stagg TA APP Ply '
. . . . . OPTIONAL
W-M-8 T19/32P ) MA Base 12_ga. annu_lar ring shank nails and 32 ga., 1-5/8-inch diameter tin caps at HA BUR Ply or | TA APP Cap -60
L24 8-inch o.c. in the lap and three (3) equally spaced, staggered center rows TA APP Ply (Lim. 7)
. . . . . OPTIONAL
W-M-9 T19/32P ) MA Base 12 ga. annu_lar ring shank nails and 32 ga., 1-5/8-inch diameter tin caps at HA BUR Ply or | TA APP Cap -67.5
L24 6-inch o.c. in the lap and three (3) equally spaced, staggered center rows TA APP Ply (Lim. 7)
END OF REPORT
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