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Product Manufacturer Product Series, Model and/or Description 

E. F. San Juan, Inc. 
11442 Highway 231 

Youngstown, FL 32466 

Product Evaluation of Door Locking Component 
Interchangeability to E. F. San Juan, Inc. 

Inswing and Outswing Wood Entry Doors 
 
Code: Current Edition of the Florida Building Code including the 9th Edition (2026) Florida Building Code 
 
Compliance Methods:  
 

1. Product Approval Rule 61G20-3.005(1)(d) – Product Evaluation Report by a Licensed Professional 
Engineer 

2. Florida Building Code Section 1709.5.3 (2026 FBC) 
a. Door components evaluated by an approved product evaluation entity, certification 

agency, testing laboratory or engineer may be interchangeable in exterior door assemblies 
provided that the door component(s) provide equal or greater structural performance as 
demonstrated by accepted engineering practices. 

3. Florida Residential Code Section R609.10 (2026 FRC) 
a. ANSI/WMA 100; or 
b. Be evaluated by an approved product evaluation entity, certification agency, testing 

laboratory, or engineer and may be interchangeable in exterior door assemblies if the 
components provide equal or greater structural performance as demonstrated by accepted 
engineering practices. 

 
Product Fenestration Description: Products covered by this evaluation include the following. 
 

• E. F. San Juan, Inc. Outswing Wood Entry Doors  
o Drawing No. SAN0001, Rev. H, dated 7/22/26, Outswing Wood Entry Doors Installation 

Anchorage Details, signed and sealed by Robert J. Amoruso, P.E. 
• E. F. San Juan, Inc. Inswing Wood Entry Doors  

o Drawing No. SAN0002, Rev. D, dated 7/22/26, Inswing Wood Entry Doors Installation 
Anchorage Details, signed and sealed by Robert J. Amoruso, P.E. 

 
Product Testing:  
 

• National Certified Testing Laboratories, Test Report No. NCTL-210-3699-1, dated 2/7/11, 
AAMA/WDMA/CSA 101/I.S. 2/A440-05 and ASTM E1996/E1886-02/05 testing for fixed sidelights to 
be used with exterior swinging entry doors.  

• National Certified Testing Laboratories, Test Report No. NCTL-210-3699-2, dated 2/7/11, ASTM 
E330-02 and ASTM E1996/E1886-02/05 testing alternate panel configurations to be used with 
exterior swinging entry doors.  

• National Certified Testing Laboratories, Test Report No. NCTL-210-3699-3, dated 2/7/11, ASTM 
E330-02 and ASTM E1996/E1886-02/05 testing for double (XX) exterior swinging entry doors. 

PRODUCT EVALUATION REPORT 
Project No.: ACE-2025-129 Report No.: ACE-PER-1202, Rev. 0 

https://www.flrules.org/gateway/ruleNo.asp?id=9N-3.005
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• National Certified Testing Laboratories, Test Report No. NCTL-210-3699-4, dated 2/7/11, 
AAMA/WDMA/CSA 101/I.S. 2/A440-05 and ASTM E1996/E1886-02/05 testing for double (XX) 
exterior swinging entry doors. 
 

Engineering Analysis: The following engineering and/or rational analysis/calculations have been 
performed. 
 

• Report. No. ACE-CALC-1200, Anchorage and product verification has been substantiated by 
calculation prepared, signed, and sealed by Robert J. Amoruso, P.E., in accordance with the 
current edition of the Florida Building Code. 

• Window glazing verified using ASTM E1300-2024. 
 

Performance Testing:  
 

• AAMA/WDMA/CSA 101/I.S. 2/A440-05, Standard/Specification for Windows, Doors, and Unit 
Skylights. 

• ASTM E330-02, Standard Test Method for Structural Performance of Exterior Windows, Doors, 
Skylights and Curtain Walls by Uniform Static Air Pressure Difference 

• ASTM E1996-02/05, Standard Specification for Performance of Exterior Windows, Curtain Walls, 
Doors and Storm Shutters Impacted by Windborne Debris in Hurricanes  

• ASTM E1886-02/05, Standard Test Method for Performance of Exterior Windows, Curtain Walls, 
Doors, and Impact Protective Systems Impacted by Missile(s) and Exposed to Cyclic Pressure 
Differentials  

 
Limitations & Conditions of Use:  
 

• This product has not been evaluated for use inside the HVHZ (High Velocity Hurricane Zone)  
• This product is Impact Resistance. Therefore, a protective impact-rated device (i.e., shutter(s)) is 

not required. 
• Refer to Product Installation Instructions noted above for: 

o Maximum allowable wind loads at related maximum allowable size(s). 
o Overall dimensions and material/grade of main product components, accessories, etc. 
o Illustrated diagrams of the attachment of the product to the structure. 
o Anchor type(s), size(s), substrate(s), embedment, edge distance, and spacing/locations. 

• Site wind pressures shall be determined by a licensed professional engineer in accordance with 
the current edition of the Florida Building Code (and/or ASCE 7 as referenced in the current edition 
of the Florida Building Code) for components and cladding based on allowable stress design. 

• Site conditions not covered in this product evaluation document are subject to additional 
engineering analysis by a licensed professional engineer or registered architect as required by the 
authority having jurisdiction. 

• Adequacy of the existing structural substrates as a main wind force resisting system capable of 
withstanding and transferring applied product loads to the foundation is the responsibility of the 
licensed professional engineer or registered architect acting as the design professional of record 
for the project of installation. 
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Door Component Interchangeability - Conclusion:  
 

Based on the engineering analysis in Appendix 1 performed in accordance with Compliance Methods 2 
and 3 above, it was determined that the Ashland Multi-Point lock system used in testing can be 
replaced with a Von Duprin WS9827-9927 Exit Device (a.k.a., Panic Device). 
 

Certificate of Independence per Product 
Approval Rule 61G20-3.009 

 
Robert J. Amoruso, P.E., does not have, nor will 
acquire, any financial interest in the company 

manufacturing or distributing product(s) covered 
by this Product Evaluation Report.   

 
Robert J. Amoruso, P.E., does not have, nor will 
acquire any financial interest in any other entity 

involved in the approval process or testing of the 
product(s) covered by this Product Evaluation 

Report. 

 
 
 
 
 
 
 
 
 
 
 

Evaluated by: 
Robert J. Amoruso, P.E. 

FL PE License No. 49752 
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Appendix 1 - Door Component Interchangeability 
 
Exterior door assembly components can be interchanged in accordance with the following sections of the 
Florida Building Code if it can be shown they provide equal or greater structural performance. 
 
• Florida Building Code Section 1709.5.3 (2026 FBC) 

o Door components evaluated by an approved product evaluation entity, certification agency, 
testing laboratory or engineer may be interchangeable in exterior door assemblies provided 
that the door component(s) provide equal or greater structural performance as demonstrated 
by accepted engineering practices. 

• Florida Residential Code Section R609.10 (2026 FRC) 
o Door components evaluated by an approved product evaluation entity, certification agency, 

testing laboratory or engineer may be interchangeable in exterior door assemblies provided 
that the door component(s) provide equal or greater structural performance as demonstrated 
by accepted engineering practices. 

 
Structural Testing of E. F. San Juan, Inc. Wood Entry Doors, Florida Product Approval Number FL14680, 
Drawing No. SAN0001 and SAN0002 is listed above under Performance Testing heading to a Design 
Pressure of +/-65 psf for all configurations except the 176-1/2” x 153-7/16” OOO/OXXO configuration 
which tested to +/-60 psf. 
 
Locking hardware used in testing was an Ashland XP-55 Concealed Multi-Point Swing Door Lock (see 
Appendix 2). This locking device includes head and sill shoot bolts and a locking/deadbolt cylinders at the 
handle location. Both active and passive devices are used in XX door configurations and an active device in 
X door configurations. 
 
The hardware to be interchanged with the Ashland Multi-Point Lock is Von Duprin WS9827-9927 Exit 
Device (a.k.a., Panic Device) (see Appendix 3). This locking device includes head and sill latches engaged 
by vertical rods activated by the pushbar engaged opening mechanism. For XX door configurations, two 
exit devices are employed and for X configurations, one exit device is employed. 
 
The Von Duprin WS9827-9927 Exit Device (a.k.a., Panic Device) has been evaluated for Florida Product 
Approval using Miami-Dade HVHZ TAS 201/202/203 procedures. TAS 202 envelopes ASTM E330 Structural 
Load testing and TAS 201/202 envelopes ASTM E1886/E1996 Impact and Cyclic Load testing. This product 
approval is shown in Florida Product Approval FL14022 (or any current superseding FPAS approval) for 
single (X) and double (XX) doors at a maximum size of 52” x 100” for single door and 100” x 100” for double 
doors. A design pressure of +/-75 psf was obtained. 
 
Door panel wind loading is reacted at the hinge locations and at the head & sill shoot bolt/latch locations. 
Therefore, applied load is distributed to the surrounding frame in the same manner as tested when the 
WS9827-9927 Exit Device is used. 
 
The E. F. San Juan, Inc. Wood Entry Doors were tested to a maximum size of 38-3/8” x 109-15/16” for the 
single door and 74-1/2” x 109-15/16” for the double door. 
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Comparing the tributary loading areas: 
 

Door Type E. F. San Juan, Inc. Wood Entry Doors – 
Loading Area (psf) 

Florida Product Approval No. FL14022, 
Drawing No. F3580-1 (or any current 

superseding FPAS Approval)– Loading 
Area (psf) 

Configuration Single Door Double Door Single Door Double Door 
Full Tributary 
Loading Area 29.31 56.91 36.11 69.44 

Jamb Loading Area 12.10 12.10 13.36 13.36 

Conclusion 
Results less than Florida Product 
Approval FL14022 (or any current 

superseding FPAS approval) 

Results greater than E. F. San Juan, Inc. 
Wood Entry Doors 

 

 
 

Tributary Loading - Trapezoidal Distribution 

Area 
Size 

Tributary Loading 

H/W 
Case Jamb Head/Sill Total 

Width Height No. V (sf) H (sf) At (sf) 
SanJuan X 38.375 110 2.87 1 12.10 2.56 29.31 

SanJuan XX 37.25 110 2.95 1 11.82 2.41 28.45 
FL14022 X 52 100 1.92 1 13.36 4.69 36.11 

FL14022 XX 50 100 2.00 1 13.02 4.34 34.72 
 
Additionally, the Florida Product Approval FL14022 (or any current superseding FPAS approval) doors were 
tested at a DP = 75 psf and the E. F. San Juan, Inc. Wood Entry Doors at a DP = 60 psf. Therefore the E. F. 
San Juan, Inc. Wood Entry Doors experience a lower overall loading and can be directly compared to the 
Florida Product Approval FL14022 (or any current superseding FPAS approval) doors results. 
 
Conclusion: It has been demonstrated above that the Von Duprin WS9827-9927 Exit Device equipped 
doors in Florida Product Approval FL14022 (or any current superseding FPAS approval) have been 
structurally tested in a manner that meets and exceeds the Ashland Multi-Point Lock used in testing the E. 
F. San Juan, Inc. Wood Entry Doors. Additionally, it was shown that the E. F. San Juan, Inc. Wood Entry 
Doors are approved to a lower design pressure/tributary loading than that of the Florida Product Approval 
FL14022 (or any current superseding FPAS approval) doors. 
 



Amoruso Consulting Engineering, LLC 
FBPE Registration No. 38327 
Robert J. Amoruso, FL P.E. No. 49752 

226 N. Nova Rd., #142  
Ormond Beach, FL 32174  

rjaengpe@gmail.com 
 

Page 6 

Therefore, the Von Duprin WS9827-9927 Exit Device can be interchanged with the Ashland Multi-Point 
Lock used in testing the E. F. San Juan, Inc. Wood Entry Doors. 
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Appendix 2 - Ashland Multi-Point Lock 
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Appendix 3 - Von Duprin WS9827-9927 Exit Device 
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