
 2560 King Arthur Blvd Ste 124-54 
 Lewisville TX 75056 

John E. Scates, Professional Engineer   office (972) 492-9500 
 

 
October 3, 2023 
 
Windsor Door 
5800 Scott Hamilton Rd 
Little Rock, AR 72119 
 
Re:  FL 15078 

Evaluation Report for Residential Sandwich Doors Model 790 
 
To Whom It May Concern: 
 
At the request of Windsor Door, I have reviewed the drawings and tests listed below.  The 
pressures listed on the drawings are either direct results of the tests, or results obtained through 
rational engineering analysis based on the actual tests.  I have concluded that the construction 
shown on these drawings comply with the wind load requirements of the 8th Edition (2023) of 
the Florida Building Code.  I certify that I meet the requirements of "independence" as detailed 
in Florida Statutes. 
 
 

Drawings 

 
These products were tested to DASMA 108 (static): 

 
99-B-085 Sheet 1, Rev D,  9' wide x 7' tall for +19.8 / -22.2 psf 
99-B-085 Sheet 1, Rev D,  9' wide x 8' tall for +19.8 / -22.2 psf 
99-B-085 Sheet 2, Rev D,  16' wide x 7' tall for +18.7 / -20.8 psf 
99-B-085 Sheet 2, Rev D,  16' wide x 8' tall for +18.7 / -20.8 psf 
99-B-085 Sheet 3, Rev D,  18' wide x 7' tall for +18.7 / -20.8 psf 
99-B-085 Sheet 3, Rev D,  18' wide x 8' tall for +18.7 / -20.8 psf 
 
99-B-086 Sheet 1, Rev D,  9' wide x 7' tall for +22.9 / -26.4 psf 
99-B-086 Sheet 2, Rev D,  9' wide x 8' tall for +27.0 / -30.4 psf 
99-B-086 Sheet 3, Rev D,  16' wide x 7' tall for +22.2 / -25.0 psf 
99-B-086 Sheet 3, Rev D,  16' wide x 8' tall for +22.2 / -25.0 psf 
99-B-086 Sheet 4, Rev D,  18' wide x 7' tall for +22.2 / -25.0 psf 
99-B-086 Sheet 4, Rev D,  18' wide x 8' tall for +22.2 / -25.0 psf 
 
99-B-087 Sheet 1, Rev D,  9' wide x 7' tall for +31.2 / -35.8 psf 
99-B-087 Sheet 2, Rev D,  9' wide x 8' tall for +27.0 / -30.4 psf 
99-B-087 Sheet 3, Rev D,  16' wide x 7' tall for +26.0 / -29.1 psf 
99-B-087 Sheet 3, Rev D,  16' wide x 8' tall for +26.0 / -29.1 psf 
99-B-087 Sheet 4, Rev D,  18' wide x 7' tall for +31.2 / -34.0 psf 
99-B-087 Sheet 4, Rev D,  18' wide x 8' tall for +31.2 / -34.0 psf 
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99-B-088 Sheet 1, Rev D,  9' wide x 7' tall for +31.2 / -35.8 psf 
99-B-088 Sheet 1, Rev D,  9' wide x 8' tall for +31.2 / -35.8 psf 
99-B-088 Sheet 2, Rev D,  16' wide x 7' tall for +35.3 / -38.9 psf 
99-B-088 Sheet 2, Rev D,  16' wide x 8' tall for +35.3 / -38.9 psf 
99-B-088 Sheet 3, Rev D,  18' wide x 7' tall for +31.2 / -34.0 psf 
99-B-088 Sheet 3, Rev D,  18' wide x 8' tall for +31.2 / -34.0 psf 
 
99-B-089 Sheet 1, Rev D,  9' wide x 7' tall for +42.6 / -48.9 psf 
99-B-089 Sheet 1, Rev D,  9' wide x 8' tall for +42.6 / -48.9 psf 
99-B-089 Sheet 2, Rev D,  16' wide x 7' tall for +35.3 / -38.9 psf 
99-B-089 Sheet 2, Rev D,  16' wide x 8' tall for +35.3 / -38.9 psf 
 
99-A-075 Rev -, Sheets 1 thru 2, Lock installation 
99-A-061 Rev H, Sheets 1 thru 1, Jamb Attachment Schedule 

 
 

Test Reports 

 
Testing was conducted in accordance with ANSI/DASMA 108-05.  The test method used also 
complied with ANSI/DASMA 108-2012 and 108-2017. 
 
Test Report numbers: 

ETR-0226, ETR-0227, ETR-0228, ETR-0229, ETR-0230, ETR-0231, ETR-0232, 
ETR-0233, ETR-0234, ETR-0236, ETR-0237, ETR-0239 

 
 

Test Lab 

 
Tests were conducted at Windsor Test Lab in Little Rock, AR.  This facility was A2LA accredited to 
conduct the DASMA 108 test procedure at the time of testing.  
 
The test reports were signed by a Florida P.E. 
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Installation 

 
The drawings illustrate the relevant windload details for installation of the doors. 
 
Jamb Attachment: 
 
It is recommended that the door opening be framed on the inside face with 2x6 lumber secured 
to the building as a mounting surface for the door itself.  Spruce-Pine-Fir (SPF) was used in the 
testing. Various means of fastening the 2x6 to the building are illustrated on Windsor drawing 
99-A-061. 
 
Mounting the door directly to the building without the 2x6 has not been evaluated.   
 
The direct mounting of door track on top of drywall or other non-structural material is outside 
of the scope of this wind load evaluation. (A 2x6 may be mounted on drywall, but track brackets 
must rest on wood.) 
 
The location of the track brackets as shown on these drawings may vary by plus or minus 1.5 
inches. 
 
This Evaluation Report does not address design of the wall/jambs themselves.  These drawings 
only illustrate common means to attach the door to the jambs.  Walls and Jambs should be 
designed (by others) to withstand the loads imposed by door onto the building. 
 
 

Model Descriptions 

 
These door models are included in this approval for all drawings: 

Model 790 
Model 775 (discontinued) 

 
790 is a 2" thick, polystyrene-insulated sandwich door. 
 
The addition of "smart trim" and other decorative additions to the exterior face of the door, up 
to 3/4" overall thickness, is permitted by this approval. 
 
Most testing was conducted on the discontinued Model 775 door, which was 1-3/8" thick. The 
2" thick model listed with this Evaluation is approved as a superior construction. 
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Additional Limitations 

 
The drawings cited above are an explicit part of this evaluation report.  The text of this report 
does not attempt to address all design details but relies upon the illustrations and text of these 
drawings and instructions as well. 
 
Each door should be chosen based on the "psf" requirement determined for a specific installation 
or locale. 
 
The maximum door width approved with this report is 18' wide. 
The maximum door height approved with this report is 7-sections.  
 
Low Headroom track may be used in lieu of Standard Lift track. 
 
The horizontal track may be reinforced with an angle as needed to support the door weight.  The 
construction of the horizontal track, including the track thickness, is determined by Windsor 
Door and does not affect this windload evaluation. 
 
Stop molding must be installed along the vertical jambs and across the header of the opening 
so that the size of the opening is reduced sufficiently to provide at least 1/2 inch of overlap 
with each edge of the door.  Stop molding is to be secured with "6D" or larger nails, or screws 
on spacing not to exceed the spacing noted on the drawings. "Finishing nails" may not be used: 
The larger head of the 6D or screw is a requirement. 
 
The rated pressures may not be achieved unless the door is held closed during the wind event. 
Both tracks must be engaged with a lock (right and left side), or alternately an electric drawbar 
operator attached to the door prior to the wind event. 
 
These doors have not been evaluated for Windborne-Debris nor the High Velocity Hurricane 
Zone (HVHZ). 
 

John E. Scates, P.E. 
Florida PE # 51737 
 
Printed copies of this document are not considered signed and sealed and the signature must be verified on any electronic copies. 
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