Registry No. 29824
CREEK piltpes

TECHNICAL SERVICES, LLC

EVALUATION REPORT FLORIDA BUILDING CODE, 8™ EDITION (2023)

Manufacturer: AMRIZE BUILDING ENVELOPE LLC (ELEVATE) Issued July 24, 2025
26 Century Blvd
Nashville, TN 37214
(800) 428-4442
https://www.holcimelevate.com/us-en

Manufacturing Plants: Tuscumbia, AL

Quality Assurance: UL LLC (QUA9625)

SCOPE

Category: Roofing

Subcategory: Single Ply Roof System

Code Edition: Florida Building Code, 8" Edition (2023) including High-Velocity Hurricane Zones (HVHZ)

Code Sections: 1504.3.1, 1504.6, 1504.7, 1507.2.4, 1507.10.2, 1507.11.2, 1507.12, 1515.1.1, 1515.1.4,
1515.2.4, 1523.1.1, 1523.6.2

Properties: Wind Resistance, Physical Properties, Impact Resistance

PRoODUCT DESCRIPTION

Products Specification Description
Elevate UltraPly TPO XR 100 ASTM D 6878 45-mil thick thermoplastic polyolefin, heat-weldable, single-ply
TAS 110 roof membrane with polyester weft-inserted reinforcement and

8 0z. non-woven polyester fabric backing

Elevate UltraPly TPO XR 115 ASTM D 6878 60-mil thick thermoplastic polyolefin, heat-weldable, single-ply
TAS 110 roof membrane with polyester weft-inserted reinforcement and
8 0z. non-woven polyester fabric backing

Elevate UltraPly TPO XR 135 ASTM D 6878 80-mil thick thermoplastic polyolefin, heat-weldable, single ply
TAS 110 roof membrane with polyester weft-inserted reinforcement and
8 oz. polyester fleece backing
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

CREEK

TECHNICAL SERVICES, LLC

REFERENCES

Entity Report No. Standards

FM Approvals (TST1867) 3030227 FM 4470 (2016)

FM Approvals (TST1867) 3041949 FM 4470 (2016); FM 4474 (2011)
FM Approvals (TST1867) 3046870 FM 4470 (2016)

FM Approvals (TST1867) 3047398 FM 4474 (2011)

FM Approvals (TST1867) 3050535 FM 4470 (2016); FM 4474 (2011)
FM Approvals (TST1867) 3055491 FM 4470 (2016)

FM Approvals (TST1867) 3051380 FM 4470 (2016); FM 4474 (2011)
FM Approvals (TST1867) 3055590 FM 4470 (2016); FM 4474 (2011)
FM Approvals (TST1867) 3057217 FM 4470 (2016)

FM Approvals (TST1867) 3060274 FM 4470 (2016)

FM Approvals (TST1867) 3060621 FM 4470 (2016)

FM Approvals (TST1867) 3061218 FM 4470 (2016)

797-07749-267
797-08937-267
RR205537

FM Approvals (TST1867)
FM Approvals (TST1867)
FM Approvals (TST1867)
Nemo| Etc LLC (TST6049)
Nemo| Etc LLC (TST6049)
Nemo| Etc LLC (TST6049)
Nemo| Etc LLC (TST6049)

FM 4470 (2016)

FM 4470 (2016)

FM 4470 (2016)
4S-FBP-18001.09.18 ASTM D 6878 (2021)
4r-FBP-20-SSTHP-0LA  ASTM D 6878 (2021)
44-FBP-22-SSMBB-01.A ASTM D6163/D6163M (2016)
4g-FBP-22-SSMBB-01.B  ASTM D6164/D6164M (2016)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

FBP-038-02-01
FBP-038-02-02
FBP-044-02-01.8

FBP-047-02-03
FBP-053-02-01
FBP-054-02-03
FBP-058-02-01
FBP-059-02-01.6

FBP-067-02-01
FBP-071-02-01
FBP-073-02-01
FBP-094-02-01
FBP-101-02-01
FBP-102-02-01
FBP-104-02-01
FBP-106-02-01
FBP-109-02-01
FBP-111-02-01
FBP-112-02-01
FBP-113-02-01
FBP-114-02-01
FBP-118-02-01
FBP-123-02-01
FBP-124-02-01
FBP-126-02-01
FBP-127-02-01
FBP-130-02-01
FBP-132-02-01
FBP-133-02-01
FBP-133-02-02
FBP-140-02-01
FBP-141-02-01
FBP-142-02-01
FBP-142-02-02
FBP-145-02-01
FBP-152-02-01
FBP-154-02-01
FBP-157-02-01
FBP-160-02-01
FBP-161-02-01
FBP-162-02-01

ASTM D6164/D6164M (2016)

ASTM D6164/D6164M (2016)

TAS 114(J) (2011);TAS 114(H) (1995);
TAS 117(B) (1995)

FM 4474(D) (2011); TAS 114(J) (2011)
ASTM D6163/D6163M (2016)

FM 4474(B) (2011); TAS 114(D) (2011)
ASTM D4601/D4601M [2004(2012)E1]
ASTM D 1876 (2008); ASTM D 903

[1998(2010]; TAS 117(B) (1995); TAS 114(D)

(2011); TAS(H) (1995)

FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(B) (2011); TAS 114(D) (2011)
TAS 110 (2000)

FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(C) (2011)

FM 4474(C) (2011)

FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
ASTM D6163/D6163M (2016)

ASTM D6164/D6164M (2016)

FM 4474(B) (2011); TAS 114(D) (2011)
FM 4474(B) (2011); TAS 114(D) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
ASTM D 6878 (2021); TAS 110 (2000)

FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(D) (2011); TAS 114(J) (2011)
FM 4474(C) (2011)

FM 4474(D) (2011); TAS 114(J) (2011)
FM 4470 (2016)

ASTM D1970 (2017a)
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CREEK

TECHNICAL SERVICES, LLC

Entity

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
Trinity|ERD (TST6049)

Report No.
FBP-166-02-01
FBP-168-02-03
FBP-176-02-01
FBP-177-02-01B
FBP-180-02-01
FBP-181-02-01B
FBP-184-02-03

FBP-189-02-01
FBP-193-02-01
FBP-196-02-03

FBP-213-02-04
FBP-241-02-01A

FBP-244-02-01
FBP-258-02-02A

FBP-260-02-01

FBP-260-02-02
FBP-265-02-01

FBP-271-02-01

FBP-272-02-01
FBP-283-02-01

FBP-283-02-02A
FBP-291-02-02
FBP-293-02-01
FBP-305-02-01
FBP-309-02-01
FBP-313-02-01
FBP-317-02-01
FBP-322-02-02

FBP-389-02-01
FBP-389-02-02

MSA-006-02-01
F10500.10.08-1

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

Standards

ASTM D6163/D6163M (2016)

ASTM D6164/D6164M (2016)

ASTM D4601/D4601M [2004(2012)E1]

FM 4474(D) (2011); TAS 114(J) (2011)

UL 1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(B) (2011); TAS 114(D) (2011)
FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

ASTM D3746 [1985(2015)]

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(B) (2011); TAS 114(D) (2011);
FM 4474(D) (2011); TAS 114(J) (2011)

UL 1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011)

UL 1897 (2015)

ASTM D6164/D6164M (2016)

FM 4474(D) (2011); TAS 114(J) (2011)

UL 1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011)

UL 1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

ASTM D4601/D4601M [2004(2012)E1]

FM 4474(B) (2011); TAS 114(D) (2011)
ASTM D6164/D6164M (2016)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(D) (2011); TAS 114(J) (2011);
UL1897 (2015)

FM 4474(C) (2011)

FM 4474(D) (2011); TAS 114(J) (2011);
UL 1897 (2015)

ASTM D4897 (2016a)

ASTM D6163/D6163M (2016)
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C R E E K AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC

LIMITATIONS

10.

11.
12.

Fire classification is not within the scope of this evaluation.

The roof deck and the roof deck attachment information are provided based on testing. FBC requirements
for the rational design of the roof deck, including the attachment, are not within the scope of this evaluation.
Foam plastic insulation shall be installed in accordance with the FBC Section 2603.4 and 2603.6.

In the HVHZ, fastener spacing for insulation attachment is determined using a Minimum Characteristic Force
(F") of 275 Ibf as demonstrated via testing to TAS 105. If the field tested fastener value is below 275 Ibf,
then insulation attachment shall not be acceptable.

In the HVHZ, fastener spacing for base sheets or membrane attachment shall meet the minimum fastener
resistance value and the MDP for the specified assembly. It is permissible for a qualified professional to
submit a revised fastener spacing utilizing the withdrawal resistance value obtained from TAS 105 testing
and calculations performed in accordance with RAS 117 and/or RAS 137, when the fastener resistance is
found less than required.

In the HVHZ, if mechanical attachment through the lightweight insulating concrete to the structural deck is
proposed, a field fastener withdrawal test shall be conducted in compliance with TAS 105 to determine
equivalent or increased attachment densities. Revised fastener densities shall be submitted utilizing the
withdrawal resistance value obtained from TAS 105 testing and calculations performed in accordance with
RAS 117 and/or RAS 137.

HVHZ: For assemblies containing mechanical attachment, the allowable uplift pressure for the selected
assembly shall meet or exceed the minimum design loads as determined in accordance with the FBC
Chapter 16. The attachment density may be increased by a qualified design professional, as necessary, to
meet the design pressure requirements in the periphery zones. Calculations shall be conducted in
compliance with RAS 117 and/or RAS 137.

Non-HVHZ: For assemblies containing mechanical attachment or adhered in ribbon-applied adhesive, the
allowable uplift pressure for the selected assembly shall meet or exceed the minimum design loads as
determined in accordance with the FBC Chapter 16. The attachment density may be increased by a
qualified design professional, as necessary, to meet the design pressure requirements in the periphery
zones. Calculations shall be conducted in compliance with RAS 117, RAS 137, or Section 2.2.10.1 FM
LPDS 1-29 (July 2022).

Reroofing applications shall be examined in accordance with FBC Section 1511 outside of the HVHZ and
FBC Section 1521 within the HVHZ. For mechanically fastened systems, a field withdrawal resistance test
(TAS 105 in the HVHZ; ANSI/SPRI FX-1 or TAS 105 in the non-HVHZ) shall be conducted by a qualified
professional to ensure the fastener meets the minimum design load requirements of the system. For
adhered systems, a field uplift resistance test (TAS 124 in the HVHZ; ASTM E 907, FM LPDS 1-52,
ANSI/SPRI IA-1, or TAS 124 in the non-HVHZ) shall be conducted to confirm conformance of the existing to
the minimum design loads.

HVHZ: For assemblies containing fully adhered or ribbon adhered attachment, or where extrapolation of the
assembly is not permitted, the MDP for the selected assembly shall meet or exceed the minimum design
loads as determined in accordance with the FBC Chapter 16 without augmentation.

Non-HVHZ: For assemblies adhered in ribbon-applied adhesive, the allowable uplift pressure for the
selected assembly shall meet or exceed the minimum design loads as determined in accordance with the
FBC Chapter 16. The attachment density may be increased by a qualified design professional, as
necessary, to meet the design pressure requirements in the periphery zones. Calculations shall be
conducted in compliance with Section 2.2.10.1 FM LPDS 1-29 (July 2022).

Installation of the evaluated products shall comply with this report, the FBC, and the manufacturer's
published application instructions. Where discrepancies exist between these sources, the more restrictive
and FBC compliant installation detail shall prevail.

The minimum roof slope shall be 1/4:12 for new construction.

All products listed in this report shall be manufactured under a quality assurance program in compliance with
Rule 61G20-3.
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C RE E K AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC

COMPLIANCE STATEMENT

This report has been prepared in accordance with F.A.C. Rule 61G20-3.
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CERTIFICATION OF INDEPENDENCE

CREEK Technical Services, LLC does not have, nor will it acquire, a financial interest in any company manufacturing or distributing
products under this evaluation.

CREEK Technical Services, LLC is not owned, operated, or controlled by any company manufacturing or distributing products under
this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products
under this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

APPENDICES

1) APPENDIX A - Installation (6 pages)
2) APPENDIX B — Nomenclature and Approved Assemblies (28 pages)
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TECHNICAL SERVICES, LLC

INSTALLATION

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

[NOMENCLATURE]

APPENDIX A

Note - Refer to the APPROVED ASSEMBLIES section of this report within Appendix B for specific installation details of a

selected assembly.

Unless otherwise specified in this report the following installation details shall be met for the named products:

Component Product Installation Detail
Elevate All-Purpose Fasteners Min.0.75-inch penetration through the top rib of the steel deck or
Elevate All-Purpose S Fasteners wood deck
Elevate Concrete Drive Min. 1.25” embedment into min. 3” thick structural concrete
Fastening Elevate 1.7” LWC Base-Ply Fastener | Full embedment of shank into substrate
Systems Elevate Heavy D Min. 7-inch penetration through the top rib of the steel deck or
vy Duty Fasteners wood deck. Min. penetration 1-inch into concrete deck.
Elevate Insulation Fastening Plates Min. 3-inch diameter Galvalume® steel plate
Elevate Metal Batten Strip Min. 1-inch wide, 0.0448 in. Galvalume® steel batten
ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 20-40 Ibs/100 ft*
Elevate 1.S.0. Fix I Partially adhered in 0.75 to 1-inch wide ribbons
Insulation Elevate 1.S.0. Stick Partially adhered in 0.75 to 1-inch wide ribbons
Adhesives llil(;er:/at(_e 1.8.0. Twin Pack Insulation Partially adhered in 0.5 to 0.75-inch wide ribbons
esive
Elevate 1.S.0. Spray R Partially adhered in 0.75 to 1-inch wide ribbons
Elevate Twin Jet Partially adhered in 1 to 1.25-inch wide ribbons
ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 25-40 Ibs/100 ft*
Membrane Elevate 1.S.0. Spray R Partially adhered in 0.75-1-inch wide ribbons
Adhesives Elevate XR Stick

Partially adhered in 0.75-1-inch wide ribbons

Owens Corning PermaMop Asphalt

Fully adhered within the EVT range at a rate of 25-40 lbs/100 ft?

Insulation/Cover
Boards

Georgia-Pacific DensDeck

Georgia-Pacific DensDeck Prime

Min. 0.25-inch thick

Elevate 1ISO 95+ GL

GenFlex ISO Insulation

Elevate ISOGARD GL

Elevate RESISTA

Elevate ISOGARD CG

GenFlex Coated Glass Facer

Min. 0.5-inch thick; Min. 20 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

Elevate 1SO 95+ GL (Tapered)

GenFlex ISO Insulation (Tapered)

Elevate ISOGARD GL (Tapered)

Elevate RESISTA (Tapered)

Elevate ISOGARD CG (Tapered)

GenFlex Coated Glass Facer
(Tapered)

0.5-inch to start with 0.25-inch per ft taper; Adhered boards shall
be a maximum 4 ft x 4 ft

Elevate ISOGARD HD

GenFlex HD ISO

Min. 0.5-inch thick; Adhered boards shall be a maximum 4 ft x 4 ft

Elevate ISOGARD HD Composite

GenFlex HD Composite ISO

Min. 1.5-inch thick; Adhered boards shall be a maximum 4 ft x 4 ft

Elevate RESISTA

GenFlex Coated Glass Facer

Min. 0.5-inch thick; Min. 20 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

Structodek High Density Fiberboard

Min. 0.5-inch thick
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TECHNICAL SERVICES, LLC

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

[NOMENCLATURE]

APPENDIX A

Component

Product

Installation Detail

Insulation/Cover
Boards (cont’d)

USG SECUROCK Gypsum-Fiber
Roof Board

USG SECUROCK Glass-Mat Roof
Board

Min. 0.25-inch thick

BASEGARD SA

Channel Venting Base

SBS Base

Min. 3.4-inch wide side-laps; Min. 6-inch end laps; Side-laps shall

Base/Ply Sheets SBS Glass Torch Base be installed perpendicular to the direction of the steel deck ribs
SBS Glass Torch Base 1.5 and parallel to the direction of the wood trusses for mechanically
. attached systems
SBS Poly Base
SBS Poly Torch Base
SBS Premium Base Min. 3.4-inch wide side-laps; Min. 6-inch end laps; Side-laps shall
SBS Premium Poly Base be installed perpend_lculgr to the direction of the steel deck r_|bs
Base/Plv Sh and parallel to the direction of the wood trusses for mechanically
( g;ft, d)y Sheets SBS Smooth attached systems
Min. 2-inch wide side-laps; Side-laps shall be installed
MB Base perpendicular to the direction of the steel deck ribs for
mechanically attached systems
UltraPly TPO XR 100
Membrane UltraPly TPO XR 115 Min. 2-inch wide side-laps with min. 1.5-inch wide heat weld;

UltraPly TPO XR 135

Vapor Barriers

Elevate V-Force Vapor Barrier
Membrane

Self-adhered; Min. 3-inch side laps; Min. 6-inch end laps; ; All
substrates except metal decks must be primed; Prime surface with
Elevate SA-Solvent Based (SB) Primer or Elevate SA-LVOC
Primer at a rate of 0.5 gal/100ft* or Elevate SA-Water Based (WB)
Primer 0.25 — 0.75 gal/100ft?;

Min. 300 psi Celcore MF with HS

Slurry coat min. 1/8-inch thick; 1-inch thick EPS board (1 Ibs/ft%);
Min. 2-inch thick top coat; Celcore PVA curing compound applied

Rheology Admixture at rate of 300 ft?/gal
) Deck is treated by applying a continuous film with a broom prior to
C‘eIIuIar‘ Celcore S-1 placement of the Celcore lightweight concrete
Lightweight - -
Insulating Min. 300 psi Mearlcrete
Concrete Min. 300 psi Elastizell . . . . . .
f P I 2 Slurrg/ coat min. 1/8-inch thick; Min. 1-inch thick EPS board (1
Min. 300 psi Concrecel Ibs/ft®); Min. 2-inch top coat
Min. 200 psi Cellular Lightweight
Insulating Concrete
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)

UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
", 48" o
?
12"
:
S ¢, L e—
4 per
4ftx4ft 48"
board
— 12" —o
12"
(Max. 4.0ft° contributory area per fastener)
i 24" — 6" |=—
=
T O] O]
O]
8 per ()
Aftx4ft O] O] 7
Board
il °
S IO) ®
T I 4'-0" =
(Max. 2.0ft’ contributory area per fastener)
T |
:
5 per &
4ftx 8ft g
board g ©
(Max. 6.4ft° contributory area per fastener)
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)

UltraPly TPO XR with SBS Modified Roofin
CREEK [APPROVED ASSEMBLIES] y 9

TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A

Insulation/Cover Board Fastening Patterns

Description Fastening Pattern
T f
8 per & —
4ft. x 8 ft.
board Y 3
e, S
(Max. 4.00ft* contributory area per fastener)
¢ TR 3
10 per
4 ft. x 8 ft. : £ >
@ (c) ol )
board & i ?
3 1
(Max. 3.2ft? contributory area per fastener)
12 per
4ftx8ft
board £
(Max. 2.67ft* contributory area per fastener)
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

CREEK

[APPROVED ASSEMBLIES]

TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A
Insulation/Cover Board Fastening Patterns
Description Fastening Pattern
R
15 per z
4ftx8ft g
boa;(d s @© T @
T
+—© g
£ % |
(Max. 2.13ft° contributory area per fastener)
© © © & @
) .@ o @v
18 per
4 ft x 8 ft ot @) @) @ )
board b © ©
i
O ©
(Max. 1.78ft* contributory area per fastener)
© © ©
© © © ©
20 per =g
4ftx8ft 5 e % o~
board g © © © ©
e e © ©
S ®
|- 5 |
(Max. 1.60ft° contributory area per fastener)
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K UltraPly TPO XR with SBS Modified Roofing
[APPROVED ASSEMBLIES]

TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A

Insulation/Cover Board Fastening Patterns

Description Fastening Pattern
@ ©— © © © ©
22 per ©— | ©
4ftx 8ft 4 | . -
board 2 & ; = %
® ®
© @' © © ©

(Max. 1.45ft* contributory area per fastener)

g6 "

24 per ) © i ©
4ftx8ft : = : - ~
board 2 o © ©

(Max. 1.33ft° contributory area per fastener)

96

© © © © ©

32 per © ® © ® © @
41tx8ft | :
board & o

iﬂ o
©— © © ©

i

(Max. 1.00ft” contributory area per fastener)
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' AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B

NOMENCLATURE

The following naming conventions are utilized to specify products in the APPROVED ASSEMBLIES section of this report. Refer to the nomenclature below when
deciphering the allowable products for use in the selected assembly. Installation requirements shall be as noted in the APPROVED ASSEMBLIES and INSTALLATION
section of this report.

Name Definition

AP Fasteners & Plates | Elevate All-Purpose Fasteners or All-Purpose S Fasteners and Insulation Fastening Plates

As Tested Information provided to the report user based on the as tested condition of the roof system

BASEGARD oOrr‘1|§ ply of BASEGARD SA. Subsequent ply shall be applied in hot asphalt or by torch or shall be UltraPly TPO XR membrane applied in hot asphalt

CD Fasteners & Plates | Elevate Concrete Drive and Insulation Fastening Plates

One layer of any of the following products:

-Georgia-Pacific DensDeck

-Georgia-Pacific DensDeck Prime

-Elevate ISOGARD HD

-GenFlex HD ISO -USG SECUROCK Glass-Mat Roof Board
-USG SECUROCK Gypsum-Fiber Roof Board

As Tested deck construction details are described as follows:

Cover Board

Concrete Deck Min. f; = 2,500 psi at 28 days
CWF Deck Min. 2.5-inch thick Tectum | cementitious wood fiber panels
Steel Deck Min. 22 ga, Wide Rib Deck (Type WR) conforming to ANSI/SDI-RD1.0 & FBC; 0.5% Vented and ASTM A653 G90 for LWIC
applications only.. The following nomenclature is used to further describe the As Tested condition.
F<#> <#> #12-24 HWH self-drilling screws or equivalent fastener at each flute used to secure the deck to the structural
supports; Min. 0.25-inch penetration
G<#> Min. Grade <#> of Steel Deck
. L<#> Max. span of <#> ft
Deck Detail : : :
P Min. 5/8-inch diameter puddle welds at each flute used to secure the deck to the structural supports
S<#> 1/4 "-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel side laps
W 0.75-inch O.D. flat washer used with indicated fastener
Wood Deck Solid or closely fitted span rated sheathing at max. 24 in. span; The following nomenclature is used to further describe the As
Tested condition.
T<#> Min. <#>-inch thickness of the plywood
L<#> Max. span of <#> inches
N<#> Min. 0.113-inch diameter x 2-3/8-inch ring shank nails spaced <#>-inch o.c. at all intermediate supports and at the
perimeter of each board
DensDeck Min. 0.25-inch Georgia-Pacific DensDeck
DensDeck Prime Min. 0.25-inch Georgia-Pacific DensDeck Prime

One or more plies of MB Base, SBS, Base, SBS Poly Base, SBS Premium Poly Base, SBS Premium Base, or SBS Smooth fully bonded in ASTM D 312,
Type IV hot asphalt

One or more plies of SBS, Base, SBS Poly Base, SBS Premium Poly Base, SBS Premium Base, or SBS Smooth fully bonded in ASTM D 312, Type IV
hot asphalt

HA SBS BUR Ply

HA SBS Ply
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
[ C RE E K [APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B

Name Definition
HD Fasteners & Plates | Elevate Heavy Duty Fasteners and Insulation Fastening Plates

One of more layers in any combination of:
-Georgia-Pacific DensDeck
-Georgia-Pacific DensDeck Prime
-Elevate 1ISO 95+ GL or ISOGARD GL
-Elevate ISOGARD HD

-Elevate ISOGARD HD Composite
Insulation -Elevate RESISTA or ISOGARD CG
-GenFlex ISO Insulation

-GenFlex HD I1SO

-GenFlex HD Composite 1ISO

-GenFlex Coated Glass Facer

-USG SECUROCK Glass-Mat Roof Board
-USG SECUROCK Gypsum-Fiber Roof Board

Insulation Adhesive I.S.0. Twin Pack Adhesive, I.S.0. Stick Insulation Adhesive, or I.S.O. Fix Il Adhesive

Insulation Adhesive Il I.S.0. Twin Pack Adhesive, I.S.0. Stick Insulation Adhesive, 1.S.0. Fix Il Adhesive, 1.S.0. Spray R, or Twin Jet

Insulation Adhesive lll I.S.0. Twin Pack Adhesive, 1.S.0. Stick Insulation Adhesive, 1.S.0. Fix || Adhesive, or Twin Jet

ISO One or more layers of QenFIex 1ISO Ins_ulation or EIeva_te ISQ 95+ GL, or Elevate ISOGARD GL; Elevate ISOGARD GL shall be minimum 2.0-inch
thickness when mechanically fastened in roof assemblies with adhered membranes

ISO HD One or more layers of GenFlex HD ISO or Elevate ISOGARD HD

ISO HD-C One or more layers of GenFlex HD Composite ISO or Elevate ISOGARD HD Composite

One or more layers of GenFlex Coated Glass Facer or Elevate RESISTA, or Elevate ISOGARD CG; Elevate ISOGARD CG shall be minimum 2.0-inch
thickness when mechanically fastened in roof assemblies with adhered membranes

LWIC Poured-in-place Cellular Lightweight Insulating Concrete with encapsulated insulation board
One ply of Channel Venting Base, MB Base, SBS Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Premium Base, SBS Poly Base, SBS

ISO CG

MA Base Premium Poly Base, SBS Poly Torch Base, or SBS Smooth mechanically attached as prescribed per the approved assembly

MA Base I One ply of MB Base, SBS Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Premium Base, SBS Poly Base, SBS Premium Poly Base,
SBS Poly Torch Base, or SBS Smooth mechanically attached as prescribed per the approved assembly

MA Base Ill One ply of SBS Base, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Premium Base, SBS Poly Base, SBS Premium Poly Base, SBS Poly
Torch Base, or SBS Smooth mechanically attached as prescribed per the approved assembly

MA Base IV One ply of Channel Venting Base, SBS Base, SBS Base-P, SBS Glass Torch Base, SBS Glass Torch Base 1.5, SBS Poly Torch Base

MCRF Minimum Characteristic Resistance Force as determined by TAS 105 for the named fastener in the selected assembly

MDP Maximum Design Pressure

Preliminarily Secured Fastened at minimum rate of 5 per 4 ft x 8 ft board or 4 per 4 ft x 4 ft board.
Where assemblies are used to recover an existing roof, the existing roof shall consist of only one layer of roofing, i.e. recovering a previously recovered

Recover roof is not permitted. Recover roofing shall be conducted in compliance with FBC Section 1511 outside of the HVYHZ and FBC Section 1521 within the
HVHZ. For mechanically fastened roof assemblies, the existing roof insulation thickness may be contributory in meeting the minimum insulation
thickness requirements for a given assembly.

SBS Base Sheet One ply of SBS Base, SBS Glass Torch Base, SBS Poly Base, SBS Premium Poly Base, SBS Poly Torch Base, SBS Premium Base, or SBS Smooth

SBS TA Vapor Barrier SBS Glass Torch Base torched adhered over primed concrete deck

SECUROCK Min. 0.25-inch USG SECUROCK Gypsum-Fiber Roof Board

TA SBS Ply One or more plies of SBS Glass Torch Base, SBS Glass Torch Base 1.5 or SBS Poly Torch Base fully bonded by torch adhering
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CREEK [APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Name Definition
TPO XR HA One ply of UltraPly TPO XR 100, 115, 135 applied in ASTM D 312, Type IV asphalt or Owens Corning PermaMop asphalt
TPO XR XRS One ply of UltraPly TPO XR 100, 115, 135 applied in XR Stick Membrane Adhesive ribbons spaced max. 12-inch o.c.
TPO XR ISR One ply of UltraPly TPO XR 100, 115, 135 applied in I.S.0. Spray R spaced max. 12-inch o.c.
V-Force One ply of Elevate V-Force Vapor Barrier Membrane
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' AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
— C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B

APPROVED ASSEMBLIES

The following notes shall be observed when using the assembly tables below.

1. MDPs were calculated using a 2:1 margin of safety per FBC Section 1504.9 and 1523.4. MDP shall be minimum -45 psf for use in the HVHZ.

2. Referto LimITATIONS and NOMENCLATURE sections of this evaluation when using the table(s) below. Items italicized refer to specific nomenclature used in
this report.

3. Refer to INSTALLATION section of this report for installation detail when the information is not explicitly stated for the selected assembly.

4. The on-center (0.c.) spacing given is the maximum allowable attachment spacing for the rated system.

5. As Tested information for roof deck construction is provided for information only. The addition of the As Tested deck information does not obviate the
requirement for rational design of the roof deck and roof deck attachment in accordance with FBC requirements.

6. Prior to application of the approved assembly an optional vapor barrier, such as 4-6 mil polyethylene, V-Force, or DensDeck Prime with V-Force, may be
installed over concrete or steel decks when the approved assembly contains insulation or the membrane fastened through to the deck.

Assembly System Numbers and Definitions
C-A-# Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
C-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
CW-A-# Adhered Assemblies over Cementitious Wood Fiber Deck (New or Existing)
LC-A-# Lightweight Insulating Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
LC-AM-# Lightweight Concrete Assemblies with Adhered Membranes over Fastened Insulation or Anchor Sheet over Concrete Deck (New or Existing)
LC-M-# Mechanically Fastened Lightweight Concrete Assemblies over Concrete Deck (New or Existing)
LS-A-# Lightweight Insulating Concrete Assemblies with All Layers Adhered over Steel Deck (New or EXxisting)
LS-AM-# Lightweight Insulating Concrete Assemblies with Adhered Membranes over Fastened Insulation or Anchor Sheet over Steel Deck (New or Existing)
LS-M-# Mechanically Fastened Lightweight Insulating Concrete Assemblies over Steel Deck (New or Existing)
R-AM-# Recover Assemblies with Adhered Membranes over Fastened Insulation
R-M-# Recover Assemblies with Mechanically Fastened Base Sheet
S-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
S-M-# Mechanically Fastened Assemblies over Steel Deck (New, Existing, or Recover)
W-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Wood Deck (New, Existing, or Recover)
W-M-# Mechanically Fastened Assemblies over Wood Deck (New, Existing, or Recover)
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Syng?m Vapor Barrier Base Insulation Top Insulation Cover Board Base Ply Ply Sheet Membrane 'E/Flng))
C-A-1 - Insulation Adhesive Il - IFSC.)(I)r.]S'F\?inIsdP\;wctl? BASEGARD HA%ETSICI;’L\IJQLPIy, TPOXRHAor | -105
ribbon applied in P TPO XR ISR (Lim. 9)
ribbons spaced applied in _rlbbons TA SBS Ply
12-inch o.c. spaced 12-inch o.c.
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

8 CREEK

[APPROVED ASSEMBLIES]

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Syngem Vapor Barrier Base Insulation Top Insulation Cover Board Base Ply Ply Sheet Membrane IE/pI)ZfF))
Min. 0.5-inch ISO
Insullngjarili(:jxvtlatsr}ve Il IISnosuT;?i(l)T,tAaclilﬁgs\il\V/l(teh OPTIONAL TPO XR HA or -110
C-A-2 - - L - Lo BASEGARD HA SBS BUR Ply, .
ribbon applied in applied in ribbons TPO XR ISR (Lim. 9)
: . TA SBS Ply
ribbons spaced spaced 12-inch o.c.
12-inch o.c.
Min. 0.5-inch ISO
installed with SECUROCK installed OPTIONAL
C-A3 ) Insulation Adhesive I ) with .S.0. Twin Pack BASEGARD, HA SBS BUR Pl TPO XR HA or -122.5
ribbon applied in applied in ribbons HA SBS BUR Ply y: TPO XR ISR (Lim. 9)
: . TA SBS Ply
ribbons spaced spaced 12-inch o.c.
12-inch o.c.
Min. 0.5-inch ISO SECUROCK installed OPTIONAL
C-A-4 - installed with ASTM D - with ASTM D 312, H ABQSBE%AUTQDh HA SBS BUR Ply, TTPSOXER":QF‘{” (L-iﬁog)
312, Type IV Asphalt Type IV Asphalt y TA SBS Ply )
Min. 0.5-inch ISO DensDeck Prime
installed with installed with
Insulation Adhesive IlI Insulation Adhesive IlI BASEGARD, OPTIONAL TPO XR HA or -167.5
C-A-5 - - oSty - ’ 1SV HA SBSBURPly, [ HA SBS BUR Ply, :
ribbon applied in ribbon applied in TPO XR ISR (Lim. 9)
; : or TA SBS Ply or TA SBS Ply
ribbons spaced ribbons spaced
12-inch o.c. 12-inch o.c.
0
. . installed with 1.S.0. BASEGARD, OPTIONAL
C-A-6 - '”Sr‘ijt';tc'fr"”aAdﬁeeg'}’ne I - Stick or Twin Jet HA SBS BURPly, | HA SBS BUR Ply, TfF?Ofo":éFgr (L'i}: 59)
: pp applied in ribbons or TA SBS Ply or TA SBS Ply ’
ribbons spaced .
. spaced 12-inch o.c.
12-inch o.c.
Min. 0.5-inch ISO DensDeck Prime
installed with installed with OPTIONAL
C-A-7 ) Insulation Adhesive || ) Insulation Adhesive I HA SBS Ply HA SBS BUR Pl TPO XR HA or -230
ribbon applied in ribbon applied in or TA SBS Ply Y TPO XR ISR (Lim. 9)
; : or TA SBS Ply
ribbons spaced ribbons spaced
6-inch o.c. 6-inch o.c.
Min. 0.5-inch ISO DensDeck Prime
installed with installed with
Insulation Adhesive || Insulation Adhesive I OPTIONAL TPO XR HA or -237.5
C-A-8 - ; Jesih - . Jesih TA SBS Ply -
ribbon applied in ribbon applied in TA SBS Ply TPO XR ISR (Lim. 9)
ribbons spaced ribbons spaced
6-inch o.c. 6-inch o.c.
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8 CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Syngem Vapor Barrier Base Insulation Top Insulation Cover Board Base Ply Ply Sheet Membrane IE/pI)ZfF))
OPTIONAL
Min. 1.5-inch ISO Min. L-inch ISO i BONAL
installed with installed with ir{stélled with OPTIONAL 2625
C-A-9 V-Force 1.S.0. Stick applied in I.S.0. Stick . . BASEGARD HA SBS Ply, TPO XR HA S
- A 1.S.0. Stick applied (Lim. 9)
ribbons spaced applied in ribbons - or TA SBS Ply
. in ribbons spaced
12-inch o.c. spaced :
: 12-inch o.c.
12-inch o.c.
ISO HD or
Taper I1SO installed DensDeck Prime
with I.S.0. Stick installed with OPTIONAL 2625
C-A-10 V-Force applied in ribbons I.S.0. Stick - BASEGARD HA SBS Ply, TPO XR HA (Lim -g)
spaced applied in ribbons or TA SBS Ply ’
12-inch o.c. spaced
12-inch o.c.
OPTIONAL
V-Force or 1-2
ply of _PIy IV or Min. 0.5-inch ISO ISO HD or DensDeck
as XL:SOE}O;PP installed with Prime installed with OPTIONAL
P I.S.0. Twin Pack or 1.S.0. Twin Pack or -262.5
C-A-11 80 Glass Base, - - BASEGARD HA SBS Ply, TPO XR HA -
I.S.0. Spray R applied I.S.0. Spray R (Lim. 9)
SBS Glass FR S L or TA SBS Ply
in ribbons spaced applied in ribbons
Torch, or SBS . .
12-inch o.c. spaced 12-inch o.c.
Poly Torch
Base torch
adhered
Min. 1.5-inch ISO
installed with
I.S.0. Twin Pack OPTIONAL 2875
C-A-12 V-Force Insulation Adhesive or - - BASEGARD HA SBS Ply, TPO XR HA (Lim '9)
1.S.0. Stick applied in or TA SBS Ply ’
ribbons spaced
12-inch o.c.
Min. 0.5-inch ISO Min. 1-inch ISO
installed with installed with OPTIONAL 2875
C-A-13 V-Force 1.S.0. Stick applied in I.S.0. Stick - BASEGARD HA SBS Ply, TPO XR HA (Lim -g)
ribbons spaced applied in ribbons or TA SBS Ply ’
6-inch o.c. spaced 6-inch o.c.
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8 CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Syngem Vapor Barrier Base Insulation Top Insulation Cover Board Base Ply Ply Sheet Membrane IE/pI)ZfF))
Min. 0.5-inch ISO Min. 1-inch ISO .
installed with installed with [ SECHROCK insta led OPTIONAL 87E
C-A-14 V-Force 1.S.0. Stick applied in I.S.0. Stick applied i'n r‘ibbons BASEGARD HA SBS Ply, TPO XR HA (Lim '9)
ribbons spaced applied in ribbons spaced 12-inch o.c or TA SBS Ply ’
6-inch o.c. spaced 6-inch o.c. P e
OPTIONAL
V-Force or 1-2
ply of Ply IV or . .
vimnor | M et it
asphaltor APP | (ITS B0 INT OPTIONAL o875
C-A-15 80 Glass Base, | S O S rav R lied - - BASEGARD HA SBS Ply, TPO XR HA (Lim '9)
SBS Glass FR | "> SPray R applie or TA SBS Ply :
in ribbons spaced
Torch, or SBS 12-inch o.c
Poly Torch o
Base torch
adhered
Min. 0.5-inch ISO Min. 1-inch ISO .
installed with installed with | SECHROCK Insia led OPTIONAL 8175
C-A-16 - 1.S.0. Stick applied in I.S.0. Stick a Iied i'n r.ibbons BASEGARD HA SBS Ply, TPO XR HA (Lim '9)
ribbons spaced applied in ribbons s g‘éed 12-inch o.c or TA SBS Ply ’
6-inch o.c. spaced 6-inch o.c. P "
Min. 0.5-inch ISO
installed with SECUROCK installed
: . ; ] BASEGARD, OPTIONAL
C-A-17 : Insulation Adhesve . bSO, Stick | HA'sBS BUR Ply, HA SBS Ply, TPOXRHA [ 347
. ppiied in applied In ribbons or TA SBS Ply or TA SBS Ply (Lim. 9)
ribbons spaced spaced 6-inch o.c.
6-inch o.c.
OPTIONAL
V-Force or 1-2
ply of Ply IV or . .
VI in hot Min. ?'ﬁ"g‘:h.t'ﬁo SECUROCK installed
asphaltor APP | | [0S0 B0SN 0 with 1.S.0. Twin Pack | ~ BASEGARD, OPTIONAL 3475
C-A-18 80 Glass Base, | S O épray R applied - or I.S.0. Spray R HA SBS BUR Ply, HA SBS Ply, TPO XR HA (Lim -g)
SBS Glass FR ' i'n r.ibbons spaced applied in ribbons or TA SBS Ply or TA SBS Ply ’
Torch, or SBS 12-inch c?c spaced 12-inch o.c.
Poly Torch "
Base torch
adhered
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Syngem Vapor Barrier Base Insulation Top Insulation Cover Board Base Ply Ply Sheet Membrane IEﬂ)ZfF))
V-Force or 1-2
ply\?f El)rlmé\t/ . Min. 0.5-inch ISO BASEGARD or
L ) SECUROCK installed TA SBS Ply
asphalt or APP installed with - ;
80 Glass Base 1.S.0. Twin Pack or with 1.S.0. Twin Pack or OPTIONAL -400
C-A-19 ' e . - or I.S.0O. Spray R SBS Poly Base or HA SBS Ply, TPO XR HA :
SBS Glass FR I.S.0. Spray R applied . . (Lim. 9)
S applied in ribbons SBS Smooth in or TA SBS Ply
Torch, or SBS in ribbons spaced .
. spaced 12-inch o.c. ASTM D 312,
Poly Torch 12-inch o.c. Tvoe IV Asphalt
Base torch yp P
adhered
SECUROCK installed
) . OPTIONAL
C-A-20 ) wnh I.S_.O._ Stick ) ) BASEGARD or HA SBS Ply, TPO XR HA -'400
applied in ribbons TA SBS Ply (Lim. 9)
. or TA SBS Ply
spaced 6-inch o.c.
SECUROCK installed SBS Poly Base or
: ; . OPTIONAL
c-A-21 : with 1.5.0. Stick : . SBS Smooth in HA SBS Ply, TPO XR HA -400
applied in ribbons ASTM D 312, or TA SBS Pl (Lim. 9)
spaced 6-inch o.c. Type IV Asphalt Y
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
Syngem Base Insulation | Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'E/Flgg
OPTIONALISO |  Min. 1.5-inch CD Fasteners & Plates or OPTIONAL TPO XR HA or (I:i3nZ-57'
C-AM-1 - HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, .
or ISO CG ISO HD-C TPO XR ISR Non-
at 8 per 4 ft x 8 ft board or TA SBS Ply HVHZ)
DensDeck Prime
secured with
CD Fasteners & 45
Plates or . ) L OPTIONAL . .
C-AM2 | HD Fasteners& | Min. 1.5-inch1so | +S:O: Stick or Twin Jet applied in BASEGARD HA SBS BUR Ply, or TPOXRHAOr | (Lim. 7
: ribbons spaced 12-inch o.c. TPO XR ISR Non-
Insulation Plates TA SBS Ply HVHZ)
at8per4ftx8ft
board followed by
V-Force
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
Syngem Base Insulation | Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'EApiF))
DensDeck Prime
secured with Laver 1:
CD Fasteners & ISO_('Iy'a—er.e " BASEGARD 45
Plates or P Layer 1 & Layer 2 adhered in or OPTIONAL TPO XR HA or wLim. 7;
C-AM-3 HD Fasteners & . I.S.0O. Stick or Twin Jet applied in TA SBS Ply HA SBS BUR Ply, or -
: Layer 2: . . . TPO XR ISR Non-
Insulation Plates ribbons spaced 12-inch o.c. w/DensDeck Prime TA SBS Ply
ISO HD or HVHZ)
at8perdftx8gft DensDeck Prime only
board followed by '
V-Force
CD Fasteners & Plates or OPTIONAL 45
C-AM-4 IS%P(;I;’I%I\(I)A(LIG Min. 2-inch ISO | HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TfF?Ox;R":éF?r (Ll\llr(?l’.l?;
at 12 per 4 ft x 8 ft board TA SBS Ply HVHZ)
-45
CD Fasteners & Plates or OPTIONAL . .
C-AM-5 OPTIONAL SECUROCK HD Fasteners & Plates at BASEGARD HA SBS BUR Ply, or TPOXRHAOr | (Lim.7,
ISO or ISO CG TPO XR ISR Non-
10 per 4 ft x 8 ft board TA SBS Ply HVHZ)
-45
. . CD Fasteners & Plates or OPTIONAL .
OPTIONAL Min. 0.375-inch TPO XR HA or (Lim. 7;
C-AM-6 1SO or 1SO GG SECUROCK HD Fasteners & Plates at BASEGARD HA SBS BUR Ply, or TPO XR ISR Non-
8 per 4 ft x 8 ft board TA SBS Ply HVHZ)
OPTIONAL
Min. 2-inch . OPTIONAL
. HD Fasteners & Insulation Plates TA SBS Ply or TPO XR HA or -52.5
C-AM-7 I1SO, ISO DensDeck Prime TA SBS Ply or ;
(Tapered) or ISO at 18 per 4 ft x 8 ft board HA SBS BUR Ply HA SBS BUR Ply TPO XR ISR (Lim. 7)
CG
Min. 2-inch
ISO HD-C
. . CD Fasteners & Plates or OPTIONAL
C-AM-8 OPTIONAL | laid perpendicular |, £ogieners & Insulation Plates BASEGARD HA SBS BUR Ply, TPO XR HA or 2.5
ISO or ISO CG to flutes with at 8 per 4 ft x 8 ft board or TA SBS Pl TPO XR ISR (Lim. 7)
staggered end P y
joints
; : CD Fasteners & Plates or OPTIONAL
C-AM-9 ISOOPc;I;IIOS'\(I)A(L:G Min Iz,b;%'”"h HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, or TTPPOOX)?RF:QQ (L|5r12157)
at 15 per 4 ft x 8 ft board TA SBS Ply
; : CD Fasteners & Plates or OPTIONAL
C-AM-10 Isg'g'r };(n)cge ISO HD HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, TTPPOOX;RHIéé" (I__;Sr721.57)
at 24 per 4 ft x 8 ft board or TA SBS Ply '
: : CD Fasteners & Plates or OPTIONAL
C-AM-11 |sOoPoTrI|Os'\(|)A(L:G 'V'I',gblfg_”éh HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TTPSOX;RHIQF? (Li'go 2
at 12 per 4 ft x 8 ft board TA SBS Ply '
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
Syngem Base Insulation | Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'EApiF))
CD Fasteners & Plates or OPTIONAL
camaz [ OPTIORAL 1 Min. 154nch1SO | HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or R A (Li'go -
at 18 per 4 ft x 8 ft board TA SBS Ply '
. . . . CD Fasteners & Plates or OPTIONAL
cAm3 [ M Ilé'gcge '\S"I'E”CSFE(%E HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, or R A (Li'go -
at 15 per 4 ft x 8 ft board TA SBS Ply '
Min 0.5-inch . . CD Fasteners & Plates or OPTIONAL
C-AM-14 | 1SO 95+GL or '\S"E‘CSF?(')’EE HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, or TfF?Ox;R":éF?r (Li'rf]o 7
ISO CG at 18 per 4 ft x 8 ft board TA SBS Ply- )
HA SBS Ply, or OPTIONAL
One or more CD Fasteners & Plates or '
C-AM-15 layers of ISO or SECUROCK HD Fasteners & Insulation Plates TA SB.S Ply ) HA SBS Ply, or TPO XR HA or 675
(min. 3.75-inch side TA SBS Ply TPO XR ISR (Lim. 7)
ISO CG at 18 per 4 ft x 8 ft board . - h
laps) (min. 3.75-inch side laps)
One or more CD Fasteners & Plates or OPTIONAL TPO XR HA or 675
C-AM-16 layers of ISO or SECUROCK HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TPO XR ISR (Lim. 7
ISO CG at 18 per 4 ft x 8 ft board TA SBS Ply )
Min. 1-inch
CD Fasteners & Plates or OPTIONAL
C-AM-17 OPTIONAL ISO CG or HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TPO XR HA or 67.5
ISO or ISO CG Min. 0.5-inch TPO XR ISR (Lim. 7)
: at 20 per 4 ft x 8 ft board TA SBS Ply
DensDeck Prime
OPTIONAL OPTIONAL
C-AM-18 Min. 2-inch Min. 0.5-inch HD Fasteners & Insulation Plates TA SBS Ply or TA SBS Plv or TPO XR HA or -67.5
ISO, ISO CG or DensDeck Prime at 18 per 4 ft x 8 ft board HA SBS BUR Ply II Y TPO XR ISR (Lim. 7)
HA SBS BUR Ply I
ISO (Tapered)
One or more . . CD Fasteners & Plates or OPTIONAL
C-AM-19 layers of ISO or Dx‘gbgfk_lgfi?ne HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TA TEPOOX)I(QRWQF? (Li-;s 7
ISO CG at 24 per 4 ft x 8 ft board SBS Ply )
OPTIONAL
One or more Min. 0.5-inch CD Fasteners & Plates or HA SBS BUR Ply, BASEGARD, TPO XR HA or 75
C-AM-20 layers of ISO or . HD Fasteners & Insulation Plates )
DensDeck Prime or TA SBS Ply HA SBS BUR Ply, or TPO XR ISR (Lim. 7)
ISO CG at 24 per 4 ft x 8 ft board
TA SBS Ply
HA SBS Ply, or OPTIONAL
One or more . . CD Fasteners & Plates or '
Min. 0.5-inch . TA SBS Ply HA SBS Ply, or TPO XR HA or -75
C-AM-21 layers of ISO or SECUROCK HD Fasteners & Insulation Plates (min. 3.75-inch side TA SBS Ply TPO XR ISR (Lim. 7)
ISO CG at 18 per 4 ft x 8 ft board . - .
laps) (min. 3.75-inch side laps)
One or more . . CD Fasteners & Plates or OPTIONAL
C-AM-22 | layers of ISO or '\S"'Encgs(')rgg HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or TTPPOOX)?RF:QQ (Li';s 7
ISO CG at 18 per 4 ft x 8 ft board TA SBS Ply '
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
Syngem Base Insulation | Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'EApiF))
. . CD Fasteners & Plates or OPTIONAL
camzs | (OPTIOWAL | Min 15ch | HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply or R A (Li';s -
at 18 per 4 ft x 8 ft board TA SBS Ply '
OPTIONAL OPTIONAL
C-AM-24 Min. 2-inch Min. 0.5-inch HD Fasteners & Insulation Plates TA SBS Ply or TA SBS Plv or TPO XR HA or -75
ISO, ISO CG or DensDeck Prime at 20 per 4 ft x 8 ft board HA SBS BUR Ply I Y TPO XR ISR (Lim. 7)
HA SBS BUR Ply Il
ISO (Tapered)
OPTIONAL
: : CD Fasteners & Plates or TA SBS Ply
. . Min. 0.5-inch . . X . HA SBS BUR Ply, TPO XR HA or -90
C-AM-25 | Min. 1.5-inch ISO SECUROCK HD Fasteners & Insulation Plates (min. 3.75-inch side or TA SBS Ply TPO XR ISR (Lim. 7)
at 22 per 4 ft x 8 ft board laps) . - .
(min. 3.75-inch side laps)
. : CD Fasteners & Plates or OPTIONAL
C-AM-26 IS%P;'%%AEG M'”Izs'g'_'mh HD Fasteners & Insulation Plates BASEGARD HA SBS BUR Ply, or TEF?OX;R'TQF? (L?;'F’?)
at 32 per 4 ft x 8 ft board TA SBS Ply
OPTIONAL OPTIONAL
C-AM-27 Min. 2-inch Min. 0.5-inch HD Fasteners & Insulation Plates TA SBS Ply or TA SBS Plv or TPO XR HA or -97.5
ISO, ISO CG or DensDeck Prime at 24 per 4 ft x 8 ft board HA SBS BUR Ply 4 TPO XR ISR (Lim. 7)
HA SBS BUR Ply
ISO (Tapered)
. . CD Fasteners & Plates or
. . Min. 0.5-inch . OPTIONAL TPO XR HA or -150
C-AM-28 | Min. 1.5-inch ISO SECUROCK HD Fasteners & Insulation Plates TA SBS Ply TA SBS Ply TPO XR ISR (Lim. 7)
at 32 per 4 ft x 8 ft board
OPTIONAL OPTIONAL
C-AM-29 Min. 2-inch Min. 0.5-inch HD Fasteners & Insulation Plates TA SBS Ply or TA SBS Plv or TPO XR HA or -157.5
ISO, ISO CG or DensDeck Prime at 32 per 4 ft x 8 ft board HA SBS BUR Ply Y TPO XR ISR (Lim. 7)
HA SBS BUR Ply
ISO (Tapered)
Adhered Assemblies over Cementitious Wood Fiber Deck (New or Existing)
System q Base q MDP
No. Base Insulation Attachment Top Insulation Top Attachment Base Ply Ply Sheet Membrane (psf)
Min. 400 psi Celcore i IJcekt * BASEGARD, HA 989 BUR TPO XR HA or -145
CW-A-1 | MF with HS Rheology Poured-in-place DensDeck Prime ibb d HA SBS BUR Ply, Pl TPO XR ISR Lim. 9
Admixture riobons space or TA SBS Ply Y, (Lim.9)
12-inch o.c. or TA SBS Ply
. 1.S.0. Sick or OPTIONAL
1.S.0. Stick ) BASEGARD,
CW-A2 |  Min. 0.5-inch ISO Ribbons spaced SECUROCK  Twin Jet HASBSBURPly, | HASBSBUR TPOXRHAOr | -202.5
12-inch o.c ribbons spaced or TA SBS PI Ply, TPO XR ISR (Lim. 9)
< 12-inch o.c. y or TA SBS Ply
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)

[APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

3 | CREEK

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Insulating Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System . Insulation/ Insulation/Cover MDP
No. Vapor Barrier LWIC Cover Board Board Attachment Base Ply Ply Sheet Membrane (psh)
CD Fasteners & Plates
or
OPTIONAL OPTIONAL
LC-A1 | SBSTAVapor | Min.300psiLWIC | Min. 2-inch ISO HD Fasteners & BASEGARD HASBSBUR Pl | TPOXRHAOr | -60
) Insulation Plates TPO XR ISR (Lim. 9)
Barrier or TA SBS Ply
at a rate of
18 per 4 ft x 8 ft board
Min. 200 psi Cellular
Lightweight
Insulating Concrete I.S.0O. Stick or Twin Jet BASEGARD, OPTIONAL TPO XR HA or 76.5
LC-A-2 - (MCRF = 80 Ibf DensDeck Prime ribbons spaced HA SBS BUR Ply, | HA SBS BUR Ply, TPO XR ISR (Lim. 9)
using Elevate 1.7- 12-inch o.c. or TA SBS Ply or TA SBS Ply '
inch LWC Base-Ply
Fastener)
Min. 200 psi Cellular
Lightweight 1.S.0. Twin Pack
Insulating Concrete Insulatlon‘Adheswe or BASEGARD, OPTIONAL TPO XR HA or 765
LC-A-3 - (MCRF 2 80 Ibf ISO HD Twin Jet HA SBS BUR Ply, HA SBS BUR Ply, TPO XR ISR (Lim. 9)
using Elevate 1.7- ribbons spaced or TA SBS Ply or TA SBS Ply '
inch LWC Base-Ply 12-inch o.c.
Fastener)
OPTIONAL Min. 300 psi I.S.0. Stick or Twin Jet BASEGARD, OPTIONAL TPO XR HA or 106
LC-A-4 SBS TA Vapor Celcore MF with HS DensDeck Prime ribbons spaced HA SBS BUR Ply, HA SBS BUR Ply, TPO XR ISR (Lim. 9)
Barrier Rheology Admixture 12-inch o.c. or TA SBS Ply or TA SBS Ply '
1.S.0. Twin Pack
OPTIONAL Min. 300 psi Insulation Adhesive or BASEGARD, OPTIONAL TPO XR HA or 106
LC-A-5 SBS TA Vapor Celcore MF with HS ISO HD Twin Jet HA SBS BUR Ply, HA SBS BUR Ply, TPO XR ISR (Lim. 9)
Barrier Rheology Admixture ribbons spaced or TA SBS Ply or TA SBS Ply '
12-inch o.c.
OPTIONAL Min. 400 psi Insulation Adhesive I BASEGARD, OPTIONAL TPO XR HA or 1275
LC-A-6 SBS TA Vapor Celcore MF with HS SECUROCK ribbons spaced HA SBS BUR Ply, HA SBS BUR Ply, TPO XR ISR (Lim '9)
Barrier Rheology Admixture 12-inch o.c. or TA SBS Ply or TA SBS Ply '
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

8 CREEK

[APPROVED ASSEMBLIES]

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Insulating Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System . Insulation/ Insulation/Cover MDP
No. Vapor Barrier LWIC Cover Board Board Attachment Base Ply Ply Sheet Membrane (psf)
Min. 1-inch ISO or
Minlsz(-)iniﬁ]so 1.S.0. Twin Pack
Min. 350 psi . . Insulation Adhesive, OPTIONAL
LC-A7 ; Celcore MF with Hs | HS"C. 0N ISOHDI 1 < 5 'stick, o Twin Jet BASEGARD HA SBS BUR Ply, | TPOXRHAoOr | -140
- or Min. 1.5-inch . TPO XR ISR (Lim. 9)
Rheology Admixture ribbons spaced or TA SBS Ply
ISO or ISO CG .
12-inch o.c.
followed by
ISO HD
. . 1.S.0. Twin Pack
. . Min. 1.5-inch ISO ; .
Min. 350 psi Insulation Adhesive, OPTIONAL
LC-A-8 - Celcore MF with HS f%r"(';loe dclf‘ 1.S.0. Stick, or Twin Jet HﬁrSTiSS%%RPT'V' HA SBS BUR Ply, Tffox;RﬂgFg’r (L'if;log)
Rheology Admixture y ribbons spaced y or TA SBS Ply '
DensDeck Prime .
12-inch o.c.
Min. 300 psi Insulation Adhesive Il OPTIONAL
LC-A-9 - Celcore MF with HS ISO HD ribbons spaced BASEGARD HA SBS BUR Ply, ngofol-:gsr ('Lli;f'g)
Rheology Admixture 12-inch o.c. or TA SBS Ply '
Min. 300 psi I.S.0O. Stick or Twin Jet OPTIONAL )
LC-A-10 - Celcore MF with HS DensDeck Prime ribbons spaced BASEGARD HA SBS BUR Ply, TEISOX)I(:{Rﬂglgr (L:%r7n7.g)
Rheology Admixture 12-inch o.c. or TA SBS Ply '
Min. 300 psi Insulation Adhesive lI; OPTIONAL
LC-A-11 - Celcore MF with HS Min. 1-inch ISO Ribbons spaced 12-inch BASEGARD HA SBS BUR Ply, T?SOX)?Rﬂégr (jg'g)
Rheology Admixture o.c. or TA SBS Ply '
. . 1.S.0. Twin Pack
LCAL ] Colomn. 850 PSl Min. 1-inch Insulation Adhesive BASEGARD OPTIONAL | TPOXRHAor | -187.5
- ISO CG Ribbons spaced TA SBS Ply TPO XR ISR (Lim. 9)
Rheology Admixture f
12-inch o.c.
. . Min. 1-inch ISO .
Min. 350 psi I.S.0. Stick OPTIONAL
LC-A-13 ; Celcore MF with Hs | ©'1SO CG, or Ribbons spaced BASEGARD HASBSPlyor | 'POXRHAoOr | -187.5
Rheology Admixture Min. 2-inch 12-inch o.c TA SBS Ply TPOXRISR (Lim. 9)
ISO HD-C -
ABE16001.5 FL21045-R5 Page 13 of 28

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

8 CREEK

[APPROVED ASSEMBLIES]

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Insulating Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System . Insulation/ Insulation/Cover MDP
No. Vapor Barrier LWIC Cover Board Board Attachment Base Ply Ply Sheet Membrane (psf)
. . Min. 1.5-inch .
Min. 350 psi I.S.0. Stick OPTIONAL
LC-A-14 . Celcore MF with Hs | SO Or ISO €G Ribbons spaced BASEGARD HASBS Plyor | TPOXRHAOr | -187.5
- followed by ; TPO XR ISR (Lim. 9)
Rheology Admixture 12-inch o.c. TA SBS Ply
ISO HD
. . Min. 1.5-inch .
Min. 350 psi I.S.0. Stick
. ISO or ISO CG . OPTIONAL TPO XR HA or -187.5
LC-A-15 - Celcore MF W|t_h HS followed by Rlbbqns spaced BASEGARD HA SBS Ply TPO XR ISR (Lim. 9)
Rheology Admixture . 12-inch o.c.
DensDeck Prime
Min. 1.5-inch .
. . 1.S.0. Twin Pack
Min. 350 psi ISO or ISO CG . .
LC-A-16 ) Celcore ME with HS followed by Inst_JIatlon Adhesive BASEGARD OPTIONAL TPO XR HA or -;87.5
: . Ribbons spaced HA SBS Ply TPO XR ISR (Lim. 9)
Rheology Admixture DensDeck Prime B
12-inch o.c.
or ISO HD
Min. 350 psi 1.S.0. Twin Pack
! . Min. 2-inch Insulation Adhesive OPTIONAL TPO XR HA or -187.5
LC-AL7 - Celcore MF with HS ISO HD-C Ribbons spaced BASEGARD HA SBS Ply TPOXRISR | (Lim.9)
Rheology Admixture ;
12-inch o.c.
Min. 350 psi 1.S.0. Twin Pack
’ . Min. 1-inch Insulation Adhesive OPTIONAL TPO XR HA or -202.5
LC-A-18 - Celcore MF with HS ISO CG Ribbons spaced BASEGARD HA SBS Ply TPOXRISR | (Lim.9)
Rheology Admixture ;
12-inch o.c.
. . 1.S.0. Twin Pack
Min. 350 psi o Insulation Adhesive OPTIONAL TPOXRHAoOr | -210
LC-A-19 ; gﬁg’lge M'Af d"rﬂtiztﬂrse Min. 1-inch ISO Ribbons spaced BASEGARD TA SBS Ply TPOXRISR | (Lim.9)
ay 12-inch o.c.
. . 1.S.0. Twin Pack
LCA20 ) Celc"c")'r';' af’:ov\ﬁfr'] s | Min. Linch 1so Insulation Adhesive BASEGARD OPTIONAL TPOXRHAOr | -2175
- ’ Ribbons spaced HA SBS Ply TPO XR ISR (Lim. 9)
Rheology Admixture .
12-inch o.c.
Min. 2-inch
Min. 350 psi ISO HD-C or 1.S.0. Twin Pack
’ . Min. 1.5-inch ISO Insulation Adhesive OPTIONAL TPO XR HA or -217.5
LC-A-21 - Sﬁg’lf o dvll’r:tist:‘ri or ISO CG Ribbons spaced BASEGARD TA SBS Ply TPOXRISR | (Lim.9)
ay followed by 12-inch o.c.
ISO HD
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CREEK

TECHNICAL SERVICES, LLC

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

[INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Insulating Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
System . Insulation/ Insulation/Cover MDP
No. Vapor Barrier LWIC Cover Board Board Attachment Base Ply Ply Sheet Membrane (psf)
OPTIONAL Min. 400 psi Celcore Insulation Adhesive BASEGARD, OPTIONAL TPO XR HA or 2295
LC-A-22 SBS TA Vapor MF with HS SECUROCK Ribbons spaced 12-inch | HA SBS BUR Ply, | HA SBS BUR Ply, TPO XR ISR (Lim '9)
Barrier Rheology Admixture o.c. or TA SBS Ply or TA SBS Ply '
Lightweight Insulating Concrete Assemblies with Adhered Membranes over Fastened Insulation or Anchor Sheet over Concrete Deck (Existing)
ncnor ee nsulation over poar ase ee embrane
SLSEm LWIC Anchor Sheet Insulat Cover Board Base Ply Ply Sheet Memb %25
MA Base secured
. ; OPTIONAL
Mearlcrete, with 1.8-inch Two- . .
Celcore, or Piece Impact Nail Min. 1-inch ISO or ISO (Tapered) or -45
Celcore VMF installed 7-inch o.c. in ISO CG installed \.Nith Ta_lpered ISO CG OPTIONAL TPOXRHAor | (Lim.7,
LC-AM-1 : - S Insulation Adhesive installed with BASEGARD HA SBS BUR Ply, s
with HS the 4-inch wide laps, applied in ribbons Insulation Adhesive or TA SBS PI TPOXRISR Non-
Rheology 7-inch o.c. in two (2) pp . LT Y HVHZ)
Admixture staggered rows in the spaced 12-inch o.c. applied in rlbbons
field spaced 12-inch o.c.
Min. 1-inch I1SO or
ISO CG installed with
Insulation Adhesive
MA Base secured applied in ribbons
Mearlcrete, with 1.8-inch Two- spaced 12-inch o.c. DensDeck Prime
Celcore, or | Piece Impact Nail Followed by installed with OPTIONAL -45
Celcore MF installed 7-inch o.c. in ) . TPO XR HA or (Lim. 7;
LC-AM-2 : : ; Insulation Adhesive BASEGARD HA SBS BUR Ply,
with HS the 4-inch wide laps, T TPO XR ISR Non-
Rheology 7-inch o.c. in two (2) OPTIONAL applied in _rlbbons or TA SBS Ply HVHZ)
- e . ISO (Tapered) or spaced 12-inch o.c.
Admixture staggered rows in the T 4150 CG
field apered ISO
installed with
Insulation Adhesive
applied in ribbons
spaced 12-inch o.c.
ABE16001.5 FL21045-R5
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Mechanically Fastened Lightweight Insulating Concrete Assemblies over Concrete Deck (New or Existing)
Syngem LwiC Base Sheet Base Sheet Attachment Ply Sheet Membrane IE/pI)ZfF))
. . 1.7-inch LWC Base-Ply Fastener installed -37.5
Min. 300 psi : ; B - : BASEGARD, h .
LC-M-1 Celcore MF with HS SBS PolyBase 9-inch ocin the 3.4-inch W“Ijle side 'adps’ %1 HASBS BUR Py, or TPO XR HA or (';\;m' 7
Rheology Admixture inch o.c. in two (2) equally spaced, TA SBS Ply TPO XR ISR on -
staggered rows in the field HVHZ)
1.8-inch Twin Loc-Nails and Straight Line
LC-M-2 Min. 350 psi Elastizell SBS Poly Torch Base Batten Bars secured 6-inch o.c. within the SBS Poly Torch Base TPO XR HA or .-45
. . . Torch adhered TPO XR ISR (Lim. 7)
torch adhered, 4-inch wide side laps
1.7-inch LWC Base-Ply Fastener installed
LC-M-3 Min. 300 psi Mearlcrete MA Base 7-inch o.c. in the laps, 7-inch o.c. in two (2) HA SBS BUR Ply, or TPO XR HA or 745
; . TA SBS Ply TPO XR ISR (Lim. 7)
equally spaced, staggered rows in the field
_ _ _ 1._7-|nch LWC Base-Ply Fastener_lnstalled TPO XR HA or 45
LC-M-4 Min. 300 psi Elastizell SBS Base Sheet 9-inch o.c. in the laps, 9-inch o.c. in two (2) BASEGARD .
! . TPO XR ISR (Lim.7)
staggered rows in the field
Min. 380 psi 1.8-inch Two-Piece Impact Nail installed 8- BASEGARD, TPO XR HA or 525
LC-M-5 Celcore MF with HS SBS Base Sheet inch o.c. in the laps, 8-inch o.c. in two (2) HA SBS BUR Ply, or TPO XR ISR (Lim. 7
Rheology Admixture staggered rows in the field TA SBS Ply )
Min. 200 psi Cellular . .
. : ) 1.7-inch LWC Base-Ply Fastener installed
ML Lightweight Insulating ¥ - L . HA SBS BUR Ply, or TPO XR HA or -60
Wagsse | Tinchoc e s rchocnme® | Tasas by ORISR | wm.
(MCRF = 176 Ibf) qually spaced, stagg
Min. 300 psi 1.7-inch LWC Base-Ply Fastener installed .
LC-M-7 Celcore MF with HS MA Base 7-inch o.c. in the laps, 7-inch o.c. in two (2) HA STBASS??,%RPTW’ or TfpooXXRR'_:gFgr (Lir?\o 7
Rheology Admixture equally spaced, staggered rows in the field Y '
Min. 380 psi 1.7-inch LWC Base-Ply Fastener installed )
LC-M-8 Celcore MF with HS MA Base 8-inch o.c. in the laps, 8-inch o.c. in two (2) HA STBASS??,%RPTW’ or TfpooXXRR'_:gFgr (Lir?\o 7
Rheology Admixture staggered rows in the field Y '
Channel Venting Base,
Min. 360 psi SBS Base, SBS Glass 1.8-inch Two-Piece Impact Nail installed 7- BASEGARD,
. Torch Base, SBS - h ) B TPO XR HA or -67.5
LC-M-9 Celcore MF with HS Glass Torch Base 1.5 inch o.c. in the laps, 7-inch o.c. in two (2) HA SBS Ply, or TPO XR ISR wim. 7)
Rheology Admixture or SBS PolyTorch staggered rows in the field TA SBS Ply
Base
Min. 300 psi 1.7-inch LWC Base-Ply Fastener installed }
LC-M-10 Celcore MF with HS MA Base 7-inch o.c. in the laps, 7-inch o.c. in two (2) H#sza;% or TEI?OXXRRﬂglgr (LirZ15 7
Rheology Admixture staggered rows in the field Y '
ABE16001.5 FL21045-R5
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Adhered Lightweight Insulating Concrete Assemblies over Steel Deck (New or Existing)
System Deck Insulation/Cover | Insulation/Cover Board MDP
No. Detail LWIC Board Attachment Base Ply Ply Sheet Membrane (psf)
Min. 300 psi I.S.0. Stick or Twin Jet; BASEGARD, OPTIONAL
Lsa1 | G4 Celcore MF with HS | DensDeck Prime Ribbons spaced HA SBS BUR Ply, | HASBSBURPIy, | 'O XRHA (Li':qs 0
Rheology 12-inch o.c. or TA SBS Ply or TA SBS Ply ’
I.S.0. Twin Pack
Min. 300 psi Insulation Adhesive or BASEGARD, OPTIONAL
LS-A-2 G4(L)‘6F1’ Celcore MF with HS ISO HD Twin Jet; HA SBS BUR Ply, HA SBS BUR Ply, TfSOX;Rﬂégr (Li-:ﬁs 9)
Rheology Ribbons spaced or TA SBS Ply or TA SBS Ply ’
12-inch o.c.
AP Fasteners and Plates OPTIONAL
Lsas | G ELV Min. 300 psi LWIC Min. 2-inch ISO at a rate of BASEGARD HA SBS BUR Ply | 1T O XR A (Li'rgo 0
' 18 per 4 ft x 8 ft board or TA SBS Ply ’
I.S.0. Stick or Twin Jet; BASEGARD, OPTIONAL )
LS-A-4 G4E'5Fl’ Min. 300 psi Elastizell DensDeck Prime Ribbons spaced HA SBS BUR Ply, HA SBS BUR Ply, TEF?OXXRRWQF? (Li6nz.59)
12-inch o.c. or TA SBS Ply or TA SBS Ply ’
I.S.0. Twin Pack
Insulation Adhesive or BASEGARD, OPTIONAL
LS-A-5 648’5':1’ Min. 300 psi Elastizell ISO HD Twin Jet; HA SBS BUR Ply, HA SBS BUR Ply, T‘II'DF?OX)?RWQS (I:i6nz-59)
Ribbons spaced 1 or TA SBS Ply or TA SBS Ply ’
2-inch o.c.
Min. 300 psi Celcore MF
with HS Rheology
cao gy | Amidure Heavy Duty 1.5.0. Stick or Twin Jet; BASEGARD, OPTIONAL PO XR HA or %0
LS-A-6 L’6 ’ Insulation Eastenin DensDeck Prime Ribbons spaced HA SBS BUR Ply, HA SBS BUR Ply, TPO XR ISR (Lim. 9)
9 12-inch o.c. or TA SBS Ply or TA SBS Ply ’
Plates through-fastened
to Steel Deck at a
rate of 1 per 2 ft?
Min. 300 psi Celcore MF
with HS Rheology Pre- )
I.S.0. Twin Pack
640, F1 Assegg'é?};gz‘g’dl)“ty Insulation Adhesive or BASEGARD, OPTIONAL TPO XR HA or 90
LS-A-7 PO . ISO HD Twin Jet; HA SBS BUR Ply, HA SBS BUR Ply, .
L6 Insulation Plates . TPO XR ISR (Lim. 9)
Ribbons spaced or TA SBS Ply or TA SBS Ply
through-fastened to .
12-inch o.c.
Steel Deck at a
rate of 1 per 2 ft?
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Adhered Lightweight Insulating Concrete Assemblies over Steel Deck (New or Existing)
System Deck Insulation/Cover | Insulation/Cover Board MDP
No. Detail LWIC Board Attachment Base Ply Ply Sheet Membrane (psf)
Min. 300 psi Elastizell
Pre-Assembled Heavy
Duty Fasteners and I.S.0. Stick or Twin Jet; BASEGARD, OPTIONAL )
Lsag | S Insulation Plates DensDeck Prime Ribbons spaced HA SBS BUR Ply, | HASBSBURPIy, | 'O XRIAY (Li]r-r?sg)
through-fastened to 12-inch o.c. or TA SBS Ply or TA SBS Ply ’
Steel Deck at a
rate of 1 per 2 ft?
Min. 300 psi Elastizell
Pre-Assembled Heavy I.S.0. Twin Pack
Duty Fasteners and Insulation Adhesive or BASEGARD, OPTIONAL
LS-A-9 G4(E'GF1' Insulation Plates ISO HD Twin Jet; HA SBS BUR Ply, | HA SBS BUR Ply, TfF?Ox;R":éF?r (L'i?Sg)
through-fastened to Ribbons spaced or TA SBS Ply or TA SBS Ply ’
Steel Deck at a 12-inch o.c.
rate of 1 per 2 ft?
Lightweight Concrete Assemblies with Adhered Membranes over Fastened Insulation or Anchor Sheet over Steel Deck (Existing)
Syl DecI§ LwiIC Anchor Sheet Insulation Cover Board Base Ply Ply Sheet Membrane e
No. Detall (psf)
MA Base secured with . . OPTIONAL
Mearlcrete, 1.8-inch Two-Piece Min. me.h ISO or ISO (Tapered) or
Celcore, or . ISO CG installed -45
Celcore MF Impact Nail installed 7- with Insulation Tapered ISO CG OPTIONAL TPO XR HA (Lim. 7;
LS-AM-1 G40 . inch o.c. in the 4-inch ) L installed with BASEGARD HA SBS BUR Ply, or s
with HS B : . Adhesive applied in ) . Non-
wide laps, 7-inch o.c. in . Insulation Adhesive or TA SBS Ply TPO XR ISR
Rheology 2 d ribbons spaced lied in ribb HVHZ)
Admixture two ( ) staggered rows 12-inch o.c. applied in ribbons
in the field spaced 12-inch o.c.
ABE16001.5 FL21045-R5
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Concrete Assemblies with Adhered Membranes over Fastened Insulation or Anchor Sheet over Steel Deck (Existing)
S DecI§ LwiC Anchor Sheet Insulation Cover Board Base Ply Ply Sheet Membrane MDP
No. Detail (psf)
Min. 1-inch ISO or
ISO CG installed
with Insulation
Adhesive applied in
MA Base secured with ribbons spaced 12-
Mearlcrete, ) - inch o.c. .
Celcore. or 1.8-inch _T\_No-Plece DgnsDeck P_nme 45
Celcore ’MF Impact Nail installed 7- Followed b installed with OPTIONAL TPO XR HA (wim. 7:
LS-AM-2 G40 : inch o.c. in the 4-inch Y Insulation Adhesive | BASEGARD HA SBS BUR Ply, or S
with HS . : . S Non-
wide laps, 7-inch o.c. in applied in ribbons or TA SBS Ply TPO XR ISR
Rheology OPTIONAL . HVHZ)
- two (2) staggered rows spaced 12-inch o.c.
Admixture in the field ISO (Tapered) or
Tapered ISO CG
installed with
Insulation Adhesive
applied in ribbons
spaced 12-inch o.c.
Min. 2-inch
G40 1SO installed with
) . . OPTIONAL TPO XR HA
LS-AM-3 F1W, Min. 300 psi ) AP Fasteners and ) BASEGARD HA SBS BUR Ply or _-60
L5, LwiC Plates at a rate of or TA SBS PI TPO XR ISR (Lim. 9)
S12 18 per 4 ftx 8 ft Y
board
Mechanically Fastened Lightweight Insulating Concrete Assemblies over Steel Deck (New or Existing)
System Declf LWIC Base Sheet Base Sheet Attachment Ply Sheet Membrane MDP
No. Detail (psf)
Min. 300 psi 1.7-inch LWC Base-Ply Fastener 375
Celcore MF with HS installed 9-inch o.c. in the 3.4-inch BASEGARD, o
LS-M-1 G40, P, L5, Rheology Admixture SBS PolyBase wide side laps, 9-inch o.c. in HA SBS BUR Ply, or TPO XR HA or (Lim. 7;
S18 TPO XR ISR Non -
over a deck treated two (2) equally spaced, staggered TA SBS Ply HVHZ)
with Celcore S-1 rows in the field
1.8-inch Twin Loc-Nails and
G40, P, L5, : - : SBS Poly Torch Straight Line Batten Bars secured SBS Poly Torch Base TPO XR HA or -45
LSM-2 s12 | Min. 350 psi Elastizell Base 6-inch o.c. within the torch Torch adhered TPO XR ISR (Lim. 7)
adhered, 4-inch wide side laps
1.7-inch LWC Base-Ply Fastener
ML Min. 300 psi installed 7-inch o.c. in the laps, HA SBS BUR Ply, or TPO XR HA or -45
LS-M-3 G40, P, L6 Mearlcrete MA Base 7-inch o.c. in two (2) staggered TA SBS Ply TPO XR ISR (Lim. 9)
rows in the field
ABE16001.5 FL21045-R5 Page 19 of 28
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8 CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Mechanically Fastened Lightweight Insulating Concrete Assemblies over Steel Deck (New or Existing)
By Declf LWIC Base Sheet Base Sheet Attachment Ply Sheet Membrane MDP
No. Detail (psf)
1.7-inch LWC Base-Ply Fastener
G40, P, L5, . . . installed 9-inch o.c. in the laps, TPO XR HA or -45
LS-M-4 312 Min. 300 psi Elastizell SBS Base Sheet 9-inch o.c. in two (2) staggered BASEGARD TPO XR ISR (Lim. 7)
rows in the field
Min. 380 psi . . .
. 1.8-inch Two-Piece Impact Nail
G40, P, L6, Celcore MF Wlt.h HS installed 8-inch o.c. in the laps, BASEGARD, TPO XR HA or -52.5
LS-M-5 Rheology Admixture SBS Base Sheet ; . HA SBS BUR Ply, or :
S18 8-inch o.c. in two (2) staggered TPO XR ISR (Lim. 7)
over a deck treated in the fiel TA SBS Ply
with Celcore S-1 rows in the field
Min. 200 psi Cellular 1.7-inch LWC Base-Ply Fastener
LS-M-6 G40, F1, Lightweight Insulating MA Base installed 7-inch o.c. in the laps, HA SBS BUR Ply, or TPO XR HA or -60
L5, S12 Concrete (MCRF = 7-inch o.c. in two (2) staggered TA SBS Ply TPO XR ISR (Lim. 7)
176 Ibf) rows in the field
Min. 300 psi 1.7-inch LWC Base-Ply Fastener
IVE G40, F1, ' . installed 7-inch o.c. in the laps, HA SBS BUR Ply, or TPO XR HA or -60
LS-M-7 L5, S12 gﬁgc:lge M,Zdvr\::tiZtlTri MA Base 7-inch o.c. in two (2) staggered TA SBS Ply TPO XR ISR (Lim. 7)
9y rows in the field
Mé%ﬁﬁoH%&Riigggey 1.7-inch LWC Base-Ply Fastener
LS-M-8 G40, P, L6, Admixture over a MA Base installed 8-inch o.c. in the laps, HA SBS BUR Ply, or TPO XR HA or -60
S18 deck treated with 8-inch o.c. in two (2) staggered TA SBS Ply TPO XR ISR (Lim. 7)
Celcore S-1 rows in the field
Channel Venting
Min. 360 psi Base, SBS Base, . . .
Celcore MF with HS | SBS Glass Torch | -:8-inch Two-Piece Impact Nail BASEGARD,
G40, P, L6, : installed 7-inch o.c. in the laps, TPO XR HA or -67.5
LS-M-9 318 Rheology Admixture Base, SBS Glass 7-inch . 5 d HA SBS Ply, or TPO XR ISR Lim. 7
over a deck treated Torch Base 1.5 or -inch o.c. 'n.twﬁ (f.) Tctiaggere Lim. 7)
with Celcore S-1 SBS PolyTorch rows in the fie
Base
Min. 370 psi 1.7-inch LWC Base-Ply Fastener
Celcore MF with HS installed 7-inch o.c. in-lap and
LS-M-10 ?gosié Rheology Admixture MA Base IV 7-inch o.c. in two (2) equally TA SBS Ply TEFPOX)?RWélgr (I_-i6r2.57)
' over a deck treated spaced, staggered rows in the ’
with Celcore S-1 field
Celcl\glrr;. I\:jl(l):ovatsrll HS 1.7-inch LWC Base-Ply Fastener
ML G40, P, L6, - installed 7-inch o.c. in the laps, HA SBS Ply, or TPO XR HA or -75
LS-M-11 s18 zcgfg’%i?kdg‘e";ﬁ MA Base 7-inch 0.c. in two (2) staggered TA SBS Ply TPO XR ISR Lim. 7)
with Celcore S-1 rows in the field
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Recover Assemblies with Adhered Membranes over Fastened Insulation
Syngem Deck Detail Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'EApiF))
AP Fasteners & Plates for Steel Deck or
Steel Deck OPTIONAL
R-AM-1 | (G33, F1, L6, S24) ISO HD CD Faste_ners & Plates or HD Fasteners & BASEGARD HA SBS BUR Ply, TPO XR HA or -_52.5
Insulation Plates for Concrete Deck at TPO XR ISR (Lim. 7)
or Concrete Deck or TA SBS Ply
24 per 4 ft x 8 ft board
M(;Cé?g?erglljl‘:gll(c AP Fasteners & Plates for Steel Deck or OPTIONAL
R-AM-2 (G33, F1W, L5, Min. 2-inch CD Fa_steners & Plates or HD Fasteners & BASEGARD HA SBS BUR Ply or TPO XR HA or _-60
ISO Insulation Plates for Concrete Deck 18 per TPO XR ISR (Lim. 7)
S12) 4 ft x 8 ft board TA SBS Ply
or Concrete Deck
AP Fasteners & Plates for Steel Deck or
Steel Deck . . OPTIONAL
Min. 0.5-inch | CD Fasteners & Plates or HD Fasteners & TPO XR HA or -60
R-AM-3 [ (G33, P, L6, 524) SECUROCK Insulation Plates for Concrete Deck at BASEGARD HA SBS BUR Ply, or TPO XR ISR (Lim. 7)
or Concrete Deck TA SBS Ply
15 per 4 ft x 8 ft board
Steel Deck AP Fasteners & Plates for Steel Deck or HA SBS Ply, or OPTIONAL
CAM. CD Fasteners & Plates or HD Fasteners & TA SBS Ply HA SBS Ply, or TPO XR HA or -67.5
R-AM-4 (gsg(‘):clr‘elt‘gbseii) SECUROCK Insulation Plates for Concrete Deck at (min. 3.75-inch side TA SBS Ply TPO XR ISR (Lim. 7)
18 per 4 ft x 8 ft board laps) (min. 3.75-inch side laps)
AP Fasteners & Plates for Steel Deck or
Steel Deck OPTIONAL
R-AM5 | (G33, F1, L6, S24) | SECUROCK | CD Fasteners & Plates or HD Fasteners & BASEGARD HA SBS BUR Ply or TPOXRHAOr | -67.5
Insulation Plates for Concrete Deck at TPO XR ISR (Lim. 7)
or Concrete Deck TA SBS Ply
18 per 4 ft x 8 ft board
. . AP Fasteners & Plates for Steel Deck or
Steel Deck Min. 0.5-inch OPTIONAL
RAM-6 | (G33,P, L6, S24) | Densbeck | OD Fasteners& P""}tes or D Fasteners & BASEGARD HA SBS BUR Ply or TPO XR HA or -75
or Concrete Deck Prime Insulation Plates for Concrete Deck at TA SBS Ply TPO XR ISR (Lim. 7)
24 per 4 ft x 8 ft board
Steel Deck Min. 0.5-inch | AP Fasteners & Plates for Steel Deck or OPTIONAL
RAM-7 | (G33, P, L6, S24) DensDeck | CP Fasteners & Plates or HD Fasteners & | HA SBS BUR P, or BASEGARD, TPO XR HA or -75
or Co’nc’retey Deck Prime Insulation Plates for Concrete Deck at TA SBS Ply HA SBS BUR Ply, or TPO XR ISR (Lim. 7)
24 per 4 ft x 8 ft board TA SBS Ply
Steel Deck AP Fasteners & Plates for Steel Deck or HA SBS Ply or OPTIONAL
R-AM-8 | (G33, F1, L6, S24) Min. 0.5-inch | CD Fasteners & Plates or HD Fasteners & TA SBS Ply HA SBS Ply, or TPO XR HA or -75
or C’onc}ete’Deck SECUROCK Insulation Plates for Concrete Deck at (min. 3.75-inch side TA SBS Ply TPO XR ISR (Lim. 7)
18 per 4 ft x 8 ft board laps) (min. 3.75-inch side laps)
AP Fasteners & Plates for Steel Deck or
Steel Deck . . OPTIONAL
R-AM-9 | (633, F1, L6, S24) MI|En. O.F\S’—IHCE CIID Falste_znersl& PIa;tes or HD Fa;tenkers & BASEGARD HA SBS BUR Ply or T_II_Dé) XXRRF:Algr L_—75 .
or Concrete Deck SECUROC nsulation Plates for Concrete Deck at TA SBS Ply O S (Lim. 7)
18 per 4 ft x 8 ft board
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Recover Assemblies with Adhered Membranes over Fastened Insulation
Syngem Deck Detail Insulation Insulation Attachment Base Ply Ply Sheet Membrane 'EApiF))
AP Fasteners & Plates for Steel Deck or OPTIONAL
AN (ngt?:ell IID_ZCkS3O) Min. 0.5-inch | CD Fasteners & Plates or HD Fasteners & (mng SBO Y e HA SBS BUR Ply, TPO XR HA or -90
or C(‘)ncr‘ete ’Deck SECUROCK Insulation Plates for Concrete Deck at ) .Ia S) or TA SBS Ply TPO XR ISR (Lim. 7)
22 per 4 ft x 8 ft board P (min. 3.75-inch side laps)
AP Fasteners & Plates for Steel Deck or OPTIONAL
RAMAL (G3§tiel' DLZCKSSO) Min. 0.5-inch | CD Fasteners & Plates or HD Fasteners & (minT/;, §5B_i5ncpl'1ysi de HA SBS BUR Ply, TPO XR HA or -90
or C(')ncr'ete YDeck SECUROCK Insulation Plates for Concrete Deck at ' .Ia s) or TA SBS Ply TPO XR ISR (Lim. 7)
22 per 4 ft x 8 ft board P (min. 3.75-inch side laps)
Steel Deck AP Fasteners & Plates for Steel Deck or
Min. 0.5-inch | CD Fasteners & Plates or HD Fasteners & OPTIONAL TPO XR HA or -150
R-AM-12 ((?rsgty)r':czr’elt_gDSetzk) SECUROCK Insulation Plates for Concrete Deck at TA SBS Ply TA SBS Ply TPO XR ISR (Lim. 7)
32 per 4 ft x 8 ft board
Recover Assemblies with Mechanically Fastened Base Sheet
m . . MDP
Syl\sl;[)e Deck Detall Existing Roof Base Sheet Base Sheet Attachment Ply Sheet Membrane (psf)
Trufast Twin Loc-Nail Batten TPO XR HA; or
\?ﬁﬁ:ﬁ:gh—r\%g: fi)?iﬁ Fastener with minimum 1.8-inch TPO XR ISR -30
A penetration into gypsum installed OPTIONAL adhered (Lim. 7;
R-M-1 Gypsum Deck - adhered side laps : . .
fully encapsulatin 6-inch o.c. along the Trufast Twin TA SBS Ply 33.4-inch o.c. Non-
Y P g Loc Coiled Batten Bar, Batten bar over base sheet HVHZ)
batten bar . . .
placed in-lap, 33.4-inch o.c. side laps
Two-Piece Impact Nail with
Steel Deck Min. 380 psi minimum 1.8-inch penetration into BASEGARD, TPO XR HA or 525
R-M-2 (G33, P, L6, S18) Celcore MF with HS SBS Base Sheet LWIC installed 8-inch o.c. in the HA SBS BUR Ply, TPO XR ISR (Lim. 7
or Concrete Deck Rheology Admixture laps, 8-inch o.c. in two (2) or TA SBS Ply ’
staggered rows in the field
Two-Piece Impact Nail with
Steel Deck . . - g S
Min. 420 psi minimum 1.8-inch penetration into i
Rm-3 | (G33P.L6 SI8) | oiene MF with HS MA Base IV LWIC installed 9-inch o.c. in-lap TA SBS Ply TPO XR HA or 52.5
treated with - ; . TPO XR ISR (Lim. 7)
Rheology Admixture and 9-inch o.c. in two (2) staggered
Celcore S-1 . )
rows in the field
Two-Piece Impact Nail with
Min. 360 psi minimum 1.8-inch penetration into BASEGARD, )
R-M-4 (6353‘83' LDengls) Celcore MF with HS | MA Ba;g;;’_g;o SBS | LwiC installed 7-inch o.c. in the HASBS Ply, or | TTOXRIA (L?m7'57)
B Rheology Admixture laps, 7-inch o.c. in two (2) TA SBS Ply ’
staggered rows in the field
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B

Recover Assemblies with Mechanically Fastened Base Sheet

Syngem Deck Detall Existing Roof Base Sheet Base Sheet Attachment Ply Sheet Membrane ?ﬂgfl:))
AP Fasteners and Plates installed
Steel Deck - ; ; BASEGARD,
RM-5 | (G33,P,L6 S24) | Min. 190 psi Elastizell MA Base Il 12inch o.c. inthe laps, 12-nch o.c. | pr'gpspy or | TPOXRHAor 75
in two (2) staggered rows in the TPO XR ISR (Lim. 7)
or Concrete Deck field TA SBS Ply
CD Fasteners & Plates or HD
Fasteners & Insulation Plates BASEGARD, TPO XR HA or 75
R-M-6 Concrete Deck Min. 190 psi Elastizell MA Base Il installed 12-inch o.c. in the laps, 12- HA SBS Ply, or TPO XR ISR wLim. 7)
inch o.c. in two (2) staggered rows TA SBS Ply ’
in the field

Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)

System Deck . . . MDP
No. Detail Base Insulation Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane (psf)
Min. 0.5-inch -30
: OPTIONAL . .
S-AM-1 G40 ISO or ISO CG Structode_k High HD Fasteners & Plates HA SBS BUR Ply HA SBS BUR Ply, TPO XR HA or (Lim. 7;
Density at 8 per 4 ft x 4 ft board or TA SBS P TPO XR ISR Non-
Fiberboard y HVHZ)
OPTIONAL 875
G40, L6, OPTIONAL Min. 1.5-inch AP Fasteners & Plates TPO XR HA or (Lim. 7;
SAM2 | s SO or ISO CG ISO HD-C at 8 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply, TPO XR ISR Non-
or TA SBS Ply
HVHZ)
DensDeck Prime
secured with AP a5
Fasteners & Plates . . 1.S.0. Stick or Twin Jet OPTIONAL . .
S-AM-3 G40 or HD Fasteners & Min. 1.5-inch applied in ribbons spaced BASEGARD HA SBS BUR Ply, or TPO XR HA or (Lim. 7;
f ISO . TPO XR ISR Non-
Insulation Plates at 8 12-inch o.c. TA SBS Ply HVHZ)
per 4 ft x 8 ft board
followed by V-Force
DensDeck Prime Layer 1:
secured with AP ISO (Tapered) BASEGARD )
Fasteners & Plates O ek o Tefin Tt or OPTIONAL TPO XR HA or (Lirlrl15 7;
S-AM-4 G40 or HD Fasteners & Layer 2: a ‘Iiéd .in ribbons spaced TA SBS Ply HA SBS BUR Ply, or TPO XR ISR Noﬁ— '
Insulation Plates at 8 | 1SO HD or P o opors SP w/DensDeck Prime TA SBS Ply HVHZ)
per 4 ft x 8 ft board DensDeck " only
followed by V-Force Prime,
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
= C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck . ' . MDP
No. Detail Base Insulation Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane (psf)
-45
OPTIONAL .
G40, P, L6, OPTIONAL . . AP Fasteners & Plates TPO XR HA or (Lim. 7;
S-AM-5 S24 ISO or ISO CG Min. 2-inch ISO | 15 per 4 ft x 8 ft board BASEGARD HA SBSSBBLS’F:DIP ly or TA TPO XR ISR Non-
y HVHZ)
-45
OPTIONAL .
OPTIONAL AP Fasteners & Plates at TPO XR HA or (Lim. 7;
S-AM-6 G40 ISO or ISO CG SECUROCK 10 per 4 ft x 8 ft board BASEGARD HA STE\SS%%RP'ID'V* or TPO XR ISR Non-
Y HVHZ)
-45
. . OPTIONAL .
OPTIONAL Min. 0.375-inch AP Fasteners & Plates at TPO XR HA or (Lim. 7;
S-AM-7 G40 ISO or ISO CG SECUROCK 8 per 4 ft x 8 ft board BASEGARD HA STBASS%%RP'ID'V’ or TPO XR ISR Non-
y HVHZ)
Min. 1.5-inch
ISO or ISO CG . . OPTIONAL
G40, P, L6 Insulation Adhesive II; TPO XR HA or -45
S-AM-8 op AP Fasteners & ISO HD . . ' BASEGARD HA SBS BUR Ply, or TA .
S24 Plates at 18 per 4 ft ribbons spaced 12-inch o.c. SBS Ply TPO XR ISR (Lim. 7)
x 8 ft board
Min. 1.5-inch
ISO or ISO CG . .
. Min. 0.5-inch . . . OPTIONAL
S-AM-9 G40, F1, attached with Densbeck Prime _ Insulation Adheslve I1; BASEGARD HA SBS BUR Ply, TPO XR HA or -52.5
L6, S24 AP Fasteners & or SECUROCK ribbons spaced 6-inch o.c. or TA SBS Pl TPO XR ISR (Lim. 7)
Plates at 20 per 4 ft x y
8 ft board
Min. 2-inch ISO
HD-C
laid OPTIONAL
G40, P, L6 OPTIONAL - AP Fasteners & Plates at TPO XR HA or -562.5
S-AM-10 o perpendicular to BASEGARD HA SBS BUR Ply, :
S24 ISO or ISO CG flutes with 8 per 4 ft x 8 ft board or TA SBS Ply TPO XR ISR (Lim. 7)
staggered end
joints
. . OPTIONAL
G40, P, L6, OPTIONAL Min 2.5-inch AP Fasteners & Plates at TPO XR HA or -52.5
S-AM-LL | = g0y ISO or ISO CG ISO 15 per 4 ft x 8 ft board BASEGARD HA STBASSBBUSRP'EI'V' or TPO XR ISR (Lim 7)
. . OPTIONAL
G40, F1, Min. 1-inch AP Fasteners & Plates at TPO XR HA or -62.5
S-AM-12 16 524 ISO or ISO CG ISO HD 24 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply, TPOXRISR | (Lim.7)
or TA SBS Ply
G40, L6 Wi 2nch | SBS Pl OPTIONAL o 52.5
S-AM-13 40, L6, Min. 2-inc DensDeck Prime AP Fasteners & Plates at TA SBS Ply or TA SBS Ply or TPO XR HA or -52.
F1, S12 ISO, ISO (Tapered) 18 per 4 ft x 8 ft board HA SBS BUR Ply HA SBS BUR PI TPO XR ISR (Lim. 7)
or ISO CG Y
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AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
o C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck . ' . MDP
No. Detail Base Insulation Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane (psf)
. . OPTIONAL
G40, F1, OPTIONAL Min. 1.5-inch AP Fasteners & Plates at TPO XR HA or -60
SAM-14 |6 524 ISO or ISO CG ISO HD-C 12 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply or TPO XR ISR (Lim. 7)
TA SBS Ply
cAML1s | ©40.P. L6, OPTIONAL Min. 1.5-inch | AP Fasteners & Plates at BASEGARD A oo oy | TPOXRHAOr -60
S24 ISO or ISO CG ISO 18 per 4 ft x 8 ft board Y TPO XR ISR (Lim. 7)
TA SBS Ply
. . . . OPTIONAL
G40, P, L6, Min. 1-inch Min. 0.5-inch AP Fasteners & Plates at TPO XR HA or -60
S-AM-16 | ™ g0y ISO or ISO CG SECUROCK 15 per 4 ft x 8 ft board BASEGARD HA STBASS%%RP'EI'V’ or TPOXRISR | (Lim.7)
. . . . OPTIONAL
G40, P, L6, Min 0.5-inch ISO Min. 0.5-inch AP Fasteners & Plates at TPO XR HA or -60
SAM-LT 7 Vg4 95+GL orISOCG | SECUROCK 18 per 4 ft x 8 ft board BASEGARD HA STBASS%%RP'EI'V’ or TPOXRISR | (Lim.7)
Min. 2-inch ISO 95 +
GL secured with AP
Fasteners & Plates
G40, P, L6, | tl8perdftx8ft 0.5-inch 1.5.0. Stick or Twin Jet; BASEGARD, OPTIONAL TPOXRHAOr | -67.5
S-AM-18 | = Teoy board followed by | e ~;pock | Ribbons spaced 6-inch o.c. | A SBS BUR Ply, HA SBS BUR Ply, TPOXRISR | (Lim. 7)
min. 0.5-inch ISO P " or TA SBS Ply or TA SBS Ply '
adhered in
I.S.0O. Stick with
ribbons at 6-inch o.c.
HA SBS Ply, or OPTIONAL
S-AM-19 G40, F1, One or more layers SECUROCK AP Fasteners & Plates at TA SBS Ply HA SBS Ply, or TPO XR HA or -67.5
L6, S24 of ISO or ISO CG 18 per 4 ft x 8 ft board (min. 3.75-inch TA SBS Ply TPO XR ISR (Lim. 7)
side laps) (min. 3.75-inch side laps)
S-AM-20 G40, F1, One or more layers SECUROCK AP Fasteners & Plates at BASEGARD HA ggsTlé)L,J\IRAIﬁ or TPO XR HA or -67.5
L6, S24 of ISO or ISO CG 18 per 4 ft x 8 ft board Y TPO XR ISR (Lim. 7)
TA SBS Ply
Min. 1-inch ISO OPTIONAL
G40, F1, OPTIONAL CG or Min. 0.5- AP Fasteners & Plates at TPO XR HA or -67.5
S-AM-21 16 504 ISOorISOCG | inch DensDeck | 20 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply or TPOXRISR | (Lim.7)
- TA SBS Ply
Prime
OPTIONAL OPTIONAL
S-AM-22 G40, L6, Min. 2-inch Min. 0.5-inch AP Fasteners & Plates at TA SBS Ply or TA SBS Plv or TPO XR HA or -67.5
F1, S12 ISO, ISO (Tapered) | DensDeck Prime 18 per 4 ft x 8 ft board HA SBS BUR Ply Il Y TPO XR ISR (Lim. 7)
HA SBS BUR Ply Il
or ISO CG
G40, P, L6, | One or more layers Min. 0.5-inch AP Fasteners & Plates at OPTIONAL TPO XR HA or -75
S-AM-23 |~ 504 of ISO or ISO CG | DensDeck Prime | 24 per 4 ft x 8 ft board BASEGARD HA $§S’Sgg'§§'y or TPOXRISR | (Lim.7)
ABE16001.5 FL21045-R5
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CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
System Deck . ' . MDP
No. Detail Base Insulation Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane (psf)
OPTIONAL
S-AM-24 G40, P, L6, | One or more layers Min. 0.5-inch AP Fasteners & Plates at HA SBS BUR Ply, BASEGARD, TPO XR HA or -75
S24 of ISO or ISO CG DensDeck Prime 24 per 4 ft x 8 ft board or TA SBS Ply HA SBS BUR Ply, or TPO XR ISR (Lim. 7)
TA SBS Ply
HA SBS Ply, or OPTIONAL
S-AM-25 G40, F1, One or more layers Min. 0.5-inch AP Fasteners & Plates at TA SBS Ply HA SBS Ply, or TPO XR HA or -75
L6, S24 of ISO or ISO CG SECUROCK 18 per 4 ft x 8 ft board (min. 3.75-inch TA SBS Ply TPO XR ISR (Lim. 7)
side laps) (min. 3.75-inch side laps)
. . OPTIONAL
G40, F1, One or more layers Min. 0.5-inch AP Fasteners & Plates at TPO XR HA or -75
S-AM-26 | 16524 | ofISO0riSOCG | SECUROCK 18 per 4 ft x 8 ft board BASEGARD HA ?E%Egr‘;g'y or TPOXRISR | (Lim.7)
. . OPTIONAL
G40, F1, OPTIONAL Min. 1.5-inch AP Fasteners & Plates at TPO XR HA or -75
S-AM2T |16, 524 ISO or ISO CG ISO HD-C 18 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply or TPOXRISR | (Lim.7)
TA SBS Ply
OPTIONAL OPTIONAL
S-AM-28 G40, L6, Min. 2-inch Min. 0.5-inch AP Fasteners & Plates at TA SBS Ply or TA SBS Plv or TPO XR HA or -75
F1, S12 ISO, ISO (Tapered) | DensDeck Prime 20 per 4 ft x 8 ft board HA SBS BUR Ply 4 TPO XR ISR (Lim. 7)
HA SBS BUR Ply
or ISO CG
TA PI OPTIONAL
S-AM-29 G80, F1, Min. 1.5-inch Min. 0.5-inch AP Fasteners & Plates at (min. 3 75¥inch HA SBS BUR Ply, TPO XR HA or -90
L6, S30 ISO SECUROCK 22 per 4 ft x 8 ft board sit.jella S) or TA SBS Ply TPO XR ISR (Lim. 7)
p (min. 3.75-inch side laps)
S-AM-30 G40, P, L6, OPTIONAL Min 2.5-inch AP Fasteners & Plates at BASEGARD HA SOBF;TIIB%,E!AIID_I or TPO XR HA or -97.5
S24 ISO or ISO CG ISO- 32 per 4 ft x 8 ft board Y TPO XR ISR (Lim 7)
TA SBS Ply
OPTIONAL OPTIONAL
S-AM-31 G80, L6, Min. 2-inch Min. 0.5-inch AP Fasteners & Plates at TA SBS Ply or TA SBS Plv or TPO XR HA or -97.5
F1W, S12 | IS0, ISO (Tapered) | DensDeck Prime 24 per 4 ft x 8 ft board HA SBS BUR Ply 4 TPO XR ISR (Lim. 7)
HA SBS BUR Ply
or ISO CG
S-AM-32 G80, F2, Min. 1.5-inch Min. 0.5-inch AP Fasteners & Plates at TA SBS PI OPTIONAL TPO XR HA or -150
L6, S12 ISO SECUROCK 32 per 4 ft x 8 ft board y TA SBS Ply TPO XR ISR (Lim. 7)
G80, L5.9,
F2w, S12 OPTIONAL OPTIONAL
S-AM-33 or Min. 2-inch Min. 0.5-inch AP Fasteners & Plates at TA SBS Ply or TA SBS Plv or TPO XR HA or -157.5
20GA, ISO, ISO (Tapered) | DensDeck Prime 32 per 4 ft x 8 ft board HA SBS BUR Ply Il HA SBS BURyPI I TPO XR ISR (Lim. 7)
G8o, L6, or ISO CG Y
F2w, S12
ABE16001.5 FL21045-R5 Page 26 of 28

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



— CREEK

[APPROVED ASSEMBLIES]

AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Mechanically Fastened Assemblies over Steel Deck (New, Existing, or Recover)
System Deck Base . MDP
No. Detail Insulation Top Insulation Base Sheet Base Sheet Attachment Ply Sheet Membrane (psf)
SBS Poly Base Heavy Duty Fasteners and 1-inch 45
S-M-1 N/A M::\].sd-lést-ig]r::h &SZ:%’:’;‘; (Min. 3-inch side Coiled Metal Batten strip fastened B?iES%/;RS or T‘II'DF?OX)?RWQS (L,\'lrgr']?;
laps) 24-inch o.c. at the laps y
HVHZ)
. . SBS Poly Base Heavy Duty Fasteners and 1-inch
G40, F1 Min. 1.5-inch OPTIONAL - : : h . BASEGARD or TPO XR HA or -52.5
S-M-2 r . (Min. 3-inch side Coiled Metal Batten strip fastened h
L6, S12 Insulation Cover Board laps) 18-inch o.c. at the laps TA SBS Ply TPO XR ISR (Lim. 7)
AP Fasteners and Plates at
S-M-3 G40, F1, Min. 1-inch OPTIONAL SBS Base Sheet 12-inch o.c. in the lap and two (2) BASEGARD or TPO XR HA or -60
L6, S24 Insulation Cover Board equally spaced, staggered rows TA SBS Ply TPO XR ISR (Lim. 7)
12-inch o.c. in the field of the roll
AP Fasteners and Plates at
S-M-4 G40, F1, Min. 1-inch OPTIONAL SBS Base Sheet 12-inch o.c. in the lap and two (2) BASEGARD or TPO XR HA or -60
L6, S24 Insulation Cover Board equally spaced, staggered rows TA SBS Ply TPO XR ISR (Lim. 7)
12-inch o.c. in the field of the roll
SBS Base-P, SBS AP Fasteners and Plates at
S-M-5 G40, F1, Min. 1.5-inch OPTIONAL Premium Base, 12-inch o.c. in the lap and two (2) BASEGARD or TPO XR HA or -75
L6, S24 Insulation Cover Board SBS Poly Base, equally spaced, staggered rows TA SBS Ply TPO XR ISR (Lim. 7)
SBS Smooth 12-inch o.c. in the field of the roll
Assemblies with Adhered Membranes over Fastened Insulation over Wood Deck (New, Existing, or Recover)
System Deck . . . MDP
No. Detail Base Insulation Top Insulation Insulation Attachment Base Ply Ply Sheet Membrane (psf)
OPTIONAL -45
W-AM-1 T19/32, OPTIONAL Min. 1.5-inch AP Fasteners & Plates at BASEGARD BASEGARD, TPO XR HA or (Lim. 7;
L24 ISO or ISO CG ISO CG 12 per 4 ft x 8 ft board HA SBS BUR Ply, or TPO XR ISR Non
TA SBS Ply HVHZ)
. . OPTIONAL
T19/32, OPTIONAL Min. 1.5-inch AP Fasteners & Plates at TPO XR HA or -75
W-AM-2 {154 N6 ISO or ISO CG ISO CG 18 per 4 ft x 8 ft board BASEGARD HA SBS BUR Ply or TPOXRISR | (Lim.7)
TA SBS Ply
ABE16001.5 FL21045-R5
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' AMRIZE BUILDING ENVELOPE LLC (ELEVATE)
3 C RE E K [ APPROVED ASSEMBLIES] UltraPly TPO XR with SBS Modified Roofing

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B

Mechanically Fastened Assemblies over Wood Deck (New, Existing, or Recover)
System Deck Base Top MDP
No. Detail insulation | Insulation Base Sheet Base Sheet Attachment Ply Sheet Membrane (psh)
OPTIONAL AP Fasteners & Plates at 18-inch o.c. in the lap _.37'5
T19/32, OPTIONAL g BASEGARD or TPOXRHAor | (Lim.7,
W-M-1 L2a Insulation Cover MA Base and two (2) equally spaced, staggered rows TA SBS P! TPO XR ISR Non-
Board 18-inch o.c. in the field of the roll Y
HVHZ)
12 ga. x 1.25-inch ring shank nails and
32 ga. x 1-5/8-inch tin tabs at )
w-m2 | 119732 ; ; MA Base 9-inch o.c. in the lap and three (3) equally TA SBS Ply TPOXRHAOr | -52.5
L24, N6 X . . TPO XR ISR (Lim. 7)
spaced, staggered rows 9-inch o.c. in the field of
the roll
OPTIONAL MA Base Il AP Fasteners & Plates at 12-inch o.c. in the lap BASEGARD, ]
W-M-3 I;‘?/?\i; ?E;Jgg‘(ﬁ]l‘ Cover Min. 3.5-inch and two (2) equally spaced, staggered rows 12- HA SBS BUR Ply, or TEISOX)?RWQF? (Lir?lo 7
' Board side lap inch o.c. in the field of the roll TA SBS Ply '
OPTIONAL AP Fasteners & Plates at 12-inch o.c. in the lap BASEGARD, R
W-M-4 I;A?/?\lze ?E;:g E‘;‘,'L Cover MA Base | and two (2) equally spaced, staggered rows HA SBS Ply, or T‘FISOX)E{RWQQ r (LirZ15 7
' Board 12-inch o.c. in the field of the roll TA SBS Ply '
SBS Base, 12 ga. x 1.25-inch ring shank nails and
W-M-5 T19/32, ) ) SBS Premium 32 ga. x 1-5/8-inch tin tabs at HA SBS Ply, or TPO XR HA or -97.5
L24, N6 Base, or SBS 6-inch o.c. in the lap and three (3) staggered TA SBS Ply TPO XR ISR (Lim. 7)
Poly Base rows 6-inch o.c. in the field of the roll
END OF REPORT
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