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Manufacturer:
Product Name:

Panel Description:

Panel Core:

Exterior skin:

Interior skin:

Support Description:

Design Pressure:

Panel Clip:

Expansion Fasteners:

Panel Attachment:
Fastener pattern FP1
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CENTRIA, a Nucor Company
TotalClad 7.2 Rib Panels

TotalClad 7.2 Rib Panels are factory-assembled, metal faced,
sandwich panels with a chemically bonded continuously foamed-in-
placed foam plastic core. Maximum 36" coverage. Panel thickness:
2.5", 3" & 4".

Polyurethane foam plastic designated as FE-242HD or FE-242FA.
Nominal core density is 2.17 pcf with flame spread index of 20 and

smoke-developed index of 450 when tested in accordance with ASTM
E84-11.

Min. 26 ga., 33 ksi galvanized coated steel (ASTM A653), galvalume
AZ50 or AZS55 coated steel (ASTM A792) or stainless steel (ASTM
A240) with embossed, smooth or coated finish as per FBC 2023
Section 1405.2. The exterior skin consists of (5) 1.5" high rib spaced
at 7.2" o.c. Minimum base metal thickness is 0.017".

Min. 26 ga., 33 ksi galvanized coated steel (ASTM A653), galvalume
AZ50 or AZS55 coated steel (ASTM A792) or stainless steel (ASTM
A240) with ‘Micro Planked’ profiles with embossed or smooth finish
as per FBC 2023 Section 1405.2. Minimum base metal thickness is
0.017".

Min. 16 ga., 50 ksi steel section for Fastener patterns FP1, FP2 & FP3.
Min. 14 ga., 50 ksi steel section for Fastener pattern FP11. (Must be
designed by others)

Inward and outward transverse loads are shown in the load span table.
The allowable loads for panel strength, connection and deflection limit
of L/180 were developed from test data. Maximum panel span is 15'.

U-Clip (4" long, 0.75" wide, 14 ga. galvanized or stainless steel)

Elco’s Fab-Lok® FAS/FAC 10-4, 10-8 or 10-12 expansion fasteners to
fasten the interior skin to support. In lieu of Fab-Lok, SFS Intec Bulb-
Tite Rivets (1194719 or 1194721) may be used.

Clips and all fasteners are corrosion resistant.

U-Clip fastened to min. 14 ga. steel supports with %4"-14 Type 3 self-
drilling screws. Two screws per clip at interior supports and one
screw per clip at end supports. For 12 ga. or thicker steel, 4"-20 or
74"-28 Type 5 self-drilling screws may be used. In lieu of self-drilling
screws, self-tapping screws may be used.



Fastener pattern FP2

Fastener pattern FP3

Fastener pattern FP11

Test Standards:

Test Equivalency:

Code Compliance:

Product Limitations:

Supporting Documents:
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In addition to the fastener pattern FP1, the panels can be installed with
(1) Fab-Lok fastener or Bulb-Tite Rivet spaced at 14.4" from the panel
sidelap.

In addition to the fastener pattern FP1, the panels can be installed with
(2) Fab-Lok fasteners or Bulb-Tite Rivets spaced at 14.4" and 21.6",
respectively, from the panel sidelap.

Panels fastened to min. 14 ga. steel supports with %4"-14 Type 3 hex
head self- drilling screws with nominal 5/8" diameter neoprene bonded
washers spaced at 7.2" o.c. through panel valley. Fastener shall be of
sufficient length to penetrate through the support a minimum of 3/4".
For 12 ga. or thicker steel, /4"-20 or 74"-28 Type 5 self-drilling screws
with nominal 5/8" diameter neoprene bonded washers may be used. In
lieu of self-drilling screws, self-tapping screws may be used.

Wall assembly tested in accordance with ASTM E72-02 “Standard
Test Methods of Conducting Strength Tests of Panels for Building
Construction” as outlined in Acceptance Criteria for Sandwich Panels
ACO04. The test procedure in the above test standard complies with the
testing requirements of ASTM E330-14 “Standard Test Method for
Structural Performance of Exterior Windows, Doors, Skylights and
Curtain Walls by Uniform Static Air Pressure Difference”.

The test procedures in ASTM E84-11 comply with test procedures
prescribed in ASTM E84-18b.

The product described herein has demonstrated compliance with FBC
2023 Section 1404.5 and 2603.3.

Design wind loads shall be determined for each project in accordance
with FBC 2023 Section 1609 or ASCE 7-22 using allowable stress
design. The maximum support spacing listed herein shall not be
exceeded. The design pressure for reduced support spacing may be
computed using rational analysis prepared by a Florida Professional
Engineer or CENTRIA load span tables. This evaluation report is not
applicable in High Velocity Hurricane Zone.

ASTM E330 (E72/AC04) Test Reports
ENCON Technology Inc.

C1660-1, Reporting Date 5/26/2010
C1660-2, Reporting Date 5/28/2010
C1728-1, Reporting Date 10/14/2010
C1729-1, Reporting Date 12/27/2010
C1899-1, Reporting Date 5/10/2013
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ASTM E84 Test Report
Underwriters Laboratories, Inc., Northbrook, IL
11NK15951, Reporting Date 3/19/2012

(CENTRIA is authorized to use the above Metl-Span Test Reports)
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DETAIL 1

~ O

5. REQUIRED DESIGN WIND LOADS SHALL BE DETERMINED FOR EACH PROJECT.

THIS STRUCTURAL WALL PANEL SYSTEM HAS BEEN DESIGNED IN
ACCORDANCE WITH 2023 FLORIDA BUILDING CODE (FBC). THE DESIGN
PRESSURES AS DETERMINED FROM SECTION 1609 AND ASCE 7-22 MUST
BE MULTIPLIED BY 0.6.

. PANELS ARE MAX 36" WIDE, CONSIST OF MIN. 26 GA. (t = 0.017" MIN.)

EXTERIOR OR INTERIOR STEEL SKINS (Fy = MIN. 33 KSI) AND ARE SANDWICHED
WITH FOAMED—IN—PLACE NON—CFC 2.17 LB/CU. FT. DENSITY POLYURETHANE.

. PANELS SHALL BE INSTALLED OVER WALL STRUCTURE AS SPECIFIED ON THESE

DRAWINGS.

. PANELS MUST BE INSTALLED OVER MIN. 2 SUPPORTS. HORIZONTAL SEAMS MAY BE

PRESENT AT CENTERLINE OF SUPPORTS PROVIDING THE SEAMS ARE FLASHED &
PROPERLY SEALED PER MBCI SPECIFICATIONS AND EACH PANEL END IS SECURED
PER THESE DRAWINGS.

THIS
PANEL SYSTEM MAY NOT BE INSTALLED WHEN THE REQUIRED DESIGN WIND LOADS
ARE GREATER THAN THE ALLOWABLE WIND LOADS SPECIFIED ON LOAD SPAN
TABLE.

. ALL SCREWS SHALL BE CORROSION RESISTANT SCREWS.
. THE SUPPORTING STRUCTURE, OVER WHICH THE PANELS ARE TO BE INSTALLED,

MUST BE MINIMUM 16 GAGE (MIN. 0.059") STEEL WITH MIN. Fy = 50 KSI.

. THESE WALL PANELS SHALL NOT BE CONSIDERED TO OR BE USED FOR TRANSFER

OF DIAPHRAGM ACTION OF WALL TO SUPPORTING STRUCTURE.
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TOTALCLAD 7.2 RIB PANEL

CONSULTANTS

BALA SOCKALINGAM, PH.D., P.E.
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Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 26 Ga. Exterior/Interior Facings

Span . o Support Span (Feet)
Panel Type|  dition | Desien Criteria T 5 6 7 g o 10 5K 12 13 14 15
Bending and Shear 97.4 65.4 47.4 36.2 28.6 23.3 19.4 16.4 14.0 12.2 10.7 9.5
L/180 407.7 232.6 149.6 104.0 76.3 58.2 45.7 36.6 29.9 24.7 20.7 17.6
Two Spans Pattern FP1 27.2 24.2 22.2 20.7 19.6 18.8 18.1 16.4 14.0 12.2 10.7 9.5
Pattern FP2 35.2 28.2 23.5
Pattern FP3 51.1 40.9 34.1 29.2 25.5 22.6 19.4
2.5" Pattern FP11 97.4 65.4 47.4 36.2 28.6 23.3 19.4 16.4 14.0 12.2 10.7 9.5
TC 7.2 Rib Bending and Shear 115.4 76.8 55.4 42.2 334 27.2 22.6 19.2 16.5 14.4 12.6 11.2
Three or L/180 356.4 207.0 134.4 93.8 68.8 52.2 40.8 32.5 26.4 21.7 18.1 15.2
More Pattern FP1 304 27.1 24.8 23.2 22.0 21.0 20.3 19.2 16.5 14.4 12.6 11.2
Spans Pattern FP2 39.3 31.5 26.2
Pattern FP3 57.1 45.7 38.1 32.6 28.6 254 22.6
Pattern FP11 1154 76.8 554 42.2 334 27.2 22.6 19.2 16.5 14.4 12.6 11.2
Bending and Shear 101.7 69.3 51.0 39.3 31.5 25.8 21.6 18.4 15.9 13.9 12.3 10.9
L/180 431.8 251.8 165.5 117.6 88.0 68.4 54.6 44.5 36.9 31.0 26.3 22.5
Pattern FP1 42.7 36.0 314 28.2 25.7 23.8 21.6 18.4 15.9 13.9 12.3 10.9
Two Spans
Pattern FP2
Pattern FP3 57.8 46.3 38.6 33.1 28.9 25.6
3" Pattern FP11 101.7 69.3 51.0 39.3 31.5 25.8 21.6 18.4 15.9 13.9 12.3 10.9
TC 7.2 Rib Bending and Shear 119.1 80.2 58.5 45.0 36.0 29.6 24.8 21.2 18.4 16.1 14.2 12.7
Three or L/180 384.1 228.7 152.2 108.7 81.4 63.1 50.2 40.7 33.6 28.0 23.6 20.1
Pattern FP1 47.5 39.9 34.9 31.3 28.6 26.5 24.8 21.2 18.4 16.1 14.2 12.7
More
Spans Pattern FP2
Pattern FP3 64.3 514 429 36.7 32.1 28.5
Pattern FP11 116.2 80.2 58.5 45.0 36.0 29.6 24.8 21.2 18.4 16.1 14.2 12.7
1216 N Lansing Ave., Suite C 1/6 Bala Sockalingam, Ph.D., P.E.
Tulsa, Ok 74106 FL 62240

918 492 5992




Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 26 Ga. Exterior/Interior Facings

Span . . Support Span (Feet)
Panel Type| - dition Design Criteria 4 5 6 7 g g 10 (KL 12 3 14 15
Bending and Shear 1077 | 75.0 56.3 442 | 359 | 299 | 253 218 19.0 16.7 14.9 133
L/180 4665 | 280.1 | 1893 | 1381 | 106.1 | 845 69.1 576 | 488 | 418 362 31.6
Two Spans |P2ttem FP! 48.1 400 | 344 | 304 | 274 | 250 | 230 | 215 19.0 16.7 14.9 13.3
Pattern FP2 54.1 435 36.3 31.1
Pattern FP3 711 572 | 478 | 410 | 358 | 209 | 253 218
4" Pattern FP11 1055 | 750 | 563 442 | 359 | 209 | 253 218 19.0 16.7 14.9 13.3
TC 7.2 Rib Bending and Shear 1245 | 853 632 | 493 400 | 332 | 282 | 243 213 188 16.7 15.0
Three op /189 4232 | 2601 | 1785 | 1313 | 1013 | 807 | 659 548 | 462 394 | 339 | 295
More|Pattern FPI 532 | 440 | 378 334 | 301 275 254 | 237 | 213 18.8 16.7 15.0
Spans [Pt FP2 598 | 479 | 399 342
Pattern FP3 786 | 629 | 525 449 | 393 332 | 282 | 243
Pattern FP11 1166 | 853 632 | 493 400 | 332 | 282 | 243 213 18.8 16.7 15.0

Panel thickness includes rib height

Notes:

1. Allowable positive or inward load is the lowest value of the panel bending and shear strength or deflection limit.

2. Allowable suction or outward load is the lowest value of the panel bending and shear strength, deflection limit and
connection strengh for each fastener pattern. The numbers have been reduced to reflect the lowest value.

. Loads based on panel stress, deflection and connection design criteria are derived from ASTM E-72 testing.

. Allowable loads are calculated with a factor of safety of 2.5 for bending, 3.0 for shear and 2.0 for connection.

. Pattern FP1 is based on clip with (2) 1/4"-14 Type 3 SDS in minimum 16 ga. steel.

. Pattern FP2 is based on clip with (2) 1/4"-14 Type 3 SDS and (1) Fablok fastener or Bulb-Tite rivet in minimum 16 ga. steel.

. Pattern FP3 is based on clip with (2) 1/4"-14 Type 3 SDS and (2) Fablok fasteners or Bulb-Tite rivets in minimum 16 ga. steel.

. Pattern FP11 is based on five (7.2" on center, low cell of product), 1/4-14" Type 3 SDS with 5/8" neoprene bonded
washer in minimum 14 ga. steel

9. The structural capacity of the girts are not considered and must be examined independently.

10. Panels must be installed as per Evaluation Report FL 21859.1 and CENTRIA current installation procedure.

0NN L W

1216 N Lansing Ave., Suite C 2/6 Bala Sockalingam, Ph.D., P.E.
Tulsa, Ok 74106 FL 62240
918 492 5992




Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 24 or 22 Ga. Exterior/26 Ga. Interior Facings

Span . . Support Span (Feet)
Panel Type| (  dition | Desien Criteria T 5 6 7 g 9 10 5K 12 13 14 15
Bending and Shear 125.1 83.5 60.2 458 36.2 29.4 24.4 20.6 17.7 15.4 13.5 11.9
L/180 509.9 285.6 180.8 124.2 90.2 68.3 53.3 42.6 34.7 28.6 24.0 20.3
Two Spans Pattern FP1 27.1 24.2 22.2 20.7 19.6 18.8 18.1 17.5 17.0 15.4 13.5 11.9
Pattern FP2 35.0 28.1 23.4
Pattern FP3 50.9 40.8 34.0 29.2 25.5 22.6 20.3 18.5
2.5" Pattern FP11 125.1 83.5 60.2 45.8 36.2 29.4 24.4 20.6 17.7 15.4 13.5 11.9
TC 7.2 Rib Bending and Shear 149.4 98.8 70.9 53.7 42.4 344 28.6 24.2 20.8 18.1 15.9 14.1
Three or L/180 438.9 2504 160.4 110.8 80.7 61.0 47.4 37.7 30.5 25.1 20.9 17.6
More Pattern FP1 304 27.0 24.8 23.2 22.0 21.0 20.3 19.7 19.1 18.1 15.9 14.1
Spans Pattern FP2 393 314 26.2
Pattern FP3 57.1 45.7 38.1 32.6 28.5 25.4 22.8 20.7
Pattern FP11 149.4 98.8 70.9 53.7 42.4 344 28.6 24.2 20.8 18.1 15.9 14.1
Bending and Shear 129.4 87.6 64.0 493 39.3 32.2 27.0 23.0 19.8 17.3 15.3 13.6
L/180 534.1 304.9 196.9 137.8 102.0 78.6 62.4 50.6 41.8 35.1 29.7 25.5
Pattern FP1 42.5 35.8 314 28.1 25.7 23.7 22.2 20.9 19.8 17.3 15.3 13.6
Two Spans
Pattern FP2
Pattern FP3 57.5 46.2 38.5 33.0 28.8 25.6 23.0 20.9
3" Pattern FP11 129.4 87.6 64.0 49.3 39.3 32.2 27.0 23.0 19.8 17.3 15.3 13.6
TC 7.2 Rib Bending and Shear 153.2 102.4 74.2 56.8 45.2 37.1 31.1 26.5 22.9 20.0 17.7 15.8
Three or L/180 467.0 272.6 178.6 126.0 93.6 72.2 57.1 46.2 38.0 31.7 26.7 22.7
Pattern FP1 474 39.9 349 31.3 28.6 26.5 24.8 23.4 22.2 20.0 17.7 15.8
More
Spans Pattern FP2
Pattern FP3 64.2 514 42.8 36.7 32.1 28.5 25.7
Pattern FP11 153.2 102.4 74.2 56.8 45.2 37.1 31.1 26.5 22.9 20.0 17.7 15.8
1216 N Lansing Ave., Suite C 3/6 Bala Sockalingam, Ph.D., P.E.

Tulsa, Ok 74106
918 492 5992

FL 62240




Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 24 or 22 Ga. Exterior/26 Ga. Interior Facings

Span . o Support Span (Feet)

Panel Type| . dition Design Criteria 4 5 6 7 g g 10 (KL 12 3 14 15
Bending and Shear 1356 | 935 69.6 | 545 442 367 | 311 268 | 233 205 183 16.4
L/180 568.7 | 3331 | 2206 | 1584 | 1201 | 948 76.9 63.8 538 | 460 | 398 347
Two Spans |P2ttem FP1 478 39.8 343 30.3 273 249 | 230 | 215 20.1 18.6 172 16.0

Pattern FP2 538 | 433 362 31.0
Pattern FP3 707 569 | 476 | 408 357 317 | 285 258 233 205 18.3 16.4
4" Pattern FP11 1356 | 93.5 69.6 | 545 | 442 367 | 311 268 | 233 205 18.3 16.4
TC 7.2 Rib Bending and Shear 1588 | 1077 | 792 614 | 495 411 348 300 | 262 | 23.1 206 18.5
Three op /189 506.6 | 3043 | 2052 | 1489 | 1137 | 899 | 730 | 605 509 | 434 | 373 324
More |Pattern FPI 53.1 439 | 378 334 | 300 | 275 254 | 237 | 223 206 19.1 17.8

Spans [Pt FP2 507 | 478 39.8 34.1
Pattern FP3 78.5 629 | 524 | 449 | 393 349 | 314 | 285 26.1 23.1 20.6 18.5
Pattern FP11 1588 | 107.7 | 792 614 | 495 411 34.8 300 | 262 | 231 20.6 18.5

Panel thickness includes rib height

Notes:
Allowable positive or inward load is the lowest value of the panel bending and shear strength or deflection limit.

Allowable suction or outward load is the lowest value of the panel bending and shear strength, deflection limit and
connection strengh for each fastener pattern. The numbers have been reduced to reflect the lowest value.

1.
2.

0NN L bW

9.

. Loads based on panel stress, deflection and connection design criteria are derived from ASTM E-72 testing.
. Allowable loads are calculated with a factor of safety of 2.5 for bending, 3.0 for shear and 2.0 for connection.

. Pattern FP1 is based on clip with (2) 1/4"-14 Type 3 SDS in minimum 16 ga. steel.

. Pattern FP2 is based on clip with (2) 1/4"-14 Type 3 SDS and (1) Fablok fastener or Bulb-Tite rivet in minimum 16 ga. steel.

. Pattern FP3 is based on clip with (2) 1/4"-14 Type 3 SDS and (2) Fablok fasteners or Bulb-Tite rivets in minimum 16 ga. steel.
. Pattern FP11 is based on five (7.2" on center, low cell of product), 1/4-14" Type 3 SDS with 5/8" neoprene bonded

washer in minimum 14 ga. steel
The structural capacity of the girts are not considered and must be examined independently.

10. Panels must be installed as per Evaluation Report FL 21859.1 and CENTRIA current installation procedure.

1216 N Lansing Ave., Suite C 4/6
Tulsa, Ok 74106
918 492 5992

Bala Sockalingam, Ph.D., P.E.

FL 62240




Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 22 Ga. Exterior/26 Ga. Interior Facings

Span . . Support Span (Feet)
Panel Type| ( dition | Desien Criteria T 5 6 7 g 9 10 5K 12 13 14 15
Bending and Shear 143.1 95.2 68.5 52.0 41.0 333 27.6 23.3 20.0 17.4 15.2 13.5
L/180 577.2 320.3 201.2 137.2 99.1 74.7 58.1 46.3 37.6 31.0 25.9 21.9
Two Spans Pattern FP1 27.1 24.1 22.1 20.7 19.6 18.8 18.1 17.5 17.0 15.7 14.6 13.5
Pattern FP2 35.0 28.0 23.4
Pattern FP3 50.9 40.8 34.0 29.1 25.5 22.6 20.3 18.5
2.5" Pattern FP11 143.1 95.2 68.5 52.0 41.0 33.3 27.6 23.3 20.0 17.4 15.2 13.5
TC 7.2 Rib Bending and Shear 171.6 113.1 80.9 61.2 48.2 39.1 32.5 27.5 23.6 20.5 18.0 15.9
Three or L/180 492.7 278.6 177.1 121.7 88.1 66.4 51.5 40.9 33.0 27.1 22.6 19.0
More Pattern FP1 304 27.0 24.8 23.2 22.0 21.0 20.3 19.7 19.1 17.7 16.4 15.3
Spans Pattern FP2 39.3 314 26.2
Pattern FP3 57.1 45.7 38.1 32.6 28.5 25.4 22.8 20.7
Pattern FP11 161.5 113.1 80.9 61.2 48.2 39.1 32.5 27.5 23.6 20.5 18.0 15.9
Bending and Shear 147.5 99.4 72.4 55.6 443 36.3 30.3 25.8 22.3 19.5 17.1 15.2
L/180 601.4 339.6 217.2 150.9 111.0 85.1 67.2 54.4 449 37.5 31.8 27.2
Pattern FP1 424 35.8 31.3 28.1 25.6 23.7 22.2 20.9 19.9 18.3 17.0 15.2
Two Spans
Pattern FP2
Pattern FP3 57.4 46.1 384 33.0 28.8 25.6 23.0
3" Pattern FP11 144.6 99.4 72.4 55.6 44.3 36.3 30.3 25.8 22.3 19.5 17.1 15.2
TC 7.2 Rib Bending and Shear 175.5 116.8 84.4 64.4 51.2 41.9 35.0 29.8 25.8 22.6 19.9 17.7
Three or L/180 521.0 300.9 195.5 137.0 101.3 77.7 61.4 49.5 40.7 33.8 28.5 24.3
Pattern FP1 474 39.9 349 31.3 28.6 26.4 24.8 23.4 22.2 20.5 19.0 17.7
More
Spans Pattern FP2
Pattern FP3 64.2 514 42.8 36.7 32.1 28.5 25.7
Pattern FP11 161.8 116.8 84.4 64.4 51.2 41.9 35.0 29.8 25.8 22.6 19.9 17.7
1216 N Lansing Ave., Suite C 5/6 Bala Sockalingam, Ph.D., P.E.

Tulsa, Ok 74106
918 492 5992

FL 62240




Allowable Uniform Loads for TotalClad 7.2 Rib Panels with 22 Ga. Exterior/26 Ga. Interior Facings

Span . o Support Span (Feet)

Panel Type| . dition Design Criteria 4 5 6 7 g g 10 (KL 12 3 14 15
Bending and Shear 1538 | 1054 | 782 61.0 | 493 410 | 347 | 298 | 260 | 229 | 203 182
L/180 6359 | 3678 | 2410 | 1715 | 12901 | 1013 | 818 676 | 569 | 486 | 419 36.5
Two Spans |P2ttem FP! 477 396 | 342 30.3 273 249 | 230 | 214 | 201 18.6 172 16.0

Pattern FP2 536 | 432 | 361 31.0
Pattern FP3 70.5 568 | 475 407 | 356 | 316 | 284 | 258 236 | 217 | 201 18.2
4" Pattern FP11 1458 | 1054 | 782 61.0 | 493 410 | 347 | 298 | 260 | 229 | 203 18.2
TC 7.2 Rib Bending and Shear 1812 | 1222 | 895 69.2 556 | 460 | 389 33.5 292 | 258 | 230 | 206
Three op /189 5609 | 3329 | 2223 | 1601 | 1215 | 957 | 774 | 640 | 537 | 457 | 393 34.1
More_|Patter FP1 530 | 439 | 377 333 300 | 275 254 | 237 | 223 206 19.1 17.8

Spans [Pt FP2 507 | 478 39.8 34.1
Pattern FP3 784 | 628 524 | 449 | 393 349 | 314 | 285 26.1 24.1 24 | 206
Pattern FP11 1622 | 1222 | 895 69.2 556 | 460 | 389 335 | 2902 | 258 | 230 | 206

Panel thickness includes rib height

Notes:
Allowable positive or inward load is the lowest value of the panel bending and shear strength or deflection limit.

Allowable suction or outward load is the lowest value of the panel bending and shear strength, deflection limit and
connection strengh for each fastener pattern. The numbers have been reduced to reflect the lowest value.

1.
2.

0NN L W

9.

. Loads based on panel stress, deflection and connection design criteria are derived from ASTM E-72 testing.
. Allowable loads are calculated with a factor of safety of 2.5 for bending, 3.0 for shear and 2.0 for connection.

. Pattern FP1 is based on clip with (2) 1/4"-14 Type 3 SDS in minimum 16 ga. steel.

. Pattern FP2 is based on clip with (2) 1/4"-14 Type 3 SDS and (1) Fablok fastener or Bulb-Tite rivet in minimum 16 ga. steel.

. Pattern FP3 is based on clip with (2) 1/4"-14 Type 3 SDS and (2) Fablok fasteners or Bulb-Tite rivets in minimum 16 ga. steel.
. Pattern FP11 is based on five (7.2" on center, low cell of product), 1/4-14" Type 3 SDS with 5/8" neoprene bonded

washer in minimum 12 ga. steel
The structural capacity of the girts are not considered and must be examined independently.

10. Panels must be installed as per Evaluation Report FL 21859.1 and CENTRIA current installation procedure.
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