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‘SUBJECT: Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and
regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC 17065 via
Newmo | cert. NEMO Evaluations has evaluated the product described herein for compliance with the Code sections noted
herein.
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2024 and 2021 International Residential Code
2025 California Building Code

2025 California Residential Code

2026 Florida Building Code, 9'" Edition

2023 Florida Building Code, 8" Edition

2026 Florida Building Code, Residential, 9" Edition
2023 Florida Building Code, Residential, 8" Edition

Non-HVHZ and HVHZ

FBC:  Roofing Nemo: Single Ply
FBC:  Single Ply Roof Systems

07 00 00 Thermal and Moisture Protection

07 54 00 Thermoplastic Membrane Roofing

075419 Polyvinyl-Chloride Roofing

Method 1, Option C — Codified Material, Evaluation by Evaluation Entity

Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems, as produced by Amrize Building Envelope LLC
(Elevate), have demonstrated compliance with the Code sections noted herein through testing in accordance with the
referenced Standards, rational analysis and an ongoing quality assurance program. Compliance is subject to the
Installation Requirements and Limitations of Use set forth herein.

Evidence of current quality assurance shall be listing and/or labeling in accordance with the requirements of
NEmO [ cert.

This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or the
evaluated Code provisions change. NEmo Evaluations requires, at minimum, a complete review of this NER with each
3-year Code Cycle.

As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.

“NEmo Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall be displayed
in its entirety.

v" NEMO CERT, LLC has not, nor does it intend to acquire or will it acquire, a financial interest in any company
manufacturing or distributing products it evaluates.

v" NEMO CERT, LLC is not owned, operated or controlled by any company manufacturing or distributing products it
evaluates.

v’ This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on
which this NER, or previous versions thereof, is/was used for permitting or design guidance.
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2. PRODU
TABLE 1A: EVALUATED ELEVATE COMPONENTS
(NEemo Certified. Consult Directory of Certified Products for production location(s))
TypE Propuct MATERIAL STANDARD
NAME REFERENCE TyPE GRADE
Elevate PVC 50, 60, 80-mil ASTM D4434 I} N/A
Elevate PVC XR 60, 80-mil ASTM D4434 1 N/A
Elevate PVC KEE 50, 60, 80-mil ASTM D4434 I} N/A
RooF CovER OR CAPPLY  |Elevate PVC KEE XR 50, 60, 80-mil ASTM D4434 I} N/A
Elevate PVC KEE XRT 50, 60, 80-mil ASTM D4434 1 N/A
Elevate Max PVC 50, 60, 80-mil ASTM D4434 1 N/A
Elevate Max PVC XR 50, 60, 80-mil ASTM D4434 I} N/A
MB Base ASTM D4601 I N/A
BASE SHEETS
SBS Base ASTM D6163 I S
Ply IV ASTM D2178 v N/A
Ply VI ASTM D2178 Vi N/A
MB Base ASTM D4601 1 N/A
SBS Base ASTM D6163 | S
SBS Premium Base ASTM D6163 | S
SBS Glass Torch Base ASTM D6163 | S
SBS Glass Torch Base 1.5 ASTM D6163 | S
EﬁiilZ;Yl\;;\/l/::::Es SBS PolyBase ASTM D6164 | s
SBS Poly Torch Base ASTM D6164 | S
SBS Smooth ASTM D6164 | S
SBS Premium Poly Base ASTM D6164 Il S
APP 160 ASTM D6222 | S
APP 170 ASTM D6222 | S
APP 160 COOL ASTM D6222 | S
APP 170 COOL ASTM D6222 | S
TABLE 2: ACCESSORY COMPONENTS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
Elevate All-Purpose Fastener N/A N/A N/A
Elevate All-Purpose S Fastener N/A N/A N/A
Elevate Heavy Duty Fastener N/A N/A N/A
Elevate Heavy-Duty Plus Fastener N/A N/A N/A
Elevate #12 Fastener N/A N/A N/A
Elevate Concrete Drive Fastener N/A N/A N/A
Elevate Purlin Fastener N/A N/A N/A
Elevate HD HailGard Fastener N/A N/A N/A
Two Piece Impact Nail N/A N/A N/A
ROOFING FASTENERS: Elevate 1.7 in. Assembled LWC Base N/A N/A N/A
Ply Fastener
Elevate Retro Driller N/A N/A N/A
Elevate HD Plus Seam Plate N/A N/A N/A
Elevate HD Seam Plate N/A N/A N/A
Elevate Insulation Fastening Plate N/A N/A N/A
Elevate PVC InvisiWeld Plate N/A N/A N/A
Versa-Fast Fastener V19 N/A N/A N/A
Versa-Fast Metal Plate V19 N/A N/A N/A
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TABLE 2 (CONTINUED): ACCESSORY COMPONENTS (4.1.5)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
ISOGARD GL 1SO 95+ GL FL35402 25-1023.17
ISOGARD CG RESISTA FL35402 25-1023.17
ISOGARD HD N/A FL35402 25-1023.17
ISOGARD HD Composite N/A N/A N/A
ISOGARD HG HailGard N/A N/A
N/A DensDeck FL1250 22-1223.04
N/A DensDeck Prime FL1250 22-1223.04
N/A DensDeck StormX Prime Roof Board N/A N/A
INSULATIONS: N/A DEXcell FA Glass Mat Roof Board FL17840 25-0722.11
N/A DEXcell Cement Roof Board FL17840 25-0722.11
N/A Insulfoam | N/A 24-1015.10
N/A SECUROCK Gypsum-Fiber Roof Board FL4264 25-1017.02
N/A Structodek High Density Fiberboard FL13792 23-0623.03
Roof Insulation FL13792 23-0623.03
N/A Styrofoam Brand Roofmate FL38732 23-1121.01
N/A Styrofoam Brand Highload 60 FL38732 23-1121.01
N/A Celcore Cellular Concrete FL2037 24-0906.02
N/A Celcore MF Cellular Concrete FL2037 24-0906.02
1.S.0. Stick N/A N/A N/A
1.5.0. Twin Pack N/A N/A N/A
Jet Bond PVC Spray Adhesive N/A N/A N/A
1.S.0. Spray R N/A N/A 25-1023.20
PVC LVOC Bonding Adhesive N/A N/A 25-1023.20
ADHESIVES: PVC Water Based Bonding Adhesive N/A N/A 25-1023.20
Twin Jet N/A N/A 25-1023.20
Twin JetY N/A N/A N/A
Multi-Purpose MB Cold Adhesive N/A N/A 25-1023.20
XR Stick Membrane Adhesive N/A N/A 25-1023.20
LiquiGard N/A N/A N/A
PRIMERS: V-Force SB Primer N/A N/A N/A
V-Force N/A N/A N/A
BASE PLY OR VAPOR V-Force FR N/A N/A N/A
BARRIER MEMBRANES: V-Force P N/A N/A N/A
Venting Base Sheet N/A N/A N/A
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3. INSTALLATION:

3.1 Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems shall be installed in accordance with Amrize Building
Envelope LLC (Elevate) published installation instructions, subject to the Limitations of Use noted herein.

3.1.1 Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with
hardboard (e.g., gypsum-based or cement) insulations. Fasteners shall be of sufficient length for the following

engagements.
TABLE 3: FASTENER REFERENCES
RooOF DECK PARTS FASTENER ENGAGEMENT
WoOD, ENGINEERED |Elevate #12 Fastener, Elevate All-Purpose Fastener or Heavy-Duty Min. 0.75-inch penetration (engineered
SHEATHING OR PLANK [Fastener with Elevate Insulation Fastening Plate sheathing) or min. 1-inch embedment (plank)
Elevate #12 Fastener, All-Purpose Fastener, All-Purpose S Fastener or . . .
STEEL al ! . Min. 0.75-inch trat
Heavy-Duty Fastener with Elevate Insulation Fastening Plate n Inch penetration
STRUCTURAL Elevate Heavy-Duty Fastener or Concrete Drive Fastener with Elevate Non-HVHZ: Min. 1-inch embedment
CONCRETE Insulation Fastening Plate HVHZ: Min. 1.25-inch embedment

3.1.2 Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of Approved board(s) that meet IBC 1505, IBC R902,
CBC 1505, CRC R902, FBC 1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC Chapter 26, when installed
with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and using
System Type C-2 or D-1, the insulation is optional. Alternatively, an Approved slip sheet or an Approved insulation board or
coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation,
see Section 3.1.2(f). The separator component shall be documented as meeting IBC 1505, IBC R902, CBC 1505, CRC R902, FBC
1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC Chapter 26, when installed with the roof cover in
Recover applications.

(c) Minimum 200 psi, minimum 2-inch thick Approved lightweight insulating concrete may be substituted for, or installed below,
rigid insulation board for System Types B-1, C-1, C-2 or D-1, whereby fasteners are installed through the lightweight insulating
concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the
steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable Code
requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not
purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential
effect on overlying components.

(d) Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction
of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product
Approval or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is
not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC
over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were
established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement
(ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592).
Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and
Authority Having Jurisdiction.

(e) Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type B-2 and Type C-1 systems are as
outlined below:
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TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS

1 per 4.0 ft? (4 per board)

1 per 3.2 ft? (5 per board)

1 per 2.7 ft? (6 per board)

-12-in.~24-in. | 6-in.—--18-in. - 6-in. 6-in. =+ 18-in. - 6-in.
{ + T T T ]
12-in i 6-in.
| 18-in
. { 24-in,
24-in i n
| 18-in Bin.
12-in 6-in. ) t
' 7 6-in.-
1 per 2.0 ft? (8 per board) 1 per 1.8 ft? (9 per board) 1 per 1.6 ft? (10 per board)
6-in.——+18-in.— 6-in. 6-in.~—~-18-in. - 6-in. 6-in.——~-18-in. 6-in.
f T T | i i T T | [ [}
6-}n { 12-in.  © S }
f . { : 12-in
12-in. 18-in l
’ : 24-in. 12-in
12-in. !
1 1
6-in. 18/in : 12-in
f ! 12-in. !
| i 6-in. ' 6-in.
-12-in.- 6-in. i !
1 per 1.3 ft? (12 per board) 1 per 1.0 ft? (16 per board)
6-in.~=~18-in. - 6-in. 6-in.+--12-in.- 6-in.
] [}
| |
12-in. 12-in.
12-in. 12-in.
! |
12-in. 12-in.
6-in. 6-in.
T i I I T i
--18-in. - 6-in. =12-in.~—6-in.
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TABLE 48B: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS
1 per 5.30 ft2 (6 per board) 1 per 4.0 ft? (8 per board) 1 per 3.2 ft? (10 per board) 1 per 2.7 ft? (12 per board)
“12-in.- -12-in.r - 6Hin. i —6n.
124in. 12-in 12;in. 12-in
24-in 247in 24-in
36-in. |
! 24-in 24;in 24-in
36-in.
24-in -
24-in 24;in
f i 12-in
12-in. 12-in. | 127in
' : - 24in— - 24-in—
1 per 2.3 ft? (14 per board) 1 per 2.1 ft? (15 per board) 1 per 2.0 ft? (16 per board) 1 per 1.8 ft? (18 per board)
--16-in. - 6-in. 6-in. = == 18-in. - - 6Ain.
! 't ' l i [ ] - -" . ' 6-‘in
12n Ein 12-in. 12-in. b :
‘ 18-in. ' I 18-in. 18-in
. 18-in.
24-in. 2 4 24-in, i {
. ' | 18-in 18-in
24;in 18-in. ‘ | ‘
24-in. > o + ; 24-in 12-in 12-in
\ Sah 18-in. ‘ ‘
\in !
| 18-in 18-in
i g | L] i ' '
24-in. 2 C i 18-in. 24-in. i }
18-in | | 18-in 18-in
| : }
12-in. : 12-in. -in. — t
lm 6-in. ‘ | 12'"1 | 6-in. 6-in.
- 24-in. -——24-in— -12-in.-  24-in. - - 24-in. -
1 per 1.6 ft? (20 per board) 1 per 1.45 ft? (22 per board) 1 per 1.3 ft? (24 per board) 1 per 1.0 ft? (32 per board)
6-in. - 12-in.- 6-in. -~ 6-in. = -- 18-in. - 6-in. - -12-in.l- .
[ T 6-in. T ‘ ‘ ¥ 6-in.
12-in. : ) 6 !n. !
! 12-in, | 18N 12-in.
' \ 18-in. !
18:in. 12-in. | 12-in. I 12-in.
12-in. 18-in 12-in.
18-in. | |
: 12-in. 12:in 12-in.
18:in. 12in. I 12-in.
: 1 18-in !
18uin. 12:|n. : 12'-|n.
f 12-in. 18-in 12-in.
12-in. t | .
| 6-in. 6-in. 6-in.
-12-in.-~ 6-in. ~——24-in— --18-in.-12-in.~ ' -12-in.- - 6-in.
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(f) Preliminary insulation attachment:
» IBC, CBC, FBC Non-HVHZ: Unless otherwise noted, use Approved roofing fasteners and plates and refer to Section
2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates; minimum four fasteners per
4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

(g) In addition to Table 2, the following products are interchangeable within the scope of this NER:

TABLE 4C: ACCEPTABLE ALTERNATES

TYPE LIsTED PRODUCT ALTERNATE PRODUCT
ISOGARD GL ISO 95+ GL, RESISTA or ISOGARD CG
ROOFING INSULATION: ISOGARD CG RESISTA
ISOGARD HG HailGard
DensDeck Prime DensDeck StormX Prime Roof Board

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple
layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-
layer. The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-
half the specified ribbons spacing. Concrete deck shall be primed with ASTM D41 primer prior to asphalt-application.

TABLE 5A: INSULATION ADHESIVE REFERENCES

ADHESIVE RATE
1.5.0. Spray R Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
1.5.0. Stick Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
1.S.0. Twin Pack Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
Twin Jet Continuous 1.0 to 1.5-inch ribbons, 12-inch o.c.
Twin Jet Y RIBBON: Continuous 1.0-inch to 2.5-inch ribbons, 12-inch o.c.
SPATTER: 2.85 lbs/square
Hot asphalt Full coverage at 25-30 lbs/square

(b) The following insulation adhesives may be ‘spatter-applied’ in lieu of ribbon applied, with the following Maximum Design
Pressure (MDP) limitations. In no case shall these values be used to add/amend insulation options or ‘increase’ the MDP
listings in the tables; rather, if a board-stock option is listed in both your selected system and in the summary below, and if
the MDP listing in the summary below meets or exceeds that of your selected system, then the ‘spatter-application’ is
permissible in lieu of the ribbon-application.

TABLE 5B: INSULATION ADHESIVE REFERENCES, SPATTER-APPLIED, RATES
ADHESIVE SPATTER-RATE
1.5.0. Spray R | 0.55to 0.75 gal/sq
Twin Jet | 0.318 gal/sq
Twin JetY | 2.85 lbs/sq

SPATTER-APPLIED, SUBSTRATES AND MDP LIMITATIONS

DECK BOARD STOCK OPTIONS MDP (PSF)
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -45.0
Steel ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,
ISOGARD HG, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof -127.5
Board
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -142.5
Structural Concrete ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,
ISOGARD HG, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof -495.0
Board
Wood. Cementitious Wood ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,
! ISOGARD HG, DensDeck, DensDeck Prime, SECUROCK Gypsum-Fiber Roof -45.0

Fiber or Existing Gypsum

Board and/or Structodek High Density Fiberboard Roof Insulation

BACK TO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=
https://www.fmglobal.com/research-and-resources/fm-global-data-sheets

NEMO EVALUATIONS REPORT

Report No.: NER-AMZ-001.A.R6
Revision 6: 2026-09-10

® f 12 FL 2- ISO/IEC 17065 PCA-145
NEMOlCEl’t. Page 9 o 0 35402-R9

ACCREDITED

Pt Cerlifcalion

Amrize Building Envelope LLC (Elevate)

(c) Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered
polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-
in for the equivalent thicker material listed in the table.

TABLE 6: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE INSULATION MIN. TAPERED THICKNESS (IN.) | IMDP (psF)
1.S.0. Spray R 0.5 -157.5
1.S.0. Stick, Twin Jet or Twin Jet Y 0.5 -187.5
1.5.0. Twin Pack ISOGARD GL 0.5 -157.5
Twin Jet Y 1.0 -117.5
Hot asphalt 0.5 -120.0
1.5.0. Spray R, I.S.0. Stick, Twin Jet or .S.0. Twin Pack, 12-inch o.c. 0.5 -165.0
Twin Jet Y ISOGARD CG 0.5 -217.5
1.5.0. Spray R, I.S.0. Stick, Twin Jet or I.S.0. Twin Pack, 6-inch o.c. 0.5 -405.0

(d) Adhered Insulation, Board Size:
» IBC, CBC, FBC Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Roof Covers:
(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE LAYER IMEMBRANE ADHESIVE APPLICATION RATE
Roof Jet Bond PVC Spray Contact |4.1to 5.8 lbs/square with a
BBI1-JBSA Cover: Elevate PVC Adhesive (both sides) [50% overlap
Roof Jet Bond PVC Spray Contact |4.1to 5.8 lbs/square with a
BB2-JBSA Cover: Elevate Max PVC Adhesive (both sides) [50% overlap
. 0.84-1.0 gal/square per
Cont
BB1-LVOC 223;. Elevate PVC or Elevate PVC KEE ZXE:S\I/&C Bonding (b ;? ?;t ) surface [1.67-2.0 gal/square
' Ot SI9€9) | (50-60 ft2/gal) finish]
. 0.84-1.0 gal/square per
Cont
BB2-LVOC 223;. Elevate Max PVC Z\d/(fi::voec Bonding (b ;? ?;t ) surface [1.67-2.0 gal/square
‘ Ot SI9€9) | (50-60 ft2/gal) finish]
Roof PVC Water Based Wet lay |0.56-0.71 gal/square (140-180
BB-WBBA Cover: Elevate PVC or Elevate Max PVC Bonding Adhesive (substrate) |ft?/gal)
Roof
Wet lay
XR-HA Cover or |Elevate PVC KEE XRT Hot asphalt 20-40 lbs/square
(substrate)
Cap Ply:
RIBBONS: Continuous
ribbons, spaced as noted
xR1-1sosr |Roof Elevate PVC XR or Elevate PVC KEE XR 1.5.0. Spray R Wetlay prein
Cover: (substrate) )
FULL: Spray applied to 1/8 — %"
thick
RIBBONS: Continuous
ribbons, spaced as noted
XR2-1s0sR |R0°" Elevate Max PVC XR 1.5.0. Spray R Wetlay o ein
Cover: (substrate) .
FULL: Spray applied to 1/8 — %4”
thick
RIBBONS: Continuous
Roof Elevate PVC XR, Elevate PVC KEE XR or Elevate Max . . Wet lay rlbbc?ns, spaced as noted
XR-TJ Cover or PVC XR Twin Jet or Twin JetY (substrate) herein or
Cap Ply: SPATTER: Spatter-pattern at
0.32 gal/square.
Roof PVC Water Based Wet lay |0.83-1.0 gal/square (100-120
XR1-WBBA Cover: Elevate PVC XR or Elevate PVC KEE XR Bonding Adhesive (substrate) |ft>/gal)
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TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE LAYER IMEMBRANE ADHESIVE APPLICATION RATE
Roof PVC Water Based Wet lay |0.83-1.0 gal/square (100-120
- El Max PVC XR
ARZSAERA Cover: evate Max PVC Bonding Adhesive (substrate) |ft?/gal)
Roof . RIBBONS: Continuous
XR1- Cover or |Elevate PVC XR or Elevate PVC KEE XR XR Stlc.k Membrane Wet lay ribbons, spaced as noted
XRSMA Adhesive (substrate) .
Cap Ply: herein
XR2- 233; or |Elevate Max PVC XR XR Stick Membrane | Wet lay :stsoar:s; gzgzllzsc:\?ted
XRSMA Adhesive (substrate) o P
Cap Ply: herein
. |SBS Base, SBS PolyBase, SBS Premium Base, SBS Wet lay
SBS-AA Base Ply: Premium Poly Base, SBS Smooth Hot asphalt (substrate) 20-40 Ibs/square
SBS-TA Base Ply: SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass Torch-applied Torch Torch, full-bond
Torch Base 1.5

(b) For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length
perpendicular to the steel deck flutes. For membrane attachment using batten-strips, batten-strip end laps shall be spliced
with sufficient dimension to allow for minimum 2-fasteners at each batten-strip lap.

(c) For System Type C-2 (induction weld), care shall be taken to ensure that the plates do not line-up with membrane seams. This
condition may preclude proper induction welding of the membrane to the plates.
3.1.5 Vapor barrier:
(a) For System Types B-1, B-2, C-1, C-2 or D-1, an optional thermal barrier and/or 4-6 mil polyethylene (loose-laid) or V-Force, V-

Force FR or V-Force P (self-adhered) vapor barrier membranes may be installed atop the roof deck prior to installation of
subsequent insulation components. Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.

(b) Refer to Section 4.3 herein for options where the vapor barrier forms part of the load path

4. LIMITATIONS OF USE:

4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with applicable
Code requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(c) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes
‘structural lightweight concrete’.

(d) EBC HVHZ Specific: The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard
TAS 114(J). In no case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP
applies.

BACK TO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 8: As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
TvpE As TESTED SUB-ASSEMBLY
SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psF)
15/32-inch APA rated CDX 4-ply Spa'n: 24 43 wood screws 6 1125
plywood Blocking: 48
15/32-inch APA rated CDX 24 0.113” x 2-3/8” ring shank nails 6 675
plywood
19/32-inch APA rated CDX 24 8d ring shank nails 6 -75.0
plywood 24 #8 wood screws 6 -82.5
72 #12 HWH Teks 5 with 3/4" steel washers 6 -60.0
72 5/8" puddle welds 6 -60.0
22 ga., Type B, Grade 33 steel -2 #12 HWH Teks 5 6 750
72 Two (2) #12 HWH Teks 5 6 -105.0
22 ga., Type BV, Grade 40 steel 72 #12 HWH Teks 5 6 -52.5
72 #12-24 x 1-1/4” HWH screw 6 -60.0
22ga., T B, 50 ksi steel
&8 lype &, Sb sl stee 72 5/8" puddle welds 6 67.5
22 ga., Type B, 56 ksi steel 72 5/8" puddle welds 6 -67.5
22 ga., Type B, 60 ksi steel 72 5/8" puddle welds 6 -82.5
. 72 Two (2) #12 HWH Teks 5 6 -135.0
22ga., T B, k | R
ga., Type B, 80 ksi stee 72 #12 HWH Teks 5 with 3/4" steel washers 6 -142.5
Note: | Steel deck stress analysis is the responsibility of others to the satisfaction of the Authority Having Jurisdiction

4.1.3 Fire Classification:

(a)

manufacturer for requirements and limitations regarding roof ass

16 and the fire classification certificate for the roof cover
embly fire classification.

Refer to IBC, CBC, FBC 1505, FBC HVHZ 1516 and UL TGFU.R95

(b) Refer to IBC, CBC or FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.4 Corrosion Resistance — Saltwater Environments:

Fasteners and connectors, if applicable, in areas within 3,000 feet
FBC 1711 to the satisfaction of the Authority Having Jurisdiction.

4.1.5 Quality Assurance:

of a saltwater coastline shall demonstrate compliance with

All components in the roof assembly shall have quality assurance surveillance. For Florida Product Approval, this shall be in
accordance with F.A.C. Rule 61G20-3. For components listed herein that are produced by a manufacturer other than the
report holder on Page 1 of this NER, refer to the Florida Product Approval or NOA of the component manufacturer.

4.2 Jurisdiction Specific:

IBC, CBC, FBC Non-HVHZ ‘

FBC HVHZ

4.2.1 This NER does not include evaluation of roof edge termination.
Refer to IBC, CBC 1504.6 or FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

4.2.2 Refer to IBC, CBC 1512 or FBC 1511 for requirements and
limitations regarding recover installations.

(a) For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

(b) For adhered re-roof (tear off) installation, the existing substrate
shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1,
FM Loss Prevention Data Sheet 1-52 or TAS 124 shall be
conducted on mock-ups of the proposed interface.

BACK TO TOP LINKTO TOP OF ATTACHMENT

This NER does not include evaluation of roof edge
termination. Refer to RAS 111 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing
in accordance with TAS 124 shall be conducted on mock-
ups of the proposed interface.

REQUIREMENTS ©ONEMO. All rights reserved.
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(c) For adhered recover installation, the existing roof system shall

4.2.3

meet project design pressure requirements on its own merit to
the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with FM
Loss Prevention Data Sheet 1-52 or TAS 124.

Wind Load Resistance:
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FBC HVHZ

For adhered recover installation, the existing roof system
shall meet project design pressure requirements on its own
merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in
accordance with TAS 124.

(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for

wind load resistance based on allowable wind loads, and reflects
the ultimate passing pressure divided by 2 (the 2 to 1 margin of
safety per FBC 1504.9 has already been applied). Refer to IBC,
CBC, FBC 1609 for determination of design wind loads.

(c) The MDP for the selected assembly shall meet or exceed at least

the Zone 1 PRIME design pressure determined in accordance
with IBC, CBC, FBC Chapter 16. Elevated pressure zones shall
employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly
used methods are ANSI/SPRI WD1, FM Loss Prevention Data
Sheet 1-29, RAS 117 and RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM
Loss Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure

BACK TO TOP

for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.

LINKTO TOP OF ATTACHMENT REQUIREMENTS

“MDP” = Maximum Design Pressure is the result of testing
for wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to
1 margin of safety per TAS 114 has already been applied).
Refer to FBC HVHZ 1620 or RAS 128 for determination of
design wind loads.

The MDP for the selected assembly shall meet or exceed at
least the Zone 1 PRIME design pressure determined in
accordance with FBC HVHZ 1620 or RAS 128. Elevated
pressure zones shall employ an attachment density
designed by a qualified design professional to resist the
elevated pressure criteria. Analysis shall be in accordance
with RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum
design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.

©ONEMO. All rights reserved.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
TABLE VB-1: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
VAPOR BARRIER ADHESIVE (3.1.3)
OPTION # PRIMER MDP (pSF)
TYPE APPLICATION PER TABLE 11A
MB Base, SBS Base, SBS PolyBase, SBS Premium
C-VB-1. |ASTM D41 Base, SBS Premium Poly Base, APP 160 COOL, APP Multi-Purpose MB Cold Adhesive, 1.5-2.0 gal/sq. Multi-Purpose MB Cold Adhesive -67.5
170 COOL
C-VB-2. |None SBS Base, SBS PolyBase, SBS Premium Base, SBS LiquiGard, 1.5-2.0 gal/sq. 1.5.0. Spray R -240.0
Premium Poly Base
C-VB-3. |None SBS Base, SBS PolyBase, SBS Premium Base, SBS LiquiGard, 1.5-2.0 gal/sq. 1.5.0. Twin Pack -240.0
Premium Poly Base
C-VB-4. |ASTM D41 MB Base 1.5.0. Twin Pack, 4” o.c. 1.5.0. Twin Pack -232.5
1 or 2 plies Ply IV or Ply VIl or 1 ply MB Base, SBS
C-VB-5. |ASTM D41 Base, SBS Polybase or SBS Premium Base Hot asphalt Hot asphalt -120.0
1 or 2 plies Ply IV or Ply VI or 1 ply MB Base, SBS .
C-VB-6. |ASTM D41 Base, SBS Polybase or SBS Premium Base Hot asphalt 1.5.0. Spray R or I.5.0. Twin Pack -495.0
SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass . .
C-VB-7. |ASTM D41 Torch Base 1.5, SBS Smooth Torch-applied 1.5.0. Spray R or I.5.0. Twin Pack -495.0
C-VB-8. |V-Force SB Primer V-Force Vapor Barrier Self-adhering Twin Jet Y -217.5
C-VB-9. |V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
C-VB-10. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering 1.S.0. Stick or Twin Jet -262.5
C-VB-11. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering 1.5.0. Twin Pack -255.0
C-VB-12. |None V-Force P Self-adhering 1.5.0. Spray R or I.5.0. Twin Pack -135.0
Millennium
Sprayable Asphaltic . .
C-VB-13. & SA Vapor Barrier V-Force P Self-adhering 1.5.0. Spray R or 1.5.0. Twin Pack 222.5
Primer
C-VB-14. |None V-Force FR Self-adhering 1:5.0. Spray R, I.5.0. Twin Pack, I.5.0. Stick, | ;¢
Twin Jet or Twin Jet Y
C-VB-15. |None V-Force FR Self-adhering I'S.'O' Spray R, 1.5.0. Twin Pack or Twin Jet Y, -202.5
6-inch o.c.
Millennium
Sprayable Asphaltic . .
C-VB-16. & SA Vapor Barrier V-Force FR Self-adhering 1.5.0. Spray R or 1.5.0. Twin Pack 250.0
Primer
LINKTO TOP LINKTO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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4.3.2 Roof Assemblies:
APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
9A Wood New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 15
98 Wood New, Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 16
9c Wood New, Reroof (Tear-Off), Recover Cc-1 Mechanically Attached Insulation, Bonded Roof Cover 20
9D Wood New, Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation, Bonded Roof Cover 25
9E Wood New, Reroof (Tear-Off), Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 34
9F Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover 37
10A Steel New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 37
108 Steel New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 38
10c Steel New, Reroof (Tear-Off) A-3 Bonded Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 42
10D Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 45
10e Steel New, Reroof (Tear-Off) B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Multi-Ply Roof Cover 53
10F Steel New, Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 53
106 Steel or Structural concrete New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 59
10H Steel New, Reroof (Tear-Off) C-1 Mechanically Attached Insulation, Bonded Multi-Ply Roof Cover 66
101 Steel New, Reroof (Tear-Off) or Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 67
100 Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover 68
11A Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 69
118 Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Multi-Ply Roof Cover 83
1ic Structural concrete New, Reroof (Tear-Off) or Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 84
11p Structural concrete New, Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 84
12A Lightweight concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 85
128 Lightweight concrete New or Reroof (Tear-Off) B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 99
12¢ Lightweight concrete New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 100
12D Lightweight concrete New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Multi-Ply Roof Cover 101
12 Lightweight concrete New, Reroof (Tear Off) F Non-Insulated, Bonded Roof Cover 101
13A Cementitious wood fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 102
138 Cementitious wood fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Multi-Ply Roof Cover 104
13c Cementitious wood fiber Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 104
14a Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 105
148 Existing gypsum Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 108
15A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 110
158 Steel Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 119
15¢ Various Recover F Non-insulated, Bonded Roof Cover 120
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TABLE 9A: WOOD DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER(S) MDP
ROOF COVER (3.1.4) —
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE | ATTACH (3.1.3) PSF
ELEVATE PVC, PVC KEE, OR MAX PVC APPLICATIONS:
. . 1.5.0. Spray R, 1.5.0. Spray R,
gss&ci:A ;aSt/eSC;’-rrfli Ca/-:\T;a(i.iilSSIZr}.l%hIg:az);pglgl)](reAi‘:rrated Min. 1.5-inch Elevate 1.5.0. stick, (Optional) Additional Layer(s) base 1.5.0. stick, BB1-JBSA, BB2-JBSA,
W-1 ywood, 12 5P g 52/ A " | 1SOGARD GL or 1.5.0. Twin 1option v 1.5.0. Twin BB1-LVOC, BB2-LVOC | -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . insulation .
. . . ISOGARD CG Pack, Twin Jet Pack, Twin Jet or BB-WBBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. R .
or Twin JetY or Twin JetY
Insulation: (Optional) Additional |
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or . . 1.5.0. Spray R, nsu ? on ( ptional) itional layer(s) 1.5.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | (OPtional) Min. 1.5- 1.5.0. Stick base insulation 1.5.0. Stick BB1-JBSA, BB2-JBSA,
W-2 v L 3P g. ! T ! inch Elevate ISOGARD DA Coverboard: Min. 0.25-inch DensDeck oY BB1-LVOC, BB2-LVOC | -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. 1.5.0. Twin Pack . R 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD CG or Twin Jet Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet or BB-WBBA
-0Cy perjoist. Board or 0.5-inch Elevate ISOGARD HD
0SB, APA rated, ?/16 CAT, 0..418-|n. thick, Exposure 1 or . . 1.S.0. Sp.ray R, BB1-JBSA, BB2-JBSA,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 1.5.0. Stick,
W-3 K . R . . None N/A BB1-LVOC, BB2-LVOC | -105.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. DensDeck Prime 1.5.0. Twin Pack or BB-WBBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. or Twin Jet
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. | Min. 0.25-inch :28 :ELT(V R, BB1-JBSA, BB2-JBSA,
W-4 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 | SECUROCK Gypsum- DA None N/A BB1-LVOC or BB2- -105.0
) . . 1.5.0. Twin Pack
SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board . LvocC
or Twin Jet
. . . . |.S.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 15.0. Stick BB1-JBSA, BB2-JBSA,
W-5. 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- I.S.O. Twin’Pack None N/A BB1-LVOC or BB2- -157.5
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board T LvoC
or Twin Jet
ELEVATE PVC XR, PVC KEE XR, OR MAX PVC XR APPLICATIONS:
OSB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or Min. 1.5-inch Elevate ::8 zziiy R, ::8 zfl;iy R | xr1-150R (FULL),
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, e DA (Optional) Additional Layer(s) base DA XR-TJ (SPATTER),
W-6 K . R ISOGARD GL or 1.5.0. Twin . R 1.5.0. Twin -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . insulation . XR1-WBBA or XR2-
. . L ISOGARD CG Pack, Twin Jet Pack, Twin Jet
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. . . WBBA
or Twin Jet Y or Twin Jet Y
. . Insulation: (Optional) Additional layer(s)
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or (Optional) Min. 1.5- |.S.0. Spray R, base insulation 1.S.0. Spray R, XR1-ISOSR (FULL),
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, h P o 1.5.0. Stick, . . 1.5.0. Stick, XR-TJ (SPATTER),
W-7 K . R inch Elevate ISOGARD . Coverboard: Min. 0.25-inch DensDeck R -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. 1.5.0. Twin Pack . X 1.5.0. Twin Pack | XR1-WBBA or XR2-
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD €6 or Twin Jet Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet WBBA
T ' Board or 0.5-inch Elevate ISOGARD HD
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. Min. 0.25-|nc.h 1.5.0. Spray R, XR1-ISOSR (FULL),
W-8 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 DensDeck Prime or 1.5.0. stick, None N/A XR-TJ (SPATTER), -105.0
SF\)(P I,umber at 24-in. 0.c., two (2) er’ 'oist. - SECUROCK Gypsum- 1.5.0. Twin Pack XR1-WBBA or XR2- '
T per Joist. Fiber Roof Board or Twin Jet WBBA
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

« OF MULT/;
‘éﬁ"‘, )

ISO/IEC 17065

IAS

ACCREDITED
Prhel Ceifclin
fgeney

PCA-145

SYSTEM DECK BASE INSULATION LAYER TOP INSULATION LAYER(S) MDP
ROOF COVER (3.1.4) P
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
1.5.0. Spray R XR1-ISOSR (FULL
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, | Min. 0.25-inch pray & (FULL),
. . . 1.S.0. Stick, XR-TJ (SPATTER),
W-9 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- i None N/A -157.5
) . . . 1.5.0. Twin Pack XR1-WBBA or XR2-
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board .
or Twin Jet WBBA

TABLE 98: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM DECK VAPOR OR AIR MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) PSF
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL, 1-5.0. Twin Min. 0.25-inch DensDeck Prime or 1-5.0. Twin BB1-JBSA, BB2-JBSA,
W-10 APA rated CDX |V-Force P, Elevate ISOGARD CG Pack or I.S.0. SECUROCK Gvbsum-Fiber Roof Board Pack or 1.S.0.  [BB1-LVOC, BB2-LVOC or -52.5
4-ply plywood  |self-adhering Spray R P Spray R BB-WBBA
Min. 15/32-inch |V-Force FRor | o e layers, min. 1-inch Elevate ISOGARD GL, 1-5.0. Twin Min. 0.25-inch DEXcell FA Glass Mat Roof |- O- TWin BB1-LVOC, BB2-LVOC or
W-11 APA rated CDX |V-Force P, Pack or I.S.0. Pack or .S.0. -52.5
. Elevate ISOGARD CG Board BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or . . 1.5.0. Twin 1.5.0. Twin
W-12 APA rated CDX |V-Force P, One or more layers, min. 1-inch Elevate ISOGARD GL, Pack or I.5.0.  |Min. 7/16-inch DEXcell Cement Roof Board |Pack or I.S.0. BB2-JBSA, BBL-LVOC, -52.5
. Elevate ISOGARD CG BB2-LVOC or BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or . . 1.S.0. Twin 1.5.0. Twin
W-13. APArated CDX |V-Forcep,  |ON€ OF more layers, min. 1-inch Elevate ISOGARD GL, Pack or 1.5.0.  [Min. 0.5-inch Elevate ISOGARD HD Packor 5.0, |BBLBSA BBL-LVOC, 525
. Elevate ISOGARD CG BB2-LVOC or BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
W-14 r;:rﬁézzég’;h V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DensDeck Prime or Twin Jet Y ggi-i?/SOA(’: BBBBZz-Jll_s\fg’c or 67.5
self-adhering |Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) ! ’
4-ply plywood BB-WBBA
Min. 15/32-inch . . . . . .
W-15 APA rated CDX V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DEXcell FA Glass Mat Roof Twin Jet Y BB1-LVOC, BB2-LVOC or 675
self-adhering |Elevate ISOGARD CG (SPATTER) Board (SPATTER) BB-WBBA ’
4-ply plywood
Min. 15/32-inch
V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB2-JBSA, BB1-LVOC,
W-16. |APArated CDX | (e - ipring |Elevate ISOGARD CG (SPATTER) Min. 7/16-inch DEXcell Cement Roof Board | oo\ rree) BB2-LVOC or BB-WBBA 67.5
4-ply plywood
Min. 15/32-inch
V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y . . Twin JetY BB1-JBSA, BB1-LVOC,
W-17 APArated CDX | 1o 11 oring |Elevate ISOGARD CG (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB2-LVOC or BB-WBBA | °/°
4-ply plywood
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM Deck VAPOR OR AIR MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) PSF
(3.1.3) (3.1.3)
. . 1.S.0. Twin 1.S.0. Twin
Min. 15/32-inch |\, c o b |One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Packor 1.5.0. | Min. 0.5-inch SECUROCK Gypsum-Fiber  |Packor1.5.0. |CbL/BSA, BB2-JBSA,
W-18 APA rated CDX ! ) > IBB1-LVOC, BB2-LVOC or | -75.0
self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch
4-ply plywood BB-WBBA
0.C. 0.C.
Min. 15/32-inch |\, o p |One or more layer(s), Min. 2-inch Elevate ISOGARD GL chioTer“sn o Ir’zcok;\l\lng 0. |BB2-JBSA, BB1-LVOC
W9 |APArated CDX I e - hering |Elevate ISOGARD CG Spray R, G-inch |V 7/16-inch DEXcell Cement Roof Board |\ @ ¢ in iy |mB2-1voC or B8-wBBA | 7>
4-ply plywood
0.C. 0.C.
Min. 15/32-inch |\, o p |One or more layer(s), Min. 2-inch Elevate ISOGARD GL chioTer“sn o Ir’zcok;\l\lng 0. |BBL-JBSA, BB1-LVOC
W-20. - APArated CDX I e - hering |Elevate ISOGARD CG Spray R, 6-inch |V1" 0-3-nch Elevate ISOGARD HD Spray R, 6-inch |BB2-LVOC or BB-WBBA |
4-ply plywood
0.C. 0.C.
W-21 AMPIZ rlaifc’iz(;lt?;h V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DensDeck Prime or Twin JetY g:iijL?/SOAé BBBBZZ-{LB\ngC or -90.0
self-adhering |Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) ’ ’
4-ply plywood BB-WBBA
Min. 15/32-inch . . . . . .
W-22 APA rated CDX V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DEXcell FA Glass Mat Roof Twin JetY BB1-LVOC, BB2-LVOC or -90.0
self-adhering |Elevate ISOGARD CG (SPATTER) Board (SPATTER) BB-WBBA ’
4-ply plywood
Min. 15/32-inch . . ) .
V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y . . Twin JetY BB2-JBSA, BB1-LVOC,
W-23. |APArated CDX 1 10 i1 ering |Elevate ISOGARD CG (SPATTER) Min. 7/16-inch DEXcell Cement Roof Board | (o \rre ) BB2-LVOC or BB-WBBA 900
4-ply plywood
Min. 15/32-inch . . . .
V-Force FR,  |One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB1-JBSA, BB1-LVOC,
W-24. APArated CDX 1 1c - ihering |Elevate ISOGARD CG (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB2-LVOC or BB-wBBA | OC
4-ply plywood
. . 1.S.0. Twin 1.5.0. Twin
Min. 15/32-inch |, o FR, | One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Packor 15.0.  |Min. 0.5-inch SECUROCK Gypsum-Fiber  |Packor 1.5.0. |obL/BSA, BB2-IBSA,
W-25 APA rated CDX \ , > |BB1-LVOC, BB2-LVOC or | -112.5
self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch
4-ply plywood BB-WBBA
O.C. O.C.
Min. 15/32-inch |\, o kR |One or more layer(s), Min. 2-inch Elevate ISOGARD GL ch(lzcjr“l": 0 Ir’zcok;\l:llg 0. |BB2-IBSA, BB1-LVOC
W-26. |APArated CDX | 10 ihering |Elevate ISOGARD CG Spray R, 6-inch |\in- 7/16-inch DEXcell Cement Roof Board | o "c 1) |8go-1voC or BB-wBBA | 1120
4-ply plywood
O.C. O.C.
Min. 15/32-inch |\, o kR |One or more layer(s), Min. 2-inch Elevate ISOGARD GL. ch(lzcjr“l": 0 Ir’zcok;\l:llg 0. |BB1-IBSA, BB1-LVOC
W-27. |APArated CDX 1 10 ihering |Elevate ISOGARD CG Spray R, 6-inch |"- 0-5-inch Elevate ISOGARD HD Spray R, 6-inch |BB2-LVOC or BB-WBBA | 112
4-ply plywood
0O.C. O.C.
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

ISO/IEC 17065

ACCREDITED
P G

PCA-145

SYSTEM DECK VAPOR OR AIR MDP
No. @.1.2) e e S ADHESIVE e ADHESIVE Roof Cover (3.1.4) =
ELEVATE PVC KEE APPLICATIONS:
Min. 0.25-inch DensDeck Prime, SECUROCK
Min. 15/32-inch |V-Force FR or . . 1.5.0. Twin Gypsum-Fiber Roof Board or DEXcell FA 1.5.0. Twin
W-28. APA rated CDX  |V-Force P, gzs;;?g; /Lly; réém'“' Linch Elevate ISOGARD GL, Packor 1.5.0. |Glass Mat Roof Board or min. 7/16-inch  |Pack or 1.5.0.  |BB1-LVOC 525
4-ply plywood  |self-adhering Spray R DEXcell Cement Roof Board or min. 0.5- Spray R
inch Elevate ISOGARD HD
Min. 15/32-inch . . . Min. 0.5—ir}ch DensDeck Prime, SECUROCK .
W-29 APA rated CDX V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Gypsum-Fiber Roof Board, DEXcell FA Glass [Twin Jet Y BB1-LVOC -90.0
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER)
min. 7/16-inch DEXcell Cement Roof Board
. ) 1.5.0. Twin ) . ) 1.5.0. Twin
Min. 15/32-inch V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S.0. Min. 0.5-inch SECUROCK Gypsum-Fiber . |Pack or1.S.0.
W-30, APA rated CDX self-adhering |Elevate ISOGARD CG Spray R, 6-inch Roof Board or Elevate ISOGARD HD or min. Spray R, 6-inch BB1-LVOC -112.5
4-ply plywood oc ! 7/16-inch DEXcell Cement Roof Board oc. ’
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Min. 0.25-inch DensDeck Prime, SECUROCK ii}{;sgziii(ﬁ:&iojr&
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL 1.5.0. Twin Gypsum-Fiber Roof Board or DEXcell FA 1.5.0. Twin XR2-)2RSMA in ribbons 4-
W-31 APA rated CDX |V-Force P, ! ’ ! Pack or I.5.0. |Glass Mat Roof Board or min. 7/16-inch Packor 1.5.0. | -52.5
. Elevate ISOGARD CG . inch o.c. or XR-TJ
4-ply plywood  [self-adhering Spray R DEXcell Cement Roof Board or min. 0.5- Spray R
inch Elevate ISOGARD HD (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
Min. 15/32-inch _ . . Min. 0.5-ir.1ch DensDeck Prime, SECUROCK . XR-TJ, XR1-XBSMA or
W-32. APA rated CDX V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Gypsum-Fiber Roof Board, DEXcell FA Glass |Twin Jet Y XR2-XRSMA in ribbons 4- 675
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER) inch o.c. or XR-TJ
min. 7/16-inch DEXcell Cement Roof Board (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
) ) 1.5.0. Twin . ) ! 1.5.0. Twin XR-TJ, XR1-XRSMA or
Min. 15/32-inch V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or 1.S.0. Min. 0.5-inch SECUROCK Gypsum-Fiber . |Packor.5.0.  [XR2-XRSMA in ribbons 4-
W-33. APA rated CDX . R Roof Board or Elevate ISOGARD HD or min. R . -75.0
4-ply plywood self-adhering |Elevate ISOGARD CG Spray R, 6-inch 7/16-inch DEXcell Cement Roof Board Spray R, 6-inch |inch o.c. or XR-TJ
o.c. o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
Min. 15/32-inch ' . . Min. 0.5-ir.1ch DensDeck Prime, SECUROCK . XR-TJ, XR1-XBSMA or
W-34. APA rated CDX V-Force FR, |One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Gypsum-Fiber Roof Board, DEXcell FA Glass [Twin Jet Y XR2-XRSMA in ribbons 4- -90.0
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER) inch o.c. or XR-TJ
min. 7/16-inch DEXcell Cement Roof Board (SPATTER) or XR1-WBBA
or XR2-WBBA
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM DECK VAPOR OR AIR MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) PSF
XR1-ISOSR, XR2-ISOSR,
. . 1.5.0. Twin . . . 1.5.0. Twin XR-TJ, XR1-XRSMA or
Min. 15/32-inch V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S.0. Min. 0.5-inch SECUROCK Gypsum-Fiber . |Packorl.5.0. |XR2-XRSMA in ribbons 4-
W-35. APA rated CDX . R Roof Board or Elevate ISOGARD HD or min. . . -112.5
4-olv plvwood self-adhering |Elevate ISOGARD CG Spray R, 6-inch 7/16-inch DEXcell Cement Roof Board Spray R, 6-inch |inch o.c. or XR-TJ
Py Pl o.c. o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
. . . . XR1-ISOSR, XR-TJ, XR1-
W-36 AMIJZr::ZzZ(_ZE;h x::zs ER or One or more layers, min. 1-inch Elevate ISOGARD GL, :)zc?(;vrlgo Min. 0.25-inch DensDeck Prime or :azcok;vrlgo XRSMA, XR2-ISOSR, or 525
' i’ Elevate ISOGARD CG 7" |SECUROCK Gypsum-Fiber Roof Board 7 [XR2-XRSMA in ribbons 6- ’
4-ply plywood  |self-adhering Spray R Spray R inch o.c
Min. 15/32-inch |V-Force FR or o 1.5.0. Twin _ ) 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-
W-37 APA rated CDX |V-Force P, One or more layers, min. 1-inch Elevate ISOGARD GL, pack or 15.0. Min. 0.25-inch DEXcell FA Glass Mat Roof Pack or 15.0.  |XRSMA in ribbons 6-inch 525
. Elevate ISOGARD CG Board
4-ply plywood  |self-adhering Spray R Spray R o.c.
Min. 15/32-inch |V-Force FR or . . 1.S.0. Twin 1.5.0. Twin
W-38. APArated CDX |V-Forcep,  |OM€ OF more layers, min. 1-inch Elevate ISOGARD GL, Packor 1.5.0. | Min. 7-16-inch DEXcell Cement Roof Board |Pack or 1.5.0. | \RL-XRSMA (RIBBONS, 525
. Elevate ISOGARD CG 6” 0.c.)
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL, 1-5.0. Twin 1.5.0. Twin ii-l'l-';sggi)z(lsszl\-/lliojr&
W-39. APA rated CDX |V-Force P, VErs, ’ ! Pack or I.5.0.  |Min. 0.5-inch Elevate ISOGARD HD Pack or I.S.0. ! L -52.5
. Elevate ISOGARD CG XR2-XRSMA in ribbons 6-
4-ply plywood  |self-adhering Spray R Spray R .
inch o.c.
) ) XR1-ISOSR, XR-TJ, XR1-
W0 gﬂp'zrla'rt’é ch_:;;h brporee SR lone or more layer(s), Min. 2-inch Elevate ISOGARD GL,  [Twin JetY | Min. 0.5-inch DensDeck Prime or TwinetY  |XRSMA,XR2-ISOSR,or |
’ . Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) XR2-XRSMA in ribbons 6- ’
4-ply plywood  |self-adhering .
inch o.c.
w-a1 D\AF:; riézzég’;h &E(O):Ez ER or One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Min. 0.5-inch DEXcell FA Glass Mat Roof Twin JetY isgl-\lllslgisnRtii)éE;Tr:sog-)i(nit- -60.0
’ . Elevate ISOGARD CG (SPATTER) Board (SPATTER) ’
4-ply plywood  |self-adhering o.c.
Min. 15/32-inch |V-Force FR or . . . .
One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y . . Twin JetY XR1-XRSMA (RIBBONS,
W-42. APA rated CDX |V-Force P,. Elevate ISOGARD CG (SPATTER) Min. 7/16-inch DEXcell Cement Roof Board (SPATTER) 6 o) 60.0
4-ply plywood  |self-adhering
Min. 15/32-inch V-Force P One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Twin Jet Y iﬁ}{;sgz';:;(;:'\'/:iojr&
W-43. |APArated CDX |\t - hering |Elevate ISOGARD CG (SPATTER) | Min- O-5-inch Elevate ISOGARD HD (SPATTER)  |XR2-XRSMA in ribbons 6-| ~>°
4-ply plywood .
inch o.c.
Min. 15/32-inch V-Force FR One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Twin Jet Y iil{jsgzﬁ)z(s:l\/:ioer
W-44. APArated CDX | 1 ihoring |Elevate ISOGARD CG (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) XR2-XRSMA in ribbons 6-| 2>
4-ply plywood .
inch o.c.
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

F MUL
WS,
5

IAS

Report No.:  NER-AMZ-001.A.R6 FL35402-R9

Revision 6: 2026-09-10 ACCREDITED
Pruduct Cerlif calior

Page 20 of 120 feomy

ISO/IEC 17065 PCA-145

NEMO |cert®

TABLE 98: WoobD DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR Roof Cover (3.1.4 MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PrRODUCT ADHESIVE = PSF
(3.1.3) (3.1.3)
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
W-45 APA-rated CDX V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.5.0.  |Min. 0.5-inch SECUROCK Gypsum-Fiber Pack or I.5.0. [XRSMA, XR2-ISOSR, or -60.0
’ self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch [XR2-XRSMA in ribbons 6- ’
4-ply plywood .
o.c. o.c. inch o.c.
Min. 15/32-inch |\, £ kR, |One or more layer(s), Min. 2-inch Elevate ISOGARD GL chioTer“: o Ichokz;rr“I”g 0. |XR1-XRSMA (RIBBONS
W-46. APA rated CDX N yertsh ' ! """ |Min. 7/16-inch DEXcell Cement Roof Board o ” ’ -60.0
self-adhering |Elevate ISOGARD CG Spray R, 6-inch Spray R, 6-inch |6” o.c.)
4-ply plywood
o.c. o.c.
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR2-ISOSR,
’ V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or .S.0. . . Pack or 1.S.0.  [XR-TJ, XR1-XRSMA or
WAz, APArated CDX T e ering |Elevate ISOGARD CG Spray R, 6-inch |M"- 0-3-inch Elevate ISOGARD HD Spray R, 6-inch [XR2-XRSMA in ribbons 6- | /"
4-ply plywood .
o.c. o.c. inch o.c.
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR2-ISOSR,
’ V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or .S.0. . . Pack or 1.S.0.  [XR-TJ, XR1-XRSMA or
W48, |APArated CDX I ic - ering |Elevate ISOGARD CG Spray R, 6-inch |V 0-3-nch Elevate ISOGARD HD Spray R, 6-inch [XR2-XRSMA in ribbons 6- | 2>
4-ply plywood o.c o.c inch o.c

TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Top Insulation Layer
System Deck Base Insulation Layer Fast e Roof Cover (3.1.4 MDP
No. (4.1.2) 3.1.1,4.2.2 EBEEET ac (3.14) (psf)
( ) Type (4.2.2) (3.1.2¢)
ELEVATE PVC OR MAX PVC APPLICATIONS:
-30.0*
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
b rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 311 1per4.0ft BB2-LVOC or BB-WBBA H(\'/\IHOZ)
Plywood, APA, 19/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W50 ting 32/16, Grade CDX | combination, loose laid Min. 2-inch ISOGARD GL or ISOGARD CG 311 Llper18ft BB2-LVOC or BB-WBBA 450
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, "
LAt rating 32/16, Grade CDX | combination, loose laid Min. 1-inch ISOGARD CG 311 Lper2.7ft BB2-LVOC or BB-WBBA -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . N BB1-JBSA, BB2-JBSA, BB1-LVOC,
LT rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 311 lper16ft BB2-LVOC or BB-WBBA -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, "
W-53 rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch ISOGARD HD 311 Lper2.7ft BB2-LVOC or BB-WBBA -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, "
W-54 rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1per4.0ft BB2-LVOC or BB-WBBA -45.0
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)
FL35402-R9

ISO/IEC 17065

ACCREDITED
P G

PCA-145

G R RO — Top Insulation Layer o
ystem ec| ase Insulation Layer
No. (4.1.2) (3.1.1,4.2.2) Type Fastener Attach Roof Cover (3.1.4) (osf)
(4.2.2) (3.1.2¢)
Plywood, APA, 15/32”,
rating 32/16, Grade CDX .
W-55. | or OSB (NO-HVHZ), Apa, | (OPtional) One ormore layers,any | i 6 56 inch DensDeck Prime 3.1.1 1per2.7f | BBLJBSA BB2-JBSA BBL-LVOC, | 0
7/16” (0.418 in.) combination, loose laid BB2-LVOC or BB-WBBA
Exposure 1
gm"c;dz /?2Aé::£:ZCI’DX Min. 0.25-inch DensDeck Prime or SECUROCK heawy Oty
W56 or OSgB (NO-I’-IVHZ) APA (Optional) One or more layers, any Gypsum-Fiber Roof Board, min. 1-inch ISOGARD GL | Fastener with 1per 2.7 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0%
’ ” ) ! ! combination, loose laid or ISOGARD CG or min. 1.5-inch ISOGARD HD Elevate Insulation ’ BB2-LVOC or BB-WBBA ’
7/16 (0.418 |n.), Composite Fastening Plate
Exposure 1
Plywood, APA, 15/32”,
i Heavy-Duty
e ;artgsng(zl\{cl)(—;I’-ISLazd)e:F?: (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or Fastener with 1per 2.7 ft2 BB1-LVOC, BB2-LVOC or BB- -45.0*
" . ! ’ combination, loose laid 7/16-inch DEXcell Cement Roof Board Elevate Insulation ’ WBBA ’
7/16” (0.418 in.), Fastening Plate
Exposure 1
Plywood, APA, 15/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an e
W-58. | or OSB (NO-HVHZ), APA, pional re fayers, any Min. 7/16-inch DEXcell Cement Roof Board Fastener with 1 per 2.7 ft? BB2-JBSA -45.0*
" . combination, loose laid Elevate Insulation
7/16” (0.418 in.), Fastening Plate
Exposure 1
Plywood, APA, 23/32”, . . .
. / (Optional for Recover) Min. 1.5-inch
rating 48/24, Grade CDX K . . . 2 BB1-JBSA, BB2-JBSA, BB1-LVOC, «
W-59. or nominal 1-inch wood z?;kt;icr:gzgr: Too;:elz/izrs, any Min. 0.25-inch DensDeck Prime 31.1 1 per 2.7 ft BB2-LVOC or BB-WBBA 45.0
plank !
Plywood, APA, 23/32”, . . .
Weeo. | rating 48/24, Grade CDX iﬁi?:j'efg:r:icrzvlzr)e':g':nl‘s"mh Min. 0.5-inch DEXcell FA Glass Mat Roof Board or s1a Loera7fe | BBLLVOC,BB2-LVOC or BB- 45.0r
' or nominal 1-inch wood comI;ination loose I:id »any 7/16-inch DEXcell Cement Roof Board I per 2. WBBA '
plank !
rP:'c/zocl)ldsl/ng(’Ef:cﬁz(jl’DX (Optional for Recover) Min. 1.5-inch
W-61 or nogminal 1’-inch wood thick, one or more layers, any Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per 2.7 ft? BB2-JBSA -45.0*
plank combination, loose laid
Plywood, APA, 19/32”,
W62 ;‘:tgsgB?’(zN/ Cl,f_s,'_,SL,aZ(;e o’ | (Optional) One or more layers, any | Min. 0.25-inch DensDeck Prime or SECUROCK i1q Loeraqfe | BBLJBSA BB2JBSA BBLLVOC, | . .
7/16” (0.418 in.) ! ! combination, loose laid Gypsum-Fiber Roof Board — pers. BB2-LVOC or BB-WBBA ’
Exposure 1
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

Amrize Building Envelope LLC (Elevate)
FL35402-R9

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
Prhel Ceifclin

PCA-145

G R RO — Top Insulation Layer R
ystem ec ase Insulation Layer
Roof C 3.14
No. (8.1.2) (3.1.1, 4.2.2) Type Fastener Attach oof Cover (3.1.4) (psf)
(4.2.2) (3.1.2¢)
Plywood, APA, 19/32”,
i 2/1 DX
rating 32/16, Grade C (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or ) BB1-LVOC, BB2-LVOC or BB-
W-63 or OSB (NO-HVHZ), APA, - . . 3.1.1 1 per2.1ft -45.0*
” . combination, loose laid 7/16-inch DEXcell Cement Roof Board WBBA
7/16” (0.418 in.),
Exposure 1
Plywood, APA, 19/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an
W-64. or OSB (NO-HVHZ), APA, P o X Yers, any Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per2.1ft? BB2-JBSA -45.0*
” . combination, loose laid ===
7/16” (0.418 in.),
Exposure 1
W-65 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 er 1.8 fi2 BB1-JBSA, BB2-JBSA, BB1-LVOC, 250
rating 32/16, Grade CDX any combination, loose laid Gypsum-Fiber Roof Board — per . BB2-LVOC or BB-WBBA '
W-66 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.5-inch DEXcell FA Glass Mat Roof Board or 311 1 per 1.8 fi2 BB1-LVOC, BB2-LVOC or BB- 450
rating 32/16, Grade CDX any combination, loose laid 7/16-inch DEXcell Cement Roof Board I per L. WBBA ’
Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, ) X )
W-67 rating 32/16, Grade CDX any combination, loose laid Min. 7/16-inch DEXcell Cement Roof Board 31.1 1 per1.8ft BB2-JBSA 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-68. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 311 1per1.8ft BB2-LVOC or BB-WBBA -45.0
W-69 Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 311 1 per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, 5.0
: rating 32/16, Grade CDX combination, loose laid Board — per L. BB2-LVOC or BB-WBBA ’
W-70 Plywood, APA, 19/32”, (Optional) One or more layers, any Min. 0.5-inch DensDeck, DensDeck Prime or 311 1 per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, 450
rating 32/16, Grade CDX combination, loose laid SECUROCK Gypsum-Fiber Roof Board — per . BB2-LVOC or BB-WBBA '
W-71 Plywood, APA, 19/32”, (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or 311 1 per 1.6 ft2 BB1-LVOC, BB2-LVOC or BB- 450
rating 32/16, Grade CDX combination, loose laid 7/16-inch DEXcell Cement Roof Board — per L. WBBA ’
Plywood, APA, 19/32”, (Optional) One or more layers, any . . )
W-72 rating 32/16, Grade CDX combination, loose laid Min. 7/16-inch DEXcell Cement Roof Board 31.1 1 per 1.6 ft BB2-JBSA -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-73 rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 311 1per2.13ft BB2-LVOC or BB-WBBA -52.5
Plywood, APA, 15/32”, (Optional) One or more layers, any ) . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-74. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 311 1per1.8ft BB2-LVOC or BB-WBBA -67.5
ELEVATE PVC KEE APPLICATIONS:
Plywood, APA, 15/32” (Optional) One or more layers, any -300*
X 7 'y ’ ’ . i 2 _
W-75. rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 1 per 4.0 ft BB1-LVOC (NO
HVHZ)
Plywood, APA, 19/32”, (Optional) One or more layers, any . . 2
W-76 rating 32/16, Grade CDX combination, loose laid Min. 2-inch ISOGARD GL or ISOGARD CG 3.1.1 1 per 1.8 ft BB1-LVOC -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . 5 %
W-77 rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 1 per 2.7 ft BB1-LVOC 45.0
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

Amrize Building Envelope LLC (Elevate)

FL35402-R9

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Top Insulation Layer

System Deck Base Insulation Layer MDP
No. (a.1.2) (3.11, 4.2.2) Type Fastener Attach L el e (psf)
(4.2.2) (3.1.2¢)
Plywood, APA, 15/32”, (Optional) One or more layers, any . . )
W-78. rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 311 1 per 1.6 ft BB1-LVOC -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) N
W-79 rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch ISOGARD HD 3.1.1 1per2.7ft BB1-LVOC -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . 2 %
W-80. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board A1 1 per4.0ft BB1-LVOC 45.0
Plywood, APA, 15/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an Min. 0.25-inch DensDeck Prime, min. 0.5-inch
W-81. | or 0SB (NO-HVHZ), APA, Cor‘;bination o i VErs Y| pExcell FA Glass Mat Roof Board or 7/16-inch 3.1.1 1per2.7ft2 | BB1-LVOC -45.0*
7/16” (0.418 in.), ! DEXcell Cement Roof Board
Exposure 1
Plywood, APA, 15/32”, Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA | Heavy-Duty
W-82. | or 0SB (NO-HVHZ), APA, corﬁ]bination e i yers, any Glass Mat Roof Board, 7/16-inch DEXcell Cement | forerey ™ lper27f | BBL-LVOC -45.0%
7/16” (0.418 in.), ! Roof Board, min. 1-inch ISOGARD GL or ISOGARD Fastening Plate
Exposure 1 CG or min. 1.5-inch ISOGARD HD Composite
rp:t/;’r\:oc:l%/ézAéfa?’é:ZCI')X (Optional for Recover) Min. 1.5-inch Min. 0.25-inch DensDeck Prime, min. 0.5-inch
W-83. g . . thick, one or more layers, any DEXcell FA Glass Mat Roof Board or 7/16-inch 3.1.1 1 per 2.7 ft? BB1-LVOC -45.0%*
or nominal 1-inch wood L . —
plank combination, loose laid DEXcell Cement Roof Board
Plyyvood, APA, 19/32", Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA
W-84. | or OSB (NO-HVHZ), APA, ptiona) re layers, any P , . . 3.1.1 lper2.1f | BB1-LVOC -45.0*
” . combination, loose laid Glass Mat Roof Board or 7/16-inch DEXcell Cement
7/16” (0.418 in.),
Roof Board
Exposure 1
Min. 0.25-inch DensDeck Prime or SECUROCK
Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA N
LA rating 32/16, Grade CDX any combination, loose laid Glass Mat Roof Board or 7/16-inch DEXcell Cement 311 Lper18ft BB1-LVOC -45.0
Roof Board
Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof )
LS, rating 32/16, Grade CDX combination, loose laid Board S1.1 Lper16ft BBI1-LVOC 45.0
Min. 0.5-inch DensDeck, DEXcell FA Glass Mat Roof
Plywood, APA, 19/32”, (Optional) One or more layers, any Board or DensDeck Prime or SECUROCK Gypsum- )
LTt rating 32/16, Grade CDX combination, loose laid Fiber Roof Board or 7/16-inch DEXcell Cement 311 lper16ft BB1-LVOC -45.0
Roof Board
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . >
W-88. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1per2.13ft BB1-LVOC 52.5
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . )
W-89. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 311 1per 1.8 ft BB1-LVOC 67.5
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)
FL35402-R9

ISO/IEC 17065

ACCREDITED
P G

PCA-145

G R RO — Top Insulation Layer R
ystem ec ase Insulation Layer
No. (4.1.2) (3.1.1,4.2.2) Type F?:t:'z')e' 'ztt“h Roof Cover 1:.1.4) (psf)
Zo £ 04 (3.1.2¢)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
) e Min. 0.25-inch DensDeck Prime or SECUROCK XRUISOSR, XR-T) orXRLXRSMA | 375
W-90 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Gyosum-Fiber Roof Board or min. 0.5-inch DEXcell 311 1 per 1.8 ft2 in ribbons 12-inch o.c. or XR-TJ NO
’ rating 32/16, Grade CDX any combination, loose laid P o — per . (SPATTER) or XR1-WBBA or XR2- (
FA Glass Mat Roof Board HVHZ)
WBBA
W-91 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per 1.8 ft2 XR2-ISOSR, XR2-XRSMA or XR2- -3'3(')5
’ rating 32/16, Grade CDX any combination, loose laid Gypsum-Fiber Roof Board — per . WBBA H(VHZ)
Y . ) XR1-XRSMA (RIBBONS, 12” o.c.), 375
W-92. f:t’;’:gc;dz’ /?gAé:aScﬁzCI,)X S:;cc;rm";?;:tliz‘frlzon;;nl'ailf inch, 7/16-inch DEXcell Cement Roof Board 3.1.1 lper1.8f% | XR-TJ (SPATTER) or XR1-WBBA or (NO
' ' XR2-WBBA HVHZ)
f;‘t';’:o‘;dz’ /?gAé::cﬁzCI')X XR1-ISOSR, XR-TJ or XR1-XRSMA
W-93 or OSgB (NO—II-IVHZ) APA (Optional) One or more layers, any Min. 0.25-inch DensDeck Prime or min. 0.5-inch 311 1 per 2.7 fi2 in ribbons 12-inch o.c. or XR-TJ _45.0*
’ 7/16” (0.418 in.) ! ! combination, loose laid DEXcell FA Glass Mat Roof Board — pere. (SPATTER) or XR1-WBBA or XR2- ’
) v WBBA
Exposure 1
Plywood, APA, 15/32”,
rating 32/16, Grade CDX . .
W-94. | or 0SB (NO-HVHZ), apa, | (OPtional) One ormore layers, any |\ g 5cin ok pensbeck Prime 3.1.1 1per27f2 | XRZISOSRor XR2-XRSMA in 45,0
7/16” (0.418 in.) combination, loose laid I ribbons 12-inch o.c. or XR2-WBBA
Exposure 1
Plywood, APA, 15/32”,
rating 32/16, Grade CDX {Optional) One or more layers, an XR1-XRSMA (RIBBONS, 12” o.c.),
W-95. or OSB (NO-HVHZ), APA, cor’?nbination loose laid yers, any 7/16-inch DEXcell Cement Roof Board 311 1 per 2.7 ft? XR-TJ (SPATTER) or XR1-WBBA or -45.0*
7/16” (0.418 in.), ! XR2-WBBA
Exposure 1
Plywood, APA, 15/32”, Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA | Heavy-Duty
W-96. | or OSB (NO-HVHZ), APA, ptional re1ayers,any | Glass Mat Roof Board, 7/16-inch DEXCell Cement | Lastenerwith 1per2.7f | XR-TJ (SPATTER) or XR1-WBBA -45.0%
combination, loose laid Elevate Insulation
7/16” (0.418 in.), ! Roof Board, min. 1-inch ISOGARD GL or ISOGARD Fastening Plate
Exposure 1 CG or min. 1.5-inch ISOGARD HD Composite
Pl APA, 15/32”
ramgc;dz' 116, Gr :42 ox Min. 0.25-inch DensDeck Prime or SECUROCK Heavy-Duty
! (Optional) One or more layers, any Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA | Fastener with N .
W-o7. (7);1%?3((()'\;3;\:-;2)’ APA, combination, loose laid Glass Mat Roof Board, 7/16-inch DEXCell Cement Elevate Insulation Lper2.7ft XR2-WBBA 45.0
Exposuré 1 DA Roof Board Fastening Plate
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

G R RO — Top Insulation Layer o
ystem ec ase Insulation Layer
No. (8.1.2) (3.1.1, 4.2.2) Type Fastener Attach [ R B (psf)
(4.2.2) (3.1.2¢)

Plywood, APA, 19/32”,

rating 32/16, Grade CDX (Optional) One or more layers, an Min. 0.25-inch DensDeck Prime or SECUROCK ﬁR:;;;S:fll);ﬁ—nchho; )éR;;);I;S_%A
W-98. or OSB (NO-HVHZ), APA, P L . Vers, any Gypsum-Fiber Roof Board or min. 0.5-inch DEXcell 311 1 per 2.13 ft? . -45.0*

” ) combination, loose laid (SPATTER) or XR1-WBBA or XR2-

7/16” (0.418 in.), FA Glass Mat Roof Board WBBA

Exposure 1

Plywood, APA, 19/32”,

rating 32/16, Grade CDX | ) One or more layers, any | Min. 0.25-inch DensDeck Prime or SECUROCK , | XR2-ISOSR or XR2-XRSMA in .
W-99. or OSB (NO-HVHZ), APA, L . . 3.1.1 1per2.13 ft . K -45.0

7/16” (0.418 in.) combination, loose laid Gypsum-Fiber Roof Board — ribbons 12-inch o.c. or XR2-WBBA

Exposure 1

XR1-ISOSR, XR2-ISOSR, XR-TJ,

Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof ) X.RI-XRSMA. Or XR2-XRSMA in

W-100. rating 32/16, Grade CDX combination, loose laid Board 311 1per1.6ft ribbons 12-inch o.c. or XR-TJ -45.0
J ’ ’ (SPATTER) or XR1-WBBA or XR2-
WBBA

TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DEck - - VAPOR OR AIR A A Roof Cover (3.1.4 MDP
No. (4.1.2) TYPE ASTEN TTACH BARRIER PRODUCT DHESIVE PROBUCT DHESIVE (3.1.4) —
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Versa-Fast Metal
i’\::::Alsfz- :\::; 0.25- :?:iemvulr: \t’vv:/t\ 1per V-Force FR or |One or more layers, min. 1-inch  [1.5.0. Twin Min. 0.25-inch DensDeck Prime or :)'z'c?(';WIn BB1-JBSA, BB2-JBSA,
\W-101. p , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. [SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -52.5
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft . 1.5.0. Spray
. adhering ISOGARD CG Spray R Board or BB-WBBA
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . . . 1.5.0. Twin
inch APA |inch minimum two | 1per |/ rorceFRor jOneormore layers, min. l-inch |I.S.0.Twin 0 o o bExcell FA Glass Mat |Pack or BB1-LVOC, BB2-LVOC
\W-102. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft ) Roof Board 1.5.0. Spray |or BB-WBBA
. adhering ISOGARD CG Spray R
ply plywood |Prime Fastener V19 per R
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Plét? V19 with V-Force FR or  |One or more layers, min. 1-inch  |1.5.0. Twin . . 1-5.0. Twin BB2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Min. 7/16-inch DEXcell Cement Roof |Pack or
\W-103. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or .S.0. BB2-LVOC or BB- -52.5
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Sorav R Board 1.5.0. Spray WBBA
ply plywood |Prime Fastener V19 per 6 pray R
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25-  |Plate V19 with V-Force FRor  |One or more layers, min. 1-inch  |1.5.0. Twin 15.0.TWin 155, 18sa, BB1-LVOC,
inch APA inch minimum two 1 per . . Pack or
\W-104. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or 1.S.0. [Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Sorav R 1.5.0. Spray WBBA
ply plywood |Prime Fastener V19 per g pray R
plate
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Plét_e V19 with V-Force FR or  |One or more layer(s), Min. 2-inch 1-5.0. Twin . . 1.5.0. Twin BB1-JBSA, BB2-JBSA,
inch APA inch minimum two 1 per Pack or 1.S.0. [Min 0.5-inch SECUROCK Gypsum- Pack or
\W-105. , |V-Force P, self- |Elevate ISOGARD GL, Elevate R BB1-LVOC, BB2-LVOC -60.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- Fiber Roof Board 1.S.0. Spray or BB-WBBA
ply plywood |Prime Fastener V19 per 6 inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with 1.S.0. Twi 1.5.0. Twi
Min. 19/32-\Min ate VIl V-Force FR or  [One or more layer(s), Min. 2-inch win . . WIN " 18B2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Pack or 1.5.0. [Min. 7/16-inch DEXcell Cement Roof |Pack or
\W-106. , |V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- Board 1.S.0. Spray WBBA
ply plywood |Prime Fastener V19 per J inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
:\:LE :gﬁaz- .l\::r: 02> :i:fmvulmg \th:/t: Loer |V-Force FRor  |One or more layer(s), Min. 2-inch chok;"‘l”g o 'r;z'c?(';w'" BB1-JBSA, BBL-LVOC,
\W-107. p , |V-Force P, self- |Elevate ISOGARD GL, Elevate 77" |Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- 1.5.0. Spray WBBA
ply plywood |Prime Fastener V19 per e inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
i’\:é::sf’z- :\r/]l:;] 0.25- :?:?m\(jlr: rlv:/? 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Min. 0.5-inch DensDeck Prime or Twin Jet Y BB1-JBSA, BB2-JBSA,
\W-108. p , |V-Force P, self- |Elevate ISOGARD GL, Elevate SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft . (SPATTER) (SPATTER)
ply plywood |Prime Fastener V19 per adhering ISOGARD CG Board or BB-WBBA
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . .
W10, |INENAPA [inch minimum two | 1per |1 "TOr%C TR OF |Bne or Move Llysgi)’é\f;c;tzej'mh TwinJetY  |Min. 0.5-inch DEXcell FA Glass Mat [Twin JetY |BB1-LVOC, BB2-VOC |
’ rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft2 Y ! (SPATTER) Roof Board (SPATTER)  |or BB-WBBA ’
R adhering ISOGARD CG
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Pl V19 with
. in. 19/3 . in. 0.25 ?t? 9 wit V-Force FR or |One or more layer(s), Min. 2-inch . . . . BB2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Twin Jet Y Min. 7/16-inch DEXcell Cement Roof | Twin Jet Y
\W-110. , |V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -60.0
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft . (SPATTER) Board (SPATTER)
. adhering ISOGARD CG WBBA
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
:\::;':sf’z- :\:(I:rll 0.25- :?r:iemvulr: \th:/? 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Twin Jet Y BB1-JBSA, BB1-LVOC,
W-111. rated CDX 4- |DensDeck (2) Versa-Fast 1.45 fi2 V-For(.:e P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB2-LVOC or BB- -60.0
. adhering ISOGARD CG WBBA
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
Min- :sl/fz' Min. 0.5-inch :f‘;ﬁm\ﬁ \th:/T Loer |V-Force p. slf. |0 or more fayer(s), Min. 2-inch | .~ |Min. 0.5-inch DensDeck Prime or | [BBI-JBSA, BB2-JBSA,
W-112. rated CDX 4 DensDeck (2) Versa-Fast 1 42 ¢ |adherin ! Elevate ISOGARD GL, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof (SPATTER) BB1-LVOC, BB2-LVOC -67.5
Prime ' & ISOGARD CG Board or BB-WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- A . Plate V19 with . .
V113 inch APA g’!:'sgfc'llnd‘ minimumtwo | 1per |V-Force P, self- Ezs;re'g‘gg Llyggi)':féc;‘é"mh TwinJetY  |Min. 0.5-inch DEXcell FA Glass Mat |TwinJetY  |BB1-LVOC, BB2-LVOC |
’ rated CDX 4-|_ (2) Versa-Fast 1.45 ft? |adhering ! (SPATTER) Roof Board (SPATTER) |or BB-WBBA ’
Prime ISOGARD CG
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- Plate V19 with
Min. 0.5-inch [ Min. 2-inch BB2-JBSA, BB1-LV
inch APA in. 0.5-inc minimum two 1 per |V-Force P, self- One or more layer(s), Min. 2-inc Twin Jet Y Min. 7/16-inch DEXcell Cement Roof |Twin Jet Y JBSA, o¢,
W-114. DensDeck ) . Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -67.5
rated CDX 4-|_ (2) Versa-Fast 1.45 ft* |adhering (SPATTER) Board (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
:\:(':E Alsi\sz- Min. 0.5-inch :?:fm\fr: ‘t”v:l? Loer \V-Force p. seif. [One or morelayer(s), Min. 2-inch | TwinJety |BB1-JBSA, BBI-LVOC,
W-115. DensDeck P ) - Elevate ISOGARD GL, Elevate Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -67.5
rated CDX 4-|_ (2) Versa-Fast 1.45 ft* |adhering (SPATTER) (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- \\1i 0.5inch |P/ate V19 with V-Force FRor | One or more layer(s), Min. 2-inch | >0 TWin o 15.0.TWin 1551 18sa, BB2-JBSA,
inch APA minimum two 1 per Pack or 1.S.0. [Min 0.5-inch SECUROCK Gypsum-  |Pack or
\W-116. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate R BB1-LVOC, BB2-LVOC -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft . Spray R, 6- Fiber Roof Board 1.5.0. Spray
Prime adhering ISOGARD CG X . or BB-WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Mm' 19/32- Min. 0.5-inch Plét.e V19 with V-Force FR or |One or more layer(s), Min. 2-inch 1.5.0. Twin ) . 1-5.0. Twin BB2-JBSA, BB1-LVOC,
inch APA minimum two 1 per Pack or 1.5.0. [Min. 7/16-inch DEXcell Cement Roof |Pack or
W-117. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -75.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft . Spray R, 6- Board 1.5.0. Spray
Prime adhering ISOGARD CG X . WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- Plate V19 with 1.5.0. Twi 1.5.0. Twi
Min. 19/32- |\ pin 0.5.inch |P/ate V1S wi V-Force FRor  [One or more layer(s), Min. 2-inch win WIN 18B1-JBSA, BB1-LVOC,
inch APA minimum two 1 per Pack or I.S.0. R . Pack or
\W-118. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -75.0
rated CDX 4- | (2) Versa-Fast 1.45 ft . Spray R, 6- 1.5.0. Spray
Prime adhering ISOGARD CG X . WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
:\:LE :gﬁaz- Min. 0.5-inch :i:fmvulmg \th:/t: Loer |v-Forcepr  |Oneor more layer(s), Min. 2-inch | . [Min. 0.5-inch DensDeck Prime or | [BB1-JBSA, BB2-JBSA,
\W-119. DensDeck p ) N Elevate ISOGARD GL, Elevate SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft* |self-adhering (SPATTER) (SPATTER)
Prime ISOGARD CG Board or BB-WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- Plate V19 with
Min. 0.5-inch | Min. 2-inch
wigo, [mchapa (M DSTN dinimum two | 1per |v-ForceFr, [N O MOre A?;gi)'agcate'"c TwinJetY  |Min. 0.5-inch DEXcell FA Glass Mat [Twin JetY |BB1-LVOC, BB2-LVOC | _
’ rated CDX 4-|_ (2) Versa-Fast 1.45 ft? |self-adhering ! (SPATTER) Roof Board (SPATTER)  |or BB-WBBA ’
Prime ISOGARD CG
ply plywood Fastener V19 per
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
P G

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . .
inch AP |Min-O-5-inch | mtwo | 1per |V-Forcer, |On€ormorelaver(s) Min. 2-inch | Loy I\in. 7/16-inch DEXcell Cement Roof |Twin Jety | oo2 2BSA BBL-LVOC,
W-121. DensDeck 2 ) Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft* |self-adhering (SPATTER) Board (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- Pl V19 with
iné’; As//f Min. 0.5-inch m?r:?mumg \th:/to Loer |v-Forcepr.  |Ome or more layer(s), Min. 2-inch | TwinJety  |EBLBSA, BBL-LVOC,
W-122. DensDeck P 2 J Elevate ISOGARD GL, Elevate Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -75.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft* |self-adhering (SPATTER) (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
ELEVATE PVC KEE APPLICATIONS:
Versa-Fast Metal Min. 0.25-inch DensDeck Prime,
Min. 19/32- |Min. 0.25- Plate V19 with . R . DEXcell FA Glass Mat Roof Board, or (I.5.0. Twin
inch APA inch minimum two 1 per V-Force FR or |One or more layers, min. 1-inch |I.5.0. Twin SECUROCK Gypsum-Fiber Roof Pack or
W-123. Per  |V-Force P, self- |Elevate ISOGARD GL, Elevate  |Pack or 1.5.0. - Bypsur BB1-LVOC 525
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Sorav R Board, min. 7/16-inch DEXcell 1.S.0. Spray
ply plywood |Prime Fastener V19 per 6 pray Cement Roof Board or min. 0.5-inch (R
plate Elevate ISOGARD HD
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof|1.5.0. Twin
. . L V-Force FR or  |One or more layer(s), Min. 2-inch . R
inch APA inch minimum two 1 per Pack or 1.S.0. [Board or min 0.5-inch SECUROCK Pack or
\W-124. , |V-Force P, self- |Elevate ISOGARD GL, Elevate . BB1-LVOC -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board or 1.S.0. Spray
ply plywood |Prime Fastener V19 per J inch o.c. ISOGARD HD R, 6-inch o.c.
plate
Versa-Fast Metal Min. 7/16-inch DEXcell Cement
Min. 19/32- [Min. 0.25- Plate V19 with . . Roof Board or min. 0.5-inch
. . . V-Force FR or |One or more layer(s), Min. 2-inch . . .
\W-125 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin JetY DensDeck Prime, DEXcell FA Glass  [Twin JetY BB1-LVOC 60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! (SPATTER) Mat Roof Board, SECUROCK (SPATTER) ’
ply plywood |Prime Fastener V19 per 6 Gypsum-Fiber Roof Board, or
plate Elevate ISOGARD HD
. Versa-Fast Metal Min. 7/16-inch DEXcell Cement Roof
Min. 19/32- . . Plate V19 with . . . .
inch APA Min. 0.5-inch minimum two 1per |V-Force P. self One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
\W-126. rated CDX 4- DensDeck (2) Versa-Fast 1 42 £ | adherin ! Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) BB1-LVOC -67.5
v blvwood Prime Fastener V19 per ' 6 ISOGARD CG Board, SECUROCK Gypsum-Fiber
P Pl P Roof Board, or Elevate ISOGARD HD
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
1975 i o3 PRSI | e phorJonearmoreyr) i, e S0 M JAE DKl emert oo 50,
W-127. DensDeck p , |V-Force P, self- |Elevate ISOGARD GL, Elevate P . . BB1-LVOC -75.0
rated CDX 4- Prime (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board or 1.5.0. Spray
ply plywood Fastener V19 per 6 inch o.c. ISOGARD HD R, 6-inch o.c.
plate
. Versa-Fast Metal Min. 7/16-inch DEXcell Cement Roof
Min. 19/32- | . . Plate V19 with ) . . )
inch APA Min. 0.5-inch minimum two 1per |V-Force FR One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
\W-128. rated CDX 4 DensDeck (2) Versa-Fast 1 42 £ |self adheri'n Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) BB1-LVOC -75.0
v blvwood Prime Fastener V19 per ' € |IsOGARD CG Board, SECUROCK Gypsum-Fiber
Py Y P Roof Board, or Elevate ISOGARD HD
plate
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Versa-Fast Metal Min. 0.25-inch DensDeck Prime, i(szls:fostR:rj(RXZR-l-
Min. 19/32- |Min. 0.25- |Plate V19 with V-Force FRor  |One or more layers, min. 1-inch  [1.5.0. Twin | >Xcell FA Glass Mat Roof Board, or |1.5.0. Twin |y o yyn o xgo xrsmA
inch APA inch minimum two 1 per SECUROCK Gypsum-Fiber Roof Pack or L .
W-129. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. A . in ribbons 4-inch o.c. -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft . Board, min. 7/16-inch DEXcell 1.5.0. Spray
. adhering ISOGARD CG Spray R . . or XR-TJ (SPATTER) or
ply plywood |Prime Fastener V19 per Cement Roof Board or min. 0.5-inch |R
late Elevate ISOGARD HD XR1-WBBA or XR2-
P WBBA
Versa-Fast Metal XR1-ISOSR, XR2-
. . . . . . . ISOSR, XR-TJ, XR1-
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof|1.5.0. Twin
. . L V-Force FR or  |One or more layer(s), Min. 2-inch . R XRSMA or XR2-XRSMA
inch APA inch minimum two 1 per Pack or .S.0. [Board or min 0.5-inch SECUROCK Pack or L .
\W-130. , |V-Force P, self- |Elevate ISOGARD GL, Elevate . in ribbons 4-inch o.c. -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft . Spray R, 6- Gypsum-Fiber Roof Board or 1.S.0. Spray
ly plywood [Prime Fastener V19 per adhering ISOGARD CG inch o.c ISOGARD HD R, 6-inch o.c or XR-TJ (SPATTER) or
PV Pl e P < ' “*|XR1-WBBA or XR2-
P WBBA
Versa-Fast Metal Min. 7/16-inch DEXcell Cement i(SFgS_IRS?(SRR’Tj(F;(ZR_l
Min. 19/32- |Min. 0.25-  |Plate V19 with Roof B in. 0.5-inch P AT
. in. 19/3 . in. 0.25 ?t? 9 wit V-Force FR or |One or more layer(s), Min. 2-inch . oof Board o'r min. 0.5-inc . XRSMA or XR2-XRSMA
W-131 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin Jet Y DensDeck Prime, DEXcell FA Glass  |Twin JetY in ribbons 4-inch o.c 60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? ! ! (SPATTER) Mat Roof Board, SECUROCK (SPATTER) o ’
. adhering ISOGARD CG . or XR-TJ (SPATTER) or
ply plywood |Prime Fastener V19 per Gypsum-Fiber Roof Board, or
late Elevate ISOGARD HD XR1-WBBA or XR2-
P WBBA
XR1-ISOSR, XR2-
Min. 19/32- \P/ErtS:vF la;tw'\i’lita' Min. 7/16-inch DEXcell Cement Roof ISOSR, XR-TJ, XR1-
— Min. 0.5-inch | . One or more layer(s), Min. 2-inch . Board or min. 0.5-inch DensDeck . XRSMA or XR2-XRSMA
inch APA minimum two 1 per |V-Force P, self- Twin Jet Y . TwinlJetY | .
W-132. rated CDX 4- DensDeck (2) Versa-Fast 1.45 £ |adherin Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) in ribbons 4-inch o.c. -67.5
v blvwood Prime Fastener V19 per ' g ISOGARD CG Board, SECUROCK Gypsum-Fiber or XR-TJ (SPATTER) or
Ply ply Dlate P Roof Board, or Elevate ISOGARD HD XR1-WBBA or XR2-

WBBA
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
P G

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal TSROISIRS ?(iR%j(Fi(ZR .
Mm' 19/32- Min. 0.5-inch Plét? V19 with V-Force FR or  |One or more layer(s), Min. 2-inch 1.5.0. Twin Min. 7/16_|hCh DE.XceII Cement Roof|1.5.0. Twin XRSMA or XR2-XRSMA
inch APA minimum two 1 per Pack or 1.S.0. [Board or min 0.5-inch SECUROCK Pack or L .
W-133. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate . in ribbons 4-inch o.c. -75.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft . Spray R, 6- Gypsum-Fiber Roof Board, or 1.S.0. Spray
ly plywood Prime Fastener V19 per adhering ISOGARD CG inch o.c ISOGARD HD R, 6-inch o.c or XR-TJ (SPATTER) or
Ply plyw e P inch 0.¢. » O7INCN 0-C- |y R1-WBBA or XR2-
P WBBA
XR1-ISOSR, XR2-
Min. 16/32- X;t:\f f;tw'\i/t'ita' Min. 7/16-inch DEXcell Cement Roof ISOSR, XR-TJ, XR1-
N Min. 0.5-inch . One or more layer(s), Min. 2-inch . Board or min. 0.5-inch DensDeck . XRSMA or XR2-XRSMA
inch APA minimum two 1 per |V-Force FR, Twin JetY R Twin JetY . .
\W-134. rated CDX 4- DensDeck (2) Versa-Fast 1.45 £ |self-adherin Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) in ribbons 4-inch o.c. -75.0
v blvwood Prime Fastener V19 per ' & ISOGARD CG Board, SECUROCK Gypsum-Fiber or XR-TJ (SPATTER) or
Py Y e P Roof Board, or Elevate ISOGARD HD XR1-WBBA or XR2-
P WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Versa-Fast Metal
!Vlm. 19/32- .Mm' 0.25- Plét? V19 with V-Force FR or  |One or more layers, min. 1-inch  [1.S.0. Twin Min. 0.25-inch DensDeck Prime or 1.5.0. Twin 1XR1-ISOSR, XR-T),
w135, |IMCRAPA - jinch MInImum tWo || 1Per 'y corce p, self- |Elevate ISOGARD GL, Elevate  |Pack or 1.5.0. |SECUROCK Gypsum-Fiber Roof | 2ok O [XRI-XRSMA, XR2- 525
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Sprav R D Board P 1.5.0. Spray |ISOSR, or XR2-XRSMA ’
ply plywood |Prime Fastener V19 per g pray R in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Pl?t? V19 with V-Force FR or |One or more layers, min. 1-inch  [1.5.0. Twin . . 1.5.0. Twin XR1-ISOSR, XR-TJ or
inch APA inch minimum two 1 per Min. 0.25-inch DEXcell FA Glass Mat |Pack or o
\W-136. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. XR1-XRSMA in ribbons| -52.5
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft . Roof Board 1.5.0. Spray .
R adhering ISOGARD CG Spray R 6-inch o.c.
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . . . 1.5.0. Twin
inch APA inch minimum two 1 per V-Force FR or |One or more layers, min. 1-inch |I.5.0. Twin Min. 7-16-inch DEXcell Cement Roof |Pack or XR1-XRSMA
W-137. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. ” -52.5
rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft . Board 1.5.0. Spray |[(RIBBONS, 6” o.c.)
. adhering ISOGARD CG Spray R
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
:\:é::sfz_ :\::;1 0.25- :?r:?m\(Jlr: rlv:/toh 1 per V-Force FR or |One or more layers, min. 1-inch  |1.5.0. Twin Lz;:?('c;rrwm i(Sszls_lF{S?(SIRFf’Tj(Fi(Zl?_l-
\W-138. rated CDX 4- |DensDeck (2) Versa-Fast 1.45 f2 ;/;Il;zrr(i:: P, self- :Eslg\g;ig(ggARD GL, Elevate Ea::: o'; 1.5.0. |Min. 0.5-inch Elevate ISOGARD HD 15.0. Spray |XRSMA or XR2-XRSMA -52.5
ply plywood |Prime Fastener V19 per J pray R in ribbons 6-inch o.c.
plate
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Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with V-Force FRor | One or more layer(s), Min. 2-inch 1.5.0. Twin I.5.0. Twin  |XR1-ISOSR, XR-TJ,
\W-139 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARyD GL’EIeva.xte Pack or 1.S.0. [Min. 0.5-inch SECUROCK Gypsum- |Pack or XR1-XRSMA, XR2- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Fiber Roof Board 1.5.0. Spray |ISOSR, or XR2-XRSMA ’
ply plywood |Prime Fastener V19 per 6 inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with V-Force FRor |One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin
W-140 inch APA inch minimum two 1 per V-Force P self- |Elevate ISOGARyD GLIEIevé\te Pack or 1.S.0. [Min. 7-16-inch DEXcell Cement Roof |Pack or XR1-XRSMA 60.0
’ rated CDX 4- [DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Board 1.5.0. Spray |(RIBBONS, 6” o.c.) ’
ply plywood |Prime Fastener V19 per g inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin I.5.0. Twin  |XR1-ISOSR, XR2-
inch APA  [inch minimum two | 1per |/ ForceFRor - jOne ormore layer(s), Min. 2-inch | ' ¢ Pack or ISOSR, XR-TJ, XR1-
W-141. rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft2 Zc-iioe:'(i:s P self- :Esleo\gl;;II)SCC)gARD GL, Elevate Spray R, 6- Min. 0.5-inch Elevate ISOGARD HD 1.5.0. Spray |XRSMA or XR2-XRSMA -600
ply plywood |Prime Fastener V19 per 6 inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Plét.e V19 with V-Force FR or  |One or more layer(s), Min. 2-inch ) Min. 0.5-inch DensDeck Prime or . XR1-ISOSR, XR-T),
w-142, | NN APA - inch minimum two | 1per |y o p self- |Elevate ISOGARD GL, Elevate |\ VM€t Y  IsecUROCK Gypsum-Fiber Roof TwinJet Y| XR1-XRSMA, XR2- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! (SPATTER) Board P (SPATTER)  |ISOSR, or XR2-XRSMA ’
ply plywood |Prime Fastener V19 per J in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Mm' 19/32- .Mm' 0.25- Pl?t? V19 with V-Force FR or |One or more layer(s), Min. 2-inch ) . . ) XR1-ISOSR, XR-TJ or
\W-143 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin JetY Min. 0.5-inch DEXcell FA Glass Mat |Twin JetY XR1-XRSMA in ribbons 60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! (SPATTER) Roof Board (SPATTER) 6uinch o.c ’
ply plywood |Prime Fastener V19 per e -
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . .
wo4s  |INCNAPA finch minimumtwo | 1per |1"TOr%® TR OF |Bne or move Liysgi)'é\f;\?;tzej'mh TwinJetY  |Min. 7/16-inch DEXcell Cement Roof | Twin Jet Y  |XR1-XRSMA €00
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft2 adherin ! ISOGARD CG ! (SPATTER) Board (SPATTER)  |(RIBBONS, 6” o.c.) ’
ply plywood |Prime Fastener V19 per g
plate
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . XR1-ISOSR, XR2-
. . L V-Force FR or |One or more layer(s), Min. 2-inch . . ’
inch APA inch minimum two 1 per Twin JetY . . Twin JetY ISOSR, XR-TJ, XR1-
\W-145. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 2 V—For(?e P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER)  |XRSMA or XR2-XRSMA 60.0
R adhering ISOGARD CG L .
ply plywood |Prime Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . 1.5.0. Twin I.5.0. Twin  |XR1-ISOSR, XR-TJ,
W-146 inch APA ’[\)A;:'ngc—;(m:h minimum two 1 per x:ig:ﬁz ERsZrIf— (E:)Izsa:;rgg;;{y;gi)l F!\Iﬂel\r/];i\tze—mm Pack or 1.5.0. |Min. 0.5-inch SECUROCK Gypsum-  |Pack or XR1-XRSMA, XR2- -60.0
’ rated CDX 4- | (2) Versa-Fast 1.45 ft? Y ! Spray R, 6- Fiber Roof Board 1.5.0. Spray [ISOSR, or XR2-XRSMA ’
Prime adhering ISOGARD CG X . L E
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- ) R Plate V19 with . . 1.5.0. Twin 1.5.0. Twin
inch APA Min. 0.5-inch minimum two 1 per V-Force FR or |One or more layer(s), Min. 2-inch Pack or 1.5.0. |Min. 7-16-inch DEXcell Cement Roof |Pack or XR1-XRSMA
\W-147. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate ” -60.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft . Spray R, 6- Board 1.5.0. Spray |(RIBBONS, 6” o.c.)
Prime adhering ISOGARD CG X .
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
:\::;] ,:F?//\gz- Min. 0.5-inch :?;?m\(jlr: rlv:l? 1 per V-Force FR or |One or more layer(s), Min. 2-inch chok;\l:llgo L;?(.;wm T(SROIS-:RS?(SRR:IJ(RXZR-l
\W-148. DensDeck V-F P, self- |El | ARD GL, El 7" [Min. 0.5-inch Elevate ISOGARD HD AT g -75.0
rated COX 4- DS 2CK | (9) Versa-Fast | 1.5 fiz |V rorce P sellr  Fevae SOBARD GL Elevate gy g g Min-0-5inch Elevate 1.5.0. Spray |XRSMA or XR2-XRSMA
ply plywood Fastener V19 per e inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Mm' 19/32- Min. 0.5-inch Pl?t? V19 with V-Force FR or |One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime or . XR1-ISOSR, XR-T),
W-149 inch APA = InensDeck  |Tinmimumtwo | 1per | e oo b self- |Elevate ISOGARD GL, Elevate | """ €'Y |SECUROCK Gypsum-Fiber Roof Twin Jet Y |XR1-XRSMA, XR2- 60.0
* |rated CDX 4-|"¢ (2) Versa-Fast | 1.45 ft2 €5 g (SPATTER) P (SPATTER)  |ISOSR, or XR2-XRSMA :
Prime adhering ISOGARD CG Board o R
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
.Mm' 19/32- Min. 0.5-inch Plét.e V19 with V-Force FR or |One or more layer(s), Min. 2-inch . . . . XR1-ISOSR, XR-TJ or
inch APA minimum two 1 per Twin Jet Y Min. 0.5-inch DEXcell FA Glass Mat |Twin JetY I
\W-150. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate XR1-XRSMA in ribbons| -60.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft . (SPATTER) Roof Board (SPATTER) .
Prime adhering ISOGARD CG 6-inch o.c.
ply plywood Fastener V19 per
plate
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . .
sy [inchAPA g"e':'sgfc'l'(mh minimum two | 1per |1 "TOr%C TR OF |Bne or Move ﬂﬁﬁ”?&imm TwinJetY  [Min. 7/16-inch DEXcell Cement Roof [TwinJet Y  [XR1-XRSMA €00
: rated CDX 4- | _ . (2) Versa-Fast | 1.45 ft? Nl ’ (SPATTER) Board (SPATTER)  |(RIBBONS, 6” o.c.) :
Prime adhering ISOGARD CG
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . XR1-ISOSR, XR2-
. Min. 0.5-inch | . One or more layer(s), Min. 2-inch . . !
inch APA minimum two 1 per |V-Force P, self- Twin JetY . . TwinJetY  [ISOSR, XR-TJ, XR1-
\W-152. DensDeck ! El | ARD GL, El Min. 0.5-inch El | ARD HD ! ! -67.
> rated CDX 4- | o=0¢¢ (2) Versa-Fast | 1.45 ft* |adhering evate ISOGARD GL, Elevate | o \rrep) in. 0.5-inch Elevate IS0G (SPATTER)  |XRSMA or XR2-XRSMA| ©7
Prime ISOGARD CG L .
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- Plate V19 with XR1-ISOSR, XR2-
. Min. 0.5-inch | One or more layer(s), Min. 2-inch . . .
inch APA minimum two 1 per |V-ForceFR, Twin JetY . . Twin Jet Y ISOSR, XR-TJ, XR1-
\W-153. rated CDX 4- De?nsDeck (2) Versa-Fast 1.45 f |self-adhering Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER)  |XRSMA or XR2-XRSMA 75.0
Prime ISOGARD CG . .
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate

TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c) i
No. (4.1.2) (3.1.1,4.2.2) Fastener (4.2.2) Density / Pattern (psf)
i i 1 _ *
PIywoltl)d, A_PA, Any approved.thermal barrier | Elevate Heavy Duty _Fz?stener 6 parts per 4 x 8 ft board Elevate Mz.ax PVC. induction 30.0
W-154, 19/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 5 32 welded using RhinoBond (NO
Grade CDX or OSB combination Plate per>. Installation Tool HVHZ)
El All-P F
Plywood, APA, (Optional) One or more layers, evate urpose Fastener Fastener 12-inch o.c. in rows spaced 72-inch o.c. positioned atop 80-mil Elevate Max PVC induction -37.5
PR s or Elevate Heavy Duty L R . ) )
W-155. 19/32”, rating 32/16, any combination; wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond (NO
R Fastener and Elevate PVC )
Grade CDX preliminarily attached . trusses Installation Tool HVHZ)
InvisiWeld Plate
El All-p F
Plywood, APA, (Optional) One or more layers, ore;sat\?ate H:;'so;emastener Fastener 18-inch o.c. in rows spaced 48-inch o.c. positioned atop 80-mil Elevate Max PVC induction -37.5
W-156. 19/32”, rating 32/16, any combination; ¥ ¥ wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond (NO
o Fastener and Elevate PVC )
Grade CDX preliminarily attached Invisiweld Plate trusses Installation Tool HVHZ)
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TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.1,4.2.2) Fastener (4.2.2) Density / Pattern (psf)
Plywood, APA,
19/32", rating 32/16, Any approved thermal barrier | Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
Grade CDX or OSB X R . 6 parts per 4 x 8 ft board . N
W-157. and/or insulation, any and Elevate PVC InvisiWeld ) Elevate PVC KEE induction welded -45.0*
(NO-HVHZ), APA, combination Plate Lper53ft using RhinoBond Installation Tool
19/32” (0.578 in.), &
Exposure 1
Plywood, APA,
19/327, rating 32/16, Any approved thermal barrier | Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
Grade CDX or OSB K . - 8 parts per 4 x 8 ft board . N
W-158. and/or insulation, any and Elevate PVC InvisiWeld N Elevate PVC KEE induction welded -45.0*
(NO-HVHZ), APA, combination Plate Lperd.0ft using RhinoBond Installation Tool
19/32” (0.578in.), g
Exposure 1
Plywood, APA, ig::::zlailo)a?:;zra::(;?:fd Elevate Heavy Duty Fastener Elevate Max PVC induction
W-159. 19/32”, rating 32/16, X . L. and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 72-inch o.c. welded using RhinoBond -45.0
insulation, any combination, .
Grade CDX L Plate Installation Tool
preliminarily attached
Plywo,cl)d, A.PA, Any apr.)roved.thermal barrier | Elevate Heavy Duty .F?stener 12 parts per 4 x 8 ft board Elevate M.j:\x PVC. induction
W-160. 15/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 2.7 2 welded using RhinoBond -45.0
Grade CDX combination Plate per 2. Installation Tool
0SB (NO-HVHZ), APA, ig::::glall))a?rr;:ra::dr?:red Elevate Heavy Duty Fastener Fastener 6-inch o.c. in rows spaced 96-inch o.c. positioned atop Elevate Max PVC induction
W-161. 19/32” (0.578 in.), X . L. and Elevate PVC InvisiWeld wood trusses; minimum 1.0-inch fastener embedment into welded using RhinoBond -45.0
insulation, any combination, .
Exposure 1 o Plate trusses Installation Tool
preliminarily attached
Plywood, APA, ig::::glall))a?rr;:ra::dr?:red Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
W-162. 19/32”, rating 32/16, X . L. and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 72-inch o.c. Elevate PVC KEE induction welded -52.5
insulation, any combination, . . .
Grade CDX o Plate using RhinoBond Installation Tool
preliminarily attached
Plywood, APA, (Optional) One or more layers, ELe;/;tja/t\;I::;\pl)o;eu:astener Fastener 12-inch o.c. in rows spaced 48-inch o.c. positioned atop 80-mil Elevate Max PVC induction
W-163. 19/32”, rating 32/16, any combination; ¥ ¥ wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond -52.5
- Fastener and Elevate PVC ;
Grade CDX preliminarily attached . trusses Installation Tool
InvisiWeld Plate
Plywo,cl)d, A.PA, Any apr.)roved.thermal barrier | Elevate Heavy Duty .F?stener 12 parts per 4 x 8 ft board Elevate PVC, EIev.ate M-ax PVCor
W-164. 15/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 2.7 2 Elevate PVC KEE induction welded -52.5
Grade CDX combination Plate per 2. using RhinoBond Installation Tool
Plywood, APA, ig::::glall))a?rr;:ra::dr?:red Elevate Heavy Duty Fastener Elevate Max PVC induction
W-165. 19/32”, rating 32/16, X . L. and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 60-inch o.c. welded using RhinoBond -60.0
insulation, any combination, .
Grade CDX o Plate Installation Tool
preliminarily attached
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TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

ISO/IEC 17065

fgeney.

PCA-145

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.1,4.2.2) Fastener (4.2.2) Density / Pattern (psf)
Plywood, APA, (Optional) One or more layers, E:ﬁe;:;;a;?;l—::;so;e;astener Fastener 6-inch o.c. in rows spaced 96-inch o.c. positioned atop 80-mil Elevate Max PVC induction
W-166. 19/32”, rating 32/16, any combination; Y Y wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond -60.0
P Fastener and Elevate PVC .
Grade CDX preliminarily attached . trusses Installation Tool
InvisiWeld Plate
1 per 2.7 ft* (12 parts per 4 x 8 ft bird; Fastener engage wood
trusses, minimum 0.9-inch embedment)
£ £ £ £ £
R T e A S A S R
i ~ ~ o~ -
El All-P F
Plywood, APA, One or more layers, any oreI\EIIaet:ate H:;‘\;/)o;emastener Elevate Max PVC induction
W-167. 19/32”, rating 32/16, combination; min. 1.5-inch, ¥ ¥ welded using RhinoBond -60.0
Grade CDX min. 16 psi Fastener and Elevate PVC Installation Tool
1oP InvisiWeld Plate
5 £
i T
Plywood, APA,
19/32", rating 32/16, (Optional) Ar_1y approved Elevate Heavy Duty Fastener ) ) . Elevate PVC, Max PVC,or PVC KEE
Grade CDX or OSB thermal barrier and/or . Max. 6-inch o.c. in rows spaced max. 96-inch o.c. along wood . . .
W-168. X . I and Elevate PVC InvisiWeld induction welded using -75.0
(NO-HVHZ), APA, insulation, any combination, Plate structural members RhinoBond Installation Tool
19/32” (0.578in.), preliminarily attached
Exposure 1
Plywood, APA, ig::::ﬁg;?::j::;?gfd Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
W-169. 19/32”, rating 32/16, X . L. and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 60-inch o.c. Elevate PVC KEE induction welded -82.5
insulation, any combination, . . .
Grade CDX L Plate using RhinoBond Installation Tool
preliminarily attached
1 per 2.0 ft? (16 parts per 4 x 8 ft board; Fastener engage wood
trusses, minimum 0.9-inch embedment)
= £ £ £ £
T T < T < T <+ T e &
— ~ ~ ~ — =
Plywood, APA, One or more layers, any ELe;/;tja/t\(ll-;’:;\pl)o;eu:astener N - .5 Elevate Max PVC induction
W-170. 19/32”, rating 32/16, combination; min. 1.5-inch, ¥ ¥ N welded using RhinoBond -90.0
1

Grade CDX

min. 16 psi

Fastener and Elevate PVC
InvisiWeld Plate

6-in.{-—{12-in.;-

Installation Tool

LINKTO TOP
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TABLE 9r: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

Insulation Layer (4.2.2 Roof Cover (3.1.4)
System Deck renl )Att h — = MDP
No. (4.1.2) Type 3:; Membrane Fastener (3.1.1, 4.2.2) Sa:aiir:fgr Lap Width Sp;:‘?:lg Seam Weld (psf)
” Any approved thermal . Elevate PVC, . -30.0
W-171. rPe:\t/ivr‘:o:c;’/ﬁzA,G::c{:ZCIIJX barrier and/or insulation, aptrf;;? Elevate Max PVC E::X::z :eDag/Za[:qupl/athstener with 5-inch o.c. 6-inch 114-inch 1.5-inch (NO
g ’ any combination or Elevate PVC KEE HVHZ)
Plywood, APA, 19/32” . . -37.5
! ! ! | . El H -D F h
W-172. | rating 40/20, 4-ply One or more layers, min. |\ o 12id | Elevate Max PVC evate Heavy-Duty Fastener wit 12-inch o.c. 6-inch 114-inch 1.5-inch (NO
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX HVHZ)
Plywood, APA, 19/32”, . .
W-173. rating 40/20, 4-ply One.or more Iayers., ml.n. Loose laid | Elevate Max PVC Elevate Heavy-Duty Fastener with 6-inch o.c. 6-inch 54-inch 1.5-inch -60.0
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX
Plywood, APA, 19/32” ) .
! ! ! | . El H -D F h
W-174. rating 40/20, 4-ply One.or more ayers., ml.n Loose laid | Elevate Max PVC evate Heavy Duty Fastener wit 6-inch o.c. 6-inch 114-inch 1.5-inch -75.0
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX
Plywood, APA, 19/32", One or more layers, min E::::':z IF\’/IV;()I(’T/C Elevate Heavy-Duty Fastener with 375
W-175. | rating 40/20, 4-ply : Yers, miN- 1) 5ose laid y-buty 12-inch o.c. 6-inch 114-inch 1.5-inch (NO
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX HVHZ)
KEE XR
Plywood, APA, 19/32", One or more layers, min E::::: :A\gi)l()}:lc Elevate Heavy-Duty Fastener with
W-176. rating 40/20, 4-ply . v L Loose laid v Y 6-inch o.c. 6-inch 54-inch 1.5-inch -60.0
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX
KEE XR
Elevate PVC XR
Plywood, APA, 19/32”, . ! )
W-177. rating 40/20, 4-ply One.or more Iayers‘, ml.n' Loose laid Elevate Max PVC Elevate Heavy-Duty Fastener with 6-inch o.c. 6-inch 114-inch 1.5-inch -75.0
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX KEE XR

TABLE 10A: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base

Insulation Layer

Top Insulation Layer

System Deck MDP
Roof Cover (3.1.4
No. (4.12) Type Attach Type Attach (3.1.4) (psf)*
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
«cq | Min22ga tyeB, | Min L5inchisoARD | 1> s:cckk’ ety Twin et Y OrbS.0- | (optional) Additional | 1.5.0. Stick, Twin Jet, Twin Jet Yor | BB1-18SA, BB2-JBSA, BBL-LVOC, |
’ Grade 33 steel GL or ISOGARD CG ’ e & top layers base insulation | 1.5.0. Twin Pack BB2-LVOC or BB-WBBA '
flanges of steel deck

Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional | 1.5.0. Twin Pack or Twin Jet Y, 6-

SC-2. . . . BB-WBBA -67.5
Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c.
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NEMO |cert® ISO/IEC 17065 PCA-145
TABLE 10A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer

System Deck ! Attach ;i . Attach Roof Cover (3.1.4) MDE

No. (8.1.2) ac ac = (psf)*

Type 3.13) Type (3.1.3) :
sc3 Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional | 1.S.0. Twin Pack or Twin Jet Y, 6- BB1-JBSA, BB2-JBSA, BB1-LVOC or 75.0
’ Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c. BB2-LVOC '

ELEVATE PVC KEE APPLICATIONS:

1.S.0. Stick, Twin Jet, Twin JetY or I.S.0.

Min. 22 ga., type B, Min. 1.5-inch ISOGARD . . (Optional) Additional 1.S.0. Stick, Twin Jet, Twin Jet Y or
SC-4. Grade 33 steel GL or ISOGARD CG Twin Pack, 12-inch o.c. along top layers base insulation | 1.5.0. Twin Pack BB1-LVOC 45.0
flanges of steel deck
scs Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional 1.5.0. Twin Pack or Twin Jet Y, 6- BB1-LVOC 75.0
’ Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c. '
TABLE 108B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System pesk Vapor Barrier Li L2 L4 Roof Cover (3.1.4) MpP
No. (4.1.2) Type | Attach (3.1.3) Type | Attach (3.1.3) (psf)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, V-Force or V-Force FR, Min. 1.5-inch 1.5.0. Spr.ay Ror1.5.0. Twin (Optional) Additional layers | 1.5.0. Spray R or I.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, -37:5
SC-6. Grade 33 steel self-adhered to top ISOGARD GL or Pack, 12-inch o.c. along top base insulation Twin Pack BB2-LVOC or BB-WBBA (NO
flanges of steel deck ISOGARD CG flanges of steel deck HVHZ)
1.S.0. Stick, Twin Jet, Twin
) . ’ ’ 1.5.0. Stick, Twin Jet,
Min. 22 ga., type B, | ForceorV-Force FR, | Min.15-inch JetYorl.S.0. Spray R or (Optional) Additional layers | Twin Jet Y or 1.5.0. BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-7. self-adhered to top ISOGARD GL or 1.5.0. Twin Pack, 12-inch . R . -45.0*
Grade 33 steel base insulation Spray R or I.S.0. Twin BB2-LVOC or BB-WBBA
flanges of steel deck ISOGARD CG o.c. along top flanges of pack
steel deck
Min. 22 ga., type B, | V- orce self-adhered | Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. | .oy Additional layers | 1.5.0. Twin Pack, 6-inch | BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-8. Grade 33 steel to top flanges of steel ISOGARD GL or along top flanges of steel base insulation oc BB2-LVOC or BB-WBBA -60.0*
deck ISOGARD CG deck -
Min. 22 ga., type B, | V. orce R, self Min. 2-inch 1:5.0. Twin Pack, 6-inch 0.¢. | 4i5na) Additional layers | 1.5.0. Twin Pack, 6-inch | BB1-IBSA, BB2-JBSA, BBI-LVOC,
SC-9. Grade 33 steel adhered to top flanges | ISOGARD GL or along top flanges of steel base insulation oc BB2-LVOC or BB-WBBA -45.0
of steel deck ISOGARD CG deck o
One or more
layer(s), Min. 2-
$C-10 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min 0.5-inch SECUROCK 1.5.0. Twin Pack, 1.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, -90.0
' Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Gypsum-Fiber Roof Board Spray R, 6-inch o.c. BB2-LVOC or BB-WBBA ’
Elevate
ISOGARD CG
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TeAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

NER-AMZ-001.A.R6
2026-09-10

Amrize Building Envelope LLC (Elevate)

FL35402-R9

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Base Insulation Layer Top Insulation Layer
System 253 Vapor Barrier y P y Roof Cover (3.1.4) MpP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) sf]
One or more
layer(s), Min. 2-
sc11 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 7/16-inch DEXcell 1.5.0. Twin Pack, 6-inch BB1-LVOC, BB2-LVOC or BB- -90.0
' Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Cement Roof Board o.c. WBBA ’
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
sc12 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 0.5-inch Elevate 1.5.0. Twin Pack, 1.S.0. BB1-JBSA, BB1-LVOC, BB2-LVOC -90.0
' Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. ISOGARD HD Spray R, 6-inch o.c. or BB-WBBA ’
Elevate
ISOGARD CG
One or more
layer(s), Min. 2- . .
Min. 0.5-inch DensDeck
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-13. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Prime or S.ECUROCK Twin Jet Y (SPATTER) BB2-LVOC or BB-WBBA -90.0
Gypsum-Fiber Roof Board
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch DEXcell FA . BB1-LVOC, BB2-LVOC or BB-
SC14 | Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Glass Mat Roof Board Twin Jet Y (SPATTER) WBBA 90.0
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 7/16-inch DEXcell . BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-15. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Cement Roof Board Twin Jet Y (SPATTER) or BB-WBBA 90.0
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch Elevate . BB1-JBSA, BB1-LVOC, BB2-LVOC
SC16 | Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) ISOGARD HD Twin Jet Y (SPATTER) or BB-WBBA 90.0
Elevate
ISOGARD CG
ELEVATE PVC KEE APPLICATIONS:
. V-Force or V-Force FR, Min. 1.5-inch 1.5.0. Spray R or .S.0. Twin . . -37.5
SC-17. g/lrl:a:ggas't’ezpe B, self-adhered to top ISOGARD GL or Pack, 12-inch o.c. along top Loa‘::?nn:jll)a?i(:tlonal layers !I'jva PS:cr:y Rorl.S.0. BB1-LVOC (NO
flanges of steel deck ISOGARD CG flanges of steel deck HVHZ)
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® _
N EMO |cert. ISO/IEC 17065 PCA-145
TABLE 108B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System 253 Vapor Barrier y P y Roof Cover (3.1.4) MpP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) (psf)
1.S.0. Stick, Twin Jet, Twin
’ , 1.5.0. Stick, Twin Jet
. V-Force or V-Force FR, | Min. 1.5-inch JetYor1.5.0. Spray R or . . ) ’ ’
SC-18. g/'r':aezggas't’ezpe B | self-adhered to top ISOGARD GLor | 1.5.0. Twin Pack, 12-inch Lc;‘::?n":ljl)a/::::"t'onal layers lwr': J;toYr(I)rSIg.?\.Nin BB1-LVOC -45.0*
flanges of steel deck ISOGARD CG o.c. along top flanges of Pchy T
steel deck
. V-Force, self-adhered Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. . - . .
SC-19. g::a:gi't’etglpe B, to top flanges of steel ISOGARD GL or along top flanges of steel Lca);sag?nnsa::l)a?:)c:‘ltlonal layers I(;S(;o' Twin Pack, 6-inch BB1-LVOC -60.0*
deck ISOGARD CG deck o
. V-Force FR, self- Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. . " . .
SC-20. gﬂrlgc;i:ég:et;pe B, adhered to top flanges | ISOGARD GL or along top flanges of steel L(:Z:?nn::?a?g(:tlonal layers :).Sr:O. Twin Pack, 6-inch BB1-LVOC -45.0
of steel deck ISOGARD CG deck -
One or more Min. 7/16-inch DEXcell
layer(s), Min. 2- Cement Roof Board or min
Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. . 1.5.0. Twin Pack, I.S.0.
SC-21. . . 0.5-inch SECUROCK . BB1-LVOC -90.0
Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. R Spray R, 6-inch o.c.
Elevate Gypsum-Fiber Roof Board
ISOGARD CG or ISOGARD HD
Min. 7/16-inch DEXcell
One or more )
. Cement Roof Board or min.
layer(s), Min. 2- . ;
Min. 22 ga., Type B V-Force FR, self- inch Elevate 0.5-inch DensDeck Prime,
SC-22. - 283 TYPe B, - Twin Jet Y (SPATTER) DEXcell FA Glass Mat Roof | Twin Jet Y (SPATTER) BB1-LVOC -90.0
Grade 40 steel adhering ISOGARD GL,
Board, SECUROCK Gypsum-
Elevate i
ISOGARD CG Fiber Roof Board or Elevate
ISOGARD HD
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
g::rc(’s')ml\zir: . Min. 7/16-inch DEXcell XR1-ISOSR, XR2-ISOSR, XR-T,
Min. 22 ga., Type B, | V-Force FR, self- inch Elevate 1.S.0. Twin Pack, 1.5.0. cement Roof Board ormin | ¢ &, ryyin pack, 5.0, | *RLXRSMA or XRZ-XRSMA in
23| Grade 40 steel adherin ISOGARD GL Spray R, 6-inch o.c 0-5-inch SECUROCK Spray R, 6-inch o.c ribbons 4-inch o.c. or XR-TJ 200
J Bovate pray . Gypsum-Fiber Roof Board pray R, -« (SPATTER) or XR1-WBBA or XR2-
ISOGARD CG or ISOGARD HD WBBA
One or more Min. 7/16-inch DEXcell
layer(s), Min. 2- Cement Roof Board or min. XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga.. Tvoe B V-Force FR. self- inZh Elelvate- 0.5-inch DensDeck Prime, XR1-XRSMA or XR2-XRSMA in
sc2a. | oo 4g S't’ee‘l'p O SOGARD L Twin Jet Y (SPATTER) DEXcell FA Glass Mat Roof | Twin Jet Y (SPATTER) ribbons 4-inch o.c. or XR-TJ -90.0
J ! Board, SECUROCK Gypsum- (SPATTER) or XR1-WBBA or XR2-
Elevate i
ISOGARD CG Fiber Roof Board or Elevate WBBA
ISOGARD HD

LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.: NER-AMZ-001.A.R6 FL35402-R9
Revision 6: 2026-09-10 QCPRrEDrlTED'
Page 41 of 120 oy
NEMO |cert® ISO/IEC 17065 PCA-145
TABLE 108B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System 253 Vapor Barrier y P y Roof Cover (3.1.4) MpP
No. (4.1.2) Type | Attach (3.1.3) Type | Attach (3.1.3) (psf)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
One or more
layer(s), Min. 2-
$C.25 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min 0.5-inch SECUROCK 1.5.0. Twin Pack, I.S.0. ii;:::g:::’ ﬁrR;(TIiIZ?(XRRlS—)I\(/IR:xA, -60.0
' Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Gypsum-Fiber Roof Board Spray R, 6-inch o.c. . ; ’
ribbons 6-inch o.c.
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 7/16-inch DEXcell 1.5.0. Twin Pack, 1.S.0. ”
SC-26. Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Cement Roof Board Spray R, 6-inch o.c. XR1-XRSMA (RIBBONS, 6 o.c.) 60.0
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
sc.27 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 0.5-inch Elevate 1.5.0. Twin Pack, I.S.0. igi:g&ﬁxjﬁ;gﬁiﬁ%ﬁ:ﬂa 825
' Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. ISOGARD HD Spray R, 6-inch o.c. R X ’
ribbons 6-inch o.c.
Elevate
ISOGARD CG
One or more
layer(s), Min. 2- . .
Min. 22 ga.. Tyoe B V-Force R, self- inch Elevate Min. 0.5-inch DensDeck XR1-ISOSR, XR2-ISOSR, XR-TJ,
sC-28. -~ 824 TYPe B, e Twin Jet Y (SPATTER) Prime or SECUROCK Twin Jet Y (SPATTER) XR1-XRSMA or XR2-XRSMA in -60.0
Grade 40 steel adhering ISOGARD GL, X R K
Gypsum-Fiber Roof Board ribbons 6-inch o.c.
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch DEXcell FA . XR1-ISOSR, XR-TJ or XR1-XRSMA
6l Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Glass Mat Roof Board Twin Jet Y (SPATTER) in ribbons 6-inch o.c. 60.0
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 7/16-inch DEXcell . ”
SC-30. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Cement Roof Board Twin Jet Y (SPATTER) XR1-XRSMA (RIBBONS, 6” o.c.) 60.0
Elevate
ISOGARD CG
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER
System Deck . Base Insulation Layer Top Insulation Layer MDP
Vi B Roof C 3.14 o
No. (4.1.2) apor Barrier Type Attach (3.1.3) Type Attach (3.1.3) oot Cover {3.14) sf
One or more
layer(s), Min. 2-

XR1-ISOSR, XR2-ISOSR, XR-TJ,

Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch Elevate . X
SC-31. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) ISOGARD HD Twin Jet Y (SPATTER) )§R1 XRSM.A or XR2-XRSMA in 82.5
ribbons 6-inch o.c.
Elevate
ISOGARD CG

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S)
SysTeM No. Deck ADHESIVE VAPBOR ORAIR ADHESIVE ADHESIVE RooF Cover L
(4.1.2) TypPE i3 ARRIER PRODUCT 3.1.3) PRODUCT 3.1.3) (3.1.4) PSF
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twi
Min. 22 ga., Board or min. 0.5- :)zc(lz c;rrwIn V-Force FR or |One or more layers, min. 1-inch 1.S.0. Twin . . . 1.5.0. Twin BB1-JBSA, BB2-
. . ! Min. 0.25-inch DensDeck Prime or SECUROCK JBSA, BB1-LVOC,
SC-32. Type B, inch DensDeck Prime |1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. Gyosum-Fiber Roof Board Pack, 1.5.0. BB2-LVOC or BB. -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R vp Spray R
. WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |I.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB1-LVOC, BB2-
SC-33. Type B, inch DensDeck Prime |1.5.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, 1.5.0. |LVOC or BB- -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |I.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB2-JBSA, BB1-
SC-34. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, I.5.0. |Min. 7/16-inch DEXcell Cement Roof Board Pack, 1.5.0. [LVOC, BB2-LVOC -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R or BB-WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof [1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB1-JBSA, BB1-
SC-35. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. [Min. 0.5-inch Elevate ISOGARD HD Pack, 1.5.0. [LVOC, BB2-LVOC -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R or BB-WBBA
Gypsum-Fiber Roof |other flute)
Board
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S)
SETING DECK A VAPOR OR AIR A A ROOF COVER MbDP
. DHESIVE DHESIVE DHESIVE
4.1.2 BARRIER 3.14
( ) TYPE o PRODUCT (3.13) PrODUCT 3.13) ( ) PSF
1.5.0. Twin
. BB1-JBSA, BB2-
Min. 22 ga., in. 0.5-i , min. 1-i .S5.0. Twi . . . .S.0. Twi !
& Min. 0.5-inch DEXcell\Packor |\, o pp  |One ormorelayers, min. liinch —1.S.0.Twin |\ 6 50 o pensDeck Prime or SEcURoCK | >0 TWIN |85 Bg1-1vOC,
SC-36. Type B, FA Glass Mat Roof  |1.5.0. Spray X Elevate ISOGARD GL, Elevate Pack, 1.S.0. . Pack, 1.S.0. -52.5
self-adhering Gypsum-Fiber Roof Board BB2-LVOC or BB-
Grade 40 steel |Board R (every ISOGARD CG Spray R Spray R WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB1-LVOC, BB2-
SC-37. Type B, FA Glass Mat Roof 1.5.0. Spray Self-adheri; Elevate ISOGARD GL, Elevate Pack, 1.5.0. [Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.S.0. |LVOC or BB- -52.5
Grade 40 steel |Board R (every s ISOGARD CG Spray R Spray R WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force ER One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB2-JBSA, BB1-
SC-38. Type B, FA Glass Mat Roof 1.5.0. Spray seIf-adheri'n Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 7/16-inch DEXcell Cement Roof Board Pack, 1.5.0. |LVOC, BB2-LVOC -52.5
Grade 40 steel |Board R (every J ISOGARD CG Spray R Spray R or BB-WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin |BB1-JBSA, BB1-
SC-39. Type B, FA Glass Mat Roof  |1.5.0. Spray seIf—adheri’n Elevate ISOGARD GL, Elevate Pack, 1.5.0. [Min. 0.5-inch Elevate ISOGARD HD Pack, 1.5.0. |LVOC, BB2-LVOC| -52.5
Grade 40 steel |Board R (every g ISOGARD CG Spray R Spray R or BB-WBBA
other flute)
ELEVATE PVC KEE APPLICATIONS:
Min. 7/16-inch
DEXcell Cement Roof [1.5.0. Twin . . .
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin mgl &i?élgt:ir:gue;ég?ze’ ZJE;(C;IL?SZ?S 1.5.0. Twin
SC-40. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. . LT vp Pack, 1.5.0. |BB1-LVOC -52.5
- Board, min. 7/16-inch DEXcell Cement Roof Board
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R or min. 0.5-inch Elevate ISOGARD HD Spray R
Gypsum-Fiber Roof |other flute) T
Board
1.5.0. Twin . . .
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin mlarl'S&i?g;j::il?ue;égzge’ zj%f;tgﬁgg;s 1.5.0. Twin
SC-41. Type B, FA Glass Mat Roof  |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. . T vp Pack, 1.5.0. |BB1-LVOC -52.5
Grade 40 steel |Board R adherin ISOGARD CG Sorav R Board, min. 7/16-inch DEXcell Cement Roof Board Sorav R
rade 40 stee (every 8 pray or min. 0.5-inch Elevate ISOGARD HD pray
other flute)
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S)
SETING DECK ER VAPOR OR AIR A A ROOF COVER MbDP
. DHESIVE DHESIVE
4.1.2 BARRIER 3.14
( ) TYPE o PRODUCT (3.13) PrODUCT 3.13) ( ) PSF
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-
Min. 7/16-inch ISOSR, XR-TJ,
DEXcell Cement Roof |1.S.0. Twin . . . XR1-XRSMA or
Min. 22 ga., Board or min. 0.5-  |Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin mlant ,Sgii-g:,c;fi?c[)ue;égzrge' ?LJE;(?;ILZ':SE:S 1.5.0. Twin |XR2-XRSMA in
SC-42. Type B, inch DensDeck Prime |1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. . T vp Pack, 1.5.0. |ribbons 4-inch -52.5
. Board, min. 7/16-inch DEXcell Cement Roof Board
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R or min. 0.5-inch Elevate ISOGARD HD Spray R o.c. or XR-TJ
Gypsum-Fiber Roof |other flute) o (SPATTER) or
Board XR1-WBBA or
XR2-WBBA
XR1-ISOSR, XR2-
ISOSR, XR-TJ,
1.5.0. Twin . . . XR1-XRSMA or
Min. 22 ga.,  |Min. 0.5-inch DEXcell|Pack or  |V-Force FRor |One or more layers, min. 1-inch  |1.5.0. Twin m;”t F?c’)ﬁ'é';j:fi”ES‘CDue;égErge' fﬁf;'gfgg? 1.5.0. Twin |XR2-XRSMA in
SC-43. Type B, FA Glass Mat Roof 1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. . ' vp Pack, 1.S.0. [ribbons 4-inch -52.5
. Board, min. 7/16-inch DEXcell Cement Roof Board
Grade 40 steel |Board R (every adhering ISOGARD CG Spray R ) . Spray R o.c. or XR-TJ
or min. 0.5-inch Elevate ISOGARD HD
other flute) (SPATTER) or
XR1-WBBA or
XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Min. 7/16-inch . XR1-ISOSR, XR-
DEXcell Cement Roof [1.5.0. Twin TJ, XR1-XRSMA
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin [Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Twin XR,2-ISOSR or !
SC-44. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Gypsum-Fiber Roof Board or 0.5-inch Elevate Pack, 1.S.0. XR2-XRSM’A in -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R ISOGARD HD Spray R ) -
. ribbons 6-inch
Gypsum-Fiber Roof |other flute)
o.c.
Board
Min. 7/16-inch
DEXcell Cement Roof [1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.S.0. Twin er;l(-Fii?Xs;SIl\);IRA-Tr:
SC-45. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. [Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.S.0. ribbons 6-inch -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R
j o.c.
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof [1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [XR1-XRSMA
SC-46. Type B, inch DensDeck Prime |1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, I.5.0. |Min. 7/16-inch DEXcell Cement Roof Board Pack, I.S.0. |(RIBBONS, 6” -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R o.c.)
Gypsum-Fiber Roof |other flute)
Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.A.R6 FL35402-R9
Revision 6: 2026-09-10 ﬁCPRrEDrlTED'
kst el
Page 45 of 120 feomy
NemoO |cert® ISO/IEC17065  PCA-145

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S)
SYSTEM No DECK Aomeeve | VAPORORAR A a ROOF COVER MDP
: (4.1.2) TyPE o BARRIER PRODUCT les?:vs PRODUCT "3"1553“'5 (3.1.4) PSE
150, Twi XR1-ISOSR, XR-
. . . .S.0. Twin ) ) . . . . . |TJ, XR1-XRSMA,
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin |[Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Twin XR2-ISOSR. or
SC-47. Type B, FA Glass Mat Roof  |1.5.0. Spray seIf—adheri; Elevate ISOGARD GL, Elevate Pack, I.5.0. |Gypsum-Fiber Roof Board or 0.5-inch Elevate Pack, 1.S.0. XR2—XRSM’A in -52.5
Grade 40 steel |Board R (every g ISOGARD CG Spray R ISOGARD HD Spray R . K
ribbons 6-inch
other flute)
o.c.
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin ﬁ?i(_Rli?XsF?SII\)/(IRA_Tr:
SC-48. Type B, FA Glass Mat Roof 1.5.0. Spray J Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.5.0. | . K -52.5
self-adhering ribbons 6-inch
Grade 40 steel |Board R (every ISOGARD CG Spray R Spray R oc
other flute) o
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [XR1-XRSMA
SC-49. Type B, FA Glass Mat Roof  |1.5.0. Spray self—adheri;1 Elevate ISOGARD GL, Elevate Pack, I.5.0. |Min. 7/16-inch DEXcell Cement Roof Board Pack, I.S.0. (RIBBONS, 6” -52.5
Grade 40 steel |Board R (every e ISOGARD CG Spray R Spray R o.c.)
other flute)

TABLE 10D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (esf)
(4.2.2) (3.1.2¢) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick, -37.5%
Min. 2-inch ISOGARD GL or 2 . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-50. Grade 33 steel or ISOGARD CG 3.1.1 1 per 4.0 ft Min. 0.5-inch ISOGARD HD Tw!n Jet, Twin Jet Y or I.S.0. BB2-LVOC or BB-WBBA (NO
structural concrete Twin Pack HVHZ)
Min. 22 ga. tvoe B Optional min. 1.5-inch ISOGARD GL
sc-51 Grac.1e 3§s.t’eglpor ! Min. 1.5-inch ISOGARD GL or 311 1 per 2.0 ft2 or ISOGARD CG followed by min. 1.5.0. Spray R, Twin Jet or BB1-JBSA, BB2-JBSA, BB1-LVOC, 145.0*
' structural concrete ISOGARD CG — per . 0.5-inch Tapered ISOGARD GL or Twin Jet Y BB2-LVOC or BB-WBBA ’
ISOGARD CG
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-52. Grade 33 steel or Min. 1.5-inch ISOGARD CG 3.1.1 1 per2.7ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or .S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*
— . BB2-LVOC or BB-WBBA
structural concrete ISOGARD CG Twin Pack
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-53. Grade 33 steel or Min. 2-inch ISOGARD CG 3.1.1 1 per4.0ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*
N BB2-LVOC or BB-WBBA
structural concrete ISOGARD CG Twin Pack
s g"r':('j:ési't’et;p:r& Min. 2-inch ISOGARD GL or 211 | 1oeranfe | Min: L5-inch ISOGARD HD 'Tjw?] : Jse’:r?"lv?r’] 'J:tc:( j:'lcg o BB1-JBSA, BB2-JBSA, BB1-LVOC, 25.0*
' ISOGARD CG — per &. Composite . ’ T BB2-LVOC or BB-WBBA ’
structural concrete Twin Pack
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TABLE 10D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2e) (3.1.3)
scss Z:;a:égi't’ezpff' Min. 1.5-inch ISOGARD GL or 211 | 1oeragfe | Min. L5-inch ISOGARD HD b0 ;’:r?"/\’ﬁ 'J:tc:( s:'lcg o | BBLIBSA BB24BSA BBLLVOC, | . .
' ISOGARD CG — P ’ Composite . ! "' BB2-LVOC or BB-WBBA ’
structural concrete Twin Pack
Min. 22 ga., type B, . . .
Min. 1.5-inch ISOGARD GL or 2 . . 1.S.0. Spray R, 1.5.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC, «
SC-56. Grade 33 steel or ISOGARD CG 3.1.1 1per2.0ft Min. 0.5-inch ISOGARD HD Pack or Twin Jet Y BB2-LVOC or BB-WBBA -45.0
structural concrete
Min. 22 ga., type B, | i 5 i ch ISOGARD GL or 1.5.0. Stick, Twin Jet or Twin | BB1-JBSA, BB2-JBSA, BB1-LVOC
= -4 2 . i .U, ) -, , -, , - , . *
SC-57. Grade 33 steel or ISOGARD CG 3.1.1 1per2.0ft Min. 0.5-inch ISOGARD HD Jety BB2-LVOC or BB-WBBA 45.0
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
Min. 2-inch ISOGARD GL or 2 . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-58. Grade 33 steel or ISOGARD CG 3.1.1 1per1.0ft Min. 0.5-inch ISOGARD HD Tw!n Jet, Twin JetY or I.S.0. BB2-LVOC or BB-WBBA -45.0
structural concrete Twin Pack
SC-59 ?sﬂrl:d: 235 as'{et;pfrs' Min. 1.5-inch ISOGARD GL or 311 | 1lper2.0ft m:nmeo frss_lEncCS th)eg;[()sGCks’an?-nFsiE::k Ivazf;T?rwa.{n IJ:t?( jﬂc :’o BB1-J8SA, BB2-JBSA, BBI-LVOC, -45.0*
' ISOGARD CG 2e2a2 per <. vp in et > | BB2-LVOC or BB-WBBA :
structural concrete Roof Board Twin Pack
Min. 22 ga., type B, . . Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-60. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 | 1per2.0ft | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Y or 1.5.0. | BBLLVOC, BB2-LVOCor BB -45.0*
ISOGARD CG . WBBA
structural concrete Cement Roof Board Twin Pack
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-61. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per2.0f@ | Min-7/16-inch DEXcell Cement Roof | 1./ "yt iif et Y or 15.0. | BB2-JBSA -45.0%
ISOGARD CG I Board .
structural concrete Twin Pack
Optional min. 1.5-inch ISOGARD GL
Min. 22 ga., type B, . . or ISOGARD CG or min. 0.5-inch
SC-62. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per2.0ft | Tapered ISOGARD GL or ISOGARD 1.5.0. Spray R BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*%
ISOGARD CG . R BB2-LVOC or BB-WBBA
structural concrete CG followed by min. 0.5-inch
ISOGARD HD
Min. 22 ga., type B, Min. 0.5-inch DensDeck Prime Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick, BB1-JBSA, BB2-JBSA,
SC-63. Grade 33 steel or or SECUROCK Gypsum-Fiber 3.1.1 1 per4.0ft* | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or .S.0. BB1-LVOC, BB2-LVOC or BB- -45.0%*
structural concrete Roof Board ISOGARD CG Twin Pack WBBA
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, : 1.5.0. Spray R, I.S.0. Stick,
SC-64. | Grade 33 steel or DensDeck Prime or SECUROCK |  3.1.1 | 1per2.0fe | 'SOGARD CG followed by min. 0.5 Twin Jet, Twin Jet Y or 1.5.0. | CoLBSA BB2-JBSA, BBL-LVOCor |,
. inch Structodek High Density . BB2-LVOC
structural concrete Gypsum-Fiber Roof Board . R Twin Pack
Fiberboard Roof Insulation
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, . 1.5.0. Spray R, I.S.0. Stick,
. ISOGARD CG followed by Min. 0.25- . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
-~ 2 y y 7 - *
SC-65. Grade 33 steel or DensDeck.Prlme or SECUROCK 3.1.1 1 per2.0ft inch DensDeck Prime or SECUROCK Tw!n Jet, Twin JetY or I.S.0. BBI-LVOC or BB-WBBA 45.0
structural concrete Gypsum-Fiber Roof Board . Twin Pack
Gypsum-Fiber Roof Board
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TABLE 10D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2e) (3.1.3)
SC-66 E;Arland: ég i't’etglp:rBl Min. 1.5-inch ISOGARD GL or 311 | 1per1.6ft sMEIQU(FJ{chE? Dfﬂﬁzﬁfbketréfffor !r\i/aji’:r?r\\//v?n IJ:tc\)( f:'.c glo BB1-JBSA, BB2-JBSA, BB1-LVOC, -60.0
: ISOGARD CG = per L. vp inoet, TWir =%+ | BB2-LVOC or BB-WBBA :
structural concrete Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-67. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per1.6ft | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Yor 1.5.0, | BBL-LVOC, BB2-LVOCor 8B -60.0
ISOGARD CG . . WBBA
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-68. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per1fe | Min:7/16-inch DEXcell Cement Roof | 1oyt Twin JetYor 15.0. | BB2-1BSA -60.0
ISOGARD CG Board . .
structural concrete Twin Pack, 6-inch o.c.
o _r':/c')”l‘('sizsztgzl"::pe B | Min. 1.5-inch ISOGARD GL or 311 | 1oer1gfe | Min- 1.5-inch ISOGARD HD 1.5.0. Stick, Twin Jet or Twin | BB1-JBSA, BB2-JBSA, BB1-LVOC, 600
' ISOGARD CG — per &. Composite JetY, 12-inch o.c. BB2-LVOC or BB-WBBA ’
structural concrete
U 2/'0”;(5 izsztgzl";:pe B | Min. 2-inch ISOGARD GL or 211 | 1oerigfe | Min.0.25-inch SECUROCK Gypsum- | 1.5.0. Stick, Twin Jet or Twin | BB1-JBSA, BB2-1BSA, BB1-LVOC, s
’ ISOGARD CG — per L. Fiber Roof Board JetY, 6-inch o.c. BB2-LVOC or BB-WBBA ’
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or , | Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R or .5.0. Twin
SC-71. Grade 33 steel or ISOGARD CG 3.1.1 1per1.6ft ISOGARD CG Pack BB-WBBA -67.5
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or , | Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R or .S.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC or
SC-72. Grade 33 steel or ISOGARD CG 3.1.1 1per1.6ft ISOGARD CG Pack BBI-LVOC -75.0
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
SC-73. Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1 | 1per16f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Yor 1.5.0. | BELJBSA BB2-JBSA, BBI-LVOCor | o
ISOGARD CG . . BB2-LVOC
structural concrete Twin Pack, 6-inch o.c.
ELEVATE PVC KEE APPLICATIONS:
Min. 22 ga., type B, . . 1.5.0. Spray R, 1.S.0. Stick, -37.5%*
SC-74. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1per4.0ft | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC (NO
ISOGARD CG .
structural concrete Twin Pack HVHZ)
Min. 22 ga., type B Optional min. 1.5-inch ISOGARD GL
) N ’ Min. 1.5-inch ISOGARD GL or , | or ISOGARD CG followed by min. "
SC-75. i:ii(teu?;zlszssiferte ISOGARD CG 3.1.1 1per2.0ft 0.5-inch Tapered ISOGARD GL or 1.5.0. Spray R BB1-LVOC 45.0
ISOGARD CG
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-76. Grade 33 steel or Min. 1.5-inch ISOGARD CG 3.1.1 1 per 2.7 ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0*
structural concrete ISOGARD CG Twin Pack
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-77. Grade 33 steel or Min. 2-inch ISOGARD CG 3.1.1 1 per4.0ft* | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or 1.5.0. BB1-LVOC -45.0*
structural concrete ISOGARD CG Twin Pack
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.A.R6 FL35402-R9

Revision 6: 2026-09-10 ACCREDITED
Pruduct Cerlif calior

Page 48 of 120 feomy

ISO/IEC 17065 PCA-145

®
NEMO |cert.
TABLE 10D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2e) (3.1.3)
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-78. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1peraofe | Min:1:5-inch ISOGARD HD Twin Jet, Twin Jet Yor 1.5.0. | BB1-LVOC -45.0%
ISOGARD CG Composite .
structural concrete Twin Pack
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-79. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per2.7f | Min: 1.5-inchISOGARD HD Twin Jet, Twin Jet Yor 15.0. | BB1-LVOC -45.0*
ISOGARD CG Composite .
structural concrete Twin Pack
Min. 22 ga., type B, . . .
Min. 1.5-inch ISOGARD GL or > . . 1.5.0. Spray R, I.5.0. Twin «
SC-80. Grade 33 steel or ISOGARD CG 3.1.1 1 per2.0ft Min. 0.5-inch ISOGARD HD Pack or Twin Jet Y BB1-LVOC -45.0
structural concrete
Min. 22 ga., type B, . . . . .
Min. 2-inch ISOGARD GL or N . . 1.5.0. Stick, Twin Jet or Twin "
SC-81. Grade 33 steel or ISOGARD CG 3.1.1 1per2.0ft Min. 0.5-inch ISOGARD HD Jety BB1-LVOC -45.0
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
SC-82. Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 | 1per1.0ft | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC 45.0
ISOGARD CG I .
structural concrete Twin Pack
Min. 0.25-inch DensDeck, DensDeck
Min. 22 ga., type B, . . Prime, DEXcell FA Glass Mat Roof 1.5.0. Spray R, 1.S.0. Stick,
SC-83. | Grade 33 steel or :\:c';'G'iiD'chh ISOGARD GL or 311 | 1per2.0ft® | Board or SECUROCK Gypsum-Fiber | Twin Jet, Twin Jet Y or1.5.0. | BB1-LVOC -45.0*%
structural concrete Roof Board or 7/16-inch DEXcell Twin Pack
Cement Roof Board
Min. 22 ga., type B Optional min. 1.5-inch ISOGARD GL
) v ’ Min. 1.5-inch ISOGARD GL or , | ormin. 0.5-inch Tapered ISOGARD ; *
SC-84. irrici::u_’;zlsctsslczte ISOGARD CG 3.1.1 1 per2.0ft GL followed by min. 0.5-inch 1.5.0. Spray R or Twin Jet Y BB1-LVOC -45.0
ISOGARD HD
Min. 22 ga., type B, Min. 0.5-inch DensDeck Prime Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-85. Grade 33 steel or or SECUROCK Gypsum-Fiber 3.1.1 1 per4.0ft* | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0%*
structural concrete Roof Board ISOGARD CG Twin Pack
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\;'g’éiﬁst;'g;hfzicn?fﬁ; o5 | :5:0-Spray R, 15.0. stick,
SC-86. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1per2.0ft? | . X v L Twin Jet, Twin Jet Y or .S.0. BB1-LVOC -45.0*
. — inch Structodek High Density .
structural concrete Gypsum-Fiber Roof Board . R Twin Pack
Fiberboard Roof Insulation
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\gg‘éiit')'&hfz%m?fﬁ; 025 | 1:5:0-Spray R, 1.5.0. Stick,
SC-87. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1per2.0ft? | . . v T Twin Jet, Twin Jet Y or .S.0. BB1-LVOC -45.0%*
. — inch DensDeck Prime or SECUROCK .
structural concrete Gypsum-Fiber Roof Board . Twin Pack
Gypsum-Fiber Roof Board
Min. 22 ga., type B, R . Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, I.S.0. Stick,
SC-88. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1perl6ft® | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC -60.0
ISOGARD CG . .
structural concrete Board Twin Pack, 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer

Top Insulation Layer

System Deck MDP
VNO. o Tvoe Fastener Attach T Attach Roof Cover (3.1.4) o
1a12) yp (4.2.2) (3.1.25) P (3.13) {psf)
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, 1.S.0. Stick,
SC-89. Grade 33 steel or :\:c';‘G'iiD'chh ISOGARD GL or 3.1.1 | 1per1.6ft2 | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Yor 1.5.0. | BB1-LVOC -60.0
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . . . .
. Min. 1.5-inch ISOGARD GL or > | Min. 1.5-inch ISOGARD HD 1.5.0. Stick, Twin Jet or Twin
SC-90. ftc:'jz;j::flg;crete ISOGARD CG 3.1 lper18ft Composite JetY, 12-inch o.c. BB1-LVOC -60.0
Min. 22 ga., type B, |\ 5 inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum- | 1.5.0. Stick, Twin Jet or Twin
¥ . . - 2 L U.20- - 2.0, " _ N
SC9L. jtor l'j;:::fl;:crete ISOGARD CG 311 | 1per 18| bt Roof Board Jet, 6-inch o.c. BBI-LVOC 67.5
Min. 22 ga., type B, . . . . .
SC-92. Grade 33 steel or :\S/IgGi;Dlrézh ISOGARD GL or 311 1 per 1.6 ft2 :\:géiﬁle?:zh ISOGARD GL or Ipzcok Spray R or I.5.0. Twin BB1-LVOC 750
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
SC-93. Grade 33 steel or :\;Ig]G.ililgc(P:]GISOGARD GLor 3.1.1 | 1per1.6f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC -82.5
structural concrete Twin Pack, 6-inch o.c.
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
H 1 - *
Min. 22 g3, type B, |\ 1 5 inch ISOGARD GL or , | Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 1.5.0. Stick, XR-TJ (SPATTER) or XR1-WBBA or | 00
SC-94. Grade 33 steel or ISOGARD CG 3.1.1 1per2.7ft ISOGARD CG Twin Jet, Twin Jet Y or .S.0. XR2-WBBA (NO
structural concrete Twin Pack HVHZ)
Min. 22 3, type B, |\ 1o 5 inch ISOGARD GL or , | Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 1.5.0. Stick, XR-TJ (SPATTER) or XR1-WBBAor | >/
SC-95. Grade 33 steel or ISOGARD CG 3.1.1 1 per4.0ft ISOGARD CG Twin Jet, Twin Jet Y or I.S.0. XR2-WBBA (NO
structural concrete Twin Pack HVHZ)
Optional additional layer(s) base
. insulation followed by min. 0.5-inch .
sco6 g::&:igz'{ezp:r& Min. 1.5-inch ISOGARD GL or 511 | 1oeraye | DensDeck Prime, DEXcell FA Glass 'Tjw?l ' Jser:r"f'r‘\'”?n IJZt?( S:TE o, | XRTI(SPATTER) or XR1-WBBA or '3'3(')5
' structural concrete ISOGARD CG — P ’ Mat Roof Board or SECUROCK Twin Pa(':k e XR2-WBBA H(VHZ)
Gypsum-Fiber Roof Board or 7/16-
inch DEXcell Cement Roof Board
Min. 22 ga., type B, Min. 0.5-inch DensDeck, . . 1.5.0. Spray R, 1.S.0. Stick,
SC-97. | Grade 33 steel or DensDeck Prime or SECUROCK | 3.1.1 | 1per2.0ft2 I'\:(')"G'i':D"éCGh ISOGARD GL or Twin Jet, Twin Jet Yor 1.5.0. | XR-TJ (SPATTER) -45.0%
structural concrete Gypsum-Fiber Roof Board Twin Pack
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\:g’éiit;'rc‘zhfzi(j\i?b(;;oi; 05 1.5.0. Spray R, 1.5.0. Stick, XR2-ISOSR, XR-TJ or XR2-XRSMA
SC-98. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per 2.0 ft? inch Structodek High De»rl15it T Twin Jet, Twin Jet Y or 1.S.0. in ribbons 4-inch o.c. or XR-TJ -45.0*
structural concrete Gypsum-Fiber Roof Board . & R ¥ Twin Pack (SPATTER)
Fiberboard Roof Insulation
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2e) (3.1.3)
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, ISOGARD CG followed by min. 0.25- 1.5.0. Spray R, I.S.0. Stick,
SC-99. | Grade 33 steel or DensDeck Prime or SECUROCK | 3.1 | 1per2.0f¢ | inch DensDeck Prime or SECUROCK | Twin Jet, Twin Jet Yor 1.5.0. | <r.1) (SPATTER) orXR1-WBBAOr |,
. . . . XR2-WBBA
structural concrete Gypsum-Fiber Roof Board Gypsum-Fiber Roof Board or min. Twin Pack
19/32-inch plywood
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga., type B, Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, I.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
SC-100. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per2.0ft?> | ISOGARD CG followed by min. 0.5- Twin Jet, Twin Jet Y or I.S.0. ribbons 4-inch o.c. or XR-TJ -45.0%
structural concrete Gypsum-Fiber Roof Board inch ISOGARD HD Twin Pack (SPATTER) or XR1-WBBA or XR2-
WBBA
101 gﬁ:&:éfik’ﬁffﬁ’ Min. 2.25-inch ISOGARD GLor | .|, . | Min. L5-inch ISOGARD GLor 'vaz ' Jserzr‘_’r‘\'”i{n 'Jzt?( 2:'|°: o, | XRTI(SPATTER) or xR1-WBBAOF | .
' RESISTAISOGARD CG — P ’ ISOGARD CG . ! T XR2-WBBA '
structural concrete Twin Pack
Min. 22 ga., type B, . . Min. 1-inch ISOGARD GL or ISOGARD | | ¢ 0 g 5.0, stick, XR2-ISOSR, XR-T) or XR2-XRSMA
Min. 1.5-inch ISOGARD GL or , | CG followed by min. 0.5-inch . B L )
SC-102. Grade 33 steel or 3.1.1 1 per2.0ft K N Twin Jet, Twin Jet Y or .S.0. in ribbons 4-inch o.c. or XR-TJ -45.0*
ISOGARD CG — Structodek High Density Fiberboard .
structural concrete A Twin Pack (SPATTER)
Roof Insulation
. Min. 1-inch ISOGARD GL or ISOGARD .
103 g::&:ésas't’ezp;& Min. 1.5-inch ISOGARD GL or 211 | 1oera0fe | CGfollowed by min. 0.25-inch 'vaa ' Jser:r"f'r‘\'Nan 'Jzt?( 2:';: o, | XRTI(SPATTER) or xR1-WBBAOF | . .
' ISOGARD CG — per . DensDeck Prime or SECUROCK . ! T XR2-WBBA ’
structural concrete ) Twin Pack
Gypsum-Fiber Roof Board
Min. 1-inch ISOGARD GL or ISOGARD
Min. 22 ga., type B, R . CG followed by min. 0.25-inch 1.5.0. Spray R, I.S.0. Stick,
SC-104. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1 | 1per2.0f2 | DEXcell FA Glass Mat Roof Board or | Twin Jet, Twin Jet Yor 1.5.0. | “r.1* (SPATTER) orXR1-WBBAor |, .
ISOGARD CG K . XR2-WBBA
structural concrete 7/16-inch DEXcell Cement Roof Twin Pack
Board
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga., type B, Min. 1.5-inch ISOGARD GL or Optional min. 1-inch ISOGARD GL or 1.5.0. Spray R, 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
SC-105. Grade 33 steel or ISOG.A;RD G 3.1.1 1 per2.0ft? | ISOGARD CG followed by min. 0.5- Twin Jet, Twin Jet Y or 1.5.0. ribbons 4-inch o.c. or XR-TJ -45.0*
structural concrete inch ISOGARD HD Twin Pack (SPATTER) or XR1-WBBA or
ISOGARD CG
Min. 22 ga., type B, R . Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, I.S.0. Stick,
SC-106. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 | 1perl6ft® | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Y or 1.5.0. | *R-T) (SPATTER) or XR1-WBBAor | )
ISOGARD CG . . XR2-WBBA
structural concrete Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-107. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 | 1per16ft2 | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Yor 15,0, | XR-1) (SPATTER) or XR1-WBBAor | 1
ISOGARD CG I . k XR2-WBBA
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, R . . . 1.5.0. Spray R, I.S.0. Stick,
SC-108. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1perp6fz | Min-1inchISOGARD GLorISOGARD | 10’ it ivin Jet Y or 1.5.0. | XR1-WBBA or XR2-WBBA 67.5
ISOGARD CG CG . .
structural concrete Twin Pack, 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer

Top Insulation Layer

System Deck MDP
VNO. o Tvoe Fastener Attach T Attach Roof Cover (3.1.4) o
1a12) yp (4.2.2) (3.1.25) P (3.13) {psf)
Min. 22 ga., type B, . . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-109. | Grade 33 steel or :\S/"C';‘G'iR'BCEG'SOGARD GLor 311 | 1perl6ft :\:g'ég':[)'ac; DensDeck Prime or Twin Jet, Twin Jet Yor 1.5.0. | XR1-WBBA or XR2-WBBA 67.5
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-110. | Grade 33 steel or :\S"(')"G AZ\';BCECSSOGARD GLor 311 | 1per1.6ft | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Y or 1.5.0. | XR1-WBBA or XR2-WBBA 675
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-111. | Grade 33 steel or :\;Ig]G.ililgc(P:]GISOGARD GLor 3.1.1 | lperl6ft 2’2" Linch ISOGARD GLor ISOGARD | oot Twyin Jet Y or 15.0. | XR-T) (SPATTER) -82.5
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
SC-112. | Grade 33 steel or :\S"(')"G AZ\';BCECSSOGARD GLor 311 | 1per1.6f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | XR-TJ (SPATTER) -82.5
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . ) Min. 0.5-inch DensDeck Prime or .
SC-113. | Grade 33 steel or :\;Ig]G.ililgc(P:]GISOGARD GLor 3.1.1 | 1per1.0ft® | 7/16-inch DEXcell Cement Roof Iiju?m i J‘Zr?y R, Twin Jet or XR-TJ (SPATTER) -82.5
structural concrete Board
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ, -30.0*
SC-114. | Grade 33 steel or :\sﬂg]éiksolziah ISOGARD GL or 3.1 | 1per2.7f¢ :\:gé/iksolzish ISOGARD GL or Twin Jet, Twin Jet Y or 1.5.0. | XR1-XRSMA or XR2-XRSMA in (NO
structural concrete Twin Pack ribbons 12-inch o.c. HVHZ)
Min. 22 ga., type B, o . _ 1.5.0. Spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ, -37.5%
SC-115. | Grade 33 steel or :\:g'éi'igcg(;SOGARD GLor 311 | 1per4.oft :\:g]é/-l\iolrc‘:zh ISOGARD GL or Twin Jet, Twin Jet Yor 1.5.0. | XR1-XRSMA or XR2-XRSMA in (NO
structural concrete Twin Pack ribbons 12-inch o.c. HVHZ)
Optional additional layer(s) base
Min. 22 ga., type B, . . insulation followed by min. 0.5-inch 1.5.0. Spray R, I.S.0. Stick, -37.5
SC-116. | Grade 40 steel or :\S/'c';’G'isD”(’:cGh ISOGARD GL or 3.1.1 | 1per2.7ft | DensDeck Prime, DEXcell FA Glass Twin Jet, Twin Jet Y or 1.5.0. ﬁeri;zng’l);ﬁrEhog)éRl XRSMA (NO
structural concrete Mat Roof Board or SECUROCK Twin Pack o HVHZ)
Gypsum-Fiber Roof Board
) Optional additional layer(s) base )
117 gﬂrl:a:igz.t,et;p;& Min. 1.5-inch ISOGARD GL or 511 | 1oeray e | insulation followed by min. 0.5-inch 'vaa ' Jser:r"f'r‘\'Nan 'Jzt?( 2:';: o, | XR2-ISOSR or XR2-XRSMA in '3'3(')5
' ISOGARD CG — per <. DensDeck Prime or SECUROCK . ! T ribbons 12-inch o.c. (
structural concrete . Twin Pack HVHZ)
Gypsum-Fiber Roof Board
Min. 22 ga., type B, . . Optional additional layer(s) base 1.5.0. Spray R, I.S.0. Stick, -37.5
SC-118. Grade 40 steel or :\S/IgGiF{SDIEZh ISOGARD GL or 3.1.1 1 per 2.7 ft? | insulation followed by 7/16-inch Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA (RIBBONS, 12” o.c.) (NO
structural concrete DEXcell Cement Roof Board Twin Pack HVHZ)
Min. 22 ga., type B, Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-119. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per 2.0 ft2 ISOG.A;RD G Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
structural concrete Gypsum-Fiber Roof Board Twin Pack ribbons 12-inch o.c.
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TABLE 10D: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

S Deck Base Insulation Layer Top Insulation Layer R
stem ec
VNO. o Tvoe Fastener Attach T Attach Roof Cover (3.1.4) o
1a12) yp (4.2.2) (3.1.25) P (3.13) {psf)
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\:géiﬁsggcc-;hflcﬁi?beﬁg 05 | :5:0-Spray R, 15.0. stick, XR1-ISOSR, XR2-ISOSR, XR-T},
SC-120. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per 2.0 ft? inch Structodek High De\r/15it e Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
structural concrete Gypsum-Fiber Roof Board . g R ¥ Twin Pack ribbons 12-inch o.c.
Fiberboard Roof Insulation
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, ISOGARD CG followed by min. 0.25- 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-121. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per2.0ft* | inch DensDeck Prime or SECUROCK Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
structural concrete Gypsum-Fiber Roof Board Gypsum-Fiber Roof Board or min. Twin Pack ribbons 12-inch o.c.
19/32-inch plywood
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-122. | Grade 33 steel or :\;Icl;]éiizzos C'rg:h ISOGARD GL or 3.1.1 | 1pera.oft? :\:g'éi':[)'g‘éh ISOGARD GL or Twin Jet, Twin Jet Yor 1.5.0. | XR1-XRSMA or XR2-XRSMA in -45.0%
structural concrete Twin Pack ribbons 12-inch o.c.
Min. 22 ga., type B, | |\l oo ol ?I/IG”}OTI;:\/C: d'iofn/'\i:DoGsL_;rCE OGARD || 5.0, spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-123. Grade 33 steel or o 3.1.1 1 per 2.0 ft? oy min- B.5n Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
ISOGARD CG Structodek High Density Fiberboard . R .
structural concrete . Twin Pack ribbons 12-inch o.c.
Roof Insulation
Min.22 ga, type B, | ol coolo ?&;,;r\l,c: dlioiﬁ:DoGst?i:csr? GARD 1| 5.0. Spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-124. Grade 33 steel or o 3.1.1 1 per 2.0 ft2 . v s Twin Jet, Twin Jet Y or 1.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
ISOGARD CG I DensDeck Prime or SECUROCK . . X
structural concrete . Twin Pack ribbons 12-inch o.c.
Gypsum-Fiber Roof Board
Min. 22 ga., type B, . . Min. 1-inch ISOGARD GL or ISOGARD | I.S.0. Spray R, I.S.0. Stick,
SC-125. Grade 33 steel or :\gcl;]Gi;D”(]:ish ISOGARD GL or 3.1.1 1 per2.0ft* | CG followed by min. 0.25-inch Twin Jet, Twin Jet Y or 1.S.0. ::]erlgts)g:sR’l);_R”;rcjho; )éRl XRSMA -45.0*
structural concrete DEXcell FA Glass Mat Roof Board Twin Pack o
Min. 22 ga., type B, . . Min. 1-inch ISOGARD GL or ISOGARD | 1.S.0. Spray R, I.S.0. Stick,
SC-126. | Grade 33 steel or :\sﬂ&ifo'léh ISOGARD GL or 311 | 1per2.0ft® | CGfollowed by 7/16-inch DEXcell Twin Jet, Twin Jet Yor 15.0. | XR1-XRSMA (RIBBONS, 12” o.c.) | -45.0*
structural concrete Cement Roof Board Twin Pack
Min. 22 ga., type B, Min. 1.5-inch ISOGARD GL or Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-127. Grade 33 steel or ISO(.SAi%D G 3.1.1 1 per 1.6 ft* | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Y or 1.S.0. XR1-XRSMA or XR2-XRSMA in -60.0
structural concrete Board Twin Pack, 6-inch o.c. ribbons 6-inch o.c.
Min. 22 g3, type B, |\ 1 5 inch ISOGARD GL or . | Min. 0.5-inch DEXcell FA Glass Mat | 50+ SPray R, 1.5.0. Stick, XR1-ISOSR, XR-TJ or XR1-XRSMA
SC-128. Grade 33 steel or 3.1.1 1per1.6ft Twin Jet, Twin Jet Y or .S.0. L . -60.0
ISOGARD CG — Roof Board . R in ribbons 6-inch o.c.
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . 1.5.0. Spray R, I.S.0. Stick,
SC-129. | Grade 33 steel or ::'c';‘éi:[)"é;h ISOGARD GL or 311 | 1perléft? ;{)ﬁé"‘:h DEXcell Cement Roof Twin Jet, Twin Jet Yor 1.5.0. | XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . ) . . 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-130. | Grade 33 steel or :\S"(')”G AZ\';BCEC;SOGARD GLor 3.1 | 1perl6ft EAG'" 1-inch ISOGARD GL or ISOGARD | ¢ oo Twin Jet Y or 1.5.0. | XRI-XRSMA or XR2-XRSMA in 825
structural concrete Twin Pack, 6-inch o.c. ribbons 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-131. | Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1 | 1perL16f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | XR1-XRSMA or XR2-XRSMA in 825
ISOGARD CG . . . X
structural concrete Twin Pack, 6-inch o.c. ribbons 6-inch o.c.

TABLE 10e: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck F et B MDP
No. 4.1.2 astener ac| ac —sf
(4.1.2) Type e 3 19e Type 313 Base Ply Ply Cap Ply (psf)
ELEVATE PVC KEE XRT APPLICATIONS:
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL or N Min. 0.25-inch SECUROCK Gypsum- "
SC-132. Grade 40 steel ISOGARD CG 311 Lperaft Fiber Roof Board or DensDeck Prime Hot asphalt SBS-AA None XR-HA 45.0
Min. 22 ga., Type B Min. 1.5-inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum Twin Jet Y
_ . . ) i e 2 L U.LO- - ~ _ _ *
SC-133. Grade 40 steel ISOGARD CG 3.1 Lperaft Fiber Roof Board or DensDeck Prime gI;I:_?%l\é)or SBS-AA None XR-HA 45.0

TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SysTEM NoO DR A VAPOR OR AIR A A Roof Cover (3.1.4) MbP
. [4.1'2] Type FASTEN TTACH BARRIER PRODUCT DHESIVE PRODUCT DHESIVE .. PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., V-Force FR or  |One or more layer(s), Min. 2-inch . . BB1-JBSA, BB2-JBSA, -37.5
SC-134.  |Type B, ZECSES]CF'?ber 3.1.1 Zlg‘:trz V-Force P, self- |Elevate ISOGARD GL, Elevate :a:: °'; ":'O' g"'"s?;:q' 'Efbr;‘:' i‘;‘;?gg:r g :a:: °'; ":'O' BB1-LVOC, BB2-LVOCor | (NO
Grade 40 steel |>'P : adhering ISOGARD CG >pray vP >Pray i, BB-WBBA HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., - , Min. 2-i . . -37.
& SECUROCK 1per |VForceFRor |One ormore layer(s), Min. 2-inch - \o- "¢ o I\in 7/16-inch DEXcell Pack or 1.5.0. |BB2-JBSA, BB1-LVOC, 37.5
SC-135. |Type B, Gypsum-Fiber 311 20f |VForceP,self- Elevate ISOGARD GL, Elevate SprayR, 6- |Cement Roof Board SprayR,6-  |BB2-LVOC or BB-WBBA (NO
Grade 40 steel |>'° ’ adhering ISOGARD CG >pray >pray &, HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., - , Min. 2-i . X -37.
& SECUROCK 1per |/ForceFRor |One ormorelayer(s), Min. 2-inch —\o- \ "¢ o I\in 0 5 inch Elevate Pack or 1.5.0. |BB1-JBSA, BB1-LVOC, 37.5
SC-136. Type B, Gvosum-Fiber 3.1.1 2.0 ft2 V-Force P, self- |Elevate ISOGARD GL, Elevate SoravR. 6 ISOGARD HD SoravR. 6 BB2-LVOC or BB-WBBA (NO
Grade 40 steel |>'° ’ adhering ISOGARD CG >pray >pray &, HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch
Min. 22 ga., . . . . -JBSA, BB2-JBSA, -37.
'N-2283 IsEcyuRroCK lper |V-Forcefr,  |On€ormorelayer(s) Min.2:-inch 1o ooy I\in. 0.5-inch SECUROCK  |Twin Jety  |BCLBSA BB2-JBSA 37.5
sC-137.  |Type B, o Fiber 3.1.1 ot |eoltadhering  |Flevate ISOGARD GL, Elevate (SPATTER)  |Gypeum Hber Roof Board |(spaTTeR) | PBLLVOC, BB2LVOCr | (NO
Grade 40 steel |2'P : € |isoGARD cG P BB-WBBA HVHZ)
Roof Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prast Bl

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM NO DEcK A VAPOR ORAIR Al Al Roof Cover (3.1.4) mpe
. (4.12) TypE FASTEN TTACH . PRODUCT DHESIVE PRODUCT DHESIVE 1. —
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Min. 0.5-inch
Min. 22 ga DensDeck Prime V-Force 58 0.25-inch DensDeck Prime BB1-JBSA, BB2-JBSA
SC-138.  |TypeB,Grade |orSECUROCK | 3.4 | LPef20 [Primer Vo Min. 1.5inchISOGARD Gl or 15.0. Spray R |or SECUROCK Gypsum-Fiber |1.S.0. Spray R |BB1-LVOC, BB2-LVOCor | -45.0
. ft Force, self- ISOGARD CG
33 steel Gypsum-Fiber Roof Board BB-WBBA
adhered
Roof Board
Min. 0.25-inch
Min. 22 ga., zel:sge;:‘n‘zg L oer 40 \lfrrn‘:zeSB One or more lavers min. 1.5.nch |50 Stick,  |(Optional) Min. 0.5-inch  [15.0. Stick,  |BB1-JBSA, BB2-JBSA,
SC-139. type B, Grade SECLJR.OCK 3.1.1 pftz ' Force ;elf- ISOGARD GL or);SOGARI.) C'G Twin Jetor  |Tapered ISOGARD GL or Twin Jet or BB1-LVOC, BB2-LVOCor | -45.0*
33 steel . ! Twin JetY ISOGARD CG Twin JetY BB-WBBA
Gypsum-Fiber adhered
Roof Board
Min. 0.25-inch
. DensDeck or V-Force SB One or more layers min. 1.5-inch . . . .
scato. o 2283 Imin. 0.5-inch L1, | Lperdo [Primer;V-  |ISOGARD GLor ISOGARD CG, optional "> " Jsett";kr i g'jr;'sri‘tCthig::;g:;k b0 Jsett";kr BB1-JBSA, BB2-JBSA, 45.0*
: 3y3psteél SECUROCK — ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y Rogof Insulatﬁon Twin Jet Y BB1-LVOC or BB2-LVOC :
Gypsum-Fiber adhered ISOGARD CG
Roof Board
,I;A;:;gjcs;::h V-Force SB One or more layers min. 1.5-inch Min. 0.25-inch DensDeck
Min. 22 ga., K . . v T . 1.5.0. Stick, Prime or SECUROCK 1.S.0. Stick, BB1-JBSA, BB2-JBSA,
min. 0.5-inch 1per 4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional |~ . .
SC-141. type B, Grade 311 N ) . Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or BB1-LVOC, BB2-LVOC or -45.0*
SECUROCK — ft Force, self- min. 0.5-inch Tapered ISOGARD GL or X ! . .
33 steel . Twin JetY min. 0.5-inch ISOGARD HD [Twin JetY BB-WBBA
Gypsum-Fiber adhered ISOGARD CG; or min. 19/32-inch plywood
Roof Board . ply’
Min. 0.5-inch V-Force SB
Min. 22 ga., DensDeck Prime . . . . 1.S.0. Stick, Min. 0.25-inch DensDeck 1.S.0. Stick, BB1-JBSA, BB2-JBSA,
SC-142.  [TypeB, Grade |orSECUROCK | 3.1 | ' p‘:trzz'o ermen v :\é'g’éiiD"ézh ISOGARD GL or TwinJetor  |Prime or SECUROCK TwinJetor  |BB1-LVOC, BB2-LVOCor | -45.0
33 steel Gypsum-Fiber ’ Twin Jet Y Gypsum-Fiber Roof Board  [Twin JetY BB-WBBA
adhered
Roof Board
Min. 0.5-inch
Min.22ga,,  |DensDeck Prime V-Force SB Min. 0.25-inch DensDeck BB1-JBSA, BB2-JBSA
SC-143.  |Type B, Grade |or SECUROCK 341 | 1PerzO |Primer V- Min. 1.5-inchISOGARD Gl or 150 TWIN 1 prime or SECUROCK 15.0.Twin - 1gp1.1voC, BB2-LVOCOr | -45.0
. ft Force, self- ISOGARD CG Pack . Pack
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board BB-WBBA
adhered
Roof Board
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i - -
m- 289 Isecurock Lper  |V-Force P, self- |O1© OF more laver(s), Min. 2dnch o, 4 o0y 6 | \iin 0.5-inch SECUROCK  |Pack or 1.5.0. | oL IBSA BE2JBSA,
SC-144. Type B, Gvpsum-Fiber 3.11 10f2  |adherin Elevate ISOGARD GL, Elevate Sorav R, 6- Gvpsum-Fiber Roof Board  |Sorav R, 6- BB1-LVOC, BB2-LVOC or -75.0
Grade 40 steel | " : & ISOGARD CG >Pray &, ¥P >Pray &, BB-WBBA
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. in. 2-i
N-2283  |sEcuROCK 1per |V-Force P, self- |ON€ Or more layer(s), Min. 2-inch 1o\ ") ¢ | \in. 7/16-inch DEXcell Pack or 1.5.0. |BB2-JBSA, BB1-LVOC,
SC-145. Type B, Gypsum-Fiber 311 1.0ft*> |adherin Elevate ISOGARD GL, Elevate Spray R, 6- Cement Roof Board Spray R, 6- BB2-LVOC or BB-WBBA 750
Grade 40 steel | " : & ISOGARD CG >pray %, >pray %,
Roof Board inch o.c. inch o.c.
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM No DEck A VAPOR OR AIR A A Roof Cover (3.1.4) MDP
. e - FASTEN TTACH BARRIER S DHESIVE EA— DHESIVE ol o
1812) (4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i . .
P M SECUROCK .y, | 1ler |V-ForceP,self gzsac;;':"s‘gg ;";gi)'xca;'mh Pack or 15.0. |Min. 0.5-inch Elevate Pack or .5.0. |BB1-JBSA, BB1-LVOC, 750
’ ype s, Gypsum-Fiber — 1.0ft2 |adhering ! Spray R, 6- ISOGARD HD Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG X X
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i . . - -
n-c28 SECUROCK l1per |V-Forcefr,  |On€ormorelayer(s), Min. 2-inch 1o '\ o [Min 0.5-inch SECUROCK  [Pack or 1.5.0. |BBBSA, BB2-IBSA,
SC-147. Type B, Gvpsum-Fiber 3.1.1 1.0 f2 self-adherin Elevate ISOGARD GL, Elevate Sorav R, 6- Gvosum-Fiber Roof Board  |Sprav R, 6- BB1-LVOC, BB2-LVOC or -135.0
Grade 40 steel |o Poum ! : "™ |is0GARD cG >pray ypsum-H >pray BB-WBBA
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i . .
P M SECUROCK L1, | ler |V-ForceFR, gzsac;;':"s‘gg ;";gi)'xca;'mh Packor .5.0. |Min. 7/16-inch DEXcell  [Packor 5.0 |BB2-JBSA, BBL-LVOC, | ..
’ ype s, Gypsum-Fiber — 1.0ft2 |self-adhering ! Spray R, 6- Cement Roof Board Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG X X
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i . .
g0, |roes o7 |securock L., | leer |V-ForceR, gzsac;;':"s‘gg ;";gi)'xca;'mh Pack or 15.0. |Min. 0.5-inch Elevate Packor 5.0, |BBL-JBSA, BBL-LVOC, | .o
’ ype s, Gypsum-Fiber — 1.0ft> |self-adhering ! Spray R, 6- ISOGARD HD Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG X X
Roof Board inch o.c. inch o.c.
ELEVATE PVC KEE APPLICATIONS:
. . . Min. 7/16-inch DEXcell .
Min. 22 ga., ,Svllzlgoﬁgéi-m‘:h lper |V-ForceFRor One or more layer(s), Min. 2-inch chok(;rrvrlgo Cement Roof Board or min chok(;rrvrlgo -37.5
SC-150. Type B, Gyosum-Fiber 3.1.1 5 gftz V-Force P, self- |Elevate ISOGARD GL, Elevate Sprav R 6- " 10.5-inch SECUROCK Sprav R 6- " |BB1-LVOC (NO
Grade 40 steel | Y220 : adhering ISOGARD CG A Gypsum-Fiber Roof Board | ™%V ™ HVHZ)
o or ISOGARD HD o
. Min. 0.625-inch
Min. 22 ga., , Min. 2-i ) ) _ ) -37.
2283 IsgcurocK l1per |V-Forcefr,  |On€ormorelaver(s), Min.2-nch 1o iy \vin, 0.5-inch SECUROCK | Twin Jet Y 37:5
SC151. - |Type B, Gypsum-Fiber 311 207 |self-adhering |C cVate ISOGARD GL, Elevate (SPATTER)  |Gypsum-Fiber Roof Board |(SPATTER)  |PortVOC (NO
Grade 40 steel |2 " : & lisoGARD cG vp HVHZ)
Roof Board
Min. 0.5-inch
V-Force SB
Min. 22 ga., DensDeck Prime . . . . Min. 0.25-inch DensDeck
SC-152.  |TypeB, Grade |or SECUROCK 3.4 | Lper20 |primer; v Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R |Prime or SECUROCK 1.5.0. Spray R |BB1-LVOC 45.0
. ft Force, self- ISOGARD CG ;
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board
adhered
Roof Board
Min. 0.25-inch
Min. 22 ga., zf:sges‘::(nz; 1 per 4.0 \;rrn‘;;ieSB One or more layers min. 15-nch |50 Stick  |(Optional) Min. 0.5-inch 15,0, stick,
: .0. ) ; .1 ) ) ) e o
SC-153. type B, Grade SECUROCK 3.11 P Force, self- ISOGARD GL or ISOGARD CG Tw!n Jet or Tapered ISOGARD GL or Tw!n Jet or BB1-LVOC 45.0
33 steel . Twin JetY ISOGARD CG Twin JetY
Gypsum-Fiber adhered
Roof Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prast Bl

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM No DEck A VAPOR OR AIR A A Roof Cover (3.1.4) MDP
. (4.1.2) e FASTEN TTACH T DI DHESIVE RS DHESIVE 1. —
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Min. 0.25-inch
. DensDeck or V-Force SB One or more layers min. 1.5-inch . . . .
Min. 2283, |in 0.5-inch Lper4.0 [Primer; V- [ISOGARD GL or ISOGARD CG, optional |->-O- Sticks  |Min. 0.5-inch Structodek 1.5.0. Stick, .
SC-154. type B, Grade 311 ) ) R Twin Jet or High Density Fiberboard Twin Jet or BB1-LVOC -45.0
33 steel SECUROCK ft Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y Roof Insulation Twin Jet Y
Gypsum-Fiber adhered ISOGARD CG;
Roof Board
,I\)At;:;gjci::h V-Force SB One or more layers min. 1.5-inch Min. 0.25-inch DensDeck
Min. 22 ga., min. 0.5-inch 1 per4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional I.S.F). stick, - |Prime or S.ECUROCK I.S.F). stick, "
SC-155. type B, Grade 311 N ) . Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or BB1-LVOC -45.0
SECUROCK — ft Force, self- min. 0.5-inch Tapered ISOGARD GL or . . . .
33 steel . Twin Jet Y min. 0.5-inch ISOGARD HD [Twin JetY
Gypsum-Fiber adhered ISOGARD CG or min. 19/32-inch plywood
Roof Board ’ Py
Min. 0.5-inch V-Force SB
Min. 22 ga., DensDeck Prime . . . . 1.5.0. Stick, Min. 0.25-inch DensDeck 1.S.0. Stick,
SC-156.  |Type B, Grade [orSECUROCK | 3.1 | Pef20 |PrimenV Min. 1.5-inch ISOGARD GL or TwinJetor  |Prime or SECUROCK TwinJetor  [BB1-LVOC -45.0
. ft Force, self- ISOGARD CG . ) .
33 steel Gypsum-Fiber Twin Jet Y Gypsum-Fiber Roof Board |Twin JetY
adhered
Roof Board
Min. 0.5-inch
V-Force SB
Min. 22 ga., DensDeck Prime . . . . . Min. 0.25-inch DensDeck .
SC-157.  |Type B, Grade |or SECUROCK 341 | 1PerzO |Primer V- Min. 1.5-inchISOGARD Gl or 150 TWIN 1 prime or SECUROCK 15.0.Twin - |5g1-1voc -45.0
. ft Force, self- ISOGARD CG Pack . Pack
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board
adhered
Roof Board
. Min. 0.625-inch o 15.0. Twin  |Min- 7/16-inch DEXcell ) ¢ o)
Min. 22 ga., SECUROCK 1per |V-Force P, self- One or more layer(s), Min. 2-inch Pack or 1.5.0 Cement Roof Board or min Pack or 1.5.0
SC-158. Type B, Gvpsum-Fiber 3.1.1 1 Opftz adherin ! Elevate ISOGARD GL, Elevate Sorav R 6- " 10.5-inch SECUROCK Sorav R 6- " |BB1-LVOC -75.0
Grade 40 steel Rng Board ’ J ISOGARD CG inpch\:) c’ Gypsum-Fiber Roof Board inpch\:) c’
o or ISOGARD HD o
) Min. 0.625-inch o 15.0.Twin | Min- 7/16-inch DEXcell - ¢ (o0
Min. 22 ga., SECUROCK 1 per V-Force FR One or more layer(s), Min. 2-inch pack or 1.5.0 Cement Roof Board or min Pack or 1.5.0
SC-159. Type B, Gvpsum-Fiber 3.1.1 1 (?ftz self-adheriln Elevate ISOGARD GL, Elevate Sorav R 6- " 10.5-inch SECUROCK Sorav R 6- " |BB1-LVOC -135.0
Grade 40 steel Rzzf o : & |isoGARD CG inpch‘; v Gypsum-Fiber Roof Board inpch‘; v
o or ISOGARD HD o
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
. . XR1-ISOSR, XR2-ISOSR,
. Min. 0.625-inch o 15.0. Twin |- 7/16-inch DEXeell |, ¢ 1 in IXRTY, XR1-XRSMA or
Min. 22 ga., SECUROCK 1 per V-Force FR or |One or more layer(s), Min. 2-inch Pack or 1.5.0 Cement Roof Board or min Pack or 1.5.0. |XR2-XRSMA in ribbons 4- -37.5
SC-160. Type B, ) 3.1.1 p , |V-Force P, self- |Elevate ISOGARD GL, Elevate 77" 10.5-inch SECUROCK PO (NO
Grade 40 steel |CYPSUM-Fiber 20t | dherin ISOGARD CG SPrayR, 6= | o b cum-Fiber Roof Board | P72 R 6= Jincho.c. or XR-TJ HVHZ)
rade 20 steel 1Roof Board i incho.c. o:/rSOGARD HD inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM No DEck A VAPOR OR AIR A A Roof Cover (3.1.4) MDP
b oy TypE FASTEN TTACH — PRODUCT DHESIVE PRODUCT DHESIVE il osE
1812) (82.2) | (3.1.2¢) (3.1.3) (3.1.3)
XR1-ISOSR, XR2-ISOSR,
. Min. 0.625-inch XR-TJ, XR1-XRSMA or
Min. 22 ga., , Min. 2-i . . . ) / - -37.5
cter  |Tven B [securock si1 | 1per |vForcerr, [Oneormore verls) Min 24nch - ryinjety |win. 0.5inch SECUROCK  [TwinletY |XR2-XRSMAin ribbons 4 o
’ Gypd ;‘0 teel Gypsum-Fiber — 2.0ft> [self-adhering ISOGARD CG ! (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) inch o.c. or XR-TJ HVHZ)
rade 20 steel 1roof Board (SPATTER) or XR1-WBBA
or XR2-WBBA
. . XR1-ISOSR, XR2-ISOSR,
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin g&e?tlsggfg:aiﬁcslrlmin 5.0 Twin —|XR-TJ, XR1-XRSMA or
SC-162. Type B, SECUROCI? 311 1 per2 V-Forc.e P, self- Elevate ISOGARD GL, Elevate Pack or I.S.0. 0.5-inch SECUROCK Pack or I.S.0. .XR2—XRSMA in ribbons 4- 75.0
Grade 40 steel Gypsum-Fiber — 1.0ft adhering ISOGARD CG Spray R, 6- Gvpsum-Fiber Roof Board Spray R, 6- inch o.c. or XR-TJ
rade 20 steel | roof Board inch o.c. O:"IDSOGARD D inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
) . XR1-ISOSR, XR2-ISOSR,
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin g:{eZtlsgg:g:aErﬁcs:'lmin 1-5.0. Twin XR-TJ, XR1-XRSMA or
) v 1 - ! e .S.0. S.0. - inri -
SC-163.  |TypeB, SECUROCK 3.1.1 per |V-Force PR, 1) ate ISOGARD GL, Elevate Pack orI..0. |5 ¢ i1\ch SECUROCK Packor|.5.0. \XR2-XRSMA in ribbons 4-1 5
Grade 40 steel Gypsum-Fiber 1.0 ft self-adhering ISOGARD CG Spray R, 6- Gyosum-Fiber Roof Board Spray R, 6- inch o.c. or XR-TJ
rade 40steel | poof Board inch o.c. o:/rso R 1D inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga., - in. 2-i ! ! -37.
N 2283 IsEcuroCK 1per |VForceFRor -|Oneor morelayer(s), Min. 2-inch 1o\ "\ ¢ 5 |\in 0.5-inch SECUROCK  |Pack or 1.5.0. |XRSMA, XR2-ISOSR, or 37.5
SC-164. |TypeB, Gypsum-Fiber 311 20f |/ForceP,self- |Elevate ISOGARD GL, Elevate SprayR, 6-  |Gypsum-Fiber Roof Board  |Spray R, 6-  |XR2-XRSMA in ribbons 6-| (O
Grade 40 steel | " ’ adhering ISOGARD CG >pray &, vP >pray &, . HVHZ)
Roof Board inch o.c. inch o.c. inch o.c.
. Min. 0.625-inch 1.S.0. Twin 1.5.0. Twin
Min. 22 ga., in. 2-i -37.
in- 2283 SECUROCK lper |V-Forcefr,  |On€ormorelayer(s) Min. 2-inch |-\ "l e o IMin. 7/16-inch DEXcell Pack or 1.5.0. |XR1-XRSMA (RIBBONS, 375
SC-165. Type B, Gypsum-Fiber 311 2.0ft> |self-adherin Elevate ISOGARD G, Elevate Spray R, 6- Cement Roof Board Spray R, 6- 6” o.c.) (NO
Grade 40 steel |>'° : € |IsoGARD CG >Pray i, >Pray i, < HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga., - in. 2-i ! ! -37.
in- 2283 SECUROCK 1per |V-ForceFRor |Oneormore layer(s), Min. 2-inch |- " ¢ 6 I\in 0.5-inch Elevate Pack or 1.5.0. |XRSMA, XR2-ISOSR, or 37.5
SC166. | Type B, Gypsum-Fiber | 2L | poqe |VForceP,self-[Flevate ISOGARD GL, Elevate SprayR,6-  |ISOGARD HD SprayR, 6~ |[XR2-XRSMA in ribbons 6- | O
Grade 40 steel | " ’ adhering ISOGARD CG >pray &, >pray &, . HVHZ)
Roof Board inch o.c. inch o.c. inch o.c.
. Min. 0.625-inch XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga., in. 2-i ! ! -37.
167 Ty':e 5 g2 SECUROCK i1 lper |V-Force FR, gzs;;’ggg L?ys gSL) é\l/'e'\'/‘atze inch  IrwinJetY  |Min. 0.5-inch SECUROCK  |TwinJetY  |XRSMA, XR2-ISOSR, or (3N7 05
. 0 ’ _Fi 2.2.2 2 - . J Fi K . . _
Grade 40 steel Gypsum-Fiber 2.0 ft self-adhering ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) ?(RZ XRSMA in ribbons 6 HVHZ)
Roof Board inch o.c.
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ’ ’
Min. 22 ga,, |DensDeck Prime 1per 2.0 zrrnf;cre\fB Min. 1.5-inch ISOGARD GL or Min. 0.25-inch DensDeck );E;T;r:(s?\;:(;s?fb?az;s
SC-168. Type B, Grade |or SECUROCK 3.1.1 P . ! o 1.5.0. Spray R |Prime or SECUROCK 1.5.0. Spray R ) -45.0
33 steel Gvosum-Fiber — ft Force, self- ISOGARD CG Gvosum-Fiber Roof Board 12-inch o.c. or XR-TJ
Rzzf o adhered P (SPATTER) or XR1-WBBA
or XR2-WBBA
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM No DEck A VAPOR OR AIR A A Roof Cover (3.1.4) MDP
. (4.1.2) e FASTEN TTACH ERCETER DI DHESIVE RS DHESIVE 1. —
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Min. 0.25-inch XR1-ISOSR, XR2-ISOSR,
Min.22ga, |DensDeckor V-Force SB o 15.0.Stick, |(Optional) Min. 0.5-inch  [1.5.0. Stick, | <11+ XR1-XRSMA or
$C-169 tvbe B, Grade min. 0.5-inch 311 1per4.0 |Primer; V- One or more layers min. 1.5-inch Twin Jet or Tapered ISOGARD GL or Twin Jet or XR2-XRSMA in ribbons -45.0%
’ 3gpsteél SECUROCK — ft? Force, self- ISOGARD GL or ISOGARD CG Twin Jet Y ISC’;)GARD G Twin Jet Y 12-inch o.c. or XR-TJ ’
Gypsum-Fiber adhered (SPATTER) or XR1-WBBA
Roof Board or XR2-WBBA
,I\)At;:;l?)jci::h V-Force SB One or more layers min. 1.5-inch XR1-ISOSR, XR2-1S05R,
Min. 22 ga., K . X v o . 1.S.0. Stick, Min. 0.5-inch Structodek 1.S.0. Stick, XR-TJ, XR1-XRSMA or
min. 0.5-inch 1 per 4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional . . . . -
SC-170. type B, Grade 3.1.1 N ) . Twin Jet or High Density Fiberboard Twin Jet or XR2-XRSMA in ribbons -45.0*
SECUROCK — ft Force, self- min. 0.5-inch Tapered ISOGARD GL or . . . R
33 steel . Twin Jet Y Roof Insulation Twin Jet Y 12-inch o.c. or XR-TJ
Gypsum-Fiber adhered ISOGARD CG
(SPATTER)
Roof Board
Min. 0.25-inch XR1-ISOSR, XR2-ISOSR
. - Min. 0.25-inch DensDeck ! !
Min. 22 ga., DgnsDeck or V—Force SB One or more layers min. 1.5—|nch. 1.5.0. Stick, Prime or SECUROCK 1.5.0. Stick, XR-TJ, XR1—XBSMA or
min. 0.5-inch 1per4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional [, . . XR2-XRSMA in ribbons
SC-171. type B, Grade 311 5 . R Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or K -45.0%
33 steel SECUROCK ft Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y min. 0.5-inch ISOGARD HD | Twin Jet Y 12-inch o.c. or XR-TJ
Gypsum-Fiber adhered ISOGARD CG or r‘r.1in‘ 19/32-inch plywood (SPATTER) or XR1-WBBA
Roof Board : P or XR2-WBBA
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ! ’
Min. 22 ga., DensDeck Prime V-force S8 . . 1.5.0. Stick, Min. 0.25-inch DensDeck 1.5.0. Stick, XR-T), XRI-XBSMA or
1per2.0 |Primer; V- Min. 1.5-inch ISOGARD GL or . . . XR2-XRSMA in ribbons
SC-172. Type B, Grade |or SECUROCK 3.1.1 5 Twin Jet or Prime or SECUROCK Twin Jet or K -45.0
33 steel Gypsum-Fiber ft Force, self- ISOGARD CG Twin Jet Y Gypsum-Fiber Roof Board |Twin JetY 12-inch o.c. or XR-TJ
Rzzf o adhered vp (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ! !
V-Force SB XR-TJ, XR1-XRSMA or
Min. 22 ga., DensDeck Prime . . . . X Min. 0.25-inch DensDeck . ! -
SC-173. Type B, Grade |or SECUROCK 311 1 perZZ.O Primer; V Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Prime or SECUROCK 1.5.0. Twin XRZ. XRSMA in ribbons 5.0
33 steel Gvosum-Fiber — ft Force, self- ISOGARD CG Pack Gypsum-Fiber Roof Board Pack 12-inch o.c. or XR-TJ
Rzzf . adhered vp (SPATTER) or XR1-WBBA
or XR2-WBBA
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., - in. 2-i . .
n-228 SECUROCK 1per |VForceFRor - |Oneormore layer(s), Min. 2-inch —\o "1\ ¢ o |\iin 0.5-inch SECUROCK  |Pack or 1.5.0. |[XR1-XRSMA (RIBBONS,
SC-174. Type B, Gyosum-Fiber 3.1.1 1.0 2 V-Force P, self- |Elevate ISOGARD GL, Elevate Sorav R, 6- Gvosum-Fiber Roof Board  |Sorav R, 6- 6 o.c) -60.0
Grade 40 steel |>'P ’ adhering ISOGARD CG >pray P >pray &, e
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., - in. 2-i . .
mooe SECUROCK Lper |VForceFRor One ormorelaver(s), Min. 2dnch p, 4 o015 o |\in, 7/16-inch DEXcell  |Pack or 1.5.0. |XR1-XRSMA (RIBBONS,
SC-175. Type B, Gyosum-Fiber 311 1.0 2 V-Force P, self- |Elevate ISOGARD GL, Elevate Sorav R, 6- Cement Roof Board Sorav R, 6- 6 o.c) -60.0
Grade 40 steel |2'P : adhering ISOGARD CG >pray &, >pray &, <
Roof Board inch o.c. inch o.c.
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TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYsTEM No DEck A VAPOR OR AIR A A Roof Cover (3.1.4) MDP
. (4.1.2) TypE FASTEN TTACH T DI DHESIVE RS DHESIVE 1. o
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
SC-176 T é B v SECUROCK 311 1 per V-Force P, self- Elevate ISOGARyD GL,EIevz;\te Pack or I.5.0. |Min. 0.5-inch Elevate Pack or 1.5.0. [XRSMA, XR2-ISOSR, or 75.0
’ ype s, Gypsum-Fiber — 1.0ft2 |adhering ! Spray R, 6- ISOGARD HD Spray R, 6- XR2-XRSMA in ribbons 6- ’
Grade 40 steel ISOGARD CG X X .
Roof Board inch o.c. inch o.c. inch o.c.
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
SC177 T é B v SECUROCK 311 1 per V-Force FR, Elevate ISOGARyD GL,EIevz;\te Pack or 1.5.0. |Min. 0.5-inch Elevate Pack or 1.5.0. [XRSMA, XR2-ISOSR, or 825
’ ype s, Gypsum-Fiber — 1.0ft> |self-adhering ! Spray R, 6- ISOGARD HD Spray R, 6- XR2-XRSMA in ribbons 6- ’
Grade 40 steel ISOGARD CG X X .
Roof Board inch o.c. inch o.c. inch o.c.

TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer R g MDP
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) | Attach (3.1.2¢) = (psf)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, . -30.0*
SC-178. | Grade 33 steel or (Optional) One or more layers, any |\, 4 jnch 150GARD CG 3.1.1 lper32fe | SoLIBSA BB2BSA, BBLLVOC, BB2LVOC | o
combination, loose laid or BB-WBBA
structural concrete HVHZ)
i ~ *
Min. 22 ga., type B, (Optional) One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC | >/
SC-179. | Grade 33 steel or 311 1 per2.7 ft? (NO
combination, loose laid CG — or BB-WBBA
structural concrete HVHZ)
Min. 22 ga., type B, . -37.5%
SC-180. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1per5.3ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC |\
combination, loose laid or BB-WBBA
structural concrete HVHZ)
181 g"r':&:ggas't'et;p:f’ (Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD a11 L per 4.0 BB1-1BSA, BB2-JBSA, BB1-LVOC, BB2-LVOC | .
' combination, loose laid CG — : or BB-WBBA '
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.25-inch ISOGARD GL or 5 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC «
ESE2l| Grade 33 steel or combination, loose laid ISOGARD CG 311 Lper2.7ft or BB-WBBA 450
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC "
3C183. ) Grade 33 steel or combination, loose laid ISOGARD CG 311 1per 20t or BB-WBBA 430
structural concrete
Min. 22 ga., type B, 50 . . .
sc-184. | ksi steel or structural (Optu?nal? Oneor m0|.'e layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1per2.7 2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC 450
concrete combination, loose laid CG — or BB-WBBA
Min. 22 ga., type B, .
SC-185. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1per2.7f¢ BB1-JBSA, BB2-JBSA, BBI-LVOC, BBZ-LVOC | 5 o+
combination, loose laid or BB-WBBA
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4) .
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, .
SC-186. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1 per 2.0 fi2 BB1-JBSA, BB2-JBSA, BBI-LVOC, BB2-LVOC |0 .
combination, loose laid or BB-WBBA
structural concrete
Min. 22 ga., type B, . . .
sc-187. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 311 1perd.0ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0*
combination, loose laid Composite — or BB-WBBA
structural concrete
Min. 22 ga., type B, Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High BB1-JBSA BB2-JBSA, BB1-LVOC or BB2
. . e by . Pre by 2 = = ) = = _ *
SC-188. | Grade 33 steel or ISOGARD CG Density Fiberboard Roof Insulation st Lper2.0ft LvoC 45.0
structural concrete
Min. 22 ga., type B, N
SC-189. | Grade 33 steel or One or more layers, any combination, |y, o 5.inch ISOGARD HD 3.1 lper27fiz | BBLIBSA BB2-JBSA, BBI-LVOC, BB2-VOC | 45
loose laid or BB-WBBA
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch
SC-190. | Grade 33 steel or thick, one or more layers, any Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft2 2?;;?@2’;‘32 JBSA, BB1-LVOC, BB2-LVOC _45.0%
structural concrete combination, loose laid
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch Min. 0.5-inch DEXcell FA Glass Mat
SC-191. | Grade 33 steel or thick, one or more layers, any Roof Board or 7/16-inch DEXcell 3.1.1 1 per 2.7 ft? BB1-LVOC, BB2-LVOC or BB-WBBA -45.0*
structural concrete combination, loose laid Cement Roof Board
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch ) .
SC-192. | Grade 33 steel or thick, one or more layers, any g/]OI;‘;J/IG inch DEXcell Cement Roof 3.1.1 1 per 2.7 ft2 BB2-JBSA -45.0*
structural concrete combination, loose laid
Min. 22 ga., type B, L. . .
5C-193. | Grade 3§ steezllpor One or more layers, any combination, Min. 0.25-inch SECUROCK Gypsum- 311 1 per 2.0 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0*
loose laid Fiber Roof Board — or BB-WBBA
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch | 6 6 i SECUROCK Gypsum- , BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-194. | Grade 33 steel or thick, one or more layers, any R 3.1.1 1 per4.0ft -45.0*
s . Fiber Roof Board I or BB-WBBA
structural concrete combination, loose laid
Min. 22 ga., type B, . . . Elevate HD
SC-195. | Grade 33 steel or Min. 1.5-inch thn?k, one ormore. Min. 19/32-inch plywood HailGard Fastener 1 per 2.7 ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0
layers, any combination, loose laid or BB-WBBA
structural concrete (steel only)
Min. 22 ga., type B, 50 .
SC-196. | ksi steel or structural (Optional) One or more layers, any Min. 1-inch ISOGARD CG 311 1per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC | 55 5
concrete combination, loose laid or BB-WBBA
Min. 22 ga., type B, . . . Elevate HD
SC-197. | Grade 33 steel or Min. 1.5-inch thn?k, one ormore . Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -52.5
layers, any combination, loose laid or BB-WBBA
structural concrete (steel only)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or N BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
| Grade 33 steel or combination, loose laid ISOGARD CG 311 Lper18ft or BB-WBBA -60.0
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P y Roof Cover (3.1.4 MDP
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
M!n. 22ga. type B, 56 One or more layers, any combination, Min. 0.5-inch SECUROCK Gypsum- ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-199. | ksi steel or structural R i 3.11 1per2.1ft -60.0
loose laid Fiber Roof Board — or BB-WBBA
concrete
Min. 22 ga., type B, (Optional) One or more layers, an Min. 1.5-inch ISOGARD HD BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-200. | Grade 33 steel or pional re fayers, any > 3.1.1 1per 1.3 ft2 g g ' -60.0
combination, loose laid Composite or BB-WBBA
structural concrete
M!n. 22 ga. type B, 56 One or more layers, any combination, Min. 0.5-inch SECUROCK Gypsum- ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-201. | ksi steel or structural R i 3.11 1per1.6ft -67.5
loose laid Fiber Roof Board — or BB-WBBA
concrete
Min. 22 ga., type B, . . .
$C-202. | Grade 33 steel or Min. 1.5-inch thick, one or more Min. 0.5-inch ISOGARD HD 311 lper13fiz | BBLIBSA BB2-JBSA, BBI-LVOC, BB2-VOC |- ¢y
layers, any combination, loose laid or BB-WBBA
structural concrete
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or )
SC203- | Grade 80 steel combination ISOGARD CG 311 Lper1.0ft BB-WBBA 675
Min. 22 ga., Type B, (Optional) Any thickness or Min. 2.0-inch ISOGARD GL or 5
SC-204. Grade 80 steel combination ISOGARD CG 3.1.1 1per1.0ft BB1-JBSA, BB2-JBSA or BB2-LVOC 67.5
X Min. 0.5-inch DensDeck Prime or
Min. 22 ga., type B, Min. 1.5-inch thick, one or more SECUROCK Gypsum-Fiber Roof BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2-
SC-205. | Grade 33 steel or o 0 . vP 311 1per 1.3 ft? ' ' -75.0
layers, any combination, loose laid Board or 7/16-inch DEXcell Cement Lvoc
structural concrete
Roof Board
Min. 22 ga., type B, Min. 1.5-inch thick. one or more Min. 0.5-inch DEXcell FA Glass Mat
SC-206. | Grade 33 steel or T o . Roof Board or 7/16-inch DEXcell 3.1.1 1 per 1.3 ft? BB1-LVOC, BB2-LVOC -75.0
layers, any combination, loose laid —
structural concrete Cement Roof Board
Min. 22 ga., type B, . . .
Min. 1.5-inch thick 3.1.1(H D BB1-JBSA, BB2-JBSA, BB1-LV BB2-
5C-207. | Grade 33 steel or in. 1.5-inch thick, one or more Min. 19/32-inch plywood 3.L1 (Heavy Duty 1per2.0ft2 JBSA, BB2-JBSA, OCor -75.0
layers, any combination, loose laid only for steel) LvocC
structural concrete
Min. 22 ga., type B, (Optional) One or more layers, an 3.1.1 (Heavy Dut BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2
SC-208. | Grade 33 steel or ptona’) re layers, any Min. 1.5-inch ISOGARD HG . v Duty 1 per 2.0 ft? d ' -75.0
combination, loose laid only for steel) LvocC
structural concrete
Min. 22 ga., type B, . . .
$C-209. | Grade 33 steel or (Optlc.)nal? One or mo're layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 750
combination, loose laid CG — LvoC
structural concrete
Min. 22 ga., type B, .
SC-210. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1 per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 75.0
combination, loose laid LvoC
structural concrete
Min. 22 ga., type B, .
SC-211. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 825
combination, loose laid LvocC
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P y Roof Cover (3.1.4 MDP
No. (4.1.2) (4.22) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, 60 N . .
sc-212. | ksi steel or structural One or more layers, any combination, Mln. 0.5-inch SECUROCK Gypsum 311 1per 1.8 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 825
loose laid Fiber Roof Board — Lvoc
concrete
ELEVATE PVC KEE APPLICATIONS:
Min. 22 ga., type B, . -30.0*
SC-213. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1per3.2ft? BB1-LVOC (NO
combination, loose laid
structural concrete HVHZ)
Min. 22 ga., type B, ) ) ) -37.5*%
sc-214. | Grade 33 steel or (Optlo.nal? One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD 311 1per2.7 2 BB1-LVOC (NO
combination, loose laid CG —
structural concrete HVHZ)
Min. 22 ga., type B, . -37.5%
SC-215. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1 per 5.3 f2 BB1-LVOC (NO
combination, loose laid —
structural concrete HVHZ)
Min. 22 ga., type B, . . . . . -37.5%
Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High )
SC-216. | Grade 33 steel or ISOGARD CG Density Fiberboard Roof Insulation 311 Lper20ft BBI-LVOC (NO
structural concrete HVHZ)
Min. 22 ga., type B, . . .
sc-217. | Grade 33 steel or (Optlgnal? One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 4.0 ft2 BB1-LVOC -45.0%
combination, loose laid CG I
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.25-inch ISOGARD GL or ) "
SC-218. | Grade 33 steel or combination, loose laid ISOGARD CG 3.11 1 per2.7 ft BB1-LVOC -45.0
structural concrete
Min. 22 ga., type B, . . .
SC-219. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or 3.1.1 1 per 2.0 ft? BB1-LVOC -45.0*
combination, loose laid ISOGARD CG
structural concrete
Min. 22 ga., type B, 50 . . .
SC-220. | ksi steel or structural (Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1per2.7 ft? BB1-LVOC -45.0
combination, loose laid CG
concrete
Min. 22 ga., type B, .
SC-221. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1per2.7 ft? BB1-LVOC 45,0
combination, loose laid
structural concrete
Min. 22 ga., type B, .
Opt )O |
SC-222. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 311 1per2.0ft2 BB1-LVOC -45.0*
combination, loose laid
structural concrete
Min. 22 ga., type B, . . .
$C-223. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 3.1.1 1 per 4.0 ft2 BB1-LVOC -45.0%
combination, loose laid Composite
structural concrete
Min. 22 ga., type B, One or more layers, any combination
SC-224. | Grade 33 steel or loose laid Yers, any ! Min. 0.5-inch ISOGARD HD 3.11 1 per2.7 ft? BB1-LVOC -45.0%
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4) P
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch r’:‘:: ggi::;gEESZEEZk(;;I:;T\’Aat
SC-225. | Grade 33 steel or thick, one or more layers, any o . 3.1.1 1 per 2.7 ft? BB1-LVOC -45.0%
o : Roof Board or 7/16-inch DEXcell
structural concrete combination, loose laid
Cement Roof Board
Min. 22 ga., type B, —— . .
$C-226. | Grade 33 steel or One or more layers, any combination, M|n. 0.25-inch SECUROCK Gypsum 311 1 per 2.0 2 BB1-LVOC -45.0*
loose laid Fiber Roof Board —
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch . .
SC-227. | Grade 33 steel or thick, one or more layers, any Mm' 0.5-inch SECUROCK Gypsum 3.1.1 1 per 4.0 ft? BB1-LVOC -45.0*
s ) Fiber Roof Board
structural concrete combination, loose laid
Min. 22 ga., type B, . . . Elevate HD
Min. 1.5-inch thick,
5C-228. | Grade 33 steel or - 2-=7inch thick, one or more. Min. 19/32-inch plywood HailGard Fastener 1per2.7f BB1-LVOC 450
layers, any combination, loose laid
structural concrete (steel only)
Min. 22 ga., type B, 50 .
5C-229. | ksi steel or structural (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1 per 1.6 €2 BB1-LVOC 525
combination, loose laid —
concrete
Min. 22 ga., type B, . . . Elevate HD
Min. 1.5-inch thick,
5C-230. | Grade 33 steel or - 2->7inch thick, one or more. Min. 19/32-inch plywood HailGard Fastener 1per 1.6 ft2 BB1-LVOC 525
layers, any combination, loose laid
structural concrete (steel only)
Min. 22 ga., type B, . . .
SC-231. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or 311 1 per 1.8 ft? BB1-LVOC -60.0
combination, loose laid ISOGARD CG
structural concrete
Min. 22 ga., type B, 56 I . .
$C-232. | ki steel or structural One or r.nore layers, any combination, Mln. 0.5-inch SECUROCK Gypsum 311 1per 2.1t BB1-LVOC -60.0
loose laid Fiber Roof Board —
concrete
Min. 22 ga., type B, . . .
SC-233. | Grade 33 steel or (Optional) One or more layers, any | Min. 1.5-inch ISOGARD HD 3.1 lperl3ft’ | BBL-LVOC 60.0
combination, loose laid Composite
structural concrete
Min. 22 ga., type B, 56 I . .
5C-234. | ksi steel o structural One or more layers, any combination, .| Min. 0.5-inch SECUROCK Gypsum 311 1 per 1.6 ft2 BB1-LVOC 67.5
loose laid Fiber Roof Board
concrete
Min. 22 ga., type B, . . .
SC-235. | Grade 33 steel or Min. 1.5-inch thick, one or more Min. 0.5-inch ISOGARD HD 3.1.1 1per 1.3 ft2 BB1-LVOC 675
layers, any combination, loose laid
structural concrete
Min. 0.5-inch DensDeck Prime,
Min. 22 ga., type B, . . ) DEXcell FA Glass Mat Roof Board or
Min. 1.5-inch thick,
SC-236. | Grade 33 steel or b ";rs an'"ccomt')cin; E’;i "lgz‘s‘:; g SECUROCK Gypsum-Fiber Roof 3.1.1 1per13ft? BB1-LVOC -75.0
structural concrete Yers, any ! Board or 7/16-inch DEXcell Cement
Roof Board
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P y Roof Cover (3.1.4 MDP
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, . . .
Min. 1.5-inch thick 3.1.1(H Dut:
SC-237. | Grade 33 steel or M- 2-=7inch thick, one or more. Min. 19/32-inch plywood 3.1.1 (Heavy Duty 1 per 2.0 ft2 BB1-LVOC -75.0
layers, any combination, loose laid only for steel)
structural concrete
Min. 22 ga., type B, .
$C-238. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HG 3.11 (Heavy Duty 1per2.0ft BB1-LVOC 75.0
combination, loose laid only for steel)
structural concrete
Min. 22 ga., type B, . . .
5239, | Grade 33 steel or (Optlo.nal? One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 ft2 BB1-LVOC 750
combination, loose laid CG —
structural concrete
Min. 22 ga., type B, .
SC-240. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1per 1.6 ft2 BB1-LVOC 75.0
combination, loose laid
structural concrete
Min. 22 ga., type B, .
Opt )O |
SC-241. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1per 1.6 ft2 BB1-LVOC -82.5
combination, loose laid
structural concrete
Min. 22 ga., type B, 60 N . .
SC-242. | ksisteel or structural One or r'nore layers, any combination, Mm' 0.5-inch SECUROCK Gypsum 3.1.1 1 per 1.8 ft? BB1-LVOC -82.5
loose laid Fiber Roof Board I
concrete
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
H ~ *
$c.243 gﬂrl:&:ggi't'et;p:r& One or more layers, any combination, | Min. 0.5-inch Structodek High 311 1per 2.0 f2 XR2-ISOSR, XR-TJ or XR2-XRSMA in 328
’ loose laid Density Fiberboard Roof Insulation — per & ribbons 4-inch o.c. or XR-TJ (SPATTER) (
structural concrete HVHZ)
Min. 22 ga., t B -37.5%
n- £~ 8a., type B, (Optional) One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD , XR-TJ (SPATTER) or XR1-WBBA or XR2- 37.5
SC-244. | Grade 33 steel or L ) 3.1.1 1 per 2.7 ft (NO
combination, loose laid CG WBBA
structural concrete HVHZ)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) XR-TJ (SPATTER) or XR1-WBBA or XR2- "
SC-245. | Grade 33 steel or combination, loose laid ISOGARD CG 3.11 1 per2.0ft WBBA -45.0
structural concrete
Min. 22 ga., type B, (Optional) One or more layers, any Min. 2.25-inch ISOGARD GL or XR-TJ (SPATTER) or XR1-WBBA or XR2
y 3 . 2.25- 5 5 R _ ) .
SC-246. | Grade 33 steel or combination, loose laid ISOGARD CG 3.1.1 1 per 4.0 ft WBBA 45.0
structural concrete
Min. 22 ga., type B, One or more layers, any combination Min. 0.5-inch Structodek High XR2-ISOSR, XR-TJ or XR2-XRSMA in
-247. ) ’ ’ _ A1 .0 ft? LeoEe T ) -45.0*
SC-247 Grade 33 steel or loose laid Density Fiberboard Roof Insulation 311 Lper20ft ribbons 4-inch o.c. or XR-TJ (SPATTER) 45.0
structural concrete
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, I min. 0.5-inch DEXcell FA Glass Mat
$C-248. | Grade 33 steel or One or more layers, any combination, | ¢ ¢ 502 or SECUROCK Gypsum- 3.1.1 1per 2.7t XR-TJ (SPATTER), XR1-WBBA or XR2 -45.0%
loose laid R . WBBA
structural concrete Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4) .
No. (4.1.2) (4.22) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, One or more layers, any combination SBE(;lrJdRc;fii %Vg_slif::g;i';:ﬁ?;
SC-249. | Grade 33 steel or R yers, any ! ’ T . 3.1.1 1 per 2.0 ft2 XR-TJ (SPATTER) or XR1-WBBA -45.0*
structural concrete loose laid Glass Mat Roof Board, 7/16-inch —
DEXcell Cement Roof Board or min.
19/32-inch plywood
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, One or more lavers. any combination SECUROCK Gypsum-Fiber Roof
SC-250. | Grade 33 steel or loose laid YErs, any ! Board, min. 0.5-inch DEXcell FA 3.1.1 1 per 2.0 ft? XR2-WBBA -45.0*
structural concrete Glass Mat Roof Board or 7/16-inch
DEXcell Cement Roof Board
Min. 22 ga., type B, I
SC-251. | Grade 33 steel or One or more layers, any combination, | . o i h ISOGARD HD 3.1.1 1per2.1f XR-TJ (SPATTER) or XR1-WBBA or XR2 -45.0%
loose laid (optional for recover) WBBA
structural concrete
Min. 22 ga., type B, . . .
SC-252. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 ft? XR1-WBBA or XR2-WBBA -67.5
combination, loose laid CG
structural concrete
Min. 22 ga., type B XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
) ’ ! Min. 1.5-inch thick, one or more ) . ) or XR2-XRSMA in ribbons 4-inch o.c. or
SC-253. Strri(iteu?;zlsssr?::gte layers, any combination, loose laid Min. 0.5-inch ISOGARD HD 311 Lper13ft XR-TJ (SPATTER) or XR1-WBBA or XR2- 675
WBBA
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or N XR-TJ (SPATTER) or XR1-WBBA or XR2-
SC-254. Grade 80 steel combination ISOGARD CG 3.1 Lper1Oft WBBA 675
. . . . . XR1-ISOSR, XR2-ISOSR, XR-TJ, XR2-WBBA,
SC-255. gﬂr':&:zgi't';‘l’pe B, (cgztl';’::goiny thickness or I“;'('J”éi;)[;"ézh ISOGARD GL or 3.1.1 1 per 1.0 fi2 XR1-XRSMA, XR2-XRSMA in ribbons 4-inch | -67.5
o.c. or XR-TJ (SPATTER)
Min. 22 ga., type B, . . .
sc-256. | Grade 33 steel or (Optlgnal? One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 ft2 XR-TJ (SPATTER) 825
combination, loose laid CG —
structural concrete
Min. 22 ga., type B, ) o XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-257. | Grade 80 steel or £2$L?::l?oinfozggg:§ layers, any gﬂén 2-inch ISOGARD GL or ISOGARD 3.1.1 1 per 1.0 ft? or XR2-XRSMA in ribbons 4-inch o.c. or -135.0
structural concrete ! XR-TJ (SPATTER)
Min. 22 ga., type B, (Optional) One or more layers, an Min. 2-inch ISOGARD GL or ISOGARD
SC-258. | Grade 80 steel or P L . vers, any ’ 3.1.1 1 per 1.0 ft2 XR-TJ (SPATTER) -142.5
combination, loose laid CG —
structural concrete
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
H - *
Min. 22 ga., type B, One or more layers, any combination, | Min. 0.5-inch Structodek High XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA | 300
SC-259. | Grade 33 steel or 3.1.1 1 per 2.0 ft? (NO
loose laid Density Fiberboard Roof Insulation or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete HVHZ)
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P y Roof Cover (3.1.4 MDP
No. (4.1.2) (4.22) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
H ~ *
Min. 22 ga., type B, (Optional) One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD , XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA | >/
SC-260. | Grade 33 steel or - . 311 1per2.7ft L ] (NO
combination, loose laid CG or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete HVHZ)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or 5 XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA «
SEgCRY| Grade 33 steel or combination, loose laid ISOGARD CG 311 Lper2.0ft or XR2-XRSMA in ribbons 12-inch o.c. 45.0
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 2.25-inch ISOGARD GL or ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA "
5C-262. | Grade 33 steel or combination, loose laid ISOGARD CG st Lpera.0ft or XR2-XRSMA in ribbons 12-inch o.c. 45.0
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High 5 XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA «
SC-263. | Grade 33 steel or ISOGARD CG Density Fiberboard Roof Insulation 311 Lperl5ft or XR2-XRSMA in ribbons 12-inch o.c. 450
structural concrete
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, L SECUROCK Gypsum-Fiber Roof .
SC-264. | Grade 33 steel or g’;‘::{a:zme layers, any combination, | o 4 in. 0.5-inch DEXcell FA 3.1.1 1 per 2.0 fizt;i(:ig’_ ::‘EhTiir XR1-XRSMA in -45.0*
structural concrete Glass Mat Roof Board or min. 19/32- o
inch plywood
Min. 22 ga., type B, L Min. 0.25-inch DensDeck Prime or L
SC-265. | Grade 33 steel or One or more layers, any combination, | ¢ ;o ok Gypsum-Fiber Roof 3.1.1 1per 2.0 ft2 XR2-ISOSR or XR2-XRSMA in ribbons 12 -45.0*
loose laid . R inch o.c.
structural concrete Board or min. 19/32-inch plywood
Min. 22 ga., type B, I .
SC-266. | Grade 33 steel or One or more layers, any combination, | 7/16-inch DEXcell Cement Roof 3.1.1 1 per 2.0 fi2 XR1-XRSMA (RIBBONS, 12 o.c.) -45.0*
loose laid Board
structural concrete
Min. 22 ga., type B, L
SC-267. | Grade 33 steel or One or more layers, any combination, |\, 6 ¢ inh ISOGARD HD 3.1.1 1per2.1ft2 XRL-ISOSR, XR2-ISOSR, XR-TJ, XRIXRSMA | 5 o
loose laid (optional for recover) or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-268. | Grade 80 steel combination ISOGARD CG st 1per10ft or XR2-XRSMA in ribbons 12-inch o.c. 67.5
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
S| Grade 33 steel or combination, loose laid CG 311 Lperl6ift or XR2-XRSMA in ribbons 6-inch o.c. 82.5
structural concrete

TABLE 10H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

TEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

5 Top Insulation Layer Roof Cover (3.1.4)
System Deck Base Insulation Layer ; et MDP
No. 4.1.2 3.1.2 astency B sf
(4.1.2) (3.1.2) Type e o Base Ply Ply Cap Ply (psf)
Min. 22 ga., Type B, One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof )
et Grade 40 steel combination, loose laid Board or DensDeck Prime 311 Lper3.2ft SBS-AA None XR-HA 135.0
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
P G
fgeney

PCA-145

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

X Top Insulation Layer Roof Cover (3.1.4)
System Deck Base Insulation Layer ; e MDP
No. 4.1.2 3.1.2 asteney ac sf
(4.1.2) (3.1.2) Type T 219 Base Ply Ply Cap Ply (psf)
XR-Tlin
Min. 22 ga., type B, ) . ribbons 12-
Optional) O | Optional
SC-271. | Grade 33 steel or (Optional) One or more lavers, 1\ 6 55 inch pensbeck Prime 3.1.1 1per4.0ft | SBS-TA (Optional) inch o.c. or 45.0
any combination, loose laid — SBS-TA
structural concrete XR-TJ
(SPATTER)

TABLE 101: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck . Insulation Layer Attachment MDP
Vapor Barrier Roof Cover (3.1.4c)
No. (4.1.2) 5 (3.1.2) Fastener (3.1.1, 4.2.2) Density (psf)
Min. 22 ga., type B, One o.r mf)re layers, any Elevate Heavy Duty Fastener and Max. 18-inch o.c. in rows max. Elevate P.VC’ Elgvate Max PV(.: or Ele.zvate -300
SC-272. None combination, . . PVC KEE induction welded using RhinoBond (NO
Grade 33 steel N Elevate PVC InvisiWeld Plate 60-inch o.c. .
preliminarily attached Installation Tool HVHZ)
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 6.0 ft? o X X
-273. N PVC KEE induct Ided RhinoBond -45.0*
sc273 Grade 33 steel one combination Elevate PVC InvisiWeld Plate 2 x 3-ft grid nduction welded using Rhinoton >0
Installation Tool
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 5.3 ft2 (6 parts per 4x8 ft S K K «
SC-274. Grade 33 steel None combination Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 PVC KEE.lnductlon welded using RhinoBond 45.0
Installation Tool
Min. 22 ga., type B, One o.r m<.:)re layers, any Elevate Heavy Duty Fastener and Max. 12-inch o.c. in rows max. Elevate P.VC, Elc.evate Max PVF or E"?"ate
SC-275. None combination, L . PVC KEE induction welded using RhinoBond -45.0
Grade 33 steel L Elevate PVC InvisiWeld Plate 60-inch o.c. .
preliminarily attached Installation Tool
Min. 22 ga., type B, | V-Force, self- Min. 2.5-inch ISOGARD Elevate Heavy Duty Fastener and 1 per 4.0 ft2 (8 parts per 4x8 ft Elevate P.VC’ Elt?vate Max PV(.: or Elgvate
SC-276. . GL, ISOGARD CG or . A K . PVC KEE induction welded using RhinoBond -52.5
50 ksi steel adhered ) Elevate PVC InvisiWeld Plate board) in a 24 x 24-inch grid )
ISOGARD HD Composite Installation Tool
Min. 0.25-inch
. SECUROCK Gypsum- | Min. 2.5-inch ISOGARD 2 Elevate PVC, Elevate Max PVC or Elevate
SC-277. 5’\:/(|)”l1<'5i252t§:|', type B, Fiber Roof Board GL, ISOGARD CG or E:::z:: E\izvlﬁ\llji:i:l\\//gfjfl;]teg and lbpo:rj)oi:ta (284’:':;25 iF:1ecI;14Xr?dft PVC KEE induction welded using RhinoBond -52.5
followed by V-Force, | |SOGARD HD Composite g Installation Tool
self-adhered
$C.278 Min. 22 ga., type B, None One or more layers, any Elevate Heavy Duty Fastener and 1 per 4.0 ft2 (8 parts per 4x8 ft f’l\j(\jla;:Eﬁzshil?Z:t;:fda;(dPL\J/s(i:nor:tl\?:zgeond 60.0
’ Grade 33 steel combination Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 . J ’
Installation Tool
Elevate Heavy Duty Fastener with Elevate PVC. Elevate Max PVC or Elevat
$c-279 Min. 22 ga., type B, None One or more layers, any alternating rows of: 1 per 2.0 ft2 (16 parts per 4x8 P\?(\ZIaK:E indljct?t\)/ra\ ;elda;d usinorRh?rYZBan 67.5
’ Grade 33 steel combination 1.) Elevate PVC InvisiWeld Plate ft board) in a 12 x 24-inch grid . i ’
) . Installation Tool
2.) Elevate Insulation Fastening Plate
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 101: STEEL DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck ; Insulation Layer Attachment MDP
Vapor Barrier Roof Cover (3.1.4c)
No. (4.1.2) P (3.1.2) Fastener (3.1.1,4.2.2) Density (psf)
$C-280 Min. 22 ga., type B, None One or more layers, any Elevate Heavy Duty Fastener and 1 per 2.7 ft2 (12 parts per 4x8 IEI\/e(\:/aKt:EPiXEluilt?::tvf/:l/lda:dpgls?nor:llw?r\:zgi)nd 750
' Grade 33 steel combination Elevate PVC InvisiWeld Plate ft board) Per FM LPDS 1-29 . J :
Installation Tool
Elevate PVC, Elevate Max PVC or Elevate
in. 22 ga. 1perd.0ft? '
SC-281. Min. 22 ga., type B, None One o.r mf)re layers, any Elevate Heavy D.u.ty Fastener and P i PVC KEE induction welded using RhinoBond -75.0
Grade 33 steel combination Elevate PVC InvisiWeld Plate 2 x 2-ft grid ;
Installation Tool
Min. 22 ga., type B, One o.r m?re layers, any Elevate Heavy Duty Fastener and Max. 6-inch o.c. in rows max. Elevate P.VC' Elt?vate Max PVF or EI(.evate
SC-282. None combination, . . PVC KEE induction welded using RhinoBond -82.5
Grade 33 steel L Elevate PVC InvisiWeld Plate 60-inch o.c. .
preliminarily attached Installation Tool
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 2.0 ft? (16 parts per 4x8 S K K
SC-283. Grade 33 steel None combination Elevate PVC InvisiWeld Plate ft board) Per FM LPDS 1-29 rr:gfalfliii:)r;d;;zlon welded using RhinoBond 105.0

TABLE 10s: STEEL oR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation Layer Roof Cover (3.1.4)
System Deck v Attach s 5 e MDP
No. (a12) T ac M F 11,422 astener || ap width ow eam (psf)
ype - embrane astener (3 ) Seeeli ap Widt Grmeh Weld
Elevate PVC, Elevate -30.0
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Plus Fastener . . . .
SC-284. Grade 33 steel or ISOGARD CG attach Max PVC or Elevate PVC with Elevate HD Plus Seam Plate 12-inch o.c. E-inch 114-inch 1.5-inch (NO
KEE HVHZ)
-37.5
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Plus Fastener . . . .
SC-285. Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE with Elevate HD Plus Seam Plate 12-incho.c. 6-inch 114-inch 1.5-inch H(\'/\II-(I)Z)
Elevate PVC XR, Elevate -37.5
Min. 22 ga., T B, Min. 1.5-inch ISOGARD GL Prelim. ’ Elevate H -Duty Plus Fast
SC-286. Gr': " Sit'ee‘l’pe ' Or':‘s o AII:DC . atrfa'CT Max PVC XR or Elevate wﬁ‘r’]aEleeV:;"LD ‘F’,IZS S‘:ar:;z::r 12-incho.c. |  6-inch 114-inch 1.5-inch (NO
PVC KEE XR HVHZ)
Elevate PVC, Elevate
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Fastener with . . . .
SC-287. Grade 33 steel or ISOGARD CG attach KMEa:Ex PVC or Elevate PVC Elevate HD Seam Plate 6-inch o.c. 6-inch 114-inch 1.5-inch 45.0
Elevate PVC, Elevate
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Fastener with . . . .
SC-288. Grade 33 steel or ISOGARD CG attach KMEe;Ex PVC or Elevate PVC Elevate HD Seam Plate 12-inch o.c. 6-inch 54-inch 1.5-inch -52.5
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Fastener with . . . .
SC-289. Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE Elevate HD Seam Plate Gincho.c. 6-inch 114-inch 1.5-inch 525
. . . . Elevate PVC XR, Elevate X
$C-290. Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Max PVC XR or Elevate Elevate Heavy-Duty Fastener with 6-inch o.c. 6-inch 114-inch 1.5-inch 525
Grade 33 steel or ISOGARD CG attach Elevate HD Seam Plate
PVC KEE XR
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10s: STEEL orR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation Layer Roof Cover (3.1.4)
System Deck Y [ — 8 B MDP
No. 4.1.2 ac astener . ow eam of

(4.1.2) Type e Membrane Fastener (3.1.1, 4.2.2) Spacing Lap Width spacing Weld (psf)

Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Plus Fastener . . . .
SEBL | Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE with Elevate HD Plus Seam Plate 12-nchoc. | 6-inch >4-inch 1.5-inch 60.0

Elevate PVC XR, Elevate

Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ’ Elevate Heavy-Duty Plus Fastener . . . .

SC-292. Grade 33 steel or ISOGARD CG attach ng;::XXRR or Elevate with Elevate HD Plus Seam Plate 12-incho.c. 6-inch S4-inch 1.5-inch 60.0

TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Structural Min. 1.5-inch ISOGARD GL or (Optional) Additional layers of base BB1-JBSA, BB1-LVOC, BB2-LVOC
¢l concrete None ISOGARD CG 1.5.0. Spray R insulation 1.5.0. Spray R or BB-WBBA -165.0
c2 Structural No Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 8- (Optional) Additional layers of base 1.5.0. Spray R, 8- BB1-JBSA, BB1-LVOC, BB2-LVOC 2400
concrete ne ISOGARD CG inch o.c. insulation inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layers of base 1.5.0. Spray R, 4-
c3 concrete None ISOGARD CG inch o.c. insulation inch o.c. BB1-JBSA 2550
ca Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layers of base 1.5.0. Spray R, 4- BB1-LVOC, BB2-LVOC or BB- -285.0
concrete ISOGARD CG inch o.c. insulation inch o.c. WBBA ’
cs Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- §0pt|01.1al) Additional layers of base !.S.O. Spray R, 6- BB1-JBSA 2550
concrete inch o.c. insulation inch o.c.
c6 Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- FOptlor?aI) Additional layers of base !.S.O. Spray R, 6- BB1-LVOC, BB2-LVOC or BB- 3375
concrete inch o.c. insulation inch o.c. WBBA
Structural . . . .
c-7 concrete None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-JBSA -255.0
c-8 Structural None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-LVOC, BB2-LVOC or BB- 3375
concrete WBBA
Structural Min. 2-inch Styrofoam Brand Min. 0.25-inch DensDeck Prime or BB1-JBSA, BB2-JBSA, BB1-LVOC,
9 concrete None Roofmate or Highload 60 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray R BB2-LVOC or BB-WBBA 750
. ) Min. 0.25-inch DEXcell FA Glass Mat
C-10 Structural None Min. 2-inch Sty_rofoam Brand 1.5.0. Spray R Roof Board or 7/16-inch DEXcell Cement | I.S.0. Spray R BB1-LVOC, BB2-LVOC or BB- -75.0
concrete Roofmate or Highload 60 WBBA
Roof Board
Structural Min. 2-inch Styrofoam Brand Min. 7/16-inch DEXcell Cement Roof
C-11 concrete None Roofmate or Highload 60 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -75.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (a.1.2) Type Type {psf]
(3.1.3) (3.1.3)
Structural Min. 1.5-inch ISOGARD GL or Min. 7/16-inch DEXcell Cement Roof
C-12 concrete None ISOGARD CG 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -150.0
Structural Min. two (2) layers min. 1.5-inch Min. 7/16-inch DEXcell Cement Roof
C-13 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -150.0
Structural Min. 1.5-inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum-Fiber
Cc-14 concrete None ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R BB2-JBSA -157.5
Structural Min. 1.5-inch ISOGARD GL or Min. 0.25-inch DensDeck or SECUROCK BB1-JBSA, BB1-LVOC, BB2-LVOC
¢15 concrete None ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board 1.5.0. Spray R or BB-WBBA 1575
Min. 0.25-inch DEXcell FA Glass Mat
Structural Min. 1.5-inch ISOGARD GL or . BB1-LVOC, BB2-LVOC or BB-
C-16 concrete None ISOGARD CG 1.5.0. Spray R Roof Board or 7/16-inch DEXcell Cement | 1.5.0. Spray R WBBA -157.5
Roof Board
c17 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 8- Min. 0.25-inch DensDeck Prime or 1.5.0. Spray R, 8- BB1-JBSA, BB2-JBSA, BB1-LVOC, 1875
concrete ISOGARD CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. BB2-LVOC or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 15.0. Spray R, 8 | Min: 0:25-inch DEXcell FA Glass Mat 1.5.0. Spray R, 8- | BB1-LVOC, BB2-LVOC or BB-
Cc-18 None . Roof Board or 7/16-inch DEXcell Cement . -187.5
concrete ISOGARD CG inch o.c. inch o.c. WBBA
Roof Board
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- Min. 0.25-inch SECUROCK Gypsum-Fiber | 1.S.0. Spray R, 4-
c19 concrete None ISOGARD CG inch o.c. Roof Board inch o.c. BB2-JBSA 2325
Structural Min. two (2) layers min. 1.5-inch Min. 0.25-inch SECUROCK Gypsum-Fiber
¢20 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R BB2-JBSA 2325
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- . . . 1.5.0. Spray R, 4-
Cc-21 concrete None ISOGARD CG inch o.c. Min. 0.25-inch DensDeck Prime inch o.c. BB2-JBSA -240.0
Structural Min. two (2) layers min. 1.5-inch . . .
C-22 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Min. 0.25-inch DensDeck Prime 1.5.0. Spray R BB2-JBSA -240.0
c23 Structural None Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R, 4- Min. 0.25-inch DensDeck Prime or 1.S.0. Spray R, 4- BB1-JBSA, BB1-LVOC, BB2-LVOC 2475
concrete ISOGARD CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 15.0. Spray R, 4- | Min 0-25-inch DEXcell FA Glass Mat 1.5.0. Spray R, 4- | BB1-LVOC, BB2-LVOC or BB-
C-24 None . Roof Board or 7/16-inch DEXcell Cement | . -247.5
concrete ISOGARD CG inch o.c. inch o.c. WBBA
Roof Board
Structural Min. two (2) layers min. 1.5-inch Min. 0.25-inch DensDeck Prime or
¢25 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray R BBL-JBSA 255.0
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch FA Glass Mat Roof Board or SECUROCK BB1-LVOC, BB2-LVOC or BB-
c-26 concrete None ISOGARD GL or ISOGARD CG I-5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch | >0 SPrY R WBBA 2625
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch . . BB1-JBSA, BB1-LVOC, BB2-LVOC
Cc-27 concrete None ISOGARD GL or ISOGARD CG 1.S.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R or BB-WBBA -247.5
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
c-28 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A BB1-JBSA -255.0
concrete
Structural BB1-LVOC, BB2-LVOC or BB-
c-29 ructura None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A ’ or -300.0
concrete WBBA
c-30 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin (Optional) Additional layers of base 1.S.0. Stick, Twin BB1-JBSA, BB1-LVOC, BB2-LVOC 1500
concrete ISOGARD CG Jet or Twin JetY insulation Jet or Twin JetY or BB-WBBA ’
1.S.0. Stick, Twin . . 1.S.0. Stick, Twin
c-31 Structural None Min. 1.5-inch ISOGARD CG Jet or Twin Jety, | (OPtional) Additional layers of base Jetor Twin JetY, | BB1-JBSA -255.0
concrete . insulation .
6-inch o.c. 6-inch o.c.
1.5.0. Stick, Twin . - 1.5.0. Stick, Twin
c-32 Structural None Min. 1.5-inch ISOGARD CG Jet or Twin Jety, | (OPtional) Additional layers of base Jetor Twin Jety, | BBLLVOC, BB2-LVOCor BB- -337.5
concrete . insulation . WBBA
6-inch o.c. 6-inch o.c.
c-33 Structural None Min. 1-inch ISOGARD CG 1.S.0. Stick, Twin 1\ i 1 i ch ISOGARD CG .5.0. Stick, Twin | g1 5c -255.0
concrete Jet or Twin Jet Y Jet or Twin JetY
c-34 Structural None Min. 1-inch ISOGARD CG 1.S.0. StIC‘k, Twin Min. 1-inch ISOGARD CG 1.5.0. StIC.k, Twin BB1-LVOC, BB2-LVOC or BB- 3375
concrete Jet or Twin JetY Jet or Twin JetY WBBA
c-35 Structural None Min. 2-inch Styrofoam Brand 1.5.0. Stick or Min. 0.25-inch DensDeck Prime or 1.5.0. Stick or BB1-JBSA, BB2-JBSA, BB1-LVOC, 750
concrete Roofmate or Highload 60 Twin Jet SECUROCK Gypsum-Fiber Roof Board Twin Jet BB2-LVOC or BB-WBBA '
Structural Min. 2-inch Styrofoam Brand 1.5.0. Stick or Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Stick or BB1-LVOC, BB2-LVOC or BB-
C-36 None X . Roof Board or 7/16-inch DEXcell Cement X -75.0
concrete Roofmate or Highload 60 Twin Jet Twin Jet WBBA
Roof Board
Structural Min. 2-inch Styrofoam Brand 1.S.0. Stick or Min. 7/16-inch DEXcell Cement Roof 1.5.0. Stick or
c37 concrete None Roofmate or Highload 60 Twin Jet Board Twin Jet BB2-JBSA 750
.38 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin BB1-JBSA, BB2-JBSA, BB1-LVOC, 150.0
concrete ISOGARD CG Jet or Twin JetY SECUROCK Gypsum-Fiber Roof Board Jet or Twin JetY BB2-LVOC or BB-WBBA ’
cao | Structural None Min. 1.5-inch ISOGARD GL or 15.0. Stick, Twin | o 3‘02:;”5:'73?2?;:';’;;'&2'“22;% . | 15.0.stick, Twin | BB1-LVOC, BB2-LVOC or BB- 1500
concrete ISOGARD CG Jet or Twin JetY Jet or Twin JetY WBBA ’
Roof Board
Structural One or two layers of min. 1.5-inch 1.S.0. Stick, Twin Min. 7/16-inch DEXcell Cement Roof 1.5.0. Stick, Twin
40 concrete None ISOGARD GL or ISOGARD CG Jetor TwinJetY | Board Jetor TwinJety | BBZIBSA -150.0
Structural Min. two (2) layers min. 1.5-inch . . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
C-41 concrete None ISOGARD GL or ISOGARD CG Twin Jet Y Min. 0.25-inch DensDeck Prime Twin Jet Y BB2-LVOC or BB-WBBA -225.0
Structural Min. two (2) layers min. 1.5-inch 1.5.0. Stick, Twin Min. 0.25-inch SECUROCK Gypsum-Fiber 1.5.0. Stick, Twin
c42 concrete None ISOGARD GL or ISOGARD CG Jetor TwinJetY | Roof Board Jetor TwinJety | BBZIBSA 2325
Structural Min. two (2) layers min. 1.5-inch 1.5.0. Stick, Twin . . . 1.5.0. Stick, Twin
S concrete None ISOGARD GL or ISOGARD CG Jet, or Twin Jety | Min- 0:25-inch DensDeck Prime Jetor Twin Jety | BB27IBSA -240.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

Base Insulation Layer

FOR VAPOR BARRIER OPTIONS

Top Insulation Layer

ISO/IEC 17065

ACCREDITED
P G

PCA-145

System Deck Primer Attach Attach Roof Cover (3.1.4) MDP
No. (a.1.2) Type Type {psf]
(3.1.3) (3.1.3)
Min. 0.25-inch DEXcell FA Glass Mat
Structural Min. two (2) layers min. 1.5-inch . . . BB1-LVOC, BB2-LVOC or BB-
C-44 P None ISOGARD GL or ISOGARD CG Twin JetY Roof Board or 7/16-inch DEXcell Cement | Twin JetY WEBA -240.0
Roof Board
Structural Min. two (2) layers min. 1.5-inch 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin
45 concrete None ISOGARD GL or ISOGARD CG Jet or Twin Jet Y SECUROCK Gypsum-Fiber Roof Board Jet or Twin JetY BB1-JBSA 2550
Min. 0.25-inch DensDeck Prime, DEXcell
C-46 Structural None Min. two (2) layers min. 1.5-inch 1.5.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick or BB1-LVOC, BB2-LVOC or BB- 2625
concrete ISOGARD GL or ISOGARD CG Twin Jet Gypsum-Fiber Roof Board or 7/16-inch Twin Jet WBBA ’
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch 1.S.0. Stick, Twin . . 1.S.0. Stick, Twin
47 concrete None ISOGARD GL or ISOGARD CG Jetor Twin Jety | Min-0:5-inch ISOGARD HD Jetor TwinJety | BBIIBSA 255.0
Structural One or more layers, min. 1.5-inch 1.S.0. Stick, Twin . . 1.5.0. Stick, Twin BB1-LVOC, BB2-LVOC or BB-
a8 concrete None ISOGARD GL or ISOGARD CG Jetor TwinJety | Min- 0-5-inch ISOGARD HD Jetor TwinJetY | WBBA -300.0
Structural 1.5.0. Stick, Twin 1.5.0. Stick, Twin
C-49 None Min. 1.5-inch ISOGARD CG Jet or Twin Jet Y, Min. 0.5-inch ISOGARD HD Jet or Twin Jet Y, BB1-JBSA -255.0
concrete . .
6-inch o.c. 6-inch o.c.
1.S.0. Stick, Twin 1.5.0. Stick, Twin
C-50 Structural None Min. 1.5-inch ISOGARD CG Jetor TwinJetY, | Min. 0.5-inch ISOGARD HD Jetor Twin Jety, | SBtVOC BB2-LVOCorBB- -337.5
concrete . . WBBA
6-inch o.c. 6-inch o.c.
c-51 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Stick, Twin | o N/A BB1-JBSA -255.0
concrete Jet or Twin JetY
Structural . . 1.5.0. Stick, Twin BB1-LVOC, BB2-LVOC or BB-
C-52 concrete None Min. 0.5-inch ISOGARD HD Jet or Twin Jet ¥ None N/A WBBA -337.5
Structural Min. 1.5-inch ISOGARD GL or . (Optional) Additional layers of base . BB1-JBSA, BB1-LVOC, BB2-LVOC
C-53 concrete None ISOGARD CG 1.5.0. Twin Pack insulation 1.5.0. Twin Pack or BB-WBBA -165.0
C-54 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack, BB1-JBSA, BB1-LVOC, BB2-LVOC 2400
concrete ISOGARD CG 8-inch o.c. insulation 8-inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
€55 concrete None ISOGARD CG 4-inch o.c. insulation 4-inch o.c. BB1-JBSA 2550
C-56 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack, BB1-LVOC, BB2-LVOC or BB- -285.0
concrete ISOGARD CG 4-inch o.c. insulation 4-inch o.c. WBBA ’
c-57 Structural None Min. 1.5-inch ISOGARD CG I.§.O. Twin Pack, FOpt|0|.1aI) Additional layers of base I.S..O. Twin Pack, BB1-JBSA 2550
concrete 6-inch o.c. insulation 6-inch o.c.
c-58 Structural None Min. 1.5-inch ISOGARD CG I.S'.O. Twin Pack, ‘Optlor?al) Additional layers of base I.S..O. Twin Pack, BB1-LVOC, BB2-LVOC or BB- 3375
concrete 6-inch o.c. insulation 6-inch o.c. WBBA
Structural . . . . . .
C-59 concrete None Min. 1-inch ISOGARD CG 1.5.0. Twin Pack Min. 1-inch ISOGARD CG 1.5.0. Twin Pack BB1-JBSA -255.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
ceo | Structural None Min. 1-inch ISOGARD CG 15.0. Twin Pack | Min. 1-inch ISOGARD CG 15.0. Twin Pack | Do LVOC, BB2-LVOCor B8- -337.5
concrete WBBA
Structural Min. 2-inch Styrofoam Brand . Min. 0.25-inch DensDeck Prime or .
C-61 concrete None Roofmate or Highload 60 1.5.0. Twin Pack SECUROCK Gypsum-Fiber Roof Board 1.5.0. Twin Pack BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
. . Min. 0.25-inch DensDeck Prime or
c-62 i:):‘cc::t?' None ;’L’gf ;;;‘:ngﬂﬁ? :(;a"d 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof Board or | 1.5.0. Twin Pack | BB2-JBSA 75.0
g 7/16-inch DEXcell Cement Roof Board
. . Min. 0.25-inch DEXcell FA Glass Mat
Cc-63 Structural None Min. 2-inch Styrofoam Brand 1.5.0. Twin Pack | Roof Board or 7/16-inch DEXcell Cement | 1.5.0. Twin Pack | BB1-LVOC or BB2-LVOC -75.0
concrete Roofmate or Highload 60
Roof Board
Structural One or two layers of min. 1.5-inch . Min. 7/16-inch DEXcell Cement Roof .
C-64 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Board 1.5.0. Twin Pack BB2-JBSA -150.0
Structural Min. 1.5-inch ISOGARD GL or . Min. 0.25-inch DensDeck or SECUROCK . BB1-JBSA, BB2-JBSA, BB1-LVOC,
65 concrete None ISOGARD CG 5.0 TwinPack | ¢ \im-Fiber Roof Board 5.0 Twin Pack | gp5 | OC or BB-WBBA 1575
. . Min. 0.25-inch DEXcell FA Glass Mat
ce | Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack | Roof Board or 7/16-inch DEXcell Cement | 1.5.0. Twin Pack | CowL/0C BB2-LVOCorB8- -157.5
concrete ISOGARD CG WBBA
Roof Board
c-67 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack, BB1-JBSA, BB2-JBSA, BB1-LVOC, 1875
concrete ISOGARD CG 8-inch o.c. SECUROCK Gypsum-Fiber Roof Board 8-inch o.c. BB2-LVOC or BB-WBBA ’
s Structural \ Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, a’“; g'zs'énsh;?éf?” ;’Bg)'(assu'\éat o | 15.0. TwinPack, | BB1-LVOC, BB2-LVOC or BB- 187
concrete one ISOGARD CG 8-inch o.c. oot soard or ine cefl Lemen 8-inch o.c. WBBA ’
Roof Board
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, Min. 0.25-inch SECUROCK Gypsum-Fiber | 1.S.0. Twin Pack,
69 concrete None ISOGARD CG 4-inch o.c. Roof Board 4-inch o.c. BB2-JBSA 2325
Structural Min. two (2) layers min. 1.5-inch . Min. 0.25-inch SECUROCK Gypsum-Fiber .
C-70 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Roof Board 1.5.0. Twin Pack BB2-JBSA -232.5
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack,
Cc-71 concrete None ISOGARD CG Juinch o.c. Min. 0.25-inch DensDeck Prime dinch o.c. BB2-JBSA -240.0
Structural Min. two (2) layers min. 1.5-inch . . . . .
C-72 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Min. 0.25-inch DensDeck Prime 1.5.0. Twin Pack BB2-JBSA -240.0
Structural Min. 1.5-inch ISOGARD GL or 1.S.0. Twin Pack, Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack,
c73 concrete None ISOGARD CG 4-inch o.c. SECUROCK Gypsum-Fiber Roof Board 4-inch o.c. BB1-JBSA 255.0
Min. 0.25-inch DensDeck Prime, DEXcell
c.74 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack, BB1-LVOC, BB2-LVOC or BB- 2475
concrete ISOGARD CG 4-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch 4-inch o.c. WBBA ’
DEXcell Cement Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. two (2) layers min. 1.5-inch . Min. 0.25-inch DensDeck Prime or .
c75 concrete None ISOGARD GL or ISOGARD CG 15.0. Twin Pack | ¢ crock Gypsum-Fiber Roof Board 1.5.0. Twin Pack | BBI1-JBSA 255.0
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch . FA Glass Mat Roof Board or SECUROCK . BB1-LVOC, BB2-LVOC or BB-
c76 concrete None ISOGARD GL or ISOGARD CG 15.0.TwinPack | ¢ cum-Fiber Roof Board or 7/16-inch | >0 TWinPack 1 \ypgp 2625
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch . . . . BB1-JBSA, BB1-LVOC, BB2-LVOC
C-77 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack or BB-WBBA -247.5
c-78 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack | None N/A BB1-JBSA -255.0
concrete
c-79 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack | None N/A BB1-1VOC, BB2-LVOC or BB- -300.0
concrete WBBA
-80 Structural None (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin BB1-JBSA, BB2-JBSA, BB1-LVOC or 675
concrete GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB2-LVOC ’
Structural (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin
(S concrete None GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB-WBBA 975
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . BB1-JBSA, BB1-LVOC, BB2-LVOC
82 concrete None ISOGARD CG Twin Jet Y min. 1-inch ISOGARD GL or ISOGARD G | ' WinJetY or BB-WBBA 2175
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 0.5-inch ISOGARD GL or Twin Jet or Twin Min. 0.25-inch SECUROCK Gypsum-Fiber | Twin Jet or Twin
c83 concrete None ISOGARD CG Jety Roof Board Jety BB2-JBSA 2325
Structural Min. 0.5-inch ISOGARD GL or . . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
C-84 concrete None ISOGARD CG Twin Jet Y Min. 0.25-inch DensDeck Prime Twin Jet Y BB2-LVOC or BB-WBBA -225.0
Structural Min. 0.5-inch ISOGARD GL or . . . . .
C-85 concrete None ISOGARD CG Twin Jet Min. 0.25-inch DensDeck Prime Twin Jet BB2-JBSA -240.0
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, X BB1-JBSA, BB1-LVOC, BB2-LVOC
86 concrete None ISOGARD CG Twin Jet min. 1-inch ISOGARD GL or ISOGARD CG | "IN Jet or BB-WBBA -240.0
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin
c87 concrete None ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. BB1-JBSA 2550
-8 Structural None Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin BB1-LVOC, BB2-LVOC or BB- 3375
concrete ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. WBBA :
ELEVATE PVC KEE APPLICATIONS:
Structural Min. 1.5-inch ISOGARD GL or (Optional) Additional layers of base
C-89 concrete None ISOGARD CG 1.5.0. Spray R insulation 1.5.0. Spray R BB1-LVOC -165.0
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

Pt Cerlialiar
fgeney.

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4) .
No. (4.1.2) Type Type (psf)
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 8- (Optional) Additional layers of base 1.5.0. Spray R, 8-
€90 concrete None ISOGARD CG inch o.c. insulation inch o.c. BB1-LVOC 240.0
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layers of base 1.5.0. Spray R, 4-
91 concrete None ISOGARD CG inch o.c. insulation inch o.c. BB1-LVOC 2850
c-92 Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- FOptlor?aI) Additional layers of base !.S.O. Spray R, 6- BB1-LVOC 3375
concrete inch o.c. insulation inch o.c.
Structural . . . .
C-93 concrete None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-LVOC -337.5
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand FA Glass Mat Roof Board or SECUROCK
c-94 concrete None Roofmate or Highload 60 I.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Spray R BB1-LVOC 750
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck, DEXcell FA
Structural Min. 1.5-inch ISOGARD GL or Glass Mat Roof Board or SECUROCK
€95 concrete None ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Spray R BB1-LVOC 1575
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 8- FA Glass Mat Roof Board or SECUROCK 1.5.0. Spray R, 8-
c-9% concrete None ISOGARD CG inch o.c. Gypsum-Fiber Roof Board or 7/16-inch inch o.c. BB1-LVOC 187.5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- FA Glass Mat Roof Board or SECUROCK 1.5.0. Spray R, 4-
c97 concrete None ISOGARD CG inch o.c. Gypsum-Fiber Roof Board or 7/16-inch inch o.c. BB1-LVOC 247:5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch FA Glass Mat Roof Board or SECUROCK
98 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch | >0 SPraY R BB1-LVOC 2625
DEXcell Cement Roof Board
c-99 Structural None One or more layers, min. 1.5-inch |\ ¢ ) o0\ g Min. 0.5-inch ISOGARD HD 1.5.0. Spray R BB1-LVOC -247.5
concrete ISOGARD GL or ISOGARD CG 2. opray e =20 opray :
ca00 | Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A BB1-LVOC -300.0
concrete
Structural Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4-
¢-101 concrete None ISOGARD CG 1.5.0. Spray R Fiberboard Roof Insulation inch o.c. BB1-LVOC -165.0
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Spray R, 8- Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4-
102 concrete None GL or ISOGARD CG inch o.c. Fiberboard Roof Insulation inch o.c. BB1-LVOC 1950
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

s’,

ISO/IEC 17065

W OF MULT/; 4 Tep

%

IAS

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4) N
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin (Optional) Additional layers of base 1.5.0. Stick, Twin
103 concrete None ISOGARD CG Jet or Twin Jet Y insulation Jet or Twin JetY BB1-LVOC 150.0
1.5.0. Stick, Twin . - 1.S.0. Stick, Twin
104 | Structural None Min. 1.5-inch ISOGARD CG Jet or Twin Jety, | (OPtional) Additional layers of base Jetor Twin JetY, | BB1-LVOC -337.5
concrete . insulation .
6-inch o.c. 6-inch o.c.
c-105 | Structural None Min. 1-inch ISOGARD CG 13.0. SHEk, TWIN | iy 1. inch 1S0GARD €6 1:5.0. stick, Twin | g5 1voc -337.5
concrete Jet or Twin JetY Jet or Twin JetY
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand 1.S.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.S.0. Stick or
¢-106 concrete None Roofmate or Highload 60 Twin Jet Gypsum-Fiber Roof Board or 7/16-inch Twin Jet BB1-LVOC 750
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick, Twin
107 concrete None ISOGARD CG Jet or Twin Jet Y Gypsum-Fiber Roof Board or 7/16-inch Jet or Twin Jet Y BB1-LVOC -1500
DEXcell Cement Roof Board
Structural Min. two (2) layers min. 1.5-inch . ) .
C-108 concrete None ISOGARD GL or ISOGARD CG Twin JetY Min. DEXcell FA Glass Mat Roof Board Twin JetY BB1-LVOC -240.0
. . . Min. 0.25-inch DensDeck Prime or
C-109 ‘Z’f)rr:’f::tf' None :\S/'C';’G':";'g (623 ';'ryfsrcs)g‘A';'Dl'csc;'"Ch Twin Jet Y SECUROCK Gypsum-Fiber Roof Board or | Twin Jet Y BB1-LVOC -262.5
7/16-inch DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch 1.S.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.S.0. Stick or
GO 1 oncrete None ISOGARD GL or ISOGARD CG Twin Jet Gypsum-Fiber Roof Board or 7/16-inch | Twin Jet BBI-LVOC 2625
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch . . . .
C-111 concrete None ISOGARD GL or ISOGARD CG Twin JetY Min. 0.5-inch ISOGARD HD Twin JetY BB1-LVOC -217.5
ca1p | Structural None Min. 1.5-inch ISOGARD CG Twin JetY, &-inch | i 0.5-inch ISOGARD HD TwinJetY, 6-inch | ga1 1 voc 217.5
concrete o.c. o.c.
Structural One or more layers, min. 1.5-inch 1.S.0. Stick or . . 1.S.0. Stick or
G113 | concrete None ISOGARD GL or ISOGARD CG Twin Jet Min. 0.5-inch ISOGARD HD Twin Jet BBI-LVOC -300.0
Structural 1.S.0. Stick or 1.S.0. Stick or
C-114 concrete None Min. 1.5-inch ISOGARD CG Twin Jet, 6-inch Min. 0.5-inch ISOGARD HD Twin Jet, 6-inch BB1-LVOC -337.5
o.c. o.c.
ca1s | Structural None Min. 0.5-inch ISOGARD HD 15.0. Stick, Twin | o N/A BB1-LVOC 3375
concrete Jet or Twin Jet Y
c-116 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack FOptlor?aI) Additional layers of base 15.0. Twin Pack BB1-LVOC 165.0
concrete ISOGARD CG insulation
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (a.1.2) Type Type {psf]
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
117 concrete None ISOGARD CG 8-inch o.c. insulation 8-inch o.c. BB1-LVOC 240.0
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
118 concrete None ISOGARD CG 4-inch o.c. insulation 4-inch o.c. BB1-LVOC 2850
c-119 Structural None Min. 1.5-inch ISOGARD CG I.S..O. Twin Pack, FOptlor?aI) Additional layers of base I.S..O. Twin Pack, BB1-LVOC 3375
concrete 6-inch o.c. insulation 6-inch o.c.
Structural . . . . . .
C-120 P None Min. 1-inch ISOGARD CG 1.5.0. Twin Pack Min. 1-inch ISOGARD CG 1.5.0. Twin Pack BB1-LVOC -337.5
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand . FA Glass Mat Roof Board or SECUROCK .
¢121 concrete None Roofmate or Highload 60 1.5.0. Twin Pack Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Twin Pack BB1-LVOC 750
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck, DEXcell FA
Structural Min. 1.5-inch ISOGARD GL or . Glass Mat Roof Board or SECUROCK .
C-122 concrete None ISOGARD CG 1.5.0. Twin Pack Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Twin Pack BB1-LVOC -157.5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.S.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack,
C123 1 concrete None ISOGARD CG 8-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch | 8-inch o.c. BBI-LVOC 1875
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack,
C-124 concrete None ISOGARD CG 4-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch 4-inch o.c. BB1-LVOC 2475
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch . FA Glass Mat Roof Board or SECUROCK .
G125 1 oncrete None ISOGARD GL or ISOGARD CG 5.0 Twin Pack | o\ im-Fiber Roof Board or 7/16-inch | ">0- TWin Pack | BBI-LVOC 2625
DEXcell Cement Roof Board
c126 | Structural None One or more layers, min. 1.5-inch | ¢ 1 ispack | Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack | BB1-LVOC -247.5
concrete ISOGARD GL or ISOGARD CG B T — ’
c-127 i::cc::tf' None Min. 0.5-inch ISOGARD HD .5.0. Twin Pack | None N/A BB1-LVOC -300.0
Structural Min. 1.5-inch ISOGARD GL or . Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack,
128 concrete None ISOGARD CG 1:5.0. Twin Pack Fiberboard Roof Insulation 4-inch o.c. BB1-LVOC -165.0
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack,
129 concrete None GL or ISOGARD CG 8-inch o.c. Fiberboard Roof Insulation 4-inch o.c. BB1-LVOC 1950
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO
Base Insulation Layer

FOR VAPOR BARRIER OPTIONS

Top Insulation Layer

F MUL
WS,
5

ISO/IEC 17065

IAS

ACCREDITED
P G
fgeney

PCA-145

System Reck Primer Attach Attach Roof Cover (3.1.4) Mo
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin
130 concrete None GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB1-LVOC 67.5
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, .
C131 1 concrete None ISOGARD CG Twin Jet Y min. 1-inch ISOGARD GL or ISOGARD CG | ' WinJetY BBI-LVOC 2175
or min. 1.5-inch ISOGARD HD Composite
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, .
C132 1 concrete None ISOGARD CG Twin Jet min. 1-inch ISOGARD GL or ISOGARD CG | ' WinJet BBI-LVOC -240.0
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin
133 concrete None ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. BB1-LVOC 3375
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . . . . . XR1-XRSMA or XR2-XRSMA in
C-134 iz:‘cc::tf' ASTM D41 (c_;oLpt'O"al) Min. 1.5-inch ISOGARD | )+ Asphalt EAE'QU%EK”E*’ Sjrr:_'szc:r'::;‘fgar g Hot Asphalt ribbons 4-inch o.c. or XR-TJ -300.0
P (SPATTER) or XR1-WBBA or XR2-
WBBA
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. ) (Optional) Additional layer of base XR1-XRSMA or XR2-XRSMA in
C-135 ‘Z’gr‘]‘ccrt:tf' None :\S/'C';’G'iégch'SOGARD GLor 1.5.0. Spray R insulation or min. 0.5-inch Tapered 1.5.0. Spray R fibbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered
C-136 concrete None ISO(.SARD G 1.S.0. Spray R ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or ISOGARD GL or ISOGARD CG followed by
137 concrete None ISOGARD CG 1.5.0. Spray R Min. 0.25-inch DensDeck Prime or 1.5.0. Spray R XR2-WBBA -3000

SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
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@b"“ OF MULTILy,,

ISO/IEC 17065

2,

IAS

ACCREDITED
P G
fgeney

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
. . insulation or min. 0.5-inch Tapered .
ca3g | Structural None Min. 1-inch ISOGARD GL or 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by | 1.5.0. Spray R XRZISO5R or XR2-XRSMA in -300.0
concrete ISOGARD CG . . . ribbons 4-inch o.c.
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
. . ISOGARD GL or ISOGARD CG followed by XR1-ISOSR, XR-TJ or XR1-XRSMA
C-139 i;:‘:::treal None :\:g]e'i;gchISOGARD GLor 1.5.0. Spray R Min. 0.25-inch DensDeck Prime, DEXcell 1.5.0. Spray R in ribbons 4-inch o.c. or XR-TJ -300.0
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered
C-140 concrete None ISOGARD CG 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R XR1-WBBA or XR2-WBBA -337.5
min. 0.5-inch ISOGARD HD
XR1-ISOSR, XR2-ISOSR, XR-TJ,
c-141 Structural None (Optional) Min. 1.5-inch ISOGARD 1.5.0. Spray R, 4- Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4- XR1-XRSMA or XR2-XRSMA in 3825
concrete GL inch o.c. Fiberboard Roof Insulation inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered XR1-XRSMA or XR2-XRSMA in
Cl42 | oncrete None ISOGARD CG 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by | >0 SPra¥ R ribbons 4-inch o.c. or XR-TJ -3900
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-143 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layer(s) base 1.5.0. Spray R, 4- XR1-XRSMA or XR2-XRSMA in 4950
concrete ISOGARD CG inch o.c. insulation inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural Min. 1-inch ISOGARD GL or 15.0. stick, Twin | (OPtional) Additional layer of base 15.0. Stick, Twin | R LXRAMA O XR2-XRSMA
C-144 concrete None ISOGARD CG Jet o Twin Jet Y insulation or min. 0.5-inch Tapered Jet or Twin Jet Y ribbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
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F MUL
eSS
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ISO/IEC 17065
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IAS

ACCREDITED
P G
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PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
. . . ) insulation or min. 0.5-inch Tapered . .
C-145 iz:‘cc::tf' None :\S"c';’éi;BCEG:SOGARD Glor ;:tc;rSTt\m L":'\? ISOGARD GL or ISOGARD CG followed by j:t(;r STtv'\fll:‘ L‘f$ XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin ISOGARD GL or ISOGARD CG followed by | I.S.0. Stick, Twin
146 concrete None ISOGARD CG Jet or Twin JetY Min. 0.25-inch DensDeck Prime or Jet or Twin JetY XR2-WBBA -187.5
SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
Optional additional layers of base
ISOGARD GL ot S0GARD GO fallowed b XRL-ISOSR, XR2-ISOSR, XR-T,
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin ) K i v 1.S.0. Stick, Twin XR1-XRSMA or XR2-XRSMA in
C-147 None R Min. 0.25-inch DensDeck Prime, DEXcell . R K -187.5
concrete ISOGARD CG Jet or Twin Jet Y Jet or Twin Jet Y ribbons 4-inch o.c. or XR-TJ
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin
148 concrete None ISOGARD CG Jet or Twin Jet Y ISOGARD GL or ISOGARD CG followed by | Jet or Twin JetY XR1-WBBA or XR2-WBBA 3375
min. 0.5-inch ISOGARD HD
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
c-149 Structural None Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin XR1-XRSMA or XR2-XRSMA in 3900
concrete ISOGARD CG Jet or Twin Jet Y ISOGARD GL or ISOGARD CG followed by | Jet or Twin JetY ribbons 4-inch o.c. or XR-TJ ’
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . (Optional) Additional layer of base XR1-XRSMA or XR2-XRSMA in
C-150 iz:f::;:l None :\S/I(ljn(.;ingchISOGARD GLor 1.5.0. Twin Pack insulation or min. 0.5-inch Tapered 1.5.0. Twin Pack ribbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered
C-151 concrete None ISOéARD G 1.5.0. Twin Pack ISOGARD GL or ISOGARD CG followed by | I.S.0. Twin Pack XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
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@b"“ OF MULTILy,,

ISO/IEC 17065
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ACCREDITED
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PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec PUTET Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or . ISOGARD GL or ISOGARD CG followed by .
C-152 concrete None ISOGARD CG 1.5.0. Twin Pack Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack XR2-WBBA -300.0
SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
Optional additional layers of base
. . insulation or min. 0.5-inch Tapered .
cas3 | Structural None Min. L-inch ISOGARD GL or 1.5.0. Twin Pack | ISOGARD GL or ISOGARD CG followed by | 1.5.0. Twin Pack | <12 12OSR or XRZ-XRSMA in -300.0
concrete ISOGARD CG . K . ribbons 4-inch o.c.
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
. . ISOGARD GL or ISOGARD CG followed by XR1-ISOSR, XR-TJ or XR1-XRSMA
c-154 iz:‘cc::tf' None :\S/'g’éi;BCSG'SOGARD GLor 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime, DEXcell | 1.5.0. Twin Pack | in ribbons 4-inch o.c. or XR-TJ -300.0
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or ) insulation or min. 0.5-inch Tapered )
C-155 concrete None ISOGARD CG 1.5.0. Twin Pack ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack XR1-WBBA or XR2-WBBA -337.5
min. 0.5-inch ISOGARD HD
XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-156 Structural None (Optional) Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack, XR1-XRSMA or XR2-XRSMA in 3825
concrete GL or ISOGARD CG 4-inch o.c. Fiberboard Roof Insulation 4-inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural Min. 1-inch ISOGARD GL or . insulation or min. 0.5-inch Tapered . XR1-XRSMA or XR2-XRSMA in
CI7 1 concrete None ISOGARD CG 5.0 Twin Pack 41, ARD GL or ISOGARD CG followed by | >0 TWin Pack 1 b ons 4-inch o.c. or XR-T) -3900
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-158 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layer(s) base 1.5.0. Twin Pack, XR1-XRSMA or XR2-XRSMA in 4950
concrete ISOGARD CG 4-inch o.c. insulation 4-inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO
Base Insulation Layer

FOR VAPOR BARRIER OPTIONS

Top Insulation Layer

F MUL
WS,
- %

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

System e Primer Attach Attach Roof Cover (3.1.4) MDP
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck Prime or XR1-ISOSR, XR2-ISOSR, XR_T.J'
. . . XR1-XRSMA or XR2-XRSMA in
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . R K
C-159 None Twin JetY A K Twin JetY ribbons 4-inch o.c. or XR-TJ -217.5
concrete ISOGARD CG min. 1-inch ISOGARD GL or ISOGARD CG
. . . (SPATTER) or XR1-WBBA or XR2-
or min. 1.5-inch ISOGARD HD Composite
WBBA
Min. 0.25-inch DensDeck Prime or XR1-ISOSR, XR2-ISOSR, XR_T.J'
. . . XR1-XRSMA or XR2-XRSMA in
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . R K
C-160 None Twin Jet . K Twin Jet ribbons 4-inch o.c. or XR-TJ -240.0
concrete ISOGARD CG min. 1-inch ISOGARD GL or ISOGARD CG
. . . (SPATTER) or XR1-WBBA or XR2-
or min. 1.5-inch ISOGARD HD Composite
WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Optional additional layers of base
insulation or min. 0.5-inch Tapered
1.5.0. Spray R, ISOGARD GL or ISOGARD CG followed by | I.S.0. Spray R,
c-161 Structural None Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin min. 0.25-inch DensDeck Prime, DEXcell 1.S.0. Stick, Twin XR1-ISOSR, XR-TJ or XR1-XRSMA 45.0
concrete ISOGARD CG Jet, Twin JetY or FA Glass Mat Roof Board or SECUROCK Jet, Twin Jet Y or in ribbons 12-inch o.c. ’
1.5.0. Twin Pack Gypsum-Fiber Roof Board or min. 0.5- 1.5.0. Twin Pack
inch ISOGARD HD or min. 7/16-inch APA
or TECO rated OSB
Optional additional layers of base
insulation or min. 0.5-inch Tapered
1.5.0. Spray R, 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 15.0. Stick, Twin | 'SOGARD GL or ISOGARD CG followed by | ¢ 6 gicy win | XR1-ISOSR or XR2-XRSMA in
C-162 None . min. 0.25-inch DensDeck Prime or X R K -45.0
concrete ISOGARD CG Jet, Twin JetY or X Jet, Twin JetY or ribbons 12-inch o.c.
15.0. Twin Pack SECUROCK Gypsum-Fiber Roof Board or 15.0. Twin Pack
D min. 0.5-inch ISOGARD HD or min. 7/16- e
inch APA or TECO rated OSB
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin ”
G163 | oncrete None ISOGARD CG Jet, Twin Jet Y or | ISOGARD GL or ISOGARD CG followed by | Jet, Twin Jet Y or | <R+ XRSMA (RIBBONS, 12" o.c) 450
1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
Optional additional layers of base
1.5.0. Spray R, insulation or min. 0.5-inch Tapered 1.5.0. Spray R,
C-164 Structural None Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin ISOGARD GL or ISOGARD CG followed by | 1.S.0. Stick, Twin XR1-ISOSR, XR-TJ or XR1-XRSMA -60.0
concrete ISOGARD CG Jet, Twin JetY or Min. 0.25-inch DensDeck Prime, DEXcell Jet, Twin Jet Y or in ribbons 6-inch o.c. '
1.5.0. Twin Pack FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack
Gypsum-Fiber Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

Pt Cerlialiar
fgenry.

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
S R Base Insulation Layer Top Insulation Layer o
ystem ec PUTET Attach Attach Roof Cover (3.1.4) i
No. (4.1.2) Type Type sf
(3.1.3) (3.1.3)
1.5.0. Spray R, -Optlon.al addltlfmal Ia\./ers of base 1.5.0. Spray R,
. . . . insulation or min. 0.5-inch Tapered R . .
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin 1.5.0. Stick, Twin XR2-ISOSR or XR2-XRSMA in
C-165 None ) ISOGARD GL or ISOGARD CG followed by ) ) ) -60.0
concrete ISOGARD CG Jet, Twin Jet Y or . K i Jet, Twin Jet Y or ribbons 6-inch o.c.
15.0. Twin Pack Min. 0.25-inch DensDeck Prime or 15.0. Twin Pack
R SECUROCK Gypsum-Fiber Roof Board R
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.S.0. Stick, Twin ”
St concrete None ISOGARD CG Jet, Twin Jet Y or ISOGARD GL or ISOGARD CG followed by | Jet, Twin JetY or XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
C-167 Structural None Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin igi_f&ﬁkxjrzxﬁiii’sﬁ;; 825
concrete ISOGARD CG Jet, Twin JetY or ISOGARD GL or ISOGARD CG followed by | Jet, Twin JetY or fibbons 6-inch o.c ’
1.5.0. Twin Pack min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack o
1.5.0. Spray R, . - 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin | (OPtional) Additional layer of base 15.0. Stick, Twin | <R1-ISOSR, XR2-1SOSR, XR-T),
C-168 None . insulation or min. 0.5-inch Tapered X XR1-XRSMA or XR2-XRSMA in -142.5
concrete ISOGARD CG Jet, Twin Jet Y or Jet, Twin Jet Y or . .
. ISOGARD GL or ISOGARD CG . ribbons 6-inch o.c.
1.5.0. Twin Pack 1.5.0. Twin Pack

TABLE 118: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION oR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer g

System Deck y P y orimer Roof Cover (3 4) MDP

No. (4.1.2) T Attach T Attach Base PI PI PI (psf)

ype (3.1.3) ype (3.1.3) ase Fly Y Cap Ply
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Twin Jet XR-TJ, in
C-169 Structural | Min. 0.5-inch ISOGARD GL or ISOGARD or Twin Min. 0.25-inch DensDeck Prime or Twin Jet or None SBS-TA (Optional) ribbons 4-inch 1275
concrete CG JetyY SECUROCK Gypsum-Fiber Roof Board Twin Jet Y SBS-TA o.c. or XR-TJ ’
(SPATTER)
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TABLE 11c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.2) Fastener (4.2.2) Density (psf)
-30.0
Structural One o.r mf)re 'ayefs' .any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 18-inch o.c. in rows max. 60- Elev?te PV.C' Elevate Ma>‘< PVe ?r Elevate PvC
C-170 combination, preliminarily ) - . KEE induction welded using RhinoBond (NO
concrete Drive and Elevate PVC InvisiWeld Plate inch o.c. )
attached Installation Tool HVHZ)
Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 6.0 ft? EIev?te PV_C’ Elevate Ma).( PvC 9'_ Elevate PVC
C-171 L. . L R KEE induction welded using RhinoBond -45.0*
concrete combination Drive and Elevate PVC InvisiWeld Plate 2 x 3-ft grid ;
Installation Tool
El PVC, El Max PV El PV
C-172 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 5.3 ft? (6 parts per 4x8 ft board) KEeI:?r:Zuctﬁ;n ;\elijgd uas)i(n Rchci)r:oBifc;e ¢ -45.0*
concrete combination Drive and Elevate PVC InvisiWeld Plate Per FM LPDS 1-29 . 8 ’
Installation Tool
Structural One o.r mf)re Iayer.s, 'any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 12-inch o.c. in rows max. 60- EIev?te PV.C' Elevate Ma).( pvC <?r Elevate PVC
C-173 combination, preliminarily . L . KEE induction welded using RhinoBond -45.0
concrete Drive and Elevate PVC InvisiWeld Plate inch o.c. .
attached Installation Tool
El PVC, El Max PV El PV
c-174 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 4.0 ft? (8 parts per 4x8 ft board) KEeI:?r:Zuctﬁ;n ;\elijgd uas)i(n Rchci)r:oBifc;e ¢ -60.0
concrete combination Drive and Elevate PVC InvisiWeld Plate Per FM LPDS 1-29 . 8 ’
Installation Tool
Elevate Heavy Duty Fastener or Elevate Concrete Elevate PVC. Elevate Max PVC or Elevate PVC
Structural One or more layers, any Drive with alternating rows of: 1 per 2.0 ft? (16 parts per 4x8 ft evate PV, tlevate Viax ortievate
C-175 - . R R . KEE induction welded using RhinoBond -67.5
concrete combination 1.) Elevate PVC InvisiWeld Plate board) in a 12 x 24-inch grid )
X . Installation Tool
2.) Elevate Insulation Fastening Plate
El PVC, El Max PV El PV
C-176 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 2.7 ft? (12 parts per 4x8 ft KEeI;/?r:Zuctico’n ;‘;ﬁ:gd uas)i(n th?r:oBeo\;adte ¢ 75.0
concrete combination Drive and Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 . e ’
Installation Tool
Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 4.0 ft? EIevete PV_C’ Elevate Ma).( pvC ?r Elevate PVC
C-177 L. . L R KEE induction welded using RhinoBond -75.0
concrete combination Drive and Elevate PVC InvisiWeld Plate 2 x 2-ft grid ;
Installation Tool
(0] | Elevate PVC, Elevate Max PVC or Elevate PVC
Structural ne o.r m.ore ayer.s, .any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 6-inch o.c. in rows max. 60-inch ev? € - evate a).( .or evate
C-178 combination, preliminarily . . KEE induction welded using RhinoBond -82.5
concrete Drive and Elevate PVC InvisiWeld Plate o.c. .
attached Installation Tool
c-179 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 2.0 ft? (16 parts per 4x8 ft ElEeg/?r:SLfc\ii((:)’nEiz\;:ZdMuas?npvlfh?r:;;f;e pvC 105.0
concrete combination Drive and Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 Installation Tool 6 '

TABLE 11p: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System Deck . .

No. e Primer Vapor Barrier Roof Cover (3.1.4) MDP (psf)
C-180 Structural concrete None None XR2-WBBA -673.0
C-181 Structural concrete None None Elevate Max PVC XR adhered with Twin Jet Y (SPLATTER) -1,025.0
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
Prast Bl

PCA-145

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

S Deck e e . Base Insulation Layer Coverboard T
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) _(st[
Type (3.1.3) Type (3.1.3)
CELCORE (FL2037):
ELEVATE PVC OR MAX PVC APPLICATIONS:
Structural . . Min. 1.5-inch ISOGARD Min. 7/16-inch DEXcell Cement
LWC-1 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R | BB2-JBSA -150.0
Structural . . Min. 1.5-inch ISOGARD (Optional) Additional layers BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-2 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R base insulation 1.5.0. Spray R or BB-WBBA -165.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD . BB1-JBSA, BB2-JBSA, BB1-LVOC,
LWC-3 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R P.rlme or SECUROCK Gypsum- 1.5.0. Spray R BBI-LVOC or BB-WBBA -210.0
Fiber Roof Board
. . Min. 0.25-inch DEXcell FA Glass
LWC-4 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.5.0. Spray R | Mat Roof Board or 7/16-inch 1.5.0. Spray R BB1-LVOC, BB2-LVOC or BB- -210.0
concrete GL or ISOGARD CG WBBA
DEXcell Cement Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF S:st:)i:zL?adt(ij:r:oonragianyegss?f
Structural Cellu'lar' Concret.e with Cfelcore .HS Rhec?logy Min. 1.5-inch ISOGARD I.S.Q. stick, inch Tapered ISOGARD GL or I.S.F). stick,
LWC-5 Modifying Admixture, with optional 1-inch Twin Jet or : Twin Jet or BB2-JBSA -150.0
concrete X . GL or ISOGARD CG . ISOGARD CG followed by min. .
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y R Twin Jet Y
. 7/16-inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Structural . . Min. 1.5-inch 150GARD | >0+ Sk (0t onal) Additional layers .5.0.Stick, | 551 1Bsa, BBI-LVOC, BB2-LVOC
LWC-6 Min. 350 psi Celcore Cellular Concrete Twin Jet or X ) Twin Jet or -165.0
concrete GL or ISOGARD CG . base insulation ) or BB-WBBA
Twin JetY Twin JetY
Min. 350 psi, min. 2-inch thick Celcore MF . -
. . (Optional) Additional layer of .
Structural | Cellular Concrete with Celcore HS Rheology |\ 4 i isogarp gL | M50 Stk | o e insulation or min. 0.5- 5.0.Stick, | 551 1Bsa BBI-LVOC, BB2-LVOC
LWC-7 Modifying Admixture, with optional 1-inch Twin Jet or . Twin Jet or -187.5
concrete X . or ISOGARD CG . inch Tapered ISOGARD GL or . or BB-WBBA
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y Twin Jet Y
. Tapered ISOGARD CG
Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch 1.5.0. Stick, . . 1.5.0. Stick,
LWC-8 i(t)rr:frt:t?l Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or Twin Jet or CM;;] zc;:i]tceh ISOGARD HD Twin Jet or gf;;FViAgBiBl-LVOC’ BB2-LVOC -187.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG Twin JetY P Twin Jet Y
Celcore PVA Curing Compound.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
W (3.13) Wi (313)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural Cellu.lalt Concret.e with Cfalcore HS Rhe9logy Min. 1.5-inch ISOGARD I.S.F). Stick, ISOGARD CG followed py min. I.S.F). Stick, BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-9 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or 0.25-inch DensDeck Prime or Twin Jet or or BB-WBBA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y SECUROCK Gypsum-Fiber Roof | TwinJetY
Celcore PVA Curing Compound. Board, min. 0.5-inch ISOGARD
HD or min. 7/16-inch APA or
TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, inch Tapered ISOGARD GL or 1.S.0. Stick,
LWC-10 ig::::tfl Modifying Admixture, with optional 1-inch g/ll.lr:).rlllssoggl;é)sggARD Twin Jet or ISOGARD CG followed by min. Twin Jet or BB2-JBSA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DensDeck Prime or Twin Jet Y
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural Cellu_lar. Concret.e with Cfelcore HS Rhec?logy Min. 1.5-inch ISOGARD I.S.F). Stick, inch Tapered ISOGARD GL o.r I.S.F). Stick, BB1-LVOC, BB2-LVOC o BB-
LWC-11 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or ISOGARD CG followed by min. Twin Jet or WBBA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DEXcell FA Glass Mat | Twin JetY
Celcore PVA Curing Compound. Roof Board or 7/16-inch
DEXcell Cement Roof Board
Structural ) _ Min. 1.5-inch ISOGARD 1.5.0. Stick, | Min. 0.25-inch DensDeck 1.5.0.Stick, | po1 1Bsa, BB2-JBSA, BBI-LVOC,
LWC-12 Min. 350 psi Celcore Cellular Concrete Twin Jet or Prime or SECUROCK Gypsum- Twin Jet or -210.0
concrete GL . X . BB2-LVOC or BB-WBBA
Twin Jet Y Fiber Roof Board Twin Jet Y
. . 1.5.0. Stick, Min. 0.25-inch DEXcell FA Glass | 1.S.0. Stick,
LWC-13 iz:lf::tfl Min. 350 psi Celcore Cellular Concrete g/:_m 1.5-inch ISOGARD Twin Jet or Mat Roof Board or 7/16-inch Twin Jet or SVB;BLAVOC' BB2-LVOC or B8 -210.0
Twin Jet Y DEXcell Cement Roof Board Twin Jet Y
LWC-14 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.5.0. Twin Min. 7/16-inch DEXcell Cement | 1.5.0. Twin BB2-JBSA 150.0
concrete GL Pack Roof Board Pack
Min. 350 psi, min. 2-inch thick Celcore MF Optlo_nal adc.iltlonal I.ayers of
Cellular Concrete with Celcore HS Rheolo, base insulation or min. 0.5-
Structural o . X . . ey Min. 1.5-inch ISOGARD 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin
LWC-15 Modifying Admixture, with optional 1-inch . BB2-JBSA -150.0
concrete X . GL or ISOGARD CG Pack ISOGARD CG followed by min. Pack
thick, 1.0 pcf EPS holey board and surfacing of R
. 7/16-inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin (Optional) Additional layers 1.5.0. Twin BB1-JBSA, BB1-LVOC, BB2-LVOC
Lwc-1e concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack base insulation Pack or BB-WBBA 165.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin X 1.5.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC,
LWC-17 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack Prlme or SECUROCK Gypsum- Pack BBI-LVOC or BB-WBBA -210.0
Fiber Roof Board
. . . Min. 0.25-inch DEXcell FA Glass .
LWC-18 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.S.0. Twin Mat Roof Board or 7/16-inch 1.S.0. Twin BB1-LVOC, BB2-LVOC or BB- 2100
concrete GL or ISOGARD CG Pack Pack WBBA
DEXcell Cement Roof Board
e e optora st oer
LWC-19 Structural Modifving Admixture. with optional 1—inc§1y Min. 1-inch ISOGARD GL 1.5.0. Twin base insulation or min. 0.5- 1.5.0. Twin BB1-JBSA, BB1-LVOC, BB2-LVOC 2175
concrete oditying ' P ) or ISOGARD CG Pack inch Tapered ISOGARD GLor | Pack or BB-WBBA :
thick, 1.0 pcf EPS holey board and surfacing of Tapered ISOGARD CG
Celcore PVA Curing Compound. P
Min. 350 psi, min. 2-inch thick Celcore MF
Structural | Cellular Conerete with Celcore HS Rheology | (Optional) Min. 0.5-nch 1 ¢  7in | Min, 2-inch ISOGARD HD 15.0.Twin | BBI-JBSA, BB1-LVOC, BB2-LVOC
LWC-20 concrete Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or pack Composite pack or BB-WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG P
Celcore PVA Curing Compound.
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | Cellular Concrete with Celcore HS Rheology | vy, 4 o inch 1506ARD | 15.0.Twin | SOSARD CG followedbymin. 1, ¢ o 7\ | ggy.psa, BB1-LVOC, BB2-LVOC
LWC-21 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack or BB-WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof
Celcore PVA Curing Compound. Board, min. 0.5-inch ISOGARD
HD or min. 7/16-inch APA or
TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheology . . . inch Tapered ISOGARD GL or .
LWC-22 itor:cc::tI:I Modifying Admixture, with optional 1-inch gﬂctrllgsogzgs ggARD |chok Twin ISOGARD CG followed by min. 'chok Twin BB2-JBSA 217.5
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DensDeck Prime or
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural | Cellular Concrete with Celcore HS Rheology |\ ') o 0o 1s06ARD | 15.0. Twin | INCh Tapered ISOGARD GLor 1 ¢ ) o in | gga.1voc, BB2-LVOC or BB-
LWC-23 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG pack ISOGARD CG followed by min. pack WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound. Roof Board or 7/16-inch
DEXcell Cement Roof Board
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . . - XR1-XRSMA or XR2-XRSMA in
LWC-24 i;:f::;:l Min. 350 psi Celcore Cellular Concrete gﬂlﬁf&giﬁggﬁm 1.5.0. Spray R L:E:?nn:l:l)aﬁgiltlonal layers 1.5.0. Spray R | ribbons 4-inch o.c. or XR-TJ -165.0
(SPATTER) or XR1-WBBA or XR2-
WBBA
Structural . . Min. 1.5-inch ISOGARD Min. 0.25-inch DEXcell FA Glass
LWC-25 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Mat Roof Board 1.5.0. Spray R | XR2-WBBA -150.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD Prime or SECUROCK Gypsum-
LWC-26 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Fiber Roof Board or 7/16-inch 1.5.0. Spray R | XR2-WBBA -210.0
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD . XR2-ISOSR or XR2-XRSMA in
LWC-27 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Prlme or SECUROCK Gypsum- 1.5.0. Spray R ribbons 4-inch o.c. -210.0
Fiber Roof Board
Min. 0.25-inch DensDeck
Prime, DEXcell FA Glass Mat
Structural . _ Min. 1.5-inch ISOGARD Roof Board or SECUROCK XR1-150SR, XR-T) or XR1-XRSMA
LWC-28 Min. 350 psi Celcore Cellular Concrete 1.5.0. Spray R ) 1.5.0. Spray R | in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Gypsum-Fiber Roof Board or (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . 1.5.0. Stick, . . 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
LWC-29 i(t):lccrt:t?l Min. 350 psi Celcore Cellular Concrete gﬂir;rllsségzgscc)gARD Twin Jet or ngélfnnseﬂl)::):ltlonal layers Twin Jet or ribbons 4-inch o.c. or XR-TJ -165.0
Twin Jet Y Twin Jet Y (SPATTER) or XR1-WBBA or XR2-
WBBA
Min. 350 psi, min. 2-inch thick Celcore MF S:St;’i:zLfa‘i‘?;:oo"ra!fnyegss?f
Structural | Cellular Concrete with Celcore HS Rheology Min. 1.5-inch 150GARD | 5:O- Stk 1 rapered 1s0GARD GLor | 51O+ Stick
LWC-30 Modifying Admixture, with optional 1-inch Twin Jet or . Twin Jet or XR2-WBBA -180.0
concrete X . GL or ISOGARD CG . ISOGARD CG followed by min. .
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y . Twin Jet Y
. 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound.
Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
. . 1.5.0. Stick, . . 1.S.0. Stick,
twc-zp | Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD Twin Jet or Min. 0.25-inch DEXcell FAGlass | ¢ o ot o XR2-WBBA -180.0
concrete GL or ISOGARD CG . Mat Roof Board .
Twin JetY Twin JetY
Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology . ) 1.S.0. Stick, P K . . v 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
Structural P . X . . Min. 1-inch ISOGARD GL . base insulation or min. 0.5- . R X
LWC-32 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Twin Jet or inch Tabered ISOGARD GL or Twin Jet or ribbons 4-inch o.c. or XR-TJ -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y Ta ereg ISOGARD CG Twin Jet Y (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. P WBBA
Min. 350 psi, min. 2-inch thick Celcore MF XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch 1.S.0. Stick, . . 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
LWC-33 ig::::tfl Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or Twin Jet or 2/221 zoé?tceh ISOGARD HD Twin Jet or ribbons 4-inch o.c. or XR-TJ -187.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG Twin Jet Y P Twin Jet Y (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. WBBA
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Min. 350 psi, min. 2.-|nch thick Celcore MF . ISOG/.ARD CG followed Py min. ‘ XR1-ISOSR, XR-TJ or XR1-XRSMA
Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, 0.25-inch DensDeck Prime, 1.S.0. Stick, L R
Structural P . . . . Min. 1.5-inch ISOGARD ) . in ribbons 4-inch o.c. or XR-TJ
LWC-34 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or DEXcell FA Glass Mat Roof Twin Jet or (SPATTER) or XR1-WBBA or XR2- -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y Board or SECUROCK Gypsum- Twin Jet Y WBBA
Celcore PVA Curing Compound. Fiber Roof Board, min. 0.5-inch
ISOGARD HD or min. 7/16-inch
DEXcell Cement Roof Board or
APA or TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural CeIIu.Iar. Concret.e with Cfelcore HS Rhec.)logy Min. 1.5-inch ISOGARD I.S.p. Stick, inch Tapered ISOGARD GL o.r I.S.F). Stick, XR2-ISOSR of XR2-XRSMA in
LWC-35 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or ISOGARD CG followed by min. Twin Jet or fibbons 4-inch o.c -187.50
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY 0.25-inch DensDeck Prime or Twin Jet Y .
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 0.25-inch DensDeck
. . 1.S.0. Stick, . 1.S.0. Stick,
Lwe3s | STl iy 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD | qyin jetor | Prime of SECUROCK Gypsum- | g in ot or | xR2-weBA -210.0
concrete GL or ISOGARD CG . Fiber Roof Board or 7/16-inch .
Twin JetY Twin JetY
DEXcell Cement Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
Prast Bl

PCA-145

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) T T (psf)
ype (3.1.3) ype (3.1.3)
Min. 0.25-inch DensDeck
. Prime, DEXcell FA Glass Mat .
Structural | . Min. 1.5-inch 150GARD | 1O+ 31| gost Board or sECUROCK 150 Stick, | XRL1S0SR, XR-1) or XR1XRSMA
LWC-37 Min. 350 psi Celcore Cellular Concrete Twin Jet or ) Twin Jet or in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Twin Jet Y Gypsum-Fiber Roof Board or Twin Jet Y (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
Structural | _ Min. 1.5-inch 150GARD | 13O Stick | Min. 0.25-inch DensDeck 15.0- Stick, | 2 1S0SR or XR2-XRSMA in
LWC-38 Min. 350 psi Celcore Cellular Concrete Twin Jet or Prime or SECUROCK Gypsum- Twin Jet or . R -210.0
concrete GL or ISOGARD CG ) . . ribbons 4-inch o.c.
Twin Jet Y Fiber Roof Board Twin JetY
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural | : Min. 1.5-inch ISOGARD | 15.0.Twin | (Optional) Additional layers | 15.0.Twin | Xh-XRSMA orXR2-XRSMAn
LWC-39 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG pack base insulation pack ribbons 4-inch o.c. or XR-TJ -165.0
(SPATTER) or XR1-WBBA or XR2-
WBBA
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin Min. 0.25-inch DEXcell FA Glass | 1.5.0. Twin
LWC-40 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG pack Mat Roof Board pack XR2-WBBA -180.0
Min. 350 psi, min. 2-inch thick Celcore MF Optional additional layers of
Cellular Concrete with Celcore HS Rheolo base insulation or min. 0.5-
Structural P . X . . gy Min. 1.5-inch ISOGARD 1.S.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin
LWC-41 Modifying Admixture, with optional 1-inch . XR2-WBBA -180.0
concrete X . GL or ISOGARD CG Pack ISOGARD CG followed by min. Pack
thick, 1.0 pcf EPS holey board and surfacing of .
. 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound.
Roof Board
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD 1.S.0. Twin Prime or SECUROCK Gypsum- 1.S.0. Twin
LWEA2 | oncrete | Min- 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack Fiber Roof Board or 7/16-inch | Pack XR2-WBBA 2100
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD 1.S.0. Twin . 1.S.0. Twin XR1-ISOSR or XR2-XRSMA in
LWC-43 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack Prlme or SECUROCK Gypsum- Pack ribbons 4-inch o.c. -210.0
Fiber Roof Board
Min. 0.25-inch DensDeck
Prime, DEXcell FA Glass Mat
Structural ) . Min. 1.5-inch ISOGARD 1.5.0. Twin Roof Board or SECUROCK 1.5.0. Twin XR11SOSR, XR-TJ or XR1-XRSMA
LWC-44 Min. 350 psi Celcore Cellular Concrete . in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Pack Gypsum-Fiber Roof Board or Pack (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural CeIIu'Iar' Concret.e with C.elcore .Hs Rhec?logy Min. 1-inch ISOGARD GL 1.5.0. Twin base insulation or min. 0.5- 1.5.0. Twin X.RLXRSM.A or XR2-XRSMA in
LWC-45 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG pack inch Tapered ISOGARD GL or pack ribbons 4-inch o.c. or XR-TJ -217.5
thick, 1.0 pcf EPS holey board and surfacing of Ta ereg ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. P WBBA
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard o
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
W (3.13) Wi (313)
Min. 350 psi, min. 2-inch thick Celcore MF XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch . . . . XR1-XRSMA or XR2-XRSMA in
LWC-46 i;:f::;:l Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or lPZcok Twin CMolrr; ZOLr;tceh ISOGARD HD IP:cOk Twin ribbons 4-inch o.c. or XR-TJ -217.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG P (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. WBBA
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Min. 350 psi, min. 2.—|nch thick Celcore MF ISOGARD CG followed .by min. XR1-ISOSR, XR-TJ or XR1-XRSMA
Cellular Concrete with Celcore HS Rheology . . . 0.25-inch DensDeck Prime, . Lo R
Structural . R X . . Min. 1.5-inch ISOGARD 1.5.0. Twin 1.5.0. Twin in ribbons 4-inch o.c. or XR-TJ
LWC-47 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack DEXcell FA Glass Mat Roof pack (SPATTER) or XR1-WBBA or XR2- -217.5
thick, 1.0 pcf EPS holey board and surfacing of Board or SECUROCK Gypsum- WBBA
Celcore PVA Curing Compound. Fiber Roof Board, min. 0.5-inch
ISOGARD HD or min. 7/16-inch
DEXcell Cement Roof Board or
APA or TECO rated OSB
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | Cellular Concrete with Celcore HS Rheology | . 4 500k 1506ARD | 15.0.Twin | SOSARD CG followedbymin. 1 ¢ o 70 | ygo.1505R or XR2-XRSMA in
LWC-48 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack ribbons 4-inch o.c -217.5
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof -
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTIAL BOND):
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
Structural . . Min. 1-inch ISOGARD GL 0.25-inch DensDeck Prime, XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-49 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG 1.5.0. Spray R DEXcell FA Glass Mat Roof 1.5.0. Spray R in ribbons 12-inch o.c. -45.0
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

System
No.

Deck
(4.1.2)

Lightweight Concrete
(3.1.2)

Base Insulation Layer

Coverboard

Type

Attach
(3.1.3)

Type

Attach
(3.1.3)

Roof Cover (3.1.4)

<
o
o

g

LWC-50

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.S.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

1.S.0. Spray R

XR2-ISOSR or XR2-XRSMA in
ribbons 12-inch o.c.

LWC-51

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by 7/16-
inch DEXcell Cement Roof
Board

1.5.0. Spray R

XR1-XRSMA (RIBBONS, 12” o.c.)

-45.0

LWC-52

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by Min.
0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board

1.5.0. Spray R

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 6-inch o.c.

-60.0

LWC-53

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by Min.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board

1.5.0. Spray R

XR2-ISOSR or XR2-XRSMA in
ribbons 6-inch o.c.

-60.0

LWC-54

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by 7/16-
inch DEXcell Cement Roof
Board

1.5.0. Spray R

XR1-XRSMA (RIBBONS, 6” o.c.)

-60.0

LWC-55

Structural
concrete

Min.

350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.5-inch ISOGARD HD

1.S.0. Spray R

XR1-ISOSR, XR2-ISOSR, XR-TJ,
XR1-XRSMA or XR2-XRSMA in
ribbons 6-inch o.c.

-82.5
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

System
No.

Deck
(4.1.2)

Lightweight Concrete
(3.1.2)

Base Insulation Layer

Coverboard

Type

Attach
(3.1.3)

Type

Attach
(3.1.3)

Roof Cover (3.1.4)

<
o
o

g

LWC-56

Structural
concrete

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

(Optional) Additional layer of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG

1.5.0. Spray R

XR1-ISOSR, XR2-ISOSR, XR-TJ,
XR1-XRSMA or XR2-XRSMA in
ribbons 6-inch o.c.

-142.5

LWC-57

Structural
concrete

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.S.0. Stick,
Twin Jet or
Twin JetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

1.S.0. Stick,
Twin Jet or
Twin JetY

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 12-inch o.c.

LWC-58

Structural
concrete

Min. 350 psi Celcore Cellular Concrete

1.S.
Tw
Tw

Min. 1-inch ISOGARD GL
or ISOGARD CG

O. Stick,
inJet or
inJetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

1.5.0. Stick,
Twin Jet or
Twin JetY

XR2-ISOSR or XR2-XRSMA in
ribbons 12-inch o.c.

-45.0

LWC-59

Structural
concrete

Min. 350 psi Celcore Cellular Concrete

I.S.
Twi
Twi

Min. 1-inch ISOGARD GL
or ISOGARD CG

O. Stick,
inJet or
inJetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by 7/16-
inch DEXcell Cement Roof
Board

1.S.0. Stick,
Twin Jet or
Twin JetY

XR1-XRSMA (RIBBONS, 12" o.c.)

-45.0

LWC-60

Structural
concrete

Min. 350 psi, min. 2-inch thick Celcore MF
Cellular Concrete with Celcore HS Rheology
Modifying Admixture, with optional 1-inch
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound.

Min. 1-inch ISOGARD GL 1S-

or ISOGARD CG

0. Stick,

Twin Jet or
Twin JetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

1.S.0. Stick,
Twin Jet or
Twin JetY

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 12-inch o.c.

-45.0
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard o
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural Cellu.lalt Concret.e with Cfalcore HS Rhe9logy Min. 1-inch ISOGARD GL I.S.F). Stick, ISOGARD CG followed .by min. I.S.F). Stick, XR2-ISOSR or XR2-XRSMA in
LWC-61 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Twin Jet or 0.25-inch DensDeck Prime or Twin Jet or ribbons 12-inch o.c -45.0
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y SECUROCK Gypsum-Fiber Roof | TwinJetY o
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
Min. 350 psi, min. 2-inch thick Celcore MF g::;oi:zL?adt?;:oonra;?nyeorsscjf
Cellular Concrete with Celcore HS Rheology ) ) 1.5.0. Stick, ) S 1.5.0. Stick,
LWC-62 Structural Modifying Admixture, with optional 1-inch Min. 1-inch ISOGARD GL Twin Jet or inch Tapered ISOGARD G or Twin Jet or XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
concrete X . or ISOGARD CG . ISOGARD CG followed by 7/16- .
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y . Twin Jet Y
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
base insulation or min. 0.5-
o 15.0. stick, | Inch Tapered ISOGARD GLor | ¢ 1) i)
Structural . . Min. 1-inch ISOGARD GL . ISOGARD CG followed by Min. . XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-63 Min. 350 psi Celcore Cellular Concrete Twin Jet or ] . Twin Jet or o ) -60.0
concrete or ISOGARD CG Twin Jet Y 0.25-inch DensDeck Prime, Twin Jet Y in ribbons 6-inch o.c.
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
base insulation or min. 0.5-
. . 1.5.0. Stick, inch Tapered ISOGARD GL or 1.5.0. Stick, .
Lwe-ga | Structural | 350 psi Celcore Cellular Concrete Min. 1-inch ISOGARD GL | i "ot or | ISOGARD CG followed by Min. | TwinJetor | <32 1SOSR or XRZ-XRSMA in -60.0
concrete or ISOGARD CG . . . . ribbons 6-inch o.c.
Twin Jet Y 0.25-inch DensDeck Prime or Twin Jet Y
SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
base insulation or min. 0.5-
1.S.0. Stick 1.S.0. Stick
Structural . . Min. 1-inch ISOGARD GL . ’ inch Tapered ISOGARD GL or . ! "
LWC-65 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Tw!n Jetor ISOGARD CG followed by 7/16- Tw!n Jetor XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
Twin JetY . Twin JetY
inch DEXcell Cement Roof
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

S Deck R TR G t Base Insulation Layer Coverboard R
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. 4.1.2 3.1.2 sf
e e Type (3.1.3) Type (3.1.3) {psf)
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF Pase insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheolo, 1.S.0. Stick inch Tapered ISOGARD GL or 1.5.0. Stick,
Structural P . . . . gy Min. 1-inch ISOGARD GL T ! ISOGARD CG followed by Min. o ! XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-66 Modifying Admixture, with optional 1-inch Twin Jet or . . Twin Jet or L . -60.0
concrete X . or ISOGARD CG . 0.25-inch DensDeck Prime, . in ribbons 6-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY Twin JetY
Celcore PVA Curing Compound DEXcell FA Glass Mat Roof
g Lompound. Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural CeIIu'Iar. Concret.e with C.elcore HS Rhec.)logy Min. 1-inch ISOGARD GL I.S.Q. Stick, inch Tapered ISOGARD GL o.r I.S.p. Stick, XR2-ISOSR or XR2-XRSMA in
LWC-67 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Twin Jet or ISOGARD CG followed by Min. Twin Jet or ribbons 6-inch o.c -60.0
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DensDeck Primed or Twin Jet Y o
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF g::;oi::Lfai?;:oonra!?nyegss()f
Cellular Concrete with Celcore HS Rheology ) . 1.S.0. Stick, . o 1.5.0. Stick,
Lwe-gg | Structural | difying Admixture, with optional 1-inch Min. 1-inch ISOGARD GL | 1.\ "y o | inch Tapered ISOGARDGLor | r oo o0 | yr1.xRSMA (RIBBONS, 6” o.c.) -60.0
concrete X . or ISOGARD CG . ISOGARD CG followed by 7/16- X
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY . Twin Jet Y
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
. . 1.5.0. Stick, base insulation or min. 0.5- 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-69 iz:’cc::tf' Min. 350 psi Celcore Cellular Concrete 'c\)"r'lns‘ol('s'chg'ngARD GL | twinJetor | inch Tapered ISOGARD GLor | TwinJetor | XRI-XRSMA or XR2-XRSMA in 825
Twin JetY ISOGARD CG followed by min. Twin Jet Y ribbons 6-inch o.c.
0.5-inch ISOGARD HD
Min. 350 psi, min. 2-inch thick Celcore MF Optional additional layers of
Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, base insulation or min. 0.5- 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-70 ‘Z’f)rr:’cc::tf' Modifying Admixture, with optional 1-inch (':’:'ggé;;g'ngARD GL | Twinsetor | inch Tapered ISOGARD GLor | Twin Jetor | XR1-XRSMA or XR2-XRSMA in 825
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y ISOGARD CG followed by min. Twin Jet Y ribbons 6-inch o.c.
Celcore PVA Curing Compound. 0.5-inch ISOGARD HD
Structural Min. 1-inch ISOGARD GL 1.5.0. Stick, gs:?nnsaul?a?ﬁ)iltclfr::r:age;—Of 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-T),
LWC-71 Min. 350 psi Celcore Cellular Concrete : Twin Jet or . oy Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
concrete or ISOGARD CG Twin Jet Y inch Tapered ISOGARD GL or Twin Jet Y fibbons 6-inch o.c
ISOGARD CG o
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Coverboard

System Deck Lightweight Concrete
Y 8 8 Attach Attach Roof Cover (3.1.4)

No. (4.1.2) (3.1.2)
Type (3.1.3) Type (3.1.3)

<
o
o

g

Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of

Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, P X . R 4 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,

Structural o . X . . Min. 1-inch ISOGARD GL . base insulation or min. 0.5- . X

LWC-72 Modifying Admixture, with optional 1-inch Twin Jet or . Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
concrete X . or ISOGARD CG . inch Tapered ISOGARD GL or . R K

thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y ISOGARD CG Twin Jet Y ribbons 6-inch o.c.

Celcore PVA Curing Compound.

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
Structural . . Min. 1-inch ISOGARD GL 1.S.0. Twin 0.25-inch DensDeck Prime, 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWe-73 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack DEXcell FA Glass Mat Roof Pack in ribbons 12-inch o.c.

Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Structural . . Min. 1-inch ISOGARD GL 1.S.0. Twin ISOGARD €G followed .by min. 1.5.0. Twin XR2-ISOSR or XR2-XRSMA in
LWC-74 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack ribbons 12-inch o.c. -45.0
SECUROCK Gypsum-Fiber Roof
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

Optional additional layers of

base insulation or min. 0.5-

Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin

LWC-75 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack
inch DEXcell Cement Roof

Board

XR1-XRSMA (RIBBONS, 12" o.c.) -45.0
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ot oF Mumu,(’

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard o
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL O.r
Cellular Concrete with Celcore HS Rheolo, ISOGARD CG followed by min.
Structural . . X . . ey Min. 1-inch ISOGARD GL 1.5.0. Twin 0.25-inch DensDeck Prime, 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-76 Modifying Admixture, with optional 1-inch L . -45.0
concrete X . or ISOGARD CG Pack DEXcell FA Glass Mat Roof Pack in ribbons 12-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound Board or SECUROCK Gypsum-
g P : Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | Cellular Concrete with Celcore HS Rheology | ) 4 4o 1506ARD 6L | 15.0. Twin | SOGARD CGfollowed by min. ¢  7in | yR2-1505R or XR2-XRSMA in
LWC-77 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack ribbons 12-inch o.c -45.0
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof o
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
Min. 350 psi, min. 2-inch thick Celcore MF Optlo.nal adfiltlonal I.ayers of
Cellular Concrete with Celcore HS Rheology base insulation or min. 0.5-
LWC-78 Structural Modifying Admixture, with optional 1-inch Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin XR1-XRSMA (RIBBONS, 12” o.c.) 450
concrete X . or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack
thick, 1.0 pcf EPS holey board and surfacing of .
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin ISOGARD CG followed by Min. 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWET7S | oncrete | Min- 350 psi Celcore Cellular Concrete or ISOGARD CG Pack 0.25-inch DensDeck Prime, Pack in ribbons 6-inch o.c. 600
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard o
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
. . . inch Tapered ISOGARD GL or . .
LWC-80 Structural Min. 350 psi Celcore Cellular Concrete Min. 1-inch ISOGARD GL 1.S.0. Twin ISOGARD CG followed by Min. 1.S.0. Twin X.RZ—ISOSR. or XR2-XRSMA in 60.0
concrete or ISOGARD CG Pack . . Pack ribbons 6-inch o.c.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
base insulation or min. 0.5-
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin ”
LWC-81 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack XR1-XRSMA (RIBBONS, 6” o.c.) 60.0
inch DEXcell Cement Roof
Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF !:)ase insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheolo, inch Tapered ISOGARD GL or
Structural o . X . . ey Min. 1-inch ISOGARD GL 1.5.0. Twin ISOGARD CG followed by Min. 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-82 Modifying Admixture, with optional 1-inch . . L . -60.0
concrete X . or ISOGARD CG Pack 0.25-inch DensDeck Prime, Pack in ribbons 6-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound DEXcell FA Glass Mat Roof
g P ' Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural | Cellular Concrete with Celcore HS Rheology | \yy 4 jnch 1506ARD 6L | 15.0.Twin | !Nl Tapered ISOGARD GLOr s o 7y | yR2-1SOSR or XR2-XRSMA in
LWC-83 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Pack ISOGARD CG followed by Min. Pack ribbons 6-inch o.c -60.0
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DensDeck Prime or -
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF Opthnal adc.iltlonal I.ayers of
Cellular Concrete with Celcore HS Rheology base insulation or min. 0.5-
Structural . R X . . Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin ”
LWC-84 concrete Mf)dlfylng Admixture, with optional 1-|n<.:h or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
thick, 1.0 pcf EPS holey board and surfacing of .
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

@*"i‘ OF MULTYy ;-

ISO/IEC 17065

e,

IAS

ACCREDITED
Prhel Ceifclin
fgeney

PCA-145

S Deck R TR G t Base Insulation Layer Coverboard o
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
. . . base insulation or min. 0.5- . XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-85 i(t):jccrt:tl:l Min. 350 psi Celcore Cellular Concrete mlrs'ggzgglngARD Gt lP:cok Twin inch Tapered ISOGARD GL or IchOk Twin XR1-XRSMA or XR2-XRSMA in -82.5
ISOGARD CG followed by min. ribbons 6-inch o.c.
0.5-inch ISOGARD HD
Min. 350 psi, min. 2-inch thick Celcore MF Optional additional layers of
Cellular Concrete with Celcore HS Rheology ) ) ) base insulation or min. 0.5- ) XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-86 ‘:Z:‘;::t':' Modifying Admixture, with optional 1-inch 'C\)/II'IFS gg:;g'ngARD 6t 'chok TWIn- 1 i1ch Tapered ISOGARD GL or 'Pz cok TWIN 1 YR1-XRSMA or XR2-XRSMA in 825
thick, 1.0 pcf EPS holey board and surfacing of ISOGARD CG followed by min. ribbons 6-inch o.c.
Celcore PVA Curing Compound. 0.5-inch ISOGARD HD
(Optional) Additional layer of
XR1-ISOSR, XR2-ISOSR, XR-TJ
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin base insulation or min. 0.5- 1.5.0. Twin ! ¢ -
LWC-87 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG pack inch Tapered ISOGARD GL or pack )r(ils):)-;(nzsgfli/;;r;(lzz-XRSMA in -142.5
ISOGARD CG o
Min. 350 psi, min. 2-inch thick Celcore MF . -
. (Optional) Additional layer of
Structural | Cellular Concrete with Celcore HS Rheology |\ ) ooty 150GARD GL | 1.5.0. Twin | base insulation or min. 0.5- 15.0.Twin | XRL-ISOSR, XR2-ISOSR, XR-TJ,
LWC-88 Modifying Admixture, with optional 1-inch . XR1-XRSMA or XR2-XRSMA in -142.5
concrete X . or ISOGARD CG Pack inch Tapered ISOGARD GL or Pack R K
thick, 1.0 pcf EPS holey board and surfacing of ribbons 6-inch o.c.
’ ISOGARD CG
Celcore PVA Curing Compound.

TABLE 128: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

. X Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight - T MDP
No. (4.1.2) Concrete (3.1.2) Type (ta;,sz.ez;‘ Attach (3.1.2¢) Type 3:; Base Ply Cap Ply sf
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
Min. 400 psi, min. 2- .
) inch thick pre- TW!" Jet,
Min. 22 ga., | existent cellular o Optional min. 1.5-inch ISOGARD | WinJetY, (Optional) | XRI-ISOSR, XR-TJ or XR1-
type BV, lightweight concrete Min. 1.5-inch ISOGARD 2 1.5.0. Spray R, o :
LWC-89 Grade 40 g g "= | L or ISOGARD CG 3.1.1 1 per1.78 ft GL or ISOGARD CG followed by 15.0. Twin SBS-AA or XRSMA in ribbons 12-inch -52.5
with optional 1-inch min. 0.5-inch DensDeck Prime _— SBS-TA o.c. or XR-TJ (SPATTER)
steel thick, 1.0 pcf EPS Pack or Hot
holey board Asphalt
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 128: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

S Deck Lightweight Base Insulation Top Insulation Roof Cover (3.1.4) o
ystem ec ightweig
Fasten Attach
No. 4.1.2 Concrete (3.1.2 sf
(4.1.2) (3.1.2) Type o Attach (3.1.2¢) Type 313 Base Ply Cap Ply (psf)
Min. 400 psi, min. 2-
inch thick pre- Twin Jet,
Min. 22 ga., | existent cellular Optional min. 1.5-inch ISOGARD Twin JetY,
Lwc-oo | YPeBY, lightweight concrete, | Min. 1.5-inch ISOGARD 3.1.1 1per1.78ft* | GLor ISOGARD CG followed by | >0 SPaVR | yone XRZISOSR or XR2-XRSMA 525
Grade 40 with optional 1-inch GL or ISOGARD CG in. 0.5-inch DensDeck Pri 1.5.0. Twin in ribbons 12-inch o.c.
steel thick, 1.0 pcf EPS min. 0.5-inch DensDeck Prime pack or Hot
holey board Asphalt
ELEVATE PVC KEE XRT APPLICATIONS:
Min. 400 psi, min. 2- .
Min. 22 inch thick pre- Iw!n je:’y
Iy 83| existent cellular Min. 1.5-inch ISOGARD Optional min. 1.5-inch ISOGARD | | ‘;V'g : | (optional)
LWC-91 grgde 4’0 lightweight concrete, 6L o'r IéOGARD P 3.1.1 1 per 1.78 ft? GL or ISOGARD CG followed by I.S.O' Taliny " | SBS-AA or XR-HA -52.5
steel with optional 1-inch min. 0.5-inch DensDeck Prime P.a;:klor Hot SBS-TA
thick, 1.0 pcf EPS Asphalt
holey board P
TABLE 12c: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER
Anchor Sheet Base Insulation Top Insulation Roof Cover (3.1.4)
Syst Deck Lightweight MDP
ystem ec ightweig
No. (4.1.2) Concrete (3.1.2) Type F(ZS;EZ? Attach Type A:tf;h Type A:tf;h Base Ply Cap Ply sf
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
Min. 390 psi, min. 2- Sinch . Twin Jet, Twin Jet
Vi 22 inch thick pre- i Twin JetY, Tuin Jet¥
t ";- BV & existent cellular SBS Base or Two Piece la e::lgé-ir::E Min. 1.5-inch 1.5.0. Spray R, Min. 0.5-inch | :”Cr)] : ra’ R (Optional) XR1-ISOSR, XR-T or XR1-
Crade 40 lightweight concrete, | oo (e impact Nl | o in two ISOGARD GL | >0 Twin DensDeck 'S0 Tuin | SBSARor [ XRSMAIn ribbons 12:inch 25
LWC-92 with optional 1-inch P c ' Pack or Hot Prime o SBS-TA 0.c. or XR-TJ (SPATTER)
steel . equally spaced Pack or Hot
thick, 1.0 pcf EPS Asphalt
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.
Min. 390 psi, min. 2- . ) Twin Jet, )
Min. 22 inch thick pre- ?}-\lnch.o,: n h Twin Jet Y, Iw!n je:’Y
in.22ga., | ictent cellular ) € min. 3-Inc . . 1.5.0. Spray R, | Min. 0.5-inch win-et,
type BV, li . SBS Base or Two Piece lap and 9-inch Min. 1.5-inch . 1.5.0. Spray R, XR2-ISOSR or XR2-XRSMA
ightweight concrete, . B 1.5.0. Twin DensDeck . None L ] -52.5
LWC-93 Grade 40 . - . MB Base Impact Nail o.c. in two, ISOGARD GL ! 1.5.0. Twin in ribbons 12-inch o.c.
| with optional 1-inch I d Pack or Hot Prime pack or H
stee thick, 1.0 pcf EPS equally space Asphalt ackor Hot
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.
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TABLE 12c: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

X X Anchor Sheet Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight Fast i e MDP
No. (4.1.2) Concrete (3.1.2) Type (252 i;‘ Attach Type N f; Type N f; Base Ply Cap Ply sf
ELEVATE PVC KEE XRT APPLICATIONS:
Min. 390 psi, min. 2- . i Twin Jet, X
. inch thick pre- 9-|nch. o.c.in Twin JetY, Tw!n Jet,
Min. 22 ga., existent cellular ' the min. 3'—|nch . ‘ 1.5.0.Spray R, | Min. 0.5-inch Twin JetY, (Optional)
tGypZ BY"O lightweight concrete, ;‘Ia; sase or ITW° P'te;e.l lap "’f"c: g-inch :\é'(')"éiisgih 1.5.0. Twin DensDeck ::8 ipr.ay R | ses-aaor XR-HA -52.5
LWC-94 ra Ie with optional 1-inch ase mpact Nal 0.C. "I]I wo, g Pack or Hot Prime oot “:_:n SBS-TA
stee thick, 1.0 pcf EPS €qually space Asphalt ack or Hot
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.

TABLE 12p: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Base Sheet Roof Cover (3.1.4)
System Deck (4.1.2 Lightweight Concrete Fast MDP
No. = (3.1.2) Type E;: :r;)e r Attach Base Ply Cap Ply (psf)
CELCORE (FL2037):
Min. 22 ga., type BV, Grade Min. 450 psi, min. 2- MB Base or Elevate 1.7 in. 12-inch o.c. at the 4-inch side lap and 12- SBS-AA or XR1-ISOSR, XR-TJ or XR1-XRSMA in
LWC-95 | 40 steel or structural inch thick Celcore SBS Base Assembled LWC inch o.c. at two, equally spaced, SBS-TA ribbons 12-inch o.c. or XR-TJ -45.0
concrete Cellular Concrete Base Ply Fastener staggered rows in the center of the sheet (SPATTER)

TABLE 12e: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: LWC-TO-DECK, BONDED ROOF COVER

Syst MDP
ystem Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4)
No. (psf)
CELCORE (FL2037):
LWC-96 Min. 22 ga, type BV, Grade 40 steel Min. 350 psi, min. 2” thick Celcore Cellular Concrete XR-TJ (SPATTER) -52.5
LWC-97 Structural concrete. Min. 350 psi, min. 2” thick Celcore Cellular Concrete XR-TJ (SPATTER) -386.0

LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
P G

PCA-145

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Top Insulation Layer

Base Insulation Layer

System Deck MDP
Attach Attach Roof Cover (3.1.4)
No. (4.1.2, 4.2.2 (psf)
: Type (3.1.3) Type (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 0.5-inch
CWE-1. Existing Tectum | ISOGARD GL or 1.5.0. Spray R (Optional) Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R BB-WBBA -67.5
ISOGARD CG
Min. 1-inch
CWEF-2. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
ISOGARD CG
Min. 0.5-inch
CWEF-3. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R BB1-JBSA, BB1-LVOC or BB2-LVOC -82.5
ISOGARD CG
. Min. 1.5-inch 1-5.0. Stick, (Optional) Min. 0.25-inch DensDeck, DensDeck Prime or | O Sticks BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC or BB-
CWEF-4. Existing Tectum ISOGARD GL or Twin Jet or SECUROCK Gvbsum-Fiber Roof Board Twin Jet or WBBA -45.0
ISOGARD CG Twin Jet Y vp Twin Jet Y
Min. 1.5-inch 1.5.0. Stick, 1.5.0. Stick,
CWEF-5. Existing Tectum ISOGARD GL or Twin Jet or Min. 7/16-inch DEXcell Cement Roof Board Twin Jet or BB2-JBSA -45.0
ISOGARD CG Twin JetY Twin JetY
Min. 1.5-inch 1.S.0. Stick, . . 1.S.0. Stick,
CWF-6. | Existing Tectum ISOGARD GL or Twin Jet or gﬂ/'lns?niig’g;c:ﬁxcceer:g:tif;: g/'oztr:”f Board or Twin Jet or BB1-LVOC, BB2-LVOC or BB-WBBA -45.0
ISOGARD CG Twin Jet Y Twin JetY
Min. 0.5-inch
CWF-7. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | (Optional) Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | BB-WBBA -67.5
ISOGARD CG
Min. 1-inch
CWE-8. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
ISOGARD CG
Min. 0.5-inch
CWEF-9. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | BB1-JBSA, BB1-LVOC or BB2-LVOC -82.5
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
Min. 1-inch
CWE-10. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 0.5-inch
CWE-11. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 1-inch
XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA or XR2-
CWF-12. | Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A o ! ’ -75.0
ISOGARD CG XRSMA in ribbons 4-inch o.c. or XR-TJ (SPATTER)
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e e Roof Cover (3.1.4 MDP
No. (4.1.2, 4.2.2) Type tac Type ttac 141 (psf)
(3.1.3) (3.1.3)
Min. 0.5-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, or XR1-XRSMA or
CWEF-13. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR2-XRSMA in ribbons 4-inch o.c. or XR-TJ -82.5
ISOGARD CG (SPATTER)
) . ) (Optional) Min. 0.25-inch DensDeck, DensDeck Prime, .
- Min. 1.5-inch |5-0. Stick, DEXcell FA Glass Mat Roof Board or SECUROCK |5.0. Stick, XR1-ISOSR, XR-TJ or XR1-XRSMA in ribbons 4-inch
CWF14. | Bdsting Tectum | 15OGARD GLor ) Twin Jet or Gypsum-Fiber Roof Board or 7/16-inch DEXcell Cement | " 1t O 0.c. or XR-TJ (SPATTER) or XR1-WBBA >0
ISOGARD CG Twin Jet Y vp Twin Jet Y <
Roof Board
Min. 1.5-inch 1.S.0. Stick, (Optional) Min. 0.25-inch DensDeck Prime, DEXcell FA 1.S.0. Stick,
CWF-15. Existing Tectum ISOGARD GL or Twin Jet or Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof | Twin Jet or XR2-WBBA -45.0
ISOGARD CG Twin Jet Y Board or 7/16-inch DEXcell Cement Roof Board Twin Jet Y
Min. 1.5-inch 1.S.0. Stick, . . . . 1.5.0. Stick,
CWF-16. | ExistingTectum | ISOGARD GLor | Twin Jet or gcézﬂ‘;gaéL“é'”'S%f_ F'I';)Zhr ?22;%22? dDe"SDeCk Prime o7 | Twin Jet or XR2-ISOSR or XR2-XRSMA in ribbons 4-inch o.c. -45.0
ISOGARD CG Twin Jet Y vp Twin Jet Y
Min. 1-inch
CWEF-17. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 0.5-inch
CWEF-18. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 1-inch
XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA or XR2-
CWF-19. | Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A o ! ’ -75.0
ISOGARD CG XRSMA in ribbons 4-inch o.c. or XR-TJ (SPATTER)
Min. 0.5-inch
CWF-20. | Existing Tectum| | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | “RLISOSR, XR2-ISOSR, XR-T, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 4-inch o.c. or XR-TJ (SPATTER)
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTIAL BOND):
Min. 1-inch
CWEF-21. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A ii;;\lﬂsflsrﬁl);si:iziﬁ’cﬁt?’ XR1-XRSMA or XR2- -75.0
ISOGARD CG o
Min. 0.5-inch
CWF-22. | Existing Tectum| | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR1-ISOSR, XR2-ISOSR, XR-T, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 6-inch o.c.
ISOGARD CG
Min. 1-inch
CWEF-23. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A ii;;\lﬂsflsrﬁl);si:iziﬁ’cﬁt?’ XR1-XRSMA or XR2- -75.0
ISOGARD CG o
Min. 0.5-inch
CWEF-24. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack XRl_ISO.SR'.XRZ-ISOS.R' XR-TJ, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 6-inch o.c.
ISOGARD CG
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 138: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof 3.1.4
System Deck v P v orimar oof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2) Attach Attach sf
Rebel Type A Type Ay Base Ply Ply Cap Ply
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR-TJ, in
Min. 1.5-inch 1.5.0. Stick, : . ) 1.S.0. Stick, ) L
CWF-25. | Existing Tectum | ISOGARD GL or Twin Jet or Min. 0.25-inch DensD.eck Prime or Twin Jet or Twin | None SBS-TA (Optional) ribbons 4-inch -45.0
ISOGARD CG Twin Jet Y SECUROCK Gypsum-Fiber Roof Board JetyY SBS-TA o.c. or XR-TJ
(SPATTER)
TABLE 13c: CEMENTITOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER
Anchor Sheet Base Insulation Top Insulation
System Deck - o o Roof Cover MDP
No. 4.1.2 S ac chs 3.1.4 sf
(4.1.2) Type ad) Attach Type 313 Type 313 (3.1.4) (psf)
SBS Base. SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
CWE-26 Existing Premium’ Base. MB | Impact 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick DensDeck, DensDeck Prime 1.S.0. Stick BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0%
© | Tectum ; p o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet BB2-LVOC or BB-WBBA ’
Base or APP 160 Nail
spaced center rows CG Roof Board
SBS Base, SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch Min. 0.25-inch DEXcell FA
Existing o 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick Glass Mat Roof Board or 1.5.0. Stick BB1-LVOC, BB2-LVOC or BB-
CWEF-27. Premium Base, MB Impact K . . . -45.0*
Tectum - o.c. in two, equally or ISOGARD or Twin Jet 7/16-inch DEXcell Cement or Twin Jet WBBA
Base or APP 160 Nail
spaced center rows CG Roof Board
9-inch o.c. in the min. Min. 1.5-inch
- SBS Base, SBS Two Piece . . . R . .
CWE-28. Existing Premium Base, MB | Impact 2-|n?h lap and 18-inch ISOGARD GL 1.5.0. .StICk Min. 7/16-inch DEXcell 1.5.0. .StICk BB2-JBSA _45.0*
Tectum . o.c. in two, equally or ISOGARD or Twin Jet Cement Roof Board or Twin Jet
Base or APP 160 Nail
spaced center rows CG
(Optional) Min. 0.25-inch
DensDeck, DensDeck Prime
. 9-inch o.c. in the min. Min. 1.5-inch ’ ’
Existing | oo bose 585 TwoPlece | 5 inch lap and 18-inch | ISOGARDGL | 1.5.0. stick | DExcell FAGlass MatRoof 1 ¢ ¢ gy | XRL-ISOSR, XR-TJ or XR1XRSMA
CWEF-29. Tectum Premium Base, MB Impact o.c.in two. equall or ISOGARD or Twin Jet Board or SECUROCK or Twin Jet in ribbons 4-inch o.c. or XR-TJ -45.0*
Base or APP 160 Nail s ) a.ced cer;te(: rov:s G Gypsum-Fiber Roof Board or (SPATTER) or XR1-WBBA
P 7/16-inch DEXcell Cement
Roof Board
(Optional) Min. 0.25-inch
SBS Base, SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch DensDeck Prime, DEXcell FA
CWE-30. Existing Premium Base, MB | Impact 2-|n?h lap and 18-inch ISOGARD GL 1.5.0. .StICk Glass Mat Roof Board.or 1.5.0. .StICk XR2-WBBA _45.0*
Tectum - o.c. in two, equally or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber or Twin Jet
Base or APP 160 Nail .
spaced center rows CG Roof Board or 7/16-inch
DEXcell Cement Roof Board

LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 13c: CEMENTITOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck E—- o S Roof Cover MDP
No. 4.1.2 GELC ac ac 3.1.4 sf
(4.1.2) Type o Attach Type 313 Type 213 (3.1.4) (psf)
) 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
Existing 585 B.ase, SBS Two Piece 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick DensDeck, DensDeck Prime 1.S.0. Stick XR2-ISOSR or XR2-XRSMA in
CWEF-31. Premium Base, MB Impact . . . . . . -45.0*
Tectum A o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet ribbons 4-inch o.c.
Base or APP 160 Nail
spaced center rows CG Roof Board
SBS Base, SBS Two Piece | Sincho.c.inthe min. | Min. 1.5-inch EZT!EZ?L) gé?s%ﬁfﬁgfﬂne
Existing o 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick ’ ! 1.S.0. Stick XR1-ISOSR, XR-TJ or XR1-XRSMA
CWF-32. Tectum Premium Base, MB | Impact o.c. in two, equall or ISOGARD or Twin Jet DEXcell FA Glass Mat Roof or Twin Jet in ribbons 12-inch o.c 45,0
Base or APP 160 Nail . ) a'ced cer;teqr rov\\//s G Board or SECUROCK o
P Gypsum-Fiber Roof Board
) 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
Existing 585 B.ase, SBS Two Piece 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick DensDeck, DensDeck Prime 1.5.0. Stick XR2-ISOSR or XR2-XRSMA in
CWEF-33. Premium Base, MB Impact . . . . . K -45.0*
Tectum A o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet ribbons 12-inch o.c.
Base or APP 160 Nail
spaced center rows CG Roof Board
9-inch o.c. in the min. Min. 1.5-inch
_ SBS Base, SBS Two Piece . . . R .
CWE-34. Existing Premium Base, MB | Impact 2—|n?h lap and 18-inch ISOGARD GL 1.5.0. §t|ck 7/16-inch DEXcell Cement 1.5.0. §t|ck XR1-XRSMA (RIBBONS, 12” o.c.) 45,0
Tectum . o.c. in two, equally or ISOGARD or Twin Jet Roof Board or Twin Jet
Base or APP 160 Nail
spaced center rows CG

TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (3.1.4) P
No. (.12, 4.2.2 ac ac = (psf)
) Type (3.1.3) Type (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck, DensDeck Prime
G-1. z’:'St'”sgu’r’T?“'I::kgyps”m ISOGARD GL or :28 ig;iyng or SECUROCK Gypsum-Fiber Roof Board or min. 0.5- ::8 i\’myng a'/aBleSA’ BB1-LVOC, BB2-LVOC or B8 -150.0
gypsump ISOGARD CG >0 inch ISOGARD HD >0
Existing poured sum Min. 0.5-inch 1.5.0. Spray R or Min. 0.25-inch DEXcell FA Glass Mat Roof Board or 1.5.0. Spray R or
G-2. &P gyp ISOGARD GL or >0 opray . -7 obray BB1-LVOC, BB2-LVOC or BB-WBBA -150.0
or gypsum plank 1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
ISOGARD CG
Existing poured sum Min. 0.5-inch 15.0. Sorav R or Min. 0.25-inch DensDeck Prime or SECUROCK 15.0. Sorav R or
63 | fu’r’n Iankgyp ISOGARD GL or oo TalinyPack Gypsum-Fiber Roof Board or min. 7/16-inch DEXcell | 0" T\’Linypack BB2-JBSA -150.0
gypsump ISOGARD CG > Cement Roof Board >0
G4 Existing poured gypsum Min. 1.5-inch 1.S.0. Stick, Twin (Optional) Min. 0.25-inch DensDeck, DensDeck Prime | 1.S.0. Stick, Twin Jet BB1-JBSA, BB1-LVOC, BB2-LVOC or BB- 1125
’ or gypsum plank ISOGARD GL Jet or Twin Jet Y or SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y WBBA ’
. Min. 1.5-inch . ) . . . '
G5 Existing poured gypsum ISOGARD GL or 1.5.0. StIC.k, Twin | Min. 9.25-|nch DEXcell FA Glass Mat Roof Board or 1.5.0. §t|ck, Twin Jet BB1-LVOC, BB2-LVOC or BB-WBBA 1125
or gypsum plank ISOGARD CG Jet or Twin Jet Y 7/16-inch DEXcell Cement Roof Board or Twin Jet Y
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e e Roof Cover (3.1.4 MDP
No. (4.1.2, 4.2.2) Type Ltac Type ttac (3.14) (psf)
(3.1.3) (3.1.3)
L. Min. 1.5-inch . . Min. 0.25-inch DensDeck Prime or SECUROCK . .
G-6. EX'St'nf ;r):u:::kgypsum ISOGARD GL or j':t'cc));sTt'C_';’ L":'\? Gypsum-Fiber Roof Board or min. 7/16-inch DEXcell ;S'S' _S‘:'Jcekt’ JW'" ‘et | Bp2-BsA 11255
reypsump ISOGARD CG Wi Cement Roof Board rwt
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
(Optional) Min. 0.25-inch DensDeck, DensDeck
Existing poured sum Min. 0.5-inch 15.0. Sprav R of Prime, DEXcell FA Glass Mat Roof Board or 15.0. Sprav R or XR1-ISOSR, XR-TJ or XR1-XRSMA in
67 | o Sgu‘r’n Iankgyp ISOGARD GL or oo TalinyPack SECUROCK Gypsum-Fiber Roof Board, min. 0.5-inch | 0" T\F/)vinyPack ribbons 4-inch o.c. or XR-TJ (SPATTER) or | -150.0
gypsump ISOGARD CG > ISOGARD HD or 7/16-inch DEXcell Cement Roof > XR1-WBBA
Board
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell
G-8 E’;'St'"fu’;?”rlzgkgyps”m ISOGARD GL or :28 ialriiyng(r FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber ::8 i\‘;r;yngk' XR2-WBBA -150.0
gypsum p ISOGARD CG >0 Roof Board or 7/16-inch DEXcell Cement Roof Board | """
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck, DensDeck Prime L
G-9. Exmtlnsg ;::u:::kgypsum ISOGARD GL or ::8 _?_pr_anyp'::kr or SECUROCK Gypsum-Fiber Roof Board, min. 0.5- ::8 _Srpr.inIZ:kr .):Ei-ifSSR or XR2-XRSMA in ribbons 4- -150.0
rgypsump ISOGARD CG >0 TWE inch ISOGARD HD =0 TWE inch o.c.
. Min. 1.5-inch | {Optional) Min. 0.25-inch DensDeck, DensDeck o XRL-ISOSR, XR-TJ or XR1-XRSMA in
Existing poured gypsum 1.S.0. Stick, Twin Prime, DEXcell FA Glass Mat Roof Board or 1.S.0. Stick, Twin Jet ) .
G-10. ISOGARD GL or . X . . ribbons 4-inch o.c. or XR-TJ (SPATTER) or -112.5
or gypsum plank Jet or Twin Jet Y SECUROCK Gypsum-Fiber Roof Board or 7/16-inch or Twin Jet Y
ISOGARD CG XR1-WBBA
DEXcell Cement Roof Board
- Min. 1.5-inch . . (Optional) Min. 0.25-inch DensDeck Prime, DEXcell . .
G-11. i’r"St'”fu’r’;’“:::kgypsum ISOGARD GL or j:t?)r STt\';I'; JTe":';‘ FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber Lffwf;ucekt :W'” et | yr2-wsBA 1125
gypsum p ISOGARD CG Roof Board or 7/16-inch DEXcell Cement Roof Board
Existing poured gypsum | - 1.3inch 1.5.0. Stick, Twin | (Optional) Min. 0.25-inch DensDeck, DensDeck Prime | 1.5.0. Stick, Twin Jet | XR2-ISOSR or XR2-XRSMA in ribbons 4-
G-12. ISOGARD GL or : ’ _ ; -112.5
or gypsum plank Jet or Twin Jet Y or SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y inch o.c.
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTIAL BOND):
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell .
G-13. E’:'St'”sg '::”:::kgyps”m ISOGARD GL or 1.5.0. Spray R FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Spray R :(iill):igsl';'_ :"ZhTi ‘zr XR1-XRSMA in -45.0
gypsum p ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD <
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime or L
G-14. (E):'St'"sguf:”:::kgypsum ISOGARD GL or 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board or min. 0.5-inch | 1.5.0. Spray R I);Rci 'OS(C)SR or XR2-XRSMA in ribbons 12 45.0
gypsump ISOGARD CG ISOGARD HD <«
Existing poured sum Min. 0.5-inch
G-15. &P EYp ISOGARD GL or 1.5.0. Spray R 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
or gypsum plank
ISOGARD CG
L Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass .
G-16. E’;'St'”sgurr:?”rg:kgypsum ISOGARD GL or 1.5.0. Spray R Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R zﬁi'()'i?zz'nﬁ?c"r XR1-XRSMAn -60.0
gypsump ISOGARD CG Board ©
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck e e Roof Cover (3.1.4 MDP
No. (4.1.2, 4.2.2) Type Lttac Type ttac (3.14) (psf)
(3.1.3) (3.1.3)
Existing poured sum Min. 0.5-inch Min. 0.25-inch DensDeck Prime or SECUROCK XR2-ISOSR or XR2-XRSMA in ribbons 6-
c17. | fu‘:n Iankgyp ISOGARD GL or 1.5.0. Spray R v e e Board 1.5.0. Spray R oo -60.0
gypsum p ISOGARD CG e <
Existing poured sum Min. 0.5-inch
G-18. Ep gyp ISOGARD GL or 1.5.0. Spray R 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
or gypsum plank
ISOGARD CG
Existing poured avosum | Min- 0-5-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, or XR1-
c1. | fu‘:n Iankgyp ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XRSMA or XR2-XRSMA in ribbons 6-inch -82.5
gypsum p ISOGARD CG o.c.
i Min. 0.5-inch
G-20, | EXistingpoured gypsum | \ch o oh Gl or 1.5.0. Spray R (Optional) Additional layer of base insulation 1.5.0. Spray R XRI-ISOSR, XR2-ISOSR, XRTJ, XR1-XRSMA |14,
or gypsum plank or XR2-XRSMA in ribbons 6-inch o.c.
ISOGARD CG
. Min. 1.5-inch . ) (Optional) Min. 0.25-inch DensDeck Prime, DEXcell . . )
G-21. E:'St'"fu‘::“:::kgypsum ISOGARD GL or j:tc;rsTtv';'; L":'\? FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber ;ffv;/f:ljcekt’ JW'" Jet fiit;'igsli'_ :";Ti‘;r XR1-XRSMAn -45.0
gypsum p ISOGARD CG Roof Board <
Existing poured gypsum Min. 1.5-inch 1.S.0. Stick, Twin | (Optional) Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin Jet XR2-ISOSR or XR2-XRSMA in ribbons 12-
\Srzs or sum plank ISOGARD GL or Jet or Twin Jet Y SECUROCK Gypsum-Fiber Roof Board or Twin JetY inch o.c -45.0
gypsump ISOGARD CG P ©
. Min. 1.5-inch . ) ) )
G-23. | Distingpouredgypsum | \ch o on Gl or 1.5.0. Stick, Twin | ) o & h DEXcell Cement Roof Board 1.5.0. Stick, Twin Jet |, o1 YRSMA (RIBBONS, 12” o.c.) -45.0
or gypsum plank Jet or Twin Jet Y or Twin JetY
ISOGARD CG
i Min. 1.5-inch ) . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass . . .
G-24. z’r"St'”fu’;:’“rg:kgyps“m ISOGARD GL or jest?)r STt\:\Z'; L‘"t“;‘ Mat Roof Board or SECUROCK Gypsum-Fiber Roof Lf?wf;ucekt :W'” Jet ﬁii:i?sei’nﬁ?:' XR1-XRSMAn -60.0
gypsump ISOGARD CG Board “
G-25 Existing poured gypsum | Min. 1.5-inch 1.S.0. Stick, Twin | Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Stick, Twin Jet XR2-ISOSR or XR2-XRSMA in ribbons 6- -60.0
’ or gypsum plank ISOGARD GL Jet or Twin Jet Y Gypsum-Fiber Roof Board or Twin Jet Y inch o.c. '
- Min. 1.5-inch . ) ’ )
G-26. | DXistingpouredgypsum | \ch i 0n Gl or .5.0. Stick, Twin | 1 ¢ i1 DEXcell Cement Roof Board 1.5.0. Stick, Twin Jet |y 21 yRsMA (RIBBONS, 6 o.c.) -60.0
or gypsum plank Jet or Twin Jet Y or Twin Jet Y
ISOGARD CG
Existing poured gypsum | Vi 1-5-inch 1.5.0. Stick, Twin 1.5.0. Stick, Twin Jet | XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
G-27. Ep gyp ISOGARD GL or >0 Stk (Optional) Additional layer of base insulation 2 SHEG s ARSTISUSR, AR-1L -1125
or gypsum plank Jet or Twin Jet Y or Twin Jet Y or XR2-XRSMA in ribbons 6-inch o.c.
ISOGARD CG
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell .
G-28. E’;'St'”fu':]’”:::kgypsum ISOGARD GL or 1.5.0. Twin Pack | FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Twin Pack :(iill):igsl';'_ ?:"ZhTi ‘zr XR1-XRSMA in -45.0
gypsum p ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD <
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell L
G-29. E’;'St'”sgurr:?”rg:kgypsum ISOGARD GL or 1.5.0. Twin Pack | FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Twin Pack I):ii 'OSSSR or XR2-XRSMA in ribbons 12 -45.0
gypsump ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD <«
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck o - n - Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) Type tac Type ttac e (psf)
=S (3.13) (3.13)
Existing poured sum Min. 0.5-inch
G-30. ep Eyp ISOGARD GL or .5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack XR1-XRSMA (RIBBONS, 12” o.c.) 45.0
or gypsum plank
ISOGARD CG
L. Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass .
G-31. E’r"s""fu’;?”:::kgyps“m ISOGARD GL or 1.5.0. Twin Pack | Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ﬁgtii?sei’nﬁ?cm XR1-XRSMA in -60.0
gypsump ISOGARD CG Board <«
. Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass -
G-32. E:'St'"fu‘r’:“:::kgyps”m ISOGARD GL or .5.0. Twin Pack | Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack i):{ci'fc:SR or XR2-XRSMA in ribbons 6- -60.0
gypsump ISOGARD CG Board <
Existing poured sum Min. 0.5-inch
G-33. Ep gyp ISOGARD GL or 1.5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
or gypsum plank
ISOGARD CG
Existing poured svosum | Min- 0:5-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, or XR1-
634 | qur)n Iankgyp ISOGARD GL or .5.0. Twin Pack | Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack XRSMA or XR2-XRSMA in ribbons 6-inch 825
gypsump ISOGARD CG o.c.
L Min. 0.5-inch
G-35, | EXistingpoured gypsum | \ch o ph Gl or 1.5.0. Twin Pack | (Optional) Additional layer of base insulation 1.5.0. Twin Pack XRI-ISOSR, XR2-ISOSR, XRTJ, XR1-XRSMA |4,
or gypsum plank ISOGARD CG or XR2-XRSMA in ribbons 6-inch o.c.

TABLE 148: GYP.

DECKS - NEW CONSTUCTION or REROOF (TEAR-OFF)

3: MECHANICALLY

CHED ANCH

HEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck . T e Roof Cover MDP
No. (8.1.2) T CELLL Attach T ac T ac (3.1.4) (psf)
ype (4.2.2) ttac L (3.1.3) L (3.1.3)
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
636 EX'S:L"ng] i?:r:f::{ ;’aB:e B Tr:\voa?tece inch lap and 18-inch o.c. | ISOGARDGL | 15.0.Stick | DensDeck, DensDeck Prime or | 15.0.Stick | BB1-JBSA, BB2-JBSA, BBL-LVOC, | . .
Co|er ' P intwo, equally spaced | or ISOGARD | or Twin Jet | SECUROCK Gypsum-Fiber Roof | or TwinJet | BB2-LVOC or BB-WBBA :
deck Base or APP 160 Nail
center rows CG Board
. ) 9-inch o.c. in the min. 2- | Min. 1.5-inch . .
Existing 5BS Base, SB5 TwoPiece | i 1\ ap and 18-inch o.c. | ISOGARD GL | 1.5.0. Stick | Min- 0-25-inch DEXcell FAGlass |, ¢ ) o | gp1-LvOC, BB2-LVOC OF BB-
G-37. gypsum Premium Base, MB Impact in two. equally spaced or ISOGARD or Twin Jet Mat Roof Board or 7/16-inch or Twin Jet WBBA -45.0*
deck Base or APP 160 Nail » €qually sp DEXcell Cement Roof Board
center rows CG
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch
Existing 5BS Base, SB5 TwoPiece | . i\ jap and 18-inch o.c. | ISOGARD GL | 1.5.0. Stick | Min. 7/16-inch DEXcell Cement | 1.5.0. Stick
G-38. gypsum Premium Base, MB Impact . ) . BB2-JBSA -45.0%
X in two, equally spaced or ISOGARD or Twin Jet Roof Board or Twin Jet
deck Base or APP 160 Nail
center rows CG
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)

FL35402-R9

TABLE 148: GYPSUM DECKS - NEW CONSTUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Anchor Sheet Base Insulation Top Insulation
System Deck - Fan e Roof Cover MDP
No. 4.1.2 GELLL ac a< 3.1.4 sf
(4.1.2) Type P Attach Type 313 Type 213 (3.1.4) (psf)
(Optional) Min. 0.25-inch
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch DensDeck, DensDeck Prime,
Existing SBS Base, SB5 TwoPlece | 1 lapand 18-inch o.c. | ISOGARD GL | 1.5.0. Stick | DEXcell FA Glass Mat Roof Board | 1.5.0. Stick | <R+ 15OSR, XR-TJor XRI-XRSMA .
G-39. gypsum Premium Base, MB Impact . . X X in ribbons 4-inch o.c. or XR-TJ -45.0
X in two, equally spaced or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber Roof | or Twin Jet
deck Base or APP 160 Nail K (SPATTER) or XR1-WBBA
center rows CcG Board or 7/16-inch DEXcell
Cement Roof Board
(Optional) Min. 0.25-inch
L. . 9-inch o.c. in the min. 2- | Min. 1.5-inch DensDeck Prime, DEXcell FA
Existing SBS Base, 5BS TwoPiece | i b lap and 18-inch o.c. | ISOGARD GL | 15.0. Stick | Glass Mat Roof Board or 1.5.0. Stick
G-40. gypsum Premium Base, MB Impact . . R X XR2-WBBA -45.0%
deck Base or APP 160 Nail in two, equally spaced or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber Roof or Twin Jet
center rows CG Board or 7/16-inch DEXcell
Cement Roof Board
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
ca1 EX'S:'u"nf if:r:;s;' ;’aBSSe B T:oazece inch lap and 18-inch o.c. | ISOGARD GL | 1.5.0.Stick | DensDeck, DensDeck Prime or 15.0. Stick | XR2-ISOSR or XR2-XRSMA in 25.0¢
’ gyp 4 p in two, equally spaced or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber Roof or Twin Jet ribbons 4-inch o.c. ’
deck Base or APP 160 Nail
center rows CcG Board
Existin SBS Base, SBS Two Piece dinch o.c. in the min. 2- | Min. 1.5-inch f:i?\t;gzz:g '\I;I:e:sclgzcslzlgfi?ne
g o inch lap and 18-inch o.c. | ISOGARD GL 1.S.0. Stick / ! 1.S.0. Stick XR1-ISOSR, XR-TJ or XR1-XRSMA «
G-42. gypsum Premium Base, MB Impact in two, equally spaced or ISOGARD or Twin Jet DEXcell FA Glass Mat Roof Board or Twin Jet in ribbons 12-inch o.c -45.0
deck Base or APP 160 Nail » €qually sp or SECUROCK Gypsum-Fiber Roof o
center rows CcG
Board
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
043 EX'S:'u"ng‘ z'::r:if;’ S::e B m:’;ece inch lap and 18-inch o.c. | ISOGARD GL | 1.5.0.Stick | DensDeck, DensDeck Prime or 15.0. Stick | XR2-ISOSR or XR2-XRSMA in 25.0¢
’ gyp 4 p in two, equally spaced or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber Roof or Twin Jet ribbons 12-inch o.c. ’
deck Base or APP 160 Nail
center rows CcG Board
9-inch o.c. in the min. 2- | Min. 1.5-inch
Existing SBS Base, SBS Two Piece | | R . . .
G-a4. gypsum Premium Base, MB Impact !nch lap and 18-inch o.c. | ISOGARD GL 1.5.0. §t|ck 7/16-inch DEXcell Cement Roof 1.5.0. ?tlck XR1-XRSMA (RIBBONS, 12” 0.¢.) -45.0%
i in two, equally spaced or ISOGARD or Twin Jet Board or Twin Jet
deck Base or APP 160 Nail
center rows CG
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) Type ac Type ac — (psf)*
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . K . .
R-1 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 15.0.SprayR | Min- 7/16-inch DEXcell Cement Roof | ¢ 5 ;0 p | BB2-sBSA -150.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
8 GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . -
R-2 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R i(r?sTllaotri]sL) Additional layers of base 1.5.0. Spray R ErB;I;?V?IAI;’BiBl LvocC, BB2-LvoC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . K . .
| . 1.5- Min. 0.25-inch SECUROCK -
R-3 surface built-up roof (BUR) with loose gravel ayers, min. 1.5-in 1.5.0. Spray R ‘m 0.25-inch SECUROCK Gypsum I.5.0. Spray R BB2-JBSA -232.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Fiber Roof Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(:)pet::n:mli)noi‘z?r: more
R-4 surface built-up roof (BUR) with loose gravel InZqué)am I' IS'OGARD 1.5.0. Spray R Min. 0.25-inch DensDeck Prime 1.5.0. Spray R BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
. . (Optional) One or more . . .
Existing smooth-surface built-up roof (BUR), gravel- ) . Min. 0.25-inch DensDeck Prime or
. . layers, min. 1.5-in . BB1-JBSA, BB1-LVOC, BB2-LVOC
R-5 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD or BB-WBBA
8 GL or ISOGARD CG »min- S
. . (Optional) One or more . .
Existing smooth-surface built-up roof (BUR), gravel- . K Min. 0.25-inch DEXcell FA Glass Mat
. . layers, min. 1.5-in . BB1-LVOC, BB2-LVOC or BB-
R-6 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R Roof Board or 7/16-inch DEXcell 1.5.0. Spray R -237.5
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Cement Roof Board WBBA
g GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optional) One or more 1.5.0. Stick 1.5.0. Stick
g . . P '8 layers, min. 1.5-in T ! Min. 7/16-inch DEXcell Cement Roof U ’
R-7 surface built-up roof (BUR) with loose gravel Twin Jet or Twin Jet or BB2-JBSA -150.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Twin JetY Board Twin JetY
8 GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, . - 1.S.0. Stick,
R-8 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or i(r?sztllaotrilsg Additional layers of base Twin Jet or 5?;;8\/5\/%3181 LVOC, BB2-LVOC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal') One c?r more Min. 0.25-inch DEXcell FA Glass Mat
. . layers, min. 1.5-in . . . BB1-LVOC, BB2-LVOC or BB-
R-9 surface built-up roof (BUR) with loose gravel Twin Jet Y Roof Board or 7/16-inch DEXcell Twin Jet Y -217.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Cement Roof Board WBBA
8 GL or ISOGARD CG
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2) Type (e Type ttac = (psf)*
(3.1.3) (3.1.3)
- . (Optional) One or more ) .
Existing smooth-surface built-up roof (BUR), gravel- . K 1.S.0. Stick, . . 1.S.0. Stick,
R-10 surface built-up roof (BUR) with loose gravel :igilr:é:qnlﬂ Ils.i)-(lsnARD Twin Jet or ggr;.r(;cz)z;lgzr;rsdECU ROCK Gypsum- Twin Jet or BB2-JBSA -232.5
removed or granule-surface SBS modified bitumen ! Twin Jet Y Twin Jet Y
GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(Sitrlsnnili)no;z—ci)r: more 1.S.0. Stick, 1.S.0. Stick,
R-11 surface built-up roof (BUR) with loose gravel InZulféam I. IéOGARD Twin Jet or Min. 0.25-inch DensDeck Prime Twin Jet or BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG Twin Jet Y Twin JetY
Existing smooth-surface built-up roof (BUR), gravel- I(:)F;trlsnnili)nogz-ci)r: more 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or 1.S.0. Stick, BB1-JBSA. BB1-LVOC, BB2-LVOC
R-12 surface built-up roof (BUR) with loose gravel InZquéam I. IéOGARD Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or or BB-WB’BA ! -237.5
removed or granule-surface SBS modified bitumen ’ Twin Jet Y Board or min. 0.5-inch ISOGARD HD Twin Jet Y
GL or ISOGARD CG
- . (Optional) One or more ) .
Existing smooth surface bwltlup roof (BUR), gravel layers, min. 1.5-in 15.0. Stick or Min. 0.25-inch DEXc.eII FA Glass Mat 15.0. Stick or BB1-LVOC, BB2-LVOC o BB-
R-13 surface built-up roof (BUR) with loose gravel Insulfoam . ISOGARD Twin Jet Roof Board or 7/16-inch DEXcell Twin Jet WBBA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG Cement Roof Board
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . X . .
R-14 surface built-up roof (BUR) with loose gravel :izzﬁc’)a:nn: Téf)-éinARD 1.5.0. Twin Pack :;/:)I;;/ls_lmh DEXcell Cement Roof 1.5.0. Twin Pack | BB2-JBSA -150.0
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . -
R-15 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Twin Pack i(r?sTllaotri]sl? Additional layers of base 1.5.0. Twin Pack gf;g?@AgBiBl-LVOC, BB2-LVOC -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG
e R (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . X . .
R-16 | surface built-up roof (BUR) with loose gravel :iﬁﬁffo;m Ils':’) (';”ARD 1.5.0. Twin Pack 'Fvi'l')’;'r%iz f'gg; rs dECU ROCKGypsum- | | ¢ 5 Twin Pack | BB2-JBSA 2325
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(:)pet::n:mli)noi‘z?r: more
R-17 surface built-up roof (BUR) with loose gravel InZqué)am I' IS'OGARD 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime 1.5.0. Twin Pack | BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(Sitrlsnrili)nozzoi; more Min. 0.25-inch DensDeck Prime or BB1-JBSA. BB1-LVOC. BB2-LVOC
R-18 surface built-up roof (BUR) with loose gravel In!ulf(l)am I. IéOGARD 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack or BB WB,BA ! -237.5
removed or granule-surface SBS modified bitumen ! Board or min. 0.5-inch ISOGARD HD
GL or ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Syst e Base Insulation Layer Top Insulation Layer e
ystem ubstrate
Roof Cover (3.1.4)
No. (4.1.2, 4.2.2) Type Attach Type Attach (psf)*
(3.1.3) (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(S’zetrfnnili)no;es-ci)r: more Min. 0.25-inch DEXcell FA Glass Mat BB1-LVOC. BB2-LVOC or BB-
R-19 surface built-up roof (BUR) with loose gravel InZulféam I. IéOGARD 1.5.0. Twin Pack | Roof Board or 7/16-inch DEXcell 1.5.0. Twin Pack WBBA ’ -237.5
removed or granule-surface SBS modified bitumen ! Cement Roof Board
GL or ISOGARD CG
ELEVATE PVC KEE APPLICATIONS:
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . .
R-20 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Spray R I(SSTIZT:L) Additionallayers of base |\ ¢ ¢, 0 r | BBI-LVOC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- f:)yztrl:nnaqli)nc’;:; more SD:()I(EJEF!{”O?( gt;Zu%a—;ii?rfRiZird or
R-21 i:rr\:z(\:/zgtglt-L::nr:)lzfs(t?rl::gewslgg I;C;Sdiﬁgézvl:iltumen Insulfoam I, ISOGARD 1.5.0. Spray R Board, min. 0.5-inch ISOGARD HD or 1.5.0. Spray R BB1-LVOC 2375
8 GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, . - 1.S.0. Stick or
R-22 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or fr?sztlft:];l]) Additional lavers of base | o .yt o BB1-LVOC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . X . .
R-23 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in Twin Jet Y Min. 7/16-inch DEXcell Cement Roof Twin Jet Y BB1-LVOC -217.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
g GL or ISOGARD CG
eiting smot-stc i p o (0L gl | (0710702 7 o
R-24 surface built-up roof (BUR) with loose gravel YErs, c Twin Jet Y . Twin Jet Y BB1-LVOC -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD SECUROCK Gypsum-Fiber Roof
g GL or ISOGARD CG Board or min. 0.5-inch ISOGARD HD
Min. 0.25-inch DensDeck Prime,
. . (Optional) One or more DEXcell FA Glass Mat Roof Board or
RS Ez'rsf;':eg ;::lct’ojh :‘:;;a(‘;ij';‘)“"l\t“;‘;’ ,;%zi(Bgsggran layers, min. .5-in 15.0. Stickor | SECUROCK Gypsum-Fiber Roof 15.0.Stickor | oo 375
removed or r:nule—surface BS modifiged bitumen Insulfoam I, ISOGARD Twin Jet Board, min. 0.5-inch ISOGARD HD or | Twin Jet :
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . .
1) A 11 f
R-26 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Twin Pack i(r?:flft?jn) dditional layers of base | | ¢ o i pack | BB1-LVOC -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) Type ac Type ac — (psf)*
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- I(:)yztr'snrili)norzj; more SD:():(l(J:(lilé)i:i GGI\Zj;zu'\rAniiT)Z?fRi%ird or
R-27 i::;zzzglglt-L:;)nrlizfs(f:::zevgg; I:qc:)zeiﬁgerzvtiltumen Insulfoam I, ISOGARD 1.5.0. Twin Pack Board, min. 0.5-inch ISOGARD HD or 1.5.0. Twin Pack | BB1-LVOC -237.5
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-XRSMA or XR2-XRSMA in
R-28 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R insilation v 1.5.0. Spray R ribbons 4-inch o.c. or XR-TJ -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
e . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . . . .
R-29 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Spray R Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Spray R XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Roof Board
8 GL or ISOGARD CG
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . K . .
. . | 3 . 1.5- Min. 7/16-inch DEXcell C t Roof
R-30 | surface built-up roof (BUR) with loose gravel ayers, min. 2.>-n 1.5.0. Spray R in. 7/16-inch DEXcell Cement Roof | ¢ ) ¢ . ¢ | xro-wBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
8 GL or ISOGARD CG
- . (Optional) One or more ) ) .
Existing smooth-surface built-up roof (BUR), gravel- . X Min. 0.25-inch DensDeck Prime or .
. . layers, min. 1.5-in . XR2-ISOSR or XR2-XRSMA in
R-31 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R . R -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD ribbons 4-inch o.c. or XR2-WBBA
& GL or ISOGARD CG - min- S
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One 9r more DEXcell FA Glass Mat .ROOf Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
R . layers, min. 1.5-in SECUROCK Gypsum-Fiber Roof Lo .
R-32 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R R . 1.5.0. Spray R in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD or (SPATTER) or XR1-WBBA
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) Type ac Type ac — (psf)*
(3.1.3) (3.1.3)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, (Optional) Additional layers of base 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
R-33 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or insilation v Twin Jet or ribbons 4-inch o.c. or XR-TJ -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin JetY Twin JetY (SPATTER) or XR1-WBBA or XR2-
WBBA
- . (Optional) One or more ) .
Existing smooth surface bwlt‘up roof (BUR), gravel layers, min. 1.5-in I.S.F). Stick, Min. 0.25-inch DEXcell EA Glass Mat I.S.F). Stick,
R-34 surface built-up roof (BUR) with loose gravel Twin Jet or Twin Jet or XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Twin JetY Roof Board Twin JetY
8 GL or ISOGARD CG
. . (Optional) One or more XR1-ISOSR, XR-TJ or XR1-XRSMA
R-35 E:;g:f;mr:i}h f;;;a(;ﬂ;?ui:ﬁ;zzmgs)e]graVEI layers, min. 1.5-in Twin Jet Y Min. 7/16-inch DEXcell Cement Roof Twin Jet Y in ribbons 4-inch o.c. or XR-TJ 2175
removed or rsnule-surface BS modifiged bitumen Insulfoam |, ISOGARD Board (SPATTER) or XR1-WBBA or XR2- ’
8 GL or ISOGARD CG WBBA
- R (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- | | 0o " i) o i 1.5.0. Stick or Min. 7/16-inch DEXcell Cement Roof | 1.5.0. Stick or
R-36 surface built-up roof (BUR) with loose gravel ) . XR2-WBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Board Twin Jet
& GL or ISOGARD CG
. . (Optional) One or more . ) . . .
Existing smooth-surface built-up roof (BUR), gravel- . i 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or 1.S.0. Stick, .
. . layers, min. 1.5-in ) . . ) XR2-ISOSR or XR2-XRSMA in
R-37 surface built-up roof (BUR) with loose gravel Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jetor Twin . . -237.5
e . Insulfoam I, ISOGARD . R . ribbons 4-inch o.c. or XR2-WBBA
removed or granule-surface SBS modified bitumen Twin Jet Y Board, min. 0.5-inch ISOGARD HD JetyY
GL or ISOGARD CG
i | Min. 0.25-inch DensDeck Pri
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal) One c.)r more in. 0.25-inch DensDeck Prime, XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in . DEXcell FA Glass Mat Roof Board or . Lo R
R-38 surface built-up roof (BUR) with loose gravel Twin Jet Y X Twin Jet Y in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD SECUROCK Gypsum-Fiber Roof (SPATTER) or XR1-WBBA
g GL or ISOGARD CG Board or min. 0.5-inch ISOGARD HD
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (8.1.2, 4.2.2) Type ac Type ac — (psf)*
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One <?r more . DEXcell FA Glass Mat .ROOf Board or . XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in 1.S.0. Stick or SECUROCK Gypsum-Fiber Roof 1.S.0. Stick or L .
R-39 surface built-up roof (BUR) with loose gravel . R . . in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Board, min. 0.5-inch ISOGARD HD or | Twin Jet (SPATTER) or XR1-WBBA
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
e . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . X . .
R-40 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Twin Pack Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Twin Pack | XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Roof Board
g GL or ISOGARD CG
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-XRSMA or XR2-XRSMA in
R-41 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Twin Pack ins’:ﬂation Y 1.5.0. Twin Pack | ribbons 4-inch o.c. or XR-TJ -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One 9r more DEXcell FA Glass Mat .ROOf Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in . SECUROCK Gypsum-Fiber Roof . Lo )
R-42 surface built-up roof (BUR) with loose gravel 1.5.0. Twin Pack R . 1.5.0. Twin Pack | in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Board, min. 0.5-inch ISOGARD HD or (SPATTER) or XR1-WBBA
8 GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
(Optional) One or more Min. 0.25-inch DensDeck Prime or
Existing smooth-surface built-up roof (BUR), gravel- la er min. 1.5-in SECUROCK Gypsum-Fiber Roof
R-43 surface built-up roof (BUR) with loose gravel Vers, C 1.5.0. Twin Pack | Board, min. 0.5-inch ISOGARD HD or | I.S.0. Twin Pack | XR2-WBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD 7/16-inch DEXcell Cement Roof
g GL or ISOGARD CG
Board
- . (Optional) One or more ) ) .
Existing smooth-surface built-up roof (BUR), gravel- lavers. min. 1.5-in Min. 0.25-inch DensDeck Prime or XR2-ISOSR or XR2-XRSMA in
R-44 surface built-up roof (BUR) with loose gravel Vers, C 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ) ) -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD ribbons 4-inch o.c.
& GL or ISOGARD CG - min- S
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (812,422 ac ac — (psf)*
J Type (3.1.3) Type (3.1.3)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
(Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, Prime, DEXcell FA Glass Mat Roof
R-45 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R Board or SECUROCK Gypsum-Fiber 1.5.0. Spray R ?ER;JES:SR’I)QEJCJ:;);RI XRSMA -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch o
ISOGARD HD
- . (Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, K . .
R-46 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R Prime or SECURO.CK Gypsum Fiber 1.S.0. Spray R X.R2 ISOSR (.)r XR2-XRSMA in -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch ribbons 12-inch o.c.
8 ISOGARD HD
. . Min. 0.25-inch DensDeck Prime,
Existing srr?ooth-surface bU|Itjup roof (BUR), gravel- One or more layers, DEXcell FA Glass Mat Roof Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
R-47 surface built-up roof (BUR) with loose gravel R . 1.5.0. Spray R . 1.5.0. Spray R o . -45.0
removed or granule-surface SBS modified bitumen min. 1.5-in Insulfoam | SECUROCK Gypsum-Fiber Roof in ribbons 12-inch o.c.
i Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- Min. 0.25-inch DensDeck Prime or .
R-48 | surface built-up roof (BUR) with loose gravel ::: Tt 'S?I'f;:m , | 15.0.5prayR | SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R ﬁii;ﬁ?ig_‘i’;ﬁj ?RSMA " -45.0
removed or granule-surface SBS modified bitumen T Board or min. 0.5-inch ISOGARD HD o
- ) One or more layers
Existing smooth-surface built-up roof (BUR), gravel- R . ! .
R-49 | surface built-up roof (BUR) with loose gravel min. 1.5-in Insulfoam |, |, ¢ o0 g 7/16-inch DEXcell Cement Roof 1.5.0. Spray R XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD GL or Board
g ISOGARD CG
. . (Optional) One or more Min. 0.25-inch DensDeck Prime,
R-50 Ezﬁz:eg;:;E?Jh-::;:g;?;&;EP?I;%C;L(B'ESL’Igravel- layers, min. 1.5-in 15.0. Sorav R DEXcell FA Glass Mat Roof Board or 15.0. Sorav R XR1-ISOSR, XR-TJ or XR1-XRSMA -60.0
e g r:nule_surface OB o diﬁge itumen | Isulfoam I, ISOGARD -0 opray SECUROCK Gypsum-Fiber Roof =>-0- opray in ribbons 6-inch o.c. :
8 GL or ISOGARD CG Board
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One c')r more Min. 0.25-inch DensDeck Prime or .
. . layers, min. 1.5-in . XR2-ISOSR or XR2-XRSMA in
R-51 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R . R -60.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Board ribbons 6-inch o.c.
g GL or ISOGARD CG
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- . K .
R-52 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 15.0.5prayR | /16-inch DEXcell Cement Roof 1.5.0.SprayR | XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- One or more lavers XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-53 surface built-up roof (BUR) with loose gravel R . VErs, 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XR1-XRSMA or XR2-XRSMA in -82.5
o . min. 1.5-in Insulfoam | . K
removed or granule-surface SBS modified bitumen ribbons 6-inch o.c.
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4 MDP
No. (4.12, 4.2.2) Type ac Type ac (3.14) (psf)®
(3.1.3) (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(S’:rf";'i)no;esfi’; more XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-54 surface built-up roof (BUR) with loose gravel ISéG/A'RD G.L c.)r 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XR1-XRSMA or XR2-XRSMA in -82.5
removed or granule-surface SBS modified bitumen ISOGARD CG ribbons 6-inch o.c.
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-55 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Spray R insr:lation 4 1.S.0. Spray R XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG ribbons 6-inch o.c.
(Optional) Min. 0.25-inch DensDeck
Existing smpoth—surface bwltjup roof (BUR), gravel- Or.1e or mpre layers, I.S.F). Stick, Prime, DEXcell FA Glass Mat Ropf I.S.F). Stick, XR1-ISOSR, XR-TJ or XR1-XRSMA
R-56 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or Board or SECUROCK Gypsum-Fiber Twin Jet or in ribbons 12-inch o.c -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Roof Board or min. 0.5-inch Twin Jet Y o
ISOGARD HD
e R . (Optional) Min. 0.25-inch DensDeck .
Existing smooth surface bwltlup roof (BUR), gravel Or.1e or m.ore layers, I.S.p. Stick, Prime or SECUROCK Gypsum-Fiber I.S.Q. Stick, XR2-ISOSR o XR2-XRSMA in
R-57 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or . X Twin Jet or . K -45.0
Iy ) ) Roof Board or min. 0.5-inch . ribbons 12-inch o.c.
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y
ISOGARD HD
. . . Min. 0.25-inch DensDeck Prime, .
Existing smooth-surface built-up roof (BUR), gravel- | ¢ o - 1o jayers, 1.5.0. Stick, DEXcell FA Glass Mat Roof Board or | >0+ Sticks XR1-ISOSR, XR-TJ or XR1-XRSMA
R-58 surface built-up roof (BUR) with loose gravel R . Twin Jet or X Twin Jet or o X -45.0
removed or granule-surface SBS modified bitumen min. 1.5-in Insulfoam | Twin Jet Y SECUROCK Gypsum-Fiber Roof Twin Jet Y in ribbons 12-inch o.c.
g Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or 1.S.0. Stick, .
R-59 surface built-up roof (BUR) with loose gravel S:rf irsr:zrﬁls?{fe;:% | Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or ﬁiigigiz_?;iRj-:RSMA n -45.0
removed or granule-surface SBS modified bitumen T Twin JetY Board or min. 0.5-inch ISOGARD HD Twin JetY .
L . One or more layers . X
Existing smooth-surface built-up roof (BUR), gravel- R ) ! 1.5.0. Stick, . 1.S.0. Stick,
R-60 surface built-up roof (BUR) with loose gravel min. 1.5-in Insulfoam |, Twin Jet or 7/16-inch DEXcell Cement Roof Twin Jet or XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD GL or Twin Jet Y Board Twin Jet Y
& ISOGARD CG
. . (Optional) One or more . Min. 0.25-inch DensDeck Prime, .
Existing smooth-surface built-up roof (BUR), gravel- | | /o " iy o i 1.5.0. Stick, DEXcell FA Glass Mat Roof Board or | ->:0- Sticks XR1-ISOSR, XR-TJ or XR1-XRSMA
R-61 surface built-up roof (BUR) with loose gravel Twin Jet or X Twin Jet or Lo . -60.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Twin Jet Y SECUROCK Gypsum-Fiber Roof Twin Jet Y in ribbons 6-inch o.c.
& GL or ISOGARD CG Board
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One 9r more 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, .
. . layers, min. 1.5-in . . ' XR2-ISOSR or XR2-XRSMA in
R-62 surface built-up roof (BUR) with loose gravel Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or R . -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Board Twin JetY ribbons &-inch o.c.
g GL or ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate - e Roof Cover (3.1.4) MDP
No. (812,422 ac ac — (psf)*
J Type (3.1.3) Type (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(;)Ztrfnnili)no;es-ci)r: more 1.5.0. Stick, 7/16-inch DEXcell Cement Roof 1.5.0. Stick,
R-63 surface built-up roof (BUR) with loose gravel Vers, C Twin Jet or Twin Jet or XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Twin JetY Board Twin JetY
8 GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(:petr':"ni'iloi‘z_‘i’; MOT€ 1 | 5.0. Stick, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-64 surface built-up roof (BUR) with loose gravel YErs, A Twin Jet or Min. 0.5-inch ISOGARD HD Twin Jet or XR1-XRSMA or XR2-XRSMA in -82.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin JetY Twin JetY ribbons 6-inch o.c
g GL or ISOGARD CG <
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.5.0. Stick, (Optional) Additional layers of base 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-65 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or insrLIation 4 Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y ribbons 6-inch o.c.
(Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, Prime, DEXcell FA Glass Mat Roof
R-66 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL 1.5.0. Twin Pack | Board or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack ?aeribltS)S:?’l);f{irEhog)éRl XRSMA -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch o
ISOGARD HD
. . (Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, K . .
R-67 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Twin Pack Prime or SECURC.)CK Gypsum-Hber 1.5.0. Twin Pack X.R2-|SOSR c_)r XR2-XRSMA in -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch ribbons 12-inch o.c.
8 ISOGARD HD
. . Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- |\ oo javars) . DEXcell FA Glass Mat Roof Board or . XR1-ISOSR, XR-T) or XR1-XRSMA
R-68 surface built-up roof (BUR) with loose gravel R . 1.5.0. Twin Pack . 1.5.0. Twin Pack | . . . -45.0
removed or eranule-surface SBS modified bitumen min. 1.5-in Insulfoam | SECUROCK Gypsum-Fiber Roof in ribbons 12-inch o.c.
8 Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- Min. 0.25-inch DensDeck Prime or .
R-69 surface built-up roof (BUR) with loose gravel rc]):: irsr:zr:]i\{g:’m | 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ﬁiigigiz_?;iRj-:RSMA n -45.0
removed or granule-surface SBS modified bitumen T Board or min. 0.5-inch ISOGARD HD .
- . One or more layers
Existing smooth-surface built-up roof (BUR), gravel- R . ! .
R-70 surface built-up roof (BUR) with loose gravel Egéi’;;g[n;r”oam g 1.5.0. Twin Pack ;{)ﬁ;Gr;nch DEXcell Cement Roof 1.5.0. Twin Pack | XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD CG
. . (Optional) One or more Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- | | 00 "\ i %) o i . DEXcell FA Glass Mat Roof Board or . XR1-ISOSR, XR-TJ or XR1-XRSMA
R-71 surface built-up roof (BUR) with loose gravel 1.5.0. Twin Pack . 1.5.0. Twin Pack | . . -60.0
removed or eranule-surface SBS modified bitumen Insulfoam I, ISOGARD SECUROCK Gypsum-Fiber Roof in ribbons 6-inch o.c.
8 GL or ISOGARD CG Board
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Syst Substrat Base Insulation Layer Top Insulation Layer ibp
No. ( ) sl oy Attach Attach Roof Cover (3.1.4) —
No. 4.1.2, 4.2.2) Type Type "
(3.1.3) (3.13) (psf)

(Optional) One or more ) . .

) K Min. 0.25-inch DensDeck Prime or .
layers, min. 1.5-in 15.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 15.0. Twin Pack | XR21505R or XRZXRSMA n -60.0
Insulfoam I, ISOGARD

ribbons 6-inch o.c.
GL or ISOGARD CG

(Optional) One or more
layers, min. 1.5-in . 7/16-inch DEXcell Cement Roof
Insulfoam |, ISOGARD 1.5.0. Twin Pack Board

GL or ISOGARD CG

(Optional) One or more
layers, min. 1.5-in
Insulfoam |, ISOGARD
GL or ISOGARD CG

Existing smooth-surface built-up roof (BUR), gravel-
R-72 surface built-up roof (BUR) with loose gravel

removed or granule-surface SBS modified bitumen Board

Existing smooth-surface built-up roof (BUR), gravel-
R-73 surface built-up roof (BUR) with loose gravel
removed or granule-surface SBS modified bitumen

1.5.0. Twin Pack | XR1-XRSMA (RIBBONS, 6” o.c.) -60.0

XR1-ISOSR, XR2-ISOSR, XR-TJ,
1.5.0. Twin Pack | Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack | XR1-XRSMA or XR2-XRSMA in -82.5
ribbons 6-inch o.c.

Existing smooth-surface built-up roof (BUR), gravel-
R-74 surface built-up roof (BUR) with loose gravel
removed or granule-surface SBS modified bitumen

Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-75 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL 1.5.0. Twin Pack insl:JIation Y I.5.0. Twin Pack | XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG ribbons 6-inch o.c.

TABLE 15B: STEEL - RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Substrate Insulation Layer Attachment MDP
Roof Cover (3.1.4c) P
No. (4.1.2, 4.2.2) (3.1.2) Fastener (4.2.2) Spacing (psf)
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 18-inch o.c Elevate PVC, Elevate Max PVC or Elevate -30.0
R-76 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened PVC KEE induction welded using (NO
. X along purlins . )
max. 60-inch o.c. fastened through to purlins RhinoBond Installation Tool HVHZ)
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 12-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-77 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened PVC KEE induction welded using -45.0
. X along purlins . )
max. 60-inch o.c. fastened through to purlins RhinoBond Installation Tool
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 6-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-78 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened alon L;rl'ins PVC KEE induction welded using -52.5
max. 120-inch o.c. fastened through to purlins &P RhinoBond Installation Tool
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 6-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-79 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened . PVC KEE induction welded using -82.5
. K along purlins . .
max. 60-inch o.c. fastened through to purlins RhinoBond Installation Tool
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TABLE 15C: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2).
The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System Substrate MDP
Roof C 3.1.4
No. (4.1.2, 4.2.2) oof Cover (3.1.4) (psf)?
R-80 Existing smooth-surface built-up roof (BUR) or granule-surface SBS modified bitumen XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
LINK TO TOP
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