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Manufacturer: Issued October 13, 2026

Manufacturing Plants: Milan, OH

Quality Assurance: UL LLC (QUA9625)

SCOPE
Category: Roofing
Subcategory: Single Ply Roof System
Code Edition; Florida Building Code, 9™ Edition (2026) including High-Velocity Hurricane Zones (HVHZ)
Code Sections: 1504.3.1, 1504.4, 1507.12.2, 1515.1.1, 1515.1.4, 1515.2.4, 1523.1.1, 1523.6.2, 1523.6.5.2.9
Properties: Wind Resistance, Physical Properties, Impact Resistance

PRODUCT DESCRIPTION

Products

Specification

Description

JM EPDM NR - 45

ASTM D 4637, Type |

Nominal 45-mil thick ethylene propylene diene monomer, single-
ply roof membrane

JM EPDM NR - 60

ASTM D 4637, Type |

Nominal 60-mil thick ethylene propylene diene monomer, single-
ply roof membrane

JM EPDM NR - 90

ASTM D 4637, Type |

Nominal 90-mil thick ethylene propylene diene monomer, single-
ply roof membrane

JM White EPDM NR

ASTM D 4637, Type |

Nominal 60-mil thick ethylene propylene diene monomer, white
on black laminated, single-ply roof membrane

JM EPDMR - 45 ASTM D 4637, Type Il | Nominal 45-mil thick ethylene propylene diene monomer, single-
ply roof membrane with denier polyester mat reinforcement

JM EPDM R - 60 ASTM D 4637, Type Il | Nominal 60-mil thick ethylene propylene diene monomer, single-
ply roof membrane with denier polyester mat reinforcement

JM EPDMR - 75 ASTM D 4637, Type Il | Nominal 75-mil thick ethylene propylene diene monomer, single-

ply roof membrane with denier polyester mat reinforcement

JM EPDM NR FIT - 45

ASTM D 4637, Type |

Nominal 45-mil thick ethylene propylene diene monomer, single-
ply roof membrane with factory inseam tape

JM EPDM NR FIT - 60

ASTM D 4637, Type |

Nominal 60-mil thick ethylene propylene diene monomer, single-
ply roof membrane with factory inseam tape

JM EPDM NR FIT - 90

ASTM D 4637, Type |

Nominal 90-mil thick ethylene propylene diene monomer, single-
ply roof membrane with factory inseam tape

JM EPDM R FIT - 60

ASTM D 4637, Type I

Nominal 60-mil thick ethylene propylene diene monomer, single-
ply roof membrane with factory inseam tape and denier polyester
mat reinforcement

JM EPDMRFIT -75

ASTM D 4637, Type Il

Nominal 75-mil thick ethylene propylene diene monomer, single-
ply roof membrane with factory inseam tape and denier polyester
mat reinforcement
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JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

REFERENCES

Entity Report No. Standard

FM Approvals (TST1867) 3018732 FM 4470 (2022)
FM Approvals (TST1867) 3043302 FM 4470 (2022)
FM Approvals (TST1867) 3044619 FM 4470 (2022)
FM Approvals (TST1867) 3046790 FM 4470 (2022)
FM Approvals (TST1867) 3052787 FM 4470 (2022)
FM Approvals (TST1867) 3054215 FM 4470 (2022)
FM Approvals (TST1867) 3057904 FM 4470 (2022)
FM Approvals (TST1867) 3058326 FM 4470 (2022)
FM Approvals (TST1867) 3058681 FM 4470 (2022)
FM Approvals (TST1867) 3063526 FM 4470 (2022)
FM Approvals (TST1867) PR450753 FM 4470 (2022)
FM Approvals (TST1867) PR451542 FM 4470 (2022)
FM Approvals (TST1867) PR451795 FM 4470 (2022)
FM Approvals (TST1867) PR452385 FM 4470 (2022)
FM Approvals (TST1867) PR453717 FM 4470 (2022)
FM Approvals (TST1867) PR453769 FM 4470 (2022)
FM Approvals (TST1867) PR454134 FM 4470 (2022)
FM Approvals (TST1867) PR454167 FM 4470 (2022)
FM Approvals (TST1867) PR454361 FM 4470 (2022)
FM Approvals (TST1867) PR454859 FM 4470 (2022)
FM Approvals (TST1867) PR455671 FM 4470 (2022)
FM Approvals (TST1867) PR459758 FM 4470 (2022)
FM Approvals (TST1867) PR460648 FM 4470 (2022)
FM Approvals (TST1867) PR461495 FM 4470 (2022)
FM Approvals (TST1867) RR221434 FM 4470 (2022)
FM Approvals (TST1867) RR224220 FM 4470 (2022)
FM Approvals (TST1867) RR224581 FM 4470 (2022)
FM Approvals (TST1867) RR228007 FM 4470 (2022)
FM Approvals (TST1867) RR228035 FM 4470 (2022)
FM Approvals (TST1867) RR231410 FM 4470 (2022)
FM Approvals (TST1867) RR231509 FM 4470 (2022)
FM Approvals (TST1867) RR231509 FM 4470 (2022)
FM Approvals (TST1867) RR232746 FM 4470 (2022)
FM Approvals (TST1867) RR233094 FM 4470 (2022)
FM Approvals (TST1867) RR460477 FM 4470 (2022)
FM Approvals (TST1867) RR234750 FM 4470 (2022)
FM Approvals (TST1867) RR234751 FM 4470 (2022)
FM Approvals (TST1867) RR236242 FM 4470 (2022)
FM Approvals (TST1867) 3062025 FM 4470 (2022)
FM Approvals (TST1867) PR467394 FM 4470 (2022)

PRI Construction Materials Technologies (TST5878)

PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
PRI Construction Materials Technologies (TST5878)
JMC22001.5

JMC-088-02-01

JMC-246-02-01
JMC-359-02-01
JMC-359-02-02
JMC-359-02-02
507T0004
507T0009
507T0011
507T0031
507T0153B
507T0199
507T0193
507T0217.1
50770218
507T0234.1
507T0256A
507T0256B
50770302
507T0303
507T0306.1
50770320
507T0331
507T0339
FL41356-R5

ASTM D 1876 (2008); TAS 117(A&B) (1995);

TAS 114 (2011); FM 4474 (2020)
FM 4474(B) (2020); TAS 114(D) (2011)
FM 4474 (2020); TAS 114(J) (2011)
ASTM D4637/D4637M (2015)

ASTM D4637/D4637M (2015)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020)
FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(C) (2020)

FM 4474(C) (2020)

TAS 114(D) (2011)

FM 4474(D) (2020); TAS 114(J) (2011)
FM 4474(D) (2020)

FM 4474(C) (2020)

FM 4474 (D)(2020); TAS 114(J) (2011)
FM 4474(C) (2020)

FM 4474(C) (2020)

FM 4474 (D)(2020); TAS 114(J) (2011)
FM 4474 (D)(2020); TAS 114(J) (2011)
FM 4474 (D)(2020); TAS 114(J) (2011)
FM 4474(C) (2020)

FM 4474(C) (2020)

FM 4474(D) (2020)
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TECHNICAL SERVICES, LLC

Entity Report No. Standard

PRI Construction Materials Technologies (TST5878) 507T0402 ASTM D4637/D4637M (2015)

PRI Construction Materials Technologies (TST5878) 507T0421 ASTM D4637/D4637M (2015)
LIMITATIONS

1. Fire classification is not within the scope of this evaluation.

Foam plastic insulation shall be separated from the building interior in accordance with the FBC 2603.4 and
2603.6.

3. The roof deck and the roof deck attachment information are provided based on testing. FBC requirements for
the rational design of the roof deck, including the attachment, are not within the scope of this evaluation.

4. Inthe HVHZ, fastener spacing for insulation attachment is determined using a Minimum Characteristic Force (F’)
of 275 Ibf as demonstrated via testing to TAS 105. If the field tested fastener value is below 275 Ibf, then insulation
attachment shall not be acceptable.

5. In the HVHZ, fastener spacing for base sheets or membrane attachment shall meet the minimum fastener
resistance value and the MDP for the specified assembly. It is permissible for a qualified professional to submit
a revised fastener spacing utilizing the withdrawal resistance value obtained from TAS 105 testing and
calculations performed in accordance with RAS 117 and/or RAS 137, when the fastener resistance is found less
than required.

6. In the HVHZ, if mechanical attachment through the lightweight insulating concrete to the structural deck is
proposed, a field fastener withdrawal test shall be conducted in compliance with TAS 105 to determine equivalent
or increased attachment densities. Revised fastener densities shall be submitted utilizing the withdrawal
resistance value obtained from TAS 105 testing and calculations performed in accordance with RAS 117 and/or
RAS 137.

7. HVHZ: For assemblies containing mechanical attachment, the allowable uplift pressure for the selected assembly

shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16. The
attachment density may be increased by a qualified design professional, as necessary, to meet the design
pressure requirements in the periphery zones. Calculations shall be conducted in compliance with RAS 117
and/or RAS 137.
Non-HVHZ: For assemblies containing mechanical attachment or adhered in ribbon-applied adhesive, the
allowable uplift pressure for the selected assembly shall meet or exceed the minimum design loads as determined
in accordance with the FBC Chapter 16. The attachment density may be increased by a qualified design
professional, as necessary, to meet the design pressure requirements in the periphery zones. Calculations shall
be conducted in compliance with RAS 117, RAS 137, or Section 2.2.10.1 FM LPDS 1-29 (July 2022).

8. Reroofing applications shall be examined in accordance with FBC Section 1511 outside of the HVHZ and FBC
Section 1521 within the HVHZ. For mechanically fastened systems, a field withdrawal resistance test (TAS 105
in the HVYHZ; ANSI/SPRI FX-1 or TAS 105 in the non-HVHZ) shall be conducted by a qualified professional to
ensure the fastener meets the minimum design load requirements of the system. For adhered systems, a field
uplift resistance test (TAS 124 in the HVHZ; ASTM E 907, FM LPDS 1-52, ANSI/SPRI IA-1, or TAS 124 in the
non-HVHZ) shall be conducted to confirm conformance of the pre-existing substrate to the minimum design loads.

9. HVHZ: For assemblies containing fully adhered or ribbon adhered attachment, or where extrapolation of the

assembly is not permitted, the MDP for the selected assembly shall meet or exceed the minimum design loads
as determined in accordance with the FBC Chapter 16 without augmentation.
Non-HVHZ: For assemblies adhered in ribbon-applied adhesive, the allowable uplift pressure for the selected
assembly shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter
16. The attachment density may be increased by a qualified design professional, as necessary, to meet the
design pressure requirements in the periphery zones. Calculations shall be conducted in compliance with Section
2.2.10.1 FM LPDS 1-29 (July 2022).

10. Installation of the evaluated products shall comply with this report, the FBC, and the manufacturer’'s published
application instructions. Where discrepancies exist between these sources, the more restrictive and FBC
compliant installation detail shall prevail.

11. The minimum roof slope shall be 1/4:12 for new construction.

12. Materials shall conform to FBC Section 1711 as well as FBC Section 1506 outside of the HVHZ and FBC Section
1517 within the HVHZ.

13. FBC Section 1504.3.1.1 is not within the scope of this evaluation.

14. All products listed in this report shall be manufactured under a quality assurance program in compliance with Rule
61G20-3.
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TECHNICAL SERVICES, LLC

COMPLIANCE STATEMENT

This report has been prepared in accordance with F.A.C. Rule 61G20-3.
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CERTIFICATION OF INDEPENDENCE

CREEK Technical Services, LLC does not have, nor will it acquire, a financial interest in any company manufacturing or distributing
products under this evaluation.

CREEK Technical Services, LLC is not owned, operated, or controlled by any company manufacturing or distributing products under
this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products
under this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

APPENDICES

1. APPENDIX A — Installation (5 pages)
2. APPENDIX B — Nomenclature (5 pages)
3. APPENDIX C - Approved Assemblies for JM EPDM Single-Ply Membranes (22 pages)
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TECHNICAL SERVICES, LLC

APPENDIX A - INSTALLATION

INSTALLATION
Note - Refer to the APPROVED ASSEMBLIES section of this report for specific installation details of a selected assembly.

Unless otherwise specified in this report the following installation details shall be met for the named products:

Component

Product

Installation Detail

Fasteners, Battens
& Plates

JM All Purpose Fastener

#14 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck; Min. 1-inch penetration into
concrete deck

JM APB Plates

2-inch diameter; Galvalume steel plate with reinforcing ribs
and barbs

JM Extra High Load Fastener

#21 fastener; Min. 3/4-inch penetration through the top rib
of the steel deck

JM Extra High Load Plates

3-inch diameter; Galvalume steel plate with eyehooks

JM High Load Plates

2 3/8-inch diameter; Galvalume steel plate with eyehooks

JM High Load Plus Plates

2 3/4-inch diameter; Galvalume steel plate with barbs

JM High Load Fastener

#15 fastener; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

JM High Load LH Fastener

#15 fastener with oversized head; Min. 3/4-inch
penetration through the top rib of the steel deck or wood
deck

JM Polymer Auger Fastener and Plate

3

Polymer fastener and 3” diameter galvalume steel plate;
Min. 1.5-inch penetration in gypsum deck

JM UltraFast Fastener

#12 fastener; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

JM UltraFast Metal Plate (Round) or
UltraFast Plate Metal Recessed

3-inch diameter round; Galvalume steel plate; Only for use
with the following products: ENRGY 3, ENRGY 3 AGF,
ENRGY 3 CGF, ENRGY 3 FR, ENRGY 3 C1, ENRGY 3
C1 CGF, Retro-Fit, SeparatoR, SeparatoR CGF,
SeparatoR CGF FR, DuraBoard, DuraFoam, Fesco, and
Fesco Foam

JM UltraFast Metal Plate (Square) or
UltraFast Plate Metal Flat

3-inch square; Galvalume steel plate

JM UltraLok Fastener

Min. 1.8-inch galvanized steel tube and coated-steel
locking staple pre-assembled with 2.7-inch diameter
Galvalume steel plate

JM Polymer Membrane Batten

Membrane anchors and plastic strips; Installed
perpendicular to steel deck ribs

JM Purlin Fastener

Min. 3/4-inch penetration through purlin

JM TPO RhinoPlate

Min. 3-inch diameter for TPO membranes; Induction
welded in the field of membrane; welds not permitted at lap
seams; For use only with min. 60 mil thick bareback
membrane

OMG 3 in. Ribbed Galvalume Plate (Flat)

3-inch diameter round; Galvalume steel plate

OMG #12 Standard Roofgrip

#12 fastener; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

OMG CR Base Sheet Fastener

Base sheet fastener with 1.75-inch galvanized steel shank
coated with CR-10 and integrated 2.75-inch diameter
Galvalume plate.

OMG XHD

#15 fastener; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

SFS Intec Dekfast DF-#12-PH3 Fastener

#12 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

SFS Intec Dekfast DF-#14-PH3 Fastener

#15 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck; Min. 1-inch penetration into
concrete deck

SFS Intec Dekfast DF-#15-PH3 Fastener

#15 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck; Min. 1-inch penetration into
concrete deck

SFS Intec Dekfast PLT-H-2-7/8

2-7/8” hexagonal galvalume steel stress plate

SFS Intec Dekfast PLT-R-3

3-inch diameter round; Galvalume steel plate
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APPENDIX A - INSTALLATION

Component

Product

Installation Detail

Fasteners, Battens
& Plates (Cont'd)

SFS Intec FI-P-6.8-TPO

Min. 3-inch diameter for TPO membranes; Induction
welded in the field of membrane; welds not permitted at lap
seams; For use only with min. 60 mil thick bareback
membrane

SFS Intec isofast PLT-R-2-3/8-BL

2-3/8-inch diameter; Galvalume steel plate

Trufast 2.4" Barbed Metal Seam Plate

Trufast 2.4" Barbed Metal Seam Plate
(14-Barb)

Trufast 2.4” Scoop Seam Plate

2.4-inch diameter; Galvalume steel plate

Trufast 3” Metal Insulation Plate

3-inch diameter round; Galvalume steel plate

Trufast #12 Purlin Fastener

Installed into min. 16ga. steel purlins

Trufast #12 DP Fastener

#12 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

Trufast #14 HD Fastener

#14 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck; Min. 1-inch penetration into
concrete deck

Trufast #15 EHD Fastener

#15 fasteners; Min. 3/4-inch penetration through the top rib
of the steel deck or wood deck

Trufast Fluted Concrete Nails

Concrete deck only

Trufast Deep Well Batten Bar

Galvalume steel membrane batten with recessed holes

Trufast Straight Line Batten Bar

Galvalume steel membrane batten for use with Twin-Loc
Nail without integrated plate

Trufast TPO IW Plates

Min. 3-inch diameter for TPO membranes; Induction
welded in the field of membrane; welds not permitted at lap
seams; For use only with min. 60 mil thick bareback
membrane

Trufast Twin Loc-Nail

Min. 1.4-inch shank; Base sheet fastener with and without
integrated 2.7-inch diameter plate

Trufast VERSA-FAST fastener

Min. 2 1/4-inch length; Min. 3/4-inch penetration through
wood deck

Insulation Adhesives

JM MBR Bonding Adhesive

Fully adhered at a rate of 1.5-2.0 gal/100 ft?

JM One-Step Foamable Adhesive

ICP Adhesives CR-20

Ribbon adhered in 3/4 to 1-inch wide beads

OMG OlyBond 500

JM Two Part Urethane Insulation
Adhesive Canister or JM Two-Part UIA
Canister

JM Two Part Urethane Insulation
Adhesive or JM Two-Part UIA

JM Roofing System Urethane Adhesive

Ribbon adhered in 3/4 to 1-inch wide beads

JM Urethane Insulation Adhesive

Ribbon adhered in 1/2-inch wide beads

ASTM D 312, Type IV asphalt

Fully adhered within the EVT range at a rate of 25-40
Ibs/100 ft?

Insulation/Cover
Boards

EPS

Min. 0.5-inch, min. 1.8 pcf (HVHZ) or min. 1.5 pcf (non-
HVHZ) expanded polystyrene; Adhered boards shall be a
maximum 4-ft x 4-ft

Georgia-Pacific DensDeck

Georgia-Pacific DensDeck Prime

Min. 1/4-inch thick

Georgia-Pacific DensDeckStorm X Prime

Min. 5/8-inch thick

JM ENRGY 3

JM ENRGY 3 C1

JM ENRGY 3 AGF

JM ENRGY 3 CGF

JM ENRGY 3 C1 CGF

JM ENRGY 3 FR

Min. 1/2-inch thick; Min. 20 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

JM Fesco Board

Min. 3/4-inch thick; Min. 20 psi

JM Fesco Foam

Min. 1.5-inch thick; Min. 20 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

JMC22001.5 FL41356-R5 Page 2 of 5

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK
Technical Services, LLC of any product changes or quality assurance changes throughout the duration for which this report is valid.
This evaluation report does not express nor imply warranty, installation, recommended use, or other product attributes that are not
specifically addressed herein.




CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

APPENDIX A - INSTALLATION

Component

Product

Installation Detail

Insulation/Cover
Boards (Cont’d)

JM Invinsa Roof Board

JM Invinsa Foam Roof Board

1/4-inch thick; Adhered boards shall be a maximum
4 ftx4ft

JM Invinsa FR Roof Board

1/4-inch thick; Adhered boards shall be a maximum
4ftx4ft

JM ProtectoR Foam

Min. 2-inch thick; Min. 80psi top layer; Min. 20psi bottom
layer; Adhered boards shall be a maximum 4 ft x 4 ft

JM ProtectoR HD

JM ProtectoR HD FR

1/2-inch thick; Min. 80 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

JM Retro-Fit Board

1/2-inch thick; Adhered boards shall be a maximum
4 ft x 4 ft

JM SECUROCK Glass-Mat Roof Board

JM SECUROCK Gypsum-Fiber Roof
Board

Min. 1/4-inch thick

JM SeparatoR

JM SeparatoR CGF

JM SeparatoR FR

1/2-inch thick; Min. 25 psi; Adhered boards shall be a
maximum 4 ft x 4 ft

National Gypsum DEXcell Cement Roof
Board

Min. 7/16-inch thick; Adhered boards shall be a maximum
4 ftx 4 ft

National Gypsum DEXcell Glass Mat
Roof Board

National Gypsum DEXcell FA Glass Mat
Roof Board

Min. 1/4-inch thick

EPDM Single-Ply
Membranes

JM EPDM NR - 45

JM EPDM NR - 60

JM EPDM NR - 90

Min. 3-inch wide side laps are primed with JM EPDM Tape
Primer Plus, JM EPDM Tape Primer Plus (Low VOC), or
JM Single Ply Primer (Low VOC) and adhered with JM
EPDM Seam Tape Plus; Laps shall be installed
perpendicular to steel deck ribs for row fastened systems

JM White EPDM NR

Min. 3-inch wide side laps are primed with JM EPDM Tape
Primer Plus, JM EPDM Tape Primer Plus (Low VOC), or
JM Single Ply Primer (Low VOC) and adhered with JM
White EPDM Seam Tape Plus

JM EPDM R - 45

JM EPDM R - 60

JMEPDMR-75

For in-lap fastened systems, the min. 6-inch wide side laps
are primed with JM EPDM Tape Primer Plus, JM EPDM
Tape Primer Plus (Low VOC), or JM Single Ply Primer
(Low VOC) and adhered with JM EPDM Seam Tape Plus;
Laps shall be installed perpendicular to steel deck ribs

JM EPDM NR FIT - 45

JM EPDM NR FIT - 60

JM EPDM NR FIT - 90

Min. 3-inch wide side laps are primed with JM EPDM Tape
Primer Plus, JM EPDM Tape Primer Plus (Low VOC), or
JM Single Ply Primer (Low VOC) and adhered with factory
applied seam tape; Laps shall be installed perpendicular to
steel deck ribs for row fastened systems

JM EPDM R FIT - 60

JM EPDM RFIT - 75

For in-lap fastened systems, the min. 6-inch wide side laps
are primed with JM EPDM Tape Primer Plus, JM EPDM
Tape Primer Plus (Low VOC), or JM Single Ply Primer
(Low VOC) and adhered with factory applied seam tape;
Laps shall be installed perpendicular to steel deck ribs

EPDM Membrane
Adhesives

JM All Season Sprayable Bonding
Adhesive

Fully adhered at a total rate of 1,000ft?/canister; Applied
simultaneously to underside of membrane and substrate;

JM Membrane Bonding Adhesive (TPO &
EPDM)

Fully adhered at rate of 50-90 ft%/gal (1.1-2.0 gal/100ft?);
Applied simultaneously to underside of membrane and
substrate

JM LVOC Membrane Adhesive (TPO &
EPDM)

Fully adhered at rate of 50-90 ft?/gal (1.1-2.0 gal/100ft?);
Applied simultaneously to underside of membrane and
substrate

JM EPDM Water Based Membrane
Adhesive

Fully adhered at rate of 140 ft%/gal (0.5 gal/100ft?); Applied
simultaneously to underside of membrane and substrate;
or

Fully adhered at rate of 140 - 220 ft?/gal(0.5-0.7 gal/100ft?);
Applied to substrate only
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Component

Product

Installation Detail

EPDM Membrane
Accessories

JM EPDM 10” Reinforced Perimeter Strip
(RPS)

Self-adhered to membrane primed with JM EPDM Tape
Primer Plus, JM EPDM Tape Primer Plus (Low VOC), or
JM Single Ply Membrane Primer (Low VOC)

JM EPDM Peel & Stick Sealing Strip

Self-adhered to membrane primed with JM Single Ply
Membrane Primer (Low VOC)

JM EPDM Seam Tape Plus

3-inch or 6-inch wide seam tape

JM White EPDM Seam Tape Plus

EPDM Membrane
Primers

JM EPDM Tape Primer Plus

Applied at a rate of 500ft?/gal for JM EPDM NR
membranes and 375ft%/gal for JM EPDM R membranes

JM EPDM Tape Primer Plus (Low VOC)

Applied at a rate of 150 — 225ft?/gal

JM Single Ply Membrane Primer (Low
VOCQC)

Applied at a rate of 200ft?/gal

Vapor Barriers

JM DynaBase HW

JM DynaWeld Base

JM DynaWeld Cap

Min. 3-inch wide side-laps; Min. 6-inch end laps; Torch
adhered ; Concrete decks primed prior to torch

JM DynaBase

JM DynaBase PR

JM DynalLastic 180 S

JM DynalLastic 250 S

Min. 3-inch wide side-laps; Min. 6-inch end laps; Applied
with hot or cold approved adhesives

JM DynaFast 180 S

Min. 3-inch wide side-laps; Min. 6-inch end laps; Applied
with hot or cold approved adhesives

JM DynaGrip Base SD/SA

JM DynaGrip Base PR SD/SA

Min. 3-inch wide side-laps; Min. 6-inch end laps; Self-
adhered

JM Vapor Barrier SA

Self-adhered to primed wood, gypsum or concrete decks;
Min. 3-inch sides laps; Min. 6-inch end laps

JM Vapor Barrier SAR

Self-adhered to primed wood, gypsum or concrete decks;
Min. 3-inch sides laps; Min. 6-inch end laps

Vapor Barrier
Adhesives

DynaSet 1k

DynaSet 2k

Min. 4-inch laps sealed at a rate of 1.5-2.0gal/100ft?;
Applied to substrate in 0.5-0.75-inch wide continuous
ribbons

Base Sheets

JM DynaBase

Min. 3-inch wide side-laps; Min. 6-inch end laps; Applied
with hot or cold approved adhesives

JM DynaBase HW

Min. 3-inch wide side-laps; Min. 6-inch end laps; Torch
adhered

JM DynaFast 180 S

Min. 3-inch wide side-laps; Min. 6-inch end laps; Side-laps
shall be installed perpendicular to the direction of the steel
deck ribs and parallel to the direction of the wood trusses
for mechanically attached systems

JM Ventsulation Felt

Min. 4-inch wide side-laps; Min. 6-inch end laps

Cellular Lightweight
Concrete

Celcore MF with HS Rheology Admixture

Slurry coat min. 1/8-inch thick; 1-inch thick EPS board (1
Ibs/ft3); Min. 2-inch thick top coat; Celcore PVA curing
compound applied at rate of 300 ft?/gal

Mearlcrete

Elastizell

Concrecel

Cellular Lightweight Concrete

Slurry coat min. 1/8-inch thick; 1” thick EPS board
(1 Ibs/ft®); Min. 2-inch thick top coat
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Insulation/Cover Board Fastening Patterns
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NOMENCLATURE

The following naming conventions are utilized to specify products in the APPROVED ASSEMBLIES section of this report. Refer to the nomenclature below when
deciphering the allowable products for use in the selected assembly. Installation requirements shall be as noted in the APPROVED ASSEMBLIES section of this report.

Name Definition
2-Part UIA JM Two Part Urethane Insulation Adhesive, JM Two-Part UIA, JM Two Part Urethane Insulation Adhesive Canister, or JM Two-Part UIA Canister
2-Part UIA-C(B) JM Two Part Urethane Insulation Adhesive Canister or JM Two-Part UIA Canister applied in 1/2-inch wide beads
APB Fasteners & Plates JM APB Plates and JM High Load Fasteners (Wood Deck or Steel Deck) or JM All Purpose Fasteners (Concrete Deck)
As Tested Information provided to the report user based on the as tested condition of the roof system
ASBA JM All Season Sprayable Bonding Adhesive
One layer of any of the following products:
-Georgia-Pacific DensDeck -JM ProtectorR HD FR -JM SeparatoR FR
-Georgia-Pacific DensDeck Prime -JM SECUROCK Glass-Mat Roof Board -National Gypsum DEXcell FA Glass Mat Roof
Cover Board -Georgia-Pacific DensDeck StorrmX Prime ~ -JM SECUROCK Gypsum-Fiber Roof Board
-JM Invinsa Roof Board Board -National Gypsum DEXcell Glass Mat Roof Board

-JM Invinsa FR Roof Board -JM SeparatoR -National Gypsum DEXcell Cement Roof Board
-JM ProtectorR HD -JM SeparatoR CGF

All decks shall be designed by others in accordance with FBC requirements.

As Tested deck construction details are described as follows:

Concrete Deck Min. f; = 2,500 psi at 28 days

CWF Deck Min. 2.5-inch thick Tectum | cementitious wood fiber panels

Min. 22 ga, Wide Rib Deck (Type WR) conforming to ANSI/SDI-RD1.0 & FBC; 0.5% Vented for LWIC applications only.

The following nomenclature is used to further describe the As Tested condition.

F<#> <#> of #12-24 HWH self-drilling screws or equivalent fasteners at each flute used to secure the deck to the
structural supports; Min. 1/4-inch penetration

G<#> Min. Grade <#> of Steel Deck

Deck Detail H<#> <#> of Hilti X-HSN 24 fastener or equivalent fasteners at each flute used to secure the deck to the structural
supports; Min. 1/4-inch penetration
Steel Deck L<#> Max. span of <#> ft

P Min. 5/8-inch diameter puddle welds at each flute used to secure the deck to the structural supports

S<#> 1/4 ”-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel side laps

SD<#> <#> of SFS Intec SD5-#12-HW5/16 Fasteners at each flute used to secure the deck to the structural supports;
Min. 1/4-inch penetration

SDL<#> SDL-#14-HW5/16 secured <#>-inch o.c. along the panel side laps

HS<#> Hilti S-SLC 01M fastener or equivalent fastener secured <#>-inch o.c. along the panel side laps

w 3/4-inch O.D. flat washer used with indicated fastener
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Name Definition
Solid or closely fitted min. 19/32-inch, 40/20 span rated, CDX plywood at max. 24 in. span for new construction in the
HVHZ. The following nomenclature is used to further describe the As Tested condition:
T<#>P Min. <#>-inch thickness of the plywood, span-rated sheathing
T<#>0 Min. <#>-inch thickness of the OSB, span-rated sheathing
Deck Detail (Cont’d) Wood Deck L<#> Max. span of <#> inches
N<#> Min. 0.113-inch diameter x 2-3/8-inch ring shank nails spaced <#>-inch o.c. at all intermediate supports and
at the perimeter of each board
16S<#> Min. 16 ga. staples, 1.5-inch x 1-inch crown spaced <#>-inch o.c. at all intermediate supports and at the
perimeter of each board
DensDeck Min. 1/4-inch Georgia-Pacific DensDeck
DensDeck Prime Min. 1/4-inch Georgia-Pacific DensDeck Prime; or Georgia-Pacific DensDeck StormX Prime
DEXcell CB Min. 1/4-inch National Gypsum DEXcell Cement Roof Board
DEXcell FA Min. 1/4-inch National Gypsum DEXcell FA Glass Mat Roof Board
DF Dekfast DF-#12-PH3 Steel De_ck, or Wood Deck), Dekfast DF-#14-PH# (Concrete Deck, Steel Deck, or Wood Deck), or Dekfast DF-#15-PH3
(Steel Deck, or Wood Deck) with Dekfast PLT-R-3
E3 JM ENRGY 3 or JM ENRGY 3 CGF
E3C1 JM ENRGY 3 C1 or JM ENRGY 3 C1 CGF
EPDM NR One ply of any one of the following products: _
JM EPDM NR - 45, JM EPDM NR - 60, JM EPDM NR - 90, or JM White EPDM NR
One ply of any one of the following products:
EPDM NR FIT M EPDM NR FIT - 45, JM EPDM KR FIT - 60, or JM EPDM NR FIT - 90
EPDM R One ply of any one of the following products:
JM EPDM R — 45, JM EPDM R - 60, or JM EPDM R - 75
One ply of any one of the following products:
EPDM R FIT JM EFI;}ISM R I¥IT — 60 or JM EPDI\%I FI)? FIT-75
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Name

Definition

Fasteners & Plates

Choose one of the following fastener and plate combinations for the given conditions:

Board or Base Sheet Fastener Plate Roof Deck
Any JM All Purpose Fastener, JM Structural JM UltraFast Metal Plate (Square), UltraFast Plate Concrete
Concrete Deck Fastener, Dekfast DF-#14- Metal Flat, UltraFast Metal Plate (Round), or
PH3, or Trufast #14 HD Fastener UltraFast Plate Metal Recessed
Any JM UltraFast Fastener, Trufast #12 DP JM UltraFast Metal Plate (Square), UltraFast Plate Steel
Fastener, Trufast #14 HD Fastener, JM Metal Flat, UltraFast Metal Plate (Round), or
High Load Fastener, Dekfast DP-#15-PH3, UltraFast Plate Metal Recessed
or Trufast #15 EHD Fastener
Any JM UltraFast Fastener, Trufast #12 DP JM UltraFast Metal Plate (Square), UltraFast Plate Plywood
Fastener, Dekfast DF-#12-PH3, JM All Metal Flat, UltraFast Metal Plate (Round), or
Purpose Fastener, Dekfast DF-#14-PH#, UltraFast Plate Metal Recessed
JM High Load Fastener, Dekfast DF-#15-
PH3, or Trufast #15 EHD Fastener
Any Dekfast DF-#14-PH3 Dekfast PLT-R-3 Concrete
Any Dekfast DF-#12-PH3 or Dekfast DP-#15- Dekfast PLT-R-3 Steel
PH3
Any Dekfast DF-#12-PH3, Dekfast DF-#14- Dekfast PLT-R-3 Plywood
PH#, or Dekfast DF-#15-PH3
Any JM All Purpose Fastener, JM Structural Trufast 3” Metal Insulation Plates Concrete
Concrete Deck Fastener, or Trufast #14 HD
Fastener
ENRGY 3, SeparatoR JM UltraFast Fastener or JM High Load Trufast 3” Metal Insulation Plates Steel
CGF, DensDeck Prime, Fastener
DEXcell FA, or
SECUROCK
ENRGY 3, SeparatoR JM UltraFast Fastener, JM All Purpose Trufast 3” Metal Insulation Plates Plywood
CGF, DensDeck Prime, Fastener or JM High Load Fastener
DEXcell FA, or
SECUROCK
Any Trufast #12 DP Fastener, Trufast #14 HD Trufast 3” Metal Insulation Plates Steel
Fastener, or Trufast #15 EHD Fastener
Any Trufast #12 DP Fastener or Trufast #15 Trufast 3” Metal Insulation Plates Plywood

EHD Fastener

One of more layers in any combination of the following products:

-Approved EPS board
-ENRGY 3

-Fesco Board
-Fesco Foam

-Retro-Fit Board

-SECUROCK Glass-Mat Roof Board

-ENRGY 3 AGF -Invinsa Roof Board .

INSULATION ENRGY 3 CGF -Invinsa FR Roof Board :ggr?aLrJSOOé:K Gypsum-Fiber Roof Board
-ENRGY 3 FR -ProtectoR Foam -SeparatoR CGF
-ENRGY 3 C1 -ProtectoR HD -SeparatoR FR
-ENRGY 3 C1 CGF -ProtectoR HD FR

LVOC JM LVOC Membrane Adhesive (TPO & EPDM)

LWIC Poured-in-place Cellular Lightweight Concrete with encapsulated insulation board
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Name Definition

MBA JM Membrane Bonding Adhesive (TPO & EPDM)

MCRF Minimum Characteristic Resistance Force as determined by TAS 105 for the named fastener in the selected assembly

MDP Maximum Design Pressure

OSFA JM One-Step Foamable Adhesive

Preliminarily Secured Fastened at minimum rate of 5 per 4 ft x 8 ft board or 4 per 4 ft x 4 ft board.

ProtectoR JM ProtectoR HD or JM ProtectoR HD FR Roof Board
Where assemblies are used to recover a pre-existing roof, the pre-existing roof shall consist of only one layer of roofing, i.e. recovering a
previously recovered roof is not permitted. Recover roofing shall be conducted in compliance with FBC Section 1511 outside of the HVHZ and

Recover FBC Section 1521 within the HVHZ. For mechanically fastened roof assemblies and induction welded assemblies, i.e. systems x-M-# and x-W-#,
the insulation layer is optional, or any INSULATION board or slip sheet may be used as separation layer prior to installing the approved roof
assembly.

RSUA JM Roofing System Urethane Adhesive

SECUROCK Min. 1/4-inch JM SECUROCK Gypsum-Fiber Roof Board

TF Trufast #12 DP Fastener (Steel Deck or Wood Deck), TrL_lfast #14 HD Fastener (Co_ncrete Deck, Steel Deck, or Wood Deck), or Trufast #15 EHD
Fasteners (Concrete Deck, Steel Deck or Wood Deck) with Trufast 3” Metal Insulation Plate
JM UltraFast Fasteners (Steel Deck or Wood Deck), JM All Purpose Fasteners (Concrete Deck, Steel Deck, or Wood Deck), or JM High Load

UF Fasteners (Wood Deck or Steel Deck) with JM UltraFast Metal Plate (Square), UltraFast Plate Metal Flat, UltraFast Metal Plate (Round), or

UltraFast Plate Metal Recessed

UltraFast Fasteners & Plates
(Square)

JM UltraFast Fasteners (Steel Deck and Wood Deck), Trufast #12 DP Fastener (Steel Deck), JM All Purpose Fasteners (Concrete Deck), or
Trufast #14 HD Fasteners (Concrete Deck) and UltraFast Metal Plate (Square) or UltraFast Plate Metal Flat

Vapor Barrier

Any Approved vapor barrier

One of the following options may be utilized as allowed by the Approved Assembly. The MDP shall be limited to the lesser of rating of the
Approved Assembly and the MDP for the chosen vapor barrier.

Primer Vapor Barrier VB Application Insulation Adhesive MDP (psf)
None DynaBase HW Torch adhered OSFA 12-inch o.c. -172.5
None DynaBase HW Torch adhered 2-Part UIA 12-inch o.c. -135
ASTM D 41 DynaBase HW Torch adhered 2-Part UIA 12-inch o.c. -172.5
None DynaBase HW Torch adhered RSUA 12-inch o.c. -195
Vapor Barriers for ASTM D 41 DynaGrip Base SD/SA Self-adhered OSFA 12-inch o.c. -90
Adhered Assemblies ASTM D 41 DynaGrip Base SD/SA Self-adhered 2-Part UIA 12-inch o.c. -97.5
over Concrete Deck ASTM D 41 DynaGrip Base SD/SA Self-adhered RSUA 12-inch o.c. -82.5
ASTM D 41 DynaGrip Base PR SD/SA Self-adhered RSUA 12-inch o.c. -202.5
ASTM D 41 DynaGrip Base PR SD/SA Self-adhered 2-Part UIA 12-inch o.c -262.5
None DynaLastic 180 S, DynaLastic 250 S DynaFast 180 DynaSet 1k 12-inch OSFA, Z-Eanf UIA, or 2325
S, or DynaBase PR; Laps sealed with DynaSet 1k o.c. RSUA 12-inch o.c.
None DynaLastic 180 S, DynaLastic 250 S DynaFast 180 DynaSet 1k 12-inch ASTM D 312, Type IV 3375
S, or DynaBase PR; Laps sealed with DynaSet 1k 0.C. Asphalt
None DynaLastic 180 S, DynaLastic 250 S DynaFast 180 DynaSet 2k 12-inch OSFA, Z-Eart UIA, or 975
S, or DynaBase PR; Laps sealed with DynaSet 2k o.c. RSUA 12-inch o.c.
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Name Definition
Primer Vapor Barrier VB Application Insulation Adhesive MDP (psf)
None DynaLastic 180 S, DynalLastic 250 S, DynaFast 180 DynaSet 2k 12-inch ASTM D 312, Type IV 75
S, or DynaBase PR; Laps sealed with DynaSet 2k o.C. Asphalt
v Bariers f ASTM D 41 DynaWeld Base Torch adhered OSFA 12-inch o.c. -150
‘apor Barriers for :
Adhered Assemblies ASTM D 41 DynaWeld Base Torch adhered 2-Part UIA 12-inch o.c. -120
over Concrete Deck (Cont'd) ASTM D 41 DynaWeld Base Torch adhered RSUA 12-inch o.c. -285
JM SA Primer Low . OSFA or RSUA 12-inch
VOC or SA Primer JM Vapor Barrier SA or SAR Self-adhered .. -135
JM SA Primer Low . .
VOC or SA Primer JM Vapor Barrier SA or SAR Self-adhered 2-Part UIA 12-inch o.c. -82.5
WBMA JM EPDM Water Based Membrane Adhesive
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APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

The following notes shall be observed when using the assembly tables below.

Allowable pressures were calculated using a 2:1 margin of safety per FBC Sections 1504.9 and 1523.4.

Refer to LIMITATIONS and NOMENCLATURE sections of this evaluation when using the table(s) below.

Refer to INSTALLATION section of this report for installation detail when the information is not explicitly stated for the selected assembly.

The on-center (0.c.) spacing given is the maximum allowable attachment spacing for the rated system.

JM Vapor Barrier SA or JM Vapor Barrier SAR may be installed direct to deck prior to installing the roof assembly components for the following assembly types:
C-M-#, C-W-#, LC-M-#, LC-W-#, LS-M-#, LS-W-#, S-M-#, S-W-#, W-M-#, and W-W-#

As Tested information for roof deck construction is provided for information only. The addition of the As Tested deck information does not obviate the
requirement for rational design of the roof deck and roof deck attachment in accordance with FBC requirements.

7. Base Insulation in assemblies with All Layers Adhered may be installed in one or more layers.

arON=

o

Assembly System Numbers and Definitions
C-A-# Adhered Assemblies over Concrete Deck (New or Existing)
C-AM-# Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Pre-existing, or Recover)
C-M-# Mechanically Fastened Assemblies over Concrete Deck (New, Pre-existing, or Recover)
CW-A-# Adhered Assemblies over Cementitious Wood Fiber Decks (New or Pre-existing)
CW-AM-# Assemblies with Adhered Membranes over Cementitious Wood Fiber Decks (New or Pre-existing)
G-A-# Assemblies with All Layers Adhered over Gypsum Deck (New or Pre-existing)
G-AM-# Assemblies with Adhered Membranes over Insulated Gypsum Deck (New or Pre-existing)
LC-AM-# Lightweight Concrete Assemblies with Adhered Membranes over Concrete Deck (New or Pre-existing)
LS-AM-# Lightweight Concrete Assemblies with Adhered Membranes over Steel Deck (New or Pre-existing)
R-A-# Adhered Recover Assemblies
R-M-# Mechanically Fastened Recover Assemblies
S-A-# Adhered Assemblies over Steel Deck (New or Pre-existing)
S-AM-# Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
S-M-# Mechanically Fastened Assemblies over Steel Deck (New, Pre-existing or Recover)
W-A-# Adhered Assemblies over Wood Deck (New or Pre-existing)
W-AM-# Assemblies with Adhered Membranes over Insulated Wood Deck (New, Pre-existing, or Recover)
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Adhered Assemblies over Concrete Deck (New or Pre-existing)
System - Base Insulation . MDP
No. Vapor Barrier Note 7 Top Insulation Membrane Membrane Attachment (psf)
OPTIONAL OPTIONAL . EPDM NR,

CAA Vapor Barriers for Min. 0.5-inch ENRGY 3in | F'OieCIoR HD I 2-Part U4, EPDM NR FIT, WEMA -60
Adhered Assemblies 2-Part UIA, RSUA, or OSFA 1 2-inch 0.c pp EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. o EPDM R FIT

OPTIONAL OPTIONAL EPDM NR,

C-A-2 Vapor Barriers for Min. 0.5-inch ENRGY 3 in Invinsa in OSFA EPDM NR FIT, ASBA -142.5
Adhered Assemblies 2-Part UIA, RSUA, or OSFA applied 12-inch o.c. EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. EPDM R FIT

OPTIONAL . . EPDM NR,
Vapor Barriers for Min. 1.5-inch ENRGY 3 EPDM NR FIT, 142.5

C-A-3 . in 2-Part UIA - ASBA .
Adhered Assemblies applied 12-inch o.c EPDM R, or (Lim. 9)
over Concrete Deck PP T EPDM R FIT

OPTIONAL . . EPDM NR,

CAd Vapor Barriers for Min. 1.5-nch EPRCY 3 ) EPDM NR FIT, WEMA 165
Adhered Assemblies avolied 12-inch o.c EPDM R, or (Lim. 9)
over Concrete Deck pp T EPDM R FIT

OPTIONAL OPTIONAL . EPDM NR,

CAS Vapor Barriers for Min. 0.5-inch ENRGY 3 in DRESXij” (’; AOIE‘IE;\P ant ﬁ/ég’ EPDM NR FIT, WBMA -165
Adhered Assemblies 2-Part UIA, RSUA, or OSFA 1 2-inch o.c pp EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. - EPDM R FIT

OPTIONAL OPTIONAL EPDM NR,

C-A-6 Vapor Barriers for Min. 0.5-inch ENRGY 3 in Invinsa in OSFA EPDM NR FIT, WBMA -172.5
Adhered Assemblies 2-Part UIA, RSUA, or OSFA applied 12-inch o.c. EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. EPDM R FIT

OPTIONAL SeparatoR CGF in EPDM NR,
Vapor Barriers for EPDM NR FIT, -172.5

C-AT Adhered Assemblies - 2P at U|{2& 'ff_%"(‘;hog ?SF A EPDM R, or WBMA (Lim. 9)
over Concrete Deck pp T EPDM R FIT

Va %I:-ggygl; for Min. 0.5-inch ENRGY 3 in SeparatoR CGF in EIEEI)DI\[/;AI/\’IIRYIR;IT 4725

C-A-8 o . 2-Part UIA, RSUA, or OSFA 2-Part UIA, RSUA, or OSFA ! WBMA L
Adhered Assemblies apolied 12-inch 0.0 avplied 12-inch 0.0 EPDM R, or (Lim. 9)
over Concrete Deck pp - pp - EPDM R FIT

OPTIONAL OPTIONAL DensDeck Prime or EPDM NR,
Vapor Barriers for Min. 0.5-inch ENRGY 3 in SECUROCK in 2-Part UIA, EPDM NR FIT, -180

C-A9 Adhered Assemblies | 2-Part UIA, RSUA, or OSFA |  RSUA, or OSFA applied EPDM R, or ASBA, MBA, LVOC, or WBMA || im ")
over Concrete Deck applied 12-inch o.c. 12-inch o.c. EPDM R FIT

Vapor Barriers for Min. 0.5-inch ENRGY 3 in EPDM NR,
C-A10 |  Adhered Assemblies | 2-Part UIA, RSUA, or OSFA | \Vinsain 2-Part 1A, RSUA ERDU AR FIT, WBMA 872
ver Concrete Deck applied 12-inch o.c. or applie -ineh o.c. el (Lim. 9)
° EPDM R FIT
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Adhered Assemblies over Concrete Deck (New or Pre-existing)
System q Base Insulation ] MDP
No. Vapor Barrier Note 7 Top Insulation Membrane Membrane Attachment (psf)
OPTIONAL OPTIONAL . EPDM NR,

CAA Vapor Barriers for Min. 0.5-nch ENRGY 3in |  DEXcell PA 0 Z-Part UIA, EPDM NR FIT, ASBA 195
Adhered Assemblies 2-Part UIA, RSUA, or OSFA 1 2-inch o.c pp EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. - EPDM R FIT

OPTIONAL OPTIONAL SeparatoR CGF, ProtectoR EPDM NR,
Vapor Barriers for Min. 0.5-inch ENRGY 3 in . ’ EPDM NR FIT, -210

C-A12 | pdhered Assemblies | 2-Part UIA, RSUA, or OSFA HODS'IQ Az;P aﬁe‘é’ﬁ"z ’;SC lrﬁ\) o EPDM R, or ASBA (Lim. 9)
over Concrete Deck applied 12-inch o.c. PP " EPDM R FIT

Vapor Barriers for Min. 0.5-inch ENRGY 3 in SeparatoR CGF in EFI;:EI)DI\ZAI/\’I,‘QIIR;IT 210

C-A-13 Adhered Assemblies 2-Part UIA, RSUA, or OSFA WB2-Part UIA, RSUA, or ! WBMA -

over Concrete Deck applied 12-inch o.c OSFA applied 12-inch o.c EPDM R, or (Lim. 9)
o o EPDM R FIT
OPTIONAL . EPDM NR,

CAt4 Vapor Barriers for ) o DROCK In BKSUA or EPDM NR FIT, ASBA 210
Adhered Assemblies ineh o PP EPDM R, or (Lim. 9)
over Concrete Deck T EPDM R FIT

OPTIONAL OPTIONAL . EPDM NR,

CAS Vapor Barriers for Min. 0.5inch ENRGY 3in |  DEXcell PA R Z-Part UIA, EPDM NR FIT, MBA o LVOC 2175
Adhered Assemblies 2-Part UIA, RSUA, or OSFA 1 2.inch o.c pp EPDM R, or (Lim. 9)
over Concrete Deck applied 12-inch o.c. - EPDM R FIT

. . . . EPDM NR
Vapor Barriers for Min. 0.5-inch ENRGY 3 in . . ’
C-A-16 | Adhered Assemblies | 2-Part UIA, RSUA, or OSFA | 'MVinsain 2-Part UIA, RSUA, EPDM NR FIT, ASBA -217.5
over Concrete Deck aoplied 12-inch 0.c or OSFA applied 12-inch o.c. EPDM R, or (Lim. 9)
pp - EPDM R FIT
OPTIONAL OPTIONAL . EPDM NR
) . . . ProtectoR HD in 2-Part UIA Y
Vapor Barriers for Min. 0.5-inch ENRGY 3 in . ! EPDM NR FIT, -225
CATT | Adhered Assemblies | 2-Part UIA, RSUA, or OSFA | RSUA; or OSFA applied EPDM R, or MBA or LVOC (Lim. 9)
over Concrete Deck applied 12-inch o.c. o EPDM R FIT
. . . . EPDM NR
Vapor Barriers for Min. 0.5-inch ENRGY 3 in . . i
C-A18 |  Adhered Assemblies | 2-Part UIA, RSUA, or OSFA | \Vinsain 2-Part 1A, RSUA B R ET MBA or LVOC 2322
ver Concrete Deck applied 12-inch o.c. or applie -inch o.c. » or (Lim. 9)
° EPDM R FIT
Vo TONAL Min. 0.5-inch ENRGY 3 in SeparatoR CGF in o 2475

C-A-19 o . 2-Part UIA, RSUA, or OSFA 2-Part UIA, RSUA, or OSFA ! MBA or LVOC L
Adhered Assemblies apolied 12-inch 0.0 applied 12-inch 0.0 EPDM R, or (Lim. 9)
over Concrete Deck pp T pp T EPDM R FIT

OPTIONAL . . . EPDM NR
) Min. 0.5-inch ENRGY 3 in . . ’
Vapor Barriers for Invinsa in OSFA EPDM NR FIT, -247.5

CA20 1 Adhered Assembiies | ZPart UiA, RSUA or OSFA applied 12-inch o.c. EPDM R, or MBA or LVOC (Lim. 9)
over Concrete Deck pp - EPDM R FIT
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JOHNS MANVILLE CORPORATION
‘ RE E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Adhered Assemblies over Concrete Deck (New or Pre-existing)
System - Base Insulation . MDP
No. Vapor Barrier Note 7 Top Insulation Membrane Membrane Attachment (psf)
OPTIONAL . . EPDM NR,
) Min. 1.5-inch E3 Y

C-A-21 Vapor Barriers fqr in 2-Part UIA ) EPDM NR FIT, MBA or LVOC -_315
Adhered Assemblies aoplied 12-inch o.c EPDM R, or (Lim. 9)
over Concrete Deck PP < EPDM R FIT

OPTIONAL . EPDM NR,
) SeparatoR CGF in !
Vapor Barriers for EPDM NR FIT, -330

C-A22 | pdhered Assemblies - 2P ot Ulfé‘a ’ff_‘#"i’hog SSF A EPDM R, or MBA or LVOC (Lim. 9)
over Concrete Deck pp T EPDM R FIT

OPTIONAL EPDM NR,
Vapor Barriers for Invinsa in OSFA EPDM NR FIT, -465

C-A23 | Adhered Assemblies - applied 12-inch o.c. EPDM R, or MBA or LVOC (Lim. 9)
over Concrete Deck EPDM R FIT

OPTIONAL . EPDM NR,

C-A-24 Vapor Barriers for - OSFA o 2-Part Sjg/:bﬁgd EPDM NR FIT, MBA or LVOC 493
Adhered Assemblies ’ 12-inch o.c EPDM R, or (Lim. 9)
over Concrete Deck e EPDM R FIT

Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Pre-existing, or Recover)
System Thermal/ Base Base Insulation U sl ior Top Insulation or Base MDP
. : or Membrane Membrane Attachment
No. Vapor Barrier | Insulation Attachment Sheet Attachment (psf)
Base Sheet
. EPDM NR -30
. Simultaneously . . UltraFast Fasteners & i/ .
Optional OPTIONAL . Min. 1-inch EPDM NR FIT, (Lim. 7;
C-AM-1 | apor Barrier | INSULATION Securf; ‘gr'th P | ENrRGY 3CGF | P ’aﬁefsagfeqrﬁ’:r’ e)efi‘;t‘ired EPDM R, or | #ASBA MBA, LVOC, or WBMA Non-
y P EPDM R FIT HVHZ)
Optional OPTIONAL | Simultaneously Min. 2-inch Fasteners & Plates | gpp iy (L?n7{57-
C-AM2 | Vapor Barrier | INSULATION |  S°°Ur®d WIN1OP | enpGy 3CGF |, Seeured | "EPDMR or | ASBA MBA LVOC orWBMA | “yon.
Y p EPDM R FIT HVHZ)
OPTIONAL Min. 60mil 375
Obtional INSULATION Simultaneously Fasteners & Plates EPDM NR, (Lim- 7.
C-AM-3 p . under secured with top ProtectoR secured EPDM NR FIT, ASBA, MBA, LVOC, or WBMA t
Vapor Barrier . ) 5 Non-
Min. 0.5-inch layer 1 fastener per 4ft EPDM R, or HVHZ)
E3or E3C1 EPDM R FIT
OPTIONAL
Fasoros S s | _EPOUAR, i
C-AM-4 . under secured with top | DensDeck Prime ! ASBA, MBA, LVOC, or WBMA t
Vapor Barrier Min. 1 5-inch layer 12 per 4-ft x 8-ft board EPDM R, or Non-
E3or E3 C1 Pattern #2 EPDM R FIT HVHZ)
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Pre-existing, or Recover)
System Thermal/ Base Base Insulation U IEsuE o7 Top Insulation or Base MDP
. : or Membrane Membrane Attachment
No. Vapor Barrier | Insulation Attachment Sheet Attachment (psf)
Base Sheet
Optional OPTIONAL | Simultaneously e, 4 5 incn Fasteners & Plates | ol E (L;:'ns 7;
C-AM-S | \apor Barrier | INSULATION Sec“rf: ‘(’e”r'th P | E3orE3C1 ] fastesni‘i“r:fz s7i¢ | EPDMR or ASBA, MBA, LVOC, or WBMA Non-
y per <. EPDMR FIT HVHZ)
OPTIONAL
Obtional INSULATION Simultaneously Invinsa or Fasteners & Plates EFI;:El)Dl\aAI/\’IglR;IT (L;4m5 7.
C-AM-6 Va gr Barrier under secured with top Min. 0.5-inch secured EPDMR. or ! ASBA, MBA, LVOC, or WBMA Non.- ’
P Min. 0.5-inch layer SECUROCK 1 fastener per 2ft? !
EPDM R FIT HVHZ)
E3or E3 C1
Fasteners & Plates DensDOch;l; prime EPDM NR, -45
Optional Min. 1.5-inch secured 2-Part UIA, OSFA, or EPDM NR FIT, (Lim. 7;
C-AM-7 Vapor Barrier E3or E3 C1 1 fastener per %‘:EgNﬁ |5‘ :%ﬁr RSUA applied 12" o.c. EPDM R, or ASBA, MBA, LVOC, or WBMA Non-
2 . I
2.67ft E3or E3 C1 EPDM R FIT HVHZ)
Simultaneously UltraFast Fasteners & EPDM NR,
AN Optional OPTIONAL . Min. 2-inch Plates (Square) secured | EPDM NR FIT, -45
C-AM-8 |\ vor Barrier | INSULATION Sec“rf; ‘é”r'th P | ENRGY 3 CGF | 12per4-ftx 8-ftboard | EPDMR, or | #ASBA MBA LVOC orWBMA | i 2)
y Pattern #1 EPDM R FIT
OPTIONAL
. EPDM NR -45
. INSULATION Simultaneously . . ’ . i
C-AM-9 Optional under secured with top | Min. 0.5-inch et EPDMNRFIT, | rspa mBA, LVOC, or wma | (KM-T;
Vapor Barrier Min. 1.5-inch layer DensDeck Prime 1 fastener per 4ft EPDM R, or Non-
E3or E3 C1 EPDM R FIT HVHZ)
OPTIONAL Min. 60 mil 45
OPTIONAL INSULATION Simultaneously Fasteners & Plates EPDM NR, (Lim. 7;
C-AM-10 . under secured with top ProtectoR secured EPDM NR FIT, ASBA, MBA, LVOC, or WBMA ~
Vapor Barrier . ) 5 Non-
Min. 1.5-inch layer 1 fastener per 4ft EPDM R, or HVHZ)
E3or E3C1 EPDM R FIT
. . . EPDM NR
. Simultaneously Min. 2-inch Fasteners & Plates Y
C-AM-11 Optional | OPTIONAL | = (0 o withtop | ENRGY 3 or secured EPDM NR FIT, WBMA o0
Vapor Barrier | INSULATION laver ENRGY 3 C1 1 fastener per 1.6ft2 EPDM R, or (Lim. 7)
Y per 1. EPDM R FIT
Simultaneously Min. 2-inch Fasteners & Plates EPDM NR,
Optional OPTIONAL ) ENRGY 3 CGF EPDM NR FIT, -75
C-AM-12 |\ avor Barrier | INSULATION Sec“rf: ‘gr'th P | orENRGY3CT| fast:r‘fgf”?; - EPDM R, or WBMA (Lim. 7)
y CGF per . EPDM R FIT
. EPDM NR
. Simultaneously . . Fasteners & Plates y
Optional OPTIONAL . Min. 2-inch EPDM NR FIT, -75
C-AM-13 |\ vor Barrier | INSULATION secured Wit tob | £3 or £3 C1 it tss‘cfredr - EPDMR, or | ASBA MBA, LVOC or WBMA | ;) )
aye astener per 1. EPDM R FIT
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Concrete Deck (New, Pre-existing, or Recover)
System Thermal/ Base Base Insulation g Ins:JIatlon Top Insulation or Base Membrane Membrane Attachment MDP
No. Vapor Barrier | Insulation Attachment Sheet Attachment (psf)
Base Sheet
Optional Min. 2-inch | Fasteners & Plates | e 4 5inch | 2-Part UIA, OSFA, or PO NR 1T 82,5
C-AM-14 | \apor Barrier | E3or E3 C1 secured | "ENRGY 3 RSUA applied 4" o.c. | EPDMR,or | #ASBA MBA LVOC orWBMA | ;"2
1 fastener per 1ft EPDM R FIT
Fasteners & Plates EPDM NR,
Optional Min. 2-inch Min. 1.5-inch 2-Part UIA, OSFA, or EPDM NR FIT, -82.5
C-AM-15 Vapor Barrier | E3or E3 C1 secured ,| E3orE3Ct RSUA applied 6" o.c. EPDM R, or ASBA, MBA, LVOC, or WBMA (Lim. 7)
1 fastener per 1.6ft EPDM R FIT
ProtectoR HD, or
) L) EPDM NR,
. . . Fasteners & Plates Min 0.5-inch Y
Optional Min. 2-inch 2-Part UIA, OSFA, or EPDM NR FIT, -82.5
C-AM-16 | \/avor Barrier | E3or E3 C1 secured | DEXcell FA, RSUA applied 6" o.c. | EPDMR,or | #ASBA MBA LVOC, orWBMA |\ ;n"2)
1 fastener per 1.6ft* | SECUROCK, or EPDM R FIT
DensDeck Prime
Fasteners & Plates EPDM NR,
C-AM-17 Optional Min. 2-inch secured Min. 1.5-inch 2-Part UIA or RSUA EPDM NR FIT, ASBA. MBA. LVOC. or WBMA -90
Vapor Barrier E3 2 ENRGY 3 applied 6" o.c. EPDM R, or ! ’ ’ (Lim. 7)
1 fastener per 1ft EPDM R EIT
OPTIONAL
. EPDM NR,
. INSULATION Simultaneously . . Fasteners & Plates .
Optional ) Min. 0.5-inch EPDM NR FIT, -105
C-AM-18 Vapor Barrier _ unde( secured with top SECUROCK secured , EPDMR, or WBMA (Lim. 7)
Min. 1.5-inch layer 1 fastener per 1ft EPDM R FIT
E3or E3C1
Simultaneousl| Min. 2-inch Fasteners & Plates EPDM NR,
C-AM-19 Optional OPTIONAL secured with toy ENRGY 3 CGF secured EPDM NR FIT, WBMA -120
Vapor Barrier | INSULATION laver P or ENRGY 3 C1 1 fastener per 1ft2 EPDM R, or (Lim. 7)
ve CGF pe EPDM R FIT
. EPDM NR,
. Simultaneously . . Fasteners & Plates g
Optional OPTIONAL ) Min. 2-inch EPDM NR FIT, -120
C-AM-20 |\ vor Barrier | INSULATION | Secured withtop | 2o 0 s oy secured EPDM R, or ASBA, MBA or LVOC (Lim. 7)
layer 1 fastener per 1ft EPDM R FIT
Fasteners & Plates EPDM NR,
Optional Min. 2-inch 2-Part UIA, OSFA, or EPDM NR FIT, -120
C-AM-21 |\ 2vor Barrier | E3or E3 C1 . fasf::;‘rredr - ProtectoR HD | o5a applied 4" o.c. | EPDMR, or | #ASBA MBA LVOC, or WBMA | ;0 '2)
pe EPDM R FIT
Fasteners & Plates EPDM NR,
C-AM-22 Optional Min. 2-inch secured Min. 1.5-inch 2-Part UIA, OSFA, or EPDM NR FIT, ASBA -127.5
Vapor Barrier E3or E3C1 1 fastener per 1ft2 ENRGY 3 RSUA applied 4" o.c. EPDM R, or (Lim. 7)
P EPDM R FIT
JMC22001.6 FL41356-R6 Page 6 of 22

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Mechanically Fastened Assemblies over Concrete Deck (New or Pre-existing)
System Base Base Insulation : Top Insulation MDP
No. Insulation Attachment Top Insulation Attachment Membrane Membrane Attachment (psf)
II(\Ingiar;l'lAOLN Preliminarily Secured OPTIONAL Attached in-lap with APB Fastener & 45
C-M-1 . or secured with top Preliminarily Secured EPDM R Plates with High Load Fasteners spaced .
under min. Cover Board " . . (Lim. 7)
) layer 6" o.c.; Laps spaced 114-inch o.c.
1.5-inch E3
Assemblies with Adhered Membranes over Cementitious Wood Fiber Deck (New or Pre-existing)
Svstem Base Insulation/Sheet MDP
y Base Insulation/Sheet Insulation Cover Board Membrane Membrane Attachment
No. (psf)
Attachment
DynaBase or Ventsulation Felt
secured with JM UltraLok Min. 2-inch EPDM NR, -30
Fasteners spaced 9-inch o.c. at ENRGY 3 or ENRGY 3 CGF EPDM NR FIT, (Lim. 7;
CW-AM-1 |t min. 4-inch wide laps and - adhered in RSUA EPDM R, or ASBA, MBA, LVOC, or WBMA Non-
18-inch o.c. in two staggered applied 12-inch o.c. EPDM R FIT HVHZ)
rows in the field of the roll
DynaBase or Ventsulation Felt . .
secured with JM UltraLok Min. 0.5-inch EPDM NR, -45
Cw-AM-2 |Fasteners spaced 9-inch o.c. at - SoparatoR COF ahared n | EPDMNRFIT, | 4op yipa 1 voc, or wema | (Hm-7;
the min. 2-inch wide laps and p2—Pan‘ UIA applied EPDM R, or ’ ’ ’ Non-
18-inch o.c. in two staggered 21 app EPDM R FIT HVHZ)
) ) 12-inch o.c.
rows in the field of the roll
DynaBase or Ventsulation Felt
secured with JM UltraLok DensDeck Prime, Invinsa, EPDM NR, -45
Fasteners spaced 9-inch o.c. at ProtectoR HD, or SECUROCK | EPDM NR FIT, (Lim. 7;
CW-AM-3 | "6 min. 2-inch wide laps and - adhered in 2-Part UIA EPDM R, or ASBA, MBA, LVOC, or WBMA Non-
18-inch o.c. in two staggered applied 12-inch o.c. EPDM R FIT HVHZ)
rows in the field of the roll
DynaBase or Ventsulation Felt
secured with JM UltraLok Min. 0.5-inch SeparatoR CGF adhered in EPDM NR, -45
Fasteners spaced 9-inch o.c. at E3 or E3 C1 adhered in . EPDM NR FIT, (Lim. 7;
CW-AM-4 | "6 min. 2-inch wide laps and 2-Part UIA applied 2-Part U’é;;gi’z Aapplied | “eppiR or ASBA, MBA, LVOC, or WBMA Non-
18-inch o.c. in two staggered 12-inch o.c. e EPDM R FIT HVHZ)
rows in the field of the roll
DynaBase or Ventsulation Felt
secured with JM UltraLok Min. 0.5-inch EPDM NR, -45
Fasteners spaced 9-inch o.c. at E3 or E3 C1 adhered in DEXcell FA adhered in RSUA | EPDM NR FIT, (Lim. 7;
CW-AM-5 | "6 min. 2-inch wide laps and 2-Part UIA applied or OSFA applied 12-inch o.c. | EPDMR, or ASBA, MBA, LVOC, or WBMA Non-
18-inch o.c. in two staggered 12-inch o.c. EPDM R FIT HVHZ)
rows in the field of the roll
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o CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Assemblies with Adhered Membranes over Cementitious Wood Fiber Deck (New or Pre-existing)
Svstem Base Insulation/Sheet MDP
y Base Insulation/Sheet Insulation Cover Board Membrane Membrane Attachment
No. (psf)
Attachment
DynaBase or Ventsulation Felt DensDeck Prime. Invinsa
secured with JM UItraLok Min. 0.5-inch ' ProtectoR HD, or SECUROCK EPDM NR, _-45 _
Fasteners spaced 9-inch o.c. at E3 or E3 C1 adhered in . EPDM NR FIT, (Lim. 7;
CW-AM-6 . ! . . adhered in ASBA, MBA, LVOC, or WBMA
the min. 2-inch wide laps and 2-Part UIA applied EPDM R, or Non-
. : . 2-Part UIA, RSUA or OSFA
18-inch o.c. in two staggered 12-inch o.c. applied 12-inch o.c EPDM R FIT HVHZ)
rows in the field of the roll pp T
Assemblies with All Layers Adhered over Gypsum Deck (New or Pre-existing)
SyEiE Vapor Barrier Base Insulation Cover Board Membrane Membrane Attachment D
No. (Note 7) (psf)
OPTIONAL OPTIONAL ProtectoR HD adhered in EPDM NR, -45
G-A-1 GlasPly IV, GlasPly Premler, Min. 1.5-inch E3 adhered in 2-Part UIA, RSUA or OSFA EPDM NR FIT, ASBA, MBA, LVOC, or WBMA (Lim. 9;
PermaPly 28, or DynaBase in 2-Part UIA applied aoplied 12-inch o.c EPDM R, or Non-
ASTM D 312, Type IV asphalt 12-inch o.c. pp T EPDM R FIT HVHZ)
Assemblies with Adhered Membranes over Insulated Gypsum Deck (New or Pre-existing)
Syﬁ(t)em Base Sheet Insulation Cover Board Membrane Membrane Attachment ’(\/:)gg
Min. 1.5-inch E3 attached EPDM NR, -45
CAM. ) with JM Polymer Auger - EPDM NR FIT, (Lim. 7;
G-AM-1 Fasteners and Plates (3”) at a EPDM R, or ASBA, MBA, LVOC, or WBMA Non-
rate of 1 fastener per 2ft2 EPDM R FIT HVHZ)
DynaBase or Ventsulation
Felt secured with JM UltraLok . .
Fasteners spaced 9-inch o.c. E3 or'\gg-c(})f;;gﬁgred in SeparatoR CGF adhered in EIEEIJDI\SAI{IIQIIIEIT (Li-r‘:ls 7.
G-AM-2 at the min. 2-inch wide laps 2-Part UIA applied 2-Part UIA or OSFA applied EPDMR. or ’ ASBA, MBA, LVOC, or WBMA N0|.1- ’
and 18-inch o.c.in tyvo 12-inch o.c. 12-inch o.c. EPDM R FIT HVHZ)
staggered rows in the field of
the roll
DynaBase or Ventsulation
; . h T E3or E3 C1 adhered in DEXcell FA adhered in RSUA | EPDM NR FIT, (Lim. 7;
G-AM-3 | at ;:ed Tg:nzc' r']”ghc"‘;':tew'zps 2-Part UIA applied or OSFA applied 12-inch o.c. | EPDMR, or ASBA, MBA, LVOC, or WBMA Non-
S 12-inch o.c. EPDM R FIT HVHZ)
staggered rows in the field of
the roll
JMC22001.6 FL41356-R6 Page 8 of 22

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Gypsum Deck (New or Pre-existing)
Syr\?:)em Base Sheet Insulation Cover Board Membrane Membrane Attachment %Ls)g
DynaBase or Ventsulation
Felt secured with JM UltraLok . . DensDeck Prime, Invinsa,
Fasteners spaced 9-inch o.c. E3 or'\gg-c()f;glszred in ProtectoR HD, or EIEgI\ZAI/’VIQIiIT (Li-:ls 7-
G-AM-4 at the min. 2-inch wide laps . SECUROCK adhered in ’ ASBA, MBA, LVOC, or WBMA ~
: ; 2-Part UIA applied EPDM R, or Non-
and 18-inch o.c. in two ; 2-Part UIA, RSUA or OSFA
: ) 12-inch o.c. ) ) EPDM R FIT HVHZ)
staggered rows in the field of applied 12-inch o.c.
the roll
Lightweight Concrete Assemblies with Adhered Membranes over Concrete Deck (New or Pre-existing)
Syﬁ(t)em LWIC Base Sheet Insulation Cover Board Membrane I(V:)gg
Dynalastic 180 S, GlasBase
Plus, or Ventsulation Felt . .
. . secured with min. 1.7-inch Min. 0.5-inch E3, E3 C1, . EPDM NR, EPDM NR FIT,
Min. 350psi Celcore MF LWC CR Base Sheet SeparatoR, or SeparatoR SeparatoR CGF in EPDM R. or EPDM R FIT 45
LC-AM-1 with HS Rheology ; CGF in 2-Part UIA, RSUA, or OSFA . S .
Admixture Fasteners_ secured 7-|nc_h o.C. 2-Part UIA applied applied 12-inch o.c adhered in ASBA, MBA, (Lim. 7)
at the 3-inch lap and 7-inch . " LVOC, or WBMA
; 12-inch o.c.
0.c. in two (2) equally spaced
staggered rows in the field
Dynalastic 180 S, GlasBase
Plus, or Ventsulation Felt . .
Min. 35008 Colcore ME secured with min. 1.7-inch S'\Aemé?aifo-;'\r’]cgri% i?a?c]h DEXcell FA in EPDM NR, EPDM NR FIT,
- 290 LWC CR Base Sheet P : O 5€p RSUA or OSFA applied EPDM R, or EPDM R FIT -45
LC-AM-2 with HS Rheology ) CGF in . . .
Admixture Fasteners secured 7-inch o.c. 2-Part UIA applied 12-inch o.c. adhered in ASBA, MBA, (Lim. 7)
at the 3-inch lap and 7-inch . PP LVOC, or WBMA
) 12-inch o.c.
o.c. in two (2) equally spaced
staggered rows in the field
DynalLastic 180 S, GlasBase
Plus, or Ventsulation Felt . . DensDeck Prime,
Min. 350081 Celcore M | S€cured with min.1.7-inch | Wi 0-54nh £3 E3C 1 gpcyrock, nvinsa, or EPDM NR, EPDM NR FIT,
LCAM.3 i S Rhool LWC CR Base Sheet P G " ProtectoR HD in EPDM R, or EPDM R FIT -45
Admixture 9y Fasteners secured 7-inch o.c. 2-Part UIA applied RSUA, 2-Part UIA, or OSFA adhered in ASBA, MBA, (Lim. 7)
at the 3-inch lap and 7-inch . PP applied 12-inch o.c. LVOC, or WBMA
) 12-inch o.c.
o.c. in two (2) equally spaced
staggered rows in the field
JMC22001.6 FL41356-R6 Page 9 of 22

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Lightweight Concrete Assemblies with Adhered Membranes over Steel Deck (New or Pre-existing)
System 2 ecl'< LWIC Base Sheet Insulation Cover Board Membrane LN
No. Detail (psf)
Dynalastic 180 S, GlasBase
Plus, or Ventsulation Felt . .
Min. 350psi Celcore secured with min. 1.7-inch M %gplzr;rc:tgy (l):_r3 ot SeparatoR CGF in EPDM NR, EPDM NR FIT,
G33, P, ' . LWC CR Base Sheet S EPDM R, or EPDM R FIT -45
LS-AM-1 MF with HS . SeparatoR CGF in 2-Part UIA, RSUA, or . .
L6, S24 Rheology Admixture Fasteners secured 7-inch o.c. 2_Part UIA aoplied OSFA applied 12-inch o.c adhered in ASBA, MBA, (Lim. 7)
ay at the 3-inch lap and 7-inch A app pp € LVOC, or WBMA
. 12-inch o.c.
o.c. in two (2) equally spaced
staggered rows in the field
Dynalastic 180 S, GlasBase
Plus, or Ventsulation Felt . .
Min. 3500si Celoore | S€Cured with min. 1.7-inch | M- 9.5-nch £3, E3 €T, DEXCcell FA in EPDM NR, EPDM NR FIT,
G33, P, ) P: LWC CR Base Sheet P e RSUA or OSFA applied EPDM R, or EPDM R FIT -45
LS-AM-2 MF with HS ; SeparatoR CGF in . . .
L6, S24 Rheology Admixture Fasteners secured 7-inch o.c. >-Part UIA aoplied 12-inch o.c. adhered in ASBA, MBA, (Lim. 7)
ay at the 3-inch lap and 7-inch A app LVOC, or WBMA
. 12-inch o.c.
o.c. in two (2) equally spaced
staggered rows in the field
Dynalastic 180 S, GlasBase
Plus, or Ventsulation Felt . . DensDeck Prime,
Min. 3500si Celcore | S€cured with min. 1.7-inch | M 9.5-neh £, £3 C1. | SECUROCK, Invinsa,or | EPDM NR, EPDM NR FIT,
LS-AM-3 G33, P, ME vsith HS LWC CR Base Sheet Se aFr)atoR C‘GF in ProtectoR HD in EPDM R, or EPDM R FIT -45
L6, S24 Rheoloay Admixture Fasteners secured 7-inch o.c. 2-F?an‘ UIA applied RSUA, 2-Part UIA, or adhered in ASBA, MBA, (Lim. 7)
9y at the 3-inch lap and 7-inch JiA app OSFA applied 12-inch o.c. LVOC, or WBMA
) 12-inch o.c.
0.c. in two (2) equally spaced
staggered rows in the field
Adhered Recover Assemblies
System - Base Insulation ; MDP
No. Pre-existing Roof Note 7 Top Insulation or Base Ply Membrane Membrane Attachment (psf)
Granule Mod-Bit or BUR
over Steel Deck, Vi o E?iiILOEN,\fF';GY - SeparatoR CGF in 2-Part UA, | 50D R 45
R-A-1 cemseunrtrl]h%listrpenz?eeé, 2-Part UIA. RSUA, or OSFA RSUA,1 gfinocifzé\capplled EPDM R, or ASBA, MBA, LVOC, or WBMA (Lim. 9)
ayp oo applied 12-inch o.c. C. EPDM R FIT
OPTIONAL ProfectoR HD, DEXcell FA, EPDM NR,
R-A2 Granule Mod-Bit or BUR Min. 0.5-inch ENRGY 3 in SECUROCK in 2-Part UIA. EPDM NR FIT, ASBA. MBA, LVOC, or WBMA :45
over gypsum 2-Part UIA, RSUA, or OSFA . EPDM R, or (Lim. 9)
. - RSUA, or OSFA applied
applied 12-inch o.c. . EPDM R FIT
12-inch o.c.
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CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Adhered Recover Assemblies

System - Base Insulation , MDP
No. Pre-existing Roof Note 7 Top Insulation or Base Ply Membrane Membrane Attachment (psf)
Smooth APP or SBS
Mod-Bit, Granule
Mod-Bit, or BUR over | o o SPTONEE | Densbeck Prime in 2-Part uia, | SEDMIR. 45
R-A-3 cgr\r/gn\tgi:;ilsDe::él 2-Part UIA, RSUA, or OSFA RSUA, or OSI—Z\Capleed 12-inch EPDM R, or ASBA, MBA, LVOC, or WBMA (Lim. 9)
P ' applied 12-inch o.c. " EPDM R FIT
gypsum, or treated
wood
Smooth APP or SBS
; Min. 0.5-inch ENRGY 3 in Invinsa in 2-Part UIA, RSUA, or | EPDM NR FIT, 45
R-A-4 cg:nirnﬁfgerD;::él 2-Part UIA, RSUA, or OSFA OSFA applied 12-inch o.c. EPDM R, or ASBA, MBA, LVOC, or WBMA (Lim. 9)
gypsum, or treated applied 12-inch o.c. EPDM R FIT
wood
Smooth APP or SBS
Mod-Bit, Granule
Mod-Bit, or BUR over Min. o SO_iFr:ZLOEN,\fF'{'GY s | ProtectoR HD or SECUROCK in oo R 45
R-AS JDver Steel Deck, 2-Part UIA, RSUA, or OSFA ZrPart UIA, RSUA, or OSFA EPDM R, or ASBA, LVOC or WBMA (Lim. 9)
pane’, applied 12-inch o.c. pp -G EPDM R FIT
gypsum, or treated
wood
Smooth APP or SBS
RAG ver Stool Dok Min. 0.5-inch ENRGY 3 in DEXcell FA in RSUA or OSFA | EPDM NR FIT, ASBA. MBA. or LVOC -45
” ' 2-Part UIA, RSUA, or OSFA applied 12-inch o.c. EPDM R, or ’ ’ (Lim. 9)
cementitious panel, applied 12-inch o.c EPDM R FIT
gypsum, or treated PP "
wood
Granule Mod-BitorBUR | . o OPTIONEL ProtectoR HD in 2-Part UIA, oo R 60
R-A-7 °"§grfctfeet’e Dgg('fkor 2-Part UIA, RSUA, or OSFA RSUAH gfinociffcapp“ed EPDMR, or WBMA (Lim. 9)
applied 12-inch o.c. o EPDM R FIT
Granule Mod-Bit or BUR OPTIONAL DEXcell FA, DensDeck Prime, or EPDM NR,
over Steel Deck, Min. 0.5-inch ENRGY 3 in SECUROCK in 2-Part UIA, EPDM NR FIT, -105
R-A8 | ementitious panel, or | 2-Part UIA, RSUA, or OSFA RSUA, or OSFA applied EPDM R, or ASBA, MBA, LVOC, or WBM (Lim. 9)
treated wood applied 12-inch o.c. 12-inch o.c. EPDM R FIT
Smooih APE or 8BS Min. 1.5-inch ENRGY 3in | DensDeck Prime in 2-Part UIA, | 50D MR 1275
R-A-9 ol 2-Part UIA, RSUA, or OSFA | RSUA, or OSFA applied 12-inch : ASBA, MBA,LVOC, or WBMA £l
Mod-Bit, or BUR over applied 12-inch o.c oc EPDM R, or (Lim. 9)
Concrete Deck PP . . EPDM R FIT
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Adhered Recover Assemblies
System - Base Insulation , MDP
No. Pre-existing Roof Note 7 Top Insulation or Base Ply Membrane Membrane Attachment (psf)
SmooIh AP or 985 Min. 1.5-inch ENRGY 3 in SECUROCK in 2-Part UIA, oo N 1275
R-A-10 ot 2-Part UIA, RSUA, or OSFA RSUA, or OSFA applied ’ ASBA, LVOC, or WBMA £l
Mod-Bit, or BUR over lied 12-inch 12-inch EPDM R, or (Lim. 9)
Concrete Deck applied 1-inch o.c. -inch o.c. EPDM R FIT
OPTIONAL . EPDM NR,
{1 | Granule ModBitorBUR |  Min. 0.5inch ENRGY 3in | DEXeOll PAIR ZPart U RSUA |- eppy g Fi, WEMA 165
over Concrete Deck 2-Part UIA, RSUA, or OSFA 12-inch g% EPDM R, or (Lim. 9)
applied 12-inch o.c. o EPDM R FIT
OPTIONAL . EPDM NR
. . ) . SeparatoR CGF in !
Granule Mod-Bit or BUR Min. 0.5-inch ENRGY 3 in EPDM NR FIT, -172.5
R-A-12 |~ over Concrete Deck |  2-Part UIA, RSUA, or OSFA Zrpart A, RSUA, or OSFA EPDM R, o WBMA (Lim. 9)
applied 12-inch o.c. PP a EPDM R FIT
Smooth APP or 885 Min. 1.5-inch ENRGY 3 in Invinsa in o 1725
R-A-13 ot 2-Part UIA, RSUA, or OSFA 2-Part UIA, RSUA, or OSFA ' ASBA, MBA, LVOC, or WBMA iy
Mod-Bit, or BUR over lied 12-inch lied 12-inch EPDM R, or (Lim. 9)
Concrete Deck applied f2-inch o.c. applied fz-inch o.c. EPDM R FIT
Smooth APP Mod-Bit, | . o SPTIONAL | DensDeck Prime or SECUROCK | 5PN MR _ 180
R-A-14 Grgc::echo/lr(’)gr-el?;‘g ODreEIl(JR 2-Part UIA. RSUA, or OSFA in 2-P:g)ﬁ!elé\,1§:9irﬁg\{ ngOSFA EPDMR, or ASBA, MBA, LVOC, or WBMA (Lim. 9)
applied 12-inch o.c. - EPDM R FIT
Snzzt_%ﬁpgrg;jgs Min. 1.5-inch ENRGY 3 in ProtectoR HD in E,fgﬁ%gﬁ’” 1875
R-A-15 Ny 2-Part UIA, RSUA, or OSFA 2-Part UIA, RSUA, or OSFA ’ LVOC or WBMA o
Mod-Bit, or BUR over lied 12-inch lied 12-inch EPDM R, or (Lim. 9)
Concrete Deck applied 12-inch o.c. applied 1z-inch o.c. EPDM R FIT
Smooih APE or 8BS Min. 1.5-inch ENRGY 3 in DEXcell FA in oo R 105
RA16 | 1 Bt or BUR over 2-Part UIA, RSUA, or OSFA RSUA or OSFA applied EPDM R, or ASBA (Lim. 9)
Concrete Deck applied 12-inch o.c. 12-inch o.c. EPDM R FIT
OPTIONAL . EPDM NR,
Ra7 | Granule Mod-BitorBUR |  Min. 0.5-inch ENRGY 3 in ProgatoR o 2harl VA1 EpDM NR FIT, ASBA 210
over Concrete Deck 2-Part UIA, RSUA, or OSFA otineh o pp EPDM R, or (Lim. 9)
applied 12-inch o.c. < EPDM R FIT
Smooth APP or 885 Min. 1.5-inch ENRGY 3 in SeparatoR CGF in 2-Part UIA, | 5200 MR 210
RA18 | 1oaBit or BUR over 2-Part UIA, RSUA, or OSFA | RSUA, or OSFA applied 12-inch EPOM R of ASBA, LVOC, or WBMA (Lim. 9)
Concrete Deck applied 12-inch o.c. 0-C. EPDM R FIT
OPTIONAL EPDM NR,
RA1g | Granule Mod-BitorBUR |  Min. 0.5-inch ENRGY 3in | DEXcell FAin 2-Part UIA, RSUA, | EPDM NR FIT, ASBA -217.5
over Concrete Deck 2-Part UIA, RSUA, or OSFA or OSFA applied 12-inch o.c. EPDM R, or (Lim. 9)
applied 12-inch o.c. EPDM R FIT
JMC22001.6 FL41356-R6
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JOHNS MANVILLE CORPORATION

‘ RE E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Adhered Recover Assemblies
System - Base Insulation , MDP
No. Pre-existing Roof Note 7 Top Insulation or Base Ply Membrane Membrane Attachment (psf)
OPTIONAL . EPDM NR,
A0 | Granule ModBitorBUR | Min. 0.5inch ENRGY 3in | DEXCell PATR ZPart UIA RSUA, | - cppiy N FiT, VBA or LVOC 2175
over Concrete Deck 2-Part UIA, RSUA, or OSFA 12-inch gpc EPDM R, or (Lim. 9)
applied 12-inch o.c. o EPDM R FIT
OPTIONAL . EPDM NR,
. . . . ProtectoR HD in 2-Part UIA Y
Granule Mod-Bit or BUR Min. 0.5-inch ENRGY 3 in gl EPDM NR FIT, -225
R-A-21 over Concrete Deck 2-Part UIA, RSUA, or OSFA RSUAHgfir?CiF:‘Capp“ed EPDM R, or MBA or LVOC (Lim. 9)
applied 12-inch o.c. o EPDM R FIT
. . . . EPDM NR,
. Min. 0.5-inch ENRGY 3 in SeparatoR CGF in !
RA22 | Granule Mod-BitorBUR |5 b+ 14 RSUA, or OSFA 2-Part UIA, RSUA, or OSFA | EPDMNRFIT, MBA or LVOC -247.5
over Concrete Deck aoolied 12-inch 0.0 apolied 12-inch 0.0 EPDM R, or (Lim. 9)
PP < i - EPDM R FIT
. EPDM NR,
. SeparatoR CGF in !
Granule Mod-Bit or BUR EPDM NR FIT, -315
R-A-23 over Concrete Deck ) 2—Pa:‘ Ulféd ’?g_%’%hog COSFA EPDM R, or MBA or LVOC (Lim. 9)
PP < EPDM R FIT
Mechanically Fastened Recover Assemblies
Base .
SBE Deck Detail Basg Insulation Top Insulation e [ Eira) Membrane Membrane Attachment Dl
No. Insulation Attachment (psf)
Attachment
Attached in-lap with JM Purlin
Fasteners installed
OPTIONAL L .
Pre-existing Metal INSULATION Preliminarily Cover Board or L EPDM R or 12-inch o.c. along the Polymer f30 .
. Secured or . . Preliminarily Membrane Batten through Pre- (Lim. 7;
R-M-1 Roof over Min. under . Min. 1-inch E3 or EPDM R - . o2
. . : secured with Secured existing roof into purlins; Laps Non-
16ga. steel purlins | Min. 1-inch E3 E3C1 FIT . g ;
top layer spaced 114-inch o.c.; Min. 6-inch HVHZ)
or E3 C1 . . . .
wide laps sealed with min. 3-inch
wide seam tape
Attached with JM Purlin
OPTIONAL S Fasteners installed 6-inch o.c.
. Preliminarily EPDM NR along the Polymer Membrane -37.5
Pre-existing Metal INSULATION Cover Board or T f . .
. Secured or . . Preliminarily or EPDM Batten through the membrane in (Lim. 7;
R-M-2 Roof over Min. under . Min. 1-inch E3 or : . .
. . ) secured with Secured NR FIT - the field (not in the lap); Battens Non-
16ga. steel purlins | Min. 1-inch E3 E3C1 . "
or E3 C1 top layer 60 or 90 spaced 7_2-|nch o.c.; Battens HVHZ)
covered with JM EPDM Peel &
Stick Sealing Strip
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CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION
EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Mechanically Fastened Recover Assemblies

System Base Bz Top Insulation MDP
Deck Detail " Insulation Top Insulation Membrane Membrane Attachment
No. Insulation Att Attachment (psf)
achment
Attached in-lap with JM Purlin
Fasteners installed
12-inch o.c. along the Polymer
Membrane Batten through Pre-
existing roof into purlins; Laps
spaced 114-inch o.c.; Min. 6-inch
OPTIONAL Preliminarily wide laps sealed with min. 3-inch
M Pre-existing Metal INSULATION Secured or (?over. Board or Preliminarily EPDM R or wide seam tape; 4M EPDM .10 .45
-M-3 Roof over Min. under secured with Min. 1-inch E3 or Secured EPDM R RPS attached with JM Purlin (Lim. 7)
16ga. steel purlins | Min. 1-inch E3 top layer E3C1 FIT Fasteners installed 12-inch o.c. ’
or E3 C1 along the Polymer Membrane
Batten through Pre-existing roof
into purlins; JM EPDM 10" RPS
spaced 114-inch o.c. and
centered between laps;
Membrane adhered to JM EPDM
10" RPS
Attached in-lap with JM Purlin
Fasteners installed
OPTIONAL Preliminaril 6-inch o.c. along the Polymer
Pre-existing Metal INSULATION Secured oFV Cover Board or Preliminaril EPDM R or Membrane Batten or with High 45
R-M-4 Roof over Min. under - Min. 1-inch E3 or y EPDM R Load Plates through Pre-existing .
16ga. steel purlins | Min. 1-inch £3 | Secured with E3C1 Secured FIT roof into purlins; Laps spaced | (FiM-7)
g P top layer Into p ; Laps space
or E3 C1 P 114-inch o.c.; Min. 6-inch wide
laps sealed with min. 3-inch wide
seam tape
JM EPDM 10” RPS attached with
JM Purlin Fasteners and High
OPTIONAL L : .
Pre-existing Metal | INSULATION | Fréliminarily Cover Board or o EPDMRor | L0ad Plates installed 6-inch o.c.
R-M-5 Roof over Min. under Secured or Min. 1-inch E3 or Preliminarily EPDM R throu_gh Pre-existing reof into -§2.5
160a. steel purlins | Min. 1-inch E3 secured with E3C1 Secured EIT purlins; JM EPDM 10” RPS (Lim. 7)
g p!
or E3 C1 top layer ) spaced
114-inch o.c.; Membrane
adhered to JM EPDM 10” RPS
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Adhered Assemblies over Steel Deck (New or Pre-existing)
System . Base Insulation . . Top Insulation/ Membrane MDP
No. Deck Vapor Barrier Note 7 Middle Insulation Cover Board Membrane Attachment (psf)
Min. 1.5inch ENRGY 3or| . OPTIONAL. | Min. 1-inch ENRGY 3or | EPDM NR, 45
S-A-1 G33 Optional ENRGY 3 CGF applied in ENIR;GY 3 CGF applied in ENRGY 3 CGF applied in | EPDM NR FIT, | ASBA, MBA, LVOC, | (Lim.9;
JM Vapor Barrier SA 2-Part UIA or RSUA 2_Part UIA or lggUA 2-Part UIA or RSUA EPDM R, or or WBMA Non-
spaced12-inch o.c. ) spaced12-inch o.c. EPDM R FIT HVHZ)
spaced12-inch o.c.
. . OPTIONAL
Min. 1.5-inch ENRGY 3 or . : . . EPDM NR, -45
Optional ENRGY 3 CGF applied in | Min. 1-inch ENRGY 3 or | DensDeck Prime applied | cpny s np FiT | ASBA, MBA, LVOC, | (Lim. 9;
S-A-2 G33 . ENRGY 3 CGF applied in | in 2-Part UIA, OSFA, or
JM Vapor Barrier SA 2-Part UIA or RSUA 2_Part UIA or RSUA RSUA spaced 12" o.c EPDM R, or or WBMA Non-
spaced 12-inch o.c. . P e EPDM R FIT HVHZ)
spaced12-inch o.c.
Min. 1.5inch ENRGY 3or| . OPTIONAL | ProtectoR BB, DEXCell | eppy g, 45
S-A-3 G33 Optional ENRGY 3 CGF applied in ENI"\;GY 3 CGF applied in | or SECUROCka lied in EPDM NR FIT, | ASBA, MBA, LVOC, | (Lim.9;
JM Vapor Barrier SA | 2-Part UIA or RSUA > Part UIA or ROUA > Part Ui Oorn EPDM R, or or WBMA Non-
spaced 12-inch 0.c. -Part UIA or RSU. -Part UIA, OSFA, or | copy RFIT HVHZ)
spaced12-inch o.c. RSUA spaced 12" o.c.
Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
System | Deck Thermal/ Base Basg e (s ita) Top Insulation or Coverboard Membrane MDP
. . - Insulation or Membrane
No. Detail |Vapor Barrier| Insulation Attachment Attachment (psf)
Attachment Coverboard
. EPDM NR, -30
samt | 33 | Optonal | OPTIONAL | Smulleneously | i qincy | U aF(%St b eplivt > & Plates | EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim. 7;
Vapor Barrier | INSULATION laver P| ENRGY 3 CGF 1 fgstener or Aft2 EPDM R, or WBMA Non-
Y P EPDM R FIT HVHZ)
Simultaneousl! EPDM NR, -37.5
S-AM-2 G33, F1, Optional OPTIONAL secured with toy Min. 2-inch Fasteners & Plates secured EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim.7;
L6, S24 | Vapor Barrier | INSULATION laver P| ENRGY 3 CGF 15 per 4-ft x 8-ft board EPDM R, or WBMA Non-
Y EPDM R FIT HVHZ)
OPTIONAL Min. 60mil 375
. INSULATION | Simultaneously EPDM NR, .
S-AM-3 G33 Optlonal_ under secured with top ProtectoR Fasteners & Plates se;:ured EPDM NR FIT, ASBA, MBA, LVOC, or | (Lim.7;
Vapor Barrier . ) 1 fastener per 4ft WBMA Non-
Min. 0.5-inch layer EPDM R, or HVHZ)
E3or E3C1 EPDM R FIT
OPTIONAL
. EPDM NR, -37.5
sam4 | cas | Optional | INSULATION | Simuteneously | '~ | Fasteners & Plates secured | EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim.7;
Vapor Barrier Min. 1.5-inch E3 laver P 12 per 4-ft x 8-ft board Pattern #2 | EPDM R, or WBMA Non-
- Y EPDM R FIT HVHZ)
or E3C1
Simultaneousl EPDM NR, 45
S-AM-5 G33 Optional OPTIONAL secured with toy Min. 1.5-inch Fasteners & Plates secured EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim.7;
Vapor Barrier | INSULATION laver P| E3orE3CT 1 fastener per 2.67ft? EPDM R, or WBMA Non-
aye EPDMR FIT HVHZ)
JMC22001.6 FL41356-R6
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
System | Deck Thermal/ Base Basg e (sl Top Insulation or Coverboard Membrane MDP
: . : Insulation or Membrane
No. Detail |Vapor Barrier| Insulation Attachment Attachment (psf)
Attachment Coverboard
OPTIONAL
. . EPDM NR, -45
Optional | /NSULATION | Simultaneously | Invinsa or Fasteners & Plates secured | EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim. 7;
S-AM-6 G33 . under secured with top | Min. 0.5-inch P
Vapor Barrier . ) 1 fastener per 2ft EPDM R, or WBMA Non-
Min. 0.5-inch layer SECUROCK EPDM R FIT HVHZ)
E3or E3 C1
Fasteners & | DensPeck Prime EPDM NR, 45
S-AM-7 G33 Optlonall Min. 1.5-inch Plates secured OPTIONAL layer 2-Part UIA,. OSFf\, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim.7;
Vapor Barrier | E3or E3 C1 1 fastener per of Min. 1.5-inch applied 12" o.c. EPDM R, or WBMA Non-
5 1.5
2.67ft E3or E3C1 EPDM R FIT HVHZ)
Min. 0.5-inch
DensDeck
Prime secured opartum | P ORAL EPDM NR, 45
with DF or TF | Min. 1.5-inch y ’ 2-Part UIA, OSFA, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim. 7;
S-AM-8 G33 OSFA, or RSUA | DEXcell FA, : A
at 1 fastener ENRGY 3 aoplied 12" o.c. | SECUROCK. or applied 12" o.c. EPDM R, or WBMA Non-
per 4f2 over PP | Densbeck Prime EPDMR FIT HVHZ)
OPTIONAL
Vapor Barrier
OPTIONAL Min. 60 mil 45
INSULATION | Simultaneously EPDM NR, . .
S-AM-9 G33 OPTIONA!_ under secured with top ProtectoR Fasteners & Plates sezcured EPDM NR EIT, ASBA, MBA, LVOC, or | (Lim. 7;
Vapor Barrier |, ,. ) 1 fastener per 4ft WBMA Non-
Min. 1.5-inch E3 layer EPDM R, or HVHZ)
or E3 C1 EPDM R FIT
Fasteners & EPDM NR, -45
S-AM-10 G33 Optional Min. 1.5-inch | Plates secured Min. 1-inch 2-Part UIA or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim. 7;
Vapor Barrier E3 1 fastener per E3 applied 12" o.c. EPDM R, or WBMA Non-
2.67ft? EPDM R FIT HVHZ)
Fasteners & EPDM NR, -45
S-AM-11 G33 Optional Min. 2-inch Plates secured Min. 1-inch 2-Part UIA or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or | (Lim. 7;
Vapor Barrier E3 1 fastener per E3 applied 12" o.c. EPDM R, or WBMA Non-
4t EPDM R FIT HVHZ)
Simultaneously UltraFast Fasteners & Plates EPDM NR,
S-AM-12 G33, F1, Optional OPTIONAL secured with to Min. 2-inch (Square) secured EPDM NR FIT, | ASBA, MBA, LVOC, or -45
L6, S24 | Vapor Barrier | INSULATION P | ENRGY 3 CGF q EPDM R, or WBMA (Lim. 7)
layer 12 per 4-ft x 8-ft board Pattern #1
EPDM R FIT
22GA . EPDM NR,
Type N, | optional OPTIONAL | Simultaneously | e 5 i 0h Fasteners & Plat d  |EPDM NR FIT,| ASBA, MBA, LVOC 45
S-AM-13 680 ptional secured with top in. 2-incl asteners ates secure , , , , or -
4 Vapor Barrier | INSULATION E3 16 per 4-ft x 8-ft board Type N EPDM R, or WBMA (Lim. 7)
H1, L12, layer
EPDM R FIT
HS24
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION

EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
System | Deck Thermal/ Base | Basg e (sl Top Insulation or Coverboard Membrane MDP
: . : nsulation or Membrane
No. Detail |Vapor Barrier| Insulation Att Attachment Attachment (psf)
achment Coverboard
G33, F1,| Optional OPTIONAL | Simultaneously | Min. 2-inch Fastoners & Plates secured | EPDM NR HIT 60
S-AM-14. 16,524 | Vapor Barrier | INSULATION Secu"fd with top EE,L“FTSJ 33 & 1 fastener per 1.6ft2 EPDM R, or WBMA (Lim. 7)
ayer EPDM R FIT
JM Vapor
Barrier SA or
SAR adhered
to
min. 0.5-inch
. . EPDM NR,
SAvs | 633 F1, | DEXCOIFE | Min 1.5nch | 2@ ;’p”;‘"gg o 250 | 2-Part UiA, OSFA, or RSUA | EPDM NR FIT, | ASBA, MBA, LVOC, or | 60
L6, S24 ENRGY 3 A applied 6" o.c. EPDM R, or WBMA (Lim. 7)
UF at1 6" o.c. DEXcell FA
EPDM R FIT
fastener per
2.0ft? and
primed with JM
SA Primer Low
VOC
DynaBase HW
adhered to
min. 0.5-inch . . EPDM NR,
S.AM.16 | G33 F1,| DEXcell FA | Min. 15-inch ,g's’za: ;{)”Sigg Pr'\gt'gégg'ﬂghor 2-Part UIA, OSFA, or RSUA | EPDM NR FIT, | ASBA, MBA, LVOC, or | 60
L6, S24 | secured with ENRGY 3 6" 0.C DEXcell FA applied 6" o.c. EPDM R, or WBMA (Lim. 7)
UF at 1 e EPDM R FIT
fastener per
2.0ft?
. Min. 2-inch EPDM NR,
G33, F1,| Optional OPTIONAL | Simultaneously | expay 3 CGF | Fasteners & Plates secured | EPDM NR FIT, 75
S-AM-17 ‘an g P . secured with top ’ WBMA .
L6, S24 | Vapor Barrier | INSULATION laver or ENRGY 3 C1 1 fastener per 1.6ft? EPDM R, or (Lim. 7)
v CGF EPDM R FIT
. Simultaneously . . EPDM NR,
S-AM-18 G33, F1, Optlonall OPTIONAL secured with top Min. 2-inch Fasteners & Plates secured EPDM NR FIT, | ASBA, MBA, LVOC, or -75
L6, S24 | Vapor Barrier | INSULATION laver E3or E3C1 1 fastener per 1.6ft? EPDM R, or WBMA (Lim. 7)
y EPDM R FIT
OPTIONAL
. EPDM NR,
S.AM.19 | G33 F2 |  Optional ’Ns‘jrﬁg‘;’ ON Si'g;‘:gg”\z‘t)ﬁfg; Min. 0.5-inch |  Fasteners & Plates secured | EPDM NR FIT, WBMA -82.5
L6, S18 | Vapor Barrier Mi . SECUROCK 1 fastener per 1ft? EPDM R, or (Lim. 7)
in. 1.5-inch layer EPDM R FIT
E3or E3C1
. Simultaneously . . EPDM NR,
S-AM-20 G33, F2, Optlonal_ OPTIONAL secured with top Min. 2-inch Fasteners & Plates secured EPDM NR FIT, | ASBA, MBA, LVOC, or -82.5
L6, S24 | Vapor Barrier | INSULATION laver E3or E3 C1 1 fastener per 1ft? EPDM R, or WBMA (Lim. 7)
y EPDM R FIT
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CREEK

TECHNICAL SERVICES, LLC

JOHNS MANVILLE CORPORATION

EPDM Single Ply Roofing Systems

APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
System | Deck Thermal/ Base Basg e (sl Top Insulation or Coverboard Membrane MDP
: . : Insulation or Membrane
No. Detail |Vapor Barrier| Insulation Attachment Attachment (psf)
Attachment Coverboard
Simultaneously Min. 2-inch EPDM NR,
G33, F2, Optional OPTIONAL ) ENRGY 3 CGF Fasteners & Plates secured EPDM NR FIT, -82.5
S-AM-21'\ | 6,'524 | Vapor Barrier | INSULATION Secu"f: gr'th 1P | or ENRGY 3 C1 1 fastener per 1ft2 EPDM R, or WBMA (Lim. 7)
y CGF EPDM R FIT
Fasteners & EPDM NR,
S-AM-22 G33, F2, Optional Min. 2-inch Plates secured Min. 1.5-inch 2-Part UIA, OSFA, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or -82.5
L6, S24 | Vapor Barrier | E3or E3 C1 1 fastener per ENRGY 3 applied 4" o.c. EPDM R, or WBMA (Lim. 7)
1ft2 EPDM R FIT
Fasteners & EPDM NR,
S-AM-23 G33, F1, Optional Min. 2-inch Plates secured Min. 1.5-inch 2-Part UIA, OSFA, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or -82.5
L6, S24 | Vapor Barrier | E3or E3 C1 1 fastener per E3or E3 C1 applied 6" o.c. EPDM R, or WBMA (Lim. 7)
1.6ft EPDM R FIT
Fasteners & OF:TAt i?\ ctg F;:Bh EPDM NR,
S-AM-24 G33, F1, Optional Min. 2-inch Plates secured DEX.ceIII FA 2-Part UIA, OSFA, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or -82.5
L6, S24 | Vapor Barrier | E3or E3 C1 1 fastener per ! applied 6" o.c. EPDM R, or WBMA (Lim. 7)
A SECUROCK, or
1.6ft . EPDM R FIT
DensDeck Prime
JM Vapor
Barrier SA or
SAR adhered
to
min. 0.5-inch
. . EPDM NR,
G3g, F1,| DEXCONFA |y g ginen | 2PartUidor | Min. 0.54nch |5 port Uia, OSFA, or RSUA | EPDM NR FIT, | ASBA, MBA, LVOC, or|  -82.5
S-AM-25 secured with RSUA applied | ProtectoR HD or . M .
L6, S24 ENRGY 3 " applied 6" o.c. EPDM R, or WBMA (Lim. 7)
UF at 1 6" o.c. DEXcell FA
EPDM R FIT
fastener per
1.33ft? and
primed with JM
SA Primer Low
VOC
Fasteners & EPDM NR,
S-AM-26 G33, P, Optional Min. 2-inch Plates secured Min. 1.5-inch 2-Part UIA or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or -90
L6, S24 | Vapor Barrier E3 1 fastener per ENRGY 3 applied 6" o.c. EPDM R, or WBMA (Lim. 7)
11t EPDM R FIT
OPTIONAL
. EPDM NR,
S-AM-27 G380, F2, Optional INS(UJ#?;ION Sselgﬁggnv?i?# ?(I)y Min. 0.5-inch Fasteners & Plates secured EPDM NR FIT, WBMA -105
L6, S18 | Vapor Barrier . ) P| SECUROCK 1 fastener per 1ft? EPDM R, or (Lim. 7)
Min. 1.5-inch layer EPDM R FIT
E3or E3 C1
. Min. 2-inch EPDM NR,
G80, F2,| Optional OPTIONAL | Simultaneously | expay3car | F &Pl d |EPDMNRFIT, 120
s-Am-2g | 680 F2. | Optional secured with top asteners & Plates secure : WBMA -
L6, S24 | Vapor Barrier | INSULATION laver or ENRGY 3 C1 1 fastener per 1ft? EPDM R, or (Lim. 7)
aye CGF EPDM R FIT
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Steel Deck (New, Pre-existing, or Recover)
System | Deck Thermal/ Base Basg e (sl Top Insulation or Coverboard Membrane MDP
: . : Insulation or Membrane
No. Detail |Vapor Barrier| Insulation Attachment Attachment (psf)
Attachment Coverboard
G80, F2,|  Optional OPTIONAL | Simultaneously |y o 0 Fasteners & Plates secured POV NR 1T 120
S-AM-29 | | 6,'524 | Vapor Barrier | INSULATION Secu"f: gr'th P | E3orE3C1 1 fastener per 1ft2 EPDMR, or | ASBA MBAOrLVOC | i '7)
y EPDM R FIT
G80 Fasteners & EPDM NR,
S-AM-30 | F1w/ ’L6 Optional Min. 2-inch Plates secured ProtectoR HD 2-Part UIA, OSFA, or RSUA EPDM NR FIT, | ASBA, MBA, LVOC, or -120
Sé4 | Vapor Barrier | E3or E3 C1 1 fastener per applied 4" o.c. EPDM R, or WBMA (Lim. 7)
11t EPDM R FIT
G80 Fasteners & EPDM NR,
S-AM-31 | F1W L6 Optional Min. 2-inch Plates secured Min. 1.5-inch 2-Part UIA, OSFA, or RSUA EPDM NR FIT, ASBA -127.5
Sé4 "| Vapor Barrier | E3or E3 C1 1 fastener per ENRGY 3 applied 4" o.c. EPDM R, or (Lim. 7)
1t EPDM R FIT
Mechanically Fastened Assemblies over Steel Deck (New, Pre-existing, or Recover)
Base .
S De'Cl.( BaSP.‘ Insulation Top. ey [TELEL T Membrane Membrane Attachment Ll
No. Detail Insulation Insulation Attachment (psf)
Attachment
G33, F1, INSULATION Secured or OPTIONAL Preliminarily o (Lim. 7;
S-M-1 ; . EPDM NR along the Polymer Membrane Batten; JM
L6, S24 under min. secured with top Cover Board Secured " . ) Non-
1 5-inch E3 laver EPDM 10” RPS spaced 72-inch o.c.; HVHZ)
) Y Membrane adhered to JM EPDM 10" RPS
G33, F1, INSULATION Secured or OPTIONAL Preliminarily EPDM NR - - 9 y (Lim. 7;
S-M-2 . . Membrane Batten; Battens spaced
L6, S24 under min. secured with top Cover Board Secured 60 or 90 ; . . Non-
1 5-inch E3 laver 114-inch o.c.; Battens covered with JM HVHZ)
: Y EPDM Peel & Stick Sealing Strip
22GA Lo
OPTIONAL Preliminarily . . -37.5
Type N, Lo Attached with High Load Fasteners and X i
S-M-3 G80, INSULATION | Secured or OPTIONAL Preliminarily EPDM R High Load Plates installed 8-inch 0.c.: (Lim. 7;
under min. secured with top Cover Board Secured ) ) Non-
H1, L12, 1 5einch E3 | Laps spaced 114-inch o.c; HVHZ
HS24 .5-inc ayer )
Attached with UltraFast Fasteners installed
OPTIONAL Preliminarily 6-inch o.c. along the Polymer Membrane
S-M-4 G33, F1, INSULATION Secured or OPTIONAL Preliminarily EPDM NR - Batten through the membrane in the field -45
L6, S24 under min. secured with top Cover Board Secured 45, 60 or 90 (not in the laps); Battens spaced 72-inch (Lim. 7)
2-inch E3 layer o.c.; Battens covered with JM EPDM Peel
& Stick Sealing Strip
OPTIONAL Preliminarily . .
G80, F1, | INSULATION Secured or OPTIONAL Preliminarily Attached in-lap with APB Fasfener & 45
S-M-5 . . EPDM R Plates with High Load Fasteners spaced .
L6, S24 under min. secured with top Cover Board Secured i . . (Lim. 7)
. 6" o.c.; Laps spaced 114-inch o.c.
1.5-inch E3 layer
JMC22001.6 FL41356-R6
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JOHNS MANVILLE CORPORATION
3 C RE E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D — APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Mechanically Fastened Assemblies over Steel Deck (New, Pre-existing, or Recover)
Base .
Sysits De-clf Basg Insulation Top. Ve (s e) Membrane Membrane Attachment G0
No. Detail Insulation Insulation Attachment (psf)
Attachment
OPTIONAL Preliminarily Attached in-lap with High Load Fasteners
S-M-6 G33, F1, INSULATION Secured or OPTIONAL Preliminarily EPDM R installed 6-inch o.c. along the Polymer -52.5
L6, S24 under min. secured with top Cover Board Secured Membrane Batten; Laps spaced (Lim. 7)
1.5-inch E3 layer 114-inch o.c.; 6-inch wide seam tape
OPTIONAL Preliminarily Attached in-lap with High Load Fasteners
S-M-7 G33, F1, INSULATION Secured or OPTIONAL Preliminarily EPDMR FIT installed 6-inch o.c. along the Polymer -60
L6, S24 under min. secured with top Cover Board Secured Membrane Batten; Laps spaced (Lim. 7)
1.5-inch E3 layer 116-inch o.c.
Adhered Assemblies over Wood Deck (New or Pre-existing)
System Deck Basg Base Insulation | Top Insulation or Ve ISt i) @ MDP
] Insulation Coverboard Membrane Membrane Attachment
No. Detail Attachment Coverboard (psf)
(Note 7) Attachment
EPDM NR, -45
2-Part UIA or RSUA EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 9;
W-A-1 | 77160, L24 - - ProtectoR HD 12-inch o.c. EPDMR, or ASBA Non-
EPDM R FIT HVHZ)
EPDM NR, -90
RSUA EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 9;
W-A2 | 7/160, L24 - - ProtectoR HD B-inch o.c. EPDMR, or ASBA Non-
EPDM R FIT HVHZ)
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Pre-existing, or Recover)
System Deck Base Base Insulation | Top Insulation or ey [t Eife) @ MDP
. X Coverboard Membrane Membrane Attachment
No. Detail Insulation Attachment Coverboard (psf)
Attachment
Trufast VERSA-FAST
Optional Preliminarily fastener and UltraFast EPDM NR, -30
W-AM-1 T7/160, INSULATION Secured or Min. 1.5-inch Metal Plate (Round) EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 7;
L24 and/or Vapor secured with top E3or E3 C1 secured EPDM R, or ASBA Non-
Barrier layer 12 per 4-ft x 8-ft board EPDM R FIT HVHZ)
Pattern #2
Optional Preliminarily Min. 1.5-inch EPDM NR, -37.5
W-AM-2 T19/32P, INSULATION Secured or ENRG-Y 3 CGF or DF, TF or UF secured EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 7;
L24 and/or Vapor secured with top ENRGY 3 FR 1 fastener per 4ft? EPDM R, or ASBA Non-
Barrier layer EPDM R FIT HVHZ)
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JOHNS MANVILLE CORPORATION
C R E E K EPDM Single Ply Roofing Systems
TECHNICAL SERVICES, LLC APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES
Assemblies with Adhered Membranes over Insulated Wood Deck (New, Pre-existing, or Recover)
System Deck Base Base Insulation | Top Insulation or Ureig sl Ee) @F MDP
: ; Coverboard Membrane Membrane Attachment
No. Detail Insulation Attachment Coverboard Att (psf)
achment
Trufast VERSA-FAST
Optional Preliminarily fastener and UltraFast EPDM NR, -37.5
W-AM-3 T7/160, INSULATION Secured or DensDeck Prime Metal Plate (Square) EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 7;
L24 and/or Vapor secured with top secured EPDM R, or ASBA Non-
Barrier layer 12 per 4-ft x 8-ft board EPDM R FIT HVHZ)
Pattern #2
Optional Preliminarily DF or TF secured EPDM NR, -45
W-AM-4 T19/32P, INSULATION Secured or Min. 1.5-inch 12 per 4-ft x 8-t board EPDM NR FIT, MBA, LVOC, WBMA, or (Lim. 7;
L24 and/or Vapor secured with top E3or E3C1 Pattern #2 EPDM R, or ASBA Non-
Barrier layer EPDM R FIT HVHZ)
Optional Preliminarily EPDM NR,
WAM.5 | T15/82P, | INSULATION Secured or Min. 2-inch F asteners ri (f lates EPDM NR FIT, MBA, LVOC, WBMA, or -52.5
L24, N6 and/or Vapor secured with top E3 16 per 4-ft x 8-ft board EPDM R, or ASBA (Lim. 7)
Barrier layer P EPDM R FIT
Fasteners & Plates EPDM NR,
W-AM-6 T15/32P, Min. 2-inch secured Min. 1.5-inch 2-Part UIA, OSFA, or EPDM NR FIT, MBA, LVOC, WBMA, or -52.5
L24, N6 E3 16 per 4-ft x 8-t E3or E3C1 RSUA applied 6" o.c. EPDM R, or ASBA (Lim. 7)
board EPDM R FIT
Fasteners & Plates Pr'\oﬂt% ct(c)) R5 I:]Dhor EPDM NR,
W-AM-7 T15/32P, Min. 2-inch secured DIEj(céII-IFE\ 2-Part UIA,_OSFA, or EPDM NR FIT, MBA, LVOC, WBMA, or -52.5
L24, N6 E3 16 per 4-ft x 8-ft ’ RSUA applied 6" o.c. EPDM R, or ASBA (Lim. 7)
board SECUROCK, or EPDM R FIT
DensDeck Prime
Optional Preliminarily JM UltraFast Plate Metal EPDM NR,
W-AM-8 T15/32P, INSULATION Secured or Min. 0.5-inch Flat and All Purpose EPDM NR FIT, MBA, LVOC, WBMA, or -75
L24, N6 and/or Vapor secured with top DEXcell FA Fastener secured EPDM R, or ASBA (Lim. 7)
Barrier layer 24 per 4-ft x 8-ft board EPDM R FIT
Optional Preliminarily JM UltraFast Plate Metal EPDM NR,
W-AM-9 T19/32P, INSULATION Secured or Min. 0.5-inch Flat and All Purpose EPDM NR FIT, MBA, LVOC, WBMA, or -82.5
L24, N6 and/or Vapor secured with top DEXcell FA Fastener secured EPDM R, or ASBA (Lim. 7)
Barrier layer 24 per 4-ft x 8-ft board EPDM R FIT
Optional Preliminarily Fasteners & Plates EPDM NR,
W-AM-10 T15/32P, INSULATION Secured or Min. 2-inch secured EPDM NR FIT, MBA, LVOC, WBMA, or -82.5
L24, N6 and/or Vapor secured with top E3 24 per 4-ft x 8-t board EPDM R, or ASBA (Lim.7)
Barrier layer p EPDM R FIT
Fasteners & Plates EPDM NR,
W-AM-11 T15/32P, Min. 2-inch secured Min. 1.5-inch 2-Part UIA, OSFA, or EPDM NR FIT, MBA, LVOC, WBMA, or -82.5
L24, N6 E3 24 per 4-ft x 8-ft E3or E3 C1 RSUA applied 6" o.c. EPDM R, or ASBA (Lim. 7)
board EPDM R FIT
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JOHNS MANVILLE CORPORATION

‘ RE E K EPDM Single Ply Roofing Systems

TECHNICAL SERVICES, LLC APPENDIX D - APPROVED ASSEMBLIES FOR JM EPDM SINGLE-PLY MEMBRANES

Assemblies with Adhered Membranes over Insulated Wood Deck (New, Pre-existing, or Recover)
System Deck Base Base Insulation | Top Insulation or Ureig sl Ee) @F MDP
: X Coverboard Membrane Membrane Attachment
No. Detail Insulation Attachment Coverboard (psf)
Attachment
Fasteners & Plates | 7' e¢0R HD. of EPDM NR,
W-AM-12 T15/32P, Min. 2-inch secured DEj(céIl FA 2-Part UIA, OSFA, or EPDM NR FIT, MBA, LVOC, WBMA, or -82.5
L24, N6 E3 24 per 4-ft x 8-ft ! RSUA applied 6" o.c. EPDM R, or ASBA (Lim. 7)
SECUROCK, or
board . EPDM R FIT
DensDeck Prime
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.
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