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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44
Date: 06/16/25

CERTAINTEED LLC
18 Moores Road
Malvern, Pennsylvania 19355

SCOPE

Architectural Testing, Inc. (an Intertek company) dba Intertek Building & Construction (B&C) was
contracted by AMYT Energy Holdings LLC dba SunStyle to perform testing in general accordance
with ASTM D3161/D3161M on their Sunstyle, BIPV system. This test report is a reissue of the
original Report No. M8037.01-109-44. This report is issued in the name of CertainTeed LLC
through written authorization of AMYT Energy Holdings LLC dba SunStyle. Results obtained are
tested values and were secured by using the designated test method(s). Testing was conducted
at Intertek B&C test facility in York, Pennsylvania.

2025.06.23 10:46:25 -04'00'

For INTERTEK B&C:

COMPLETED BY: Timothy J. McGill REVIEWED BY: Tanya A. Dolby, P.E.
Senior Project Engineer — Engineering Manager —

TITLE: Product Testing TITLE: Engineering Services

SIGNATURE: ity Sgrdty. Ty . coa SIGNATURE: Oighay igned by: e Doy

DATE: 06/16/25 DATE: 06/16/25

TJM/APM:nls/mas

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client.
Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any
party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report.
Only the Client is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name
or one of its marks for the sale or advertisement of the tested material, product or service must first be approved in writing by Intertek.
The observations and test results in this report are relevant only to the sample(s) tested. This report by itself does not imply that the
material, product, or service is or has ever been under an Intertek certification program.
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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44
Date: 06/16/25

TEST METHOD(S)

The specimens were evaluated in general accordance with the following:

ASTM D3161/D3161M-20, Standard Test Method for Wind-Resistance of Steep Slope Roofing
Products (Fan-Induced Method)

Two decks were tested with only one orientation of the decks to the machine opening.

MATERIAL SOURCE/INSTALLATION

Test specimens were provided by the client. Representative samples of the test specimen(s) will
be retained by Intertek B&C for a minimum of four years from the test completion date.

EQUIPMENT

Tape Measure Verification: 63788
Blower: A1210

Wind Speed Monitor: 63363
Stopwatch: INT00974

Weather Station: INT00549

LIST OF OFFICIAL OBSERVERS

NAME COMPANY
John Reed Sunstyle
Vicki L. McElwain Intertek B&C
Andrew P. Mehalick Intertek B&C
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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44

Date: 06/16/25

TEST SPECIMEN DESCRIPTION

Product Type: BIPV System
Series/Model: SunStyle

Product Size(s):

Test Specimens #1 and #2:

130 Derry Court
York, Pennsylvania 17406

Telephone: 717-764-7700
Facsimile: 717-764-4129
www.intertek.com/building

OVERALL AREA: WIDTH HEIGHT
2.6 m?(28.0 ft?) millimeters inches millimeters inches
Overall size 1505 59-1/4 1727 68
PV tile size 870 34-1/4 870 34-1/4
Small non-PV tiles

4 19-1/2 24 -3/4
(bottom) (2) 9 51/ 8 53/
Large non-PVitile ;g 48-3/8 765 30-1/8
(bottom)
Large non-PV tiles

7 26-9/1 1232 48-1/2

(sides) (2) 675 6-9/16 3 8-1/
Large non-PV tiles

584 23 870 34-1/4
(top) (2)
Small non-PV tile 578 22:3/4 292 11-1/2
(top)

The following descriptions apply to all specimens.

Test Specimen Description and Installation: A 50" wide by 66" long test deck was constructed
from nominal 2x4 Spruce-Pine-Fir wood lumber with one joist located in the center and sheathed
with 15/32" plywood. The test deck was sheathed with a self-adhering underlayment with two
vertical joints that allowed for a 3" overlap that was taped with an adhesive tape. A layer of 2x4
battens was placed onto the test deck with the battens running with the joists. The battens were
spaced 11-5/8" from each side and spaced 18" on center. A second layer of 2x4 battens was
placed perpendicular to the layer below and was spaced 16" on center. A third layer of 2x4
battens was placed perpendicular to the second layer. The battens were located at each edge
and midspan of the deck. A fourth layer of 1x4 battens was placed perpendicular to the third
layer. The battens were spaced 18-1/2" on center. Installation clips were placed onto the battens
with two #10 x 1-1/4" flat head self-drilling screws. The panels were placed onto the test deck
and secured to the installation brackets using M6-0.75 x 20 and M6-0.75 x 30 bolts and
M6-0.75 x 30 standoffs. The bolts were torqued to 5 Nm.
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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44
Date: 06/16/25

Test Procedure Description: The test was performed to the Class F classification of the ASTM
D3161/D3161M specification. The test decks were not thermally conditioned prior to testing. All
specimens were tested with the roof deck at a 2:12 slope. The test decks were tested with the
bottom of the target course parallel to the machine orifice.

TEST RESULTS

The temperature during testing was 22°C - 26°C (73°F - 78°F). The results are tabulated as follows:

Test Specimen #1: Parallel to Opening

Duration Wind Speed
(Hours: Min.: Seconds) KPH (MPH) Results
00:00:00 - 02:00:00 177 (110) Pass, no visible damage observed

Test Specimen #2: Parallel to Opening

Duration Wind Speed
(Hours: Min.: Seconds) KPH (MPH) Results
00:00:00 - 02:00:00 177 (110) Pass, no visible damage observed

General Note: All testing was performed in accordance with the referenced standard(s).

CONCLUSION

This report does not constitute certification of this product nor an opinion or endorsement by this
laboratory. Intertek B&C will service this report for the entire test record retention period. The
test record retention period ends four years after the test date. Test records, such as detailed
drawings, datasheets, representative samples of test specimens, or other pertinent project
documentation, will be retained for the entire test record retention period.

Unless differently required, Intertek reports apply the "Simple Acceptance" rule, also called

"Shared Risk approach," of ILAC-G8:09/2019, Guidelines on Decision Rules and Statements of
Conformity.
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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44
Date: 06/16/25

PHOTOGRAPHS

130 Derry Court
York, Pennsylvania 17406

Telephone: 717-764-7700
Facsimile: 717-764-4129
www.intertek.com/building

Test Specimen #1 Prior to Testing

Photo No. 1

Version: 07/24/17

Photo No. 2
Test Specimen #2 Prior to Testing
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TEST REPORT FOR CERTAINTEED LLC
Report No.: M8037.02-109-44
Date: 06/16/25

DRAWINGS
The test specimen drawings have been reviewed by Intertek B&C and are representative of the

test specimen(s) reported herein. Test specimen construction was verified by Intertek B&C per
the drawings included in this report. Any deviations are documented herein or on the drawings.
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Fastenal Product Standard

REV-01

Date: May 30, 2019

FasTEnNAL

M.STRIP.7379.A2-70

Metric, Socket Head Shoulder Screw, (Stripper Bolt), ISO 7379, A2-70 Stainless

Steel

This product standard contains the required dimensional, mechanical, performance, and chemical characteristics of the products shown
in this purchase order (as applicable to the product). Unless specified below, current revisions of national or international standards
shall be applicable as of the date of Fastenal’s purchase order and must be adhered to in their entirety. If the order received does not
meet these requirements, corrective action may be issued which could jeopardize your status as an approved supplier to Fastenal.

T
.1 0.8
| V/ :
N
H :—(\ _f * f
A __4',,‘ K — D -G — + D,
-3 1 ¥ |
2
- F |+ |- J
—H L E
D D1 b E A K G
Nom. | Max. | Min. Max. [ Min. | Max. | Min. | Min. | Max. | Min.
4 3.9903.960| M3 | 05 | 7.35| 6.65| 7.00 | 6.64 | 3.40 | 2.40 | 2.10
5 4990|4960 | M4 | 0.7 | 835 7.65| 9.00 | 8.64 | 4.40 | 3.10 | 2.80
6.0 | 5990|5951 M5 | 0.8 | 9.75] 9.25]10.22] 9.78 | 5.42 | 3.86 | 3.68
8 7.987 | 7.951 | M6 1 |11.25(10.75|13.27]|12.73| 7.42 | 458 | 4.40
10 9.987 1 9.951 | M8 | 1.25(13.25(12.75(16.27|15.73| 9.42 | 6.25 | 6.03
12 111.984]11.941| M10 | 1.5 |16.40|15.60|18.27|17.73|11.42| 7.91 | 7.69
16 |15.984]15.941| M12 | 1.75|18.40|17.60| 24.33| 23.67|15.42| 9.57 | 9.35
20 [19.980]/19.928| M16| 2 |[22.40(21.60(30.33(29.67|19.42|13.33|12.96
25 [24.980|24.928| M20 | 2.5 [27.40(26.60(36.39|35.61|24.42|16.57|16.30
D F I N J T
Nom. | Max. | Min. | Max. | Max. | Min. | Nom.| Max. | Min. | Min.
4 3.0 | 278 25 | 2.0 | 0.10 2 2.045 | 2.020 | 1.60
5 40 [ 378 25 | 20 | 0.15| 25 | 2.56 | 2520 | 2.00
6.0 45 [ 432| 25 | 2.0 | 0.50 3 3.080 | 3.020 | 2.40
8 55 532 25| 25 | 053 4 4,095 | 4.020 | 3.30
10 7.0 | 678 25 | 3.1 | 0.64 5 5.095 | 5.020 | 4.20
12 9.0 | 878 25 | 3.7 | 0.77 6 6.095 | 6.020 | 4.90
16 11.0 |10.73] 25 | 4.4 | 0.87 8 8.115 | 8.025 | 6.60
20 14.0 113.73] 25 | 5.0 | 1.14| 10 |[10.115]|10.025| 8.80
25 16.0 |15.73] 3.0 | 6.3 | 1.38 | 12 [12.142]|12.032]10.00
Shoulder length tolerance (L): -0/ + 0.25

RECORD OF REVISION CHANGES TO THIS DOCUMENT ARE LOCATED ON THE
LAST PAGE

Ntertek

Total Quality. Assured.

Date:

Report #:

M8037.01-109-44

12/15/2021

Verified by:

.:”)&Zﬁr-—;ﬁ.‘_'—f‘._ :EM/_’
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Page 2 of 2

Fastenal Product Standard

REV-01

Date: May 30, 2019

FasTEnNAL

M.STRIP.7379.A2-70

Specification Requirements:

e Dimensions:

e Material &

Mechanical Properties:

e Threads:
e  Finish:

Sizes 4 & 5: See Table Above.

Sizes 6.0 — 25: 1SO 7379, except shoulder diameter

6.0 replaces 6.5 and 12 replaces 13.

A2-70 Stainless Steel per 1SO 3506-1;
Tensile strength based on the neck diameter behind the

threads.
5969

Per ASTM A380/A380M

Revision Level Changes to this Document

Document Name Revision Revision Rationale for Revision
Level Date
M.STRIP.A2-70 01 12/18/2018 Revised dimensional table value.
M.STRIP.A2-70 02 2/20/2019 Revised image and dimensional table.
M.STRIP.7379.A2-70 00 5/16/2019 Revised title and mechanical requirement.
M.STRIP.7379.A2-70 01 5/30/2019 Fixed typo in dimensional table.

The rationale above may not include all of the changes within each revision. A complete
review of the Fastenal Product Standard is required.

Ntertek o

Total Quality. Assured.

Report #: M8037.01-109-44

12/15/2021

Verified by: 77 7 Ah ko
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©2021 SunStyle. All Rights Reserved.

This information is intended only for the person or entity to which it is addressed and
may contfain confidential and/or privileged material. Any review, retransmission,
dissemination or other use of, or taking of any action in reliance upon this information
by person or entities other than the intended recipient is prohibited.

NOTES:

1. ADHESIVE SHALL BE 3M 5935 TAPE, ACCEPTABLE ALTERNATE IS 3M 5915 TAPE
2. ADHESIVE TAPE TOTAL THICKNESS SHALL BE .016"
3. REMOVABLE PROTECTIVE BACKING SHALL BE APPLIED OVER ADHESIVE

ADHESIVE APPLIED THIS SIDE
/SEE NOTES 1-3

+0.64

4.7625 500

Report #: M8037.01-109-44

ntertek ... 12/15/2021

Total Quality. Assured.
Verified by: 7/ 77 Ml AL

UNLESS OTHERWISE SPECIFIED | CAD GENERATED DRAWING, i T T
DIMENSIONS IN' MILLIMETERS DO NOT MANUALLY UPDATE %)](wl I’ IR
TOLERANCES ARE: APPROVALS DATE R
DECIMALS ANGLES DRAWN SUNSTYLE USA
XXt .3 X+ 1 DI XX XX XX 250 Alice St
XXX£.15 XXt.5 CHECKED Wheeling, IL 60090
MATERIAL KXIXXK 0 FLE NAME:
RESP ENG N .
- EPDM Shore 60A xooxx | 4mm Shingle S1 & $2 Disc
Black MFG ENG SIZE | DWG. FILE NAME: REV.
XXXXXX R 600000 A
QUAL ENG
DO NOT SCALE DRAWING XXXX.XX | SCALE 2:1 SHEET1 OF 1
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©2021 SunStyle. All Rights Reserved.

This information is intended only for the person or entity to which it is addressed and
may contain confidential and/or privileged material. Any review, retransmission,
dissemination or other use of, or taking of any action in reliance upon this information
by person or entities other than the intended recipient is prohibited.

] 2387048

ADHESIVE APPLIED THIS SIDE
SEE NOTES 1-3

+1.00

S

Report #: M8037.01-109-44

ntertek ... 1271572001
Total Quality. Assured.
Verified by: 22 7 Mdodd”

DIENSIONS N MLINETERS | Conormwniyirode | el S
TOLERANCES ARE: APPROVALS OATE e
NOTES: Diigs :ZTLES ORAN XX.XXXX gslg)",iﬁ;reY SLTE USA
XXX£.15 XXx.5 CHECKED’” . Whee"ng, ”. 60090
1.  ADHESIVE SHALL BE 3M 5935 TAPE OR 3M 5915 TAPE " P DM 60A RESP ENG e TI'TF]”};N;S\'\;TE{ngle $3 & $4 Disc
2.  ADHESIVE TAPE TOTAL THICKNESS SHALL BE .016" FNSH Black MFGENG XX‘XXAXX SoE WG FIE NANE REV.
3. REMOVABLE PROTECTIVE BACKING SHALL BE APPLIED OVER ADHESIVE o NOT SCALE DRAMING QUALENG XX‘XX'XX ::ALE . 600001 SHEET]OF/]A\
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©2021 SunStyle. All Rights Reserved.

This information is intended only for the person or entity to which it is addressed and
may contfain confidential and/or privileged material. Any review, retransmission,
dissemination or other use of, or taking of any action in reliance upon this information
by person or entities other than the intended recipient is prohibited.

+1.26 +0.64

+1.00

-/

_\ADHESIVE ON THIS FACE (SEE NOTES 1-3)

Report #: M8037.01-109-44

ntertek ... 12/15/2021

Total Quality. Assured.
Verified by: 722 77 Ml ALE

UNLESS OTHERWISE SPECIFIED | CAD GENERATED DRAWING e . .
DIMENSIONS IN MILLIMETERS DO NOT MANUALLY UPDATE —{}Lml |" B
TOLERANCES ARE: PPROVALS OATE ot R
NOTES: DECWALS  ANGLES o AT SUNSTYLE USA
XX+.3 X+1 DI XXXX.XX 250 Alice St
XA XS CHECKED Wheeling, IL 60090
1. ADHESIVE SHALL BE 3M 5935 TAPE OR 3M 5915 TAPE MATERAL  EPDM 60A  eespene X0 3th\LE NlAME: .
2. ADHESIVE TAPE TOTAL THICKNESS SHALL BE .016" bk x| Single 53 Disc
3. REMOVABLE PROTECTIVE BACKING SHALL BE APPLIED OVER ADHESIVE e XXXXXX g 600004 A

DO NOT SCALE DRAWING . XX.XX.XX  SCALE 4 SHEET 1 OF 1
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©2021 SunStyle. All Rights Reserved.

This information is intended only for the person or entity to which it is addressed and
may contfain confidential and/or privileged material. Any review, retransmission,
dissemination or other use of, or taking of any action in reliance upon this information
by person or entities other than the intended recipient is prohibited.

.63

NOTES:

1. ADHESIVE SHALL BE 3M 5935 TAPE
2.  ADHESIVE TAPE TOTAL THICKNESS SHALL BE .016"

3.  REMOVABLE PROTECTIVE BACKING SHALL BE APPLIED OVER ADHESIVE

SEE NOTES 1-3

N>

ADHESIVE APPLIED THIS SIDE

Report #: M8037.01-109-44

ntertek ... 12/15/2021

Total Quality. Assured.
Verified by: 22 7 A d

UNLESS OTHERWISE SPECIFIED | CAD GENERATED DRAWING, di O e D .
DIMENSIONS  IN INCHES DO NOT MANUALLY UPDATE —i,)]( | I’ R A
TOLERANCES ARE: e A

APPROVALS DATE
DECIMALS ANGLES DRAWN SUNSTYLE USA

JxE 08 X£l DI XXXXXX 250 Alice St
oos G5 XS CHECKED Wheeling, IL 60090
- XX XX XX
MATERIAL EPDM 6OA RESP ENG 3D FILE NAME.: )
FINISH xoxxxx | 6mm Shingle S1 Disc
Black MFG ENG oo | SZE | DWG: FILE NAVE: REV.
QUALENG émm Shingle S1 Disc

DO NOT SCALE DRAWING . XX.XX.XX  SCALE 2 SHEET 1 OF 1
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This information is intended only for the person or entity to which it is addressed and
may contfain confidential and/or privileged material. Any review, retransmission,
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+0.64
9.525 0

Report #: M8037.01-109-44

u ltG ' tG l( Date: 12/15/2021
Total Quality. Assured.
Verified by: _Z0. 77 Ml ddt

UNLESS OTHERWISE SPECIFIED | cApD GENERATED DRAWING, e .
DIMENSIONS IN' MILLIMETERS DO NOT MANUALLY UPDATE —?,)]4— Sl |’ v A
TOLERANCES ARE: St i

APPROVALS DATE ’
DECIMALS ANGLES DRAWN SUNSTYLE USA

Xxbx( : .?5 xz1 DI XX.XX.XX 250 Alice St
XX, XX%.5 CHECKED Wheeling, IL 60090

XXXXXX

MATERIAL RESP ENG 3D FILE NAME:

- EPDM Shore 60A woxxx | Shingle Mount - Single Shingle

Black MFG ENG SIZE | DWG. FILE NAME: REV.
XXXXXX R 600026 A
QUAL ENG

DO NOT SCALE DRAWING . XX.XX.XX | SCALE 2 SHEET 1 OF 1
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THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF
DESIGN INTEGRITY ANY REPRODUCTION IN PART OR WHOLE WITHOUT
THE WRITTEN PERMISSION OF DESIGN INTEGRITY IS PROHIBITED.

-~ 918507 )9 ———=]
+0.64
— ®10.08+8:88> 7.9479:88
+0.64
$3.30 300
R
Report #: M8037.01-109-44
“ 't@(tel( Date: 12/15/2021
Total Quality. Assured.
Verified by: .z 7 il dd
+0.32

UNLESS OTHERWISE SPECIFIED
DIMENSIONS IN MILLIMETERS ggDNG(fTNEv'\?:LEDALDLiAmB%E D Es I G N I NTE G R ITY

TOLERANCES ARE: 1528 W. ADAMS STREET
DECIMALS ANGLES - AQZPROVALS DATE CHICAGO, IL 60607
XXt 3 X1 DI XXKXXX 312.942.0602
XXX£.15 XXt.5 CHECKED
MATERIAL Support Bumper - Single Shingle
EPDM Shore 60A FEPENG
FINISH
Black MFGENG SIZE | DWG. NAME: REV.
B 600027 A
DO NOT SCALE DRAWING  QUALENG

SCALE 411 SHEET 1 OF 1
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may contfain confidential and/or privileged material. Any review, retransmission,
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+0.50

+0.50
$21.02459

0.00
] Q.OO_] .OO

— ($23.00" 520 —

Report #:

ntertek ...

Total Quality. Assured.

M8037.01-109-44

12/15/2021

Verified by: 7. 77 Ul Aé

UNLESS OTHERWISE SPECIFIED | CAD GENERATED DRAWING,

DIMENSIONS IN' MILLIMETERS DO NOT MANUALLY UPDATE
TOLERANCES ARE:
APPROVALS DATE
DECIMALS ANGLES DRAWN
XX*.3 X1 DI XX XX XX
XXX £.15 XXx.5 CHECKED
MATERIAL KX XXX
EPDM Shore 60A [REPENG
XX XX XX
FINISH Blgck MFG ENG
XX XX XX
QUALENG

DO NOT SCALE DRAWING o

~

e | e .
eSSy &

et

SUNSTYLE USA

250 Alice St

Wheeling, IL 60090
3D FILE NAME:
Shingle Mount - Two Shingles
SIZE | DWG. FILE NAME: REV.
B 600024 A
SCALE 2:1 SHEET 1 OF 1
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iNtertek

Total Quality. Assured.

— 0.344"

Report #:
Date:
Verified by:

M8037.01-109-44

12/15/2021

For 5/16"
Screw Size

——

Washer may
0.04" to 0.06" i

[

vary from
n thickness.

s Mehe ol

McMASTER-CARR, 1] it

90377A164

http://www.mcmaster.com
© 2021 McMaster-Carr Supply Company

Information in this drawing is provided for reference only.

Black-Oxide 18-8

Stainless Steel Washer
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Exterior Corrosion-Resistant
»

3T X

STRUCTURAL
WOOD SCREW

Flat Head

ACQ

COMPATIELE

Scan this code for
the Technical
Evaluation Report

AVAILABLE SIZES - #8 X 3/4" to #14 x 8"

1”

Available drive & shank sizes
for any wood construction job:

» T20 (#8 /019 in)
+ T25 [#9/0]35 in)
» T25 [#10/ 0151 in)

» T30 (#14 [ 0.168 in)

Stainkss avallable as 5TX

BEMEFITS & FEATURES:

+ Heat-treated hardened steel for hlgh ter
high shear strength

Triple Layer ACQ Compatible Bmmc:-thg
Exterior or Interior use

Deep Six-Lobe Star Drive Recess reduces cam-out end load

Handles 2¥ the torque as Phillips er Square Drive while
extending the life of the bit

= Under-head cutting nibs to aid in self countersinking

- Aggressive knurl enlarges hele to reduce splitting and
drag to help draw lumber tegether

= W-Cut notches on threads to cut fibers for easier insertion
at lower torque

- Type-17 tip for faster precise starts which eliminate “walking™
« Provides easier insertion withaut pre-drilling
Aggressive thread for great withdrawal strength

= Structural Weod Screw - backed by certified
independent testing (TER 1971-07)

- International Building Ceode and '\ Hr
International Residential Code Compliant o 4 -‘
& 2
A
& 5T <

COMMON USES INCLUDE:
- Exterior and Interior = Cancrete Forms
Wood Framing - General Censtruction,
- Decks, Rails, Porches, Walls, Remodeling, and Repair

Flaors, Lateral Bracing,

Fencing, Siding and Roofing MOTE Always foliow iumber
manufocturer's recomimendations.
= Laminating Beams,

Girders, and Posts

Diemeter / Drive Length Average Ulidmate Load

omor/ T20 3% -g" 640 Ibf [Shear 515 Ibf)
0.135"/ T25 3% -@" 820 Ibf [Shear 595 |bf)
051"/ T25 % -ge 960 Ibf (Shear T10 Ibf)

0.J68" f T30 3-8 1270 Ibf [Shear 960 1)

BigTimberFasteners.com
1-800-726-4803




LOW PROFILE
CABINET SCREW

Bound
Washer Head

ACQ

CoMBATIGLE

bbb, ey

AVAILABLE SIZES - #8 X 1-1/4" to #10 x 3"

bwvailable Drive
and Shank Sizes:

» T20 (#8/0.119 in)

= T25 (#10/ 0145 in)

BEMEFITS & FEATURES:

« Heat-treated hardened steel for high tensile and
high shear strength

= Triple Layer ACQ Compatible Brenze Coating for
Exterior or Interior use

w Mlso available in:
- ACQ Compatible White Coating
- ACQ Compatible Bronze Coating

-AC0 Cormpatible Ruspert Coating in an attractive
matte black finish

- Deep Six-Lobe Star Drive Recess reduces cam-out end lead

- Handles 2¥ the torque as Phillips or Square Drive while
extending the life of the bit

= Round Washer Head versatile for beth interior and
exterior applications and increased pull through strength

= W-Cut notches en threads to cut fibers for easier
insertion at lower torque

- Type 17 tip for faster precise starts which eliminate “walking™
« Provides for easy insertion without pre-drilling
- Backed by certified independent testing

COMMON USES INCLUDE:

- Cabimetry « Siding & Trim
= Furniture = General Construction Projects
* Windows NOTE: Always fallow lumber

manufocturer's recommendations.

g
\ o \"
Dismetar/ Drive | Langth = 2z
pne+/ T20 T4 - Q
£g ®
0J45"/ T25 3

BigTimberFasteners.com
1-800-726-4803

aftinoe 1945



A Total Quality. Assured.

MFGR/ DATE

DESCRIPTION DATE APPROVED
NOTES:

PRODUCTION RELEASE. 7/13/07
1. MATERIAL: C1280CM, EPDM- SPONGE, MEDIUM DENSITY, BLACK; SEE BOM

IS: .3704.032 CRITICAL DIM; WAS: .370£.032 PROCESS DIM 7/23/07
2. CROSS SECTION AREA: .126 IN 2A CHANGE PER ECO 2/6/08 | 0657
CHANGE PER MARK PRINT AND ECO 4/28/08| 0695

3. [Q peNotes criTicAL DIV, IS: X2337(S), WAS: X2373BT; UPDATED BOM : ADDED (S) CHART: ADDED 1/4"

HT TAPE; REMOVED NOTE 7: CUSTOMER NAME; REVISED NOTES TO MATCH

4. A DENOTES PROCESS DIMS. SCHEMAIS: (2X R.063), WAS: 2X R.063; IS: (R.231), WAS: R.231; IS: (R.168), WAS: |4/27/12

R.168; IS: (R.163 TYP.); WAS: R.163 TYP.; IS: .063+.010;WAS: .063; IS: .063+.010,
5. () DENOTES REFERENCE DIMS. WAS: .063 MATL THK.

6. DIE REFERENCE : 2337.
Q). THIS SURFACE MAY RANGE FROM FLAT THRU 6% CONVEXITY. Report #: M8037.01-109-44

(8. TAPE CENTERED ON PART, APPROXIMATELY AS SHOWN. lﬂt@ft@k Date: 12/15/2021

9. PART MUST MEET 2" RADIUS PER Q.A GAUGE X2337-1 & X2337-2 Verified by: L P A

WITHOUT KINKING AFTER TAPE APPLICATION.

638i 050
( 2X R.063 )

(S) SUFFIX OPTION CHART (2)

(2x.370)

; (S) |SIZE| PARTNUMBER
063+.010 BT | 1/4" DT2051
* HT | 1/4" DT2071
/N 2752032 NO TAPE

#

.063+.010

~ |
* @/Ié/ N ( 2X R.045 )

2 TAPE SEE (S) SUFFIX OPTION CHART
1 X2337 HATCH SEAL ON BASS BOAT

—— 500£.032 ———— =

SCALE 4:1

ITEM NO. | PART NUMBER DESCRIPTION

RUDBER SPONGE LI__l_'I_I_EB |:| MEIL @ [K /R\j FP 6855 HERMOSA CIRCLE

UNLESS OTHERWISE SPECIFIED, BUENA PARK CA 90622
PRECISION RUBBER EXTRUSION PHONE (714) 562-0500
TOLERANCES PER

RMA-392, CLASS 2 ARE: DIMENSIONS ARE IN INCHES. H ATCH S E AL

020"-.050": + 010" CREATED T CHECKED. KS

051125" .00 307 307 ON BASS BOAT.

126"-500": +.032"
w1 " PROPRIETARY NOTICE: ALL INFORMATION
S01"-1.00" +.050 ON THIS DOCUMENT IS THE PROPERTY OF REV
1.001"-2.000": +.080" TRIM-LOK/RTP. NO PUBLICATION IS X23 3 7 S
SCALE l . 1 2.001"-3.150" +.125" ALLOWED IN WHOLE OR IN PART WITHOUT
. 3150" & OVER: MULT. BY + 080" WRITTEN TRIM-LOK/RTP AUTHORIZATION.
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8 7 5 2 1
NOTES: REV. DESCRIPTION DATE |[ECO|ECO BY|APPROVED
1. MATERIAL: EPDM-DENSE, 55+5 SHORE A, BLACK; SEE BOM. rpo1| INITIATED R&D DRAWING; REF. CUST. SOLID MODEL |5, KS
, (SW): 870 FROM 900 MOUNTED ASSEMBLY 6-2-21
2. CROSS SECTIONAL AREA : ITEM 1 :.0472 IN". (S) SUFFIX OPTION CHART @ “og| REVISED PER CUST. REQUEST: ADDED FLAP REVISED | s
N DENOTES CRITICAL DIMS. ) PART NO. NOTE2: IS : .0472 IN", WAS: .0434 IN
4.& DENOTES PROCESS DIMS. T %" TAPE HATS 3M 5935 A 375+.027
5. () DENOTES REFERENCE DIMS. ’ [9‘ 5 i0.7] =
6. DIE REFERENCE : 2939, NO TAPE U
7. TAPE CENTERED ON PART, APPROXIMATELY AS SHOWN. @
8. DATUM A: FOR FA INSPECTION ONLY
)
A 0504010 < A 035+.005
'[ 350 3] [0.9£0.1]
.030
R.005 1%00?}]0 - [0.8] >
[0.1] ' A 332+.027
2X 315
055+.010 5] (84207]
| [1.4+0.3] /M .050+.010
[1.3£0.3]
75°
ATL A 015\ | [ Y
SBEEEIIL 6:1 o4 DETAIL B 5 —
X SCALE 20 : 1 | !
< .040 >
1
t t k Report #: M8037.01-109-44 .075+.010 1] A
1.9+0.3
nNCerce Date: 12/15/2021 [ ] A\ 375+.027
Total Quality. Assured. . -
Verified by: _zZZ. 7 Ml d [9.5+0.7]
SCALE 10:1
SEE (S) SUFFIX OPTION
2 TAPE CHART 1
1 X2939 SOLAR SEAL 1
ITEM NO. | PART NO. DESCRIPTION QTY.
RUBBER DENSE NAME | DATE T L ERE
UNLESS OTHERWISE SPECIFIED, | prawn T 60901 n ———
"TOLERANCES PER ARRMNOAL | cHECKED | kS| 6092 RPETRCOTSEALTR ASNAP g Ci
0(()%)918)6(])5"2 éR(])EI:O" ENG APPR. TITLE:
061"-100"; +.014" MFG APPR.
SOLAR SEAL
161"-250" +.020"
251"-390"; +.007" COMMENTS:
DETAIL c SHIPPED SINGLE 160" + 031 X2939(S REV
. RA : 981"-1.57"; 051"
SCALE 20 : 1 1571"-248": +.063" SALES RDO02
2481"3.94" + 079"
7 5 2 1
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NOTES: . DESCRIPTION DATE APPROVED

1. MATERIAL: EPDM-SPONGE, MEDIUM DENITY, SEE BOM UPDATED TO IDEAS 2/18/04 100103-1

2
2. CROSS SECTIONAL AREA : .125 IN REDRAWN INTO SW 83012 KS

UPDATED NOTE 7; PART WILL RUN DUAL STRAND ( SEPARATE) | 6/10/15 KS

3. DENOTES CRITICAL DIMS.

4,& DENOTES PROCESS DIMS.

5. ( ) DENOTES REFERENCE DIMS.

6. DIE REFERENCE : 1372.

7. PART WILL RUN DUAL STRAND ( SEPARATE)

®. THIS SURFACE MAY RANGE FROM FLAT THRU 6% CONVEXITY. A 500+.030
. +.

A @ TAPE CENTERED ON PART, APPROXIMATELY AS SHOWN.

A .250+.015

(P) PREFIX OPTION CHART (1)

~

(P)| COLOR |[MATERIAL NUMBER \

X | BLACK C1280CM \@

OW |OFF- C1249C
W]OFF-WHT M SCALE 6:1

(S) SUFFIX OPTION CHART (2)

Report #: M8037.01-109-44
Intertek ... 12/15/2001 TAPE | SEE () SUFFIX OPTION CHART
ol Qualiy fssired Verified by: = gL 272 SEE (P) PREFIX OPTION CHART
. o epar— {2
ITEMNO.| PART NO. DESCRIPTION

(S) | SIZE | PART NUMBER

BT | 7/16" DT2054

B HT | 716" DT2074

7/16" DT2064

NO TAPE RUBBER SPONGE

UNLESS OTHERWISE SPECIFIED, S%S]SN}EE%SIE é: 19%%;

PRECISION RUBBER EXTRUSION A PERFECT SEAL IN A SNAP!  PHONE (714 20500
TOLERANCES PER
RMA-392, CLASS 2 ARE: DIMENSIONS ARE IN INCHES.

CREATED: 1T | CHECKED: KS RUBBER SEAL

020"-.050"
830112 830112

051"-125"
126"-500" }
L0 2150 f ORI  ACE A BEOY REV.
bt spg [abERSEE R | (P)272(S)

SCALE 1:1 350" é(z())\l/ESRIIS\/?UL%g\? + 080" WRITTEN TRIM-LOK/RTP AUTHORIZATION.

I+ 1+ 1+ 1+

MFGR/DATE : NORMAN.G/
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NOTES:
. MATERIAL: EPDM-SPONGE, MEDIUM DENSITY, SEE CHART (P).

. CROSS SECTIONAL AREA : 210 IN°,

. DENOTES CRITICAL DIMS.

. & DENOTES PROCESS DIMS.
. ( ) DENOTES REFERENCE DIMS.
6. DIE REFERENCE : 1844.
7. TAPE : SEE CHART (S).
A 8. PART MAY BE SINGLE OR DUAL STRAND.
@ . THIS SURFACE MAY RANGE FROM FLAT THRU 6% CONVEXITY.
. TAPE CENTERED ON PART AS SHOWN.
(P) PREFIX OPTION
COLOR
BLACK
OFF-WHT
| \
(.125)
(S) SUFFIX OPTION
SIZE
12" Report #: M8037.01-109-44
- ntertek Date: 12/15/2021 SCALE 4:1
Total Quality. Assured.
Verified by: 77 77 Ml AE
B 12"
NO TAPE
6 RUBBER SP ONGE 6855 HERMOSA CIRCLE
4 BUENA PARK CA 90622
Z UNLESS OTHERWISE SPECIFIED, ‘A PERFECT SEAL IN A SNAP!  PHONE (714) 562-0500
§ PRECISION RUBBER EXTRUSION
g TOLERANCES PER ARPM MO-1 DIMENSIONS ARE IN INCHES.
z (2015) CLASS 2 ARE: CREATED; 1T | CHECKED:RMT RUBBER SEAL
= 051"-125"; +.000" 11507 1/15/07
E SCALE 11 ori by [semmameene | pjsg3eg) | REV.
T . LODP-2.000° +. 080" O WhDIN WHOLE OR IN PART WITROUT
E 3 51 i%)\lféali/?UL%leé 080 WRITTEN TRIM-LOK/RTP AUTHORIZATION. SALES
. " : | +. "

File's location:
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DESCRIPTION DATE ECO |APPROVED

NOTES:

UPDATED TO IDEAS 9/1/04 |100103-1

1. MATERIAL: EPDM-SPONGE, MEDIUM DENSITY; SEE BOM.

REDRAWN INTO SW 9/13/12

2 2
2. CROSS SECTIONAL AREA :.103IN (.051IN FOR ONE STRAND)

iNtertek

Total Quality. Assured.

. DENOTES CRITICAL DIMS.
4. A DENOTES PROCESS DIMS.
5. ( ) DENOTES REFERENCE DIMS.

M8037.01-109-44
12/15/2021 (P)| coLor

AP A A X | BLACK

OW | OFF-WHT

Report #:
Date:
Verified by:

(P) PREFIX OPTION CHART (1)

MATERIAL NUMBER
C1280CM
C1249CM

6. DIE REFERENCE : 1568.

7. PART WILL RUN DUAL STRAND ( WEBBED).

@. THIS SURFACE MAY RANGE FROM FLAT THRU 6% CONVEXITY.

{9). PART CENTERED ON PART, APPROXIMATELY AS SHOWN. (S) SUFFIX OPTION CHART @

10. ALL DIMS ARE MIRROR IMAGE. (S) SIZE PART NUMBER
BT |[7/16" DT2054
HT 172" DT2075
172" DT2065

NO TAPE

.594N.050

Ve VaVaVaVa
\@

B ITEM NO. | PART NUMBER

13r//
TEINELEK

BUENA PARK CA 90622
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