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SCOPE

Category: Roofing

Subcategory: Modified Bitumen Roof System

Code Edition: Florida Building Code 8" Edition (2023)

Code Sections: 1504.3.1, 1504.6, 1504.7, 1507.10.2, 1507.11.2, 1515.1.1, 1515.1.4, 1515.2.4
Properties: Wind Resistance, Physical Properties, Impact Resistance

PRODUCT DESCRIPTION

Products Specification Description

DuraFlex™ 190 FR SBS ASTM D 6164 Cap sheet, Grade G, Type |, for hot asphalt and cold adhesive applications

DuraFlex™ 190 FRTG SBS ASTM D 6164 Cap sheet, Grade G, Type |, for torched applications

DuraFlex™ 190 SBS ASTM D 6164 Cap sheet, Grade G, Type I, for hot asphalt and cold adhesive applications

DuraFlex™ 190S SBS ASTM D 6164 Base or ply sheet, Grade S, Type I, for mechanical attachment, hot asphalt
and cold adhesive applications

DuraFlex™ 250FR SBS ASTM D 6164 Cap sheet, Grade G, Type II, for hot asphalt and cold adhesive applications

DuraFlex™ 30 SBS Base ASTM D 4601 Base or ply sheet, Type II, for mechanical attachment, hot asphalt and cold
adhesive applications

DuraFlex™ 60 SBS Base ASTM D 6163 Base or ply sheet, Grade S, Type I, for mechanical attachment, hot asphalt
and cold adhesive applications

DuraFlex™ 60TG SBS Base ASTM D 6163 Base or ply sheet, Grade S, Type I, for mechanical attachment and torched
applications

DuraFlex™ 90TG SBS Base ASTM D 6163 Base or ply sheet, Grade S, Type |, for mechanical attachment and torched
applications

DuraFlex™ G4FR SBS ASTM D 6163 Cap sheet, Grade G, Type |, for hot asphalt and cold adhesive applications

DuraFlex™ G4FRTG SBS ASTM D 6163 Cap sheet, Grade G, Type |, for torched applications

DuraFlex™ G4M SBS ASTM D 6163 Cap sheet, Grade G, Type I, for hot asphalt and cold adhesive applications

DuraFlex™ G4S SBS Base ASTM D 6163 Base or ply sheet, Grade S, Type I, for mechanical attachment, hot asphalt
and cold adhesive applications

DuraFlex™ SBS PolyBase ASTM D 6164 Base or ply sheet, Grade S, Type I, for mechanical attachment, hot asphalt
and cold adhesive applications

RapidGRIP® Readi-Base SA ASTM D 4601 Base or ply sheet, Type Il, for torched and hot asphalt applications

USP™ Base Sheet ASTM D 4601 Base or ply sheet, Type I, for mechanical attachment, hot asphalt and cold
adhesive applications

USP™ SBS 160M ASTM D 6164 Cap sheet, Grade G, Type I, for hot asphalt and cold adhesive applications

USP™ Type 4 ASTM D 2178 Base or ply sheet, Type IV, for hot asphalt applications

USP™ Type 6 ASTM D 2178 Base or ply sheet, Type VI, for hot asphalt applications

USP™ Type IV Glass Ply ASTM D 2178 Base or ply sheet, Type IV, for hot asphalt applications

USP™ Type VI Premium Glass ASTM D 2178 Base or ply sheet, Type VI, for hot asphalt applications

Ply

USP17002.3 FL8077-R7 Page 1 of 4

This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK
Technical Services, LLC of any product changes or quality assurance changes throughout the duration for which this report is valid.
This evaluation report does not express nor imply warranty, installation, recommended use, or other product attributes that are not

specifically addressed herein.



http://www.usply.com/

 CREEK

TECHNICAL SERVICES, LLC

U.S. PLY, INC.

SBS Modified Roofing Systems

REFERENCES
Entity Report No. Standard Year
FM Approvals (TST1867) 3012321 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3014692 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3018332 FM 4454 2010
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3023458 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3024973 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3026528 FM 4470 2016
FM 4474 2011
TAS 114 2011
FM Approvals (TST1867) 3026836 FM 4470 2016
FM 4474 2011
PRI Construction Materials Technologies (TST5878) USPI-025-02-01 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) USPI-026-02-01 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) USPI-026-02-02 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) USPI-027-02-01 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) USPI-028-02-01 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) USPI-029-02-01 ASTM D 6222 2016
TAS 110 2000
PRI Construction Materials Technologies (TST5878) 1655T0001 ASTM D 4601 2004(2012)el
PRI Construction Materials Technologies (TST5878) 1655T0005 ASTM D 4601 2004(2012)e1
Trinity|ERD (TST6049) U0212.09.05-R1 FM 4474 2011
TAS 114 2011
Trinity|ERD (TST6049) U0215.05.06-1 ASTM D 6163 2016

Trinity]ERD (TST6049)
Trinity|ERD (TST6049)
Trinity]|ERD (TST6049)
Trinity]|ERD (TST6049)

Trinity]ERD (TST6049)

Trinity|ERD (TST6049)
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U0215.06.10
U0215.08.10
U0217.11.05
U0228.12.06-R1

U0229.12.06

U0230.12.06-R1
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ASTM D 6164/D6164M 2016
ASTM D 6164/D6164M 2016
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FM 4474
TAS 114

FM 4474
TAS 114

FM 4474
TAS 114

2016
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2011

2011
2011

2011
2011
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LIMITATIONS
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No

10.

This report is not for use in the HVHZ.

Fire classification is not within the scope of this evaluation.

The roof deck and the roof deck attachment shall be designed by others to meet the minimum design loads
established for components and cladding and in accordance with FBC requirements.

Foam plastic insulation shall be installed in accordance with the FBC Section 2603.4 and 2603.6.

Installation of the evaluated products shall comply with this report, the FBC, and the manufacturer’s published
application instructions. Where discrepancies exist between these sources, the more restrictive and FBC
compliant installation detail shall prevail.

The minimum roof slope shall be 1/4:12 for new construction.

For assemblies containing mechanical attachment, the allowable uplift pressure for the selected assembly shall
meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16. For
perimeter and corner roof zones 2 and 3, the attachment density may be increased by a qualified design
professional, as necessary, to meet the design pressure requirements in these areas. Commonly used
standards include RAS 117, FM LPDS 1-29, or ANSI/SPRI WD-1.

Reroofing applications shall be examined in accordance with FBC Section 1511. For mechanically fastened
systems, a field withdrawal resistance test (ANSI/SPRI FX-1 or TAS 105) shall be conducted by a qualified
professional to ensure the fastener meets the minimum design load requirements of the system. For adhered
systems, a field uplift resistance test (ASTM E 907, FM LPDS 1-52, ANSI/SPRI IA-1, or TAS 124) shall be
conducted to confirm conformance of the existing to the minimum design loads.

For assemblies adhered in ribbon-applied adhesive, the allowable uplift pressure for the selected assembly
shall meet or exceed the minimum design loads as determined in accordance with the FBC Chapter 16. The
attachment density may be increased by a qualified design professional, as necessary, to meet the design
pressure requirements in the periphery zones. Calculations shall be conducted in compliance with FM LPDS 1-
29.

All products listed in this report shall be manufactured under a quality assurance program in compliance with
Rule 61G20-3.
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TECHNICAL SERVICES, LLC

COMPLIANCE STATEMENT

The products evaluated herein by Zachary R. Priest, P.E. have demonstrated compliance with the Florida Building
Code 8" Edition (2023) as evidenced in the referenced documents submitted by the named manufacturer.
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CERTIFICATION OF INDEPENDENCE

CREEK Technical Services, LLC does not have, nor will it acquire, a financial interest in any company manufacturing or distributing
products under this evaluation.

CREEK Technical Services, LLC is not owned, operated, or controlled by any company manufacturing or distributing products under
this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any company manufacturing or distributing products
under this evaluation.

Zachary R. Priest, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

APPENDICES

1) APPENDIX A - Installation (2 pages)
2) APPENDIX B — Nomenclature and Approved Assemblies (15 pages)
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« CREEK [APPROVED ASSEMBLIES] 9=y

TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A

INSTALLATION

Note - Refer to the APPROVED ASSEMBLIES section of this report within Appendix B for specific installation details of a
selected assembly.

Unless otherwise specified in this report the following installation details shall be met for the named products:

Component Product Installation Detail
) . 1.8-inch shank; Base sheet fastener with integrated 2.7-inch
Trufast Twin Loc-Nail : .
diameter plate and locking staple.
Trufast FM-90 Assembled Base Ply 1.7-inch shank; Base sheet fastener with integrated 2.7-inch
Fastener diameter plate.
Dual 1.7-inch shanks; Base sheet fastener with integrated 1.2-inch
Trufast FM-260 Base Ply Fastener wide x 2.4-inch long head; for use with LWIC decks
Dual 1.7-inch shanks with V-shaped notch at the bottoms; Base
Trufast FM-260V Base Ply Fastener | sheet fastener with integrated 1.2-inch wide x 2.4-inch long head;
for use with LWIC decks
CD-10 Fastener Min. 1.25-inch embedment into min. 3-inch thick structural concrete
Fastening OMG #12 Standard Fastener Vl\\//l(l)ré.((j).;g(-:|l?ch penetration through the top rib of the steel deck or
Systems ; ; ; ;
Min. 0.75-inch penetration through the top rib of the steel deck or
OMG #14 Heavy Duty Fastener wood deck. Min. penetration 1-inch into concrete deck.
OMG 3” Galvalume Steel Plate
— Min. 3-inch di ter Galval ® steel plat
OMG 3 in. Ribbed Galvalume Plate . sAnch dameter Lalvalimet steet plate
Min.0.75-inch penetration through the top rib of the steel deck or
Trufast #12 DP Fastener wood deck
Trufast #15 EHD Fastener Min. 0.75-inch penetration through the top rib of the steel deck or
Trufast HD Fastener wood deck. Min. penetration 1-inch into concrete deck.
Trufast 3” Metal Insulation Plate
Trufast 3” Recessed Metal Insulation | Min. 3-inch diameter steel plate
Plate
Insulati ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 20-40 Ibs/100 ft*
Ejkl\]eastil\(/)gs ICP Adhesives CR-20 Applied in 2.5 to 3.5-inch wide continuous ribbons
OMG OlyBond 500 Applied in 3/4 to 1-inch wide continuous ribbons
X;:‘;ts’fsgs ASTM D 312, Type IV Asphalt Fully adhered within the EVT range at a rate of 25-40 lbs/100 ft°
ACFoam-II Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
ACFoam-Ill facers; Adhered boards shall be a maximum 4-ft x 4-ft
ACFoam Composite/PB Adhered boards shall be a maximum 4-ft x 4-ft
ACFoam Tapered Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
ENRGY 3 facers; Adhered boards shall be a maximum 4-ft x 4-ft
EnergyGuard Perlite Min. 0.75-inch thick
FescoBoard
Georgia-Pacific DensDeck Prime Min. 0.25-inch thick gypsum roof board with fiberglass facer
, H-Shield . . . . R . .
Insulation/Cover H-Shield CG Min. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
Boards - facers; Adhered boards shall be a maximum 4-ft x 4-ft
H-Shield Tapered
Insulfoam EPS Min 0.5-inch, Adhered boards shall be a maximum 4-ft x 4-ft
1SO 95+GL Min. 0.5-inch thick; Min. 20 psi polyi te board with vari
- in. 0.5-inch thick; Min. 20 psi polyisocyanurate board with various
Multi-Max FA3 facers; Adhered boards shall be a maximum 4-ft x 4-ft
Tapered Thermaroof-3
Thermaroof Composite-3 Min. 1.5-inch thick; Adhered boards shall be a maximum 4 ft x 4 ft
Structodek High Density Fiberboard Min. 0.5-inch thick
USG SECUROCK Gypsum-Fiber . r . e .
Roof Board Min. 0.25-inch thick gypsum roof board with fiber reinforcement
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TECHNICAL SERVICES, LLC [NOMENCLATURE] APPENDIX A
Component Product Installation Detail
DuraFlex 30 SBS Base Min. 4-inch wide side-laps; Min. 6-inch end laps; Side-laps shall be
DuraFlex 60 SBS Base installed perpendicular to the direction of the steel deck ribs and
parallel to the direction of the wood trusses for mechanically
DuraFlex 60TG SBS Base attached systems

DuraFlex 90TG SBS Base
DuraFlex 190 SBS
DuraFlexG4S SBS
DuraFlexSBS PolyBase

Base/Ply Sheets GAFGLAS Stratavent Perforated Min. 4-inch wide side-laps; Min. 6-inch end laps; Side-laps shall be
Venting Base installed perpendicular to the direction of the steel deck ribs and
USP Base Sheet parallel to the direction of the wood trusses for mechanically
USP NVB attached systems
USP Type IV
USP Type 4
USP Type VI
USP Type 6

DuraFlex 190 SBS
DuraFlex 190FR SBS
DuraFlex 190FRTG SBS
DuraFlex 250FR SBS

Cap Sheets DuraFlex GAFR SBS Min. 4-inch side-laps; Min. 6-inch end-laps;
DuraFlex GAFRTG SBS
DuraFlex G4M SBS
USP SBS 160M
. . B Slurry coat min. 1/8-inch thick; 1-inch thick EPS board (1 lbs/ft®);
gg;'o?go pildﬁ?i(t:grrs MF with HS Min. 2-inch thick top coat; Celcore PVA curing compound applied
ay at rate of 300 ft¥/gal
Cellular Min. 300 psi Celcore
Lightweight Min. 200 psi Celcore MF
Concrete Min. 300 psi Mearlcrete Slurry coat min. 1/8-inch thick; OPTIONAL: Min. 1-inch thick EPS
Min. 200 psi Elastizell board (1 Ibs/ft®); Min. 2-inch top coat
Min. 300 psi Cellular Lightweight
Concrete
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NOMENCLATURE

The following naming conventions are utilized to specify products in the APPROVED ASSEMBLIES section of this report. Refer to the nomenclature below when
deciphering the allowable products for use in the selected assembly. Installation requirements shall be as noted in the APPROVED ASSEMBLIES and INSTALLATION
section of this report.

Name Definition
As Tested Information provided to the report user based on the as tested condition of the roof system

One of the following:

CD Fasteners & Plates | -OMG 3 in. Ribbed Galvalume Plate or OMG 3” Galvalume Steel Plate with OMG #14 Heavy Duty or CD-10 fastener

-Trufast 3” Metal Insulation Plate or Trufast 3” Recessed Metal Insulation Plate with Trufast HD fastener

CR-20 ICP Adhesives CR-20 applied 12-inch o.c. in continuous 2.5 to 3.5-inch ribbons

One layer of cover board listed in this report or approved under rule 61G20-3, such as gypsum, cement board, perlite, polyisocyanurate, or wood
fiberboard. Insulation shall be preliminarily secured unless otherwise noted.

As Tested deck construction details are described as follows:

Cover Board

Concrete Deck Min. f; = 2,500 psi at 28 days
Steel Deck Min. 22 ga, Wide Rib Deck (Type WR) conforming to ANSI/SDI-RD1.0 & FBC; 0.5% Vented for LWIC applications only. The
following nomenclature is used to further describe the As Tested condition.
F<#> <#> #12-24 HWH self-drilling screws or equivalent fastener at each flute used to secure the deck to the structural
supports; Min. 0.25-inch penetration
G<#> Min. Grade <#> of Steel Deck
Deck Detall L<#> Max. span of <#> ft
P Min. 5/8-inch diameter puddle welds at each flute used to secure the deck to the structural supports
S<#> 1/4 ”-14 HWH x7/8” self-drilling screws or equivalent fastener secured <#>-inch o.c. along the panel side laps
W 3/4-inch O.D. flat washer used with indicated fastener
Wood Deck APA Span-Rated plywood sheathing. The following nomenclature is used to further describe the As Tested condition.
T<#> Min. <#>-inch thickness of the plywood
L<#> Max. span of <#> inches
N<#> 8d ring shank nails spaced <#>-inch o.c. at all intermediate supports and at the perimeter of each board
DensDeck Prime Min. 0.25-inch Georgia-Pacific DensDeck Prime
Ell-altD6é:asteners & Trufast 3" Metal Insulation Plates and Trufast #15 EHD Screws
HA BUR Base One ply of the following fully bonded in ASTM D 312, Type IV hot asphalt: _
USP™ Base Sheet, USP™ Type IV Glass Ply, USP™ Type 4, USP™ Type VI Premium Glass Ply, or USP™ Type 6
HA BUR Ply One or more plies of the following fully bonded in ASTM D 312, Type IV hot asphalt:
USP™ Type IV Glass Ply, USP™ Type 4, USP™ Type VI Premium Glass Ply, or USP™ Type 6
HA SBS Base One ply of the following fully bonded in ASTM D 312, Type IV hot asphalt:
DuraFlex™ 30 SBS Base, DuraFlex™ 60 SBS Base, DuraFlex™ SBS PolyBase, DuraFlex™ 190S SBS, or DuraFlex™ G4S SBS Base
HA SBS Cap One ply of the following fully bonded in ASTM D 312, Type IV hot asphalt:
DuraFlex™ 190 SBS, DuraFlex™ G4M SBS, DuraFlex™ 190 FR SBS, DuraFlex™ G4FR SBS, DuraFlex™ 250FR SBS, or USP™ SBS 160M
HA SBS Ply One or more plies of the following fully bonded in ASTM D 312, Type IV hot asphalt:
DuraFlex™ 60 SBS Base or DuraFlex™ G4S SBS Base
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Name

Definition

HD Fasteners & Plates

One of the following:
-OMG 3 in. Ribbed Galvalume Plate or OMG 3” Galvalume Steel Plate with #14 Heavy Duty fastener
-Trufast 3” Metal Insulation Plate or Trufast 3” Recessed Metal Insulation Plate with Trufast HD fastener

Hot Asphalt

ASTM D 312, Type IV Asphalt

Insulation

One or more layers or combinations of roofing insulation listed in this report or approved under rule 61G20-3, such as gypsum, perlite, polyisocyanurate,
polystyrene, or wood fiberboard. Insulation shall be preliminarily secured unless otherwise noted.

ISO |

One layer of any of the following products:
-ACFoam-II

-ACFoam-IlI

-ACFoam Tapered

-Multi-Max FA3

-Tapered Thermaroof-3

ISO I

One layer of any of the following products:
-ACFoam-II

-ACFoam-IIl

-ACFoam Tapered

-Multi-Max FA3

-Tapered Thermaroof-3

-H-Shield

-H-Shield Tapered

ISO I

One layer of any of the following products:
-ACFoam-II

-ACFoam Tapered

-Multi-Max FA3

-Tapered Thermaroof-3

-ENRGY 3

-ISO 95+ GL

ISO IV

One layer of any of the following products:
-ACFoam-II

-ACFoam-Ill

-Multi-Max FA3

-H-Shield

-H-Shield CG

-ENRGY 3

-ISO 95+ GL

LWIC

Poured-in-place Cellular Lightweight Concrete with encapsulated insulation board

MA Base

One ply of the following mechanically attached as prescribed per the approved assembly:
DuraFlex™ 30 SBS Base, DuraFlex™ 60 SBS Base, DuraFlex™ SBS PolyBase, USP™ Base Sheet or USP™ NVB

MCRF

Minimum Characteristic Resistance Force as determined by TAS 105 for the named fastener in the selected assembly

MDP

Maximum Design Pressure

OB500

OMG OlyBond 500 applied 12-inch o.c. in continuous 3/4 to 1-inch ribbons.

Preliminarily Secured

Fastened at minimum rate of 4 per 4 ft x 8 ft board or 2 per 4 ft x 4 ft board.

USP17002.3
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Name

Definition

Recover

Where assemblies are used to recover an existing roof, the existing roof shall consist of only one layer of roofing, i.e. recovering a previously recovered
roof is not permitted. Recover roofing shall be conducted in compliance with FBC Section 1511. For mechanically fastened roof assemblies, the existing
roof insulation thickness may be contributory in meeting the minimum insulation thickness requirements for a given assembly.

SD Fasteners & Plates

One of the following:
-OMG 3 in. Ribbed Galvalume Plate or OMG 3” Galvalume Steel Plate with OMG #12 Standard or #14 Heavy Duty fastener
-Trufast 3” Metal Insulation Plate or Trufast 3" Recessed Metal Insulation Plate with Trufast #12 DP or Trufast HD fastener

SECUROCK Min. 0.25-inch USG SECUROCK Gypsum-Fiber Roof Board
One ply of the following fully bonded by torch adhering:
TA SBS Base DuraFlex™ 60TG SBS Base or DuraFlex™ 90TG SBS Base
TA SBS Cal One ply of the following fully bonded by torch adhering:
P DuraFlex™ G4FRTG SBS or DuraFlex™ 190 FRTG SBS

TA SBS P One or more plies of the following fully bonded by torch adhering:

y DuraFlex™ 60TG SBS Base or DuraFlex™ 90TG SBS Base
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APPROVED ASSEMBLIES

The following notes shall be observed when using the assembly tables below.

1. MDPs were calculated using a 2:1 margin of safety per FBC Section 1504.9.
2. Referto LimiTATIONS and NOMENCLATURE sections of this evaluation when using the table(s) below.
3. Refer to INSTALLATION section of this report for installation detail when the information is not explicitly stated for the selected assembly.
4. The on-center (0.c.) spacing given is the maximum allowable attachment spacing for the rated system.
5. As Tested information for roof deck construction is provided for information only. The addition of the As Tested deck information does not obviate the
requirement for rational design of the roof deck and roof deck attachment in accordance with FBC requirements.
Assembly System Numbers and Definitions
C-A-# Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
C-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
C-M-# Assemblies with Fastened Base Sheets over Concrete Deck (New, Existing, or Recover)
LC-A-# Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
L-C-M-# Lightweight Concrete Assemblies with Fastened Base Sheets over Concrete Deck (New or Existing)
L-S-M-# Lightweight Concrete Assemblies with Fastened Base Sheets over Steel Deck (New or Existing)
R-A-# Recover Assemblies with All Layers Adhered
S-AM-# Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
S-M-# Assemblies with Fastened Base Sheets over Steel Deck (New, Existing, or Recover)
W-A-# Assemblies with All Layers Adhered over Wood Deck (New or Existing)
W-M-# Assemblies with Fastened Base Sheets over Wood Deck (New or Existing)
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base To
LI Primer Base Insulation Insulation Top Insulation InsuIaFt)ion Base Ply Ply Sheet Cap Sheet o1
No. (psf)
Attachment Attachment
Min. 1.5-inch, DensDeck Prime or HA BUR Base, I-?AP;:?RNSII)_/, HA SBS Cap or -87.5
C-A-1 - min. 1.25 pcf CR-20 SECUROCK CR-20 HA SBS Base, HA SBS Ply TA SBS Cap (Lim. 9)
Insulfoam EPS or TA SBS Base '
or TA SBS Ply
. . OPTIONAL
C-A2 - ACF'\c/I):rﬁlI.I,SI:jguield OB500 DensDeck Prime OB500 HA 9BS EZ?Z’ HABURPl, | HASBS Cap or | -150
HA SBS Ply, TA SBS Cap (Lim.9)
or ISO 95+GL or TA SBS Base or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
S Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet MDP
No. (psf)
Attachment Attachment
Min. 3/4-inch
EnergyGuard Perlite
Roof Insulation or OPTIONAL
AL Min. 2-inch FescoBoard or Min. HA BUR Base HA BUR Ply, HA SBS Cap or -157.5
C-A3 | ASTMDAL H-Shield HotAsphalt | 5 inch Structodek | HOtASPhalt | o4 iA ' SBS Base | HA SBS Py, TASBS Cap | (Lim.9)
High Density or TA SBS Ply
Fiberboard Roof
Insulation
OPTIONAL
. HA BUR Base
AL C o _ahi DensDeck Prime or ' HA BUR Ply, HA SBS Cap or -157.5
C-A-4 ASTM D 41 Min. 2-inch H-Shield Hot Asphalt SECUROCK Hot Asphalt Ol;b_?ASggngzzé HA SBS Ply. TA SBS Cap (Lim. 9)
or TA SBS Ply
. . OPTIONAL
M'.n' 1.5-inch, DensDeck Prime or HA BUR Base, HA BUR Ply, HA SBS Cap or -180
C-A-5 - min. 1.50 pcf CR-20 SECUROCK CR-20 HA SBS Base, HA SBS P TA SBS Cal (Lim. 9)
Insulfoam EPS or TA SBS Base Y. P :
or TA SBS Ply
OPTIONAL Min. 1/2-inch OPTIONAL
. . Structodek High HA BUR Base HA BUR Ply, HA SBS Cap or -187.5
C-A6 | ASTMDAL | Min. 2-inch ACFoam Il [ Hot Asphalt | i Fiberboard | HOUASPhalt | LiA'SBS Base | HA SBS Ply, TASBS Cap | (Lim.9)
or Multi-Max FA3 .
Roof Insulation or TA SBS Ply
. . OPTIONAL
Min. 2-inch ACFoam HA BUR Base,
C-A7 . Il, Multi-Max FA3 or 0B500 DensDeck Prime 0B500 HA SBS Base, | HABURPIY, | HASBS Cap or | -202.5
* HA SBS Ply, TA SBS Cap (Lim. 9)
H-Shield or TA SBS Base
or TA SBS Ply
Min. 2-inch ACFoam OPTIONAL
HA BUR Base
11, ISO 95+ GL, H- ! HA BUR Ply, HA SBS Cap or -225
C-A8 ; Shield, ENRGY 3 or 0B500 SECUROCK ©B500 O';'? ASESSBSZ'Z; HA SBS Ply, TASBSCap | (Lim.9)
Multi-Max FA3 or TA SBS Ply
OPTIONAL
OPTIONAL . .
AL . I Min. 3/4-inch HA BUR Base HA BUR Ply, HA SBS Cap or -232.5
C-A-9 ASTMD 41 | Min. 2-inch ACFoam I Hot Asphalt FescoBoard Hot Asphalt or HA SBS Base HA SBS Ply. TA SBS Cap (Lim. 9)
or Multi-Max FA3
or TA SBS Ply
. . OPTIONAL
Min. 1.5-inch . HA BUR Base
. ' DensDeck Prime or ' HA BUR Ply, HA SBS Cap or -240
C-A-10 - min. 2.0 pcf CR-20 SECUROCK CR-20 HA SBS Base, HA SBS Ply, TA SBS Cap (Lim. 9)
Insulfoam EPS or TA SBS Base
or TA SBS Ply
OPTIONAL
CALL ] OPTIONAL CR.20 DensDeck Prime or CR.20 e base: | HABURPl, | HASBSCap or | -2625
Min. 1.5-inch ISO IV SECUROCK or TA SBS Bas’e HA SBS Ply, TA SBS Cap (Lim. 9)
or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Base Top
S Primer Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet MDP
No. (psf)
Attachment Attachment
OPTIONAL
OPTIONAL . HA BUR Base,
C-A12 | ASTMD 41 | Min. 2-inch ACFoam II | Hot Asphalt | DensDeckPrimeor | o aspnait | HASBSBase, | HABURPY, | HASBSCap or | 3025
! SECUROCK HA SBS Ply, TA SBS Cap (Lim. 9)
or Multi-Max FA3 or TA SBS Base
or TA SBS Ply
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
System . Base Insulation . Top Insulation MDP
No. Base Insulation Attachment Top Insulation Attachment Base Ply Ply Sheet Cap Sheet (psf)
Min. 1/2-inch
. . Structodek High
Min. 1.5-inch ISO | P OPTIONAL
c.Ama | ormin. 2-inch Cp Fastenersand | Density Fiberboard Hot Asphalt HA BUR Base HABURPly, |HASBSCap or| -45
H-Shield or 2 . . P or HA SBS Base HA SBS Ply, TA SBS Cap (Lim. 7)
) 1 fastener per 4-ft Min. 3/4-inch
H-Shield Tapered . or TA SBS Ply
EnergyGuard Perlite
or FescoBoard
Min. 1.5-inch ISO | OPTIONAL
C-AM-2 or min. 2-inch ;C:Enzs;?ge;sg? DensDeck Prime or Hot Asphalt :2 ggg g:g’ HA BUR Ply, HA SBS Cap or -45
H-Shield or 1 fastener per 4-f SECUROCK P of TA SBS Buse HA SBS Ply, TA SBS Cap (Lim. 7)
H-Shield Tapered P or TA SBS Ply
M"c‘)'r ;isr;'“zc_?ngo ''| D Fastenersand | SECUROCK primed RapidGRIP F?APET;'L?RNQL A SBS Can or | 45
C-AM-3 ; Plates at a rate of with ASTM D 41 Hot Asphalt Readi-Base SA Y, p .
H-Shield or 1 fastener per 4-ft? rimer self-adhered HA SBS Ply, TA SBS Cap (Lim. 7)
H-Shield Tapered P p or TA SBS Ply
Min. 2-inch ACFoam OPTIONAL
CAMA OPTIONAL ) Composite/PB or %ﬁ;ﬁfgﬁgg'&? HA BUR Base HABURPl, |HASBSCap or| -45
Insulation Thermaroof 1 fastener per 4-ft2 or HA SBS Base HA SBS Ply, TA SBS Cap (Lim. 7)
Composite-3 P or TA SBS Ply
OPTIONAL
. . HD Fasteners and DensDeck Prime or | CR-20 ribbons spaced HA BUR Base, HA BUR Ply, HA SBS Cap or -52.5
C-AM-5 Min. 2-inch ISO Il Plates at a rate of 1 SECUROCK 6-inch o.c HA SBS Base, HA SBS P TA SBS Cal (Lim. 7)
fastener per 1.45-ft? - or TA SBS Base Y, P '
or TA SBS Ply
. . OPTIONAL
HD Fasteners and SECUROCK primed . RapidGRIP
C-AM-6 | Min. 24inch1SO 1l | Platesatarateofl | withASTMD41 | CR-20rbbons spaced | ooy pase sa HABURPl, | HASBS Cap or | -52.5
fastener per 1.45-ft* primer B-inch o.c. self-adhered HA SBS Ply, TA SBS Cap (Lim. 7)
’ or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Concrete Deck (New, Existing, or Recover)
System . Base Insulation . Top Insulation MDP
No. Base Insulation Attachment Top Insulation Attachment Base Ply Ply Sheet Cap Sheet (psf)
. OPTIONAL
HD Fasteners and ) OB500 ribbons HA BUR Base,
C-AM-7 Min. 2-inch I1SO I Plates at a rate of 1 DensDeck Prime or spaced 6-inch o.c. HA SBS Base, HA BUR Ply, HA SBS Cap or .'60
2 SECUROCK HA SBS Ply, TA SBS Cap (Lim. 7)
fastener per 1.45-ft or Hot Asphalt or TA SBS Base
or TA SBS Ply
HD Fasteners and SECUROCK primed OB500 ribbons RapidGRIP HC,)APQIUORNQL HA SBS Cap or 60
C-AM-8 Min. 2-inch ISO Il Plates at a rate of 1 with ASTM D 41 spaced 6-inch o.c. Readi-Base SA Y, P .
fastener per 1.45-ft* primer or Hot Asphalt self-adhered HA SBS Ply, TA SBS Cap (Lim. 7)
: or TA SBS Ply
Min. 1/2-inch
) OPTIONAL
CD Fasteners and Structodek High
C-AM-9 Min. 2-inch ISO IlI Plates at a rate of Density Fiberboard Hot Asphalt HA BUR Base HA BUR Ply, HA SBS Cap or 67.5
2 : . or HA SBS Base HA SBS Ply, TA SBS Cap (Lim. 7)
1 fastener per 1.6-ft or Min. 3/4-inch
or TA SBS Ply
FescoBoard
OPTIONAL
CD Fasteners and ) HA BUR Base,
C-AM-10 | Min. 2-inch1SO Il | Plates atarate of | PENSDEck Prime or Hot Asphalt HA SBS Base, HABURPly, | HASBS Cap or | -67.5
2 SECUROCK HA SBS Ply, TA SBS Cap (Lim. 7)
1 fastener per 1.6-ft or TA SBS Base
or TA SBS Ply
. . OPTIONAL
HD Fasteners and Min. 1/2-inch
C-AM-11 | Min. 2-inch ISO Il Plates at a rate of 1 Structodek High Hot Asphalt HA BUR Base HABUR Ply, HA SBS Cap or _.67'5
2 P or HA SBS Base HA SBS Ply, TA SBS Cap (Lim. 7)
fastener per 1.45-ft Density Fiberboard
or TA SBS Ply
. . OPTIONAL
HD Fasteners and Min. 3/4-inch
C-AM-12 | Min. 2-inch ISO Il Plates at a rate of :L2 EnergyGuard Perlite Hot Asphalt orHﬁfggSBgzge :ﬁ ggg gll)): H?Asggscga:gpor (Li-rZ15 7
fastener per 1.45-ft or FescoBoard or TA SBS Ply
Assemblies with Fastened Base Sheets over Concrete Deck (New, Existing, or Recover)
. . MDP
Syﬁ:)em Base Insulation Top Insulation Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
CD Fasteners and Plates at
. USP Base, USP NVB 12-inch o.c. in the 2-inch lap and 18- HA BUR Ply, HA SBS Cap or -45
C-M-1 Insulation - or DuraFlex 30 SBS inch ; I d HA SBS Ply, SBS C Lim. 7
Base inch o.c. intwo (2) equally spaced, or TA SBS Ply TA SBS Cap (Lim. 7)
staggered center rows
CD Fasteners and Plates at
oM2 | nsulation : DuraFlex 30 SBS 6inch o.. in the lap and Hasaspl | HASBSCapor | 60
12-inch o.c. in two (2) equally Y. TA SBS Cap (Lim. 7)
Base or TA SBS Ply
spaced, staggered center rows
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| CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.

SBS Modified Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Concrete Assemblies with All Layers Adhered over Concrete Deck (New or Existing)
Sy’\il;)em LwiC Base Insulation Cover Board Base Ply Ply Sheet Cap Sheet 'Egzg
Min. 300 psi OPTIONAL DensDeck Prime or HA BUR Base, HOAP;:%NQL HA SBS Canp or -180
LC-A-1 Celcore, Elastizell Min. 2-inch ISO IV SECUROCK HA SBS Base, HA SBS Ply’ TA SBS CZ (Lim. 9)
or Mearlcrete ribbon adhered in CR-20 ribbon adhered in CR-20 or TA SBS Base 4 P '
or TA SBS Ply
OPTIONAL . OPTIONAL
LCAD Min. 300 psi Min. 1.5-inch ACFoam I, De’gggﬁ';’ggf or N ggg g;‘:: HA BUR Ply, HA SBS Cap or 225
Elastizell ISO 95+ GL or H-Shield ribbon adhered in OB500 or TA SBS Buse HA SBS Ply, TA SBS Cap (Lim. 9)
ribbon adhered in OB500 or TA SBS Ply
Lightweight Concrete Assemblies with Fastened Base Sheets over Concrete Deck (New or Existing)
SyNs'éem LWIC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet 'E/rl)l:s)fF))
. . 1.8-inch Twin Loc-Nails secured 9-inch HA BUR Ply,
LC-M-1 l\(/‘,lgli:(f?eol\ﬁlil MA Base o.c. in the laps and 18-inch o.c. in two (2), HA SBS Ply, H#Eggscéz or (Li-ﬁqs 7
equally spaced, staggered center rows or TA SBS Ply P )
Trufast FM-90 Assembled Base-Ply
. . Fastener or 1.8-inch Twin Loc-Nails HA BUR Ply, )
LC-M-2 MgéiggeﬁSI MA Base secured 7-inch o.c. in the laps and HA SBS Ply, HﬁASEESCgZ or (Lifns 7
7-inch o.c. in two (2), equally spaced, or TA SBS Ply p '
staggered center rows
Trufast FM-90 Assembled Base-Ply HA BUR Pl
LC-M-3 Min. 300 psi MA Base Fastener secured 7-inch o.c. in the laps HA SBS Ply’ HA SBS Cap or -52.5
Mearlcrete and 7-inch o.c. in two (2), equally spaced, Y, TA SBS Cap (Lim. 7)
or TA SBS Ply
staggered center rows
Min. 300 psi Cellular
Lightweight . NN ’ OPTIONAL
LC-M-4 Concrete USP Base Sheet or 01":8 ilr:]tt:f?e-ﬁ\;vlr; léc:zj giﬁis%cgr?:&éng; HA BUR Ply, HA SBS Cap or -60
(MCRF = 88 Ibf DuraFlex 30 SBS Base é .uaII s a‘c):ed staggered .cénter rows’ HA SBS Ply, TA SBS Cap (Lim. 7)
using 1.8-inch Twin qually spaced, stagg or TA SBS Ply
Loc-Nails)
Min. 300 psi Celcore Trufast FM-90 Assembled Base-Ply OPTIONAL
’ P Fastener secured 9-inch o.c. in the laps HA BUR Ply, HA SBS Cap or -60
LC-M-5 MF with HS MA Base . . .
Rheology Admixture and 12-inch o.c. in two (2), equally spaced, HA SBS Ply, TA SBS Cap (Lim. 7)
staggered center rows or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Concrete Assemblies with Fastened Base Sheets over Concrete Deck (New or Existing)
Syngem LWIC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet IE/II)ZI‘F))
Trufast FM-90 Assembled Base-Ply
. . Fastener secured 7-inch o.c. in the 3-inch HA BUR Ply -75
LC-M-6 | Min. 300 psi Celcore MA Base side laps and 7-inch o.c. in two (2), equally or HA SBS Ply HA SBS Cap (Lim. 7)
spaced, staggered center rows
Trufast FM-260 or FM-260V Base-Ply
. . DuraFlex 60 SBS Base Fastener secured 7-inch o.c. in the 3-inch HA BUR Ply -75
LC-M-7 Min. 300 psi Celcore or . : . HA SBS Cap .
side laps and 7-inch o.c. in two (2), equally or HA SBS Ply (Lim. 7)
DuraFlex SBS PolyBase
spaced, staggered center rows
Lightweight Concrete Assemblies with Fastened Base Sheets over Steel Deck (New or Existing)
Sy DecI§ LWIC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Detail (psf)
. . 1.8-inch Twin Loc-Nails secured 9-inch HA BUR Ply,
LS-M-1 G4§WL5’ '\cﬂ;géggeol\ﬁil MA Base o.c. in the laps and 18-inch o.c. in two (2), HA SBS Ply, H#Eggscég or (Li-sﬁs 7
equally spaced, staggered center rows or TA SBS Ply p )
Trufast FM-90 Assembled Base-Ply
Fastener or 1.8-inch Twin Loc-Nails HA BUR Ply,
LS-M-2 G4§\’NL5’ Min. 200 psi Elastizell MA Base secured 7-inch o.c. in the laps and HA SBS Ply, H._‘FASSSSC(a:}; or (Li_;s 7)
7-inch o.c. in two (2), equally spaced, or TA SBS Ply P '
staggered center rows
Trufast FM-90 Assembled Base-Ply HA BUR Ply
G40, L5, . . Fastener secured 7-inch o.c. in the laps ’ HA SBS Cap or -52.5
LS-M-3 PW Min. 300 psi Mearlcrete MA Base and 7-inch o.c. in two (2), equally spaced, HA SBS Ply, TA SBS Cap (Lim. 7)
or TA SBS Ply
staggered center rows
Min. 300 psi Cellular . . . . OPTIONAL
LS-M-4 G40, L5, Lightweight Concrete USP Base Sheet or olés_iwgrr]]e-rl\;vms;%ch_’;-ailrlzr?‘zcgr?r?t\%clnn(czr; HA BUR Ply, HA SBS Cap or -60
PW (MCRF = 88 Ibf using DuraFlex 30 SBS Base é .uaII s aged staggered bénter rows' HA SBS Ply, TA SBS Cap (Lim. 7)
1.8-inch Twin Loc-Nails) qually sp » Stagg or TA SBS Ply
. . Trufast FM-90 Assembled Base-Ply OPTIONAL
LS-M-5 G40, L5, M'nwﬁﬁngskiig:ge MF MA Base Fastener secured 9-inch o.c. in the laps HA BUR Ply, HA SBS Cap or -60
PW ; ay and 12-inch o.c. in two (2), equally HA SBS Ply, TA SBS Cap (Lim. 7)
Admixture
spaced, staggered center rows or TA SBS Ply
Trufast FM-90 Assembled Base-Ply
G40, L5, . . Fastener secured 7-inch o.c. in the 3-inch HA BUR Ply -75
LS-M-6 PW Min. 300 psi Celcore MA Base side laps and 7-inch o.c. in two (2), or HA SBS Ply HA SBS Cap (Lim. 7)
equally spaced, staggered center rows
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Lightweight Concrete Assemblies with Fastened Base Sheets over Steel Deck (New or Existing)
System Deck MDP
No. Detail LWIC Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
Trufast FM-260 or FM-260V Base-Ply
G40, L5, . . DuraFlex 60 SBS Base Fastener secured 7-inch o.c. in the 3-inch HA BUR Ply -75
LS-M-7 Min. 300 psi Celcore or . . ) HA SBS Cap :
PW side laps and 7-inch o.c. in two (2), or HA SBS Ply (Lim. 7)
DuraFlex SBS PolyBase
equally spaced, staggered center rows
Recover Assemblies with All Layers Adhered
Base Top
. . : . . MDP
Sy Existing Roof Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet
No. (psf)
Attachment Attachment
. . . . OPTIONAL
Existing asphaltic Min. 1.5-inch, . HA BUR Base, ~
R-A-1 mineral surfaced min. 1.25 pcf CR-20 DenSngck Porlcr:ne CR-20 HA SBS Base, HA zug Plly, HA SSBSSCgp or L87.59
cap sheet Insulfoam EPS or SECUROCK or TA SBS Base HA SBS Ply, TA SBS Cap (Lim. 9)
or TA SBS Ply
OPTIONAL
. Min. 1.5-inch OPTIONAL
Existing asphalt ) HA BUR Base,
AL : ACFoam II, DensDeck Prime HA BUR Ply, HA SBS Cap or -120
R-A-2 Su?g?ezrcrznget H-Shield, 0B500 or SECUROCK OB500 o':? ASESSBS?S'E HA SBS Ply, TASBS Cap | (Lim.9)
P 1ISO 95+GL or or TA SBS Ply
Multi-Max FA3
Min. 3/4-inch
EnergyGuard
Perlite Roof
- Insulation or OPTIONAL
Existing asphalt Lo HA BUR Base, )
R-A3 | BUR ormineral Min. 2-inch Hot Asphalt | FescoBoard or 1y aphaie | HA SBS Base, | HABURPIY. | HASBSCap or | -157.5
surfaced cap sheet H-Shield Min. 1/2-inch or TA SBS Base HA SBS Ply, TA SBS Cap (Lim. 9)
P Structodek High or TA SBS Ply
Density
Fiberboard Roof
Insulation
Existing asphalt OPTIONAL
AL - Min. 2-inch DensDeck Prime HA BUR Base HA BUR Ply, HA SBS Cap or -157.5
R-A-4 BUR or mineral H-Shield Hot Asphalt | ° 'sFcyrock | HotAsphalt | 4 a'SBS Base | HA SBS Py, TASBS Cap | (Lim.9)
surfaced cap sheet
or TA SBS Ply
. . . . OPTIONAL
Existing asphaltic Min. 1.5-inch, . HA BUR Base, R
R-A-5 mineral surfaced min. 1.50 pcf CR-20 DensDeck Prime CR-20 HA SBS Base, HA BUR Ply, HA SBS Cap or .180
or SECUROCK HA SBS Ply, TA SBS Cap (Lim. 9)
cap sheet Insulfoam EPS or TA SBS Base
or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Recover Assemblies with All Layers Adhered
Base Top
S Existing Roof Base Insulation Insulation Top Insulation Insulation Base Ply Ply Sheet Cap Sheet MDP
No. (psf)
Attachment Attachment
Min. 1/2-inch
_ OPTIONAL . OPTIONAL
aas | Sosting asphal Min. 2-inch tot Ashatt | TGodek High | ot | HABURBase | HABURPlY, | HASBSCap or | -1875
surfaced oo eheet ACFoam Il or P Eiberbonr dyROOf p or HA SBS Base | HA SBS Ply, TASBSCap | (Lim.9)
P Multi-Max FA3 : or TA SBS Ply
Insulation
Existing asphalt OPTIONAL OPTIONAL
AL . Min. 2-inch Min. 3/4-inch HA BUR Base HA BUR Ply, HA SBS Cap or -232.5
R-AT su?;?ezrcrzmgget ACFoam Il or Hot Asphalt FescoBoard Hot Asphalt or HA SBS Base HA SBS Ply, TA SBS Cap (Lim. 9)
P Multi-Max FA3 or TA SBS Ply
. . . . OPTIONAL
Existing asphaltic Min. 1.5-inch, . HA BUR Base, )
R-A8 | mineral surfaced min. 2.0 pcf CR-20 '%?”SSEDSS‘RFS&‘? CR-20 HASBS Base, | 1A opo gl'y' g Asggscé;; o (Liifog)
cap sheet Insulfoam EPS or TA SBS Base Y. P ’
or TA SBS Ply
. . OPTIONAL
Existing asphaltic OPTIONAL . HA BUR Base, R
R-A-9 | mineral surfaced Min. 1.5-inch CR20 | DensDeckPrime | cp oo HA SBS Base, | ABURPIY, | HASBSCap or | -262.5
or SECUROCK HA SBS Ply, TA SBS Cap (Lim. 9)
cap sheet ISO IV or TA SBS Base
or TA SBS Ply
L OPTIONAL OPTIONAL
rago | EXeting asphal Min. 2-inch Hot Asghalt | DensDeck Prime [ | BABURBASE | A BURPlY, | HA'SBS Cap or | 3025
surfaced cap sheet ACFoam Il or P or SECUROCK P or TASBS Base | HA SBS Py, TASBS Cap | (Lim.9)
P Multi-Max FA3 or TA SBS Ply
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
Base .
System Dech Base Insulation Insulation Top Insulation Ve (el am Base Ply Ply Sheet Cap Sheet MDP
No. Detail Attachment (psf)
Attachment
Min. 1/2-inch Structodek
Min. 1.5-inch ISO | or | SD Fasteners | High Density Fiberboard OPTIONAL
min. 2-inch and Plates at a or HA BUR Base HA BUR Ply, HA SBS Cap -45
S-AM-1 G40 H-Shield or rate of 1 fastener Min. 3/4-inch Hot Asphalt or HA SBS Base HA SBS Ply, or TASBS Cap | (Lim.7)
H-Shield Tapered per 4-ft? EnergyGuard Perlite or or TA SBS Ply
FescoBoard
Min. 1.5-inch ISO l or | SD Fasteners HA BUR Base OPTIONAL
CAML min. 2-inch and Plates at a DensDeck Prime or ' HA BUR Ply, HA SBS Cap -45
S-AM-2- | G40 H-Shield or rate of 1 fastener SECUROCK Hot Asphalt ot"Ar Asggggzzé HA SBS Ply, | or TA SBS Cap | (Lim. 7)
H-Shield Tapered per 4-ft* or TA SBS Ply
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U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
Base .
S Dech Base Insulation Insulation Top Insulation Ve i Base Ply Ply Sheet Cap Sheet MDP
No. Detall Attachment (psf)
Attachment
Min. 1.5-inch ISO l or | SD Fasteners RapidGRIP OPTIONAL
min. 2-inch and Plates at a SECUROCK primed : HA BUR Ply, HA SBS Cap -45
S-AM-3 G40 H-Shield or rate of 1 fastener | with ASTM D 41 primer Hot Asphalt R:;?_;%ﬁz(?esdA HA SBSPly, |orTASBS Cap| (Lim.7)
H-Shield Tapered per 4-ft? or TA SBS Ply
Min. 2-inch ACFoam asna Eﬁ:tfs”zsa OPTIONAL
S-AM-4 G40 OPTIONAL ) Composite/PB or rate of 1 HA BUR Base HA BUR Ply, HA SBS Cap -45
Insulation Thermaroof f or HA SBS Base HA SBS Ply, orTASBS Cap | (Lim.7)
. astener per
Composite-3 442 or TA SBS Ply
HD Fasteners ! OPTIONAL
S-AM-5 G40 Min. 2-inch ISO i and Plates at a DensDeck Prime or CR-SZOa::lk;gons :2 ggg g’:g’ HA BUR Ply, HA SBS Cap -52.5
' rate of 1 fastener SECUROCK 6-ir’?ch o.C or TA SBS Baée HA SBS Ply, or TASBS Cap | (Lim.7)
per 1.45-ft° al or TA SBS Ply
HD Fasteners . . OPTIONAL
. CR-20 ribbons RapidGRIP
CAML Lo and Plates at a SECUROCK primed g HA BUR Ply, HA SBS Cap -52.5
S-AM-6 G40 Min. 2-inch ISO I rate of 1 fastener | with ASTM D 41 primer G-Sir?car?%dc Rs;?_'a?jﬁ?eﬁp‘ HA SBS Ply, orTASBS Cap | (Lim.7)
per 1.45-ft® s or TA SBS Ply
HD Fasteners OB500 ribbons HA BUR Base OPTIONAL
S-AM-7 G40 Min. 2-inch ISO I and Plates at a DensDeck Prime or spaced HA SBS Base. HA BUR Ply, HA SBS Cap -60
' rate of 1 fastener SECUROCK 6-inch o.c. or TA SBS Bas’e HA SBS Ply, orTASBS Cap | (Lim.7)
per 1.45-ft? or Hot Asphalt or TA SBS Ply
HD Fasteners OB500 ribbons RapidGRIP OPTIONAL
CAML PR and Plates at a SECUROCK primed spaced - HA BUR Ply, HA SBS Cap -60
S-AM-8 G40 Min. 2-inch ISO Il rate of 1 fastener | with ASTM D 41 primer 6-inch o.c. Rse;(fi-la?jﬁz?esdp\ HA SBS Ply, or TASBS Cap | (Lim.7)
per 1.45-ft? or Hot Asphalt or TA SBS Ply
SD Fasteners | Min. 1/2-inch Structodek OPTIONAL
AML P, and Plates at a | High Density Fiberboard HA BUR Base HA BUR Ply, HA SBS Cap -67.5
S-AM-9 G40 Min. 2-inch ISO Il | e of 1 fastener or Min. 3/4-inch HotAsphalt | \iA'SBSBase | HASBSPly, |orTASBS Cap| (Lim.7)
per 1.6-ft° FescoBoard or TA SBS Ply
SD Fasteners OPTIONAL
. HA BUR Base
. . and Plates at a DensDeck Prime or ' HA BUR Ply, HA SBS Cap -67.5
S-AM-10 G40 Min. 2-inch ISO Il 216 o 1 fastener SECUROCK Hot Asphalt oT?ASEESBgSaZ’e HA SBSPly, |or TASBS Cap| (Lim.7)
per 1.6-ft? or TA SBS Ply
HD Fasteners OPTIONAL
. . and Plates at a | Min. 1/2-inch Structodek HA BUR Base HA BUR Ply, HA SBS Cap -67.5
S-AM-1L | G40 Min. 2-inch ISO Il {26 of 1 fastener | High Density Fiberboard | 1OtASPhaIt | 1A SBS Base | HA SBSPly, | or TASBS Cap | (Lim. 7)
per 1.45-ft? or TA SBS Ply
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



CREEK

[APPROVED ASSEMBLIES]

U.S. PLY, INC.
SBS Modified Roofing Systems

TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Adhered Membranes over Fastened Insulation over Steel Deck (New, Existing, or Recover)
Base .
S Dech Base Insulation Insulation Top Insulation Ve i Base Ply Ply Sheet Cap Sheet MDP
No. Detall Attachment (psf)
Attachment
Trufast 3” Metal
Insulation Plates HA BUR Base OPTIONAL
G40, L6, OPTIONAL Min. 1/2-inch DensDeck | with Trufast HD ' HA BUR Ply, HA SBS Cap -67.5
S-AM-12 . - f HA SBS Base, .
F2 Insulation Prime screws at a rate or TA SBS Base HA SBS Ply, orTASBS Cap | (Lim.7)
of 1 fastener per or TA SBS Ply
1.6-ft°
Trufast 3” Metal
Insulation Plates OPTIONAL
. . : HA BUR Base,
S-AM-13 G40, L6, OPTIONAL ) Min. 1/2-inch with Trufast HD HA SBS Base HA BUR Ply, HA SBS Cap -67.5
F2 Insulation SECUROCK screws at a rate y HA SBS Ply, orTASBS Cap | (Lim.7)
or TA SBS Base
of 1 fastener per or TA SBS Ply
1.78-ft°
Trufast 3” Metal
Insulation Plates GAFGLAS
CAML G40, L6, OPTIONAL ) oo with Trufast HD Stratavent HA BUR Ply HA SBS Cap -67.5
S-AM-14 F2 Insulation Min. 2-inch ACFoam Il screws at a rate | Perforated Venting | or HASBS Ply | or TASBS Cap | (Lim.7)
of 1 fastener per | Base, loose laid
1.45-f°
HD Fasteners Min. 3/4-inch OPTIONAL
CAML C o and Plates at a : . HA BUR Base HA BUR Ply, HA SBS Cap -75
S-AM-15 | G40 Min. 2-inch ISO Il f e of 1 fastener E”ergéfs‘éigjog’fé“te or | HotAsphalt | 4\ sBSBase | HASBSPly. |orTASBS Cap | (Lim.7)
per 1.45-ft? or TA SBS Ply
EHD Fasteners OPTIONAL
; . and Plate at a HA BUR Base HA BUR Ply
G40, L6, . . Min. 1/2-inch ! ’ HA SBS Cap -157.5
S-AM-16 F2W, S18 Min. 1.5-inch ISO - SECUROCK rate of 1 HA SBS Base, HA SBS Ply, or TASBS Cap | (Lim.7)
fastener per or TA SBS Base or
1-ft2 TA SBS Ply
Assemblies with Fastened Base Sheets over Steel Deck (New, Existing, or Recover)
System Dech Basg Top Insulation Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet MDP
No. Detail Insulation (psf)
SD Fasteners and Plates at
USP Base, USP - . - HA BUR Ply,
S-M-1 G40 Insulation - NVB or DuraFlex 1?;"‘;2#& '”itnhﬁN%"(”zc)he'aEaﬁ”d HA SBS Ply, H? /fggsc‘é‘; or (Li':f 7
30 SBS Base -C- quaty or TA SBS Ply P :
spaced, staggered center rows
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



U.S. PLY, INC.
CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Fastened Base Sheets over Steel Deck (New, Existing, or Recover)
System Deck Base . MDP
No. Detail Insulation Top Insulation Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet (psf)
SD Fasteners and Plates at
USP Base or . : HA BUR Ply,
S-M-2 G40 Insulation - DuraFlex 30 SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -60
12-inch o.c. in two (2) equally TA SBS Cap (Lim. 7)
Base or TA SBS Ply
spaced, staggered center rows
EHD Fasteners and Plates at HA SBS Base,
S-M-3 G40, L5, Min. 1.5-inch ) DuraFlex SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -142.5
F2,S18 Insulation Polybase 6-inch o.c. in two (2) equally TA SBS Base TA SBS Cap (Lim. 7)
spaced, staggered center rows or TA SBS Ply
EHD Fasteners and Plates at HA BUR Pl
S-M-4 G40, L6, Min. 1.5-inch OPTIONAL DuraFlex SBS 12-inch o.c. in the lap and HA SBS Ply‘ HA SBS Cap or -150
F1,S12 Insulation Cover Board Polybase 12-inch o.c. in two (2) equally Y. TA SBS Cap (Lim. 7)
or TA SBS Ply
spaced, staggered center rows
Min. 1.5-inch EHD Fasteners and Plates at HA SBS Base,
S-M-5 G40, L6, ISO with min. OPTIONAL DuraFlex SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -157.5
F2,S18 1/2-inch Cover Board Polybase 6-inch o.c. in two (2) equally TA SBS Base TA SBS Cap (Lim.7)
SECUROCK spaced, staggered center rows or TA SBS Ply
EHD Fasteners and Plates at HA SBS Base,
S-M-6 G80, L6, Min. 1.5-inch OPTIONAL DuraFlex SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -172.5
F2, S12 Insulation Cover Board Polybase 6-inch o.c. in two (2) equally TA SBS Base TA SBS Cap (Lim.7)
spaced, staggered center rows or TA SBS Ply
HD Fasteners and Plates at HA SBS Base,
S-M-7 G80, L5, Min. 1.5-inch OPTIONAL DuraFlex SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -232.5
F2, S12 Insulation Cover Board Polybase 6-inch o.c. in two (2) equally TA SBS Base TA SBS Cap (Lim.7)
spaced, staggered center rows or TA SBS Ply
HD Fasteners and Plates at HA SBS Base,
S-M-8 G80, L6, Min. 1.5-inch OPTIONAL DuraFlex SBS 6-inch o.c. in the lap and HA SBS Ply, HA SBS Cap or -232.5
F2w, s12 Insulation Cover Board Polybase 6-inch o.c. in two (2) equally TA SBS Base TA SBS Cap (Lim.7)
spaced, staggered center rows or TA SBS Ply
Assemblies with All Layers Adhered over Wood Deck (New or Existing)
S Deck Detail Primer Base Sheet Ply Sheet Cap Sheet MBI
No. (psf)
. . OPTIONAL
OPTIONAL RapidGRIP Readi-Base SA HA SBS Cap or -45
W-A-1 T15/32, L24 HA SBS Ply .
ASTM D 41 self-adhered or TA SBS Ply TA SBS Cap (Lim. 9)
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
quality assurance changes throughout the duration for which this report is valid. This evaluation report does not express nor imply warranty, installation, recommended use, or other
product attributes that are not specifically addressed herein.



U.S. PLY, INC.

CREEK [APPROVED ASSEMBLIES] SBS Modified Roofing Systems
TECHNICAL SERVICES, LLC [INSTALLATION]; [NOMENCLATURE] APPENDIX B
Assemblies with Fastened Base Sheets over Wood Deck (New or Existing)
Syngem Deck Detail Base Sheet Base Sheet Attachment Ply Sheet Cap Sheet '2/;25
12 ga. annular ring shank nails and OPTIONAL
W-M-1 T19/32, L24, USP Base or 32 ga., 1-5/8-inch diameter tin caps at HA BUR Ply, HA SBS Cap or -52.5
N6 DuraFlex 30 SBS Base 8-inch o.c. in the lap and three (3) equally spaced, HA SBS Ply TA SBS Cap (Lim. 7)
staggered center rows or TA SBS Ply
12 ga. annular ring shank nails and OPTIONAL
W-M-2 T19/32, L24, USP Base or 32 ga., 1-5/8-inch diameter tin caps at HA BUR Ply, HA SBS Cap or -60
N4 DuraFlex 30 SBS Base 8-inch o.c. in the lap and three (3) equally spaced, HA SBS Ply TA SBS Cap (Lim. 7)
staggered center rows or TA SBS Ply
END OF REPORT
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This evaluation report is provided for State of Florida product approval under Rule 61G20-3. The manufacturer shall notify CREEK Technical Services, LLC of any product changes or
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