
Product Report Manufacturer: Florida Southern Roofing 
6653 19TH Street East 

Sarasota, FL 34243 
(941} 954-8811 

Florida Product Approval 8655 Sub-Category: Metal Roofing Method: 1-D 
Compliant with current Florida Building Code /ASCE 7-22 Compliant 
Compliant with Florida Product Approval Rule #61620-3 Compliant FBC Sections 1504, 1507, 1518, 1523 
Quality Assurance Program: KEYSTONE -Active * Underlayments to be compliant w/FBC 2023 8TH ed. Chart 1507. 

FL 8655.1 1.5 Mechanical Lock 24GA Roof Panel over 15/32" APA Plywood HVHZ 
24GA Steel, ASTM A792 Coated wt Valspar Fluropon or ASTM A653 G90 conforming to FBC Yield Strength: Min. 50ksi 16" 
Wide Rib Height: 1-1/2 Panel Seam: 180° Seam, Double Lock wt mechanical seamer Roof Panel Clip: 1500SC, 1-1/2" 
Sliding Clip Assembly, 2 piece slider Top: 22GA Galvanized Steel Base 16GA Galvanized Steel. See RAS 133 Corrosion 
Resistant Clip Fastener: (2) #12-11 x 1" Pancake Head Type A to penetrate min.¼" through plywood Substrate: Min. 
15132" APA Plywood over supports at max. 24" O.C • for HVHZ NEW CONSTRUCTION 19/32" 
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Fl 8655.2 1.5 Nailstrip 24GA Roof Panel over 15/32" APA Plywood HVHZ 
24GA steel, ASTM A792 Coated wt Valspar Fluropon or ASTM A653 G90 conforming to FBC Yield Strength: Min. 50ksi 15 
1/2" Wide Female Rib Height: 1-1/2" Male Rtb 3/4" Panel Seam: Snap Lock Corrosion Resistant Fasteners to 
penetrate mm. 1/4" through plywood - through panel slot: Corrosion Resistant (1) #12-11 x 1" pancake Type A in Pan 
Panel: (2) #10-11 x 1" Eclipse Head Type A See RAS 133 Substrate: Min. 15132" APA Plywood over supports at max. 24" 
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Fl 8655.3 1.5 Snap Lock 24GA Roof Panel over 15/32" APA Plywood HVHZ 
24GA Steel, ASTM A792 Coated wt Valspar Fluropon or ASTM A653 G90 conforming to FBC Yield Strength: Min. 50ksi 16" 
Wide Rib Height: 1-1/2 Panel Seam: Snap Lock Roof Panel Clip: 1500SC, 1-1/2" Fixed 18GA 3 112" Long 
Corrosion Resistant Clip Fastener: (2) #12-11 x 1" Pancake Head Type A to penetrate min. Y..'' through plywood See RAS 
133 Substrate: Min. 15/32" APA Plywood over supports at max. 24" O.C. : for HVHZ NEW CONSTRUCTION 19/32" 

"'Desfen Pressure: I Cl0Spadn1: Fasteners Per Clo: 
-86.0PSF I -wo.c. -z·-
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24GA Steel conforming to FBC Yield Strength: Min. 50ksi 18" Wide Rib Height: 1-3/4 Panel Seam: Snap Lock Roof 
Panel Clip: DMP 175 SI., Fixed 18GA 2 114" Long Corrosion Resistant Clip Fastener: (2) #10-13 x 1" GP Concealor to 
penetrate min. ¼" through plywood Substrate: Min. 15132" APA Plywood over supports at max. 24" O.C. 

- ·;.--.Diif&ii Pressure: Clip Spacing: Fastenen Fer dip:
-7C.2S PSF 2C" O.C. 2 

Reference Data: See Limitations on Install Details .. DESIGN PRffSURE IVCLUOES A 9'FETY MARGIN OF 2:1 
Force Enpieertng & Testing lnT-5328) 72-G313f -06 
Farabaugh Eflllneerlng & TeSII,. (TST-1654) n57--07 
PRI Asphalt Techno!Olles 
Force Englnl!l!rlng& Tl!S1lng (TST-5328) 72-0190T'-07 
Farabaugh Englnl!l!ring & Testing (TST-1654) T349--07 
Force Enginl!l!rfng & Testing (TST •5328) 72-GlOST-07 
Farabaugh Engineering & Testing (TST-1 654) no7-07 
Force Engineering & renir. (TST-5328) 92-034BT� 

1. UL 680-94 test s tandards are equivalent lo the UL 680-06 test standards 
2. UL 1897-98 test standards are equivalent to the ul 1897-12 test standards 

M@tal Font)ina has authorized Florida Southam Roofing to share testing 

TAS 125-03 (UL �1/UL 1 897-9112) 
TAS 100-95 
T AS 110-00 (ASTM G 26/ ASTM 8117) 
TAS 125-03 (UL 580-941/Ul 1897-9112) 
TAS 100-95 
TAS 125-03 (UL �'/UL 1897-981) 
TAS�5 
UL 580-9-t'/Ul 1897-982 

Certificate of Independence: Locke Bowden, P.E. does not nor will acquire a financial Interest in any company 
manufacturing or distributing products under this evaluation. 
Locke Bowden, P.E. is not owned, operated, or controlled by any company or manufacturer distributing 
products under this report 

Locke Bowden P.E. 

**EQUIVALENCY STATEMENT TAS 100-95 is equivalent to TAS 100-23
                                                            UL 1897-98 is equivalent to UL 1897-15


































